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PKEFACE. 


This  book  is  to  be  considered  as  the  first  volume  of  a  treatise  on  the  Ceramic  and 
Silicate  Industries.  The  part  dealing  with  clajs  and  related  materials  was 
expanded  from  a  special  course  of  lectures  I  gave  on  that  subject  about  three  or 
four  years  ago ;  but,  as  the  work  developed,  it  was  thought  best  to  collect  all  the 
analytical  operations  into  one  volume  and  thus  avoid  abrupt  changes  of  subject 
in  the  more  technical  parts,  to  be  published  later,  and  sometimes  referred  to  as 
"  Volume  II." 

The  processes  here  described  are  those  at  present  used  in  the  Testing 
Department  of  the  County  Pottery  Laboratory,  Staffordshire,  for  the  analysis 
of  clays,  bricks,  and  related  materials ;  for  glazes  and  enamels ;  for  colouring 
mixtures  ;  ,for  the  special  refractories  introduced  in  recent  years ;  etc.  The  book 
is  divided  into  five  parts.  Some  general  analytical  processes  are  described  in 
Part  I. ;  the  analysis  of  a  typical  simple  silicate  is  discussed  in  Part  II. ;  the 
methods  to  be  adopted  with  more  complex  silicates — glazes,  enamels,  colours, 
etc. — are  indicated  in  Part  III. ;  while  Part  IV.  shows  the  modifications  required 
when  some  of  the  more  difficult,  as  well  as  some  of  the  rarer,  elements  are  present. 
The  last  part — Part  V. — indicates  methods  to  be  employed  when  acidic  elements 
have  to  be  determined,  and  a  chapter  on  the  so-called  "rational  analysis" 
concludes  the  volume.  Some  useful  reference  tables  are  included  in  an  Appendix. 
The  methods  of  testing  clays  and  clay  products,  as  distinct  from  analysis  proper, 
will  be  described  in  Vol.  II. 

The  method  for  the  analysis  of  a  typical  silicate  detailed  in  Part  II.  of  this 
book  is  perhaps  that  which  gives  the  most  accurate  results — so  far  as  our  present 
knowledge  goes — for  clays,  silicate  rocks,  silicate  minerals,  and  related  materials. 
The  work  of  W.  F.  Hillebrand  of  the  U.S.  Geological  Survey  has  been  largely 
instrumental  in  developing  this  branch  of  analysis  to  its  present  condition.  These 
methods  do  not  allow  analyses  to  be  conducted  with  that  speed  required  in  certain 
industrial  work,  and  accordingly  I  have  indicated  the  short-cuts  available  to  those 
who  have  mastered  the  general  methods.  So  many  handbooks  have  been 
published  which  specialise  in  cement,  water,  and  fuel  analyses  that  these  subjects 
have  not  been  elaborated  particularly  here. 

Many  of  the  analytical  processes  have  been  described  on  typed  sheets  for  six 
or  seven  years,  and  employed  by  the  students  of  the  analysis  class  of  the  Pottery 
School,  and  by  the  professional  staff  in  the  Testing  Department.     The  questions 
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which  have  been  asked  from  time  to  time  have  enabled  me  to  strengthen  many 
weak  places  in  the  descriptions  of  the  methods.  Early  proofs  have  also  been 
used  ill  the  laboratory  for  over  a  year,  and  the  descriptions  of  the  more  common 
analyses  must  have  been  verified  at  the  bench  by  a  score  of  different  workers. 
During  this  time,  the  great  mass  of  literature  on  the  subject  has  been  overhauled 
anew,  and  the  extensive  footnotes  indicate  where  papers  bearing  on  the  subjects 
discussed  in  the  text  can  be  found.  The  reader  must  thank  the  publishers  for 
giving  me  every  facility  for  elaborating  the  original  proofs  after  their  handling  in 
the  laboratory.  I  am  specially  indebted  to  my  colleagues  Messrs  A.  D.  Hold- 
croft,  J.  C.  Green,  and  C.  Edwards  for  the  trouble  they  have  taken  in  reading  the 
proofs ;  to  Miss  M.  Chetham  for  help  with  the  indexing ;  and  to  Mr  F.  J.  Austin 
for  photographing  the  apparatus  and  specimens. 

J.  W.  M. 

County  Pottery  Laboratory, 
Stoke-on-Trknt. 
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INTRODUCTION. 


The  Subdivisions  of  Analytical  Chemistry. 

Qualitative  and  Quantitative  Analysis.  —  The  general  purpose  of  aualytical 
chemistry  is  to  find  the  chemical  nature  of  a  given  material.  With  simple 
substances  this  is  comparatively  easy,  for  the  object  of  the  analysis  is  easily 
secured  by  establishing  the  identity  of  the  given  substance  with  one  whose 
properties  are  known.  A  simple  inspection  of  the  consistency,  colour,  or  smell 
may  suffice ;  in  other  cases,  the  specific  gravity,  boiling  point,  or  freezing  point 
may  have  to  be  determined  ;  and  finally,  it  may  be  necessary  to  prepare  compounds 
of  the  given  substance,  and  compare  their  properties  with  those  of  known  compounds. 
Thus  arise  the  so-called  tests  of  qualitative  analysis.  On  the  other  hand,  if  the 
substance  to  be  analysed  be  not  simple,  but  is  rather  a  complex  mixture  of  several 
simple  substances,  the  analytical  operations  are  more  intricate,  for  the  properties 
of  the  different  components  in  the  complex  may  bo  masked  by  the  mere  presence 
of  the  others  so  as  to  render  identification  impossible.  In  that  case,  the  complex 
must  be  resolved  into  simpler  substances  which  can  be  separately  identified. 

If  the  purpose  of  the  analysis  be  merely  identification,  the  operations  are 
said  to  be  qualitative ;  while  if  the  amount  of  one  or  more  of  the  constituents 
has  to  be  determined,  the  analysis  becomes  quantitative.  There  is  a  large 
number  of  manuals  on  qualitative  analysis  in  which  an  elaborate  general  scheme 
— over  fifty  years  old — is  described  for  the  identification  of  the  constituents  of 
the  most  complex  inorganic  mixtures.  In  many  cases,  this  scheme  is  only  of 
pedagogic  interest,  because,  in  practice,  we  generally  possess  a  good  idea  of  the 
components  of  a  mixture,  and  only  the  amounts  of  the  more  important  of  these 
are  industrially  important.  Hence,  although  a  qualitative  analysis  should 
precede  the  quantitative,  yet  numerous  quantitative  analyses  are  made  without 
the  preliminary  examination,  because  the  qualitative  composition  of  the  given 
substance  is  well  enough  known. 

Gravimetric  Analysis. — In  the  gravimetric  analysis,  the  several  constituents 
are  separated  and  weighed,  or,  if  they  cannot  be  separated,  or  if  they  are  un- 
suited  for  weighing,  they  are  converted  into  compounds  of  known  composition 
which  can  be  satisfactorily  weighed.     The  several  steps  in  the  operation  are  : 

(I)  A  definite  amount  of  the  substance  to  he  analysed  is  weiglied. 
(2^  The  weighed  sample  is  brought  into  solution. 

(3)  The  constituents  to  be  determined  are  separated  from  the  solution,  one  by  one,  in 
the  form  of  definite  insoluble  compounds,  either  by  precipitation  or  by  electrolysis — 
eUctr(hanaly8is. 

(4)  A  compound  so  separated  is  freed  from  adherent  liquids  and  solids  by  filtration 
and  washing. 

(6)  The  compound  is  dried  and  ignited  so  as  to  convert  it  into  a  stable  pure  compound. 

(6)  The  compound  is  weighed. 

(7)  ThQ  amount  of  the  substance  to  be  determined  is  computed  by  known  arithmetical 
processes  from  the  weight  of  the  ignited  compound. 

Volumetric  Analysis, — In  volumetric  analysis,  the  (juantity  of  a  constituent 
in  a  given  solution  is  determined  by  adding  a  sufficient  volume  of  a  standard 
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sotution—'Contaming  a  known  amount  of  a  selected  reagent — to  produce  a  definite 
"  complete  "  reaction.  The  number  of  operations  involved  in  a  gravimetric  analysis 
is  here  much  curtailed ;  as  a  rule,  no  filtration  or  washing  is  needed  ;  nor  is  any 
weighing  required  after  the  sample  has  been  brought  into  solution.  The  opera- 
tions are : 

(1)  A  definite  quantity  of  the  substance  to  be  analysed  is  weighed. 

(2)  The  weighed  sample  is  brought  into  solution. 

(3)  The  standard  solution  of  the  selected  reagent  is  added  until  the  whole  of  the 
substance  to  be  determined  has  been  converted  into  a  definite  compound.  The  comple- 
tion of  the  reaction  is  indicated  by  a  change  in  the  colour  of  the  solution,  frequently 
tinted  with  a  selected  dye  called  the  indicaior, 

(4)  The  quantity  of  the  standard  solution  required  to  complete  the  reaction  enables 
the  amount  of  the  substance  under  investigation  to  ))e  computed  by  known  arithmetical 
processes. 

Gasometric  Methods  of  Analysis, — If  the  substance  being  analysed  gives  off  a 
gas  when  it  is  treated  with  a  selected  reagent,  such  that  the  volume  of  gas 
liberated  bears  a  definite  relation  to  the  amount  of  the  constituent  in  question, 
the  measurement  of  the  volume  of  the  liberated  gas,  or  a  determination  of  the 
loss  of  weight  which  occurs  when  the  gas  is  all  expelled,  enables  the  amount  of 
the  constituent  to  be  computed  by  arithmetic. 

Physical  Methods  of  Analysis. — There  are  several  so-called  physical  methods 
of  analysis  in  which  the  variation  of  some  property — say,  specific  gravity — is 
proportional  to  the  amount  of  the  substance  under  investigation  which  is  present 
in  a  given  mixture.  A  determination  of  that  property  enables  the  amount  of 
substance  to  be  computed.  In  coloriinetiy^  for  instance,  the  substance  under 
investigation  can  be  m^e  to  produce  a  colonized  solution  such  that  the  intensity 
of  the  colour  varies  with  the  concentration.  A  comparison  of  the  tint  of  a  known 
volume  of  the  solution  with  that  of  another  solution  containing  a  known  quantity 
of  the  same  substance  as  that  under  investigation,  enables  the  amount  of  the  given 
constituent  to  be  computed  by  simple  arithmetic.  In  turbidim^h'y,  instead 
of  comparing  the  colours,  the  degree  of  opacity  of  the  two  solutions  is  compared. 
This  process  is  of  limited  application,  and  is  only  possible  when  the  solution 
under  investigation  can  furnish  a  fine-grained  solid  precipitate  which  settles 
very  slowly. 

The  Birth  of  Analytical  Chemistry. 

The  chemists  of  the  phlogiston  period  —  Basil  Valentine,  0.  Tachenius, 
F.  Hoffmann,  A.  S.  Marggraf,  C.  W.  Scheele,  etc.^ — made  a  large  number  of 
isolated  observations  which  enabled  many  inorganic  substances  to  be  distinguished 
from  one  another.  Robert  Boy le,'^  about  1661,  styled  the  process  of  identifica- 
tion an  analysis.  About  a  century  later,  Bergmann  *  compiled  and  arranged  the 
different  tests  in  a  systematic  and  methodical  way,  and  thus  laid  a  foundation 
upon  which  Berzelius  and  Rose  ^  built  a  system  of  qualitative  analysis  w^hich  has 
persisted  with  remarkably  few  changes  up  to  the  present  day. 

1  B.  Valentine,  Chymische  SchrifUn,  Leipzig,  1769  ;  O.  Tachenius,  Hippocrates  Chemicus, 
qui  novissimi  salis  aniiquissima  fund^inenta  ostendit,  Venetiis,  1666  (English  trans.,  Loudon, 
1677) ;  F.  Hoffmann,  De  Methodo  Examinandi  Aquas  Sal ubrea,  Leyden,  1708  ;  A.  S.  Marggraf, 
Chymische  Schriften,  Berlin,  1761-7—"  Method  of  reducing  silver  chloride  without  loss,"  1749  ; 
"Chemical  examination  of  water,"  1754  ;  C.  W.  Scheele,  Opuscuia  cJumua  et  physica,  Lipsise, 
1788-9. 

«  R.  Boyle,  The  Sceptical  Chymist,  Oxford,  1661  ;  E.tperiinents  and  Observations  upon 
Colours t  London,  1668. 

*  T.  Bergmann,  Opuscula  Physiea  et  Chemica  {De  minerarum  docimasid  humidd),  Holmise, 
1780. 

*  J.  J.  Berzelius,  De  V Analyse  des  Corps  Irwrganiques,  Pons,  1827  ;  H.  Rose,  Handbuch 
der  analytischen  Cfiemie,  Berlin,  1829. 


INTRODUCTION.  XXlll 

The  earliest  writings  on  metallurgy  show  that  from  remote  antiquity  metals 
have  been  extracted  by  heating  their  ores  with  appropriate  fluxes ;  and  there  can 
be  little  doubt  that  laboratory  methods  for  the  dry  or  fire  assay  ^  of  ores  were 
modelled  upon  metallurgical  operations  conducted  upon  a  large  scale.  Witness 
the  so-called  Cornish  process  for  the  assay  of  copper  ^  is  conducted  very  much 
the  same  as  that  which  has  been  employed  for  the  extraction  of  copper  from  its 
ores  for  thousands  of  years ;  and  the  origin  of  the  method  of  separating  silver 
from  lead  by  cupellation  cannot  be  traced,  because  it  is  alluded  to  by  early 
writers^ — Diodorus,  Strabo,  Suetonius,  Pliny,  etc. — as  an  old  and  familiar  process. 

Bergmann^s  W(yrk. — T.  Bergmann's  brochure  upon  "  the  analysis  of  minerals 
in  the  wet  way"  was  published  in  1780.  In  this  important  essay,  Bergmann 
pointed  out  the  existence  of  errors  in  dry  or  fire  assaying  processes  due  to  the 
incomplete  attack  of  the  minerals  by  the  fluxes  ;  to  the  retention  of  some  of  the 
metal  by  the  slag;  etc.,  and  he  advocated  several  wet  processes  in  preference  to  the 
dry  methods  of  analysis  then  in  vogue.*  Bergmann  ^  also  showed  that  the  amount 
of  a  substance  in  solution  was  best  determined  by  converting  it  into  a  definite 
compound  of  known  composition,  and  subsequently  deducing  the  amount  of  the 
desired  constituent  from  the  weight  of  the  compound  so  prepared.*^  Thus  lime  was 
w^eighed  as  oxalate  or  sulphate ;  lead,  as  sulphate  or  sulphide ;  sulphuric  acid, 
as  barium  sulphate ;  silver,  as  chloride,  etc.,  although,  previous  to  this,  Marggraf " 
had  determined  the  amount  of  silver  in  alloys  by  separating  the  silver  as  an 
insoluble  chloride.  Bergmann  recognised  that  "  the  sum  of  the  weights  of  each 
of  the  constituents  in  an  analysis  should  be  equal  to  the  weight  of  the  mineral 
analysed,  allowing  for  a  certain  loss  during  the  manipulations,"  and  his  analysis 
of  a  sample  of  pure  gypsum  is  singularly  good,  e.g. : 

Vitriolic  acid.  Calcareous  earth.  Water. 

Berginann's  analysis      .  46  32  22    percent. 

Sulphur  trioxide,  SO3.  Lime,  CaO.  Water,  HoO. 

Modem  analysis    .        .  46-6  32-5  210     percent. 

*  The  term  assaying  is  applied  more  or  less  vaguely  to  methods  of  chemical  analysis  which 
are  confined  to  the  determination  of  the  commercially  important  constituents  in  given  materials. 
Thns,  processes  for  the  assay  of  vegetable  products,  drugs,  ores,  alloys,  etc. ,  are  described  in 
current  literature.  The  assay  of  ores,  alloys,  and  related  products  can  be  conducted  by  treating 
the  material  under  investigation  with  suitable  .solvents  so  as  to  get  the  desired  metal  in  a 
solution  from  which  it  can  be  subsequently  precipitated— mt^  or  solution  processes  ;  or  the  given 
material  may  be  fused  with  a  suitable  flux  so  that  the  desired  substance  is  reduced  to  the  corre- 
sponding metal,  which  collects  as  a  button  at  the  bottom  of  the  crucible,  and  the  associated 
substances  can  be  separated  in  the  form  of  a  fusible  slag — dry  or  fire  processes. 

*  M.  L.  Moissenet,  /Inn.  Mines  {5),  13.  188,  1858. 

'  Thus,  in  the  second  century  B.C.,  Agatharchidas  of  Cnidos  described  the  method  employed 
by  the  E^ptians  for  purifying  gold,  and  this  resembles  the  cupellation  process  for  separating 
silver  and  lead.  C.  S.  Pliny,  Naturalis  Historic.  Venetiis,  33.  44,  1472  ;  34.  48,  1472  ; 
G.  Agricola,  De  Re  Metallica,  Basiliie,  l.'>4fi  (English  trans.,  London,  1913)  ;  A.  Libavius,  Ars 
probandi Mineralia,  Francofurti,  1697  ;  A.  Libavius,  De  Judieio  Aqitarinn  Mincrtflium,  Franco- 
furti,  1597.  The  two  last-named  essays  are  usually  stated  to  be  the  first  books  specially  (hn'oted 
to  the  analysis  of  minerals.  The  first-named  is  considered  to  be  largely  compiled  from  Agricola's 
book.     See  also  G.  Chesneau,  Revue  Sdeniinque  {f^\  3.  321,  357,  1905. 

*  A.  P.  T.  Paracelsus  (r>p«roa»inia  Medico-Chemico-Chirurgiea,  Geneva,  1658)  is  generally 
credited  with  having  first  described  an  analysis  in  the  wet  way.  To  analyse  an  alloy  of  gold  and 
silver,  Paracelsus  treated  the  sample  with  nitric  acid— o^wa/or^js— which  dissolves  the  silver 
and  leaves  the  gold  behind  in  the  form  of  an  insoluble  black  powder.  He  then  precipitated 
the  silver  by  inserting  a  plate  of  copper  in  the  solution.  The  copper  is  at  the  same  time 
vigorously  attacked  by  the  free  acid. 

»  T.  Bergmann,  Opiiseula  Physica  et  Chemica  {De  minerarum  docirmtsid  humidd),  Holmine, 
349   399  1780 

*  In  1 766,  J.  ^U(i)L{ExperimerUs  on  Magnesia  alba.  Quicklime,  and  other  Alcaline  Subsfanres, 
Edinburgh,  1777)  estimated  the  amount  of  magnesia  alba  in  a  solution  by  the  addition  of  sodium 
earbonate  and  weighing  the  resulting  precipitate. 

'  A.  S.  Marggraf,  Mem.  Akad.  Wiss.  Berlin,  16,  1749. 
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Bergmann  also  introduced  the  method  of  decomposing  silicates  by  fusion  with 
alkaline  carbonates,  and  his  little  treatise,  De  minerarwm  docinui»id  humidd,  is 
thus  considered  to  have  inaugurated  a  new  era  in  analytical  practice. 

Klaproth's  and  Vauquelin^a  Work, — The  next  advances  were  made  bj 
Klaproth  ^  and  by  Vauquelin.^  These  workers  introduced  many  improvements 
in  technique  and  analysed  many  minerals.  Klaproth,  for  instance,  ignited  his 
precipitates  before  they  were  weighed  in  cases  where  the  ignition  was  not  attended 
by  decomposition.  Quantitative  analysis  was  greatly  stimulated  by  the  need  for 
separating  the  different  constituents  of  the  minerals  from  one  another,  during  the 
many  investigations  on  the  composition  of  minerals  made  about  that  time.  As 
Klaproth  expressed  it :  **  Nature,  inexhaustible  in  her  riches,  has  intended  to  keep 
in  activity  the  ardour  of  the  naturalist  in  the  examination  of  mineral  substances.'* 
As  early  as  1808,  we  can  recognise  the  beginnings  of  the  present-day  method 
of  conducting  silicate  analyses  in  John's  book,^  which  summarised  the  labours 
of  Bergmann,  Marggraf,  Klaproth,  and  Vauquelin. 

Berzeliu8*  Work. — About  1827,  Berzelius^  took  up  the  work,  and  considerably 
advanced  the  art  by  devising  a  number  of  new  methods  for  the  determination 
and  separation  of  many  elements,  and  testing  those  then  in  use ;  Berzelius  also 
introduced  a  number  of  improved  methods  in  manipulation  :  e.g,y  the  hydro- 
fluoric acid  process  for  decomposing  silicates ;  the  separation  of  precipitates  by 
filtration  through  "filter  paper,"  followed  by  subsequent  ignition  ;  and,  by  using 
small  quantities  of  the  material  to  be  analysed,  he  reduced  the  errors  of  mani- 
pulation, because  small  precipitates  are  more  readily  cleaned  than  large  ones. 
Berzelius'  pupils,  F.  W6hler  and  H.  Rose,  worked  up  the  experience  of  their 
teacher  with  their  own  in  two  books:  H.  Rose's  Handbuch  der  analytUchen 
Chemie,  Berlin,  1829,  and  F.  Wohler's  Praktische  Uebungen  in  der  chemischen 
Analyse,  Gottingen,  1853.  The  later  editions  of  these  books  are  consulted  even 
to-day.  About  this  time  also  appeared  the  first  edition  of  Fresenius'  famous 
book  (1846),  and  this  was  followed  by  the  founding  of  the  ZeiUchrift  fiir 
anali/tischen  Chemie  in  1862.  Thus  the  modern  practice  of  the  art  is  linked 
with  that  of  its  founders. 

Some  Uses  of  Analytical  Chemistry. 

The  information  which  the  analysis  is  expected  to  furnish,  as  indicated  on 
pages  242-3,  determines  the  method  by  which  it  is  to  be  conducted.  The  in- 
formation required  may  be  purely  of  scientific  interest,  or  it  may  be  essentially 
practical.  The  utility  of  analyses  for  purely  scientific  purposes  need  not  be  here 
scrutinised.  It  would  be  easy  to  quote  many  examples  where  analysis  has 
thrown  a  new  light  on  the  aspect  of  chemistry.^  Analysis  is  an  indispensable 
auxiliary  to  the  mineralogist,  for,  as  C.  R.  Fresenius  (1875)  has  said,  it  teaches 
him  the  true  nature  of  minerals,  and  suggests  to  him  principles  and  rules  for 
their  recognition  and  classification.  H.  S.  Washington  (1903),^  too,  says  that 
analyses  are  no  longer  ornamental  adjuncts,  but  essential  parts  of  most  petro- 
logical  publications,  on  which  most  of  the  discussion  hangs,  and  from  which  the 
most  important  conclusions  are  drawn. 

'  M.  H.  Klaproth,  BeUriiye  zur  chemiscfien  KeiiiUni&s  der  Mineralk'orper^  Freiberg,  1796. 

-  L.  N.  Vauquelin,  Sc1verer*s  Journ.,  3.  410,  1799. 

'^  J.  F.  John,  Vhemiache  Labor ator mm ^  Berlin,  181,  1808. 

■*  J.  J.  Berzelius,  Dg  V Analyse  des  Corps  Inorganiques,  Paris,  1827. 

»  The  work  of  C.  F.  Wenzcl  (1777)and  of  J.  B.  Richter(  1791-1 802)  on  chemical  equivalents  ; 
the  work  of  H.  Cavendish  (1784)  on  the  composition  of  water  ;  of  C.  W.  Scheele  (1779)  on  the 
composition  of  air  ;  and  the  1800-1808  controversy  between  C.  H.  Berthollet  and  J.  L.  Proust 
on  cneniical  combination,  illustrate  tlie  debt  chemical  theory  owes  to  analytical  practice. 

•  C.  R.  Fresenius,  Quantitative  Chemical  Analysis,  London,  I.  4,  1876  ;  H.  S.  Washington, 
Pro/.  Paper  U.S.  Geol.  Sur.,  14.  13,  1903. 
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In  industrial  work,  the  purpose  is  essentially  utilitarian,  for  the  analysis  is 
generally  directed  to  finding  the  composition  of  commercial  materials,  and  to 
answering  such  questions  as:  (1)  Does  the  material  to  be  purchased  correspond 
with  the  seller^s  description?  (2)  Is  the  material  suitable  for  the  purpose  for 
which  it  is  required  ]     (3)  Is  the  material  really  worth  the  quoted  price  ? 

The  Real  Value  of  R<ywgh  Working  Tests. — The  practical  potter  usually  tries 
how  a  small  sample  of  the  material  to  be  purchased  behaves  in  his  oven,  and  if 
it  satisfies  that  test,  he  accepts  the  bulk,  believing  with  blind  faith  that  all  is 
right.  It  does  not  need  the  stbbtilis  diabolus,  referred  to  on  page  1 27,  to  deceive 
him,  for,  when  it  is  worth  while,  it  is  comparatively  easy  to  devise  adulterations 
for  most  potter's  materials  which  will  make  satisfactory  trials.  Although  this 
simple  test,  invaluable  in  its  way,  may  show  (1)  whether  or  not  any  deleterious 
impurity  is  present,  or  (2)  whether  the  material  is  or  is  not  capable  of  doing  the 
work  for  w^hich  it  is  intended ;  yet  (a)  it  gives  no  information  as  to  the  presence 
or  absence  of  inert  admixtures ;  otherwise  expressed,  it  does  not  say  whether  the 
material  offered  for  purchase  really  corresponds  with  the  seller's  description ; 
and  (h)  it  gives  no  idea  whether  the  material  is  really  worth  the  price  asked. 

Impurities  in  the  Raw  Materials. — An  intimation  to  the  vendor  that  the 
material  may  be  tested  is  not  sufficient  security  for  the  buyer.  I  am  told  that 
**  of  the  samples  of  materials  offered  to  a  Government  Department,  approximately 
forty  per  cent,  are  either  adulterated  or  of  very  inferior  quality."  Price  is  no 
criterion  of  the  quality,  for  it  is  said  that  the  most  inferior  samples  were  some- 
times quoted  at  the  highest  prices.  In  such  cases,  analyses  and  tests  are  the 
purchaser's  only  safeguard,  and  the  cost  of  the  analysis  in  large  deals  may  be 
recompensed  a  thousandfold. 

Four  samples  of  tin  oxide  from  four  different  firms  were  submitted  for  analysis. 
The  chemist  reported  that  three  of  the  samples  were  very  nearly  the  same,  and  contained 
approximately  99*5  per  cent,  of  stannic  oxide,  but  the  fourth  sample  contained  5  per  cent, 
oi  "  combined  water,"  and  o^th  per  cent,  of  tungstic  oxide  as  impurity.  The  potter's 
trials,  however,  showed  that' the  cneapest  and  least  pure  sample  gave  the  richest  opaque 
glaze !  The  first  three  samples  were  approximately  £228  per  ton,  and  the  fourth 
sample  £222  per  ton.  The  potter  subsequently  obtained  a  rebate  on  account  of  the 
5  per  cent,  of  combined  water,  and  the  fact  that  the  effective  tin  oxide  in  the  sample  A 
cost  £229*15  per  ton,  and  in  the  sample  B,  £240  per  ton ;  and  learned  incidentally'  that 
he  might  be  able  to  do  with  rather  less  stannic  oxide  than  he  had  previously  employed 
when  tin  oxide  was  not  so  expensive. 

The  Adulteration  of  Raw  Materials. — So  long  as  human  nature  is  what  it  is, 
so  long  will  adulteration  be  carried  on  with  a  view  of  making  large  profits,  and 
of  cheating  the  purchaser  into  paying  too  high  a  price  for  his  materials.  Caveat 
emptor — let  the  buyer  beware.  A  glance  through  the  records  of  any  testing 
laboratory  shows  that  successful  adulteration  is  one  of  the  fine  arts.  Certificates 
of  analysis  of  samples  selected  by  the  vendor  are  commonly  presented  as  if  some 
mysterious  virtue  resided  in  a  material  with  such"  a  certificate  appended.  The 
sample  placed  in  the  analyst's  hands  may  or  may  not  represent  the  material 
sold  by  the  dealer.  The  onus  of  proof  that  the  certificate  really  represents  the 
materials  received  by  the  purchaser,  rests  with  the  vendor  (see  page  127).  The 
preceding  example — tin  oxide — was  not  a  case  of  deliberate  adulteration.  The 
next  case  is  not  so  clear. 

• 
A  traveller  offered  a  sample.  A,  of  white  lead  at  £28  per  ton  (5  per  cent  moisture),  another 

traveller  offered  another  sample,  B,  at  £26  per  ton  (5  per  cent,  moisture).     The  cheaper 

sample  gave  the  better-looking  frit  when  fused  with  a  given  proportion  of  ground  flmt 

in  a  biscuit  cup  in  the  usual  way.    Analysis  showed  that  the  cheaper  sample  B  contained 

69*0  per  cent,  of  PbO,  and  15  per  cent,  of  barium  carbonate,  whereas  the  dearer  sample 

A  contained  81*6  per  cent,  of  rbO,  and  no  barium  carbonate.     Ground  witherite  (94-96 
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per  cent,  barium  carbonate)  is  worth  about  £10  per  ton.  The  effective  PbO  in  sample 
A  would  cost  £34*31  per  ton,  and  in  sample  B,  £36*23  per  ton.  Hence,  the  dearer 
sample  is  the  cheaper.  The  improved  colour  of  the  frit  from  the  cheaper  sample  B  was 
due  to  a  known  secondary  effect  of  the  barium  salt  which  is  of  no  significance  when  the 
material  is  used  in  bulk. 

Standardising  the  Prodwits  of  a  Factory. — Analysis  also  furnishes  a  valuable 
means  of  keeping  the  finished  products  of  a  factory  up  to  standard.  Suppose 
that  the  body  and  glaze  be  analysed  when  everything  is  at  its  best,  and  the 
results  be  kept  as  standards.  The  standards  are  then  very  convenient  for 
reference  when  substituting  fresh  clays  or  other  raw  materials,  in  order  that  the 
type  of  the  new  body  may  be  kept  as  nearly  as  possible  like  the  old  one,  so  as  to 
lessen  the  risk  of  complications  with  the  glaze,  etc.  In  many  cases,  too,  the 
cause  of  those  perplexing  faults  which  sometimes  crop  out,  and  which  are  usually 
attributed  to  the  miller  or  to  wrong  mixtures,  can  be  unerringly  located  and 
promptly  rectified  by  a  comparison  of  the  analysis  of  the  defective  body  or  glaze 
with  the  standard. 

A  fresh  batch  of  glaze  turned  out  highly  unsatisfactory.  The  glaze-mixer  affirmed 
that  he  had  mixed  the  glaze  precisely  as  he  had  always  done  before,  and  it  was  found 
that  the  defective  glaze  had  received  no  different  treatment  from  that  regularly  employed 
on  the  works.  The  miller  was  accordingly  blamed  for  the  fault.  He  bent  a  sample  of 
the  defective  gla/.e  along  with  a  sample  of  good  glaze  from  the  previous  mixing  for 
analysis.  The  analyst  reported  tliat  the  good  glaze  contained  the  e([nivalent  of  24*5  per 
cent,  of  lead  oxide,  PbO,  and  the  bad  glaze  but  5*5  per  cent.  The  proportions  of  the 
other  constituents  were  the  same  in  both  glazes.  The  fault  was  obvioussly  due  to  a  wrong 
mixing,  in  spite  of  affirmations  to  the  contrary.  When  the  proper  proportion  of  while 
lead,  computed  from  the  analysis,  was  addea  to  the  defective  glaze,  it  proved  quite 
satisfactory. 

The  Imitation  of  Commercial  Products. — In  the  Sturm  und  Drang  of 
commercial  warfare,  it  is  not  only  necessary  for  a  firm  to  test  its  own  materials 
and  products,  but  the  "Intelligence  Department"  must  also  keep  a  watchful 
eye  on  the  products  of  rival  manufacturers. 

A  manufacturer  has  for  years  been  supplying  the  trade  with,  say,  an  o[)aque  glaze 
made  from  an  old  recipe— a  legacy  from  the  founder  of  the  firm.  For  pernaps  half  a 
century  there  has  been  no  change  in  quality  for  better  or  for  worse,  and  the  old  recipe 
is  the  real  master  of  the  works.  The  traveller  reports  that  he  is  seriously  menaced  by 
the  success  of  a  foreign  glaze  which  is  considerably  better  than  his  own  and  quite  as 
cheap.  Faith  in  the  long-cherished  recipe  is  shattered.  After  much  worry  and  expense, 
trial  and  failure,  the  manufacturer  is  inclined  to  give  up  ignominiously  beaten.  As  a 
last  resource,  he  sends  a  sample  of  the  foreign  glaze  to  the  expert  analyst,  requesting  a 
recipe.  The  chemist  recognises  that  it  is  not  much  use  trying  to  reproduce  the  unknown 
glaze  until  he  knows  its  composition.  Guided  by  the  analysis,  it  is  comparatively  easy 
to  make  a  successful  imitation  of  the  competing  slaze.  There  is  no  groping  in  the  dark  ; 
success  is  not  accidental  and  fortuitous,  but  the  logical  result  of  methoclical  work. 

This  may  seem  rather  a  low  estimate  of  the  function  of  an  analyst,  because 
a  properly  equipped  stafi'  would  not  be  satisfied  with  its  own  old  recipes.  There 
would  be  no  standing  still.  A  firm  would  not  wait  until  its  position  on  the 
market  was  jeopardised  or  made  untenable  by  a  rival,  but  it  would  be  continually 
experimenting,  not  directly  to  imitate  its  competitors,  but  rather  to  beat  its  own 
products  year  by  year. 

Some  Limitations  of  Analytical  Chemistry. 

How  to  Treat  the  Amilyst. — Some  have  an  extraordinary  notion  of  the 
resources  of  analytical  chemistry,  and  inquiries  are  made  for  all  manner  of 
impossible  things.      A  bottle  containing  about  100  c.c.  of  water  was  sent  for 
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analysis,  and  the  contents  smelt  strongly  of  a  patent  medicine  !  The  subject  of 
sampling  is  so  important  that  a  special  chapter  has  been  devoted  to  it — pages 
127  to  140.  When  sending  materials  to  the  analyst,  some  consider  it  best  to 
keep  back  information  concerning  the  nature  and  origin  of  the  sample  so  as  to 
prevent  a  biassed  report.  The  general  effect  of  this  procedure  is  to  render  the 
analyst's  task  more  difficult  and  costly^  and  to  hamper  his  usefulness.  Owing 
to  the  need  for  completing  the  analysis  in  a  reasonable  time,  and  at  a  specified 
fee,  an  exhaustive  search  for  every  improbable  constituent  is  seldom  made.  An 
analyst  working  under  normal  conditions  would  certainly  be  excused  if  a  clay 
with  an  abnormal  amount  of  lithia  were  reported  with  soda  in  place  of  the  lithia.^ 
An  example  is  indicated  on  page  141.  This  recalls  the  fact  that  the  presence  of 
arsenic  in  beer  was  not  suspected  until  the  1900  epidemic  of  arsenical  poisoning. 
Consequently,  if  the  amount  of  any  unusual  constituent  is  desired,  this  should 
be  specified. 

The  Fallibility  of  the  Analyst, — Perhaps  something  of  the  feeling  of  awe  and 
wonder  which  prevailed  in  the  minds  of  the  vulgar  towards  the  alchemists  of  old, 
survives  to-day  in  the  popular  concept  of  the  analytical  chemist.  Many 
apparently  take  it  for  granted  that  he  is  gifted  with  keener  and  more  occult 
powers  than  his  fellows.  As  a  matter  of  fact,  no  one  should  be  more  conscious 
of  his  own  limitations  than  the  analyst  himself,  for  he  is  continually  humiliated 
and  shamed  by  the  fallibility  of  his  own  tests,  and  by  the  resulting  instability  of 
his  opinions.  Analyses  have  been  published  which  emphasise  in  a  remark- 
able manner  how  men  exceptionally  expert  in  one  field  of  analysis  fail  ludicrously 
in  an  unfamiliar  field.  Not  very  long  ago,  a  report  on  china  clay  by  an  excellent 
county  analyst  "  went  the  rounds."  The  report  had  a  highly  improbable  number 
for  the  amount  of  alkali  in  the  clay,  and  stated  that  the  alkalies  were  rather 
low,  but  the  defect  could  be  remedied  by  the  addition  of  soda  !  In  some  cases, 
it  is  difficult  to  l>elieve  that  the  "  reputed  "  analyses  have  been  obtained  other 
than  by  a  process  of  guessing. 

Not  infrequently  a  manufacturer  has  sent  out  samples  to  different  chemists, 
and  had  different  results  returned.  He  may  have  asked  for  explanations,  and 
decided  in  future  to  avoid  the  chemists  as  much  as  possible,  concluding,  as  one 
expressed  it,  that  "chemists  are  bluffers."  Unless  two  chemists  are  able  to 
analyse  the  same  sample  with  results  acceptable  to  both  buyer  and  seller,  it  is 
difficult  to  see  what  other  conclusion  the  commercial  man  can  draw.  The 
utility  of  analyses  in  some  of  the  industries  has  been  discredited  by  ignorant, 
slovenly  work  which  would  be  ludicrous  were  it  not  so  pathetic.  Faulty  analyses 
have  been  discussed  in  several  parts  of  this  book^ — e.g.,  pages  222,  248,  365,  610, 

*  In  this  connection  it  is  interesting  to  note  that  C.  F.  Plattner  {Pogg.  Ann.,  69.  443,  1846) 
was  not  able  to  make  his  analysis  of  the  mineral  pollux  (from  Elba)  add  up  to  100  per  cent.,  and 
he  sought  in  vain  for  the  missing  element  After  R.  Bunsen  and  G.  Kirchhoflf  (1860)  had 
discovered  ctesinm,  F.  Pisiani  {Compt,  Rend.,  58.  714,  1864)  showed  t))at  Plattner  had  mistaken 
csesium  (atomic  weight  132*8)  for  potassium  (atomic  weight  39*1).  By  making  the  correspond- 
ing correction,  Plattner^s  analysis  was  found  to  be  quite  satisfactory.  To  make  this  quite  clear, 
assume  that  5  grams  of  a  compound,  supposed  to  be  potassium  chloride,  are  obtained.  This 
will  be  multiplied  by  0*631  to  get  the  equivalent  amount,  3*16  grams  of  K./) ;  but  if  the 
compound  be  CsCI,  not  KCl,  then  the  weight  must  be  multiplied  by  0*835  to  get  the  corre- 
sponding amount,  4*18  grams  of  Cs,0.  The  analysis  would  thus  ap|)ear  to  be  4*18  less  3*16, 
that  is  1  *02  grams  too  low  if  the  5  grams  of  caesium  chloride  were  mistaken  for  potassium 
chloride.  This  is  a  remarkable  tribute  to  the  accuracy  of  Plattner*s  analysis  (J.  W.  Mellor, 
Modem  Inorganic  Chemistry,  London,  366,  1912).  Lithium  has  a  smaller  atomic  weight  than 
sodium,  and  accordingly,  if  much  lithium  is  assumed  to  be  sodium,  the  analysis  will  total  too  hi^h. 

*  A  recent  discussion  on  the  presence  of  titanic  oxide  in  fireclays  can  be  cited  as  an  illustration 
of  the  value  to  be  attached  to  some  brick  analvses  even  bv  some  who  say  they  have  analysed 
"  hundreds  of  bricks,"  but  who  have  apparently  not  troubled  to  find  what  methods  are  used  by 
those  who  have  specialised  in  producing  accurate  results. — A.  R.  Myhill,  Oas  Worlds  58.  299, 
364. 1913 ;  P.  Hai-vey,  16.,  ^.  823,  438, 1913 ;  K.  C.  Orr.  58. 365, 1918 ;  Anon.,  16.,  58.  402, 1913. 
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and  674.     What  H.  S.  Washington  (1903)^  has  said  of  rock  analyses  in  general 
applies  even  more  emphatically  to  some  published  work  on  clays : 

There  is  a  tendency  to  place  implicit  confidence  in  the  resnlts  of  analytical  work — to 
accept  readily  whatever  figures  the  analyst  may  furnish,  with  scarcely  ever  an  attempt 
at  a  critical  estimate  of  the  worth  of  the  analysis.  It  seems  to  be  taken  for  granted  that 
the  analyst,  like  the  proverbial  king,  can  do  no  wrong.  This  applies  not  to  the  personal 
good  faith  of  the  analyst,  but  to  the  analytical  processes  which,  possibly  because  they 
belong  to  one  of  the  exact  science?,  are  for  the  most  part  tacitly  assumed  to  Ixj  infallible. 
In  few  cases  does  there  seem  to  be  any  recognition  of  the  difficulties  and  uncertainties  of 
analytical  work. 

The  Fallibility  of  the  Aiudysis. — Analytical  operations  are  not  performed  with 
an  automatic  instrument  which  gives  the  composition  of  a  substance  w^ith  machine- 
like precision.  The  presence  or  absence  of  each  constituent  has  to  be  established 
by  special  tests,  and  the  amount  determined  by  a  number  of  operations  each  of 
which  introduces  a  small  error  into  the  final  result.  The  limits  of  error  in  the 
more  frequently  conducted  operations  are  fairly  well  known,  and  to  those 
familiar  with  that  type  of  work,  the  .precautions  needed  to  reduce  the  errors  to 
a  minimum  are  a  part  of  their  routine  practice.  With  those  substances  which 
are  not  analysed  so  frequently,  the  errors  are  probably  somewhat  greater,  for 
the  disturbing  factors  are  not  so  well  known.  At  best,  however,  few  analytical 
operations  are  altogether  free  from  error  and  vexation  of  spirit,  and  the  work  is 
done  more  or  less  blindly,  quite  in  ignorance  of  the  why  and  the  wherefore. 

Standai'd  Methods  of  Analysis. — When  different  chemists  present  conflicting 
results,  discord  is  sure  to  arise  in  settlements  between  buyers  and  sellers,  and  in 
the  control  of  works  processes.  As  a  result,  many  corporations  have  been 
driven  to  insist  on  the  use  of  certain  uniform  methods  of  analysis  in  testing  the 
materials  in  which  they  are  interested.  The  idea  has  been  taken  up  seriously 
by  a  number  of  chemical  societies,  and  there  are  now  quite  a  number  of  so-called 
"  Official  or  Standard  Methods  of  Analysis "  for  particular  substances — e,g, 
fertilisers,  food-stuffs,  etc.  {vide  page  250).  The  idea  is  to  secure  concordant 
analyses,  to  reduce  errors  to  a  minimum,  and  to  place  connnercial  analytical 
practice  on  a  higher  plane.  The  proposed  methods  are  not  fixed  for  all  time, 
but  are  revised  periodically  so  as  to  substitute  improved  methods  when  such  are 
available. 

Standat^Iised  Samples. — In  1905,  the  American  F'oundry man's  Association 
prepared  with  great  care  a  set  of  samples  of  iron,  had  them  analysed  by  three  or 
four  chemists  of  recognised  ability,  and  sold  portions  as  "  stj\ndardised  samples" 
at  a  reasonable  price.  The  idea  has  since  been  further  elaborated  by  the  Bureau 
of  Standards,  Washington,  U.S.A.,  from  which  "standardised  samples"  with 
detailed  certificates  of  analysis  can  be  obtained.  The  work  has  up  to  the  present 
been  largely  restricted  to  alloys  and  ores  of  various  kinds.*-  Standardised  samples 
of  clay  can  be  obtained  from  the  (^ounty  Pottery  liabonitory,  Stoke-on-Trent, 
at  10s.  6d.  per  100  grams.  Some  of  the  uses  of  standardised  samples  areas 
follows : 

(1)  An  analyst  unfamiliar  with  a  particular  analytical  process  can  practise  with  the 
analysed  samples  until  he  is  perfected.  The  standardised  samples  also  furnish  useful 
checKs  for  advanced  students  ol  <juantitative  analysis. 

(2)  The  applicability  and  accuracy  of  a  new  or  "  improved  "  method  of  analysis  can 
be  determined  with  comparatively  little  effort  by  working  with  standardised  samples. 


1  H.  S.  Washington,  Prof.  Paper  U.S.  GeoL  Sur.,  14.  14,  1903. 

-Circular  Bur.  Standards  25.  3,  1912;  26.  3,  1910;  40.  3,  1912;  W.  F.  Hillebrand, 
Joum.  Irui.  Enq.  Oum.,  1.  41,  1909  ;  W.  C.  Ebaugh,  ib.,  i.  63,  1909  ;  L.  C.  Jones,  i6.,  1. 
269,  1909  ;  W.  D.  Richardson,  ?7j.,  i.  6,  1909. 
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(3)  In  cases  of  disputed  results,  owing  to  the  use  of  faulty  methods  of  analysis  by  one 
of  the  chemists,  both  parties  can  analyse  a  standardised  sample,  and  find  who  is  at  fault 
before  the  case  comes  into  court.  This  seems  more  satisfactory  than  submitting  the 
original  sample  to  a  third  party  as  umpire,  because  .the  umpire  may  be  no  more  capable 
than  the  contending  analysts. 

The  Evolution  of  Modern  Analytical  Practice. 

How  Arwlyiicol  Processes  have  Groton, — A  comparison  of  the  classical  text- 
books of  H.  Rose  (1829),  C.  F.  Rammelsberg  (1845),  C.  R.  Fresenius  (1841-6), 
C.  F.  Mohr  (1855),  and  L.  E.  Rivot  (1861-6)  with  those  published  in  more 
recent  years  shows  that  the  development  of  the  art  has  been  painfully  slow. 
Many,  perhaps  most,  of  the  standard  processes  are  purely  empirical  or  rule-of- 
thumb.  The  original  methods  devised  by  the  fathers  of  analytical  chemistry 
gave  more  or  less  approximate  results ;  with  increasing  experience,  these  processes 
were  modified — now  Kere,  now  there — until  methods  were  evolved  which  would 
furnish  results  accurate  within  the  limits  of  experimental  error  tolerated  in 
practice.  The  methods  now  in  vogue  for  dealing  with  the  so-called  rare  earths 
are  in  the  earlier  stages  of  the  evolutionary  process ;  while  the  elaboration  of  the 
regular  methods  for  the  determination  of  phosphorus,  magnesia,  sulphur,  and 
potassium ;  the  chromate  process  for  the  separation  of  barium  and  strontium ; 
the  sulphide  processes  for  the  separation  of  antimony  and  tin,  and  for  the 
separation  of  zinc ;  and  the  well-known  basic  acetate  process,  all  bear  eloquent 
testimony  to  the  adventitious  and  empirical  way  the  art  has  developed.  Much 
work  has  been  directed  to  developing  speed  without  sacrificing  accuracy,  and 
towards  determining  one  or  two  constituents  in  a  mixture,  and  ignoring  the  others. 
Hence,  some  industrial  routine  processes  have  been  abridged  (mechanicalised) 
into  a  rigid  code  of  instructions  such  that  boys  or  girls — "testers,"  as  they  are 
called, — of  no  special  education  or  preparation,  can  be  taught  in  a  short  time  to 
perform  the  necessary  operations  and  get  good  results. 

The  SvJbstitwtion  of  New  Processes. — Owing  to  the  curious  evolution  of  the 
processes  used  in  analytical  chemistry,  analysts  are  reasonably  reluctant  in 
introducing  new  methods.  It  is  not  wise  to  substitute  comparatively  untried 
processes — however  promising  they  may  appear —  without  very  careful  considera- 
tion.    The  dread  of  incorporating  unknown  errors  in  our  work  begets  caution, 

And  makes  us  rather  bear  those  ills  we  have 
Than  fly  to  others  that  we  know  not  of. 

In  an  old,  long-tried  process,  the  disturbing  factors  and  the  precautions  necessary 
for  accurate  work  are  fairly  well  known,  whereas  with  a  novel  process  much  has 
to  be  learned  in  humouring  its  little  idiosyncrasies  in  order  that  it  may  furnish 
the  best  results.  In  spite  of  this  conservatism,  several  new  processes  seem  to 
be  gradually  ousting  many  of  the  older  methods,  and  winning  their  way  into 
general  practice.  The  reagent  list  is  accordingly  extending  to  include  hydro- 
xylamine,  hydrazine,  nitroso-j8-naphthol,  a-dimethylglyoxime,  uitrosophenyl- 
hydroxylamine,  etc.  Indeed,  many  separations  can  be  expedited  by  some  of  the 
newer  methods,  which  are  accordingly  often  recommended  in  preference  to  the 
older  processes. 

CioM  Exercises — The  need  for  humouring  the  different  analytical  processes 
18  seldom  taught  in  the  schools.  The  beginner,  working  through  routine  class 
exercises  with  fairly  pure  substances,  or  with  commercial  materials  whose  com- 
position has  not  been  checked,  gets  little  or  no  inkling  of  the  difficulties  which 
dog  the  footsteps  of  those  who  apply  these  methods  to  industrial  products  under 
industrial  conditions,  working  against  time.  The  early  simple  exercises  are  of 
course  indispensable  for  training  the  hands  of  the  neophyte  in  the  operations  of 
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weighing,  filtration,  washing  precipitates,  etc. ;  and  it  is  here  assumed  that  these 
exercises  have  done  the  work  which  is  expected  from  them,  so  that  we  can  take 
up  our  studies  presupposing  a  certain  amount  of  knowledge  of  general  and 
analytical  chemistry,  and  more  particularly  of  qualitative  analysis.  In  Part  1. 
of  this  book,  however,  the  instructions  for  the  fundamental  operations  have  been 
revised  in  order  to  introduce  hints  and  "  tips  "  which  are  often  left  to  be  "picked 
up,"  if  at  all,  in  a  random,  haphazard  way.  A  study  of  experimental  errors  is 
also  of  fundamental  importance  to  an  analyst  who  takes  an  interest  in  his  work, 
and  who  is  something  more  than  a  mere  tester. 

The  Variety  and  Diversity  of  the  Work  in  the  Silicate  liuiuMi%es. — The 
metliods  of  analysis  for  diays  and  related  silicates  are  fairly  general,  and  require 
little  or  no  modification  from  sample  to  sample ;  it  has  therefore  been  possible 
to  give  a  detailed  scheme  for  their  analysis  in  Part  II.,  and  this  is  used  as  a 
standard  of  reference  for  the  remainder  of  the  book.  The^case  is  very  different 
with  glazes  and  enamels,  for  it  is  not  often  that  two  consecutive  analyses  can  be 
conducted  by  exactly  the  same  method ;  the  change  in  method  'from  sample  to 
sample  is  still  more  pronounced  in  dealing  with  colours.  Some  of  the  materials  sub- 
mitted for  analysis  involve  extremely  difficult  separations,  and  a  special  method 
must  be  devised  to  suit  each  case.  Sometimes,  too,  the  report  of  the  analysis 
has  to  be  accompanied  by  a  working  recipe,  and,  with  the  more  delicate  colours, 
this  is  a  severe  test  of  the  accuracy  of  the  work.  In  our  laboratory,  for  example, 
an  enamel  containing  arsenic,  antimony,  tin,  and  fluorine  was  once  followed  by  a 
black  colour  containing  iron,  chromium,  manganese,  cobalt,  and  zinc ;  and  this, 
in  turn,  by  a  pink  colour  containing  gold,  silver,  tin,  and  lead.  In  each  case, 
these  elements  were  accompanied  by  the  ubiquitous  silica,  alumina,  alkalies,  and 
alkaline  earths,  and,  in  three  cases,  by  boric  oxide.  There  was  also  an  inquiry 
for  an  examination  of  a  faulty  oleaginous  platinum  lustre  for  elements  of  the 
platinum  group  other  than  platinum. 

Unfamilmr  Operations.  —  Although  the  proportion  of  analyses  of  complex 
mixtures  of  the  kind  just  indicated  to  analyses  of  clays,  bricks,  and  related 
materials,  which  are  required  from  a  laboratory  which  specialises  in  this  kind  of 
work,  averages  over  one  in  thirty,  yet  it  would  be  a  mistake  to  cut  down  the 
directions  for  the  analysis  of  the  less  frequently  occurring  substances  because  of 
their  rarity.  On  the  contrary,  fuller  minutipe  are  then  required,  because,  the  less 
familiar  the  road,  the  greater  the  need  for  guide-posts  and  danger  signals,  and 
the  greater  the  probability  of  "accidental  errors."  So  many  cases  have  arisen 
where  schemes  for  the  analysis  of  unfamiliar  mixtures  are  not  included  among 
those  given  as  types  in  text-books  on  quantitative  analysis,  that  much  time  must 
have  been  wasted  in  devising  feasible  processes,  even  when  a  good  library  is 
available.  It  is  quite  impracticable  to  describe  methods  suited  to  every  possible 
or  likely  case  which  might  be  required  in  practice ;  nor  did  it  seem  to  me  so 
expedient  to  give  detailed  schemes  for  a  few  mixtures  as  to  take  an  imaginary 
mixture,  more  complex  than  would  obtain  in  practice,  and  indicate  the  short-cuts 
to  be  -made  when  the  qualitative  analysis  shows  that  the  conditions  are  favourable. 
It  is  thus  nearly  always  possible  to  curtail  the  general  schemes — pages  319,  387, 
439,  509 — to  suit  particular  cases,  of  course  bearing  in  mind  the  hints  given  on 
page  278. 

The  Theory  of  Analytical  Operations. — The  technique  of  analytical  chemistry 
has  been  worked  out  without  miich  aid  from  theory,  for  the  classical  text-books 
have  merely  elaborated  defeiils  of  manipulation  necessary  for  exact  results.  In 
1894,  W.  Ostwald  demonstrated  the  important  bearing  which  the  theories  of 
physical  chemistry  have  upon  the  practice  of  analytical  chemistry.  Opinions 
may  differ  very  much  as  to  the  function  of  the  ionic  hypothesis  in  analytical 
chemistry,  and  whether  anything  is  really  gained  by  describing  the  facts  of  an 
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essentially  practical  art  in  the  language  of  a  very  hypothetical  doctrine.  Ex- 
cluding this  hypothesis,  perhaps  the  most  important  ideas  derived  from  physical 
chemistry  which  have  tempered  analytical  operations  are :  (1)  The  theory  of 
adsorption  (pages  97,  179,  611,  etc.).  It  seems  to  be  impossible  to  wash  a 
precipitate  perfectly  free  from  adsorbed  liquids  or  solids,  although  it  is  usually 
possible  to  make  the  error  so  introduced  negligibly  small.  (2)  The  laws  of  the 
colloidal  state  of  matted'  (pa^ges  96,  212,  275,  etc.).  When  an  "insoluble"  pre- 
cipitate separates  from  a  solution  in  the  absence  of  dissolved  electrolytes,  it  is 
frequently  in  the  colloidal  condition,  and  it  cannot  then  be  isolated  by  filtra- 
tion and  washing.  An  electrolyte  must  be  added  in  order  to  get  the  substance 
in  a  condition  suited  for  treatment.  (3)  The  theory  of  incomplete  reactions 
(pages  181,  272,  etc.).  The  reactions  which  result  in  precipitation  and 
neutralisation  are  not  usually  complete.  Instead  of  running  to  an  end,  the 
system  takes  up  a  state  of  equilibrium  between  the  initial  (or  solution)  stage 
and  the  final  (or  precipitate)  stage,  and  a  certain  amount  of  the  element  under 
investigation  escapes  precipitation.  Perfect  separations  by  precipitation  are  not 
therefore  possible,  and  consequently  it  is  desirable  to  study  each  process  with 
the  object  of  finding  the  conditions  necessary  to  make  the  precipitation  complete 
enough  for  practical  requirements.  This  is  partly  what  is  meant  above  by 
"  humouring  an  analytical  process.'' 
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CHAPTER  I. 

WEIGHING. 
§  I.  The  Balance. 

The  balance  is  one  of  the  most  important  instruments  used  by  the  analytical 
chemist.  It  is  essentially  an  instrument  for  comparing  weights.  The  object  of 
weighing  is  to  compare  the  quantity  of  matter  in  a  given  substance  with  the 
quantity  of  matter  in  a  standard  substance — the  weight  or  weights.  The  com- 
parison is  made  on  the  balance  by  suspending  the  object  to  be  weighed  at  one 
end  of  a  beam  supported  at  the  middle  by  a  pillar.  The  weights  are  suspended 
at  the  opposite  end  of  the  beam.  The  beam  is  virtually  a  kind  of  lever,  and  the 
mechanical  theory  of  the  balance  is  mainly  founded  on  the  properties  of  levers.^ 

The  beam  of  the  balance  rests  on  a  central  knife-edge,  generally  of  agate, 
which  presses  against  a  plane  agate  bearing  fitted  to  the  beam.  This  arrange 
ment  acts  as  the  fulcrum  of  a  lever  of  the  first  class.  Two  pans  for  supporting 
the  masses  to  be  compared  are  suspended  from  stirrups,  each  of  which  has  an 
agate  plate  which  rests  on  a  knife-edge  fixed  at  each  extremity  of  the  beam. 
Each  arm  of  the  balance  is  so  graduated  that  pieces  of  wire^^— /iders— of  known 
weight  can  be  placed  on  the  beam  at  any  required  dist&nee* -from  the  cential 
knife-edge.     The  rider  is  used  instead  of  weights  below  a  centigram — 0*01  grm. 

If  the  three  knife-edges  press  continually  against  their  agate  bearings,  they 
soon  become  blunted,  and  wear  furrows  in  the  bearings.  When  this  occurs,  the 
balance  is  inaccurate,  and  must  be  laid  up  for  repairs.  In  order  to  prolong  the 
life  of  the  knife-edges  and  bearings  as  much  as  possible,  every  balance  should  be 
provided  with  an  "arrest,"  which  separates  the  three  knife-edges  from  their 
bearings  when  the  balance  is  not  in  use.  The  "arrest"  is  usually  worked  from 
the  front  or  left  side  of  the  balance.  Great  pains  are  taken  by  the  makers  to 
reduce  the  friction  upon  the  knife-edges  to  a  minimum.  When  the  balance 
shows  signs  of  stiffness  in  the  motions  of  beam  and  pans,  the  fault  should  be 
investigated  at  once.  The  defect  may  be  due  to  an  accumulation  of  dust 
between  the  knife-edges  and  their  bearings ;  to  the  rusting  of  the  knife-edges, 
if  made  of  steel ;  to  the  blunting  of  the  knife-edges ;  or  to  the  wearing  of 
furrows  in  the  bearings.  To  prevent  dust  accumulating  on  the  knife-edges,  etc., 
the  balance  is  enclosed  in  a  glass  case. 

Small  movements  of  the  beam  are  scarcely  perceptible,  and  consequently  the 
beam  is  provided  with  a  long  pointer  which  multiplies  the  rotational  displace- 
ment. When  equilibrium  is  established,  the  pointer  rests  in  front  of  the  zero  of 
a  scale  cut  in  a  piece  of  ivory.     Instead  of  taking  the  centre  of  the  scale  as 


1  The  theory  of  the  balance  is  usoally  diacuased  in  text- books  on  physics.  The  student  is  referred 
to  J.  Walker,  The  Theory  and  Use  of  a  Physical  Balance,  Oxford,  1887  ;  E.  Brauer,  The  Ctmstruc- 
iion  of  the  Balance,  London,  1900  ;  W.  S.  Aldis,  Trans,  Netpcastle  Chem,  Soc.,  3. 151, 161, 1876. 

'  The  rider  is  said  to  have  been  devised  by  J.  J.  Berzelius — P.  Schwirkus,  Zeii.  Instr.,  6.  42, 1887. 
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"  zero,"  it  will  be  found  more  convenient,  littei'  on,  to  number  the  scale  0  to  20, 
startiDg  from  the  left,  aa  iodicated  in  Bg.  6.  In  that  case,  "  10"  will  be  the 
"zero" — the  position  of  rest — ot  the  balance.  There  are  several  other  adjusting 
devices  and  conveniences,  which  vary  with  different  balances  made  by  the  same 
or  different  manufacturers.' 

Whatever  balance  be  selected,  the  operator  must  make  himself  perfectly 
familiar  with  its  peculiarities.  The  conditions  which  must  be  satis&ed  by  a  good 
balance  are  -.^ 

(1)  The  balance   must   be  consistent.     It   must   give  the  same   result   in 


Flc.  1.— SartonuB'  Wauce. 

successive  weighings  of  the  same  body.  This  condition  depends  upon  the 
accuracy  of  the  knife-edges. 

('2)  The  balance  must  be  accurate.  The  beam  must  be  horizontal  when  the 
pans  are  empty,  and  when  equal  masseti  are  placed  on  the  pans.  This  condition 
depends  upon  the  equality  of  the  two  arms.  To  eliminate  any  error  arising  from 
the  ine4]uality  of  the  arms  of  the  beam,  see  page  21. 

(3)  The  balance  must  be  stable.  The  beam  after  being  displaced  from  its 
horizontal  position  must  return  to  its  horizontal  position.  This  (;ondition  dependK 
on  the  adjustment  of  the  centre  of  gravity  ;  see  below. 

'  A  bftloDCC  Buitabla  for  anilytical  work  may  be  obuined  frDin  £&  upwards,  £10  will 
purchase  an  excellent  balance.  Tlic  ciKht  guinea  baUitce  of  SartoriuH,  represented  in  fig.  1,  la 
quite  Batisfoctorv  for  general  analytical  work,  but  other  makem'  balances,  as  cheap,  may  be 
equally  good.  The  mechauisin  iiniler  the  Hoor  of  the  balance  can  be  protected  from  duat,  etc.,  by 
a  wnodeii  covei  at  a  cost  of  twa  or  three  shilliDgs  more,  Amon;;  the  mare  important  makera  are 
F.  E.  Becker,  Rotteniam  ;  P.  Bunge,  Hamburg ;  L.  Oortlinc.  London  ;  A.  Buepreoht,  Vienna  ; 
F.  SartoriUB,  Giittingen.  These  and  other  maken'  catalogueB  might  be  consulted  before 
purchasing.  11  pussible,  get  a  balance  of  nearly  constant  aensibility.  The  weights  will  cost 
25e.  or  more.  A  cheaper  balance  and  set  of  weights  are  also  necessary  for  weighing  reageatB, 
etc.,  where  great  accuiacy  ia  Dot  needed. 
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(4)  The  balance  must  be  sensitive.  The  balance  must  show  any  inequality 
in  the  two  masses  on  the  scale  pans  even  when  the  differences  are  small. 

(5)  The  balance  beam  must  oscillate  quickly.  The  time  taken  for  an 
oscillation  of  the  beam,  as  indicated  by  the  pointer,  should  be  as  small  as 
possible,  in  order  that  the  weighing  may  be  done  quickly. 


Fig.  2. — Theory  of  the  balance. 


§  2.  An  Outline  of  the  Theory  of  the  Balance. 

Let  AOBy  fig.  2,  represent  the  beam  of  a  balance,^  and  let  the  beam  be  so 
fixed  that  it  moves  freely  about  the  axis  or  central  knife-edge  0.  Let  A  and  B 
represent  terminal  knife-edges.  Let  the 
centre  of  gravity  G  of  the  system  be 
below  the  axis  0,^  and  let  W  denote  the 
weight  of  the  beam,  and  let  the  pans  be 
loaded  with  equal  weights  F,  Suppose 
an  excess  of  weight  p  be  placed  on  the 
right  pan.  The  balance  will  then  turn 
through  a  certain  angle  a  so  that  A 
passes  to  A\  B  to  B\  and  G  to  G', 
The  weight  of  the  beam  now  acts  at  G\ 
and  tends  to  bring  the  beam  back  to 
its  horizontal  position.  In  consequence 
of  the  resistance  of  the  axis  0,  the  two 
weights  F  neutralise  one  another,  and 
the  weight  p  applied  at  B'  and  the 
weight  W  applied  at  G'  remain.  These 
two  forces  are  parallel  and  in  equilibrium 
about  the  axis  0,  so  that  their  resultant  passes  through  0.  Then,  from  the 
principle  of  levers, 

W,G'B=p.B'L, 

Let  I  denote  the  length  of  each  arm,  AG  and  OB.     Then,  BL  —  l  cos  a.     Let 
OG  =  Off  =  r.     Then  ffR  =  r  sin  a.     Hence,  Wr .sin  a^pl. cos  a.     Or, 

Wr  tan  a=pL 

This  formula  embodies  the  theory  of  the  sensibility  of  the  balance.     When  the 
deflections  are  small,  a  may  be  written  in  place  of  tan  a.^     Hence,  the 

pi 
Angle  of  deflection  =  -— -  . 

Wr 

^  It  is  here  assumed  that  the  central  knife-edge  is  in  the  same  straight  line  as  the  terminal 
knife'edges.  If  not,  it  can  be  shown  (1)  that  the  sensibility  of  the  balance  is  dependent  on  the 
load  ;  and  (2)  that  the  balance  is  liable  to  take  up  a  position  of  unstable  equilibrium.  Some  of 
the  more  elaborate  and  expensive  balances  provide  for  the  adjustment  of  the  three  points  of  sus- 
pension— terminal  and  central  knife-edges.  M.  Thiesen,  Zeit.  Instr.^  2.  359,  1882  ;  3.  81, 
1883  ;'F.  Sartorius,  ih.,  2.  385,  1882. 

*  If  the  centre  of  gravity  O  be  above  the  central  knife-edge  0,  the  beam  will  be  in  unstable 
equilibrium,  and  the  slightest  addition  of  weight  to  either  scale  pan  will  lead  the  beam  to  turn 
upside  down.  The  balance  is  then  said  to  be  ''cranky.''  If  O  coincides  with  0,  the  beam 
will  be  in  a  state  of  neutral  equilibrium  and  it  will  rest  in  any  position. 

'  It  is  convenient  to  measure  the  angle  in  terms  of  the  divisions  of  the  scale  (fig.  6).     This 
is  sufficient  for  practical  requirements — M.  Thiesen,   Trav.  Bur,  Int.  Poids.  Mes.^  5.  2,  1886: 
G.  Schwirkus,   ZeU.   Instr.^  7.    41,   83,   412,   1887.     For  a  discussion  on  this  subject,  see 
A.  Bachinskii,  ZeU.  phys.  chem.   UnterricfU. ,  24.  24,  1911  ;   0.  Hartmann  and  Pforzheim,  ib, 
24.  OS,  1911. 
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From  this  relation  it  follows  that  the  angle  through  which  the  balance  turns 
for  a  given  difference  of  weight/)  depends  upon 

(1)  The  length  of  the   beam,  /.     The   longer  the   beam,  the   greater   the 

sensibility. 

(2)  The   weight  of  the  beam   W,     The  lighter   the  beam,  the  greater  the 

sensibility. 

(3)  The  distance,  r,  between  the  central  knife-edge  and  the  centre  of  gravity. 

The  closer  the  centre  of  gravity  to  the  central  knife-edge  or  point  of 
suspension  of  the  balance,  the  greater  the  sensibility.  The  position 
of  the  centre  of  gravity  is  regulated  by  the  "  gravity  bob  "  (page  14). 

Obviously,  it  is  necessary  to  make  a  compromise  between  these  opposing  qualities. 
For  instance,  if  the  arms  are  lengthened,  the  beam  is  made  heavier.^ 

From  the  theory  of  the  compound  pendulum,  it  can  be  shown  that  the  time 

required  for  a  single  small  oscillation  of  the  beam  is  equal  to  C^S^  where  C  is  a 
constant  for  a  given  balance  carrying  a  particular  load,  and  S  represents  the 
sensibility  of  the  balance.  Hence,  for  a  given  load,  the  time  of  oscillation  varies 
directly  as  the  square  root  of  the  sensibility.  It  is  important  to  make  the 
period  of  vibration  as  short  as  possible,  in  order  that  too  much  time  may  not 
be  consumed  in  weighing.  The  time  of  oscillation  may  be  taken  to  represent 
the  stability  of  the  balance.  Consequently,  high  stability  can  only  be  obtained 
by  sacrifhiing  sensibility .^  Hence,  the  greater  the  distance  of  the  centre  of 
gravity  G  from  the  axis  0,  and  the  longer  and  heavier  the  beam,  the  longer  the 
time  Qf  oscillation  and  the  less  the  stability  of  the  balance.  Here  again  we  are 
confronted  with  opposing  qualities. 

The  balance  must  be  adjusted  so  that  the  length,  strength,  weight,  and  location 
of  the  Centre  of  gravity  of  the  beam  may  produce  the  maximum  sensibility, 
stability,  rapidity,  and  strength  requisite  for  a  specific  purpose.  This  is  a 
problem  for  the  manufacturer,  and  need  not  be  discussed  further.  The  solution 
of  the  problem  has  led  to  the  manufacture  of  two  classes  of  balance — ^short-beam 
and  long-beam. 

§  3.  The  Location,  Care,  and  Use  of  the  Balance. 

If  the  balance  be  in  danger  of  vibrations,  shocks,  or  jars  while  in  use,  it  should 
be  placed  on  a  firm  foundation— either  on  solid  masonry  built  from  the  ground, 
or  isolated  from  the  floor  vibrations  by  resting  it  on  a  shelf  fixed  to  heavy 
brackets  against  the  walls,  and  not  with  legs  resting  on  the  floor.  The  balance 
should  be  adjusted  perfectly  horizontal  by  means  of  levelling  screws  outside  the 
balance  case  and  a  spirit  level  or  plumb  bob  inside  the  case. 

The  balance  should  be  located  so  that  it  is  not  likely  to  be  heated  unequally,^ 

_      — _   . * 

^  And  the  beam  also  loses  rigidity.  If  the  terminal  knife- edges  are  above  the  central  knife- 
edge,  and  the  beam  is  slightly  bent  by  a  load,  there  will  be  an  increased  sensibility  with  increase 
of  load -until  the  three  knife-eds(es  are  in  the  same  straight  lina  After  that  any  fui*ther  lower- 
ing of  the  terminal  knife-edges  will  diminish  the  sensibility  (B.  S.  Proctor,  Trans.  Newcastle 
Chem,  Soc,f  3.  183,  1876  ;  Cf^m.  News^  54.  14,  1876).  The  beam  must  be  made  as  light  and  as 
inflexible  as  possible.  Hence,  magnalium  and  aluminium  beams,  made  in  the  form  of  light 
girders,  are  common . 

^  Time  is  wasted  in  protracted  weighings,  and  there  is  a  great  danger  of  an  absorption  of 
moisture  by  certain  powders  during  the  operation. 

^  If  one  arm  be  1°  hotter  than  the  other,  the  error  introduced  in  a  weighing  amounts  to 
about  O'OOl  grm.  on  a  50-grm.  load,  and  proportionally  less  for  a  smaller  load.  W.  H.  Miller 
{Phil.  Trans.,  146.  753,  1856)  detected  a  difference  of  0*00001  mm.  in  the  thermal  expansion  of 
the  two  arms  arising  from  a  change  in  the  temperature  of  the  room.  The  arms  expanded 
unequally  owing  to  a  difference  in  the  quality  of  the  metal  forming  the  beam.  T.  Middel, 
Druiis's  Ann.,  2.  115,  1900  ;  P.  Schwirkus,  Zeit.  Instr.,  7.  42,  1887  ;  J.  J.  Mauley,  Trans.  Roy, 
&0C.,  210.  A,  387,  1910. 
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and  therefore  it  should  not  be  placed  near  a  door  frequently  opened,  nor 
adjacent  to  a  stove,  hot-water  pipe,  window,  or  ventilating  shaft.  If  the  location 
be  not  suitable,  the  *'  zero  point ''  of  the  balance  will  be  continually  changing 
owing  to  the  unequal  expansion  of  the  arms.  If  possible,  the  balance  should  be 
kept  in  a  separate  room.  If  a  small  room  cannot  be  partitioned  off  from  the 
laboratory,  a  second  glass  case  covering  the  balance  case  proper  may  be  needed. 
Keep  the  mechanism  free  from  dust.  Hence,  the  balance  case  must  not  be 
opened  in  a  dusty  room.  If  artificial  light  be  employed,  it  should  be  above  and 
at  the  back — if  possible,  over  the  right  shoulder — of  the  operator. 

If  there  be  any  likelihood  of  the  atmosphere  in  the  vicinity  of  the  balance 
being  contaminated  with  acid  fumes,  lime  and  alkaline  carbonates  should  be  kept 
in  the  balance  case  to  neutralise  their  effects.  Calcium  chloride  is  frequently 
kept  inside  the  balance  case  in  glass  vessels  made  for  the  purpose,^  or  in  a 
funnel,  which  in  turn  rests  in  an  Erlenmeyer's  flask.  The  idea  is  to  keep  the 
atmosphere  inside  the  case  dry.  The  remedy  is  by  no  means  effective,  as  will  be 
shown  later.  A  mixture  of  fragments  of  quicklime  and  granulated  calcium 
chloride  is  good.  Some  object  to  the  use  of  concentrated  sulphuric  acid  as  a 
desiccating  agent  in  the  balance  case  owing  to  the  fumes  (sulphur  dioxide)  which 
are  given  off  when  organic  dust  collects  in  the  acid  jar.^ 

The  operator  should  sit  in  front  of  the  balance  case,  so  as  to  avoid  errors  due 
to  parallax  in  the  reading  of  the  pointer.  Move  the  release  and  arrest  screw 
with  a  slow,  steady  motion,  not  in  jerks,  since  a  jerky  motion  injures  the  knife- 
edges.  The  mechanism  should  work  smoothly,  and  the  ''pan  arrests"  should 
touch  the  pans  when  the  beam  is  lowered.  When  the  beam  is  raised,  the'pointer 
should  swing  at  equal  distances,  or  very  nearly  equal  distances,  on  each  side  of  the 
zero.  If  not,  the  balance  pans  should  be  brushed  free  from  dust,  etc.,  by  means 
of  a  camel-hair  brush.^  It  may,  however,  be  necessary  to  restore  the  equilibrium 
of  the  beam  by  adjusting  the  proper  screws.^  The  beam  and  pans  must  always 
be  arrested  before  any  change  is  made  in  the  load  or  weights  on  the  pans.  The 
object  to  be  weighed  and  the  heavy  weights  should  be  placed  in  the  middle  of 
their  respective  pans,  since  a  heavy  load  near  the  edge  of  the  pan  sometimes 
causes  troublesome  oscillations  not  easily  stilled.  The  balance  case  should  be 
closed  while  weighing  with  the  rider,  so  as  to  avoid  currents  of  air.  If  the  beam 
does  not  swing  when  released,  it  may  be  set  in  motion  by  using  the  hand  as  a 
fan  to  waft  a  gentle  puff  of  air  on  to  one  of  the  pans.^  There  is  a  *'  trick  "  in 
lowering  the  beam  supports  so  that  the  oscillations  of  the  pointer  will  have 
the  required  amplitude. 

The  object  to  be  weighed  should  neither  be  (1)  hotter,  nor  (2)  colder  than 
the  atmosphere  in  the  balance  case.  Currents  of  hot  air  may  impinge  on  the 
arms  of  the  balance  and  cause  one  arm  to  expand  unequally,  or  buoy  up  the 
beam.  For  instance,  a  platinum  crucible  which  appeared  to  weigh  20*649  grms. 
when  warm,  really  weighed  20*692  grms.  when  cold.  Hence,  the  crucible 
weighed  0*2  per  cent,  less  when  hot  than  cold.  If  the  crucible  be  colder  than 
the  atmosphere  of  the  balance  case,  moisture  may  condense  on  the  object  to  be 
weighed.  If  the  object  to  be  weighed  is  likely  to  be  electrified,  it  should  be 
allowed  to  stand   some  time  after  it  has  been  wiped,  before  it  is  weighed.^ 

*  Two  are  shown  in  fig.  1. 

»  G.  a  Johnson,  Chem.  News,  68.  211,  1893. 

'  If  anything  solid  or  liquid  be  spilt  on  the  pans  or  in  the  balance  case,  clean  it  off  at  once. 

*  Usually,  a  small  pennant  is  placed  near  the  top  of  the  pointer,  or  screws  at  or  near  the  ends 
of  the  beam,  for  this  adjustment.    These  screws  should  be  interfered  with  as  seldom  as  possible. 

'  If  the  movements  of  the  beam  seem  to  be  erratic,  the  fault  is  probably  due  to  (1)  the 
beam  touching  the  rider  or  the  carrier  of  the  rider ;  or  (2)  the  pan  touching  some  object  in  the 
balance  case ;  or  (8)  a  displaced  stirrup. 

*  J.  A.  B.  Newlands,  Ghmn,  Netm,  xi.  107,  1866. 
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The   electrilication    of    the   weights '   or  object   causes  erratic    movementa  of 
the  pointer. 

The  balance  uhoiild  nob  be  cleaned  too  frequently.  With  proper  care,  and 
the  balance  in  a  suitable  position,  a.  good  cleaning  everj  three  or  four  months 
should  suffice.  This  may  occupy  from  a  quarter  to  an  hour.  All  the  loose  parts 
should  be  carefully  removed  and  dusted ;  the  movable  parts,  cleaned  and  oiled. 
Wipe  off  any  excess  of  oil.  Polish  the  suspensions  with  a  piece  of  chamois  leather. 
Restore  all  the  parts.  Adjust  the  equilibrium  screws  and  gravity  bob  as  indi- 
cated later  in  this  chapter.     The  weights  can  be  tested  at  the  same  time. 

§  4.  Weigrhins  Hygroscopic  or  Volatile  Liquids  and  Powders. 
Never  place  solid  reagents  in  direct  contact  with  the  pans.     Small  crucibles, 
watch-glasses,  basins,  capsules,  glazed  paper,^  etc.,  are  convenient  supports  for 
substances   not  affected  by  exposure  to  the  air  while  being  weighed.     Hygro- 
scopic, efflorescent,  and   volatile  substances,  and   substances   liable   to   absorb 


FiQ,  3. — Weighing  bottles  and  weighing  tubes. 

carbon  dioxide,  etc,  from  the  air,  must,  if  possible,  be  weighed  in  closed  vessels, 
clipped  watch-glasses  with  ground  edges,  etc.  A  selection  of  such  vessels  is 
shown  in  the  diagram,  fig.  3.  The  weighing  bottle  or  tube  niust  be  adapted  for 
the  material  under  investigation.  Weighing  tubes  must  be  suitably  supported. 
The  stand  shown  in  the  diagram,  fig.  3a,  is  suitable  for  supporting  a  tube  either 
vertically  or  horizontally.  The  weighing  tube  may  be  permanently  closed  at 
one  end,  and  fitted  with  a  ground  stopper  at  the  other — fig.  3a ;  or  it  may  have 
a  ground  cap  at  both  ends — fig.  3/.  Weighing  tubes  for  boats  may  have  two  legs 
to  prevent  rolling— iig.  .3ji.'     Watch-glasses  with  groimd  close-fitting  edges  are 

'  Quarti  Heights  (H.  BuH,  IHuglfr'a  Joum.,  222.  119,  1878;  S.  Stein,  ZeiL  uital.  Chtm., 
17.  471,  187S;  gloBS  weigtits— K.  Ulbricht,  Ber.,  10  129,  1877)  in  a  velvet-lined  box  are  lisbla 
to  become  slectrilied  aa  tliey  are  removed  from  their  bed  {Chrm.  Zlu.,  13.  491,  1888).  See 
"      "■      "    "       ■■•'■.'-      -   -".    •■  ■;lie  errors  due  to  air  aurrenta  which 


|iageS5l.     R.  Hennig  {^il.  Inatr.,  ^  1     . 

are  set  up  when  liquida  ni-e  weighfd  10  op«n  Vb»»,.,.. 

^  Paper,  horn  Ga)wu1ea,  and  eimilar  substances  are  aoniewhat  hygroscopic  and  var;  in  weight 
with  the  humidity  of  the  »ir.  "Xylonite  paper"  has  many  advantages  over  ordinary  glazed 
paper.  It  is  less  hygroscopic )  it  can  be  wnshed  with  water  \  it  is  not  attacked  by  oroiuary 
acida  and  alkalies.  Itisattocked  by  organic  Bo1vente(H.  Schweitzer,  Clwm.  Ztg.,  14.  69B,  ISSO). 
H.  F.  von  Jiiptuer,  DU  Einfiihren  HnheiUieher  Annlyaenmethodm,  Stuttgart,  281,  1898.  I 
keep  weighing  bottles,  brushes,  etc.,  in  a  glass  "catgut"  box  beside  the  balance. 

*  A.  Gaw^ovaki,  Ckem.  CnUr.  (3),  16.  369,  1888. 
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clamped  together  by  a  suitable  clip  as  shown  in  the  diagram — fig.  Se.^  Weighing 
bottles  may  have  different  shapes  and  sizes — figs.  36,  3c,  3d.  They  may  have 
ordinary  ground  stoppers,  or  ground  caps  as  in  Guttmann's  weighing  bottle — fig.  3c. 
The  latter  are  best  for  powders,^  in  weighing  by  difference,  since  (1)  several 
portions  can  be  weighed  out  successively  without  the  joint  having  to  be  cleaned, 
as  is  necessary  with  the  ordinary  ground  stopper,  and  (2)  dust  does  not  accumu- 
late between  the  stopper  and  the  ground  surfaces.  A  modification  with  ground- 
in  tubes  is  useful  for  drying  substances  in  a  current  of  gas,  for  determining 
water  of  crystallisation,  etc. — fig.  182. 

In  using  weighing  bottles  or  tubes,  the  vessel  plus  powder  may  be  weighed. 
Some  powder  is  removed  from  the  vessel,  and  the  vessel  and  powder  weighed 
again.  The  loss  in  weight  represents  the  powder  removed.  The  capped 
weighing  bottle  may  also  be  used  for 
weighing  liquids — fig.  4.  The  tube  with 
the  liquid  has  a  small  pipette  inside.  All 
is  weighed.  Some  liquid  is  withdrawn  by 
means  of  the  pipette.*  The  pipette  is 
returned  to  the  bottle,  and  all  is  weighed 
again.  The  loss  in  weight  represents  the 
amount  of  liquid  removed.  Berl*  has 
a  convenient  pipette  for  weighing  cor- 
rosive liquids — fig.  5.  The  apparatus  is 
weighed.  The  tap  C  fits  closely  without 
lubrication.  To  fill  the  pipette,  connect 
A  with  K ;  apply  suction  at  A,  close  C. 
Let  the  point  S  dip  in  the  liquid  under 
examination ;  connect  F  and  K.  The 
liquid  runs  into  the  pipette.  Close  the 
tap  before  the  liquid  has  reached  the  tap 

C.  Clean  the  end  of  the  tube  S.  Return 
the  pipette  to  the  tube  F  and  weigh.  The  increase  in  weight  represents  the 
amount  of  liquid  in  the  pipette.  Now  let  the  tip  S  dip  under  water.  Let  the 
contents  gradually  run  from  the  pipette  by  opening  the  cocks.  Run  water 
through  the  apparatus.  This  will  ensure  the  removal  of  all  the  liquid  from 
the  pipette.^  This  procedure  may  be  obviously  modified  to  suit  particular 
conditions.®  The  instrument  is  rather  lighter  than  Lunge  and  Rey's  well-known 
pipette  for  a  similar  purpose. 

Large  glass  and  porcelain  vessels,  platinum  crucibles,  basins,  etc.,  dried  and 
cooled  in  desiccators  are  particularly  liable  to  condense  moisture  on  their 
surface  while  being  weighed.^     Many  powdered  substances  also  begin  to  absorb 

'  J.  J.  Gri£Sn,  Chem.  News,  lOi.  71,  1910. 

*  C.  Mangold,  ^eit.  angew.Cheni.,  4.  441, 1891  ;  L.  F.  Guttmann,  Joum,  Amer.  Chem.  Soe., 
2a  1667,  1906  ;  A.  Brcneman,  Chem,  News,  48.  168, 1883  ;  T.  Zohren,  Chcm,  Ztg.,  36.  824, 1912. 

*  For  a  weighing  bottle  with  a  pipette  stopper,  see  L.  E.  Levi,  Joum,  Amer,  Chem,  Soc.y 
27.  614,  1905. 

*  G.  Lunge  and  H.  Rey,  Zeit.  angew.  Chem,,  4.  702,  1891  ;  H.  Rosenlecher,  2eit.  anal. 
Chem.,  37.  209,  1898  ;  E.  Berl,  Chefn.  JZtg,,  34.  428,  1910. 

*  For  strong  fuming  acids,  a  drop  of  liquid  may  escape  from  ^Sf  into  the  tube  F  while  it  is 
being  weighed.  In  that  case,  a  drop  of  water  is  placed  in  F,  and  all  is  weighed  without  allowing 
the  tip  of  the  tube  S  to  be  wetted.  The  pipette  is  then  tilled  as  described  in  the  text.  Ben 
has  modified  bulb  for  liquid*)  with  a  high  vapour  tension  {i.e.  volatile  liquids). 

*  When  weighing  liquids  which  spoil  on  exposure  to  the  air,  Holders  pipette  may  be  used. 

D.  Holde,  2eU.  angew,  Chem.,  12,  711,  1899  ;  H.  Schweitzer,  Joum.  Am^er.  Chem    Sac,,  15. 
190,  189S;  E.  Reichardt,  ZeU.  anal.  Chem,,  7.  187,  1868. 

^  Vessels  full  of  air  have  a  uniform  weight  as  soon  as  their  surfaces  are  in  equilibrium  with 
the  atmosphere.     When  these  conditions  are  changed — by  a  variation   of  temperature  for 


Fig.  4.— Weighing 
bottle  and  pipette. 


Fio.  5.— Berl's 
weighing  pipette. 
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moisture  and  possibly  also  other  gases  quite  energetically  immediately  they  have 
left  the  desiccator,  and  Pagasogli  ^  mentions  an  example  where  a  powder  dried 
over  sulphuric  acid  increased  in  weight  from  0*001  to  0*003  grm.  during  the 
weighing,  which  occupied  between  3  and  6  minutes.  The  weight  of  a  body  will 
increase  until  the  vapour  pressure  of  the  absorbed  moisture  is  equal  to  the  vapour 
pressure  of  the  moisture  of  the  air.  A  dish  of  concentrated  sulphuric  acid,  or  a 
vessel  ^  of  ground  calcium  chloride,  is  usually  kept  in  the  balance  case  with  the 
idea  of  retarding  the  absorption  of  moisture  while  the  substance  is  being  weighed. 
The  remedy,  however,  is  not  particularly  efficacious.  This  is  well  illustrated  by 
the  following  observations :  ^ — A  hair  hygrometer  was  placed  in  a  balance  case. 
Some  fresh  granulated  calcium  chloride  was  placed  in  a  funnel  resting  over  a 
flask.  The  hygrometer  showed  a  humidity  of  60*5  to  61  per  cent.  In  an 
hour,  the  humidity  fell  to  55*5  per  cent.;  in  15  hours,  to  53*5  percent.  The 
humidity  then  gradually  rose  during  the  next  three  days,  to  its  former  value, 
60-61  per  cent.  The  calcium  chloride  was  then  appreciably  moist,  and  liquid 
began  to  drop  from  the  funnel  containing  the  salt  in  question. 

Ostwald^  recommends  weighing  the  substance  as  rapidly  as  possible  after  remov- 
ing the  vessel  from  the  desiccator.  The  idea  is  to  make  the  error  due  to  adsorption 
as  small  as  possible.  In  igniting,  drying,  etc.,  to  a  constant  weight  the  same  time 
may  not  always  be  occupied  in  making  the  control  weighings,  and  different  results 
may  accordingly  be  obtained  with  the  same  body.  For  instance,  three  control 
weighings  of  the  same  body  gave  17 "4334,  17*4332,  and  17*4331.  The  idea  is  best 
applied  by  getting  the  approximate  weight  of  the  dried  body  in  a  covered  crucible. 
Repeat  the  ignition  and  cooling,  place  the  necessary  weights  on  the  pan,  so  that  the 
rider  alone  is  needed  to  complete  the  weighing.  This  will  usually  suffice,  but  a  third 
ignition  and  drying  will  enable  the  third  weighing  to  be  made  in  a  few  seconds. 

On  the  other  hand,  Smith  ^  recommends  leaving  the  body  20  minutes  in  the 
balance  case  after  it  has  been  removed  from  the  desiccator,  in  order  that  the  body 
may  adsorb  its  normal  film  of  moisture,  i.e.  until  its  weight  is  constant.  The 
objection  to  this  plan  is  the  long  time  required  for  the  control  weighings,  and  there 
is  nothing  to  show  that  the  atmosphere  has  remained  of  a  constant  humidity 
during  the  experiment.  However,  it  is  not  likely  to  change  appreciably  under 
ordinary  conditions.'' 

§  S  Weighing. 

Weighings  smaller  than  0*01  grm.  are  made  with  the  rider.  The  milligram 
weights  are  not   used.     When  each  arm    is   divided  into   ten  divisions,  use   a 

example,— it  takes  a  long  time  to  bring  the  vessels  to  their  original  condition.  Thus,  a  hard 
glas8  tube,  60-80  cm.  long  and  2-2*5  cm.  diameter,  must  be  kept  two  or  three  hours  in  a 
balance  case  before  its  weight  is  constant.  Glass  flasks,  1  to  4  litres  capacity,  after 
having  been  heated  or  nibbed,  do  not  attain  a  constant  weight  nntil  they  have  remained  in  the 
balance  case  five  or  six  hours.  Polished  platinum  rapidly  regains  its  primitive  weight,  but 
when  the  surface  is  more  or  less  roughened,  it  attains  its  proper  weight  more  slowly  than  glass 
or  porcelain.  J.  S.  Stas,  (Euvres  Computes,  Bruxelles,  i.  317,  1894  ;  Chem.  Aeirs,  4.  206, 1861  ; 
J.  L.  Smith,  16.,  31.  55,  1875. 

»  G.  Pagasogli,  rOroai,  10.  109,  1888  ;  J.  L  Smith,  Chem.  News,  31.  66,  1876. 

?  Two  calcium  chloride  jars  are  shown  in  the  back  of  the  balance  case,  fig.  1. 

8  0.  Kuhn,  Chem.  Ztg.,^  1097,  1108,  1910. 

*  W.  Ostwald  and  R.  Luther,  Hand-  und  Uillfsbueh  zur  Amfuhrung  physiko-chemiseher 
Messungen,  Leiuzig,  51,  1902  ;  London,  38,  1899. 

*  J.  L.  Smith,  Amer.  Chemist,  5.  212,  1874 ;  F.  P.  Treadwell,  Kurzes  Lehrbxuh  der  analy- 
tische  Chemie,  Leipzig,  2.  21,  1911 ;  New  York,  22,  1904. 

^  R.  Hottinger  (zeit.  anal.  Chrm.,  48.  73,  1909)  recommends  plotting  the  increases  in 
weight  as  ordinates,  with  time  as  abscissae.  The  curve  will  be  horizontal  after  the  elapse  of  a 
few  minutes.  The  first  weighing  will  not  be  zero.  The  time  required  for  the  first  weighing  is 
longest ;  subsequent  weighings  occupy  less  time.  Hottinger  extrapolates  for  zero  by  continiiing 
the  curve.     F.  Richarz,  Verhandl.  phys.  Oes.  Berlin,  88,  1886. 
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centigram  rider ;  if  each  arm  be  divided  into  twelve  divisions,  use  a  1 2-milligram 
rider.  ^  Each  division  on  the  beam  then  corresponds  with  a  milligram,  each  of  the  n 
subdivisions  with  the  n"Hh  milligram.  The  12-mgrm.  rider  enables  fractions  below 
12  mgrm.  to  be  weighed  with  the  rider;  the  10-mgrm.  rider,  fractions  below 
10  mgrm.^  Some  balances  require  a  half-centigram  rider.  This  is  for  use  on  a 
light  scale  attached  to  the  front  of  the  beam  of  the  balance.  The  effect  pro- 
duced by  the  half-centigram  rider  on  the  auxiliary  beam  is  the  same  as  would 
be  obtained  with  a  centigram  rider  on  the  beam  proper.  This  device  is  only 
used  with  the  very  short-beam  balances  where  the  graduations  on  the  beam 
with  a  centigram  rider  would  be  inconveniently  close. 

In  attempting  to  weigh  to  the  tenth  of  a  milligram,  it  might  be  thought 
best,  at  first  sight,  to  add  weights  and  move  the  rider  until  the  pointer  of  the 
balance  swings  equally  on  both  sides  of  the  zero  of  the  scale.  It  is  assumed, 
quite  correctly,  that  when  the  exact  weight  has  been  added  to  a  properly 
adjusted  balance,  the  pointer  will  swing  the  same'  number  of  divisions  to  the 
right  and  the  left  of  the  zero,  provided  it  does  so  when  the  pans  are  empty. 
As  a  matter  of  fact,  this  method  is  perhaps  more  often  in  error  than  otherwise. 
It  entails  a  frequent  adjustment  of  the  zero  point  of  the  balance,  owing  to 
unavoidable  variations  in  the  zero  point.*  Even  if  the  position  of  equilibrium 
of  the  pointer  with  an  unloaded  balance  be  adjusted  with  the  pointer  at  the 
zero  of  the  scale,  the  zero  point  may  change  in  a  short  time.  The  arms  may  be 
unequally  heated,  etc.  By  ignoring  this  fact,  appreciable  errors  may  creep  into 
the  work.  This  method  of  weighing,  in  which  the  rider  is  adjusted  until  the 
swing  of  the  pointer  of  the  loaded  balance  is  nearly  the  same  as  with  the  un- 
loaded balance,  is  very  common,  and  it  is  accurate  enough  for  most  analytical 
work.  We  shall  see  later  that  the  errors  incidental  to  the  methods  of  preparing 
precipitates  for  weighing,  mask  the  small  errors  introduced  by  the  effects  just 
indicated. 

In  special  cases,  when  weighing  to  the  tenth  of  a  milligram,  it  is  important 
to  be  able  to  make  the  weighing  independent  of  any  temporary  inequality  of  the 
arms,  etc.     Hence  we  have : — 

(1)  Gauss'  method  of  double  toeighing, — The  object  is  weighed  first  in  one 
pan,  then  in  the  other.  The  square  root  of  the  product  is  supposed  to  represent 
the  weight  of  the  object. 

(2)  BordcHs  method  of  weighing  by  tares. — Here  the  object  is  balanced  by  a 
suitable  tare  (wire,  weights,  shot,  potash  bulb,  etc.).  The  object  is  removed, 
and  weights  are  added  in  its  place  until  equilibrium  is  restored. 

(3)  Method  of  weighing  by  double  vibrations  (or  swings).^ — The  following 
description  may  make  the  process  of  weighing  by  double  vibrations  appear 
somewhat  laborious.  The  labour  is,  however,  more  apparent  than  real.  Practice 
with  the  method  is  also  an  excellent  way  of  mastering  the  manipulation  of  the 
balance. 

First,  find  the  zero  position  of  the  pointer,  that  is,  the  position  t?ie  pointer  will 
occupy  on  the  scale  where  the  balance,  stoinging  xoithout  a  load,  will  come  to  rest. 


^  The  rider  enables  all  weights  below  O'Ol  grm.  to  be  discarded,  and  this  (1)  saves  time  and 
trouble ;  (2)  ensures  greater  apeuracy  owing  to  the  tendency  of  the  small  weights  to  collect  dirt, 
etc  ;  (2)  decreases  chances  of  error  in  reading  the  weights  on  the  pans ;  and  (4)  renders  it 
pooible  to  estimate  weights  to  a  greater  degree  of  accuracy. 

*  The  weight  obtained  by  adjusting  the  rider  is  usually  treated  as  if  it  were  a  weight  on 
the  pan. 

'  T.  EL  Thorpe,  Joum,  Chem.  Soc.^  47.  116,  1885 ;  J.  J.  Manley,  Proc.  Roy,  Soc.y  A,  86. 
591,  1912;  Trans  Hay.  Soe.,  A,  212.  227,  1912. 

*  For  details  see  text-books  on  physics.  J.  H.  Poynting,  C?iem.  News,  39.  45,  1879  ;  Proc. 
Manchester  La.  Phil.  Sac.,  18.  88,  1879. 


12 


A  TREATISE  ON  CHEMICAL  ANALYSIS. 


Fio.  6.— Scale  of  pointer  of 
balance. 


It  would  be  too  great  a  waste  of  time  to  wait  until  the  oscillations  of  the  pointer 
cease  when  it  is  possible  to  deduce  the  position  directly  from  the  distances  the 
pointer  swings  to  the  left  and  right  of  the  scale.  ^     Following  F.  Kohlrausch,*  I 

prefer  to  number  the  scale  with  the  zero  on  the 
extreme  left,  not  in  the  middle  of  the  scale.  This 
prevents  any  confusion  of  signs  later  on.  Neglect 
the  first  two  or  three  swings  on  account  of  the  shock, 
and  air  currents  set  up  when  the  door  of  the  balance 
is  closed.  Take  3,  5,  or  7  consecutive  readings  of  the 
turning  points  of  the  swinging  pointer.  Take  the 
average  of  the  odd,  and  also  the  average  of  the  even 
numbered  readings.  Add  the  two  results  and  divide  by  2.  In  illustration, 
suppose  the  turning  points  read — 

7-2;     130;     72. 

The  mean  of  the  first  and  third  readings  is  7'2  ;  the  mean  of  both  the  even  and 
odd  readings  is  7'2-f-13'0  divided  by  2,  that  is,  10*1.  This  number  represents 
the  required  zero  point  of  the  balance.  The  needle  will  come  to  rest  when  the 
pointer  is  at  101.^ 

Second,  find  the  deviation  of  the  scale  per  milligram,  that  is,  the  sensibility  of 
the  balance.  The  object  to  be  weighed  is  placed  on  the  left  pan,  the  weights  on 
the  right  pan.*  When  the  weights  ^  are  so  far  adjusted  *  that  another  centigram 
weight  would  be  too  much,  close  the  door  of  the  balance  case,  and  move  the 
centigram  rider  on  the  divided  beam  until  the  pointer  moves  to  the  right  and 
left  of  the  10th  division.     Find  the  position  of  rest,  e.g. — 


Weight  on  pan. 
11-216 


Turning  points.  Averages. 

8-2;  13-3;  84  83;  13*3 

Move  the  rider  another  milligram  division  to  the  right.   . 

Weight  on  pan.  Turning  points.  Averages. 

11-217  41;  11-6;  4-3  42;  11-6 


Zero  point. 
10-8 


Zero  point. 

7-9 


Hence,  the  zero  point  is  displaced  10*8 -7*9  =  2*9  divisions  by  increasing  the 
weight  1  milligram ;  or  2*9  scale  divisions  correspond  with  1  milligram. 
This  number,  2*9,  represents  the  required  sensibility  of  the  balance  for  the 
given  load.     The  sensibility  of  a  balance  for  a  given  load  is  therefore  defined 


'  Tlie  reading  of  the  pointer  in  accurate  work  is  greatly  facilitated  by  the  use  of  a  lens  or  a 
magnifying  mirror  made  for  the  purpose.  The  lens  or  mirror  is  so  arranged  that  an  enlarged 
image  of  the  pointer  and  scale  meets  the  eye  when  the  head  is  in  its  natural  position  before  the 
balance.     The  lens  is  shown  in  position  in  hxmt  of  the  scale,  fig.  1. 

'^  F.  Kohlrausch,  Leitfaden  der  praktischeti  Physik^  Leipzig,  44,  1896. 

^  Scales  with  red  lines  instead  of  the  black  ones  are  claimed  by  C.  M.  Clark  {Joum.  Amer. 
Chem.  Soc.f  32.  884,  1910)  to  be  more  easily  read. 

*  Keep  rigorously  to  this  rule  :  object  on  left  pan,  weights  on  right  pan.  The  reason  will 
appear  later. 

*  The  weights  are  not  usually  kept  in  the  box,  but  rather  on  the  "front  floor**  of  the 
balance  case.  F.  Clowes  and  J.  B.  Coleman  {QuaiUitative  Chemical  AnalysiSf  London,  4,  1909) 
recommend  keeping  the  weights  on  a  piece  of  cardboard  ruled  in  squares  and  numbered  to 
correspond  with  the  weights  to  be  kept  thereon.  Small  porcelain  slabs  with  suitable  depressions, 
and  properly  lettered,  are  more  convenient.  Weights  over,  say,  20  grms.  may  not  be  needed 
very  frequently  ;  in  that  case,  keep  them  in  the  box.  The  milligram  weights  are  redundant, 
and  may  also  be  left  in  the  box.  Fur  the  condensation  of  ** moist  air''  on  the  weights,  see 
T.  Jhmori  ( Wied.  Ann.,  31.  1006,  1887)  and  E.  Warburg  (t6.,  27.  481,  1886). 

^  The  weights  are  not  to  be  handled  with  the  fingers,  but  always  lifted  with  the  ivory-tipped 
forceps  provided  for  that  purpose.  Never  alter  the  load  on  either  pan  without  first  arreetiDg 
the  balance,  so  that  the  beam  or  stirrups  no  longer  rest  on  the  knife-edges. 
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as  the  displacement  of  the  position  of  rest  of  the  beam  produced  by  an  excess 
of  1  milligram  weight  on  either  pan. 

Hiirdj  calculate  the  weight  of  the  load  on  the  pan.  From  the  preceding  results, 
it  follows  that  the  load  weighs  1 1*216 +  ;r.  The  zero  point  of  this  load  is  dis- 
placed 10'8-10'1=0'7  scale  divisions.  Since  2*9  scale  divisions  correspond  with 
1  milligram,  0*7  scale  divisions  will  correspond  with  0*7  -r  2*9  =  0*24  scale  divisions 
or  0-24  mgrm.  Hence  the  weight  of  the  body  is  1 1  2 1 6  -f-  000024  =  1 1  2 1 624  grms. 
These  calculations  may  be  summarised  in  the  formula 

Correction  =  + mgrm. , 

a-b 

where  z  represents  the  zero  point  of  the  unloaded  balance ;  a,  the  zero  point 
with  not  quite  sufficient  weight  on  the  right  pan  ;  and  6,  the  zero  point  with 
a  milligram  more  on  the  right  pan  than  corresponds  with  a. 

Analytical  balances  will  rarely  indicate  with  certainty  smaller  weights  than 
0*0001  grm.  Hence,  although  the  weight  has  been  stated  to  the  fifth  decimal, 
in  future  weights  will  generally  be  rounded  off  by  dropping  the  fifth  decimal 
and  raising  the  fourth  decimal  one  unit  when  the  dropped  figure  exceeds  5. 
It  is  well  to  keep  rigidly  to  one  routine  process,  so  that  the  preceding  operations 
may  become  mechanical.  With  a  little  practice,  time  is  saved  owing  to  the 
fact  that  no  useless  trials  are  made  in  the  final  adjustment  of  the  rider.  The 
result  is  also  more  exact  than  the  method  of  weighing  by  equal  deviations  of 
the  zero  point. 

The  following  may  be  taken  as  representing  the  operations  involved  in 
weighing  a  porcelain  crucible : — Add  10  grms. — too  little  ;  add  2  grms. — too 
much ;  add  1  grm  —  too  little ;  add  0*6  grm. — too  much ;  add  0*2  grm. — too 
little;  add  0*1  grm.— too  much;  add  0*05  grm. — too  much;  add  0'02  grm. 
— too  much  ;  add  0*01  grm. — too  little.  Close  the  door  of  the  balance  case. 
Place  the  rider  on  the  5th  division — too  little ;  on  the  6th  division — too  little, 
but  nearly  right.  Read  the  turning  points  as  indicated  below.  Place  the 
rider  on  the  7th  division  and  read  the  turning  points.  Remove  the  loads  on 
the  pans,  and  read  the  turning  pointa     We  thus  obtain — 

Turning  points.  Zero  points. 
Unloaded  balance    ....    7*2;  13*0;  7*2  z-10'1 

11*216    ......     8-2;  18-8;  8-4  O-10-8 

11-217 4-1;  11-6;  4-3  6-79 

Consequently, 

a-z     10-8 -10-1     0-7,..ft.g.     ^ 
^TTb  - 10-8-   7-9=2^9'°  2*  ""8™- 

Hence  the  weight  is  11*2162  grms.  After  a  certain  amount  of  experience 
has  been  obtained  with  a  given  balance,  it  is  possible,  before  the  weighing 
is  completed,  to  estimate  the  approximate  weight  of  the  load  from  the  rate  at 
which  the  pointer  moves  over  the  scale,  and  thus  skip  some  of  the  steps 
indicated  for  adjusting  the  exact  weight  by  the  process  just  outlined.  Thus, 
the  0*5  grm.,  indicated  above,  was  not  placed  on  the  pan  during  the  actual 
weighing.  This  experience,  however,  takes  some  time  to  acquire,  and  it  is  better 
to  work  by  system  rather  than  at  random. 

§  6.  The  Sensibility  of  the  Balance. 

Balances  may  now  be  obtained  which  show  practically  no  change  in 
sensitiveness  (a  -  b)  between  full  and  empty  loads.  The  mere  statement  that 
"a  balance  is  sensitive  to  xV^^  mgrm."  is  not  sufficient  unless  the  corresponding 
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load  be  specified.  A  balance  carryiog  5  grms.  might  be  sensitive  to  ^th 
mgrm.,  whereas  -n^th  mgrtn.  with  a  load  of  100  gmia.  would  have  do  perceptible 
influence  on  the  moven)eiit8  of  the  beam. 

Most  balances  have  a  "  gravity  bob "  screw  attached  to  the  central  portion 
of  the  beam,  or  a  sliding  weight  on  the  pointer  (fig.  1).  The  gravity  bob 
provides  a  meana  of  regulating  the  value  of  (a  -  b),  the  sensitiveaeBS  of  tlie 
balano!,  within  certain  limit«.'  By  its  means,  the  distance  OG  or  r  (fig,  2) 
between  the  centre  of  gravity  and  the  central  knife  edge  can  be  altered.  We 
have  seen  (page  6)  that  the  nearer  the  centre  of  gravity  to  the  central  knife- 
edge,  the  greater  the  senHibility,  and  the  greater  the  period  of  vibration  of  the 
balance.  If  the  gravity  bob  bo  too  near  the  central  knife-edge,  the  time  of 
vibration  is  t«o  long,  and  the  balance  wilt  be  too  sensitive ;  if  the  gravity  bob 
be  too  far  away  fiom  the  central  knife-edge,  the  balance  may  be  unstable,  either 
with  the  empty  pans  or  with  a  fidl  load.  It  is  generally  possible,  by  adjusting 
the  gravity  bob,  to  make  the  numerical  value  (n.  —  6)  a  single  figure.  Suppose,  for 
example,  we  have  a  balance  of  oonstunt  sensibility  so  adjusted  that  its  sensibility 
is  0'7,  the  work  of  weighing  is  much  simplified.  For  instance,  in  weighing  a 
platinum  crucible,  we  simply  find — 

Turning  poiDta.  Zero  pointe. 

Unloaded 64;  17-6;  G-S  :-I1-S6 

Lo»ded  30-023  grniB.  .         .     6-0  ;  18-7  i  9-2  (r-12-40 

Di»|il«cemant  of  zero  point n-j-  085 

Hence,  0-85-f 07  =012.  The  required  weight  is  2002312  grms.  With  such 
a  balance,  properly  adjusted,  a  weighing  is  very  quickly  and  accurately  performed. 


Fio.  7.— VMifttion  orHeaBibitity  of  Balance  No.  3  with  load. 

If  the  aensibility  of  the  balance  varies  a  little  with  the  load,-  aa  is  usual 
with  common  analytical  balances,  owing  to  a  slight  bending  of  the  loaded  beam, 
it  is  siniplest  to  determine  the  value  of  this  constant  for  the  different  loads  once 
for  all.     Suppose  that  we  find — 

Balance  No.  3. 
Load     .        .       0,      10,      20,      SO,      (0,      60,      60,      70,      80.      90,     100  grms. 
Daflection     .     0-76,  0-74,  072,  072,  0  72.  0-70,  070,  0-70.  0-88,  0-68,  0-fl&  divs. 

The  value  of  a  -  6  can  then  Imj  read  at  a  glance,  for  any  given  loail,  from  the  graph 
of  these  numbers  (fig.  7).  \\'hcn  a  -  fi  is  so  fived,  a  and  z  are  alone  determined 
each  weighing. 

Analytical  balances  are  now  usually  madv  with  a  short,  light  beam  which  has  a 
period  of  vibration  of  about  10  seconds.  The  old-fashioned  Ion g-l)eam  balances  are 
seldom  used  in  analytical  practice.  The  long-beam  Imlauces  sometimes  have  a 
period  of  vibration  approaching  60  seconds ;  and,  in  consotjueuce,  a  lot  of  valuable 
time  may  be  lost  in  watching  the  oscillations  of  the  beam,  with  an  additional  risk 
of  error  due  to  the  absorption  of  moisture,  etc.,  by  the  object  being  weighed  (page 
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9).  Short^beam  balances  are  therefore  used  when  rapid  weighing  is  needed. 
The  unavoidable  errors  in  setting  the  knife-edges  are  of  greater  significance  in 
short-beam  balances;  and  the  oscillations  being  small,  minute  differences  are 
not  so  readily  detected  as  in  long-beam  balances.  The  latter  objection  is  partly 
overcome  by  using  a  lens  to  magnify  the  motions  of  the  pointer  (page  12). 

§  7.  The  Accuracy  of  the  Weighing. 

The  finest  weighinj^  cannot  compensate  for  the  lack  of  puriU  of  substance,  or  the 
absence  of  perfection  in  chemical  operations. — Q.  D.  Hinrichs. 

Accurate  measurement  is  the  foundation  of  real  science.  Many  students  of 
chemistry  are  introduced  to  the  art  of  exact  measurement  through  quantitative 
analysis.  It  is  therefore  necessary  to  get  clear  ideas  about  the  principles  of 
measurement  in  analytical  chemistry.  It  would  obviously  be  an  absurd  waste  of 
time  to  weigh  to  an  accuracy  of  0*001  per  cent,  at  one  stage  of  the  work,  if  at 
another  stage  of  the  work  the  method  of  preparing  the  substance  for  weighing 
introduced  an  error  of  0*5  per  cent. 

Although  many  errors  are  small  enough  to  be  neglected,  yet  cases  often  ari^e 
where  errors,  trivial  under  one  set  of  conditions,  assume  serious  dimensions 
under  another  set.  Hence,  it  is  necessary  for  every  analyst  to  have  clear  ideas 
of  the  character  of  the  different  errors  which  may  affect  his  work,  in  order  that 
corrections  may  be  introduced  whenever  necessary.  A  chemist  will  not  consider 
any  time  lost  which  is  necessary  for  obtaining  accurate  results ;  but  it  is  certainly 
a  waste  of  time  to  carry  the  accuracy  of  any  single  operation  {e.g.  weighing) 
much  beyond  the  limits  of  experimental  error  incidental  to  the  process  of  analysis. 

Errors  in  weighing  and  measuring  should  fall  well  within  the  limits  of  the  ex- 
perimented error  due  to  the  anaXytical  operations.  There  is  no  advantage  in  making 
one  of  a  series  of  interdependent  measurements  much  more  accurate  than  the 
others.  A  chain  is  no  stronger  than  its  weakest  link.  Under  ordinary  conditions, 
ten  consecutive  weighings  of  the  same  substance  should  not  differ  much  more 
than  0*0005  gmi.,  that  is,  by  0*05  per  cent,  working  with  one-gram  samples ; 
whereas  in  other  cases  the  error  in  weighing  should  not  exceed  0  01  per  cent., 
that  is,  00001  grm. 

ExAMPUB. — If  an  error  no  greater  than  0*001  grm.  were  made  in  the  initial  weighing 
of  a  gram  of  a  clay  which  contained  0*2  per  cent,  of  MgO,  the  greatest  error  in  the 
determination  of  the  magnesia  could  be  no  greater  than  0*1  per  cent,  of  its  value  ;  and 
the  final  result  could  not  be  affected  by  more  than  0*1  per  cent,  of  0*2  per  cent.,  that  is, 
0*0002  gram.  This  is  negligibly  small.  The  weighing  is  even  more  accurate  than  is 
necessary.  Suppose  further  that  an  error  of  0*001  be  possible  in  the  weighing  of  the 
0*0055  grm.  of  Mg^PgOr,  an  error  of  0*001  grm.  would  represent  an  error  of  100  x  0"001 
-^0*0065  =  18  per  cent.    This  is  too  great.    The  weighing  must  be  more  exact. 

Clay  analyses  are  usually  made  upon  one-gram  samples.  The  final  result  is 
represented  as  a  percentage  taken  to  the  second  decimal.  This  seems  to  imply 
that  the  weighings  are  exact  to  the  0*0001  th  of  a  gram.  Possibly  they  are.  It 
would  not  be  very  difiBcult  to  make  the  weighings  exact  to  0*00001  th  grm. 
This  would  enable  us  to  represent  the  final  analysis,  as  beginners  frequently  do, 
with  three  decimals.  But  we  shall  see  that  the  appearance  of  accuracy  conveyed 
by  these  decimal  figures — the  second  and  third — is  quite  illusory.^  Calculations 
should  stop  when  the  limit  of  precision  of  the  analytical  process  is  reached.  Pre- 
ei$ion  inform  does  not  necessaHly  represent  accurate  work. 


^  In  illustration,  see  the  analyses  of  tincal  by  H.  Vohl  in  Dijigler's  Jaum.,  201.  165, 1871  ; 
and  of  iron  ores  by  J.  G.  Welch  in  the  Chent,  News,  52.  32,  1885,  to  four  places  (per  cent)! 
This  discussion  is  resumed  later. 
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Altogether  apart  from  the  accuracy  of  the  sampling,  analytical  operations 
involved  in  prepariug  the  different  substances  for  weighing  are  seldom  more 
exact  than  is  represented  by  Washington's^  statement:  "For  silica  or  other 
constituents  which  amount  to  30  per  cent,  or  over,  the  allowable  limits  of  error 
are  0*2  to  0*3  per  cent,  of  the  whole  material ;  for  alumina  and  other  constituents 
which  amount  to  from  10  to  30  per  cent.,  01  to  0*2  per  cent. ;  and  for 
constituents  which  amount  to  1  to  10  per  cent,  0  05  to  0*1  per  cent."  If  we 
accept  these  numbers  as  representing  the  errors  incidental  to  the  best  processes 
available  for  the  analysis  of  silicates,  clays,  etc.,  it  will  be  obvious  that  little,  if 
anything,  is  gained  by  increasing  the  accuracy  of  the  weighings  beyond  the  tenth 
of  a  milligram,  until  the  operations  generally  used  in  analytical  chemistry  admit 
of  greater  refinement.  Indeed,  our  analyses  would  approximate  more  closely  to 
the  truth  if  we  represented  the  percentage  results  with  one  decimal  instead  of  two. 
As  a  matter  of  fact,  two  decimals  are  generally  used  in  technical  analyses  because 
we  have  grown  accustomed  to  the  plan,  not  because  it  represents  the  accuracy 
of  the  work.  The  first  decimal  is  supposed  to  be  nearly  right ;  the  second  is 
retained  in  order  to  keep  the  first  decimal  as  nearly  accurate  as  possible  in 
calculations  made  with  the  analytical  data.  Under  ordinary  conditions,  therefore, 
a  third  decimal  is  quite  out  of  perspective,,  while  a  fourth  is  an  abomination.^ 

Few  analytical  processes  can  be  depended  upon  beyond  a  limit  of  accuracy 
represented  by  1  in  500 ;  still  fewer  beyond  1  in  1000.  In  fact,  a  method  which 
would  enable  a  real  distinction  to  be  drawn  between  50*0  and  50  1  per  cent, 
w^ould  be  considered  excellent.  As  a  matter  of  fact,  this  degree  of  accuracy  is 
seldom,  if  ever,  attained  in  a  complex  separation.  Hence,  the  statement  that 
50*13  per  cent,  of  a  constituent  is  present  can  rarely  represent  more  accurate 
work  than  if  the  result  had  been  simply  expressed  by  the  number  50*1  per  cent. 
To  quote  an  illustration  by  Hinrichs,^  Berzelius  (1826)  worked  with  a  balance 
accurate  to  0*01  grm.,  Ramsay  and  Aston  (1893)  worked  with  a  balance  accurate 
to  OOOOOOOl  grm.  In  three  determinations  of  the  water  of  crystallisation  of 
borax,  Ramsay  and  Aston  found  0'471677  grm.,  and  Berzelius,  0*4710  grm. 
The  individual  determinations  in  the  former  case  varied  from  0*471099  to 
0*472026.  Here  then,  with  a  variation  in  the  third  decimal,  it  follows  that  the 
fourth  and  succeeding  decimals  have  no  more  value  than  the  results  determined 
on  the  less  sensitive  balance  used  by  Berzelius. 

In  some  cases,  working  under  special  conditions  with  large  amounts  of  raw 
materials,  it  is  possible  to  determine  quantitatively  certain  constituents  occurring 
in  amounts  below  0*01  per  cent.  In  that  case  the  first  significant  figure  might 
appear  after  the  second  place  in  the  final  statement  of  the  results.  The 
determination  of  these  constituents  may  be  useful  and  important  for  special 
purposes,  which  are  not  usually  industrial. 

§  8.  Correcting  the  Weights. 

When  working  to  the  tenth  of  a  milligram,  it  is  necessary  to  test  an  ordinary 
box  of  analytical  weights  in  order  to  find  if  the  weights  are  consistent  amongst 
themselves.  The  errors  usually  permitted  by  a  standard  testing  laboratory, 
before  a  first-class  box  of  weights  can  receive  its  imprimatur,  are  indicated  in 

*  H.  S.  Washington,  Manual  of  the  Chemical  Analysis  of  Rocks^  New  York,  24,  1904  ; 
M.  Dittrich,  Neues  fahrb.  Afin,,  2.  69,  1903. 

^  These  remisirks,  of  courHe,  have  no  reference  to  the  analysis  of  special  materials  under 
s))ecial  conditions  where  three  decimals  may  be  needed  to  represent  the  accuracy  of  the  work — 
for  instance,  in  certain  atomic  weight  determinations  ;  but  even  here,  the  value  of  the  result  is 
frequently  overrated.    See  C.  Molar,  Ross,  Min.  Met.  Chim.^  36.  101,  1912. 

»  G.  D.  Hinrichs,  The  AhsohUe  H'^eights  of  the  Chemical  Eleifients,  St  Louis,  Mo.,  42,  1901. 
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the  second  column  of  the  following  table.     The  third  column   represents  the 
degree  of  accuracy  of  the  calibration. 

Table  L — Permitted  Errors  in  a  Set  of  Weights, 


Weight 

Tolerance.    :     J^'f 
given  to 

Weight 

Tolerance. 

Values 
given  to 

200 

100 

50 

20 

6 

0-001 

0-0005 

0-0008 

0-0001 

0-0001 

0-00001 
0-00001 
0  00001 
0-00001 
0-00001 

1  to2 

0-6 

0-2 

0-06  to  0-01 

0*00005 
0-00004 
0  00008 
0-00002 

0-000001 
0-000001 
0-000001 
0  000001 

A  set  of  weights  which  has  passed  this  test  will  be  more  accurate  than  is 
needed  for  most  analytical  work.  <^<ki^  i^<y 

Fairly  accurate  weights  can  be  purchased  for  a  reasonable  sum,  and  for 
most  gravimetric  work  the  inaccuracies  of  the  better  class  of  weights  are 
negligibly  small  in  comparison  with  the  errors  of  experiment,  and  the  imper- 
fections in  the  processes  of  analysis.  An  analyst,  however,  will  not  be  satisfied 
with  having  his  weights  probably  exact  enough.  He  must  know  that  the 
weights  actually  have  the  required  degree  of  accuracy.  This  certainty  can 
only  be  established  by  calibrating  the  weights.  The  errors  introduced  by  the 
imperfections  of  the  weights  can  easily  be  made  less  than  0*0001  grm.,  or 
O'Ol  per  cent.  The  weights  should  be  tested  at  periodic  intervals,  say  every 
three  or  four  months.  AH  depends  upon  the  frequency  with  which  the  weights 
are  used,  and  who  uses  them.  Faraday^  has  observed:  "The  balance  and 
weights  should  be  carefully  examined  at  intervals,  to  ascertain  their  accuracy, 
for  if  they  involve  unnoticed  errors,  the  experiments  made  with  them  may  be 
worse  than  useless.  Some  curious  conclusions,  tending  to  subvert  most  important 
chemical  truths,  might  be  quoted  as  having  arisen  solely  in  this  way."  The 
weights  should  be  cleaned  by  wiping  them  with  a  camel-hair  brush,  or  silk  hand- 
kerchief.    They  must  not  be  rubbed.     Two  hours  will  suffice  for  the  calibration. 

In  special  cases,  e.g,  where  volumetric  apparatus  is  being  calibrated, 
absolute  weights  may  be  required,  but  for  general  analytical  work  absolute 
weights  are  not  necessary.  For  instance,  suppose  that  1  grm.  of  clay  be 
weighed  with  a  perfect  one-gram  weight,  and  exactly  0-1  grm.  of  silica  is 
obtained.  The  clay  contains  10  per  cent.  SiOg.  Suppose  that  the  clay  be 
weighed  with  a  one-gram  weight  which  is  really  0-9  grm.  (called  1  grm.),  and 
that  the  other  weights  are  consistent.  The  silica  obtained  would  then  weigh 
0-09  grm.  (called  O'l  grm.).  Here,  the  amount  of  silica  reported  in  the  clay 
will  be  the  same  as  before,  because 

100x0-09     -^  ^  ^,^ 

TT-TT =  10  i)cr  cent  olUo. 

0-9  ^ 

Hence,  if  the  weights  are  consistent  vnth  one  another,  their  absolute  values  have 
no  influence  on  the  a>ccuracy  of  a  quantitative  analysis. 

Most  books  on  analysis  and  physics  ^  give  the  modus  operandi  for  calibrating 
a  set  of  weights.     The   following  plan  will  be  found  to  differ  but  little  from 


'  M.  Faraday,  ChemiccU  ManifulcUion,  London,  29,  1842. 

«  W.  H.  MUler,  Phil.  Trans,,  146.  768,  1856;  K.  L.  Bauer,  ZeU.  anal.  Chetn.,  8.  890, 
18«9  ;  Pogg.  Aml,  137.  103,  1869 ;  R.  Bunsen,  ZeU.  anal.  Chem.,  6. 1,  1867 ;  T.  W.  Richards, 
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those  usually  recommended.  Every  student  beginning  analytical  work  should 
be  drilled  by  standardising  a  box  of  weights  and  using  the  method  of  weighing 
described  in  the  preceding  section. 

The  weights  are  usually  made  in  sets  1,  2,  5 ;  and,  to  get  the  4  and  9,  it  is 
necessary  to  duplicate  either  the  1  or  the  2.  German  and  English  weights  are 
arranged  on  the  former  system,  and  French  weights  on  the  latter.  There  is  no 
marked  difiference  in  rapidity  of  manipulation  with  either  system,  t^.  in  the 
average  number  of  times  the  weights  are  removed  and  returned  to  the  box  during 
a  series  of  weighings.  With  the  French  system,  it  is  easier  to  check  the  weights 
against  one  another,  since  the  1  +  2  +  2  should  equal  the  5  weight.  Hence,  as 
Pickering  ^  says :  *Mf  a  mistake  is  suspected,  a  test  can  be  applied  by  using  an 
additional  weight  instead  of  putting  back  all  the  small  weights,  and  adding  a 
larger  one."  To  meet  this  objection,  an  extra  one-gram  weight  is  often  added 
by  the  English  and  German  makers.     Weights  below  0*01  grm.  are  not  needed. 

The  Cenixgram  Weights. — ^The  rider  should  be  rubbed  with  fine  emery  paper 
until  it  weighs  exactly  10  (or  12)  milligrams.^    Suppose  the  box  contains — 

005,  002,  0-01,  001  gram 

weights.  Take  a  centigram  weight  from  another  box,  or  make  one  from  a  piece 
of  wire  or  foil — the  weight  need  not  be  absolutely  correct.  It  is  used  temporarily 
as  a  tare.  Gall  its  weight  A.  It  is  necessary  to  have  some  distinguishing 
mark  for  the  two  0'01-grm.  weights ;  for  the  two  0'1-grm.  weights ;  for  the  three 
1-grm.  weights;  and  for  the  two  10-grm.  weights.  The  weights  may  be 
stamped  in  different  ways,  or  advantage  may  be  taken  of  accidental  markings ; 
the  foil  weights  may  be  distinguished  by  turning  up  different  comers.^ 

Place  one  of  the  0'01-grm.  weights — say  [O'OlJa — on  the  left  pan  of  the 
balance,  and  balance  this  weight  with  the  centigram  tare  A  and  the  rider.  Sup- 
pose that  we  find  the  weights  on  the  right  A  +  O'OOOOO  grm.     We  write  down 

[0-01  J.  =  ^  +  000000 (1) 

Replace  the  weight  on  the  left  with  the  [0*01]^  weight     Suppose  we  find 

[0-01]^  =  ^ +  0-00001 (2) 

Since  the  two  weights  [0*01  ]a  and  [O'Ol]^  should  together  make  up  the  [0'02] 
grm.,  place  the  two  former  on  the  right  pan,  and  the  [0  02]  grm.  on  the  left 
pan.     We  find  that 

[002]  =  [0-01]«  +  [001]^  +  0-00002. 

Hence,  from  (1)  and  (2),  we  deduce  that 

[002]  =  2il+ 000002 (3) 

Similarly, 

[005]  =  [002]  +  [0-01]«  +  [001],  +  J  +  0  00004, 

Joum,  Amer.  Chem.  She.,  22.  194,  1900  ;  A.  T.  H.  Verbeck,  Dingler's  Joum.,  227.  400, 
1878;  W.  Dittmar,  Exercises  in  QuaiUitative  Analysis,  Glasgow,  1.  1887;  W.  Ostwald  and 
R.  Luther,  Hand-  und  Ifiilfsbuek  zur  Atts/ilhruTig  physiko-ckemischer  Mesmingen,  Leipzig, 
66,  1902 ;  F.  Kohlrausch,  Leitfaden  der  proHischen  Physik,  Leipzig,  50,  1896 ;  W.  Crookes, 
Phil.  Trans,,  162.  277, 1873  ;  Gh$m.  Ncics,  15.  191, 1867  ;  Select  Methods  in  Chemical  Analysis, 
London,  687,  1905 ;  H.  N.  Morse,  Exercises  in  QuantiUUive  Analysis,  Boston,  26,  1009. 
For  Benoifs  method  of  calibration,  see  W.  Watson,  A  Text-book  of  Practical  Physics, 
London,  74,  1906. 

'  E.  G.  Pickerinff,  Elements  0/ Physical  Manipulation^  London,  I.  48,  1878. 

'  Or  a  standara  centigram  rider  can  be  purchased  with,  say,  a  National  Phytical 
Laboratory  certificate. 

'  It  is  best  to  get  the  maker  to  stamp  the  weights  of  the  same  denomination  a,b,e,,. 
before  purchasing. 
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which,  by  substitution  from  (1),  (2),  (3),  furnishes 

[005J=  5^ +  0-00006 (4) 

The  Decigram  and  the  Gram  Weights, — The  decigram  weights  [0*5],  [0*2], 
[0*1  ]a,  [O'ljt  are  treated  in  a  similar  manner.     We  thus  obtain 

[0-l]a  =  [0-05]  -f-  [0-02]  +  [0-01]a  +  [0-01]^  +  ^  +  0-0000. 

From  (1),  (2),  (3),  (4),' we  get 

[0-11,=  10il  + 000005 (5) 

Similarly,  we  obtain  the  data  for  the  remainder  of  the  decigram  weights,  and  also 
for  the  gram  weights,  indicated  in  the  second  column  of  the  subjoined  table : — 

Table  IL — Calibration  Data  for  Weights  (Student^  s  Box  No,  8), 


Nominal 
or  face 
▼alue. 

Data  obtained  in 
calibration. 

Preliminary 

values 

assuming 

-4=001  grm. 

Corrected, 
assuming 
10-00040 

to  be 
standard. 

0-01000 

Correction. 

[10]a  = 

standard. 
+  0  00 

[0-Olfc 

^  +  0-00000 

0-01000 

[001]6 

^  +  0-00001 

0-01001 

0-01000 

+  0-01 

[0-02J 

2^+0-00002 

0-02002 

0-02000 

+  0-02 

[0-06] 

6.4 +0-00006 

0-06006 

0-05000 

+  0-06 

[0-l]a 

10^+0-00005 

0-10006 

0-10000 

+  005 

[0-l]5 

10^  +  0-00007 

0  10007 

0-10000 

+  0-07 

[0-2] 

20^+0-00010 

0-20010 

0-20001 

+  0-09 

[05J 

60^  +  0-00013 

•  0-50013 

0-60001 

+  0-12 

[1] 

U 

100^+0-00005 

1  -00006 

1  -00004 

+  001 

[1 

b 

100^+0-00007 

1-00007 

1  -00004 

+  0-03 

1: 

e 

100^  +  0-00007 

1  00007 

1-00004 

+  0-03 

2 

\ 

200-^+0-00009 

2-00009 

2-00008 

+  0-01 

'6 

: 

500^^  +  0-00014 

5-00014 

5-00020 

-0-06 

[10; 

L 

1000-4+0-00040 

10-00040 

10-00040 

+  0-00 

lio; 

* 

1000.4+0-00039 

10-00039 

10-00040 

-0  01 

[20 

2000^+0-00070 

20-00070 

20-00080 

-0-10 

[50^ 

5000^  +  0-00169 

50-00169 

50*00200 

-0-81 

We  can  assume  pro  tern,  that  A  is  exactly  0-01  grm.,  and  draw  up  a  table 
of  corrections  referring  the  weights,  as  is  usually  done,  to  the  [10]^  weight  as 
a  basis.  This  has  been  done  in  Table  III.,  where  the  first  column  represents 
the  normal  or  face  value  of  the  weights;  the  second  column,  the  results 
expressed  in  terms  of  A ;  the  third  column,  the  results  on  the  preliminary 
assumption  that  A  =  0*01  grm. ;  the  fourth  column,  results  on  the  assumption 
that  the  [10]o-grm.  weight  is  the  standard ;  and  the  last  colimin  represents  the 
deviations  of  the  weights  from  the  standard  of  reference  [10]^=  10  00040  grm. 

If  desired,  we  can  find  the  exact  value  of  the  [lOJ^-grm.  weight  in  terms 
of  a  standard  10-grm.  weight.  It  is  by  no  means  necessary  to  do  this.  All 
that  is  necessary  is  that  the  corrected  weights  be  consistent  amongst  themselves. 
If  the  [10]a  and  the  standard  10-grm.  weights  are  equal,  the  corrections  in 
the  above  table  need  not  be  altered.     If  it  were  found  that 

[10]«  =  10grm.  +0-00037, 

it  foUows  that  our  standard  was  0'00003  grm.  too  high,  and  a  corresponding 
change  is  therefore  made  in  the  table  of  corrections.  This  has  been  done  in 
the  foUowmg  table : — 


20 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Table  III. — Corrections  for  Weights  {StvdenVs  Box  No.  8), 


Nomina]  or 

Corrections. 

Nominal  or 

Corrections. 

face  valae 

[lOli  =  10  grms. 

face  value 

[10]a  =10  grms. 

•  of  weight. 

+  0  -00037  grm. 

of  weight. 

+J0  00037  grm. 

• 

[0-01]a 

+  0-03 

[1]6 

+  0-06 

[0-01]» 

+  0-04 

[lie 

+  0-02 

[0-02] 

+  0-06 

[2] 

-0-08 

[0  06] 

+  0-09 

[5] 

-0-28 

[0-l]a 

+  0-04 

[10}. 

+  0-08 

[0-1  ]6 

+  0-06 

[10]6 

-0  02 

[0-2] 

+  0-05 

[20] 

-0-07 

[0-6] 

+  012 

[60] 

-0-28 

[l]a 

+  0-04 

1 

[100] 

-0'42 

It  will  be  observed  that,  if  the  weight  be  not  heavy  enough,  the  correc- 
tion must  be  subtracted  from  the  apparent  weight  of  the  substance  to  be 
weighed.  Such  a  correction  is  indicated  in  the  table  with  a  minus  sign. 
CJonversely,  if  the  weight  be  too  heavy,  the  correction  must  be  added  to  the 
apparent  weight  of  the  substance.  Beginners  most  frequently  trip  over  this. 
If  the  corrections  anywhere  exceed  the  values  indicated  in  the  table,  page  17, 
return  the  box  to  the  makers.  A  good  set  of  weights  is  a  treasure ;  a  bad 
set,  an  incubus. 

The  way  to  use  the  table  of  corrections  will  be  obvious  from  the  following 
example : — 

Observed  weights. 


Crucible  and  substance 
Empty  crucible 


297459 
27  -6429 


Corrected  weights. 

29*7450  grms. 

27-6426  grms. 


Weight  of  substance 


2*1024  grms. 


The  method  of  calculating  the  corrections  is  as  follows  : — The  29  grms.  is 
made  up  from  [20]  +  [5]  +  [2]  +  [1]„  +  [1]^,  which  have  respectively  the  correction 
factors  -007,  -  023,  -008,  +006,  +002.  The  074  grm.  was  made  up 
from  the  [0*5] +  [0*2]  + [0*02]  +  [0-01]„  +  [001]t  with  the  tabulated  corrections: 
+  004,  +0-05,  +005,  +0-03,  +004= +0*21.  Hence,  297459  is  to  be 
increased  by  -0-30  +  0-21,  that  is,  by  -0-09  ;  etc. 

In  the  course  of  time  the  weights  gradually  decrease  in  weight.  This  is  due 
to  "  wear  and  tear."  Highly  polished  weights  are  less  liable  to  loss  by  wear  than 
weights  with  a  dull  surface.^  The  weights — particularly  the  smallest — some- 
times become  heavier.  This  can  usually  be  traced  to  the  adhesion  of  dirt  to  the 
metal.  The  following  example  ^  illustrates  the  etfeet  of  wear  on  a  set  of  weights 
which  had  been  in  regular  use  for  some  years  in  a  laboratory  where  the  need  for 
calibrating  the  weights  was  considered  superfluous  : — 


^  The  Berichte  der  Kaiserlichen  Normal-Echuiigskomraission  {Chem,  Ztg.^  10.  1481,  1886) 
mentions  a  change,  due  to  internal  oxidation  witliin  the  blowholes  of  the  castings,  which  was 
accelerated  by  the  introduction  of  salt  solutions  when  the  weights  were  gilded. 

"  H.  D.  Richmond,  Analyst f  19.  99,  1894  ;  B.  Weinstein,  Handbiwh  der  physikalisch^n 
McLOSshestimmungen^  Berlin,  2.  863,  1888 ;  R.  C.  Benner,  Mining  Sci.  Press,  zoo.  492, 
1911  ;  T.  K.  Rose,  The  Metallurgy  0/ Gold,  London,  460,  1906. 
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Face  value. 

Actual  value. 

Face  value. 

Actual  value. 

Face  value. 

Actual  value. 

[10], 

[lOlfr 

[6] 

[2] 

Standard 
9-9997 
4-9990 
1-9991 
0-9987 

[1> 

[l]c 

[0-5] 
[0-2] 
[0-l]„ 

0-9989 
1-0008 
0-4982 
0-1998 
,     0'0971 

[0-l]6 
[0  05] 
[0-02] 
[0  01]a 

[0  01]6 

0-0982 
0-0485 
00191 
0-0092 
0-0089 

These  numbers  speak  eloquently  of  the  need  for  checking  the  weights  from 
time  to  time.  They  also  show  how  two  analysts  might  get  different  results  with 
the  same  analytical  process  when  possibly  one  is  using  faulty  weights.^ 


§  9.  The  Influence  of  Inequalities  in  the  Lengths  of  the  Arms 

of  the  Balance  on  the  Weighing. 

In  what  precedes,  it  has  been  assumed  that  the  two  arms  of  the  balance  are 
equal  in  length.  This  is  not  really  the  case.  It  is  a  mechanical  impossibility  to 
ensure  perfect  equality.  To  find  the  difference  in  the  lengths  of  the  two  arms,  add 
weights  of  the  same  nominal  value  to  each  pan.  The  (corrected)  weights  should  be 
about  half  the  maximum  load — say,  50  grms.  Bring  the  balance  into  equilibrium 
by  means  of  a  rider.  Interchange  the  weights  on  the  pan,  and  again  bring  the 
balance  into  equilibrium  by  means  of  the  rider.  Call  the  two  weights  W  and  w, 
and  let  I  and  r  respectively  denote  the  additional  weights  required  for  equilibrium 
on  the  left  and  right  sides.     Then,  on  the  first  weighing, 

w\-l=  W ;  and  W=  w  +  r 

on  the  second  weighing.     Let  L  and  R  respectively  denote  the  lengths  of  the  left 
and  right  arms.     Then,  from  the  law  of  levers, 

L(w  +  l)^E,W;  and  L.W=^E{w^r). 

Multiply  these  two  expressions  together,  and  reduce  by  the  usual   method   of 
approximation  for  small  quantities.     We  obtain  : 


B 


l-r 


Z  "  ^  "*■  ~2wr  ^ 


L  l-r 


(1) 


Suppose  that  the  weighings  with  corrected  weights  for  an  ordinary  analytical 
balance  were  found  to  be : 

Left  Right 

■50]  [20]  +  [10]«  +  [10],-f-[10]  +  0-13  mgrm. 

>0]-f-[10]a  +  [10],  +  [10]  [50] +  0-19  mgrm. 

Here   then  /=  -0*13,  and  r=  +0'19   mgrm.     Consequently,  from  the  second 
equation,  (1),  above, 

Z:i?==  1:10000032. 


^  The  consistency  of  the  riders  can  easily  be  checked  from  the  0'01-grm.  weights,  or  a 
standard  rider.  In  the  above  case  the  adjustment  of  the  rider  has  been  effected  in  terms  of  the 
given  rider.  T.  K.  Rose  (I.e.)  reports  that  he  found  some  gilded  brass  riders  at  the  Royal  Mint 
increased  in  weight  from  5-0  to  5*025  mgrms.  in  six  months. 
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It  is  then  necessary  to  find  the  magnitude  of  the  error  introduced  in  a 
weighing  for  a  known  deviation  from  equality  in  the  lengths  of  the  two  arms  of 
the  balance.  The  inequality  may  be  aJlowed  for  by  multiplying  the  apparent 
weight  by  the  ratio  of  the  lengths  of  the  two  arms ;  using  the  ratio  R:L  or  L  :B 
according  to  the  arm  with  which  the  weight  is  connected.  This  is  necessary  if 
the  true  weight  of  the  object  is  to  be  determined. 

With  the  preceding  ratio,  LiE^l *0000032,  a  weight  to  on  the  left  pan  will 
be  equivalent  to  a  weight  t^  x  1  '0000032  on  the  right  pan.  Hence,  if  a  substance 
on  the  left  pan  balances  the  weight  50  +  0*0001  grm.  on  the  right  pan,  the 
weight  of  the  load  is  w=  10000032  x  50  0001  =50-0016  grm.— an  error  of  about 
0*003  per  cent.  There  is  therefore  no  need  to  apply  the  correction.  Each 
balance  has  its  own  constant  B:L  for  a  given  load.  The  numerical  value  of 
the  ratio  varies  with  different  loada 

Most  analytical  balances  do  not  need  an  allowance  for  variations  due  to  in- 
equalities in  the  lengths  of  the  arms;  the  lengths  are  usually  made  sufficiently  exact. 
When  the  weights  are  always  placed,  say,  in  the  right  pan,  the  correction  need 
not  be  applied  in  analytical  work,  because,  although  there  may  be  a  difference 
between  the  apparent  and  the  true  weight  of  the  substances  which  are  weighed 
with  the  faulty  balance,  yet  this  difference  is  constant  and  does  not  affect  the 
value  of  the  ratio.  For  instance,  if  J?  and  L  respectively  denote  the  lengths  of 
the  right  and  left  arm,  and  the  true  weights  w^,  w^  w^  ,  .  ,  are  represented  on 
the  balance  by  the  apparent  weights  j9,,  p^^  p^  .  .  .,  it  follows,  from  the  law 
of  levers,  that  w^L  —PiR ;  vf^^  —P^  i  •  •  •     Hence, 

ILL 

This  means  that  the  value  of  the  ratio  of  the  true  weights  is  the  snme  as  the 
value  of  the  ratio  of  the  apparent  weights.     That  is, 

L  L  L 

^1  •  «'2  •  ^8=  ;g-^i  •  ;s^2  •  ^*^8=-Pi  :  Pi  '  Pv 


same 


Consequently,  when  two  quantities  of  matter  are  increased  or  decreased  in  the 
le  proportion,^  they  will  equally  balance  one  another.  Hence,  if  the  weights  be 
always  confined  to  one  pan^  the  apparent  weights  will  always  be  increased  or 
decrea^sed  in  the  same  ratio,  and  the  results  of  an  analysis  vnll  be  as  accurate  on 
the  defective  balance  as  on  a  Jnilance  with  arras  perfectly  eqncU,  This  method  of 
eliminating  the  error  due  to  the  inequality  of  the  arms  of  the  balance  pre- 
supposes that  no  weights  are  placed  on  the  left  pan  for  the  purpose  of  making 
up  a  given  weight  in  what  may  sometimes  appear  to  be  the  easiest  manner,  by 
subtraction. 

§  10.  Corrections  for  the  Buoyancy  of  Air. 

It  is  assumed  that,  if  two  things  are  equal  in  weight  at  the  same  time 
and  place,  they  contain  the  same  mass  or  quantity  of  matter.  The  mass  of  a 
100-grm.  weight  is  supposed  to  be  100  times  the  mass  of  a  1-grm.  weight  This 
assumption  is  only  true  if  the  two  substances  have  the  same  volume,  or  if  the 
comparison  be  made  in  vacuo.  A  body  weighed  in  air  is  partly  buoyed  up  by  a 
pressure  equivalent  to  the  weight  of  a  volume  of  air  equal  to  the  volume  of  the 
body  (Archimedes'  principle).  Suppose  that  a  100-grm.  platinum  weight  (sp.  gr. 
21  '55)  be  balanced  against  a  1 00-grm.  brass  weight  (sp.  gr.  8  -4).  It  is  easy  to  show 
that  the  weight  of  dry  air  at  0*  and  760  mm.  displaced  by  the  platinum  weight  is 

*  It  is  assumed  that  the  same  kind  of  matter  is  in  question,   or  that  the  effect  of  the 
buoyancy  of  the  air  is  eliminated.     See  R.  Kempf,  num,  Ztg,,  36.  1349,  1912. 
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equal  to  0*0054  grm.^ ;  while  the  weight  of  the  air  displaced  by  the  100-gnn. 
brass  weight  is  0*0143  grm.  Hence,  if  the  platinum  weight  be  exactly  100  grms., 
the  brass  weight  which  exactly  counterpoises  it  will  not  be  100  grms.,  but 
100 +  (0*0143 -0-0054)  =  100-0089  grms.  Hence,  the  h%u>y<mcy  of  the  air  thu$ 
produce*  a  sensible  effect  whenever  the  volume  of  the  load  differs  materially  from 
the  volume  of  the  weight.^ 

The  arithmetic  of  the  above  calculation  is  summarised  in  the  formula : 


CoiTected  weight  =  w  +  m ) 


(1) 


where  w  represents  the  apparent  weight  of  the  object ;  a,  the  specific  gravity  of 
the  object  being  weighed ;  «,,  the  specific  gravity  of  the  weights ;  and  oi,  the 
weight  of  a  cubic  centimetre  of  air  at  the  temperature,  pressure,  and  humidity 
prevailing  at  the  time  of  observation. 

ExAHPLB. — A  porcelain  crucible  (sp.  gr.  2 '3)  weighs  %d=^1'6392  grms.  when  the 
7-grm.  weights  are  brass  (s.  =  8*4)  and  the  0*5392-grm.  weights  are  platinum  («2=2X-55). 
what  is  the  corrected  weignt  of  the  body  when  «=0*0012  ? 

With  the  7-grm.  brass  weights, 

Corrections?  x0-0012(i--i-)  =  000245  grm.  ; 

\2*8     8-4/ 

and  with  the  0*5392-grm.  platinum  weights, 

Corrections:  0-06892  x  00012/^i  -  ^^,  \  =  0-00030  grm. 

V2*8    2Vb6j  ** 

Consequently,  the  corrected  weight  is  7*5392+0-0026+0-0003=7*5421  grms. 

To  illustrate  the  effect  of  the  buoyancy  of  air  on  the  different  precipitates 
usually  weighed  in  clay  analyses,  the  following  table  may  be  quoted : — 


Table  V, — Effect  of  Buoyancy  of  Air  on  the  Weighings  of  a  Clay  Analysis. 


Specific 
gravity. 

Error  per  gram  of  substance  weighed. 

Sabstance  weighed. 

Brass  weights. 

Platinum  weights. 
0*00041 

Clay  ....... 

2-66 

0-00088 

Silica 

2-23 

0*00089 

0-00048 

Alumina    . 

8*85 

0-00017 

0*00028 

Ferric  oxide 

5*12 

0-00010 

0-00018 

Magnesium  pyrophosphate . 
Cdcinmoxiae    . 

2-40 

0*00036 

0-00044 

2*90 

0*00027 

0-00085 

Potassiam  chloride 

1*99 

0-00046 

0*00065 

Sodinm  chloride 

2-18 

0-00042 

0  00054 

PotasBram  chloroplatinate  . 

8-34 

0-00021 

000027 

^  Thos,  the  100-grm.  platinum  weight  has  a  volume  100+21*55  =  4-5.  One  cc.  of  air 
weighs  0*0012.  Hence  0*0012  x  4*5=0*0054  grm.  Of  course,  we  ou^ht  to  take  the  weight  in 
vaeUiOf  bat  the  error  introduced  by  taking  the  apparent  weight  in  air  is  negligibly  small.  If 
the  correction  be  0*001  grm.,  the  error  only  amounts  to  0*000001  grm. 

*  The  buoyancy  correction  appears  to  have  been  first  used  by  £.  Turner  about  1880  in 
determinations  of  specific  graritiee  and  atomic  weights  (PAi/.  Trans,,  119.  291,1829;  133.  528, 
1888).  J.  J.  BeReiins  used  the  correction  in  some  early  work,  but  later  regarded  the  correction 
as  trilling.  W.  Crookes,  Chem.  News,  15. 191, 1867  ;  29.  29, 1874  ;  C.  W.  Folkard,  ib.,  39.  SO, 
1874 ;  K.  C.  Cloud,  id.,  35.  138,  1874  ;  H.  R.  Proctor,  id.,  30,  255,  1874  ;  Trans,  NswcasUs 
Ch&m.  Soc,  2.  188,  1878;  L.  L.  de  Eoninck,  Chem,  Ztg.,  18.  1816,  1894  ;  J.  P.  Cooke,  ZeU, 
anoL  Chem.,  an.  187, 1884  ;  Chem.  News,  48.  39,  1888  ;  W.  H.  Miller,  Phil.  Trans.,  146.  758, 
I860;  O.  F.  Becker,  Liebig's  Ann,,  19^  222,  1879.  To  eliminate  the  buoyancy  correction 
in  weighing  bnlky  glass  apparatus  use  a  sunilar  apparatus  as  a  tare— see  page  550. 
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The  table  shows  that  when  the  amount  of  a  precipitate  is  determined  from 
the  difference  in  the  weight  of  an  empty  crucible  and  of  the  crucible  plus  residue, 
and  the  atmospheric  conditions  are  the  same  when  the  two  weighings  are  made, 
the  buoyancy  correction  is  not  needed  for  small  precipitates,  nor  for  precipitates 
with  a  specific  gravity  not  sensibly  different  from  that  of  the  substance  under- 
going analysis.  In  ordinary  analytical  operations  we  have  to  deal  with  differences 
in  weight,  not  with  absolute  weights.  For  instance,  an  empty  platinum  dish 
weighs  63  grms.  It  is  weighed  with  brass  weights  (sp.  gr.  8*4).  A  litre  of  water 
is  evaporated  to  dryness  in  the  dish,  and  the  dish  weighed  again.  The  difference 
in  the  two  weighings  represents  the  solid  matter  derived  from  the  water. 

If  there  be  a  considerable  difference  between  the  specific  gravity  of  the  sub- 
stance undergoing  analysis  and  the  weight  of  the  ignited  precipitate,  an  allowance 
must  sometimes  be  made  for  the  different  effects  of  the  buoyancy  of  the  air  on  the 
different  substances.  For  instance,  in  determining  the  amount  of  sulphur  in  a 
sample  of  pyrites  by  weighing  the  precipitated  barium  sulphate,  the  error  due  to 
the  buoyancy  of  air  will  be  negligibly  small.  This  arises  from  the  fact  that  the 
pyrites  and  the  barium  sulphate  have  nearly  the  same  specific  gravity,  and,  con- 
sequently, nearly  the  same  buoyancy  correction.  On  the  contrary,  in  standardis- 
ing a  solution  of  silver  nitrate  by  precipitating  silver  chloride  from  a  given  volume 
of  the  solution,  the  buoyancy  of  air  may  affect  the  result  by  xV^^  P^^  cent. 

Effect  of  Variations  of  Temperature  and  Pressure  on  the  Btioyancy  of  Air. — In 
the  experiment  cited  above,  we  assumed  that  the  weight  of  the  empty  platinum 
dish  was  affected  by  the  air  to  the  same  extent  before  and  after  the  evaporation. 
It  is  necessary  to  examine  the  validity  of  this  hypothesis.  The  evaporation  takes 
so  long  that  we  caimot  reasonably  assume  that  the  temperature  and  barometric 
pressure  have  remained  constant.  The  weight  of  a  given  volume  of  air,  of  course, 
depends  upon  the  temperature  and  pressure.  Hence  the  buoyancy  of  the  air  is 
affected  by  these  two  factors. 

The  brass  weights,  63  grms.  in  the  above  example,  occupy  a  volume  of  7*5  c.c, 
and  the  material  of  the  platinum  dish  occupies  a  volume  of  2*99  c.c.  Hence, 
7*5  -  2*92  =  4*58  c.c.  more  air  is  buoying  up  the  brass  than  the  platinum  weights. 
The  weight  of  45  c.c.  of  air  at  760  mm.  and  15'  is  4*58  x  0  001227  =  000552  grm. 
Consequently,  the  63-grm,  brass  weights  really  represent  63  00552  grms. 
Suppose  that  the  barometer  falls  to  740  mm.  and  the  temperature  rises  to  25*, 
the  weight  of  the  4*5  c.c.  of  air^  will  then  be  4*5  x  0001 173  =  0*00528  grm. 
Hence,  0*00552 -0*00528  =  0*00024  grm.  represents  the  decreased  buoyancy 
of  air  during  the  second  weighing.  Hence,  if  the  dish  weighed  just  63  grms. 
the  first  weighing,  it  would  w^eigh  63-00024  grms.  the  second  weighing. 

Assuming  the  two  atmospheric  conditions  just  indicated,  and  assuming  that 
the  observed  weights  were  : 

Dish  plas  residue 63*00048  grms. 

Empty  dish 63  *00000  gnns. 

Residue 0*00048  grm. 

we  might  be  led  to  assume  that  the  litre  of  water  contained  the  equivalent  of 
0*00048  grm.  of  solid  matter,  when  in  reality  it  only  contained  0  00024  grm.  The 
apparent  weight  of  the  dish  has  increased  0*00024  grm.  owing  to  the  decreased 

*  The  weight  in  grams  of  a  litre  of  dry  air  at  any  temperature  and  pressure  is  readily  com- 
puted by  dividing  the  pressure  expressed  in  mm.  of  mercury  by  278  added  to  the  temperature  in 
*  C.  and  multiplying  the  quotient  by  0*4644.     The  arithmetic  is  summarised  in  the  formula  : 

TN      -x      r  J        •     *  #p      J  0*001293        p 

Density  of  dry  air  at  t  and  p  mm.  pressure  =  ,     ^  ^.r^ai^. .  s^  . 
^  ^  /-  r  1  +  0  00367«     760 

The  product  of  the  volume  of  the  substance  and  the  weight  of  1  c.c.  of  dry  air  represents  the 
weight  of  a  volume  of  dry  air  equal  to  the  volume  of  the  substance. 
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buoyancy  of  the  air.  If,  therefore,  we  make  any  pretence  to  accuracy  in  the  fourth 
place,  we  must  not  only  allow  for  the  buoyancy  of  the  air,  but  we  must  also  allow 
for  the  changes  in  the  buoyancy  of  the  air  with  variations  of  temperature  and 
pressure.^  Potash  bulbs  and  calcium  chloride  tubes,  in  virtue  of  their  relatively 
large  bulk,  might  easily  lead  to  errors  of  1  per  cent.,  owing  to  the  neglect  of 
the  variations  in  the  buoyancy  of  air  under  changing  atmospheric  conditions. 

Fresenius,  in  his  classical  Anleitimg  zur  quantitativen  chemischen  Analyse,  after 
showing^  that  in  analytical  work  weighings  are  usually  carried  to  the  ^th 
mgrm.,  refers  to  the  correction  for  the  buoyancy  of  air  in  these  terms :  "  This 
defect  is  so  very  insignificant,  owing  to  the  trifling  specific  gravity  of  air  in 
proportion  to  that  of  the  solid  substance,  that  we  generally  disregard  it  altogether 
in  analytical  experiments."  Fresenius*  remark  is  also  true  of  analytical  practice  at 
the  present  day,  and  it  is  equally  true  that  weighings  below  0  0005  grm.  are  then 
of  no  particular  value,  and  this  altogether  apart  from  the  inaccuracies  mentioned 
on  page  15  arising  from  the  particular  character  of  the  analytical  process. 

Effect  of  Variations  of  Hvmidity  on  the  Buoyancy  of  the  Air, — The  humidity 
of  the  air  is  also  constantly  changing.  We  must  therefore  inquire  what  effect 
this  has  on  the  buoyancy  of  the  air.^  The  preceding  calculations  were  referred 
to  dry  air  at  the  temperatures  and  pressures  indicated.  As  a  matter  of  fact, 
the  buoyancy  of  moist  air  is  less  than  that  of  dry  air ;  hence,  the  correction  for 
moist  air  will  be  less  than  for  dry  air.  In  illustration,^  a  crucible  kept  in  the 
balance  case  during  the  summer  months — July  and  August — showed  the  following 
variations  in  weight  :— 

Tdble  VI. — Effect  of  Hwmidity  of  Air  on  Weighings, 


Maximnm 
Minimum 
Mean    . 


Deviations  from  mean  . 


■{ 


Weight  in  air. 


gnns. 

39-35659 

39-35601 

39-356362 

+  0-000228 

-0-000352 


Weight  corrected 

for  the  buoyancy 

of  dry  air. 


grms. 

39*37046 

39-37040 

39-870437 

+  0-000023 

-0-000037 


Weight  corrected 
for  buoyancy 
of  moist  air. 


grms. 

39-37061 

39-37052 

39-870562 

+  0-000048 

-0-000042 


Hence,  the  average  effect  of  variations  in  moisture  is  somewhere  near  0-00013 
grm.  In  one  of  the  experiments,  a  variation  of  10  per  cent,  in  the  humidity 
of  the  air  only  altered  the  corrected  weight  0-00003  grm.  That  is  outside  the 
range  of  weighings  conducted  to  ^th  milligram.  Applying  our  test — the  errors 
in  weighing  should  fall  within  the  limits  of  experimental   error  due   to   the 


>  Thk  Effect  of  Gravitation  on  the  Buoyancy  of  Air.— Strictly  speaking,  the  weight 
of  a  litre  of  dry  air  at  760  mm.  differs  in  different  localities.    This  is  not  merely  because  the 


of  pressure  and  temperature.  Hence,  the  effect  of  gravitation  on  the  buoyancy  correction  is 
negligible.  The  small  difference  in  the  buoyancy  of  air  in  the  two  places  has  no  appreciable 
effect  when  applied  to  particular  cases. 

'  R.  FreeeniuB,  QtMfUittUive  Chemicdl  Analysis^  London,  i.  18,  19,  1876. 

'  The  fallacy  of  assuming  that  the  air  inside  a  balance  case  is  dry  simply  because  a  couple 
of  jars  of  calcium  chloride  or  of  sulphuric  acid  are  in  the  case  will  appear  from  page  10 

*  O.  Kuhn,  Chem.  Ztg.,  34.  1097,  1108, 1910  ;  R.  Kempf,  ib,,  36.  1849,  1912. 
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analytical  process — it  follows  that  it  is  neceaearj  to  allow  for  Tariationa  in  the 
buoyaocy  of  air  due  to  variations  of  temperature  and  pressure  when  the  weighings 
are  conducted  to  the  -^th  of  a  milligram,  but  further  variations  due  to  humidity 
can  be  neglected  under  these  oonditiona 

It  is  generally  convenient  to  assume  that  the  average  weight  of  a  cubic 
centimetre  of  moist  air  is  0-0012  grm.'     Remembering  that  for  general  purposes 


Flo.  8.  — BaoynQc;  C4>rr«otJon  far  substanocs  of  different  apfcific  gravity. 

the  weights  are  calibrated  in  air,  and  that  we  assume  the  buoyancy  ia  a  constant 
corresponding  with  the  weight  00012  grm.  per  c.c,  we  are  only  concerned  with 
variations  in  the  buoyancy  of  the  object  being  weighed.'  In  that  case,  we  use, 
in  place  of  (1), 

Corr«ct«dweight  =  «i  +  0-0012"       .         .         .         .     (2) 

'  If/  denotes  the  actual  preuure  (in  mm.  mercary)  of  the  vapuur  (ireasnt  in  s  uuit  volums 
of  moUt  air  (saturated  or  unsatanted),  the  weight  of  the  moist  air  is  determined  from  tha 
formula  page  24  b;  snbstltutingT'- t/iu  place  of  the  barometric  pressure  p.    We  thus  obtain: 

Density  of  moist  air  at  r  «.d  p  mm.  pressure  =^^^  _^^^^^^ .  ^-^  . 

Bemember  that  tha  mass  of  vapour  present  in  a  given  volume  of  moi!<t  air  saturated  at  a  given 

temperature  depends  npon  the  temperature,  and  is  independent  of  the  pressure ;  and  that  the 
pressure  of  water  vapour  at  the  dew-point  is  nearly  the  same  as  the  pressure  /  at  the  given  tem- 
perature. The  value  of /is  the  maiimum  pressure  of  the  water  vapour  at  tlie  dew-point,  and 
this  can  be  obtained  from  a  table  of  the  vsiiour  preseureg  of  water  at  different  temperatures 
(Table  LXXXV.).  Hence,  the  relative  humidity  of  air  is  the  ratio  of  the  maximum  pressure  of 
the  aqueous  vapour,  /,  at  the  dew-point,  to  the  maximum  pressure,  P,  at  the  actual  temperature 
of  the  air  ;  or 


Relative  humidity  =  ^ . 


ExAMPLM.— (1)  What  ia  the  relative  humidity  of  air  nt  16"  when  the  dew-point  is  10*T 
Prom  Table  LXXXV,,  the  maximum  pressures  of  llie  aqueous  vapour  at  these  two  temperaturea 
are  respectively  12-79  and  B-21.     Hence,  S-21 -;-la7B  =  072.  or  72  per  cent,  humidity. 

(2)  What  IS  the  density  (or  the  weight  of  1  c.e.)  of  moist  air  at  16°  when  the  dew-point  u 
10',  and  the  barometer  766-14  mm.  t  From  Table  LXXXV.,  the  maximum  pressure  of  water 
vapour  at  10' ia  9-21  mm.  Hence,  by  sabatituting/^  B-21,  f  =  l&°,  and  p-7S9-14  in  the  above 
formula,  it  follows  that  1  c.c.  of  moist  »ir  at  16*  weighs  0-001219  ktiu. 

'  W.  Dittmar,  Exereiaes  in  Quantitaiiin  Chimiea!  Analgtia,  Glasgow,  8,  1 887  ;  P.  Schott- 
lander,  Zsit.  phyi.  Chem.,  iti.  4&8,  ISSS. 
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By  making  w=l  gnn.  and  plotting  the  corrected  weight  for  different 
▼alues  of  $  (specific  gravity),  we  get  the  curve  shown  in  fig.  8.  This  enables 
the  correction  for  a  given  weight  of  substance  to  be  seen  at  a  glance. 

Example. — ^A  silica  "precipitate'*  weights  0*6021  gnu.  What  is  the  corrected  weight 
if  the  specific  gravity  of  calcined  silica  is  2*25  ?  From  the  diagram  (dotted  linesX  we  see 
that  the  correction  factor  is  1*0005  per  grm.  Hence,  1*0005  x  0*6021  =0*6024  grm.  is 
the  corrected  weight 

§  II.  Summary. 

The  important  lesson  we  learn  from  this  chapter  is  that  in  analytical 
chemistry,  as  well  as  in  other  work  involving  delicate  measurements,  it  is  always 
advisable  to  make,  at  least,  a  rough  estimate  of  the  influence  of  the  various 
sources  of  error  on  the  final  result.  These  errors  can  only  be  neglected  when 
their  effect  is  small  in  comparison  with  the  error  derived  from  other  sources. 
The  chief  sources  of  error  commonly  introduced  in  the  balance  room  are  those 
arising  from:  (1)  Variations  in  the  zero  point  of  the  balance;  (2)  Inconsistent 
weights ;  (3)  Inequalities  in  the  lengths  of  the  arms  of  the  balance ;  and  (4)  The 
buoyancy  of  the  air.  We  have  seen  that  in  weighings  making  any  pretence  to 
accuracy  to  the  "second  decimal  "  or  to  the  "  yij^th  milligram" — 

(1)  The  zero  point  of  the  unloaded  balance  should  be  determined  and  the 
weighing  made  by  the  method  indicated  in  the  text^  (pages  10  to  13). 

(2)  The  weights  should  be  calibrated,  and  periodically  checked  (pages  16  to  21) 
for  consistency  amongst  themselves. 

(3)  The  error  due  to  the  inequality  in  the  arms  of  the  balance  can  be 
neglected  in  ordinary  analytical  work  (page  21). 

(4)  The  correction  of  the  weighings  for  the  buoyancy  of  air  is  necessary 
when  the  determination  involves  the  weighing  of  substances  with  appreciably 
different  specific  gravities  (page  23).  In  general  anal3rtical  work  this  correction 
can  be  neglected,  since  the  resulting  error  is  overshadowed  by  the  errors 
associated  with  the  preparation  of  the  precipitates  for  the  balance. 


^  Or,  of  course,  some  of  the  other  methods  indicated  by  name  on  page  11. 


CHAPTER  II. 

THE  MEASUREMENT  OF  VOLUMES. 
§  12.  Volumetric  and  Gravimetric  Processes  of  Analysis. 

Mbaburbmbnts  with  a  good  balance  and  weights  can  readily  be  conducted  with 
a  precision  far  greater  than  is  needed  for  general  analytical  work.  It  has  been 
pointed  out  that  the  errors  involved  in  the  preparation  of  a  troublesome  preci- 
pitate for  weighing  will  impair  the  value  of  an  exact  weighing.  The  measure- 
ment of  volume,  in  volumetric  analysis,  may  not  be  so  precise  and  reliable  as 
the  measurement  of  weight,  yet  the  results  of  volumetric  processes,  based  on 
suitable  reactions,  are  frequently  more  trustworthy  than  gravimetric  processes, 
because  the  method  of  preparing  the  substance  for  the  measurement  by  volu- 
metric processes  is  less  liable  to  error. 

There  is  a  prejudice  in  some  minds  against  volumetric  processes.  It  is 
claimed  that  in  general  "  there  is  a  lack  of  precision  in  volumetric  analysis." 
In  many  oases  the  prejudice  arises  from  the  fact  that  some  essential  precautions 
have  been  neglected  ;  in  other  cases  there  may  be  an  intrinsic  weakness  in  the 
method  itself.  There  is  also  some  confusion  possible  in  the  different  systems  of 
measurement.  With  proper  precautions  many  volumetric  processes  are  excellent, 
and,  for  technical  analyses,  invaluable.  Indeed,  in  technical  work,  where  time 
is  an  essential  factor,  volumetric  processes  are  used  in  preference  to  gravimetric 
wherever  expedient.^  It  is  important  to  have  a  clear  idea  of  the  precautions 
necessary  for  a  high  degree  of  accuracy,  in  order  that  errors  of  vital  importance 
may  be  eliminated.  The  need  for  the  "  analytical  perspective,"  mentioned  on 
page  16,  is  here  of  great  moment. 

§  13.  The  Influence  of  Variations  of  Temperature. 

The  volume  of  a  solution  depends  on  the  temperature.  The  higher  the 
temperature,  the  greater  the  volume  of  a  given  weight  of  a  solution.  A  glass 
measuring  vessel  also  has  a  greater  capacity  the  higher  the  temperature. 
Although  the  level  of  a  solution  in,  say,  a  litre  flask  may  rise  above  the  litre 
mark  as  the  temperature  rises,  this  naturally  occurs  because  the  expansion  of 
the  water  more  than  counterbalances  the  increased  capacity  of  the  flask.  If  the 
expansion  of  the  glass  were  greater  than  the  expansion  of  the  solution,  with  rise 
of  temperature,  the  level  of  the  liquid  in  a  standard  flask  would  sink  below  the 
mark  on  the  neck  of  the  flask.^  The  liquid  would  appear  to  contract.  The 
volume  measured  at  any  temperature,  different  from  the  standard  temperature, 
is  the  joint  effect  of  the  changed  capacity  of  the  flask  and  the  changed  volume 
of  the  liquid. 


1  K  Hasenclever,  Ber.,  33.  8827,  1900. 

'  Text- books  on  Heat  describe  experiments  illustrating  this  point. 
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Let  us  take  the  coefficient  of  cubical  expansion  of  glass  ^  to  be  0*000025 ; 
and  Thiesen,  Scheel,  and  Disselhorst's  ^  values  for  the  volume  of  water  at 
different  temperatures  indicated   in   the  subjoined  table  (Table  YIL).      The 


T<ibl€  VII, —  Volume  and  Density  of  Water  at  Different  Temperatures, 


Temp. 

Volnme. 

Density. 

Temp. 

Volume. 

Density. 

0 

1  -0001324 

0*9998676 

20 

1  0017728 

0-9982303 

1 

1-0000734 

0-9999266 

21 

1-0019853 

0-9980186 

2 

1  -0000320 

0-9999680 

22 

1  -0022083 

0-9977966 

3 

1  -0000078 

0*9999922 

23 

1  0024414 

0-9976645 

4 

1-0000000 

1  -0000000 

24 

1  *0026847 

0-9973225 

6 

1  -0000082 

0-9999918 

26 

1*0029378 

0-9970708 

6 

1  -0000320 

0*9999680 

26 

1-0032006 

0*9968097 

7 

1  -0000707 

0*9999293 

27 

1*0034729 

0  9965391 

8 

1  0001241 

0-9998769 

28 

1-0037546 

0-9962594 

9 

1  0001917 

0-9998084 

29 

1  0040455 

0-9959708 

10 

1  -0002730 

0-9997271 

30 

1*0043456 

0*9956732 

11 

1  -0003678 

0-9996324 

31 

1  *0046546 

0-9953670  ' 

12 

10004766 

0*9995246 

32 

1  -0049724 

0*9950522  i 

18 

1  0006962 

0-9994041 

33 

1-0062989 

0-9947290  ' 

14 

1  -0007292 

0-9992713 

34 

1  0056341 

0-9943975 

15 

1-0008744 

0-9991264 

36 

1  -0069777 

0*9940578 

16 

1*0010314 

0-9989697 

36 

1  0063297 

0-9937101 

17 

10012000 

0-9988014 

37 

1  -0066899 

0-9933545 

18 

1-0013799 

0*9986220 

38 

1-0070584 

0-9929911 

19 

1-0016709 

0*9984315 

39 

1-0074849 

0*9926200 

number  of  cubic  centimetres  of  water  which  must  be  subtracted  from  or  added 
to  1000  c.c.  of  water  to  give  the  volume  of  distilled  water  at  t\  in  order  to  fill 
a  litre  flask  calibrated  at  15°,  is  indicated  in  the  following  table  ^  (Table  VIIL). 
The  data  have  been  calculated  from  the  preceding  Table  VIL*^ 

Table  VIII, — Reduction  for  the  Change  of  the  Apparent  Volume  of  a  Litre 
of  Water  with  Temperature.     (Standard  temperature  =  15".) 


Temp. 

0 

1 

2 

3 

4 

5 

6 

1 
7 

8 

9 

0 

•  «  « 

•  •  » 

■  •  • 

•  •  • 

■  •  ■ 

+  0-63 

+  0*62 

1 

+  0*60  ■ 

+  0*57 

+  0-53 

1 

+  0-48 

+  0-41 

4  0-32 

+  0-22 

+  0-12 

Unit. 

-  0-13 

-0-28 

-0-43 

-0-60 

2 

-0-77 

-0*96 

-1-16 

-1-37 

-1-58 

-1-81 

-2-06 

-2-30 

-2-57 

-2*82 

3 

-3-10 

-3*38 

-3-67 

-3-97 

-4-28 

-4-60 

-4-93 

-5-27  1 

1 

-5-61 

-6-96 

'  The  valne  for  glass  used  in  volumetric  work  ranges  from  0*000023  to  0*000028, 
according  to  the  nature  of  the  glass.  The  error  introduced  by  these  variations  is  negligibly 
smalL 

'  M.  Thiesen,  K.  Scheel,  H.  Disselhorst,  Wiss,  Ahh,phy8.  tech,  KeUK,  3.  1,  1901. 

'  For  a  table  based  upon  some  older  data,  see  P.  Casamajor,  Joyum.  Amer,  Chem,  Soc,  z.  188', 
1876  ;  2.  19,  1877  ;  Chem,  News,  35.  160,  170,  1877  ;  38.  137,  1879.  See  also  W.  Schlosser, 
Zeii,  anffew.  Chem.,  17.  953,  977,  1004,  1904;  21.  2161,  1908;  Chem.  Ztg,,  29.  609,  1904; 
Zeit,  atuU.  Chem,,'^.  392,  1907  ;  H.  L.  Payne,  Joum.  Anal,  App.  Chem,,  6.  326,  1892. 

^  If  a  '*  temperature  of  reference"  other  than  15"*  be  adoptM,  another  table  can  be  easily 
compiled  from  this.  For  instance,  suppose  20**  be  adopted,  15*  becomes  +0*77°,  25*  becomes 
-1*04*,  etc 
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The  use  of  Table  VIII,  may  be  illustrated  by  the  following  examples : — 

EXAUPLBS.— (1)  25  cc.  of  wat«r  are  measured  in  a  buretU  at  28°:  what  i*  this 
volume  at  the  standard  temperature,  15°  1  From  Table  VIII.  it  follows  that  since 
1000  cc  requires  a  correction  of  -257  at  28°,  2S  cc  will  require  a  correction  ot  -0-06. 
Hence,  25-0-O6=24-»4  cc  is  the  required  Tolume 

(2)  What  is  the  volame  at  15°  of  a  litre  of  water  measured  in  a  flask  at  10°,  and 
also  at  18*?  From  the  table,  the  correction  for  1000  cc  at  10°  is  +0-48,  and  at 
19°,  -0-43.  Hence  the  required  volumes  are  1000+048=1000-48  cc  at  15',  and 
1000-0-43=9B9'57  cc  at  18\ 

Table  VIII.  thus  represents  the  volume  which  a  litre  of  water  altera  in  a 
glass  vessel  when  it8  temperature  changes  from  the  standard  15'.  If  the  pre- 
vailing temperature  does  not  differ  by 
more  than,  say,  3'  from  the  standard 
1S°,  the  changes  may  be  ignored.  These 
numbers  differ  so  little  from  the  resulte 
with  JN-  and  ^N-solutions  that  they 
may  be  also  used  for  such  solutions. 
Normal  and  still  more  concentrated  solu- 
tions require  special  tables,  since  the 
deviations  are  then  greater — see,  for 
example.  Tables  XIII.  and  XXXV. 

In  weighing  a  litre  of  water  in  a 
glass  vessel,  the  most  important  source 
of  error  arises  from  the  variation  of 
temperature.  A  difference  of  1°  will 
give  a  difference  of  0  02  cc,  correspond- 
ing with  0-002  per  cent.  A  variation 
of  the  barometer  of  15  tnm.  of  mercury 
will  cause  an  error  of  two  units  in  the 
second  significant  figure,  and  this  will 
affect  the  measurement  by  0'014  c.c. 
Hence,  barometer  variations  can  gener- 
ally be  neglected. 

In  titrating  hot  liquids,  there  is  a 
danger  of  heating  the  burette  and  it« 
contents.  In  such  cases,  burettes  with 
a  delivery  jet  at  the  side  (fig.  9)  are 
recommended.    Koninck's  burette '  ia  an 

Fio.  8.-L  L  ds  Ko.imck'8  bureti*.  ordinary  burette  with  a  , ^-shaped  jet 

The  idea  is  to  prevent  clouding  the 
burette  with  condensed  steam,  and  the  heating  of  the  liquid  in  the  burette, 
which  would  cause  an  expansion  of  the  contained  solution. 

g  14.  The  Litre  and  its  Subdivisions. 

Owing  to  the  great  difficulty  In  measuring  directly  the  relation  between  cubic 
capacity  and  the  unit  of  length,  the  International  Committee  of  Weights  and 
Measures,*  in  1880,  recommended  that  the  word  "  litre  "  be  used  to  represent "  the 
volume  of  a  kilogram  of  pure  water  at  it'^  maximum  density  "  ;  and  in  1901  this 
definition  was  amplified  to  read  :  "  The  litre  is  the  volume  occupied  by  the  mass 

■  L.  L,  de  Kauiiick,  Zeit.  angta.  Clitm..,  I.  187,  1888. 

'  Procis-Vcrbaitx  CwniU  InUnuU.  FoiiU  el  Mcaires,  30,  1880  ;  175, 1801  ;  P.  Chappias,  ti., 
(2),  3.-72,  1903;  J.  M.  de  Lepinay,  Journ.  Fhys.,  (3),$.  177,  1867;  D.  Mendal^ff,  Proe.  Roy. 
Soe.,  59.  143,  ISSS  ;  W.  Schlosser,  Zeit.  angetc.  Chan.,  16.  S60,  1003. 
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of  one  kilogram  of  pure  water  at  its  maximum  deuflitj  and  under  normal  atmo- 
spheric pressure."  ^  The  litre  so  defined  is  a  little  larger — about  50  cmm. — than 
a  cubic  decimetre.  Evidently,  then,  the  cubic  centimetre  is  not  really  the 
thousandth  part  of  a  litrej  but  a  little  smaller  than  the  thousandth  part.  Hence, 
if  it  be  desirable  to  distinguish  between  a  **millilitre  "  and  a  "cubic  centimetre," 
.it  would  be  necessary  to  abandon  the  latter  term  in  analytical  chemistry,  where 
the  unit  of  volume  is  based  on  the  definition  indicated  above.^ 

Unfortunately,  there  are  a  number  of  different  litres  used  in  laboratories.  The 
more  important  are  the  following : — 

(1)  Normal  litre, — The  volume  of  1000  grms.  of  air-free  water  (weighed 
in  vcunbo)  at  -h4*.  If,  therefore,  the  litre  flask  is  marked  correctly  at  +  15°,  this 
means  that  at  a  temperature  of  15**  the  capacity  of  the  flask  is  the  same  as  the 
volume  of  a  kilogram  of  water  at  +  4*".  This  is  the  normal,  true,  or  international 
litre,  used  in  this  work.^ 

(2)  Mohi^s  litre. — The  flask  contains  the  same  number  of  grams  of  water  (free 
from  air)  at  the  specified  temperature  as  the  number  of  cubic  centimetres  or  grams 
stated  on  the  flask.  For  instance,  the  Mohr's  litre  is  "  the  volume  occupied  by  a 
kilogram  of  water,  at  IT'd"",  when  weighed  in  air  with  brass  weights."^ 

It  matters  very  little,  in  analytical  work,  which  litre  be  adopted,  but  it  is 
necessary  to  keep  rigorously  consistent  to  the  one  system  in  all  volumetric 
apparatus — burettes,  pipettes,  etc.  This  matter  is  serious  enough  to  require 
emphasis,  since  apparatus,  if  not  specifically  ordered,  may  be  supplied  by  the 
dealers,  at  different  times,  graduated  according  to  difierent  systems,  and  mixed 
graduations  may  thus  be  introduced  on  one  bench.  We  can  get  some  idea  of 
the  magnitude  of  the  error  which  would  be  introduced  in  confusing  the  difierent 
systems,  by  noting  that  the  two  'Mitres  "  indicated  above  are  related  as  (1)  1000 ; 
(2)  1002-3  C.C.     Hence  the  normal  litre  is  to  the  Mohr's  litre  ^  as  1 :  10023. 

Standard  Temperature. — It  would  be  exceedingly  inconvenient,  if  not  im- 
possible, to  weigh  exactly  a  kilogram  of  water  at  -hi**  in  vacuo 'y  nor  is  it 
practicable  to  work  at  +  4°.  Some  other  more  convenient  temperatiire  must  be 
selected,  and  the  necessary  corrections  made.  In  this  work,  15*  is  supposed  to 
be  the  standard  temperature.^  This  temperature  is  recommended  by  the 
Kaiserliche  Normal-Echungskommission  (K.N.E.K.),^  Berlin ;  17*5*'  was  recom- 
mended by  Mohr,®  and  by  Treadwell ;  18',  by  Lund^n ;®  and  20*  is  recommended 


'  The  temperature  of  maximum  density  is  not  defined— it  appears  to  be  a  shade  under  4*  G. 
— nor  does  the  definition  make  any  reference  to  weighing  in  vacuo.  In  the  ealculations  it  is 
assumed  the  weighings  are  in  vacuo, 

^  T.  W.  Richards,  Joum,  Amer,  Chem,  Sac.,  26.  413,  1904. 

'  At  15%  therefore,  this  litre  does  not  represent  1000  grms.  of  water,  but  rather  998  '069  grms. 

*  F.  Mohr,  Zeit.  anal,  Chem, ,  7.  285,  1868 ;  H.  Beckurts,  Die  Methoden  der  MaesanoUyae^ 
Braunschweig,  42, 1910.     Mohr  made  no  allowance  for  variations  in  the  atmospheric  conditions. 

'  First  show  (page  23)  that  1000  crms.  of  water  weighed  in  air  with  brass  weights  at  17*5*" 
are  equivalent  to  1001  *1  grms.  if  weighed  in  vacuo.  Then,  since  the  density  of  water  at  17  '5°  is 
0-99875  (Table  VII.),  it  follows  that  998*75  grms.  of  water  at  17*5'*  will  represent  a  normal  litre 
at  17 '5*,  for  it  wUl  occupy  the  same  volume  as  1000  grms.  of  water  at  4°.  Hence,  if  998*75  grms. 
represent  1000  normal  cc,  1001*1  grms.  will  represent  1002  3  normal  c  c. 

'  The  tables  can,  of  course,  be  modified  for  other  appreciably  different  climates.  If  the 
flasks,  etc.,  were  cooled  for  weighing,  there  would  be  a  danger  of  the  deposition  of  moisture  on 
their  surface. 

^  Zeil,  angew,  Chem.,  6.  557,  1893  ;  L.  A.  Fischer,  Joum.  Amer.  Chem.  Soc,  ao.  912, 1898  ; 
G.  Laurent,  Bull  Soe.  Chim.  Nord  France,  z.  20,  1891 ;  H.  Ost,  Chtin.  Ztg,,  14.  1747,  1899  ; 
W.  Fresenius,  Zeit,  anal,  Chem,,  3a  461,  1891 ;  A.  (Classen,  Theorie  und  Praxis  der  Mom- 
analyse,  Leipzig,  64, 1912. 

*  F.  Mohr,  Lehrbuch  der  ehemiscfi-amUytieehen  Titriermethoden,  Braunschweig  (H.  Beckurts' 
edition),  42,  1910 ;  F.  P.  Treadwell,  Kurzes  Lehrbuch  der  analytischen  Chemie,  Leipzig,  2. 
432,  1911. 

*  H.  Lunden,  Svensk  Kem,  Tide,,  24.  96, 1912. 
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by  Wagner,'  and  the  U.S.  Testing  Laboratory.*-^  The  right  choice  should  be 
determined  by  the  prevailing  temperature  of  the  laboratory.  Apparatus  in- 
tended for  working  in  warm  climates  may  be  graduated  for  20**,  22",  or  25* ;  and 
15*  or  17*5**  for  cooler  climes. 

From  the  discussion  on  page  31  it  is  easy  to  find  what  amount  of  water  must 
be  weighed  at  any  given  temperature  to  have  a  volume  equal  to  the  volume  of  a 
kilogram  of  water  at  +  4*.  Given  the  specific  gravity  of  air,  say,  0'0012  kilogram 
per  litre ;  the  specific  gravity  of  the  brass  weights,  8*4  ;  the  coefficient  of  cubical 
expansion  of  glass,  0  000025.  Let  *S^  denote  the  specific  gravity  of  water  at  t" — 
Table  VII.  To  find  what  amount  of  water  at  any  specifi^ed  temperature  must  be 
weighed  in  air  vnth  brass  loeights  to  give  a  normal  litre.  Since  a  kilogram  of  water 
at  +  4*  weighed  in  vacuo  occupies  1  litre,  it  follows  (rom  the  discussion  on  page  22 
that  a  litre  of  water  will  weigh 

1^  =  5-00012(1- A^ kilogram    .         .         .         .     (1) 

when  weighed  in  air  with  brass  weights.  But  a  flask  exactly  1  litre  at  15*  has 
a  capacity  of  1  +0000025(<  -  15)  at  «**.     Hence,  it  is  necessary  to  weigh 

ir=[l  +0-000025(e-  15)]  ["5 - 0-0012^1  -^^1  kilogram         .     (2) 

at  t"*  in  order  to  find  what  the  capacity  of  the  flask  would  be  if  the  water  had 
been  weighed  in  vactu>  at  4*  with  brass  weights. 

Example. —What  amount  of  water  must  be  weighed  in  a  flask  at  15"  in  order  that  a 
mark  can  be  made  on  the  neck  of  the  flask  to  represent  the  volume  of  a  kilogram  of 
water  weighed  at  4**  in  vacuo 'i  From  Table  VH.,  page  29,  6'=0-999126,  and  <  =  15. 
Substitute  these  numbers  in  the  preceding  formula  (2).  We  get  a  weight  0-99806  kilo- 
grams. In  practice,  therefore,  the  flask  is  counterpoised  on  the  balauce,  a  kilofrram 
weight  is  placed  on  the  right  pan,  and  1000  -  998*069 = 1  "931  grins,  on  the  left  pan.  When 
the  flask  has  sufficient  water  to  restore  equilibrium,  the  volume  of  the  water  in  the  flask 
represents  the  volume  of  a  kilogram  of  water  at  4*  when  weighed  in  imcuo. 

In  order  to  avoid  the  labour  of  calculation,  Schlosser  *  has  computed  a  table 
of  values  ranging  from  5'  to  SO^",  referred  to  air  and  water  at  15*,  and  the 
barometer  at  760  nmi. 

§  15.  Meniscus,  Parallax  Errors,  and  Burette  Floats. 

Parallax  Errors. — In  reading  the  level  of  liquids  in  burettes,  pipettes,  etc., 
the  lower  boundary  of  the  dark  meniscus  is  taken  as  the  normal  reading. 
Parallax  errors  must  be  carefully  watched.  If  the  eye  be  not  in  the  same 
horizontal  plane  as  the  meniscus,  BB'  (fig.  10),  the  reading  may  \>€  either  too 
high  or  too  low.  For  instance,  if  the  eye  be  looking  in  the  direction  A  A'  the 
reading  will  be  too  high ;  and  if  in  the  direction  CC\  the  reading  will  be  too  low. 
The  direction  BB'  gives  a  correct  reading  free  from  piirallax.  In  the  diagram, 
the  correct  reading  is  30*0  c.c ;  the  two  readings  affected  by  parallax  errors  are 
AA\  30*3  c.c,  and  CC\  29*85  c.c.  If  the  mark  to  be  read  encircled  the  burette, 
the  eye  would  see  only  one  horizontal  line  when  at  the  proper  level  for  reading. 
The  marks  rarely  encircle  the  burette,  and  some  auxiliary  is  therefore  needed.* 

Meniscus  Screens. — The  level  of  the  meniscus  is  rendered  more  distinct  by 
placing  the  burette  so  that  it  has  a  white  wall  as  background  and  shading  the 


) 


*  J.  Wagner,  ZeU.  phys.  Chem.,  28.  193,  1899. 

2  Circular  Bureau  of  Standards^  9.  2,  1904  ;  N.  S.  Osborne  and  B.  H.  Veazey,  Bull.  Bur. 
Standards^  4.  558,  1908. 

3  W.  Schlosser,  ZeiL  angeiv.  Clum.,  16.  960,  1903  ;  Chem.  Ztg.,  27.  4,  1904. 

*  A  reading  lens  is  often  a  great  help  in  exact  work. 
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light    from    helow   by  holding  two  Augers  behind  the  burette  just  below  the 
meQiscus,'^  or   Mohr's  aimple   and    effective  plan  of  holding  a  piece  of  paper, 


fiartly    blackened,    with    the    blackened   portion   just  below  the  menitiCUB,  as 
illustrated  in  fig.  11.^ 


Fni.  11.— Mohr'8  shaded  Bc 


Fio.  12.— Rohrbflck'a  burette. 


Iiurette»  made  to  Accentuate  the  Meniscut. — Kohrlieok'e  burettea  (fig.  12),  niade 

'  B.  Reinit7or,  Zeit.  angew.  Ohtm.,  ?.  637,  573,  848,  1894. 

'  J.  H.  M'Mshon  [Clttm.  Xeici,  45.  109,  1882  ;  F.  A.  Goocli,  Amer.  J.  SHerttt  (8),  44. 
3»B,  1892;  P.  KusnetzolT,  Zeil.  anal.  Chem..  46.  515,  1907  ;  A.  Priual,  Deal.  Amer.  apolh. 
Zlg.,  4.  637,  188G;  F.  Kbhier,  BrU.  Pal.  No.  10936,  1903)  recommeuds  a  small  mirror  on  the 
mrfaee  of  which  are  posted  two  iiarsllel  strips  of  black  paper  each,  nay,  2  in.  long  and  j  Id. 
'  -  '  '  '      -        "■-■waeo  them.     When  reading,  place  the  mirror  behind 

tipoaitio ■         "■■ 

in  the  8p»ce  between  the  striiis  of  paper.     This  e 
baratte ;  J.  F.  Sacher,  Chem.  Ztg.,  35.  622,  1911. 
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with  a  tldt  instead  of  a  cylindrical  tube,  make  errors  due  to  pnrallax  less  likely. 
The  meniscus  with  these  burettes  comes  out  very  cleurly.  Hchellbach '  re- 
commeDda  the  iise  of  burettes  with  two  narrow  white  enamel  longitudinal  strips 


Fio.  13.— Me 


separated  by  a  dark -coloured  (blue)  strip  down  the  back  of  the  burette.  A  fine 
point  appears  symmetrically  placed  between  the  strips,  and  at  the  Inundary  of 
the  meniscus  {fig.  13) '  when  the  eye  is  in  the  right  position  for  a  reading.     If 


Fio.  H.—Giickel'sljurette  screen. 

the  eye  bo  too  high  or  too  low,  the  point  docs  not  appear  sharp,  hut  is  more  or 
less  ill-detined  and  blunted.  A  few  minutes'  trial  will  soon  show  that  there  is  a 
fairly  wide  range  of  height  and  depth  within  which  the  point  would  be  adjudged 
correct  for  a  reading.     lu  spite  of  this,  these  burettes  are  much  used.* 

1  P.  Si-hellbach,  Chem.  Ztg.,  8.  1&15,  188B ;  J.  MilUuer,  ib.,  ■ 

S622,  1911  ;  Goetie,  Zcit.  atvtl.  C/um.,  W.  873,  1911.     It  w' 
rettR  does  not  read  the  lu»vst  level  of  the  meniiiCU!). 

»  Vernier  burettcH— C.  Meinrekc,  C/ient.  Big..  i6,  762,  1892;  A.  F.  Reid,  Cliem. 
125,  1882. 

'  Some  testing  itatious  refuse  their  impriinatur  on  these  burettes. 
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GbckeFs  screens^  (fig.  14)  are  quite  satisfactory  for  reading  the  level  of 
opaque  liquids,  and  for  avoiding  the  parallax  errors  in  other  salutions.  The 
Gockel  screen  is  a  blackened  clamp  which  grips  the  burette  two  or  three  milli- 
metres below  the  level  of  the  meniscus.  The  blackened  part  cuts  off  extraneous 
light  from  below,  and  leaves  a  sharp  boundary-line  at  the  meniscus.  A  sheet  of 
white  paper  held  behind  the  burette  or  fixed  on  to  Gockers  screens  as  shown  in 
the  diagram  still  further  emphasises  the  meniscus.  A  reading  is  made  with  the 
eye  placed  so  that  the  front  and  back  edge  of  the  screen  coincide.  The  GockePs 
screen  is  also  useful  for  avoiding  parallax  errors  with  opaque  liquids  where  the 
meniscus  is  not  visible. 

Burette  Floats. — Cylindrical  floats  arranged  to  swim  on  the  surface  of  the 
liquid  in  the  burette  are  marked  so  that  the  juxtaposition  of  the  mark  on  the 
float  with  the  graduations  of  the  burette  gives  the  required  reading.  The  floats 
are  supposed  to  eliminate  dangers  from  parallax  errors,  and  troubles  with  the 
meniscus.  The  ordinary  Erdmann's  float  ^  is  a  plain  cylinder.  It  has  a  tendency 
to  stick  to  the  inner  walls  of  the  burette,  and  is  also  inclined  to  assume  an 
oblique  position  in  the  burette  if  it  is  not  perfectly  weighted.  The  simple  float 
has  therefore  been  condemned.  Yolhard  placed  a  number  of  glass  spines  over 
the  outer  wall  of  Erdmann's  float,  with  the  idea  of  preventing  the  float  sticking 
to  the  inner  walls  of  the  burette.  BeutelFs  spherical  floats^  furnish  good 
results  provided  they  are  properly  weighted  so  as  to  swim  vertically  in  the 
liquid.  It  is  possible  to  read  to  0*01  c.c.  in  a  good  burette  with  a  good  Beutell's 
float — provided  the  bore  of  the  tube  is  not  too  wide,  and  the  burette  is  suitably 
graduated.  This  float  sticks  to  the  side  of  the  burette  when  the  burette  is 
emptied,  and  therefore,  when  the  burette  is  to  be  refilled,  the  float  must  be 
taken  out,  carefully  cleaned,  and  returned  to  the  liquid.  Diethelm  ^  added  an 
extra  bulb  to  BeutelFs  float  with  the  idea  of  making  it  unnecessary  to  remove 
the  float  every  time  the  burette  is  refilled.  In  Key's  float,  a  small  second  bulb 
projects  above  the  surface  of  the  liquid  and  carries  a  mark.  Hence,  this  float 
can  be  used  for  opaque  liquids  and  dark-coloured  solutions.  The  mark  on  the 
bulb  above  the  surface  of  the  liquid  is  used  for  reading  differences  of  level  of 
the  liquid  in  the  burette.  The  principal  objection  to  floats  is  the  difiiculty  in 
getting  them  properly  weighted.  A  float  which  works  satisfactorily  with  one 
liquid  may  be  quite  unsuited  for  another.  There  is  an  element  of  chance  in 
purchasing  a  good  float. 

§  i6.  The  Calibration  of  Standard  Flasks. 

Just  as  in  gravimetric  work  the  accuracy  of  the  weights  is  not  to  be  taken 
on  trust,  so  must  the  exactness  of  the  measuring  apparatus  in  volumetric 
analysis  be  established  by  trial.  It  is  not  at  all  uncommon  to  find  that  the 
weights  in  a  laboratory  have  been  the  subject  of  wise  scepticism,  while  the 
volumetric   instruments   have  been  accepted  with  blind   faith,  and  conversely. 


1  H.  Gockel,  Chem.  Ztg.,  27.  1086,  1903;  J.  Bergmann,  ib.,  zz.  863,  1898  ;  G.  Lunge, 
Zeii,  angew.  Chem,,  ij.  198,  1904  ;  G.  Kottmayer,  Zeit,  anal.  Chem,,  30.  827,  1891. 

*  O.  L.  Erdniann,  Jmim,  prakt,  Chem,  (1),  Ji.  193,  1867  ;  J.  Volhard,  Liebi^s  Ann,,  Z76. 
240,  1876  ;  A.  Schulze,  ZeU.  anal,  Chem.,  2Z.  167,  1882  ;  26.  626,  1887  ;  A.  Gawalovski,  ib., 
38.  237,  1899  J  22.  240,  1883  ;  R  Benedikt,  Chem,  Ztg,,  16.  217,  1892 ;  N.  Wolff,  ih.,  Z3.  889, 
1889  ;  F.  Musset,  Pharm,  Centr,  (3),  z6.  469,  1886.  C.  i/Leisauer  {Chem,  Cenir,  (3),  z8.  136, 
1887)  has  a  float  fitted  with  a  thermometer. 

'  A.  Beutell,  ZeU,  angew,  Chem,,  2.  8,  1889. 

*  B.  Diethelm,  Chem.  Ztg.,  26,  607,  1902 ;  H.  Rey,  Ber.,  24.  2098,  1891  ;  L.  W.  Andrews, 
Zeit.  anorg.  Chem.,  26.  179,  1901  ;  J.  Wagner,  ZeU.  phys.  Chem,,  28.  193,  1899 ;  P.  Ereitling, 
ZeU.  aTigew.  Chem,,  1%  829,  990,  1900;  ZC  4,  1902  ;  W.  Sohlosser,  ih.,  z6.  963,  962,  977, 
1004, 1903;  G.  Lnnge,  ib.,^  13.  936,  1900  ;  H.  Thiele,  ZeU.  offent.  Chem.,  6.  172,  1902. 
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It  matters  little  what  litre  be  adopted  as  a  standard,  but  it  is  of  the  greatest 
importance  to  have  the  pipettes,  burettes,  and  7neasuring  flasks  rigorously  consistent 
with  one  another'.  The  litre  flask,  for  example,  must  hold  10  times  as  much  as 
the  100-c.c.  flask ;  20  times  as  much  as  the  50-c.c.  pipette ;  200  times  as  much 
as  the  5-c.c.  pipette ;  etc. 

Quite  satisfactory  calibrations  are  made  by  the  National  Physical  Laboratory 
and  other  recognised  testing  stations,  although  some  chemists  prefer  to  test  or 
calibrate  their  own  apparatus.  True,  this  may  not  be  done  with  the  precision 
exercised  by  officials  accustomed  to  the  work  with  every  facility  close  at  hand ; 
but  pipettes  and  burettes  may  be  quite  satisfactorily  calibrated  with  the  regular 
laboratory  outfit.^  The  calibration  of  litre  flasks  requires  a  balance  large  enoiigh 
to  weigh  a  kilogram  of  w^ater,  and  sensitive  enough  to  indicate  0*02  grm.  An 
ordinary  analytical  balance  will  suffice  for  small  flasks.^ 

A  litre  flask  with  a  long  cylindrical  neck,  between  14  and  20  mm.  in  diameter, 
is  thoroughly  cleaned  ^  and  dried.  The  empty  dry  flask  is  balanced  by  a  suit- 
able tare.  Fill  the  flask  with  distilled  water  until  the  lowest  point  of  the 
meniscus  is  in  the  same  horizontal  plane  as  the  mark  on  the  neck.  Let  the 
flask  stand  in  the  balance  case  until  the  temperatures  of  the  air  and  water  are 
within  1".  Adjust  the  level  of  the  water  in  the  flask.  Remove  any  excess  of 
water  by  a  piece  of  capillary  tube.  Do  not  allow  drops  of  water  to  adhere  to 
the  interior  neck  of  the  flask ;  if  any  should  be  present,  they  may  be  removed 
by  means  of  a  piece  of  Alter  paper  tied  round  the  end  of  a  glass  rod.  Weigh 
the  flask  and  contents.  Take  the  temperature  of  the  water  with  a  thermometer 
reading  to  Ol**     The  mean  of  three  weighings  may  be  taken  as  the  correct  value. 

Suppose  the  mean  of  three  weighings  to  be  998*95  grms.  (brass  weights  in 
air) ;  temperature  of  the  water  15' ;  barometer,  760  mm.  Since  a  litre  of  air 
at  15*  and  760  mm.  weighs  1'13  grms.,  the  flask — by  formula  (2),  page  32— will 
weigh  998*95  + 1  13  =  1000*08  grms.  The  brass  weights  have  probably  been 
adjusted  for  weighing  in  air.  In  that  case,  we  neglect  the  air  displaced  by  the 
weights.  If  the  weights  have  been  reduced  to  weight  in  vacuo,  we  must  make  an 
allowance  as  indicated  page  23.*  It  is  not  necessary  to  have  the  temperature 
of  the  water  just  15°.  When  we  know  the  weight  of  a  given  volume  of  water 
under  any  conditions  of  temperature,  it  is  easy  to  calculate  the  corresponding 
amount  of  water  for  any  standard  temperature  from  Table  VII.,  page  29. 

*  As  a  rule,  the  analytical  chemist  cannot  spare  much  time  for  calibrating  his  apparatus, 
and  the  cost  in  time  will  be  greater  than  the  charge  made  by  the  National  Physical  Laboratory, 
which  has  every  facility  for  doing  the  work  quickly. 

^  H.  N.  Morse  and  T.  L.  Blalock,  Ainer.  Chem.  Joum„  i6.  479,  1894;  A.  Gawalovski, 
Ckem.  Caitr.  (3),  lO.  236,  1879  ;  A.  D^michel,  Rev.  Anal.  Chim,,  5.  1897 ;  A.  Mulder,  Chem, 
Weekblad,  5.  830,  1908. 

^  Cleaning  Volumetric  Apparatus.  — Grease  is  the  great  foe  of  accuracy  in  volumetric  work. 
Thorough  freedom  from  grease  is  very  important.  The  smallest  trace  of  grease  may  distort  the 
meniscus  and  alter  the  amount  of  water  retained  as  a  film  on  the  glass.  The  error  so  introduced 
may  amount  to  0*01  to  0'04  per  cent.,  according  to  the  method  used  in  cleaning  the  vessel.  To 
clean  flasks,  pipettes,  or  burettes,  wash  the  vessel  thoroughly  with  a  concentrated  aqueous 
solution  of  caustic  soda  ;  rinse  with  water ;  wash  with  a  solution  of  chromic  acid  or  potassium 
bichromate  in  sulphuric  acid  ;  and  thoroughly  nnse  with  distilled  water.  Flasks,  etc. ,  seem  to 
gradually  acquire  a  greasy  film  on  their  inner  surface  while  in  use.  In  some  cases,  the  grease 
can  be  traced  to  the  contamination  of  the  distilled  water  by  the  oily  packing  between  the 
' '  worm  "  and  '*  still-head "  of  the  still.  If  grease  be  absent,  the  surface  of  the  glass  will 
remain  covered  with  a  continuous  film  of  water  until  all  is  removed  by  evai)oration.  If  the 
water  collects  in  drops  instead  of  adhering  as  a  continuous  film,  the  vessels  are  greasy  and  want 
cleaning.  W.  0.  Atwater  and  C.  D.  Woods,  Joum.  Anal,  App.  Cfiem.,  l,  378, 1887  ;  C.  Mobr, 
Cheni.  Zty  ,  II.  561,  1887;  W.  Glenn,  Joum.  Amer.  Chein.  Soc.,22.  302,  1900;  J.  Walz, 
Dingler*8  Joum.,  2Xfj.  427, 1 873.  M.  Vandevy  ver  {Rev,  Anal.  Chim.,  5. 1897)  shows  that  the  errors 
due  to  variations  in  surface  tension  are  reduced  to  a  minimum  if  perfectly  clean  vessels  are  used. 

*  An  error  of  O'l  in  the  density  of  the  brass  weights  (8 '4)  will  produce  an  error  of  about 
0  0017  grm.,  that  is,  0-00017  per  cent. 


THE    MEASUEEMBNT   OF    VOLUMES.  37 

The   above  procedure  cau  be   followed    for   graduating   a   flask  to   contain 
("Eingiiss")  a  specified    voluma.     A  narrow  strip   of  paper  is  gummed    longi- 
tudioAti;  on  the  neck,  the  flask  is  weighed  empty,  and    tlien  filled  part   way 
up  the  neck  with  water,  weighed,  and  a  light  mark  made  with  a  lead  pencil  on  the 
strip  of  paper  corresponding  with  the  horizontal  plane  at  the  lowest  point  of  the 
meniscus.     If  the  first  triaj  be  not  correct,  add  more  or  leas  water  and  make 
another  mark ;  if  this  be  inaccurate,  make  another  trial,  and  repeat,  if  necessary, 
until  it  is  correct.     Tn  this  way  the  right 
volume  can  soon  be  obtained.     A  distinct 
line  is  then  made  od  the  strip  of  paper. 
The  flask  is  then   emptied.      The   paper 
above  the  last  mark  is  cut  away,  and  the 
neck  of  the  flask,  where  the'  mark  is  to  be 
etched,  is  warmed,  and  coated  with  a  uni- 
form layer  of  wax. '    Starting  from  the  top 
of  the  paper,  a  mark  is  carried  uniformly 
round  the  neck  of  the  flask  with  the  blade 
of  a  pocket-knife,  so  aa  to  expose  a  tine  of 
glass  not  protected  by  the  wax. 

The  "ringing"  of  the  neck  is  best  per- 
formed by  placing  the  mouth  of  the  flask 
on  a  conical  plug  so  placed  that  the  left 
hand  can  rotate  the  flask  while  the  right 
hand  is  used  for  cutting  the  ring  (fig.  15). 
The  hand  with  the  knife  ^  is  supported  and 
guided  by  blocks  of  wood  at  a  suitable 
height.  The  operation  is  shown  by  photo- 
graph, fig.  15. 

A  drop  of  hydrofluoric  acid  is  then 
placed  on  the  line  while  the  neck  of  the 
flask  is  held  horizontally.  The  drop  is 
allowed  to  flow  all  round  tlie  neck  on  the 

exposed   line    by  rotating   the    flask.       In  Fw.  16.-"Ringing"  Husks. 

two  or  three  minutes,  the  acid  is  washed 

off,  the  wax  removed  by  wiping  the  hot  wax  with  a  cloth,  and  cleaning  ofT  the 
last  traces  of  wax  by  means  of  methylated  spirit. 

When  the  flask  is  to  be  graduated  "to  deliver"  ("Ausguss"),  the  contents 
are  poured  into  a  vessel  of  known  weight  and  weighed.  The  temperature  is 
taken  just  after  the  weighing.  The  entire  neck  should  he  wetted  and  drained 
into  a  flask  at  least  one  minute  before  pouring.  With  flasks  marked  "Contain," 
the  neck  should  be  dry  above  the  meniscus,  except  for  the  wetting  neccKsaiy 
to  secure  a  constant  meniscus  of  normal  shape.  The  flask  in  held  in  an  inclined 
position,  so  that  the  bottom  and  the  parts  near  the  neck  may  drain.  At  the 
end  of  a  minute,  the  suspended  drop  is  removed  with  a  glass  rod  and  included 
in  the  amount  delivered. 

The  "error"  allowed  by  most  of  the  testing  stations  for  measuring  flasks 
is  as  follows  : — 

Capwitj 50       100-250      800-500      500-1000     2000    c.c. 

Permitted  error  (Contain)        .    0-06         0-1  0-15  0  3  0-5     c.c. 

Permitted  error  (Deliver).         .     O'l  0-2  O'S  O'fl  10     c.o. 

'  A  mixtnreofeqiwl  parlB  of  paraffin  w«it  and  csmsuba  wbx,  or  Iweswax  alone  — page  834. 
*  Or  engraving  tool.     For  a  more  elaborate  apparatus,  see  C.  B.   Williams,  Joiint.  A-mer. 
Cham.  Soe. ,  24.  246,  1903. 
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§  17.  The  Drainage  or  Afterfiow  from  Measuring  Vessels. 

The  drainage  of  measuring  apparatus  is  of  great  importance.  Schlosser  ^  has 
established  a  relation  between  the  time  the  discharge  is  stopped  and  the  amount — 
afterfiow — ^subsequently  drained  from  the  sides.  The  drainage  is  greater  the 
more  rapid  the  discharge  of  the  liquid.  When  the  discharge  from  a  burette 
is  0*7  cm.  per  second,  the  afterfiow  during  the  first  two  minutes  after  stopping 
the  outfiow  was  found  to  be  about  0*05  c.c.  When  the  time  of  the  discharge 
from  the  burette  was  changed  from  65  to  125  seconds,  an  increase  of  0*05  c.c. 
in  the  volume  of  the  afterfiow  was  obtained.  Hence,  if  0*05  c.c.  of  the  standard 
solution  will  appreciably  afiect  the  result,  it  is  necessary  to  work  under  standard 
conditions,  and  pay  attention  to  the  time  of  outflow  of  all  apparatus  marked 
"Deliver"  ("Ausguss") — burettes,  pipettes,  flasks,  etc. 

The  rate  of  outflow  for  burettes  and  measuring  pipettes  is  limited  by  the 
size  of  the  tip,  and  it  is  usual  to  make  the  tip  so  that  the  time  of  outflow  is 
not  greater  than  three  minutes,  nor  less  than  the  numbers  indicated  in  the 
following  table : — 


Length  graduated . 
Time  of  outflow     . 


65       60       55     50     45     40     35     80     25     20     15    cc. 
140     120     105    90     80     70     60     50     40     85     80    Bees. 


When  titrating  and  standardising  burettes,  it  is  well  to  wait  a  couple  of 
minutes  ^  before  every  reading  in  order  to  give  the  sides  time  to  drain. 

The  amount  of  liquid  which  adheres  to  the  walls  of  a  burette,  etc.,  is 
dependent  upon  (1)  the  viscosity  of  the  fluid;  (2)  the  adhesion  of  the  liquid 
to  the  walls  of  the  vessel ;  which  in  turn  depends  partly  upon  (3)  the  cleanliness 
of  the  walls ;  (4)  on  the  surface  exposed  to  the  liquid  ;  (5)  on  the  rate  of 
outflow  from  the  jet  of  the  burette,^  etc. 

In  illustration,  contrast  alcohol  with  concentrated  sulphuric  acid.  Again,  a 
pipette  which  delivered  100  c.c.  of  water  at  15*5*,  with  a  drainage  of  10  seconds, 
and  then  touching  the  delivered  liquid  with  the  point  of  the  pipette,*  delivered 
the  volumes  in^licated  in  the  accompanying  Table  IX.  when  the  solutions  indicated 
were  employed  in  place  of  water: — 

Tdble  IX, — Effect  of  the  Nature  of  the  Liquid  on  the  Volume 

delivered  by  a  Pipette, 


Solution. 


Zinc  sulphate 
Sodium  chloride  . 
Ammonium  sulphate 
Potassium  chloride 
Ammonium  chloride 
Water 


Specific 

Volume 

gravity. 

delivered. 

1  -4246 

99*52 

1  -2072 

99-73 

1  -2500 

99-75 

1-1812 

99-82 

10724 

99-95 

1  -0000 

100  00 

Hence  it  is  obvious  that  a  pipette  graduated  for  water  delivers  a  sensibly 
different  volume  when  applied  to  other  liquids.     Pipettes  may  be   used  inter- 

1  W.  Schlosser,  Zeit,  angew,  Chem,,  16.  953,  977,  1904,  1903;  N.  S.  Osborne  and  B.  H. 
Veazey,  Bull,  Bur.  Standards,  4.  553,  1908  :  T.  Milobendzki,  Zeit.  aiial.  Cliein.,  46.  20,  1907. 

*  H.    von  Jiiptner  {Chem.  Ztg.,  8.    1766,  1885)  recommends  three  minutes'  drainage  for 
alcohol  and  water.     See  also  T.  Milobendzki,  Zeit.  anal,  Chem.,  46.  20,  1907. 

'  J.  Mulder,  Die  Silberprobirmethode,  Leipzig,  1859. 

*  R.  R.  Tatlock,  Chem,  News,  23.  14,  1871 ;  A.  Schulze,  ZeU.  anal.  Chem.,  21,  167,  1882. 
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changeably  for  solutions  not  exceeding  normal  concentration  provided  the  time 
of  outflow  be  the  same  as  that  allowed  for  pure  water.  But  a  pipette  or 
burette  which  delivers  a  volume  of  liquid  which  differs  appreciably  from  water, 
requires  a  special  calibration  with  that  particular  liquid  in  place  of  water. 

According  to  Schlosser,^  the  effect  of  temperature  on  the  drainage  is  negligibly 
small  between  15*  and  30°. 

§  i8.  The  Calibration  of  Pipettes. 

It  is  generally  cheaper  to  purchase  ungraduated  pipettes  and  mark  them 
according  to  the  following  scheme.^  First  thoroughly  clean  the  pipette  by 
sucking  caustic  soda  into  it  by  means  of  a  rubber  tube  and  pinchcock. 
Follow  by  rinsing  with  water,  etc.,  as  indicated  page  36.  Fasten  a  narrow  strip 
of  paper  longitudinally  to  the  upper  part  of  the  tube.  Tare  a  small  beaker  of 
water  on  the  balance  and  suck  water  from  the  beaker  into  the  pipette  until  the 
beaker  has  lost  the  necessary  amount  of  water  for  the  capacity  of  the  pipette. 
Mark  the  position  of  the  lower  level  of  the  meniscus  with  a  lead  pencil  on  the 
paper  strip.  Run  the  liquid  into  a  weighed  stoppered  flask.  Hold  the  pipette 
vertically  during  the  outflow  and  let  it  drain  1 5  seconds.  Remove  the  suspended 
drop  by  contact  with  a  wet  surface  (side  of  flask)  and  include  it  with  the 
delivered  amount.^  Weigh  the  flask  and  its  contents.  If  the  amount  of  liquid 
delivered  from  the  pipette  be  too  large  or  too  small,  mark  the  paper  below  or 
above  the  flrst  mark,  and  repeat  the  fllling  and  weighing  until  finally  the  weight 
of  liquid  discharged  from  the  pipette  is  exactly  the  amount  desired  at  the  stated 
temperature.  The  pipette  may  be  marked  with  a  writing  diamond,  the  paper 
removed  and  the  pipette  marked  all  round  with  the  diamond,  or  the  mark  may 
be  etched  with  hydrofluoric  acid  as  indicated  for  "  ringing  "  flasks.*  Now  verify 
the  accuracy  of  the  graduation  by  filling  the  pipette  as  before.^ 

The  "  error  "  in  pipettes  allowed  by  testing  stations  is  usually  as  follows : — 

Capacity 1  to  2        10        25     .   50     100-200  o.c 

Permitted  error  .  .        .      O'Ol        0  02     0*03     0*05       O"!      c.c. 

It  is  easy  to  buy  pipettes  far  more  accurate  than  this. 

§  19.  The  Calibration  of  Burettes. 

The  burette  is  a  most  important  instrument  used  in  volumetric  analysis. 
Burettes  can  be  purchased  accurate  to  0*02  c.c.  A  bad  burette  is  a  nuisance, 
and  is  best  discarded.     To  calibrate   a  burette,  fill  the  burette  with  distilled 

1  W.  Schlosser,  ZeU,  anal.  Chem,,  46,  392,  1907  ;  W.  Schlosserand  C.  Grimm,  Chem,  Ztg., 
30.  1071,  1906. 

•  F.  Clowes,  Joum.  Soe.  Chem.  Ind,,  iz.  327,  1892.  For  the  graduation  of  glass  vessels, 
C.  Foord,  Chem,  News,  30.  191,  1874 ;  M.  C.  Lea,  Ainer,  J.  Science  (2),  42.  378,  1866  ; 
R.  Bnnsen,  Oasometriache  Methoderif  Braunschweig,  28,  1877. 

•  Emptyino  Pipettes. — Pipettes  may  be  emptied  in  at  least  four  ways:  (1)  the  liquid  is 
allowed  to  run  from  the  pipette  without  touching  the  pipette  against  the  sides  of  the  vessel :  (2) 
by  blowing  out  the  last  arop  (Ostwald).  This  method  is  useful  in  dealing  with  capillary 
pipettes ;  (3)  by  touching  the  point  of  the  pipette  against  the  surface  of  the  solution  ;  and  (4) 
by  touching  the  point  of  the  pipette  against  the  side  of  the  vessel  (a)  all  the  time  the  pipette 
is  emptying,  {b)  at  the  end  of  the  discharge  (Presenius  ;  Treadwell).  The  same  method  of 
work  must  be  employed  when  the  pi|)ette  is  in  use  as  is  employed  during  standardisation. 
H.  Gockel,  Chem.  Ztg.,  25.  1084,  1901  ;  26.  159,  1902  ;  Zeit.  angew.  Chem.,  15.  707,  1902  ;  16. 
49,  662,  1903  ;  W.  Schlosser,  ih.,  16.  977,  1903  ;  L.  A.  Fischer,  Joum.  Anur.  Chem.  Soe.,  20. 
912,  1898 ;  N.  S.  Osborne  and  B.  H.  Veazey,  Bull,  Bur.  Standards,  4.  553,  1908. 

^  A  simple  modification  of  the  apparatus,  fig.  15,  enables  this  to  be  done  neatly  and 
qaickly. 

•  C.  B.  Williams,  Jmirn.  Amer.  Chem.  Soe.y  24.  246,  1902. 
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water  at  the  normal  temperature,  and  withdraw  suuceesive  poitions  ranging  from 
2  to  5  c.c.  into  a  tared  flask.  By  weighing  these  quantities— accurate  to  a 
milhgram— the  volume  delivered  by  the  burette  between  any  two  divisions  can 
be  readily  determined.  If  a  number  of  burettes  have  to  be  calibrated,  the 
following  procedure,  baaed  upon  Schei bier's  and  Ostwald's  methods,'  is  sufficiently 
exact,  and  it  will  save  time. 

A  glass  pipette  is  cut  from  an  old  pipette  (alwut  2  c.c),  as  shown,  and  mounted 
with  the  burette  to  he  tested  by  means  of  pressure  tubing  and  stopcocks  (or 
pinchcocks),  as  shown  in  the  diagram,  fig.  16.     Two  marks,  a  and  b,  respectively 


Fio.  16. —Calibration  nf  &  burette. 

below  and  above  the  bulb,  are  cut  or  etched  on  tlie  stem  of  the  pipette.     The 
pipette  and  the  Imrett*   are  thoroughly  cleaned.      The  whole   is  mounted   aa 

'  C.  Scheibler,  /moT..  jtrakl.  Chroi.  (1),  76.  177.  1859  ;  W.  Ostwald,  16.  (2),  25.  453,  1B82  ; 
W.  Ostwald  and  R.  Luther,  Aiisfaliritng  phyaiko-chemi-Khtr  Mcisuiigen,  Leipzig,  87,  ISBl  1 
T.  W.  Richards,  Jouni.  Aiiicr.  Chrm.  Sac,  32.  H4,  1900  ;  H.  N.  Morau  anU  T.  L.  Blaloct, 
Aiaer.  Chem.  Joiim,,  16.  479,  1894  ;  D.  W.  Horn  and  E.  Jl.  van  Wagener,  ift.,  30.  196,  1903  ; 
0.  von  Spiudler,  iVAuwi;.  H'ach.  Clum.  P/iarm.,  46.  US,  1B08  ;  L.  W,  Andrews,  il/.,  30. 
491,  190-2  ;  D.  W.  Horn  and  E.  M.  van  Wagenar,  ib.,  30.  96,  1903  ;  H.  L.  Payne,  Joiim.  A,uU. 
Afp.  Olirm.,  6.  328,  1892  ;  M.  J.  C.  Boot,  Jlec.  Triiv.  Pays  Baa,  13.  417,  1894  ;  1).  Carnegie, 
Chem.  New3,6^.  i2,-\m\.  W.  Ostwald ((.f,) ;  and  A,  S.C\iahmii.a{Jaiim.Avitr.Glu!m.SiK.,  33. 
482,  IBOl)  use  a  pipette  with  tlie  upper  stem  graduated.  The  error  is  read  directly  on  the 
graduated  stem  of  the  pijtette  e\et\  time  the  pipette  is  fille'l  with,  say,  2  c.c.  of  liquid  from  the 
uurette.  This  pipette  is  easily  obtained  by  using  one  of  Cobbett's  pipettra  instead  of  that 
indicated  in  the  text.  For  calibrations  with  mercury,  C.  A.  Bell,  Proe.  Chem.  Sit.,  17.  17B, 
1901  ;  Ckem.  Hens,  83.  21,  1901. 
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shown    in    the  diagmm.     Take   care  that  the  tubes   are   quite  vertical.      The 

burette,  the  tul)es  between  the  burette  and   the   pipette,  and  the  jet  of  the 

pipette    are    filled    with   pure    water.      Water   is   run   into  the   pipette   from 

the   burette  until  the   lower   level  of  the   meniscus  is  in  the  same  horizontal 

plane  as  the  lower  mark  of  the  pipette.     The  burette  is  filled  to  zero.     Water 

is  run  from   the  burette  until  the  pipette  is  filled  to  the  mark  b.     Read  the 

burette.      This   water   is  then  discharged  from  the  pipette.      The  filling  and 

emptying  of  the  pipette  is  continued  imtil  insufficient  water  remains  in  the 

graduated  portion  of  the  burette  to  fill  the  pipette.     The  burette  is  read  each 

time  the  pipette   is  filled.     Two  minutes   are,  of  course,  allowed  for  drainage, 

as  indicated  above. 

Suppose  that  the  50-c.c.   burette  has  filled  the   pipette  16  times,  and,  as 

a  mean  of  three  comparisons,    the   burette   reads  49*64  c.c.     The   burette   is 

then  refilled,  and  exactly  the   same  amount  of  water  is  run  from  the  burette 

into   a   weighed   flask.      The   weight  of   water   gives    the   necessary   data   for 

calculating   the   volimie   of  the   pipette.     Suppose  we   get  a  weight  of   49*64 

grms.  at  18-5*.     From  the  table,  page  29,  we  see  that  the  density  of  water  at 

this  temperature  is  0*9985,  and  its  volume  is  therefore  49*64  -r-  0*9985  =  49*71  c.c. 

Hence, 

49*71 
Volume  of  water  in  pipette  (18*5")  =  1^  V  =  3*107  c.c. 

Suppose  that  the  numbers  in  the  second  column  of  Table  X.  represent  the 
successive  readings  of  the  burette  under  the  conditions  just  indicated.  The 
numbers  in  the  third  column  of  Table  X.  will  represent  the  corresponding 
volumes,  that  is,  the  product  of  3*107  with  the  corresponding  number  in  the 
first  column.  The  fourth  column  gives  the  error  of  the  readings  indicated  in 
the  second  column. 

Table  X,  — Burette  Corrections — Burette  No.  5, 


1 

Number  of 
reading. 

Buiette  reading. 

Corrected  burette 
reading. 

Corrections. 

C.C. 

C.C. 

C.C. 

1 

311 

3*11 

0*00 

*2 

6*20 

6*21 

+  0*01 

3 

9*28 

9*32 

+  0*04 

;  '      4 

12*89 

12-43 

+  0*04 

5 

15*61 

15*63 

+  0*02 

6 

1861 

18*64 

+  0*03 

7 

21  -72 

21-76 

+  0  08 

8 

24*53 

24-57 

+  0*04 

9 

27*92 

27*96 

+  0-04 

10 

31*02 

3107 

+  0*05 

11 

3413 

34*18 

+  0*05 

12 

37  24 

:             3728 

+  0*04 

13 

40  34 

40*39 

+  005 

14 

43*44 

:              43*50 

+  0*06 

15           1 

46*63 

46*69 

+  0  06 

i«      , 

49  64 

49*71 

+  0*07 

These  numbers  can  be  plotted  on  squared  paper  (fig.  17) :  ordinates, 
corrections  (column  4) ;  abscissce,  volumes  (column  2).  Hence  the  correction 
for    any   reading    of   the    burette   can  be  seen   at  a  glance.     In   the    present 
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eiample,  the  burette  reads  4964  when  the  corresponding  volume  is  49-71  c.c. 
Hence  that  burette  rending  is  to  be  corrected  by  +  0-07  cc.  Had  the  corrected 
reading  for  another  burette  been  4959  c.c,  the  actual  burette  reading  49'64  c.c. 


Pio.  17. — Correctione  for  burelle  No.  E. 

would  have  beencorrectedby -005  c.c.    Thesignof  the  correction  wants  thinking 
over.    This  burette  is  unsatitffactory — probably  the  bore  of  the  tube  ia  not  uniform. 

ExAUPLB.^At  the  beginning  of  a  titration,  llie  burette  read  369  c.c.  ;  at  the  end, 
20-06  cc.  From  the  graph  («g.  17)  of  the  above  table,  369  c.c.  represents  370  c.c. 
and  20-06  repreaenta  20-09  c.c.  The  difference  201)9-3-70=1639  c.c.  representg  the 
number  of  cubic  centimetres  of  fluid  run  from  the  burette  at  18'6°.  If  tne  solution 
be  standardised  at  15",  another  correction  must  be  made  (page  29), 

The  following  "errora"  arc  usually  "permitted"  at  a  standard  testing 
station  :■ — 

Capacity         .         .         .      1  to  2      2  to  10      10  to  30      30  to  SO      SO  to  100  c.c. 
Permitted  error       .        .       0-01        0-03  0-03  005  010      cc. 

For  parts  of  the  volume  less  than  half  the  total  content,  the  limits  of 
error  are  one-half  the  above.  Burettes  are  nstially  tested  at  five  points  at 
the  National  Physical  Laboratory.  Charge ;  2s.  to  2b.  6d.,  and  6d.  for  each 
additional  point. 

The  burette  nozzle  should  be  such  that  the  time  of  delivery  of  the  burette 
does  not  exceed  10  seconds.  Wagner  (I.e.)  thinks  that  70  seconds  is  sufficient 
for  the  lime  of  outflow.  It  might  ati^o  l>e  added  that  Fiirster '  noticed  that 
burettes  which  have  been  used  with  alkaline  solutions  increase  perceptibly  iu 
volume.  Thus,  one  is  mentioned  which  changed  from  50  c.c.  to  51  c.c.  after 
being  in  use  for  a  year.     Such  burettes  must  be  frequently  calibrated.* 

g  20.  Burette  Stands,  and  Burette  Cocks. 

The  burette,  when  in  use,  should  lie  clamped  vertically  to  a  firm  stand.  The 
simpler  types  of  stand  are  usually  the  K-st.  It  is,  however,  important  to  select 
those  clamps  which  hide  as  little  of  the  scale  as  possible.     Kaehler's'  clamp, 

'  O.  Fuistcr,  t.-luMt.  Xtg.,  38.  147,  1901. 

i"  For  general  rejioits  on  viilumetric  B[ii)aratiw,  «■«  Mid.  ,ler  k'A'.EK.,  3.  6,  IMS; 
iHtemal.  Kirng.  angeic.  CAein.,?.  41,  1909. 

>  M.  Kaehler,  Ztit.  anal.  C/ir.m.,  II,  190,  1872 ;  J.  Dictl,  ib.,  15,  186, 1878  ;  V.  Kippeob«rg«r, 
ib.,  43.  233,  1B04  ;  A,  Eilosrt,  ib.,  33.  Ii05,  1894;  A,  GanKlovski,  ib.,  ^.  237,  1899;  R. 
Pribram,  ib.,  I3.  299,  1873;  F.  Alliljti,  Clu-m.  Xlg..  la  047,  1886:  J-  Voa'itka,  ib.,  08.  796, 
1904 ;  F,  Ofttel,  ib.,  19.  1884,  1895  ;  L.  Weinstcin.  ib.,  8.  1870.  1885  ;  A,  T.  Lincoln,  Joum. 
AnUT.  Cktm.  Soe..  27,  1442,  1B05  ;  F.  J.  P.  van  Gtlkpr,  liinijlrrs  Jaicm.,  225.  8*,  1878  ;  R. 
Mneocke,  ib.,  339.  336,  1879  ;  0.  Milller,  Zca.  angeie,  Clitm.,  21.  2318,  1S08. 
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showD  ia  fig.  9,  is  excellent.  Vosatka's  stands  (fig.  18)  hide  none  of  tbe  scale. 
Other  clamps  are  shown  in  different  part^  of  this  work.  The  points  to  be  kept 
in  view  when  aelecting  a  burette  stand  are:  (1)  rigidity;  (2)  i;lear  scale; 
{3)  simple  mechaaism  ;  and  (4)  vertictkl  adjustment. 

Burettes  are  supplied  witb  funnel-like  tops'  (ti(;.  18)  for  a  few  pence  extra. 
This  enlargement  of  tbe  tube  ia  convenient  tor  filling.  The  contents  of  tbe 
burette  must  be  protected  from  dust     Loose  glass  caps  like  inverted  test-tubes, 


Fio.  IS.— VosStka's  burette  stand. 

or  glass  spheres,  are  convenient  for  keeping  out  dust,  etc.,  when  the  burette  is 

Burettes  are  now  usually  fitted  witli  glass  stopcocks— the  plain  straight  cock, 
fig.  16,  left;  Geissler's  cock,  fig.  18,  right;  Meissner's  cock  ^ ;  or  Greiner  and 
Friedrichs'  cock,  fig.  24.  The  latter  are  also  arranged  with  three  ways  to 
connect  the  burette  either  with  the  outflow  jet  or  with  the  stock  of  utikndard 
solution.  Glass  cocks  are  a  nuisance  when  they  begin  to  leak,  as  they  often  do, 
aft«r  they  have  been  in  use  some  time.*     The  glass  between  the  two  openingM 

'  A.  C.  D.  Poole,  Brit  Pal.  !fo.  470128. 

•  C.  Meimer,  &il.  aual.  Chf„i..  36.  623,  1887  ;  E.  Greiner  and  Friedrichs,  ib.,  a6.  i9. 
1887  ;  37.  470,  1888. 

■  LuBRioAKTH  FOR  Glams  STorciitKs.— F.  C.  PhillijH,  Joiim.  Ainer.  Chi-m.  Sw.,  ao.  149, 
ISSS  ;  Chem,  Ncrt,  78.  311,  1898.  According  to  L.  I.,  de  Koninck  and  M.  I^jeiine  {Bnlt.  Hoc 
Ckim.  Brig.,  33.  7S,  1009)  stopcock  burettes  for  iodine  and  pemianftanale  Milutions  may  be 
Mfelj  gtt^ed  with  vaseliae. 
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of  the  bored  plug  gets  worn.  Hugershoffs  cocks  ^  (fig.  19)  overcome  this  difficulty. 
Burettes  with  glass  cocks  are  nearly  always  used  for  permanganate  solutions 
(see  also  page  197).  Permanganate  solutions  are  not  used  with  rubber  tube  and 
pinchcock  (tig.  18,  left).  Glass  stopcocks  are  not  used  for  caustic  alkali  solutions 
on  account  of  the  tendency  of  the  stopcock  to  stick,  but  they  are  used  for  iodine, 
and  permanganate  solutions.*  The  rapid  wear  of  glass  cocks  with  caustic  alkaline 
solutions  also  causes  the  cock  to  leak  very  soon.^  Rubber  tube  and  glass  jet  with 
(old-fashioned)  metal  pinchcock  may  be  used  for  caustic  alkali  solutions  and 
solutions  which  do  not  attack  rubber.*  The  plug  cocks  are  better  than  the 
metal  pinchcocks.^     Plug  cocks  are  made  by  plugging  a  piece  of  rubber  tube 


Fig.  19. — Hugershoflfs  glass  cook. 


Fig.  20.— Plug  cock. 


Fio.  21.— Binder's  jet. 


with  a  glass  bead,  or  bit  of  glass  rod  (fig.  18,  left,  and  fig.  20)  about  8  mm.  long. 
By  squeezing  the  tube  around  the  plug,  a  channel  is  made  for  the  passage  of  the 
liquid.  Binder's  nozzle,  shown  in  fig.  2 1 ,  is  made  from  a  piece  of  capillary  tube 
by  sealing  up  one  end,  and  blowing  a  hole  at  the  side.  It  too  is  opened  by 
pinching  or  squeezing  the  rubber  tube.     Both  these  cocks  are  excellent. 

To  avoid  the  inconvenience  which  arises  when  glass  stopcocks  fall  out  and 
break,  C.  E.  Munroe^  has  designed  a  simple  clip  made  of  hard  rubber  sheet 
shaped  so  that  it  will  encircle  some  part  of  the  apparatus  and  grip  a  2-pronged 
fork.  The  prongs  grip  the  thinnest  part  of  the  stopper  so  as  not  to  impede  the 
motion  of  the  stopper,  and  yet  they  hold  it  so  securely  as  to  prevent  its  falling 
out  in  whatever  position  the  apparatus  is  held.  Snelling  recommends  stoppers 
with  a  small  groove  cut  in  the  extended  portion.  A  rubber  ring  is  fitted  in 
the  groove  and  affords  complete  security  from  the  slipping  of  the  cock  from 
its  place. 

^  F.  Hucerehoff,  Chevi.  CetUr.  (3),  i8.  135,  1887 ;  C.  Meissner,  Cfienu  Ztg,  Rep.,  12.  65,  1888. 

~  L.  L.  de  Eonincksnd  M.  Lejeune,  Bull,  Soc.  Chim.  Bdg.y  23.  79,  1909. 

'  P.  Radnick  {Journ.  Amer.  Chem.  Soe.,  32.  971,  1910)  proposes  a  silver  stopcock  for 
caustic  solution.     P.  Fiebag  {Archiv  Pharm.  (3),  22.  544,  1885)  used  a  tin  stopcock. 

*  H.  F.  von  Jiiptner,  Oester,  Zeit.  Berg.  JliUt.,  28.  33,  1880. 

^  F.  Mylius,  Archiv  Pharm.  (3),  3.  161,  1874  ;  F.  Mohr,  Lehrbuch  der  TitHermethode, 
Braunschweig.  1874  ;  A.  Lebi-asseur,  Analyst,  lO.  194,  1886  ;  F.  Sutton,  16.,  10.  214,  1885  ;  E. 
Thiele,  Zeit.  aiial,  Chem.,  40.  405,  1901  ;  J.  Wallensteiner,  ih.,  25.  547,  1886  ;  A.  Gawalovski, 
ih.,  38.  237,  1899  ;  W.  Leybold,  ib.,  26.  230,  1887  ;  0.  Binder,  ib.,  27.  178,  1888  ;  C.  Kippen- 
ber^er,  Chem.  Ztg.,  27.  1255,  1903. 

^  W.  0.  Snelling,  Journ.  Ind.  Eng.  Chem.,  4.  613,  1912. 


CHAPTER  III. 

VOLUMETRIC  ANALYSIS. 

§  21.  Normal  Solutions. 

In  volumetric  analysis^  a  standard  solution  of  known  strength  is  gradually 
added  to  a  solution  of  the  substance  under  investigation  until  the  reaction 
between  the  two  is  completed.  The  volume  of  the  standard  solution  required 
for  this  purpose  is  proportional  to  the  amount  of  the  substance  in  the  solution 
under  investigation.  The  two  solutions  must  be  of  such  a  kind  that  the 
reaction  takes  place  quickly  and  quantitatively.  It  must  also  be  possible 
to  recognise  the  end  of  the  reaction.  This  is  frequently  indicated  by  a  change 
in  colour  which  occurs  in  the  presence  of  a  third  substance,  the  indicator, 
immediately  a  small  excess  of  the  standard  solution  has  been  added.  The 
indicator  is  usually  indifferent  to  the  main  reaction.  Since  a  definite  amount 
of  the  standard  solution  can  react  with  a  definite  amount  of  the  substance 
under  investigation ;  given  the  volume  of  the  standard  solution,  the  amount  of 
the  substance  under  investigation  can  be  calculated  by  simple  rule-of-three. 

The  standard  solutions  may  be  any  strength,  but  it  is  convenient  to  make 
them  of  such  a  strength  that  the  weight  of  the  dissolved  substance,  per  litre, 
bears  a  simple  numerical  relation  to  the  molecular  weight  of  the  compound.  '  A 
$olution  which  contains  the  hydrogen  equivalent  weight  in  grains  of  an  element 
or  compownd  per  litre  is  called  a  normal  solution,  written  N-solution ; 
a  semi-normal  solution  is  one-half  the  strength  of  a  normal  solution — ^N-solution ; 
a  deci-normal  solution — ^^^N -solution — is  one-tenth  the  strength  of  a  normal 
solution ;  and  a  centi-normal  solution-i— y^N-solution — is  one-hundredth  the 
strength  of  a  normal  solution. 

The  "equivalent  weight"  of  a  substance  is  the  number  of  grams  of  the 
substance  which  brings  into  reaction — combination  or  replacement — the 
equivalent  of  1*008  grms.  of  hydrogen;  8  grms.  of  oxygen,  etc.  To  illustrate 
further,  the  molecular  and  equivalent  weights  of  HCl,  NaOH,  NaCl,  AgNOg, 
NH4CNS,  and  Na.2S203,  5H.,0  are  identical ;  the  equivalent  weights  of  HgCgO^, 
HjSO^,  Ba(0H)2,  and  CaCOg  are  half  the  molecular  weights;  the  equivalent 
weight  of  AsjOg  is  one-fourth  the  molecular  weight ;  the  equivalent  weight  of 
KMnO^  in  acid  solution  is  one-fifth  the  molecular  weight ;  and  the  equivalent 
weights  of  KIO3  and  K^Ct^O^  are  one-sixth  the  molecular  weights. 

It  is  not  always  easy  to  see  how  the  equivalent  weight  of  some  of  these 
substances  is  determined,  hence  a  few  illustrations  may  be  cited.  In  titrating 
iodine  solutions  with  sodium  thiosulphate,  the  reaction  is  represented  by  the 
symbols :     2Na2S203  +  12-*^  2NaI  +  Na^S^O^.      Here    one    molecule    of    sodium 


'  Following  np  some  early  suggestions  by  E.  A.  H.  Descroizilles  (1802)  and  L.  N.  Vauquelin 
(1812),  J.  L.  Gay  Lussac  demonstrated  the  a])pUcability  and  utility  of  volumetric  methcxls  in 
analytical  chemistry— for  chlorimetry,  1824;  for  alkalimetry,  1828;  silver,  1832.  See  L.  L. 
de  koninck.  Bull.  Assoc.  Belg.  Chim.,  19.  28,  78,  422,  1904  ;  Histoire  de  la  Mithode 
TUrinUtriqM,  Brussels,  1901. 
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thiosulphate  is  equivalent  to  one  atom  of  iodine,  which,  in  turn,  is  equivalent  to 
one  atom  of  hydrogen.  Hence  the  equivalent  of  Na^S^O^  .  SHgO  is  numerically 
equal  to  the  molecular  weight. 

With  potassium  bichromate,  in  titrating  ferrous  wilts,  we  have  the  reaction  : 
KgCr/ly  +  6FeS()^  +  7  H^O  ->  etc.  This  reduces  to  30  +  6FeO  ->  SFefiy  Hence 
the  potassium  bichromate  furnishes  three  atoms  of  oxygen,  which,  in  turn, 
correspond  with  six  atoms  of  hydrogen.  Hence  the  molecule  of  potassium 
bichromate  is  ocjuivalent  to  six  atoms  of  hydrogen,  or  the  equivalent  is  one-sixth 
the  molecular  weight. 

The  case  of  potassium  permanganate  is  a  little  curious.  When  ferrous 
sulphate  is  oxidised  by  potassiinn  permanganate  in  acid  solution,  the  e<}uation 

2KMnO^  +  lOFeSO^  -h  SH^SO^  ->  KgSO^  +  2MnS0^  +  5Fe^(S04)3  +  SHgO 

reduces  to 

5O  +  10FeO-»5Fe.,O,- 

Or,  two  molecules  of  iK)tassium  permanganate  furnish  five  atoms  of  oxygen,  which 
are  equivalent  to  ten  atoms  of  hydrogen.  Hence  the  normal  solution  of  KMnO^ 
will  contain  one-fifth  of  the  molecular  weight,  that  is,  ^(^  of  2  x  158  =  31*6  grms. 
per  litre.  In  Volhard's  process  for  manganese,  the  titration  is  made  in  neutral 
solution.     The  reaction  is 

2KMnO^  +  3MnS04  -h  2ZnO  ->  5MnO.,  +  K^SO,  f  2ZnS0p 

which  reduces  to 

Mn^Oy  +  3MnO  -»  oMnOa- 

Or,  two  molecules  of  potassium  permanganate  give  three  atoms  of  oxygen,  so 
that  the  normal  solution  contiiins  one-sixth  of  twice  158  =  52  66  grms.  per 
litre,  or  the  equivalent  weight  is  one-third  the  molecular  weight.  Hence 
there  are  two  different  normal  solutions,  depending  on  the  particular  reaction 
under  consideration.  But  potassium  permanganate  is  generally  employed  in 
acid  solution,  and  in  consequence,  utiless  otherwise  expressed,  a  normal  sohition 
of  KMnO^  is  understood  to  contain  31  63  grms.  per  litre.  ^ 

Again,  in  titrating  stannous  chloride  with  ferric  chloride,  two  molecules 
of  the  latter  give  two  molecules  of  chlorine  to  one  molecule  of  stannous  chloride : 

2FeCl3  +  SnClg  -»  2FeCl2  +  SnCl^. 

Hence  one  molecule  of  ferric  chloride  is  equivalent  to  one  atom  of  chlorine, 
which,  in  turn,  is  equivalent  to  one  atom  of  hydrogen.  The  molecular  and 
equivalent  weights  are  identical,  A  nonnal  solution  of  stannous  chloride,  on 
the  other  hand,  will  have  half  the  molecular  weight  of  SnClg  expressed  in 
grams  per  litre,  because  one  molecule  of  stannous  chloride  takes  two  atoms 
of  chlorine  from  two  molecules  of  ferric  chloride. 

The  preceding  definition  of  normal  solutions  is  virtually  that  given  by 
F.  Mohr  in  1859.'-^  This  definition  has  been  adopted  by  the  leading  writers  on 
volumetric  analysis  (Fresonius,  F.  Sutton,  E.  F.  Fischer,  A.  Classen),  and  most 
analysts.  Other  definitions  have  been  proposed,  and  a  few  writers  (N. 
Menschutkin,  M.  M.  P.  Muir,  C.    Winkler,  J.    Muter)    have  defined  a  normal 

^  For  "the  available  oxygen"  standard,  see  R.  Abegg,  Anleitung  xur  Berechnung  volu' 
mctrischer  Avalysen^  Breslau,  1900. 

'^  F.  Mohr,  Lfhrbiwh  dt'r  chemisch-anah/fhchni  Titriermrthoih\  Braunschweig,  1869  ; 
W.  Fresenius,  Zeit.  anal.  Chcm.,  25.  205,  1886  ;  B.  Tollens,  ih.,  25.  3fi3,  1886  ;  C.  Marx,  t6., 
26.  217,  1887  ;  L.  L.  de  Koninck,  ib.,  25.  487,  1886  ;  A.  H.  Allen,  Cliem.  News,  40.  289, 
1887  ;  C.  Winkler,  Die  Maassanalyse  nach  ncuen  titrimetrischen  System,  Freiburg,  1888  ; 
Ber,,  18.  2527,  1886  ;  Zeit.  anal.  Ckem.   25.  484,  1886. 
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solution  to  be  a  "  solution  containing  the  molecular  weight  of  the  salt  in  grams 
per  litre."  This  definition  is  advantageously  used  in  physical  chemistry,  but 
not  in  analytical  chemistry.  It  might  be  noted  en  passant  that  Gay-Lussac's 
"normal  solution  of  sodium  chloride"  is  *'a  solution  of  sodium  chloride  such 
that  100  C.C.  will  exactly  precipitate  1  gram  of  silver."  This  special  definition 
is  used  in  many  assaying  laboratories  for  these  particular  solutions. 

§  22.  Standard  Solutions  of  Hydrochloric  Acid. 

Hydrochloric  acid— HCl.     Molecular  weight :  36*468  ;  equivalent  weight :  36*468. 

The  most  commonly  employed  solutions  are : 

Grm.'HCl  per  c.c. 

N-Hydrochloric  acid 0*036468 

4N-Hydrochloric  acid 0018284 

iN-Hydrochloric  acid 0  00729* 

jiffN-Hydrochloric  acid 0*003647 

To  prepare  a  semi-normal  solution  of  hydrochloric  acid,  that  is,  a  solution 
of  hydrochloric  acid  containing  half  the  equivalent  weight  (viz.  18*25  grms.) 
per  litre,  make  a  solution  rather  more  concentrated  than  is  finally  neecled ; 
determine  the  exact  strength  by  comparison  with  another  solution  of  known 
titre,  or  by  analysis;  and  then  dilute  to  the  required  strength.  Never  start 
with  a  solution  more  dilute  than  that  finally  required,  because  of  the  diflSculties 
involved  in  measuring  accurately  small  quantities  of  material. 

Suppose  that  the  hydrometer  shows  that  the  stock  of  concentrated  acid  has 
a  specific  gravity  1*14.  From  Table  LXXVI.,  an  acid  of  this  strength  has 
28  per  cent,  of  HCl  by  weight.  Hence,  77  c.c.  of  this  acid  will  have  between 
20  and  27  grms.  of  HCl.  Make  77  c.c.  of  this  acid  up  to  1100  c.c.  in  a  Giles' 
flask  ^  (fig.  22c)  with  recently  boiled  distilled  water.  Let  the  solution  stand 
a  few  hours  so  that  it  may  attain  the  temperature  of  the  room.  If  the 
temperature  of  the  room  be  not  that  indicated  on  the  flask,  an  allowance  must 
be  made  as  indicated,  Table  VII.,  XL,  or  XIII. 

Compact  fragments  of  Iceland  spar^ — calcium  carbonate — weighing  from 
2  to  3  grms.  each,  are  broken  from  a  large  crystal  by  pressing  the  edge  of  the 
blade  of  a  knife  against  a  large  clear  crystal  and  tapping  the  back  of  the  blade 
sharply  with  a  hammer.  These  fragments  are  rinsed  with  dilute  hydrochloric 
acid  or  nitric  acid  to  free  them  from  adhering  powder,  and  to  round  their  edges 
and  comers.  They  are  then  well  washed  with  distilled  water,  and  dried  in  an 
oven  at  110*.     The  pieces  are  preserved  in  a  stoppered  bottle  for  use. 

Two  or  three  pieces  of  the  Iceland  spar  are  placed  in  a  clean  dry  beaker  or 

»  W.  B.  Giles,  Chem.  News,  69.  99,  1894— fig.  22c.  ;  W.  Wislicenus,  Ber,,  29.  2442,  1896— 
fig.  226.  These  flasks  aro  convenient  when  standard  solutions  are  to  be  made  up  from  reagents 
which  cannot  be  exactly  weighed.  Ordinary  litre  flasks — fig.  22«— may  of  course  be  used,  but 
the  subsequent  dilution  is  not  so  easily  done.  In  Biltz's  or  PHiiger's  flask  (E.  Pfliiger,  Zeit.  anal. 
Cheyn.f  2$.  91,  1886)— fig.  22d — there  is  a  bulb  above  the  mark  on  the  neck  to  facilitate 
shaking.  With  the  latter  flasks,  the  amount  of  concentrated  acid  taken  must  be  adjusted 
for  1000  c.c.  In  the  present  case,  70  c.c.  would  have  been  taken  for  1000  c.c.  in  place  of 
77  c.c.  for  1100  c.c.  A.  Goske  {Cfieni.  Ztg.,  28.  795,  1904)  and  £.  Uirschsohu  {Zeit.  anal. 
Chem..,  30.  95,  1891)  describe  a  flask  with  a  wide  neck  graduated  in  cubic  centimetres  between 
920  and  1000  c.c. — fig.  22a.  The  use  of  this  flask  will  be  obvious,  and  it  would  have  been 
as  convenient  as  Giles  flask  for  our  purpose.  The  wide  neck,  however,  makes  the  "error  of 
experiment"  somewhat  greater. 

'  Selected  crystals  are  ramarkably  pure — more  pure  indeed  than  the  regular  **  sodium 
carbonate  purisaimns*'  usually  employed  for  standardising  hydrochloric  acid.  This  excellent 
method  of  standardisinff  hydrochloric  acid  was  recommend^  by  G.  Duerr,  Chem.  News,  a8.  156, 
1873;  O.  Moason,  16.,  8x.  73,  1900;  W.  H.  Green,  ib.,  87.  5,  1903. 
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Erlenmeyer's  flask.  Weigh  the  beaker  und  contetit^,  all  dritxl  iit  11U°  iind  cooled 
in  a  desiccator.  Cover  the  beaker  with  a  wateh-gliuss,  «ud  add  20  c  c.  of  the 
hydrocbloric  acid  from  the  flask  ^  by  means  of  a  clean  piptette  in  such  a  way 
that  there  is  no  loss  by  spurting.  When  the  evolution  of  gas  has  almost 
ceased  (3-4  hours)  rinse  the  side  of  the  beaker  with  distilled  water.  Restore 
the  cover,  and  heat  the  solution  to  near  the  boiling  point  on  an  asbestos  pad  or 
quartz  plate  for  about  an  hour.  This  is  to  ensure  thut  the  reaction  between 
the  acid  and  the  spar  is  complete.  Bumping  must  not  be  permitted,  or  minute 
fragments  may  be  detached  from  the  undissolved  spar  which  would  cause  high 
results.  Decant  off  the  solution,  wash  the  beaker  and  the  contained  spar 
thoroughly  with  distilled  water,  dry  the  beaker  and  contents  at  ItO*,  cool  in  a 


Fig,  22.— SUndard  Baska. 

desiccator,  and  weigh.  This  furnishes  the  data  necessary  for  calculating  the 
strength  of  the  acid.     For  example : 

First  wsigliiug  of  beakot  and  acar 21  6327  grnw 

Second  weighing  af  beaker  ana  spar       ....     21'IOlS^ms. 

Icelnnd  sjiar  dusiilvcd     ......       O'iiSll  grnis. 

Since  the  molecular  weight  of  Iceland  spar  is  100  (more  exactly  10007),  and 
2HC1  +  CaCOg-*  CaClj  +  2HjU, 

it  follows  that  1  litre  of  normal  acid  will  dissolve  50  grms.  of  the  Iceland  spar, 
or  20  c.c.  will  dissolve  1  gram.  Had  the  acid  been  exactly  half  normal,  0'5  grm. 
of  the  spar  would  have  dissolved.*  The  acid  we  have  prepared  is  t«o  concen- 
trated. Pipette  acid  from  the  Oiles'  flask  until  the  level  of  the  liquid  is  at 
the    1000-c.c.    mark.      From    the    proportion  —  0'5311    :  0-5  =  20  :  a:,    where 

'  Kordiuaryflasksareuaed— tigs.  22i{ur22e— the  volume  wi did mwti  fur  textlng.  etc.,  should 
be  noted,  ao  aa  t«  avoid  the  use  of  ineiiBUring  cylindara  later  on  when  the  solution  is  dduted. 

>  It  is  hera  assnmed  that  100  is  the  inoleoular  weight  of  thn  Iceland  spar.  If  100*07  ba 
takeo,  tba  correspoading  change  must  be  made  in  the  otlier  numbers. 
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a?  =  18*83  c.c.  It  follows,  therefore,  in  order  to  make  the  acid  exactly  half 
normal,  18*83  c.c.  must  be  made  up  to  20  c.c,  or  18*83  c.c.  must  be  diluted  with 
1*17  c.c.  of  water.  Hence,  the  1000  c.c.  now  in  the  Giles'  flask  must  be  diluted 
with  62  C.C.  of  water  in  order  to  make  the  solution  exactly  half  normal.  The 
accuracy  of  the  dilution  should  be  established  by  repeating  the  experiment  with 
the  Iceland  spar.^  The  most  important  source  of  error  in  this  method  of 
standardising  the  hydrochloric  acid  arises  from  the  fact  that  the  reaction  is  some- 
what tardy  towards  the  end,  hence  there  is  a  danger  of  stopping  before  the 
reaction  between  the  acid  and  spar  is  completed. 

The  advantages  of  hydrochloric  acid  as  the  standard  acid  for  general  work 
are ;  (1)  it  forms  readily  soluble  salts  with  the  alkalies  and  the  alkaline  earths 
(hence  preferable  to  sulphuric  and  oxalic  acids) ;  (2)  it  is  easily  obtained  pure 
(nitric  acid  often  contains  a  little  nitrous  acid) ;  (3)  the  strength  of  the  acid  is 
easily  verified  by  means  of  silver  nitrate ;  (4)  the  dilute  solutions  employed  suffer 
no  perceptible  loss  when  boiled.  For  instance,  a  ^^N-solution  boiled  10  minutes 
did  not  colour  blue  litmus  paper  held  in  the  vapour,  hence  the  steam  which 
passes  off  is  almost  free  from  hydrochloric  acid.  (5)  The  strength  of  the  acid 
does  not  change  on  keeping. 


§  23.  Temperature  Correction  for  Solutions  of  Hydrochloric  Acid. 

It  has  been  assumed  that  the  temperature  of  the  acid  solution  did  not  differ 
more  than  3°  from  the  standard  temperature,  15".  If  the  actual  temperature 
deviates  appreciably  from  this  number,  a  correction  must  be  applied  in  order 
to  obtain  the  strength  the  acid  would  be  at  the  standard  temperature.  The 
following  correction  table — Table  XI. — is  to  be  used  in  accurate  work  when 
allowance  is  to  be  made  for  variations  of  temperature  of  a  normal  solution  of 
hydrochloric  acid  at  a  temperature  different  from  that  at  which  the  substance 
was  standardised,  namely,  15^2  For  solutions  more  dilute  than  one- tenth  normal 
the  correction  table,  page  29,  for  water  may  be  employed. 

Table  XI. — Temperature  Correction  for  N-HCl  Solutions, 

(Standard  temperature,  15*.) 


Temp. 

0 

1 

2 

8 

4 

5 

6 

7 

8 

9 

0 

1 
2 

■  •  ■ 

+  0-8 
-1*1 

+  0*7 
-1*3 

•  •  • 

+  0-6 
-1-5 

+  0  3 
-1*8 

•  •  • 

+  0-2 
-21 

+  1-3 

Unit. 
-2-3 

+  1-2 
-0-2 
-2-5 

+  1*1 
-0-4 
-28 

+  1-0 
-0*6 
-3-1 

+  0*9 
-0-8 
-3-4 

*  It  should  be  remembered  that  in  diluting  the  more  concentrated  solutions  of  salts,  acids, 
etc.,  a  change  of  volume  may  occur  such  that  the  volume  of  the  mixture  is  less  or  greater  than 
the  sum  of  the  separate  volumes  of  the  two  components.  The  effect  is  seldom  appreciable  with 
dilute  solutions,  but  with  more  concentrated  solutions  the  effect  may  be  serious  if  the  dilution 
be  not  checked.  Thus,  with  a  solution  of  ammonium  sulphate  containing  56  grms.  per  100  c.c, 
the  contraction  was  found  to  be : 

Ammonium  sulphate  taken 

Water  taken 

Volume  of  resulting  solution 

Chanees  of  temperature  on  mixing  sometimes  cause  a  temporary  expansion.  Sufficient  time 
must  be  allowed  for  the  mixture  to  assume  the  temperature  of  the  room  before  measuring  liquid 
or  the  control  experiment. 

^  The  table  also  applies  for  N-ozalic  acid.  It  is  based  on  A.  Schulze  (Zeit.  ancU^  Chem,  21. 
167,  1882).  The  table  can  be  readily  transposed  into  any  other  standard  temperature  different 
from  15*,  as  indicated  on  page  29. 
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50-0 

25*0 

12*5    c.c. 

50*0 

76-0 

87*6    C.C. 

98*83 

99*64 

99-89  c.c. 

50  A  TREATISE  ON  CHEMICAL  ANALYSIS. 

Examples.— (1)  21*30  c.c  of  ^N-HCl  have  been  used  in  a  titration  at  22*. 
The  solution  was  standardised  for  15*.  The  actual  volume  at  15*  would  be  less 
than  21*30  c.c  From  Table  XL  the  correction  for  1  c.c.  is  -O'OOIS  c.c.  Hence, 
21*3 X 00015 «0-032  c.c.  or  21*30  cc.  at  22*  corresponds  with  21*30-0 03=21*27  c.c. 
at  15*. 

(2)  A  titration  is  made  at  12",  and  later  on,  at  20*.  In  the  former  case,  19*99  cc. 
were  employed,  and  in  the  latter  case,  20*022  cc  Suppose  that  no  temperature 
correction  be  made,  it  follows  that  the  two  determinations  give  a  difference  of 
100(20-022  -  19*99)h-  19*99=016  per  cent.  As  a  matter  of  fact,  both  really  correspond 
with  20  c.c.  at  the  standard  temperature,  15**. 

These  two  examples  give  an  idea  of  the  error  to  which  we  are  liable  when  the 
temperature  is  neglected.  The  temperature  factors  will  be  given  for  other 
solutions  as  occasion  demands. 

In  order  to  facilitate  the  compounding  of  standard  solutions  at  temperatures 
different  from  the  standard,  Heygendorff  ^  has  designed  measuring  flasks  gra- 
duated for,  say,  1000  c.c.  at  temperatures  between  9'  and  25*.  These  flasks 
resemble  a,  fig.  22. 

§  24.  The  Adjustment  of  Standard  Solutions. 

When  large  volumes  of  a  solution  are  in  question,  the  adjustment  can  be 
made  without  measuring  the  volume  of  the  liquid  litre  by  litre.^  Suppose  that 
40-50  litres  of  a  y\yN-soda  solution  are  to  be  prepared.  Make  sufficient  solution, 
about  double  the  required  strength,  to  about  half  fill  the  carboy  in  which  the 
solution  is  to  be  stored.  Pipette,  say,  three  lots  of  25  c.c.  and  titrate  with  y^^N-acid 
as  indicated  later  on.  Suppose  that  25  c.c,  as  a  mean  of  three  titrations,  require 
31*25  cc.  of  the  standanl  acid.  In  that  case,  80  cc  of  the  given  solution 
correspond  with  100  cc  of  the  ^\yN-acid.  This  means  that  250  c.c  of  water 
must  be  added  per  litre  of  the  solution  in  order  to  make  it  exactly  ^V^-  ^^^' 
transfer,  say,  200  cc.  of  the  solution  into  a  500-c.c.  flask. 

Add  a  litre  of  water  to  the  solution  ;  stir ;  withdraw,  say,  200  cc  for  titration. 
Suppose  that  8*33  c.c.  now  correspond  with  100  c.c.  of  the  ^^N-acid.  The  addition 
of  the  water  has  made  a  difference  of  50  cc.  per  litre  in  the  amount  of  water 
needed  to  convert  the  given  solution  to  the  required  strength.  Hence,  the 
carboy  contained  1000 -r  50  =20  litres  before  the  second  sample  was  withdrawn 
for  titration.  The  original  solution  required  250  c.c.  of  water  per  1000  c.c. 
to  make  it  exactly  deci-normal.     Hence,  the  original  20  litres  will  require 

20x250     ^..^ 

"Tooo-  =  ^^^^"" 

of  water  in  order  to  make  it  exactly  deci-normal.     But  1  litre  has  been  added. 
Consequently,  4  more  litres  of  water  must  be  added. 

A  slight  error  is  caused  by  withdrawing  the  200  c.c  for  the  second  trial.  To 
correct  this,  dilute  the  200  cc.  of  the  original  solution  standing  in  the  500-c.c 
flask  by  adding  50  cc.  of  water  per  litre;  that  is,  200  cc.  re<iuired  10  cc  of 
water.  The  solution  in  the  flask  is  the  siime  strength  as  the  200  cc.  withdrawn 
for  the  second  titration  before  adding  the  4  litres  of  water.  Hence,  restore  the 
200  c.c.  to  the  liquid  in  the  carboy,  and,  if  there  has  been  no  change  of  volume 
on  mixing,  the  solution  should  be  exactly  decinormal,  and  occupy  25  litres. 

Some  prefer  to  leave  the  acid  approximately  half -normal,  instead  of  adjust- 
ing the  solution  exactly,  as  described  in  the  preceding   section,  by  means   of 

*  M.  von  HeygendorfT,  C?iem.  Ztg.,  35.  382,  1911. 

2  F.  M.  Lyte,  Chem.  News,  26.  159,  1872 ;  29.  23,  1874  ;  W.  Smith,  i6.,  30.  220,  1869. 
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the  Giles'  flask.  In  that  case,  20  c  c.  of  the  acid  are  equivalent  to  0'053II 
grm.  of  calcium  carbonate.  But,  from  the  above  equation,  100  grms.  of 
Iceland  spar  correspond  with  79*936  grms.  of  hydrochloric  acid,  and  therefore 
0-5311  grm.  of  Iceland  spar  will  correspond  with  0*7294  x  0*5311  =03874 
grm.  HCl.  Hence,  20  c.c.  of  the  acid  has  0*3874  grm.  of  HCl;  or  1  c.c. 
has  0*01937  grm.  HCl.  The  bottle  containing  the  solution  may  be  labelled 
accordingly. 

If  but  a  small  volume  of  acid  is  to  be  standardised,  it  may  be  advisable  to 
follow  the  plan  just  described.  In  other  cases  a  factor  may  be  used.  In  the 
above  example,  the  acid  has  0*3874  grm.  HCl  per  20  c.c.  If  it  were  exactly 
normal,  20  c.c.  would  have  0*3647  grm.  HCl.  Or  18*83  c.c.  is  equivalent  to 
20  C.C.  of  half-normal  acid ;  or  the  acid  is  0*531 1-normal  when  it  should  be  0*5-N. 
Dividing  any  pair  of  these  numbers,  say, 

^'^    =0*9415, 


0*5311 


the  resulting  number — 0*9415 — represents  the  fraction  of  a  cubic  centimetre 
which  is  equivalent  to  1  cubic  centimetre  of  exactly  |N-acid.  Hence,  in 
any  given  titration,  the  number  of  cubic  centimetres  multiplied  by  0*9415 
will  give  the  number  of  cubic  centimetres  which  would  have  been  used  with 
exactly  ^N-acid.  Similarly,  had  0*4311  grm.  of  spar  been  dissolved,  the 
acid  would  have  been  too  dilute,  and  the  conversion  factor  would  have  been 
0*5  r- 0-4311  =  1*16.1 


§  25.  The  Adjustment  of  the  Specific  Gravity  of  Solutions. 

Solutions  of  a  definite  specific  gravity  have  sometimes  to  be  made  by  diluting 
solutions  of  known  specific  gravity.  The  dilution  is  not  usually  required  to  be  of 
very  great  accuracy. ^  When  tables  connecting  specific  gravity  with  concentration 
are  available,  the  method  can  also  be  applied  to  the  dilution  of  solutions  of  a  given 
percentage  composition  to  solutions  of  another  percentage  composition.  In  the 
absence  of  a  knowledge  of  the  law  of  contraction  or  expansion  on  dilution,  the 
problem  can  only  be  solved  approximately,  because  the  methods  of  calculation 
assume  that  *Hhe  total  volume  of  a  mixture  is  equal  to  the  sum  of  the  volumes 
of  its  parts,"  and  this  assumption  is  not  always  justified.  The  following  represent 
three  typical  cases  : — 

1.  It  18  required  to  prepare  a  volume  Y  of  a  solution  of  specific  gravity  S,  hy 
diluting  a  volume  y  of  a  solution  whose  specific  gravity  is  s.  Here  F,  >S»,  and  s  are 
known,  v  is  to  be  determined.  It  follows  that  V -v  will  be  the  volume  of  the 
water  needed,  and  we  must  have  v«+  F- 1;=  VS,     Hence,  it  follows 


.-^> (1) 


^  E.  Peteraon  {Zsii,  anal,  Chem.,  45,  14,  489,  1906  ;  G.  Bnihns,  ib.,  45.  204, 1906)  recom- 
mends the  adjustment  of  standard  solations  by  representing  the  approximately  normal  solution 
in  terms  of  '*  equivalent  volumes,"  that  is,  the  number  of  cubic  centimetres  of  the  solutions 
which  contain  an  equivalent  weight  of  the  substance  in  solution.  Thus,  in  standardising 
hydrochloric  acid,  we  have  found  0*5811  grm.  of  Iceland  spar  to  be  eauivalent  to  20  c.c.  of  acid  ; 
hence,  half  of  one  equivalent  of  Iceland  sfiar,  namely,  25  grms.,  would  be  equivalent  to  half  an 
equivalent  of  hydrochloric  acid,  and  equivalent  to  941*5  c.o.  of  the  solution.  Hence,  the 
equivalent  volume  of  the  solution  was  941  '5  c.  c. 

*  A,  Vogel,  DeuL  Illustr,  Oetperbezeit.^  202,  1865 ;  C.  D.  Howard,  Joum.  Ainer,  Chsm. 
Soc,  19.  587,  1897.    See  almost  any  text- book  on  the  elements  of  hydrostatics. 
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Example. — Soda  lye  of  specific  gravity  1*34  is  to  be  diluted  with  water  to  make 
50  C.C.  of  a  solution  of  specific  gravity  I'll.  How  much  soda  lye  must  be  taken? 
Here,  F=50  <S=111,  and  «=r34.    Ansr.  v=16'18  cc. 

2.  It  IS  required  to  dilute  a  volume  y  of  a  solution  of  specific  gravity  s,  so  as  to 
rtuike  a  solution  of  specific  gravity  S — to  find  the  amount  of  Ufater  needed.  Here, 
v,  «,  and  S  are  known — to  find  V,  When  V  has  been  determined,  the  required 
volume  is  given  by  F  -  v.     From  the  preceding  relation,  we  see  that 

y---"^ (2) 

Example. — What  volume  of  water  is  needed  to  reduce  50  c.c.  of  a  solution  of  caustic 
soda  of  specific  gravity  1*34  to  a  specific  gravity  Til  ?  Here,  v-50,  iS^l'll,  «=1*34. 
Ansr.  154*55  cc. 

3.  It  is  required  to  dilute  Y  c.c,  of  a  solution  of  specific  gravity  s  with  another 
liquid  of  specific  gravity  z  in  order  to  get  a  solution  of  specific  gravity  S — to  find 
what  volume  of  liquid  of  specific  gravity  z  is  necessary  for  the  purpose.  Here 
v,  «,  z,  and  S  are  known.  Let  u  denote  the  required  volume  of  the  solution  of 
specific  gravity  z,  then 

V{S  "S)  /o\ 

W  =  -    „     — -     '  .  .  .  .  .       \o) 

o  —  z 

Example.— 50  c.c.  of  soda  lye,  specific  gravity  1*34,  is  to  be  diluted  with  soda  lye, 
specific  gravity  1*11,  in  order  to  get  a  solution  of  specific  gravity  1*2.  What  volume  of 
the  latter  is  needed?    Here,  t7=50, 2= 1*11, «=  134, 5=1*2.    Ansr.  77*8  -  50  c.c.=27-8  c.c. 

The  problem  of  dilution  is  usually  very  easily  solved  by  means  of  the  specific 
gravity  tables. 

Example. — A  solution  of  sulphuric  acid,  specific  gravity  1*2,  is  to  be  prepared  from  the 
stock  acid,  specific  gravity  1*84.  From  Table  LXXV.,  100  cc.  of  acia,  specific  gravity 
1*84,  has  175*9  grms.  HjSO^ ;  100  c.c.  of  an  acid  specific  gravity  1*2  has  32*8  grms. 
H2SO4.  If  100  c.c.  of  the  concentrated  acid  has  175*9  grms.  HgSOj,  18*64  cc  will  have 
32*8  gruis.  of  acid.  Hence,  if  18*64  cc.  of  the  concentrated  acid  be  transferred  to  a 
100-c.c.  flask,  and  the  solution  made  up  to  100  cc  (temj)erature  constant),  the  result 
will  be  an  acid  of  the  desired  concentration. 

§  26.  The  Calculations  of  Analytical  Chemistry. 

Slide  Rule. — The  slide  rule  is  a  convenient  check  on  the  accuracy  of  the 
arithmetic.  Most  of  the  calculations  in  general  analytical  chemistry  are  simple 
proportion.  Simple  proportion  can  be  done  very  rapidly  with  the  slide  rule. 
For  instance,  tiike  the  proportion  2  :  3  =  4  :  ir.  Place  2  on  one  scale  over  3  on 
the  other,  and  the  value  of  x  will  be  found  over  4.  Again,  suppose  a  standard 
solution  is  such  that  984  c.c.  is  equivalent  to  1000  c.c.  of  a  solution  exactly 
normal;  and  21*2  c.c.  of  the  solution  have  been  used  in  the  titration.  Set  984 
on  one  scale  over  1000  on  the  other  scale,  and  the  number  of  c.c.  of  an  exactly 
normal  solution  will  be  found  over  21 '2.  Again,  what  weight  of  SOg  is  equi- 
valent to  0*321  grni.  BaSO^?  Since  233  (BaSOj  :  80*1  (SO3)  =  0*321  :  a:,  set 
80' 1  over  233,  and  read  the  value  of  x  over  0*321. 

The  regular  slide  rule  of  moderate  length  does  not  read  to  more  than  two 
figures,  and  a  third  by  approximation,  that  is,  approximately  to  the  first  decimal 
of  one  per  cent.  It  is  customary  to  write  two  decimals,  in  spite  of  the  fact  that 
the  second  figure  is  of  no  real  value.  Chemists  have  not  therefore  taken  up  the 
slide  rule,  owing  to  the  imcertainty  in  the  third  and  fourth  figures.  It  is  a 
general  principle  in  chemical  arithmetic  that  the  magnitude  of  the  error  due  to 
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the  method  of  calculation  fmut  be  leell  within  the  limiu  of  the  experimental  error. 
The  ordinary  slide  rule  does  not  satisfy  thin  orit«rion.  Hence,  tlie  chief 
function  of  the  ordinary  slide  rule  is  to  check  the  accuracy  of  calculations.' 
Errors  which  might  escape  detection  by  simply  going  over  the  Hgureu  may  be 
thus  revealed.  G.  Fuller's  slide  rule,  however,  is  accurate  enough  for  analytical 
requirements.  It  deals  with  four-figure  numbers,  and  a  fifth  by  an  easy 
approximation.  Its  first  cost  (£3)  is  rather  high,  but  it  is  the  slide  rule  for 
chemical  calculations,*     I  find  it  excellent. 

Si/vared  Paper.* — Let  1000  be  taken  as  an  abscissa  on  squared  paper,  and  as 
ordinate  lay  off  a  length  corresponding  with  the  reduction  factor  of  a  given 
determination,  say   736   for   PbO  in  lead  sulphate;  247  for  chlorine  in  silver 


Flo.  23.— Cbartg  to  focilitate  cslcuUtioDB. 

chloride,  eto.  Join,  say,  the  ordinate  736  with  the  abscissa,  then  any  particular 
weight  of  PbSO,,  found  by  analysis,  is  located  on  the  abscissa  axis,  and  the 
corresponding  amount  of  PbO  is  read  on  the  ordinate  axis.  This  method  is 
useful  for  checking  calculaliont,  and  if  the  c\irve  be  drawn  on  a  larger  settle,  it 
will  be  found  as  convenient  as  a  table  for  saving  time  in  analytical  calculations. 

EXAUPLB.'-Suppaee  a  precipitate  of  lead  ttiiluhate  weighs  0  64  gnu.  The  onlinate 
— fig.  23 (dotted  lines) — corresponding  with  the atacisea  0'84  is 047  j  hence  047  gnu.  is 
the  equivalent  weight  ot  PbO,  corresponding  wiih  064  grm.  of  PliSO^. 

>  "A.  NcBtler's  ilide  rule  for  cbemisU  "  (U.lm,.M.  40uS4t,  lUlO)  i:<  tbe  ordinary  Lype  of 
•lide  rule  with  marks  on  tbe  scale  corresponding  with  some  of  the  cammoiier  factors  lifted  in 
mrtain  analywB.  Tbe  taXt  may  be  obtained  from  25  to  50  cm.  long,  the  price  IOb.  Rd.  As 
ft  n»Uer  of  fact.  W.  H.  WoIlMton  indented  a  similar  slide  rule  in  1814  !  W.  H.  Wollaaton, 
PhU.  Traru.,  104.  1,  1814, 

^  A  uamphlet  explaining  how  tbe  rale  is  used  ia  sold  with  tbe  inBtrument. 

'  F.  P.  Danuin^ii,  Aam.  Anur.  Chtm.  Soc.,  Z$.  637,  1803. 
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Analytical  Tables. — Logarithms  are  in  common  use.  Five-figure  logarithmic 
tables  suffice  for  the  calculations  in  most  analytical  work.^  In  order  to  lessen 
the  labour  involved  in  calculating  oft-repeated  determinations,  conversion  tables 
may  be  used  with  advantage.  This  prevents  wasting  time  and  energy  on  a 
repetition  of  old  operations,  and  conduces  to  more  accurate  work.  Once  accurate 
tables  have  been  compiled,  there  is  less  liability  to  error.  For  instance,  the 
amount  of  MgO  in  a  given  weight  of  magnesium  pyrophosphate  can  be  read  from 
Table  XC.  at  a  glance ;  similar  tables  can  be  used  for  the  amount  of  K^O  or  KCl 
in  a  given  weight  of  potassium  chloroplatinate  ;  PbO  in  PbSO^  ;  etc.  Some  of 
these  tables  are  given  in  the  Appendix. 

national  Weighing, — Another  artifice  for  abbreviating  calculations  is  to  weigh 
an  amount  of  substance  for  the  analysis  which  bears  a  simple  relation  to  the 
conversion  factor.^  WTien  the  amount  of  m>bstance  taken  for  analysis  is  the  same 
as  the  conversion  factor  J  the  weight  of  the  precipitate  directly  corresponds  tnth  the 
percentage  value  sought ;  and  when  the  amount  of  substance  taken  for  analysis  is 
a  simple  multiple  or  sub-multiple  of  the  conversion  factor,  the  weight  of  the 
precipitate  is  a  corresponding  multiple  or  sub-multiple  of  the  percentage  value 
sought.  For  instance,  if  PbO  is  to  be  determined  in  a  given  substance,  and  if 
0*7359  grm.  of  the  sample  be  taken,  then,  if  0*5  grm.  of  lead  sulphate  be 
obtained,  it  follows  that  the  sample  contains  50  per  cent,  of  PbO.  It  is  easy  to 
see  this.  Since  0*5  x  0*7359  grm.  of  PbO  has  been  obtained  from  0*7359  grm. 
of  the  sample,  100  grms.  of  the  sample  will  have  50  grms.  of  PbO. 

It  must  be  remembered  that  time  is  lost  in  weighing  a  definite  amount  of  a 
substance  to  such  a  degree  of  accuracy,  and  it  is  sometimes  questionable  if  the 
time  consumed  in  weighing  is  not  greater  than  the  time  spent  in  solving  the 
proportion,  in  this  particular  case  : 

Weight  of  sample  :  0*7359  =  Weight  of  lead  sulphate  :  x. 

At  any  rate,  the  risk  of  error,  owing  to  the  hygroscopic  properties  of  fine  powders, 
is  sometimes  greater  in  the  former  case.  Similarly  in  volumetric  work.  A 
little  thought  spent  in  ** designing''  routine  operations  may  save  a  great  deal 
of  work. 

To  find  the  relation  between  the  weight  of  the  sample  to  he  taken  for  the  analysis 
and  the  concentration  of  the  standard  solution  employed  so  that  the  nwmher  of  cubic 
centimetres  of  the  standard  solution  may  directly  represent  the  percentage  amount 
of  the  constituent  sought, — The  strength  of  the  standard  solution  must  be  adjusted 
so  that  a  weight  w  of  the  sample  is  equivalent  to  100  c.c.  In  other  words, 
100  c.c.  of  the  standard  solution  must  be  equivalent  to  a  weight  w  of  the 
(pure)  constituent  sought.  For  example,  if  100  c.c.  of  the  standard  solution  be 
equivalent  to  3*942  grms.  of  the  constituent  under  investigation,  we  must  weigh 
exactly  3*942  grms.  of  the  sample  for  the  titration.  In  that  case,  if  41  c.c.  of 
the  standard  solution  be  used  in  the  titration,  the  sample  contains  4 1  per  cent, 
of  the  constituent  in  question. 

Example. — Suppose  that  it  be  required  to  determine  the  amount  of  sodium  carbonate 
in  a  given  sample  of  soda  ash.  For  convenience,  let  w=l  grm.  The  standard  acid 
solution  must  be  so  made  that  100  c.c.  contains  the  equivalent  of  1  gram  of  sodium 
carbonate.  By  weighing  1  gram  of  the  sample  for  each  determination,  eveiy  c.c.  of 
the  acid  used  in  the  titration  will  represent  one  per  cent,  of  sodium  carbonate  in  the 
sample. 


1  For  example,  F.  D.  Kiister,  Logarithmisehe  Rechiientafeln  fiir  CJiemiker,  Leipzig,  1910  ; 
C.  J.  Woodward,  Five-figure  Logarithms  for  Chemists,  London,  1910. 

5*  E.  A.  Uehling,  Joum.  Anal,  App,  Chem.,  i.  402,  1887.  K.  B.  and  L.  A.  Voorkee8(i6., 
7.  121,  1893)  recommend  sj)ecially  graduated  pipettes. 
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It  may  be  advisable  to  use  a  more  dilute  solution.  The  strength  of  the 
standard  solution  can  be  made  such  that  the  percentage  amount  of  the  constituent 
sought  in  the  given  sample  is  one-tenth  the  number  of  cubic  centimetres  used  in 
titration.  Then,  1000  c.c.  of  the  standard  solution  must  be  made  equivalent  to 
w  grms.  of  the  constituent  (pure)  under  investigation. 

Example. — Suppose  that  it  be  required  to  find  the  percentage  amount  of  sodium 
chloride  in  a  sample  of  soda  ash.  For  convenience,  let  to =2.  The  standard  sol  at  ion  of 
silver  nitrate  must  be  made  such  that  1000  c.c.  corresponds  with  2  grms.  of  sodium 
chloride.  But  2  grms.  of  sodium  chloride  ara  equivalent  to  5*81  grms.  of  silver  nitrate. 
Hence,  when  the  standard  silver  nitrate  solution  contains  5*81  grms.  of  silver  nitrate  per 
litre,  and  2  grms.  of  the  samnle  are  taken,  every  10  c.c.  of  the  silver  nitrate  solution  will 
represent  one  per  cent  of  sodium  chloride  in  the  given  sample. 

§  27.  The  Automatic  Filling  of  Burettes  and  Pipettes. 

When  titrations  with  a  given  solution  have  to  be  made  at  frequent  intervals, 
one  of  the  many  ^  ingenious  forms  of  burette  available  for  automatic  filling  will 
save  time.  The  four  forms  indicated  below  are  typical,  and  useful  in  special 
cases,  but  there  are  scores  of  others.  The  chemist  has  here  to  consider  a 
number  of  factors  :  convenience  in  filling,  fragility,  simplicity,  first  cost,  repairs, 
etc.  Is  there  a  sufficient  number  of  determinations  to  justify  the  installation  ? 
Automatic  burettes  may  reduce  the  risk  of  error  as  well  as  save  time  and 
frequently  also  material. 

Knojler'9  Bwrette. — The  burette  shown  in  fig.  24  is  a  modification  of  Knofler's. 
It  is  filled  by  opening  the  cock  Ay  and  forcing  the  liquid  into  the  burette  from 
the  stock  solution  *S^  by  means  of  the  rubber  blower  B,  When  the  burette  is 
full,  close  the  cock  Ay  and  adjust  the  level  of  the  liquid  in  the  burette  by  means 
of  the  cock  A  or  C  The  burette  is  then  used  in  the  ordinary  manner.  If  an 
excess  of  liquid  remains  in  the  burette,  it  can  be  run  back  into  the  main  solution 
by  opening  the  cock  A,  In  Krawczynski's  burette,  there  is  a  central  tube  pass- 
ing from  the  cock  A  to  the  zero  mark.  The  burette  is  graduated  with  this  tube 
in  position.  If  the  burette  should  be  filled  above  the  zero  mark,  the  excess 
runs  back'  into  the  bottle  when  the  blower  stops.  Hence  the  burette  is  auto- 
matically filled  to  the  zero  mark.  There  is  then  no  provision  for  returning 
unused  liquid  to  the  main  bulk.  I  prefer  the  burette  without  the  central  tube. 
The  blower  should  have  a  tube  packed  with  glass  wool  ^  to  remove  dust.     The 

>  O.  Knofler,  Chetn,  Ztg.,  12.  1142,  1888 ;  A.  Thilmany,  16.,  24.  115,  1900 ;  W.  Fleming. 
i6.,  28.  818,  1904  ;  W.  Schmidt,  ib.,  2B.  154,  1904  ;  S.  Schiff,  ib,,  14.  233,  1890  ;  A.  Knauer, 
ib.,  9.  231,  1884  ;  A.  Stein,  ib.,  ZI.  786,  1886  ;  von  der  Heide,  ib.,  55.  568,  1911  ;  F.  Eisner, 
ib.,  7.  1896,  1882 ;  F.  W.  Dufert,  ib.,  10.  840,  1886  ;  L.  Hartmann,  »6.,  8.  418,  1883  ;  H.  R. 
Proctor,  t6.,  16.  17<?6,  1891  ;  J.  Stumpf,  i6.,  14.  441,  1889  ;  A.  Gawalovski,  Zeit.  anal.  Chern., 
24.  218,  1885 ;  B.  Pannertz,  ib.,  45.  751,  1906  ;  V.  Hobling,  ib.,  28.  431,  1889  ;  A.  Sauer,  ib., 
14.  311,  1876 ;  D.  Sidereky,  ib.,  33-  438,  1894 ;  P.  Metzyer,  i6.,  39.  791,  1900 ;  F.  Pannsetz, 
ib.,  45.  750, 1906  ;  F.  Larssen,  ib.,  26.  833,  1887  ;  R,  Wollny,  t6.,  24.  406, 1885  ;  £.  Ducretet, 
ZeU.  Ver,  RubmzUek,  Ind,,  22.  49,  1889  ;  K.  Bourdon,  Dingler'a  Joum.,  256.  603,  1885;  E. 
Greiner,  ib,,  254.  75,  1884;  E.  Waller,  Joum.  Amer,  Chem,  Soe.y  16.  869,  1894;  E.  M. 
Johnson,  i6.,  24.  476,  1902  ;  J.  D.  Rose,  ib.,  32.  703,  1910  ;  E.  S.  Johnson,  ib.,  19.  281,  1897  ; 
J.  L.  Sammis,  ib.,  21.  42,  1899;  E.  R.  Squibb,  ib.,  z6.  145,  1894;  G.  A.  Le  Roy,  MonU. 
ScUtU.  (4),  6.  719,  1892;  A.  M.  Soderlund,  V,S.  Pat.  No.  804894.,  1905  ;  R.  Kcinig,  Brit. 
Pat.  No.  15160,  1905;  0.  J.  van  L.  Hulsebock,  Pharm.  Weekldad,  43.  1309,  1908; 
S.  Krawczynski,  Ber,,  26.  3010,  1893  ;  M.  Guichaid,  Bull.  Soc.  Chim.  (3).  Zl.  4,  1894  ; 
E.  Kaymond,  Bull.  Soe.  Chim.  Belg.,  24.  234,  1910  ;  A.  Chabaud,  ib.  (3),  3Z.  349,  1904  ; 
R.  Frailonjc,  Bull.  Assoc.  Chim.  Sucr.  Dist.,  27.  470,  1909;  R.  K.  Meade,  Th^  Design  and 
Equi^pment  of  Small  Chemical  LaboratarieSy  Chicago,  37.  1908:  F.  Schubert,  Oester.-Ung. 
Zeit.  Zuekerind.  Landw.,  36.  629,  1907  ;  F.  Sestini,  Oaz.  Chim.  Hal.,  7.  225,  1875  ;  G.  Sire, 
Ann.  Chim.  Phys.  (4),  28.  108,  1873  ;  C.  S.  Ellis,  Chem.  News,  8z.  29,  1900  ;  E.  French,  ib., 
93.  71,  1906  ;  N.  J.  Lane,  Joum.  Soc,  Chem.  Ind.,  26. 186,  1907. 

'  In  the  case  of  caustic  solutions,  a  soda-lime  tube  is  interposed  to  remove  carbon  dioxide. 
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blower  has  a  side  tube  U>  relieve  the  pressure  when  the  blower  atopa.     The  side 
tube  is  kept  closed  while  blowing. 

Schifs  5ure/te.— ScliifTa  burette,  fig.  25,  has  a  bulb  S  connected  with  the 
burette  by  means  of  the  two  aide  tubes.  The  standard  solution  is  poured  into 
the  main  bulb.  The  burutte  is  clamped  vertically.  To  fill  the  burette,  open  the 
cock  A.  The  liquid  flows,  by  gtuvitation,  into  the  burette.  When  full,  close  A. 
When  the  burette  is  empty,  it  can  be  refilled  by  opening  A  again.  If  necessary, 
the  tube  B  can  be  connected  with  a  soda-lime  tube  or  hydn^en  apparatus  as 
indicated  below.  This  burette  is  useful  when  a  number  of  titrations  have  to  be 
made  at  one  time,  but  not   necessarily  at  frequent  intervals.      It  saves  the 


Fig.  24.— Euiifler's  bnratte.  Fin,  2G.— Schirs  baretta. 

necessity  for  frequently  refilling  the  burette  froi  the  n  i  n  solution.  In  Miiller's 
modification  '  of  Schifi's  burette,  the  tubes  about  ll  c  b  ilb  ire  eliminated,  and  a 
suitable  stopcock  is  placed  between  the  burette  t  be  ii  1  tl  e  large  bulb.  It  is 
therefore  less  fragile  than  ydiifi^s  burette. 

Ramtneltfienj'*  Autontatic  Burette. — \  fa\ounte  fonn  of  automatic  burette  is 
based  upon  fig.  26.  This  is  a  modification  of  llamii  Isber;,  s.  There  are  several 
other  modifications  in  use.  The  stock  sol  ition  c-ai  also  Iw  placed  in  a  large 
carboy  or  bottles  on  a  ahelf.  The  liquid  may  either  b  siphoned  from  the  stock 
solution  into  the  burette,  or  run  by  gravity  fron  a  s  le  t  b  dure  (fig.  26)  in  the 
stock  solution  bottle  S,  by  opening  the  glass  stopcock  or  pinchcock  at  A.     This 

r  than  Scliifrs ;  and 
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form  ia  used  when  larger  volinuea  of  atandard  solution  are  handled  than  is  con- 
venient with  the  forma  indicat«d  in  tigs.  24  and  25.  If  a  atandard  caustic 
alkaline  solution  be  in  question,  rubber  plug  cocka  are  employed.  The  digram 
esplains  the  method  of  constructing  and  using  the  apparatiia.  The  method  of 
cbikrging  will  also  be  obvious.  A  T-tube  is  the  best  arrangement  for  connecting 
the  burette  with  the  bottle  S  and  the  atmosphere. 

Meade's  Automatic  Burette.— Ja  Meade's  modification  (fig.  27)  the  atock  solution 
ia  kept  in,  sa_v,  a  Winchester  under  the  bench.  The  burette  is  fitted  with  a 
three-way  cock.     To  fill  the  burette,  the  cock  is  turned  to  connect  the  atock  solu- 


Flo.  26. — HamraelBb«rg'B  automatic  burette.  Flo.  27— Meade's  an tonjatic  burette. 

tion  with  the  burette,  and  the  blower  is  operated.  When  the  burette  is  full,  the 
cock  ia  turned,  and  the  level  of  the  liquid  in  the  burette  is  adjuated  in  the  usual 
manner.  The  Winchester  has  a  side  opening  to  relieve  the  pressure ;  this  is  usually 
kept  closed.  By  placing  a  two-hole  rubber  atopper  at  the  top  of  the  burette,  and 
bringing  the  solution  in  at  the  top  of  the  burette  by  means  of  a  glass  tnl)e, 
inat^d  of  at  the  bottom,  it  ia  poaaible  to  automatically  till  the  burette  to  zero 
each  time  it  is  relilled,  since  any  escesa  syphons  back  when  the  blower  atops. 

The  last  two  types  of  aiitomatic  burettea  are  permanent  fixtures.  The  burette 
is  clamped  to  a  suitable  support.  Owing  to  the  fact  that  water  evaporates  and  con- 
denses in  the  upper  part  of  a  bottle,  atock  solutions  should  be  shaken  every  day 
they  are  uaed.'  Hence,  rigid  or  fragile  systems  for  storing  stock  aolutionado  not 
permit  this  agitation  of  the  atock  eolution  ;  accordingly,  aome  object  to  the  use  of 

'  Some  use  vaaeline  oil  to  preveut  evaporation. 
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the  forms  indicated  in  fig.  27.     Glass  spiral  springs  are  advantageously  introduced 

where  an  apparatus  is  so  rigid  that  it  is  liable  to  fracture  with  a  jar  or  slight  knock. 
Guard  Tubes. — Standard  solutions  liable  to  absorb  oxygen — stannous  chloride, 

titanous  chloride,  etc. — can  be  kept  in  an  atmosphere  of  hydrogen  by  connecting 

the  air  tube  with  a  small  apparatus  for  generating 
hydrogen  whenever  the  pressure  in  the  bottle  is 
reduced  below  atmospheric.^  This  can  easily  be 
done  by  means  of  a  perforated  boiling-tube  K — 
fig.  26 — containing  metallic  zinc  and  an  acid  jar  Af. 
These  are  fitted  together  like  many  of  the  small 
hydrogen  sulphide  generators  —  e.g,  Coram's  or 
Johnson's.  Mohr^  recommended  covering  the 
solution  with  a  layer  of  petroleum  in  order  to  pre- 
vent evaporation,  oxidation,  or  the  absorption  of 
carbon  dioxide  by  standard  solutions  of  caustic 
alkalies,  barium  hydroxide,  sulphites,  etc.  Morgan,* 
however,  has  shown  that  refined  petroleum  per- 
mits a  comparatively  rapid  diffusion  of  oxygen 
from  the  air  to  the  solution.  The  oxygen  acts 
deleteriously  on  solutions  of  stannous  chloride. 
He  considers  Sorge's  suggestion  to  keep  the  bottle 
permanently  connected  with  the  coal-gas  pipe  is 

better  than  keeping  a  layer  of  petroleum  over  the  surface  of  the  solution. 
With   solutions   of  caustic  alkalied  and  barium   hydroxide,  which  rapidly 

absorb  carbon  dioxide  from   the  air,  the   tube  F  should 

be  connected  with  a  U-tube  containing  soda-lime,  so  that 

all  communication  with   the  air   must  be  made  vid  this 

absorption  tube.     Blochmann's^  arrangement  (fig.  28)  for 

this  purpose  is  excellent.     The  tube  B  is  connected  with 

a  test  tube  containing  5  to  10  c.c.  of  dilute  (approximately 

-g^N)  caustic  potash  coloured  with  a  drop  of  phenolphthalein. 

The  test  tube  is  also  connected  with  a  soda-lime  tube,  as 

shown  in  the  diagram.     The   test  tube  with   the   potash 

serves  to  indicate  the  efficiency  of  the  soda-lime.     GbckeFs 

tube  is  rather  neater  (fig.  29).     This  may  be  attached  both 

to  the  burette  and  to  the  stock  solution,  and  charged  with  any  desired  solutions. 
Bevolvej'  Pipettes, — When  one  and  the  same  volume  of  a  given  liquid  has  to 


Fio.  28. — Blochmann's  guard 
tubes: 


Ei<^ 


Fig.  29.— Gockel's 
guard  tubes. 


^  A.  Sauer,  Zeit.anal,  C%«m.,  Z2.  177,  1873  ;  R.  Fresenius,  Quantitative  Chemical  Analysis, 
London,  l.  226,  1876  ;  R.  H.  Ridout,  Chem.  News,  2f^,  8,  1874  ;  G.  S.  Johnson,  ib.,  57.  218, 
1888  ;  H.  C.  Coram,  ib.,  57.  241,  1888  ;  E.  Douzard,  ib,,  83.  18,  47,  1901  ;  Sorge,  Chem.  Ztg.,$. 
lift,  1880 ;  £.  Knecht  and  E.  Hibbert,  New  Reduction  Methods  in  Volumetric  Analysis^ 
London,  47,  1910;  F.  Resch,  Zeit.  Oester.  Apoth.  Fer.,  44.  159,  1906;  C.  J.  van  Leaden 
Hulsebosch,  Pharm.  Weekblad,  43.  1309,  1906  ;  A.  Scholl,  ZeiL  Nahr,  GenwiS.,  IK,  313,  1908  ; 
M.  E.  Pozzi-Escot,  Bull.  Assoc.  Chim.  Sua-.  Dist.^  25.  1077,  1908  ;  von  HeygendorfF,  Pharm. 
Ztg.,  54.  159, 1909  ;  S.  Chumanoft',  Journ.  Huss.  Phys.  Chem,  Soc.,  44.  566, 1912  ;  H.  Mannhardt, 
Joum.  Amer.  Chem.  Soc.,  27.  299,  1905. 

2  F.  Mohr,  Zeit.  anal.  Che^n.,  8.  113,  1869.  C.  Meineke  and  K.  Schroder  {ZeU.  dfsnt. 
Chem.f  3.  5,  1896)  prefer  vaseline  oil.  With  permanganate  solutions,  a  small  amount  of 
manganese  peroxide  separates  out  at  first,  but  after  standing  a  couple  of  months,  the  vaseline 
oil  is  said  to  have  no  appreciable  etfect  on  the  strength  of  the  solution.  H.  Mannhardt  (/o urn. 
Amer,  Chem.  Soc.,  27.  299,  1906)  recommends  two  wasli -bottles,  one  with  yellow  phosphorus 
and  the  other  with  water,  for  cutting  off  oxygen  from  oxidisable  solutions,  e.g.  SnCV 

^  F.  H.  Morgan,  Joum.  Anal.  App.  Chem.,  2,  164,  1888 :  B.  Pawolleck,  Ber.,  16. 
3008,  1888.  S.  Gneiwosz  and  A.  Walfiscz  (Zeit.  phys.  Chem.,  i.  70,  1887)  have  shown  that 
the  absorption  coefficient  of  petroleum  for  oxygen  is  greater  than  that  of  water. 

*  R.  Blochmann,  Liehig^s  Ann.,  237.  39,  1887;  H.  Gcickel,  Chem.  Ztg.,  35.  279,  1911  ; 
M.  Lindt,  Met.  Erz.,  10.  139,  1912. 
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be  frequently  measured,  overflow  or  "revolver"  pipettes  are  convenient.  There 
are  many  different  forms.'  Dupr^'s  is  illustrated  in  fig.  30.  It  can  be  made 
to  deliver  25,  50,  100,  or  indeed  any  number  of  cubic  centimetres.  The  three-way 
cK)ck  A  connects  the  pipette  with  the  stock  solution.  The  rubber  blower  Ji 
forces  liquid  from  the  stock  solution  S  to  the  pipette.  When  the  pipette  ie  full, 
the  stopcock  is  closed,  and  the  overflow  runs  back  into  the  stock  solution  by 


Fio.  SO, — Dopr^'s  revolver  pipette.  FlQ.  31. — Meiauring  liquids. 

opening  the  cock  P.  The  pipette  is  then  ready  to  deliver  its  liquid  vid  the  jet. 
A  few  moments'  practice  will  show  better  how  the  instrument  works  than 
p^ies  of  descriptive  matter.  A  tube  with  ulaas  wool  is  interposed  between 
the  blower  and  the  stock  solution.  The  side  tube  is  intended  to  relieve  the 
pressure  in  S  when  the  blower  is  stopped ;  it  ia  closed  when  the  blower  is 
working. 

'  R.  Gerdes,  Chem,  Zig.,  13. 1109,  ISSS  ;  C.  Sander,  &.,  3i.  24, 1897  ;  E.  Sti'OBcheiii,  ift.,  13. 
MO,  1890;  G.  P.  Vanier,  Jouni.  AmU.  App.  CA<«i.,  2.  144,  1888  ;  F.  Soxhlet,  Sept.  Anal. 
ChtiH..  6.  637.  1886;  F.  Soxlilet  and  T.  Henkel,  ib.,  7.  61,  1887  ;  A.  Beiitell  and  F.  W. 
Defect,  i*,,  7,  186,1887;  E.  L.  Smith,  J<mm.  Aiiur.  Chem.  Soc,  18.  906,  1896;  F.  G. 
Benedict,  ib.,  31.  6S2,  leOS  ;  A,  Stutzer.  ZeU.  angei/:.  Chan.,  7.  309,  1895  ;  J,  Sebel,  Phami. 
OttttT.,  36.  166,  18S6  ;  E.  Greiner  and  Friedricha,  ZtU.  ami.  Vkem  ,  27.  470,  1888  ;  H.  8egfr 
and  E.  Cramer,  Tonind.  Ztg.,  19.  5S0,  1895.  Far  pipettes  Tor  siickjiig  poisonous  or  fuming 
liquids,  ieeE.  Greiner,  Joarn.  Amer.  Chem.  Hue.,  16.  643,  1894  ;  F.  F.  Skinner,  Chtm.  Ntw>, 
71.  217,  1896  ;  A.  F.  Reid,  ii.,  66.  166,  1892  ;  A.  Simon,  Arckiv  Fharm.  (4),  2,  166,  1888  ; 
A  Mejer,  ib.  (3),  ao.  624.  1882  ;  B.  M.  Mukeijee,  Chem.  Ncu-a,  Sg.  IBl.  1904 ;  W.  Hirschel, 
Chem.  Sg.,  38.  S69,  1904;  B.  Tolmaoz,  Zril.  nngeir.  Chem.,  31.  2661.  1903. 
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Measuring  Glass. — Where  different  volumes  of  a  liquid  have  to  be  frequently 
measured,  and  great  accuracy  is  not  needed,  it  is  convenient  to  arrange^  the 
liquid  as  shown  in  fig.  31.  The  measuring  glass  and  general  arrangement  need 
no  further  description.  The  capacity  of  the  measuring  glass  depends  on  the 
special  circumstances. 

§  28.  Indicators. 

A  large  variety  of  indicators  are  available  for  volumetric  analysis,  but  here 
only  a  limited  number  will  be  discussed.^  The  light  is  an  important  matter  in 
volumetric  work.  A  window^  facing  the  north  is  best.  The  colour  changes  of 
indicators  often  appear  different  when  examined  in  gaslight.  To  one  accustomed 
to  work  in  daylight,  the  "  transition  tints  "  of  some  indicators  may  be  misleading 
when  viewed  in  yellowish  artificial  light.  Incandescent  and  electric  light  are  not 
very  different  from  daylight.  Direct  sunlight  is  objectionable.  It  is  generally 
best  to  use  an  Erlenmeyer's  flask  over  a  white  tile,  or  sheet  of  white  paper.  It  is 
often  an  advantage  to  work  with  two  vessels  the  same  size  as  the  vessel  in  which 
the  titration  is  to  be  made.  Each  contains  about  the  same  volume  of  liquid  and 
the  same  amount  of  indicator  as  the  vessel  containing  the  solution  under  investi- 
gation. In  one,  the  colour  change  has  been  effected.  The  two  vessels,  one  con- 
taining the  changed  and  the  other  the  unchanged  indicator,  are  useful  for 
comparison  until  the  eye  has  become  accustomed  to  the  tints  of  the  indicator. 
It  is  sometimes  advisable,  in  cases  of  uncertainty,  to  read  the  burette;  if  the 
addition  of  another  drop  of  the  standard  solution  alters  the  intensity  but  not 
the  tint  of  the  indicator,  it  is  not  included  in  the  titration.  In  some  cases  the 
titration  is  continued  until  the  change  of  tint  is  quite  certain,  and  then  titrate 
back  with  the  proper  standard  solution  to  determine  the  exact  end  point. 

1.  Litmus. — Litmus  is  sold  in  the  form  of  cakes,  cubes,  or  granules.  It  is 
one  of  the  oldest  indicators,  and  even  yet  it  is  perhaps  more  frequently  employed 
than  any  other  indicator.  An  aqueous  solution  of  litmus  is  blue  in  the  presence 
of  a  slight  excess  of  alkalies  or  alkaline  earths ;  the  solution  is  coloured  red  in 
the  presence  of  a  slight  excess  of  acid.  The  neutral  solution  is  violet.  The 
instability  of  its  aqueous  solution  is  the  main  objection  to  litmus.  The  solution 
does  not  keep  very  well.^  The  sensitiveness  of  the  solution  prepared  by  digesting 
commercial  litmus  in  water  is  not  the  best  possible,  since  the  litmus  contains 
at  least  two  distinct  colouring  principles — one  a  very  sensitive  violet  colour,  and 
the  other  a  red  colour  of  feeble  sensitiveness.  The  latter  obscures  the  tints 
of  the  violet  principle.  PUscheP  isolates  the  violet  colouring  principle  in  the 
following  manner : — 


^  £.  S.  Johnson,  Joum,  Amer.  Chem.  Soc,  19.  281,  1897.  For  a  combined  measuring 
pipette  and  wash-bottle,  J.  W.  Hogarth,  Joum.  Roy.  Sac.  N.S.  W.,  38.  418, 1905  ;  Cliem.  Neios^ 
93.  71,  1906  ;  J.  Hudig  and  M.  J.  van't  Kruys,  Chem.  Weekblad,  7.  879,  1910 ;  T.  0.  Smith, 
Joum.  Ind.  Eng.  Client.  ^  4.  47,  1912. 

*  F.  Glaser,  IndikcUoren  der  Acidimetrie  ufid  Alkalimetrie^  Wiesbaden,  1901  ;  A.  I.  Cohn, 
Indicators  and  Test-papers^  New  York,  1899,  deal  with  those  proposed  up  to  their  time  of 
publication.  For  the  theory  of  indicators,  see  the  text- books  on  ])hysical  chemistry,  or  J.  W. 
Mellor,  Chemical  Statics  and  Dynamics^  London,  214,  1904  ;  E.  Salm,  Zeii.  Elektrochem.,  lO. 
841,  1904  ;  12.  99,  1906  ;  ZeU.  phys.  Chem.,  57.  471,  1906  ;  E.  Salm  and  H.  Friedenthal, 
Zeit.  Elehtrochem.,  13.  125,  1907. 

^  The  commercial  article  contains  a  gelatinous  substance  which  acts  as  a  good  medium  for 
the  growth  of  fungi  and  bacteria.  R.  Dubois,  Bull.  Soc.  Chim.  (2),  49.  763.  1888  ;  A.  Vogel, 
Joum.  Pharm.  Chim.,  ^.  70.  1864  ;  Chem.  News,  9.  205,  1864  ;  B.  Balli,  Chefti.  Ztg,,  15.  68, 
1191,  1896.  If  steriliseo,  the  solution  does  not  change  so  readily.  Phenol,  thymol,  and  chloro- 
form have  been  recommended  for  this  purpose. 

*  A.  PUschel,  Oester,  Chem.  Ztg.,  13.  186,  1910;  M.  Kretzschimar,  Chem.  Ztg.,  3.  682, 
1879  ;  K.  Mays,  Chevi.  Centr.  (8),  -17.  99,  1886 ;  V.  de  Luynes,  Chem.  News,  11.  149,  1866  ; 
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Digest  100  gruis.  of  commercial  litmus  with  600  c.c.  of  hot  distilled  water, 
and  after  allowing  the  mixture  to  stand  for  some  time,  decant  the  solution  from 
the  sediment.^  After  standing  a  few  more  days,  the  solution  is  again  decanted 
from  any  sediment.  Evaporate  the  solution  in  a  porcelain  basin  (400  c.c.)  down 
to  about  200  or  250  c.c.  Filter  the  solution  while  hot  into  a  half-litre  flask. 
Make  the  filtrate  up  to  about  300  c.c.  with  distilled  water.  Mix  50  c.c.  of 
distilled  water  with  16  grras.  of  pure  concentrated  sulphuric  acid  in  a  sepai'ate 
flask,  and  make  the  solution  up  to  about  100  c.c.  Mix  the  two  solutions,  and 
digest  the  mixture  on  a  water  bath,  with  frequent  agitation,  for  about  4 
hours.  A  dark  brownish-red  gelatinous  precipitate  gradually  separates.^ 
When  cold,  filter  through  a  12 '5- cm.  filter  paper.^  Wash  the  precipitate 
with  cold  distilled  water  until  the  washings  give  no  sulphuric  acid  reaction 
with  barium  chloride.  The  precipitate  still  contains  some  of  the  red  colouring 
principle  and  the  gelatinous  matters.  The  washing  is  therefore  continued  in 
order  to  remove  the  former.  The  wash-water  has  a  faint  red  colour  which 
gives  a  violet  colour  with  potash  solutions  as  long  as  the  red  colouring 
principle  remains.  When  the  wash-water  gives  a  dark  blue  colour  with 
potash,*^  it  is  supposed  that  nearly  all  the  red  colouring  matter  is  washed 
away.  The  precipitate  is  then  digested  in  dilute  alcohol  by  pouring  100  c.c. 
of  warm  90  per  cent,  alcohol,  in  small  quantities  at  a  time,  through  the  filter 
paper.  The  colouring  principle  passes  into  solution,  the  gelatinous  matter 
remains  behind.  Collect  the  washings  in  a  porcelain  basin.  Add  a  drop  of 
ammonia  to  the  later  portions  of  alcohol  which  are  passed  through  the  paper. 
Finish  the  washing  with  pure  alcohol.  Evaporate  the  solution  to  dryness  on  a 
water  bath.  Dissolve  the  residue  in  hot  distilled  water.  Filter.  Make  the 
solution  up  to  600  c.c.  Divide  the  red  solution  into  approximately  two  equal 
portions.  Neutralise  the  one  portion  with  a  dilute  solution  of  caustic  potash. 
The  solution  then  becomes  blue.  Mix  the  two  solutions.  Again  divide  the  solu- 
tion into  two  portions,  and  repeat  the  operation  until  the  solution  has  a  neutral 
violet  tint.^     This  solution  does  not  change  on  keeping  in  glass-stoppered  bottles.^ 

Litmus  solution  is  quite  satisfactory  for  the  titration  of  caustic  alkalies, 
alkaline  earths,  and  ammonia ;  also  for  hydrochloric,  sulphuric,  nitric,  and  oxalic 
acids.  It  can  only  be  used  with  carbonates  or  bicarbonates  when  the  liberated 
carbon  dioxide  is  driven  off  by  boiling  the  solution.  The  dissolved  gas  in  cold 
solutions  causes  the  red  colour  to  persist  even  when  the  titration  is  completed. 
Hence,  although  quite  satisfactory  in  boiling  solutions  of  the  carbonates,  litmus 
should  not  be  used  with  cold  solutions.  Similar  remarks  apply  to  the  sulphides. 
Litmus  can  also  be  used  for  titrating  arsenites  and  silicates,  but  not  for  titrating 


V.  Wartha,  Ber.,  9.  217,  1876  ;  B.  Reinitzer,  Zeit,  angew.  Chem.,  7.  547,  1894  ;  0.  Foreter, 
ZeiL  anal.  Chenu,  28.  428,  1889  ;  P.  Scheitz,  ib.,  49.  735,  736,  1910 ;  W.  Schiifer,  Apoth.  Ztg., 
9.  839,  1894  ;  E.  W.  Rice,  Joum,  Ind.  Eng,  Chem.,  4.  229,  1912. 

^  The  solution  vrill  take  no  harm  if  the  temperature  be  kept  below  about  6^.  The  bacteria 
grow  only  at  higher  temperatures  than  this.  Hence,  this  work  is  best  done  during  the  winter 
months. 

'^  Presumably  a  sulpho-salt  of  the  violet  colouring  matter. 

'  No.  575,  C.  Schleicher  and  SchiilPs  filter  paper. 

^  A  sensitive  eve  can  tell  when  the  washing  is  finished  by  the  fiery  red  tint  of  the  washings. 

'  A  neutral  solution  appears  violet  by  transmitted  light  It  is  coloured  red  by  a  trace  of 
acid,  and  blue  by  a  trace  of  alkali. 

'  Litmus  paper  is  made  by  coating  one  side  of  a  sheet  of  pure  white  paper  with  a  solution  of 
one  part  isinglass  in  50  c.c.  of  water.  When  dry,  coat  the  isinglass  with  the  litmus  solution. 
A.  Vacher,  Chtm,  Neics,  17.  277,  1868  ;  F.  Mohr,  ZeU.  anal.  Chem.,  12.  368,  372,  1893.  The 
**  dupli-test  litmus  papers,"  with  a  strip  of  blue  and  of  red  litmus  separated  by  a  thin  strip  of 
cerasine  or  paraffin,  are  most  convenient  for  finding  if  a  solution  is  "acid"  or  "alkaline." 
They  are  made  by  Die  Chemische  Fabrik  Helfenberg— K.  Dietrich,  ZeU.  angew,  Chem.,  14. 
1091,  1904. 
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sulphurous,  phosphoric,  arsenic,  boric,  and  chromic  acids.     It  is  also  useless  for 
titrating  most  organic  acids,  t.g.  tartaric  and  citric  acids. 

2.  Phenolphthcdein. — The  solution  of  phenolphthalein  is  made  by  dissolving 
5  grms.  of  phenolphthalein  in  500  c.c.  of  absolute  alcohol,  and  making  the 
solution  up  to  a  litre  with  water.     Use  about  1  c.c.  for  each  titration. 

Phenolphthalein  solution  is  nearly  colourless  in  neutral  and  acid  solutions, 
but  red  in  the  presence  of  a  slight  excess  of  alkali.  It  is  used  in  titrating  the 
hydroxides  of  the  alkalies  and  alkaline  earths ;  the  mineral  acids ;  and  most 
organic  acids.  It  does  not  work  satisfactorily  in  the  presence  of  ammonia, 
ammonium  salts,  and  alcohol ;  nor  does  it  give  satisfactory  results  with  arsenious, 
silicic,  and  boric  acids.  It  is  very  sensitive  to  ciirbonic  acid,  and  hydrogen 
sulphide,  but  it  appears  neutral  when  the  acid  salts  have  bee'n  formed.  Hence, 
phenolphthalein  may  be  employed  to  detect  sodium  carbonate  in  the  presence  of 
sodium  bicarbonate.  It  also  appears  neutral  with  arsenic  and  phosphoric  acids 
when  two-thirds  of  the  hydrogen  has  been  replaced.^ 

3.  Methyl  Orange, — The  solution  is  prepared  by  dissolving  1  grm.  of  methyl 
orange  in  a  litre  of  water. 

The  solution  is  orange  yellow  in  neutral  or  alkaline  solutions,  and  it  changes 
to  pink  with  a  slight  excess  of  acid.  The  end  point  with  methyl  orange  is  not 
so  sharp  as  with  phenolphthalein,  since  methyl  orange  shows  several  shades  of 
colour — "  transition  tints."  This  trouble,  however,  is  aggravated  by  the  use  of 
too  much  indicator.  Two  drops  of  the  above  solution  are  sufficient  to  impart  a 
distinct  yellow  to  a  solution.'^  If  the  colour  fades  during  a  titration,  add 
another  drop  of  the  indicator. 

Methyl  orange  is  not  so  suitable  for  titrations  in  the  presence  of  methyl 
alcohol  as  jo-nitrophenol.  Methyl  orange  is  almost  wholly  indifferent  to  the 
presence  of  carbon  dioxide,  and  less  so  than  nitrophenol.  It  is  also  practically 
indifferent  towards  aqueous  solutions  of  hydrogen  sulphide,  arsenious,  boric, 
silicic,  and  hydrocyanic  acids.  It  can  therefore  be  used  for  the  strong  mineral 
acids,  hydroxides  of  the  alkalies  and  alkaline  earths ;  ammonia  ;  carbonates,  sul- 
phides, arsenites,  silicates,  and  borates  which  are  decomposed  by  dilute  nitric, 
hydrochloric,  or  sulphuric  acids.  Phosphoric  and  arsenic  acids  become  neutral  to 
this  indicator  when  one-third  of  their  replaceable  hydrogen  has  reacted  with  the 
alkali ;  and  sulphurous  acid  becomes  neutral  when  the  acid  sulphite  is  formed. 
Methyl  orange  is  not  to  be  used  for  the  organic  acids.  Solutions  containing 
nitrous  acid  or  nitrites  destroy  the  colour.  It  must  be  used  in  cold,  not  hot, 
solutions,  since  the  end  point  becomes  indistinct  and  loses  its  sharpness  when 
titrations  are  made  in  hot  solutions.  If  it  be  desired  to  eliminate  the  slight 
effect  of  carbon  dioxide  on  methyl  orange  in  titrating  the  carbonates,  the  solu- 
tions may  be  boiled  when  nearly  neutralised,  and  the  titration  finished  when  the 
solution  is  cold.  % 

4.  2^-^^i'^ophenol. — A  solution  of  /^-nitrophenol  is  made  by  dissolving  1  grm. 
of  /)-nitrophenol  in  75  c.c.  of  absolute  alcohol,  and  making  the  solution  up  to 
1  litre,  that  is,  1000  c.c,  with  water. ^ 

jt?-Nitrophenol  is  yellow  in  alkaline  solution,  and  colourless  in  neutral  or  acid 
solutions.  It  is  rather  more  sensitive  to  cjirbon  dioxide  than  methyl  orange. 
The  first  appearance  or  disappearance  of  the  yellow  colour  during  a  titration  is 
so  gradual  that  it  requires  a  sensitive  eye  in  daylight  to  recognise  the  change 


1  H.  N.  and  C.  Draper,  Chem.  Nnrs,  55.  133,  143,  1887  ;  J.  H.  Long,  i6.,  51.  160,  1886. 

^  R.  T.  Thomson  {vide  infra)  recommends  a  solution  containing  0'16  grm.  per  litre,  and  uses 
0*5  c.c.  of  this  solution  per  100  c.c.  of  tlie  solution  to  be  titrated. 

'  L.  Spiegel,  Ber.,  33.  2640,  1900  ;  Zeit.  angeir.  Chcm,,  17.  715,  1903  ;  G.  Lunge,  tft.,  16. 
560,  1903  ;  17.  202,  1904 ;  A.  Goldberg  and  K.  Naumann,  ih,,  16.  644,  1903  ;  H.  W.  Langbeek, 
Zeit,  anal,  Chem.,  21.  100,  1882. 
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accurately.  Hence,  methyl  orange  is  preferable  to  />-nitropheaol  in  most  cases. 
/>-Nitrophenol  is  somewhat  sensitive  to  boric  acid  in  the  presence  of  glycerol  or 
manuitol,  but  not  very  sensitive  to  boric  acid  without  these  auxiliaries.^ 

Uildebrandt '^  summarises   what   he   calls   the  "usability"  of  a  number  of 
indicators  in  the  form  of  a  table,  from  which  Table  XII.  has  been  taken : — 


Table  XI I,  — Conditions  under  which  Indicators  can  be  best  used  (Hildebm/ndt). 


Titration. 

In 

Indicator. 

Ammonia 

and 

NH4CI. 

presence 

Cold. 

Hot. 

Alkali  to 
acid. 

Acid  to 
alkali. 

of 
sodium 
acetate. 

1.  Litmus 

Usable    only 
on      exclu- 
sion of  COg 

Usable 

Usable  only 
on     exclu- 
sion of  CO, 

Usable  only 
on      exclu- 
sion of  CO, 

Usable 

Not 
usable. 

2.  Phenolphthalein 

Usable    on 
exclusion  of 
CO, 

Usable 

Usable 

Usable 

Not 
usable 

Usable. 

3.  Methyl  orange  . 

Usable   for 

N-andiVN- 
Na^CO, 

with  N-  and 
^^ .  HCl 
and  Ba(0H)2 
solutions 

Usable 

Usable 

Usable     for 
baryta ;  for 
N  -  NaaCO, 
only  if  hot 

Usable 

Not 
usable. 

4.  p-Nitrophenol    . 

Usable       ex- 
ceiit      with 
N  -  Na^CO, 

Not 
usable 

Usable 

Usable  only 
for     baryta 
and     hot 
N  ■  Na^CO, 

Usable 

Not 
usable. 

5.  Cochineal. — This  substance  occurs  in  commerce  in  the  form  of  rounded 
grains  which  are  the  dried  bodies  of  female  hemiptera  which  lived  on  certain 
species  of  cacti.  The  so-called  "silver  cochineal"  is  the  best.  To  prepare  a 
solution,  macerate  3  grms.  of  coarsely  powered  *  cochineal  in  250  c.c.  of  a  mixture 
of  3  vols,  of  water,  and  1  vol.  of  alcohol.  Decant  off  the  clear  deep  ruby  red 
solution  through  a  filter  paper.  The  solution  is  coloured  violet  by  alkalies, 
carbonates  of  the  alkalies  and  alkaline  earths,  sodium  phosphate,  and  salts  of 
weak  acids  generally.  Acids  restore  the  y^lowish-red  colour.  The  indicator  is 
less  affected  by  carbon  dioxide  than  litmus,  and  it  gives  better  results  when  used 
in  artificial  light.  It  is  useless  for  titrating  organic  acids.  Salts  of  iron,  alu- 
minium, and  copper  yield  a  pink  colour  with  this  indicator,  and  hence  these  salts 
should  be  absent  from  the  solution  to  be  titrated. 

6.  Phenacetolin, — This  substance  occurs  in  commerce  as  a  yellowish-brown 
powder.  It  is  used  as  an  indicator  in  aqueous  or  alcoholic  solution.  The 
aqueous  solution  is  1  :  500 ;  the  alcoholic  solution  1  :  200.  The  green -coloured 
solution  is  turned  yellow  w4th  acids  and  caustic  alkalies,  and  red  with  carbonates 


*  A.  Goldberg  aud  K.  Naumann,  Zeit.  angew.  Chsiti.,  16.  644,  1903. 

^  H.  Hildebrandt,  Wochschr,  Braiierei,  22.  69,  1906  ;  R.  T.  Thomson's  papers  on  the 
indicators  should  be  studied.  R.  T.  Thomson,  C?iem,  News,  47.  123,  184,  1883;  49.  32,  119, 
1884 ;  52.  18,  29,  1886;  A.  H.  Allen,  Analyst,  17.  186,  216,  1892. 

'  If  finely  powdered,  the  decoction  is  difficult  to  filter. 
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of  the  alkalies  and  alkaline  earths,  aikaline  sulphides,  and  i 
therefore  useful  for  estimating  calcium  hydroxide  or  caluium  o;iide  in  the  presence 
of  calcium  carbonate;  sodium  hydroxide  in  the  presence  of  sodium  carbonate, 
etc.,  provided  sufficient  hydroxide  be  present,  and  ammonia  be  absent.'  If 
an  excess  of  the  carbonate  be  present,  the  colour  change  ia  not  well  defined. 
It  roquirca  some  practice  to  get  reliable  results.  The  titration  is  made  by 
adding  standard  sulphuric  or  hydrochloric  acid  rapidly  until  the  yellow 
colo\ir  is  succeeded  by  a  faint  rose  colour.  All  the  caustic  alkali  is  now 
neutralised,  and  the  burette  is  read.  Any  further  addition  of  aeid  intensifies 
the  red  colour  until  all  the  carbonate  is  dotomposed,  when  the  colour  passes 
to  a  yellowish  red,  and  finally  yellow.  The  burette  is  read,  aud  the  results 
fumiah  data  for  calculating  the  amount  of  hydroxide  and  carbonate  in  the 
given  sample. 

It  will  not  do  to  change  indicators  except  for  a  specific  reiuson.  Working  with 
-J 55 N -solutions  of  sodium  hydroxide  and  hydrochloric  acid,  Scboltz  -  found  that 
10  u.c.  of  acid  and  alkali  required  respectively  for  neutralisation— 

LitiDOs.     Pheoolplithiileiii.     Methyl  orange.   ^•Nitrophenol. 
10  cc  ilkah        .      9-83  9-68  10-70  10-00  c.c.  acid. 

10  O.C.  acid .        .       9-92  10-08  928  9-9B  c.c  alkali. 

The  inference  is  obvious :  in  using  centi-normal  solutions,  the  indicator,  and  the 
direction  of  the  titration — acid  to  alkali  or  cunveroely — employed  in  standardisa- 
tion should  be  the  same  as  is  used  in  the  actual  determination. 

Indicators  are  conveniently  kept  in  bottles  fitted  with  a  pipette,  in  order  that 


Fio.  3-2.— Nest  of  (lipette  bottles  fur  indicators. 

the  indiciktor  may  be  removed  without  contact  with  the  stain  which  usually 
collects  about  the  necks  of  the  bottles  when  the  solutions  arc  ti-atisfcrred  in  the 
ordinary  manner.  This  stain  interferes  with  the  sharpness  of  the  end  point — 
e.ff.,  methyl  orange  in  the  bromate  process  for  antimony.  A  nest  of  four  pipette 
bottles  for  the  most  commonly  used  indicators  is  illustrated  in  fig.  32.  The 
indicators,  when  kept  in  this  way,  are  easily  carried  froin  ln'uch  to  Iwnch. 

'  a.  Lungs,  Chent.  Iwl.,  4.  3<9,  1881  ;  Joiim.  Sm.  VIum.  Iiid.,  I.  fid.  1882.     See  page  72 
for  Winkler'B  bahuni  carbouat«  process. 

)  M.  Scboltz,  Arch.  Phariit.,  243.  G7S,  1904. 
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§  29.  Standard  Solutions  of  Sodium  Hydroxide. 

Sodium  hydroxide— NaOH.     Molecular  weight :  40  "01  ;  equivalent  weight :  40*01. 

The  most  commonly  employed  solutions  are : — 

Grm.  NaOH  per  c.c. 

N-Sodium  hydroxide 0*04001 

iN-Sodium  hydroxide 0*020005 

^N-Sodium  hydroxide 0  008002 

i\rN-Sodium  hydroxide 0*004001 

Sodium  hydroxide  does  not  make  an  ideal  standard  solution,  since  it  is  liable 
to  absorb  carbon  dioxide  from  the  air.^  A  solution  of  sodium  hydroxide  is 
also  particularly  liable  to  attack  glass,  and  to  gradually  lose  its  strength.  In 
consequence,  it  is  not  usually  advisable  to  make  up  a  large  stock  of  the  solution. 
K lister  recommends  storing  sodium  hydroxide  in  the  nickel  bottles  made  by 
Krupp  of  Berndorf.  Glass  stoppers  and  glass  stopcocks  are  also  objectionable 
because  they  are  liable  to  become  immovably  fixed.  It  is  therefore  advis- 
able to  use  rubber  stoppers  and  rubber  plug  cocks  with  the  burettes  working 
caustic  lyes. 

To  prepare  a  half-normal  solution  of  sodium  hydroxide,  select  a  number  of 
clear  sticks  of  sodium  hydroxide,  pure  by  alcohol.  Scrape  off  the  opaque  parts ; 
dissolve  27  grms.  in  water  and  make  the  solution  up  to  1100  c.c.  in  a  Giles'  flask. 
Recently  boiled  distilled  water  must  be  used  in  order  to  keep  out  the  carbon 
dioxide.  When  the  solution  has  attained  a  temperature  of  15",  pipette  25  c.c. 
into  an  Erlenmeyer's  flask ;  2  add  two  or  three  drops*  of  methyl  orange  solution 
as  indicator ;  run  acid  from  the  burette  until 
the  yellow  colour  of  the  methyl  orange 
changes  to  an  orange  colour.  Read  the 
burette.  Continue  the  titration,  drop  by 
drop,  until  the  addition  of  a  single  drop  of 
acid  turns  the  solution  pink.^  Again  read 
the  burette.  Repeat  the  titration  with 
two  more  portions  of  25  c.c.  Let  26*42  c.c. 
denote  the  mean  volume  of  the  acid  used 
in  the  titration,  then  25  c.c.  of  the  sodium 
hydroxide  solution  contains  an  amount  of 
alkali  corresponding  with  26*42  c.c.  of  ^N- 
acid.  If  the  alkali  be  exactly  |N,  like  the 
acid,  25  c.c.  of  acid  would  have  been  used. 
Hence,  25  c.c.  of  alkali  must  be  increased 
by  26-42  less  25=  1-42  c.c,  or  1000  c.c.  by 

56*8  c.c.  of  water.  Hence,  pipette  alkali  solution  from  the  flask  until  the  liquid 
stands  at  the  1000-c.c.  mark,  and  add  56*8  c.c.  of  water  in  order  that  the  alkali 
may  be  exactly  half-normal.  Verify  the  accuracy  of  the  dilution  by  repeating 
the  titration. 


Fio.  33, — Burette  with  guard  tube. 


1  E.  Fleischer  (CA^in.  Neios^  19.  203,  1869),  inconsequence,  prefers  a  iN-ammonia  solution 
as  a  standard  alkali.  If  solutions  over  this  strength  be  used,  they  are  liable  to  change,  owing  to 
the  loss  of  ammonia  ;  and  even  ^N-solutions  are  liable  to  lose  ammonia  on  a  hot  summer's  day, 
when  the  temperature  is,  say,  26".  There  is  also  a  difficulty  with  some  of  the  indicators  when 
ammonia  solutions  are  used.  R.  Rempel,  Chem,  Ztg.,  9.  1906, 1884  ;  G.  T.Gerlach,  Cherti.  Ind.^ 
12.  97.  1889. 

^  The  liquid  should  be  thoroughly  agitated  during  the  titration.  An  Erlenmeyer's  flask  is 
generally  preferable  to  ordinary  narrow-necked  flasks,  to  beaker  and  glass  rod,  or  to  basin  and 
glass  rod,  oecause  its  contents  are  so  accessible,  and  so  easily  agitated  without  stirring. 

'  At  first,  it  is  best  to  work  with  comparison  flasks,  as  described  page  60. 

5 
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In  the  case  of  boric  oxide  titrations  special  care  must  be  taken  to  exclude 
carbon  dioxide.  The  burette  and  stock  solution  should  be  well  protected  from 
atmospheric  carbon  dioxide.  The  burette  may  be  mounted  as  described  in  figs. 
24  and  27 ;  or,  for  small  quantities,  a  soda-lime  ^  tube  may  be  fitted  to  the  top 
of  the  burette  as  indicated  in  fig.  33.  To  test  if  the  solution  is  really  free 
from  carbonates,  make  two  parallel  titrations  with  phenolphthalein  as  indicator. 
If  the  one  solution  be  hot,  and  the  other  cold,  carbonates  will  be  absent  if  the 
two  results  agree.     If  otherwise,  carbonates  are  present. 

KiUter^s  Process, — In  special  cases  K lister's  method  ^  of  preparation  may  be 
used.  Boil  distilled  water  ih  a  vessel  through  which  the  air  is  aspirated.  The 
air  is  freed  from  carbon  dioxide  by  passing  it  through  a  potash  wash-bottle,  and 
through  soda-lime.  This  removes  any  carbon  dioxide  which  would  be  dissolved 
by  the  water.  Heat  200  c.c.  of  absolute  alcohol  in  a  round-bottom  flask  on 
a  water  bath  until  the  alcohol  boils.  Meanwhile,  weigh  out  about  1 2  grms.  of 
bright,  perfectly  dry,  metallic  sodium  freed  from  naphtha  by  pressing  between 
folds  of  blotting  paper.  As  soon  as  the  alcohol  begins  to  boil,  add  sodium, 
cut  into  small  pieces,  one  piece  at  a  time,  to  the  alcohol.  The  reaction  is 
violent;  large  volumes  of  hydrogen  and  alcohol  vapour  escape.  Hence  keep 
the  flask  covered  with  a  watch-glass  or  small  funnel  to  avoid  loss  by  spurt- 
ing. The  violence  of  the  reaction  gradually  diminishes.  When  the  reaction  is 
over,  sodium  alcoholate,  small  bits  of  metallic  sodium,  and  alcohol  remain  in 
the  flask. 

Add  the  hot  water,  freed  from  carbon  dioxide,  in  small  quantities  at  a  time 
to  the  flask  containing  the  sodium  alcoholate,  etc.  Boil  ofl*  the  alcohol  by 
aspirating  air  through  the  flask  containing  the  hot  liquid.  When  the 
solution  no  longer  smells  of  alcohol,  cool  the  flask  quickly ;  add  cold  water  freed 
from  carbon  dioxide.  Transfer  the  mixture  to  a  litre  flask  and  dilute  with 
COjj-free  water  to  the  mark  on  the  neck.  Shake.  The  solution  quickly  absorbs 
carbon  dioxide  from  the  air.  Hence,  let  the  neck  of  the  flask  be  plugged  with  a 
rubber  stopper  fitted  with  a  soda-lime  tube  as  shown  in  fig.  33.  The  strength 
of  the  solution  must  be  determined  by  titration  with  standard  hydrochloric  acid. 
It  is  best  to  work  "with  the  solution  as  it  stands,  approximately  half-normal,  to 
avoid  risk  of  contamination  by  exposure  to  the  air. 

If  the  temperature  of  the  soda  solution  be  more  than  3°  different  from  the 
standard,  an  allowance  must  be  made  for  expansion  or  contraction.  The  following 
correction  table  (Table  XIII.)  is  used,  as  has  been  indicated  by  example.  Tables 
VIII.  and  XI.  (pages  29  and  49),  and  when  the  temperature  of  the  soda  solution 
differs  more  than  3°  from  the  standard  15**.^  For  solutions  more  dilute,  say  yV^» 
the  table  for  water  (page  29)  is  used. 

*  E.  Fleischer  (CA^m.  News^  19.  303,  1869)  prefers  a  mixture  of  Glauber's  salt  and  caustic 
lime.     A.  Beutell,  Chem.  Ztg,,  12.  86,  1887. 

«  F.  W.  Kiister,  Zeit.  anorg.  Chem  ,  13.  184,  1897  ;  41.  474,  1904  ;  W.  A.  Smith,  ZeU. 
phys.  Clveni.,  25.  155,  1898  ;  H.  Ley,  ih  ,  30.  205,  1899  :  W.  R.  Bousfield  and  T.  M.  Lo\»Ty, 
Phil.  Tram  ,  204.  263,  1906  ;  E.  Ncitzel,  ZeU.  anal  Chmn.,  32.  422,  1893  ;  W.  N.  Hartley, 
Joum.  Chsm,  Soc,  26.  123,  1873;  C.  P.  Hopkins,  Jonm.  Amer.  Chem.  Soc.,  23.  727,  1901. 
'  For  explosions  during  the  preparation  of  standard  sodium  hydroxide  from  metallic  sodium,  see 
A.  Harpfand  H.  Fleissner,  Zeit.  ehem.  Apparaienkmulc,  i.  634,  1906;  F.  W.  Kiister,  16.,  2. 
535,  1906.  For  the  preparntion  of  colourless  alcoholic  solutions  of  potassium  hydroxide, 
H.  Thiele  and  R.  Marc  {Zeit.  bffent.  Chem.^  10.  386,  1904)  recommend  the  use  of  potassium 
sulphate  and  barium  hydroxide.     See  R.  Gaze,  Apoth.  Zig.,  25.  668,  1910. 

5  This  table  may  also  be  used  for  N-H2SO4  ;  N-HNO,  ;  N-Na^CO,  ;  N-NaOH.  It  is  based 
on  A.  Schulze,  ZtU.  anal.  Chem.,  21.  167  1882,  and  it  can  be  easily  adapted  to  other  standanl 
tem(>erature8. 
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Tahle  XIII, —  Temperature  Corrections  for  Normal  Soda  Solutions, 

(Standard  temperature,  15".) 


Temp, 

0 

1 

2 

8 

4 

5 

•  •  • 

•  ■  • 

•  •  • 

■  •  • 

t  ■  ■ 

+  2-0 

1 

+  1-1 

+  0-9 

+  0-7 

+  0-5 

,   +0-8 

Unit. 

2 

-1-8 

-1-6 

-1-8 

-21 

"^** 

-2-7 

6 


+  1-9 
-0-2 
-8-0 


+  1-7 
-0-5 
-3-4 


8 

9 

+  1  5 

+  1-8 

-0-7 

-1*0 

-3-7 

-4*0 

§  30.  The  Errors  of  Experiment  in  Volumetric  Analysis. 

The  principal  errors  incidental  to  volumetric  work  are  :  (1)  unrecognised 
changes  in  the  strength  of  the  standard  solutions;  (2)  inaccurate  measuring 
instruments  (page  28) — with  care,  these  can  usually  be  kept  below  0*1  per  cent. ; 
(3)  weighing  the  substances  used  in  the  analysis  (page  27)  —  the  errors  in 
weighing  need  not  exceed  0*1  per  cent. ;  (4)  the  use  of  dirty  burettes,  and 
drainage  errors  previously  discussed ;  and  (5)  a  small  excess  of  the  standard 
solution  is  needed  before  the  indicator  will  show  the  end  of  the  reaction — this 
error  is  somewhat  variable  in  magnitude,  and  depends  upon  a  number  of  factors. 
For  instance,  it  depends  upon  the  amount  and  concentration  of  the  standard 
solution  used  in  the  titration,  and  on  the  magnitude  of  the  drops  falling  from  the 
burette.  In  the  regular  types  of  burette,  one  drop  is  nearly  0*05  c.c.  Hence,  if 
the  reaction  be  not  completed  on  the  addition  of  the  last  drop,  and  completed 
with  the  addition  of  one  drop  more,  it  is  dften  assumed  that  half  a  drop,  namely, 
0*025  c.c,  completed  the  reaction.^ 

The  smaller  the  am^mnt  of  substance  used  in  the  analysis,  the  smaller  the 
volume  of  the  standard  solution  required  for  the  titration,  and  the  greater  the 
error  of  experiment.  If  4  c.c.  of  the  standard  solution  be  used,  half  a  drop, 
namely,  0*025  cc,  may  lead  to  an  error  of  0*62  per  cent. ;  whereas,  if  40  c.c.  of 
the  standard  solution  be  needed  for  the  titration,  the  corresponding  error  would 
be  0*062  per  cent. 

Again,  suppose  three  independent  determinations  of  the  ferric  oxide  be  made 
on  a  given  clay  by  titration  with  permanganate  solution  (1  c.c.  representing 
0*002527  grm.  FcgOg),  and  TO,  1*01,  and  1*1  c.c.  were  respectively  required. 
The  corresponding  percentage  amounts  of  ferric  oxide  would  be  respectively 
0*2527,  0*2552,  and  0*2780  grm.  Suppose,  further,  that  with  another  sample  of 
clay  10*0,  10*01,  and  10*1  c.c.  of  permanganate  were  needed  in  three  independent 
titrations.  The  corresponding  percentage  amounts  of  ferric  oxide  would  be  2*527, 
2*529,  and  2*552  grms.  respectively.  Again,  suppose  that  100*0,  100*01,  and 
100*1  cc.  of  permanganate  were  needed  with  a  third  sample  of  clay.  The 
corresponding  amounts  of  ferric  oxide  would  be  25270,  25*272,  and  25*297  grms. 
Hence,  the  greater  the  volume  of  the  standard  solution  used  in  the  titration, 
the  less  the  effect  of  small  deviations  in  the  measurement  of  the  volume  of  the 
standard  solution  on  the  final  result. 

Consequently,  it  is  advisable  to  arrange  the  quantity  of  substance  to  be  analysed, 
and  the  strength  of  the  standard  solution,  so  that  a  comparatively  large  volume  oj 
the  standard  solution  is  used.  Since  50-c.c.  burettes  are  generally  employed, 
something  rather  less  than  50  c.c.  is  a  convenient  amount.     For  instance,  5  cc. 


^  In  some  processes,  the  "  excess"  of  standard  solution  needed  to  produce  a  colour  with  the 
indicator  ia  specially  determined.  This  is  done,  for  instance,  in  the  uranium  process  for  phos- 
phorus (page  600);  the  ferrocyanide  process  for  zinc  (page  867);  the  chromate  process  for 
chlorides  (page  79) ;  etc. 
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of  concentrated  hydrochloric  acid  (sp.  gr.  1'14)  will  require  over  40  c.c.  of 
N-NaOH  solution.^  If  an  acid  of  sp.  gr.  1*015  be  in  question,  this  has  32  grms. 
of  HCl  per  1000  c.c.  Hence,  5  c.c.  of  this  acid  has  0*16  grms.  of  HCl.  This 
would  only  take  about  4  c.c.  of  N-NaOH.  Hence,  it  is  advisable  to  use  a  more 
dilute  soda  solution,  say  yi^N-NaOH,  in  which  case,  about  40  c.c.  of  the 
standard  solution  will  be  needed.  For  the  analysis  of  more  dilute  solutions  of 
acid,  more  dilute  solutions  of  ^alkali  wuU  be  needed — say  y^N-NaOH.-  It 
does  not  follow  that  the  weaker  the  standard  solution  the  more  accurate  the 
titration,  because,  if  the  standard  solution  be  too  weak,  a  relatively  large  volume 
will  be  required  to  colour  the  indicator  after  the  end  of  the  reaction,  and  nothing 
is  really  gained  in  accuracy. 

The  above  principles  can  be  discussed  from  another  point  of  view.  Suppose 
2N-acid  is  used  for  the  titration  of  a  gram  of  sodium  hydroxide,  then  1  c.c.  of 
the  2N-acid  will  represent  8  per  cent,  of  NaOH,  and  O'l  c.c.  will  represent  0*8 
per  cent,  of  NaOH.  Unavoidable  variations  in  the  amounts  of  standard  acid 
required  for  the  titration  of  duplicates  will  represent  an  error  of  0*2  to  0*3  per 
cent.  NaOH.  This  error  is  too  great,  and  it  is  considerably  reduced  by  using  a 
standard  acid  but  one-fourth  the  strength,  namely,  ^N-acid. 

It  is  not  advisable  to  make,  say,  yJ^i^N-NaOH  by  diluting  10  c.c.  of 
^N-NaOH  to  100  c.c.  unless  the  solution  so  obtained  is  standardised.  This 
arises  from  the  fact  that  a  small  error  in  the  measurement  of  the  volume  of  the 
concentrated  solution  is  multiplied  into  a  relatively  large  error  by  the  process  of 
dilution.  For  a  similar  reason,  if  a  concentrated  solution  of,  say,  sp.  gr.  1'14  is 
under  investigation,  and  it  is  convenient  to  work  with  a  dilute  standard  solution, 
say,  yj^N-NaOH,  it  is  not  advisable  to  take,  say,  0*5  c.c.  of  the  concentrated 
acid  for  the  titration.  Rather  should  20  c.c.  of  the  concentrated  acid  be 
made  up  to  a  litre,  and  25  c.c.  of  this  solution  be  used  for  the  titration.  The 
25  c.c.  of  the  diluted  acid  would  represent  0*5  c.c.  of  the  concenti-ated  acid. 

The  reading  is  obviously  the  sharper,  the  narrower  the  burette.  If  the 
burette  be  narrow,  it  must  have  an  inconvenient  length  if  it  is  to  hold  enough 
fluid  for  a  titration.  A  50-c.c.  burette  reading  to  y^  c.c.  will  be  about  60  cm. 
long,  and  the  tube  will  have  a  bore  of  approximately  11  or  12  mm.  In  special 
cases,  as  in  the  colorimetric  determination  of  iron,  where  a  burette  reading  to 
■^^  c.c.  is  used,  the  burette  is  about  0*5  cm.  bore,  with  a  capacity  of  10  c.c,  and 
yet  is  75  cm.  long. 

These  preliminary  remarks  may  be  used  as  a  guide  in  the  succeeding 
problems.  For  instance,  to  determine  the  amount  of  calcium  carbonate  in  a 
sample  of  whiting,  and  the  amount  of  calcium  carbonate  in  a  given  sample  of 
ground  flint  or  ground  Cornish  stone.  In  the  former  case,  the  sample  may  have 
98  per  cent,  of  calcium  carbonate,  and  in  the  latter,  2  per  cent.  Since  50  grms. 
of  calcium  carbonate  will  correspond  with  1000  c.c.  of  N-HCl,  1  grm.  of  calcium 
carbonate  will  correspond  with  20  c.c.  of  N-HCl.  Hence,  if  50  c.c.  of  N-HCl 
be  added  to  the  gram  of  whiting,  and  the  excess  of  HCl  be  titrated  with 
N-NaOH,  we  shall  require  about  30  c.c.  of  the  standard  alkali.  Again, 
5  grms.  of  calcium  carbonate  will  correspond  with  1000  c.c.  of  -i^yN-HCl,  and 
1  grm.  of  calcium  carbonate  will  correspond  with  200  c.c.  of  ^N-HCl.  Hence, 
if  the  ground  flint  contains  2  per  cent,  of  calcium  carbonate,  50  grms.  of  flint 


1  From  Table  LXXVI.,  page  679,  100  c.c.  of  acid,  sp.  gr.  1*14,  has  315  grms.  HCl. 
Hence,  since  1000  cc.  of  N-HCl  has  36'5  grms.  of  HCl,  this  is  equivalent  to  1000  c.c.  of 
N-NaOH.  Hence,  40  c.c.  of  NaOH  will  be  eauivalent  to  1-46  grms.  of  HCl.  But  815  grms. 
HCl  are  in  1000  c.c.  of  the  acid  in  question  ;  hence,  1*46  grms.  HCl  will  be  found  in  approxi- 
mately 5  c.c.  of  the  given  acid. 

'  To  avoid  frequently  refilling  the  burette  when  many  titrations  have  to  be  made,  see  the 
*' automatic  burettes,"  page  65. 
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will  want  200  c.c.  of  yu^N-hydrochloric  acid,  or  5  grms.  will  want  20  c.c.  of 
-j^N-HCl.  Hence,  if  50  c.c.  of  y^^N-HCl  be  mixed  with  6  grms.  of  flint,  the 
titration  of  the  excess  of  acid  will  require  about  30  c.c.  of  ^^N-HCl. 


§  31.  Direct  Titrations— Sodium  and  Potassium  Carbonates. 

Suppose  that  it  be  required  to  determine  the  amount  of  sodium  carbonate  in 
a  given  sample  of  soda  ash.  A  quantity  of  the  powdered  soda  ash  is  placed  in 
a  weighing  bottle,  and  dried  at  100°.  When  cold,  the  bottle  and  contents  are 
weighed.  A  portion,  approximately  1  grm.,  is  transferred  to  an  Erlenmeyer's 
flask,  say  400  c.c.  The  weighing  bottle  and  contents  are  again  weighed.  The 
difference  between  the  two  weights  gives  the  amount  of  soda  ash  transferred  to 
the  flask : 

WeighiDg  bottle  and  powder  (before) 25*2931  grms. 

Weighing  bottle  and  powder  (after) 24*1110  grms. 

Amount  of  soda  ash 1*1821  grms. 

Add  about  150  c.c.  of  water.  When  all  is  dissolved,  add  about  two  drops  of  a 
solution  of  methyl  orange,  and  titrate  the  solution  with  ^N-HCl  as  indicated 
on  page  65.  Suppose  that  the  mean  of  three  experiments  shows  that  43*6  c.c. 
of  the  standard  solution  have  been  used.     Then,  since 

NagCOg  +  2HC1  ->  2NaCl  +  HgO  +  CO^, 

26'5  grms.  of  sodium  carbonate  correspond  with  18*235  grms.  of  hydrogen 
chloride;  and  since  1000  c.c.  of  the  half-normal  acid  are  equivalent  to  26*5  grms. 
of  sodium  carbonate ;  or,  1  c.c.  of  acid  represents  0*0265  grm.  of  NagCOg ;  or, 
43*6  c.c.  of  the  semi-normal  acid  represent  0*0265  x  43*6=  1*1554  grms.  NagCOg 
per  1*1821  grms.  of  sample;  hence,  100  grms.  of  the  sample  have  97*74  grms. 
of  Na2C03,  i.e,  97*74  per  cent,  of  sodium  carbonate. 
All  this  arithmetic  is  summarised  in  the  expression  : 

=per  cent,  of  NagCOg, 

w 

where  n  represents  the  number  of  cubic  centimetres  of  the  standard  ^N-HCl 
used  in  the  titration,  and  w  is  the  weight  of  powder  used  for  the  titration. 

It  will  be  obvious  that  if  w  be  exactly  2*65  grms.,  the  number  of  c.c.  used 
in  the  titration  will  represent  directly  the  percentage  amount  of  NagCOg  in  the 
given  sample.^  It  is  sometimes  most  convenient  to  work  according  to  the  latter 
system  (page  54).  This  question  has  to  be  solved :  Is  it  quicker  to  weigh 
exactly  the  required  amount,  say,  1*325  grms.,  or  to  take  an  approximate  weight 
and  calculate  the  corresponding  amount  of  sodium  carbonate  as  indicated  above  ? 
The  answer  will  largely  depend  upon  the  number  of  determinations  to  be  made, 
and  whether  the  weight  of  the  powder  is  likely  to  change  by  the  absorption  of 
moisture,  etc.,  while  being  weighed. 

Washing-soda  and  pear-lash  may  be  treated  by  a  similar  method  to  that 
described  above.* 


^  In  that  case  we  should  have  to  use  a  100-c.c.  burette,  or  a  normal  solution.  If 
1  *325  grms.  of  powder  be  weighed,  twice  n  will  represent  the  percentage  amount  of  NajCOs 
in  the  sample. 

'  See  page  72  seq.  for  a  more  detailed  analysis  of  soda  ash. 
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S  32.  Back  Titrations  ^—Calcium  Carbonate. 

Suppose  that  whiting  is  to  be  investigated,  weigh  alwut  1  grm,  of  the  dried 
Baniple  in  a  weigtiing  bottle,  or  on  a  piece  of  glazed  paper.*  Bniah  '  every  trace 
3f  powder  from  the  paper  into  a  dry  400-c.c.  flask.  Add,  say,  50  c.c.  of  N-HCI. 
Take  care  that  no  powder  sticks  to  the  neck  of  tlie  flask,  an<l  bo  escapes  the 
action  of  the  acid.^  When  all  action  has  subsided,  ahake  the  flask  vigorously. 
Add  two  drops  of  methyl  orange,"  and  titrate  the  solution  with  N-NaOH  until 
the  yellow  colour  of  the  methyl  orange  appears.*  The  following  results  were 
obtained  in  an  experiment  on  whiting:— 


'  F.  Mohr,  Lidiig's  Ann.,  86.  ]2»,  1863. 

"  Cut  iubi  the  form  of  nil  elon^nUtd  v.  Tlie  iiarruw  cud  is  not  too  tide  to  pass  into  the 
neck  of  the  Hiksk.  Ttie  pujier  is  folded  lengtliwise  so  as  ti>  form  t  kind  of  eutter.  The  powder 
is  )>Iaced  near  the  bioud  end,  and  the  narrow  end  of  the  pa|)er  is  plucr^  in  the  Deck  of  the  flask. 
The  flask  ia  then  placed  uprif^ht,  And  the  powder  is  traiisfeired  to  the  flatk  by  tapping  and 

'  Good  o.amel-liair  bnishes,  witli  the  hair  cut  rather  shorter  than  the  brushes  used  by 
painteis,  are  convenient  for  this  purpose.     A  selected   tiil-feather  of  the  Qallu$  ilomaticai 


■e  eHective  than  the  brush.     The 


Fki.  34.— Dnst  brushes. 

(hsmyaTd  fowl),  trimmed  as  indicated  in  6ti-  34.  is  usually  mo 
brushes  and  feathera  are  bext  kept  in  the  gla<s  boi  mentioned  < 
*  Erlenmeyer's  Basks  (Rg.  35a)  with  a  broad  neck  are  i< 
neck  and  bottom  should  be  such  as  to  permit  easy  cleaning  with  the  "  bottle  brush  "  and 
"  policenian,"  page  83.  When  liquids  are  effervescing  or  boiling,  the  neck  abould  be  stopped 
with  a  bulb  made  for  the  purpose,  or  a  funnel.  The  stupi>ers  are  afterwunls  washed.  With 
the  ide»  of  preventing  loss  Vsp'^'t'nR.  Bolton's  flasks  (A.  Ilettloff,  Chrm.  Ztg.,  31.  181,  liK)7  ; 
Oerman  Pal.  D.R.P.  Xo.  183-222,  1907  ;  A.  Gawalovski,  Zeii.  anal.  Clian.,  14.   170,   187a) 


may  be  used. 


Fig.  S5.— Modifled  flasks. 


unaymraetrical  Erlemneyer's  flasks  (fig.  9ib).  Bolton's  flasks  are  also 
lor  uecanEinu  a  liquid  from  a  soliil.  'The  solid  is  allowed  to  Si'ttle  while  the  flask  is 
resting  on  a  suitable  stand  [lig.  Site).  The  form  shown  in  fig.  S&d  is  due  to  E.  Herzka  {Oerman 
Pai.  D.R.G.M.  Xo.  4.157r>3,  ISIO).  This  Ls  an  improvement  on  Bolton's  flask  for  preventing 
loss  by  spurting,  because  the  fluid  particles  sre  ]irojpcted  agaiiiEit  tlie  walls  of  the  tlsak  when 

a  liquid  is  boiling  ur  eflerveacing,  or  when  a  gas  is  being  passed  n    '     " 

afthefla^k  (tig.  ihc). 

'  ir  phenolphthalein  bo  used  as  indicator,  the  solutioi 
in  order  to  get  rid  of  the  carbon  dioxide  in  the  solution. 

'  The  "transition  tint"  is  often  taken  as  the  end  point. 


rapidly  through  the  < 
ust  he  boiled,  before  the  titration, 
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GIftzed  paper  and  powder 1  '9573  grms. 

Glazed  paper  after  removal  of  powder 0*6363  grms. 

Whiting        '.        '.        '.         '.        ',        '.        '.        '.        .     1*4210  grms. 

50  c.c.  of  N-HCl  containing  35'2  grms.  of  HCl  per  1000  c.c.  were  added  as 
indicated  above.  The  acid  remaining  after  the  reaction  required  25*5  c.c.  of 
N-NaOH  containing  39 '1  grms.  of  NaOH  per  1000  c.c.     From  the  equation 

NaOH  +  HCl  ->  NaCl  +  Hfi 

it  follows  that  40*01  grms.  of  NaOH  represent  36*47  grms.  of  HCl.  Hence, 
0-0391  grm.  of  NaOH  represents  0*03564  grm.  HCl ;  and  1  c.c.  of  the  NaOH 
solution  represents  0*03564  grm.  HCl,  or  1*01  c.c.  of  the  acid  used  for  decom- 
posing the  whiting.  Consequently,  25*5  c.c.  of  alkali  used  in  the  titration 
represent  26*75  c.c.  of  the  same  hydrochloric  acid.  Hence,  50  -  25*75  =  24*25  c.c. 
of  the  same  hydrochloric  acid  were  taken  up  by  the  whiting.     From  the  equation 

CaCO,  +  2HC1  r>  CaClg  +  CO2  +  Bfi 

it  follows  that  72;94  grms.  of  HCl  represent  100*09  grm.  of  CaCOj.  Hence, 
1  c.c.  of  the  given  acid  (or  0*0352  grm.)  represents  0*0483  grm.  CaCOg.  Hence, 
the  24*25  c.c.  of  hydrochloric  acid  which  reacted  with  the  whiting  represent 
24*25  X  0*0483  =  1*17  grms.  of  CaCOg  in  the  given  sample,  that  is,  82*4  per  cent. 
If  solutions  of  exact  normality  had  been  employed,  and  50  c.c.  of  N-HCl 
and  25*7  c.c.  of  N-NaOH  were  required,  it  follows  that  50-25*7  =  24*3  c.c.  of 
N-HCl  would  be  taken  up  by  the  whiting.  But  1  c.c.  of  the  N-HCl  repre- 
sents 0*050  CaCO,;  consequently^  24*3  c.c.  of  the  N-HCl  represent  1*215 
grms.  of  CaCOj  in  the  1*421  grms.  of  sample,  or  the  sample  has  85*5  per  cent. 

CaCOj. 

Summarising  this  arithmetic,  if  n  represents  the  number  of  cubic  centimetres 
of  N-NaOH  used  in  the  titration,  50  —  w  represents  the  number  of  cubic  centi- 
metres of  N-HCl  "  consimied "  by  the  whiting.  Hence,  if  w  represents  the 
weight  of  the  sample  in  grams,  the  sample  has 

^(^^^  =  per  cent,  of  CaCOo. 
w 

If  we  make  tr  =  1*6667  grms.,  and  use  normal  solutions  of  acid  and  alkali,  it 
follows  that  3(50  -  n)  will  give  the  percentage  amount  of  CaCOg  in  the  sample. 

A  similar  method  can  be  used  for  evaluating  BaCOg,  ZnO,  MgCOg,  MgO,  etc. 
The  method  can  be  employed  for  determinations  of  the  amount  of  calcium 
carbonate  in  samples  of  ground  flint,  ground  stone,  etc.  A  given  weight  of  these 
materials  is  treated  with  deci-normal  acid  and  alkali  as  indicated  above.  For 
instance,  5  grms.  of  flint  (dried  at  110**)  were  digested  with  50  c.c.  of  y^N-HCl 
on  a  water  bath.  The  cold  solution  was  titrated  with  y^^^N-NaOH.  The  mean 
of  three  experiments  gave  39*51  c.c.  of  y^j^N-NaOH.  Hence,  50  -  39*51  = 
10*49  c.c.  of  y^iyN-HCl  were  taken  up  by  the  calcium  carbonate  in  the  flint. 
But  1000  c.c.  of  T^N-HCl  correspond  with  5*0  grms.  of  CaCOg;  hence,  10*49 
c.c.  correspond  with  10*49x0005  =  0*05245  grm.  of  CaCOg  per  5  grms.  of 
flint — that  is,  1*05  per  cent.  CaCOg.  Summarising  the  arithmetic,  it  follows  that 
y*^(50  -  n)  here  represents  the  percentage  amount  of  CaCOg  in  the  given  sample. 

It  will  be  observed  that  if  yJ^N-NaOH  had  been  used  for  the  back  titration 
with  the  idea  of  obtaining  more  exact  results,  it  will  be  obvious  that  th£  increased 
accuracy  is  illusory,  for  the  accuracy  of  the  process  depends  on  the  exactness  of 
the  measurement  of  the  more  concentrated  solution. 
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g  33.  Back  Titration — Mixed  Hydroxides  and  Carbonates. 

Suppose  it  be  required  to  determine  the  amount  of  caustic  soda  in  a  given 
sample  of  soda  aah.'  Dissolve,  say,  50  )^nns.  in  warm  water,  filter  and  wash  the 
insoluble  matter,  if  any  be  present.*  Make 
the  washings  up  to  I  litre.  Titrate  20  c.c, 
equivalent  to  1  grm.,  fui  indicated  above  with 
iN-acid  and  methyl  orange  as  indicator. 
This  titration  includes  sodium  carbonate  as 
well  aa  caustic  soda  and  sodium  sulphide,  if 
these  be  present.  To  determine  tlie  caustic 
soda,  pipette,  say,  40  c.e.  into  a  200-c.c. 
flask,  add  a  slight  excess^  of  barium  chloride 
(20  c.c.  of  a  10  per  cent,  solution  will 
suffice).  Barium  carbonate  is  precipitated. 
Make  the  liquid  with  the  solid  in  suspension 
up  to  the  mark  with  cold  distilled  water. 
Shake  the  corked  flask.  When  the  solution 
is  cold,*  make  it  up  to  the  mark  on  the 
neck  with  cold  distilled  water.  Shake  the 
flask.  Either  let  the  precipitate  settle,  and 
pipette  otf  50  c.c,  from  the  clear,  or  filter 
a  portion  of  the  solution,  and  take  50  c.c. 
from  the  clear  filtrate.^  The  standard  flask 
shown  in  fig.  36  will  be  found  very  con- 
venient for  withdrawing  aliquot  portions 
from,  say,  a  litre  of  solution.  It  is  aa 
Fio.  36.-Measuring]iqiiidB.  ordinary  litre  flask  with  a  aide    tap  sealed 

on  to  the  flask  before  graduation,  as  shown 
In  the  diagram.  Titrate  the  ."(O  c.c.  with,  say,  ^'gN-HCl,  using  methyl  orange 
as  indicator.  lijicli  cubic  centituetre  of  the  solution  will  represent  0'004006  grm. 
of  NaOH  per  gram  of  soda  ash." 

'  For  anotlier  method,  eee  jiage  64.  Tlie  method  in  tlie  text  is  dae  to  C.  Winkler.  A.  C. 
Andersen,  Tidakr.  Kem.  Farm.  Terapi,  11,  161,  1908  ;  Jtmrn.  Pharm.  Ckim.,  38.  870,  1908  ; 
R  B.  Warder.  Ckeoi.  Nobs,  43.  228,  1881  j  G.  Lungo  and  W.  Lohhbfer,  Zeit.  angtui.  Chem.,  14. 
1126,  1901 ;  G.  Lunge,  ii,.,  XO.  Il5»,  IS97  ;  J.  Tillnjans  and  0.  Heiiblein,  >'&.,  3d.  871,  1911. 
(There  is  an  error  due  to  the  e8ca[je  of  carbon  dioxide  obviated  by  the  method  inilicated  in  the 
t«it.)  F.  W,  Kiiater,  Zeit.  aiiorg.  Chtm.,  13.  142,  1897  ;  C.  F.  Crosa  and  E.  J.  Bevao,  Ziit. 
aiiJtl.  Ckem.,  37.  885,  1898  ;  K.  Novolny,  Zeil.  EleclTochtm...  II.  453,  1906  ;  M.  Ic  Blanc  and 
K.  Novolny,  ZeU.  aitorg.  Chcm.,  51.  181,  1909 ;  M.  le  BUno,  it.,  53.  3*4,  1907  ;  F.  W.  Kiister, 
ib.,  13.  127,  1888  ;  a  P.  L.  Sdreiiaen  and  A  C.  Andersen,  Zeil.  anal,  Clitm.,  47.  279,  1908  ; 
H.  Sek-erand  E.  Cramer,  Tonintl.  Ztg..  18.  593,  1S94. 

^  The  amount  can  be  estimated  by  drying  and  weigbinjt,  if  neeiled  (page  155}. 

'  According  to  W,  Smith  [Joura,  i'oc.  Cheai.  Iiid.,  1.  85.  188^),  if  a  large  excess  fbanuni 
chloride  be  used,  some  alkuli  will  be  lust  by  absorption.  Exact  precijutation  is  eccssary  o 
secure  aocaracy.     S.  p.  L.  Sorensen,  Zeit.  aiuil.  Cliein.,  45.  220,  1908  ;  47.  279,  19  8 

'  A  COOLING  BOX.  incases likethis,  wheres|>eediii  easentinl,  will  be  found  agreat   on     n   n 
This  can  be  made  of  wood  lined  with  sheet  lead  or  sheet  eoimer,  and  provided  «         n  ranee 
and  overflow  pipca  for  the  cold  water.     Tlio  Hask  or  flasks  to  be  cooled  are  iilaeed   n     ha  b  i 
and  a  current  of  wat«r  allowed  to  flow  through  the  box.     To  prevent  the  flasks  u  n  ng 

either  a  series  of  lead  rings  can  be  provided  to  fit  on  the  iieoks  of  the  flasks,  or  a    h      iv    h 
sockets  may  be  fitted  to  the  box. 

*  Aeeoniing  to  A.  Mhller[A»^H,  prakt.  Chrm.  (1].83.  3S4,  1861)  the  filter  paper  absorbs 
an  appreciable  quantity  of  the  barium  salt,  and  gives  low  results.  But  here  we  are  now  only 
concerned  with  the  sodium  hydroxide. 

'  Sodium  sulphide,  if  prexent,  will  be  included  in  this  result,  and  a  deduction  mast  be  made 
after  the  sulphides  have  l«en  determined. 
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Sulphides  in  the  presence  of  chlorides  can  be  determined  volumetrically  by  Lestelle's 
process,^  in  which  100  cc.  of  a  solution  containing  the  equivalent  of,  say,  5  grms.  of 
soda  ash  are  titrated  with  an  ammoniacal  solution  of  silver  nitrate,^  until  no  black 
precipitate  of  silver  sulphide — Ag^S — is  formed  on  adding  another  drop  of  the  silver 
nitrate  solution.  To  observe  the  end  of  the  titration  accurately,  the  solution  is  filtered 
towards  the  end  of  the  operation,^  and  the  titration  is  continued  if  necessary.  It  may 
be  necessary  to  repeat  the  filtration  a  number  of  times.  With  the  above  proportions, 
I  cc  of  the  standard  solution  represents  O'l  per  cent,  of  sodium  sulphide  in  tne  given 
sample.* 

Sulphites  are  determined  by  acidulating  100  cc.  of  a  solution  containing  the 
equivalent  of  5  grms.  of  the  sample  with  acetic  acid.  Add  starch  solution,  and  titrate 
with  a  standard  iodine  solution*  until  the  blue  colour  of  starch  iodide  permanently 
appears.  For  every  1  cc  of  the  silver  solution  used  in  the  sulphide  test,  deduct  1*3  cc 
from  the  iodine  solution  used  in  the  titration.  Each  cc.  then  represents  0000001 613 
grra.  NajSOj,  or  0*0000323  per  cent,  of  Na^SO,. 

Sodium  sulphate  is  best  determined  gravimetrically  as  barium  sulphate  (page  618) ; 
sodium  chloride  is  determined  by  Mohr's  process  (page  79)  ;  iron,  by  the  permanganate 
process  (page  19S) ;  and  sodium  silicate,  by  evaporation .  with  hydrochloric  acid 
(page  167). 

§  34.  Correction  for  the  Volume  of  Suspended  Solids. 

It  is  here  necessary  to  examine  the  nature  of  the  error  due  to  the  assumption 
that  the  solid  barium  carbonate  in  suspension  occupies  no  appreciable  volume. 
The  error  will  obviously  be  negligibly  small  when  the  volume  of  the  solid  is 
small  in  comparison  with  the  volume  of  the  solution,  but  the  error  may  be  appreci- 
able when  the  volume  of  the  precipitate  is  large  in  comparison  with  the  volume 
of  the  flask.®     It  is  therefore  necessary  to  look  into  this  subject  more  closely. 

By  a  previous  titration  we  found  the  amount  of  "sodium  carbonate"  per 
20  cc.  of  solution.  Let  a  represent  the  "sodium  carbonate"  in  the  100-c.c. 
flask.     One  gram  of  sodium  carbonate  is  equivalent  to  1*862  grms.  of  barium 


^  H.  Lestelle,  Compt.  Bend.,  55.  789,  1862. 

'  Ammoniacal  Silver  Nitrate. —Dissolve  13*810  grms.  of  silver  in  pure  nitric  acid,  add 
260  CO.  of  concentrated  ammonia,  and  dilate  the  solution  to  a  litre.  1  cc.  represents  0*005 
grm.  Na^S.     The  ammonia  keeps  the  silver  chloride  in  solution. 

*  Some  recommend  a  Beale  s  tabe  for  this  purpose.  A  piece  of  filter  paper  is  tied  over  the 
Iqyrer  end  A,  fig.  87,  and  a  piece  of  muslin  is  tied  over  the  {taper  to  prevent  it  breaking.     When 


B 

Fig.  37.  — Beale's  filter  pipette. 

the  end  A  is  dip))ed  in  the  mixture,  clear  liquid  rises  in  the  cylinder.  This  is  poured  from  the 
little  spout  B  and  tested.  If  the  titration  be  not  completed,  the  liquid  withdrawn  must  be 
returned  to  the  main  solution. 

*  If  no  sulphites  are  present,  the  titration  for  sulphides  is  best  made  by  the  process  used 
for  sulphites. 

'  Iodine  solution  :  8*249  grms.  of  iodine  |)er  litre.  See  page  288  for  details— preparation, 
precautions,  etc. 

•  O.  Eberhard,  Zeit.  dfctU.  Chern.,  4.  867,  1898 ;  M.  Ruoss,  Zeit.  anal.  Chem.,  37.  4*22,  1898  ; 
M.  Bicard  and  H.  »*ellet,  Zeit.  anal.  Chcm.,  24.  460, 1885  ;  Bull  VA$sm:  Chim.  S\w.,  i.  230, 1885  ; 
E.  Lenoble,  ^»;/.  Soe.  Chim.  (3),  li.  336,  1895;  W.  R.  Smith,  Joum.  Ainer.  Chim.  Soc., 
31.  935,  1909.  Advantage  may  be  taken  of  the  fact  that  dilute  solutions  of  oxalic  acid  exert  no 
appreciable  action  on  alkaline  earthy  carbonates,  to  titrate  with  standard  oxalic  acid  all  the 
liquid  with  the  jirecipitate  instead  of  an  aliquot  portion.     Phenolphthalein  as  indicator. 
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carbonate.  Hence,  a  gnus,  of  sodium  carbonate,  found  by  titration,  will  be 
equivalent  to  I '862a  grms.  of  barium  carbonate.  The  specific  gravity  of  dry 
barium  carbonate  is  4*3.  Hence,  the  volume  of  the  barium  carbonate  will  be 
0*433a  C.C.  If  the  soda  ash  contained  98  per  cent,  of  sodium  carbonate,  a  =  0'98. 
Hence,  the  barium  carbonate  in  the  100-c.c.  flask  occupied  0'98  x  0*433  =  0*424 
c.c.  Hence,  the  100-c.c.  flask  contained  100  -  0*424,  or  99*6  c.c.  By  drawing  off 
50  C.C.  for  the  titration  we  drew,  not  the  equivalent  of  0*5  grm.,  but  of  0*504  grm. 
Hence,  each  c.c.  of  the  y^^N-acid  represents  0*004006  grm.  of  NaOH  per  1  *04 
grms.  of  the  soda  ash,  or  0*003974  grms.  NaOH  per  grm.  of  soda  ash.  The 
error  may  be  somewhat  serious  when  appreciable  amounts  of  NaOH  are  in  ques- 
tion, although  the  correction  is  usually  neglected  in  practice.^ 

The  process  just  indicated  may  be  a  little  more  complicated.  In  determining 
soluble  sulphates,  a  known  amount  of  barium  chloride  may  be  added  to  the 
slightly  acidified  solution.  The  solution  is  boiled  to  get  rid  of  carbon  dioxide 
and  then  exactly  neutralised.  An  excess  of  standard  solution  of  sodium 
carbonate  is  then  added.  The  solution  is  made  up  to  a  definite  volume  and  the 
excess  of  sodium  carbonate  in  an  aliquot  portion  of  the  clear  titrated  with 
standard  acid.  This  gives  data  sufficient  to  calculate  the  amount  of  barium 
chloride  which  reacted  with  the  sodium  carbonate.  The  remaining  barium 
chloride  must  have  reacted  with  the  soluble  sulphates.  We  have  both  barium 
sulphate  and  barium  carbonate  in  suspension.  For  the  sake  of  illustration, 
assume  that  it  is  required  to  calculate  the  amount  of  barium  chloride  in  a  given 
solution.  Add  an  excess  of  sodium  carbonate,  say,  N"  or  1000  mgrms.  (t.e. 
1  grm.),  and  make  the  solution  with  the  precipitate  in  suspension  up  to  the 
Fee.  mark  in  a  standard  flask,  say,  ^=50  c.c.  Either  pipette  or  filter  v  c.c. 
of  the  clear  solution,  suppose  t;  =  25  c.c.  The  sodium  carbonate  is  determined 
by  titration  with  standard  acid.  Suppose  that  22*35  c.c.  of  ^N-acid  are  needed. 
Hence,  50  c.c.  needed  22*35  x  2  =  44*7  c.c.  of  ^N-acid ;  then  the  excess  of  sodium 
carbonate,  w,  was  44*7  x\x53  =  473*8  mgrms.  But  1  grm.  of  sodium  carbonate 
is  equivalent  to  1*862  grms.  barium  carbonate;  and  1000 -473*S  =  526*2  grms. 
of  sodium  carbonate  will  represent  a  =  1*862  x  526*2  =  979*8  mgrms.  barium 
carbonate,  or 

a  =1*862(1000-2^) (1) 

This  number  a  =  979*8  mgrms.  is  not  quite  right,  because  w^e  did  not  allow  f&r 
the  volume  of  the  precipitate  in  drawing  off  the  25  c.c.  of  clear  solution.  Let 
A  be  the  right  value  which  would  have  been  obtained  had  the  precipitate  been 
filtered  off,  washed,  and  the  filtrate  made  up  to  the  100  c.c.     Then, 

il  =  l*862(1000- TT) (2) 

where  TT  represents  the  correct  excess  of  sodium  carbonate  which  would  have 
been  obtained  in  the  filtrate  if  the  precipitate  occupied  a  negligibly  small  volume. 
Let  »  denote  the  specific  gravity  of  the  precipiUite  (sp.  gr.  BaC03  =  4*3).  The 
precipitate  then  occupies  ^/ 1000s  c.c,  and 

wA  wA 

W  =  w •  w  —  n  =  —    • 

looosF'  iooo»r 

The  error  is  then,  from  (1)  and  (2), 


^  Say,  checking  the  composition  of  black  ash  ;  i>ide  Lunge  {I.e.).  The  neglect  may  be  some- 
times justified  when  comparable  results  are  alone  required.  In  some  cases  the  error  might  even 
be  greater  than  the  percentage  amount  of  the  constituent  in  question.  A  different  method  of 
analysis,  of  course,  is  then  used. 
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Consequently, 

_  l'S62 AW  _        l-862aw 

^  "  ^^  1000s F-  A  "  1000»r-  1  862?^  * 

The  terms  A  and  1  •862m;  in  the  denominators  are  very  small  in  comparison  with 
1000<F,  so  that  these  terms  can  be  omitted  without  materially  affecting  the 
value  of  the  fractions.     Hence,  the  error 

^           1-862  X  473-8  X  979-8     ,^ 
^-"=       1000x4-3x50 ^'^^^^'- 

Hence  the  total  weight  of  the  barium  carbonate  is  979-8  +  4-0  =  983*8  mgrms. 
The  amount  of  barium  chloride  corresponding  with  this  barium  carbonate  is 
readily  calculated.     All  this  arithmetic  may  be  summarised  in  the  formula : 

Weight  of  p^e(dpitote  =  r(i^-w)^+—-^^     .  .  .     (3) 

where  iV  denotes  the  weight  of  the  precipitating  agent  in  mgrms.  (1000) ;  «,  the 
specific  gravity  of  the  precipitate  (4-3) ;  F,  the  volume  of  the  measuring  flask 
(50)  ;  w,  the  excess  of  the  precipitating  agent  (473-8) ;  and  r,  the  ratio  of  the  equi- 
valent weight  of  the  precipitate  and  precipitating  agent  (98*685 -j- 53*00  =  1*862). 
A  great  many  "  rapid  "  processes  involve  the  use  of  one  or  other  of  these  two 
methods  of  correction.  Once  the  reasoning  is  understood,  there  is  no  need  to  go 
through  all  the  steps.  The  numbers  corresponding  with  the  letters  can  be 
substituted  directly  in  formula  (3).^ 

A  mathematical  formula  is  not  the  end,  but  the  means  of  attaining  the  end. 
Students  sometimes  get  the  opposite  idea,  just  as  if  a  builder  erected  a  mansion 
for  the  sake  of  showing  off  the  ladders  and  scaffolding  employed  in  its 
construction. 

§  35.  Sodium  Silicate— Water-Glass. 

In  commercial  water-glass — sodium  silicate — the  ratio  SiOgiNagO  generally 
lies  between  2:1  and  4:1.  In  analysis,  it  is  generally  assumed  ^  that  free 
caustic  alkali  is  present  when  this  ratio  falls  below  1:1,  corresponding  with  about 
50'8  per  cent,  of  NagO,  or  with  NagO.SiOg.  Water-glass  is  found  on  the  market 
in  the  form  of  a  solid  yellowish  or  greenish  glass,  or  in  a  more  or  less  viscid 
aqueous  solution. 

For  analysis,  10  grms.  of  the  solid  are  ground  to  a  very  fine  powder  and 
dissolved  in  hot  water,  or  20  grms.  of  the  liquid  are  digested  in  water.  In  both 
cases  the  solution  is  made  up  to  500  c.c.  The  solution  is  allowed  to  stand  some 
time  in  order  to  allow  the  insoluble  matters  to  settle  as  a  sediment,^  and  to  allow 
air-bubbles  to  rise  to  the  surface. 

1.  Com&ined  arid  Free  Alkali,^ — Titrate  100  c.c.  of  the  clear  solution  with  N-  or 
JN-HCl,  using  phenolphthalein  as  indicator.  The  action  of  the  acid  is  represented 
by  the  equation 

Na^SiOg  +  2HC1  =  2NaCl  +  HgSiOg. 


^  It  is  also  possible  to  compute  the  yolume  of  the  solid  matter  in  suspension  by  an  applica- 
tion of  the  principle  indicated  in  §  83,  page  72. 

'  There  are  some  reasons  for  doubting  if  the  assumption  is  valid. 

*  The  sediment  can  be  filtered  ofif,  washed,  and  determined  later.  J.  Ordway,  C?iem,  News, 
9.  61,  1864. 

*  Tiie  term  **  combined  alkali'*  does  not  here  include  the  alkali  which  may  be  present  in  the 
form  of  neutral  salts— sodium  chloride,  etc.  There  is  usually  so  little  sediment  that  the  cor- 
rection indicated  on  page  78  is  not  needed. 
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The  liberated  silicic  acid  does  not  affect  the  indicator.  The  reaction  towards  the 
end  is  very  slow,  and  the  indicator  may  appear  to  be  permanently  decolorised 
before  the  reaction  is  complete.  There  is  therefore  some  danger  of  under- titra- 
tion. If,  however,  a  large  excess  of  sodium  chloride  be  added  before  the  titration, 
this  difficulty  does  not  give  much  trouble.^  From  the  preceding  equation,  we 
see  that  every  c.c.  of  N -hydrochloric  acid  corresponds  with  0*031  grm.  of  Na^O. 
Hence,  if  w  grms.  of  the  sample  were  made  up  to  500  c.c,  and  100  c.c.  taken  for 
the  titration,  and  if  n  c.c.  of  the  N-hydrochloric  acid  were  consumed  in  the  titra- 
tion, the  sample  has  0*1 55»  grm.  of  NagO  per  w  grms.  of  sample. 

2.  Free  Alkali. — To  100  c.c.  of  the  solution,^  add  100  c.c.  of  a  solution  of 
10  grms.  crystalline  barium  chloride  gradually  with  constant  stirring.  Make  the 
solution  up  to  250  c.c.  Shake  well.  Filter  through  dry  filter  paper.  Reject 
the  first  20-30  cc,  and  titrate  the  next  100  c.c.  which  passes  through  the  paper 
with  y'^N-hydrochloric  acid  and  phenolphthalein.^  Since  1  c.c.  of  -j^^N-hydro- 
chloric  acid  corresponds  with  0*0031  grm.  Na^O,  if  n  c.c.  of  this  acid  are  used  in 
the  titration,  nx  00031  grm.  of  NagO  is  present  in  100  c.c.  Hence,  n  x  0*0031 
X  2*5  =  0*0077571  grm.  of  NagO  is  present  in  the  250  c.c.  Hence,  the  sample  has 
0 '0387571  grm.  NagO  per  w  grms.  of  the  sample  taken. 

The  diflference  between  the  results  of  this  and  the  preceding,  titration 
represents  the  amount  of  combined  alkali.* 

Calculation. — Suppose  that  20  grms.  of  the  powder  were  made  up  to  500  c.c, 
and  that  42*4  c.c.  of  N-hydrochloric  acid  were  required  for  the  first  titration, 
and  3*7  cc  of  ^N-hydrochloric  acid  for  the  second  titration.  The  results  are 
expressed : — 

Free  alkali 0*72  per  cent. 

Combined  alkali  ... 
Silica 


32*11 
63-81 


Alkaline  chlorides,  etc. 

Insoluble  matters 

Water  (loss  on  ignition,  page  157) 

The  basicity  ^  of  the  sample,  that  is,  the  ratio  SiOg  :  NagO,  or  the  molecular 
proportion  of  the  silica  to  the  free  and  combined  alkalies,  regarded  as  soda,  is 
nearly  2.^ 

§  36.  The  Volumetric  Determination  of  Silver  and  Chlorine— 

Volhard's  Process. 

When  potassium  or  ammonium  thiocyanate  is  added  to  a  solution  of  silver 
nitrate,  a  white  precipitate  of  silver  thiocyanate  is  formed  : 

AgNOg  -f  KCNS  =  AgCNS  +  NH4N0g. 


^  R.  T.  Thomson  (see  page  63) ;  C.  Lunge  and  W.  T.  Lohofer,  Zeit,  angexo,  Chem,^  14. 
1125,  1901. 

^  The  solution  should  he  as  concentrated  as  possible.  Hence,  some  prefer  to  take  10  gnns. 
made  up  to  100  c.c.  for  this  determination. 

^  P.  Heermann.  Chem.  Ztg.^  28.  888,  1904.  If  sodium  carbonate  be  present,  it  will  be  pre- 
cipitated as  b'irium  carbonate  by  the  barium  chloride 

*  The  term  "alkali"  used  here  is  supposed  to  represent  soda,  but  potash  may  be  present. 
If  a  distinction  is  neceasary,  a  special  analysis  may  be  needed  to  determine  the  ratio  KjO  :  Na20. 
The  silica  is  determined  by  evaporating  100  c.c.  with  hydrochloric  acid,  as  indicated  on  page  167. 
The  filtrate  is  treated  with  ammonia,  ammonium  carbonate,  and  ammonium  oxalate.  Filter. 
The  filtrate  is  evaporated  with  hydrochloric  acid,  ignited  to  drive  off  ammonium  salts,  and  the 
residue  is  supposed  to  represent  the  "alkalies."  See  page  226  for  details.  The  "  total  alkalies  " 
so  obtained,  less  the  free  and  combined  alkalies,  are  regarded  as  alkali  belonging  to  the  neutral 
salts— alkaline  chloride,  etc. 

^  The  term  "acidity  "  might  perhaps  be  more  appropriately  applied  for  the  ratio  SiOj  ,  Na^O. 

«  Basicity  =  (63  81  ^  60)/(:52  -83  -r  62)  =  1  '96. 
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The  precipitate  is  insoluble  in  nitric  acid.  The  reaction  occurs  even  in  presence  of 
ferric  salts,  and  only  when  all  the  silver  has  been  precipitated  does  the  thiocyanate 
react  with  the  ferric  salt,  forming  the  characteristic  blood-red  colour  of  ferric 
thiocjanate.  The  persistent  appearance  of  this  coloration  shows  that  the  titration 
is  finished.  Ferric  nitrate  or  sulphate  can  be  used  as  indicator,  but  not  the 
chloride.  Similarly,  the  water  and  other  reagents  must  be  free  from  chlorides.^ 
This  method  is  due  to  Charpentier,  but  usually  called  Vol  hard's  process.^ 

Standardisation  of  the  Solutions, — A  standard  solution  of,  say  yV-^i  silver 
nitrate  is  made  by  dissolying  16*989  grms.  of  pure  silver  nitrate  ^  in  water,  and 
making  the  solution  up  to  a  litre  with  distilled  water  at  Id**.  A  solution  of  potas- 
sium thiocyanate  is  made  by  dissolving  10  grms.  of  the  salt  in  water  and  making 
the  solution  up  to  a  litre.'^  This  latter  solution  is  standardised  by  pipetting,  say, 
25  c.c.  of  the  silver  nitrate  solution  into  a  white  porcelain  dish.^  Run  the 
potassium  thiocyanate  solution  from  the  burette  until  most  of  the  silver  is 
precipitated  ^  as  white  silver  thiocyanate,  AgCNS,  and  then  add  about  5  c.c.  of 
solution  of  ferric  alum^  to  act  as  indicator.  Each  drop  of  the  thiocyanate 
solution  produces  a  white  cloud  of  silver  thiocyanate  coloured  with  a  reddish  halo 
of  ferric  thiocyanate.  The  colour  disappears  on  shaking,  provided  any  silver 
nitrate  remains  in  the  solution.  When  all  the  silver  has  been  precipitated  as 
insoluble  silver  thiocyanate,  one  drop  of  the  potassium  thiocyanate  will  colour 
the  solution  reddish  brown.  The  colour  persists  after  a  vigorous  shaking.  The 
reddish-brown  colour  produced  when  the  titration  is  not  quite  finished  is  but 
slowly  removed  when  the  solution  is  vigorously  agitated.  Hence,  it  is  necessary 
to  guard  against  "under-titration."® 

Suppose  that  24*3  c.c.  of  the  thiocyanate  be  required  for  the  titration,  it 
follows  that  24'3  c.c.  of  the  potassium  thiocyanate  corresponds  with  25  c.c.  of 
silver  nitrate,  which  in  turn  corresponds  with  0*4247  grm.  of  silver.     If   the 


^  Chlorides  interfere  not  only  by  removing  silver  as  insoluble  chloride,  but  they  also 
interfere  with  the  end  point,  since  silver  chloride  removes  part  of  the  red  ferric  thiocyanate  from 
the  solution. 

*  J.  Volhard,  Joum.  prakt,  Chem.  (2),  9.  217,  1874;  Liebig's  Ann,,  190.  1,  1878;  Zeit, 
anal.  Chem.,  13.  171,  1874  ;  17.  482,  1878  ;  J.  B.  Schober,  t&.,  17.  467, 1878  ;  G.  Briigelmann, 
16.,  16.  1,  1877  ;  F.  A.  Falk,  Ber.,  8.  12,  1875;  B.  G.  Gentil,  iVochenschr.  Pharm.,  30.  133, 
1903  ;  P.  Charpentier,  BtUL  Soc.  Ing,  Civ,  France,  3*25, 1870  ;  E.Drechsel,  Joum.  prakL  Chem, 
(2),  15.  191,  1877;  C.  Mann,  Oester,  ZeU,  Bttrg,  Hutt,  26.  426,  1878;  H.  F.  von  Jiiptner, 
ih,,  26.  33,  51,  1880  ;  O.  Lindemann,  Berg.  HUU.  Zig.,  35.  333,  1877  ;  F.  T.  Shutt  and  H.  W. 
Charlton,  Chem.  News,  94.  258,  1906  ;  Trans.  Boy,  Soc.  Canada,  11.  67,  1906 ;  A.  Dubosc, 
Ann,  Chim,  Anal.,  9.  45,1904;  C.  Hoitsema,  Zeit.  angexo.  Chem.,  17.  647,  1904;  V. 
Rothmund  and  A.  Biirgstaller,  Zeit,  anorg.  Chem.,  63.  330,  1909  ;  E.  M.  Hamilton,  Min. 
Scientific  Press,  102.  364,  1911  ;  A.  T.  Stuart,  Joum.  Avver,  Chem.  Soc.,  33.  1344,  1911  ;  A.  E. 
Knorr,  ib,,  19.  814,  1897  ;  T.  K.  Rose,  Joum,  Chem.  Soc.,  77.  232,  1900. 

'  Powdered  and  dried  at  130*  for  about  an  hour.  The  silver  nitrate  solution  may  also  be 
prepared  by  dissolving  10*8  grms.  of  pure  metallic  silver  in  50  c.c.  of  dilute  nitric  acid.  Boil  off 
the  nitrous  fumes,  since  they  interfere  with  the  indicator  later  on.     Dilute  the  solution  to  a  litre. 

*  It  is  very  difficult  to  weigh  out  exactly  the  required  quantity  of  the  potassium  thiocyanate, 
owing  to  its  deliquescent  character.  Hence,  the  solution  must  be  stanaardised.  If  a  solution 
of  definite  strength  be  required,  it  is  best  to  take  rather  more  salt  than  is  necessary,  and,  when 
the  strength  of  the  solution  has  been  determined,  dilute  the  solution  as  indicated  on  page  48. 

'  Or  in  an  Erlenmeyer's  flask  or  beaker,  and  then  titrate  with  a  white  background  as 
described  on  page  60. 

'  The  results  are  low  if  the  temi)eratare  be  much  higher  than  25^  The  nitric  acid  then 
"  bleaches  **  the  ferric  thiocyanate.  Sufficient  nitric  acid  should  be  present  to  remove  the  colour 
produced  by  the  indicator  before  the  titration  is  finished.  An  excess  of  nitric  acid  does  no 
particular  harm,  but  a  large  excess  gives  low  results,  since  it  retards  the  formation  of  the  ferric 
thiocyanate  at  the  end  of  the  titration. 

^  Fereic  Alum  Solution  :  Dissolve  10  grms.  of  ferric  alum  in  90  c.c.  of  water. 

'  In  case  of  "  over- titration  "  a  known  volume  of  the  standard  silver  nitrate  solution  can  be 
added  to  the  solution,  and  the  titration  continued  Due  allowance  must,  of  coarse,  be  made  for 
che  additional  silver. 
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• 

potassium  thiocjanate  is  to  be  exactly  -^7^^  normal,  the  24*3  ac.  must  be  diluted 
to  25  c.c.     Hence,  proceed  as  indicated  on  page  48. 

Determination  of  Silver, — The  titration  of  the  nitric  acid  solution  of  the 
sample  ^  under  investigation  is  conducted  in  the  same  manner  as  that  described  for 
the  standardisation  of  the  potassium  thiocjanate  solution.  The  method  is  valuable 
provided  an  accuracy  of  xb^th  per  cent,  will  suffice.  The  results  are  a  little  low 
when  large  quantities  of  silver  are  present,  owing  possibly  to  (1)  the  adsorption 
of  some  of  the  silver  nitrate  by  the  precipitated  silver  thiocyanate ;  and  (2)  the 
action  of  tfie  precipitate  on  the  solution.  The  process  can  also  be  used  in  the 
presence  of  barium,  bismuth,  antimony,  arsenic,  lead,  iron,  manganese,  zinc,  etc. 
Mercury  interferes  with  the  titration,  since  it  is  precipitated  by  the  thiocyanate. 
Copper,  cobalt,  and  nickel  form  coloured  solutions  and  thus  interfere  with  the 
indicator,  although  it  is  claimed  that  70  per  cent,  of  copper  will  not  spoil  the 
determination. 

Deterfnination  of  Chlorides. — By  this  method  silver  can  be  estimated  in  the 
presence  of  nitric  acid,  whereas  Mohr's  chromate  process  requires  a  neutral 
solution.  Hence,  the  thiocyanate  process  can  be  used  to  estimate  the  haloids 
— chlorine,  bromine,  and  iodine — in  the  presence  of  phosphates  and  other  salts 
which  give  precipitates  with  silver  in  neutral  solutions,  but  not  in  acid  solutions. 
Chlorides,  bromides,  and  iodides  in  solution  are  determined  by  adding  an  excess 
of  a  standard  solution  of  silver  nitrate.  The  excess  of  silver  which  has  not 
reacted  to  form  silver  chloride  is  determined  by  titration  with  the  standard 
thiocyanate.^  Thus,  W.  Dittmar  determined  chlorides  in  sea-water  by  precipi- 
tating the  chloride  with  an  excess  of  standard  silver  nitrate,  filtering  off  the  silver 
chloride,  and  titrating  the  excess  of  silver  nitrate  as  indicated  above. 

It  is  important  to  filter  off  ^  the  precipitate  of  silver  chloride,*  owing  to  the 
fact  that  the  silver  chloride  reacts  with  the  soluble  thiocyanate  in  such  a  way  that 
165  times  as  much  excess  y^^N-ammonium  thiocyanate  per  200  c.c.  is  needed 
to  produce  the  red  coloration  in  the  presence  of  silver  chloride  as  is  needed  when 
the  chloride  is  absent.*  The  results  in  the  presence  of  the  precipitated  chloride 
are  more  variable,  and  some  2  per  cent,  low,  under  conditions  where  the  results 
in  absence  of  the  precipitated  chloride  are  satisfactorily  constant ;  and  but  0*15 
per  cent,  high,  when  the  silver  chloride  has  been  filtered  off.  The  presence  of 
sulphates  interferes  with  Volhard's  process,  because  appreciable  quantities  of 
silver  sulphate  are  precipitated  with  the  chloride  and  thiocyanate.* 

ExAMPLK — An  aliquot  portion,  say,  20  cc,  of  the  solution  of  soda  ash  indicated  on 
page  72,  or  an  aqueous  solution  of  a  gram  of  the  dry  salt,  is  treated  with  an  excess  of 
nitric  acid.  Then  add  an  excess  of,  say,  25  c.c.  of  ^N-silver  nitrate  solution,  and  titrate 
with  ^N-potassium  thiocyanate  solution  as  indicated  above.  Suppose  that  24*2  cc. 
of  the  T^N-potassium  thiocyanate  solution  are  needed.  This  is  etjuivalent  to  24*2  c.c. 
of  the  silver  nitrate  solution.  Hence,  25 -24*2= 0'8  cc.  of  the  silver  nitrate  solution 
has  formed  silver  chloride.  But  169*89  grms.  of  silver  nitrate  represent  58*46  grma 
of  sodium  chloride.  Each  cc.  of  the  silver  nitrate  solution  contains  0*016989  grm. 
of  silver  nitrate,  which  is  equivalent  to  0*005846  erm.  of  sodium  chloride.  Hence, 
0*8x0*005846  =  0*0046768  grm.  of  sodium  chloride.  Hence,  the  sample  has  the 
equivalent  of  0*47  per  cent,  of  sodium  chloride. 

^  For  example,  a  silver  coin  dissolved  in  nitric  acid. 

''^  For  iodides,  the  nitric  acid  is  added  after  the  standard  silver  solution. 

3  Say,  in  a  filter  tube  containing  glass- wool  (page  102). 

^  M.  A.  Rosanoff  and  A.  E.  Hill,  Joum.  Arner.  Ckem.  Soc,  29,  269,  1407,  1907  ;  Chem. 
News,  96.  264,  274,  299,  1907  ;  G.  A.  Sanger,  Proc.  Amer.  Acad,,  26.  34,  1879  ;  G.  Briigel- 
mann,  Zeit.  anal.  Chem.,  16.  1,  1877  ;  E.  Dreschel,  tft.,  16.  361,  1877  ;  Joum.  jnrakL  Ch^., 
(2),  15.  191, 1877  ;  O.  Knupfer,  Zeit.  phys.  Chem.,  2S  266,  1898  ;  L.  L.  de  Koninck,  Chem. 
Ztg.,  15.  1668,  1891. 

^  With  bromides  and  iodides,  the  interference  of  the  precipitated  salt  is  negligibly  small. 

^  L.  W.  Andrews,  Joum.  Amer.  Chem.  Soc,  29.  276,  1907. 
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§  37.  The  Volumetric  Determination  of  Chlorides— Mohr's 

Chromate  Process. 

If  a  solution  of  silver  nitrate  be  gradually  added  to  a  neutral  solution  of  an 
alkaline  chloride  containing  a  little  potassium  chromate,  silver  chloride  will  be 
precipitated.     The  reaction  is  represented  by  the  equation 

AgNOg  +  KCl  =  Aga  +  KNO3. 

When  the  reaction  is  complete,  any  further  addition  of  •  the  silver  nitrate  reacts 
with  the  potassium  chromate  : 

2AgN08  +  KgCrO^  =  AggCrO^  +  2KNO3. 

The  permanent  red  tint  of  the  silver  chromate  so  developed  indicates  that  the 
reaction  between  the  silver  nitrate  and  the  silver  chloride  is  at  an  end.  By  using 
a  standard  solution  of  silver  nitrate,  the  reaction  is  quantitative,  and  was  used 
by  Mohr  for  the  volumetric  determination  of  chlorides.^ 

If  acids  be  present,  the  chromate  may  form  dichromate,  which  interferes  with 
the  recognition  of  the  end  point,  and,  moreover,  acids  dissolve  appreciable 
quantities  of  the  silver  chromate,  and  the  end  point  is  then  indistinct.  Hence, 
any  acids  which  may  be  present  should  be  neutnilised  by  sodium  carbonate,  or, 
better,  by  pure  calcium  carbonate.  If  the  solution  be  feebly  alkaline,  owing 
to  the  presence  of  a  slight  excess  of  carbonate,  a  little  silver  carbonate  will 
be  precipitated  with  the  chromate.  Alkaline  solutions  should  accordingly  be 
neutralised  with  acetic  or  nitric  acid.  A  slight  alkalinity  is  not  so  baneful  as  a 
slight  acidity. 

The  Titration. — Dissolve  a  gram  of  the  dried  sample  under  investigation  in 
water  and  make  the  solution  up  to  100  c.c.  Pipette  25  c.c.  into  an  Erlenmeyer's 
flask  and  add  1  c.c.  of  potassium  chromate  solution.^  Gradually  add  y^^N-silver 
nitrate  solution  ^  with  constant  stirring  or  agitation.  When  the  chloride  is  all 
precipitated  a  red  coloration  of  silver  chromate  will  appear,  which  does  not 
disappear  on  agitation  of  the  solution.  The  silver  nitrate  must  be  added  very 
slowly  towards  the  end  of  the  titration,  so  as  to  run  no  risk  of  over-titration. 
The  titration  is  made  with  the  flask  over  a  sheet  of  white  paper,  or  a  white  tile. 

A  certain  amount  of  silver  nitrate  is  needed  to  colour  the  indicator.  Hence, 
Mohr  recommends  adding,  drop  by  drop,  ^N-sodium  chloride  solution  until  the 
red  colour  of  the  indicator  gives  way  to  the  yellow  colour  of  the  alkaline 
chromate.  Deduct  the  volume  of  sodium  chloride  so  employed  from  the  silver 
nitrate  used  in  the  titration.  The  result  represents  the  amount  of  silver  nitrate 
corresponding  with  the  chlorides  undergoing  titration. 

If  the  precipitate  of  silver  chloride  is  very  large,  the  end  point  will  be  some- 
what masked.  In  that  case,  add  a  slight  excess,  1-2  c.c,  of  a  dilute  standard 
solution  of  sodium  chloride  (^N).     Filter  and  wash  the  precipitate  twice  with 


'  F.  Mohr,  Lielng's  Ann.^  97.  335,  1856.  Mohr  first  used  potassium  ai-senate  as  indicator  ; 
A.  Level  {Bull,  Soe.  Encour.,  52.  220,  1853;  Jouni,  prakt,  Chem.  (1),  60.  384,  1853)  used 
sodiam  phoephate  ;  F.  Stolba  {Zeit.  anal.  Che7n.,  13.  65,  1874),  ])otassium  calcium  chromate. 

^  Potassium  Chromate  Solution. — Dissolve  1  grm.  of  the  salt  in  100  c.c  of  water.  The 
chromate  must  be  free  from  chlorides.  To  test  for  chlorides,  dissolve  the  chromate  in  water, 
add  a  little  silver  nitrate  and  then  some  nitric  acid.  If  the  red  precipitate  which  forms  dissolves 
completely,  forming  a  clear  solution,  chlorides  are  absent. 

^SiLVBR  Nitrate  Solution. — Dissolve  16 '869  grms.  of  pure  silver  nitrate  in  a  litre  of  water. 
1  C.O.  corresponds  with  0*003518  grm.  of  chlorine.  If  this  solution  be  standardised  by  dissolving 
5*806  grms.  of  pure  sodium  chloride  in  a  litre  of  water,  so  as  to  form  a  i^N -sodium  chloride 
solution,  25  c.c.  of  the  ^V^'Sodium  chloride  will  require  25*1  cc,  instead  of  25  cc,  of  the 
iVN-silver  nitrate  solution. 
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water,  and  again  titrate  the  clear  solution,  making  allowance  for  the  extra 
sodium  chloride  added. 

Disturbing  Agents. — Salts  of  lead,  bismuth,  barium,  and  iron  will  form 
insoluble  chromates,  and  should  therefore  be  absent ;  coloured  salts — cobalt, 
nickel,  and  copper — obscure  the  end  point  and  are  therefore  objectionable. 
Pellet^  has  shown  that  arsenates,  arsenites,  phosphates,  and  fluorides  do  not 
interfere,  since  silver  chromate  forms  earlier  than  silver  fluoride,  phosphate,  etc. 

The  presence  of  any  salt  which  augments  the  solubility  of  the  silver  chromate 
gives  high  results,  since  more  silver  nitrate  must  be  added  to  produce  the  red 
chromate  than  corresponds  with  the  end  of  the  reaction.  Hence,  also,  salts 
which  augment  the  solubility  of  silver  chromate  should  be  absent — for  instance, 
the  nitrates  of  the  alkalies  and  alkaline  earths,^  and  ammonium  salts.  The 
solubility  of  the  silver  chromate  is  also  augmented  by  raising  the  temperature 
of  the  solution,^  and,  in  consequence,  it  is  best  to  titrate  cold  solutions.  An 
excess  of  potassium  chromate  diminishes  the. solubility  of  the  silver  chromate, 
and,  in  consequence,  a  larger  quantity  of  the  indicator  is  employed  than  would 
normally  be  the  case.  If  too  little  potassium  chromate  be  employed,  more 
silver  nitrate  is  needed  to  produce  the  red-coloured  chromate.* 

Bifficulti/  with  the  Indicator. — In  spite  of  these  ^precautions,  a  measurable 
excess  of  silver  nitrate  solution  must  be  added  after  the  reaction  with  the 
chlorides  is  ended,  before  the  permanent  red  colour  of  the  silver  chromate  is 
developed.  This  is  particularly  noticeable  when  small  quantities  of  chloride  are 
present  in  large  volumes  of  solution,  and  Winkler  *  has  accordingly  drawn  up 
an  empirical  correction  table  (Table  XIV.)  representing  the  excess  of  silver 
nitrate  solution  (1  c.c.  equivalent  to  O'OOl  grm.  chlorine)  required  to  develop 
the  colour  of  the  indicator  in  100  c.c.  of  solution,  when  1  c.c.  of  a  one  per  cent, 
solution  of  potassium  chromate  is  employed. 

Table  XIV. — Correction  for  Indicator  in  Mohr^s  Chronvate  Process  for  Chlorides. 


Silver 

Silver 

Silver 

solution 

Deduction. 

Bolutiou 

Deduction. 

solution 

Deduction. 

used. 

c.c. 

used. 

• 

used. 

c.c. 

c.c. 

c.c. 

c.c. 

c.c. 

0-2 

0-20 

0-8 

0-39 

5-0 

0-60 

0-3 

0-25 

09 

0-40 

6-0 

0-62 

0-4 

0-30 

1-0 

0-41 

7-0 

0-54 

0-5 

0-33 

2-0 

0-44 

80     * 

0-56 

0-6 

0-36 

3-0 

0-46 

9-0 

0-58 

0-7 

0-38 

4-0 

0-48 

10-0 

0-60 

Of  course  this  table  only  refers  to  solutions  of  the  concentration  stated. 
Lunge  deducts  0*2  c.c.  from  the  amount  of  ^V^'^^^^'^^  nitrate  solution  used 
both  in  titrating  a  solution  of  sodium  chloride  which  requires  50  c.c.  of  the 
standard  solution,  and  in  titrating  sodium  sulphate  which  contains  a  little 
sodium  chloride.     Winkler's  experiments  show  that  Lunge's  correction  is  prob- 


1  H.  Pellet,  Bull.  Soc.  Chim.  (2),  28.  68,  1877. 

2  F.  C.  Carpenter,  Joum,  Soc.  Chem.  Lid.,  5.  286,  1886 — sodium  and  calcium  nitrates  have 
least  effect ;  ammonium,  potassium,  and  magnesium  the  gi*eatest  effect.  G.  Biscaro,  Gkevu 
News,  53.  67,  1886. 

*  One  part  of  silver  chromate  is  soluble  in  16,666  parts  of  water  at  IS'S",  according  to 
W.  G.  Young,  Analyst,  18.  124,  1893. 

^  L.  L.  de  Koninck  and  £.  Nihoul,  Rev.  Univ.  Mines  (3),  16.  42,  1891  ;  Zeit,  angew.  Chem., 
4.  296,  1891. 

*  L.  W.  Winkler,  Zeit.  anal.  Chsm,  40.  596,  1901. 
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ably  about  right.  Fresenius  ^  recommends  making  the  solution  to  be  titrated 
approximately  the  same  volume  and  strength  as  the  solution  used  in  standardising 
the  silver  solution.  Hazen  ^  recommends  correcting  the  solution  used  in  titrating 
by  deducting  0  003  F  +  0*02  c.c.  from  the  standard  silver  solution,  when  V  denotes 
the  volume  of  the  solution  which  has  just  been  titrated. 

If  the  correction  be  neglected  when,  say,  a  ^^^N-silver  nitrate  solution  is  used, 
the  resulting  error  is  about  0*4  per  cent.^ 

Modification  for  Small  Amounts  of  Chlo^'ides, —  When  very  small  amounts  of 
chlorides  are  in  question,  more  dilute  solutions  of  silver  nitrate  are  employed — 
say,  4*795  grms.  of  silver  nitrate  per  litre;  1  c.c.  of  this  solution  represents 
0*001  grm.  of  chlorine  ;  or  2*3975  grms.  of  silver  nitrate  per  litre ;  1  c.c.  of  this 
solution  represents  0*0005  grm.  of  chlorine.  Suppose  that  the  mixed  chlorides 
obtained  in  the  determination  of  the  alkalies  in  clays  be  in  question.  Add 
I  c.c.  of  the  potassium  chromate  solution.  Make  the  solution  up  to  50  c.c.  in 
an  Erlenmeyer's  flask.  Add  50  c.c.  of  distilled  water  to  the  same  amount  of 
potassium  chromate  solution  in  a  similar  flask ;  this  is  used  for  comparing  with 
the  contents  of  the  flask  which  are  being  titrated,  so  that  a  change  of  colour  of 
the  indicator  can  be  quickly  detected.  The  correction  for  the  amount  of  silver 
nitrate  solution  required  to  colour  the  indicator  can  be  made  in  the  same  flask.* 
The  titration  is  maide  over  a  white  porcelain  tile,  or  sheet  of  white  paper.  Use  a 
burette  reading  to  ^ths  or  -/^ths  c.c.  Yellow  gaslight  gives  better  results  than 
daylight.  Some  prefer  to  work  in  a  dark  room  with  a  yellow  monochromatic 
lights- 


^  R.  Fresenius,  QuarUitative  Chemical  Analysis,  London,  I.  356,  1876. 

*  A.  Hazen,  Amer,  Chem.  Joum.,  ii.  409,  1889. 

'  Cue  C.C.  of  the  silver  solution  corresponds  with  0*006806  grm.  of  sodium  chloride. 
Lunge's  correction,  0*2  o  c,  corresponds  with  0*0011 612-grm.  sodium  chloride.  If  u;  grms.  of 
the  sample  be  in  question,  the  percentage  error  will  be  equivalent  to  0*11612/tff  per  cent,  of 
sodium  chloride.     If  io  =  0*2903  «rm.,  the  corresponding  error  will  be  0*4  per  cent. 

*  Or  use  Winkler's  Table  XIV. 

^  A.  Dapre  {Analyst,  5.  123,  1880)  watches  the  progress  of  the  titration  through  a  flat  glass 
cell,  1  centimetre  thick,  containing  a  solution  of  neutral  potassium  chromate  of  approximately 
the  same  tint  as  the  solution  undergoing  titration.  The  latter  appears  to  be  a  colourless 
liquid  like  water  when  observed  through  the  cell,  and  the  first  appearance  of  red  is  easily  seen 
through  the  cell. 


CHAPTER   IV. 

COLORIMETRY  AND  TURBIDIMETRY. 
§  38.  Colorimetric  Methods  of  Analysis— Colorimetry. 

CoLORiMBTRiG  methods  for  the  determination  of  small  quantities  of  a  substance 
have  attracted  a  great  deal  of  attention,  particularly  in  technical  analyses.^  They 
have  been  successfully  employed  for  the  determination  of  iron,  manganese, 
chromium,  copper,  lead,  bismuth,  titanium,  sulphates,  chlorides,  ammonia, 
carbon,  silica,  phosphorus,  etc.  They  usually  offer  a  quick,  simple,  and  elegant 
means  of  determining  the  amount  of  a  given  constituent,  and  they  can  sometimes 
be  employed  in  cases  where  the  amount  is  too  small  for  gravimetric  or  volumetric 
methods.  Colorimetric  processes  are  frequently,  but  not  always,  more  rapid  than 
gravimetric  methods. 

The  choice  between  colorimetric,  volumetric,  and  gravimetric  processes  is 
determined  by  the  particular  problem  in  hand,  but  gravimetric  or  volumetric 
methods  should  nearly  alvniys  he  employed  when  large  quantities  of  the  given  con- 
siittient  are  in  question — provided,  of  course,  that  reliable  gravimetric  or  volu- 
metric processes  are  available.  For  small  quantities  some  colorimetric  processes 
far  surpass  gravimetric  processes  in  accuracy,  while  others  are  but  crude 
approximations. 

In  colorimetry  it  is  assumed  that  if  two  solutions  of  the  same  colouring  agent  in 
the  same  solvent  ?iave  the  same  tint,  they  will  have  the  same  concentration,  when 
the  depths  of  the  two  liquids  through  which  the  light  passes  are  the  same. 
Hence,  if  the  concentration  of  one  of  the  solutions  be  known,  the  concentration 
of  the  other  solution  must  be  the  same.  This  assumption  may  mean  that  if 
w^  and  w,2  respectively  denote  the  weights  of  colouring  matter  in  the  two  solutions 
in  the  two  test  glasses,  and  d^  and  d^  the  corresponding  thicknesses  of  the 
solutions  through  which  the  light  passes  to  the  eye,  then, 

Wj  :  t^2  =  ^1  •  ^2 (^) 

Hence,  if  any  three  of  these  magnitudes  be  known,  the  fourth  can  be  calculated 
by  simple  proportion.  The  comparison  of  the  colours  of  the  solutions  is  done 
in  glass  cylinders — called  test  glasses — made  from  clear,  colourless  glass.  The 
instrument  used  for  the  comparison  is  called  a  coloHmeter,  or  tintometer.  There 
are  three  types  of  colorimeter  used  in  this  work. 

§  39.  Duboscq's  Dipping  Colorimeter. 

In  this  instrument  ^  the  thickness  of  the  liquid  in  each  test  glass  through 
which  the  light  passes  can  be  varied  until  each  liquid  appears  to  have  the  same 


1 


G.  and  H.  Kriias,  Kolorimetrie  U7id  quaiUUativc  Spectralanah/se,  Hamburg,  1909, 


I  2  H.  Morton,  Chciti.  Nevs^  21.  31,   1870.     See  also  W.  G.  Smeaton,  Joutii.  Amer,  Ch^m. 

Soc,  28.  1433,  1906 ;  0.  Schreiner,  16.,  27.  1192,  1906  ;  G.  Steiger,  t6.,  30.  216,  1908  ;  C.  H. 
'  Wolff,  Pharm,  Ztg,,  24.  587,  1879. 
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colour  tint.  The  thickness  of  the  liquid  in  each  tube  ia  measured  by  a  vernier 
and  scale,  and  since  the  concentration  Wj  of  one  Boliitioii  is  known,  the  concen- 
tration w,  of  the  unknown  solution  follows  at  once  from  (1)  above,  where 

".==f ' <^) 

Fig,  38  repreBents  a  phot^^raph  of  the  front  of  the  apparatus.  The  operator 
stands  on  the  right.  Fij,  39  represent  the  path  of  the  light  inside  the  instru- 
ment. The  diffused  light  of  a  lamp  or  of  a  monochromatic  burner  is  the  source 
of  illumination.     This  light  is  reflected  from  the  mirror  A,  and  two  beams  pass 


444., 


■-/i^. 


Fli>.  S8. — Duboscq's  colorimeter, 

respectively  through  the  tubes  B.  The  beam  of  the  right  is  reflected  twice  in 
the  right  half  of  the  prism  K,  and  passes  through  lenses  M  N  of  the  eyepiece, 
where  it  only  illuminates  the  right  half  of  the  field.  The  beam  on  the  left 
follows  a  similar  path,  and  finally  illuminates  the  left  side  of  the  field.  Hence, 
the  two  halves  of  the  field  P  are  only  illuminated  by  the  beams  of  light  (dotted 
in  the  diagram)  passing  through  the  two  8et«  of  tubes  B  and  D.^ 

To  illustrate  by  example  :  the  solution  of  unknown  concentration  was  made 
up  to  250  c.c.  and  placed  in  the  left  test  glass  A  of  Duboscq's  colorimeter ;  the 
standard  solution  containing  O'OI  grm.  of  titanic  oxide  per  100  c.c,  that  ia, 
0-025  grm,   per  250  c.c.     This  solution  was  placed  in  the  right  test  glass  B. 

'  To  ck-an  the  appantus,  niie  the  tubes  D.  remove  the  tules  B,  a.nd  take  olf  the  gUsa  et 
tbe  bottom.  The  tubes  B  and  D  can  theo  be  cleaned.  I'olish  the  rest  of  the  a)i|»ntUB  with 
chamoia  leather. 
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The  amount  of  liquid  placed  in  the  tubes  must  not  be  so  great  that  liquid  over- 
flows when  the  tubes  are  lowered  to  the  bottom  of  B,     Lower  the  tubeis  D  until 

they  touch  the  bottom  of  the  tubes  B. 

The  verniers   now  mark   zero,  and   the 

two  halves  of  the  field  in  the  eyepiece 

should  be  uniformly  bright  (fig.  40a) ;  if 

not,  the  lamp  illuminating  the  mirror  A 

must  be  moved  until  the  desired  result 

is  attained.    Now  raise  the  tube  D  in  the 

standard  liquid  until  it  reaches  a  point 

convenient  for  estimating  the  tint  of  the 

liquid.     Then  raise  D  in  the  other  tube  until  equal  tints  are  obtained  in  both 

fields  (fig.  40c),     Read  the  two  scales.     Suppose  that  for  w^  =  0*025,  d^  =  2*1  cm. ; 

and  rfj  =  4*37.     Hence, 


Fio.  40.  — Appearance  in  eyepiece 
of  colorimeter. 


"'1  = 
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—  0*052  grm.  per  250  c.c. 


Fig.  406  represents  the  appearance  of  the  field  of  view  before  the  final  adjust- 
ment (fig.  40c). 

§  40.  Weller*s  Colorimeter. 

Duboscq's  colorimeter  and  similar  instruments  are  expensive,  and  are  only 
bought  when  it  is  probable  that  they  will  save  in  time  what  they  cost  in  money. 
A  cheaper  instrument,  quite  efficient  for  most  comparisons,  can  be  made  as 
described  below.  In  this  type  of  colorimeter  the  two  test  glasses  have  the  same 
thickness,  the  light  passes  horizontally  through  each,  hence  d^  =  d^.    Consequently, 

w^  —  w^ (3) 

Hence,  if  w^,  in  the  case  of  titanic  oxide,  be  0  052  grm.  per  250  c.c.  of  the 
standard  solution,  the  same  number  will  also  represent  the  concentration  %p^  of 
the  titanic  oxide  in  the  unknown  solution  per  250  c.c, 
when  the  tints  of  the  two  solutions  are  the  same. 
Weller's  ^  and  Hillebrand's  colorimeters  may  be  cited 
in  illustration.  These  are  easily  made.  A  wooden  box 
(7,  about  35  cm.  long  and  12  cm.  square,  is  stained 
dead  black  ^  inside  and  out.  The  ends  are  open.  A 
ground-glass  partition  is  placed  at  B  (fig.  41),  and  a 
blackened  shutter  S  slides  stiffly  up  and  down  3  to  3*5 
cm.  behind  the  glass  partition.  Two  test  glasses  are 
selected,  of  square  section,  8  to  12  cm.  high,  and  3  to 
3 '5  cm.  side.  These  glasses  are  placed  between  the  two 
partitions  when  in  use.*  'I'wo  methods  of  conducting 
the  determination  are  indicated  on  pages  201  and  205. 

J.  W.  Lovibond  **  has  devised  sets  of  "  standard  " 
coloured  glasses ;   each  set  has  the  same  colour,  but  the  glasses  are  regularly 
graded  in  depth  of  tint.     By  superimposing  glasses  from  the  same  and  different 

1  A.  Weller.  Bcr,,  15.  2599,  1882  ;  W.  F.  Hillebrand,  Bull.  U.S.  Gcol.  Sur.,  ^22,  84,  1910  ; 
J.  W.  Mellor,  Trans.  Eng.  Cer.  Sor.,  8.  123,  1909. 

*  Dead  Black  Paint. — Dissolve  shellac  in  methylated  spirit ;  add  French  polish,  and  add 
lampblack.  If  the  mixture  dries  a  dead  black  which  rubs  off,  more  French  polish  or  shellac  is 
needed ;  if  it  dries  light,  more  lampblack  is  needed. 

^  Sold  by  dealers  in  chemical  apparatus. 

*  J.  W,  Lovibond,  Joum.  Soc.  Chem.  Ind..  7.  424,  1888  ;  Mensurtment  of  Light  and  Colour 
Sensations,  London  ;  An  Introduction  to  the  Study  of  Colour  Phenomena,  London,  1905. 


Fig.  41.— Weller's  coloii- 
meter  (modified). 
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sets — red,  blue,  yellow — composite  colours  can  be  obtained.  In  this  way  the 
tint  of  a  liquid  placed  in  a  test  glass  with  parallel  sides  at  a  definite  distance 
apart  can  be  matched,  and  the  exact  proportion  of  each  component  of  the  colour 
read  off.  By  finding  the  tints  of  a  series  of  standard  solutions  of  known  strength 
once  for  all,  the  standard  tints  so  obtained  render  the  subsequent  preparation 
of  a  standard  solution  unnecessary  provided  the  same  method  of  preparation 
is  employed.  The  instrument — "Lovibond's  tintometer" — used  for  the  com- 
parison is  similar  in  principle  to  the  instrument  indicated  in  fig.  41,  but 
Lovibond  has  introduced  several  improvements  which  render  the  results  much 
more  accurate — see  page  486. 

§  41.  Nessler's  Tubes. 

A  third  method  of  comparing  the  tints  is  commonly  used  in  water  analysis. 
It  is  rather  more  tedious  than  the  two  methods  which  precede.  The  colour  is 
developed  in  a  solution  of  unknown  strength,  and  in  a  series  of  solutions  of  equal 
volume  but  of  known  strength.  The  two  solutions  of  known  strength  which  come 
near  to  the  tint  of  the  test  solution  are  selected,  and  the  colour  developed  in  another 
series  of  solutions  within  narrower  limits.  This  method  of  trial  and  failure  is 
repeal  uifbil  the  colour  in  the  test  cylinder  matches  the  colour  of  the  standard 
solution. 

The  comparison  tubes  should  be  selected  with  great  care,  and  the  bottoms 
should  be  regular.  The  bores  of  the  test  glasses  should  be  uniform  and  not 
tapered.  As  a  matter  of  fact,  the  principle  of  the  system  is  the  same  as  that 
employed  in  Weller's  colorimeter.  Although  the  cylinders  are  usually  marked 
"25  C.C.,"  "50  CO.,"  "  100  c.c,"  it  is  really  the  lengths  of  the  columns,  not  the 
volumes  of  the  solutions,  which  are  compared.  Hence,  as  in  Weller's  colorimeter, 
^1  ^  ^2'  ^^  ^^  obvious  that  in  properly  matched  tubes  the  volume  marks  and 
the  heights  of  the  liquids  should  coincide. 

§  42.  Turbidity  Methods  of  Anal3rsis— Turbidimetry. 

Turbidity  methods  resemble  colorimetric  methods,  but  instead  of  comparing 
the  different  intensities  of  the  colours  of  two  solutions,  the  degrees  of  opalescence 
of  two  solutions  are  compared.  The  opalescence  is  produced  by  the  fine-grained 
solid  matter  in  suspension,  which  settles  very  very  slowly,  and  which  is  not 
usually  removed  by  filtration  in  the  ordinary  manner.  For  example,  traces  of 
silver  chloride,  barium  sulphate,  and  calcium  oxalate. 

The  action  of  light  on  a  turbid  solution  is  twofold.  (1)  The  light  is  dispereed. 
This  gives  the  solution  its  characteristic  colour.  (2)  The  light  is  absorbed,  so  that 
an  object  viewed  through  the  liquid  appears  with  diminished  distinctness.  This 
latter  is  the  quality  compared.  It  is  well  to  prevent  dispersion  in  the  comparison 
of  opalescent  solutions  as  much  as  possible,  by  covering  the  cylinder  with,  say,  a 
black  cloth,  and  admitting  the>  light  from  a  circular  aperture  at  the  bottom. 
The  subject  is  discussed  in  more  detail,  pages  631  and  653. 

§  43*  Some  Errors  in  Colorimetry  and  Turbidimetry. 

The  most  important  errors  in  colorimetry  arise  from  : 

(1)  Imperfect  perception  of  the  colour.  Colour  is  a  subjective  phenomenon 
due  to  the  action  of  light  on  the  retina  of  the  eye  itself.  Possibly  no  two 
individuals  see  exactly  the  same  colour  tints  in  the  same  substance.  A  person 
may  be  afflicted  with  a  form  of  colour-blindness  and  be  sensitive  to  one  colour 
but  not  to  another.  Hence,  the  operator  should  test  himself  for  any  given 
colorimetric  process  by  matching  a  standard  colour  of  different  intensities  against 
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itself.  If  concordant  results  cannot  be  obtained,  the  operator  must  abandon 
that  particular  process. 

It  is  here  assumed  that  the  operator  is  normally  sensitive  to  colour  impres- 
sions. If  a  person  of  normal  colour  sensitiveness  examines  a  coloured  liquid 
with,  say,  the  right  eye  over  the  cylinder,  and  then  turns  the  head  suddenly 
so  that  the  left  eye  is  over  the  cylinder,  the  colour  seems  less  intense;  in 
another  moment,  the  right  eye  may  be  brought  over  the  cylinder — again  the 
colour  seems  less  intense.  This  shows  that  first  impressions  are  the  stronger, 
and  that  the  impression  imperceptibly  weakens  in  intensity  as  the  eye  gets 
fatigued.  The  eye  quickly  becomes  fatigued  and  less  sensitive  to  changes  in  the 
intensities  of  the  tints.  The  eye  should  therefore  be  frequently  rested  by  looking 
on  the  floor,  or  into  the  dark  comer  of  a  room. 

There  is  also  an  appreciable  difference  in  the  sensitiveness  of  the  two  eyes  for 
changes  of  colour.  Hence,  many  shield  or  close  the  least  sensitive  eye,  and  use 
the  most  sensitive  eye  for  comparing  tints.  The  left  eye,  for  example,  is  usually 
more  sensitive  than  the  right  eye  for  variations  in  red  tints,  and  hence  the  left 
eye  is  used  for  the  colorimetric  determination  of  iron.  A  similar  remark  applies 
to  the  titanium  yellow.  The  eye  requires  more  experience  in  detecting  differences 
of  shade  with  yellow  tints,  e.^.,  in  the  titanium  determination,  than  with  many 
other  colours.^ 

(2)  Unfavourable  light.  The  colours  of  the  solutions  might  be  compared 
with  the  light  from  a  blue  sky ;  light  reflected  from  grey  clouds,  or  clouds  tinged 
with  yellow  or  orange  ;  light  reflected  from  coloured  objects ;  artificial  light ;  or 
light  which  has  been  transmitted  through  a  yellow  fog.  In  each  case,  the  eflect  of 
the  incident  light  on  the  colour  of  the  transparent  solution  is  different  The  source 
o'f  the  illumination  is  therefore  of  great  importance  in  colorimetric  work.  In 
general,  avoid  artificial  light  and  light  tinged  with  yellow  in,  say,  the  titanium 
determination. 

(3)  Differences  in  the  concentration  of  the  test  and  standard  solutions.  The 
colour  of  many  solutions  is  quite  different  in  concentrated  and  in  dilute  solution. 
The  solvent  absorbs  a  certain  amount  of  light ;  consequently,  the  concentration 
of  the  standard  and  test  solutions  should  be  the  same.  In  the  determination  of 
iron  there  is  a  reaction  between  the  coloring  agent — Fe(CNS)3 — and  the  solvent 
water,  so  that  the  amounts  of  iron  with  different  amounts  of  solvent  will  not  be 
represented  by  the  relation  (1)  above.  Hence  Duboscq's  type  of  colorimeter  is 
not  suitable  for  the  colorimetric  determination  of  iron. 

(4)  Chanf/es  in  the  standard  solutions.  The  standard  solutions  may  de- 
teriorate in  strength,  and  may  also  be  contaminated  with  impurities  derived 
from,  say,  the  glass  bottles  in  which  the  solutions  are  kept,  or  from  the 
atmosphere  of  the  laboratory  when  the  solutions  are  temporarily  exposed.  Such 
impurities  may  be  fatal  to  the  accuracy  of  determinations  of  ammonia,  nitrites, 
and  phosphates. 

*  CoDst&nt  errors  in  tho  comparison  of  colours  can  be  eliminated  by  the  method  of  substitu- 
tion in  which  a  solution  of  known  strength  is  substituted  in  the  test  glass,  after  the  unknown 
solution  has  been  compared  with  the  standard. 


CHAPTER  V. 
FILTRATION  AND  WASHING. 

A  tremendous  amount  of  time  is  consumed,  often  wasled,  in  the  filtration  and  washing 
of  precipitates  for  analytical  work.  Every  device  which  will  accelerate  these 
fundamental  operations,  without  interfering  with  their  efficacy,  must  raise  the 
efficiency  of  the  laboratory. 

§  44.  Filter  Paper. 

The  purpose  of  filtration  is  to  separate  a  solid  from  the  liquid  in  which  it  is 
suspended.  Filtration  is  usually  effected  by  causing  the  liquid  to  pass  through  a 
medium  which  is  porous  enough  to  permit  the  passage  of  the  liquid,  and  compact 
enough  to  retain  the  solid.  Among  the  different  filtering  media  in  use  are  cotton- 
wool, sand,  charcoal,  crushed  glass,  glass-wool,  asbestos  pulp,  paper  pulp,  plati- 
num felt,  asbestos  paper,^  and  lastly,  but  most  important  of  all,  unsized  p^per — 
filter  paper. 

Filter  paper  should  give  no  residue  when  distilled  water  or  dilute  hydro- 
chloric acid  is  repeatedly  passed  through  the  paper,  and  the  liquid  then  evapor- 
ated to  dryness ;  a  10  per  cent,  aqueous  solution  of  salicylic  acid  should  give  no 
perceptible  coloration  (showing  the  absence  of  iron) ;  ammonium  sulphide  should 
not  blacken  the  paper;  nor  should  a  dilute  soda  solution,  which  has  been 
repeatedly  passed  through  the  paper,  give  a  turbidity  when  neutralised  with  an 
acid  (showing  the  absence  of  oils  and  fats).^  Analysts,  however,  are  not  much 
troubled  about  the  quality  of  their  filter  paper,  because  filter  papers  of  remark- 
ably good  quality — almost  pure  cellulose — can  be  easily  obtained. 

Filter  paper  for  analytical  work  should  be  kept  in  air-tight  vessels.  If  the 
paper  be  exposed  to  laboratory  fumes,  the  paper  may  absorb  acid,  ammoniacal  or 
other  fumes,  and  disturb  certain  determinations,^  e.g.^  determinations  of  the 
hardness  of  water.  Paper  which  has  been  kept  in  an  exposed  place  may  subse- 
quently liberate  iodine  from  a  solution  of  potassium  iodide  (free  from  iodate). 
Andrews  too  detected  nitrites  in  filter  paper  which  had  been  kept  some  time  in  a 
laboratory. 

After  filtration  and  washing,  the  paper  is  usually  heated  in  a  weighed  crucible 
together  with  the  solid  until  nothing  but  the  ash  of  the  paper  remains,  mixed  with 
the  calcined  precipitate.  The  ash  is  weighed  with  the  precipitate,  and  an  allow- 
ance is  made  for  the  additional  weight  due  to  the  ash  of  the  filter  paper.  Owing 
to  the  fact  that  the  precipitate  has  sometimes  to  be  further  investigated,  it  is  an 


*  A.  Convert,  Chem.  Centr,  (3),  16.  860,  1885 ;  A.  Gruner,  Zeit.  anal,  Chem.,  9.  68,  1870  ; 
W.  Johnstone,  Analyst,  Z2.  284,  1887. 

a  Pharm,  Post,  262,  1896 ;  L.  Pad^,  BuU,  Soc,  Chim.  (2),  47.  243,  1887 ;  W.  Wicke, 
Liebig's  Ann.,  II2.  127,  1859. 

'  H.  R.  Proctor,  Joum.  Soc,  Chem.  Ind.,  23.  8,  1904  ;  M.  Mansier,  Joum.  Pharm.  Chim. 
(6),  16.  60,  1902;  E.  Mallinckrodt  and  W.  N.  StuU,  Joum.  Amer.  Chem.  Soc.,  a6.  1031, 
1904 ;  L.  L.  de  Eoninck,  BtUl.  Soe.  Chim.  Belg.,  23.  221,  1909. 
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advantage  to  iiso  filter  papers  with  as  little  ash  as  possible.  By  treating  the  best 
filter  paper  with  suitable  acids,  the  manufacturer  is  able  to  reduce  the  amount 
of  ash  to  a  negligibly  small  quantity.^  Indeed,  the  best  filter  papers  behave  as 
if  they  were  almost  pure  cellulose — i.e.  almost  ashless. 

Both  Nos.  0  and  00,  J.  H.  MunktelFs  Swedish  papers,  are  excellent.  My 
experience  in  quantitative  work  is  confined  to  these,  to  C.  Schleicher  and  Schiill's, 
and  to  M.  Dreverhoff  s  filter  papers.  These  manufacturers  all  supply  papers  of 
excellent  quality.  If  not  otherwise  stated,  Munkteirs  papers  are  recommended  for 
the  routine  analyses  in  this  book.  The  Swedish  filter  paper  No.  0  has  been  washed 
in  hydrochloric  acid  ^  to  remove  traces  of  iron,  alumina,  lime,  and  magnesia ; 
No.  00  has  been  washed  both  in  hydrochloric  and  hydrofluoric  acids  ^  to  remove 
traces  of  silica,^  as  well  as  traces  of  iron,  alumina,  etc.  Both  brands  of  paper 
are  quite  satisfactory  in  general  analytical  work.  No.  00  is  rather  expensive. 
It  is  suitable  for  the  alumina  filtrations  where  the  silica  must  be  kept  as  low 
as  possible.  Neither  No.  0  nor  No.  00  is  suited  for  calcium  oxalate  and  barium 
sulphate,  which  generally  pass  through  the  pores  of  these  papers.*  No.  OB  has 
also  been  treated  with  hydrochloric  acid,  and  is  made  rather  thicker  than  No.  0. 
Consequently,  it  gives  less  trouble  in  the  filtration  of,  say,  calcium  oxalate.  A 
thin  film  of  calcium  oxalate  will  sometimes  be  found  on  the  walls  of  a  dried 
funnel  which  has  been  used  with  Nos.  0  or  00  papers  for  the  filtration  of  the 
lime  precipitate.  No.  IF  and  No.  2  are  unwashed  Swedish  filter  papers  which 
are  suited  for  general  work  where  a  large  number  of  filter  papers  of  good  quality 
are  needed,  and  expenses  must  be  kept  down.  No.  IF  has  rather  a  closer 
texture  than  No.  2,  and  does  not  filter  so  rapidly.  The  following  Table  XV. 
shows  the  amount  of  ash  generally  found  in  the  different  brands  of  unwashed 
paper,  expressed  in  grams  per  paper  : — 


Table  XV, — Amounts  of  Ash  in  MunktelVs  Swedish  Filter  Papers. 

(Grams  of  ash  per  paper.) 


Brand.       5 '5  cm. 


00 

0 

OB 
IF 

2 


0-00001 
0  00006 
0-00008 
0-00014 
0-00018 


7  cm. 


9  cm. 


0-000f>2 

0-00003 

000010 

0-00017 

0-00014 

0-00024 

0-00023 

0-00038 

0-00030 

0-00051 

11  cm. 


0-00004 
0-00025 
O-00O35 
0-000,56 
0-00074 


1*2-5  cm. 


0-00006 
0-00033 
0-00047 
0-00073 
0  00095 


15  cm. 


0-00008 
0-00046 
0-00065 
0  00105 
0-00138 


The  amount  of  ash  is  so  small  that  with,  say,  the  No.  00  papers,  and  the 
smaller  sizes  of  the  other  papers,  the  amount  of  ash  can  be  neglected  in  routine 
work.  If  these  papers  have  been  used  in  a  filtration,  the  amounts  of  ash  will  not 
be  those  given  in  the  preceding  table.  The  amount  of  ash  furnished  on  burning 
a  filter  depends  upon  the  nature  of  the  liquid  which  has  passed  through  the  paper. 
A  certain  amount  of  fixed  alkali,  alkaline  earth,  and  some  salts  are  retained  by  the 
cellulose  of  the  paper  very  tenaciously.     If  a  neutral  solution  be  passed  through 


^  For  slight  acidity  of  acid-washed  filter  paper,  M.  de  la  Source,  Ann,  Chim.  Anal,^  2.  82, 
1897. 

2  U.  Kreusler,  ZeiL  anal.  Chem.,  24.  81,  1885  ;  Chem.  Ztg.,  8.  1823,  1884. 

^  P.  T.  Austin,  Chcm.  News,  37.  149,  1878. 

*  Not  quite  all  — W.  Lange,  Ber.,  ii.  323,  1878. 

°  The  smaller  sizes  of  papers  vary  considerably  in  compactness.  Some  will  retain  these 
precipitates. 
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the  paper,  the  salts  may  be  retained  bj  the  paper,  as  in  the  case  of  the  fixed 
alkalies.^  Acids  remove  traces  of  mineral  substances  from  the  unwashed  papers. 
Consequently  the  ash  of  unwashed  papers  may  be  reduced  below  the  numbers 
given  in  the  above  table  if  they  have  been  used  for  filtering  acid  solutions.  In 
illustration,  the  following  results  (Table  XVI.)  were  obtained  for  the  ash  of 
No.  00  filter  papers  which  had  been  treated  respectively  with  dilute  sulphuric 
acid,  and  potassium  hydroxide,  and  subsequently  washed  until  the  wash- water 
gave  no  reaction  with  neutral  litmus  solution.  Ten  of  the  11 -cm.  papers  were 
then  incinerated,  and  the  results  divided  by  10.  The  other  sizes  were  obtained 
from  these  results  by  calculation. 

Table  XVI. — Relation  between  the  Filter  Paper  Ash  and  Liquid  filtered, 

(Grams  of  ash  per  paper.) 


Acid 
Alkali  . 


5*6  cm. 


0-000011 
0-000044 


7  cm. 


9  cm. 


0-000019 
0-000071 


0*000081 
0-000U8 


11  cm. 


0-000047 
0*000176 


0-000061 
0  000219 


The  inference  is  obvious.  It  is  not  sufficient  to  adopt  the  weight  of  the  ash  of 
the  unused  papers  for  a  precipitate  which  has  been  isolated  by  the  filtration  of  solu- 
tions containing  salts  which  may  be  adsorbed  by  the  filter  paper.  In  exact  work, 
the  amount  of  ash  in  papers  which  have  been  treated  with  solutions  resembling  those 
used  in  the  given  filtration  must  be  determined  for  a  given  precipitate.  How- 
ever, the  ash  of  these  papers  in  neither  case  need  be  considered  in  most  analyses.^ 

C.  Schleicher  and  SchuU's  Nos.  589  and  590  correspond  approximately  with 
Munktell's  Nos.  0  and  00  respectively.  No.  589,  "  white  ribbon,"  is  an  excellent 
paper  with  an  ash  but  slightly  greater  than  Munktell's  No.  00,  and  hence 
negligible.  It  filters  rapidly.  No.  589,  "  black  ribbon,"  has  a  more  open  texture 
than  the  corresponding  "white  ribbon,"  and  filters  more  rapidly,  but  it  is  hope- 
less with  finely  divided  precipitates  like  calcium  oxalate  and  barium  sulphate. 
The  No.  589,  "blue  ribbon,"  is  closer  in  texture  than  the  corresponding  "white 
ribbon."  It  filters  more  slowly,  but  will  retain  the  finely  divided  precipitates 
better.     It  is  useful  for  filtrations  accelerated  by  gentle  suction.^ 

To  summarise,  the  three  desiderata  in  a  filter  paper  are  :  (1)  porosity,  to  ensure 
rapid  filtration ;  (2)  sufficient  compactness,  to  ensure  complete  retention  of  the 
solid  ;  and  (3)  low  amount  of  ash.  The  first  and  second  qualities  are  antagonistic. 
It  is  important  to  adapt  the  size  of  the  filter  paper  to  suit  the  precipitate  to  be 
toashed.  U$e  "  rapid  "  {poroiLs)  papers  for  all  precipitates  which  do  not  readily  pass 
through  the  paper,  and  use  the  slow,  compact  papers  only  when  absolutely  necessary.^ 


1  M.  Mansier,  Joum.  Pharm.  Chim.  (6),  16.  60,  1902. 

'  L.  L.  de  Eoninck  {Lehrhuch  der  qualitcUiven  Ufid  qxuintitcUiven  chemischen  Analyse, 
Berlin,  i.  39,  1904)  gives  the  following  analysis,  in  round  numbers,  of  the  ash  of  Munktell's 
filter  papers:  SiO^,  82;  AlaOg,  16;  Ye^O^,  9;  MnO,  8;  MgO,  11  ;  CaO,  21  ;  CuO,  trace; 
alkalies,  2  ;  80„  2  ;   PaOj,  0  2  ;  CI,  trace. 

*  C.  Schleicher  and  SchiilPs  No.  551  is  black  in  colour,  and  used  for  filtering  light-coloured 
sediments,  minute  traces  of  which  can  be  easily  detected  on  the  black  background.  T. 
Fleitmann,  ZeU,  anal,  CJiem,,  14.  77,  1875  ;  W.  Hempel,  ib,,  14.  308,  1875. 

*  A.  Gawalovski.  Zeit  anal  Chem.,  16.  69,  1877;  18.  246,  1879;  37.  377,  1898;  R. 
Fresenius  and  Caspari,  t6.,  22.  241,  1888  ;  K.  Kraut,  ib.,  18.  548,  1879  ;  F.  Mohr,  i6.,  12. 
148,  1873  ;  A.  von^Wich,  Fiertel.  prakt.  Pharm.,  8,  187,  1869;  J.  J.  Berzelius,  Lehrbuch  der 
Chemie,  Dresden,  10.  260, 1885  ;  H.  Uelsmann,  Dingier' s  Joum,,  220.  634,  1876. 
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§  4S  Filtration. 

The  art  of  quantitative  analysis  is  largely  dependent  upon  the  skill  exercised  in 
transferring  substances  from  one  vessel  to  another  without  gain  or  loss. 

Selecting  the  Funnel. — Do  not  use  ribbed  or  guttered  funnels  for  quantitative 
work.    These  often  give  trouble  in  washing.     Finkener's  funnel,^  fig.  42,  has  a  long 

capillary  stem,^  and  it  is  supposed  to  have 
smooth  walls  inclined  at  an  angle  of  GO"", 
so  that  when  the  paper  is  folded — four- 
ply — and  opened  out  in  the  regular 
manner,  it  will  fit  close  to  the  walls  of 
the  funnel.^  The  folding  of  papers  with 
creases*  to  expose  a  large  surface  and 
prevent  the  paper  lying  close  to  the 
wall  of  the  funnel  is  not  recommended,* 
because  (1)  precipitate  and  paper  are 
more  difficult  to  wash ;  (2)  there  is  a 
greater  risk  of  breaking  the  paper ;  and 
(3)  filtration  is  not  so. rapid  as  when  the 
stem  of  the  funnel  is  kept  filled  with 
liquid. 

Fitting  the  Filter  Paper  in  the  Funnel. 

— When    the    paper    is    placed    in    the 

funnel  it  should   not   come  nearer  than 

half  a  centimetre  to  the  top  edge  of  the  funnel,  and  on  no  account  should  the 

paper  project  beyond  the  funnel.     The  funnels  best  suited  for  the  filter  papers 

of  different  size  are  indicated  below  : — 

Filter  paper   . 

Funnel  .... 

Place  the  paper  in  the  funnel,  wet  the  paper,  and  carefully  bed  it  against 
the  walls  of  the  funnel.  When  the  paper  is  filled  with  water,  the  stem  of 
the  funnel  should  fill  with  a  column  of  water,^  and  air  should  not  pass  between 
the  walls  of  the  funnel  and  the  paper  as  the  paper  empties.  When  the  filter 
paper  is  properly  bedded,  water  will  flow  through  the  paper  quickly,^  and  filtra- 
tion will  usually  proceed  quite  rapidly ;  at  any  rate,  the  paper  is  doing  its  best 
under  the  given  conditions.     The  liquid  ia  the  filter  paper  is  under  a  pressure 


^- f  9 

Fig.  42. —Long-stemmed  funnels. 
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1  A.  Gwiggnes,  Chem.  Ztg.,  27.  889,  1903. 

"  F.  Weil,  Zeit.  aiuil.  Chem.  2.  869,  1863  ;  I.  B.  Cook,  Chem.  News,  27.  261,  1878 ;  29.  81, 
1874  ;  J.  F  Kerr,  16.,  29.  71,  1874  ;  J.  Piccard(^ci7.  aiial  Chem,,  4.  45,  1865  ;  G.  Lunge,  Chem. 
News,  13.  23,  1866)  proposed  joining  a  narrow  tube  about  32  cm.  long  to  an  ordinary  funnel 
by  means  of  a  piece  of  rubber  tubing,  as  shown  in  fig.  42.  Piccard*s  knot,  as  the  tube  is  called, 
is  much  used  in  qualitative  analysis,  but  is  less  suited  for  quantitative  work.  I  have  given  the 
different  types  of  funnel  on  the  market  a  three  months*  trial  in  uiy  laboratory,  and  found  those 
indicated  in  fig.  42a  best  for  quantitative  work.  *•  Funnel  hangers  "  for  supporting  funnels  on 
the  sides  of  beakers  are  useful  for  short-stemmed  funnels,  but  not  for  funnels  with  a  long  stem. 

'  If  the  slope  of  the  funnel  be  not  quite  right,  it  may  be  necessary  to  alter  the  crease  of 
the  filter  paper  a  little,  so  that  the  paper  lies  close  to  the  walls  of  the  funnel  when  opened 
out.     If  a  very  bad  funnel  is  found  in  a  batch,  it  may  give  more  trouble  than  it  is  worth. 

*  C.  E.  Avery,  Chem.  News,  17.  294,  1868. 

^  P.  Hart  {Chem.  Ztg.,  32.  1228,  1908)  recommends  the  folded  {uipers  for  fine  sand  and 
colloidal  precipitates. 

•  The  filling  of  the  stem  of  the  funnel  is  facilitated  by  keeping  the  stem  free  from  grease  by 
frequent  treatment  with  the  cleaning  mixture  of  page  36  ;  and  also  by  making  two  constrictions 
in  the  stem.     P.  E.  Raaschou,  Zeit.  anal.  Chem.,  49.  769,  1910. 

7  If  the  water  does  not  flow  through  sufficiently  rapidly,  discard  the  paper,  and  use  another. 
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equal  to  the  weight  of  a  column  of  liquid  of  the  same  diameter  as  the  bore  of  the 
stem,  and  a  height  A,  fig.  42,  where  a  represents  the  level  of  liquid  in  the  filter 
paper.  Hence,  in  filtering,  keep  the  paper  filled  to  its  greatest  capacity  in 
order  to  get  a  maximum  value  for  A,  which,  in  turn,  corresponds  with  maximum 
velocity  of  filtration.  If  the  bore  of  the  tube  be  too  wide,  liquid  will  run  down 
the  sides  of  the  tube  and  no  pressure  will  be  produced ;  while  if  the  tube  be  too 
narrow^,  surface  tension  may  prevent  the  flow  of  the  liquid  even  when  the  funnel 
is  full.     A  sharp  tap  on  the  filter  stand  will  often  start  the  flow.^ 

Filter  Ftmnel  Stands. — The  funnel  should  rest  in  a  suitable  stand  with  its 
stem  vertical.  Filter  stands  are  generally  made  of  hard  wood — mahogany  or 
teak.  Stands  are  also  made  of  metal  and  porcelain,  with  a  metal  rod,  etc.  The 
bevel  of  the  opening  through  which  the  funnel  passes  should  be  the  same  as  the 
funnel.  For  general  work,  the  arm  holding  the  funnel  or  funnels  should  be  fitted 
with  a  screw  so  arranged  that  the  funnels  can  be  fixed  at  any  desired  height.  In 
routine  work,  where  a  great  number  of  filtrates  may  be  in  progress,  with  funnels 
all  the  same  size,  a  larger  stand  with  or  without  an  arrangement  for  adjusting 
the  height  can  be  used  with  advantage.^ 

Inexperienced  students  are  inclined  to  adapt  the  size  of  the  filter  paper  to  the 
bulk  of  the  liquid  to  be  filtered.  In  quantitative  work,  the  size  of  the  filter 
paper  must  be  determined  by  the  magnitvde  of  the  precipitate^  not  by  the  bulk  of 
the  liquid  to  be  filtered.  If  too  large  a  paper  be  selected,  time  is  wasted  in 
washing  the  paper,  and  it  has  just  been  pointed  out  that  paper  as  well  as 
precipitate  has  the  property  of  retaining  certain  salts  very  tenaciously. 

Transfer  of  Precipitate  to  Filter  Paper. — The  precipitate  is  usually  allowed  to 
settle  before  filtration.*  The  clear  liquid  should  not  be  poured  directly  on  to 
the  funnel,  but  down  a  glass  rod,  where  the  stream  is  being  directed  towards  the 
side,  not  the  centre  of  the  filter  paper.*  The  receiving  vessel  for  the  filtrate 
should  be  so  placed  that  the  liquid  running  from  the  funnel  does  not  fall  into 
the  centre,  but  down  the  side  of  the  beaker  so  as  to  avoid  any  danger  of  loss 
by  splashing.  If  desired,  the  receiving  vessel  for  the  filtrate  can  be  covered  by 
a  glass  plate  with  a  hole  at  the  side  so  as  not  to  interfere  with  the  position  of 
the  stem  of  the  funnel.  The  funnel  can  also  be  covered  with  a  clock-glass  while 
the  filtration  is  in  progress.     The  object  is  to  keep  out  dust. 

If  it  be  noticed  while  a  filtration  is  in  progress  that  too  small  a  paper  has 
been  selected,  so  that  the  precipitate  is  likely  to  fill  the  paper  more  than  half 
full,  it  is  better  to  use  another  paper,  and  distribute  the  precipitate  between  the 
two  papers.  Ample  room  should  be  left  for  washing  the  precipitate.  If  the 
precipitete  occupies  more  than  two-thirds  of  the  paper,  difficulties  will  be 
encountered  in  the  subsequent  washing. 

Policeman. — When  the  liquid  has  been  transferred  to  the  paper,  it  will 
generally  be  found  that  small  portions  of  the  precipitate  remain  adhering  to  the 

^  Any  dirt  in  the  bore  of  these  tubes  is  easily  removed  with  a  '*  tube  cleaner"  or  a  tobacco- 
pipe  cleaner.  E.  BtLuer  (Chem.  Ztg.^  X2.  789,  1888)  recommends  a  funnel  with  no  stem  at  all 
for  precipitates  which  filter  with  difficulty  1  His  idea  is  to  let  the  funnel  dip  in  a  vessel  of 
water.  By  renewing  the  water  occasionally,  the  precipitate  is  washed  by  diffusion.  There  is 
no  advantage  in  this  suggestion  for  general  work.  See  also  P.  Blackman,  Chem.  News,  104. 
80.  211,  812,  1911. 

*  F.  Julian,  Joum,  Anal.  App.  Chem.y  3.  41,  1889  ;  C.  Mueneke,  Zeit.  anal.  Chem.,  16. 
228,  1877  ;  G.  H.  Bostock,  Chem.  News,  57.  213,  1888 ;  C.  Simon,  Chem.  Zfg.,  9.  1870,  1885  ; 
A.  A.  Besson,  16.,  35.  408,  1911  ;  P.  Blackman,  Chem.  News,  104.  80,  211,  1911. 

'  (1)  Fine  precipitates  are  then  not  so  likely  to  run  through  the  filter  paper ;  and  (2)  the 
time  occupied  in  standing  ensures  more  complete  precipitation  with  precipitates  which  form 
slowly,  e.g.,  magnesium  ammonium  phosphate,  ammonium  phosphomolybdate,  potassium 
platinichloride,  potassium  cobaltinitrite. 

*  Do  not  stir  up  the  liquid  when  the  rod  is  returned  to  the  liquid. 


92  A   TREATISE   ON   CHEMICAL   ANALYSIS. 

vessel.^  These  can  usually  be  loosened  by  means  of  a.  policeman,  which  is  made 
by  covering  the  end  of  a  glass  rod  with  a  tight-fitting  piece  of  rubber  tube. 
Pieces  of  rubber  tube  with  solid  ends  are  sold  for  the  purpose,  or  they  can  be 
made  from  a  piece  of  rubber  tubing  3-4  cm.  long  by  placing  a  little  solution  of 
caoutchouc  in  chloroform  (or  naphtha)  within  the  rubber  tubing  at  one  end,  and 
pressing  the  sides  together  between  the  jaws  of  a  clamp  ^  for  a  couple  of  days. 
The  sealed  end  is  then  trimmed  with  a  pair  of  scissors,  and  the  open  end  is 
slipped  on  to  a  piece  of  glass  rod,  a,  fig.  44,  which  fits  the  rubber  tightly.^ 
Specially  rounded  rubber  cones,  screwed  to  the  end  of  ebonite  rods,  are  sold  for 
the  purpose  (6,  fig.  44).  The  form  fig.  44a  is  the  better.  A  rubber  finger-stall  is 
usually  more  effective  and  quicker  than  the  "  policeman  "  in  removing  adhering 
precipitates  from  beakers — particularly  if  shallow  beakers  be  in  use.  Care 
should  be  taken  to  select  the  Erlenmeyer's  flasks  used  for  precipitations  with  a 
bottom  easily  accessible  to  the  "policeman." 

Washing  the  Precipitate. — The  "policeman  "  is  washed,  and  then  the  particles 
loosened  by  the  "  policeman  "  are  washed  from  the  beaker  or  flask  into  the  filter 


a 


Fio.  43.  — Clamp  for  making  '  *  policeman. "  Fig.  44.  —  *  *  Policemen. " 

paper  by  a  jet  of  water  blown  from  a  wash-bottle.  The  nozzle  of  the  wash- 
bottle  is  directed  round  and  round  the  inside  of  the  beaker.  The  final  washing 
of  the  precipitate  is  effected  by  means  of  a  jet  of,  say,  water  from  a  wash-bottle. 
The  stream  is  first  directed  round  the  upper  edge  of  the  filter  paper  so  as  to 
wash  downwards  towards  the  apex  of  the  cone ;  and  the  precipitate  is  collected  as 
nearly  as  possible  at  the  apex  of  the  cone  at  the  last  washing.  The  paper  is  never 
filled  with  water,  and  the  precipitate  is  nearly  alivays  allowed  to  drain  completely 
before  adding  fresh  wash-water.  The  washing  is  continued  until  a  few  drops  of  the 
filtrate  collected  in  a  test  tube  show  the  absence  of  the  salts  which  are  being 
washed  from  the  precipitate.'*  The  filtrate  is  usually  required  for  the  determina- 
tion of  another  constituent,  and,  in  consequence,  as  little  of  the  filtrate  as 
convenient  must  be  employed  in  making  the  test,  otherwise  some  of  the  filtrate 
will  be  lost.  Six  washings  may  suffice,  but  there  is  no  fixed  rule.  Some 
precipitates  retain  the  mother  liquid  more  tenaciously  than  others,  partly 
attracted  by  some  kind  of  surface  action,  and  partly  entangled  mechanically  in 
the  solid. 


^  If  the  particles  cannot  be  scraped  off,  dissolve  them  in  a  suitable  solvent  and  reprecipitate 
in  a  small  beaker.  In  some  cases,  the  particles  need  not  be  loosened,  but  left  in  the  beaker. 
Tills  is  usually  done  when  hhe  precipitate  is  to  be  dissolved  and  repreci  pita  ted,  as  is  the  case 
with  the  "  alumina  "  precipitate  m  clay  analyses.  The  beaker  and  the  |)aTticles  are  washed  as 
well  as  possible,  and  the  solution  of  the  precipitate  on  the  filter  paper  is  allowed  to  return  into 
the  beaker  where  the  first  precipitation  was  made. 

^  A  clamp  for  the  purpose  is  easily  made  from  two  pieces  of  wood,  say,  30  cm.  long,  and 
5  cm.  by  2  cm.  cross  section.  Holes  are  bored  through  each  end  to  fit  a  pair  of  "sash 
screws,"  fixed  as  shown  in  fig.  48.    The  rubber  tips  are  clamped  by  turning  the  thamb-screws. 

'  A.  A.  Blair,  The  Chemical  Analysis  of  Iron ^  Philadelphia,  81,  1908. 

*  In  some  cases,  until  a  few  drops  evaporated  on  a  piece  of  clean  platinum  foil  give  no 
residue. 
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It  maj  seem  that  undue  Htresa  is  laid  upon  manipulation.  The  great 
accuracy  and  skill  with  which  a  competent  analyst  doea  hia  work  can  only  be 
acquired  bj  a  repetition  of  the  same  operations  a  gce.at  number  of  times.  The 
atudent  will  probably  notice  that,  as  he  gete  more  and  more  exjjert,  a  less  volume 
of  wash-water  will  be  needed  to  wash  a  precipitate  (page  97).  There  are  some 
troublesome  precipitates  which  at  best  require  inconveniently  lai^e  volumes  of 
wash-water.  When  another  constituent  is  to  be  separated  from  the  filtrate, 
time  is  lost  by  the  necessary  evaporation,  and  the  risk  of  loss  during  transfer 
from  vessel  to  vessel  ia  increased.  In  such  cases  it  is  best  to  change  the  receiver 
as  soon  as  the  liquid  }s  filtered  and  washing  commences.  Collect  the  washings 
in  an  evaporating  basin,  and  concentrate  the  washings  by  evaporation  to  a 
convenient  volume.  Mix  the  concentrated  washings  with  the  first  filtrate.  It  is 
a  good  plan  to  regularly  change  the  receiver  as  soon  as  washing  commences,  so 
that  if  the  filtrate  begins  to  get  turbid  towards  the  end  of  a  washing,  there  will 
be  no  need  to  refilter  all  the  liquid.  Experience  will  soon  teach  what  filtrates 
and  washings  may  be  safely  collected  in  one  receiving  vesseL 

g  46.  Wash-Bottles. 

A  great  many  types  of  wash-bottle  have  been  suggested.  The  simpler  types 
are  generally  best.     Fig.  45  shows  the  forms  most  useful.     A  represents  the 


Flo.  46.— Wash-botll^a 

ordinary  cold-water  bottle ;  B,  the  hot'Water  bottle.  Both  are  fitted  with 
rubber  stoppers  '  and  glass  tubes.  The  neck  of  the  hot-water  bottle  is  wrapped 
round  with  thick  string,  flannel,  cork,  or  some  suitable  non-conductor  of  heat.' 

'  Thera  ia  a  danger  of  co 
aalpbides — sntimony — used  in 
Sue.  Chem.  Ind.,2^  16,  1606. 

^  Asbeatoa  ]Mp^  ia  objectioiiable,  becauee  it  is  liable  to  flake  off,  and  particles  may  thus 
gat  into  the  filtw  paper  or  fi1tnt«. 
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The  jet*  shown  in  the  dii^ram  are  joined  with  pressure  tubing.     The  jets  can 
then  be  easily  turned  in  any  direction.' 

A  smitll  Ostwald's  heater,'  shown  at  B,  fig.  45,  is  useful  for  keeping  the 
contents  of  the  bottle  warm.  The  stopper  should  rest  on  the  neck  while  the 
bottle  is  being  heated,  in  order  to  prevent  steam  escaping  from  the  mouthpiece, 
and  risking  scalded  Upa  or  tongue.  If  the  arrangement  indicated  below  is  used, 
there  is  no  need  for  removing  the  stopper,  etc.,  while  the  wash-bottle  is  being 
heated.  It  requires  a  httle  practice  to  regulate  the  "  breath  "  so  aa  to  ensure 
hot  steam  is  not  sucked  into  the  mouth.  The  student  ought  to  learii  to  breathe 
through  the  nose  while  blowing  from  the  mouth.  The  a>ime  action  is  used  in 
working  with  the  mouth  blowpipe.  Bottles  for  cold  liquids  may  be  made  from 
thick  glass,*  but  the  hot-water  bottles  must  not  be  too  thick,  or  they  may  be 
fractured  on  heating.     The  "  R  "  or  the  Jena  glass  type  of  flask  is  generally  best. 


flci.  46.  — Valves  fur  w&ah-bottk  tubea. 

Some  proTer  Erlentneyer's  flasks  for  wash-bottles.  The  wash-bottle  C,  with 
stoppered  tubes,  is  used  for  alcohol  and  other  volatile  liquids,  or  for  liquids 
which  spoil  on  exposure  to  the  atmosphere.' 

Hot-water  buttles,  and  wash-bottles  containing  ammonia  water,  ammoniun) 
carbonati!,  hydrogen,  or  ammonium  sulphide  solutions,  and  other  unpleasant 
liquids,  are  best  fitted  with  a  special  attachment,  as  shown  in  tig.  46,  The  part 
A  is  closed  by  the  finger  or  thmub  while  blowing.  The  excess  pressure  closes 
the  valve  at  V.  The  jet  of  liquid  is  stopped  by  withdrawing  the  thumb  from 
A.  The  valve  may  be  Griffin's  (fig.  46,  U).  Bunsen's  (fig.  46,  V),  Waters'  (fig.  46,  W), 
etc.^  With  Oriffln's  valve,  a  two-holed  stopper  suffices,  since  closing  u,  fig.  46, 
serves  the  same  function  as  closing  A  in  Bunsen's  or  Waters'  valves. 

•  0.  Foord,  CAim.  A'eics,  30.  1»1,  1874  ;  A.  K.  Leeds,  16,,  30,  '218,  1870  ;  W.  J.  Laod, 
Amer.  Chemist,  3.  221,  18/4  ;  A,  Gnwulovski,  Z-it.  anal  CVin.,  14.  170,  1876. 

*  W.  Ostwald,  ZelL  a-nai.  Chtm.,  31.  180,  1890 ;  V.  Muck,  i*.,  28.  611,  1889  ;  J.  Volhard, 
Lidii^t  Ana..  285.  330,  If 96. 

•  W.  DittniMlCViJi.  2^9.  15   1521,  1«91)  reciimmeiided  nickel  and  copper  bottles. 

*  Forcompi-CMed-iirwash-bottles,  seeW,  C.  Fers;Hson,J^!iM™. /Jjn^r.Cft^Hi,  Soc,  16. 149. 1894. 
'  For  Bunsen's  7«lve  and  some  niodilications,  see  page  188.    J.  J.  Griffin,  Brit.  Fal.  A'o. 

4n4S01,  1906  ;  M.  Stuhl.  Chem.  Zlg.,  21.  396,  1897  :  E.  Stroscheiii,  ih.,  13.  461,  1889  ;  C.  E. 
Waters,  Joum.  Amer.  Chem.  Soe.,  27.  298,  1B05  :  R.  K,  Meade,  16.,  19,  681,  1807;  F.  M. 
Haldeman,  Jourri.  Anal,  App.  Chem..  2.  301,  1S83  ;  [..  M.  DeimJa,  Aaur.  Chem.  Joam  ,  II. 
218,  1889;  E.  J&cob,  Zeii.  anal.  Chem.,  5.  168,  1SS6  ;  T.  Kayley,  i».,'l8.  296,  1879:  E. 
Borginann,  ib.,  33.  60,  188S  {sta|>pered  tube  on  A) ;  H.  Diibovitz,  Chem.  Ntum,  91.  147   IMG. 
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A  Beutell's  valve  is  easily  made  for  this  purpose,  and  it  works  better  than 
Biinsen's.  A  piece  of  glass  tubing  15  cm.  long  and  4-5  mm.  bore  is  slightly 
contracted  about  3  mm.  from  one  end.  Another  piece  of  thin  glass  tubing, 
which  fits  loosely  into  the  larger  tube,  with  a  free  space  about  0*5  mm.  all 
round,  is  sealed  and  rounded  off  at  one  end.  If  the  end  be  too  tapered,  it  will 
be  inclined  to  wedge  tightly  (fig.  46,  W),  The  closed  end  is  then  fitted  to  the 
contracted  part  by  grinding  with  emery  and  water,  all  the  while  rotating  the 
tubes  in  one  direction.  If  the  joint  appears  tight  after  washing  off  the  emery 
and  sucking  at  A,  fig.  47,  dry  the  tube.  Push  the  closed  end  of  the  narrow  tube 
into  a  cork,  and  seal  it  off  as  near  the  closed  end  as  possible,  say  1  cm.  away. 
The  cork  serves  as  a  support  for  the  closed  end.  The  end  must  not  be  sealed 
too  symmetrically,  or  it  will  be  difficult,  later  on,  to  blow  into  the  bottle.  Bend 
the  tube  in  the  usual  manner  for  the  mouthpiece  of  a  wash-bottle,  as  at   W, 
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Fig.  47. — Making  a  valve  for  a  wash-bottle. 

fig.  46.     With  these  instructions  it  will  be  easy  to  place  the  valve  nearer  the 
mouthpiece,  and  make  it  serve  the  same  function  as  Griffin's  valve. 

Washing  a  Large  dumber  of  Precipitates. — When  a  number  of  precipitates 
have  to  be  washed,  the  wash-bottle  can  be  almost  discarded,  and  a  water  supply 
— "bottle  and  syphon" — placed  high  above  the  working  bench.  The  syphon 
tube  is  connected  with  a  glass  jet  by  a  piece  of  rubber  tubing  sufficiently  long  to 
reach  all  the  precipitates  to  be  washed,  and  with  a  suitable  tap  for  arresting  or 
regulating  the  flow  of  the  liquid  used  for  washing  the  precipitates.  If  water  be 
the  washing  fluid,  arrangements  can  easily  be  devised  for  heating  the  reservoir. 
This  arrangement  is  much  more  convenient  than  wash-bottles.^ 

§  47.  The  Theory  of  Washing  Precipitates. 

Under  ideal  conditions  the  reagent  employed  for  precipitations — the  precipi- 
tant— should  form  a  precipitate  of  definite  composition,  which  is  very  sparingly 
soluble,  or  rather  insoluble,  in  the  mother  liquid  and  w^ashing  fluids.  Any  excess 
of  the  precipitating  agent  should  be  readily  removed  from  the  precipitate  by 
washing  (or  by  ignition).  The  precipitating  agent  should  not  introduce  any 
substance  likely  to  interfere  with  the  precipitation  of  other  constituents  from 
the  filtrate  later  on.  Again,  the  precipitate  should  bo  compact,  easily  filtered 
and  washed.  Few  processes  satisfy  all  these  desiderata,  and  an  important  part 
of  analytical  chemistry  is  to  know  what  conditions  favour  and  what  conditions 
hinder  the  separation  and  purification  of  a  given  precipitate.  There  are, 
however,  a  few  general  principles  of  such  wide  applicability  that  they  should  be 
carefully  studied. 

Colloidal  and  Fine-grained  Precipitates. — In  general,  the  finer  the  grain  of  the 
precipitate,  the  greater  the  quantity  of  contaminating  salts  retained  by  the  wet 
precipitate.  Fine-grained  precipitates  expose  a  large  surface  of  separation 
between  the  solid  and  solution.  The  salts  appear  to  be  retained  by  a  kind  of 
surface  attraction  which  is  called,  for  convenience,  adsorption.  Hence,  fine- 
grained precipitates  are  more  difficult  to  wash  clean  than  coarse-grained  precipi- 
tates.^    Colloidal  gelatinous  precipitates  like  ferric  and  aluminium  hydroxides 


*  G.  E.  Boltz,  Joum.  Amer.  Chem.  Soc.,  33.  514,  1911. 

^  The  term  " coarse-grained  precipitate"  of  course  does  not  mean  aggregates  formed  by  the 
clotting  of  a  number  of  nne  grains. 
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are  in  an  extremely  fine  state  of  subdivision,  and,  in  consequence,  they  are  most 
difficult  to  wash  clean.  Such  precipitates  may  require  ten  to  twenty  washings, 
and  then  not  be  so  clean  as  a  coarse-grained  crystalline  precipitate  after  two 
or  three  washings. 

Again,  fine-grained  precipitates,  like  newly  precipitated  barium  sulphate, 
lead  sulphite,  calcium  oxalate,  and  silver  chloride,  are  particularly  liable  to  pass 
through  the  filter  paper,  while  coarse-grained  precipitates  give  no  trouble. 
Hence,  the  analyst  employs  various  artifices  in  order  to  coagulate  or  to  crystallise 
gelatinous  and  amorphous  precipitates.  Among  the  more  important  means  of 
effecting  these  changes  are  : — 

(1)  The  grain  size  can  be  frequently  increased  by  allowing  the  precipitate 
to  stand  in  the  mother  liquid  for  some  time.  This,  for  instance,  is  the  case 
with  lead  chromate,  antimony  oxychloride,  manganese  ammonium  phosphate, 
sodium  antimoniate,  stannic  hydroxide,  calcium  oxalate,  silver  chloride,  metallic 
sulphides,  barium  sulphate,  etc.^ 

(2)  Precipitates  produced  in  hot  solutions  are  often  coarser-grained  than 
precipitates  produced  in  cold  solutions.  The  boiling  of  precipitates  in  a 
fine  state  of  subdivision  may  lead  to  the  flocculation  of  a  large  number  of  the 
fine  particles  into  a  relatively  small  number  of  coarse  grains.  Zinc  sulphide, 
barium  sulphate,  and  manganese  ammonium  phosphate  may  be  cited  in 
illustration. 

(3)  The  flocculation  of  a  precipitate  which  separates  in  a  colloidal  condition  is 
frequently  effected  by  the  salts  present  in  the  mother  liquid.  When  these  salts 
have  been  almost  removed,  during  the  later  stages  of  the  washing,  the  coagulated 
precipitate  sometimes  passes  to  a  colloidal  or  gelatinous  condition,  and  it  may 
then  give  a  turbid  filtrate,  or  become  so  slimy  as  to  be  almost  impermeable  to 
the  washing  liquid.  In  such  cases  it  is  necessary  to  wash  the  precipitate,  not 
with  pure  water,  but  with  a  solution  of  an  acid  or  salt  which  will  prevent  the 
deflocculation  of  the  precipitate,  and  which  can  be  easily  removed  by  drying  or 
ignition.  Acids  can  only  be  used  with  precipitates  of  an  acid  nature,  e.g.y 
washing  titanium  hydroxide  with  acetic  acid  (page  208) ;  and  with  precipitates 
insoluble  in  even  strong  acids,  e.g.,  silver  chloride,  which  is  washed  with  dilute 
nitric  acid  (page  652).  Usually,  we  have  to  depend  upon  the  ammonium  salts — 
nitrate,  sulphate,  chloride,  and  acetate.^  For  instance,  washing  the  "alumina" 
precipitate  with  ammonium  nitrate  (page  183).  The  ammonium  salt  is  volatilised 
when  the  precipitate  is  calcined.^ 

Adsorption  of  Salts  by  Precipitates, — On  account  of  the  adsorption  of  a 
certain  amount  of  salt  with  colloidal  precipitates,  such  as  occurs,  for  instance, 
in  the  ammonia  precipitate,  the  adsorbed  salts  cannot  be  all  removed  by  washing, 
and  there  are  many  reasons  for  supposing  that  all  precipitates  carry  down  with 
them,  that  is,  adsorb,  substances  from  the  solution  in  which  they  are  formed. 
The  adsorbed  salts  cannot  always  be  removed  by  washing.  The  wash- water  may 
show   no  indication   of   the  impurities  so  retained  by  the   precipitate.     Thus, 


1  G.  Watson,  (Viem.  Neics.t^  109,  1891. 

^  R.  Bunsen,  Liebig's  Aniu^  io6.  13,  1858.  Salts  of  polyvalent  metals  and  alkaline  earths 
give  the  best  results,  but  these,  with  the  excej)tion  of  mercury,  are  excluded  because  they  would 
remain  with  the  precipitate  after  ignition.  Mercury  salts  can  only  be  used  in  a  limited 
number  of  cases  on  account  of  secondary  reactions.  Ammonium  salts  are  })erhaps  least  effective, 
but  they  are  usually  the  l)est  we  can  do.  See  R.  G.  Smith,  Journ.  Soc.  Cliem.  Ind.,  i6. 
872,  1897  ;  N.  Pappada,  Zeii.  Chem,  Ind.  KoUoide,  9.  233,  1911. 

^  See  page  363.  Sometimes  precipitates  which  are  difficult  to  filter  clear  can  be  satisfactorilv 
filtered  if  a  little  recently  ignited  kieselguhr  (J.  P.  Ogilvie,  Jotirn.  Soc.  Chem.  Ind.,^.  62, 1911), 
or  china  clay  (F.  Watts  and  H.  A.  Tempany,  16.,  27.  53,  1908),  be  added  to  the  mixture — e.g.t 
for  lead  sulphite.  The  device  is  particularly  useful  when  the  filtrate  is  alone  wanted,  or  when 
the  precipitate  is  to  be  afterwards  dissolved  in  a  solvent  which  does  not  attack  the  clay  or  silica. 
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Warington^  found  that  ferric  hydroxide  precipitated  by  potassium  carbonate 
only  lost  two-'thirds  of  this  salt  by  a  washing  which  would  have  removed 
0*0069th  part  of  ja  salt  not  adsorbed  by  the  precipitate.  The  same  observer 
records  the  adsorption  of  various  salts  by  aluminium  and  ferric  hydroxides.  It 
is  therefore  frequently  advisable  to  dissolve  the  precipitate  in  a  suitable  solvent, 
and  reprecipitate.  The  objectionable  impurity  divides  itself  in  a  definite  ratio 
between  the  precipitate  and  mother  liquid.  A  relatively  large  amount  may 
be  retained  by  the  precipitate  during  the  first  precipitation,  but  on  a 
second  precipitation,  when  only  that  amount  of  salt  which  was  retained  by  the 
first  precipitate  is  in  solution,  the  partition  of  the  undesirable  salt  between  the 
precipitate  and  the  solution  in  the  given  ratio  means  that  a  relatively  small 
amount  of  impurity  will  be  retained  by  the  second  precipitate.  Two,  possibly 
three,  precipitations  will  generally  remove  appreciable  amounts  of  the  objec- 
tionable impurity  from  the  precipitate.  For  instance,  aluminium  and  ferric 
hydroxides,  manganese  ammonium  phosphate  (page  374),  zinc  sulphide  (page  364), 
nickel  and  cobalt  sulphides  (page  388),  etc.  Suppose  that  the  first  precipitate 
retains  0*01  th  part  of  the  objectionable  salts,  while  0*99th  part  is  removed  by 
filtrati9n.  The  second  precipitate  will  contain  0*01  th  of  0*01  th  of  the  salt;  the 
third  precipitate,  0*00000 1th  of  the  salt.  Thus,  repeated  reprecipitation  will 
soon  carry  the  amount  of  impurity  outside  the  range  of  the  balance. ^ 

These  facts  also  lead  us  to  conclude  that,  if  a  small  quantity  of  a  substance  A 
is  to  be  separated  from  a  large  quantity  of  a  substance  B,  it  is  generally  better 
to  precipitate  A  rather  than  precipitate  B,  The  loss  of  A  through  absorption  by 
B  makes  the  "  error  of  experiment "  greater  than  if  some  of  B  be  lost  through 
absorption  by  A. 

Amount  of  Fluid  required  for  Washing  Precipitates. — A  rather  important 
question  has  to  be  decided  in  washing  precipitates.  Is  a  relatively  small  number 
of  washings  with  large  volumes  of  liquid  more  effective  than  a  relatively  large 
number  of  washings  with  small  volumes  of  liquid  ?  Suppose  that  a  precipitate 
be  allowed  to  drain  on  a  filter  paper,  and  that  the  precipitate  exercises  no  physical 
or  chemical  action  on  the  salts  in  solution  in  the  mother  liquid.^  Let  the  volume 
of  the  mother  liquid  retained  by  the  moist  precipitate  be  represented  by  v  c.c. 
Add  V  c.c.  of  water  to  wash*  the  precipitate.  The  total  volume  of  liquid  will  be 
(v  +  r)  c.c.  Let  this  drain  on  the  filter  paper.  The  moist  precipitate  retains  v 
c.c.  of  the  v+  Fee      Otherwise  expressed,  the  precipitate  on  the  first  draining 

V 

retains  -= c.c.  of  the  mother  liquid.     After  the  first  washing,  again  add  V  c.c. 

of  water  and  let  the  precipitate  drain.     The  moist  precipitate  retains,  on  the 

V  V 

second  draining,  a  volume  „  —  of  the  „  —  c.c.  of  the  mother  liquid.     Hence, 
the  precipitate  retains : 

First  draining     (  -  - —  J    c.c.  of  the  mother  liquid  ; 

Second  draining  ( ■— ^ —  j    c.c.  of  the  mother  liquid  ; 

nth  draining       {  rr  '   )   c.c.  of  the  mother  liquid. 


*  R.  Warington,  Joum,  Chem.  Soc^  21. 1, 1868  ;  P.  Jannasch  and  T.  W.  Richards,  Jminuprakt, 
Ckem,  (2),  59.  821,  1889 ;  Ed.  Schneider,  ZeU.  anal.  Chem.,  10.  425,  1882  ;  T.  W.  Richards,  ib.,^6. 
18ii.  1908 ;  Froc.  Amer.  Acad.,  35.  377,  1900  ;  K.  Scheringa,  Pharm.  Weelchlad,  aS.  674,  1911. 

'  In  the  case  of  some  *'rare  earth  "  separations,  where  the  ratio  is  relatively  large,  a  great 
number  of  precipitations — fractional  precipitations — may  be  required  to  effect  the  separation. 
W.  Crookes,  Chem.  News,  54.  131,  1886 ;  fc.  Scheringa,  Pharm.  Wetkblad,  48.  674,  1911. 

'  The  assumption  is  rarely  justified,  but  this  does  not  affect  the  principle  under  discussion. 
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In  order  to  understand  what  these  expressions  symbolise,  it  is  advisable  to 
take  a  numerical  example.  Suppose  that  a  precipitate,  which  retains  each 
draining,  t;  =  1  c.c.  of  the  mother  liquid,  is  to  be  washed  uptil  it  retains  but 
0*000001  c.c.  of  the  mother  liquid.  In  that  case,  after  the  nth  washing,  we 
have 


(r^J- 


000001. 


If  n  =s  6,  r  is  nearly  6  c.c.,  and  if  n  =  4,  V  is  nearly  18  c.c.  This  means  that  the 
precipitate  will  be  washed  as  clean  with  six  washings  (n  -  6),  using  6  c.c.  of  water 
(  F"  6)  each  time,  as  with  four  washings  (n  =  4),  using  18  c.c.  (7=18)  each  time. 
In  the  former  case,  36  c.c.  of  wash-water  pass  through  the  filter  paper,  and  in 
the  latter  case,  72  c.c.  of  water  pass  through  the  filter  paper.  Hence,  in  this 
particular  case,  half  as  much  water  is  needed  to  wash  the  precipitate  six  times 
with  6  c.c.  of  water  each  time  as  is  needed  to  wash  the  precipitate  four  times 
with  18  G.C.  of  water  each  time.  Hence,  the  washing  of  a  precipitate  is  more 
efficiently  perfonned  by  the  freq-nent  application  of  a  small  volume  of  mooter  than 
by  using  a  relatively  large  volume  of  loater  applied  a  small  number  of  times. 
It  is  here  assumed  that  the  precipitate  is  allowed  to  drain  before  it  is  refilled  with 
washing  liquid.^  This  theory  of  washing  precipitates  was  developed  by  Bunsen, 
in  1868.2 

Horsley  deduces  from  his  experiments : 

1.  To  keep  down  the  volume  of  the  wash- water,  keep  the  quantity  of  liquid 
on  the  filter  paper  small  throughout. 

2.  The  time  required  for  filtration  cannot  be  quickened  or  delayed  by  any 
change  in  the  method  of  adding  the  wash  liquid,  provided  the  upper  edge  of  the 
filter  paper  be  attended  to. 

3.  To  minimise  the  drudgery  of  filtration,  make  each  addition  as  large  as 
possible,  and  allow  the  precipitate  to  drain ;  but  the  time  of  washing  will  not  be 
affected. 

§  48.  Bunsen's  System  of  Accelerated  Filtration. 

The  long-stemmed  funnels  I  have  just  recommended  give  very  good  results 
in  routine  work,  but  a  considerable   amount  of  time   can   be  saved   by  using 

suction,  as  recommended  by  Bunsen.^  The  Swedish  filter 
papers  recommended  above  will  not  bear  much  suction.  They 
will  burst  near  the  tip.  In  consequence,  a  small  perforated 
platinum  filter  cone,  fig.  48,  is  placed  in  the  funnel  to  help 
the  paper  to  bear  the  pressure.**  The  filter  cone  is  first  placed 
in  the  funnel,  and  the  paper  is  bedded  on  to  cone  and  funnel. 
Fig.  48.  —Filter  ^^  ^^®  paper  be  not  properly  bedded  to  both  cone  and  funnel, 
cone.  it  will  inevitably  be  torn  as  soon  as  strong  suction  sets  in. 

"rhe   funnel  is  fixed  in  the  neck  of  a  stout- walled  filtration 
flask,  F,  figs.  49  and  56,  by  means  of  a  rubber  stopper.     The  filtration  flask  is 

*  In  washing  by  decantation  with  boiling  water,  T.  W.  Das  {Clum.  News,  lOi.  169, 1910)  re- 
commends transferring  the  precipitate,  after  each  decantation,  to  the  filter,  washing  out  the 
precipitate  into  a  beaker,  adding  fresh  water,  and  repeat.  This  ensures  the  better  removal  of 
the  mother  liquid,  and  more  rapid  washing. 

»  R.  Bunsen,  Liebig's  Anti.,  idS.  269,  1868  ;  G.  F.  Horsley,  Chenu  Ne^rs,  87.  287,  1903. 

^  R.  Bunsen,  Liebig's  Ann.,  148.  269, 1868;  ZcU,  anal.  Chem.,  8. 174, 1869 ;  E.  C.  Hildebraud, 
Cherti,  News,  34.  67, 1876  ;  C.Jones,  Joum.  Anal.  App.  C?iem.,  I.  38:^,  1887  ;  V.  Kreualer,  Chetfi. 
Ztg.,  8.  1324,  1885.     For  filtration  underpressure,  T.  Feller,  Zeit.  anal.  Chem.,  3.  325,  1864. 

*  A.  Gawalovski,  Zeit.  anal.  Chem.,  23.  372,  1884.  R.  S.  Dale,  Chem.  News,  20.  128,  1869, 
for  copper  cone.  See,  and  for  funnels  with  a  perforated  inner  wall,  C.  Nickles,  Joum.  Soe. 
Chem,  Ind.,  6.  134,  1887  ;  J.  de  Mollins,  Zeit.  anal.  Chem.,  19.  334,  1880. 
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Fio.  49,— Piltrstion  with  plfttiuum  cone  and  Witt's  flasli. 


Fio.  50.— Zupfchen'B  filtering  tube. 
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connected  with  a  WouliTs  bottle  or  similar  flask  TT,  and  this  in  turn  with  the 
suction  pump.  The  bottle  between  the  filtration  flask  and  the  pump  prevents  a 
back-rush  of  water  into  the  filtration  flask  when  the  pump  is  stopped.  The  con- 
nections are  made  with  stout-walled  rubber  tubing  which  will  not  collapse  under 
the  diminished  pressure.  If  the  filtrate  is  to  be  used  afterwards,  I  prefer  Witt's 
filtration  jar,  F^  fig.  49.^  In  this,  the  filtrate  is  collected  in  a  beaker  as  indicated 
in  the  diagram.  Zopfchen's  ^  filtration  tube,  fig.  50,  is  useful  when  small  quantities 
are  under  investigation,  and  in  other  special  cases.  Instead  of  a  platinum  cone, 
filter  papers  with  toughened  tips  are  useful  when  the  pressure  is  not  too  great.^ 
These  are  made  by  immersing  the  tip  of  the  folded  paper  in  nitric  acid  (sp. 
gr.  1*42)  for  a  few  moments,  and  then  thoroughly  washing  the  paper  with 
water.  These  papers  are  C.  Schleicher  and  SchiiU's  No.  580.  The  same  firm 
makes  toughened  iilter  papers.  No.  575.  The  small  sizes  (4  or  5*5  cm.)  can 
be  used  in  place  of  the  platinum  cone.  The  toughened  paper  cone  can  be 
pierced  in  a  number  of  places  near  the  tip,  with  a  fine  needle.* 

In  filtering  and  washing  precipitates  under  diminished  pressure,  as  a  rule, 
do  not  allow  the  precipitate  to  drain,  but  add  more  liquid  before  the  former 
liquid  has  run  through.  If  the  precipitate  be  allowed  to  drain,  as  recommended 
for  ordinary  filtration,  channels  or  fissures  sometimes  form  in  the  precipitate. 
The  wash-water  then  simply  runs  through  the  channels  without  coming  in 
contact  with  the  bulk  of  the  precipitate. 

§  49.  Tared  Filter  Papers. 

Some  precipitates,  when  collected  on  a  filter  paper,  cannot  be  ignited  with 
the  paper  on  account  of  volatilisation,  decomposition,  etc.  These  cases  require 
special  treatment.  In  some  cases  the  filter  paper  is  separated  from  the 
precipitate  and  ignited  separately.  In  other  cases  the  filter  paper  is  dried 
at,  say,  100*  or  120"  and  weighed.^  The  precipitate  is  then  collected  and 
washed  on  the  filter  paper  in  the  usual  manner.  The  paper  and  contents 
are  then  partially  dried  in  the  funnel  (so  that  the  paper  and  contents  can  be 

removed  without  tearing  the  paper),  placed  in  the  weigh- 
ing bottle,  and  later  dried  at  the  desired  temperature, 
say,  110°  or  120*.  The  paper  is  very  hygroscopic,  and 
it  should  be  protected  from  the  atmosphere  while  being 
weighed.  Consequently,  the  paper  may  be  folded  and 
F  »ii  ^Zra"  h  at'  placed  between  a  pair  of  weighed  watch-glasses,  c,  fig.  3  ;  in 
'weighing  b^ttk     ^     weighing  tubes, /,  fig.  3  ;  or  in  Iteinhardt's  weighing  bottle,^ 

fig.  51.  Some  papers,  after  use,  are  liable  to  disintegrate 
and  break  if  folded ;  in  that  case,  either  Reinhardt's  bottle  or  Koninck's 
weighing  funnel,  B^  fig.  52,  can  be  employed.  The  latter  is  made  specially  thin, 
and  it  fits  on  to  a  ground  tube  G  in  the  stopper  of  the  filtration  flask  F.  After 
the  funnel  has  been  used  for  filtering,  it  is  placed  on  the  tripod  -4,  which  acts  as 
a  ground  stopper.  The  funnel  and  contents  are  then  dried,  the  ground  cover  C 
placed  on  the  funnel,  and  the  whole  cooled  and  weighed.     Instead  of  the  funnel, 


1  O.    N.  Witt,  Chem,    hid.,   510,  1899;  A.    R.  Leeds.  Chcm,  News,  23.  177,  1871;  21. 
236,  1870 ;  A.  Biirgemeister,  ZeiU  anal,  Chcm.,  28.  676,  1889  ;  F.  Allihn,  /6.,  26.  721,  1887. 

*  H   Zopfchen,  Chem.  Ztg.y  25.  1008,  1901  ;  H.  S.   Bailey,  Joitrn.  Amer.  Chem.  Soc,,  31. 
1144,  1909. 

*  E.  E.  Francis,  Journ.  Chem.  Soc.y  47.  183,  1885  ;  J.  F.  Stotfart,  Joiirn.  Anal.  App,  Chem., 
4.  1,  1890;  C.  R.  C.  Tichbonie,  Pharm.  Journ.  (3),  2.  881,  1871. 

^  M.  H.  Cochrane,  Chem.  News,  32.  80,  1875. 

^  C.  Gilbert,  Hep.  anal.  Chem.,  I.  264,  1882  ;  J.  L.  Smith,  Chem,  Neios,  31.  55,  1875. 

*  C.  Reinhardt,  ZeU.  angew,  Chem.,  2.  61,  1889 ;  L.  L.  de  Roninck,  id.,  I.  689,  1888. 
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a  filter  tube  b  also  can  be  fitted  on  to  the  aame  ]oi^W^fi=e(re  stopper  of  the 
filtration  flaak  F.  The  filter  tube  6  haa  a  glass  cap  e  and  plug  a  for  use 
during  the  weighing. 

If  an  allowance  ia  to  be  made  for  the  action  of  the  liquid  being  filtered 
on  the  paper,  it  will  be  necessary  to  treat  a  second  paper  witti  the  clear  filtrate 
and  find  the  effect  on  the  weight  of  the  paper  after  the  paper  has  been  washed 
and  dried.  The  loss  or  gain  in  the  weight  of  the  empty  paper,  by  the  treat- 
ment, represents  the  effect  of  the  solution  on  the  filter  paper  containing  the 
precipitate,  and  an  allowance  must  be  made  accordingly.*  The  following  is 
the  best  plan : — Two  filter  papers  are  cut  the  aame  size,  and  one  is  weighed 
against  the  other.     The  difference  in  weight  is  marked  with  a  pencil  on  the 


Flo,  52. — Koninck'a  Sttratioa  sppkratuB. 

beaTier.  Each  filter  paper  is  placed  on  a  funnel.  The  solution  to  be  filtered 
is  poured  through  the  one,  and  the  filtrate  is  ponrei)  through  the  second  paper. 
Similarly,  duplicate  the  washinga.  The  two  filter  papers  are  dried  in  the 
ordinary  manner.  In  weighing,  the  empty  paper  ia  placed  on  the  right  pan 
as  a  tare  to  the  other,  and  due  allowance  made  for  the  excess  in  the  weight 
of  the  one  paper  over  the  other.' 

A  certain  amount  of  judgment  is  required  in  using  the  different  weighing 
tubes.  For  example,  the  Koninck'a  apparatus  weighs  about  50  grms.  The 
precipitate  may  weigh  0-005  grm.  The  apparatus  is  thus  10,000  times  heavier 
than  the  precipitate !  The  lai^  surface  enpoaed  by  the  glass  may  introduce  a 
small  error  which  ia  relatively  lai^e  in  comparison  with  the  subetance  being 
weighed.  In  general,  the  greater  the  difference  between  the  weight  of  the  pre- 
cipitate and  the  weight  of,  or  rather  the  surface  exposed  by,  the  apparatus,  the 
greater  the  percentage  error  affecting  the  determination.     It  is  therefore  best  to 

'  If  iny  solid  matter  should  esope  the  lireC  paper,  and  ba  ret&ined  by  the  second,  the  work 
would  probably  be  stultifiEd  This  ia  the  objection  to  placing  the  second  paper  below  the  first  in 
Elie  fannel  while  the  liquid  is  being  filtered,  and  separatinfc  the  papers,  later  on.  for  neighing. 

*  C.  Riidorff,  Zeil.  angetn.  Chan.,  3.  638,  1890 ;  Cluni.  Ifetra,  66.  26,  1882. 
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keep  the  weighing  apparatus  as  small  as  possible.  Processes  involving  the  use 
of  tared  filter  papers  are  rapidly  falling  out  of  use.  The  weighing  of  precipitates 
by  means  of  tared  filter  papers  will  soon  be  obsolete. 

§  50.  Filtration  Tubes. 

Instead  of  using  tared  filter  papers,  substances  which  are  injured  by  burning 
filter  papers  may  be  filtered  through  cotton-wool,^  asbestos,^  felt  cloth,'  glass- 
wool,*  gun-cotton,  etc.  Thus,  a  tube  shaped  as  indicated  in  fig.  53,  A — E.  Allihn's 
tube  —  may  be  packed  first  with  glass-wool  (a),  then  with,  say,  asbestos 
(b).      Some  precipitates    are    liable    to    clog    if    the    asbestos  be  packed   in 

too  thick  a  layer — for  instance,  manganese 
oxide  precipitated  by  potassium  chlorate. 
In  that  case,  some  prefer  a  small  plug 
of  glass-wool  (a),  followed  by  a  0*6  to  0*7 
cm.  layer  of  calcined   Calais  sand   {b),^ 
with  or  without  a  thin  layer  of  asbestos 
over   the  sand.     Several   different  ways 
of    packing   have    been   suggested,   and 
several   different    forms   of  filter  tube.* 
For  instance,  the  tube  may  be  stoppered 
at    each    end — Jannasch's    filter    tube, 
fig.  204,  page  653 — or  the  tube  may  be 
capped  at  one  end  and  stoppered  at  the 
other,  as  a  6  c,  Koninck's  tube,  fig.  52. 
In  Fresenius'  filter  tube  there  is  a  con- 
striction a,  fig.  53,  B ;  and  the  tube  may  have  a  bulb  in  the  region  of  the  packing, 
fig.  53,  C,  which  is  Gibbs  and  Taylor's  tube.    In  Mason's  filter  tube,  2>,  fig.  53,  the 
9tQm.  is  sep^ra^te  frg^P  the  body  of  the  tube,  so  that,  when  in  position,  it  forms  a 
ledge  on  wHic'h-a.'^ey'f orated  "filter  plate"  can  rest.     The  stem  is  rather  longer 
than' the  body  of  the  tube,  so  that  it  can  be  used  to  eject  the  filter  bed,  etc. 
•';  I  *  ip'it^^'anajysistof.iipn*  where  the  carbon  is  separated  as  insoluble  matter,  the 
*  tjafbdii  is*  Altered 'in  a  tube  of  various  forms — c.y.,  a  platinum  tube  with  a  per- 
forated removable  disc  which  is  covered  with  asbestos  before  filtration ;  a  glass 
tube  with  a  platinum   spiral, '^  fig.  53,  E,  covered  with  long  fibre  and  ignited 
asbestos ;  etc.     The  carbonaceous  matter  is  afterwards  dried   and   burnt  in   a 
current  of  oxygen,  or  by  the  wet  combustion  process.     Several  other  modifica- 
tions are  in  use.®     Thus,  the  carbon  may  be  collected  directly  in  a  platinum  boat 
fitted  with  a  suitable  bottom,  and  holder  for  the  filtration  flask. 


Fio.  53.— Filtration  tubes. 


*  A.  B.  Clemenre,  Jmim.  Anal.  App.  Chem.,  i.  278,  1887. 
^  See  Goocb'a  crucibles,  iwige  104. 

'  R.  Friihling  and  J.  Schuz,  Zeii.  anal  Chem,,  13.  146,  1874. 

*  It  is  well  to  remember  that  the  glass-wool  is  often  made  from  lead  glass,  and  may  give  up 
some  lead  to  acid  solutions.  F.  Muck,  Zeil,  anal,  Chem.,  19.  140,  1880  ;  L.  Blum,  ib.^  31.  292, 
1892;  F.  Stolba,  i6.,  17.  79,  1878;  R.  Bbttger,  Notizblati,  34.  8191,  1884;  M.  Battandier, 
Journ,  Pharm.  Clum,  (4),  30,  56,  1880. 

*  C.  M.  Sargent  and  J.  K.  Faust,  Journ,  Amer.  Chem.  Soc.,  21.  287,  1899  ;  Cliein,  New% 
79.  158,  1899.  S.  Kern,  ih.,  38.  157,  1878,  platinum  tultes  with  asbestos  packing.  P. 
Weisskopf,  Dingler's  Journ. ^  206.  243,  1872,  felted  glass-wool  packing. 

*  R.  Fresenius,  Zeit.  afial,  Cliem.^  8.  154,  1869  ;  0.  Lohse  and  P.  Tliomaschewski,  t6.,  39. 
168,  1900 ;  W.  Gibbs  and  E.  R.  Taylor,  Amer.  J.  Science  (2),  44.  215,  1867 ;  F.  Allihn.  Journ, 
prakt,  Chem,  (2),  22.  66,  1880  ;  F.  Soxhlet,  ih.  (2),  21,  231,  1880  ;  A.  Goske,  Chem.  Ztg.,  22. 
21,  1898  ;  Ber.,  32.  2142,  1899  ;  J.  S.  C.  Gray,  Chem,  News,  22,  165,  1895  ;  H.  P.  Mason,  ib. 
91.  180,  1905  ;  T.  Macfarlane,  Analyst,  18.  78,  1895. 

'  T.  M.  Drown,  Tech,  Quart.,  20.  552,  1891. 
'  See  Shimer's  filter  tube,  page  620. 
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Fio.  54.— Hirsch's 
funnel. 


§  51.  Filtration  through  Perforated  Discs  and  Funnels. 

In  1870,  Carmichael  ^  proposed  a  different  system  of  filtration  from  those 
which  precede.  CarmichaeFs  plan  was  to  keep  the  solution  in  a  platinum  dish 
in  which  the  precipitate  is  to  be  finally  weighed.  A  disc  of 
filter  paper  was  placed  against  the  lower  perforated  surface 
of  the  vessel,  whose  interior  was  connected  with  the  suction 
apparatus.  The  liquid,  wash- water,  etc.,  was  sucked  from  the 
vessel,  and  the  precipitate  was  prevented  from  leaving  the 
vessel  by  the  filter  paper.  Oasamajor  ^  modified  this  by  using 
a  kind  of  perforated  false  bottom  with  an  aspirator,  and  cover- 
ing the  upper  surface  of  the  perforated  plate  with  a  disc  of 
filter  paper  or  asbestos  pulp.  Any  liquid  poured  into  the 
dish  could  then  be  filtered  by  suction  through  the  perforated 
bottom.  Sauer^  suggested  the  use  of  flat  discs  of  platinum 
gauze ;  and  Grosjean,  perforated  platinum  discs,  in  an  ordinary 
funnel.  A  piece  of  filter  paper,  rather  larger  than  the  disc,  was 
supposed  to  be  placed  on  the  upper  surface  of  the  perforated 
disc.     The  paper  was  wetted  and  pressed  close  against  the  disc  and  fuunel,  so  as  to 

form  a  watertight  joint  all  round  the  disc.  The  chief 
objection  to  the  use  of  these  discs  for  quantitative  work 
arises  from  the  fact  that  only  part  of  the  precipitate 
collects  on  the  disc ;  part  collects  on  the  funnel,  whence 
it  can  only  be  removed  with  diflBculty.  In  order  to 
keep  the  discs  horizontal.  Smith  ^  soldered  a  platinum 
rod  to  the  under  side  of  the  disc.  When  the  rod  was 
dropped  into  the  stem  of  the  funnel,  the  disc  was  in 
a  horizontal  position.  The  so-called  Witt's  filter  plates  * 
are  made  of  glass  or  porcelain,  rather  larger  in  diameter 
on  the  upper  side ;  otherwise  they  resemble  Grosjean's 
discs,  and  Kaehler  added  the  vertical  rod  as  previously 
suggested  by  Smith.  Eaehler's  filtration  discs  are  also 
made  with  a  groove  to  take  a  rubber  band  between  the 
disc  and  the  funnel,  thus  ensuring  a  better  joint  between 
plate  and  funnel.  Kaehler's  discs  are  also  made  of 
porous  earthenware,  asbestos,  or  alundum  (fused 
alumina)  without  perforations  and  of  different  porosi- 
ties.®    In  Hirsch's  ^  funnels  (fig.  54)  the  disc  is  an  integral  part  of  the  funnel. 


Fig.  55. — Biichner'B  funnel. 


? 


1  H.  Carmichael,  ZeU,  Chem,  (2),  6.  481,  1870 ;  Chem.  News,  24.  213,  1871 ;  W.  Jago,  ib., 
;.  54,  1876;  C.  Villa,  i6.,  30.  200,  1874  ;  J.  P.  Cooke,  Proe.  Amer.  Acad.,  12.  126,  1877  ; 
.  A.  Puckner,  Joum.  Atner.  Chem.  Soc.,  15.  710,  1893  ;  R.  Friihling  and  J.  Schulz,  ZeU. 
anal.  Chem,,  13.  146,  1874  ;  L.  W.  Bahiiey,  Met.  Chem.  Bag.,  10.  737,  1912. 

*  P.  Casamajop,  Amer.  Chem.,  5.  440,  1875  ;  6.  124,  1876  ;  Chem.  Neics,  32,  83,  45,  183, 
1875  ;  4S  148,  1882  ;  46.  8,  1882  ;  53.  194,  248,  1886  ;  Joum,  Amer.  Chem.  Soc.,  3.  125. 
1881 ;  8.  17.  1886  ;  K.  Zulkowsky,  ZeU.  anal.  Chem.,  17.  198,  1878 ;  l8.  459,  1879  ;  22.  173, 
1883.  For  reversed  filtration,  see  also  A.  Wildenstein,  ib.,  I.  432,  1862  ;  M.  C.  Lea,  Aiftier.  J. 
Science  (2),  42.  879,  1866 ;  E.  Fleischer,  Chem.  News.  19.  169,  1869. 

»  A.  Saner,  ZeU.  anal.  Chem.,  14.  312,  1875 ;  B.  J.  Grosjean,  Joum.  Chem,  Soc.,  16,  341, 
1879  ;  Chem.  News,  39.  182. 1879  ;  45.  107,  1882. 

*  J.  C.  Smith,  ^m«r.  Chem.  Joum.,  i.  368,  1879;  S.  L.  Penfield  and  W.  M.  Bradley, 
Amjer.  J.  Science  (4),  21.  453, 1906  ;  Chem^  News,  94,  293,  1906. 

»  0.  N.  Witt,  Ber„  19.  918, 1886  ;  M.  Kaehler,  ZeU.  anal  CJiem.,  33.  63, 1894  ;  Joum.  Amer. 
Chem,  See.,  16.  58,  1894  ;  C.  H.  Piesse,  Chem.  News,  28.  198, 1873  ;  R.  Warington,  ZeU,  anal, 
Chem.,  2C  354,  1886,  used  lead  plates  for  tartaric  acid.     A.  Borntrager,  Ber.,  19.  1690,  1886. 

*  R.  0.  Benner  and  W.  H.  Ross,  Joum.  Amer,  Chem.  Soc,,  34.  51,  1912. 

'  R.  Hirsch,  Chem.  Ztg„  12.  840,  1888  ;  E.  Biichner,  ib.,  12.  1277,  1888 ;  13.  95,  1889  ;  E. 
Mnrmann,  ZeU,  anal.  Chem.,  50.  742,  1911. 
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In  the  different  forms  of  the  so-called  Biichner's  funnels  (fig.  55)  the  disc  may  or  may 
not  be  permanently  fixed,  but  the  walls  of  the  funnel  above  the  disc  are  vertical. 
The  sloping  sides  of  the  funnel  below  the  disc  narrow  rapidly.  The  disc  presents 
a  more  extended  surface  than  in  Hirsch's  funnel.  These  are  all  different  modifica- 
tions of  the  one  principle.  Some  of  these  funnels  are  valuable  auxiliaries  in 
preparation  work.  They  are  used  with  perforated  rubber  stoppers,  filtering 
flask,  and  suction,  as  illustrated  in  fig.  56.     For  other  forms  see  page  630. 


§  52.  Gooch's  Filtration  Crucibles. 

In  1878,  F.  A.  Gooch  ^  proposed  to  filter  certain  liquids  by  suction  through 
a  bed  of  asbestos  resting  on  the  perforated  bottom  of  a  crucible,  GoOCh*S 
crucible.  The  crucible,  c,  is  fitted  into  a  large  rubber  ring,  h,  fig.  56,  which, 
in  turn,  fits  tightly  into  the  top  of  a  glass  adapter,  a,  resembling  a  "  thistle- 
beaded  funnel."  The  glass  adapter  is  fitted  into  a  filtration  flask.  F.  Gooch's 
crucibles  are  used  so  much  in  analytical  work  that  their  preparation  and  use 
must  be  described  in  some  detail. 

1.  Preparation  of  the  Asbestos.^ — There  are  several  varieties  of  asbestos  on 
the  market.  The  long-fibre  "silky"  crysolite  asbestos  gives  the  best  results, 
since  it  does  not  pack  so  closely  as  many  of  the  less  suitable  varieties,  and,  in 
consequence,  it  filters  most  rapidly.  Place  a  lO's  brass  wire  sieve,  bottom 
upwards,  on  a  sheet  of  paper.  Rub  a  handful  of  asbestos  roughly  over  the  sieve 
so  as  to  break  the  asbestos  into  smaller  fragments  which  pass  through  the  sieve.^ 
Collect  that  which  remains  on  the  sieve  into  another  bundle,  and  repeat  the 
operation  until  sufficient  fibre  has  passed  through.  Next  remove  the  dust  and  the 
fine  powder  by  placing  the  material  on  a  30's  lawn  and  agitating  the  mass  while 
water  is  poured  over  the  sieve.  When  the  water  which  passes  through  has  lost 
its  "  milky  "  appearance,  and  seems  quite  clear,  transfer  the  washed  asbestos  to 
a  beaker  or  flask  and  boil  for  about  half  an  hour  with  hydrochloric  acid  (1  :  4). 
Now  wash  the  asbestos  by  pouring  it  over  a  perforated  funnel — Hirsch^s  or 
Blichner's — fitted  with  a  piece  of  filter  paper.  Mix  the  washed  asbestos  with  water, 
and  the  asbestos  emulsion  so  prepared  may  be  kept  in  a  bottle  ready  for  use. 

2.  Packing  the  Crucible  with  Asbestos  Felt. — A  platinum  or  glazed  porcelain 
crucible  with  a  perforated  bottom  of  the  required  size  is  fitted  into  an  adapter 
shaped  as  shown  in  fig.  56,  a.*  This  is  mounted  in  a  perforated  rubber  sto|^r 
which  fits  the  neck  of  the  filtration  flask  F.  A  piece  of  rubber  b,  made  for  the 
purpose,  is  placed  over  the  mouth  of  the  funnel,  and  the  crucible  c  fitted  into  the 
rubber  collar.  J.  J.  Griffin  &  Sons  (Kingsway)  make  perforated  rubber  stoppers 
which  enable  Gooch's  crucible  to  be  fitted  directly  into  the  filtration  flask  (fig.  57).^ 
Pour  enough  asbestos  emulsion  into  the  crucible  to  give  a  layer  of  asbestos  1  to 
2  mm.  thick.     The  suction  must  not  be  too  great,  or  the  asbestos  will  pack  too 


^  F.  A.  Gooch,  rroc.  Amcr.  Acad.,  13.  342,  1878;  Chem.  News,  37.  181,  1878;  G.  C. 
Caldwell,  Joum,  Amer.  Chem.  Soe,,  13.  105,  1891  ;  T.  Paul,  Zeit.  anal.  Clum.,  31.  637,  1892  ; 
Chem.  News,  67.  8,  1893. 

2  P.  Casaraajor,  Ch^m.  Ntws,  47.  17,  1883;  T.  Paul,  Zeil.  anal.  Chem.,  31.  648,  1S02  ; 
W.  P.  Barba,  Jowni.  Anal,  App.  Chem.,  5.  596,  1891  ;  6.  35,  1892  ;  Chem.  News,  65.  101, 
1892  ;  P.  A.  Kober,  Amcr,  Chem.  Joum,,  ^i.  430,  1909. 

'  Or  scrape  the  fibrous  asbestos  down  with  a  knife. 

*  T.  W.  Richards  (/o7*ni.  Avier.  Chem,  Soc,,  31.  1146,  1909)  has  added  a  funnel-like  flange 
to  the  top  of  the  ordinary  Gooch's  crucible  in  order  to  facilitate  washing.  H.  Vollers  {Chem. 
Ztg.,  29.  1088,  1905)  has  a  raised  cylinder  with  perforated  walls  in  place  of  the  flat  bottom  of 
the  ordinary  Gooch*8  crucible.  The  designer  claims  that  this  renders  the  crucible  less  liable  to 
get  blocked  than  the  ordinary  flat-bottomed  crucibles. 

»  W,  R.  Forbes,  Chem,.  News,  105.  27,  1912. 
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tightly  and  the  subeequent  filtration  will  be  slow.^  Place  the  perforated  disc — 
filter  plate — ^iipon  the  asbestos,  and  pour  more  emulsion  into  the  crucible,  so  as  to 
tiiake  a  layer  0'5  to  1  mm.  thick,  as  indicated  in  section,  fig.  58.  Run  water 
through  the  crucible  until  no  asbestos  fibres  run  through,  if  the  water  which 
has  run  through  the  crucible  be  held  in  a  good  light,  the  floating  asbestos  fibres 
can  be  readily  seen.     Usually,  i  to  i  litre  of  water  suffices.     Dry  the  asbestos 


Flu.  66.  —Filtration  with  Gooeh's  crucible. 

and  weigh.  Again  pass-  J  to  J  litre  of  water  through  the  crucible,  dry,  and 
weigh  again.  If  the  weight  be  the  same  aa  before,  the  crucible  is  ready  for  use. 
3.  H<»B  to  ute  ike  6ooi-k  Critcible. — The  dry  and  weighed  crucible  is  mounted 
over  a  filter  flask  or  Witt's  jar  (ligs.  49  and  56).  The  liquid  to  be  filtered  is 
passed  through  the  cnicible,  and  the  precipitate  washed  as  if  the  crucible  were  a 
filter  paper  and  funnel.     When  the  precipitate  has  been  washed  and  the  crucible 


dried,  the  whole  is  weighed.  The  increase  in  weight  represents  the  weight  of  the 
precipitate.  If  the  precipitate  is  to  be  ignite<l,  it  must  be  plaeed  within  a  larger 
crucible  or  in  a  Gooch's  saucer  (fig.  59)  and  heated,  at  first  gently,  and  then  at 
the  desired  temperature.     The  ignited  crucible  is  cooled  and  weighed  in  the 

Then 


inber  of  detenni nations  of  the  same 


'  It  is  often  s  good  |>Ian  to  let  tlie  joint 
insert  \  regalatinf{  tsp'between  ^  and  iV,  o: 
PJliMTO.,^.  86,  1871. 
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substance.  When  the  collection  of  precipitates  in  the  crucible  becomes  too  large, 
the  upper  part  can  be  removed,  or  the  cnicible  recharged,  and  used  as  indicated 
above. 

4,  Sources  of  Error. — ^Aabestos  dried  at  100°-110°  to  a  constant  weight  may 
lose  between  0001  and  0002  grm.  of  moisture  on  ignition.  It  is  therefore 
necessary,  when  the  weight  of  an  ignited  precipitate  is  to  be  determined,  to  dry 
or  ignite  the  packed  crucible  the  same  length  of  time  and  at  the  same  tempera- 
ture as  that  intended  for  the  precipitate,'  It  is  important,  also,  to  remember 
that  calcined  asbestos  may  absorb  appreciable  amounts  of  alkali  not  removed  by 


Fio.  E9.— Igpition  of  Gooeb's  crucible. 

washing.  Most  of  the  asbostOB  of  commerce  is  also  slightly  attacked  by  water 
and  feebly  acid  aoiutions.  If  the  crucible  ie  prepared  as  indicated  above,  there  is 
no  danger  of  losing  asbestos  during  the  washing  of  a  precipitate. 

The  filter  tube  is  usually  preferable  to  the  Gooch'a  crucible  when  it  is 
necessary  to  heat  the  precipitate  in  a  current  of  gas.^ 

§  53>  Gooch's  Crucibles  packed  with  Soluble  or  Volatile  Felts. 

The  Gooch's  crucible  has  deservedly  won  a  permanent  place  in  general 
analytical  practice.  It  is  exceptionally  valuable  when  precipitates  are  to  be  re- 
dissolved  from  the  felt  after  washing  {e.g.,  sodium  titanate  in  hydrochloric 
acid) ;  when  a  mixed  precipitate  is  to  be  separated  into  parts  by  appropriate 
solvents  (e.g.,  washing  antimony  sulphide  free  from  sulphur  by  carbon  disulphide)  ; 
separation  of  sulphides  soluble  and  insoluble  in  alkaline  sulphides,  and  generally 
when  the  desired  solvent  attacks  filter  paper  and  not  asbestos.  In  some  cases, 
the  felt,  after  the  action  of  tJie  solvent,  has  to  bo  separated  from  the  solution 

'  Or  find  the  ftmount  of  moiature  retained  by  tlie  dry  Gooch's  crucible,  and  make  the 
DBcessary  allowmice  wlien  tlie  preeipit»t*  is  woiglied.  G.  Auchj,  Juam.  A-mer.  CA«n.  Soe.,  33. 
46,  IfiOO;  H.  Thflile,  Zr,iL  u/renl.  Chem.,  ^.  38S,  1901  ;  K.  Windisch,  Chem.  Cmlr.,  75.  U. 
1821,  1906  ;  M.  AusUn,  A«i^.  J.  &-ie>icr  (4),  14,  166,  1802. 

'  E.  Kanaaaa^Monnls.  Chem.,ig.  103,  ISSSlhaBdesciibed  a  modified  Gooch's  crucible  in  which 
the  precipitaU  can  be  dried  and  heated  iu  a  current  of  gas— e.?.,  lead  snlphate,  barium  au1[>hat«, 
line,  manganese,  copper,  and  antimony  sulphides,  etc.    Tliey  are  rather  expensive  and  fragile. 
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bj  filtration  and  washing.  In  that  case,  Gooch  ^  proposed  packing  the  crucible 
with  anthracene  instead  of  asbestos.  The  anthracene  emulsion^  is  made  by 
moistening  anthracene  with  alcohol  and  then  shaking  the  mass  with  water.  The 
emulsion  is  used  as  if  it  were  asbestos,^  with  due  regard  to  its  special  properties. 
To  remove  the  anthracene  from  a  precipitate,  stand  the  crucible  in  a  small 
beaker,*  add  enough  of  the  solvent — benzene  for  preference — and  gently  warm 
the  vessel  by  immersing  the  beaker  in  hot  water. ^  Wash  the  precipitate  with 
the  solvent,  then  with  alcohol,  and  finally  with  water  if  necessary.  The  volatility 
of  anthracene  enables  it  to  be  removed  by  volatilisation  in  some  cases  where 
it  is  not  wanted — say,  when  a  barium  sulphate  precipitate  is  to  be  treated  with 
concentrated  sulphuric  acid.  Crucibles  with  anthracene  felt  are  not  much  used, 
and  they  must  give  way  to  the  more  convenient  Munroe's  crucible.^ 

§  54.  Gooch's  Crucibles  packed  with  Platinum  Felt— 

Munroe's  Crucible. 

C.  E.  Munroe  ^  proposed  platinum  sponge  in  place  of  the  asbestos  in  Gooch's 
crucible,  and  crucibles  so  packed  have  so  many  applications,  not  possible  with 
the  asbestos-packed  crucibles,  that  they  are  bound  to  win  a  permanent  place  in 
general  practice.  Although  Munroe's  crucible  was  suggested  in  1888,  its  merits 
have  only  recently  attracted  serious  attention.  The  main  objection  to  Munroe's 
crucible  is  it^  cost — the  platinum  felt  is  packed  in  a  platinum  crucible ;  but 
Brunck  ^  has  made  a  similar  crucible  with  Royal  Berlin  porcelain,  and  '*  burned  " 
the  felt  into  the  glaze  so  that  it  cannot  be  detached  without  the  application  of 
force,  or  overfiring.  Brunck's  crucible  will  bear  a  red  heat  if  the  temperature 
be  raised  gradually. 

1.  Preparation  of  t?u  Platinum  Fdt, — A  concentrated  solution  of  chloro- 
platinic  acid  is  treated  with  ammonium  chloride  in  slight  excess.  The 
resulting  precipitate  of  ammonium  platinichloride  is  washed  several  times  with 
water,  and  finally  with  alcohol.  The  excess  of  alcohol  is  poured  off  as  soon  as 
the  ammonium  platinichloride  has  settled. 

2.  Packing  t?u  Crucible, — A  perforated  platinum  crucible,  with  small  and 
numerous  peiforations,  is  placed  upon  several  layers  of  filter  paper,  and  pressed 
firmly  on  the  paper  while  the  alcohol-moist  mass  of  ammonium  platinichloride  is 

*  F.  A.  Gkwch,  Proc.  Amer,  Aead.,  20.  890,  1885  ;  Chem.  News,  53.  234,  1886. 

'  Anthracene  is  insoluble  in  water  and  aqueous  solutions  of  salts,  alkalies,  and  dilute  acids  ; 
but  soluble  in  benzene,  carbon  disulphide,  etc.  Anthracene  volatilises  at  218\  Naphthalene 
might  be  used  in  place  of  anthracene. 

^  If  the  anthracene  of  commerce  be  too  coarse,  dissolve  it  in  hot  water,  and  precipitate  by 
cooling  with  water. 

*  Wagner's  filter  tube  (H.  Wagner,  Pharm,  Ztg,,^,  766, 1907)  has  a  sto])cock  and  perforated 
glass  disc  fused  into  a  filter  tube.  By  closing  the  stopcock,  and  pouring  in  the  solvent,  a 
precipitate  can  be  kept  immersed  in  a  small  quantity  of  the  solvent  as  long  as  desired. 

'  Note  the  inflammability  of  the  solvent.     No  naked  flame  must  be  near. 

'  In  some  special  cases,  an  emulsion  of  filter  paper  or  gun -cotton  is  used  The  paper  pulp 
filters  very  slowly.  Bottger  recommended  gun-cotton  in  place  of  asbestos  in  cases  wnere  the 
precipitate  is  to  be  ignited  in  an  oxidising  atmosphere  (H.  N.  Warren,  Chem.  News,  6z.  63,  1890 
F.  Stolba,  Zeit.  anal,  Chem,,  17.  79,  1878). 

^  C.    E.  Munroe,  J(mm.  Anal,  App.  Chem.,  2.  241,  1888  ;  Chem,  News,  58.  101,  1888 
H.  Neubauer,  Zeit.  anal.  Chem.,  59.  501,  1900  ;  W.  C.  Heraeus,  ZsU,  angew.  Chem,,  13.  745 
1900  ;  P.  Bernhardt,  Chem.  Ztg,,  ^  1227, 1908  ;  0.  Brunck,  i6.,33.  649, 1909  ;  W.  O.  Snelling 
Chem,  News,  99.  229,  1909  ;  Journ.  Amer.  Chem.  Soc„  31.  456,  1909 ;  0.  D.  Swett,  ib,,  31. 
928,  1909  ;  T.  W.  Richards  and  A.  Staehler,  ib.,  29.  623,  1907  ;  F.  Zerban  and  W.  P.  Naquin 
ib.,  30.  1456,  1908  ;  F.  A.  Gooch  and  F.  B.  Bayer,  Amer.   J,   Science  (4),  25.  249,    1908 
M.    B4.   Brewer,  Oeorge  fVashington  Univ,  Bull.,  5.  79,  1906;  Chem.  Bng.,  5.  261,   1906 
H.  J.  F.  de  Vries,  Chem,  WeekUad,  6.  816,  1909. 

*  O.  Brunck,  Chem.  Ztg,,  33.  649,  1909. 
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poured  in  until  it  is  filled,  say,  to  a  height  of  0*25  or  0*5  cm.^  The  alcohol  will 
be  rapidly  absorbed  by  the  filter  paper  upon  which  the  crucible  is  being  pressed, 
and  at  the  end  of  a  few  moments  the  surface  of  the  salt  in  the  crucible  will 
suddenly  appear  "  dry,"  showing  that  the  excess  of  alcohol  has  been  absorbed  by 
the  filter  paper.  The  filter  paper  will  prevent  the  salt  running  through  the 
perforations  at  the  bottom.  The  crucible  is  then  removed  from  the  filter  paper, 
and  a  uniform  layer  of  ammonium  platinichloride  should  cover  the  bottom  of  the 
crucible.  Warm  the  crucible  in  a  steam  oven  until  the  alcohol  has  all  volatilised. 
Place  the  cap  and  cover  on  to  the  crucible,  and  gradually  warm  the  crucible  until 
the  ammonium  platinichloride  has  all  decomposed.  The  temperature  may  then 
be  raised  to  dull  redness.     Let  the  crucible  cool. 

The  bottom  of  the  crucible  should  be  covered  with  a  continuous  and  uniform 
layer  of  platinum  sponge,  but  generally  the  sponge  will  be  found  to  have  with- 
drawn, more  or  less,  from  the  sides  of  the  crucible,  and  to  be  interrupted  by 
several  cracks.  Press  the  mass  gently  with  the  finger,  or  with  a  glass  rod  with 
a  flattened  end,  so  that  the  cracks  are  pressed  together  and  a  continuous  layer 
of  the  platinum  sponge  is  spread  over  the  bottom  of  the  crucible.  If,  however, 
the  layer  is  not  quite  continuous,  use  fresh  chloroplatinic  acid  to  fill  up  the 
cracks,  and  to  "  patch  "  the  layer  of  platinum  sponge.  The  cracks,  etc.,  may  be 
so  bad  that  it  is  advisable  to  remove  the  platinum  sponge  by  means  of  a  spatula, 
and  start  again.  When  the  crucible  is  covered  with  a  uniform  layer  of  platinum 
sponge,  it  is  ready  for  use.*  • 

Munroe  recommends  rubbing  the  platinum  sponge  with  a  glass  rod  at  this 
stage  in  order  to  smpoth  out  the  mat  and  remove  cracks.  This  compresses  the 
mat  and  burnishes  its  surface.  By  gently  rubbing  all  parts  of  the  mat  until  the 
surface  becomes  considerably  burnished,  the  smooth,  polished  surface  so  obtained 
has  many  advantages,  even  though  the  porosity  of  the  felt  is  greatly  reduced. 

The  felt  prepared  by  the  above  directions,  due  to  Snelling,  is  said  to  be 
100  times  more  porous  than  one  of  asbestos.  It  also  retains  the  finest  precipitates 
without  the  difficulties  of  turbid  filtrates  or  clogging  of  the  felt  presented  by 
asbestos  felt  in  filtering  barium  sulphate  and  calcium  oxalate.  There  is  also  'no 
danger  of  contaminating  the  filtrate  with  silica,  alumina,  iron  oxide,  magnesia, 
and  lime,  as  is  the  case  with  asbestos  felt.  The  crucible  is  used  for  filtering  and 
washing,  like  the  regular  Gooch's  crucible,  page  104. 

One  special  advantage  of  Munroe's  crucible  is  that  the  precipitate  can  be 
removed  by  means  of  appropriate  solvents,  and  the  crucible  dried  and  weighed 
ready  for  the  next  determination. 

In  illustration,  the  following  results  may  be  quoted  from  Munroe's  paper : — 

gnns. 

Platinum  crucible  alone 30*6744 

Crucible  and  felt,  first  ignitiou 31*0607 

Crucible  and  felt,  second  ignition 31  '0607 

Crucible  and  felt,  third  ignition 31  '0607 

Crucible,  felt,  and  calcium  oxalate 31 '5385 

The  same  after  treatment  with  HCl,  etc 31  '0609 

Second  treatment  with  hydrochloric  acid 31*0608 

Crucible  felt,  and  barium  sulphate 31*4403 

After  treatment  with  cone.  HaS04 81*0640 

Second  treatment  with  cone.  H2SO4 31  '0609 


^  Suclliug  recommends  placing  a  circular  piece  of  fine  platinum  wire  gauze  of  suitable  size  in 
the  bottom  of  the  crucible  before  pouring  in  the  ammonium  platinichloride.  The  felt  is  then 
toucher  and  less  easily  injured,  and  also  less  liable  to  crack  and  curl. 

^  Snelling  recommends  the  addition  of  two  or  three  drops  of  chloroplatinic  acid  to  the 
platinum  felt  in  the  crucible.  The  porosity  of  the  felt  will  cause  the  solution  to  distribute 
itself  throughout  the  whole  mass.  On  ignition,  the  chloroplatinic  acid  will  be  decomposed  with 
the  separation  of  platinum.  The  platinum  which  is  so  formed  appears  to  cement  the  particles  of 
platinum  sponge  together  and  to  tne  walls  of  the  crucible,  so  that  the  felted  mass  is  toughened. 
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The  crucible  can  be  used  over  and  over  again  for  hundreds  of  analyses,  unless 
careless  handling  makes  the  introduction  of  a  new  felt  necessary.  After  weighing, 
the  crucible  is  inverted  to  remove  part  of  the  precipitate,  and  the  remainder  is 
removed  by  placing  the  crucible  on  a  pipeclay  triangle  over  a  porcelain  dish  so 
that  the  bottom  of  the  crucible  is  immersed  in  the  given  solvent.  By  gradually 
heating  the  solvent,  not  to  boiling,  the  precipitate  will  soon  dissolve.  Care 
must  be  taken  with  carbonates,  or  effervescence  may  cause  particles  of  the  felt 
to  be  dislodged.^ 

A  list  of  solvents  for  various  precipitates,  taken  from  Swett's  paper,  is  given 
in  the  Appendix — Table  XCIV.,  page  730. 


^  Precipitates  sometimes  cling  tenaciously  to  the  surface  of  the  platinum  felt,  and  if  they 
are  removed  mechanically,  will  often  take  particles  of  felt  with  them.  In  cases  where  it  may 
be  necessary  to  mechanically  remove  precipitate,  a  perforated  disc  of  platinum  of  suitable  size 
may  be  placed  on  top  of  the  platinum  felt,  as  recommended  by  Richards  and  Staehler  (/.c). 


CHAPTER  VI. 

HEATING  AND  DRYING. 
§  55-  Heating. 

Bunsen*8  Burner, — The  burner,  fig.  136,  devised  by  R.  Bunsen  about  1855  * 
is  the  best  type  for  general  purposes.  It  is  too  well  known  to  need  any  descrip- 
tion.2  There  are  a  number  of  modifications.  In  Marshairs  type  of  Bunsen's 
burner  ^  the  burner  tube  passes  straight  through  the  base,  and  the  gas  enters  at 
the  side.  Tiiese  are  the  so-called  "  drip-proof  "  burners,  since  there  is  no  central 
gas  jet  to  become  choked  with  matter  falling  down  the  tube.  The  regulator  works 
beneath  the  base.  Teclu's  burner*  (figs.  109  and  145)  is  a  useful  modification  of 
Bunsen's  burner.  It  can  give  a  rather  higher  temperature  than  the  original  form 
of  Bunsen's  burner.  The  gas  and  air  can  be  regulated  so  as  to  give  anything 
between  a  luminous  smoky  flame  and  a  *' blowpipe''  flame.  The  latter  will 
decompose  calcium  carbonate.  Porcelain  burners  (figs.  1 00  and  1 60)  are  convenient 
for  use  in  hoods,  etc.,  where  metal  burners  would  be  corroded  by  the  fumes. 

Accessories  for  Bunsen^ s  Burners, — The  burners  may  be  provided  with  supports 
for  holding  the  frustum  of  a  copper  cone  to  protect  the  flame  from  draughts 
(figs.  138  and  184) ;  with  Lendrich's*  jets  for  splitting  the  flame  into  three,  four 
(fig.  60),  or  five  smaller  flames.  The  multiple  flame  so  obtained  is  better  than 
the  ordinary  single  flame  for  heating  basins,  beakers,  etc.,  over  wire  gauze.  For 
instance,  there  is  less  risk  of  spitting  at  the  later  stages  of  an  evaporation ;  ^ 
with  a  mushroom  top  for  spreading  the  flame  (fig.  162) ;  with  a  jet  for  giving  a 
flat  flame  (fig.  113) ;  an  attachment  for  heating  tubes,  e,g,,  Weston's  jet  (fig.  122) 
or  Ramsay's  jet  (fig.  145);  with  a  ring  top^  for  heating  a  crucible  from  above 
downwards  (fig.  170).  Some  burners  are  supplied  with  a  rod  permanently  fixed 
to  the  base.  The  rod  is  intended  to  support  a  retort  ring  carrying  a  triangle, 
which  can  be  adjusted  at  any  height  for  heating  crucibles,  basins,  etc. ;  or  a 
similar  support  may  be  temporarily  attached  to  the  outside  of  the  tube  of  the 

*  P.  Desaga,  Dingier' s  Joum.,  113.  340,  1867.  For  the  efficiency  of  Bunsen's  burnen,  see 
H.  O'Connor,  Che7n.  TradsJoum.,  51.  461,  1912. 

^  The  burners  are  usually  attached  to  the  supply  nozzle  by  means  of  rubber  tubing.  A  drop 
of  glycerol  between  the  rubber  and  the  metal  will  prevent  the  rubber  sticking  fast^-A,  H. 
Church,  Chem,  News,  35.  1,  1877.  Flexible  copper  tubing  is  ultimately  cheaper  and  safer  than 
rubber  tubing.  There  is  a  variety  of  "flexible"  copper  tubing  on  the  market  which  is  a 
nuisance  on  the  bench,  since  it  is  too  rigid. 

3  H.  Marshall,  Joitrfu  Soc.  Chem,  Ind.,  16.  895,  1897  ;  BrU,  Pat,  No.  238,  1897  ;  W.  P. 
Evans,  iA.,  16.  863,  1897  ;  F.  Allihn,  Chem.  Ztg.,  23.  996,  1899. 

^  N.  Teclu,  Zeit.  anal.  Chem,,  31.  429,  1892 ;  33.  450,  1894  ;  Joum,  prakt.  Chem,  (2),  47. 
535,  1893. 

»  K.  Lendrich,  ZeU,  Nahr.  Genvss,,  12.  593,  1906  ;  D,R.G,M,  279398  to  279400,  1908. 

•  A.  A.  }^\9At  [The  Chemical  Analysis  of  Iron,  Philadelphia,  20,  1908)  recommends  placing 
a  thin  circular  disc  of  asbestos  paper,  about  2  cm.  diameter,  on  the  wire  eauze  so  a«  to  cover 
the  point  of  the  Bunsen's  flame,  and  throw  the  heat  more  to  the  sides  of  tne  dish  being  heated 
on  tne  gauze. 

'  L.  Hormuth,  Ztit,  anal,  Chem.,  43.  231,  1904. 

.  IIO 
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burner,  as  abown  in  6g.  60.'  The  burner  may  also  be  provided  with  two  slots 
which  fit  a  fork  sliding  up  and  down  a  retort  stand.  The  burner  can  then  be 
adjusted  at  any  required  height  (figs.  125, 162).  The  burner  may  also  hsTo  a  by- 
pass for  a  "pilot"  light  (fig.  137).  This  is  a  convenience  when  a  burner  has  to  be 
frequently  lighted  and  extinguished.  There  are  seveml  types  of  burner  in  which 
fur  and  gas  are  simultaneously  regulated  so  that,  by  merely  turning  a  stopcock, 
the  flame  can  be  turned  quite  low  without  being  eitinguished,  or  "  striking 
back."  There  is  then  no  need  for  a  pilot  light  — «.j.,  Finkener's  and  Pethybridge's 
burners.*  The  burner  can  also  be  provided  with  a  jacket  to  prevent  loeaee  by 
the  radiation  uf  beat— e.i;.,  fig.  109. 

Argand  Burners. — The  Bunsen's  burner  can  be  fitted  with  a  ring  tor  supporting 
a  mica  chimney.     This  is  convenient  for  low-temperature  ignitions.     The  flame 


Flo.  60. — Stand  for  Bunsen's  burner. 

is  not  affected  by  air-currents.  This  modification  imitates  the  Argand  burner, 
which  is  coming  into  general  use  for  charring  filter  papers,  low -temperature 
ignitions,  etc.,  particularly  where  uniformity  of  temperature  is  desirable.  The 
At^and  burner  is  provided  with  a  steatite  jet,  and  with  a  metal  or  a  mica  chimney 
(fig.  1 1 2).  The  so-called  "  micro-burners  "  are  useful  sources  of  heat  when  a  bath 
is  to  be  heated  to  a  low  temperature  for  a  long  time,  and  when  a.  comparatively 
low  uniform  temperature  is  desired.     See  fig.  198,  page  635. 

Meker't  Bumert. — G.  Maker's  burners  (figs.  61  and  94)"  are  probably  the 
best  high-temperature  burners  on  the  market.    Their  virtues  are  usually  extolled 

■  See  L.  QuennesMD,  Cktm.  News,  88.  S6,  1903. 

*  Chtjn.  Eng.  WoTk$  Chem,,  i.  187,  1811.     For  stands  to  enable  cruoiblo  to  be  rotttod  whiU 
it  is  being  heated,  see  Hi>deB  and  Qiibel,  Chem.  Ztg.,  35.  4S8,  IBll. 

■  0.  lA€kn,  Onm.  Ktiea,  99.  S8,  190» ;  C.  G.  Fiitchcr,  iltl.  Chem.  Sng.,  9.  232,  1911. 


112'  A   TREATISE   ON   CHEMICAL   ANALYSIS. 

in  the  dealere'  catalog  ties.'  Th^y  umi  be  obtained  with  or  without  a  blast 
{figs.  61  and  92)  attachment.  The  blast  Muker's  burner  is  quite  satisfactory  for 
silica  and  other  ignitions  requiring  a  blast.^  Miikcr's  burners  are  also  adapted 
for  heating  miifilcB,  and  for  crucible  furnaces.  There  are  many  advantages  in 
making  ignitions  in  muffles  when  a  large  number  have  to  be  made.  The  muffle 
furnace  shown  in  iig.  61  has  a  fireclay  muffle,  and  is  heated  by  a  blattt  M4ker's 
burner ;  quartu  muffles  are  not  suited  for  the  blast  furnaces. 

Hot  i'iaiei.^Sand  baths  are  convenient  for  heating  round- bottomed  vessels, 
but  they  are  dirty  at  best,  and  they  should  be  banished  from  analytical 
laboratories.  Quartz  plates  or  plates  of 
asbestos  millboard  are  frequently  used, 
but  the  asbeatoB  soon  deteriorates 
where  the  flame  strikes.  Quartz  plates 
are  more  economical,  since  they  last  a 
long  time."  Plates  of  cast  iron,  or 
boiler  plate,'  about  0'5  cm.  thick,  rest- 
ing on  a  tripod  or  qtiadripod,  and 
heated  by  a  ring  or  a  Flet«her's  burner, 
are  preferable  to  the  sand  bath.^ 

Ra-tiaior. — When  a  liquid  is  to  be 
evaporatedor  a  moist  sulidis  to  be  heated 
in  a  crucible,  to  avoid  spattering,  it  is 
generally  safer  to  heat  the  crucible  in 
a  BO-callod  "  radiator,"  rather  than  on 
a    hot   plate.     The  "radiator"  corre- 
sponds  with   the    "nickel   beaker"    of 
Janqasch.^     The  most  convenient  form 
of  radiator  is  a  nickel  crucible  with 
a  triangle  placed  iuside,  so  arranged 
that  the  crucible  to  be  heated  is  ap- 
pro.umately  equidistant  from  the  sides 
Fiu.  61.— Blast  Milker's  burcicr  with  muffle.        and    bottom    of  the   nickel    crucible. 
The  nickel  crucible   and  contents  are 
heated  over  a  small  flame,  when  the  liqui<I  in  the  inner  crucible  is  soon  eva- 
porated.    The  lid  can  then  lie  placed  on  the  nickel  crucible,  and  the  contents 
of  tho  inner  crucible   baked   at  a  higher   temperature.     Several  modifications 
naturally  suggest  themselves.     The  ring   burner,  fig.  96,    page  170,  serves  a 
similar  purpose. 

Electric  Heatimj.- — If  an  electrical  current  is  available,  a  great  deal  of  the 
heating  may  be  done  more  cheaply  and  cleanly  than  with  gas.  The  gas  supplied  at 
the  present  day  is  very  dirty.     Uaths  and  utensils  soon  become  covered  with  thick 

'  But  not  oiaggCTated  in,  say,  the  catalogue  of  tlie  Cain  bridge  Scientific  Instrument  Co, 

'  The  blaKt  for  the  burner  vliotographed  in  Iig.  61  is  supv'iod  by  a  Ruot'a  blower.  It 
gives  excellent  results.  A  double  water.injector  pump,  ti.tEd  on  to  &  water  tap,  was  found  quits 
satiafactory  with  s  18-cm.  Hiker's  blast  burner.  This  latter  tyjiB  of  blower  has  the  advantage 
that  it  can  also  be  uard  for  the  exhaustion  of  filtration  Haska,  deHicoators,  etc.  Certain  types  of 
crucible  furnaces  which  will  j-ive  the  necessary  temperature,  are  to  be  avoided  because  they  dent 
the  platinum  crucible  when  it  is  heated  while  resling  between  the  fireclay  projections. 

'  E.  Erlenmejer,  Z«i"(,  CAem.  PAorm.,  8,  639,1864  ;  C.  Wcigelt,  A'ly.  anal.  Chem.,1.9,  1881. 

*  Cast  iron  is  less  inclined  to  warn  than  wrought  iron. 

"  Nickel  wira  gauie,  it  may  bs  added,  does  not  "rust  or  perish"  to  the  extent  that  other 
g«UMsdo.— H.  L.  Robinson,  Chem.  News,  76,  263,  18B7. 

'  P.  Jannasch,  iViifc(tsi^er  Lcitfadeii.  dtr  Otieichisaniilyie,  Leipzig.  37,  1B04  ;  W.  U. 
Thornton,  Joiim,  Ind.  Eng.  Chem.,  3.  418,  1911;  F.  P.  Treadwell.  Kui-zea  LeliTbuch  dtr 
analytiKbm  CAemie,  Berlin,  21,  1911  ;  \V,  F.  Hillehrand,  BiiZi.  U.S.  Otol.  i'ur.,  433,  31,  1S10. 
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crusts  of  naphthalene,  etc.,  when  heated  by  gas.  Electricity  is  the  ideal  heating 
agent  for  a  laboratory.  Hot  plates,  air  and  water  baths,  hot-jacketed  funnels, 
muffles,  et<5.,  can  all  be  conveniently  heated  by  this  agent.  With  a  little 
ingenuity,  too,  the  cost  of  the  necessary  apparatus  for  electrical  heating  is  less 
than  for  gas.  Improvements  are  being  published  nearly  every  month,  so  that 
published  descriptions  of  apparatus  are  soon  obsolete. 

Triangles, — Plain  pipeclay,  porcelain,  or  quartz  triangles,  fig.  62a,  with  iron, 
or,  better,  nickel  or  nichrome^  wire  are  employed  for  general  work.  Quartz 
triangles  are  best  for  high- temperature  work ;  they  are  far  more  durable  than 
porcelain  or  pipeclay,  and  better  resist  sudden  changes  of  temperature. 
Ck>leman  ^  has  suggested  placing  a  projection  in  the  middle  of  the  pipeclay  tubes 
as  indicated  in  fig.  625.  These  projections  allow  the  flame  to  play  about  the 
crucible,*  and  less  heat  is  thus  lost  by  conduction ;  but  they  are  liable  to 
dent  platinum  crucibles.  The  same  remark  applies  to  Schmelck's  triangles.* 
Many  modifications  have  been  suggested.  Some  types  of  triangle  can  be  adjusted 
to  fit  crucibles  of  different  sizes,  but  generally  these  triangles  are  something  of  a 
nuisance  after  they  have  been  in  use  some  time.     The  springs  and  screws  get 


Fio.  62.— Triangles. 

out  of  order.^  Lienau's  triangle,  fig.  62c,  is  supposed  to  allow  expansion  without 
breaking  the  pipeclay.*  Plain  platinum  triangles,  fig.  62c]?,  are  generally  used  for 
platinum  crucibles.  They  must  be  made  of  stout  platinum  wire,  and  this  is 
costly.  If  a  platinum  crucible  be  blasted  on  a  platinum  triangle,  the  triangle 
may  stick  to  the  crucible.  The  two  can  only  be  separated  by  tearing  a  piece 
out  of  the  crucible.  Hence,  use  qutCrtz  triangles  for  platinum  crucibles  which 
are  to  be  "blasted."  Hebebrand^  made  triangles  of  nickel  with  platinum 
buttons  at  the  points  where  the  triangle  would  come  in  contact  with  the  platinum 
crucible.  The  plain  platinum  triangle  gives  best  results  for  general  work,  but 
Hebebrand's  triangles  work  all  right  for  low-temperature  work.  The  triangle 
shown  in  fig.  60  can  be  screwed  tight  when  the  wires  have  begun  to  sag. 

Hot  platinum  crucibles  must  not  be  lifted  with  iron,  nickel,  or  brass  tongs 
in  such  a  w^ay  that  these  metals  come  in  contact  with  the  hot  platinum.  Brass 
tongs  with  a  pair  of  platinum  shoes  (fig.  94)  over  the  tips  are  generally  used. 
Another  form  recommended  by  Blair  ^  is  illustrated  by  fig.  63.  The  body  of 
the  tongs  is  made  of  iron.  The  part  a  to  5  is  of  platinum,  and  fits  over  or  into 
(fig.  63)  the  iron  ends  of  the  tongs.     By  means  of  these  tongs  the  crucible  can 

^  K.  C.  Benner  (^7tj7.  Min.  Joum.y  91.  360,  1911)  prefers  nichrome  wire— that  is,  an  alloy 
of  chromium  and  nickel — since  it  does  not  oxidise  so  readily  in  the  blast  lamp. 

'  J.  B.  Coleman,  Joum,  Soc,  Chetm,  Ind.,  11.  326,  1892 ;  0.  Winkler,  ZeU,  anal,  Chem,^  18. 
259,  1879 ;  E.  Murmann,  Oester,  Chem,  Ztg,,  12.  145,  1911. 

'  Von  Heygendorff  (CAem.  Ztg.i  35.  623,  1911)  uses  pipeclay  beads  instead  of  clay  tubes. 

^  L.  Schmelck,  Chem,  Ztg.^TO,  407,  1895. 

'  L.  Martins,  Chem.  Ztg,,  24.  15,  1900 ;  H.  Lienau,  ih.,  2g.  991,  1905. 

'  The  triangle  should  be  so  placed  on  the  tripod  that  it  is  least  likely  to  let  the  crucible  fall 
should  the  wires  be  burnt  through  during  an  ignition,  and  those  triangles  least  likely  to  let 
the  crucible  fall  under  these  conditions  are  generally  best. 

7  A.  Uebebrand,  C?iem,  Ztg.,  24.  87,  1900. 

"  A.  A.  Blair,  The  Chemical  AruUysie  of  Iron,  Philadelphia,  34,  1908. 
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be  clasped  and  held  firmly  without  any  danger  of  bending  the  crucible.  These 
tongs  are  recommended  for  holding  crucibles  containing  liquid  fusions.  In  view 
of  the  high  price  of  platinum,  I  prefer  to  cover  the  "  bow  "  of  a  pair  of  ordinary 
brass  tongs  with  platinum  foil.    This  is  cheaper  and  quite  as  effective.     If  the 


Fio.  63. — Platinum- tipped  tongs. 

tongs  be  placed  on  the  bench  points  downwards  after  holding  a  hot  crucible, 
the  hot  points  are  liable  to  pick  up  matter  from  the  bench,  which  is  afterwards 
transferred  to  the  crucible. 

§  56.  Platinum  Apparatus. 

Modem  platinum  Ware  is  inferior  in  quality  to  that  on  the  market  some 
years  ago,  and  the  cause  has  been  the  subject  of  special  inquiry  by  a  committee 
of  the  American  Chemical  Society.^  The  main  objections  are:  "(1)  undue  loss 
of  weight  on  ignition ;  (2)  undue  loss  in  weight  on  acid  treatment,  especially 
after  strong  ignition ;  (3)  unsightly  appearance  of  the  surface  after  strong 
ignition,  especially  after  the  initial  stages  of  heating ;  (4)  adhesion  of  crucibles 
and  dishes  to  triangles  sometimes  to  such  an  extent  as  to  leave  an  indentation  on 
the  vessel  at  the  points  of  contact  with  the  triangle,  even  when  complete  cooling 
has  been  reached  before  the  two  are  separated ;  (5)  alkalinity  of  the  surface  of 
the  ware  after  strong  ignition ;  (6)  blistering ;  and  (7)  development  of  cracks 
after  continued  heating.''  It  is  the  general  opinion  that  the  trouble  arises  from 
the  working  of  scrap  platinum  into  chemical  ware.  The  main  difficulties  here 
mentioned  are  not  characteristic  of  platinum  ware  from  some  of  the  best 
manufacturers. 

Many  new  and  old  platinum  crucibles  lose  weight  on  long  blasting.  This 
is  generally  thought  to  be  due  to  the  distillation  of  iridium  from  the  platinum 
alloy.2  If  a  crucible  suffers  from  this  disease,  the  rate  of  loss  per  five  minutes' 
blasting  must  be  determined,  and  an  allowance  made.  Beilstein  ^  states  that  the 
loss  in  weight  becomes  less  after  repeated  ignition.  On  the  other  hand. 
Hall  *  found  the  loss  on  the  twentieth  heating  even  greater  than  the  first.  The 
following  numbers  represent  the  loss  in  weight  which  a  new  platinima  crucible 
suffered  after  half-hour  ignitions  on  a  blast.  The  weight  of  the  new  crucible 
was  22*5299  grms. : 

0-0005  ;  0-0004 ;  0-0003  ;  0-0002  ;  0-0001  grm. 

After  a  month's  use,  the  crucible  remained  practically  constant  in  weight  during 


^  **  Preliminary  Report  of  the  Committee  on  the  Quality  of  Platinum  Utensils,"  Joum.  Lid, 
Eng.  Chem.,3.  986,  1911. 

2  L.  L.  deKoninck,  ZeiL  anal,  CJiem,^  18.  669,  1879.  H.  Kayser  {JVird.  Ann.,^  607, 
1888)  noticed  that  platinum  lost  weight  when  heated  in  tubes  in  a  current  of  air,  and  assumed 
that  the  platinum  gave  up  fine  particles  to  the  air.  L.  Eisner  {Jowni,  praJct.  Chem.  (1),  99.  257, 
1866)  found  platinum  crucibles  lost  weight  when  heated  in  porcelain  ovens.  E.  Sonstadt, 
Chcm,  News,  13.  146,  1866;  G.  A.  Hulett  and  H.  W.  Berger,  Joiirn.  Amer.  Chem.  Soe.,  26. 
1512,  1904  ;  E.  Goldstein,  Ber,,  37.  4147,  1904.  G.  C.  Wittstein  {Dingier  s  Jmim,,  179.  299, 
1866)  referred  the  loss  to  osmium,  but  F.  Stolba  (i6.,  198.  177,  1870)  pointed  out  that  the  loss 
of  weight  is  greater  than  the  amount  of  osmium  in  the  platinum  ore. 

«  F.  Beilstein,  Pharm,  ZeU.  Russland,  19.  630,  1880. 

*  R.  W.  Hall,  Joum.  Amer,  Chem,  Soc,  22,  494,  1900. 
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the  same  pericxi  of  blasting.^  Another  crucible  did  not  show  this  phenomenon, 
but  seemed  to  steadily  lose  about  0*0003  grm.  per  half  an  hour's  1t>lasting.  The 
only  inference  to  be  drawn  from  these  discordant  observations  is  that  the  alloys 
used  for  making  different  crucibles  are  not  the  same.  With  luck,  crucibles 
can  be  obtained  which  undergo  practically  no  loss  when  heated  in  the  blast. 
Crucibles  which  suffer  a  change  in  the  rate  of  loss  with  time  must  have  the 
correction  determined  at  frequent  intervals.  If  a  crucible  loses  0*2  mgrm.  on 
ten  minutes'  blasting,  the  necessary  correction  is  obvious.  It  is  sometimes 
convenient  to  take  the  weight  of  the  crucible  after  the  ignition. 

Although  platinum  is  not  oxidised  nor  seriously  attacked  by  the  single  acids 
used  in  analytical  chemistry,  many  substances  attack  and  combine  with  platinum 
at  comparatively  low  temperatures.  ^ 

The  more  important  precautions  to  be  considered  in  using  platinum  vessels 
may  be  conveniently  summarised  in  the  following  decalogue : — 

1.  Do  not  heat  "unknown"  substances  in  platinum  vessels. 

2.  Always  keep  the  platinum  ware  bright  and  clean.  For  this  purpose  use 
fine  sea  sand,  with  rounded  grains  and  free  from  grit,  as  a  polishing  powder.^ 
This  removes  most  impurities,  and  polishes  without  serious  loss.  Apply  the 
sand  with  the  finger.  Gmelin's  recommendation  to  fuse  a  little  potassium 
bisulphate  in  the  dish  is  a  good  method  for  cleaning  the  inside  of  badly 
tarnished  crucibles.*  The  bisulphate  is  poured  out  of  the  crucible  while  fluid, 
and  the  crucible  then  cleaned  with  water  and  sand. 

3.  Never  heat  the  platinum  crucible  or  dish  in  contact  with  iron  or  metals 
other  than  platinum;  nor  let  hot  platinum  be  placed  in  contact  with  foreign 
metals.  Use  nothing  but  pipeclay,  quartz,  or  platinum  triangles,  and  platinum- 
shod  tongs.^ 

4.  Do  not  fuse  metals  in  a  platinum  crucible,  nor  heat  in  the  crucible  salts 
of  the  easily  reducible  metals,  particularly  salts  of  lead,®  silver,  arsenic,  antimony, 
copper,  bismuth,  tin,  etc.     See  page  266. 

5.  Do  not  heat  phosphides  nor  the  sulphides  of  the  metals  in  platinum 
crucibles.      Sulphur  alone   has    no    action.^      Phosphorus    attacks    platinum. 

^  The  lid  of  this  crucible  contained  about  1  *5  per  cent,  of  iridium. 

'  For  the  corrosion  of  platinum  by  ammonium  and  potassium  bromoplatinates,  see  G. 
M^ker,  Compt.  Rend.,  125.  1029,  1897 ;  Chein,  News,  77.  19,  1898 ;  by  potassium  bisulphate, 
see  page  186;  by  borax  and  boric  acid;  by  ferric  chloride  (4FeCl3  4-Pt=PtCl4  +  4FeCl3), 
see  A.  Bechamp  and  G.  Saint  Pierre,  Compt.  Rend.,  Chem.  Nexcs,  4.  284,  1861 ;  by  ignition  of 
ammonium  chloroplatinate,  see  F.  P.  l^eadwell,  Kurzes  Lehrhuch  der  analytischen  Chemie, 
Leipsig,  2.  225,  1910  ;  by  solutions  of  titanic  hydroxide  in  the  presence  of  nitric  or  sulphuric 
acid,  see  U.  Rose,  Traiti  Complet  de  Chimie  Analytique,  Paris,  z.  1028,  1859  ;  W.  B.  Giles, 
Chem,  News,  99.  4,  1909 ;  by  sulphuric  acid  (A.  Scheurer-Eestner,  Compt.  Rend,,  91.  59,  1880  ; 
86.  1082,  1878  ;  Bull.  Soc,  Chim.  (2),  24.  501,  1875 ;  (2),  30.  28,  1898 ;  M.  Del^pine,  Compt, 
Bend,,  141.  886,  1013,  1905;  Chem,  News,  95.  108,  120,  1906;  L.  Quennessen,  ib.,  93.  271, 
1906;  J.  T.  Oonroy,  Joum,  Soc,  Chem.  Ind,,  22.  465,  1903;  L.  R.  W.  M*Cay,  Inter.  Cong, 
App,  Chem,,  8.  851,  1912) ;  by  sodium  carbonate,  see  page  163  ;  and  by  selenium  compounds, 
page  441. 

'  F.  Stolba  {Dingier' s  Joum,,  198.  178,  1870)  says  good  sand  for  the  purpose  may  be  obtained 
by  shaking  dried  sponges. 

*  If  outside,  put  the  bisulphate  in  a  dish  of  suitable  size,  and  allow  the  flux  to  completely 
envelop  the  vessel  to  be  cleaned.  F.  Winkle  {Chem,  Zlg.,  23.  803,  1899)  recommends  borax 
instead  of  potassium  bisulphate  for  crucibles  stained  by  the  ignition  of  plant  ashes.  F.  Stolba 
{Dingler's  Joum.,  221.  185,  1877)  cleans  dirty  crucibles  by  melting  equal  parts  of  boron 
fluoride  and  boric  acid  in  the  crucible. 

*  Sodium  amalgam  is  useful  for  cleaning  platinum  stained  with  foreign  metals  {Chem. 
News,  2.  286,  1860).  The  amalgam  is  gently  rubbed  on  the  platinum  with  a  cloth,  and  then 
moistened  with  water.  This  oxidises  the  sodium,  and  leaves  the  mercury  free  to  amalgamate 
with  the  foreign  metals.     The  mercury  is  wiped  off,  and  the  crtrcible  cleaned  with  sand. 

*  Unfortunately,  we  sometimes  have  to  take  risks ;  but  never  if  it  can  be  avoided. 
7  W.  C.  Ueraeus  and  W.  Geibel,  Zeit,  angew,  Chem.,  20.  1892,  1907. 
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Phosphates,  under  reducing  conditions,^  may  form  phosphides  and  phosphorus, 
which  attack  the  metal. 

6.  Alkaline  carbonates  do  not  attack  platinum  very  much,  but  the  attack 
by  caustic  alkalies  and  alkaline  earths  is  serious — particularly  lithium  and 
barium  oxides.  Hence,  alkahne  nitrates,  nitrites,  hydroxides,  and  cyanides 
should  not  be  heated  in  contact  with  platinum,  if  it  can  be  avoided. 

7.  Do  not  use  aqua  regia  or  free  chlorine  in  contact  with  platinum.  Watch 
for  reactions  {e.g,  nitrates,  chlorides,  etc.)  in  which  chlorine  might  be  liberated. 
For  instance,  hydrochloric  acid  and  oxidising  agents.  A  moment  of  thoughtlessness 
may  render  it  necessary  to  purchase  a  new  crucible.'^ 

8.  Direct  contact  of  platinum  with  burning  charcoal,  coal,  or  coke  must  be 
avoided.  The  platinum  becomes  brittle  and  liable  to  fracture  if  this  precaution 
be  neglected.^ 

9.  Never  permit  a  smoky  flame  to  be  used  in  contact  with  platinum,  since 
a  grey  film  ^  is  formed  on  the  platinum  in  mild  cases,  and  the  platinum  is  quite 
disintegrated  in  bad  cases.  For  a  similar  reason,  do  not  let  the  inner  cone  of 
a  Bunsen's  flame  come  in  contact  with  the  metal. ^ 

10.  Platinum  is  easily  bent,^  and  care  must  be  taken  not  to  bend  the  crucible 
in  handling,  gripping  with  the  tongs,  etc.^ 

§  57.  Desiccators. 

Fig.  64  represents  convenient  desiccators.  That  illustrated  in  fig.  64a  is 
intended  for  general  use — the  so-called  Scheibler's  desiccator.  The  desiccating 
agent  is  placed  in  the  bottom  of  the  desiccator ;  a  porcelain  plate,  with  suitable 
holes,  serves  as  a  support  for  the  crucibles  and  dishes.  An  aluminium  plate  is 
sometimes  preferred,  because  it  cools  the  crucibles,  etc.,  rather  more  rapidly  than 
porcelain.  The  crucible  support  rests  on  a  ledge  formed  by  a  constriction  in  the 
walls  of  the  desiccator.  If  the  substance  is  to  be  dried  in  vdcuo,  the  form 
fig.  64b  can  be  used.  This  resembles  fig.  64a,  but  it  has  a  glass  stopcock  fixed  in 
the  lid.  The  desiccator  can  thus  be  connected  with  an  air-pump.  To  open  an 
exhausted  desiccator,  turn  the  stopcock  very  slowly,  or  a  current  of  air  may  dis- 
place the  powder  under  investigation.  The  rim  of  the  desiccator  which  comes  in 
contact  with  the  lid,  as  well  as  the  stopcock,  should  be  smeared  with  vaseline,  or, 
better,  with  a  mixture  of  vaseline  and  beeswax  melted  together. 

There  is  a  fault  with  these  desiccators.  Moist  air  is  lighter  than  dry  air. 
Hence,  it  is  bad  on  principle  to  place  the  desiccating  agent  at  the  bottom  of  the 
desiccator,  beneath  the  substance  to  be  dried.     The  action  is  then  dependent 

^  S.  Kern  (C%tfm.  News,  35.  77*  1877)  refers  to  the  attack  of  platinum  by  the  sulphur  and 
carbon  compounds  in  coal-gas. 

'  Old  crucibles  are  purchased  by  dealers  in  '*  scrap"  platinum. 

'  P.  Schiitzenberger  and  A.  Colson,  0(m,pt.  Rend.,  94.  26,  1882  ;  A.  Colson,  ih.  94.  1710, 
1882  ;  82.  691,  1876  ;  J.  Bouasingault,  Ann,  Chim.  Phys.  (2),  16.  5,  1821  ;  C.  L.  Berthollet, 
ih,  (1)  67.  88,  1808  ;  0.  G.  Memminger,  Amer,  Chain.  Joum.,  7.  172,  1886.  V.  Meyer,  CKem, 
News,  73.  235,  1896  ;  A.  B.  Griffiths  {Chem.  Nexos,  51.  97,  1885)  says  ''platinum  fuses  at  a 
comparatively  low  temparature  when  heated  in  contact  with  carbon." 

^  Another  type  of  grey  film  is  formed  even  when  the  platinum  is  only  heated  in  an  oxidising 
flame.  0.  L.  Erdmann  {J&um.  prakt,  Chem.  (1),  79. 117, 1860  ;  Chem.  News,  2.  266, 1860)  showed 
that  this  film  is  due  to  a  surface  molecular  change  (crystallisation —W.  Rosenhain,  Proc.  Boy, 
Soe,,  70.  252,  1902),  and  is  not  attended  by  a  gain  or  loss  of  weight.  The  stain  should  always 
be  scoured  off  as  soon  as  it  is  formed,  otherwise  the  devitrification  is  inclined  to  spread. 

*  A.  R^mont,  Bull,  Soe,  Chim.  (2),  35.  486,  1881.  H.  Petrzilka  {Zeit.  angew.  Cheni,,  7. 
255,  1894)  recommended  a  gilded  platinum  protective  capsule  to  resist  attack  by  smoky  flames. 

'  A.  A.  Blair  (r^  ChemiccU  Analysis  of  Iron,  Philadelphia,  83,  1908)  recommends  the  use 
of  a  wooden  plu^  the  same  shape  as  tlie  inside  of  the  crucible,  to  be  used  for  straightening  the 
orucible  when  it  is  bent. 

^  For  soldering  and  repairing  crucibles,  see  J.  W.  Pratt,  Chem.  News,  51.  181,  1885  ;  H.  J. 
Seaman,  ib,,  49.  274,  1884 ;  T.  Garside,  ib.,  38.  65,  1878. 
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upon  the  alow  dtfFiision  of  the  lighter  moist  air  downwards.  Hempel  ^  devised  a 
desiccator  in  which  the  drying  agent  is  placed  above  the  subatAnce  to  be  dried. 
The  action  ia  said  to  be  more  rapid  becaitse  of  the  circulation  induced  by  the 
natural  tendency  of  the  light  moist  air  to  accumulate  in  the  upper  part  of  the 
desiccator.^  This  argument  does  not  apply  to  drying  in  vacuo,  though  it  appears 
a  valid  objection  to  the  form  shown  in  fig.  64a.  Fig.  64c  represents  Hempel's 
improved  desiccator.  The  main  objection  to  this  typo  ia  that  the  acid  is  apt  to 
spill,  particularly  when  the  desiccator  is  being  opened. 

When  the  loss  on  ignition  of  certain  clays  is  to  be  determined,  and  the  clays, 
after  ignition,  are  cooled  in  the  usual  manner,  it  is  very  difficult  to  get  constant 
results.     This  is  particularly  noticeable  when  the  blast  is  not  very  powerful. 


Fio.  M. — DsBiocators. 

The  difficulty  is  eliminated  if  the  ignited  clay  be  cooled  in  vacuo.  The  trouble 
arises  from  the  tact  that  clays,  dehydrated  at  a  comparatively  low  temperature, 
absorb  the  dry  gases  in  an  ordinary  desiccator  in  a  remarlcable  manner.  As 
much  as  1'5  per  cent-  may  be  so  absorbed.' 

Granulated  calcium  chloride,  concentrated  sulphuric  acid,  and  phosphorus 
pentoxide  are  employed  as  desiccating  agents.  The  drying  ^ents  require  atten- 
tion. The  sulphuric  acid  should  be  frequently  renewed,  since  that  which  has 
stood  a  long  time  in  a  desiccator  is  ineffective;*  and,  if  it  has  become 
discoloured,  owing  to  contamination  with  duet,  etc.,  sulphur  dioxide  may  be 
given  off  (page  7),  and  this  can  sometimes  be  detected  by  its  odour.  Pumice 
soaked  in  concentrated  sulphuric  acid  is  excellent.  Phosphorus  pentoxide  soon 
becomes  ineffective  owing  to  the  glazing  of  the  surface  with  metaphosphoric  acid, 
and  hence  this  agent  is  not  used  except  under  special  circumstances.     Fresh 

'  W.  Hempel,  Ber.,  23.  3598,  1890  ;  ZeU.  angew.  Cfiem..  4,  Hi,  200, 1891 ;  F.  Cochins,  Chem. 
Zlg.,  24.  266,  1900;  E.  Biltz,  Fha-rm.  Ctntrh.,  la.  353,  453,  1860.  For  the  "  ether "  vacaunj 
desiccator,  F,  O.  Benedict  and  C.  R.  Maouing.  Amtr.  Chtm.  Jaum.,  37.  310,  1902 ;  H.  C.  Oare, 
Joum.  Amer.  Chem.  Soc.,  aS.  835,  ISOS  ;  E.  Douiard,  Amtr.  Jaum.  Pharm  ,  80.  588,  1908. 

*  There  is  also  the  objection  that  the  air  in  the  interior  eipanda  when  ■  hot  crucible  is  intro- 
duced. On  coolinKi  a  partial  vacuum  may  be  produced,  which  rendem  the  removal  of  the  lid 
difficult.  Hence,  some  prefer  a  deaiccat«r  with  a  aide  tubnlure  in  which  is  fitted  a  calcium 
chloride  tube  which  provides  for  the  free  oircujation  of  dry  air. — A.  R.  Leeds.  Chem.  News,  23. 
177,  1871. 

'  C.  Friodel,  Ctrnipt  Rtnd.,  raa;  1006,  1899  ;  Bvll.  Sac.  Min.,  19.  U,  91,  1898  ;  33.  6,  84, 
1899;  J.  W.  Mellorand  A.  D.  Holdcroft.  Tram.  Sag.  Cer.  Soc.,  n.  94,  1911. 

•  W.  F.  Hillebrand,  Amer.  Chem.  Joum.  14.  8,  189-2. 
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granulated  calcium  chloride  is  most  useful  for  general  work.     Krai  ^  prefers  a 
mixture  of  calcium  chloride  and  quicklime  in  place  of  calcium  chloride  alone. ^ 

§  58.  Laboratory  Hoods,  Fume  Chambers. 

In  quantitative  analysis,  where  a  great  many  evaporations  are  conducted 
on  a  water  bath,  it  is  necessary  to  protect  the  liquids  from  dust  during  the 
evaporation.  The  arrangement  shown  in  fig.  95,  page  168,  is  convenient  for 
single  evaporations,^  but  where  maiiy  evaporations  have  to  be  made^  special  closets 
are  advisable.  In  silicate  analyses,  great  volumes  of  hydrochloric  acid,  steam, 
and  ammoniacal  vapours  are  delivered  into  the  atmosphere  of  the  laboratory 
by  evaporating  liquids,  and  these  vapours  condense  on  the  metal  work ;  this  sets 
up  rapid  and  serious  corrosion.  Hence,  an  efficient  fume  closet  is  necessary  for 
accurate  work,  for  protecting  the  health  of  the  worker,  and  for  the  preservation 
of  apparatus  in  the  laboratory.  The  comfort  of  the  laboratory  is  largely  deter- 
mined by  the  efficiency,  of  the  hood. 

The  fume  chamber  must  have  an  efficient  draught  independent  of  atmospheric 
conditions;  and  it  must  protect  the  exposed  surface  of  evaporating  liquids 
from  dust. 

The  need  for  a  vigorous  draught  is  most  emphasised  in  dealing  with  opera- 
tions in  which  hydrofluoric  acid  vapours,  hydrogen  sulphide,  and  other  noxious 
vapours  are  evolved  ;  while  the  need  for  protection  from  dust  is  most  pronounced 
when  liquids  are  evaporating  in  shallow  basins.  If  a  large  volume  of  air  be 
passing  through  the  hood,  the  risk  of  contamination  from  dust  may  be  greater 
than  when  the  draught  is  less.  Hence,  it  may  be  advisable  to  install  two  types 
of  hood :  one  specially  designed  for  vigorous  draught,  and  the  other  specially 
designed  to  prevent  contamination  from  falling  dust. 

In  the  former  type  of  hood — the  fume  closet — the  chamber  should  be 
relatively  small.  A  number  of  small  hoods  are  more  efficient  than  one  large 
hood.  The  carrying  capacity  of  the  air  for  moisture,  and  the  draught  of  the 
hood,  are  largely  dependent  upon  the  slight  heating  which  the  air  receives  in 
the  chamber.  In  a  large  hood  the  warmed  air  is  chilled  and  its  carrying 
capacity  for  moisture,  etc.,  is  reduced,  so  that  the  fumes  are  not  carried  through 
the  outlet  provided,  but  work  their  way  into  the  laboratory.  The  upper  roof 
of  the  chamber  should  not  taper  too  abruptly,  and,  if  possible,  the  exit  flue 
should  be  vertical  throughout  its  entire  length,  so  that  the  rising  air  may  be 
baffled  as  little  as  possible.  The  sectional  area  of  the  exit  flue  should  be  about 
one-third  the  floor  area.  Thus,  in  a  chamber  with  a  floor  3  x  1 J  sq.  ft.  the 
vertical  flue  should  be  about  4  x  4  sq.  ins.  For  structural  reasons  it  is  not 
always   convenient  to   provide   a   vertical   flue.     When   the  exit  leads  into  a 

^  H.  Krai  {Phami.  Centr.^  37,  105,  1895)  also  recommends  fused  potassium  bisulphate  in 
place  of  sulphuric  acid.    The  "  spent"  bisulphate  can  be  regenerated  by  fusion. 

^  For  the  amount  of  moisture  left  in  gases  by  desiccating  agents— sulphuric  acid,  zinc  and 
calcium  bromides  and  chlorides,  phosphorus  pentoxide,  and  anhydrous  copper  sulphate,  see 
R.  Freseiiius,  ZeU.  anal.  Chetn.,  4.  177.  1865  ;  C.  Voit,  t6.,  15.  432,  1876  ;  H.  C.  Dibbits, 
»6.,  IS  121,  1876  ;  P.  A.  Favre,  Ann.  Chim.  Phijs.,  (3),  12.  223,  1844  ;  V.  Re|?nault,  ib.  (3),  15. 
129,  1845  ;  J.  D.  van  der  Plaats,  lice.  Trav.  Chim.,  6.  45,  1889  ;  E.  G.  Morley,  Amer.  J. 
Science  {S),  3q,  140,  1886;  (3),  34.  199,  1887;  Journ.  Amtr.  Chem.  Soc.,  26.  1171,  1904; 
G.  P.  Baxter  and  R.  D.  Warren,  ib.y  33.  340,  1911.  From  this  work  it  appears  that  the  weight 
of  residual  water  (in  grams)  left  in  a  litre  of  gas  dried  by  these  different  agents  is  : 

Calcium  chloride    .         .     0*0021  Calcium  bromide  .        .         .     0*0002 

Zinc  bromide         .        .     0*0011  Sulphuric  acid  (1-838) .        .     0*0000025 

Zinc  chloride  .     0  0008  Phosphorus  pentoxide  .         .     0*000000026 

For  alumina  as  a  desiccating  agent,  see  F.  M.  G.  Johnson,  Journ.  Ainer.  Chem.  Soc.,  34.  911, 1912. 
*  0.  Winkler,  Ber.,  21.  3563, 1888  ;  W.  Herapel,  ib.,  18.  1434,  1885;  C.  M.  Stewart,  Chem, 
A^#u?«,  52.  208,  1885;  0.  R.   McCabe,  Chem.  Eng.,  12.  182,  1910;  Spectator,  Chem.  Ztg,,  35. 
254,  1911. 
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chimney,  the  hood  usually  draws  well,  but  if  the  exit  flue  in  the  ground  floor 
of  a  building  be  led  through  the  outer  wall,  the  hood  may  be  quite  useless 
against  the  "  back  draught "  set  up  by  an  unfavourable  wind.  A  fan  is  then 
a  valuable  auxiliary,  since  it  makes  the  action  of  the  hood  independent  of  the 
weather.  Sometimes  a  jet  of  compressed  air  blown  into  the  hood  just  below 
the  base  and  directed  into  the  exit  flue,  on  the  principle  of  a  steam  ejector,  is 
very  efficient,  and  there  is  then  very  little  trouble  with  corrosion,  as  is  the  case 
when  a  fan  is  used.  A  gas  burner  placed  just  below  the  base  of  the  exit  flue 
will  sometimes  provide  suflicient  draught.  The  hood  illustrated  in  fig.  65  is 
typical  of  a  good  fume  closet. 

For  evaporating  chambers  a  particularly  vigorous  draught  is  not  needed, 
because  the  passage  of  a  large  volume  of  air  over  the  surface  of  an  evaporating 
liquid  may  lead  to  the  deposition  of  dust  from  the  air  on  to  the  liquid.     If  there 


1  i 


Fio.  66. — Front  of  fume  chamber. 


Fio.  66.— Tread  well's  flue. 


is  too  little  draught,  the  crystallising  salts  may  "  creep  "  badly,  and  the  vapours 
will  work  back  into  the  laboratory.  There  is  also  a  risk  of  contamination  from 
dirt  falling  down  the  exit  flue,  particularly  on  windy  days.  Hence,  the  exit  flue 
of  an  evaporating  chamber  should  not  lead  directly  into  a  chimney.^  Fresenius 
recommends  leading  the  exit  flue  into  a  separate  Russian  chimney.  "  No  fire 
must  ever  be  made  under  this  chimney,  but  it  is  most  desirable  to  have  this 
chimney  placed  close  to  another  chimney  kept  constantly  warm."  Tread  well 
recommends  the  arrangement  illustrated  in  fig.  66,  where  a  kind  of  "  dust  trap  " 
prevents  the  passage  of  dust  into  the  evaporating  chamber  when  a  "back 
draught "  occurs  on  a  windy  day.  The  hood  has  a  glass  roof  -4,  and  about  15  cm. 
below  is  a  second  glass  plate  B^  which  comes  within  3  cm.  of  the  inner  wall  of  the 
hood  throughout  its  whole  length.  Between  the  two  glass  plates  is  a  clay  pipe  C, 
15  cm.  long  and  5  cm.  diameter,  placed  above  the  inner  edge  of  the  lower  glass  plate, 
and  leading  into  the  chimney  in  which  a  small  gas  flame  B  is  burning.  Dust,  sand, 
etc.,  from  the  chimney  "  falls  upon  the  plate  B ;  none  gets  into  the  hood." 

*  R.  Fresenius,  QuaTUilative  Chemical  Analysis,  London,  i.  62,  1876 ;  F.  P.  Tread  well, 
Kurzes  Lehrbuch  der  analytischen  Chsmie,  Leipzig,  2.  26,  1911  ;  H.  S.  Sherman,  Chem.  Eng., 
XI.  21, 1910  ;  E.  Keller,  Joum.  Ind.  Eng,  Chem.,^  246, 1910  ;  C.  R.  McCabe,  16.,  12. 183, 1910  ; 
C.  F.  Mabery,  Joum,  Anal.  App.  CJiem,,  6.  247,  1892  ;  J.  K.  ifeade,  The  Design  and  Equipment 
0/ Small  Chemical  Laboratories,  Chicago,  1908  ;  T.  H.  Russell,  The  Planning  and  FUting-up  of 
Chemical  and  Physical  Laboratories,  London,  41, 1903.  For  contamination  by  paint  from  inside 
of  hood,  see  A.  Schaeffer,  Zeil.  Nahr.  Geniiss.,  24.  403,  1912. 


CHAPTER  VII. 

PULVERISATION  AND  GRINDING. 

I  59.  Pulverising  Large  Quantities. 

There  is  no  difficulty  in  reducing  friable  materials  to  powder  in,  say,  porce- 
lain mortars,  etc.,  but  harder  subatancea  present  some  difficulty.  It  is  almost 
impossible  to  pulverise  hard,  tough  substances  without  some  contamination  from 
the  crushing  or  grinding  apparatus.  For  sampling,  and  for  other  eiperimental 
purposes,  the  breaking  of  stone,  in  bulk, 
down  to  particles,  say  lO's  lawn,  is  com- 
monly done  in  a  crusher.  Braun's  jaw 
crusher' — fig.  G7— is  useful  for  crushing  a 
large  quantity  of  material.  This  machine 
reduces  the  material  between  a  pair  of  jaws, 
one  of  which  is  stationary,  and  the  other 
vibratory.  The  fineness  of  the  grinding  is 
reguUited  by  opening  or  closing  the  jaws  by 
a  regulating  screw.  The  jaws  can  be  adjusted 
to  crush  material  from  a  diameter  of  2J  in.  to 
that  which  will  pass  a  lO's  lawn.  For  fine 
crushing,  however,  the  material  is  best  run, 
at  least,  through  twice — once  with  the  jaws 

comparatively  wide   apart ;   the  second  time 

Fio.  87.— Briuu'ajawcnisher.  with  the  jaws  close  together.     The  machine 

is  run  at  about  200  revolutions  per  minute. 

It  can  bo  operated  by  power  or  hand.     It  should  be  perfectly  clean  before  it 

In  Branu'a  disc  pulveriser  the  material  is  pulverised  between  a  pair  of  iron 
discs.  A  small  machine  will  reduce  80  to  90  Iba.  of  material  from  J  in.  mesh 
to  lO's  lawn  per  hour.  It  may  be  run  by  power  or  hand.  There  is  always  a 
tendency  to  contamination  from  the  iron  disc  of  the  pwlveriser  or  the  steel  jaws 
of  the  crusher.  Hence  the  sample  for  analysis  should  be  very  carefully  magueted 
if  it  has  been  passed  through  the  jaw  or  disc  crushers.  The  worn  parts  of 
either  of  the  above  machines  are  made  interchangeable,  and  consequently  repairs 
are  easy. 

§  60.  Pulverising  Small  Quantities. 
Large  lumps  maybe  broken  into  coarse  powder'  by  wrapping  a   lump  in 
several  folds  of  writing  paper  and  striking  it  sharply  with  a  hammer  while  it  is 

»  F.  W.  Braun,  U.S.  Pat.  JVo,  J97802, 1902  ;  K.  Ziilkowsky,  Zcit.  anal.  Ghem  ,  37.  24, 18B8. 
'  Ifthproarenoobjcoliun",  many  miiierftls  (felspar,  fliiit.  etc.),  dilBcult  to  pulveriBe,  li«oomo 
quite  brittle  if  calcined  and  suddenly  quenched  iu  cold  wut«r 
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restiog  on  a  Bteet  plate  placed  upon  a  lirm,  solid  support.  The  coarse  fragmente 
ao  obtained  can  be  still  further  reduced  on  a  hard  steel  plate  (a,  fig.  68)  on  which 
is  placed  a  steel  cylindrical  ring  h.  A  hard  ateel  pestle  c  fits  into  the  ring. 
The  ateel  peetle  and  plate  are  made  from  the  hardest  "diamond"  steel — hence 
the  term  "diamond  mortar."'  The  fragment  of  rock  to  be  pulverised  is  placed 
on  the  steel  plate  within  the  ring.  The  plate  is  placed  on  a  firm  support.  The 
pestle  is  depressed  by  a  few  sharp  blows  with  a  mallet.  Care  must  be  taken  not 
to  grind  or  rub  the  metals  against  the  fragments,  otherwise  the  risk  of  contamina- 
tion is  greater.  This  is  the  case,  for  eiample,  with  the  mortar  of  the  type  shown 
in  hg.  69,  which  is  made  from  the  very  best  hardened  tool  steel,  and  is  useful  for 
breaking  hard  rocks.  Most  materials  can  be  magneted  after  crushing  so  as  to 
remove  steel  particles  introduced  during  crushing. 

The  magneting  of  a  ground  powder  to  remove  fragments  of  iron  from  the 
crusher  is  conveniently  done  by  means  of  an  electro-nu^neb.  A  certain  amount 
of  discretion  is  needed,  because,  not  only  is  iron  derived  from  the  crushing 


Pio.  68.— Abich'a  mortar  and  pestle.  Flo.  S9,—Stee]  mortar  and  pestle. 

apparatus  withdrawn,  hut  certain  magnetic  minerals — magnetite,  for  example — 
may  be  removed  at  the  same  time.  With  the  more  powerful  electro- ms^nets, 
minerals  which  are  somotimea  considered  to  be  non -magnetic ' — limonitc,  hema- 
tite, chromite,  iron  and  copper  pyrites,  etc. — may  be  removed.  This  occurs 
with  the  more  powerful  electro-magnets  which  have  their  poles  tapering  to  blunt 
points,  and  with  the  points  close  together.  Hence,  false  results  would  be 
obtained  in  the  analysis  of  certain  materials  if  the  powdered  sample  were  first 
magneted  by  such  instruments. 

When  the  substance  under  investigation  itself  contains  magnetic  materials 
— magnetic  oiide  of  iron,  etc. — the  magneting  is  not  admissible,  even  though 
it  is  practically  impossible  to  crush  large  or  small  quantities  of  hard  material 
in  iron  vessels  without  contamination  of  iron.  Hence  the  iron  determination 
must  necessarily  be  high. 

The  material  should  be  crushed  fine  enough  to  allow  it  t«  be  ground  in  an 
agate  mortar  without  the  particles  flying  off  during  grinding.  Care  must  also  be 
taken  to  grind  all  the  sample  in  this  way,  otherwise  the  harder  fragments  may 
be  unconsciously  rejected  and  the  softer  particles  alone  retained  for  examination.^ 


'  Also  called  Abich's  steel  mortar,  slthough  it  was  Dot  devised  by  R.  Abich  {Pogg.  Arm 
33.  308,  1831). 

'  But  which  sre  in  reality  feebly  msgnetio— M.  Fsreday,  Phil.  Trans.,  153,  1,  13,  1816; 
C.  G.  Gunther,  Elettromaffnttie  Ore  Stparaium,  New  ■"■-'-   ■""" 

»  For  error*  in  the  ai    '     '       "  '  '       ' 

and  pcBtlee,  see  H.  Olsn 
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g  6i.  Griading  in  ^ate  Mortars. 

Ad  agate  mortar  and  pestle  are  usually  employed  for  fine  grinding.  The 
mortar  and  pestle  ehould  be  selected  with  eare.  They  should  be  free  from  cracks 
and  indeotationa.  It  is  always  necessary  to  be  on  guard  against  contamination 
From  the  grinding  apparatus.  Cracks  and  soft  seams  in  an  agate  peatle  and 
mortar  are  a  source  of  danger.  The  small  agate  mortars  and  pestles  are  usually 
too  short  to  hold  with  comfort.  They  should  be  fitted  in  wooden  handles  (fig.  70). 
Beginners  most  frequently  err  in  charging  the 
mortar  with  too  much  material.  It  is  best  to 
grind  the  material  in  small  portions  at  a  time 
until  sufficient  is  obtained  for  the  analysis. 

When  large  quantities  of  material  have  to  be 
ground,  an  agate  mortar  and  pestle  driven  by  power 
can  he  used.     Carling's  instrument  is  superior  to 

Pjq_  70_ Anste  pestle  M'Kenna's.'     These  machines   work  automatically 

uid  morur.  and  with  but  little  attention.     The  motions  of  the 

agate   pestle  and    mortar  simulate    hand-grinding. 

!n  Carling's  instrument,  fig.  71,  the  table  holding  the  mortar  is  rotated  by  a  worm- 

and-worm  wheel  in  the  pedestal.     This  is  driven  by  a  chain  band  in  the  base. 

The  pestle  is  worked  by  an  eccentric  movement  on  the  rotating  mortar.     The 


Fro.  71. — Carling's  [Kiwer-driTen  ngute  jicstlo  »nd  n 


machine  is  easily  cleaned.     To  remove  the  mortar,  depress  the  feeder  lever,  raise 
the  pestle  clear  by  pushing  the  spindle    through  its  t»curing,  and    loosen   the 


'  K.  Zulkoweky,  Ecr.,  ao.  2664,  1887  ;  C.  T.  M'Kpnnft,  Eng,  Ifin.  Jount..  Jo.  462,  1900; 
Itok  Age.  66.  0,  IBOO  j  W.  H.  Hillebraiid,  B-iH.  V.S.  QtoL  Sw.,  423.  65.  IBIO  ;  J,  W. 
Hellw,  Traia.  Eng.  Ctr.  Sot.,  la  S4,  1811. 
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knurled  brass  screws,  one  of  which  is  attached  to  a  loose  pillar  which,  on  being 
withdrawn,  allows  the  mortar  to  be  removed.  The  driving  wheel  should  run 
from  100  to  150  revolutions  per  minute. 

As  a  rule,  a  power-driven  agate  mortar  and  pestle  wears  more  rapidly  than 
one  used  for  hand-grinding.  The  speed  must  not  be  great  enough  to  project  the 
powder  over  the  sides  of  the  mortar.  The  materials  in  the  mortar  must  be 
protected  from  contamination  by  oil,  etc.,  from  the  wheels  and  gearing.  A 
copper  cup  may  be  attached  to  the  handle  of  the  pestle,  and  a  rubber  sheet 
wrapped  roimd  the  axle  to  reduce  the  risk  of  contamination  from  oil,  etc.,  on 
axles  and  wheels  above  the  mortar.  The  machine  can  also  be  advantageously 
run  in  a  glass  case  to  protect  the  contents  of  the  mortar  from  dust. 


§  62.  The  Dangers  of  Fine  Grinding. 

There  are  a  few  risks  incidental  to  the  operation  of  grinding  which  must  be 
noticed.  Fine  grinding  is  not  to  be  applied  indiscriminately.  It  must  not  be 
assumed  that  the  powders  ground  specially  fine  for  the  Smith's  process  for  alkalies, 
for  the  determination  of  ferrous  iron,  for  carbonate  fusions,  etc.,  have  the  same 
properties  as  coarse  powders.  The  more  important  effects  of  fine  grinding  on  the 
composition  of  a  powder  are  as  follows  : — 

1.  Contamination  from  the  Grinding  Apparatus, — The  finer  the  grinding  the 
greater  the  risk  of  contamination  from  the  grinding  vessels,  and,  in  consequence, 
the  greater  the  variation  in  the  amount  of  silica,  etc.,  derived  from  the  pestle 
and  mortar. 

Hempel  ^  has  investigated  the  effect  of  grinding  10  grms.  of  glass  in  mortars 
and  pestles  made  of  agate,  steel,  and  cast  iron  until  the  glass  passed  through  a 
given  sieve.     The  results  are  given  in  Table  XVII. 

Tahle  XVII, — Influence  of  Grinding  Apparatus  on  the  Composition  of  a  Powder, 


Mortar  (Reibschale). 

Pestle. 

Material. 

Weight. 

Loss  in  weight. 
0-041 

Weight. 

Loss  in  weiglit. 

Agate       .... 

371-741 

44-242 

0-011 

Steel  (new) 

295-078 

0-029 

134*647 

00021 

Steel  (old) 

295-049 

0-005 

134-645 

0-0004 

Cast  iron  (new) 

884-917 

0-041 

144-383 

0-0009 

Cast  iron  (old)  . 

884-825 

0-014 

144-382 

0-0000 

Green  bottle  glass 

195-584 

0-027 

•  •  ■ 

• «  • 

This  table  shows  that  the  loss  in  weight,  and  consequently  also  the  contamina- 
tion of  the  materials  being  ground,  is  greater  with  agate  mortars  and  pestles. 
Hempel  supposes  that  steel  mortars  and  pestles  are  the  best  for  grinding  purposes ; 
there  is  then  less  contamination.  The  nature  of  the  contamination,  however, 
presents  a  difficulty.  Iron  is  one  of  the  important  impurities  in  clays,  etc.,  and 
the  analytical  numbers  for  this  impurity  would  be  too  uncei-tain  if  iron  mortars 
and  pestles  were  used  for  the  grinding.  The  effect  of  the  impurity  derived  from 
the  agate  has  an  inappreciable  effect  on  the  analytical  numbers.     It  is  therefore 


^  W.  Hempel,  Zeil.  angew,  Chem.,  14.  843,   1901;   G.  A.   James,  Chem,  Eng.^  14.  380, 
1911 ;  y.  Lenher,  Jowm,  Ind.  Eng,  Chem.,  4.  471,  1912. 
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best  to  avoid,  as  much  as  possible,  the  use  of  the  metal  mortars  and  pestles,  and 
keep  to  agate.  ^ 

2.  Gain  and  Loss  of  Hygroscopic  Moisture, — The  fact  that  powders  in  "a 
very  fine  state  of  subdivision  greedily  absorb  moisture  from  the  air  during  the 
operation  of  weighing  "  ^  is  well  known.  The  speed  of  absorption  is  greater  the 
finer  the  grinding.  Thus,  Day  and  Allan  ^  have  shown  that  coarsely  ground 
felspar,  containing  little  or  no  hygroscopic  moisture,  takes  up  progressively 
increasing  amounts  of  moisture  as  the  powder  becomes  finer,  and  the  quantity 
so  taken  up  may  amount  to  1  per  cent,  of  the  weight  of  the  sample.  Again, 
Hillebrand  *  found  for  a  noritic  rock  the  results  indicated  in  Table  XVIII. 


Ta^le  XV III, — Influence  of  Fineness  of  a  Povfder  on  Hygroseopieity, 


CondiUon  of  rock. 

Water. 

Below  100'. 

OyerlOO'. 

60  apertures  per  cm.     . 
After  30  min.  grinding 
After  120  min.  grinding 

0-03 
0-10 
0-74 

0-66 
0-66 
100 

This  all  agrees  with  an  old  observation  of  Descharmes,^  who  showed  that 
rock  crystal  (quartz)  increased  in  weight  on  pulverisation  to  such  an  extent  that 
the  original  weight  might  be  doubled.  Furthermore,  Thugutt  ®  has  shown  that 
some  minerals  take  up  water  during  fine  grinding,  while  others — e.g,  apophyllite 
— lose  water.  Hence,  he  infers  that  the  hygroscopic  moisture  is  best  determined 
on  a  coarsely  ground  sample. 

3.  Gain  or  Loss  of  Combined  Water,  Water  of  Crystallisation,  etc, — Bleeker'^ 
has  noticed  that  in  grinding  crystallised  magnesium  sulphate  2-55  per  cent,  of 
water  was  lost  during  two  hours'  grinding  with  a  Wedgwood- ware  pestle  and 
mortar;  disodium  hydrogen  phosphate  lost  1*85  per  cent.;  potash  alum,  0*49 
per  cent.  With  barium  chloride  there  was  an  increase  of  2*11  per  cent,  in 
weight.     Steiger  obtained  similar  results  with  calcium  sulphate. 

4.  Oxidation  of  Ferroics  Conijyminds, — Mauzelius^  has  shown  that  with 
minerals  containing  ferrous  compounds  quite  an  appreciable  amount  is  oxidised 
to  ferric  oxide  during  fine  grinding.  Thus,  5*13  per  cent,  of  ferrous  oxide  was 
obtained  on  a  coarsely  ground  sample,  and  3*13  per  cent,  on  the  same  sample 
finely  ground.  It  is  therefore  obvious  that  the  powder  must  be  ground  as 
coarsely  as  possible — say  120's  to  150*s  lawn — when  the  ferrous  oxide  is  to  be 


'  H.  Wurtz  {Amer.  J,  Science  (2),  26.  190,  1858)  suggested  removing  the  iron  by  digesting 
the  powder  with  iodine  water. 

^R.  W.  Atkinson,  Chem.  News,  49.  217,  1884. 

'  A.  L  Day  and  E.  T.  Allen,  Amer.  J.  Science  (4),  19.  93,  1909. 

*  W.  F.  Hillebrand,  Jouni,  Amer.  Chem.  Soc,  30.  1120,  1908. 

■  P.  Descharmes,  Recueil  Indnstrid,  I.  64,  1828. 

«  S.  J.  Thugutt,  Ce7Ur.  Min.,  677,  1909  ;  F.  von  Kobell,  Joum,  prakt.  Chem,  (1),  107.  160, 
1869. 


J.  Johnston,  Joum.  Ind.  Eng,  Chem.,  2,  196,  1910  (oxidation  of  ])yrites). 


PULVERISATION   AND   GRINDING.  I  25 

determined.     The  degree  of  coarseness  is  determined  by  the  decomposability  of 
the  powder  in  15  or  20  minutes  by  digestion  with  boiling  hydrofluoric  acid.^ 

Hillebrand  has  confirmed  these  observations,  and  tried  grinding  the  hard 
mineral  under  water  and  under  alcohol,  with  the  idea  of  cutting  off  oxygen  from 
the  powder  during  the  grinding.  Alcohol  gave  the  better  results.  He  showed 
that  it  was  not  merely  increased  surface  which  gave  rise  to  the  oxidation,  but  local 
heating  of  the  grains  in  contact  with  the  air  at  the  moment  of  crushing.  He  there- 
fore recommended  the  following  procedure: — "The  coarse  powder  is  covered  in 
the  mortar  with  absolute  alcohol  that  leaves  no  residue  whatsoever  on  evaporation. 
The  amount  used  should  not  be  more  than  enough  to  form  a  very  liquid  emulsion 
during  the  operation  of  grinding.  One  or  two  additions  of  alcohol  may  be  needed 
if  the  grinding  has  to  be  of  long  duration.  The  grinding  should  be  continued  in 
any  case  until  the  mass  becomes  somewhat  thick,  then  the  mortar  and  pestle 
are  left  to  dry  by  unaided  evaporation  of  the  excess  of  alcohol ;  a  wide  glass  tube 
should  be  supported  above  the  mortar  to  keep  out  the  dust  without  too  much 
impeding  air  circulation.  When  supposed  to  be  thoroughly  dry,  the  powder  is 
transferred  in  its  entirety  to  a  watch-glass  and  placed  on  the  balance  pan,  where 
it  is  to  be  kept  till  it  is  quite  evident  that  no  further  loss  in  weight  takes  place. 
It  is  then  transferred  to  the  sample  tube."  But  even  then,  adds  Hillebrand,  "if 
a  very  fine  powder  must  be  employed,  there  seems  no  way  known  at  present  of 
correcting  for  whatever  oxidation  may  have  taken  place  during  the  grinding." 

§  63.  Sieving,  Lawning,  or  Screening. 

Ground  materials  are  sieved  or  lawned  to  make  sure  that  no  particles  above 
a  certain  maximum  size  are  present.  Great  care  must  be  taken  that  there  be  no 
contamination  from  the  material  of  which  the  screens  are  made.  Screens  made 
of  the  same  metal  as  one  of  the  constituents  to  be  determined  are  forbidden. 
Lawns  made  from  brass,  phosphor  bronze,  and  silk  are  in  common 
jise  in  analytical  laboratories.  Silk  lawns  are  used  whenever  metallic 
contaminations  are  prohibited.  Silk  lawns  are  made  from  the 
best  Italian  silk  mounted  in  wooden  or  metal  frames,  with  or 
without  collecting  box  and  lid  (fig.  72).  The  following  are  some 
commercial  sizes  of  silk  lawns: — 23,  30,  46,  61,  76,  86,  117,  132, 
147  apertures  per  linear  inch.  The  powder  should  be  gently 
shaken  through  these  lawns  in  order  to  avoid  contamination.  The  Fio.  72. 
sieving  of  powders  with  silk  lawns  for  the  determination  of  ferrous 
oxide  is  condemned  by  many  analysts  (page  465),  because  of  the  possibility  of 
contamination  with  silk  fibres. 

In  sieving,  all  the  powder  must  pass  through  the  lawn.  If  only  a  portion  be 
allowed  to  pass  through,  the  "knottings"  {i.e.  the  residue  on  the  lawn)  might 
have  a  different  composition  from  that  which  has  passed  through.  The  more 
brittle  constituents  of  a  mixture — e.g.,  quartz  and  felspar — will  be  pulverised 
first.  Thus,  Zaleski^  showed  that  the  dust  produced  in  pulverising  granites 
is  richer  in  felspar  relative  to  quartz  and  the  darker-coloured  minerals  than  the 
coarser  grains  of  the  powder ;  and  with  glassy  frits,  the  parts  which  pulverise 
first  are  richer  in  alkali.^  Hence,  the  residue  on  the  lawns  must  be  reground 
until  all  passes  through. 

^  If  the  single  treatment  does  not  effect  complete  decomposition,  "which  will  often  be  the 
case  "  (Hillebrand),  the  solution,  after  titration,  is  allowed  to  settle,  the  residue  washed  once  by 
decant&tion  with  water,  and  again  treated  with  hydrofluoric  acid,  eta 

2  S.  Zaleski,  Tsehermak's  MiU,,  14.  850,  1895. 

•  T.  E.  Thorpe  and  C.  Simmonds,  Proc.  Manchester  Lit.  Phil,  Soc,  45.  1,  1901 ;  Joum, 
Chem.  Soo.,  79.  791,  1901. 
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It  is  generally  advisable  to  state  the  size  of  the  mesh  of  the  lawn  used  in 
analytical  and  experimental  work.  There  is  some  confusion  owing  to  differences 
in  the  size  of  wire,  method  of  weaving,  etc.  In  order  that  there  might  be  as 
little  confusion  as  possible,  the  Institute  of  Mining  and  Metallurgy  have 
arranged  a  set  of  sieves  with  a  definite  size  of  aperture.^  Their  table  follows 
(Table  XIX.). 

TMe  XIX, — The  I.M.M,  Standard  Laboratory  Steve  Scale, 


Mesh, 
i.e.  apertures 

Diameter  of  wires. 

Diameter  of  aperture. 

1 

Screening  area 
percent. 

per  linear  inch. 

inch. 

mm. 

inch. 

mm. 

holes. 

5 

0-1 

2-640 

01 

2-540 

26-00 

8 

0-063 

1063 

0-062 

1-574 

24*60 

10 

0  05 

1-270 

0-06 

1-270 

26-00 

12 

0-0417 

1069 

0-0416 

1-056 

24-92 

16 

0-0313 

0-795 

0-0312 

0-792 

24*92 

20 

0  026 

0-635 

0-025 

O-63S0 

26-00 

30 

0-0167 

0-424 

0-0166 

0421 

24-80 

40 

00125 

0-317 

0-0125 

0-317 

26-00 

60 

0-01 

0-264 

0-01 

0*254 

25  00 

60 

0-0083 

0-211 

0  0083 

0-211 

25-00 

70 

0-0071 

0-180 

0-0071 

0-180 

26-00 

80 

0  0063 

0-160 

0-0062 

0-167 

24-60 

.      90 

0-0065 

0-139 

0  0056 

0-139 

24-50 

100 

0-006 

0-127 

0  005 

0-127 

25-00 

120 

0-0041 

0-104 

0-0042 

0-107 

25-40 

150 

0-0033 

0-084 

0-0033 

0-084 

24-50 

200 

0-0025 

0  063 

0-0026 

•    0-063 

26  00 

This  subject  is  discussed  in  more  detail  in  Vol.  IL  of  this  work. 


CHAPTER  VIll. 
SAMPLING. 

When  conscious  choice  is  permitted  to  enter  into  the  operation  of  sampling,  a 
fair  sample  will  not  result,  except  by  a  miracle. — W.  Qlbnn. 

§  64«  The  Problem  of  Sampling. 

A  PBW  grams  of  material  are  sufficient  for  a  chemical  analysis,  although  tons  of 
material  may  be  bought  or  sold  on  the  result.  Large  sums  of  money,  too,  may 
be  involved  in  the  results  of  experiments  made  with  but  a  minute  fraction  of 
the  total  bulk  of  the  material.  In  such  cases  it  is  of  fundamental  importance 
to  work  with  samples  typical  of  the  whole,  since  a  small  error  on  a  gram  of 
material  would  be  multiplied  a  miliionfold  when  calculated  up  to  tons  of  material. 
If  the  material  bo  perfectly  homogeneous,  a  *'  grab  "  sample,  taken  at  random 
from  any  part,  will  be  quite  representative.  In  other  cases — for  instance,  a  clay 
bank,  or  a  prospective  clay  field,  or  a  cargo  of  bone  for  moisture,  where  the 
amount  of  moisture  might  vary  from  3  to  13  per  cent. — analyses  and  tests  made 
on  ''grab"  samples  may  be  quite  misleading. 

Sampling  is  the  art  of  extracting  front  a  large  bulk  of  material  a  small 
portion  which  shall  fairly  represent  the  character  of  the  whole  bulk.  It  would 
be  difficult  to  over-emphasise  the  importance  of  accurate  sampling.  Indeed,  the 
errors  incidental  to  the  process  of  chemical  analysis  are  sometimes  insignificant 
when  compared  with  the  errors  involved  in  bad  sampling.  It  is  surprising,  to 
one  who  realises  the  importance  of  this  subject,  to  contrast  the  care  taken  in 
conducting  a  chemical  analysis  with  the  carelessness  which  prevails  in  sampling. 
The  analysis  of  a  carelessly  selected  sample  is  worth  nothing.  Many  complaints 
of  the  failure  of  chemical  analyses  can  be  traced  to  faulty  sampling. 

In  sampling  commercial  materials  it  is  necessary  to  be  ^'on  guard"  against 
unscrupulous  vendors  or  manufacturers.  They  sometimes  exercise  a  diabolical 
ingenuity  in  getting  a  good  sample  into  the  analyst's  hands  when  perhaps  the 
bulk  of  the  material  is  indifferent  or  bad.  Accurate  sampling  is  difiicult  enough 
when  we  have  to  deal  with  the  natural  vagaries  of  raw  materials,  but  the  subject 
is  still  more  difficult  when  we  are  confronted  with  ingenious  artifices  meant  to 
deceive.  Examples  soon  accumulate  in  a  laboratory,  but  inventors  are  fertile  in 
resource,  and  the  field  is  always  verdant. 

The  chance  or  probability  of  a  sample  answering  expectations  might  be 
compared  with  the  chance  of  drawing  the  ace  of  diamonds  from  a  new  pack  of 
cards;  of  throwing  a  six  with  a  dice,  or  of  tossing  " heads "  with  a  penny.  The 
probability  of  these  events  is  very  different,  and  the  probability  of  selecting  the 
best  representative  value  for  material  in  bulk  by  means  of  a  grab  sample  depends 
upon  the  nature  of  the  material.  The  less  homogeneous  the  material  the  less 
likely  is  the  grab  sample  to  represent  the  character  of  the  material  in  bulk  (see 
size  ratio,  page  134).     Samples  selected  by  a  vendor  for  advertising  purposes  are 
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here  excluded  from  consideration,  because  the  chance  of  getting  a  "first-class 
result "  can  sometimes  be  compared  with  the  probability  of  throwing  a  six  with 
a  dice  loaded  for  that  number. 


§  65.  Selecting:  the  Sample. 

If  the  material  be  in  slip—  for  instance,  in  checking  tlie  composition  of  a  glaze 
in  the  dip  tub — the  material  must  obviously  be  thoroughly  agitated  before  the 
sample  is  taken,  or  difficulties  will  arise  owing  to  settling.  A  device  like  that 
indicated  in  fig.  73  is  useful  for  w^ithdrawing  samples  from  different  parts  of  a 
tub  or  an  ark  of  slip.  The  end  of  the  tube  A  with  the  plug  B  pulled  tightly  into 
its  socket  by  means  of  the  wire  and  handle  C  is  sunk  to  the  required  depth  in  the 


fl. 


¥ 


Fio.  73. — Slip  sampler. 

slip.  The  plug  is  then  pushed  downwards  for  a  few  moments.  Slip  runs  into 
the  lower  end  of  the  tube.  The  plug  is  then  pulled  back  into  its  socket,  and 
the  tube  with  the  slip  inside  withdrawn.  The  slip  can  be  removed  in  an  obvious 
manner.  Metzger  ^  has  a  much  more  complicated  device  by  which  several  samples 
may  be  taken  simultaneously  at  several  different  depths. 

The  sample  of  "  slip  "  must  bo  dried  and  then  thoroughly  mixed.  This  arises 
from  the  fact  that  clay  and  glaze  slips,  on  standing,  are  liable  to  separate  into 
layers  of  different  composition. 

With  powdered  manufactured  or  natural  products,  "  grab  "  samples  can  be 
selected  from  a  number  of  different  parts  of  the  stuff  in  bulk.  A  cheese  scoop 
is  useful  for  drawing  portions  from  stuff  in  bins,  sacks,  etc.  Metzger  {I.e.)  has 
devised  a  good  sampler  for  this  purpose  (fig.  74).^     In  the  diagram  (a)  it  is  repre- 


Fio.  74. — Metzger's  sampler. 

sen  ted  ready  for  insertion.  When  inserted  it  is  screwed  so  that  an  opening  is 
made  for  collecting  the  material  to  be  sampled  {b).  Another  screw  will  close 
the  apparatus  ready  for  withdrawal  (a). 

The  number  and  size  of  the  different  "grab"  samples  is  determined  by  the 
nature  and  size  of  the  material  under  investigation.  A  ship-load  of  bone,  for 
instance,  wants  different  treatment  from  a  truck-load  of  clay,  a  boat-load  of 
felspar,  or  a  load  of  borocalcito. 

Accurate  sampling  can  only  be  performed  when  the  materials  can  be 
pulverised.  A  perfect  method  of  sampling  must  eliminate  the  personal  factor, 
and  work  w^ith  machine-like  precision.     This  is  quite  easy  with  powdered  materials 


1  P.  Metzger,  Zeit.  anal,  Chem.,  39,  791,  1900  ;  0.  Steinle,  Zeit.  angew.  Chem.,  5.  584,  1892  ; 
A.  Gawalovski,  AUgcm.  Osterr.  Chem.  Tech.  Ztg.,  6.  197,  1889. 

2  R.  Kroupa,  Berg.  HiiU,  Ztg.,  48.  301,  1887  ;  J.  T.  Stoddard,  Joum.  Anal.  App.  Chem,,  4. 
34,  1890. 
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intimately  mixed,  and  the  *^  time-sampling  machines ''  which  grind  and  periodi- 
cally select  a  fraction  of  the  whole  do  this  work  very  well.  This  kind  of 
sampling  is  seldom  practicable  in  dealing  with  clays  and  potter's  materials.  In 
sampling  many  ores,  5  per  cent.,  that  is,  one- twentieth  of  the  whole,  is  supposed 
to  be  selected  in  portions  of  equal  weight  and  at  frequent  intervals.  If  the 
material  is  being  delivered  in  shovels,  every  twentieth  shovel  is  sometimes  put 
on  one  side ;  if  delivered  in  barrows,  every  twentieth  barrow ;  if  in  sacks,  every 
twentieth  sack,  and  so  on,  according  to  the  nature  of  the  material  to  be  sampled. 
With  cargoes  of  some  materials  "  one-in-fifty  "  will  be  ample. 

§  66.  Reducing  the  Bulk  of  the  Sample. 

A  large  sample  must  be  reduced  in  bulk  before  it  can  be  treated  in  the 
laboratory.  The  reduction  may  be  done  by  hand  or  by  machine.  There  are 
at  least  five  methods  available  for  reducing  the  sample  to  a  convenient  bulk 
for  treatment  in  the  laboratory:  (I)  fractional  selection;  (2)  quartering;  (3) 
channelling;  (4)  split  shovelling;  and  (5)  riffling.  In  machine  sampling  the 
material  may  be  (1)  divided  into  two  or  more  unequal  streams,  and  one  or  more 
streams  reserved  for  the  sample  (split-stream  samplers) ;  (2)  the  whole  of  the 
stream  may  be  taken  off  intermittently  (time  samplers). 

(1)  Sampling  by  Fractional  Selection, — The  selection  of  5  per  cent,  of  the 
total  bulk  of  the  material  (heap  A)  to  be  sampled  as  indicated  above  is  an 
illustration  of  this  method  of  sampling.  The  first  sample  (heap  B)  is  ground, 
if  necessary,  into  grains  on  average,  say,  one-twentieth  the  size  of  the  first 
sample,  and  every  twentieth  shovel  or  barrow-load  collected  into  another  heap, 
C ;  this  is  again  ground  and  subdivided  until  one  or  two  hundredweights  are 
obtained  in  a  heap,  say  D.     The  operations  are  summarised  as  follows : — 

As  1000  tons  of  a  cargo  of  material  to  be  sampled ; 

B  =      50  tons  in  first  fraction ; 

C  a-     2*5  tons  in  second  fraction ; 

D  =  0*125  tons  or  280  lbs.  in  the  third  fraction. 

Hence,  if  w  represents  the  weight  of  material  in  the  mass  to  be  sampled,  the 
«th  fraction  will  have  w(0'05)*^h  part  of  the  original  bulk. 

(2)  Sampling  by  Coning  or  Quartering,^ — A  homogeneous  pile  of  the  material 
is  built  up  as  a  cone  about  a  real  or  imaginary  rod  as  centre.  Every  shovelful 
of  the  material  is  thrown  directly  on  top  of  the  growing  cone,  so  that  it  runs 
and  spreads  more  or  less  evenly  down  the  sides.  As  a  matter  of  fact,  the  fine 
material  has  a  tendency  to  accumulate  about  the  centre  of  the  cone,  while  the 
coarse  material  rolls  down  the  sides  and  an  almost  imperceptible  sorting  occurs 
(see  fig.  78).  The  operator,  in  building  up  the  cone,  drops  the  shovel  of  material 
on  top  of  the  cone  by  giving  the  shovel  a  jerk  upwards  (just  over  the  apex  of 
the  cone),  and  then  another  jerk  downwards  and  outwards  as  indicated  by  the 
arrow,  a,  fig.  75.  The  material  falls  downwards  on  the  apex  of  the  cone,  6,  fig. 
75.  With  experienced  men,  the  circumference  of  the  cone,  when  finished,  will 
be  nearly  circular.  The  cone  is  then  spread  out  into  a  "  pancake  "  by  means  of 
shovels  working  from  the  centre  to  the  periphery  round  and  round  the  cone 
(fig.  76).  The  pancake  is  then  separated  into  quarters  by  means  of  boards  or 
steel  blades  (fig.  77),  pointing,  say,  north  and  south,  and  east  and  west.  If 
the  N.E.  and  S.W.  quarters  are  rejected,  the  N.W.  and  S.E.  quai-ters  are  piled 
into  another  cone,  and  again  quartered.     Thus  200  lbs.  would  be  reduced  by 


'  W.  Glenn,  Trans,  Amer,  Inst.  Min,  Eng.,  20.  155,  1891 ;  G.  M.  Roberts,  ib,,  28.  413, 
1898 ;  P.  Johnson,  Eng,  Min,  Journ.,  53.  HI,  132,  1892. 
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the  first  cut  to  100  ibs.     A  second  cut  would  reduce  this  to  50  lbs.     And 
generallj,  starting  with  a  weight  ie  of  material,  the  nth  cut  gives  by  quartering 


Pia.  75.— The  cone  almoBt  ready  for  IlktteiiiiiK. 

a  weight  w(0-5)"th  of  the  original  weight  w.     Thus,  starting  with  200  lbs.,  the 
tenth  cut  will  give  200x{0-5)"'  =  0195  lb. 


Two  men  can  reduce  a  ton  of   material  down    to  a  few  pounds  in  two  or 
three   hours.     Perfect  mixing,   accurate  subdivision,    thorough   cleanliness  arc 
essential  to  success  in  all  the  methods 
for  reduction. 

It  will  be  noticed  that  owing  to  the 
accumulation  of  the  fine  material  to- 
wards the  centre,  if  the  apei  of  the  cone 
be  deliberately  or  accidentally  deflected 
while  being  built,  it  is  possible  and 
probable  that  in  levelling,  the  first 
layers,  at  the  bottom  of  the  cone,  will 
Fia.  77.— "Pancake "cutting.  ]ie    wholly    in    one    quarter,     and     thus 

the  proportion  of  fine  material  in  that 
qiiarter  will  be  abnormally  high.  The  effect  of  imperceptibly  drawing  the  centre 
of  the  cone  on  the  rotative  proportion  of  fine  and  coarse  material  will  be  evident 
from  fig.  78  (after  Brunton),  which  is  a  photograph  of  a  cone  built  up  in  actual 
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sampling  practice,  bisoctod  by  a  sheet  of  glass,  and  one-half  of  the  cone  removed. 
The  diagram  showe  well  the  structure  of  a  cone  with  a  drawn  centre.' 

(3)  Samptififf  br/  Channelling.^ — The  material  to  be  sampled  is  spread  out  in  the 
form  of  a  square  about  4  inches  thick.     Parallel  grooves— say  1  foot  apart — are  cut 


Pio.  78,  — "Drawn" cone,     (After  J.  D.  B ronton.) 

acrOKS  the  uiko ;  nnd  then  another  set  of  grooves  at  right  angles  to  these.     The 

process  is  repeated  with  the  material  so  cut  from  the  square.     The  method  is  slow 

and  inaccurate,  for  coarse  pieces  may  fall  into  the  grooves  as  they  are  being  cut. 

(4)  Split-shovel  Sampling. — One  workman  (left,  fig.  79)  throws  the  material 


Fio.  79. — Ssmpling  bj  the  U-itbovei  or  theH[iIit  shcol. 

from  a  broad  shovel  upon  a  narrow  U-shaped  scoop-like  shovel  held  by  another 
workman  (right,  fig.  79)  over  a  car  or  wheelbarrow  (fig.  79).  The  material  which 
remains  on  the  shovel  is  retained.  When  a  pile  of  this  has  accumulated  in  the 
wheelbarrow,  it  may  be  further  reduced  in  bulk  by  repetitions  of  the  process. 

'  J.  D.  Branton,  Traiu.  Amir,  Intl.  Min.  E,ig., 

'  F.  A.  Lowe,  Sw.  Min.  Jcum.,  w.  203,  18 
Eng.,  ao.  115,  1S91.  For  a  mech&nical  device  for  o 
Eng.  Chtm.,  4.  682,  1912. 
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There  are  Beveral  different  types  of  split  Hhovel.'     Some  have  a  series  of  such 
scoops  on  one  shovel,  with  spaces  and  scoops  equal  in  width. 

(5)  Riffle  Samplituj. — The  riffle  coosists  of  a  series  of  grids  arranged  to  form 
alternate  series  of  troughs  and  spaces.  When  the  material  to  be  sampled  is 
spread  by  means  of  a  shovel  over  tbe  riffle,  supported  over,  say,  a  wheelbarrow, 

Cof  the  material  passes  into  the  barrow,  and  part  remains  in  the  troughs. 
in  the  troiighs  are  full,  the  contents  are  put  on  one  side  for  further  trial. 
That  which  passes  through  the  grids  is  rejected.  There  are  several  modifications. 
In  Jones'  riffle  the  troughs  are  inclined,  and  slope  in  opposite  directions.  There 
are  no  spaces.  The  material  when  spread  over  the  troughs  (2  in.  wide)  is  broken 
into  two  streams  passing  in  opposite  directions,  and  each  stream  is  collected  in 


Fib.  80.— Tajlorsnd  Bruu ton's  Hplit-»tream  naniplur. 

a  suitable  receptacle.  The  riffle  is  usually  employed  for  cutting  down  samples  for 
the  lalwnitory  when  the  amount  is  too  small  for  the  larger  mechanical  samplers. 

Taylor  and  Brunton's  splitter  (fig.  80)  is  a  modification  in  which  numerous 
small  spouts  are  arranged  across  the  entire  width  of  a  large  gutter,  so  that  the 
main  stream  of  the  materiiil,  poured  into  the  gutter,  is  divided  into  a  number  of 
smaller  streams.  Tbe  odd-immbered  streams  may  be  deflected  to,  say,  the  right, 
the  even-numbered  streams  to  the  left.  The  material  which  collects  on  one  side 
is  rejected;  the  other — the  sample  side— is  retained.  The  method  of  pouring 
will  be  obvious  from  fig.  80.  The  operations  are  repeated  on  the  material  which 
has  passed  through  the  divider  as  often  as  desired. 

These  samplers  reduce  the  volume  50  per  cent,  each  time  the  material  is 
treated,  as  is  the  case  in  ([uartering.  It  is  important  to  thoroughly  mix  the 
material  collected  on  the  sample  side  before  it  is  passed  through  again.- 

'  J.  D.  Branton,  Evg.  Miii.  Joum.,  $1.  718,  1881  ;  S.  A.  K«ed,  ifcAwf  ifiii.  Vuarl..  3 
2GS,  1S82. 

"<  J.  D.  BnmtOD,  Trana.  Auitr.  lust.  Miii.  Etig.,  40.  SS7,  1S09. 


§  67.  Machine  and  Automatic  Sampling. 

Splil-itream  Samplem. — In  Clarkaoa's  divider,'  the  material  ii 
L  funnel  where  it  ie  split    into   six  similar   streams  (fig.  81). 


¥w.  81.— CUrksou'ssplit-al 


before  it  is  placed  in  the  funnel  ia  supposed  to  have  been  jrroiind  to  pass  at 
least  an  8's  lawn.  It  is  fundamentally  important  in  all  systems  of  sampling  to 
make  sure  that  the  "  sample  "  and  "  reject "  are  of  the  same  composition. 

'  T.  Clukson,  Jottm.  Hot.  Vhmn.  Iwt.,  la.  2U,  18S4. 
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There  are  many  other  types  on  the  same  principle.  In  some,  a  series  of 
Funnels  are  superposed  one  above  the  other,  so  that  a  fraction  of  the  stream  is 
rejected  and  another  fraction  is  further  fractioned  as  it  passes  on  to  the 
subjacent  funnel,  e.g,  F.  W.  Braun's  "  Umpire  "  sampler,^  which  is  excellent. 

Time  Samplei^s. — In  the  time-sampling  machine,  the  whole  of  a  falling  stream 
of  the  material  is  periodically  deflected  during  a  portion  of  the  time.  This 
eliminates  one  fault  with  split-stream  samplers — where  the  sizes  of  the  grains 
are  never  evenly  distributed  across  the  stream.  In  some,  on  a  large  scale,  the 
material  is  alternately  subdivided  and  crushed  from  the  coarsest  down  to  the 
finest  powder.  The  machines  are  represented  by  Snyder's  time  sampler ;  *  the 
Vezin  time  sampler  ;  ^  and  the  Brunton  time  sampler.  H.  L.  Bridgman*s  time- 
sampling  machine"^  is  a  compact  little  instrument  occupying  but  14  square 
inches.  It  has  a  divider  D  set  in  motion  by  clockwork  or  any  other  power 
(fig.  82).  F  m  2k  funnel  with  a  receptacle  R  for  the  fraction  separated  from  the 
material  being  sampled.  The  portion  rejected  passes  through  the  discharge 
orifice  0,  The  material  runs  from  the  hopper  in  a  continuous  stream  to  the 
divider,  which  cuts  the  stream  eight  times  during  one  revolution.  Four  of  these 
are  delivered  into  the  discharge  orifice,  and  four  are  delivered  into  the  receptacle. 


§  68.  Reducing  the  Grain  Size  and  Bulk  of  the  Material 

during  Sampling. 

The  process  of  sampling  involves  two  operations :  (a)  reducing  the  bulk  of 
the  material  as  indicated  in  the  preceding  sections ;  (6)  reducing  the  size  of  the 
grains  of  the  material.  The  important  factors  in  accurate  sampling  are :  (1)  the 
relation  between  the  amount  of  material  selected  as  the  sample  and  the  original 
bulk  of  the  material  to  be  sampled — the  bulk  ratio ;  (2)  the  relation  between  the 
coarseness  of  the  grain  and  the  amount — the  size  ratio  (sampling);  (3)  the 
relation  between  the  size  of  the  grain  and  the  amount  isolated  at  each  stage  of 
quartering,  etc. — sizo  ratio  (quartering). 

(1)  The  Relation  between  the  Bidk  of  the  Sample  and  of  the  Material  to  he 
sampled. — The  greater  the  ratio  between  the  weight  of  the  sample  and  the 
weight  of  the  whole  of  material  sampled  ;  that  is,  the  greater  the  ratio, 


Weight  of  sample 
Weight  of  material  in  bulk 


Bulk  ratio, 


the  greater  the  probability  of  the  sample  representing  the  true  character  of  the 
material  under  investigation.  This  is  illustrated  by  the  following  table,  due  to 
Bailey : — 

Table  XX, — Relation  between  Errm*s  in  Sampling  and  Size  of  Sample. 


Bulk  ratio. 


1  :  100 

2  :  100 
5  :  100 


Percentage 

error — sample 

and  bulk. 


1-4 
0-8 
0-6 


1  F.  W.  Braun,  U.S.  Pat.  No.  682528,  1901. 
'•*  F.  T.  Snyder,  Canada  Min.  Jiev.,  17.  43,  1898. 
'  H.  A.  Vezin,  Trans,  Amer.  Itisi.  Min.  £ng.,  26,  1098,  1896. 

*  H.  L.  Bridgman,   Trans,  Amer.  Inst.  Min.  Eng.,  13.  639,  1884;  ao.  416,  1891  ;  U.S. 
Pat.  No,  558508,  1896. 
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(2)  The  Relation  between  the  Chain  Size  and  the  Weight  of  the  Sample, — The 
smaller  the  ratio  between  the  weight  of  the  largest  pieces  and  the  total  weight 
of  the  sample ;  that  is,  the  smaller  the  fraction, 

Weight  of  largest  pieces  in  sample  __g.        .. 
Total  weight  of  sample  ~ 

the  more  likely  is  the  sample  to  represent  the  character  of  the  material  in  bulk. 
Bailey's  experiments  ^  on  sampling  coal  (with  5  per  cent,  ash)  illustrate  this  point 
very  well.  He  found  that  if  the  error  is  to  be  less  than  1  per  cent.,  the  relation 
between  the  grain  size  of  the.  sample  and  the  weight  of  the  largest  pieces  in  the 
coal  must  be  near  that  indicated  in  the  following  table,  due  to  Bailey : — 

Table  XXI, — Relation  between  Fineriess  of  Bulk  Afaterial  and  Size  of  Sample, 


Weight  of  largest 

Amount  of  sample 
not  less  than  (lbs. ) 

pieces  in  lbs. 
6-7 

39,000 

2-6 

12,500 

0-75 

3,800 

0-88 

1,900 

0-24 

1,200 

0-12 

600 

0*046 

230 

0-018 

90 

Under  these  conditions  the  sample  is  less  likely  to  be  disturbed  by  an 
accumulation  of  abnormally  fine  dust  or  coarse  material. 

(3)  The  Chain  Size  of  each  Fraction  {Quartering), — The  relation  between  the 
grain  size  and  the  amount  to  be  isolated  at  each  stage  of  the  quartering  is  an 
important  factor,  as  will  be  obvious  from  the  preceding  notes  on  the  relation 
between  the  grain  size  and  the  amount  to  be  selected  as  a  sample.  Continuing 
the  experiments  just  described,  Bailey  found  that  in  order  to  get  the  deviations 
in  the  composition  of  the  ash  of  coal  within  the  limits  stated,  it  was  necessary 
to  reduce  the  sample  before  quartering  or  fractioning  to  the  grain  size  indicated 
in  the  following  table : — 

TaJble  XXII, — Relation  between  Fineness  of  Sample  and  Bulk  of  Material, 


Weight  of  fraction 

Size  to  be  crashed. 

in  lbs. 

Diam.  in  inches. 

7600 

2 

3800 

1-5 

1200 

1 

460 

0-76 

180 

0-6 

40 

0-425  (2's  lawn) 

6 

0-20    (4*slawn) 

0-5 

0-1      (8'slawn) 

0'26 

0-076  (lO's  lawn) 

>  E.  G.  Bailey,  Joum,  Ind.  Bag,  Chem,,  1.  161, 1909  ;  2.  543, 1910 ;  F.  C.  Weld,  i6.,  2.  426, 
1910  ;  F.  Fischer,  Stahl  Eiwn,  32.  1408,  1912  ;  W.  B.  Blyth,  Min,  Eng,  IVorld,  37.  618, 1912. 
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According  to  Bailey,  if  the  coal  be  crushed  to  a  size  2-inch  grain,  do  not 
subdivide  to  a  fraction  less  than  8300  lbs.  without  further  grinding;  4-inch 
mesh  for  not  less  than  1100  lbs.,  etc.,  as  indicated  below: 

Size  of  lawn  ....        2  4  8  10    20's 

Minimum  amount         .  .     8800         1100         120         55    3    lU. 

Of  course  the  best  value  for  the  bul^  and  size  ratios  indicated  above  will 
vary  with  the  nature  of  the  material  and  the  degree  of  accuracy  demanded  in 
the  sampling.  In  the  absence  of  data  for  particular  materials,  the  preceding 
data  will  serve  as  a  guide  in  determining  these  factors.^ 

To  summarise,  good  sampling  involves : 

(1)  Adequate  mixing ; 

(2)  Impartial  selection ; 

(3)  Proper  grinding. 

There  is  always  a  danger  in  applying  rules  blindly.  The  exercise  of  common 
sense,  guided  by  these  three  principles,  is  necessary  to  cope  with  the  different 
problems  which  arise  from  time  to  time.  All  the  preceding  discussion  would 
be  misleading  if  the  object  of  the  investigation  were  to  determine  the  composi- 
tion of  a  specific  mineral.  In  that  case  the  purpose  would  probably  be  best 
served  by  very  carefully  isolating  as  clean  and  as  pure  a  crystalline  fragment  as 
possible.  All  associated  impurities,  foreign  matter,  and  all  altered  fragments 
should  be  excluded.  Neglect  of  this  precaution  would  render  it  necessary  to 
admit  the  existence  of  innumerable  varieties  of  a  particular  mineral.^ 

§  69.  The  Receipt  and  Dispatch  of  Samples. 

In  discharging  a  cargo  of  bone  ash,  the  *' English  Form  of  the  Hamburg 
(Contract "  specifies : — 

Regular  samples  shall  be  drawn  from  each  dav's  quantitv  of  Ash  discharged,  and 
after  tnese  samples  have  been  sufficiently  mixed,  four  large  bottles  shall  be  fiUea  and 

sealed,  which  shall  serve  as  Moisture  Samples  for  the  ^ — .    The  rest  of  the  landing 
'  cargo  ° 

sample  shall  be  ground  sufficiently  fine  to  pass  throuffh  a  sieve  of  50  holes  per  square 
centimetre,  of  which  ground  sample  there  shall  be  filled  and  sealed  four  large  glass 
bottles  which  shall  serve  as  Quality  Samples. 

All  this  to  be  done  under  the  superintendence  of  Sellers  and  Bayers  or  their  repre- 
sentatives. Each  appointed  Chemist  shall  receive  one  Moisture  Sample  for  the 
determination  of  Moisture,  and  one  Quality  Sample  for  the  determination  of  Moisture 
AND  Phosphate  of  Limk,  and,  in  ascertaining  the  percentage  of  Phosphate  of  Lime  in 
the  Quality  sample,  the  calculation  shall  be  based  on  the  percentage  of  Moisture  in  the 

*- as  shown  by  the  Moisture  Sample. 

cargo  *' 

Samples  for  analysis  or  testing  should  be   clearly  and   distinctly  marked ; 


^  For  papers  on  the  theory  of  sampling  see  P.  Argall,  Traits,  Amer,  Inst,  Min.  JSng.,  31. 
236,  1902  ;  D.  W.  Brunton,  i6.,  25.  826,  1896 ;  8.  H.  Peanse,  C?vem.  Met,  Soc.  S  A,,  3.  166, 
1898  ;  S.  A.  Reed,  School  Min.  Qiuirt.,  3.  253,  1882 ;  6.  351,  1885  ;  A.  D.  Hodges,  Eng.  Min, 
Joum.,  52.  264,  1891  ;  V.  Samter,  Chem.  Zlg,,  32.  1209,  1224,  1250,  1908;  C.  Geisaler,  id., 
23.  43,  1068,  1899;  Qerman  Pat.  No.  D,R.P.  100067,  1898;  100516,  1898;  O.  Bender, 
ZeU,  anal.-  Chem.,  48.  32,  1909  ;  Zeit.  Berg.  HuU.  Sal.,  55.  1,  1907  ;  F.  Janda,  OesUr.  Zeii. 
Berg.  HilU.,  52.  647,  661,  577,  1904  ;  J.  A.  Barral  and  R.  Duval,  IHngler's  Joum,,  217.  246, 
1876;  M.  L.  Grimn,  J otim.  Soc.  Chem.  Ind.,  24.  183,  1905;  W.  Glenn,  ib.,  17.  123,  1898; 
C.  E.  Stromeyer.  Praci.  Eng.,  44.  781,  1911;  L.  T.  Wright,  Chem.  Eng.,  13.  SO,  1911; 
A.  C.  Fieldner,  ib.,  17.  60,  1918 ;  M.  Webber,  Min.  ScimUiJic  Prsss,  102.  846,  1911. 

'  For  the  methods  available  for  isolating  minerals  from  clays,  see  Vol.  II.  of  this  work. 
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and  be  securely  packed  so  that  there  is  no  possibility  of  contamination  during 
transit.^ 

In  disputes  on  the  quality  of  materi&ls,  the  sampling  should  be  performed 
in  the  presence  of  the  seller's  and  buyer's  representatives.  Three  8-oz.  bottles 
should  be  filled  with,  say,  the  powder  in  question,  and  both  representatives 
should  put  their  seals  on  the  bottles  and  sign  an  account  of  the  taking  of  the 
sample.  The  bottles  should  have  a  label  stating  what  the  contents  are,  the 
name  and  address  of  the  senders,  and  a  distinguishing  mark — number  or  letter.^ 
One  bottle  may  be  sent  to  an  analyst  agreed  upon  by  both  representatives ;  or 
one  bottle  may  be  sent  to  the  analyst  selected  by  the  buyer,  and  one  bottle  to 
the  analyst  selected  by  the  seller.  The  remaining  bottle  or  bottles  are  reserved 
for  verification  in  case  the  two  analysts  differ  appreciably  in  their  results. 

In  some  cases,  t,g,  the  purchase  of  iron  ore,  bone  ash,  etc.,  it  is  the  practice 
to  refer  a  sample  to  the  "  buyer's  chemist "  and  a  sample  to  the  "  seller's  chemist." 
If  these  differ  by  less  than,  say,  1  per  cent.,  the  material  is  bought  on  the 
mean  of  the  two  results;  but  if  the  results  differ  by  more  than  the  agreed 
1  per  cent.,  it  is  the  custom  to  send  the  sample  to  a  third  chemist  as  referee,  and 
to  take  the  mean  of  the  two  nearest  results.  For  bone  ash,  the  *'  English  Form 
of  the  Hamburg  Contract "  specifies  that  the  third  chemist  shall  only  be  called 
in  when  the  results  by  the  seller's  and  the  buyer's  chemists  have  "  a  difference 
of  over  2  per  cent,  of  tribasic  phosphate  of  lime." 

The  chemist  who  receives  the  sample  registers  the  date  of  arrival,  the  pro- 
fessed nature  of  the  sample,  and  the  marks  on  the  seals.  A  formal  acknowledg- 
ment of  the  receipt  of  the  sample  should  be  sent,  say  : — 

I  hereby  acknowledge  the  receipt  of  ...  specimens  of 

Packed  in 

Nature  of  seal 

Marked 

Laboratory  number 

Purpose 

Charge 

Date  received 

Director  of  Laboratory. 

The  whole  mass  is  then  emptied  from  the  bottle  on  to  a  sheet  of  white  paper  ^ 
and  sifted.^  If  any  particles  do  not  pass  through  the  sieve,  they  must  be  ground 
until  all  passes  through.  The  mass  is  then  mixed  with  a  spatula  and  re-sifted 
through  a  coarser  sieve.     A  portion  is  then  taken  for  analysis,  and  the  remainder 


*  I  have  known  a  batch  of  firebricks  which  (so  far  as  I  could  see)  must  have  been  saturated 
with  salt  daring  transit  from  the  sender  to  the  receiving  chemist. 

'  In  case  of  a  seizure  of,  say,  a  glaze  sample  by  the  Insfiector  of  Factories,  the  material 
should  be  thoroughly  agitated  and  three  nearly  equal  portions  removed  in  the  presence  of  the 
proprietor  or  his  representative.  The  corks  of  the  bottles  should  be  pressed  level  with  the 
glass ;  sealing  wax  placed  on  the  top  of  the  cork  (or  string  if  the  sample  should  be  a 
powder  wrapiMd  in  paper),  so  that  the  package  cannot  be  opened  without  breaking  the  seal 
of  wax.  A  distinctive  seal  should  then  be  impressed  on  the  wax,  and  each  package  labelled 
with  distinctive  and  similar  labels  showing  the  name  of  the  firm,  where  taken,  date  of  sampling, 
date  sent  to  analyst,  distinctive  number  or  letter,  and  the  nature  of  the  sample. 

'  The  analyst  should  inquire  if  the  sample  has  been  divided  into  two  or  three  portions 
when  sampled.  If  not,  the  sample  should  be  divided  into  two  parts  nearly  equal,  and  one 
part  ahould  be  sealed  and  kbolled  as  indicated  in  the  text.  This  sample  may  be  reserved  or 
returned  either  on  receipt  of  the  sample  or  when  the  certificate  ia  supplied.  Slop  glazes  are 
dried  as  indicated  on  page  830. 

^  The  mesh  of  the  sieve  must  be  determined  by  the  nature  of  the  powder. 
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is  returned  to  the  bottle.     The  result  of  the  analysis  is  recorded  on  a  certificate 

somewhat  as  follows : — 

« 

Refereuces  to  Laboratory  Number 

I  hereby  report  that  the  specimen  of ,  marked , 

sampled  by ,  and  received  from 


on ,  has  been  duly 

with  the  following  result : 


analysed 
tested 


in  this  laboratory 


Director  of  *Laboratory. 


No  responsibility  is  taken  for  the  accuracy  of  the  sampling  unless 
it  has  been  done  under  our  own  supervision.    . 

§  70.  Sampling  Beds  of  Clay. 

Another  type  of  sampling  is  sometimes  required.  To  find  if  it  is  advisable 
to  install  plant  for  working  a  natural  bed  of  clay,  it  is  necessary  to  make  a 
somewhat  dose  approximation  as  to  the  amount  of  clay  available,  as  well  as  to 
determine  the  nature  of  the  clay,  possible  market,  cost  of  transport,  fuel,  labour, 
etc.,  etc.  Here  we  are  alone  concerned  with  making  an  estimate  of  the  amount 
of  clay  and  the  collection  of  samples  for  investigation. 

In  sampling  an  unworked  bed  of  clay  near  the  surface,  a  hole  may  be  sunk 
through  the  different  strata  well  into  or  through  the  clay  under  investigation,  and 
28-lb.  grab  samples  taken  from  the  exposed  face.  It  is  well  to  keep  for  reference 
small  samples  of  the  different  superincumbent  strata.  Care  must  be  taken 
in  digging  and  sampling  the  hole  not  to  mix  fragments  from  one  stratum  with 
those  of  another.  The  distance  between  the  original  locus  of  the  different  samples 
and  the  surface  should  be  measured  and  recorded  on  and  in  the  boxes  or  bags 
in  which  the  different  samples  are  preserved.  If  the  clay  under  investigation  is 
any  great  distance  from  the  surface,  this  procedure  would  be  laborious  if  it  were 
required  to  explore  the  thickness  and  extent  of  the  clay.  Many  of  the  well- 
known  types  of  borer  bring  a  core  to  the  surface  with  much  less  labour  than  is 
involved  in  digging  holes,  as  described  above.  The  type  of  borer  to  be  employed 
is  largely  determined  by  the  hardness  of  the  different  strata  and  the  depth  of 
the  required  boring.  Two  men  can  conveniently  work  one  of  H.  Meyer's  borers 
to  a  depth  of  30-50  feet  in  a  few  hours. ^  Fraenkel's  borers  can  be  sunk  about 
12  feet  by  one  man  in  a  few  hours  in  ordinary  surface  clays.  Bore-holes  have 
been  driven  by  power  over  7350  feet.^  The  cost  for  the  deep-seated  clays  would 
generally  be  prohibitive,  although  bores  ranging  up  to  500  feet  are  common 
enough.  When  a  series  of  cores  properly  measured  has  been  obtained,  the 
nature  of  the  clay  can  be  investigated  by  methods  to  be  described  later. 

Much  naturally  depends  on  the  geological  character  of  the  bed  in  question. 
The  continuity,  thickness,  and  nature  of  a  bed  of  fireclay  in,  say,  the  coal 
measures  in  a  given  area  can  often  be  predicted  with  a  high  degree  of  proba- 
bility by  a  geologist  provided  with  particulars  of  the  same  stratum  in  part  of  the 
prescribed  area.  Hence  a  boring  within  the  prescribed  area  can  only  demon- 
strate what  was  almost  a  certainty.^     A  skilled  geologist  may  be  able  to  correlate 

*  A.  Fauok,  AnleUung  2um  Gebrauche  des  ErdbohrerSy  Leipzig,  1877;  Suppl.,  1899; 
H.   Hansen,  Das  Tie/bohrioesen^  Berlin,  1912. 

*  With  rotary  diiraond  drills~2003*34  metres  at  Paruschowitz  (Upper  Silesia)— -B. -4.  Jtep., 
67,  1901  ;  with  percussion  drills — 6570  feet  at  Sperenberg  (about  25  miles  south  of  Berlin) — 
H.  W.  Bristow,  Oeol.  Mag,^  4.  95,  1875  ;  B.  Jiiger,  Zeit.  Berg.  HiUt.  Sal,  59.  89,  1911. 

^  The  process  of  boring  may  then  be  compared  with  interpolation  in  matliematics.  The 
possibility  of  **  faults,"  etc.,  may  render  an  extrapolation  futile  and  stultify  a  prediction. 


SAMPLING.  1 39 

the  Btratum  under  investigation  with  another  known  stratum  elsewhere.  The 
nature  of  certain  strata  frequently  persists  throughout  wide  ateag ;  for  instance, 
the  peacock  marl  (N.  Staffs,),  the  Old  Mine  clay  (Stourbridge),  Oitord  clay, 
London  clay,  etc.  Other  strata,  and  even  tlie  clays  just  mentioned,  may  vary 
in  an  apparently  erratic  manner  in  certain  localities.  A  prudent  man,  therefore, 
will  try  to  estimate  what  amount  and  what  quality  of  clay  is  available. 

Sampling  and  boring  is  somewhat  costly  work,  but,  when  properly  done,  it 
gives  a  clear  idea  of  the  extent  and  nature  of  a  hidden  bed  of  clay,  and  it 
prevents  awkward  mistekes,  such  as  the  erection  of  the  kilns,  machine  sheds, 
etc.,  over  what  might  be  the  best  part  of  the  clay.'  Exposures  and  cuttings  in 
a  given  neighbourhood  may  furnish  enough  information  as  to  the  amount  of 
clay  available  in  a  given  area  without  any  need  for  an  elaborate  system  of  boring. 

When  a  series  of  borings  have  been  obtained,  they  may  be  recorded  in  the 


Fio.  S3. — Section  construcUd  from  borings. 

following  manner.  For  convenience  we  apply  the  method  to  a  particular  problem. 
A  few  years  ago,  a  valuable  plastic  clay  15  feet  thick  gave  signs  of  tapering  off, 
A  series  of  borings  20  feet  deep  were  made,  and  it  was  proved  that  the  clay  seam 
"petered  out"  between  40  and  50  feet  away  from  the  working  face.  A  new  seam 
of  a  somewhat  similar  plastic  clay  was  "struck"  below  a  10-20  feet  seam  of  a 
sandy  clay.  In  boring  systematically  to  find  the  extent  of  the  new  seam,  what 
appeared  to  be  the  old  seam  was  tuken  up  not  far  from  where  it  had  tapered  off. 
In  boring,  the  "  field  "  was  divided  into  a  series  of  imaginary  rectangles  resembling 
a  chess-board.  .  A  boring  waa  made  at  every  comer.  With  the  data  so  obtained 
diagrams  were  drawn  to  scale  representing  sections  through  the  different  strata 
in  particular  directions.  One  such  section  is  illustrated  in  fig.  83.  This  is  drawn 
from  the  borings  Noa.  5,  6,  7,  8,  which  were  : — 


j   No.  6. 

No.  8. 

No.  7. 

No.  8. 

ft  in 

ft.  in. 

fL  in. 

ft.  in. 

2  10 

3    0 

2    5 

PiMtic  clay      , 

9    7 

2  11 

0    2 

6    0 

S«ndyol*y      . 

1     7    8  + 

S    0 

4     8 

4     6 

6    2 

1       - 

6    0  + 

8    2  + 

The  distance  apart  and  depth  of  the  borings  for  each  particular  "  field  "  must 
be  determined  by  the  circumstances  of  the  case,  and  the  advice  of  a  geological 
expert  may  be  required. 


'  Ad  instnictiTe  ezamiils  < 


n  ■bandoned  cUy  pit  near  Cobridge  (StatTi.). 
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§  71.  The  Commercial  Value  of  Clay  Deposits. 

In  order  to  evaluate  a  clay  deposit,  it  is  necessary  first  of  all  to  determine 
the  commercial  value  of  the  goods  to  be  made  from  the  clay,  which,  after  all, 
reduces  to  the  present  market  value  of  a  cubic  foot  of  the  clay.  Due  considera- 
tion is  of  course  paid  to  the  district,  facilities  for  transport,  cost  of  fuel,  etc.  In 
some  inaccessible  districts  land  covering  a  first-class  clay  might  have  no  more 
value  than  ordinary  agricultural  land,  owing  to  lack  of  facilities  for  transport, 
cost  of  fuel,  etc.  In  the  second  place,  it  is  necessary  to  determine  how  much 
clay  is  available.  In  the  third  place,  an  approximate  estimate  must  be  made 
of  the  yearly  consumption  of  the  clay,  and  consequently  also  how  many  years 
the  seam  of  clay  will  last  at  the  estimated  rate  of  consumption.  We  are  then 
in  a  position  to  deal  with  the  problem  by  arithmetic.^ 

Let  E  represent  the  estimated  value  of  the  clay  consumed  per  annum  ;  r,  the 
rate  of  compound  interest  for  the  money  were  it  invested  at  the  current  rate ; 
and  fif  the  estimated  number  of  years  the  clay  is  likely  to  last  before  the  seam,  or 
the  given  portion  of  a  seam,  is  exhausted.  The  regular  rules  for  compound 
interest  show  that  the  present  value,  P,  of  the  given  field  of  clay  can  be  repre- 
sented by  the  expression  : 

P  =  B^^~\^ (1) 

where,  for  convenience,  we  have  written 

To  illustrate  by  example,  suppose  that  10,000  cubic  feet  of  clay  be  removed 
each  year ;  that  1,000,000  cubic  feet  of  clay  are  still  available.^  The  clay  is 
worth  \d.  per  cubic  foot.  The  rate  of  interest  is  3  J  per  cent.  What  is  the 
present  value  of  the  field  of  clay  ?  Here,  r  =  3*5  ;  hence,  from  (2),p  —  l '035.  The 
1,000,000  cubic  feet  of  clay  will  last  100  years  if  10,000  cubic  feet  be  removed 
per  annum.     Hence,  R  =  10,000  x  J  =  2500d.     Consequently,  from  (1), 

It  is  then  possible  to  decide  whether  it  is  better  to  pay  an  annual  royalty  for 
the  clay,  to  pay  a  proposed  rental,  or  to  purchase  the  field  at  a  stated  price. 


1  E.  Tacbenschmer,  Tonind.  Ztg.,  14.  121.  139,  1890  ;  Brit.  Clayvxyrker,  18.  279,  1910. 

^  The  estimation  of  the  cubic  contents  of  a  given  seam  is  simple  arithmetic — solid  mensura- 
tion— when  the  borings  are  known. 

*  Log  p"  =  w  log  p.  Hence  100  log  1085  =  100  x  00149403  =  1 '49403  =  log  81-191,  or 
1-035»«>  =  31191. 


CHAPTER   IX. 

THE  REAGENTS. 
§  72.  Testing  the  Reagents. 

Thb  purity  of  the  reagents  and  of  the  distilled  water  for  analytical  laboratories 
should  not  be  taken  on  trust.  ^  The  glass  containers  may  contaminate  liquid 
reagents  with  iron,  potassium,  sodium,  silica,  calcium,  and  alumina  by  the  dis- 
solution of  the  glass ;  and  zinc  may  be  derived  similarly  from  Jena  glass  and 
"  nonsol "  glass  vessels.  Iron  is  common  in  acids  transported  in  carboys.  Small 
flakes  of  iron  may  scale  from  the  blowpipes  used  by  the  glass-blower,  and  this 
may  not  be  removed  or  noticed  in  washing  these  vessels.  Reagents  may  be  con- 
taminated from  their  contact  with  the  vessels — tanks,  stills,  condensers,  crystal- 
lising dishes,  etc.,  made  from  lead,  silver,  copper,  iron,  aluminium,  nickel,  zinc, 
tin,  porcelain,  glass,  etc.— used  in  the  process  of  manufacture.  Thus,  not  only 
may  the  ordinary  constituents  of  glass  be  present,  but  nickel  may  be  found  in 
caustic  alkalies,  copper  and  aluminium  in  acetic  acid,  zinc  in  barium  carbonate,^ 
selenium  and  iron  in  hydrochloric  acid,^  and  lead  in  organic  acids  and  in  hydro- 
fluoric acid.  The  latter  has  also  been  known  to  contain  potassium  sulphate  and 
ammonium  and  sodium  chlorides.  Impurities  may  also  be  derived  from  the  raw 
materials  used  in  the  process  of  manufacture.  In  fact,  it  is  almost  impossible  to 
free  some  reagents  from  certain  impurities  except  at  a  very  high  cost.  For  example, 
iron,  alumina,  and  silica  are  found  in  all  but  the  highest-priced  grades  of  caustic 
alkalies  and  alkaline  carbonates;  calcium  is  very  difficult  to  remove  from 
ammonium  oxalate;  nickel  from  cobalt;  iron  and  lead  from  copper;  free  acid 
from  ferric  salts ;  ammonia  from  magnesium  chloride ;  etc*  All  this  is  mentioned 
to  emphasise  the  fact  that  constant  vigilance  is  the  price  of  sivccessful  work.  Many 
impurities  might  easily  escape  detection.  For  instance,  selenium  in  hydrochloric 
acid ;  sulphates  in  platinum  chloride ;  le€ul  in  ammonia ;  phosphorus '  in 
ammonium  chloride  and  nitrate;  and  calcium  in  ammonium  oxalate.^     Hence, 

^  The  "analysed"  chemicals  supplied  by  many  of  the  better-class  makers  are  generally 
very  good. 

^  K.  Wegscheider,  Z^,  anal.  Chem.,  29.  20,  1890. 

»  W.  B.  Hart,  Chem,  N&ics,  48.  193,  1888. 

*  J.  W.  Shade,  Joum.  Amer,  Chem,  Soc.,  28.  1422,  1906  ;  J.  T.  Baker,  Journ,  Ind,  Eng, 
Chem,,  X.  464,  1909. 

'  C.  K  ranch  gives  the  regulation  tests  for  impurities  in  reagents  in  his  Die  Pritfung  dsr 
chemischen  lUagentien  avf  Reinlmt,  Berlin,  1896  (J.  A.  Williamson  and  L.  W.  Dupre*s  transla- 
tion, New  York,  1902) ;  E.  Merck,  Frufung  der  chimisehen  Jleagenzien  auf  RHnheit^  Darmstadt, 
1912  ;  or  E.  White,  Analytical  ReagejUs,  London,  1911.  I  am  here  reminded  that  one  of  the 
county  councillors,  with  the  idea  of  "testing  the  analyst,"  introduced  a  "poison"  into  some 
beer  and  sent  it  to  the  county  analyst  to  report  on  adulterations  {Chem.  News^  54.  254,  1886). 
The  analyst  reported  the  sample  to  be  '  *  genuine  unadulterated  beer. "  The  analyst  was  right. 
The  poison  was  not  an  adulteration.  Had  the  analyst  been  asked  to  test  for  every  conceivable 
admixture,  the  "bill  of  costs"  would  have  startled  the  councillor.  I  mention  this  because 
it  illustrates  what  grotesque  notions  are  rife  as  to  the  functions  of  an  analyst  working  for 
commercial  purposes  at  a  specified  (minimum)  fee. 
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in  quantitative  analysis  particularly,  the  reagents  are  best  tested  by  blank  or 
dummy  analyses.^  The  blank  analysis  does  not  necessarily  give  absolute  cer- 
tainty, because  the  reactions  without  the  substance  are  not  necessarily  the  same 
as  with  the  substance.  In  most  cases,  however,  the  blank  analysis  is  an  excellent 
and  reliable  method  of  testing  the  purity  of  reagents,  and  it  frequently  furnishes 
a  means  of  correcting  the  results  of  the  analysis  proper. 


§  73.  Bottles  for  Reagents. 

In  a  laboratory  where  a  number  of  workers  use  the  same  bottles,  particular 
care  must  be  exercised.  Errors  might  easily  creep  into  the  work  from  an  inter- 
change of  stoppers,  placing  stoppers  on  the  working  benches,  mistakes  in  filling 
and  weighing  out  the  reagents,  etc.  The  necks  and  mouths  of  all  the  bottles 
should  be  kept  clean.  The  bottles  and  the  stoppers  should  be  numbered  so  that 
no  confusion  is  possible.  The  "  mushroom  "  stopper  (fig.  84)  is  not  sufficient  to 
protect  the  mouth  and  lip  of  the  bottle  from  dust,  and  when  these  flat  stoppers 
are  "  stuck  "  they  are  unusually  difficult  to  loosen.^     F.  F.  Jewitt  has  designed 


Fio.  84. 


Fio.  85. 


Fio.  86. 


Fio.  87. 


a  stopper  with  a  pendant  flange  (fig.  85),  with  the  idea  of  protecting  the  mouth 
and  lip  of  the  bottle  from  dust.  These  bottles  are  at  present  made  in  two  sizes 
— 125  c.c.  and  250  c.c,  with  enamelled  labels.  The  250-c.c.  bottles  cost 
1  6b.  6d,  per  dozen.     These  stoppers  are  also  very  difficult  to  loosen  when  stuck. 

1  W.  A.  Dixon,  Chem.  News,  55.  228,  1887  ;  %b„  78.  294,  1898. 

^  Loosening  Fixed  Glass  Stoppers  and  Stopcocks. —Usually  the  stoppers  are  not 
ground  to  fit  t^e  bottles  well  enough  to  prevent  the  slow  evaporation  of  volatile  liquids  like 
ether,  chloroform,  etc.  The  better  the  stopper  is  ground  into  the  bottle,  the  more  it  is  liable  to 
*' stick."  When  a  stopper  is  fixed,  it  can  sometimes  be  loosened  by  tapping  with  the  handle 
of  a  pocket-knife,  followed  by  a  twisting  wrench  with  the  finders  or  a  pair  of  pliers  with  a  cloth 
between  the  pliers  and  the  glass.  Too  powerful  a  wrench  will  break  the  stopper.  If  the  bottle 
still  resists,  warm  the  neck  with  a  cloth  wet  with  hot  water,  or  better,  slowly  warm  the  bottle 
by  turning  the  neck  rapidly  in  a  Bunsen's  flame  at  intervals  of  about  a  minute.  The  tempera- 
ture of  the  neck  is  thus  slowly  raised.  The  stopper  can  be  given  a  tap  and  wrench  immediately 
after  the  neck  has  passed  through  the  flame.  Too  great  or  too  sudden  heating  will  fracture  the 
bottle.  An  obstinate  stopper  can  sometimes  be  removed  by  leaving  a  little  oil  or  glycerine 
above  round  tbe  neck  of  the  bottle,  say  overnight.  A  tap  and  wrench  may  then  loosen  the 
stopper.  If  the  stopper  be  still  fast,  invert  the  bottle  in  a  vessel  of  water  so  that  the  water 
reaches  to  the  shoulder  of  the  bottle.  Let  the  bottle  be  inclined  so  as  to  prevent  a  bubble  of 
air  being  entrapped  in  the  gutter  between  the  stopper  and  the  bottle.  This  would  prevent  the 
water  gradually  working  its  way  between  the  stopper  and  the  bottle.  The  stopper  may  be  tried 
with  the  tap  and  wrench  after  standing  one,  two,  three,  or  four  days.  If  it  still  resists,  warm  the 
water.  As  the  water  is  warming,  the  bottle  may  be  removed  every  now  and  again,  to  find  if  the 
stopper  will  yield  to  the  tap  and  wrench.  Time  and  patience  are  generally  eflfective.  Sometimes 
the  bottle  is  wanted  at  once,  and  the  tapping  and  wrench,  or  the  heating  over  the  Bunsen's 
burner,  are  continued  until  either  the  stopper  loosens  or  the  bottle  breaks.  The  means  taken  to 
prevent  accidents  will  naturally  depend  on  the  contents  of  the  bottle.  The  naked  flame  would 
not  be  tried  with  a  bottle  of  ether,  nor  would  such  a  bottle  be  heated  very  much. 
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Swarts  ^  has  designed  a  glass  stopper  (fig.  86)  which  has  the  advantage  of  not  stick- 
ing with  solutions  of  caustic  alkali,  etc.  The  cone  of  the  stopper  fits  the  neck  of 
the  bottle  loosely,  but  the  flat  part  of  the  stopper  on  the  under  side,  as  well  as  the 
corresponding  neck  of  the  bottle,  are  polished  flat,  so  that  a  close  joint  is  obtained. 
These  bottles  cost  about  25  per  cent,  more  than  ordinary  stoppered  bottles. 

I  prefer  to  keep  the  regular  reagents  in  250-  and  500-c.c.  resistance  or  Jena 
glass  bottles  with  stoppers  shaped  as  indicated  in  fig.  87,  and  with  a  rubber  or 
loose  glass  cap  placed  over  the  neck  as  illustrated  in  the  diagram.  The  250-c.c. 
bottles  (10s.  9d.,  unlabelled,  per  dozen)  are  recommended  when  only  small 
quantities  of  solution  are  needed ;  the  500-c.c.  bottles  cost  13s.  6d.  per  dozen. 
The  caps  cost  Is.  per  dozen.  When  the  bottles  are  in  use,  the  stoppers  can 
either  be  placed  on  a  watch-glass  or  similar  surface,  or  held  between  the  fingers, 
or  gripped  in  the  palm  of  the  hand,  in  such  a  manner  as  not  to  interfere  with 
the  using  of  the  bottle  for  pouring,  etc.  For  standard  solutions  1000-  or  2000- 
c.c.  bottles  are  recommended  (16s.  3d.  and  23s.  per  dozen).  Winchester  bottles 
are  usually  excellent  for  this  purpose,  and  are  much  cheaper. 

The  acid  bottles,  if  convenient,  are  best  kept  on  sheets  of  glass  or  rubber 
which  rest  on  wooden  shelves.^  The  labels  of  the  acid  bottles  should  be  sand- 
blasted (4s.  per  dozen)  or  enamelled  (6s.  per  dozen). 

Books  (Is.)  of  printed  labels  of  the  more  common  reagents  are  sold  by  the 
dealers.  Special  paper  labels  for  solutions,  made  up  according  to  the  equivalent 
system  described  below,  are  available  where  enamelled  or  sand-blasted  labels  are 
not  used.  Blank  labels  are  sold  in  packets  and  gummed  ready  for  use.^  The 
proper  designation  should  be  written  in  Indian  ink.  When  the  ink  is  dry,  the 
label  is  gummed  to  the  bottle  and  then  coated  with  size.^  When  the  size  is  dry, 
the  whole  is  varnished  * — one  or  two  coats.  Solids  and  liquids  are  usually 
supplied  in  corked  or  stoppered  bottles.  Their  labels  should  be  sized  and 
varnished,  as  indicated  above,  before  the  bottles  are  shelved.  Otherwise  a  bottle 
may  be  found  with  a  label  missing  at  an  inconvenient  time.  Unprotected  labels 
have  a  way  of  dropping  off,  and  the  writing  is  liable  to  fade  in  humid  climates. 

When  an  analysis — qualitative  or  quantitative — is  in  progress,  the  beakers, 
basins,  flasks,  and  funnels  should  be  labelled  without  delay.  This  will  prevent 
confusing  filtrates,  precipitates,  and  samples  with  one  another.  A  circular  or 
oval  patch  can  be  sand-blasted  on  glass  beakers,  etc.,  so  that  they  can  be  easily 
marked  with  a  lead  pencil.  Faber  manufactures  a  pencil  (No.  2251)  which  can 
be  used  for  writing  (blue)  on  glass  and  porcelain.^  It  writes  best  if  the  surface 
is  clean  and  warm.     The  writing  can  be  removed  by  wiping  with  a  damp  cloth. 


1  T.  Swarts,  Chem.  Ztg,^  14.  836,  1890;  A.  Gawalovski,  Rundshau,  1131,  1890;  Oel- 
FeU'Industrie,  9.  114,  1892. 

'  Painting  the  side  of  the  lip  of  the  bottle— not  the  top  of  the  bottle — with  melted  paraffin 
prevents  solutions  trickling  down  the  outside,  and  incidentally  facilitates  the  delivery  of  the 
reagent  in  drops— CA«m.  News,  65.  179,  1892, 

'  Cement  for  fixing  Paper  to  Wood,  Glass,  or  Metal.— Either  of  the  following 
mixtures  may  be  used  :-^l)  Dissolve  40  grms.  of  gum  arabic  and  10  grms.  of  gum  tra^canth  in 
200  C.C.  of  water.  Strain  the  solution  through  linen,  and  add  40  grms.  of  glycerine.  Make 
the  solution  up  to  400  cc,  and  stir  in  30  drops  of  oil  of  cloves  to  prevent  putrefaction.  (2) 
Rub  40  grms.  of  rye  flour  with  6  grms.  of  alum  to  a  paste  with  80  cc.  of  water.  Mix  this  with 
200  cc.  of  boiling  water,  and  heat  the  solution  until  the  paste  is  stiff  when  cold.  Stir  in  10 
grms.  of  glycerine  and  30  drops  of  oil  of  cloves. 

*  Paper  Size. — This  can  be  made  from  isinglass  or  gelatine,  or  purchased  from  the  dealers. 

'  Paper  Varnish. — Quick -drying  "paper"  or  "copal"  varnish,  from  dealers  in  artists' 
materials,  gives  good  results  —  the  copal  varnish  for  preference.  If  the  size  or  varnish  be 
unsuitable,  or  if  the  label  has  been  imperfectly  sized,  unsightly  greasy-looking  patches  will 
appear  on  the  label.     The  first  coat  of  varnish  must  be  *'  set  hard  "  before  the  second  is  applied. 

'  "Vitro  ink"  is  sometimes  useful  for  writing  on  glass.  The  writing  will  resist  damp 
atmospheres  and  concentrated  acids,  but  not  boiling  water  or  alkalies. 
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§  74.  The  Action  of  Reagents  on  Glass  and  Porcelain. 

In  his  study  of  the  alleged  tratisformation  of  water  into  earth,  Lavoisier  ^ 
(1770)  showed  that  water  dissolves  glass  vessels.  This  subject  is  of  great 
importance  in  analytical  chemistry.  Errors  may  arise  owing  to  the  action  of 
the  acid  on  the  glaze  of  the  porcelain  basins  during  the  silica  evaporation,  etc., 
and  some  glazes  are  more  readily  attacked  than  others.  Even  the  best  of  dishes 
are  much  eroded  after  they  have  been  in  use  some  time.  Some  of  the  poorer 
types  of  porcelain  may  lose  0*005  grm.  in  weight  after  a  four-hours*  evaporation 
of  the  hydrochloric  acid  solution,  while  the  better  types  will  not  lose  0'0005  grm. 
by  a  similar  treatment.  The  former  number  means  that  in  a  clay  analysis 
with  two  evaporations,  in  that  type  of  porcelain,  the  silica  precipitate  may  be 
augmented  0*006  grm.,  the  alumina  precipitate  0  002  grm.,  and  the  lime  pre- 
cipitate 0*0003  grm.  This  matter  therefore  requires  some  attention.  Of  course 
the  difficulty  is  overcome  by  evaporating  in  platinum  basins,  but  that  involves 
an  outlay  of  over  £20.  It  is  therefore  necessary  under  ordinary  circumstances 
to  use  porcelain  glazed  with  a  resistant  glaze. 

The  action  of  different  solutions  on  glass  is  far  more  vigorous  than  on 
porcelain,  but  some  types  of  glass  resist  better  than  porcelain  wuth  an  unsuitable 
glaze.  It  is  therefore  bad,  on  principle,  to  allow  filtrates,  etc.,  to  lie  any  length  of 
time  in  porcelain  or  glass  vessels — particularly  the  latter.  In  some  cases  the  con- 
tamination from  the  glass  may  be  serious.  Thus,  if  glass  contains  arsenic  ^  (page 
285),  an  error  may  arise  in  toxicological  work  with  serious  consequences.  A  great 
many  investigations  have  been  made  on  the  action  of  water  and  various  solutions 
on  glass  and  porcelain  vessels.^  The  following  may  be  taken  to  represent  the 
amount  in  milligrams  dissolved  by  100  c.c.  of  the  given  reagents  in  four  hours : — 

Table  XXII I. — Action  of  Reagents  on  Pm'celain  and  Glass, 


Berlin  porcelain  evap.  basin  . 
German  porcelain  evap.  basin 
Bohemian  glass  flask 
Common  glass  flask 


Water. 


0 

1-8 
1*8 
1-4 


HCl 
(20  per  cent). 


0-06 
0-4 
0-1 
27 


Hj^O^  KOH 

(24  [ter  cent).  (1  yvst  cent). 


0 

0-6 
0-6 
8-0 


6-6 
1  1 
1-2 
5-8 


Na,CO, 
(6  per  cent). 


3-8 
9-2 
1-75 
4-8 


From  Cowper's  work  it  appears  that  solutions  of  ammonium  chloride  and  of 
ammonium  sulphide  usually  attack  glass  rather  more  vigorously  than  sodium 
carbonate.  It  is  important  to  bear  these  facts  in  mind  when  precipitations  are 
made  in  ammonium  sulphide  solutions  and  left  for  some  time,  as  is  often  done, 
to  ensure  the  complete  precipitation  of  the  sulphides 


^  A.  L.  Lavoisier,  (EuvreSj  Paris,  2.  1,  1864. 

«  W.  Fresenius,  2cU.  anal.  Chem,,  22.  897,  1883;  S.  K.  Scholes,  Joum.  Ind,  Eng,  Chefn,, 

4.  16,  1912. 

'  R.  Fresenius,  Anleitung  zur  quantUativen  ehemischen  Analyse^  Braunschweig,  2.  767, 
1905  ;  Eng.  trans.,  Loudon,  2.  626,  1900  ;  A.  Emmerling,  Liehigs  Ann,,  150.  257,  1869;  R. 
Weber  and  E.  Sauer,  ZeU.  angew.  Clum,,  4.  662,  1891  ;  Ber.,  25.  70,  1814,  1892  ;  F.  Foerster, 
t6.,22.  1092,  1889;  25.  2494,  1892;  F.  Mylius  and  F.  Foerster,  26.,  22.  1092,  1889  ;  24. 
1482,  1891;  ZeU,  anal.  Chem.,  31.  141,  1892;  F.  Foerster,  ib,,  33.  299,  822,  1894;  C. 
Bunge,  ib.,  52.  15,  1913  ;  P.  Truchot,  Cowpt.  Bend,,  78.  1022,  1874  ;  R.  Cowper,  Joum. 
Chem.  Soc.,  41.  254,  1882.  For  a  lengthy  discussion  on  this  subject,  see  H.  HoTestadt, 
Jena  Glass,  London,  319,  1902.     For  toughened  glass,  see  R.  J.  Friswell,  Chetn.  News,  52. 

5,  1885 ;  J.  S.  Stas,  ib„  17.  1,  1868  ;  F.  Siemens,  Joum,  Soc  Arts,  33.  886,  1885. 
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Mylius  and  Foerster  give  the  following  data  for  the  action  of  water, 
2N-NaOH  and  N-HjjSO^  solutions  at  100"  for  six  hours.,  and  a  2N-Na2C03  solution 
at  100*  for  three  hours.     The  numbers  represent  milligrams  per  square  decimetre. 


Table  XXIV, — Action  of  Reagents  on  the  Best  Types  of  Glass  Apparatus. 


'^: 

Beakers. 

Flasks. 

Water. 

HsS04. 

VTarvTT 

XT-  r\r\ 

Water. 

HaS04. 

NaOa  NaaCOi^ 

20'.        80'. 

Si  aU  rL.  1^  tij|Vyv/8. 

1 

1 

20^         80^ 

Jens 
Bohemian 

0-0054 
0-0071 
0-118 

0  0144 
0-0035 
0-219 

0 
0 
5 

41 
53 
87 

23 
19 
49 

0-0128 
0-0063 
0-093 

0-0128 
0-0057 
0-255 

0 

0 

11 

51 
63 
52 

26 
24 

70 

We  are  thus  in  a  position  to  form  some  idea  of  what  is  taking  place  when 
filtrates,  etc.,  are  allowed  to  stand  any  length  of  time  in  porcelain  or  glass  vessels. 
To  illustrate  the  possible  constituents  to  be  found  in  the  product  of  the  reaction 
between  the  reagents  and  different  types  of  glass,  the  following  analyses  are 
quoted  from  Walker's  investigation '  on  chemical  glassware : — 


Table  XXV, — Composition  of  Chemical  Glassware, 


AlA 

Trade  Name. 

SiO,. 

and 

MnO. 

ZnO. 

MgO. 

CaO. 

K2O. 

Na,0. 

BaO,. 

AsjOj. 

76-02 

Fe,0^ 

tr. 

•  •  ■ 

0-30 

7-38 

7-70 

•  •  • 

•  •  • 

J.  Kavalier's  Bohemian 

0-64 

7-60 

Resistance  "R" 

68-00 

2-32 

0-14 

2-40 

5-04    4-80 

1-82 

10-17 

6-53 

0-24 

**  Wiener  Normal  Gerathe 

74-00 

0-66 

0-01 

0-24 

016 

7-76 

5-51 

9-69 

2-16 

•  •  • 

Glas" 

Thiiringen 

74-86 

0-90 

tr. 

•  •  « 

0-16 

9-40 

0-14 

14-83 

... 

•  «  • 

"Schottfc  Gen.,  Jena"    . 

66-74 

2-77 

0-65 

8-28 

4-60 

0-28 

0-08 

8-99 

7-18 

■  •  • 

"NonsolW.T.  Co." 

65-04 

3-78 

0-04 

8-88 

1-44 

1-75 

0  08 

12-72 

6-28 

•  «  • 

Bohemian 

70-80 

100 

1-04 

■  ■  • 

0-08 

7-88 

7-67 

8-59 

•  ■  • 

•  •  ■ 

The  glaze  of  porcelain  basins  contains  silica,  alumina,  alkalies,  and  alkaline 
earths.  The  glaze  is  of  a  felspathic  type,  with  or  without  lime.  In  work  with 
silicates,  therefore,  the  best  type  of  glass  to  use  is  obvious.  It  is  unfortunate 
that  the  impurities  introduced  from  the  glass  and  porcelain  vessels  are  those 
very  constituents  which  have  to  be  specially  determined. 

A  few  rules  may  now  be  indicated  : — (1)  If  possible,  do  not  allow  the  solutions 
to  stand  in  glass  or  porcelain  vessels  for  any  length  of  time,  particularly  in  glass. 
(2)  If  the  work  be  interrupted,  so  that  solutions  must  stand  over,  if  there  be 
no  other  objections,  acidify  the  alkaline  solutions  before  they  are  placed  on  one 
side.  (3)  If  solutions  must  stand  over,  it  is  better  to  use  good  porcelain  than 
glass  vessels.  (4)  One  of  the  three  types  of  glass  indicated  in  Table  XXIV.,  or  some 
other  resisting  glass,  should  be  employed  for  general  work  in  place  of  the  more 
soluble  types  of  glass.  (5)  For  exact  work,  a  blank  experiment  should  be  made, 
using   nothing  but   the   regulation   reagents,  in  similar  quantities,  and  under 


»  R.  H.  Walker,  Jmirn.  Amer,  Chem.  Soc.,  27.  865,  1905. 
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similar  conditions  to  those  actually  employed  in  the  analysis  proper.  This  plan 
not  only  corrects  impurities  in  the  reagents,  but  it  also  enables  us  to  practically 
eliminate  the  sources  of  error  now  under  discussion.  This  has  been  done  in  the 
example  given  on  page  185.  (6)  Precipitations  made  in  alkaline  solutions 
which  have  stood  some  time  in  glass  vessels  are  almost  certain  to  be  contamin- 
ated with  silica,  and  in  exact  work  a  correction  must  be  made — €,g,,  cobalt  and 
nickel  precipitations,  page  391.  (7)  Remember  that  solutions  of  reagents  are 
usually  kept  in  glass  vessels.  Such  solutions  may  accordingly  be  contaminated 
with  silica,  etc.  See,  for  instance,  the  determination  of  phosphorus  by  the 
oolorimetric  process,  page  603.^ 

§  75.  The  Equivalent  Ssrstem  of  making  Solutions. 

There  are  many  advantages  in  making  the  concentrations  of  the  liquids  and 
solutions  used  in  analytical  work  follow 'a  definite  system.  Some  make  the 
solutions,  as  nearly  as  possible,  on  the  "  1,  2,  5,  10,  20,  .  .  .  parts  of  reagent 
per  100  parts  of  water"  system.  WoUny '-*  recommends  using  multiples  or  sub- 
multiples  of  the  equivalent  weight  (page  45)  employed  in  volumetric  analysis, 
but  the  solutions  need  not  be  made  up  with  such  a  degree  of  accuracy  as  obtains 
in  volumetric  analysis.  Hence,  the  amount  of  reagent  in  a  given  volume  of 
solution  is  approximately  known,  and  equal  volumes  of  the  reagents  bear  a  fixed 
relation  one  to  another.  For  instance,  barium  chloride  (molecular  weight  244) 
will  have  122  grms.  per  litre.  This  is  called  an  *'  E  "  solution  ;  concentrated  hydro- 
chloric acid  (molecular  weight  36*5),  of  specific  gravity  1*1565,  has  365  grms.  per 
litre,  and  is  therefore  a  "  lOE"  solution  ;  potassium  chromate  (molecular  weight 
194-5)-  has  486  grms.  per  litre,  and  is  therefore  a  **5E"  solution.  The  same 
system  was  suggested  by  Reddrop  in  1890.  Reddrop  (1890)  recommended  the 
designation  "  E,"  and  Wollny  (1885)  the  German  equivalent  "  Aeq."  The  differ- 
ence between  an  **E"  solution  and  a  "N"  solution  rests  on  the  fact  that  a 
"  normal "  solution  is  supposed  to  be  exact ;  the  "  equivalent "  solution  is  approxi- 
mate, and  **  rounded  "  atomic  weights  may  be  used  in  the  calculations. 

With  this  system,  the  amount  of  reagent  required  for  a  specific  purpose  can 
be  readily  calculated,  and  the  addition  of  a  great  excess  avoided.  This  means  a 
saving  in  time,  labour,  and  material ;  and  it  indirectly  leads  to  more  accurate 
and  reliable  work.  Thus,  1  c.c.  of  an "  E "  solution  of  sulphuric  acid  or  any 
sulphate  will  very  nearly  suffice  for  the  quantitative  precipitation  of  the  barium 
from  1  c.c.  of  an  "  E "  solution  of  barium  chloride.  Again,  suppose  that 
1  grm.  of  clay  be  fused  with  7*5  grnjs.  of  sodium  carbonate  (molecular  weight 
106),  and  the  cooled  mass  taken  up  with  water  and  an  excess  of  hydrochloric 
acid.  Since  7*5  grms.  of  sodium  carbonate  correspond  with  a  little  less  than 
one-aeventh  of  an  equivalent  (53),  the  addition  of  143  c.c.  of  10  E-HCl  will 
suffice  to  neutralise  the  sodium  carbonate.  Hence,  say,  15  c.c.  of  the  acid  will  be 
an  excess.  If  the  acid  be  evaporated  down  to  dryness  twice,  in  the  regular 
manner,  and  taken  up  the  second  time  with  2  c.c.  of  the  lOE-HCl,  it  will  be 
obvious  that  2  c.c.  of  IOE-NH3  will  suffice  for  the  neutralisation  of  the  acid,  and 
3  c.c.  will  be  an  excess  of  ammonia.  This  example  shows  how  easily  we  can  learn 
just  how  we  stand  with  the  quantities  of  the  reagents  present  in  our  solutions. 
Measuring  cylinders  are  useful  for  delivering  definite  volumes  of  the  "  E  "solutions. 


^  Ammonia  and  many  other  solutions  are  best  kept  in  cerasine  bottles  or  bottles  lined  with 
cerasine  (cerasine  is  a  white  wax  prepared  from  ozokerite)—  0.  Schreiner  and  G.  H.  Failyer,  Bull. 
U.S.  Dejjf..  Agric.  {Soils),  31.  20,  1906. 

2  R.  Wollny,  Zeii,  anal,  Ghem.,  24.  402,  1885;  R.  Blochmann,  Ber.,  23.  81,  1890; 
J.  Reddrop,  Chcm.  Neics,  61.  245,  256,  1890. 
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Wollny  recommends  the  use  of  pipette  bottles  (fig.  30),^  by  means  of  which  definite 
volumes  can  be  quickly  measured.  These  bottles,  however,  are  rather  expensive 
(48.  6d  each),  though  they  are  handy  for  a  few  of  the  more  common  reagents. 

The  strengths  of  the  acids  and  ammonia  are  easily  obtained  by  means  of  the 
hydrometer  and  the  tables  in  the  Appendix.  For  example,  take  sulphuric  acid. 
From  Table  LXXIV.  and  the  hydrometer  we  find  that  an  acid  of  specific  gravity 
1  -84  has  1759  grms.  of  H^SO^  per  litre.  Taking  49  as  the  equivalent  of  H3SO4,  it 
follows  that  this  acid  is  j^  of  1759  =  36£  strength.  Obviously,  1 : 1  acid  requires 
500  c.c.  of  the  concentrated  acid  per  litre.  The  litre  of  the  cold  solution  thus 
corresponds  with  IdE  acid.  If  5£  acid  be  needed,  the  solution  must  contain 
5x49  =  245  grms.  of  HgSO^  per  litre.  If  1759  grms.  of  HgSO^  correspond  with 
a  litre  of  the  stock  acid,  245  grms.  of  H^SO^  will  correspond  with  139*3  c.c.  of  the 
concentrated  acid.     This  must  be  made  up  to  a  litre.     In  further  illustration  : — 

Table  XXVI. — Strengths  of  Stock  Acids  and  Ammonia. 


Sulphuric  acid,  sp.  gr. 
1-84=86E. 

Hydrochloric  acid, 
8p.  gr.  1*16  =  lOE. 

Nitric  acid,  sp.  gr. 
l-50  =  22-4E. 

Amiaonium  hydroxide, 
sp.  gr.  0*88  =  18E. 

£. 

20 

10 

5 

1 

cc.  acid  per  litre. 

E. 

•  •  • 

10 
5 

1 

cc.  acid  per  litre. 

E. 

•  ■  • 

10 
5 

1 

c.c.  acid  per  litre. 

446-5 
228-2 

44*7 

E. 

..  • 

10 

5 

1 

c.c.  per  litre. 

555*6 

277-8 

189-3 

28-0 

1660 
500 
100 

555-6 

277-8 

55  6 

The  concentrations  of  the  reagents  used  in  this  work  are  indicated  in  the 
footnotes  where  the  reagents  are  first  mentioned.  These  can  easily  be  located 
by  reference  to  the  Index. 

§  76.  Gas  Generators. 

The  arrangements  for  the  supply  of  hydrogen  sulphide  in  a  laboratory 
naturally  depend  upon  the  quantity  of  gas  to  be  used  at  one  time ;  the  frequency 
with  which  the  gas  is  wanted,  etc.  An  enormous  number  of  generators  have 
been  devised  with  the  object  of  giving  a  continuous  stream  of  gas  for  inter- 
mittent periods.  Many  of  the  artifices  designed  for  supplying  the  hydrogen 
sulphide  partake  of  the  nature  of  toys.     They  are  not  suited  for  serious  work. 

Preparation  of  Small  Quantities  of  Hydrofjen  Sulphide. — The  old-fashioned 
"Kipp,"  still  much  in  vogue  (fig.  153  2),  has  many  advantages  and  many  dis- 
advantages. Tlie  parts  are  not  replaceable,  so  that  if  one  part  be  fractured,  as  not 
infrequently  happens  while  recharging,  a  new  "  Kipp  "  must  be  purchased.  The 
acid  is  not  well  agitated,  so  that  when  that  portion  of  the  acid  which  comes  in 
contact  with  the  ferrous  sulphide  has  lost  its  activity,  the  reaction  becomes 
sluggish,  and  that  frequently  at  a  most  inconvenient  time.  The  "  Kipp  "  must 
then  be  recharged,  even  though  the  acid  be  not  exhausted.  Several  modifica- 
tions of  the  original  "  Kipp "  have  been  devised  to  rectify  some  of  these  faults. 
Wartha's  (fig.  138)  and  Frisweirs  (fig.  122)  modifications  are  improvements,  and 
either  of  these  forms  will  be  found  preferable  to  the  ordinary  "  Kipp." 


>  R.  Wollny,  le. ;  Warmbrunn  und  Quilitz,  Chem,  Ztg.,  17.  454,  1898. 
^  The  surface  of  the  glass  "  Kipp,*'  photographed  in  fig.  158,  is  much  corroded  by  hydro- 
fluoric acid. 
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If  a  great  amount  of  gas  be  not  required  I  recommeDd  ooe  of  these  forms.^ 
Their  advantages  over  the  plain  "  Kipp  "  are :  (1)  the  fresheBt  acid  is  brought  in 
contact  with  the  solid  (zinc,  ferrous  sulphide,  marble,  etc.);  (2)  the  emptying 
and  refilling  is  simple  ;  and  (3)  a  great  over-pressure  is  avoided.' 

Preparation  of  Large  QuantiCiet  of  Hydrogen  Sviphide. — I  prefer  an 
apparatus  of  thetype  of  de  Koninck's*  when  large  quantities  of  hydrogen  sulphide 
are  wanted  at  frequent  intervals.  L.  L. 
de  Koninclc'a  apparatus  (moditiod)  is  shown 
in  fig.  88.  The  buttle  J  (I  to  2  litres)  has 
two  tubes  on  opposite  sides  near  the  base. 
This  bottle  is  tilled  with  glass  marbles  to 
a  height  of  about  2  cm.  above  the  side 
tubes.  The  remainder  of  the  bottle  is  filled 
with  ferrous  sulphide  (lumps  or  preferably 
sticks).  By  means  of  glass  tubing,  rubber 
joints,  and  perforated  rubber  stoppers,  the 
side  tubes  are  connected  with  the  two  side 
necks  of  a  three-ueckcd  Woulff's  bottle  B 
(about  4  litres).  One  tube  passes  to  the 
bottom  of  the  bottle,  the  other  passes  just 
through  the  stopper.  This  latter  tube  has 
a  side  branch  by  means  of  which  it  is  con- 
nected, by  rubber  tubing,  with  a  side  tube 
blown  on  to  a  bottle  C  (1  to  2  litres).  The 
bottle  A  is  connected  with  a  Muencke's' 
gas  washer  D  containing  water.  A  three- 
way  Greiner-Friedtichs'  stopcock  ^  is  sealed 
on  to  the  gas  washer,  and  connected,  by 
means  of  a  rubber  joint,  with  a  tube  passing 
through  a  rubber  stopper  in  one  of  the 
necks  of  a  three-necked  WoullFs  bottle  F- 
(2  to  4  litres),  which  has  a  tubulure  fitted 
with  a  stopcock  J  ground  and  clamped  to 
the  side  neck  of  the  tubulure.  The  middle 
Fio.  83.-Hydrogcn  eulphide  »|.i«mtu».  n^ck  of  the  Woulft's  bottle  is  fitted  with  a 
stoppered  funnel  /,  which  is  convenient 
when  the  bottle  is  to  be  filled  with  water.  The  other  neck  of  the  bottle  is  fitted 
with  a  trap  G.*  The  tube  //  leiidinf^  from  the  trap  pasMes  to  the  stink  closet, 
where  it  is  fitted  with  two  to  four  stopcocks  which  supply  the  gas  to  test  tubes  ' 

'  V.  Wartha,  Bcr.,  151.  1872 ;  ZsU.  wml.  Cbem.  II.  180,  1872  ;  J.  Me[it«r,  ift.,  35.  373, 
1886  ;  R.  J.  Friswei],  Chim.  News,  00.  151,  1S04  ;  04.  106,  1906  ;  G.  Tliieic,  Chcm.  Zlg.,  as. 
4S8   1901  1  C.  Arnold,  ib.,  36.  229,  1902. 

'  The  drying  and  washing  bottles  can  be  fiipd  to  tlie  apparatus  itself  by  suitable  clamps— 
H.  Reckleben,  Chem.  Ztg.,   35.  279,  1911. 

'  L.  L.  de  Koninck,  fhtm.  Zlg.,  17.  1099,  1893  ;  Jiiiinu  Amcr.  Chnii.  Sir.,  16.  83,  18B4  ; 
F.  M.  Perkin,  JouFn.  Chcm.  .Soc.  ind.,  20-  438,  1901.  n^rkiii  added  the  bottle  forstoring 
"  HjS  water  "  and  also  improvcii  tlie  joints. 

*  R.  .Muencko,  Zeit.  aniil.  Chem.,  15,  62,  1876. 

'  E.  Qreiner  and  Friedrichs,  Zeit.  anal.  0/iem. ,  26.  60,  1887. 

'  To  prevent  ooiitaminatiiin  by  sucking  back  if,  by  accident,  //,  etc.,  be  opened 
before  E. 

'  Blocks  of  wood,  5  cm.  thick,  with  a  hole  i  cm .  deep  and  2  cm.  diani. ,  iire  useful  for  8Up|>ort- 
ing  test  tubes  while  their  contents  are  being  subjected  to  the  action  oJ'  the  gas.  There  are 
several  ways  of  delivering  the  ga  in  the  fame  chanilKT— C.  L.  Tarsoii,  Journ.  Amcr.  Chtm. 
Soe.,  as.  231,  1903. 
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or  flasks.  The  free  way  to  the  tap  E  is  convenient  if  a  current  of  gas  is  to  be 
led  elsewhere,  say,  to  an  apparatus  on  a  working  bench. 

All  the  rubber  connections  should  be  wired  on  to  prevent  leakage.  The  whole 
apparatus  may  be  mounted  on  a  wooden  stand  as  shown  in  the  diagram.  The 
bottles  should  be  prevented  moving  from  their  position  by  screwing  three  pieces 
of  wood  to  their  part  of  the  wooden  base.  The  middle  neck  of  B  has  a  perforated 
stopper  fitted  with  a  stoppered  tube  passing  to  the  bottom  of  the  bottle. 

To  charge  the  apparatus :  open  all  the  stopcocks,  pour  dilute  hydrochloric 
acid  1  into  C.  When  the  acid  has  risen  to  Z,  close  this  cock.  When  the  acid 
commences  to  rise  in  A,  close  E^  and  the  other  stopcocks.  Pour  the  remainder 
of  the  acid  into  C  until  C  is  between  half  and  three-fourths  filled.  Fill  the 
bottle  F  with  cold,  recently  boiled  distilled  water  vid  the  stoppered  funnel  1,^ 
Connect  D  with  F  by  means  of  the  stopcock  E^  and  the  apparatus  will  be  ready 
for  use  in  a  short  time.  The  absence  of  all  but  a  trace  of  air  from  the  atmo- 
sphere in  the  bottle  F  when  in  use  retards  the  decomposition  of  the  solution  in 
Fj  and  only  a  traCe  of  sulphur  will  be  deposited  in  F  by  the  oxidation  of  the 
"  H2S  water." 

To  empty  the  apparatus  for  cleaning :  connect  the  tube  L  with  a  rubber  tube, 
open  the  stopcock,  and  the  acid  will  soon  be  syphoned  into  a  suitable  receiver — 
say  the  sink.  To  recharge  the  apparatus :  close  the  stopcock  Z,  connect  E  with 
the  atmosphere,  and  proceed  as  before  to  pour  fresh  acid  into  C.  To  introduce 
new  ferrous  sulphide :  remove  D  by  loosening  the  rubber  joint  and  the  rubber 
stopper. 

Although  this  apparatus  costs  45s.,  and  a  large-size  "  Kipp"  19s.,  it  is  worth 
the  difference.  (1)  The  acid  and  ferrous  sulphide  do  their  work  more  efficiently 
and  economically ;  (2)  when  the  apparatus  is  not  in  use  it  need  not  stand  under 
pressure,  for  C  can  be  lifted  on  to  the  base,  and  the  cock  E  closed ;  ^  (3)  the 
gas  can  be  obtained  under  great  pressure  by  using  a  longer  connection  for  C 
and  lifting  C  to  a  higher  level ;  and  (4)  each  part  can  be  easily  replaced,  and 
the  cost  for  breakage  is  very  small. 

Hydrogen  Sulphide  free  from  Arsenic. — In  special  work,  toxicological  investiga- 
tions, etc.,  it  is  necessary  to  employ  hydrogen  sulphide  quite  free  from  arsenic. 
It  is  then  necessary  either  to  purify  the  gas  by  a  suitable  train  of  wash-bottles, 
etc.,*  or  to  employ  materials  free  from  arsenic  in  the  gas  generator.  The  former 
is  the  more  troublesome  process;  the  latter  is  usually  the  most  convenient. 
Various  mixtures  have  been  recommended  for  this  purpose.  Fresenius*  used 
calcium  sulphide  in  a  "Kipp"  with  dilute  hydrochloric  acid  (1  volume  acid, 
sp.gr.  1"12;  1  volume  water) ;  Winkler ^  recommends  barium  sulphide;  others,^ 


*  Concentrated  hydrochloric  acid,  2  volumes,  water  3  volumes.  With  bottles  the  sizes 
mentioned  above,  a  Winchester  of  acid  mixed  with  1^  Winchesters  of  water  will  suffice  for  a 
charge.  Sulphuric  acid  is  objectionable  because  the  ferrous  sulphate  is  liable  to  crystallise  and 
choke  the  tubes. 

^  Covered  by  a  lid  to  keep  out  dust. 

'  Although  E  is  usually  left  connecting  A  with  F^  and  C  as  shown  in  the  diagram,  E  must 
always  be  closed  before  C  is  lifted  down,  and  C  must  be  lifted,  as  shown  in  the  diagram,  before 
E  is  opened.  Otherwise,  water  will  flow  from  i^'  to  ^.  C  can  be  corked  when  not  in  use,  or  it 
can  be  fitted  with  a  perforated  rubber  stopper  and  tube  leading  into  the  stink  closet  or  outside 
the  building. 

^  0.  von  der  Pfordten  (Ber,,  17.  2897,  1884)  purifies  the  gas  from  ferrous  sulphide  and 
hydrochloric  acid  by  passing  it  over  a  laver  of  potassium  monosulphide  at  800**-850*. 

^  R.  Fresenius,  Zeit,  anal  Chem,,  20.  389,  1887. 

•  C.  Winkler,  Zeit,  anal,  Chem,,  27.  26,  1887. 

'  R.  Otto  and  W.  Reuss,  Arehiv  Pharm,  (8),  20.  919,  1884  ;  Ber.,  16.  2947,  1888;  H. 
Kloemann,  Ber.,  17.  209,  1884  ;  B.  Eosmann,  Ch4im.  Ztg.,  8.  138,  1884  ;  W.  Lenz,  ZeU,  anal. 
Chem,,  22.  893,  1888  ;  H.  Hager,  Pharm,  Centr.  (2),  5.  212,  1860. 
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mixtures  of  these  two  Biilphidea ;  Divere  and  Schimidzu '  recommeDd  magnesium 
sulphide ;  Uampe  '  uses  sodium  sulphide  with  dilute  sulphuric  acid  (1  :  10) ;  etc* 
The  Bulphidee  here  named  are  relativol;  easy  to  prepare  free  from  arsenic 

Waiking  Carbon  Dioxide. — See  page  192. 

Watking  Hydrogen  Go*.  — Oue  way  oF  cleaning  hydrogen  ib  indicated  on  page 
390 ;  another,  more  thorough  process,  is  to  attach  the  following  train  to  the  auto- 
matic generator  :  ( 1)  A  saturated  solution  of  mercurio  chloride  to  remove  hydro- 
carboDs  ;  (2)  potassium  hydroxide  bulbs ;  (3)  silver  nitrate  solution  ;  (4)  pieces  of 
solid  potassium  hydroxide;  (5)  granulated  calcium  chloride.     See  also  page  391, 

Wathiitg  Air. — The  air  is  forced  or  drawn  through  the  following  train  ;  (1) 
Goncentrat«d  sulpbunc  acid;  (2)  concentrated  potassium  hydroxide;  (3)  con- 
centrated sulphuric  acid. 

g  77.  Distilled  Water. 

The  water  used  in  quantitative  analysis  should  be  distilled  from  a  tin-lined 
copper  still  connected  with  a  tin-lined  copper  or  a  block-tin  condenser.*  The 
still  is  usually  titled  with  an  automatic  tiller,  so  that  the  overflow  water  from 
the  water  jacket  of  the  condenser  can  run  into  the 
still.  When  a  supply  of  steam  ia  available,  the  still 
can  be  replaced  by  a  tin-lined  copper  cylinder.  The 
cylinder  is  fitted  with  a  couple  of  perforated  shelves 
supporting  layers  of  calcined  quartz  pebbles,  which 
serve  to  filter  the  steam  and  prevent  dirt  being 
mechanically  carried  over  to  the  condenser.  In 
some  cases  the  distilled  water  is  obtained  by  affixing 
the  condeuser  to  the  steam  apparatus  used  for  drying, 
heating,  etc.''  All  depends  upon  the  local  conditions 
— the  quantity  of  distilled  water  required  per  diem, 
etc.  Stills  of  the  type  illustrated  in  fig.  89  are 
compact  and  convenient  where  but  snmll  quantities 
are  needed.  The  still  can  be  fiied  to  a  wall  in  any 
convenient  place.  These  stills  are  made  of  different 
sizes— capacity  from  2  to  10  litres  per  hour ;  price 
from  50s. 

If  the  water  is  to  be  freed  from  carbon  dioxide 

and  ammonium  carbonate,  the  first  portions   which 

pass  from  the  still  (not  an  automatic  still)  are  re- 

Fio.  88.— Jewell's  wsteratill.     jected,  and  the  water  should   be   boiled  some  time 

to  drive  off  the  adsorbed  gases — air,  carbon  dioxide, 

etc.     If  the  water  is  to  be  free  from  organic  matter,  it  can  be  distilled  from  an 

alkaline  solution  of  potassium  permanganate.     This,  however,  does  not  destroy 

'  E.  Divert andT.  Sehimidni,  Joarn.  Chum.  Soc.,  45.  270,  188*. 

«  W.  Hunpe,  C/ietn,  ZIg.,  14.  1777,  1890  ;   F,  Gerhani,  Arehiv  Pltarm,  (3),  23.  381,  1885. 

'  J.  Hftlwrmmin  {Vfrhandl.  nalurf.  Ver.  Briiun.  17.  14,  1891)  he»ta  a  mixture  of  one  uart 

calcium  anlpliide  with  two  |HrU  uf  magni<3iuiii  chloride  and  enough  water  to  make  the  whole 

*  Distiller)  water  is  almoit  without  action  on  block  tin.  Water  condensed  in  glasa  tubes  is 
objectionable  because  the  water  dissolves  appreciable  quantities  of  glass.  Thia  can  be  demon- 
strated ((t)  by  evaporating  sucli  water  to  dryness  in  a  platinum  dish  ;  and  (6)  by  the  Tact  that 
the  glass  tubes  soon  become  deeply  corroded. 

»  L.  W.  Hoffmann  and  R.  W.  Hoclistetter,  Jouth.  Amer.  ChiMt.  Sot. ,  17,  122,  IS06 ;  C.  E. 
Wait,  ib..  17.  917,  1896  :  H.  H.  Hall,  Joum.  Anal.  App.  Cheat.,  6.  ISO,  1892  ;  E.  Seligman, 
CA<ni.  A'dws,  93.  37,  IBOe. 
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all  the  ammonia.     To  remove  the  ammonia,  Stas^  distilled  the   water  from 
aluminium  sulphate. 

Receiver  for  Distilled  Water. — The  receiver  for  the  distilled  water  depends 
upon  the  amount  of  water  required  per  diem,  etc.  Owing  to  the  fact  that 
distilled  water  attacks  glass,  the  water  should  not  be  kept  any  great  length 
of  time  in  glass  vessels.  Tanks  linked  and  soldered  with  block  tin  are  best 
for  laboratories  where  inorganic  gravimetric  determinations  are  made,  since 
the  water  is  then  free  from  silica,  etc.,  which  lead  to  high  results.  The  tank 
can  be  fitted  with  a  glass  syphon  gauge.  Some  use  a  couple  of  glass  bottles 
with  glass  stopcocks  at  the  side.  One  bottle  is  filled  in  the  morning  and  used 
for  the  next  day's  supply.  Each  bottle  is  emptied  the  night  after  it  has  been 
filled  with  distilled  water.  The  distilled  water  should  be  tested  every  now 
and  again  by  evaporation  in  a  weighed  platinum  dish  to  make  sure  that  it  is 
free  from  contaminations. 


*  J.  S.  Sta3,  Chetn.  News,  4.  207,  1861 ;  15.  204,  1867  ;  Zeit.  anal.  Ohem.,  6.  417,  1867  ; 
(Euvres  Computes,  Braxelles,  z.  101,  586,  1894. 
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CHAPTER  X 

THE  DETERMINATION  OF  VOLATILE  MATTERS. 

§  78.  Hygroscopic  Moisture. 

The  term  "hygroscopic  moisture"  generally  includes  all  the  volatile  con- 
stituents, principally  moisture,  which  are  given  off  when  the  substance  is 
heated  to  a  certain  standard  temperature,  say,  110*.^  The  heating  is  continued 
until  the  substance  ceases  to  lose  weight.  The  ground^  sample  is  placed  in 
a  stoppered  weighing  bottle  of  known  weight.  The  bottle  and  contents  are 
then  weighed,  and  placed  in  an  air  bath^  at  the  desired  temperature.  The 
stopper  is  removed,  and  a  piece  of  filter  paper  is  placed  over  the  mouth  of  the 
weighing  bottle  to  keep  out  the  dust.  The  bottle  and  contents  can  be  left  in 
the  oven  overnight ;  the  stopper  of  the  weighing  bottle  is  placed  in  the  desic- 
cator with  the  bottle;  and,  when  cold,  the  stopper  is  inserted  and  the  whole 
weighed.  About  four  hours  usually  suflfices  for  the  drying,  but,  after  weighing, 
the  bottle  is  then  returned  to  the  air  bath  for  an  hour,  and,  when  cold,  re-weighed. 
If  no  further  loss  of  weight  occurs,  the  hygroscopic  moisture  of  the  clay  in  the 
bottle  is  represented  by  the  total  loss  of  weight  which  the  clay  suffers  when 
dried  at  109*-110'.  The  finely  ground  powder  is  dried  in  another  stoppered 
bottle,  in  a  similar  manner,  for  subsequent  analysis. 

One  purpose  of  removing  the  hygroscopic  moisture  before  the  unaljrsis  is  to 
secure  a  imiform  hygroscopic  condition  as  a  basis  for  comparing  the  analytical 
data.^  If  an  analysis  were  made  on  two  samples  of  one  clay,  one  sample  with 
5  per  cent,  less  hygroscopic  moisture  than  the  other,  the  silica  in  one  might  appear. 


1  Some  heat  the  clay  to  100*,  but  this  is  scarcely  high  enough ;  others  use  105",  120",  etc. 

'  Most  finely  eround  powders  absorb  moisture  so  tenaciously  that  some  is  retained  even 
after  the  powder  has  been  heated  to  110^  an  indefinitely  long  time.  In  fact,  R.  Bunsen 
{IFied.  Ann.,  24.  327,  1886  ;  A.  L.  Day  and  E.  T.  Allen,  Amer.  J.  Science  (4),  19.  98, 
1905  ;  J.  T.  Bottomley,  Chem.  News,  51.  85,  1885)  has  shown  that  a  red  heat  is  required 
for  the  expulsion  of  all  the  adsorbed  water. 

'  Either  a  toluene  bath,  fig.  90,  or  a  bath  fitted  with  a  thermostat,  fig.  116 — both  are 
shown  with  the  door  open.  Instead  of  toluene,  a  mixture  of  water  and  glycerol  may  be 
used  :  6  parts  of  water  to  1  of  glycerol  boils  nearly  at  105*  ;  and  a  mixture  of  1  part 
of  water  to  6  parts  of  glycerol,  at  120*.  Intermediate  temperatures  can  be  obtained  by  the 
use  of  intermediate  mixtures.  If  the  proportion  of  glycerol  be  increased  much  beyond  the 
limit  here  mentioued,  acrid  fumes  are  given  off— E.  J.  Reynolds,  CA^m.  News,  4.  319,  1861. 
An  aqueous  solution  of  calcium  chloride,  which  boils  at  the  desired  temf)erature,  can  also 
be  uscMi,  e.g.t  100  grms.  of  water  with  25  grms.  of  calcium  chloride  boils  at  105*  ;  with  41*5 
grms.  calcium  chloride,  at  110*  ;  with  69  grms.  of  calcium  chloride,  at  120* — G.  T.  Gerlaoh, 
/^eit.  anal.  Chem.,  26.  418,  1887.  I  prefer  toluene.  Concentrated  solutions  of  calcium  chloride 
sometimes  cause  trouble  by  attacking  the  joints  of  the  bath,  and  require  more  attention  owing 
to  the  cradual  loss  of  water.  To  prevent  any  escape  of  inflammable  toluene  vapours  into  the 
room  should  the  water  of  the  condenser  be  turned  ofi"  while  the  bath  is  going,  say  over- 
night, I  have  a  tube  (a,  fig.  90)  leading  from  the  top  of  the  condenser  to  the  outside  of  the 
laboratory. 

*  See  Z.  A.  James,  Sng,  Min.  Joum.,  90.  1047,  1910. 
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iu  the  Btatement  of  the  analysis,  as  60  per  cent.,  and  in  the  other  as  57  per  cent. 
This  all  in  the  same  clay.  Hence,  the  analytical  reeulte  will  appear  different 
according  as  the  sample  is  collected  in  moist  or  in  dry  weather. 

It  is  generally  advisable,  with  commercial  materials,  to  determine  the  amount 
of  "hygroscopic  moisture  lost  at  100°  "or  "at  110'."'  For  clays,  it  is  beet  to  use 
109°-U0°.     Some  materials  would  be  decomposed  at  this   temperature.       For 


Fio.  90.— Toluene  b&th  at  10B°-110°, 

example,  superplioaphatcs  are  liable  to  decompose  at  1 10°.  This  is  illustrated 
by  the  following  determinations  of  the  weights  of  acid  calcium  phosphate* — 
QiH^(PO^)j  -when  heated  one  hour  at  the  temperatures  stated  : 

Temperature   .        .     100°      105'    110°     120' 
Deoompcndtian  0  2-0      4 '3      iS 

If  the  samples  for  analysis  are  received  in  paper  or  in  canvas  tM^:s,  it  is  not 
much  use  determining  the  hygroscopic  moisture,  because  the  result  may  be 
greater  or  leas  than  when  the  sample  was  originally  paclted  for  the  analyst.  If 
the  hygroscopic  moisture  is  to  be  determined,  the  sample  should  be  heniietically 
sealed  in  a  vessel  which  will  not  allow  an  absorption  or  evolution  of  moisture. 
There  are  some  "  tricks"  in  sampHug  when  the  moisture  question  is  left  open.' 

'  For  the  moisture  reUined  by  miDy  «alta  dried  in  >  stMm  oven— B 7'- 98°— see  H.  W. 
Hake,  Froc.  Ch«m.  Soc.,  13.  U7,  1897  ;  r.  W,  Smither,  ^mtr.  Ckem.  Jmim.,  19.  227,  1897. 
0-2864  gnn.  orcftlcinm  chloride,  CaClj,  after  the  30th  day,  weighed  08200  grm.  ;  0-431B  grm. 
calcium  nitrate,  Ca(NO])„  0'4fi50  grm.  ;  O'lSO?  ^(nn.  magnntium  chloride,  MgCl^,  02136  grm. 
The  cambers  varied  a  little  according  to  the  hycruscoijic  condition  of  the  atmosphere. 
Obviously,  therefore,  wt  cannot  consider  drying  in  the  steam  oven,  \ad  jioasibly  air  baths,  a 
sufficient  means  of  standardn^inf;  tbe  hygroxcopic  condition  of  all  materials. 

'  J.  Stoklasa,  ZeU.  anal.  Chem.,  ag.  3»0,  1890  :  H.  Bimbaum,  ZtU.  Chem.  (2),  I4.  137, 
1871.     For  white  lead,  see  p.  SIS. 

*  Spooner  and  Bailey,  Chem.  News,  21,  21,  1870, 
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In  order  to  distinguish  between  the  moisture  which  has  been  absorbed  by  a 
given  substance  from  its  surroundings,  and  that  which  is  given  off  by  the  de- 
composition of  hydrated  aluminium  silicates,  salts  with  water  of  crystallisation, 
etc.,  at  llO"*,  the  substance  is  dried,  not  at  110*',  in  an  air  bath,  but  at  atmospheric 
temperatures  in  a  desiccator  over  concentrated  sulphuric  acid — preferably  in 
vactto.  This  may  occupy  days  or  even  weeks.  The  time  can  be  shortened  by 
drying  the  powder  in  a  tube,  in  a  current  of  air^  dried  by  passage  through, 
say,  sulphuric  acid,  followed  by  phosphorus  pentoxide.  The  loss  in  weight 
indicates  the  amount  of  moisture  lost.^  The  moisture  can  be  reabsorbed  in  a 
drying  tube  charged  with  phosphorus  pentoxide,  and  the  increase  in  its  weight 
repiBsents  the  moisture  removed  from  the  clay.  This  gives  the  hygroscopic 
moisture  less  the  trace  which  the  clay  retains  with  remarkable  tenacity,  even  at 
elevated  temperatures. 

The  atmosphere  in  some  air  baths,  steam  ovens,  etc.,  is  quite  humid,  and 
contaminated  with  sulphurous  oxides,  etc.,  arising  from  the  products  of  the  com- 
bustion of  the  coal  gas  beneath  the  oven.  These  gases  find  their  way  into  the 
oven  between  the  door  and  the  front  of  the  oven.  In  the  diagrams,  iigs.  90  and 
116,  these  gases  are  shown  deflected  up  the  back  -of  the  oven,  where  they  do 
no  harm.  A  ledge  vertically  downwards  is  fixed  on  the  front  and  on  two  sides, 
as  shown  in  the  diagrams.  There  are  also  certain  risks  attending  the  use  of 
ovens  lined  inside  with  metal.  Dust  from  the  corroded  metal  may  fall  on  to  the 
materials  being  dried.  It  is  not  difficult  to  line  an  oven  with  glazed  porcelain 
or  earthenware  slabs,  which  can  be  obtained  to  fit  the  oven.^ 

§  79.  Loss  on  Ignition. 

This  term  is  employed  to  represent  the  total  loss  in  weight  which  occurs 
when  the  clay  is  calcined  at  a  bright  red  heat.  The  ''  loss  on  ignition  "  may 
thus  include  the  loss  in  weight  which  attends  the  expulsion  of  water  (page  573) 
formed'  during  the  decomposition  of  the  clay ;  carbon  dioxide  from  the  carbon- 
ates (page  553),  sulphurous  gases  from  the  sulphates,  and  the  oxidation  of 
sulphides ;  ^  the  combustion  of  carbon  and  organic  matter  (page  546) ;  the  volatilisa- 
tion of  ammonium  compounds,  alkalies,  etc.  The  loss  in  weight  on  ignition  is 
usually  great  enough  to  mask  the  gain  in  weight  which  occurs  during  the  more 
or  less  incomplete  oxidation  of  ferrous  to  ferric  and  magnetic  oxides ;  manganese 
compounds  to  MugO^,  etc.  However,  it  is  not  uncommon  to  find  firebricks 
which  gain  up  to  0*5  or  even  I'O  per  cent,  on  ignition.  This  is  probably  due 
to  the  oxidation  of  ferrous  and  metallic  iron.  Sometimes  these  bricks,  when 
powdered  and  treated  with  acids — dilute  hydrochloric  acid,  for  instance — give  off 
hydrogen  gas,  showing  the  presence  of  metallic  iron.*  The  loss  on  ignition  is  not 
always  satisfactory  for  exact  investigations,^  but  for  industrial  purposes  it  some- 
times indicates  what  is  likely  to  happen  when  a  clay  is  fired  in  the  ovens  or  kilns. 

To  determine  the  loss  on  ignition,  about  1  grm.^  of  the  clay  is  calcined  in 


^  When  this  experiment  is  done  carefully,  some  very  curious  curves  are  obtained.  Part  of 
the  water,  usually  thought  to  be  "combined  water,"  behaves  as  if  it  were  ''hygroscopic 
moisture" — E.  Lowenstem,  Zeit.  anorg.  Chem.,  63.  69.  1909.     See  page  675. 

*  F.  P.  Tread  well,  Kurzes  Lehrbuch  der  analytisehen  ChemiCy  Leipzig,  2.  21,  1911  ;  Eng. 
trans.,  22,  1904. 

*  The  sulphur  may  be  retained  by  free  lime,  etc.,  if  present  in  the  form  of  sulphates. 

^  F.  Stolba  {ZeiL  anal,  Chem. ,  7.  98, 1868)  shows  that  a  correction  can  be  made  if  the  amount 
of  ferrous  oxide  be  determined,  because  one  part  of  this  oxide  increases  by  0*1  111  grm.  on  passing 
to  the  ferric  condition. 

^  For  the' direct  determination  of  water,  carbon,  carbon  dioxide,  etc.,  see  later  chapters. 

This  saves 


•  If  the  clav  be  not  very  hygroscopic,  exactly  1  grm.  may  be  weighed  out. 
trouble  in  calculations,  but  it  is  necessary  to  guard  against  the  error  mentioned  on 


page  54. 
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a  weighed  platinum  crucible  recently  heated  red-hot,  and  cooled  in  a  desiccator. 
The  crucible,  during  the  earlier  stages  of  the  ignition,  is  inclined  30°-45*  on  a 
platinum  or  quartz  triangle,  as  indicated  iu  fig.  91.  The  flame  is  so  arranged 
that  it  does  not  envelop  the  whole  crucible,  but  impinges  on  one  side,  so  that 
the  air  can  circulate  freely  about  the  mouth  of  the  crucible.  Some  clays,  ball 
clays  in  particular,  must  be  heated  very  alowly  at  first,  or  tine  particles  of  clay 
will  be  carried  away  from  the  crucible  with  currents  of  gas  and  steam.  A  blast 
ifl  usually  needed  for  the  later  stages  of  the  ignition.'     A  crucible  is  shown  in 


Fia.  91 .  —  Igiiitiun  over  a  Hiker's  burner. 

tig,  92  being  heated  over  a  blast.  After  the  clay  hna  beeu  blasted  about  10 
minutes,  the  crucible  is  allowed  to  cool  until  down  to  a  temperature  below  red 
heat.  It  is  then  lifted  into  the  desiccator  by  means  of  a  pair  of  platinum -pointed 
tongs,  allowed  to  cool,  and  weighed.  Again  blast  the  crucible  and  cont«nts 
5  minutes,  cool,  and  weigh  us  before.  If  a  further  loss  in  weight  takes  place, 
the  blasting  must  be  repeated  mitil  two  successive  weighuigs  are  approximately 
constant. 

Highly  carbonaceous  clays  are  sometimes  advantageously  mixed  with  a  known 
weight  of  ignited  magnesia  to  prevent  the  fusion  or  agglomeration  of  the  residue 
during  ignition.^ 

Error*. — Determinations  of  the  loss  on  ignition  of  eight  portions  of  one 
sample  of  powdered  clay,  each  weighing  1  grm.,  guve  the  following  numbers : — 
0-0927,    0'0933,  0'0927,  00931,  00931,  00930,  0-0929,  0-0930  grm.,  with    a 

'  Alkulies  begin  to  psckuc  at  a  red  lieaL  Pot&BBiuin  usually  comeH  ofF  Tustcr  than  sodium. 
The  alkalies,  after  a  long  blaatiiiKi  may  W  fuund  partly  contlenscd  on  the  lid.  If  the  bluting 
be  long  coatinued,  moat  of  the  alkalies  will  be  volatilised  in  thie  way.  If  the  ignition  tempera- 
ture be  properly  adjusted,  the  losa  of  sulphur  and  alkalies  is  inapitreeiable. 

'  Aucordiug  to  A.  Gutbier  {CItem.  ZIg.,  34.  211,  1910|,  W.  C,  Heraeus  has  designed  a  per- 
forated crucible  lid  with  a  {larlition  extending  into  the  crucible.  Ity  heating  one  side  of  the 
crucible  aoirculatiiin  of  airiu  induced  which  ie  said  to  facilitate  the  combustion  of  organic  matter. 
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mean  of  00930  gnu.,  that  is,  930  per  cent.,  with  a  maximum  and  n 
deviation  of   ±0^3.     These  numbers  give  us  an  idea  of  the  differenceB  which 
might    be  expected   in   duplicate  determinations.     If  another  analyst  made  a 
determination,  hia  result  ought  not  to  differ  by  much  more  than  ±  0-03  from 


F10.  92.— lKi)iti< 


blast  Maker's  baraer. 


the  9-30  per  cent.     If  it  did,  one  of  the  results  is  wrong,  or  the  sampling  is 
faulty,  or  the  "drying  temperature  "  ia  difTerent  from  110°. 

The  chief  sources  of  error  arise  from  :  (1)  Imperfect  drying  (hygroscopic 
moisture)  ;  (2)  Oxidation  or  reduction  of  ferrous  iron,  etc. ;  (3)  Imperfect  expul- 
sion of  water  owing  to  a  too  low  temperature  of  ignition;^  (4)  More  or  less 
imperfect  decomposition  or  volatilisation  of  some  of  the  constituents — fluorides,^ 
sulphates,'  etc. ;  and  (5)  Mechanical  loss  of  the  substance  by  the  transport  of 
fine  particles  along  with  the  ateam  when  the  temperature  is  niised  too  rapidly.^ 

'  Some  minerals— (!,j.  talc,  steatits,  etc,  — require  a  high  blasting  tempcrataro  to  drive  off  all 
the  water.— T.  Scharer,  Pogg.  ^nn..  84.  321,  1851. 

"^  E.  List,  Lidiig'i  Arm.,  Si.  189,  lSfi2. 

'  C.  R.  Preseniiu  {QiianiitatiM  Ckcmical  jlnatyija,  London,  t,  E5,  1376)  nays  the  loss  of 
snluhnric  acnd  from  salphates  can  often  be  guarded  against  Ijj  adding  aboDt  six  times  the  weight 
of  the  substances  of  finely  divided,  recently  ignited  lead  monoxide. 

*  G.  Cenaro,  Mfm.  Soe.  Roy.  Seienea  LUyes  (S),  5,  1,  1B06. 


CHAPTER  XL 

OPENING  UP  SILICATES. 
§  80.  Summary  of  the  Different  Methods. 

Some  silicates  are  easily  decomposed  by  more  or  less  prolonged  digestion  in  acids  ; 
others  require  a  more  drastic  treatment.  Some,  apparently  insoluble  silicates, 
decompose  in  acids  after  a  preliminary  calcination  at  500" -600*.  A  great  variety 
of  methods  have  been  proposed  and  used.^  Many  of  these  methods  are  now 
obsolete.  Although  the  sodium  carbonate  fusion  is  generally  employed,  some 
of  the  other  methods  are  invaluable  in  special  cases.  A  number  of  methods 
are  indicated  below ;  others  will  be  described  later  in  connection  with  glazes  and 
glasses,  also  chromite  and  uranium. 

I.  Silicates  decomposed  by  Digestion  with  Mineral  Adds, — Sulphuric,  hydro- 
chloric, or  nitric  acid,  or  mixtures  of  these  acids — in  open  vessels. 

(a)  Natural  silicates.     Used  for  the  so-called  ** rational  analysis'';  analysis 
of  slags,  some  lead  frits,  etc.     See  pages  460,  657  et  seq. 

(b)  After  the  silicate  has  been  calcined  at  a  dull  red  heat,  below  the  melting 
point  of  the  silicate.  *     B,g.,  tourmaline  in  hydrofluoric  acid,  etc.     See  page  460. 

(c)  After  exposure  to  reducing  gases  at  a  duU  red  heat.     See  page  269. 

(d)  Digestion  with  hydrochloric  or  sulphuric  acids   in   sealed  tubes,  under 
pressure.*     See  page  493. 

II.  Silicates  decomposed  by  Hydrofluoric  Acid  alone  or  by  a  Fluoride  mixed  ivith 
a  Mineral  Acid, — Sulphuric,  hydrochloric,  or  nitric  acid. 

(a)  Vapour  at  a  red  heat.* 

(6)  Aqueous  solution  alone  or  with  mineral  acids.^     This  process  is  much  used 
for  the  determination  of  ferrous  iron  and  alkalies,  etc. 

(c)  Digestion  with  a  fluoride  mixed  with  an  acid  or  some  salt  which  decom- 
poses the  fluoride. 


^  For  the  decomposition  of  chromite,  see  page  474  ;  and  for  ferruginous  minerals,  page  461. 

•-*  F.  Mohr,  ZeU.  anal  Chem  ,  7.  293, 1868  ;  F.  Rocholl,  i6.,  20.  289, 1881  ;  C.  Ramniclsberg, 
Pogg.  Ann.  J  80.  457,  1850  ;  H.  Rose,  16.,  108.  1,  1859  ;  see  page  461,  FeO. 

^  A.  Mitscherlich,  Joum.  prakl,  Chem.  (1),  81.  108,  1860  ;  83.  455,  1861 ;  P.  Jannasch, 
Ber.,  24.  2734,  3206,  1891  ;  ZeU,  anorg.  Chem.,  6.  72,  1894  ;  F.  0.  Phillips,  Zeit,  anal,  Chem., 
12.  189,  1873. 

*  A.  Brunner,  Pogg  Ann.,  44.  134,  1838;  F.  Kuhlmann,  Compt,  Rend,  58.  546,  1864; 
A.  H.  Allen,  AiuUysl,  21.  87,  1896  ;  A.  Muller,  Jmim.  prakt,  Chem.  (1),  95.  51,  1866. 

»  J.  J.  Berzelius,  Pogg.  Ann.,  i,  169,  1824  ;  H.  Hose,  Liebufa  Ann.,  72.  324,  1849  ;  D. 
Craig,  Chem,  Netrs,  60.  227.  1889;  E.  Linnemann,  t6.,  52.  220,  283,  240,  1886;  N.  S. 
Mabkelyne,  ih.,  21.  27,  1870  ;  Proc.  Ray,  Soc.,  x8.  147,  1869 ;  F.  Hinden,  ZeU,  anal.  Chem., 
25.  332,  1906. 
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(i)  Ammonium  fluoride  and  sulphuric  acid.^ 

(ii)  Potassium  hydrogen  fluoride.  ^ 
(iii)  Calcium  fluoride  and  sulphuric  acid.^ 
(iv)  Sodium  fluoride  with  an  acid  or  with  potassium  bisulphate.* 

(v)  Barium  fluoride  with  an  acid  or  with  barium  nitrate.^ 

III.  Silicates  decomposed  by  Fusion  with  Alkaline  Oxides  or  Salts. — This  method 
is  not  usually  applied  if  the  silicate  is  decomposed  by  simple  treatment  with  acids, 
in  open  vessels. 

(a)  Fusion  with  alkaline  hydroxides.  Fused  caustic  potash  and  soda  ash 
were  among  the  earliest  fluxes  in  use  for  decomposing  silicates.^  Pure  sodium 
carbonate  and  caustic  soda  are  now  much  used  for  opening  up  silicates.*^ 

(6)  Fusion  with  sodium  peroxide.     This  is  much  used  for  opening  up  chromites 
hsematites,  etc.,  as  described  on  pages  266,  461,  etc.     The  violence  of  the  action 
may  be  tempered  by  mixing  the  peroxide  with  sodium  hydroxide  or  lime. 

(c)  Fusion  with  alkaline  carbonates. 

(i^  Sodium  carbonate.^ 

(ii)  Fusion  mixture.* 

(iii)  Sodium  bicarbonate.^® 

(iv)  Potassium  carbonate. ^^  This  salt  is  sometimes  preferred  to  sodium 
carbonate — e,g,,  with  tungstates,  niobates,  tantalates,  etc. — on 
account  of  the  greater  solubility  of  the  potassium  salt. 

(d)  Potassium  or  sodium  bisulphate  or  pyrosulphate.^^  Smith  prefers  the 
sodium  salt  in  certain  cases — e,g,,  in  the  decomposition  of  corundum — since  the 
double  salt  of  aluminium  and  potassium  is  dissolved  with  greater  difficulty 
under  conditions  where  the  sodium  salt  is  freely  soluble. 

^  L.  von  Balx»,  AnU,  Ber,  deut.  NiUurforscher.  Aertze  Mainz,  20.  103,  1842  ;  J.  Potyka, 
Vntersuchutiffen  uber  einige  MineralUn,  Berlin,  38,  1859  ;  H.  Rose,  Pogg.  Awn,,  io8.  20,  1859  ; 
R.  Hoffmann,  ZeU.  aiuU,  Chem.,  6.  867,  1867  ;  Chem,  News,  17.  24,  1868.  The  ammonium 
fluoride  should  leave  no  residue  when  evaporated  to  dryness.  P.  T.  Austen  and  F.  Wllber 
{Chem.  News,  48.  274,  1883)  purify  by  dissolving  commercial  ammonium  fluoride  in  as  little 
water  as  possible  in  a  platinum  dish  (or,  better,  place  hydrofluoric  acid  in  a  platinum  dish),  add 
an  excess  of  concentrated  ammonia  slowly  from  a  pipette  to  avoid  loss  by  spurting.  A 
voluminous  precipitate  may  separate.  Decant  the  clear  liquid  for  use.  In  silicate  decom- 
positions, acioify  the  solution  with  sulphuric  acid  and  evaporate  to  dryness. 

«  C.  Marignac,  Ann,  Chim.  Phys,  (4),  8.  115,  1866  ;  W.  Gibbs,  Arner,  J,  Science  (2),  37. 
857,  1864 ;  C?iem,  News,  xo.  37,  49,  1864 ;  F.  A.  Clarke,  Zeit,  anal.  Chem.,  7.  463,  1868. 

»  C.  E.  Avery,  Chem.  Nstos,  19.  270,  1860  ;  C.  A.  Wilbur  and  W.  Whittlesey,  iJb.,22,  2, 
1870. 

*  F.  W.  Clarke,  Afner,  J.  Science  (2),  45.  173, 1868  ;  (8),  18.  290,  1877  ;  Chem,  News,  17. 
282,  1868 ;  C.  K  Avery,  ib.,  19.  270,  1860. 

•  Q.  Gore,  Jownu  Chem,  Soc„  15.  104,  1863 ;  C.  E.  Avery,  Chem,  News,  19.  270,  1869. 
^  M.  H.  Klaproth,  Analytical  Essays,  London,  z.  50,  1801. 

'  M.  W.  lies,  Eng.  Min,  Joum.,si.  58, 1881  ;  Chem.  News,  43.  78, 1881  ;  C.  A.  Burghardt, 
ib,,  61.  260,  1890 ;  Proc.  Manchester  Lit.  Phil.  Soc,  (4),  3.  171,  1890.     See  pages  266,  etc. 

8  S.  Kern,  Chem,  News,  35.  203,  1877  ;  D.  Lindo,  ib.,  60.  14,  33,  41,  1889 ;  L.  H,  Freid- 
burc,  ib.,  ta  22,  32,  1890 ;  Voum,  Amer.  Chem,  Soc,,  12.  134,  1890 ;  W.  Knopp,  Ber.  konig, 
Sachs.  Ges.  Wise.,  33,  1882  ;  ZeU.  anal,  Chem.,  22,  558,  1883  ;  Chem,  News,  49,  62,  1884  ; 
E.  Mallard,  Ann,  Chim,  Phys.  (4),  28.  86,  1873.  F.  Stolba  {Sitzber.  kdnig,  Bohm.  Ges,  Wiss., 
1885  ;  Zeit.  anal.  Chem.,  25.  378,  1886)  recommends  placing  a  layer  of  sodium  chloride  over 
the  charge  in  the  crucible  before  the  mixture  is  heated. 

^  See  race  163.    C.  F.  Chandler,  Pogg,  Ann,,  102.  446,  1857. 

"  C.  Holthof,  ZeU.  anal,  Chem,,  23.  498,  1884 ;  Chem,  Netcs,  51.  18,  1885. 

"  H.  Rose,  Ausf&hrliehes  ffandbuch  der  analytiscJien  Chemie,  Braunschweig,  2.  680,  1862  ; 
J.  J.  Berzelius,  Pcgg,  Ann.,  4.  152,  1824 ;  W.  B.  Giles,  C?iem,  News,  99.  25,  1909  ;  M.  H. 
Bedford,  Joum,  Amer.  Chem.  Soc,,  27.  1216,  1905. 

"  J.  L.  Smith,  Amer.  J,  Science  (2),  40.  248,  1865 ;  Chem.  News,  12.  220,  1865  ;  W.  H. 
Worthington,  Min.  Science,  63.  521,  1911. 
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IV.  Calcining  the  Silicate  with  an  Alkaline  Earth. — Oxide,  carbonate,  etc. 
(a)  Calcium  carbonate  or  oxide,  alone  or  with  calcium  chloride.^ 

(6)  Calcium  carbonate  with  ammonium  chloride.^ 

(c)  Calcium  sulphate.'     This  was  used  by  von  Hauer  for  lepidolite. 

{d)  Barium  oxide  or  carbonate  or  nitrate.^ 

V.  Fusion  with  Lead  or  Bismuth  Coftipoundi, 

(a)  Lead  oxide.^  This  method  is  sometimes  used  in  determining  the  total 
water  in  clay  by  Jannasch's  process.     The  lead  oxide  retains  fluorine,  boron,  etc. 

(6)  Lead  carbonate.^ 

(c)  Lead  chromate.^ 

(d)  Fusion  with  bismuth  oxide  or  nitrate.' 

VI.  Fusion  with  Boron  Compov/nds. 

(a)  Boric  oxide,  or  boric  acid.^  This  process  promises  to  be  useful  for  the 
determination  of  silica  in  the  presence  of  fluorides,  since,  it  is  stated,  the  fluorine 
is  evolved  as  boron  fluoride— BF3 — not  as  silicon  fluoride — SiF^. 

(6)  Borax.  ^^  According  to  Wells,  borax  and  boric  anhydride  attack  platinum 
quite  appreciably  during  high- temperature  fusions. 

(c)  Potassium  borofluoride  mixed  with  potassium  carbonate. ^^  This  mixture 
was  used  by  Stolba  for  opening  up  zircons  (4  of  flux,  1  of  powdered  zircon). 

VII.  Electrical  Current — Several  attempts  have  been  made  to  decompose 
certain  silicates  and  minerals  while  exposed  to  the  joint  effect  of  acids  and  an 
electric  current,  but  with  success  only  in  special  cases.  ^^ 


^  F.  Qlinka,  Joum,  Buaa,  Chem.  Sec,,  24.  456,  1892;  L.  R.  von  Fellenberg-Rivier,  Zeit, 
anal  Chem.,  5.  179,  1866 ;  H.  Cormimbettf,  Ann,  Chim,  Anal,  15.  295,  1910 ;  H.  St  C. 
Deville,  Ann.  Chim.  Pkys.  (5),  61.  809,  1861 ;  Chem.  News,  4.  255,  1861  ;  £.  Boi^ean,  ib.,  80. 
240,  1899  ;  H.  Rocholl,  ib,,  41.  234,  1880. 

"  J.  L.  Smith,  Anur.  J.  Science  (2),  50.  269,  1871. 

*  F.  Stolba,  ZeU.  anal.  Chem.,  z6.  99,  1877. 

*  G.  Werthier,  Joum.prakt.  Chem.  (1),  91.  821, 1864  ;  H.  Abich,  Pogg.  Ann.,  50. 128,  841 
1840 ;  P.  Berthier,  ib.,  14.  100,  1828 ;  J.  W.  Ddberainer,  ib.,  14.  100,  1828  ;  U  R.  Fdlenberg 
Riyier,  ZeU.  anal.  Chem,,  9.  459,  1870 ;  W.  Hempel,  ib.,  52.  S9,  1913  ;  6.  Gore,  Joum.  Chem. 
Soc.,  I  J.  104,  1862  ;  J.  J.   Berzelius,  De  V  Analyse  dea  Corps  Inorganiques,  Paris,  72,  1827 
M.  H«  Klaproth,  Beitrdge  zur  Kennlnisa  der  Afineralkorper,  Berlin,  3.  240,  1802. 

»  P.  Berthier,  Ann.  Chim.  Phys.  (2),  17.  28,  1821 ;  G.  BoDg,  Zeit.  anal.  Che^n.  18.  270 
1878 ;  P.  JanDaach  and  H.  J.  Locke,  ZeU.  anorg.  Chem.,  6.  168,  321,  1894  (for  topaz) ;  A 
Leclerc,  Compl.  Rend.,  125.  893,  1897  ;  Chtnn.  News,  77.  27,  1898. 

0  P.  Jannasch,  Ber.,  2S.  1497,  2909, 1893  ;  27.  2228, 1894  ;  ZeU.  anorg.  Chem,  8.  364, 1893 
Chem.  News,  71.  51,  1895. 

"^  P.  Jannasch,  Ber.,  22.  221,  1889. 

^  W.  Hempel  and  R.  F.  Koch,  ZeU.  anal.  Chem.,  20.  496,  1881  ;  Chem.  News,  45.  81,  1882 
(nitrate);  T.  M.  Chatard,  ^7»i^.  J.  Science  (Z),  29.  379,  1889;  Chem.  News,  50.  279,  1884. 
(oxide). 

*  H.  Davy,  PhU.  Trans.,  85.  231,  1805  ;  P.  Jannasch,  Ber.,  28.  2822,  1896  ;  P.  Jaunasch 
and  O.  Heidenreich,  ZeU.  anorg.  Chem.,  12.  208,  219,  1896  ;  P.  Jannasch  and  H.  A.  Weber, 
Ber.,  32.  1670,  1899  ;  H.  A.  Weber,  Ueber  die  Aufschliessung  der  Silikate  durch  Borsaure- 
anhydrid,  Heidelberg,  1900  ;  K.  Pfeil,  Ueber  die  Aufschliessung  der  Silikate  und  anderer  schwer 
zersetzbar  Mineralien  mil  Borsdureanhydrid,  Heidelberg,  1901  ;  £.  Rupp  and  F.  Lehman, 
Chem,  Zig.,  35.  565,  1911. 

^^  0.  Rammelsberg,  ZeU.  dexU.  geol.  Ges.,  24.  69,  1872;  W.  Suida,  Tschermalc's  MiU.  (1), 
5.  176,  1876;  ZeiLanal.  Chem,  ij.  212,  1878;  J.  S.  C.  Wells,  School  Mines  Quart. ,  12.  295, 
1891 ;  Chem.  News,  64.  294, 1891. 

"  F.  Stolba,  Chem^  News,  49.  174,  1884. 

"  E.  F.  Smith,  Ber.,  23.  2276, 1890 ;  13a  152,  1892 ;  L.  F.  Frankel,  Chem.  News,  65.  64, 
66,  1892 ;  M.  Mayen^on,  ib.,  76.  24,  1897. 
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§  81.  Sodium  Carbonate  for  Silicate  Fusions. 

Id  most  silicate  analyses,  the  mineral  is  broken  down  b;  fusion  with 
anhydrous  sodium  carbonate — a  plan  first  used  by  T.  Bergmann  in  the  eigh- 
teenth century.  Obviously,  the  sodium  carbonate  must  be  free  from  impurities 
which  are  going  to  be  determined  in  the  fused  silicate.'  For  instance,  if  sulphur 
is  going  to  be  determined,  the  carbonate  muat  be  free  from  sulphur  compounds. 
The  totaJ  impurities  —  silica,  alumina,  etc, — should  not  eiceed  O-Ol  per  cent. 
If  10  grms.  of  such  a  carbonate  be  taken  for  the  analysis,  the  maximum  error 
for  the  impurities  iu  the  sodium  carbonate  will  not  then  exceed  0*1  per  cent. 
The  impurities  can  be  determined  by  a  blank  analysis. 

Potassium  carbonate  fuses  at  about  885°,  and  sodium  carbonate  at  810°,^ 
while  a  mixture  of  equimolecular  proportions  fusee  at  about  G90°.  The  fusion 
curve  for  all  possible  mixtures  is  indicated  in  fig.  93.  The  so-called  "fusion 
mixture  "  (sodium  carbonate,  4  parts  by  weight;  potassium  carbonate,  5  parts) 
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Fig.  >3. — Melting  poiuta  of  mixtDrei  of  sodium  and  potasdom  carbonates. 

is  the  most  fusible  mixture  of  these  two  carbonates.  Hence,  this  mixture  is 
sometimes  recommended  for  opening  up  silicates  in  preference  to  sodium  car- 
bonate alone,  beoause  of  its  greater  fusibility.  This  point  is,  however,  of  little 
importance,  because  the  temperature  of  silicate  fusions  is  generally  greater  than 
the  melting  point  of  either  salt  alone ;  and  there  is  no  difficulty  in  maintaining 
the  necessary  temperature. 

Dittrich'  has  pointed  out  that  potassium  salts  are  washed  from  the  different 
precipitates,  later  on,  with  greater  difficulty  than  sodium  salts.  In  illustration, 
Reidenbach  shows  that  a  "  magnesia "  precipitate  made  in  a  SN-solution  of 
potassium  chloride  retains  nearly  twice  the  weight  of  occluded  salt  as  a  pre- 
cipitate made  under  similar  conditions  in  a  SN-solution  of  sodium  chloride. 
Still  further.  Smith  has  shown  that  the  resulting  cake  with  potassium  carbonate 
dissolves  in  water  with  greater  difficulty  than  when  sodium  carbonate  is  used. 

Platinum  crucibles  are  slightly  attacked  by  the  fusion  with  sodium  carbonate. 
Koninck  *  says  that  G  grms.  of  fusion  mixture  when  melted  iu  a  platinum  crucible 

'  J.  L,  Smith  <^Cheai.  Ntwa,  30.  234, 1874)  on  the  preparation  of  pare  potassium  and  sodium 
oorbonates  for  silicate  fusions.  Excellent  sodium  carbonate  can  now  be  purchased  witli  a 
guaniDtMd  composition, 

'  H.  le  Chatelier,  Bull.  Soe.  Chi-m.  (3),  47.  SOO,  1887. 

'  U.  Dittrich,  AvitiiMi^  xar  Oe^atmiiaXyte,  Leipzig,  G,  1905  ;  R.  Reidenbach,  UAer  ift< 
juanlttoMtis  Bta,ittimv,ng  da  Ma^iuaiumi  aU  Magnetiiimpyrophoiphat,  Kusel,  69,  IBID. 

'  L.  L.  de  Eoninck,  Z«U,  anal.  Chem.,  18.  G69,  1S79. 


l64  A  TRBATISB  ON  CHEMICAL  ANALYSIS. 

over  a  Bunsea's  burner,  and  then  over  a  blast,  caused  the  platiautn  crucible  to  lose 
in  weight  00010  grm.  Hence,  Koninck  saya  that  in  exact  analjsea  the  platinum 
should  be  removed  by  treatment  with  hydrogen  sulphide  in  acid  solution. 
Koninck's  nunibere  are  higher  than  those  obtained  in  my  own  experience  with 
sodium  oarlxinate  fusions.  There  is  also  no  need  to  remove  the  platinum  until 
after  the  potaasium  pyrosulphate  fusion,  as  indicated  on  page  186. 

§  82.  Opeoing  Clays  and  Silicates  by  Fusioo  with 
Sodium  Carbonate. 

Charging  the  Crwciife.  ^Either  1  grm.  of  the  powdered  clay  dried  at  110*,  or 
the  olay  remaining  in  the  crucible  after  the  loss  on  ignition '  has  been  determined, 
is  mixed  with  six  to  eight  times  ita  weight  of  anhydrous  sodium  carbonate,  by 
adding  the  carbonate  to  tbe  crucible  and  thoroughly  mixing  the  contents  of  the 
crucible  by  means  of  a  spatula.  Take  care  to  get  plenty  of  sodium  carbonate  at 
tbe  bottom  of  the  crucible.  Two  more  grams  of  sodium  carbonate  are  introduced 
and  levelled  down  with  the  spatula.  The  spatula  is  also  cleaned  by  the  sodium 
carbonate  at  the  same  operation. 

Tht  Fuaion. — The  crucible  is  placed  slightly  inclined  on  a  platinum  or  pipe- 
clay triangle,  so  that  the  flame  does  not  completely  envelop  the  crucible  (fig.  94). 


Fio.  8*,— Fusion  of  eiliwte  with  sodium  orbonite. 

The  object  is  to  keep  the  atmosphere  inside  the  crucible  as  oxidising  as  possible. 
The  lid  is  placed  on  the  crucible,  and  the  latter  is  heated  over  a  low  flame  with 
the  bottom  of  tbe  crucible  at  a  dull  red  for  a  quarter  of  its  length.  This  drives 
off  tbe  carbon  dioxide  without  spluttering.  In  about  15  minutes  the  crucible 
is  heated  to  bright  redness  by  means  of,  say,  a  Teclu's  or  a  Mvker'a  burner  for 
about  1 5  minutes.     The  contents  of  the  crucible  will  then  probably  be  in  a  state 

'  If  tbe  cUy  eintera  into  clots  when  the  loss  on  ignition  is  determined,  it  is  best  to  work 
with  an  UQCalcined  sunpls,  becauM  UDtersd  mueea  kre  deoompoied  with  difficult  by  the 
fiued  OMbonats. 
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of  quiet  fusion,^  and  gas  bubbles  will  have  ceased  to  come  off.  Little  if  any 
spluttering  of  the  contents  of  the  crucible  on  to  the  inside  of  the  lid  will  have 
taken  place  if  the  operation  has  been  properly  performed. 

Cooling  the  Crucible. — The  crucible  is  then  removed  from  the  flame  by  the 
platinum-pointed  tongs  (fig.  63  is  the  better  type),  and,  while  still  red-hot, 
placed  under  the  water  tap  so  that  a  gentle  stream  of  water  flows  from  the  tap 
on  the  sides  of  the  crucible ;  ^  or  else  dip  the  crucible  in  a  dish  of  cold  water. 
Not  a  drop  of  water  must  be  permitted  to  splash  inside  the  crucible.  By  giving 
the  contents  of  the  crucible  a  rotary  motion  as  the  contents  begin  to  solidify,  it 
is  possible  to  spread  the  contents  over  the  sides  and  the  bottom  and  render  the 
subsequent  removal  of  the  cake  easier.  Let  the  crucible  cool  on  a  slab  of  granite, 
marble,  or  an  unglazed  tile.  A  green-coloured  cake  indicates  the  presence  of 
manganese — sodium  manganate — but  manganese  may  be  present  without  showing 
the  green  colour  if  the  inside  of  the  crucible,  during  the  fusion,  was  not 
sufficiently  oxidising.  The  dirty  brown  colour  of  highly  ferruginous  clays  might 
also  obscurQ  the  manganese  green. 

Transfer  of  the  Cake  to  the  Basin, — When  cold,  the  crucible  is  half  filled 
with  water,  and  a  gentle  heat  applied  without  allowing  the  contents  to  boil.  If 
the  crucible  be  not  dented,  and  has  been  allowed  to  cool  a  sufficient  length  of 
time,  the  cake  will  quickly  loosen,^  and  may  be  tipped  into  a  250-c.c.  evaporating 
basin  (better  a  platinum  basin).^  The  cake  is  dissolved  in  100-200  c.c.  of 
water,^  and  about  20  c.c.  of  concentrated  hydrochloric  acid  are  poured  down 
the  inside  of  the  evaporating  basin,  a  few  drops  at  a  time,  so  as  not  to  lose  any 
of  the  liquid  by  effervescence ;  or  better,  cover  the  basin  with  a  clock  glass, 
lift  up  the  cover  a  little,  and  add  the  acid  from  a  pipette.     Any  portion  of  the 

^  Highly  siliceous  clays,  flint,  and  felspar  usually  give  clear  transparent  fusions ;  while 
Cornish  stone,  days,  and  pottery  bodies,  even  though  completely  decomposed,  form  more  or  less 
turbid  liquids.  Highly  aluminous  clavs  form  viscid  liquids ;  siliceous  clays,  limpid  liquids. 
It  is  a  good  plan  to  u^  rather  more  sodium  carbonate  for  the  former  type  of  silicates. 

'  Some  oDJect  to  sudden  cooling  by  a  blast  of  air ;  dipping  in  cola  water,  etc.  The  sudden 
cooling  is  said  to  shorten  the  life  of  the  crucible  (0.  Stockmann,  ZeU.  anal,  Chem,y  15.  288, 
1876).  I  have  not  noticed  any  deterioration  in  a  crucible  which  has  been  used  for  over  200 
fusions,  and  cooled  as  described  in  the  text.  It  promises  to  do  an  indefinite  number  more.  A 
similar  remark  might  be  applied  to  several  other  crucibles  I  have  used. 

'  Do  not  ''squeeze  the  platinum  crucible  between  the  finger  and  thumb  to  loosen  the 
fused  mass,"  as  one  writer  recommends. 

*  To  mark  porcelain  vessels,  scratch  a  mark  on  the  vessel  with  a  diamond.  Smear  platinum 
chloride  over  the  mark,  and  when  it  is  almost  dry,  wipe  (not  wash  it  off).  When  fired  in  a 
muffle,  the  vessel  is  marked  with  metallic  platinum  (B.  Blount,  Chem,  News,  56.  66,  1887 ; 
A.  A.  Kelly,  ib,,  8^  96,  1901).  H.  Jervis  {CJiem,  Nexos,  83.  118,  1901)  recommends  marking 
the  crucibles  with  ink,  and  W.  C.  Eriescher  {Chem,  News,  S^.  130,  1901)  with  blue  pencils  and 
then  firing.  G.  ^nhardt  (Zeit,  anal.  Chem.,  23.  42,  1884)  recommends  marking  in  coloured 
enamel,  finely  powdered,  and  ground  in  aniseed  or  lavender  oil.  This  is  marked  on  the 
}M)rcelain,  and  nred  in  a  mufile.  P.  A.  Toder,  Chem.  Eng.,  15.  102,  1911 ;  Joui-n.  Ind,  Eng, 
Chem.,  4.  567, 1912 ;  C.  D.  Mason,  ih,,  A.  691,  1912. 

°  Analysts  are  frequently  puzzled  wny  the  silica  from  a  given  silicate  fusion  is  sometimes 
gelatinous  and  difliicult  to  filter  and  wash,  and  at  other  times  it  appears  more  or  less  pulverulent 
and  easy  to  wash.  In  many  cases  this  is  due  to  the  way  the  fused  cake  in  the  crucible  is 
treated.  The  pulverulent  form  is  obtained  by  dissolving  the  cake  in  a  large  volume  of  water, 
say  200  c.o.,  and  then  acidifying  the  solution.  This  large  volume  may  take  longer  to  evaporate 
than  when  the  acid  is  added  to  a  concentrated  solution  ;  but  if  the  concentrated  solution  be 
acidified,  the  silica  is  more  likely  to  separate  in  the  gelatinous  form.  In  the  latter  case,  a 
considerable  amount  of  time  will  be  spent  in  filtering  and  washing,  and  the  result  will  be  less 
satisfactory.  The  silica  which  separates  from  the  dilute  solutions  also  appears  to  be  of  greater 
purity,  when  the  silica  separates  from  concentrated  solutions,  it  prooably  encloses  particles 
of  liquid  not  easily  removed  by  washing.  These  results  are  not  so  marked  when  considerable 
amounts  of  alnmina  are  present,  but  in  any  case  the  different  effects  are  noticeable. — D.  Lindo, 
Chem,  News,  60.  14,  88,  41,  1889.  Some  consider  that  the  addition  of  alcohol  to  the  solution 
makes  the  silica  separate  during  evaporation  in  the  granular  form,  which  is  easily  filtered  and 
washed.    It  is  also  claimed  that  two  evaporations  are  not  then  necessary. 
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cake  adhering  inside  the  crucible  must  be  removed  by  means  of  a  *'  policeman  " 
and  hydrochloric  acid.^  Any  white  spots  which  appear  on  the  crucible  after  it  is 
supposed  to  have  been  cleaned  must  be  transferred  to  the  basin.  The  crucible 
lid  is  also  cleaned  and  the  washings  transferred  to  the  basin. 

The  basin  will  now  be  half  or  three-quarters  full  of  liquid.  It  is  placed  on 
the  water  bath  and  the  disintegration  of  the  cake  is  assisted  from  time  to  time 
by  means  of  the  spatula.  The  cake  will  not  dissolve  very  readily  if  the  fusion 
has  been  conducted  at  a  very  high  temperature.  Flakes  of  silicic  acid  may  now 
be  observed  floating  about  the  liquid.  If  any  gritty  particles  remain  in  the  basin, 
the  decomposition  by  the  sodium  carbonate  was  not  complete.^  In  that  case 
it  is  best  to  start  again.^ 

^  The  leas  dented  and  the  smoother  the  crucible,  the  more  easily  is  the  cake  removed. 
A  very  obstinate  cake  is  dissolved  in  the  crucible  on  the  water  bath,  with  or  without  the 
addition  of  hydrochloric  acid,  and  the  contents  emptied  from  time  to  time  into  the  evaporating 
basin.  Fresh  water  or  acid  is  introduced  into  the  crucible.  If  the  acid  be  used  with  a  green 
cake,  chlorine  may  be  evolved  and  attack  the  crucible.  In  that  case,  a  few  drbps  of  alcohol 
will  destroy  the  manganate,  and  prevent  the  generation  of  chlorine.  F.  Stolba  {Zeit.  ajuU,  Ch$m, , 
25.  878,  1886)  pours  the  melted  mass  on  a  suitable  slab  ;  J.  Herman  ( IVest,  Ghent.  Met,,  5.  476, 
1909)  pours  the  melted  mass  into  a  beaker  containing  60  c.c.  of  water.  In  that  case,  the  mass 
should  be  a  limpid  fluid  when  poured,  or  an  explosion  might  result  Bisulphate  and  caustic 
alkali  fusions  must  not  be  poured  into  water.  L.  L.  de  Koninck  (ZeiL  angew,  Chem,,  z.  569, 
1888)  recommends  inserting  a  piece  of  platinum  wire,  bent  at  one  end  in  the  form  of  a  spiral,  into 
the  fused  mass  when  fusion  is  complete  ;  when  cold,  the  other  end  of  the  platinum  wire  is  sus- 
pended from  a  glass  rod,  or  a  retort  clamp  on  a  retort  stand,  so  that  the  crucible  hangs  a  few 
millimetres  above  the  triangle.  On  heating  the  crucible  quickly,  the  crucible  falls  into  the 
triangle  and  the  '* melt"  remains  suspended  on  the  vlatinum  wire  separated  from  tiie  crucible. 
Both  it  and  the  residue  in  the  crucible  can  then  be  aissolved  in  the  regular  manner. — £•  R.  E. 
Miiller,  Ch^n.  Ztg.,  32.  880,  1908. 

^  Magnetite  and  ilmenite  may  escape  decomposition  by  the  fusine  carbonate,  and  yet  be 
subsequently  dissolved  by  the  hot  hydrochloric  acid.  According  to  P.  W.  Shimer  (c/bum.  Amer, 
Chem,  Soc,,  16.  501,  1894)  in  the  analysis  of  blast-furnace  slag,  spinel — roaenesium  silicate  or 
alumiiiate— is  not  decomposed  by  fusion  with  alkali  carbonates.  By  treating  the  slag  with 
hydrochloric  and  hydrofluoric  acids,  and  afterwards  fusing  the  residue  with  senium  car^nate, 
the  spinel  can  be  isolated  as  a  crystalline  powder.  Treatment  with  concentrated  sulphuric  and 
hydrofluoric  acids  decomposes  the  spinel.  This  substance,  therefore,  if  present,  will  be  broken 
down  at  a  later  stage  of  the  analysis — correction  for  silica. 

^  If  the  amount  of  sample  available  l>e  small,  the  undecomposed  material  can  be  collected  in 
a  Alter  paper,  ignited,  and  re-fused  with  sodium  carbonate. 
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THE  DETERMINATION  OF  THE  SILICA. 

§  83.  The  Determination  of  Silica. 

FivBt  Evaporation. — The  hydrochloric  acid  solution  of  the  cake  contains  the 
various  constituents  of  the  clay  in  solution  principally  as  chlorides.  These  are 
subsequently  removed  one  by  one.  First  the  silica.  Evaporate  the  contents  of 
the  basin  to  dryness  on  the  water  bath,  protected  from  dust.^  There  is  no 
appreciable  loss  of  the  constituents  to  be  determined  in  the  solution  during  the 
evaporation. 2  Heat  the  dry  residue  in  an  oven  ^fig.  90V  between  109°  B,y\^  ]  1 0°r^r 
it  on  the  water  bath^  until  thfl  Hmpll  nf  the  hvdrocnlo] 


leave  it  on  the  water  bath^  until  thfl  Hmell  of  the  hvdrochloric acid  hasdisappeared^ 
Four  about  D  c.c.  of  concentrated  hydrochloric  acid  and  SD^O  c!c.  ol:  water  on  tEe 
residue;  warm  on  a  water  bath  10  to  15  minutes;  break  up  any  coarse  lumps 
with  the  spatula  or  "  policeman  " ;  decant  the  clear  into,  say,  a  9-cm.  filter  paper, 
and  collect  the  filtrate  in  a  400-c.c.  beaker.  Add  more  water  and  acid  to  the  basin, 
warm  again ;  again  decant  on  to  the  filter  paper,  repeat  the  treatment,  and  finally 
transfer  the  contents  of  the  dish  to  the  filter  paper.*  Wash  with  cold  water 
until  all  the  chlorides  have  been  washed  out.  Test  a  drop  of  the  filtrate  with 
a  drop  of  silver  nitrate  solution ;  if  there  be  no  turbidity,  the  washing  is 
complete. 

Second  Evaporation. — The  filtrate  is  transferred  to  the  same  basin  as  was 
employed  in  the  first  evaporation,  and  the  solution  evaporated  to  dryness  as 

^  A.  y.  Meyer's  evaporating  funnel,  fis.  95,  is  suitable  (Ber.y  x6.  8000, 1883).    The  evaporat- 
ing funnel  has  been  raised  a  little  in  the  diagram. 

^  F.  Kehrmann  and  B.  Fliirscheim  {Zeit.  anorg.  Chem.f  59.  106,  1904}  refer  to  a  loss  of 
silica  by  evaporation  with  acids;  but  C.  Freidheim  and  A.  Pinagel  (i&.,  45.  410,  1905)  show 
that  the  loss  probably  occurred  during  the  (careless)  filtration,  not  during  the  evaporation. 
K.  F.  Fohr  {Berg,  HUU,  Ztg.,  41.  252,  1882 ;  Chem.  Netcs,  46.  40,  1882  ;  W.  Skey.  ib.,  16. 
207,  1867;  D.  H.  Browne,  Joum.  Anal.  App.  Chem.^  5.  342,  1891 ;  A.  Vogel,  Neues  Kept. 
Pharm,,  x8.  157,  1869)  has  stated  that  some  ferric  chloride  is  lost  during  the  evaporation  of 
the  acidified  solution,  but  R.  Fresenius  {Zeit.  anal.  Chem.,  6.  92,  1867)  and  L.  L.  ae  Koninck 
{Zeit.  angew.  Chem  ,  ii.  258,  1899  ;  H.  P.  Talbot,  ATner.  Chem.  Joum.,  19.  52,  1897  ;  R.  W. 
Atkinson,  Chem.  News,  49.  217,  1884 ;  H.  Seward,  t6.,  z6.  219,  233,  1867)  have  shown  that 
the  statement  is  erroneous.  There  is  no  appreciable  loss  either  during  the  evaporation  or 
during  the  drying  of  the  residue  at  130°.  If,  however,  residues  containing  ammonium  chloride 
or  aqua  regia  be  so  treated,  there  is,  according  to  Talbot,  an  appreciable  loss  of  iron. 

'  For  the  influence  of  the  drying  temperature  on  the  final  result,  see  page  173  et  seq. 

^  Washing  with  hot  water  is  inclined  to  precipitate  basic  chlorides  of  iron  with  the  silica. 
Basic  iron  salts,  for  instance,  are  precipitated  on  Doiling  slightly  acid  solutions  in  the  presence 
of  much  alkali  salts  (U.  S.  Pickering,  Joum.  Chem.  Soc.,  57.  807,  1880).  In  that  case,  the 
iffnited  silica  is  not  white,  but  dirty  brown.  Gold  water  is  therefore  best  for  washing  the 
silica  of  ferruginous  clays,  and  this  the  more  as  sodium  chloride  is  not  much  more  soluble  in 
hot  water  (39*8  grms.  per  100  c.c.  at  100"*)  than  in  cold  water  (35*8  grms.  in  100  c.c.  of  water 
at  10**).  But,  other  things  being  equal,  hot  solutions  filter  more  rapidly  than  cold  solutions. 
W.  F.  Hildebrand  {Bull.  U.S.  Oeol.  Sur.,  422.  92,  1910)  does  not  recommend  washing  with 
dilute  hydrochloric  acid  as  advocated  by  G.  Freidheim  and  A.  Pringel  {Zeit.  anorg.  Chem.,  45. 
411, 1905). 
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before.  Digest  in  dilute  hydrochloric  acid ;  filter  through  a  7-cm.  filter  paper, 
and  collect  the  filtrate  in  a  400-c.c.  beaker.  Take  special  care  to  remove  all 
particles  of  silica  which  may  adhere  to  the  basin  by  rubbing  with  a  **  policeman," 
etc.^  Wash  with  cold  water  as  before.  The  filtrate  will  occupy  150  to  200  c.c.^ 
Ignition  of  the  Silica, — The  free  edges  of  the  filter  paper  are  folded  down  on 
the  silica,  and  both  filter  papers,  while  still  moist,  are  placed  in  a  weighed 
platinum  crucible.  The  paper  containing  the  bulk  of  the  silica  is  placed  in  the 
crucible  first.  The  triple  folds  of  the  filter  paper  are  placed  uppermost  to 
facilitate  oxidation.     Heat  the  crucible  and  contents  slowly  some  distance  away 


Fio.  95. — Evaporation  for  silica. 

from  the  small  flame  of  the  Bunsen's  burner  until  the  paper  is  thoroughly 
charred.  An  Argand  burner  and  chimney  (fig.  112)  is  useful  for  this  purpose. 
Then  gradually  raise  the  temperature,  but  not  high  enough  to  ignite  the  vapours 
issuing  from  the  mouth  of  the  crucible,  or  there  will  be  a  danger  of  loss  owing 
to  the  draught  set  up  by  the  escaping  gases  whirling  the  light  powdered  silica 
out  of  the  crucible.  When  the  paper  has  all  burned  off,  put  the  cover  on  the 
crucible,  and  blast  the  silica  for  20  to  30  minutes  in  order  to  dehydrate  the  silica 
and  render  it  less  hygroscopic.     Cool  in  a  desiccator  and  weigh.^     The   silica 


'  Dry  the  porcelain  basin,  when  any  traces  of  silica  not  transferred  to  the  filter  paper  can  be 
easily  detected  as  white  spots.  F.  L.  Kortright,  Chem,  £ng,,  5.  19,  1905 ;  0.  Enbfler  {Zeit 
anal.  Chem,,  28.  678,  1889)  recommends  a  dark  underglaze  colour  in  the  interior  of  evaporating 
basins  to  show  up  any  traces  of  residues  or  precipitates  like  aluminium  hydroxide,  etc. 
F.  Moldenhauer  (Z^.  anal.  Chem.,  50.  754,  1911)  recommends  platinum  basins. 

^  A  trace  of  silica  passes  into  the  second  filtrate,  and  is  partly  recovered  at  a  later  stage  of 
the  analysis,  as  **  extra  silica." 

'  The  lower  the  temperature  at  which  the  silica  is  calcined,  the  more  hygroscopic  the 
resulting  powder.  A.  Souchay  (^ei^.  arud.  Cfiem.,  8.  423,  1869)  states  that  precipitated  silica 
^Icinpd  at  alow  temperature  absorbed  14*88  grms.  of  hygroscopic  moisture  per  100  grms.  of 
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should  of  course  be  ignited  until  no  further  loss  in  Weight  occurs,  but  experience 
shows  that  the  above  period  is  ample  with  a  good  blast. ^  Record  the  weight 
as  indicated  below  :  "  tJncorrected  silica  plus  crucible." 

Impurities  in  the  Silica, — The  silica  so  obtained  is  not  quite  pure.  It 
probablj  contains  small  quantities  of  titanic  oxide,  phosphoric  oxide,  alumina, 
and  ferric  oxide.^  Add  5  c.c.  of  water  ^  and  about  5  drops  of  concentrated  sul- 
phuric acid.  The  latter  is  necessary  to  prevent  the  volatilisation  of  the 
titanium  fluoride* — TiF^  (and  possibly  also  some  aluminium  fluoride — AlFg). 
Add  hydrofluoric  acid  ^  carefully,  a  few  drops  at  a  time,  to  prevent  loss  by  the 
violent  effervescence  which  sometimes  occurs.  The  crucible  is  filled  not  quite 
half  full  with  hydrofluoric  acid.  Warm  the  crucible  on  a  hot  plate  over  a  small 
flame  in  the  fume  chamber  until  the  contents  are  almost  dry.  Add  2  or  3  c.c. 
more  hydrofluoric  acid,  and  take  the  contents  of  the  crucible  to  dryness  on  the 
hot  plate.  The  radiator  (page  112),  or  the  burner  illustrated  in  fig.  96,  is 
useful  in  taking  sulphuric  acid  to  dryness  without  loss  by  spurting.  The 
crucible  is  heated  from  above  downwards,  and  the  flame  can  be  so  adjusted  that 
evaporation  proceeds  quietly.     Heat  the  crucible  to  bright  redness,  and  blast  the 


silicft  ;  silica  calcined  at  the  full  temperature  of  a  Bunsen's  burner,  2*00  grms.  jier  100  grms.  of 
silica  ;  and  silica  calcined  in  a  blast  absorbed  0-09  grm.  of  hygroscopic  moisture  per  100  grms. 
of  silica.  Powdered  quartz  under  similar  conditions  absorbea  no  hygroscopic  moisture — J.  W. 
Mellor  and  A.  D.  Holdcroft,  Trans.  Eng,  Cer.  Soe.f  p.  94,  1911. 

^  This  point  should,  however,  be  verified.  See  also  T.  Bauer  (Tonind,  Ztg.^  37.  89,  191S) 
for  the  difficulty  in  setting  rid  of  the  last  traces  of  hydrochloric  acid. 

'  And,  in  special  cases,  lead  sulphate,  calcium  and  barium  sulphates,  tin  oxide,  antimony 
oxide,  tungsten  oxide,  and  basic  salts.  Silica  is  very  liable  to  retain  phosphoric  and  tungstic 
acids — W.  Skey,  Ch$m,  News,  16.  187,  1867  ;  and  also  arsenic  and  tin  oxides — if  present. 

'  Be  careful  in  adding  liquids  to  dry  powders  (especially  if  hot).  There  is  a  tendency  for 
some  of  the  powder  to  be  dissipated  as  a  ''cloud  of  dust" — E.  Jordis  and  W.  Ludewig,  Zeit, 
anorg.  Chem,,  47.  180,  1905. 

*  E.  Riley,  Joum.  Chem.  Soc.,  12.  13,  1860  ;  P.  Holland,  C?iem.  News,  59.  27,  1889 ; 
P.  Truchot,  kev,  04n,  Chim,,  z8.  173,  1905.  Thus,  Holland  has  shown  that  titanic  oxide  is 
lost  by  fuming  with  hydrofluoric  acid  when  sulphuric  acid  is  absent,  but  not  when  it  is  present : 


Sulphuric  acid. 

TiOj  present. 

TiOj  found. 

None  present 

Present 

Present 

0-0466 
0-0414 
0-0520 

0-0340 
0-0413 
0-0520 

E.  Wedekind  {Ser, ,  44. 1753, 191 1 )  has  also  shown  that  the  presence  of  sulphuric  acid  considerably 
reduces  the  loss  of  zirconium  when  fuming  with  hydrofluoric  acid  to  drive  off  the  silica. 

•  Htdrofluorio  Acid. — The  acid  must  be  free  from  non-volatile  impurities — K.  F.  Stahl, 
ZeU.  dfent,  Chmn,,  3.  13,  1896  ;  A.  H.  Allen,  Analyst,  21.  87,  1896  ;  B.  Blount,  ih,,  21.  87. 
1896.  Hydrofluosilicic  acid,  derived  from  the  silica  in  the  fluorspar  used  in  the  manufacture  of 
the  hydrofluoric  acid,  is  a  common  impurity.  Sulphuric  acid,  as  well  as  hydrofluosilicic  acid, 
may  aistil  over  with  the  hydrofluoric  acid.  The  acid  may  also  contain  substances  which  reduce 
potassium  permanganate  (pages  195,  226,  and  463).  For  apparatus  for  working  with  hydrofluoric 
acid,  see  G.  Foord,  Chem.  News,  30.  191,  1874  (apparatus  for  pouring) ;  E.  Cohen,  Natur.  Ver. 
Neuvorpommem  Bugen,  20.  1,  1889  ;  H.  C.  Andersch,  Chein.  Ztg.,  X2.  1475, 1888 ;  R.  Benedict, 
ib.,  15.  881, 1891  ;  E.  Hart,  Joum,  Anal,  App.  Chein.  3.,  372,  1889  (bottles  for) ;  G.  P.  Vanier, 
t6.,  4.  48,  1890  (pipette).  Preparation  of  pure  acid :  R.  Hamilton,  Chem.  Sews,  60.  252, 1889  ; 
W.  Hempel,  Ber,,  18.  1434,  1885;  A.  P.  Stuart,  Amer.  Chem.,  2.  384,  1871.  A  drop  of 
hydrofluoric  acid  on  the  skin  produces  a  serious  **bum."  According  to  M.  Kessler  {Cheni, 
News,  8.  17i  1863),  the  "  first  aid  '*  treatment  for  hydrofluoric  acid  on  the  hands,  etc.,  is  to  use 
liiit  wetted  with  ammonium  acetate  and  inject  the  same  solution  into  the  blisters.  If  the  acid 
has  touched  parts  of  the  skin  difficult  to  moisten,  e.g.,  under  the  nails,  concentrated  ammonia 
will  give  the  best  results.  The  excruciating  pain  which  attends  the  first  application  of  the 
ammonia  is  transient 
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residue  five  minutes.'  Weigh  the  crucible  and  cooteiits,'  and  enter  the  result 
as  "crucible  plus  residue."  The  difterence  between  this  weight  and  the  preced- 
ing repreaents  the  silica.^  A  minute  quantity  of  silica  has  yet  to  be  added  to 
the  silica  bo  determined — the  "extra  silica"  of  page  185. 


Fio.  68.— Ring  burner. 

It  is  here  assumed  that  the  residue  in  the  crucible  ia  free  From  lime,  magnesia, 
and  alkaline  salts,  and  that  the  crucible  only  contains  constituents  belonging  to 
the  ammonia  precipitate.  Bloor^  has  investigated  the  validity  of  this  assumption 
by  analysing  the  residues.     He  found  among  other  determinations  that ; — 

Table  XXVIJ.—Compontion  of  the  Silica  Retiduet. 


Total  residue. 

Alumina 

0-0072 

0-002S 

0'0062 

0-OOOfl 

.0-0080 

0-0018 

0-0036 

0-0000 

0'0074 

0-0028 

0-0046 

0-0006 

0-0080 

0-0026 

0-0013 

0-0000 

0-0008 
0-00 20 
0-0020 
0-0010 
0-0018 
0-0018 

0-ooai 

0  0000 


0022 

0-0007 

0014 

0-0OO5 

0007 

0-0020 

0014 

0-0004 

-0000 

0  0020 

■0000 

0-0023 

0012 

0-0008 

■0005 

0-0012 

'  It  ii 


e  olV  all  the  hydroflDorie  acid,  or  troobIeK  with  the  alnmiiia  will 


.  free  from  sand  graioe  before 

itly  be  used  instead  of  the  hot 
also  satisfactory— W.  Gibba, 


follow  later. 

'  If  a  sand  bath  is  nsed,  see  that  tlie  outiide  of  the  crucible 
the  crucible  is  weighed.  The  burner  shown  in  fig.  96  can  frequ 
plato  or  Band  batb.  The  Hunseti'e  flame,  ir  adjuslt-d  verj'  low, 
Ghem.  News.  28.  80,  1873. 

'  8.  V.  Peppel  reports  that  with  low-grade  limestones  be  has  found  that  the  loss  in  weight 
obtaiaed  on  treating  the  insoluble  residue  with  bydrolluoric  and  sulphuric  acida  is  Hometimea 
greater  than  the  amount  of  silica  actually  present— H.  E.  Ashley,  Chem.  News.  90.  274,  1004. 

'  W.  R  Bloor,  Joum.  Amer.  Chem.  Soc.,  29.  1603,  1907  1  C,  Meineke,  Rep.  anal.  Chem., 
7.  214,  1887  \  E.  Jotdis,  Ztit.  anorg.  Chan.,  45.  362,  190B, 
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Hence,  Bloor  concludes  that  the  residue  'Ms  contaminated  to  some  degree 
by  the  main  constituents  of  the  clay.  The  amount  of  contamination  by  sub- 
stances other  than  ferric  oxide  and  alumina  is,  however,  except  in  extreme  cases, ^ 
BO  small  that  it  may  be  neglected  unless  extreme  accuracy  is  required '' ;  in  that 
case  the  residue  can  be  taken  up  with  a  little  sodium  carbonate,  and  the  acid 
solution  of  the  fused  mass  added  to  the  main  solution. 

Weighings. — The  results  of  the  silica  weighings  in  the  above  operations, 
together  with  the  "  extra  silica "  from  a  later  operation,  will  be  entered  in  the 
notebook  somewhat  as  follows : — 

Silica  and  cnicible      • 21*0608  grms. 

Crucible  empty  ^. 204580     „ 

Uncorrected  silica 0*6078  grm. 

Residue  and  crucible 20*4652  grms. 

Crucible  empty 20*4530     ,, 

Residue 0*0022  grm. 

Extra  silica  and  crucible 22*9581  grms. 

Crucible,  etc.,  after  action  of  HF 22*9522    „ 

Extra  silica 0*0009  grm. 

Silica  uncorrected 0*6078  grm. 

Residue 0*0022    „ 

Silica .        ~.        \        .       ~        ~        .         ]        ~,        \        '.        ~      e*6051     „ 
Extra  silica 0*0009    „ 

Silica  found 0*6060    „ 

Correction  for  silica  in  reagents 0*0008    „ 

Total  silica ',        !         '.         !       0*6052    „ 

Errors. — The  following  results  were  obtained  in  eight  independent  deter- 
minations with  one  sample  of  clay :— 0*6052 ;  0*6048;  0*6047;  0*6046; 
0*6053;  0*6044;  0*6044;  0*6043  grm.  The  mean  is  0*6047  grm.,  or  60*47 
per  cent.,  with  a  deviation  of  about  ±0*07.  The  deviations  will  be  different 
with  clays  containing  different  amounts  of  silica.  But  if  this  particular 
sample  be  analysed  by  another  analyst,  we  should  expect  the  silica  to  come 
somewhere  between  60*40  and  60*54  per  cent.  The  variations  obtained  with  a 
number  of  analyses  as  indicated  above  give  an  idea  of  the  errors  liable  to  affect 
particular  determinations,  but  they  tell  nothing  about  the  presence  or  absence 
of  constant  errors — say,  errors  due  to  the  solubility  of  silica  in  the  mother  liquid, 
etc.  The  case  of  lithium,  page  537,  might  be  cited  as  an  instructive  example. 
These  constant  errors  can  rarely  be  checked,  although  an  approximate  idea  can 
sometimes  be  obtained  by  control  analyses  with  artificial  mixtures  containing  known 
amounts  of  the  constituents  under  investigation — page  247.^ 

Every  method  of  analysis  has  its  own  peculiar  sources  of  error.  The  principal 
sources  of  error  in  silica  determinations  are  :  (1)  Imperfect  decomposition  of  the 


'  £^.y  when  the  amount  of  magnesium  or  calcium  in  the  original  sample  is  high,  as  was 
the  case  with  the  third  sample  in  the  above  table. 

*  The  loss  in  weight  by  the  blasting  of  the  crucible  was  negligibly  small  for  the  small 
cmcible  employed.  If  the  crucible  lost  appreciably  in  weight  during  the  blasting,  write: 
"  Empty  cmcible  plus  loss  in  weight  during  blasting.''    See  page  114. 

'  if.  Stoermer  (Taiw'nrf.  Ztg.^  35.  453,  1911)  considers  that  alumina  is  volatilised  when  the 
silica  is  heated  with  sulphuric  andhydrofluoric  acid.  No  appreciable  loss  can  be  detected  under 
the  conditions  of  the  experiment  described  in  the  text 


172  A   TREATISE   ON   CHEMICAL   ANALYSIS. 

silicate ;  (2)  Loss  by  spurting  when  the  acid  is  added  to  the  carbonate  fusion  ; 
(3)  Imperfect  transfer  of  the  silica  from  dish  to  filter  paper;  (4)  Tendency  of 
silica  to  remain  in  a  soluble  condition  after  the  baking  at  109"* ;  (5)  Mechanical 
1(58S  of  fine  particles  of  silica  transported  with  the  gases  from  the  burning  filter 
paper,  and  during  the  dehydration  of  the  silica;  (6)  Contamination  by  the 
reagents,  and  by  the  porcelain  vessel  during  evaporation;  (7)  And  the  loss  of 
weight  of  the  crucible  itself  during  the  prolonged  blasting. 

Determination  of  Silica  in  the  Presence  of  Fluorides. — If  fluorine  be  present, 
as,  say,  calcium  fluoride,  part  of  the  silica  will  be  lost  by  volatilisation  as  siliooD 
tetrafluoride — SiF^ — when  the  solution  is  evaporated  to  dryness.  Supposing, 
in  the  extreme  case,  that  all  the  fluorine  be  so  evolved,  the  maximum  possible 
error  will  be  nearly  equal  to  three-eighths  of  the  calcium  fluoride.  The  error 
becomes  appreciable  in  the  case  of  Cornish  stone,  which  contains  from  2  to  5 
per  cent,  of  calcium  fluoride.  In  this  case  the  silica  and  fluorine  are  to  be 
separately  determined,  as  indicated  on  page  640. 

Determination  of  Silica  in  the  Presence  of  Boric  Oxide. — When  borates  are 
present,  it  is  necessary  to  get  rid  of  the  boric  oxide  by  adding  methyl  alcohol, 
saturated  with  hydrogen  chloride,  during  the  evaporation  for  silica,  as  indicated 
on  page  589. 

§  84.  The  Theory  of  Silica  Determinations. 

When  an  aqueous  solution  of  sodium  silicate  is  treated  with  hydrochloric 
acid,^  part  of  the  silicate  will  be  decomposed,  forming  sodium  chloride  and 
silicic  acid,  say,  Ha^SiO^+g.  Conversely,  when  a  solution  of  silicic  acid  is  treated 
with  sodium  chloride,  hydrochloric  acid  and  sodium  silicate  are  produced.  These 
reactions  are  symbolised : 

2nNaCl  +  HjnSiO^+j  :^=±:  2nHCl  +  Na^  SiO,.+,, 

The  reversed  arrows  are  intended  to  represent  the  fact  that  the  reaction  proceeds 
in  each  direction.  When  the  speeds  of  the  two  reactions  are  the  same,  the 
system  is  in  equilibrium,  and  the  solution  contains  all  four  substances  in  certain 
definite  proportions.  If  not,  the  system  is  not  in  equilibrium,  and  it  will  be 
doing  its  best  to  attain  that  condition.  Whatever  be  the  condition  of  the  system 
after  it  has  been  evaporated  to  dryness,  when  the  residue  is  taken  up  with 
dilute  acid,  a  definite  proportion  of  the  silica  in  solution  will  be  present  as 
colloidal  silicic  acid,^  and  the  rest  as  sodium  silicate. 

If  all  the  soluble  silicic  acid  in  the  dried  residue  could  be  converted  into 
insoluble  silicic  acid  by  baking  at  a  high  temperature,  the  sodium  silicate,  when 
taken  up  with  more  hydrochloric  acid,  would  be  hydrolysed  and  furnish  the  same 
relative  proportions  of  soluble  silicic  acid  and  sodium  silicate  as  before.  If  the 
silicic  acid  so  formed  could  be  rendered  insoluble  by  another  evaporation,  it 
follows  that  repeated  evaporation  to  dryness  and  soaking  the  dried  residue 
would  transform  practically  all  the  silica  into  the  insoluble  condition,  and  the 


*  Gelatinous  orthosilicic  acid — H4Si04 — is  precipitated.  This,  when  heated,  or  digested  with 
sulphuric  acid,  forms  metasilicic  acid — HgSiOa  (R.  Meldrura,  Chem.  News^  78.  235,  1898);  and 
this  at  100^-110**  forms  the  trisilicic  acid — HsSigO; — which  is  insoluble  in  water  and  acids:  at  a 
high  temperature  the  latter  is  converted  into  anhydrous  silica. 

*  For  the  solubility  of  silica,  see  R.  Bunsen,  Pogg.  Ann.,  61.  266,  1847;  E.  Ludwig,  Zeit. 
anal.  Che7n.,g.  321,  1870;  C.  Meineke,  lUp.  anal.  Chem.,  7.  214,  757,  1887;  P.  Jannasch 
and  0.  Heidenreich,  Zeit.  anorg,  Chem.,  12.  214,  1896  ;  C.  Winkler,  Chem.  Ccntr.,  4.  678, 
1859;  J.  W.  Mellorand  A.  D.  Holdcroft,  Trans.  Eng.  Cer.  Soe.,  10.  1,  1911.  For  the  alle^ 
relatively  greater  solubility  of  silica  in  hydrochloric  acid  than  in  aqua  regia,  see  G.  C.  Wittstein, 
Zeit.  anal,  Chem.,  7.  433,  1868.     For  the  solubility  of  silica  in  aq.  ammonia,  see  page  183. 
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filtrate  would   be  pmctically  free   from   silica.     Some  aualyste  are   under   the 
impression  that  the  action  does  occur,  and  recommend  thia  procedure.^ 

The  percentage  amount  of  water  lost  per  hour  in  the  earlier  stages  of  the 
drying  (110°)  is  very  much  greater  than  in  the  later  stages.  Indeed,  the  last  stage 
of  the  dehydration  requires  an  indefinitely  long  time  for  its  completion.^  This 
is  illustrated  by  the  gradual  approach  of  the  curve  (silicic  acid  containing  33'9 
per  cent,  water),  fig.  97,  to  a  horizontal  line.     If  the  temperature  be  raised,  the 


Fid.  97. — Effect  of  time  ocoapied  bj  diying 


n  the  dehydration  of  silicic  acid. 


transformation  takes  place  much  more  rapidly  and  completely ;  but  experience 
shows  that  the  higher  the  desiccation  temperature,  the  greater  the  amount  of 
foreign  matter  associated  with  the  silica.  "This,"  says  Gilbert,*  "is  probably 
due  to  the  alumina  being  rendered  insoluble  in  acids."     For  example  : — 


TahU  XXVIII.— Effect  of  the  Dehydration  Temperature  o 
of  Silica  in  Alttminovs  Clay*. 


the  Determination 


Totd  SiO, 
percent 

Residue  after  first 
evspoTtHoQ 
(percent). 

evspomtion 
(percent). 

SiOi  in  filtnle 
(percent). 

M16 
8466 

100* 
120° 
280* 

61-40 
6418 
M60 

0-0018 
0-002S 
O'OOTO 

0-0O17 
0-0032 
0-0036 

If  the  amount  of  alumina  be  high,  the  residue  left  after  the  removal  of  silica 
is  greater  the  higher  the  drying  temperature.  In  the  case  of  calcareous  slaga 
(46  per  cent.  CaO),  the  calcium  chloride  in  the  residue  seems  to  facilitate  the 
dehydration  of  the  silica  and  reduce  the  amount  of  silica  soluble  in  the  filtrate. 

'  £;.,Q.  Lunge,  TechnieaiXetftodso/Chanieal  Analysis,  London,  I.  581,  1008.  M.  Stoermer 
{TimimL  Ztg.,  35.  468,  IBll)  oonsidere  that  all  the  silica  is  converted  into  an  icaoluble  fonn  by 
evBDontiiis  the  hydrochloric  acid  solution;  baking  at  130°;  and  Koaking  two  houra  with 
hrdtochlono  acid.  He  considers  a  second  evaporation  to  be  uunecessary,  for  it  makes  no 
diRereDCe  whether  or  not  the  silica  bii  filtered  off  before  the  second  evaporation.  The  experi- 
mental results  quoted  in  this  chapter  show  that  two  evaporations  with  an  intervening  filtration 
»re  necessary  for  exact  work  ;  but  see  the  section  on  abbreviated  systems  of  analysis,  page  242. 

'  J.  M.  van  Bemmelen,  Zeit.  anorg.  Chem.,  13.  233,  1897  ;  Die  Adsorption.  Dresden.  18B, 
1910.  According  to  P.  H.  Walker  and  J.  B.  Wilson  iCirc.  U.S.  Dept.  Agric.,  loi.  1,  1912), 
a  two-hoius'  ignition  at  the  highest  temperature  obtainable  with  a  Bunsen's  burner  suBices  for 
the  dehydration  of  silioa,  and  three  hoars  for  alumtaa ;  there  is  Uien  no  nek  of  error  owing  to  a 
change  in  weight  of  the  platinum  cnicible. 

■  J.  P.  Qllbert,  Tech.  QuaH.,  3.  61,  1800  [  Ckem.  Nevi»,  61.  270,  28t,  18B0  j  G.  Craig,  ib., 
fio.  227,  1889. 
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Table  XXIX. — Effect  of  the  Dehydration  Temperature  on  the  Determination 

of  SUica  in  Calcareotu  Clays. 


Total  SiOs. 


41-28 
41-20 
41  -52 


Temperature. 


100' 
120' 
280' 


Residue  after  first 
eyaporation 
(percent). 


Residue  after  second 
evaporation 
(per  cent. ). 


SiOs  in  filtrate 
(percent). 


0*0008 
0  0006 
0-0008 


On  the  other  hand,  magnesium  chloride  seems  to  retard  the  dehydration 
at  100*;  and  at  280°  it  increases  the  amount  of  soluble  silica  in  the  filtrate. 
Thus,  with  a  slag  containing  35  per  cent,  of  CaO  and  15  per  cent  of  MgO : — 


Ta^le  XXX. — Effect  of  the  Dehydration  Temperature  on  the  Determination 

of  Silica  in  Magnesian  Clays. 


Total  SiOa. 

Temperature. 

Residue  after  first 
evaporation 
(per  cent). 

Residue  after  second 
evaporation 
(per  cent ). 

SiOs  in  filtrate 
(percent). 

88-70 
88-80 
83-94 

100* 
120* 
280* 

88-67 
88*63 
83-81 

0-0020 
0-0028 
0-0065 

0*0028 
0-0008 
0-0052 

Hillebrand  ^  considers  that  magnesia  begins  to  recombine  with  silica  to  form 
a  magnesium  silicate  at  temperatures  over  1 20**.  This  silicate  is  subsequently 
decomposed  by  hydrochloric  acid,  with  the  separation  of  silica.  It  is  not, 
therefore,  possible  to  separate  all  the  silica  by  the  evaporation  of  magnesian 
clays  if  the  residue  be  dried  at  temperatures  over  120°.  A  certain  amount  of 
soluble  silica  will  always  be  formed  by  the  decomposition  of  the  resulting 
magnesian  silicate.  If  magnesium  be  absent,  the  drying  of  calcareous  silicates 
can  be  conducted  at  a  higher  temperature  than  110° — for  instance,  280° — when 
"  it  would  seem  that  there  is  no  tendency  for  silica  to  recombine  with  lime  and 
alumina"  (Gilbert).^ 

So  long  as  any  silica  escapes  transformation  into  the  insoluble  condition, 
so  long  will  a  certain  proportion  pass  into  solution,  probably  as  sodium  silicate, 
by  the  reaction  between  the  sodium  chloride  and  silicic  acid.  In  illustration, 
Mr  A.  B.  Trickett  mixed  Kahlbaum's  "  Kieselsaure  " — silicic  acid — with  different 
proportions  of  sodium  chloride  solution  (25  c.c.  of  the  solution  contained  5 
grms.) ;  evaporated  the  mixture  to  dryness,  and  baked  the  residue  four  hours  in  a 
steam  oven.  The  insoluble  silica  was  filtered  off,  washed,  and  the  soluble  silica 
determined  in  the  filtrate  by  the  molybdate  colorimetric  process  (page  605). 


1  W.  F.  Hillebrand,  Jmim.  Amer.  Owm.  Soc,,  24.  262,  1904. 
^  If  zinc  be  present,  see  page  859. 
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Table  XXXL— Effect  of  Sodium  Chloride  on  "  Soluble  "  Silica. 


NaCl  per  gram  SiOj  (grms. ). 

SiOa  in  the  filtrate  (per  cent ). 

18-5 
26-9 
45-8 
62*4 

0-78 
0*81 
1-06 
107 

This  shows  that  the  greater  the  amount  of  sodium  chloride  in  the  solution,  the 
greater  the  amount  of  silica  in  the  filtrate,  presumably  owing  to  the  transforma- 
tion of  silicic  acid  into  soluble  sodium  silicate. 

This  re-solution  of  sodium  silicate  is  one  of  the  troubles  attending  the 
determination  of  silica.  If  the  silicic  acids  could  be  completely  dehydrated  with 
baking  below  the  temperature  of  recombination,  the  difficulty  would  be  overcome. 
It  is  important  to  remove  as  much  silica  as  possible  at  this  stage  of  the  analysis, 
Bince  any  silica  which  escapes  in  the  filtrate  will  contaminate  the  different  pre- 
cipitates later  on:^  The  possibility  of  a  recombination  of  the  silica  with  the 
bases  during  the  baking  of  the  silica  limits  the  safe  temperature  of  desiccation.^ 
The  complete  drying,  that  is,  the  complete  conversion  of  the  silica  into  the 
insoluble  form,  might  possibly  be  effected  at  110°  if  an  indefinite  period  of  time 
were  available.  The  longer  the  time  of  baking,  the  more  perfect  the  drying,  and 
the  less  the  amount  of  silica  which  passes  into  solution  in  the  filtrate.  This  is 
illustrated  by  the  following  experiments  due  to  Hillebrand  : — 

Table  XXXIL— Effect  of  Tim^  of  Drying  on  the  "  Soluble  "  SUica, 


Silica  in  filtrate  (per  cent. ). 


2*11 
1-68 
1*48 


In  agreement  with  fig.  97,  it  follows  that  the  complete  "dehydration"  of  the  silicic 
acid  is  excessively  slow — too  slow  to  be  of  any  practical  use.^  It  will  therefore 
be  obvious  that  taking  up  the  dry  residue  with  hydrochloric  acid  and  re-drying 
the  residue  a  number  of  times  has  very  little  influence  on  the  "silica  in  filtrate." 
But  if  the  silica  which  has  separated  be  removed,  the  amount  of  silica  remaining 
when  the  filtrate  is  evaporated  to  dryness  is  comparatively  small.  The 
drying  curve  for  this  silica  resembles  that  indicated  in  fig.  97 ;  and  although 

1  R.  Bunaen,  LieMg's  Ann,,  6l.  265,  1847  ;  E.  Ludwig,  Pogg,  Ann.,  141.  149,  1870  ;  Zeit. 
antU.  Ckem.,  9.  321,  1870  ;  C.  Meineke,  Rep.  anal.  Chem.,  7.  214,  1887  ;  A.  Cameron,  Chem. 
News,  69.  171,  1894  ;  E.  Jordis  and  W.  Ludewig,  Zeit,  anorg.  Chem.,  45.  362,  1905  ;  47.  180, 
1906  ;  N.  Knight  and  F.  A.  Menneke,  Chein.  News,  94.  165,  1906 ;  J.  A.  Phillips,  Phil.  Mag. 
(4),  41.  87,  1871. 

*  B.  Blount,  Joum.  Amer.  Chem.  Soc.,  26.  995,  1904.  W.  H.  Stanger  and  B.  Blount 
{Jowm.  Soc.  Chfm.  Ind,,  21.  1216,  1902)  consider  the  temperature  of  baking  Portland  cements 
should  not  be  lower  than  200".  This  high  temperature  is  not  safe  for  general  work,  although 
with  calcareous  cements,  under  industrial  conditions,  the  results  are  satisfactory  (Table  XXVIII.). 
T.  Bauer,  Tonind.  Zig.,  37.  89,  1918. 

'  It  is  probable  that  some  volatile  reagent — say  alcohol,  page  169— might  be  found  to  do  the 
work  efficiently,  but  this  has  not  yet  been  fully  investigated. 
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a  similar  percentage  of  the  silica  will  remain  untransformed  at  the  end  of  a 
certain  period  of  drying,  yet  the  actual  amount  is  small  in  comparison  with  the 
total  silica.  Indeed,  after  the  second  evaporation  and  drying,  less  than  O'l  per 
cent,  of  the  total  silica  will  be  found  in  the  filtrate.  This  is  very  well  illustrated 
by  the  following  numbers : — 

Filtrate  First        Second.        Third.        Fourth. 

Silica  .        .  .  -  0*00141        0*00081        0 '00023        0*00006  grm. 

Silica  ....     0-0307  0*0035  0*0024  00015    sjm. 

Cameron  gives  the  third  evaporation,  thus  reducing  the  percentage  silica  in 
the  third  filtrate  to  a  negligibly  small  amount,  and  after  the  fourth  evaporation, 
the  amount  escaping  dehydration  is  almost  out  of  range  of  the  balance.^  Two 
evaporations  suffice  for  technical  work. 

It  follows  from  Table  XXIX.  that  when  the  silicate  under  investigation  is 
soluble,  or  almost  wholly  soluble  in  acid,  say  hydrochloric  acid,  and,  in  conse- 
quence, comparatively  little  sodium  salt  is  present,  one  evaporation  will  be  almost 
as  effective  as  two.  This  explains  how  some  discordant  statements  are  rife.  For 
instance,  with  Portland  cement,  which  is  nearly  all  soluble  in  hydrochloric  acid, 
one  evaporation  and  baking  at  180'  will  suffice.  The  relatively  large  proportion 
of  lime  in  these  silicates  also  facilitates  the  dehydration  of  the  silica,  as  indicated 
in  Table  XXIX.,  p.  174.2 

Evaporation  with  sulphuric  acid,^  in  place  of  hydrochloric  acid,  gives  a  silica 
which  is  comparatively  easily  dehydrated ;  *  but  the  presence  of  this  acid  is  a 
source  of  danger  on  account  of  the  risk  of  forming  sparingly  soluble  sulphates 
which  may  contaminate  the  silica,  and  the  escape  of  alumina  from  precipitation 
in  the  presence  of  sulphates — page  180. 

The  rate  at  which  the  silicic  acid  is  dehydrated  is  connected  with  the  con- 
centration of  the  solution  from  which  the  silicic  acid  was  precipitated  by  the 
hydrochloric  acid.  For  instance,  Mr  J.  C.  Green  has  measured  the  amount  of 
water  driven  off  from  silicic  acid  precipitated  from  concentrated  and  from  dilute 
solutions  of  sodium  silicate,  and  afterwards  dried  by  heating  up  to  450'.  His 
results  are : — 

Table  XXXIII. — Dehydration  of  Silicic  Acid  at  800'*, 


Amount  of  moisture  lost — per  cent 

Time 
heated 

at  800*. 

Silica  from 

Silica  from 

Minutes. 

concentrated 

dilute 

solutions. 

solutions. 
4*49 

5 

1*6 

10 

4*25 

6*45 

20 

5*72 

8*72 

30 

6*18 

1004 

^  In  these  experiments  the  residues  were  not  baked  above  ]10\ 

'^  B.  Blount,  Joum.  Amer.  Chem,  Soc.,  26.  995,  1904  ;  S.  F.  Peckham,  ib.,  26.  1636,  1904. 

3  T.  N.  Drown,  Ckem,  News,  40.  40,  1879 ;  Trans.  Amer.  Inst.  Min.  Eng.,  7.  346,  1879  ; 
T.  N.  Drown  and  P.  W.  Shimer,  ih.,  8.  508, 1880  ;  Chsm.  News,  42.  299,  1880  ;  J.  ThiU,  ZeU.  anal. 
Cfiem.j  43.  652,  1904  ;  G.  H.  Meeker,  Joum.  Amer.  Chem.  Soc,  19.  370,  1897  ;  A.  Cameron, 
C?um.  News,  69.  674,  1894  ;  C.  Craig,  i6.,  60.  227, 1889  ;  J.  P.  Gilbert,  ib.,  61.  270,  281, 1890. 
V.  M.  Goldschmidt  (Tids.  Kemie  Pharm.  Terap.,  825,  1910)  recommends  raakine  the  silica  in- 
soluble by  evaporation  with  nitric  acid  and  hydrogen  peroxide  instead  of  with  hydrochloric  acid. 

*  Nitric  acid  is  used  in  special  cases— for  instance,  when  lead  is  present 


CHAPTER  XIII. 

THE  AMMONIA  PRECIPITATE. 

§  85.  The  Precipitation  by  Means  of  Ammonia. 

Wb  have  now  to  deal  with  the  filtrate,  acidified  with  hydrochlorio  acid,  from  the 
silica.  This  solution  contains  aluminium,  iron,  titanium,  phosphorus,  manganese, 
calcium,  magnesium,  and  alkaline  salts. ^  Assume  that  the  manganese  is  either 
absent,  or  present  in  inappreciable  quantities.^  The  addition  of  ammonia,  in  the 
presence  of  ammonium  chloride,^  precipitates  the  aluminium,  iron,^  phosphorus, 
titanium,^  and  part  of  the  magnesium.  The  precipitate  carries  down  a  little 
lime  and  alkalies.^  The  ammonia  should  be  added  drop  by  drop  with  constant 
stirring.  "  If  an  excess  of  ammonia  be  poured  into  the  solution  rather  quickly, 
a  considerable  quantity  of  magnesia  will  be  precipitated  with  the  alumina  " ; 
whereas,  "  if  the  ammonia  be  added,  drop  by  drop,  with  constant  stirring,  to  the 


^  If  lead,  bismuth,  copper,  cadmium,  tin,  arsenic,  molybdenum,  antimony,  selenium,  gold, 
and  the  platinum  metals  he  present,  they  should  be  removed  by  hydrogen  sulphide,  etc.  as 
indicated  later  on  page  1 86. 

'  If  manganese  be  present,  and  time  is  of  great  importance,  add  a  few  cubic  centimetres  of 
bromine  water,  or  a  few  drops  of  bromine  (page  872)  to  the  boiling  solution  containing  the 

X'valent  of  10  per  cent,  ot  concentrated  hydrochloric  acid  by  volume.  Make  the  solution 
line  with  ammonia,  or  add  hydrogen  peroxide  with  the  ammonium  chloride  and  ammonia — 
M.  Dittricb,  Ber. ,  55.  4072, 1902.  The  manganese  will  be  precipitated  with  the  alumina,  iron,  etc. 
The  presence  of  one  ^rnrt  of  iron  in  80,000  i>arts  of  solution  gives  a  visible  precipitate  with 
aqueous  ammonia ;  for  aluminium  the  numbers  are  1—100,000;  for  chromium,  1 — 170,000; 
zinc,  1 — 80,000;  manganese,  1—170,000. — L.  J.  Curtmann  and  A.  D.  St  John,  Joum,  Amer, 
CTiem,  SoCt  34.  1679,  1912. 

'  A.  Mitscherlich,  Joum,  prakt.  Chem.  (1),  8x.  108,  1860  ;  (1),  83.  458,  1861. 

*  Ferric,  not  ferrous  oxide.  But  the  iron  after  the  preceding  treatment  will  generally  be  all 
ferric.  If  much  manganese  be  present  (as  will  be  indicated  by  the  colour  of  the  sodium  carbonate 
fusion),  the  filtrate  from  the  silica  may  contain  ferrous  iron.  **  The  tendencv  of  manganese  salts 
to  exert  a  reducing  effect  on  ferric  iron  in  solution  is  probably  the  cause  of  this  phenomenon  " — 
G.  C.  Stone  (W.  6.  Waring,  Joum.  Aincr.  Chem.  Soc,  26.  4,  1904).  If  ferrous  salts  be  present, 
a  few  droiie  of  hydrogen  peroxide  will  effect  the  conversion  (A.  Oarnot,  Compt,  Bend.,  X07.  948, 
997,  1888).  if  hydrogen  sulphide  has  been  employed  to  remove  the  metals  indicated  in  a  pre- 
ceding footnote,  it  will  be  necessary  to  remove  the  hydrogen  sulphide  by  boiling,  filter  off  the 
sulphur,  and  oxidise  the  iron.  Note  that  commercial  hydrogen  peroxide  sometimes  contains 
fluorine,  chlorine,  sulphuric  acid,  hydrofluosilicic  acid,  sugar,  glycerine,  calcium,  magnesium, 
barium  and  aluminium  salts,  etc. — H.  P.  Talbot  and  H.  R.  Moc^y,  Tech.  Quart, j  5.  123,  1893  ; 

0.  Arth,  MonU,  Scient.  (4),  15.  715, 1901  ;  Chem.  News,  85. 184, 1902.  To  purify  the  hydrogen 
peroxide :  (1)  Add  one- tenth  the  volume  of  alcohol ;  add  powdered  barium  hydroxide  free  from 
carbonate ;  filter  on  the  pump ;  precipitate  barium  with  a  slight  excess  of  siilphuric  acid ; 
evaporate  off  the  alcohol.  (2)  Precipitate  the  silica  and  hydrofluosilicic  acid  with  potash  lye; 
filter ;  and  distil  under  reduced  pressure.    See  (>age  205. 

'  If  chromium,  beryllium,  vanadium,  and  the  rare  earths  be  present,  they  too  will  be  pre- 
cipitated as  hydroxides ;  uranium  will  be  precipitated  as  ammonium  diuranate— (NH4)9Ua07. 

•  C.  F.  Cross,  Froc,  Manchester  Lit.  PhU.  Soc.,  ij.  49,  1877  ;  P.  Cornette,  Ann.  Pharm., 
4.  1,  1900;  J.  Thoulet,  Compt.  Bend.,  99.  1072,  1884  ;  R.  Warrington,  Joum.  Chem.  Soc.,  2X. 

1,  1868.  Some  consider  that  the  precipitated  hydroxide  forms  a  true  chemical  compound  with 
the  substances  in  question.  Kg.,  A.  V.  E.  Young,  Amer.  Chem.  Joum.,  8.  23,  1886  (Al) ; 
V.  J.  Hall,  t6.,  19.  512,  1897  (Fe) ;  19.  901, 1897  (Zn) ;  H.  P.  Patten,  ib.,  18.  608,  1896  (Cr) ; 
Jtmrn.  Amer,  Chem^  Soe.,  25.  186,  1908  (Mg,  Mn,  BaS04). 
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hot  solution,  until  the  ammonia  is  in  slight  excess,  the  precipitated  alumina  will 
be  either  free  from  magnesia,  or  retain  but  slight  traces  of  that  element.''  ^  In 
illustration,  mixtures  of  1*23  grms.  of  magnesium  sulphate,  with  2*2675  grms.  of 
ammonia  alum  with  10  grms.  of  ammonium  chloride  in  750  c.c.  of  boiling  water, 
gave  precipitates  which  weighed,  after  ignition — 

Slow  precipitation  .        .     0*2581        0*4910  gnn. 

Rapid  precipitation      .        .        .     0'2641        0*4965  grm. 

The  precipitate  should  be  dissolved  in  hot  hydrochloric  acid,  and  reprecipitated, 
washed,  ignited,  and  weighed.  The  ignited  mass  is  then  fused  with  potassium 
pjrosulphate,  and  the  resulting  cake  digested  with  water.  The  insoluble  silica  ^ 
is  filtered  off,  washed,  and  weighed  as  ''  extra  silica.''  The  iron,  titanium,  phos- 
phorus, and  manganese,  if  present  in  the  filtrate,  are  determined  separately.  The 
amounts  of  these  constituents  are  added  together,  and  the  difference  between  the 
sum  and  the  weight  of  the  total  ammonia  precipitate  is  the  alumina.  Before 
taking  up  details  of  the  process,  a  few  special  points  may  be  considered. 

Afnmoiiia  for  the  "  Alwnina "  Precipitation, — The  ammonia  used  should  be 
free  from  carbonates;  otherwise,  calcium  carbonate  will  be  precipitated  with 
the  alumina,  etc.^  Ammonia^  absorbs  carbon  dioxide  from  the  atmosphere, 
and  hence  some  analysts  make  a  fresh  solution  of  ammonia  periodically  for 
this  work.  If  calcium  carbonate  be  formed,  H.  Rose^  thinks  that  it  will  be 
decomposed  by  the  ammonium  salts  present  in  the  solution,  when  the 
mixture  is  boiled.  The  ammonia  should  be  kept  in  cerasine  bottles,  or  glass 
bottles  lined  on  the  inside  with  cerasine.  Freshly  prepared  ammonia  kept  in 
common  glass  bottles  for  one  month  gave  a  residue  of  0'7  grm.  per  25  c.c. ;  in 
a  Jena  glass  bottle,  0'4  grm. ;  and  in  cerasine  bottles,  no  residue.^ 

Influence  of  Boiling  and  Long  Standing  on  the  Alumitia  Precipitate. — There  are 
some  objections  to  the  boiling  of  solutions  containing  the  alumina  precipitate. 
Rose  and  Fresenius'^  recommend  boiling  off  the  excess  of  ammonia  from  the 
solution.  Lunge  ^  considers  the  boiling  unnecessary.  The  objections  to  the 
boiling  are :  (1)  Some  alumina  may  be  redissolved  by  prolonged  boiling  owing 
to  the  decomposition  of  the  ammonium  chloride,  with  the  formation  of  hydro- 
chloric acid  and  volatile  ammonia.^  Hence,  it  is  well  to  make  sure  that  the 
solution  is  alkaline  before  filtering.  (2)  Prolonged  boiling  to  drive  off  the 
excess  of  ammonia  may  lead  to  a  contamination  of  the  precipitate  by  dissolution 

^  L.  F.  J.  Wrinkle,  Chem,  News,  22.  4,  1870;  H.  Abich,  Pogg.  Ann.,  23.  852,  1881  ; 
W.  R  Nichols,  Ainer,  J.  Science  {2),  47.  16,  1869. 

^  The  trace  which  escapes  in  the  second  filtrate  mentioned  in  the  preceding  chapter,  as  well 
as  any  dissolved  from  the  glass  vessels,  reagents,  etc. ,  will  be,  for  the  most  part,  recovered  later. 

'  For  the  action  of  ammonia  on  silica,  see  pages  172  and  188. 

^  The  ammonia  is  tested  for  carbon  dioxide  by  an  aqueous  solution  of  calcium  chloride. 
There  should  be  no  opalescence.  For  the  analysis  of  commercial  "aqua  ammonia,"  see  J.  D. 
Pennock  and  D.  A.  iMorton,  Joum.  Ainer.  Chem,  Soc,  24.  377,  1902.  For  pyridine  in 
ammonia,  see  H.  Ost,  Jow-n.  prakt.  Cliem.  (2),  28.  271.  1888  ;  for  lead,  see  W.  F.  Lowe,  Joum, 
Soe.  Chem.  hid,,  11.  133,  1892.  The  latter  impurity  is  introduced  when  the  manufacturer 
places  the  ammonia  in  leaden  vessels  for  dilution  to  the  required  specific  gravity. 

*  H.  Rose,  Chem.  News,  2.  291,  1860  ;  Pogg.  Ajin.,  no.  292,  1860. 

^  K  T,  Allen  and  J.  Johnston,  Joum.  Ind.  Eng.  Chem.,  2,  196,  1910. 

'  R.  Fresenius,  Anleitung  zur  qiiantUativcn  chcmischen  Analyse,  Braunschweig^,  I.  160, 
1903;  London,  i.  192,  1900 ;  L.  ^Ixim,  ZeU,  anal.  Chem.,  27.  19,  1888;  H.  Rose,  Z,c  For 
the  action  of  ammonium  chloride  on  metallic  sulphides,  see  P.  de  Clermont,  Compt.  Rend.,  88. 
972,  1879. 

*  G.  Lunge,  Zeit.  angew.  Chem.,  12.  635,  1889 ;  G.  Lunge  and  H.  von  K^ler,  7.  670,  1894  ; 
C.  Meineke,  Rep.  anal.  Chem.,  7.  214,  767,  1888.  ' 

*  R.  Fresenius,  Anleitung  zur  quaniUativen  chemisehen  Analyse,  Braunschweig,  2.  807, 
1905;  R.  Fittig,  ZeU.  anal.  Chem.,  27.  29,  1888;  Li^big's  Ann.,  128.  189,  1868;  H,  G 
Dibbits,  Zeit.  anal.  Chem.,  15,  245,  1876 ;  Ber.,  5.  820,  1872;  A.  R.  Leeds,  Chem.  News,  29. 
256,  1874  ;  D.  Gernez,  Compt.  Rend.,  64.  606,  1867. 
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of  silica,  etc.,  from  the  glass  vessels.  (3)  Prolonged  boiling  also  tends  to  make 
the  precipitate  slimy  and  difficult  to  filter  and  wash.  The  same  objection  applies 
to  precipitates  which  have  stood  some  time.  (4)  Calcium  carbonate  is  also 
precipitated  under  these  conditions  owing  to  the  absorption  of  carbon  dioxide 
from  the  air. 

The  important  thing  is  to  filter  rapidly.  If  the  filtration  and  washing  of 
the  precipitate  from  a  gram  of  clay  occupy  much  over  half  an  hour,  it  will 
be  almost  impossible  to  remove  the  adsorbed  salts,  in  a  reasonable  time,  by 
washing — hence  some  use  a  hot  funnel  (fig.  130).  If  the  precipitate  has  reached 
the  slimy  stage  ^  before  the  washing  is  completed,  it  is  generally  advisable  to 
redissolve  it  in  hydrochloric  acid,  and  reprecipitate.  For  the  reasons  stated 
above,  if  the  filtrate  from  the  silica  has  to  be  left  standing  some  days,  let  the 
solution  be  acidified  by  hydrochloric  acid  before  "shelving."  Do  not  let  the 
alumina  precipitate  stand  in  its  mother  liquid  unfiltered. 

The  effect  of  temperature,  etc.,  on  the  precipitation  of  colloids,  of  which  the 
ammonia  precipitate  is  a  typical  example,  has  been  discussed  on  page  96. 

Filtration  of  Gelatinous  Precipitates, — Before  adding  the  ammonia,  Dittrich  ^ 
mixes  the  solution  with  macerated  filter  paper  pulp.^  This  facilitates  the 
washing  of  the  gelatinous  precipitate,  and  also  the  oxidation  of  the  precipitate 
during  the  ignition.  The  process  gives  good  results.  The  precipitate  is  rather 
bulky,  and  accordingly  a  larger  filter  paper  must  be  used,  and  also  a  larger 
crucible  for  the  ignition.  A  certain  amount  of  salt  is  absorbed  by  the  filter 
paper,  although  Mansier  *  says  that  sodium  chloride  is  not  retained  by  the  washed 
paper.  Do  not  use  paper  pulp  for  highly  ferruginous  clays,  for  reasons  which 
will  appear  later  (page  184). 

In  order  to  coagulate  gelatinous  precipitates,  and  render  them  easy  to  filter. 
Divine,*  recommends  the  addition  of  6  c.c.  of  a  2*5  per  cent,  solution  of  tannin — 
the  addition  of  2  c.c.  of  the  tannin  solution,  before  adding  the  ammonia,  works 
well.     Guyard*  recommended  the   addition  of  glycerol;   Palmer,  stirring  with 


^  The  precipitated  aluminium  and  ferric  hydroxides  sometimes  appear  to  dissolve  and  pass 
through  the  filter  paper,  particularly  towards  the  end  of  a  washing — C.  F.  Cross,  Chein, 
News,  39.  161,  1879  ;  E.  Schirm,  Collegium,  99,  1911.  G.  P.  Baxter  and  R.  A.  Hubbard 
{Joum.  Amer.  Ch&m,  Soc,  28.  1208,  1906)  state  "that  the  solubility  of  ferric  oxide  in  ammonia 
is  caused  by  the  presence  of  some  organic  impurity  in  the  ammonia,*'  and  they  tried,  without 
success,  to  reproduce  the  phenomenon  by  mixing  methyl-,  ethyl-,  diethyl-,  isoamyl-amines, 
ethylenediamine,  aniline,  and  phenylhydrazine  with  the  ammonia.  I  have  always  attributed 
the  phenontenon'to  a  deflocculation  of  the  colloidal  precipitate  (page  96). 

*  H.  Jervis,  Ckem.  News,  78.  257,  1898;  F.  Ibbotson,  Technics,  2.  357,  1904  ;  M.  Dittrich, 
^^'j  37-  1840,1904.  A.  C.  F.  M*Kenna  {Jour,  Amer,  Chem,  Soc.,  21.  125,  1899;  Chem. 
News,  79. 184, 1899)  recommended  the  paper  pulp  process  for  zinc  sulphide  in  1899  ;  E.  Murmann 
{Zeit,  anal.  Chem.,  50.  742,  1911)  recommenas  the  addition  of  a  little  of  the  finest  starch, 
mercuric  sulphide,  or  shredded  paper  for  gelatinous  precipitates  like  aluminium  hydroxide, 
manganese  and  zinc  sulphides,  etc. 

'  Papbr  Pulp  for  Filtration. — The  pulp  may  be  prepared  for  filtration  in  the  following 
manner : — Crush  Swedish  filter  paper  into  small  balls,  nut  the  balls  into  a  large  empty  cerasine 
bottle.  Add  concentrated  hydrochloric  acid,  and  a  little  hydrofluoric  acid.  Seal  up  the  stopper 
of  the  bottle  with  wax,  and  shake  in  a  shaking  machine  for  a  couple  of  hours.  Wash  the 
resulting  pulp  free  from  acid  by  decantation.  Keep  the  emulsion  of  pulp  and  water  in  a 
bottle  for  use. 

^  M.  Mansier,  Rev,  Intemat,  Fabnf,,  15.  115,  1903. 

'  R.  K  Divine,  Jmim,  Soc,  Chem,  Ind,,  24.  11,  1905. 

^  A.  Ouyard,  Zeit,  anaX,  Chem,,  22.  426,  1883;  L.  Liebermann,  ib.,  14.  359,  1875;  K. 
Zulkowsky,  Chetn,  Ztg.,  8.  772,  1885 ;  H.  N.  Warren,  Chem,  News,  61.  63,  1890;  C.  S.  Palmer, 
Eng,  Min,  Joum,,  80.  582,  1906.  T.  M.  Chatard  {Amer,  J.  /S'cience  (2),  50.  247,  1870  ;  (3), 
2.  416,  1871  ;  Chem.  Netos,  22,  246,  1870;  24.  270,  1871)  recommends  the  evaporation  of 
gelatinous  precipitates  to  dryness  on  a  water  bath,  when  it  is  claimed  that  chromic,  ferric, 
aluminium,  beryllium,  titanium  hydroxides ;  nickel  carbonate ;  cerium,  lanthanium,  and 
didymium  oxalates  become  granular  and  easy  to  filter.  The  washing  of  these  precipitates  free 
from  salts  is  then  a  difficult. 
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one  or  two  drops  of  albumen  (white  of  egg),  and  heating  to  boiling ;  Liebennai 
uses  starch  in  a  similar  manner;  Warren,  a  few  drops  of  an  ethere&l  solution 
pjrrozyline ;  sad  Zulkowskj  recommended  shaking  the  liquid  with  one-third 
ita  volume  of  ether.     The  ether  entangles  the  precipitate  and  carries  it  to  tbt 
surface.     Some  of   these   recommendations   must  be  adopted  with  caution,  on 
ftcoount  of  the  tendency  of  organic  substances  to  retai\l  the  precipitation  of 
alumina.     Glycerol,  for  instance,  is  under  certain  conditions  highly  objectionable.* 
Influence  of  FluorUUi  on   the  Precipitation  of  Alvmina.—Tbe  presence  of 
fluorides  binders  the  precipitation   of  aluminium    hydroxide  by  ammonia.^     A 
soluble  aluminium  fluoride  is  produced  which  is  not  completely  decomposed  by 
the  ammonia.     The  reaction  ia  represented  by  the  equation  : 

AIFj  +  3NH40H:^e:Al(OH),  +  3NH^F. 

The  reaction  therefore  proceeds  iu  both  directions,  and  in  all  probability  a 
soluble  salt,  (NH4),,AlFg,  is  produced  when  much  ammonium  fluoride  is  present. 
The  effect  of  different  proportions  of  ammooium  fluoride  on  the  amount  of 
alumina  which  is  "lost,"  owing  to  its  remaining  in  solution,  is  shown  by  the 
graph,  fig.  98.     This  was  worked  out  by  Hinrichsen.     Hinhchsen  further  showed 


the  danger  of  introducing  fluorine  into  the  solution  when  the  clays,  etc.,  are 
opened  up  with  sulphuric  and  hydrofluoric  acids,  und  wlieu  the  silica  is  corrected 
by  treatment  with  the  same  acids,  because  of  the  difhculty  in  driving  off  the 
last  traces  of  the  fluorine.  In  thcae  cases  the  solution  should  be  evaporated  to 
dryness,  and  the  residue  calcined  in  order  to  transform  the  fluorides  into  oxides. 
There  is  then  no  difficulty  with  the  fluorine. 

Ittflutnce  of  Sulphates  on  the  Precipitation  of  Alumina. — There  is  also  a  risk 
of  alumina  escaping  precipitation  in  the  presence  of  sulphates.  Mr  A.  B.  Trickett, 
in  my  laboratory,  has  measured  the  amount  of  alumina  which  escapes  precipita- 
tion in  the  presence  of  different  amounts  of  ammonium  sulphate,  and  his  results 
are  illustrated  by  the  graph,  fig.  99.  Starting  with  the  equivalent  of  0'0077 
grm.  of  AljOj  in  solution,  and  increasing  the  amount  of  ammonium  sulphate 
from  0-8  to  3'2  grms.  (abscissa;,  fig.  99),  the  corresponding  amounts  of  alumina 
in  solution  when  an  excess  of  ammonia  is  added  arc  represented  in  the  diagram. 


■  A.  Guyard,  Bnll.  Soc.  Chim.  (2),  31.  354,  1879. 

=  F.  P.  Veitch,  Joarn.  Amer.  Cliem.  Hoc.,  32.  248,  1900  ;  W.  B.  Bloor,  ib.,  ag.  1808,  1607  ; 
L.  J.  CurtmBD  and  H.  Dubin,  it.,  34.  1486,  1912  ;  F.  W.  Hinrichsen,  Btr.,  40,  1497,  1907  ; 
ZtU.  aiwrg.  Chem.,  58.  8S,  1908. 
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he  presence  of  a  large  excess  of  ammonium  chloride  appears  to  reduce  the 
aount  of  alumina  which  escapes  precipitation  in  this  manner. 
•  /    According  to  Wrinkle,^  magnesia  is  much  more  liable  to  be  precipitated  with 
she  alumina  if  sulphates  be  present. 

§  86.  The  Theory  of  ihe  Ammonia  Precipitation. 

Many  salt  solutions  are  decomposed  by  the  action  of  water.  The  phenomenon 
is  termed  hydrolysis.  Thus,  bismuth  or  antimony  chlorides  with  water  form 
insoluble  oxychlorides ;  mercuric  sulphate  forms  a  basic  sulphate ;  and  boiling 
solutions  of  ferric  chloride  form  a  mixture  of  ferric  hydroxide  and  a  basic  ferric 
chloride,  together  with  free  hydrochloric  acid.  It  is  possible  to  draw  up  a  list 
of  salts  where  the  phenomenon  is  marked  and  well-defined  at  one  end  of  the 
series,  and  at  the  other  end  the  hydrolysis  is  but  ill-defined  and  feeble.  In  the 
former  case  the  reaction  is  quantitative,  and  may  be  employed  in  analytical 
separations  ;  in  the  latter  case  the  separations  are  incomplete. 

It  will  be  observed  that  an  acid  is  usually  one  product  of  the  hydrolysis. 
For  instance,  the  hydrolysis  of  titanic  sulphate  is  represented  in  symbols — 

Ti(S04)2  +  4H20^=^2H2S04  +  Ti(OH),. 

Titanium  hydroxide — Ti(OH)^ — is  soluble  in  the  free  acid,  but  at  "first  the 
rate  at  which  the  sulphate  is  decomposed  is  much  greater  than  the  rate  of  dis- 
solution of  the  hydroxide  by  the  acid.  Hence,  acid  accumulates  in  the  solution. 
As  the  acid  accumulates  in  the  solution,  its  effects  become  more  and  more 
marked,  and  finally,  when  the  free  acid  has  attained  a  certain  concentration,  the 
speeds  of  the  two  reactions  will  be  equal,  and  no  further  separation  of  the 
hydroxide  will  be  observed,  because  it  will  be  dissolved  by  the  free  acid  as  fast 
as  it  is  formed. 

When  weak  bases — aniline,  ammonia,  phenylhydrazine,  etc. — are  present, 
some  of  the  liberated  acid  is  converted  into  a  neutral  salt  of  the  base.  The 
concentration  of  the  free  acid  is  thus  diminished,  and  a  much  greater  proportion 
of  the  hydroxide  will  separate.  If  a  sufficient  quantity  of  the  base  be  present  to 
prevent  the  acid  accumulating  in  the  system,  all  the  salt  may  be  hydrolysed. 

The  salt — say,  ammonium  chloride,  NH^Cl — formed  by  the  union  of  the  base 
with  the  free  acid  may  itself  be  hydrolysed  by  the  water — 

HjO  +  NH^Cl^^NH^OH  +  HCl. 

Hence,  there  is  a  limit  to  the  work  the  base  can  do  in  neutralising  the  free  acid. 
In  the  case  of  the  alumina  precipitation,  there  is  nearly  always  enough  free  acid 
present  to  prevent  the  hydrolysis  of  the  magnesium  salts,  whereas  with  aluminium, 
titanium,  zirconium,  chromium,  beryllium,  thorium,  cerium,  and  ferric  salts,  the 
liberated  hydroxide  can  exist  in  the  presence  of  the  small  amount  of  free  acid 
produced  by  the  hydrolysis  of  the  ammonium  salt. 

The  complete  separation  of  these  hydroxides  thus  depends  upon  the  amount 
of  free  acid  which  is  liberated  by  the  hydrolysis  of  the  salt  formed  by  the  com- 
bination of  the  freed  acid  with  the  base.  With  aniline  more  free  acid  will  be 
formed  in  the  system  than  with  phenylhydrazine,  and  with  phenylhydrazine, 
more  than   with   ammonia.      Hence,    hydroxides   completely    precipitated    by 


'  L.  F.  J.  Wrinkle,  CA«?».  Neios,  22.  4,  1870.  According  to  H.  Bley  {Joum,  praJlU,  CKem, 
(1),  3^  1,  1846),  a  oertftin  amount  of  sulphuric  acid  or  sulphate  may  also  be  dragged  down  with 
the  precipitate. 
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ammonia  may  be  only  partially  precipitated  by  phenylhydrazine,  and  not  at  all 
by  aniline.  With  beryllium  chloride,  for  example,  the  hydroxide  is  completely 
precipitated  by  phenylhydrazine,  but  not  by  aniline,  and  ferric  iron  is  precipi- 
tated by  ammonia,  but  not  by  phenylhydrazine.  The  nature  of  the  acid  is  of 
great  importance,  since  the  salts  of  one  acid  may  be  more  susceptible  to  hydrolysis 
than  the  salts  of  another.  Thus,  complete  precipitation  may  occur  with  beryl- 
lium chloride,  while  but  a  trace  is  precipitated  with  the  nitrate.^ 

The  general  principle  here  indicated  may,  of  course,  be  modified  in  special 
cases,  because  of  the  formation  of  double  salts,  basic  salts,  etc. 

Some  authors  attribute  the  effect  of  ammonium  salts,  in  retarding  the  pre- 
cipitation of  magnesium  hydroxide  by  ammonia,  to  the  formation  of  the  complex 
salt — Mg(NH^)2Cl4 — which  is  not  decomposed  by  ammonia.  As  a  matter  of 
fact,  ammonia,  in  the  absence  of  ammonium  salts,  precipitates  half  the  magnesium 
as  hydroxide,  and  the  other  half  as  the  complex  salt.  It  is  then  supposed 
that  the  addition  of  an  ammonium  salt  dissolves  the  hydroxide  with  the  formation 
of  more  Mg(NH4)2Cl4.  The  accumulation  of  ammonium  chloride  '  in  the  system 
will  also  lessen  the  amount  of  the  hydrolysed  salt  in  accord  with  the  view 
indicated  in  the  text.^  Similar  remarks  might  be  applied  to  manganese  salts. 
With  zinc,'*  cobalt,^  and  nickel^  complex  salts  may  be  formed,  so  that  both 
influences  indicated  above  come  into  play. 


§  87.  The  Determination  of  the  Ammonia  Precipitate. 

First  Precipitation. — The  filtrate  from  the  silica,  in  a  400-c.c.  beaker,  is 
mixed  with  about  10  c.c.  of  ammonium  chloride  solution  ^  and  heated  to  boiling.^ 
Aqueous  ammonia  is   then  added   in  slight  excess.^    The  ammonia  is  added 


^  A.  M.  Jefferson,  Journ,  Anier,  CKem,  Soc.^  24.  540,  1902 ;  B.  L.  Hartwell,  ib.,  25.  1128, 
1908  ;  E.  T.  Allen,  ib.,  25.  421,  1908  ;  W.  H.  Hess  and  K  D.  Campbell,  ib.,  21.  776,  1889. 

a  J.  M.  Lov^n,  Zeii.  anorg.  Chcm.,  11.  404,  1896;  P.  P.  Treadwell,  ib,,  57.  826,  1904; 
W.  Herz  and  G.  Muhs,  tb.,  58.  188,  1904. 

'  Usnally  the  solution  contains  sufficient  hydrochloric  acid  to  form  enough  ammonium 
chloride  with  the  ammonia  to  prevent  the  precipitation  of  the  magnesium  hydroxide.  A.  A.  Noyes, 
W.  C.  Bray,  and  E.  B.  Spears  {Tech,  Quart. ,  21.  14,  1908  ;  Joicrn.  Amer.  Chem.  Soc.,  50.  481, 
1908)  state  that  0*005  grm.  of  magnesium  chloride  made  up  with  5  c.c.  of  hydrochloric  acid 
(sp.  gr.  1*12)  to  100  c.c.  gave  no  precipitate  with  40  c.c.  of  ammonia  (sp.  gr.  0*96),  bat  a 
precipitate  appeared  with  50  c.c.  of  ammonia. 

*  W.  Herz,  Zeit.  anorg.  Chem. ,  25,  225, 1900  ;  W.Gaus,  ib. ,  25.  236, 1900  ;  W.  Bonsdorff,  i6., 
41.  182,  1904 ;  H.  Euler,  Ber.,  36.  8400,  1908. 

»  A.  Werner,  Ber.,si}.  15,  1907. 

*  H.  M.  Dawson  and  J.  M'Crae,  Journ.  Chtin.  Soc,  77.  1289,  1900 ;  W.  Bonsdorff,  ZeiL 
anorg.  Chem,,  41.  182,  1904 ;  M.  Konowaloff,  Chem.  Centr.,  i.  646,  1900. 

'  Ammonium  Chloride  Solution. — 107  grms.  of  the  salt  per  litre.  The  object  of  the 
ammonium  chloride  is  to  retard  the  precipitation  of  magnesium  and  manganese  hydroxides,  as 
indicated  above. 

^  W.  E.  Taylor  {Chem.  News,  103.  169,  1911)  claims  that  adding  the  ammonia  to  the 
solution  at  66**,  and  then  raising  the  temperature  to  the  boiling  point,  gives  a  more  granular 
precipitate  than  adding  ammonia  to  the  boiling  solution. 

^  The  use  of  the  term  *' excess'*  in  analytical  chemistry  often  misleads  beginners.  It  is 
comparatively  rare  to  find  reactions  in  which  complete  precipitation  is  effected  oy  adding  the 
theoretical  amount  of  the  precipitating  agent.  When  such  reactions  are  known,  they  generally 
make  useful  volumetric  processes.  In  most  cases,  more  of  the  precipitating  agent  must  be  added 
than  is  satisfied  by  the  regular  type  of  equation  representing  the  reaction.  Tlte  term  *'  excess  ** 
means  that  enmufh  predpitaling  agent  mtist  be  added  to  ensure  complete  precipitation — and  no  more. 
As  J.  W.  Mallet  used  to  say,  ctd  maxima  per  minima.  Analytical  chemistry  has  not  yet  reached 
that  stage  whore  it  can  answer,  for  each  reaction,  the  following  types  of  question  :  What  amount 
constitutes  an  excess  1  How  does  this  excess  differ  when  diflerent  salts  are  present  f  Does 
the  presence  of  certain  salts  diminish  the  amount  of  the  ' '  excess  "  needed  f  etc. 
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slowly  in  order  to  prevent  bubbles  of  gas  violently  projecting  some  of  the  hot 
liquid  from  the  beaker.  While  the  solution  is  still  boiling,  filter  promptly 
through,  say,  a  12*5-cm.  filter  paper,  ^  and  wash  four  times  by  decantation  ^  with 
a  hot  solution  of  ammonium  nitrate  ^  in  order  to  coagulate  the  gelatinous  precipi- 
tate.    The  filter  paper  is  washed  at  the  same  time. 

Second  Precipitation.  —Hot  dilute  hydrochloric  acid  (\  :  IHs  then  run  through 
the  filter  paper  into  the  beaker  in  which  th(^  prftfiipitAtion  wa.^  first  made.  The 
precipitate  dissolves.^  1  ne  precipitation  with  ammonium  chloride  and  conmonia 
is  repeated.  The  precipitate  is  washed  as  before  four  times  by  decantation,  with 
a  hot  solution  o{  ammonium  nitrate.  The  precipitate  is  then  transferred  to  the 
filter  paper,^  and  washed  with  the  hot  solution  of  ammonium  nitrate  until  the 
washing  liquid  is  free  from  chlorides,  when  a  few  drops  of  the  filtrate  are  tested 
with  silver  nitrate. 

Recovery  of  Alumina  and  Silica  from  the  Filtrate, — Towards  the  end  of  the 
washing,  a  re-solution  of  some  of  the  alumina  precipitate  sometimes  takes  place. ^ 
In  any  case  some  alumina  and  silica  ^  is  generally  found  in  the  filtrate.  This 
must  be  recovered.  Evaporate  the  filtrate  nearly  to  dryness.^  Ammonia  is 
added  to  the  solution  and  the  evaporation  continued.  The  solution  is  kept 
alkaline  to  coagulate  any  iron  and  aluminium  hydroxides.  Collect  and  wash 
these  on  a  5-cm.  filter  paper,  and  run  the  filtrate  in,  say,  a  250-c.c.  beaker. 
The  filtrate  is  used  for  the  determination  of  lime  and  magnesia.^ 

Ignition  of  the  Precipitate. — Let  the  precipitate  drain,  and  transfer  the  filter 
paper  and  contents,  while  still  moist,  to  the  platinum  crucible  containing  the 
residue  from  the  silica.     Put  the  filter  paper  ^^  in  the  crucible  with  the  triple 


'  With  many  clays  the  precipitate  settles  too  slowly  for  washing  by  decantation. 

'  For  china  clays  use  a  12*5-cm.  paper  ;  for  Cornish  stone,  a  11-cm.  paper;  and  for  glazes 
and  siliceous  clays,  a  9-cm.  or  even  a  7 -cm.  paper  will  be  ample ;  see  page  89. 

'  Ammonium  Nitbatr  Solution. — Neutralise  20  c.c.  of  concentrated  nitric  acid  with 
ammonia,  and  dilute  to  a  litre  (R.  Bunnen,  Liebig*s  Ann,,  106.  13, 1858  ;  S.  L.  Penfield  and 
D.  N.  Harper,  Amer.  J.  Science  (3),  32.  112,  1886  ;  Chem.  News,  54.  90,  102,  1886).  A  few 
drops  of  litmus  will  indicate  whether  the  solution  be  acid.  An  acid  solution  is,  of  course,  fatal 
to  success. 

*  Freshly  precipitated  aluminium  and  ferric  hydroxides  are  readily  soluble  in  dilute  acids, 
but  after  standing  a  short  time  they  take  a  longtime  to  dissolve — M.  Jeannel,  Cvmpt.  Bend., 
66.  799,  1868  ;  J.  Attfield,  Chem.  News,  Vj.  803,  1868.  Hence  the  need  for  speedy  work.  To 
facilitate  the  solution  of  gelatinous  precipitates,  F.  A.  Gooch  {Zeit.  anorg.  Chem,,  46.  208, 1906  ; 
Chem»  NevjSf  92.  64,  1905)  uses  a  cone  of  platinum  gauze  between  the  filter  paper  and  the* 
precipitate.  Most  of  the  precipitate  can  then  be  lifted  with  the  cone  from  the  papier  and  trans- 
ferrea  to  the  beaker  for  solution — P.  T.  Austen,  Chem.  News,  38.  88,  1878. 

'  Instead  of  the  "  policeman,"  a  swab  made  from  a  quarter  of  a  7 -cm.  paper  may  be  rubbed 
against  the  sides  of  the  beaker  and  transferred  to  the  filter  paper.  The  swabbing  is  repeated 
with  each  of  the  other  three  quarters. 

^  When  water  alone  is  used  for  the  washing,  or  the  ammonium  nitrate  solution  becomes  acid. 

^  For  the  solubility  of  silica  in  aqueous  ammonia,  and  water,  see  W.  Skey,  Chem,  News,  17. 
165,  1868  ;  A.  M.  Edwards,  ih,,  73.  13,  1896  ;  R.  Pribram,  JFUtstem's  Fiertel.,  x6.  30,  1867  ; 
Chem,  News,  17.  227,  1868  ;  A.  Souchay,  ZHt.  anal,  Chem.,  ii.  187, 1872  ;  G.  Karsten,  Pogg. 
Ann.,  6,  357,  1826. 

^  It  is  best  to  evaporate  the  main  filtrate  and  washings  separately.  The  washings  are 
taken  to  dryness,  and  the  ammonium  salts  driven  off. 

'  F.  Jtixick  {2eit.  ancU.  Chem.,  ig,  140, 1880)  recommends  removing  the  sodium  and  potassium 
chlorides  which  accumulate  in  the  solution — particularly  after  the  "  basic  acetate  separation" 
(page  862)— by  evaporating  the  solution  to  dryness  ;  dissolving  the  residue  in  concentrated 
hvdrochloric  acid  ;  and  washing  the  residual  salts  with  concentrated  acid  on  a  glass-wool  filter. 
There  is,  however,  rarely  any  occasion  for  this  operation.  Ammonium  salts  are  usually  removed 
by  evaporation  to  dryness  and  direct  volatilisation,  or  by  heating  with  nitric  acid  (H.  Jervis, 
diiem.  News,  86.  271,  1902),  or  with  some  nitrous  acid  (P.  Jannasch,  Joum,  prakt,  Chem. 
(2),  p.  38,  1905). 

*'  Also  the  filter  paper  containing  the  residual  alumina. 
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fold  uppermost,  and  leave  a  passage  for  the  exit  of  steam.^  Ignite  the  precipitate, 
slowly  at  first,  in  order  to  prevent  the  bubbling  mass  from  carrying  a  portion  of 
the  precipitate  to  the  upper  side  of  the  crucible,  where  it  is  liable  to  stick,  and 
subsequently  escape  the  solvent  action  of  the  potassium  pyrosulphate.  Heat 
the  crucible  until  the  paper  is  charred.  The  crucible  ^  is  of  course  laid  on  its  side 
on  the  platinum  triangle  to  permit  free  access  of  air,  and  heated  red-hot  about 
20  minutes.  This  is  followed  by  5  to  10  minutes'  blasting,  or  heating  over 
a  Maker's  burner.  The  alumina  is  not  properly  dehydrated  if  heated  on  the 
ordinary  Bunsen's  burner.^  Let  the  crucible  cool  in  a  desiccator.  Moisten  the 
cold  mass  with  a  drop  of  concentrated  nitric  acid,  and  heat  gently  until  no  more 
fumes  are  evolved.  Re-ignite,  cool,  and  weigh.  The  number  remaining  when  the 
weight  of  the  empty  crucible  has  been  subtracted,  gives  the  weight  of  the  alumina, 
ferric  oxide,^  titanic  oxide,  and  phosphoric  oxide  (if  present)  in  the  precipitate.^ 

DtMolutum  of  the  Ignited  Precipitate. — The  precipitate  dissolves  so  slowly  in 
acids  that  it  is  advisable  to  fuse  the  ignited  precipitate  with  about  six  times 
its  weight  of  potassium  pyrosulphate.^  The  preliminary  heating,  especially  if 
potassium  bisulphate  be  employed  in  place  of  the  pyrosulphate,  must  be  very 
gradual,  in  order  to  avoid  loss  by  the  spattering  of  the  fused  mass.  The  covered 
crucible  is  heated  over  a  small  flame  until  the  contents  are  melted.      The 


^  With  highly  ferruginous  clays  it  is  best  to  dry  the  precipitate  in  an  air  bath  at  about  110*, 
and  ignite  the  paper  separately  m  order  to  prevent  the  reduction  of  the  ferric  oxide  bv  the 
carbon  of  the  paper.  The  magnetic  oxide  of  iron  formed  by  the  reduction  cannot  easily  be  re- 
oxidised  to  FejOsi  since  it  is  protected  from  the  air  when  buried  in  the  alumina.  Alumina, 
however,  ''decolorises  *'  the  feiTic  oxide  and  retards  the  reduction  to  magnetic  oxide  (H.  Wartha, 
Chefm,  News,  84.  806,  1901) ;  indeed,  a  mixture  of  alumina  with  6 '8  per  cent,  of  Vefi^  after 
ignition  contained  nothing  but  ferric  oxide.  If  the  alumina  has  been  precipitated  with  paper 
pulp,  this  precaution  is  not  required,  since  the  precipitate  is  then  fine  enough  and  open  enough 
to  readily  reoxidise,  even  if  it  be  partly  reduced  W.  Suida  {Tgchermdk's  MiU.  (1),  5.  176, 
1876)  has  shown  that  calcined  ferric  oxide  is  not  reduced  to  ferrous  oxide  if  reducing  agents  be 
excluded  (H.  Rose,  Pharm,  Centr,  (1),  19.  48^,  1848).  C.  Bodewig  {ZeU.  Kryat,  7.  176,  1888) 
states  that  there  is  always  a  certain  amount  of  reduction  in  platinum  crucibles,  even  when  the 
crucible  is  but  half  covered  with  a  sloping  lid,  since  the  ignited  precipitate,  when  taken  up  with 
hydrochloric  acid,  gives  a  blue  coloration  with  potassium  ferricyanide.  H.  St  C.  Deville  and 
L.  Troost  (Compt  Hend.,  56.  977,  1863)  have  shown  that  platinum  is  permeable  to  the  flame  gases 
at  high  temperatures  (see  page  872).  Bodewig  prefers  to  ignite  the  precipitate  in  a  porcelain 
crucible,  moisten  with  nitnc  acid,  dry,  ignite,  and  weigh.  This  sequence  of  operations  is  repeated 
a  second  time.     The  oxide  thus  obtained  is  said  to  be  free  from  ferrous  oxide. 

^  H.  von  Jiiptner  {Chem.  Zig,,  13.  1303,  1889)  has  devised  a  little  asbestos  cover  for 
crucibles  which  accelerates  the  combustion  of  filter  papers,  and  of  organic  matter  during 
"ignitions." 

s  A.  Mit«cheriich,  ZeU.  anal,  Chem,,  X.  67,  1862  ;  £.  T.  Allen  and  V.  H.  Gottschalk,  Amir. 
Chem,  Joum.,  24.  292, 1900  ;  E.  T.  Allen  and  H.  F.  Rogers,  i6.,  24.  804, 1900  ;  but  see  page  178. 

*  Ferric  oxide  sometimes  stains  the  platinum  crucible  badly  (see  page  115).  This  stain  can 
generally  be  removed  by  letting  the  crucible  stand  overnight  in  contact  with  concentrated 
hydrochloric  acid,  and  then  warming  it  for  a  short  time.  Fused  potassium  bisulphate  or 
pyrosulphate  will  also  clean  off  the  iron  stain. 

'  Here,  too,  will  be  found,  if  present :  niobium  (columbium),  tantalium,  tungsten,  zirconium, 
beryllium,  chromium,  thorium,  and  the  rare  earths.  In  the  rare  event  of  a  determination  of 
these  constituents  being  required,  see  the  later  pages  of  this  work. 

^  Some  prefer  potassium  bisulphate,  but  with  this  salt  the  rise  of  temperature  must  be  very, 
very  gradual  in  order  to  prevent  frothing  over.  This  means  an  expenditure  of  time.  The  pyro- 
sulphate gives  less  trouble  in  this  respect.  It  is  necessary  to  examine  the  commercially  pure 
potassium  pyrosulphate.  I  have  found  a  number  of  packages  of  the  best  potassium  pyro- 
sulphate, sold  by  a  celebrated  maker  of  pure  chemicals,  containing  bits  of  glass.  This 
impurity  is  fatal  to  successful  work.  It  is  derived  from  the  glass  vessels  in  which  the  salt  is 
fused.  The  glass  vessels  are  broken  to  get  the  pyrosulphate  out.  To  convert  ordinary 
bisulphate  to  tne  pyrosulphate,  melt 'the  bisulphate  in  a  platinum  dish,  and  when  the  spluttering 
has  ceased,  and  white  fumes  begin  to  come  off  freely,  pour  the  fused  mass  on  to  another  dish  or 
plate.  When  cold,  the  pyrosulphate  can  be  easily  broken  into  pieces  and  bottled.  J.  L.  Smith 
{Amer,  J,  Science  (2),  40.  248,  1865)  preferred  the  sodium  salt.  It  acts  more  rapidly  than  the 
potassium  salt,  and  also  forms  a  more  suitable  cake.     It  is,  however,  liable  to  crust  over  during 
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crucible  ie  then  raised  sii  or  nine  inches  above  the  flame,  aa  illuBtrated  in  fig.  100. 
The  moisture  can  then  be  driven  off  witjiout  danger.  The  crucible  can  be 
lowered  nearer  the  flame  in  a  short  time.'  If  any 
particles  of  the  precipitate  adhere  to  the  sides, 
wash  them  down  by  imparting  a  rotary  motion 
to  the  contents  of  the  crucible,  or  tilt  the  crucible 
«  little  to  permit  the  fused  salt  to  act  on  the 
gittina.  Slowly  raise  the  temperature  until  the 
bottom  of  the  crucible  shows  faint  redness,  but 
watch  carefully  to  prevent  frothing.  If  the 
crucible  be  lifted  away  with  the  tongs,  and  the 
contents  of  the  cooling  crucible  be  watched  in  a 
good  light,  it  will  be  easy  to  see  through  the 
transparent  mass  if  all  has  dissolved.  Heat  the 
crucible  a  few  minutes  more,  even  if  all  has 
dissolved.'  Cool  by  placing  the  crucible  on  a 
cold  slab.  When  cold,  pour  cold  water  into  the 
crucible.  The  cake  soon  comes  away  from  the 
crucible.  It  is  then  dissolved  in  water.^  The 
cake  dissolves  quicker  in  warm  water,  but  if  the 
solution  be  boiled,  titanium  oxide  may  be  pre- 
cipitated. The  solution  is  mixed  with  about  10 
c.c.  of  dilute  sulphuric  acid.  It  ie  well  to  know 
how  much  acid  and  pyrosulphate  have  been  em- 
ployed, so  that  an  allowance  can  be  made  later 
on  when  dealing  with  the  titanium. 

Correctum  for  Silica. — The  solution  formed 
by  the  dissolution  of  the  cake  is  evaporated  on 
a  water  bath  to  a  small  volume  and  then  heated 
to  a  higher  temperature  until  fumes  of  sulphuric 
acid  come  off  copiously.'  Sufficient  sulphuric 
acid  should  be  present  to  form  a.  pasty  mass 
when  the  dish  is  cold.  Water  is  added  to  the 
cold  mass.  The  dish  is  placed  on  a  wat«r  bath, 
and  the  silica  which  separates  is  filtered  off, 
washed,  ignited,  and  weighed.''  The  residue  ie 
treated  with    hydrofluoric   acid,  as  indicated  on 

page  169.     The  residue  is  ignited  and  weighed.       I"'"-  lOO.-PyroBuli.hate  fusion. 
The  difference  in  the  two  weighings  is  called  the 
"  extra  silica  " ;  its  weight  is  to  be  subtracted  from  the  weight  of  the  precipitate, 

tha  ruaion  ;  ftiid  the  cold  cake  ix  not  so  easily  detached  from  the  crucible  sa  when  iiotassium 
pyroaulphat*  is  etaployed.  It  oa  be  adopted  with  lulTantage.  E.  Deussen  (i!Wf.  anorg.  Chem., 
44.  123,  1905)  recommended  &cid  potassium  Huoride  with  the  idea  of  elimiDstiu);  tlie  solvent 
actiot)  of  the  pyroanlphftte  on  the  platinum.  This  salt  is  not  to  be  rtcommended  in  aocurate 
silicate  analyses,  because  <I)  the  "  extra  silica"  in  lost ;  and  (2)  the  Huotine,  unless  exj>elled,  later 
on  interferes  with  the  permanganate  titration  and  the  titanitim  determination. 
'  Half  an  honr,  if  [wtasBium  biauipjiate  be  used  instead  of  the  pyrosulphate, 
'  If  the  mass  be  heated  too  stronRly  and  normal  potassium  sulphate  bi'  formed,  the  small 
contraction  of  the  coolinjt  sulphate  and  the  relatively  large  contractiari  of  the  crucible  may 
oauM  the  crucible  to  burst 

*  E.  Hart  (Journ.  Anal.  App.  Chtm.,  2.  410,  ISSS]  adds  concentrated  sulphuric  acid  in 
eioess,  and  warms  the  mixture  until  the  mass  is  dissolved.  When  cold,  dilate  with  water  and 
nentralise  the  excess  of  acid  with  sodium  carbonate. 

*  W.  F.  Hillebrand,  £»n.  U.S.  Gtal.  Sur.,  422.  106,  1910.  If  the  mass  dsrkens,  platinum, 
derived  from  tha  crucible  during  the  bisulphate  fusion,  is  separating. 

*  Set  also  J.  A.  PhUlips,  Phil.  Mag.  (4),  41.  S7,  1S71. 


1 86  A  TREATISE   ON  CHEMICAL  ANALYSIS. 

as  indicated  on  page  184,  and  added  to  the  total  silica  of  page  169.  The  residue 
in  the  crucible  may  be  treated  for  barium,  as  indicated  below  ;  or  fused  with  a 
little  more  pyrosulphate,  and  the  cold  mass,  when  dissolved  in  water,  added  to 
the  main  solution,^  which  is  made  up  to  250  or  300  c.c.  in  a  measuring  flask. 

Correction  for  Barium. — If  traces  of  barium  be  retained  by  the  silica  and 
the  alumina  precipitates,  it  will  be  found  in  the  residue  in  the  crucible  left  after 
determining  the  "extra  silica."  It  can  be  recovered  by  floating  off  the  barium 
sulphate  from  any  platinum  by  means  of  water.  Fuse  with  potassium  pyro- 
sulphate,  dissolve  the  cold  cake  in  dilute  sulphuric  acid,  collect  the  barium 
sulphate  on  a  5-cm.  filter  paper,  ignite,  and  weigh  (page  618).^ 

Corredtion  for  Platinum  from  the  Crucible. — In  exact  analyses  provision  for 
the  removal  of  platinum  should  always  be  made  after  a  pyrosulphate  or  a 
bisulphate  fusion.  Platinum  is  readily  precipitated  from  hot  sulphate  solutions 
by  hydrogen  sulphide.  Some  platinum  may  be  found  in  the  filtrate  from  the 
silica,  but  it  is  not. usually  necessary  to  remove  it  at  this  stage  of  the  work. 
Hence  all  the  platinum  is  not  necessarily  derived  from  the  crucible  during  the 
pyrosulphate  fusion,  and,  in  consequence,  if  the  platinum  be  weighed  in  the 
same  crucible  as  that  in  which  the  bisulphate  fusion  was  made,  any  excess  over 
that  lost  by  the  crucible  should  be  deducted  from  the  alumina. 

Errors, — The  same  clay,  mentioned  at  the  end  of  the  chapter  on  the  silica 
determination,  was  treated  for  the  alumina,  etc.  The  following  numbers 
were  obtained  with  eight  independent  determinations  for  the  "  ammonia " 
precipitate : — 

0-2460;  0-2452;  02474;  0*2458;  0-2447;  0-2461;  0*2465;  0-2457, 

with  a  mean  value  of  24*60  per  cent.,  and  a  deviation  of  approximately  ±0-13. 

The  chief  sources  of  error  are:  (1)  Imperfect  precipitation  of  the  alumina 
and  iron ;  (2)  Imperfect  washing  of  the  precipitate ;  (3)  Precipitation  of  lime 
owing  to  the  use  of  "old"  ammonia;  (4)  Imperfect  dehydration ;  (5)  Variable  state 
of  oxidation  of  the  iron  on  ignition  ;  (6)  Contamination  with  silica  subsequently 
dissolved  in  the  bisulphate  fusion.  The  imperfect  washing  is  a  most  serious 
error,  and  it  is  probably  here  that  beginners  usually  go  wrong.  The  alumina 
determination  is  the  pons  asinonim  of  clay  and  silicate  analysis. 

The  iron  (page  187),  manganese  (page  372),  phosphoric  oxide  (page  595),  and 
titanium  (page  203)  are  now  determined  in  aliquot  portions  of  the  acid  solution 
of  the  pyrosulphate  fusion.  The  corrections  for  vanadium,  rare  earths,  beryllium, 
uranium,  chromium,  etc.,  are  discussed  in  the  chapters  dealing  with  these 
elements. 


1  According  to  W.  F.  Hillebrand  {Joum.  Amer.  Chem.  Soc^  24.  369,  1902;  Chem,  News, 
86.  90,  1902),  from  one  to  two  milligramB  of  silica  still  remain  in  solution  and  escape  recovery. 

^  If  an  appreciable  amount  be  present,  it  is  well  to  prove  that  it  really  is  barium  sulphate 
by  fusion  with  sodium  carbonate,  etc.  If  phosphoric  acid  be  present,  some  titanium  phosphate 
may  be  precipitated,  and  this  may  be  mistaken  for  barium  sulphate. 


CHAPTER  XIV. 

THE  DETERMINATION  OF  IRON. 
§  88.  The  Determination  of  Iron. 

There  Ia  a  wide  choice  of  methods  for  the  determination  of  iron  depending  upon 
volumetric,  colorimetric,  or  gravimetric  processes.  In  volumetric  processes  the 
ferric  iron  may  be  reduced  to  the  ferrous  condition  by  stannous  chloride,  metallic 
zinc,  hydrogen  sulphide,  etc.  The  special  features  of  the  different  processes  of 
reduction  here  recommended  are  indicated  in  the  text.  The  ferrous  salt  is  re- 
oxidised  to  the  ferric  condition  by  a  standard  solution  of  potassium  permanganate 
or  potassium  dichromate.  The  .iron  can  also  be  determined  volumetrically  while 
in  the  ferric  condition  by  titration  with  titanous  chloride,^  which  reduces  the 
ferric  to  the  ferrous  condition  during  the  titration.  Stormer  ^  has  compared  per- 
manganate and  dichromate  titrations  with  Kothe's  ether  process,  and  pronounces 
in  favour  of  the  permanganate  titration.  The  permanganate  process  has  long 
been  a  favourite  on  account  of  its  simplicity,  accuracy,  and  elegance,  and  it  is 
the  best  process  to  use  when  the  conditions  are  favourable ;  but  unfortunately,  as 
we  shall  soon  see,  it  is  not  always  satisfactory  in  clay  analyses.  The  colorimetric 
process  (page  200)  has  the  advantage  that  the  iron  is  directly  determined  in  the 
ferric  condition,  without  reduction,  and  it  is  quite  satisfactory,  both  in  speed 
and  accuracy,  for  general  work  on  clays  containing  less  than  about  2  per  cent, 
of  ferric  oxide.     For  gravimetric  processes,  see  pages  455  et  seq, 

§  89.  The  Reduction  of  the  Ferric  to  Ferrous  Salts  for  the 

Permanganate  Titration. 

Reduction  by  Metallic  Zinc  or  Magnesium. — Zinc,  in  spite  of  many  objections, 
is  the  favourite  method  of  reduction.  The  filtrate  from  the  bisulphate  fusion  is 
treated  with  iron-free  zinc  ^  and  dilute  sulphuric  acid  until  a  drop  removed  on  a 

^  £.  Knechtand  £.  Hibhert,  New  Reduction  Methods  in  Volumetric  Analysis^  London,  11, 
1910;  £.  Enecht  and  E.  Hibbert,  Ber.,  56.  1549,  1903;  £.  Enecht,  ib,,  36.  166,  1903.  A. 
PuTgotti  titrates  ferric  solations  with  an  acid  solution  of  molybdenam  oxide — JAofig  (Oat. 
Chim,  Ital.,  26,  iL  197,  1896). 

'  H.  Stormer,  Tonind.  Ztg.t  32. 1609,  1908;  R.  Davidson,  Journ,  Soc.  Chem.  Ind.,  6.  421, 
1887;  P.  Lehnkering,  Zeit.  offetU.  Chem.,  4.  459,  1898. 

'  It  is  not  easy  to  get  zinc  free  from  iron  and  carbon.  G.  P.  Rodwell  {Chem,  News^  3.  4, 
1861)  found  that  zinc  contained  about  1*3  per  cent  of  a  black  insoluble  residue  consisting  of 
about  0*5  per  cent,  of  carbon  along  with  some  lead  and  iron.  Carbon,  if  present,  decolorises  a 
certain  amount  of  permanganate,  and  gives  high  results  (J.  B.  Mackintosh,  Chim.  News,  50. 
75,  1884).  It  is  generally  advisable  to  make  a  blank  test  with,  say,  10  grms.  of  the  zinc,  and 
thus  find  a  correction  for  the  zinc  used  in  the  reduction.  If  the  zinc  be  pure,  it  dissolves  very 
slowly  in  acids,  and  even  when  the  pure  zinc  is  in  contact  with  platinum  a  reduction  may 
ooeapy  24  hours.  L.  Moyauz  (Rev.  ifniv.  Mines  (1),  25.  148,  1869)  recommends  amalgamated 
zino.    Amalgamated  zinc  in  contact  with  platinum  is  better,  but  the  action  may  stop  owing 
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glass  rod  gives  no  reddish-brown  coloration  with  a  drop  of  ammonium  thio- 
cjanate. '  This  method  is  convenient  and  extensively  employed  when  the 
titanium  is  ignored. 

The  solution  under  investigation  is  placed  in  an  Erlenmeyer's  flask.     The 


Fio.  101.— Bunsen's  valve.  Fio.  102.— Binder's  valve. 

solution  should  not  contain  more  than  about  0*1  grm.  of  Fe^O,  per  100  c.c.^  Add 
some  thin  flakes  of  granulated  zinc,  or,  better  still,  two  or  three  portions  of 
stick  magnesium.^  Add  sufficient  sulphuric  acid  to  make  a  solution  containing 
about  17  per  cent,  of  HgSO^.^  The  flask  is  closed  with  a  one-hole  rubber  stopper 
fitted  with  a  Bunsen's  valve  (fig.  101)  or  a  Binder's  (fig.  102),*  or,  better,  with  a 

to  the  amalgamation  of  the  platinam  daring  the  action  (A.  L.  Beebe,  Chem,  Neios^  55.  269, 
1886).  To  amalgamate  dno,  shake  it  in  a  flask  with  a  solution  of  mercuric  sulphate  in  2*5  per 
cent  sulphuric  acid  (1  grm.  metallic  mercurv  per  100  ffrms.  of  zinc).  Wash  the  metal  several 
times  with  2 '5  per  cent,  sulphuric  acid,  and  nnally  with  water.  G.  T.  Morgan  {AnalyH,  a6. 
225,  1901 ;  J.  H.  Glculstone,  Chem,  News,  32.  75,  195,  1875 ;  J.  H.  Gladstone  and  A.  Tribe, 
ifr.,  32.  150,  1875)  recommends  a  zinc>copper  couple  in  a  3  per  cent  solution  of  sulphuric  aeid. 
The  zinc-copper  couple  is  made  by  immersing,  say,  8  grms.  of  granulated  zinc  in  200  c.c.  of  a 
10  per  cent,  solution  of  copper  sulphate.  The  action  is  said  to  be  much  more  rapid  than  with 
zinc  alone.  For  the  aluminium  reduction  in  hot  solutions,  see  F.  J.  R.  Carulla,  Jtmm.  Soe. 
Chem.  Ind.,  27.  1049,  1908  ;  W.  H.  Seamon,  Chefn.  Eng,,  8.  124,  1908.  Aluminium  foil  does 
its  work  more  rapidly  than  zinc,  but  it  too  must  be  corrected  for  iron.  Magnesium  ribbon 
is  generally  free  from  iron,  phosphorus,  and  sulphur.  It  reduces  much  more  rapidly  than 
zinc  (S.  Kern,  Cfum.  News,  33.  112,  1876  ;  H.  N.  Warren,  ib.,  60.  187,  1889),  but  is 
liable  to  float  on  the  surface  of  the  solution.  This  latter  objection  does  not  apply  to  sticks 
of  metallic  magnesium,  which  is  in  many  ways  preferable  to  zinc — but  the  cost  is  a  little 
greater.  A.  Gemmell  {Analysis  35.  65,  1910)  recommends  zinc-aluminium  and  magnesium- 
zinc  (magnalium)  alloys  for  some  reductions.  For  reductions  with  palladium-hydrogen,  see 
L.  Eritschewsky,  Ueher  die  Anwendung  des  metallischen  fyasserstoffs  in  der  analfftisehen 
Cheinie,  Bern,  1885  ;  W.  H.  Gintl,  Zeit,  angew.  CIvem.,  15.  424, 1902  ;  A.  C.  Chapman,  Analyst, 
29.  846,  1904.  For  the  efficiency  of  different  reducing  agents,  see  A.  C.  Chapman  and  H.  D. 
Law,  t6.,  31.  8,  1906.  For  reduction  with  metallic  copper,  see  L.  Storch,  Ber,  Oesier,  Oes, 
Forder.  Chem.  Ind,,  15.  9,  1893  ;  W.  C.  Birch,  Chem,  News,  99.  278,  1909. 

^  A.  Mitscherlich  (Zeit,  anal,  Chem.,  2.  72,  1863)  says  that  there  is  a  danger  of  loss  owing 
to  the  precipitation  of  some  metallic  iron  on  the  zinc — N.  W.  Fischer,  Pogg,  Ann.,  9.  266,  1827. 
The  iron  dissolves  when  the  last  trace  of  zinc  dissolves.  There  is,  however,  no  danger  under  this 
head  when  the  solutions  are  diluted  and  acidified  as  indicated  in  the  text.  E.  Miiller  and  G. 
Wegelin  {Zeit.  anal.  Chem,,  50.  615,  1911)  note  the  danger  indicated  by  Mitscherlich,  and 
recommend  reducing  the  ferric  iron  by  adding  5-10  drops  of  N-CUSO4  and  warming  the  solution 
with  amalgamated  zinc  rods  for  a  couple  of  hours. 

^  10  grms.  of  metallic  zinc,  or  4  grms.  of  metallic  magnesium,  usually  suffice  for  reducing 
0*1  ffrm.  of  ferric  oxide. 

^  That  is,  about  20  c.c.  of  concentrated  sulphuric  acid  per  100  cc.  of  the  solution  (sp.  gr, 
1  '8).     Note  the  amount  of  acid  already  present  in  the  solution. 

^  For  a  Bunsen's  valve  (fig.  101),  fit  the  hole  in  the  stopper  with  a  piece  of  short  glass  tubing 
(a,  fig.  101),  to  which  is  attached  a  piece  of  iudiarubbor  tubing  plugged  at  the  other  end  with  a 
piece  of  glass  rod  (6).  The  rubber  tubing  has  a  longitudinal  slit  {cd).  It  readily  permits  the 
outflow  of  gas,  but  olfers  some  opposition  to  the  back  flow  of  air.  The  valve  will  sometimw 
hold  so  well  that  the  flask  will  break  before  the  valve  gives  way,  particularly  when  the  contents 
of  the  flask  have  been  heated  and  allowed  to  cool  with  the  Bunsen^s  valve  in  position,  R, 
Fresenius,  Anleitung  ziir  quantitaliven  chemischen  Analyse^  Braunachweig,  278,  1858  ;  A. 
Kronig,  Pogg.  Ann,,  122.  170.  1864  ;  C.  H.  Bostock,  Chem,  News,  Ky.  218, 1890  ;  U.  Ereusler, 
Zeit.  anal.  Chem.,  24.  393,  1885 ;  0.  Binder,  ib.,  27.  178,  1888  ;  0.  Reitmar  and  A.  Stutzer, 
Itep.  anal.  Chem,,  5.  232,  1885  ;  L.  R.  Milford,  Joum.  Ind.  Eng,  Chem.,  4.  845,  1912.  The 
construction  of  Binder's  valve  will  be  obvious  from  fig.  102,  where  c  represents  a  small  aperture 
in  the  side  of  a  glass  tube  closed  at  one  end  ;  and  ah,  a  piece  of  rubber  tubing. 
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Kempf  a  or  a  Schiebler's  gas-washer  aa  guard  tube.'  These  vessels  are  glass  bulbe 
fitted  inside  with  a  syphon  tube  fts  shown  in  fig.  103.  Water  is  poured  intp  the  bulb 
until  the  free  end  of  tie  inner  tube  just  dips  below  the  surface.  When  the  iron  is 
reduced,  pour  an  aqueous  solution  of  sodium  bicarbonate  into  the  bulb.  As  the 
flaak  cools,  thn  carbonate  sohition   is  drawn  int»  the 


latter  ia  rftoiidised  to  titanic  oiide,  TiOj,  during  the  fiq.  103 -R«duotioDinH»8k 
permanganate  titration.^    Inconsequence,  more  or  less'  fitted  with  guard  tube. 

titanium    is  estimated   as  if  it  were    iron.     It  is  by 

no  means  uncommon  to  find  clays  with  j  to  4  per  cent,  of  titanic  oxide,  and 
such  clays  would  be  reported  with  ^  to  4  per  cent,  of  ferric  oxide  more  than 
that  actually  present.  This  is  a  serious  matter.'  If,  therefore,  the  zinc 
reduction  be  adopted,  the  titanium  should  be  re-oxidised  by  adding  a  little 
bismuth  oxide  to  the  reduced  aolution.     According  to  Gooch  and  Newton,^  this 

'  T.  Eempr,  Ztil.  anal  Chan.,  7.  442,  1888  j  W.  T.  K.  Stock,  Chem.  Nems,  39.  48,  1878  ; 
S.  Jkhoda,  Ztit.  angew.  Chtm.,  13.  87,  1890  ;  H.  Gockol,  ib.,  12.  620,  ISBS  ;  Chem.  Ztg., 
37.  33E,  1913;  A.  Coutat,  ib..  32.  298,  1895;  M.  Spang,  ii.,36.  1465,  1912;  M.  Uittenzwey, 
Jmirn^j/raJcl.  Chim.  (1),  91.  S6,  1861.     Several  other  devicee  have  been  used. 

'  This  teat  will  indicate  ana  part  of  iron  in  1,600,000  parta  of  wat«r— A.  Wagner,  Ztii, 
mtal.  Oitm.,  30.  S49,  ISSI  1  E.  F.  Smith  (ih..  19.  350,  1880)  aaja  1  in  80,000,000.  A. 
EbelinK  (,ZeiL  Sffent.  Chem.,  8.  144,  1901]  adds  the  potaasium  thiocyanate  to  the  iiolution  being 
Tadoasd;  J.  Volhaitl  (ZnX  angtw.  Chem.,  14.  G09,  1901)  sayB  ElKliug's  method  is  not  trust- 
worthy, beeauso  (1)  nascent  hydrogen  reducea  the  KCN3  and  loads  to  low  results  ;  (2)  any 
exoesa  of  KClfS  leada  to  an  inoreased  consumption  of  the  perman^fanate. 

*  According  to  M.  M.  P.  Kw  {Chan.  News,  97.  60,  1908),  the  addition  of  100  cc  of  a 
satnrated  Bolulion  of  mercuric  salphate  stops  the  reaction.  Mbkcubic  Sulpbate  Solution.— 
Mix  20  gnna.  of  mercuric  sulphate  with  8  cc.  of  uoncentraCed  sulphuric  acid,  and  stir  up 
Hie  pasi^  maas  with  80  cc.  of  water.  If  a  yellow  precipitate  sejiarateB,  add  more  salphunc 
•eid.    Kots  the  danger  suggested  bj  Mitscherliah,  page  188. 

*  The  solution  radoces  more  quickly  apparently  owing  to  the  catalytic  action  of  titanic 

*  See  page  199. 

'  F.  O.  Ton  der  Pfordten,  LUbig')  Ann.,  334.  257,  1886;  237.  201,  1887;  F.  Pisani, 
Com.'pt.  Bend.,  59.  289, 188«  ;  A.  Gemmel,  Analyst,  JS-  198,  1«10  ;  C.  Marignac,  Zeil.  anal. 
Chem.,  7.  112,  1868;  K  Wiegand,  ib.,  31.  510,  1882;  H.  A.  Wella  and  W.  L.  Mitchell, 
Jvurn.  Amer.  Chem.  Soe.,  17.  78,  189G  ;  G.  Gallo,  AUi  Aeead.  Linrei  (G),  16.  i.  G2e,  1907  ; 
H,  D.  Newton,  Amer.  J.  Scirmx  (i),  25.  130,  1907;  Chem.  Ifews,  98.  131,  1908;  F.  W, 
Hinrichaen,  Chem.  Ztg.,  31.  738,  1907;  E,  KnechtandE.  Hibbert,  Analyst,  36.  86,  1911, 

'  "  Hore  or  less"  because,  while  acid  solutions  of  ferrous  sulphate  oxidise  slowly  on  exposure 
to  air,  titaoaiuiulphate  oxidises  very  quickly,  and  this  oxidation  is  the  principal  difficulty  in 
the  volaiuetrio  determination  of  titanium  by  this  reactioo. 

*  For  the  effect  of  vanadium,  see  pages  467  and  480. 

'  F.  A.  Gooch  and  H.  D.  Newton,  Amer.  J.  Science  (4),  23.  365,  1907  ;  Zeil.  anorg.  Chem., 
54.  aia,  1(07  i    Chem.  Neia,  96.  148,  1907  ;  H.  D.  Newton,  t*.,  98.  218.  1908  ;  Amt.  J. 


190 


A  TREATISE  ON  CHEMICAL  ANALYSIS. 


treatment  will  oxidise  the  Ti^Og  without  affecting  the  ferrous  salt.  The  reduced 
solution  should  be  filtered  in  order  to  remove  the  unreduced  bismuth  oxide  and 
bismuth.  In  illustration  of  the  effect  of  bismuth  oxide,  Gooch  and  Newton 
quote  the  following  test  experiments : — 

Table  XXXIV, — Effect  of  Bismuth  Oxide  in  inhibiting  the  Effect  of 
Titaniwm  in  the  Permanganate  Process  for  Iron, 


Gnn.  TlOg 

Qrm.  FeaO, 

Grm.  FesO, 

Error. 

taken. 

taken. 

found. 

0-04 

0-0993 

0*0992 

-0-0001 

0-06 

0-0993 

0*0998 

0*0000 

0-08 

0  0998 

0*0997 

+  0-0004 

0-1 

0-0998 

0  0997 

+  0-0004 

0-2 

0*0993 

0*0997 

+  0-0004 

0-1 

0*1986 

0-1986 

0*0000 

It  is  difficult  to  filter  a  ferrous  solution  without  re-oxidation  of  a  portion  of 
the  ferrous  salt.  A  filtration  flask  can  be  fitted  with  a  filter  tube  packed  with 
a  layer  of  broken  glass  beneath  a  layer  of  calcined  quartz  sand.  A  couple  of 
fragments  of  magnesite  (iron-free)  are  placed  in  the  filtration  flask  along  with 
about  2  c.c.  of  dilute  sulphuric  acid ;  another  couple  of  fragments  of  magnesite 
are  placed  in  the  filter  tube,  and  in  the  flask  containing  the  reduced  solution. 
The  filter  flask  is  connected  with  the  pump,  and  the  solution  under  investigation 
is  poured  into  the  filter  tube.  The  flask  is  washed  with  dilute  sulphuric  acid 
with  a  couple  of  fragments  of  magnesite  placed  in  the  flask  at  each  washing.  In 
this  way,  an  atmosphere  of  carbon  dioxide  may  be  kept  between  the  solution  con- 
taining the  reduced  iron  and  the  atmosphere.^  The  solution  in  the  filtration  flask 
may  then  be  titrated  with  permanganate  without  interference  from  the  titanium. 

The  Redivctor, — The  apparatus  suggested  by  Jones  ^  can  be  employed  for 
rapid  zinc  reductions.  A  modification  is  illustrated  in  fig.  104.  A  piece  of  glass 
tubing — 40  to  45  cm.  long  and  12  to  15  mm.  internal  diameter — is  drawn  out 
at  one  end,  and  there  fitted  into  the  neck  of  a  filtration  flask  by  means  of  a 
one-hole  rubber  stopper.  The  other  end  of  the  tube  is  fitted  with  a  stoppered 
funnel,  or  rubber  tube  and  pinchcock.  Put  a  filter  plate  or  a  few  pieces  of 
broken  glass  into  the  lower  portion  of  the  tube,  then  about  2\  cm.  of  coarse, 
clean,  calcined  quartz  sand.  Fill  the  tube  with  about  200  to.  300  grms.  of 
amalgamated  or  ordinary  zinc  powder^  granulated  to  pass  a  20's  lawn,  and 
remain  on  a  30's  lawn.     The  zinc  should  be  as  free  from  iron  as  possible.*     To 


ScUriu  (4),  25.  848,  1908 ;  R.  Rieke  and  R.  Betzel,  SprecK  Archiv,  x.  45,  1912.  For  copper 
sulphate  and  copper  oxide  instead  of  bismuth  oxide,  see  W.  C.  Birch,  C?iem,  News,  99.  272, 
1909  ;  A.  Storch,  Ber.  Oesier.  Ges,  Forder,  Chem.  Jnd,,  15.  9,  1898. 

^  For  more  elaborate  schemes,  see  W.  Bachmeyer,  ZeU,  arial.  Ch^n.,  24.  59,  1885  ;  N.  von 
Klobukow,  ib.,  24.  895,  1885. 

*  D.J.  Carnegie,  Joum.  Ch-em,  Soc.^  53.  468,  1889;  C.  Jones,  Trans,^  Amer.  Inst.  Min. 
Bug.,  17.  414,  1889  ;  Chem,  News,  60,  93,  1889 ;  P.  W.  Shinier,  Jown,  Amer.  Chem.  Soc.,  21. 
728,  1899  ;  £.  H.  Miller  and  H.  Frank,  ib.,  25.  919,  1908  ;  D.  L.  Randall,  t6.,  28.  889,  1900 ; 
Amer.  J.  Science  (4),  24.  313,  1907  ;  Chem.  News,  97.  118,  1908 ;  C.  B.  Dudley  and  F.  N. 
Pease,  Jmim.  Anal.  App.  Ghein.,  7.  108,  1893 ;  F.  L.  Crobough,  ib.,  6.  866,  1892. 

'  The  use  of  amalgamated  zinc  (proposed  by  A.  J.  McKenna)  in  place  of  ordinary  zinc,  enables 
a  shorter  reductor  to  be  used.  This  is  due  to  the  more  vigorous  action  of  the  amalgamated 
zinc. 

^  Commercial  zinc  dust  is  generally  less  pure  than  the  granulated  metal.  It  contains 
cadmium,  lead,  and  zinc  oxide,  together  with  iron,  etc.     Zinc,  at  210",  is  very  brittle,  and  it 
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use  the  apparatus,  close  the  stopcock  ;  pour  100  c.c.  of  cold  dilute  sulphuric  acid 
(1  1  20) '  into   the   funnel.       Apply  suction   at  the  filtration   flask,  since   the 
hydrogen  evolved  retards  the  percolation  of  the  acid  through  the  tube.     Open 
the  stopcock  to  allow  the  acid  to  pass  slowly  through  the  column  of  granulated 
zinc.     Wash  the  zinc  free  from  acid 
with  about  five   rinsings  of  distilled 
water.     Repeat  the  treatment  with 
acid  and  water.     Close  the  stopcock 
so  that  the  tube  remains  full  of  water. 
Disconnect  the  filtration  flask,  wash 
and  restore  it  to  its  place.     The  tube 
is  now  ready  for  use. 

Pour  the  iron  solution  *  to  be  re- 
duced into  the  funnel.  Connect  the 
filtration  flask  with  the  pump.  Open 
the  stopcock  cautiously,  since  the  rate 
of  flow  of  the  solution  to  be  reduced 
is  regulated  by  the  stopcock.  As  the 
solution  flows  through  the  column  of 
zinc,  complete  reduction  occurs,  and 
the  solution  collects  in  the  filtration 
flask  ready  for  titration  or  for  treat- 
ment with  bismuth  oiide.  Just  before 
the  funnel  is  emptied,  spirt  water 
round  the  sides,  and  also  rinse  the 
beaker  with  wat«r.  Let  the  washings 
collect  in  the  funnel,  and  ultimately 
pass  thera  through  the  column  of 
zinc.°  Wash  the  column  of  zinc  with 
distilled  water  as  before.  The  re- 
dactor is  then  ready  for  another 
reduction. 

The  reductor  should  he  tested  from 
time    to   time  with    blank    tests.     A 

correction  for  the  iron  in  the  zinc  can  ^"'-  W*— R«iuoU.r. 

be  made  by  re-reducing  the  solution 

used  in  the  permanganate  titration.  The  amalgamated  zinc  in  the  tube  charged 
as  indicated  above  will  suffice  for  thirty  to  forty  reductions. 

Reduction  by  Ammonium  Bitulphile. — Hydrt^en  sulphide,  sulphur  dioxide, 

can  be  eisily  reduced  to  fins  grains  by  trituration  at  this  t«[npereturfl— T.  U.  Brown,  Iron,  12. 
381,  1878;  Dingler'a  Joum.,  338.  378,  1879. 

'  The  ratio  of  free  suljibnric  acid  (ap.  gr.  1-84)  to  the  total  solutiou  should  lie  between 
1  :6  and  1:6.  If  mure  acid  be  present  than  1  :  G,  zinc  sulphate  is  inclined  to  crystalliee 
in  the  redactor ;  and  if  less  than  I  :  7  be  present,  the  reduction  may  not  be  complete  in  the 
case  of  uniniura  solutions— K  F.  Kern,  Joum.  Amtr.  Cliem.  Soc.,  23.  685,  ISOl  ;  F.  Ibbotaoo 
and  8.  O.  Clark,  Chem.  Ntws,  103.  149,  1811.  A.  A.  Blair  (TAe  ChnaiciU  Analysis  0/  Iron. 
Philadelphia,  92,  1B08)  used  the  rednotor  for  phosphorus  deteimi nation  ;  F.  A.  Gooch  and 
G.  Edgar  {Chent.  Nem,  87.  265,  1903  ;  Ainer.  J.  ScUiiet  (i).  25.  233,  1908)  for  vanadium  ; 
G.  Edgar  (ii.  (41,  ^  SSi,  1908)  for  vanadinm  and  raoljbdenum  ;  and  by  E.  F.  Kern  (Joum. 
Amtr.  Chem.  Sot.,  23.  686,  1901  ;  F.  Ibbotsoii  and  S.  G.  Clark,  Chtit.  Xiws,  103.  1*6,  1911) 
for  uranium  ;  see  pbosphorus,  |iage  699. 

"  The  iron  solution  should  not  contain  mora  than  about  15  c.o.  of  concentrated  sulphuric 
acid  per  100  ce.  of  solution. 

'  In  washing  the  reductor  free  from  iron  the  water  should  be  kept  above  the  level  of  the 
sine,  so  as  not  to  allow  any  air  spaces  between  the  suocessive  additions  of  water.  There  is  other- 
wise a  possible  formation  of  hydrogen  peroxide  which  might  spoil  the  results. 
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ammonium  bisulphite,  or  sodium  sulphite  can  be  used  for  reducing  the  iron. 
These  agents  have  the  cul vantage  of  leaving  the  titanic  oxide  unafiected. 
Ammonium  bisulphite,  recommended  by  Austin  and  Hurff,^  is  convenient.  It 
can  be  either  made  or  purchased.^  The  solution  under  investigation  is  con- 
centrated by  evaporation  to  40  or  50  c.c.  Gradually  add  about  10  c.c.  of  dilute 
sulphuric  acid  (1:1)  to  the  solution  in  an  Erlenmeyer's  flask,  so  as  to  make  the 
solution  distinctly  acid.^  Add  a  concentrated  solution  of  ammonium  bisulphite ;  ^ 
and  agitate  the  mixture  thoroughly ;  or  pass  a  current  of  sulphur  dioxide  through 
the  acid  solution.  Gradually  raise  the  temperature  of  the  solution  to  boiling, 
and  when  a  drop  no  longer  gives  a  brownish-red  coloration  with  ammonium 
thiocyanate,  the  ferric  oxide  is  all  reduced. 

To  remove  the  excess  of  sulphurous  acid,  place  the  flask  on  a  sheet  of 
asbestos  on  a  tripod.  Add  15  c.c.  of  dilute  sulphuric  acid  (1:1).  Cover  the 
flask  with  the  perforated  lid  of  a  Rose's  crucible.^  Pass  a  current  of  carbon 
dioxide  at  the  rate  of  3  or  4  bubbles  per  second  through  the  solution.^  The 
delivery  tube  passes  through  the  hole  in  the  cover  of  the  flask.  Meanwhile 
the  flask  is  heated  to  the  boiling  point  of  the  solution.  The  velocity  of  the 
carbon  dioxide  is  then  reduced  to  about  1  bubble  per  second.  After  20  or 
30  minutes'  boiling,  the  escaping  steam  will  probably  be  free  from  sulphur 
dioxide,  as  shown  by  its  failure  to  discolour  a  mercurous  nitrate  test  paper. ^ 
In  that  case,  place  the  flask  in  a  dish  of  cold  water  to  cool,  while  the  current 
of  carbon  dioxide  still  bubbles  through   the   solution — 1  bubble  per  second.® 

'  P.  T.  Austen  and  G.  B.  Hurff,  Chem,  News,  46.  287,  1882  ;  Airur,  Chem.  Joum,,  4.  282, 
1882  ;  T.  W.  Hogg,  Chem.  News,  59. 207, 1889  ;  R.  W.  Atkinson,  ib.,  ^9.  21 7, 1884.  According  to 
B.  Glasmann  {Zeit.  anal,  CA«m.,  43.  506, 1904),  the  ammonium  sulphite  does  not  reduce  bichromic 
sulphate  and  hence  the  presence  of  chromium  does  not  interfere. 

'  Ammonium  Bisulphite. — Pass  sulphur  dioxide  into  a  concentrated  solution  of  ammonia 
until  the  solution  becomes  yellow  and  smells  strongly  of  sulphur  dioxide.  If  the  solution  be 
kept  cool  during  the  {tassage  of  the  gas,  white  crystals  of  neutral  sulphite  are  formed.  These  are 
gradually  dissolved  by  the  excess  of  sulphur  dioxide,  and  the  solution  becomes  clear  yellow.  For 
the  sulphur  dioxide,  use  either  a  syphon  of  the  liquid  gas,  or  boil  copper  with  concentrated 
suluhuric  acid  in  the  proportion  250  grms.  of  copper  and  500  c.c.  of  concentrated  sulphuric 
acia.  18  c.c.  of  this  solution  will  reduce  about  10  grms.  of  ferric  oxide.  G.  Neumann  {Ber.. 
20.  1584,  1881)  makes  sulphur  dioxide  in  a  Kipps  ap[viratus  by  the  action  of  concentrated 
sulphuric  acid  on  cubes  made  from  three  parts  calcium  sulphite  and  one  part  plaster  of  Paris. 
This  method  is  not  suited  for  very  large  quantities  of  the  gas.  Sulphur  dioxide  is  best  purchased 
in  ''syphons"  of  the  liquefied  gas.  The  ''syphons"  aie  a  convenient  source  of  the  gas  for 
analytical  work. 

'  The  reduction  of  ferric  solutions  by  sulphur  dioxide  proceeds  rapidly  if  the  solution 
contains  a  little  free  acid,  but  not  if  the  solution  is  alkaline  to  litmus — A.  (J.  Gumming  and 
E.  W.  Hamilton,  Proc.  Boy.  Soc.  Min.,  32.  12,  1912. 

*  1  c.c.  of  the  solution  per  0*5  grm.  of  FftjOg. 

^  Or  bend  down  tlie  corners  of  a  piece  of  platinum  foil  with  two  holes  :  one  hole  permits  the 
escape  of  steam  and  gas  ;  the  other  is  for  the  gas  delivery  tube. 

^  The  carbon  dioxide  is  washed  by  passing  it  through  a  column  of  pumice  soaked  in  copper 
sulphate  and  a  water  wash-bottle. 

'  Mercurous  Nitrate  Tkst  Paper. — A  piece  of  mercurous  nitrate  test  paper  held  in  the 
vapour  becomes  brownish  black  if  sulphur  dioxide  be  in  the  escaping  steam.  The  paper  is  made 
by  soaking  No.  00  Swedish  filter  paper  in  a  solution  of  mercurous  nitrate  (0*5  to  5  per  cent.}  and 
drying.  The  paper  is  cut  in  strips  and  preserved  for  use  in  dry  glass  tubes,  corked  and  sealed. 
H.  Jervis  (Chem.  News,  Tj.  133,  189S)  closes  the  flask  with  a  stopper  fitted  with  a  syphon-like 
tube,  one  end  of  which  is  dipiied  into  an  acid,  very  dilute  solution  of  permanganate.  If  the  solution 
be  completely  decolorised  (without  a  brown  precipitate),  sulphur  dioxide  is  still  being  erolved. 

*  As  a  matter  of  fact,  it  is  rather  difficult  to  remove  the  last  trace  of  sul]>hur  dioxide,  and 
if  all  be  not  removed  the  iron  detennination  will  be  high.  The  condensation  of  water  in  the 
neck  of  the  flask  and  on  the  stopper  is  the  main  source  of  the  trouble,  for  the  condensed 
water  absorbs  some  sulphur  dioxide  and,  on  dropping  back  into  the  solution,  returns  some 
sulphur  dioxide.  For  tlie  retention  of  sulphur  dioxide  by  rubber  stoppers  and  rubber  tubing, 
see  E.  W.  Hamburger,  Zcit.  physiol.  Chem.,  2.  191,  1878  ;  4.  249,  1880  ;  K.  H.  Huppert,  ib., 
17.  87,  1898. 
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When  cold,  the  contents  of  the  flask  can  be  titrated  with  a  standard  solution 
of  potassium  permanganate,  as  indicated  below.  The  titanium  oxide  is  not 
reduced  by  the  treatment  with  ammonium  bisulphite. 

§  90.  The  Standardisation  and  Use  of  Potassium 

Permanganate  Solution. 

The  "commercially  pure''  potassium  permanganate  picks  up  dust,  etc., 
and  is  rather  poorer  in  oxygen  than  theory  requires,^  although,  by  repeated 
crystallisation  from  boiling  water  and  careful  drying  the  salt  can  be  prepared 
to  give  a  solution  of  exactly  theoretical  strength .^  It  is,  however,  the  invariable 
custom  to  find  the  strength,  that  is,  to  standardise  the  solution  of  potassium 
permanganate. 

Standard  Solution  of  Sodium  Oxalate, — Dissolve  about  a  gram  of  potassium 
permanganate  (KMnO^,  molecular  weight  158*03)  in  a  litre  of  water,  and  let 
the  solution  stand  two  or  three  weeks  in  order  that  the  permanganate  may 
oxidise  any  impurities  in  the  water  before  the  solution  is  standardised  by  titra- 
tion with,  say,  a  solution  of  sodium  oxalate  of  known  strength.  Other  salts 
are  in  common  use,  but  sodium  oxalate  gives  exact  results  with  very  little 
trouble.  Whatever  salt  be  selected,  the  standard  solution  must  be  made  up 
with  the  greatest  care,  since  all  the  subsequent  results  depend  upon  the  accuracy 
of  the  work  at  this  stage.  Sorensen's  sodium  oxalate^  (NagCgO^,  molecular 
weight  134)  is  the  best  "brand"  for  the  purpose.  This  salt  is  dried  in  a  water 
oven  at  about  200*  and  cooled  in  a  desiccator  over  calcium  chloride.  Transfer 
2*13  grms.  of  the  salt  to  the  litre  flask.  Dissolve  the  salt  in  a  little  water,  make 
the  solution  up  to  a  litre  mark.  One  cubic  centimetre  will  be  equivalent  to 
O'OOl  grm.  of  KMnO^,  or  to  0*00253  grm.  FcgOg.  This  solution  can  be  used 
for  standardising  the  permanganate.  The  equivalents  of  other  substances  can 
easily  be  expressed  in  terms  of  sodium  oxalate  by  means  of  the  usual  chemical 
equation  (page  194). 

The  following  table  of  conversions  may  be  useful  for  reference  : — 

Table  XXXV, — Conversion  Table  for  Permanganate  Solutions, 


One  gram  of 

is  equivalent  to 

FeSO. 

Fe. 

FeO. 
1-28613 

jSj^T^fj, 

Fe^Og. 

NaaCA. 

KMn04. 

(NH4)j 

SO4 
6HaO. 

CaO. 

0-50198 

Iron 

1  -0000 

0-8782 

1-42919 

1-1992 

0-56555 

701514 

Sodium  oxalate 

0'8336 

1  -0724 

0-7324 

1-1918 

1  -0000 

0-4716 

5-8369 

0-4186 

Potassium 

1-76819 

2-27412 

1  -5528  ^  2  52708 

2-1204 

1  -0000 

12-404 

0-8876 

permanganate 
Ferrous 

0-14255 

018334 

01249 

0-20373 

0-17055 

0-08062 

1  -0000 

007189 

ammonium 

sulphate 
Potassium 

1-1383 

1-4644 

10000 

1-6274 

1-3655 

0  64388 

80064 

0-5716 

bichromate 

^  According  to  F.  Raschig  {ZeU,  angew.  Chem,y  16.  585,  1904),  a  solution  prepared  from 
commercial  permanganate  was  about  0-8  per  cent,  too  weak. 

2  W.  M.  Gardner,  B.  North,  and  A,  R.  Naylor,  Jouni.  Soc,  CJiem,  Ind.,  22,  731,  1908. 

*  S.  P.  L.  Sorensen,  Zeit,  anal,  Chem,,  36.  639,  1897 ;  42.  333,  512,  1903 ;  44.  141,  1905  ; 
S.  P.  L.  Sorensenand  A.  C.  Andersen,  ib.,  44.  156,  1905  ;  L.  Yanino  and  £.  Seitter,  ib.,  41. 
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Standardisation  of  Pota^siwm  Permanganate  with  Sodium  Oxalate, — Pipette 
25  c.c.  of  the  standard  sodium  oxalate  solution  into  each  of  three  Erlenmejer's 
flasks;  add  10  c.c.  of  dilute  sulphuric  acid  (1:4).  Place  the  flask  under  a  glass- 
stoppered  burette  filled  with  the  permanganate  solution  to  be  standardised,  and 
warm  the  oxalate  solution  to  between  60°  and  70*.  Run  permanganate  from  the 
burette  into  the  flask,  and  keep  the  contents  of  the  flask  in  a  state  of  rotary  agita- 
tion while  the  permanganate  is  being  added.  The  colour  of  the  permanganate  is 
discharged  slowly  at  first.  It  is  an  advantage  to  work  with  the  solution  at  about 
60**  or  70'  in  order  to  accelerate  the  action.  When  the  reaction  first  starts,  it 
proceeds  very  slowly ;  afterwards  it  progresses  more  rapidly.  When  the  colour 
of  the  permanganate  begins  to  disappear  slowly,  add  the  permanganate  very 
cautiously,  drop  by  drop.  Any  drops  of  permanganate  adhering  to  the  sides 
of  the  flask  must  be  washed  into  the  bulk  of  the  liquid.  When  a  drop  of  the 
permanganate  produces  a  permanent  pink  blush  throughout  the  liquid  in  the 
flask,  the  titration  is  finished.  Read  the  burette  to  the  nearest  tenth.  Take 
the  mean  of  three  such  titrations. 

Let  n  denote  the  number  of  cubic  centimetres  of  the  permanganate  solution 
required  for  the  titration  of  the  25  c.c.  of  sodium  oxalate  solution.  The  reaction 
is  symbolised : 

5Na2C20^  +  2KMnO^  +  SHjSO^  =  K^SO^  +  5Na2SO^  +  2MnS04  +  lOCO^  +  SH^O. 

Since  1000  c.c.  of  the  sodium  oxalate  solution  are  equivalent  to  1  grm.  of  KMnO^, 
25  c.c.  will  be  equivalent  to  0*025  grm.  of  KMnO^.  Hence,  n  c.c.  of  the  per- 
manganate solution  has  the  equivalent  of  0*025  grm.  KMnO^,  and  this  is 
equivalent  to  0*06317  grm.  of  Fe.jOg.  Or,  1  c.c.  of  the  permanganate  solution 
is  equivalent  to  0'0632-i-n  grm.  FcjOg.  The  error  with  careful  work  is  about 
one  part  in  a  thousand. 

Influence  of  Acids. — Sulphuric  acid  is  required  to  decompose  the  oxalate, 
and  in  titrating  with  permanganate,  free  acid  is  needed  to  keep  the  manganese 
oxides  in  solution.  Otherwise,  the  brown  precipitate  which  separates  will 
obscure  the  end  point.  Too  much  sulphuric  acid  may  lead  to  high  results,  since 
concentrated  sulphuric  acid  reduces  potassium  permanganate.  This  is  illustrated 
by  the  following  experiments,^  with  20  c.c.  of  an  acidified  solution  of  ferrous 
sulphate  containing  the  equivalent  of  0-080  grm.  FcgOg,  and  with  various  pro- 
portions of  sulphuric  acid  (1 :4).  The  volume  of  the  permanganate  solution  re- 
quired with  different  quantities  of  the  acid  is  indicated  by  the  following  numbers  : 


H2S04 

0 

10 

20 

26 

40 

50 

C.C. 

KMn04      . 

.     17-89 

17-86 

17-89 

18-07 

18-20 

18-62 

C.C. 

To  show  that  the  increased  consumption  of  permanganate  was  not  due  to 
impurities  in  the  sulphuric  acid,  150  c.c.  of  water  and  50  c.c.  of  the  same 
sulphuric  acid  were  added  to  another  50  c.c.  of  the  ferrous  solution.  The 
consumption  of  permanganate  was  practically  the  same  as  when  a  solution  of 
the  ferrous  salt  diluted  with  water  only  was  employed. 

Hydrochloric  acid  is  baneful  because  some  permanganate  is  used  in  the  side 
reaction,  possibly : 

16HC1  +  2KMn04  =  ^^k  +  SMnClg  +  2KC1  +  SE.fi, 

141,  1902;  A.  Skrabal,  ib.,  42.  359,  1903  ;  C.  Meineke,  ib.,  39.  322,  1900  ;  G.  Lunge,  Zeit. 
angew.  Chem.,  17.  230,  269,  1904;  18.  1620,  1905;  F.  Dupre  and  E.  Miiller,  ib.,  IS  1244, 
1902;  F.  Dupr6,  t7>.,  17.  815,  1904  ;  F.  Dupr6  and  A.  von  Kiipffer,  ib  ,  15.  352,  1902; 
W.  Schranz,  Bull.  Soc.  Vhim.  (3),  18.  89,  1899;  H.  Kinder.  Chem.  Ztg.,  30.  631,  814,  1906; 
31.  69,  1907  ;  P.  Lehnkering,  ib.,  30.  723,  1906  ;  H.  von  Jiiptner,  Oester.  Zeit.  Berg.  HuU., 
44.  14,  1896 ;  S.  M 'Bride,  Jonrn.  Anier.  Chem.  Soc.,  34.  393,  1912  ;  Circ.  Bur.  Standards^  40. 
8,  1912. 

1  E.  Waitz,  Zeit.  anal.  Chem.,  10.  158,  1870  ;  J.  P.  Blunt,  Chem.  News,  8.  54,  1868. 
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which  proceeds  slowly  in  dilute  solutions,  but  is  accelerated  by  the  presence  of 
iron  salts.  Similar  experiments  to  those  indicated  in  the  last  paragraph  were 
made  with  hydrochloric  acid  (sp.  gr.  1*13).     The  results  were  : 


HCl     . 

0 

5 

10 

15 

20 

80 

C.C. 

KMn04 

.     17-89 

19*25 

1975 

20-12 

20-50 

20-60 

C.C. 

The  side  reaction  is  inhibited  by  the  addition  of  manganese  sulphate,  as  indi- 
cated on  page  451. 

Nitric  acid  should  be  absent,  because  it  is  reduced  to  nitrous  acid  by  the 
zinc  in  the  reduction  of  the  ferric  oxide,  and  nitrous  acid  reduces  the  per- 
manganate.^ 

Standardisation  of  Potassium  Permanganate  with  Metallic  Iron, — It  is  nearly 
always  advisable,  if  convenient,  to  standardise  a  volumetric  solution  against  a 
solution  similar  to  that  which  is  going  to  be  titrated.  Hence,  many  prefer  to 
standardise  the  permanganate  solution  for  iron  determinations  against  a  solution 
containing  a  known  amount  of  metallic  iron  dissolved  in,  say,  sulphuric  acid. 
The  diflBculty  is  with  the  iron.  Perfectly  pure  iron  is  exceedingly  difficult  to 
procure.  The  trace  of  impurity  present  in  most  specimens  of  "pure  "  iron  acts 
as  a  reducing  agent  on  the  permanganate.  Even  electrolytic  "  iron "  is  not 
quite  free  from  objection.^  It  is  frequently  assumed  that  iron  wire  contains  on 
an  average  0*3  per  cent,  of  foreign  impurities — the  variations  lie  usually 
between  0*1  and  0*4  per  cent.  The  amount  of  iron  actually  weighed  out  is 
accordingly  multiplied  by  0*997  in  order  to  estimate  the  strength  of  the  solu- 
tion. It  is  then  supposed  that  the  impurities  in  the  iron  wire  diminish  the 
amount  of  metal  acted  upon  by  the  permanganate  and  exert  no  other  reducing 
action.  This  assumption  is  not  justified.  The  impurities,  carbon,  sulphur,  etc., 
are  present  as  carbides,  sulphides,  phosphides,  silicides,  etc.,  and  these  substances 
develop  hydrocarbons,  hydrogen  sulphide,  hydrogen  phosphide,  etc.,  when  the 
iron  wire  is  dissolved  in  sulphuric  acid.  These  products  are  easily  oxidised  by 
permanganate.  The  consequence  is  that  more  permanganate  is  used  than 
corresponds  with  the  amount  of  iron  in  the  wire,  and  the  permanganate  titre  is 
accordingly  too  low.  An  error  ranging  from  1  to  2  per  cent,  may  be  committed 
in  standardising  potassium  permanganate  by  means  of  iron  wire  assumed  to 
represent  pure  iron,  and  the  error  is  increased  instead  of  diminished  by  assuming 
that  the  wire  contains  less  than  its  own  weight  of  iron.^ 

Samples  of  '*  analysed  "  iron  can  be  purchased,  but  these  are  not  satisfactory 
for  standardising  the  permanganate  unless  their  iron  value  has  been  determined 
in  terms  of  the  permanganate.  This  is  a  troublesome  determination  in  a 
technical    laboratory.^      Satisfactory    samples    with   a    known    permanganate 


1  A.  Terreil,  ZeU,  anaX,  Chem,,  6.  116,  1867. 

»  C.  F.  Roberts,  Amer,  J,  Science  (8),  48.  290,  1894 ;  Chem,  News,  70.  189,  1894  ;  F.  P. 
Treadwell,  Kurzes  Lehrbuchder  anoUytischen  Chemie,  Leipzig,  2.  499,  1911 ;  A.  Classen,  ZeU, 
anal,  Chan,,  242.  516,  1908;  F.  Mohr,  Lehrbuch  der  efiemisch,  ancUyt.  TUriermethods,  Braun- 
schweig, 215, 1896  ;  A.  Skrabel,  ZeU,  anal.  Chem,,  42.  895,  741,  1908  ;  43.  97,  1904  ;  G.  Lunge, 
ZeU,  anffew.  Chan.,  17.  265,  1904  ;  H.  Theile  and  H.  Deckert,  ib.,  zi.  1288,  1901 ;  A.  Dupr^, 
ib.,  17.  815,  1904  ;  S.  Avery  and  B.  Dale,  Ber,,  32.  64,  2283,  1899  ;  H.  Verwerand  F.  Groll.ift., 

f806,  1899;  H.  Verwer,  Clum.  Ztg.,2$.  792,  1901;  H.  Kinder,  ib,,  31.  69,  117,  1907; 
Brandt,  t*.,  32.  812,  830,  840,  851,  1908  ;  C.  A.  Kohn,  F.  J.  Brislee,  and  H.  H.  Froysell, 
B.  A,  Bq^.,  174,  1900;   L.  Moyaux,  Eev,  Univ,  Mines  (1),  25.  148,  1869;  H.  Cantoni  and 
'M.  Basadonna,  Ann,  Chim.  Anal,,  9.  865,  1904  ;  A.  Ledebur,  Stgihl  Eisen,  22.  1242,  1902  ; 
H.  Kinder,  ib.,  30.  411,  1910 ;  L.  Brandt,  ib,,  30.  1844,  1910  ;  W.  M.  Gardner,  B.  North, 
and  A.  R.  Naylor,  Joum,  Soe.  Chem.  Ind.,  22.  781,  1903. 

»  J.  E.  M.  Irby,  Chem.  News,  30.  142, 1874  ;  M.  Berthelot,  Bull  Soe,  Cliim.  (2),  21.  58, 
1874. 

*  This  is  made  by  using  electrolytio  iron  or  sodium  oxalate. 
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titre  can  be  purchased.^  The  iron  wire  is  cleaned,  if  necessary,  with  sand- 
paper to  remove  grease  or  oil,  and  dissolved  in  sulphuric  acid  at  a  gentle 
heat  in  a  200-c.c.  flask  fitted  like  tig.  103,  and  from  which  the  air  has  been 
previously  expelled  by  a  stream  of  carbon  dioxide.  The  cold  solution  is 
titrated  with  permanganate,  as  previously  described. 

Higher  results  are  obtained  if  the  solution  is  made  on  a  water  bath  in  a 
flask  fitted  with  a  Bunsen's  valve  than  if  the  iron  be  dissolved  in  a  similar 
flask  kept  for  a  long  time  "on  the  boil."  In  the  former  case,  the  solution 
contains  more  of  the  impurities  than  in  the  latter  case.  Similarly,  if  the 
dissolution  be  conducted  in  a  flask  through  which  a  current  of  carbon  dioxide 
is  passing,  the  results  depend  upon  the  duration  of  the  boiling  and  the  speed 
at  which  the  carbon  dioxide  is  passed.  But  if  the  carbon  dioxide  be  passed 
for  a  long  time,  the  results  are  the  same  whether  the  iron  be  dissolved  on 
the  water  bath  or  at  a  "boiling  temperature. 

Suppose  1  grm.  of  "analysed"  iron  wire  contains  the  equivalent  of 
0*9991  grm.  iron  so  far  as  the  permanganate  solution  is  concerned,  this  amount 
of  iron  is  equivalent  to  09991  x  1-4292  =  1*4279  grms.  of  FcgOg.  If  w  gram  of 
the  sample  of  iron  be  taken,  and  n  c.c.  of  permanganate  are  required  for  the 
titration,  obviously,  1  c.c.  of  the  permanganate  is  equivalent  to  1"4279  w-i-n  grm. 
of  ferric  oxide. 

However,  the  manipulations  with  Sbrensen's  sodium  oxalate  are  a  little 
easier  than  with  metallic  iron,  and  the  results  appear  quite  as  satisfactory.' 

Preservation  of  Permanganate  Solutions, — Permanganate  solutions  should  be 
stored  in  a  bottle  with  a  well-fitting  glass  stopper.  The  stopper  must  not  be 
greased.  The  bottle  must  be  protected  from  direct  sunlight.  Solutions  con- 
taining suspended  oxide  are  liable  to  lose  strength,  and  this  with  increasing 
rapidity  with  the  lapse  of  time  owing  to  the  increase  in  the  quantity  of  the 
suspended  oxide. ^  Solutions  of  permanganate,  freed  from  suspended  oxide 
by  filtration  through  asbestos,  may  have  a  lower  "  titre "  after  filtration  than 
before,  since  asbestos  exerts  a  slight  reducing  action  on  solutions  of  potassium 
permanganate.*^  The  solution  will  keep  a  long  time  if  it  be  kept  out  of  contact 
with  organic  matter,  dust,  etc.^  For  the  best  work  the  solution  should  be 
standardised  about  every  two  months,  but  after  keeping  through  the  summer 
months,  about  nine  months,  a  solution  with  a  titre  1  c.c.  =  0*002576  grm.  Fe^Og 
only  changed  to  1  c.c.  =  0*002522  grm.  Fe^Og, — that  is,  about  2  per  cent.  The 
stock  bottle  should  be  shaken  before  use  in  order  to  remove  any  water  condensed 
in  the  upper  part  of  the  bottle  by  distillation  from  below. 

Burettes  for   the  Permangafiate   Titration, — Glass-stoppered   burettes   must 


^  A.  Miiller,  Stahl  Eisen,  26,  1477,  1906.  A  sample  recently  purchased  contaiued  :  carbon, 
0*027  ;  silicon,  0'013  ;  phosphorus,  0*034  ;  copper,  0'024  ;  manganese,  0*005 ;  sulphur, 
0 '008— total  impurities,  0*111  per  cent.  The  "iron  value"  of  the  sample  in  terms  of 
pei*mangaiiate  was  equivalent  to  99 '91  per  cent,  metallic  iron. 

2  Note  that  if  the  "permanganate  titre"  of  the  iron  wire  be  determined  by  titration  with 
sodium  oxalate,  the  use  of  the  iron  wire  appears  redundant. 

*  H.  N.  Morse,  A.  J.  Hopkins,  and  M.  S.  Walker,  Anier.  Chem.  Jourti.,  18.  401,  1896; 
H.  N.  Morse  and  C.  L.  Reese,  ib.,  20.  1898;  Chem.  A'<;?rs,  78.  77,  90,  1898.  For  the  slow 
development  of  oxygen  with  dilute  sulphuric  acid  solutions  of  potassium  permanganate,  see 
G.  Blau  and  T.  Wallia,  Liehig*s  Ann.,  345.  261,  1906  ;  F.  A.  Gooch  and  E.  W.  Danner, 
Ber.,  26.  267,  1893  ;  W.  Blum,  Journ.  Avier,  Chem.  Soc.,  34.  1879,  1912. 

*  P.  A.  Tscheihwile,  Journ,  Knss.  Phys.  Chem.  Soc,  42.  8.^6,  1910. 

*  R.  W.  Oddy  and  J.  B.  Cohen,  Journ.  Soc.  Cliem,,  Ind.,  9.  17,  1890;  W.  M.  Gardner 
and  B.  North,  ib.  23.  599,  1904  ;  B.  Gollitt,  Pliarm.  Journ.  (4),  27.  724,  1908  ;  R  Luboldt, 
Journ,  prakt.  Chem.  (1),  77.  315,  1859  :  G.  Bruhns,  Zeiitr.  Zmkerind.,  14.  968,  1906  ;  H.  von 
Jiiptner,  Oester,  ZcU,  Berg,  Iliitt.,  31.  602,  1883;  C.  Meincke  and  K.  Schroder,  Zeit,  offenU 
Chem.,  3.  5,  1897;  F.  Simond  {Dingler's  Journ.,  248.  518,  1888)  coats  the  store  bottle  with 
black  varnish  ou  the  outside  in  order  to  protect  the  contents  from  light 
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be  employed;  for  regular  work  that  shown  in  fig.  105  or  in  fig.  18  (right) 
is  excellent.  The  solution  of  permanganate  must  not  come  in  contact  with 
organic  matter  from,  say,  rubber  jets,  lubricant  of  stopcock,  etc.  Scheibler' 
recommeadB  a  burette  shaped  like  fig.  106.  The  flow  Of  liquid  from  the  burette 
is  regulated  by  the  stopcock  or  pinchcock  A.  The  tube  B  is  stuffed  with 
glass-  or  cotton-wool  to  filter  the  air  from  dust  before  entering  the  burette. 
The  burette  is  filled  by  dipping  the  nozzle  at  C  in  the  fluid  and  applying 
suction  at  D.     The  Dozzle  is  protected  by  a  ground  cap  C  when  the  burette 


Via.  iac>. — Burette  for  itcrmaugaiiKte 

is  not  in  use.  These  burettes  work  well  provided  changes  in  temperature  or 
pressure  do  not  occur  while  the  solution  is  in  the  burette,  otherwise  the  solution 
may  be  forced  from  the  jet  by  the  expansion  of  the  imprisoned  air  on  a  rising 
temperature  or  a  diminishing  pressure,  and  there  is  then  an  objectionable 
"sloppiness"  about  the  nozzle  of  the  burette.     The  advantage  claimed  is  that 


_     _      _  "Aon.,  17.  IBS, 

1878  ;  K.  Abraham,  ib.,  22.  28,  1883  ;  W.  Aleisndron,  ib.,  49.  488,  IBIO ;  T.  H.  Garret, 
ChtTn.  Neva,  56.  IS5,  18B7  ;  M.  Heriot  and  B,  Biggs,  ib.,36.  189,  1S72  ;  B.  Collens,  iA.,  9. 
M,  1884;  as.  208.  227,  1872;  A.  V.  Harcourt,  ib.,  afi.  23ft.  1372;  C.  -lonea,  Jbura.  anal. 
.  Chem.,  1.  178,1887  ;  E.  Hiibner,  A™;,  amd.  Chem.,A.27S,  1884  ;  M.  Vogther,  ArchivPkarm. 
(3),  22.  5Sg,  1S». 
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there  is  no  danger  of  contamination  by  the  lubricant  of  the  stopcock.  I 
prefer  the  ordinary  glass-stoppered  burette. 

Burettes  and  other  glass  apparatus  which  have  been  used  for  permanganate 
solutions  should  be  cleaned  and  rinsed  immediately  after  use.  Brown  stains 
of  manganese  oxide  can  be  removed  by  means  of  hydrochloric  acid. 

CalciUatums. — Obviously,  if  n  c.c.  of  KMnO^  are  consumed  in  a  titration, 
and  w  grms.  of  the  clay  are  being  investigated,  the  clay  will  contain  0'0632ft 
■i-to  per  cent,  of  Fe^Og.  The  reaction  between  the  permanganate  and  the 
ferrous  salt  is : 

lOFeSO^  +  2KMn04  +  SHgSO^  =  K  ,80^  +  5Fe3(SO^)3  +  2MnS0^  +  SH^O. 

Example. — The  results  of  the  permanganate  titration  will  be  treated  in  the  note- 
book somewhat  as  follows  :  Ice.  of  the  permanganate  used  represented  0*001510  grm. 
FeoO,;  1  grm.  of  clay  was  treated  ;  the  reduction  was  complete  after  lOgrma  of  zinc 
had  been  dissolved  in  the  solution,  and  the  solution  required  13*84  c.c  of  permanganate 
at  16°.  In  a  blank  experiment,  10  grms.  of  zinc  dissolved  in  sulphuric  acid  required 
0*51  C.C.  of  the  permanganate  solution.  Hence,  13*84- 0*51  =  13'33  c.c  represents  the 
permanganate  consumption  by  the  iron  salts  in  the  gram  of  clay.  This  is  equivalent  to 
13-33  X  0*00151  =0*0201  grm.  Fe^Oj  ;  or  the  clay  has  2*01  per  cent,  of  FcjO,.  There  was 
no  need  to  apply  the  temperature  correction.^ 

Temperature  Corrections. — It  is  necessary  to  allow  for  the  effect  of  variations 
of  temperature  exceeding  ±  2°  or  ±  3°  from  the  standard.  Assume  that  the 
solution  is  standardised  at  15* ;  then,  if  the  solution  be  more  concentrated  than 
y^N-KMnO^,  the  correction  table  for  water,  page  29,  may  be  applied.  If 
the  solution  be  between  xV^"  *^^  t^^"^^"^4>  ^^^  following  table  may  be 
employed  :- 


2 


Table  XXXVI, — Temperature  Corrections  for  Potassium,  Permanganate 

Solutions.     (Standard  temperature  15'.) 


0 
1 
2 


+  0-4  ;  +0-4 

-0*8  I  -ro 


2 

3 

4 

•  •  • 

5 

6 

7 

8 
+  0*5 

9 

•  *  • 

•  •  • 

+  0*6 

+  0*6 

+  0*6 

+  0-6 

+  0*3 

+  0-2 

+  0*1 

0 

-0*2 

-0-3 

-0-5 

-0*6 

-1*2 

-14 

-1*6 

-1*8 

-2-0 

1 

-2-3 

-2*5 

-2*8 

The  method  of  using  the  table  will  be  obvious  from  the  examples  on  page  30. 


§  91.  The  Volumetric  Determination  of  Iron— Marguerite's 

Permanganate  Process.^ 

Starting  with  the  solution  reduced  by  the  ammonium  bisulphite  through 
which  carbon  dioxide  is  passing  (page  192),  remove  and  wash  the  carbon  dioxide 
delivery   tube — inside  and   out — into  the   flask   with  recently  boiled   distilled 

^  After  the  titration,  the  ferric  oxide  may  be  again  reduced  and  the  manganic  oxide,  if 

f)resent,  removed  by  filtration.     The  titration  can  thus  be  repeated  until  the  volume  of  the 
iquid  becomes  unwieldy— B.  Godwin,  Amer.  J,  Science  (2),  50.  249,  1870 ;  Chem.  Neics,  22. 
269,  1870. 

'  The  table  may  be  also  employed  for  N-,  ^^N  ,  and  x^N-solutions  of  sodium  chloride ; 
■jVN-  and  TigN-solutions  of  silver  nitrate  ;  ammonium  thiocyanate  (1000  c.c  equivalent  to  10 
grms.  Ag).  The  table  is  based  on  the  work  of  A.  Schulze  {Zeit.  anal.  Chem.,  22.  167,  1882), 
and  may  be  modified  for  standard  temperatures  of  reference  other  than  15*. 

«  F.  Marguerite,  Compt.  Rend.,  22.  587,  1846 ;  Ann.  Chim.  Phys.  (8),  18.  244,  1846. 
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water. ^  Run  in  the  standardised  permanganate  solution  exactly  as  described  in 
the  preceding  section,  until  a  permanent  pink  blush  is  suffused  throughout  the 
liquid  being  titrated.^  If  desired,  an  allowance  can  be  made  if  the  vanculium  be 
afterwards  determined. 

Errors. — The  most  frequent  sources  of  error  arise  from  the  imperfect 
reduction  of  the  ferric  oxide  and  the  deterioration  of  the  permanganate.  The 
latter  difficulty  is  easily  overcome  by  frequently  standardising  the  permanganate ; 
and  the  former  by  testing  the  solution  for  the  presence  of  ferric  salts  before  the 
reduction  is  stopped.  Care  must  also  be  taken  that  no  re-oxidation  occurs  before 
the  titration.  There  is  also  a  slight  error  due  to  the  incomplete  reduction  of 
the  permanganate,  which  was  pointed  out  by  Bray.^  This  occurs  more 
particularly  with  low-temperature  titrations,  high  acid  concentration,  and  with 
a  large  volume  of  dilute  solution.  The  conditions  here  recommended  give  most 
favourable  results. 

In  illustration  of  the  effect  of  titanium  on  the  iron  determination,  and  also 
in  illustration  of  the  magnitude  of  the  errors  which  may  be  expected  in  the  iron 
determination  both  by  the  ammonium  bisulphite  and  the  zinc  reductions,  the 
following  data  were  obtained  with  eight  independent  analyses  on  one  sample  of 
clay.  One  gram  of  clay  was  taken  for  each  determination,  and  the  bisulphate 
fusion  was  divided  into  two  equal  portions,  one  reduced  with  zinc,  and  the 
other  with  ammonium  bisulphite. 

TaJble  XXXVII. — Comparison  of  Zinc  and  Stdphite  Reductions  in  the 

Permanganate  Process  for  Iron  in  Clays, 


Zinc  reduction. 


c.c.  KMn04. 


6*92 
6-85 
6*84 
6*32 
6-61 
6*09 
6*49 
6-19 


0-0100 
0-0099 
0-0099 
0*0091 
0-0096 
0-0088 
0-0094 
0  -0089 


Ammonium 

bisulphite. 

c.c.  KMn04. 

Fe^O,. 

5-15 

0-0078 

4-70 

0  0069 

5-27 

0-0079 

6-34 

0-0076 

4-89 

0  0073 

4-43 

0-0068 

5-13 

0-0077 

6-01 

0-0076 

The  mean  value  for  the  ferric  oxide  with  the  zinc  reduction  is  0'0094,  or 
1*88  per  cent,  and  with  the  bisulphite  reduction,  0-0075,  or  1-50  per  cent., 
with  a  deviation  of  about  ±0*06.* 

The  clay  contained  1  -2  per  cent,  of  titanium.     If  the  clay  contains  vanadium, 


^  If  the  solution  has  been  reduced  with  zinc,  with  or  without  the  bismuth  oxide  treatment, 
proceed  with  the  titration  as  indicated  in  the  text.  It  must  be  added  that  particles  of  filter 
p^per  may  also  reduce  both  permanganate  and  hot  dichromate  solutions,  and  thus  lead  to  high 
results.  The  filter  paper  may  get  into  the  solution  when  the  ammonia  precipitate  is  dissolved 
in  dilute  acid,  and  titrated  directly. 

^  The  solution  most  not  be  too  hot,  or  an  excess  of  permanganate  will  be  required.  Some 
prefer  to  work  with  cold  solutions  ;  others  with  solutions  between  60°  and  70**.  (Probably  best 
— W.  C.  Bray,  Jowm,  Amer.  Cheni.  Soe.,  32.  1204,  1910.)  Whatever  be  the  temperature 
employed, -the  conditions  must  be  the  same  as  those  adopted  in  standardising  the  permanganate. 

•  W.  C.  Bray.  Joitm,  Amer.  Chem.  Soc,  32.  1204,  1910  ;  F.  P.  Treadwell,  Kurzes  Lehrbuch 
der  analytisehen  Cheinie,  Leipzig,  2.  498,  1911. 

*  The  error  is  no  greater,  inaeed  less,  if  the  whole  of  the  sample  be  operated  upon. 
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the  VjOg  will  also  be  reduced  by  the  zinc  to  VgOg ;  and  to  VgO^  by  sulphur 
dioxide  (and  possibly  by  hydrogen  sulphide).  The  reduced  oxides  will  be 
oxidised  to  VgO^  during  the  permanganate  titration.  The  vanadium  is,  however, 
usually  present  in  such  small  quantities  that  its  influence  can  be  neglected ; 
see  page  467. 

Correction  with  very  Dilute  Solutions, — If  the  amount  of  iron  be  small,  per- 
manganate containing  half  a  gram  per  litre  may  be  used.  An  error  may  now 
creep  into  the  work  owing  to  the  fact  that  a  certain  quantity  of  permanganate 
is  required  tx)  impart  a  perceptible  colour  to  pure  acidulated  water.  In  such 
cases,  the  volume  of  the  sodium  oxalate  used  for  the  standardisation  of  the  per- 
manganate must  be  diluted  to  approximately  the  same  volume  as  the  solution  con- 
taining the  iron  to  be  titrated,  or  the  amount  of  permanganate  required  to  impart 
the  desired  pink  coloration  to  an  equivalent  volume  of  acidulated  water  must  be 
determined,  and  the  result  deducted  from  the  permanganate  used  in  the  titration. 

The  solution  remaining  after  the  permanganate  titration  can  be  used  for  the 
titanium  determination,  and  afterwards  for  the  determination  of  phosphorus. 

§  92.  The  Colorimetric  Determination  of  Iron. 

In  1853,  Herapath  ^  proposed  to  utilise  the  red  colour  produced  when 
potassium  or  ammonium  thiocyanate  is  mixed  with  a  ferric  salt  for  the  deter- 
mination of  small  quantities  of  iron.^  According  to  Wagner,*  this  reaction 
enables  1  part  of  iron  to  be  recognised  in  1,600,000  parts  of  water.  The 
colour  is  due  to  the  formation  of  a  double  salt— Fe(CNS)3.9KCNS.4H20.-*  A 
large  excess  of  potassium  thiocyanate  is  needed  to  transform  all  the  ferric  salt 
into  the  thiocyanate  and  so  produce  the  maximum  coloration.*  The  intensity 
of  the  coloration  is  proportional  to  the  amount  of  ferric  thiocyanate  in  solution ; 
hence,  if  a  given  solution  containing  a  known  amount  of  iron  has  the  same 
colour  as  a  solution  containing  an  unknown  amount  of  iron,  it  is  inferred  that 
both  solutions  have  the  same  concentration,  as  indicated  in  discussing  the 
principles  of  colorimetry,  page  82. 

Unfortunately,  the  intensity  of  the  coloration  of  solutions  of  ferric  thio 
cyanat«  is  very  sensitive  to  the  presence  of  other  salts  in  the  solution.®     In  the 


1  T.  L.  Herapath,  Jouiii.  C/wm.  iioc.,  5.  27,  1853  ;  A.  Thomson,  ib,,  47.  493,  1885  ; 
J.  Da  vies,  Chem.  News,  8.  163,  1868;  A.  Zega,  Chem.  Ztg.,  17.  1564,  1862;  F.  Seller  and 
A.  Verda,  t6.,  26.  803,  1906  ;  L.  Lapique,  Bull  Soc.  Chim.  (3),  2.  296,  1890 ;  J.  W.  Leather, 
Jowni,  Soc.  Chem.  Ind.y  24.  385,  1905  ;  A.  Jolles,  Arch.  Hygiene,  13.  402,  1901  ;  N.  Damaskin, 
Arbeit  Pharm.  Inst.  Dorpat,  7.  40,  1891  ;  J.  W.  Mellor,  Trans.  Eng.  Cer.  Soc.,B.  128,  1908  ; 
Hadank,  Sprech.,  42.  445,  1909  ;  T.  T.  Morrell,  Amer.  Chem.,  4.  287,  1874  ;  H.  P.  T.  Oerum, 
Zeit.  anal.  Chem.,  43.  147,  1904  ;  A.  Jolles,  ib.,  43.  587,  1904  ;  44.  6,  1906. 

2  H.  B.  Pulsifer  {Joum.  Amer.  Chem.  Soc.,  26.  967,  1906)  used  the  red  colour  of  ferric 
acotylacetonate  with  excellent  results ;  and  A.  Vogel  {N»  Hep.  Pharm.,  25.  180,  1876 ; 
S.  Pagliani,  Gaz.  Chim,  ItaL,  9.  23,  1879  ;  E.  E.  Smith,  Joum.  Amer.  Chem.  Soc,  I.  335, 1879), 
the  red  colour  of  ferric  salts  with  salicylic  acid.  For  the  colours  with  ammonium  sulphide,  and 
with  potassium  ferrocyanide,  see  J.  W.  Mellor,  Trans.  Eng.  Cer.  Soc,,S.  123,  1909. 

'  A.  Wagner,  Zeit.  anal  Chem.,  20.  349,  1881.  E.  E.  Smith  {ib.,  19.  350,  1880) says  1  part 
in  8,000,000. 

■*  G.  Kriiss  and  H.  Moraht,  Liebig's  Ami.,  201).  98,  1889  ;  Zeit.  anorg.  Chem.,  I.  399,  1898  ; 
A.  Rosenheim  and  R.  Cohn,  ib.,  27.  295,  1901. 

5  J.  H.  Gladstone,  Phil.  Trans.,  145.  179,  1885  ;  Joum.  Chem.  Soc.,  9.  54,  1857. 

^  J.  Pelouse  {Ann.  Chim.  Phys.  (1),  44.  214,  1830)  has  shown  that  organic  acids  reduce 
the  red  colour  very  rapidly ;  also  oxalates,  citrates,  tartrates,  acetates,  iodates,  arsenates, 
phosphates,  fluorides,  and  sulphates.  Barium,  strontium,  and  calcium  chlorides  exert  a 
decolorising  action  (M.  Vernon,  Ch^m.  News,  66.  177,  191,  202,  214,  1892  ;  J.  H.  Gladstone, 
ib.,  67.  1,  1893  ;  A.  Dupr6,  ib.,  32.  15,  1875  ;  A.  J.  Shilton,  ib.,  50.  234,  1884  ;  H.  Werner, 
Zeit.  anal.  Chem.,  22.  44,  1883) ;  alumina  also  retards  the  development  of  the  colour  (R.  R. 
Tatlock,  Joum.  Soc.  Chem.  Ind.,  6.  276,  352,  1887) ;  and  generally,  the  colour  obtained  with  a 
given  proportion  of  iron  depends  upon  the  nature  of  the  substances  present  in  the  same  solution. 
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case  of  dilute  aqueous  solutions  the  intensity  of  the  coloration  is  not  quite 
proportional  to  the  amount  of  ferric  thiocjanate  present  in  the  solution,^  because 
some  is  hydrolysed  by  the  solvent:  Fe(CNS)5  +  3H2a^=^Fe(OH)3  +  3HCNS. 
Hence,  when  aqueous  solutions  are  compared,  the  concentration  of  the  solutions 
must  be  approximately  the  same.  With  the  pyrosulphate  fusion,  in  silicate 
analyses,  the  solutions  have  so  nearly  the  same  composition  that  the  error  from 
this  cause  can  be  regarded  as  negligibly  small.  Consequently,  when  but 
small  quantities  of  iron  are  in  question — up  to  2  per  cent. — the  determination 
can  be  mcule  much  more  conyeniently  by  the  colorimetric  process  than  by 
gravimetric  or  volumetric  methods. 

Test  Solution. — Make  the  pyrosulphate  fusion  up  to  250  c.c.  with  water. 
Pipette  25  c.c.  into  a  250-c.c.^  flask,  and  make  the  solution  up  to  the  mark  with 
water.  Pipette  5  c.c.  of  this  solution  into  the  test  cylinder;  add  5  c.c.  of 
potassium  thiocyanate  solution,*  and  add  20  c.c.  water.  The  cylinder*  then 
contains  30  c.c.  of  solution. 

Standard  Solution. — Pipette  5  c.c.  of  potassium  aluminium  sulphate  solu- 
tion^ into  the  second  test  glass  of  the  colorimeter;  add  5  c.c.  of  potassium 
thiocyanate  solution  ;  and  pipette  20  c.c.  distilled  water  into  the  cylinder. 

The  Comparison.  —  Arrange  the  colorimeter  (Weller's),  burette,  etc.,  as 
indicated  in  fig.  107.  Fill  a  10-c.c.  burette,  reading  to  J^  cc,  with  the  standard 
ferric  oxide  solution,^  and   add   the  solution   drop  by  drop   to  the  standard 

^  J.  Riban,  Bull.  Soe.  Chim.  (8),  6.  916,  1892  ;  6.  Kriiss  and  H.  Moraht,  I.e.  ;  A.  Rosen- 
heim and  A.  Cohn,  Zeii.  anarg.  Chem.,  27.  280,  1901  ;  H.  Schultze,  Ch^m.  Ztg.,  17.  2,  1893  ; 
H.  Ley,  Zeit.  phys.  CTiem.,  30.  193,  1899  ;  G.  M^nanini,  ib.,  8.  1,  1891  ;  L.  Andrews,  Proc. 
Imca  Acad.  Scittices,  I.  4,  1894  ;  C.  F6ry  and  E.  Tassilly,  Bull.  Sci.  Pharm.,  19.  11,  1912  ; 
K  Tassilly,  Bull.  Soc.  Chim.  (4),  13.  34,  1913  ;  0.  Mayer,  Manit.  Scient.  (6),  3.  81,  1913. 
In  order  to  eliminate  the  variable  effects  produced  by  the  presence  of  other  substances  in  the 
same  solution,  Tatlock  (I.e.)  proposed  to  compare  the  tints  of  the  ethereal  extract  of  the  ferric 
thiocyanate,  since  J.  "N  &takUso\i  {Liebig*s  Ann. ,  130.  246,  1864;  C.  Claus,  id,  99.  51,  1856; 
W.  Skey,  Chem.  News^  16.  201,  324,  1867)  has  shown  that,  under  these  conditions,  the 
reaction  is  more  sensitive  and  less  affected  by  the  composition  of  the  aqueous  solution — 
G.  Lunge,  Zeit.  angew.  C?u/ii.,  zo.  8,  1896;  H.  von  Keler  and  G.  Lunge,  ii.,  8.  669, 
1894  ;  A.  Seyda,  Chem.  Ztg.,  22.  1086,  1891 ;  H.  Lachs  and  H.  Friedenthal,  Biochem.  Zeit., 
3Z'  130,  1911.  For  similar  reasons,  W.  M*Kim  Marriott  and  C.  G.  L.  Wolf  {Joum.  Biol. 
Chem.,  I.  451,  1905  ;  J.  VV.  Gregory,  Pjoc.  Chem.  Soc.,  23.  306,  1907)  used  acetone ;  and  H.  N. 
Stokes  and  J.  R.  Cain  {Bull.  Bur.  Standards,  3.  115,  1907),  a  mixture  of  ether  and  isoamyl 
alcohol — 2  :  5. 

*  The  dilutions  must  be  modified  to  suit  the  iron  content  of  the  clay,  etc.  For  white 
burning  clays,  make  25  cc.  up  to  250  c.c,  that  is,  equivalent  to  making  the  whole  clay  up ^o 
2500  c.c.  Uream-coloured  calcined  clays  may  require  10  cc,  making  up  to  250  c.c.  ;  this  is 
equivalent  to  making  the  whole  clay  up  to  6250  cc.  Red  burning  clays  may  require  5  cc, 
making  up  to  250,  500,  or  1000  c.c 

*  Potassium  Thiocyanate  Solution. — Dissolve  97  grms.  of  the  recrystallised  salt,  free 
from  iron,  in  a  litre  of  water.  For  potassium  chloride  impurity,-  see  J.  Hendrick,  Chem»  News, 
63.  180,  1891. 

*  Smaller  cylinders  may  be  used  than  those  indicated  for  Weller's  colorimeter,  page  84. 
Cylinders  with  a  square  cross  section,  2*5  cm.  side  and  8  cm.  high,  are  convenient. 

'  Potassium  Aluminium  Sulphate  Solution. — Fuse  0*05  grm.  ofiron-free  alumina  with 
5  grms.  of  potassium  pyrosulphate  until  all  is  dissolved.  Treat  the  solution  as  indicated  for 
the  pyrosulphate  fusion,  page  184.  When  the  solution  is  made  up  to  a  litre,  the  amount  used 
here  should  be  such  as  to  make  the  concentration  of  the  solution  of  potassium  aluminium 
sulphate  in  the  two  test  cylinders  of  the  colorimeter  nearly  the  same. 

*  Ferric  Oxide  Solution.— Dissolve  0*6303  grm.  of  ferric  potassium  alum— Fea(S04)s. 
K2SO4.24H3O  (molecular  weight  1006*56)— in  water,  add  5  cc  concentrated  sulphuric  acid, 
and,  when  cold,  make  the  solution  up  to  a  litre.  One  c.c  of  this  solution  represents  0*0001  grm. 
of  Fe^Os.  '^^is  solution  will  keep  indefinitely,  under  conditions  where  more  dilute  solutions 
would  hydrolyse  and  deposit  a  brown  oxide  on  the  glass.  For  use,  pipette  5  c.c  into  a  lOO-c.c 
flask,  and  make  the  solution  up  to  the  mark  with  distilled  water;  1  cc  has  0*000005  grm. 
FojO,,  or  0-006  mgrm.  FejO,— W.  French,  Chem.  Aews,  60.  235,  1889  ;  L.  L.  de  Koiiinck, 
BiUl.  Soc.  Chim.  (3),  23.  261,  1909. 
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cylinder  !□  the  colorimeter  until  the  two  tints  are  the  aame.  The  contents  of 
the  cylinder  are  stirred  after  every  addition  of  01  c.c.  added  from  the  burette, 
and  for  every  addition  from  the  bnrette,  add  an  equal  amount  of  water  to  the 
test  cylinder,  bo  that  the  conditions  for  the  distribution  of  the  red  ferric  thio- 
cyanate  may  be  approximately  the  same  in  both  cylinders.  If  more  than  3  or  4 
CO.  of  the  standard  ferric  oxide  solution  are  required  the  results  will  be  ineiact, 
because  it  is  difficult  to  determine  the  changes  of  tint  with  concentrated  solu- 
tions of  ferric  thiocyanate.  In  that  case,  the  test  solution  was  not  sufficiently 
diluted,  and  another  start  must  be  made  with  a  more  dilute  solution. 

Two  cubic  centimetres  of  the  standard  iron  solution  may  be  run  into  the 


Fio.  107.— Colorimetric  determination  ofiroii. 

test  cylinder  and  the  standardisation  repeated ;  or,  another  determination  may 
be  made  de  novo.     It  is  well  to  take  the  mean  of  at  least  three  determinations. 

£XAUPLKS.~(1)  The  bisulphate  fusion  was  made  up  to  2ft0  c.c. ;  25  c.c  of  this  were 
made  up  to  250  cc,  that  is,  equivalent  to  making  tlie  iron  in  the  whole  clay  up  to 
2500  cc  5  c.c.  o!  this  solution  required  2-84  c.c  of  standard  ferric  oxide  solution  to 
give  uniformity  of  lint.  Hence,  since  2-24  c.c.  of  the  standard  iron  solution  have  the 
equivalent  of  0-O05x2-24=0-0112  mgrm.  ])er  5  cc,  the  5  cc.  of  the  lest  solution  had 
0-0112  mgrm.  of  ferric  oxide;  hence,  2500  c.c,  or  1  grm.,  ot  clay  had  O'Ol  12x500= 
5'6  mgrmB.  =  O'0O56gnii.— that  is,  0-66  per  ccnL  FcjOj. 

(2)  The  bisulphate  fusion  was  dihited  to  250  cc,  and  5  cc.  were  made  up  to  6O0  cc 
This  is  equivalent  to  diluting  the  "  iron  "  in  the  ^ram  of  clay  to  25,000  c.c.  1-74  cc 
of  the  ferric  oxide  were  required  to  match  the  tmt.  This  corresponds  with  0-005  x 
1-74  =0-0087  nigrni.  of  FcjOj  per  5  c.c.  of  lest  solution.  Consequently,  25,000  of  test 
solution  would  have  43-5  mgrma,  or  0-0435  gnu.,  of  Fe,Oj.  Hence,  the  clay  has  4-35 
])er  cent.  Fe^Oj. 


CHAPTER  XV. 

THE  DETERMINATION  OF  TITANIUM. 

§  93-  Weller's  Colorimetric  Process. 

ScHSBBBB^  and  Riley  have  emphasised  the  almost  'ubiquitous  occurrence  of 
titanium  in  silicate  rocks.  The  quantitative  separation  of  titanium  from  ferric 
oxide  and  alumina  is  not  particularly  difficult,  but  the  process  is  somewhat  tedious 
and  laborious.  The  most  important  sources  of  error  are  due  to  (1)  the  tendency 
of  the  ferric  oxide  and  alumina  to  separate  with  the  titanium  ;  (2)  the  presence 
of  phosphoric  acid  hindering  the  complete  precipitation  of  the  titanium ; 
(3)  mechanical  losses  owing  to  the  adhesion  of  the  precipitated  titanium  oxide 
to  the  sides  of  the  beaker ;  ^  and  (4)  the  escape  of  some  of  the  very  finely  divided 
precipitate  through  the  pores  of  the  filter  paper.  The  colorimetric  process  is 
usually  more  convenient.® 

A  solution  of  titanium  sulphate  produces  an  orange-yellow  colour  when 
oxidised  with  hydrogen  peroxide.*  The  intensity  of  the  coloration  depends  upon 
the  proportion  of  titanium  present.  If,  therefore,  a  solution  containing  a  known 
amount  of  titanium  has  the  same  tint  as  another  solution  of  equal  depth  of 
liquid,  it  is  assumed  that  both  solutions  contain  the  same  proportion  of  titanium. 
Hydrogen  peroxide  is  therefore  added  to  the  solution  under  investigation,  and 
both  the  test  and  the  standard  solutions  containing  a  known  amount  of  titanium 
are  systematically  diluted  until  both  solutions  have  the  same  tint.^ 

The  presence  of  fluorine  leads  to  low  results,  because  fluorine  partially  bleaches 
the  yellow  colour  produced  by  hydrogen  peroxide.  For  instance,  with  solutions* 
containing  0*01  grm.  of  titanic  oxide : 

Hydrofluoric  acid        ...       0  0*00089        0*00194        0*0039    grm. 

Titauic  oxide      ....     001         00093  O'OOSO  0-0068    grm. 

Steiger®  has  proposed  a  colorimetric  process  for  fluorine  based  on  this  property. 


1  T.  Scheerer,  Lielng'g  Ann.,  92.  178,  1854 ;  Chem.  News,  i.  143,  1860 ;  £.  Riley,  Joum. 
Chem.  Soc.,  Z2.  18,  1860. 

*  From  which  it  can  only  be  removed  by  the  action  of  a  solvent — say,  cone,  potash  lye. 

'  Note,  if  the  filtrate  from  the  silica  was  treated  with  hydrogen  sulphide,  some  titanium  will 
be  precipitated  by  the  hydrogen  sulphide. 

*  H.  Schonn,  Zeit,  anal.  Chem,,  9.  41,  330,  1870  ;  8.  380,  1869 ;  V.  Lehner  and  W.  JG. 
Crawford  {Jour.  Amer,  Chem,  Soc,,  35.  138,  1913)  recommend  thymol  ;  H.  J.  H.  Fenton 
(Joum.  Chem,  Soe.,  93.  1064,  1908)  dihydroxymaleic  acid — page  468. 

•  A.  Weller,  Ber,,  15.  2699,  1882  ;  C.  Baskerville,  Joum.  Soc.  Chem,  Jnd.,  19.  419,  1900 ; 
J.  Brakes,  ib.,  ao.  28,  1901  ;  H.  M.  Ullmann  and  J.  W.  Boyer,  Chem.  Eng.,  10.  163,  1909  ; 
A.  Gautier,  Chim.,  I.  177, 1910  ;  Eev.  g6n.  Chim,,  14.  14, 1910  ;  G.  P.  Pamfil,  Monit,  Scient.  (4), 
24.  648,  1911. 

•  T.  B.  Osborne,  Amer.  J.  Science  (3),  30.  329,  1885 ;  Chem.  News,  53.  43,  1886  ;  W.  F. 
Hillebrand,  ib.,  72.  158,  1895;  Jourv.  Amer.  Chew.  Soc.,  17.  718,  1895  ;  J.  H.  Walton,  ib., 
29.  481,  1907  ;  G.  Steiger,  ib.,  30.  219,  1908  ;  H.  E.  Mensin,  Amer.  J,  Science  (4),  28.  119, 
1909;  E.  Jackson,  Chem.  Netcs,  47.  157,  1883;  L.  Levy,  Compt,  Rend.,  X05.  754,  1888; 
G.  Reichard,  Chem,  Ztg,,  28.  16,  1904. 
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The  presence  of  phosphoric  acid  bleaches  the  colour  and  leads  to  low  results. 
For  instance,  with  solutions  containing  the  same  amount  of  titanium  oxide,  0*01 
grm.,  and 


Phosphoric  acid 

0-00 

0-18 

0-26 

0-52 

0-78 

1-04 

1  -30      grm. 

Titanic  oxide 

0-0100 

0-0090 

0-0083 

0  0074 

0-0069 

0*0066 

0  0064  grm. 

Potassium  sulphate  also  weakens  the  tint  produced  by  the  titanium  oxide,  unless 
an  excess  of  sulphuric  acid  be  present.^  For  instance,  with  6  grms.  of  potassium 
sulphate  in  each  of  three  solutions  containing  the  same  amounts  of  titanium  and 
hydrogen  peroxide,  Merwin  found  that  with 

H^04 0-4        2-9        8-0     C.C. 

Bleaching 21        14         5         per  cent. 

From  which  it  follows  that,  the  greater  the  excess  of  sulphuric  acid,  the  less  the 
bleaching  action. 

Owing  to  the  fact  that  the  test  solution  obtained  in  the  above  analytical 
scheme  contains  the  potassium  sulphate  used  in  the  pyrosulphate  fusion,  an 
equivalent  amount  of  potassium  sulphate  can  be  added  to  the  standard  solution 
in  order  that  the  comparison  of  tints  can  be  made  under  similar  conditions.  In 
the  same  way,  if  the  test  solution  contains  appreciable  quantities  of  phosphoric 
acid,  an  equivalent  amount  of  phosphoric  acid  can  be  added  to  the  standard 
solution. 

A  solution  of  ammonium  molybdate  in  nitric .  acid,^  as  well  as  uranium 
and  vanadium  salts,^  gives  somewhat  similar  tints,  and  hence  these  salts, 
with  the  chromates,  should  be  absent.  The  influence  of  iron  salts  will  be 
discussed  later. 

The  colorimetric  process  works  well  with  quantities  of  titanium  up  to  about 
4  per  cent.  There  is  a  wide  range  over  which  the  colorimetric  process  is  accurate. 
For  titanium  this  ranges  between  concentrations  represented  by  0*0015  and 
0*0200  grm.  per  100  c.c.  According  to  Wells,*  the  change  in  concentration 
required  to  produce  a  perceptible  difference  in  the  intensity  of  the  colour  of  two 
solutions  is  about  6*5  per  cent.  The  error  is  greater  with  weaker  solutions, 
although  by  increasing  the  thickness  of  the  layer  of  liquid  ^  satisfactory  com- 
parisons can  be  made  with  solutions  containing  less  than  0*0015  grm.  of  titanium 
per  100  c.c.  Solutions  more  concentrated  than  0*0200  grm.  per  100  c.c.  are 
not  suited  for  colorimetric  work.  With  the  exercise  of  the  greatest  care,  the 
accuracy  of  the  colorimetric  process  for  titanium  is  about  2  per  cent.  If  more 
than  4  per  cent,  of  titanic  oxide  be  present,  which  is  rarely  the  case  with  clays, 
the  gravimetric  process  is  best  employed.  More  accurate  results  are  obtained 
with  colours  not  too  intense.  Colours  approximating  a  deep  straw  yellow  give  the 
best  results.  The  eye  is  not  so  sensitive  to  the  small  differences  of  tint  in 
concentrated  solutions.  The  left  eye  is  usually  rather  more  sensitive  than  the 
right  eye.  Better  results  are  obtained  after  the  eye  has  had  a  little  practice 
with  test  solutions  of  known  strength.     Cf.  p.  85. 

Preparation   of  the    l^est   Solution.  —  If   necessary,   evaporate   the   aqueous 

*  According  to  G.  Steiger  (/.c),  sodium  salts  give  too  high  results. 

2  H.  Schonn,  ZeiL  anal.  Chem. ,9.  41 ,  330, 1870 ;  H.  Berwald,  Ber.,  18. 1206, 1885 ;  M.  Fairley, 
Jouni.  Ch«7n.  Soe.,  31.  127,  1877  ;  J.  Aloy,  Bull.  Soc.  Chim.  (3),  27.  734,  1903  ;  Ckcm.  News, 
87.  102,  1903. 

'  G.  Werthicr,  Jonrn,  praAt.  Chtm.  (1),  83.  195,  1861  ;  E.  JackHon,  Chfm.  NewSy  47.  167, 
1883.  Uranium  salts  (M.  Fairley,  Joum,  Chem.  Soc,  31.  127,  1877)  give  a  yellow  colour  with 
hydrogen  peroxide. 

*  R.  C.  Wells,  Joum.  Amer,  Chem.  Soc.,  33.  604,  1911. 
'  In  colorimeters  of  the  type  of  Duboscq*s  (page  82;. 
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solution  of  the  pyrosulphate  fusion,  acidified  with  sufficient  sulphuric  acid  ^  to 
make  the  solution  between  15  and  17  per  cent,  of  HgSO^,  that  is,  9  c.c.  of 
sulphuric  acid  per  100  c.c.  If  insufficient  sulphuric  acid  be  present  the  results 
are  generally  low.  When  the  solution  occupies  about  150  or  200  c.c,  cool. 
Transfer  to,  say,  a  250-c.c.  flask.  Add  enough  hydrogen  peroxide  ^  to  oxidise  all 
the  titanium  in  the  solution.  In  general,  5  to  10  c.c.  of  hydrogen  peroxide 
(20  vols.)  suffice  for  0*5  to  2  per  cent,  of  titanimn  oxide.  Make  the  solution  up 
to  250  c.c.  with  distilled  water.^  Pour  a  part  of  this  solution  into  the  left 
cylinder  of  the  colorimeter. 

Preparation  of  the  Standard  Solution, — Pipette,  say,  5  c.c.  of  the  standard 
solution*  of  titanium  sulphate,  containing,  say,  1  grm.  per  litre,  into  a  100- 
c.c.  flask ;  add  5  c.c.  of  hydrogen  peroxide,^  and  make  the  solution  up  to  100 
c.c.^  Each  cubic  centimetre  is  then  equivalent  to  00001  grm.  of  TiOg.  Put, 
say,  10  C.C.  of  this  standard  solution  into  the  right  glass  cylinder  of  the  colori- 
meter, and  50  c.c.  of  water  into  a  burette.'^  Add  water  to  the  solution  until  the 
colour  of  the  standard  is  the  same  as  the  colour  of  the  test  solution  in  the  left 
cylinder  of  the  colorimeter.  Note  the  amount  of  water  added.  The  disposition 
of  the  colorimeter  will  be  apparent  from  fig.  103.  The  sliding  door  of  the 
colorimeter,  glass  stirring  rod,  burette  with  water,  etc.,  are  shown  in  the  diagram. 

Readings  and  CaXcvlatums. — The  test  solution  was  made  up  to  250  c.c.  This 
was  derived  from  I  grm.  of  clay.  10  c.c.  of  the  standard  titanium  solution 
containing  1  grm.  of  TiOg  per  litre  were  made  up  to  100  c.c.  The  10  c.c. 
required  11  "2,  11*3,  11*5,  mean  11*33  c.c.  of  water  to  match  the  test  solution. 
The   10  C.C.  of  the  standard  solution  contained  0*01  grm.  of  TiOg,  and   when 

^  To  transform  any  basic  titanium  sulphates  fonned  during  the  fusion  into  normal  sulphate, 
and  to  counteract  bleaching  by  potassium  sulphate.  P.  Faber,  Cheni.  Ztg.,  31.  263, 1906  ;  Zeit. 
anal.  Ckem.y  46.  277,  1907  ;  F.  P.  Dunnington,  Jotirn,  Avier.  C/iem.  Soc,  13.  210,  1801. 

'  Hydrogen  Peroxidr.  —This  must  be  free  from  all  traces  of  fluorides  and  phosphoric  acid. 
Merck's  perhydrol,  containing  30  per  cent.  HgOa  by  weight,  is  excellent  when  diluted.  Make, 
say,  20  c.c.  of  perhydrol  up  to  100  c.c.  with  distilled  water  for"  a  6  per  cent,  (or  20  vol.)  solution. 
The  solution  keeps  better  if  acidified  with,  say,  sulphuric  acid.  The  general  nile  far  dilution 
is :  n  volumes  of  perhy^drol  made  up  with  water  to  10  volumes  furnishes,  approximately,  a  3n 
)>er  cent.  H^O,,  or  a  1  On  volume,  solution.     See  pages  177  and  322. 

'  If  the  colorimetric  process  for  iron  has  been  used,  this  simply  means  adding  the  hydrogen 
peroxide,  etc. ,  to  an  aliquot  portion  of  the  pyrosulphate  fusion. 

*  Standard  Solution  op  Titanium  Oxide.— Digest  between  0  6  and  07  grm.  of  feebly 
calcined  potassium  titanofluoride — E^TiFg — in  a  platinum  dish,  with  concentrated  sulphuric  acid, 
and  evaporate  until  white  fumes  are  evolved.  Repeat  the  treatment  three  times,  so  as  to  drive  otf 
all  the  fluorine.  Take  up  the  residue  with  a  little  concentrated  sulphuric  acid  and  dilute  until 
the  solution  has  between  5  and  10  per  cent,  of  sulphuric  acid.  MaKe  up  the  solution  to  about , 
a  litre.  Take  two  aliquot  portions,  between  50  and  100  c.c,  dilute  with  water,  heat  to  boiling, 
and  precipitate  the  titanium  hydroxide  by  the  addition  of  ammonia.  Wash  the  precipitate 
with  hot  water  until  free  from  alkalies,  ignite  for  TiO^,  blast,  and  weigh.  Duplicate  aetermina- 
tions  should  be  concordant.  The  solution  may  be  diluted  until  it  contains  exactly  1  grm.  of 
TiO^  per  litre.  The  solution  should  be  kept  in  a  bottle  with  a  glass  stopper  coated  with 
vaseline.  Withdraw  the  amount  needed  for  a  determination  b^  means  of  a  pipette.  Do  not 
|K)ur  the  solution  from  the  bottle.     See  page  644  for  an  alternative  process. 

'  The  solutions  should  always  be  freshly  prepared  for  an  observation  in  both  the  test  and 
standard  cylinders. 

*  As  much  potassium  sulphate  as  is  present  in  the  test  solution  may  be  added  to  the  flask 
before  making  up  with  water  to  100  c.c.  Suppose  that  the  250  c.c.  of  the  test  solution  was 
derived  from  the  fusion  of  the  ammonia  precipitate  with  6  gnus,  of  potassium  pyrosulphate 
KsSgOf,  the  260  c.c.  will  contain  the  equivalent  of  0*7x6  =  4  grms.  of  K2SO4  per  260  c.c. 
Hence,  approximated  20  c.c.  of  a  solution  of  potassium  sulphate  containing  80  grms.  EsS04 
])er  litre  will  be  needed.  The  same  quantity  of  potassium  sulphate  is  added  per  100  c.c.  ot 
water  from  the  burette. 

^  The  test  solution  should  have  a  paler  tint  than  the  standard  before  the  latter  is  diluted 
from  the  burette.  If  the  clay  contained  excessive  amounts  of  TiO^,  it  may  be  necessary  to 
further  dilute  the  test  solution — say,  26  c.c.  to  100  c.c,  or  the  standard  solution  may  be  made 
uiore  concentrated. 
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diluted  to  100  c.c,  10  c.c.  of  the  diluted  solution  contained  0*001  grm.  TiO^. 
Hence,  10  +  ll-33  =  21-33  c.c.  contained  0001  grm.  TiOgj  hence,  250  cc.  would 
have 

""-^J-^-OOm  grn..  TiO, 

Consequently,  1  grm.  of  the  clay  has  0*0117  grm.  TiOg,  or  the  clay  contains 
1'2  per  cent. 

Correction  for  Iron, — According   to   Faber,  if  much  iron  be  present,  the  i 

results  may  be  too  high,  because  the  iron  intensifies  the  colour  of  the  test 
solution.     Hillebrand  deducts  0*02  per  cent,  from  the  final  result  for  every ^10 

per  cent,  or  iron  o^]nfl  prftaftnt.^       Kahi»r2   rftprimniftnHa  thA  ftrjditinn  nf  phnaphnrifi 

acia  to  tx)th  the  standard  and  the  test  solutions  in  order  to  neutralise  the  effect 
of  iron.  It  is  necessary  to  add  the  phosphoric  acid  to  both  solutions,  because 
phosphoric  weakens  the  yellow  tint,  and  both  solutions  are  then  affected  in  the 
same  way.  50  c.c.  of  phosphoric  acid  (sp.  gr.  1*3)  per  250  cc.  will  usually  suffice. 
W.  A.  Noyes  **  adds  approximately  an  amouiiiC  5f  IfiHic  amm^biUU  &lum '"  to 
the  standard,  equivalent  to  the  amount  of  ferric  oxide  in  the  test  solution.  To 
allow  for  the  presence  of  iron,  therefore,  first  make  an  approximate  determination 
of  the  titanium  in  the  clay,  and  let  a  denote  the  final  number  of  cc.  in  the 
standard  after  dilution;  b  the  number  of  c.c.  of  water  used  in  diluting  the 
standard ;  and  p  the  amount  of  iron  in  the  test  solution  in  terms  of  Fe^Og  per 
c.c. ;  and  x  the  amount  of  Fe^O^  to  be  added  per  c.c.  of  water  used  in  diluting 
the  standard  in  the  final  test.  Hence,  bx  denotes  the  amount  of  ferric  iron  in 
the  water  used  for  diluting  the  standard  solution ;  and  ap  -^  250  denotes  the 
amount  of  ferric  oxide  in  the  a  c.c  of  test  solution.     Consequently, 

ap  ap 

*'  =  250 '  "■■•  "^  =  2506  °^  ^'^^*  1"'  "•"• 

The  FcgOg  is  added  as  ferric  ammonium  sulphate.  Since  160  of  Fefi^  is 
equivalent  to  964  of  ferric  ammonium  alum,  every  gram  of  ferric  oxide 
corresponds  with  6  grms.  of  ferric  ammonium  alum. 

Gautier*  recommends  making  up  a  permanent  set  of  standard  comparison 
tints  from  methyl  orange  dissolved  in  water ;  as  a  matter  of  fact  this  method  is 
somewhat  risky.  Lovibond's  tintometer  offers  some  advantages  in  making  up  a 
standard  comparison  scale ;  see  page  486. 

.  Results, — To  show  the  deviations  which  might  be  expected  in  titanium 
determinations,  the  following  results  were  obtained  in  eight  independent 
determinations  of  titanium  in  one  sample  of  clay : — 

00120;  0-0125;  0*0125;  0*0113;  00114;  00126;  00125;  0*0113, 

with  a  mean  value  0*0120,  or  1*20  per  cent.  The  deviations  from  the  mean 
are  approximately  ±0*07. 

>  W.  F.  Hillebrand,  Bull  U.S.  Oeol.  Sur,,  ^22.  138,  1910. 

*  P.  Faber,  Chem.  Ztg.,  31.  263,  1906  ;  J.  H.  Walton,  Joum.  Amer,  Chem.  Soc,,  29.  481, 
1907. 

'  W.  A.  Noyes,  Joum.  Anal.  App,  CJiem.,  5.  89,  1891. 

*  Standard  Iuon  Solution.— Dissolve  27  6  grms.  of  ferric  jwtassiura  sulphate— iron  alum 
— in  500  c.c.  of  water.  Add  100  c  c.  of  concentrated  sulphuric  acid,  and  make  the  solution  up 
to  a  litre.  The  solution  may  be  standardised,  if  necessary,  by  titration  (^lage  198).  Ferrous 
salts  may  exert  a  bleaching  action  on  the  titanium  colour. 

«  A.  Gautier,  CAtm.,  2.  2,  1911  ;  Mev,  gdn.  Chim.,  14.  16,  1911.  1  gnn.  of  methyl  orange 
is  dissolved  in  500  c.c.  of  water ;  10  c.c.  of  this  solution  are  diluted  to  200  o.c.  ;  and  the 
solution  is  matched  with  solutions  containing  known  amounts  of  titanium.  The  standards  can 
afterwards  be  preserved,  for,  according  to  Gautier,  they  do  not  fade. 
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§  94.  The  Gravimetric  Determination  of  Titanium— 

Gooch's  Process. 

Titanium  can  be  separated  from  aluminium  by  the  prolonged  boiling  of  a 
slightly  acid  solution  of  the  sulphate.  Thus,  L^vy  found  the  amount  of 
hydrolysis  (cf,  page  181)  in  solutions  containing  pure  titanium  sulphate  partly 
"  neutralised  "  with  potassium  hydroxide,  and  boiled  for  six  hours  : — 

Tahlt  XXXVIII, — Effect  of  Sulphuric  Acid  on  the  Precipitation 

of  Titanic  Oxide. 


Titanic  oxide. 

Free  HaSO^  per 

100  C.C. 

Used. 

Precipitated. 

0-000* 

0-086 

0-108 

0-000 

0-086 

0-109 

0-000 

0-086 

0-047 

0-088 

0-036 

0-036 

0-600 

0*086 

0-086 

1-000 

0-082                         0-086 

6-766 

0-030                         0-000 

*  Slight  excess  of  potassium  hydroxide. 

These  results  clearly  show  that  if  too  much  sulphuric  acid  be  present,  the 
titanium  will  be  but  imperfectly  .precipitated.  If  too  little  acid  be  present, 
some  aluminium  will  be  precipitated.  Hence,  the  adjustment  of  the  acidity 
of  the  solution  is  so  difficult  that  the  process  is  not  at  all  satisfactory  for  general 
work.*  Gooch's^  method  is  based  upon  the  solubility  of  alumina,  and  the 
insolubility  of  titanium  hydroxide  in  solutions  containing  more  than  5  per  cent. 
of  acetic  acid  by  volume.  The  reaction  is  so  delicate  that  Gooch  obtained  a 
distinct  opalescence  when  0-0005  grm.  of  titanic  oxide  was  present  in  500  c.c. 
of  liquid  containing  in  solution  10  grms.  of  alum  and  15  grms.  of  sodium 
acetate,  and  7  per  cent,  of  acetic  acid  by  volume.  The  process  gives  excellent 
separations  of  aluminium  and  titanium,  but  it  docs  not  work  well  in  the 
presence  of  iron.  The  precipitation  of  basic  ferric  acetate  will  be  prevented 
by  the  presence  of  11  per  cent,  of  acetic  acid,  yet  "in  the  presence  of  a  solution 
of  ferric  acetate,  titanium  shows  a  very  marked  tendency  to  remain  dissolved." 
Thus,  400  c.c.  of  a  solution  of  10  grms.  of  sodium  acetate,  17  per  cent,  of  acetic 
acid,   and  the  equivalent  of  0*2  grm.  of  ferric  oxide   retained   0-06   grm.    of 

*  L.  L^vy,  Joum.  Pharm,  Chem.  (5),  16.  56,  1887 ;  Ami.  Chini.  Phys,  (6),  25.  438,  1892  ; 
H.  Pellet  and  0.  Fribourg,  Ann.  Agron,  (2),  2.  20,  1905;  P.  Holland,  Vhem.  Netos,  59.  27, 
1889  ;  D.  Forbes,  16.,  19.  8,  1869  ;  J.  Brakes,  Joum.  Soc.  CJum,  Ind.,  18.  1097,  1899  ;  C. 
Baskerville,  ib.,  19.  419,  1900.  A.  Leclerc  {Compt.  Rend.,  137.  60,  1904)  adds  to  an  aqueous 
solution  of  the  potassium  bisulphate  fusion  enough  fonnic  acid  to  make  the  solution  5  per  cent. 
acid.     On  stanaing  two  days  at  100*  all  the  titanic  acid  and  silica  are  said  to  be  precipitated. 

*  F.  A.  Gooch,  Proc.  Ainer.  Acad.  Science  (2),  12.  436,  1886  ;  Amer.  Chem.  Joum,y  7. 
288,  1885  ;  Chem.  Neios,  52.  66,  68,  1885  ;  T.  M.  ChaUrd,  i6.,  63.  269,  1891  ;  Amer.  Chem. 
J*mm.,  13.  106,  1891;  H.  Neumann,  Stahl  Eisen,  30.  457,  1910;  H.  L.  Vogt,  Zeit.  prakt. 
Geol.,  8.  379,  1900  ;  W.  F.  HiUebrand,  Bull.  U.S.  Geol.  Sur.,  ^22.  136,  1910 ;  P.  T.  Austen 
and  F.  A.  Wilber,  Amer.  Chem.  Jourru,  5.  389, 1888  ;  Chem.  News,  48.  113, 1883  ;  G.  Werther, 
Joum.  prakt.  Cfiem.  {l\  gi.  321,1864;  C.  Baskerville,  Joum.  Amer.  Chem.  Soc.,  16.  427, 
1894;  J.  W.  Bain,  ib.,  25.  1073,  1903  ;  G.  W.  Wdowiszewski,  Eng.  Min.  Joum.,  185..  1200, 
1908  ;  W.  M.  Thornton,  Eng,  Min.  Joum.,  94.  368,  1912. 
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titanium  oxide  in  solution.^  It  is  advisable  to  separate  the  iron  as  sulphide^ 
from  the  mixture  containing  aluminium,  iron,  and  titanium  sulphates.  The 
gravimetric  determination  involves  four  operations : — 

1.  Separation  of  Iron  from  Titanium  and  Aluminium,^ — The  iron  is  best 
precipitated  as  ferrous  sulphide  from  the  feebly  ammoniacal  solution  containing 
sufficient  tartaric  acid  to  keep  the  aluminium  and  titanium  in  solution.  An 
amount  of  tartaric  acid  equal  to  three  times  the  weight  of  the  oxides  to  be  held 
in  solution  is  sufficient  unless  the  ammonium  salts  be  present  in  great  excess. 
Hence,  add,  say,  0*7  grm.  of  tartaric  acid  to  the  solution ;  *  reduce  the  iron  to 
ferrous  sulphide  by  means  of  hydrogen  sulphide.^  Add  ammonia  until  the 
solution  has  cleared  and  the  ammonia  is  in  slight  excess.  Again  pass 
hydrogen  sulphide  through  the  solution.**  The  clear  supernatant  liquid  should 
not  be  tinted  green,''  though  it  might  be  slightly  yellow.  Filter  the  solution 
and  wash  the  precipitate  as  quickly  as  possible  in  water  containing  ammonium 
sulphide  in  solution.®  The  precipitated  iron  may  be  dissolved  in  hydrochloric 
acid,  boiled  to  expel  hydrogen  sulphide,  oxidised  with  hydrogen  peroxide, 
precipitated  with  ammonia,  ignited,  and  weighed  as  FcgOg. 

2.  Decomposition  of  the  Tartaric  Acid.^ — The  filtrate  and  washings  may  ^^  be 
concentrated  by  evaporation,  the  solution  acidified  with  sulphuric  acid,  and 
sufficient  potassium  permanganate  added  to  leave  the  solution  distinctly  coloured 
after  all  the  tartaric  acid  has  been  oxidised. ^^  Generally,  about  2*5  times  the 
weight  of  the  tartaric  acid  is  needed. ^^  jf  there  be  a  deposit  of  manganese 
hydroxide  formed,  add  sulphurous  acid  until  it  is  dissolved. 

3.  Separation  of  Titanium  from  Aluminivmi.^ — The  solution  may  now  contain 
manganese,  aluminium,  and  titanium,  together  with  some  potassium  sulphate. 
Add  ammonia  until  the  precipitate  first  formed  dissolves  with  difficulty  on 
stirring.  If  the  precipitate  does  not  dissolve,  a  drop  or  two  of  hydrochloric  acid 
may  be  added.  Add  20  grms.  of  sodium  acetate  and  7  to  10  c.c.  of  glacial  acetic 
acid  for  every  100  c.c.  of  the  solution  under  treatment  (that  is,  about  one-tenth 
the  volume  of  the  solution).  Heat  the  solution  to  boiling  and,  after  boiling  one 
minute,  let  it  stand  a  few  more  minutes  to  allow  the  flocculent  precipitate  of 
titanium  hydroxide  to  subside.  Decant  the  solution  through  a  porous  filter 
paper  (c.^.,  No.  589,  Schlechcr  and  Schull),  and  wash  the  precipitate  first  with 
7  per  cent,  acetic  acid,  and  finally  with  hot  water.  Dry  the  precipitate.  Ignite 
15  to  20  minutes  over  a  Maker's  burner.     Cool,  and  weigh  as  TiOg. 

4.  Purification  of  the  Titanium  Oxide. — The  titanium  oxide   carries   down 

^  G.  Streitand  B.  Franz,  Journ.  prakt.  Chcin,  (1),  io8.  65,  1869. 

2  F.  Reich,  Jawm,  jwa^-^.  Chem.  (1),  83.  266, 1861;  R.Fresenius,  Zeit.  anal,  Chem.j  1. 69, 1862. 

3  Also  chromium.    J.  J.  Berzelius,  Pogg.  Ann.,  4.  3,  1825. 

*  Be  careful  to  see  that  tlie  tartaric  acid  is  free  from  alumina. 

^  A.  Catlirein  {Zeit.  KrysL,  6.  244,  1882  ;  7.  260,  1883)  recommends  a  repetition  of  process 
to  recover  traces  of  titanium  precipitated  with  iron. 

^  Some  platinum  sulphide  may  separate.  If  so,  filter  and  wash.  The  platinum  crucible  is 
slightly  attacked  during  the  bisulphate  fusion. 

'  Showing  that  '*  ferrous  "  iron  is  still  in  solution. 

*  Keep  the  funnel  covered  with  a  clock-glass  to  prevent  oxidation  as  much  as  possible, 
otherwise  soluble  ferrous  sulphate  may  be  forme<l. 

*  Enough  sulphuric  acid  should  be  present  to  leave  an  excess  after  all  the  permanganate 
subsequently  added  has  formed  manganese  sulphate.  M.  Dittrich  and  R.  Pohl  {ZaU.  aiiorg, 
Chem.,  43.  236,  1906)  prefer  oxidising  the  tartaric  acid  by  evaporating  to  dryness,  and  digesting 
the  residue  with  dilute  sulphuric  acid  and  potassium  persulphate  ;  W.  M.  Thornton  {Amer.  J. 
Science  (4),  34.  214,  1912)  uses  a  mixture  of  sulphuric  and  nitric  acids.     See  page  309. 

^0  A.  Fleischer,  Ber.,  5.  350,  1872 ;  J.  Hetper,  Bull.  Acad.  Science  Cracow,  601,  1910  ;  L. 
Lindet,  Chem.  News,  76.  212,  1897.     See  page  809. 

"  To  carbonic  and  formic  acids. 

12  Hence,  in  the  example  under  consideration,  about  0 '7x2 '5  =  1-8  grms.  of  potassium 
permanganate  will  be  enough. 
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some  manganese,  alumina,  alkaline  sulphates,  vanadic  acid,  etc.  For  exact  work, 
therefore,  the  precipitate  must  be  fused  with  about  10  times  its  weight  of  sodium 
carbonate*  for  about  an  hour  over  a  blast.  A  residue  of  sodium  titanate,^ 
insoluble  in  water,  remains;  sodium  phosphate,  vanadate,  and  aluminate  pass 
into  solution.  Filter  and  wash  with  water,  containing  a  little  sodium  carbonate. 
Dry.  Transfer  the  mass  to  a  watch-glass.  Ignite  the  filter  paper  in  the 
crucible,  and  add  the  powder  in  the  watch-glass  to  the  ash.  Fuse  the  contents 
with  a  little  sodium  carbonate.  Cool.  Dissolve  the  mass  in  100  to  150  c.c.  of 
water  and  add  20  c.c.  of  sulphuric  acid.  Nearly  neutralise  with  ammonia  as 
before  and  treat  the  solution  with  5  grms.  of  sodium  acetate  and  one-tenth  its 
volume  of  glacial  acetic  acid.  Boil  one  minute,  filter,  and  wash  as  before. 
The  fusions,  precipitations,  and  ignitions  should  be  repeated  until  the 
*'  titanium  oxide  "  obtained  is  white  in  colour  and  constant  in  weight.  Usually 
the  two  precipitations  indicated  above  suffice.  The  purification  of  the  precipi- 
tate does  not  take  so  long,  because  the  precipitated  titanium  hydroxide  is 
fiocculent  and  filters  easily.  In  illustration,  the  following  results  represent  the 
weights  obtained  with  a  titaniferous  bauxite : — 

1st  2Dd  3rd  4  th  precipitation. 

0-0762  00699  00694  0*0696       gnn.  TiOj  obtained. 

If  zirconium  be  present,  the  titanium  does  not  precipitate  satisfactorily  by 
this  method,  since,  as  Gooch  has  pointed  out,  the  zirconium  oxide  acts  in  a 
similar  manner  to  the  ferric  oxide  mentioned  above.  Hillebrand  ^  showed  that 
0*2  per  cent  of  zirconia  in  a  solution  prevented  the  precipitation  of  0*3  per  cent. 
of  TiOg.  Hence,  Hillebrand  recommends  the  removal  of  the  zirconium  as  phos- 
phate by  the  method  indicated  on  page  498,  before  the  titanium  is  determined. 

§  95.  Blair's  Modification  of  Gooch's  Gravimetric  Process. 

If  the  amount  of  titanium  is  large,  time  can  sometimes  be  saved  by  de- 
termining the  amount  of  titanium  in  the  original  sample  by  Blair's  process.^ 

Separation  of  Iroriy  etc. — Fuse,  say,  1  grm.  of  the  sample  with  6-8  times 
its  weight  of  sodium  carbonate  and  a  gram  of  sodium  nitrite.  Digest  the  cold 
mass  with  water.  Filter  off  the  insoluble  residue  which  contains  ferric  oxide, 
sodium  titanate,  etc.^     Dry  and  ignite  the  residue  to  burn  off  the  filter  paper. 

Solution  of  Titanium  Oxide,  — Fuse  the  residue  with  1 5-20  times  its  weight 
of  potassium  pyrosulphate.  When  cold,  add  2-3  c.c.  of  concentrated  sulphuric 
acid,  and  heat  again  until  all  is  melted.  Leave  a  piece  of  thick  platinum  wire 
in  the  fused  mass.  When  cold,  heat  the  crucible,  to  just  soften  the  cake  in 
contact  with  the  crucible,  and  transfer  the  cake,  by  means  of  the  piece  of 
platinum  wire,  to  a  600-c.c.  beaker.  Wash  the  crucible  and  lid  with  5  per  cent, 
sulphuric  acid,  and  make  the  washings,  etc.,  in  the  beaker  to  150-200  c.c.  with 
the  5  per  cent,  sulphuric  acid. 

Precipitation  of  Titanic  Oxide, — Add  50  c.c.  sulphurous  acid.®  Warm  the 
solution,    but   not   hotter  than  can  be  held  comfortably  by   the   hand.     This 

*  A  pink  or  green  coloration  is  due  to  manganese. 
^  Iron  oxide,  if  present,  will  also  remain  insoluble. 

»  W.  F.  Hillebrand,  Bull.  U.S.  Gcol.  Sur.,  ^22.  136,  1910. 

*  A.  A.  Blair,  T?ie  CJiemical  Analysis  of  Irmi,  Philadelphia,  184,  1908  ;  F.  J.  Pope,  Trans, 
Amer.  Inst.  Min.  Eng.,  2g,  372,  1899  ;  J.  W.  Bain,  Joum.  Amsr.  Chem,  Soc.,  25.  1073,  1903  ; 
J.  J.  Morgan,  Ch$m.  News,  75.  134,  1897;  G.  B.  Waterhouse,  ih.,  8S  198,  1902;  E.  Roer, 
Chem.  Ztg.,  33.  1226,  1909  (ilmenite) ;  K.  Borneman  and  H.  Schinneister,  Met.,  7.  71,  1911. 

'  Nearly  all  the  phosphorus  and  aluminium  pass  into  solution  as  sodium  phosphate  and 
aluminate.  The  filtrate  may  be  used  for  the  determination  of  other  constituents — chlorine, 
fluorine,  sulphur,  etc.     See  pages  652,  637,  618,  etc. 

'  Or  5  c.c.  of  a  saturated  solution  of  ammonium  bisulphite. 

14 
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accelerates  the  solution  of  the  pyrosulphate  cake,  and  the  acid  prevents  the  pre- 
cipitation of  the  titanium  at  this  temperature.  If  necessary,  filter  the  solution 
from  any  silica  which  might  separate.  Add  ammonia^  until  the  precipitate 
which  forms  redissolves  with  difficulty.*  Treat  the  solution  with  10  .c.c.  of 
sulphurous  acid,  20  grms.  of  sodium  acetate  dissolved  in  a  little  water,  and  one- 
sixth  the  total  volume  of  the  solution  of  acetic  acid  (sp.  gr.  1  '04,  that  is,  about 
49  per  cent.).  Heat  the  solution  to  boiling,  and  boil  two  or  three  minutes. 
Flocculent  titanic  oxide  is  precipitated.  Digest  the  solution  on  a  steam  bath  for 
half  an  hour.^  Let  the  precipitate  settle.  Filter  and  wash  first  with  hot  water 
containing  5  per  cent,  of  acetic  acid,  and  finally  with  hot  water.  Dry  the 
precipitate.  If  the  precipitate  is  dark-coloured,  instead  of  white,  the  titanic 
oxide  may  be  contaminated  with  vanadic  acid,  etc.,*^  in  addition  to  phosphoric 
acid,  alumina,  sulphates,  etc.  The  precipitate  is  purified  as  indicated  for  Gooch's 
process,  page  208. 

§96.  The  Computation  of  the  Results  for  "Alumina." 

The  analytical  results  may  now  be  treated  as  follows : — 

Crucible  and  ammonia  precipitate 20  7003  grms. 

Crucible  alone 20*4520    ,, 

Ammonia  precipitate  and  silica  residue 0*2483  grm. 

Ash 00003    „ 

Alumina  ferric  oxide,  titanic  oxide,  etc. 0'2480  grm. 

Ferric  oxide  (p.  198) 0-0156  ,, 

Titanic  oxide  (p.  204) 0-0120  „ 

Phosphoric  oxide  (p.  695) 0-0000  ,, 

Manganese  oxide  (p.  872) 0*0000  ,, 

Extra  silica  (p.  185) 0*0009  „ 

Sum 0*0285  grm. 

Alumina,  ferric  oxide,  etc 0*2480    ,,' 

Sum  of  ferric  oxide,  etc 0'0285    ,, 

Alumina 0*2195  grm. 

The  eight  alumina  determinations  in  the  clay  mentioned  above  thus 
furnished : 

0*2184;  0*2188;  0*2191;  0*2193;  0*2187;  0*2199;  0*2185;  0*2195 

grm.  AljOg.  The  arithmetical  mean  is  21*90  per  cent.,  and  the  deviations  range 
between  the  limits  ±0*10.  If  the  complete  analysis  proves  faulty  when 
submitted  to  the  test  mentioned  on  page  246,  it  will  be  generally  found  that 
the  fault  lies  with  the  alumina  determination. 

In  addition  to  the  disturbing  effects  of  phosphates  and  fluorides  (discussed 
elsewhere)  on  the  ammonia  precipitate,  the  presence  of  borates  and  of  oxalates 
may  lead  to  the  precipitation  of  the  barium,  strontium,  calcium,  and  magnesium 
salts  by  ammonia;  while  the  presence  of  citric  and  tartaric  acids  and  sugars 
hinders  or  prevents  the  precipitation  of  iron,  aluminium,  and  chromium.* 

^  Or  add  a  slight  excess  of  ammonia,  and  then  a  few  drops  of  sulphuric  acid  until  the 
precipitate  redissolves. 

'''  If  platinum  is  to  be  removed,  the  solution  should  be  now  treated  >vith  hydrogen  sulphide. 

^  If  filtered  immediately,  some  titanium  may  be  found  in  the  filtrate. 

*  Iron,  if  present  in  the  solution,  would  be  carried  down  in  the  ferrous  condition  or  as  basic 
acetate. 

^  L.  J.  Cartnian  and  H.  Dabin,  Journ.  Amer,  Chem,  Soc.,  34.  1493,  1912. 
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§  97.  The  Properties  of  Calcium  Oxalate. 

Calcium  is  precipitated  from  alkaline  solutions  as  hydrated  calcium  oxalate  — 
CaCgO^.HgO — which  is  converted  by  calcination  into  calcium  oxide — CaO.  The 
calcium  oxalate  obtained  by  the  first  precipitation  is  so  contaminated  with  sodium 
and  magnesium  salts  that  a  second  precipitation  is  advisable.  If  more  magnesium 
than  lime  be  present,  the  second  precipitation  is  imperative ;  if  not>  one  precipitation 
may  be  sufl&ciently  exact  for  the  purpose.  In  illustration,  Fresenius  ^  gives  the 
following  results : — 


One  precipitstioii 
Two  precipitations 


Calciam  oxide. 

Magnesiam  oxide. 

Exp.  1.     ,    Exp.  2. 

Exp.  1. 

Exp.  2. 

0*2069 
0-2051 

0*2068 
0*2049 

0*4912 
0*4927 

0*4904 
0*4928 

Hence,  with  one  precipitation  the  lime  was  0*0011  grm.  (mean)  too  high,  and 
the  magnesia  0*0020  grm.  (mean)  too  low. 

Calcium  oxalate  is  precipitated  from  feebly  ammoniacal  solutions,  and  also 
from  solutions  acidified  with  acetic  acid,'^  oxalic  acid,  salicylic  acid,  or  citric  acid, 
by  means  of  ammonium  oxalate.^  Ammonium  chloride  or  sulphate,^  or  an  excess 
of  ammonium  oxalate,^  do  not  interfere  very  much,  but  in  presence  of  ammonium 
salts  the  precipitate  is  said  to  be  more  difficult  to  filter.  If,  however,  the  pre- 
cipitation be  made  in  hot  solutions,  or  in  a  solution  acidified  with  acetic  acid, 
the  precipitate  will  be  crystalline  or  granular,  and  filter  easily. 

Solubility. — ^The  solubility  of  calcium  oxalate  in  cold  water  is,  for  analytical 
purposes,  negligibly  small,  but  in   hot  water  the  solubility  becomes  appreci- 


^  B.  Fresenius,  Zeit,  anaL  Ch^m,,  7.  310,  1868  ;  W.  Gibbs,  Amer.  J,  Science  (2),  44.  213. 

'  Chem,  News,  90.  248,  1904 ;  W.  Herz  and  G.  Muhs,  Ber,,  36.  8715,  1903. 

»  Chem,  News,  90.  248.  1904  ;  F.  Utz,  Oester.  Chem.  Ztg.,  7.  510,  1904. 

*  For  the  solubility  of  calcium  oxalate  in  ammonium  sulphate  solutions,  see  R.  Fresenius. 
Z9iL  anal.  Chem.,  30.  594,  1891. 

'  Zinc,  barium,  and  lead,  and  also  cobalt  and  nickel,  if  appreciable  amounts  be  present, 
should  be  removed  before  adding  the  ammonium  oxalate.  Small  quantities  of  nickel  do  not 
interfere  when  two  precipitations  are  made.  Uranium  and  arsenic  do  not  interfere  with  the 
result  Manganese,  copper,  aluminium,  molybdenum,  and  phosphoric  acid,  if  present,  will 
contaminate  tne  precipitate  more  or  less.  Chromic  acid  does  not  interfere  unless  it  has  been 
reduced  to  chromic  oxide  by  standing  some  time — Chem.  News,  90.  248,  1904. 

*\    ■ 
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able,'  particularlj'  if  the  precipitate  be  subjected  to  a  prolonged  washiog.    The 
graph,  fig.  106,  shows  the  effect  of  temperature  on  the  solubility  of  this  salt  in  water. 

100  cc.  of  water  at  95"  will  dissolve  0-0015 
grm.  of  calcium  oialate,  and  at  18'  0-0007  grm. 
\Vhen  lirst  precipitated,  calcium  oxalate  ia 
piore  soluble  than  after  standing  some  time, 
presumably  owing  to  the  fact  that  the  fine 
;     particles  grow  into  larger  grains.' 

Injluence  of  Magneiititn. — A  small  propor- 
I     tion  of  m^nesium  salt  accompanies  the  calcium 
I     oxalate   precipitate   even    when   a   very  large 
j     amount  of  ammonium  chloride  is  present,  and 
this   particularly  when   the  amount  of   mag- 
nesium is  relatively  large,  or  the  amount  of 
0  g^,  j^j  calcium  oxalate  relatively  small.    On  the  other 

hand,  a  certain  amount  of  calcium  escapes 
precipitation.  Thus,  if  care  be  not  taken  in 
"  separating  calcium  and  magnesium,  the  result 
can  only  represent  the  truth  by  a  fortuitous  balancing  of  errors,  the  magneaium 
pfecipitated  with  the  calcium  compensating  the  calcium  retained  in  the  solution. 
When  the  calcium  is  reprecipitated  two  or  three  times,  the  result  must  be  sensibly 
low.""  This  difficulty  arises  from  the  fact  that  calcium  oxalate  is  soluble  in 
magnesium  chloride  solutions,  while  magnesium  oxalate  is  but  sliglitly  soluble 
in  water.  Hence,  sufficient  ammonium  oxalate  must  be  added  to  transform  all 
the  magnesium  chloride  into  oxalate,  and  the  solution  must  be  so  dilute  that 
the  magnesium  oxalate  remains  in  solution. ^  Free  ammonia  and  warm  solutions 
favour,  and  the  presence  of  ammonium  chloride  retards,  the  precipitation  of 
magnesium  oxalate  along  with  the  calcium  oxalate.'  Hence,  as  recommended  by 
Scheerer  in  1859,  two  or  three  precipitations  in  the  presence  of  a  large  excess  of 
ammonium  chloride  are  needed  to  get  rid  of  the  magnesium.  Accordingly,  many 
prefer  to  precipitate  the  "lime"  as  calcium  sulphate  by  adding  sodium  sulphate 
and  an  excess  of  90  per  cent,  alcohol,  in  which  calcium  sniphate  is  almost  insoluble, 
while  magnesium  sulphate  ia  fairly  soluble  in  the  same  menstruum — see  page  524. 
Action  of  Heat.  —  Calcium  oxalate,  dried  at  100",  has  the  composition 
CaCjO^.HjO.i  At  200°  it  loses  water,  fonuing  CaC^O, ;  and  at  500"  it  begins 
to  decompose  into  calcium  carbonate,  with  the  Heparation  of  carbon.  At  the 
same  time  the  carbon  imparts  a  greyish  colour  to  the  mass.  At  a  still  higher 
temperature  the  carbon  burns  off,  and  the  carlionate  decomposes  completely 
into  calcium  oxide — CaO — which  remains  as  a  white  hygroscopic  powder. 

'  A.  F.  Hollemnn.  ZcU.  pky>.  Ckem.,  12.  125,1893;  F.  Kohlrausch  snd  F.  Rote.  ib..  la. 
234,  1893  ;  T.  W.  RiehardB,  C.  T.  M'CalTrey,  and  H.  Bialee,  Froc.  Aiiut.  Acad.,  36.  876, 
1901  :  ZHt.  anorg.  Cheai.,  28.  71,  ISOl. 

'  W.  H.  Wollaston.  Phil.  Traui.,  103.  61,  1813  ;  W.  Ostwald,  Zeit.  phys.  Chcia.,  34.  itb, 
1800  ;  G.  Hnlett,  ib.,  37.  385,  1901  ;  47.  357,  1904. 

•  T.  Scheerer,  Joitru.  pralct.  Chem.  (1),  76.  424,  1859  ;  Q.  C.  Wittstein,  Ztit.  anal.  Chtm., 
2.  313,  1863  1  E.  Sonstadt,  Che»\.  N^vis,  II.  97,  I8SS  ;  29.  SOS,  1874  ;  E.  Uiveia,  ib.,  II.  144, 
18flS;  M.  Longchamp,  Ana.  Chim.  Phys.  (1),  13.  255,  1819;  E.  Lenswii  and  A.  Souclutj, 
Lirbig's  Ann.,  99.  31,  1856  ;  lOO.  308,  1SS$  ;  T.  Scheerer,  ib.,  110.  23fl,  1859  :  H.  OoSnger, 
Schi'cix.ll'ach.rkftnn.,  6.265,1868;  F.  Hundesliagen,  ZeU.  iifent.  CAct«.,  15.  85,  1909, 

*  H.  Hager,  Pharm.  Ceiilr.  (2),  6.  228,  1865  ;  10.  241,  1869. 

'  M.  von  PaKUireir,  Jvum.  HiiiS.  pkyt.  Chtm.  Hoc ,  34.  19S,  1906.  E.  Munaann  {ZeU.  anal. 
Ch&m.,  49.  688,  1910)  ufs  that  "  a  good  aejiaratian  from  magnesium  is  only  posaible  by  adding 
to  the  aolntion  of  tlie  aalta  in  90  per  cent  alcohol  juat  sufficient  suJphuric  acid  to  form  calointn 
Bulphata,  and  waahing  with  90  per  cent,  alcohol.*'  "The  error  is  then  within  0-16  per  cent, 
of  the  true  value  ;  while  the  error  in  the  oxalate  method  is  from  O'S  to  2*0  per  cent."  A. 
Uhizynaki,  16,,  4.  348,  1865. 

'  A.  SoQchay  and  E.  LeusBen,  Licbifi's  Ann.,  100.  3-22,  1856. 
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§  98.  The  Gravimetric  Determination  of  Calcium. 

If  maDganeae  has  been  determined,  the  filtrate  from  the  maiiganese  sulphide 
is  boiled  for  an  hour,  and  filtered  from  the  precipitated  sutphar;'  and  if 
mangaDese  ia  not  to  be  separated,  the  filtrate  from  the  aluminium  and  ferric 
hydroxLdeB  is  evaporated  to  about  300  c.c.  The  solution  already  contains  con- 
siderable amountB  of  ammonium  chloride ;  it  uhould  contain  about  10  grms.  per 
100  c.c.  of  the  solution  per  0'0015  grm.  of  magnesia. 

Fint  Precipitation.^ — Heat  the  solution  to  boiling,  and  add  2  c.c.  of  acetic 
acid  per  100  c.c  of  the  neutral  solution.  Meanwhile,  say,  1  grm.  of  oxalic 
acid  is  dissolved  in  a  little  hot  water,  and  added  to  the  solution.^  In  about 
5  minutes  add  a  slight  escess  of  ammonia.  Let  the  solution  cool  for  2  or  3 
houre.  Pour  the  cold,  clear  solution  thro\igh  a  7-cm.  filter  paper.  Wash  three 
times  by  decantation  with  dilute  ammonia  (1  :  10),  or  a  I  p>er  cent,  solution 
of  ammonium  oxalate. 

SecoTid  Precipitation. — The  precipitate    is  contaminated    with  sodium  and 
magnesium  salts.*     Dissolve  the  precipitate    in    dilute  nitric  acid  (1  :  5),  and 
collect  the  runnings  in  the  same  beaker  in  which  the  lime  was  first  precipitated. 
About  50  c.c.  of   acid  arc  needed.     Tilt  the 
beaker  so  that  the  acid  wets  the  aides  all  round 
the  beaker,  in  order  to  dissolve  any  adhering 
precipitate.     Add  a  slight  excess  of  ammonia 
and  a  few  drops  of  oxalic  acid  solution.     Boil. 
Allow  to  stand  a  couple  of  hours.    When  cold, 
filter  ^  and  wash  as  before.     Transfer  all  the 
precipitate  t«  the  filter  paper.     The  sides  of 
the  beaker  will  want  carefully  rubbing  with  the 
"  policeman,"  since  the  precipitate  adheres  very 
tenaciously,  and  is  sometimes  difficult  to  see 
when  wet. 

The  Ignition  of  the  Precipitate. — Place  the 
moist  filter  paper  in  an  ignited  and  weighed 
crncible.  Heat  gently  so  as  to  char  the  paper 
— fig.  96  or  fig.  112.  Incinerate  the  precipi- 
tate with  the  crucible  inclined  at  an  angle  of, 

say,   45°,  so  as   to  bum   the   carbon    mixed  Fio.  109.— Winkler's  chimney, 

with  the  oxalate.     Blast  about  10  minutes,  or 

heat  over  a  Maker's  or  Tecln's  burner  with  a  Winkler's  chimney  (fig.  109),"  so  as 
to  raise  the  temperature  above  that  possible  with  an  unprotected  flame.  Cool 
the  crucible  in   a  desiccator,'  and   weigh  as  quickly  as  possible  to  avoid  the 

'  NottthepoaBiblerurmatLOQ  of  sulphuric  acid,  and  precipit&tioii  of,  say,  bariam  as  sulphate — 
C.  lie  la  Harpe,  Bull.  Soc.  Ind.  Muldhoiist:,  2j5.  1885. 

'  E.  Mnnnanii,  MotuUa.  Chem.,  32.  105,  1911  ;  Oeiter.  Chem.  ZIg.,  13.  305,  1809  1  Zeit. 
anal.  Chem.,  49.  688,  1910. 

'  At  least  four  Idmes  a>  much  ammoniuni  onalate  ia  required  beyond  tliat  needed  to  form 
calcium  oialate  with  the  lime,  and  magnesium  oxalate  with  the  mapiesia.  Note  that  com- 
merciat  ammonium  oxalate  Boinetimes  contsiiia  calcium  salts. 

*  T.  Scheerer,  Jount.  prakt.  Chtm.  (1),  79.  424,  1H59  :  A,  Cossji,  Zeit.  anal.  Chem.,  8.  UI, 
1889;  T.  W.  Richards,  Zeti.  anorg.  Oieia.,  23.  888,  1900;  W.  C.  Blasdiile,  Joum.  Anicr. 
Chem.  Soc ,  31.  917,  190B  ;  C,  Stolberg,  Zeil.  augeie.  Chem..  17.  741,  7fl9,  1903  ;  R  Hefelmann, 
Zeit.  effenl.  Chem.,  3.  193,  1897  ;  N.  Knight,  Chem.  News,  89.  148,  1904  ;  C.  Liesxe,  Bull. 
Aisoe.  Chim.  Swr.  DM.,  28.  559,  1810  1  F.  H.  MCnidden,  Joiim.  Biol.  Cheia.  ,  10.  187,  1911. 

°  A  Gooch'B  crucible  may  be  used. 

•  O.  Brunck,  Zeit.  ana/.  Chem.,  4S  80.  1906.  Tlicy  are  mado  by  the  K«l.  Siichs. 
Muldenhiitl«  bei  Freiberg  i.  3.,  and  have  proved  very  useful  f.r  general  work  in  the  laboratory. 

''  Containing conoenttatsd  sulphuric  acid.  According  to  O.  Brunck  {Zeit.  angeic.  Chem., 
17.  9M,  1S04),  the  oxide  should  be  dried  over  sulphuric  acid,  because  the  carbon  dioxide  of  the 
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absorption  of  carbon  dioxide  and  moisture^  from,  the  atmosphere.  If  the  pre- 
cipitate be  large,  ignifS  once  again  and  reweigh  in  order  to  make  sure  that  the 
conversion  of  the  oxalate  to  oxide  was  complete.^ 

Other  Methods  of  Weighing  the  Precipitate, — Instead  of  weighing  the  calcium 
in  the  form  of  oxide,^  some  prefer  to  convert  the  oxalate  into  carbonate,  or 
sulphate,  or  fluoride.  The  objection  is  made  that  in  converting  the  oxalate  into 
oxide  the  crucible  loses  weight  during  the  10  minutes'  blasting,*  and  the  oxide  is 
difficult  to  weigh  on  account  of  its  hygroscopicity.  If  small  quantities  are  in 
question,  it  might  be  well  to  convert  the  oxalate  into  sulphate  or  fluoride.  Care 
must  then  be  taken  to  avoid  loss  by  the  spurting  which  will  occur  if  the  crucible 
be  heated  too  rapidly.^ 

Transformation  of  Calcium  Oxalate  to  Calcium  Sulphate, — First  ignite  the 
oxalate  at  a  comparatively  low  temperature,  sufficient  to  bum  the  paper  and 
convert  most  of  the  oxalate  into  oxide.  Add  one  or  two  c.c.  of  water,  gradually, 
drop  by  drop,  to  avoid  spurting.  This  treatment  will  transform  the  calcium 
oxide  into  hydroxide.  Add  a  slight  excess  of  dilute  sulphuric  acid  ;  drive  off  the 
excess  with  a  small  flame ;  and  finally  ignite  the  crucible  at  a  dull  red  heat.^ 
Weigh  the  resulting  calciiun  sulphate — CaSO^ — and  multiply  the  weight  by 
0*41195  in  order  to  get  the  equivalent  amount  of  CaO. 

Souchay  ^  examined  the  results  obtained  by  weighing  the  lime  as  oxalate,  as 
carbonate,  as  sulphate,  and  as  caustic  lime,  with  the  following  results  : — 

(>xii1>tte.         Carbonate.        Sulphate.  Oxide. 

CaO        .         .         .38-12  88*09  38  06  38  12      percent 

Hence,  it  follows  that,  with  care,  all  the  methods  furnish  satisfactory  results. 
In  cases  like  this,  where  different  methods  furnish  equally  reliable  results,  the 
choice  of  any  particular  process  is  determined  by  convenience,  risk  of  error, 
and  time. 

Errors. — The  following  numbers  represent  the  results  of  eight  independent 
determinations  by  ihe  "  oxalate  to  oxide  "  process  on  one  stunple  of  clay  : — 

00137;  00141  ;  0-0147;  00142;  00152;  00152;  00141;  00142; 

with  a  mean  value  of  0*0145  grm.  CaO  corresponding  with  1*45  per  cent.  CaO. 
The  deviations  from  the  mean  are  ±0  08. 


air  may  lead  to  the  evolution  of  chlorine  by  the  calcium  chloride.  It  might  be  qaestioned 
whether  this  action  could  affect  the  result  appreciably. 

^  To  illustrate  the  hygroscopicity  of  the  powder,  R.  Fresenius  {Quantitative  Chtmical 
Analysis^  London,  2.  633,  1900)  sUtes  that  0'5599  grm.  of  calcium  oxide  weighed  0*5605  grm. 
after  standing  2  minutes  on  the  pan  of  the  balance  ;  0*5609  grm.  after  standing  6  minutes ;  and 
0*5625  grm.  after  standing  17  minutes. 

'  If  the  clay  contains  strontia,  this  will  be  precipitated  with  the  lime.  To  remove  the 
strontia,  convert  the  precipitates  to  nitrates  and  digest  the  mixture  with  a  mixture  of  absolute 
alcohol  and  ether  (page  514).  The  calcium  nitrate  is  washed  away,  and  the  insoluble  strontium 
nitrate  is  ignited  and  weighed  as  SrO.  The  CaO  is  obtained  by  subtraction  from  the  weight  of 
mixed  CaO +  SrO. 

3  A.  Fritzsche,  Zeit,  anal.  Chem.,  3.  177,  1864. 

*  0.  Brunck,  Zeit.  anal.  Chem.,  45.  77,  1906. 

•»  E.  Kettler,  Zeit.  angcw.  Chem.,  17.  685,  1904;  0.  Brunck,  %b.,  17.  953,  1904;  E. 
Murraann,  Zeit.  anal.  Chem.,  49.  688,  1910  ;  A.  N.  Clark,  Journ.  Amer.  Chem.,  Soc.,  26.  110, 
1904.  F.  li.  Guthrie  and  C.  R.  Barker  (Joiirn.  Roij.  Si>c.  N.S.  Jr. ,  36. 132, 1902)  ignite  the  oxalate 
with  ammonium  nitrate  equal  to  the  bulk  of  the  lime  in  the  crucible  ;  and  W.  H.  Hess  {Joum. 
Amer.  Chem.  Soc..  22.  477,  1900)  then  adds  twice  as  much  ammonium  sulphate  ;  ignites  at  a 
dull  red  heat ;  and  weighs  as  calcium  sulphate.  A.  Schrotter  {Die  (7<^wjw,  Wien,  2,  1849)  uses 
ammonium  sulphate  alone.  For  the  decomposition  of  calcium  and  magnesium  sulphates  by  heat, 
A.  Mitscherlich,  Joum.  prakt.  Chem.  (1),  83.  485,  1861;  J.  Boussingault,  Compt.  Rend.^  64. 
1159,  1867  ;  W.  Schiitz,  Meiallurgic,  8.  228,  1910. 

•  Tlie  use  of  the  ring  burner,  fig.  96,  page  170,  reduces  to  a  minimum  the  risk  of  loss  by  spurting. 
"^  A.  Souchay,  Zeit.  anal,  Chem,,  10.  323,  1871  ;  R.  Fresenius,  ib.,  10.  326,  1871. 
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§  99.  The  Volumetric  Determination  of  Lime— Kraut's  Process. 

For  routine  work  with  calcareous  clays,  it  is  quickest  to  determine  the  lime 
voluraetrically.^  Spread  the  paper  carrying  the  precipitated  and  washed 
calcium  oxalate  on  the  side  of  the  beaker ;  and  wash  the  calcium  oxalate  from 
the  paper  by  means  of  a  jet  of  hot  water,  and  then  with  dilute  sulphuric  acid 
(1  :  4).  Remove  the  paper,  add  sufficient  water  to  make  the  solution  up  to  about 
50  c.c.  Add  10  c.c.  of  concentrated  sulphuric  acid,  and  titrate  the  hot  solution 
(60*-70*)  with  standard  permanganate,  as  indicated  for  sodium  oxalate  (page 
1 94),  until  the  solution  is  tinged  with  a  permanent  pink  colour. 

The  reaction  which  takes  place  during  the  titration  is  represented  by  the 
equation : 

5CaC204  +  2KMn04  +  SR^SO,  =  K^SO^  +  2MnS04  +  CaSO^  +  SHgO  +  lOCOj. 

This  shows  that  1  grm.  of  KMnO^  corresponds  with  0*887  grm.  of  CaO. 

Example. — One  gram  of  the  sample  was  takeu.  The  permanganate  eolution  ueed  in  a 
titration  contained  2*4  gnns.  of  KMdO^  per  litre,  and  20'5  c.c.  were  used.  Here  1  c.c. 
of  the  permanganate  has  00024  grm.  ;  hence,  205 c.c.  have  0*0492 grm.  of  KMn04  ;  and 
the  sample  contains  0*0492  x  0*887  =  0*0436  grm.  CaO.  The  sample  used  for  the  analysis 
had  4*36  per  cent,  of  calcium  oxide — CaO.  The  method  is  not  recommended  when  but 
a  few  determinations  are  made,  and  it  is  only  used  when  a  large  number  of  analyses 
have  to  be  conducted  concurrently. 

§  100.  The  Properties  of  Ammonium  Magnesium  Phosphate. 

A  precipitate  of  ammonium  magnesium  phosphate  is  obtained  in  the  deter- 
mination of  magnesia  by  adding  a  soluble  phosphate  to  the  ammoniacal  solution 
containing  the  ms^nesium  compound. 

Composition  of  the  Precipitate. — According  to  Neubauer,^  the  precipitation  is 
practically  complete,  even  in  the  presence  of  comparatively  large  quantities  of 
ammonium  salts,  including  the  oxalate,  but  the  composition  of  the  precipitate  is 
largely  determined  by  the  nature  of  the  solution.  The  ammonium-magnesium 
phosphate  may  exist  in  three  different  forms,  according  to  the  composition  of  the 
mother  liquid  at  the  time  of  precipitation  : — 

1.  In  neutral  or  ammoniacal  solutions,  the  precipitate  is  Mg(NH4)4(P04)2. 
This  contains  less  magnesium  than  the  normal  MgNH^PO^.  The  former  com- 
pound, on  calcination,  decomposes,  forming  magnesium  metaphosphate,  water, 
and  ammonia : 

Mg(NH,),(PO,),  ^  UgiYO,),  +  4NH,  +  2H,0. 

^  W.  Hempel,  M4inoires  sur  Vemploi  de  Vacule  oxalique  dans  les  dosages  d  liqueurs  tiMes, 
Lausanne,  1853  ;  K.  Kraut,  Henneberg's  Ijandwirthsch,  (1),  4.  112,  1856  ;  Zeit.  anal  Chem.,  26. 
629,  1887  ;  L.  T.  Bowser,  Jiwni.  Ind.  £tig.  Chem,,  3.  82,  1911  ;  G.  P.  Baxter  and  J.  C. 
Zanette,  Amer.  Chem,  Joum.,  33.  500,  1906 ;  H.  Walland,  Ghem.  Ztg,,  27.  922,  1906;  C.  H. 
Schultze,  t6.,  29.  608,  1905;  B.  Enright,  Joum.  Amer.  Chem.  Soe.,  26.  1003,  1904  ;  T.  Ulke, 
Monit.  ScJent.  (4),  14.  775,  1908  ;  M.  Kruger,  Zeit.  yhysiol.  Chem,,  16.  445,  1892  ;  G.  Lunge, 
Zeit.  angew.  Chein.,  17.  266,  1904  ;  J.  Volhard,  Liebig's  Ann. ,  198.  333,  1879  ;  E.  Rupp  and 
A.  Bergdolt,  Arehiv  Pharm. ,  242.  450,  1890  ;  C.  A.  Peters,  Zeit,  anorg.  Chem.,  29.  145,  1902  ; 
H.  M.  Davy,  Chem,  News,  29.  250,  1874  ;  Com]pt.  Rend.,  78.  978,  1874  ;  A.  Heifer,  Tonind. 
Ztg.,  za  685,  1894  ;  K.  von  Radlowski,  ib.,  18.  592,  1894. 

*  H.  Neubaner,  Veher  die  ZuverldssigkeU  der  Phosphorsdurebestimmung  als  Magnesiumpyro- 
phosphat,  Roatock,  1893  ;  Joum.  Amer.  Chem,.  Sue.,  16.  289,  1894  ;  W.  Heintz,  Zeit.  Chem,., 
(2),  6.  479,  1870;  0.  Popp,  ib,  (2),  6.  395,  1870;  K.  Bube,  Ueber  Magjusiumammonium- 
phosphat,  Weisbaden,  1910  ;  R.  Reidenbach,  Ueber  die  quantitative  Bestimmung  dis  Mcignesiunis 
als  MagTUsiumpyrophosphat,  Kusel,  1910. 
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On  further  calcination,  the  metaphosphate  decomposes  into  magnesium   pyro- 
phosphate and  phosphoric  anhydride : 

2Mg(P03)2-^Mg2PA  +  PA 

and  some  phosphoric  anhydride  is  volatilised.^ 

2.  When  an  excess  of  magnesium  salt  is  present,  and  no  excess  of  ammonia, 
the  precipitate  has  the  normal  composition — MgNH^PO^ — and  the  results  are 
correct. 

3.  If  an  excess  of  magnesium  salt  and  an  excess  of  ammonia  be  present,  the 
precipitate  contains  more  magnesium  than  the  normal  phosphate,  and  the 
calculated  phosphoric  acid  will  be  too  high. 

Nerl  has  verified  the  first,  and  Reidenbach  the  second  observation  of 
Neubauer ;  but  Reidenbach  considers  that  the  third  observation  is  not  correct. 
He  found  the  precipitate  contained  less,  not  more,  magnesium  than  Neubauer's 
statement  represents. 

In  any  case,  it  is  necessary  to  precipitate  the  ammonium -magnesium 
phosphate  in  a  solution  containing  definite  amounts  of  ammonia,  ammonium 
salts,  magnesia,  and  phosphoric  acid  in  order  to  obtain  concordant  results.  The 
precipitant  should  also  be  added  to  the  acid  solution,  and  the  ammonia  in  slight 
excess  added  afterwards. 

Solubility  of  Ammonium- Magnesium  Phosphate. — The  precipitate  is  readily 
soluble  in  dilute  acids,  and  100  c.c.  of  water  at  10**  dissolve  00065  grm.  of  the 
salt.  It  is  much  less  soluble  in  aqueous  ammonia.^  Thus,  according  to  Stunkel, 
Wetzke,  and  Wagner,  the  amounts  of  ammonia  indicated  in  the  first  line  of  the 
following  scheme  dissolve  per  litre  : — 

Ammonia 1  2  3  percent. 

MgO 0-00050    000028    0*00008    grm. 

PaOg 0-00088    0  00038     O'OOOIS 

The  solubility  of  the  ammonium  magnesium  phosphate  in  ammonia  is  also 
illustrated  by  graph,  fig.  110,  which  shows  that  the  solubility  of  normal 
ammonium  magnesium  phosphate  decreases  very  rapidly  with  increasing  con- 
centration of  ammonia.^  According  to  Jorgensen,  the  solubility  in  2*5  per  cent, 
ammonia  is  approximately  000006  grm.  of  MgO  per  100  c.c.  This  is  negligibly 
small.*  The  solubility  is  increased  in  the  presence  of  ammonium  chloride,  so 
that  0*0013  grm.  is  dissolved  per  100  c.c.  in  the  presence  of  2*5  per  cent, 
ammonia  containing  a  gram  of  ammonium  chloride.  The  effect  of  ammonium 
chloride  on  the  solubility  of  the  magnesium  ammonium  phosphate  is  illustrated 
by  the  graph,  fig.  111. 


^  D.  Campbell,  Phil.  Mag.  (4),  24.  380,  1862. 

2  G.  Jorgensen,  Mem.  Acad.  Roy.  Soc.  Danemark  {7\  2.  141,  1905  ;  C.  Stunkel,  T.  Wetzke, 
and  F.  Wau'ner,  Zeit.  anal.  Chrm.,  21.  353,  1882  ;  T.  R.  Ogilvie,  Chem.  Xeirs,  31.  274,  1875  ; 
32.  5,  12,  70,  1875  ;  E.  W.  Parnell,  i6.,  32.  222,  1875  :  23.  145,  1871. 

»  According  to  A.  Bolis  {Chem.  Ztg.,  27.  1151,  1903),  2  grms.  of  MgNH4P04.  tll.fl  in  contact 
with  100  c.c  of  a  solution  of  ammonium  citrate  (400  grms.  of  citric  acid  per  litre)  loses,  by  solu- 
tion, an  average  0*457  per  cent,  in  weijjht  at  ordinary  temperatures,  and  0*587  per  cent,  at  50*. 

*  There  is  therefore  no  need  to  correct  for  the  solvent  action  of  the  wash  liijuids  as  recom- 
mended by  C.  R.  Fresenius,  Anlr.Uinuj  zur  quantitative  chemischtn  Analyse^  Braunschweig,  I. 
333  1863;  Liebiy's  ^?i«.,  55.  Ill,  18-15;  H.  Warington,  Journ.  Cherti.  Soc,  18.  27,  186.^; 
W.  Kiibel,  Zeit.  anal.  Chem.,  8,  125,  1869  ;  O.  Abesser,  W.  Jani,  Marckor,  t6.,  12.  289,  1873  ; 
F.  A.  Gooch,  Amer,  Chem  Journ.,  I.  391,  1879  ;  T.  S.  Gladding,  Chem.  News,  a6,  213,  1882  ; 
47.  71,  1883.  To  get  some  idea  of  the  effect  of  the  solubility  of  the  precipitate,  tnree  solutions 
containing  the  same  amount  of  magnesia  were  treated  in  exactly  the  same  manner,  but  the 
precipitates  were  resj)ectively  washed  with  a  litre  of  1,  2,  and  3  per  cent,  ammonia.  The 
corresponding  precipitates  gave  0'19P6,  01967,  01968  grm.  of  ammonium  magnesium  phosphate. 
Theory  required  0*1971  grm.  Nothing  like  a  litre  of  washing  liquid  is  required  in  practice,  so 
that  the  errors  from  this  cause  must  be  negligibly  small. 
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The  presence  of  ammotLium  chloride,  curiously  enough  in  view  oF  fig.  Ill, 
fumisheB  precipitates  with  positive,  not  negative  errors.  Otherwise  expressed, 
the  results  were  too  high.     For  example,  in  solutions  coutaining 

NHXl    .        .        .       .    ( 
MfeKo,.       .        .        .    ( 

The  solution  from  which  the  magnesinm  phosphate  is  first  precipitated  usually 
contains  not  only  ammonium  chloride  and  ammonia,  but  also  ammonium  oxalate, 
and  considerable  amounts  of  sodium  chloride.     The  effect  of  ammonium  oxalate. 


2-67 

5-35 

10-70        grms 

0'5603 

0-6012 

0'5flie    grm. 

-0-0039 

+  0-0045 

+  0-0052       „ 

Fio.  110.— Effect  of  ttmmoiiia  Flo.  ill.— Effect  of . 

on  the  solubility  of  ammonium  magnesium  on  the  solubility  of  an 

[>hog|>hate.  phosphate. 

like  ammonium  chloride,  is  to  raise  the  weight  of  the  precipitate  above  the 
normal.     Thus,  in  solutions  coutaining 

(NH.ljUiO,      ...     0  3-56  4'28  4'97        grms.  per  litre 

MgjFjOj           .         ,         .     0-5597        0  5H00        05894  0-6898    grm. 

Error +0'0333     +0-0297       +0-0290       ,, 

The  presence  of  sodium  chloride  in  the  mother  liquid  also  considerably  augment* 
the  ireight  of  the  resulting  precipitate.     Thus,  in  solutions  containing 

NaCl       ....     0  0-585  6-8B  23-1  grms.  per  litre 

MgjPjO,-                 ■         ■     C'SSS'        0"S5flB        0"68e9  0-5770    grm. 

Error +  0-0018     +0-0122       +  0-0208       „ 

The  effect  with  potassium  chloride  is  much  greater  than  with  sodium 
chloride.  The  practical  lesson  to  be  learned  from  these  observations  is  that  the 
magnetium  ammonium  phosphate  Jirtt  precipitated  mmt  be  diuolved  in  dilute  add, 
aftd  repreeipitated,  otherwise  the  retult  will  be  of  little  value. 

The  precipitate  is  more  soluble  in  hot  solutions.  With  hot  solutions  there 
is  also  a  loss  of  ammonia.  Hence,  the  precipitation  should  be  made  in  colij 
solutions,  with  an  excess  of  the  precipitating  agent,  and  in  the  presence  of  at 
least  2'5  per  cent,  of  ammonia.  The  precipitate  made  in  solutions  containing 
ammonium  salts- chloride  and  oxalate— and  sodium  chloride  is  very  impure, 
and  it  must  in  consequence  be  dissolved  in  dilute  acids,  and  reprecipitated  as 
described  below. 

Actum  of  ifea*. —Ammonium  magnesium  phosphate— Mg^'H^PO^.GHaO — 
loses  5HjO  at  about  100",  and  the  remaining  HjO  with  the  ammonia,  at  a  red 
heat,  forming  mSgnesium  pyrophosphate. 

2MgNH,P0^.6HgO  -*  Mg.,PiO;  +  2NH,  -(-  UH.O. 
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If  the  temperature  be  raised  still  further,  the  pyrophosphate  becomes  incan- 
descent, owing  to  an  intermolecular  change — according  to  Popp,^  a  passage 
from  the  crystalline  to  an  amorphous  condition.  The  magnesium  pyrophosphate 
fuses  at  1220*.  If  magnesium  pyrophosphate  be  exposed  to  a  reducing 
atmosphere  at  a  high  temperature,  phosphorus,  phosphorus  hydride,  and 
phosphorus  oxide  are  said  to  be  volatilised.^  These  vapours  attack  the  platinum 
crucibles.  The  pyrophosphate  is  soluble  m  dilute  nitric  and  hydrochloric  acid, 
and  but  sparingly  soluble  in  water. 

Precipitation  of  Ammonium  Magnesinn\  Phosphate  for  the  Determination  of 
Phosphorus, — An  excess  of  magnesium  chloride  (magnesia  mixture,  page  597) 
reduces  the  solubility  ^  of  magnesium  ammonium  phosphate  even  more  than  an 
excess  of  the  phosphate  solution.  No  phosphoric  acid,  for  example,  could  be 
detected  in  a  filtrate  which  would,  without  the  excess  magnesium  chloride,  have 
contained  the  equivalent  of  0*0025  grm.  P2O5.  An  excess  of  a  soluble  phosphate 
also  reduces  the  solubility  of  the  ammonium  magnesium  phosphate  in  a  similar 
manner. 

§  loi.  The  Gravimetric  Determination  of  Mag:nesia. 

The  magnesia  is  determined  in  the  filtrate  from  the  calcium  oxalate  by  the 
addition  of  a  soluble  phosphate ;  a  precipitate  of  ammonium  magnesium 
phosphate  separates.  Unfortunately,  the  composition  of  the  precipitate  is 
considerably  modified  by  the  composition  of  the  solution  in  which  the  precipita- 
tion takes  place.*  The  precipitate  is  therefore  redissolved,  and  reprecipitated 
under  definite  conditions  whereby  the  precipitate  MgNH^PO^  is  obtained.  This 
is  ignited  and  weighed  as  MggPgOh.. 

First  precipitation,— G(TixA\iaA\y  add  a  solution  containing,  say,  2  grms. 
of  sodium  ammoniufn  phosphate^  (dissolved  in  15  c.c.  of  water)  to  the 
solution  under  investigation,^  with  constant  stirring.     While  still  stirring  the 

^  O.  Popp,  Zeit.  anal.  CJuira.,  13.  805,  1874. 

*  H.  Struve,  Jmim,  prakt  Chein,  (1),  79.  849,  1860  ;  R.  Weber,  Pogg.  Ann,,  73.  146,  1848. 
»  W.  Heintz,  ZeU.  anal,  CJiein.,  9.  16,  1870  ;  E.  Kessel,  ib.,  8.  173,  1869  ;  W.  Kubel,  ift  , 

8.  125,  1869  ;  R.  Weber,  Pogg,  Ann.,  73.  139, 1848.  Basic  magnesium  phosphate  is  precipitated 
if  the  magnesia  mixture  be  in  large  exce.ss,  and  magnesium  sulfthate  is  used  in  place  of 
magnesium  chloride  for  compounding  the  magnesia  mixture  ()>age  597). 

*  H.  Struve,  Znt,  anal.  Chem,,  36.  289,  1897  ;  37.  485,  1898  ;  K.  K.  Jiirvinen,  i6.,  43.  279, 
1904  ;  44.  838,  1905  ;  R.  Fresenius,  H.  Naubauer,  and  E.  Luck,  ib.,  10.  133,  1870  ;  C.  Schumann, 
ib.,  II.  882,  1872  ;  H.  Schmidt,  ib.,  45.  512,  1906  ;  H.  Neubauor,  Zeit.  angeto.  Cheni.,  9.  435, 
1896  ;  F.  Raschig,  ib.,  18.  874,  1906  ;  F.  A.  Gooch  and  M.  Austin,  Amer.  Joum,  Science  (4), 
7.  187,  1899  ;  W.  Oibbs,  ib.  (8),  5.  114,  1873  ;  Chem.  News,  28.  51.  1873  ;  R.  W.  C.  Maclvor, 
ib,,  28.  69,  1878;  T.  R.  Ogilvie,  ih.,  21.  205,  1870  ;  F.  A.  Gooch,  Amer.  Chem.  J&um.,  I., 
391,  1879;  A.  K.  Christomanos,  Zeit.  anorg.  Chem,,  41.  305,  1904;  T.  S.  Gladding,  Joum. 
Amer.  Chem.  Soc.,  4,  135,  1882  ;  Clicrnr.  News,  46.  213,  1882  ;  E.  Raffa,  Gas.  Chim.  Ital.,  38. 
ii.,  556,  1908. 

*  J.  J.  Berzelius  {Lehrbueh  der  C1vcn\ie,  Dresden,  2.  650,  1826)  used  disodium  phosphate. 
C.  Mohr  prefers  sodium  ammonium  phosphate— microcosmic  salt  {Zeit.  anal.  Chem.,  12.  86, 
1873  ;  W.  Gibbs,  /.c.)— because  it  pi-ecipitates  more  rapidly  and  completely.  By  precipitating 
more  and  more  dilute  solutions  of  magnesia,  he  arrived  at  a  point  where  sodium  pnospliate  no 
longer  gave  a  precipitate  under  conditions  where  sodium  ammonium  phosphate  did.  L.  Blam 
{Zeit.  anal.  Chem.,  28.  452,  1889;  W.  Heintz,  t6.,  9.  16,  1867)  prefers  sodium  phosphate, 
because  the  preci])itate  settles  more  rapidly  than  when  sodium  ammonium  phosphate  is  the 
precipitating  agent. 

^  In  order  to  get  rid  of  the  ammonium  salts  which  have  accumulated  in  the  solution  which, 
it  will  be  remembered,  has  been  treated  for  both  alumina  and  lime,  some  prefer  to  evaiK)rate  the 
filtrate  nearly  to  dryness  in  a  large  dish.  Add  concentrated  nitric  acid  ;  eva{K)rate  the  solution 
to  dryness,  and  heat  the  residue  until  all  the  ammonium  salts  have  volatilised.  Dissolve  the 
mass  in  water,  filter  off  any  insoluble  mattei*,  and  treat  the  solution  as  dest:ribed  in  the  text. 
The  insoluble  residue  may  be  examined  for  alumina.  This,  if  present,  is  precipitated,  washed, 
and  weighed  as  "  extra  alumina.'*    J.  Jambor,  Zeit.  anal.  Chem.,  49.  733,  1910.    See  page  224. 
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solation,^  gradually  add,  drop  by  drop,  about  one-third  its  volume  of  aqueous 
ammonia;  cover  the  solution  with  a  watch-glass,^  and  let  it  stand  12-24  hours.^ 
Filter.  Wash  the  precipitate  with  dilute  ammonia  (1 :  10,  that  is,  about  2 '5 
per  cent.).^  Reject  the  filtrate,  which  should  give  a  precipitate  with  "  magnesia 
naixture "  (page  597).  When  the  washing  is  completed,  the  runnings  will  give 
no  precipitate  with  silver  nitrate  in  acid  (HNOg)  solution.  Reject  the  filtrate 
and  washings. 

Second  Precipitation. — Redissolve  the  precipitate  in-  warm  dilute  nitric  acid 
(1  : 5),  and  collect  the  washings  in  the  beaker  in  which  the  first  precipitation 
was  made.  About  50  c.c.  of  acid  are  needed.  While  the  acid  is  running 
through  the  funnel,  turn  the  beaker  round  so  that  the  acid  runs  all  round  the 
sides  of  the  beaker.  Add  an  aqueous  solution  containing  a  little  sodium 
ammonium  phosphate,  and  then  add  ammonia  gradually  with  constant  stirring, 
as  in  the  first  precipitation ;  wash  as  before ;  reject  the  filtrate  and  washings. 

Ignition  of  the  Precipitate.^ — The  precipitate  may  be  collected  on  a  Gooch's 
asbestos  ^  crucible  prepared  in  the  usual  manner.  After  the  crucible  has  been 
dried  and  heated  slowly  over  a  Bunsen  burner  (in  a  Gooch's  crucible  saucer, 
page  106),  it  is  heated  over  the  Teclu's  or  Maker's  burner  for  aboiit  10  minutes. 
Cool  in  a  desiccator  and  weigh.  Ignite  4  or  5  minutes,  cool,  and  weigh  again. 
Repeat  the  ignition,  if  necessary,  until  the  weight  is  constant. 

If  the  precipitate  be  collected  on  a  7-cm.  filter  paper,  the  moist  paper  is 
placed  in  the  crucible,  dried  and  carbonised  very  slowly  in  the  (platinum  or 
porcelain)  cnicible,^  placed  obliquely  on  a  triangle  over,  say,  an  argand  burner, 


^  This  point  requires  careful  attention.  The  precipitate  will  be  more  contaminated  with 
impurities  if  quickly  made.  In  illustration,  a  mean  of  six  experiments  in  which  the 
solutions  were  mixed  suddenly  gave  0*2028  gi*m.  of  Mg^PQOy  ;  another  six  experiments  with 
the  ammonia  gradually  mixed  with  constant  stirring  gave  0*1972  grm.  Mg^PsOj.  Theory 
required  0*1971  grm.  Mg2P207.  The  stirring  rod  should  be  kept  from  the  sides  and  bottom 
of  the  beaker.     See  H.  Lasne,  Bull.  Soc.  Ckim.  (3),  17.  823,  1897  ;  Chem.  News,  76.  270,  1897. 

^  Some  keep  the  beaker  under  a  bell  jar  resting  on  a  greased  ground-glass  plate  in  order  to 
prevent  the  eva{)oration  of  ammonia. 

'  Precipitates  which  take  a  long  time  to  separate  on  standing  frequently  come  down  quickly 
if  the  solution  be  vigorously  agitated — by,  say,  bubbling  a  current  of  air  through  the  solution, 
or  mechanical  agitation — L.  Briant,  Ch^m.  I^'ews,  53.  99,  1886  ;  0.  Texter,  Jmii-n  Anal.  App. 
Chem.,  7.  279,  1893  ;  V.  Markoonikoff,  Liehig's  Ann.,  289.  254,  189ri ;  H.  B.  Yardley,  New 
Remedies,^,  838,  1880. 

*  There  is  no  particular  need  to  here  clean  the  precipitate  from  the  sides  and  bottom  of  the 
beaker. 

^  K.  Brookman  {Zeit,  anal,  Chem.,  21.  551,  1882)  dissolves  the  precipitate  in  nitric  acid, 
and  evaporates  the  solution  to  dryness  in  a  weighed  dish,  ignites,  etc.  The  object  is  to  avoid 
loss  by  (1)  the  stinking  of  the  precipitate  to  the  walls  of  the  beaker ;  (2)  the  "  crawling'*  of  the 
finely  divided  precipitate  above  the  edge  of  the  filter -pa})er  on  to  the  funnel  during  washing  ; 
(8)  as  "dust"  daring  the  transfer  of  the  dry  filter  paper  to  the  crucible;  and  (4)  loss  as 
'  *  dust  **  daring  the  collapse  of  the  ash  of  the  filter  paper  during  the  ignition  in  the  crucible. 
L.  L.  de  Koninck  {Zeit.  angew.  Chem.,  2.  187,  1888;  Zeit.  anal.  Chem.,  29.  165,  1890; 
R.  Fresenitis,  ib.,  15.  224,  1876  ;  16.  63,  1897)  recomiriends  a  similar  procedure  for  precipitates 
liable  to  reduction  from  the  combustion  of  the  filter  paper,  e.g.,  ammonium  and  potassium 
ohloroplatinates,  ammonium  magnesium  arsenates  ana  phosphates ;  cadmium  and  zinc 
carbonates,  etc. 

•  H.  N.  Warren  {Chem.  News,  61.  63,  1890)  recommends  a  plug  of  gun-cotton  (pyroxylin) 
in  place  of  asbestos.    This  bums  away  on  ignition. 

^  It  is  not  generally  advisable  to  rest  the  triangle  on  the  chimney  of  the  argand  burner, 
becanse  the  draught  may  be  choked.  The  crucible  is  best  supported  on  a  triangle  as  shown  in 
the  diagram.  If  the  precipitate  be  large,  it  should  be  dried  and  separated  from  the  filter  paper, 
so  that  the  filter  |)aper  can  be  ignit^  alone.  If  a  platinum  crucible  be  employed  for  the 
ignition  of  the  phosphate,  and  reducing  agents  (like  carbon  from  the  filter  paper,  reducing  gases, 
hvdrogen  liberated  from  the  decomposition  of  ammonia  at  high  temperatures,  etc. )  be  present, 
phosphides  maybe  formed.  These  attack  the  platinum  (W.  C.  Heraeus,  Zeil.  angew.  Chem., 
25.  917,  1902  ;  Chem.  News,  97.  102,  1908  ;  W.  P.  Headden,  Froc  Colorado  Scientific  Soc., 
8.  45,  1905).     Under  ordinary  conditions,  however,  there  is  little  danger  of  this  occurrence 
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fig.  112.  The  temperature  is  gradually  raised  to  redness,  and  there  maintained 
until  the  precipitate  appears  white.'  Finish  the  ignition  over  a  weak  blast. 
It  is  a  bad  practice  to  remove  the  lost  trace  of  carbon  by  blasting.  The 
precipitate  should  be  white  before  the  blast  is  applied.  If  the  contents  of  the 
crucible  have  a  dirty  white  appearance,  Fresenius'  recommends  moistening  the 


precipitate  with  a  tew  drops  of  nitric  acid.     Dry,  and  ignite  as  before.     There  is 
always  a  slight  loss  after  the  nitric  acid  treatment,^  probably  owing  to  the  fact 


durlne  the  ignition  ot  the  magiieaium  phuBphates  if  tlie  tem]>eratiiro  of  Ihe  blsit  bs  not  high 
enougii  lo  fuse  the  [>yrotihos]>hate.  The  ai^ion,  however,  may  easily  iKcur  if  Gooch's  platinum 
eruciblea  containing  old  precijiitates  be  employed.  The  action  is  most  marked  if  the  ignition 
be  conducted  quickly  in  coveiad  crucibles. 

'  When  the  precipitate  is  ignited  too  rapidly,  there  is  a  rapid  shrinking  and  sinterine. 
Particles  of  carbon  arc  liable  to  be  enclosed  with  the  precipibite.  It  is  then  almost  irapoEtsible 
to  burn  off  the  carbon  by  iKtiition,  eren  in  a  blast  (K.  Bunsen  ;  F.  Muck.  Z^il.  ajial.  Client., 
19.  181.  1880).      h.  h.  de  Koninek  (li.,  a?.  185.  18S0)  considers  the  frequent  blaekenin        * 


■  R.  Freaenius,  Quanlilatirc  Chemical  Aiiali/au,  London,  2.  190,  1876. 

■  According  fi  I>.  Camjibelt  iUhem.  Xei-s,  6.  206,  1S6S),  the  treatment  of  niaguesium 
pyrophosphate  with  nitric  acid  is  objectionable,  because  tlie  liberated  phos|>horic  acid  mav 
volatilise  at  the  high  temperatures  required  for  expelling  the  Inst  traces  of  the  nitric  acia. 
J.  0.  Handy,  Jourri.  Amir.  Chem.  Sac.,  23.  31,  1800;  B.  Luck,  Ztit.  anal.  Chem.,  13. 
SGfi,  1874. 
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that  some  H4Mg(PO^)2  is  formed.  This  on  ignition  forms  magnesium  meta- 
phosphate — Mg(P03)2 — which  decomposes  as  indicated  on  page  216.  After 
ignition  to  constant  weight,  cool  in  a  desiccator,  and  weigh  as  Mg2P207.  This 
weight  multiplied  by  0*3620  ^  gives  the  equivalent  weight  of  MgO.^  Instead  of 
multiplying,  the  result  may  be  read  at  once  from  Table  XC. 

Corrections. — Magnesia  determinations  are  usually  a  little  high  owing  to  the 
presence  of  some  impurities— lime,  manganese,  silica,  etc. 

(a)  Lime, — There  is  not  usually  sufficient  magnesia  present  in  clays  to 
render  it  advisable  to  apply  Hillebrand's  correction  for  lime.^  If,  however, 
over,  say,  2  per  cent,  of  magnesia  be  present,  the  correction  may  be  made  if 
the  work  is  intended  to  be  exact.  Digest  the  pyrophosphate  in  a  little  dilute 
sulphuric  acid,  and  add  9  to  9^  times  its  volume  of  absolute  alcohol.  After 
standing  overnight,  filter  oif  the  scarcely  visible  precipitate  of  calcium  sulphate, 
and  wash  it  free  from  phosphates  by  means  of  alcohol.  Dry  the  precipitate ; 
dissolve  in  hot  water  slightly  ^acidulated  with  hydrochloric  acid,  and  precipitate 
the  lime  in  ammoniacal  solution  by  means  of  ammonium  oxalate  (page  213). 
Filter,  wash,  ignite,  and  weigh  as  CaO.  Add  the  result  to  the  lime,  and 
subtract  it  from  the  magnesium  pyrophosphate. 

(6)  Manganese. — If  this  element*  be  present,  it  can  be  determined  colori- 
metrically  in  the  nitric  acid  solution  of  the  precipitate.  If  present  in  the 
filtrate  from  the  magnesia,  evaporate  to  dryness;  drive  off  the  ammoniacal 
salts  by  ignition ;  and  again  evaporate  the  residue  to  dryness  two  or  three 
times  with  nitric  acid  (or  once  with  sulphuric  acid)  to  drive  off  the  chlorine. 
Determine  the  manganese  colorimetrically,  as  indicated  on  page  382 ;  and 
make  the  necessary  allowance. 

(c)  Silica. — If  silica  be  present,  the  magnesium  pyrophosphate  will  leave  a 
residue^  when  treated  with  the  dilute  sulphuric  acid.  This  is  filtered  off, 
ignited,  and  weighed  as  indicated  on  page  185.-  The  amount  of  silica  is  sub- 
tracted from  the  magnesium  pyrophosphate. 

(d)  Bariwm. — See  page  517  for  barium  in  silica.*^ 

Errors. — Some  idea  of  the  results  may  be  gathered  from  the  eight  inde- 
pendent determinations  on  one  sample  of  clay  : — 

0-0106;  0-OlU;  0-0109;  O'OllO;  0-0107;  00103;  00117;  0*0118; 

with  a  mean  of  0*0110  grm.  MgO,  representing  1*10  per  cent,  of  MgO.      The 
deviations  from  this  value  range  between  ±0*08. 


'  Or  by  0-6378  for  the  equivalent  weight  of  PsOg— page  697. 

«  M.  Schmorger,  Zeii.  anal.  Chem.,  37.  808,  1895 ;  H.  Mastbaum,  ib.,  37.  681,  1898. 

»  W.  F.  Hillebrand,  Bull.  U.S.  Geol.  Sur.,  422.  127,  1910. 

*  The  magnesium  pyrophosphate  has  generally  a  pink  colour  if  appreciable  amounts'  of 
manganese  be  present. 

^  Some  platinum  sulphide  may  also  be  present  (see  page  186). 

'  B.  Toliens  (/oum.  Landw.,  30.  48,  1888)  says  that  if  basic  lime  or  magnesia  phosphates 
are  precipitated  with  the  ammonium  magnesium  phosphate,  and  a  little  silver  nitrate  be  added, 
a  yellow  colour  will  be  developed  when  the  precipitate  is  warmed. 


CHAPTER  XVII. 
THE  DETERMINATION  OF  THE 
§  102.  Meretricious  Methods  for  Estimating  the  Alkalies. 

1.  Difference  Method, — We  shall  see  very  shortly  that  the  sum  of  the  different 
constituents  in  a  clay  analysis  may  vary  between  99*5  and  100*5.  Assuming 
that  the  tolerated  errors  in  the  determination  of  the  different  constituents 
correspond  with  a  total  lying  within  99*5  and  100 '5,  it  follows  that  if  the  alkalies 
be  determined  by  summing  the  different  constituents  actually  determined,  and 
subtracting  the  result  from  100,  the  alkalies  may  be  0*5  per  cent,  greater  or  less 
than  the  number  obtained  by  the  process  of  subtraction.  This  means  that  a  clay 
with  1  per  cent,  of  alkalies  might  be  reported  with  |  or  1^  per  cent.,  and  the 
numbers  mean  that  the  clay  might  have  anything  between  0*5  and  1*5  percent., 
on  the  assumption  that  the  analysis  has  been  conducted  accurately.  The 
number  representing  the  alkalies  would  therefore  be  quite  misleading  unless 
interpreted  as  I  have  just  indicated.  It  would  certainly  be  better  and  more 
honest  to  report,  "  Alkalies  not  determined."  It  will  also  be  noticed  that  when 
a  constituent — say  the  alkalies— is  determined  by  difference,  and  the  whole 
analysis  totals  100,  Jbhere  is  no  check  on  the  accuracy  of  the  analysis,  and  the 
numbers  are  accordingly  under  more  or  less  suspicion. 

2.  Calcidatian  from  the  Sttpposed  Qvantiti^s  of  Potash  and  Soda. — There  is 
another  unsatisfactory  method  employed  for  estimating  the  alkalies.^  The  mixed 
chlorides  are  isolated  and  weighed.  It  is  then  assumed  that  the  potassium  and 
sodium  chlorides  are  present  in  equal  or  some  other  proportions.  The  correspond- 
ing potash  and  soda  are  then  calculated  by  arithmetic  and  reported  as  **  alkalies." 
This  method  is  possibly  less  objectionable  than  the  preceding  one,  but  it  too  must 
be  condemned.  It  pretends  to  represent  by  number  a  magnitude  which  has  not 
really  been  determined.^  There  is  no  method  known  for  determining  alkalies 
without  separating  them  into  *' potash  and  soda." 

§  103.  The  Separation  of  the  Alkalies  as  Mixed  Chlorides- 
Smith's  Process. 

The  alkalies  in  silicates  are  usually  determined  by  first  decomposing  the  clay 
by  hydrofluoric  acid,  or  by  fusion  with  bismuth,  lead,  or  boric  oxides,  etc.'^  The 
constituents  other  than  alkalies  are  then  removed.  The  mixed  alkali  salts  remain 
behind  as  a  residile.*   One  of  the  two  following  methods  is  generally  employed.   The 


*  At  present  rather  too  common. 

^  In  illustration  of  both  these  vicious  methods,  see  the  two  clay  analyses,  Bt^,  Clayworker, 
19.  155,  1910. 

*  E.  Makinen  {Zeit.  anorg,  Chcm.^  74.  74,  1912)  fuses  the  silicate  with  calcium  chloride,  and 
otherwise  proceeds  as  described  in  the  text. 

*  E.  Bonjean,  Cfiem.  Nexcs,  80.  240,  1899  ;  A.  Verweij,  ZeiL  anal.  Ckem,,  48.  760,  1909  ; 
E.  W.  Dbrfurt,  16.,  51.  755,  1912. 
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most  important,  and  one  of  the  best  for  general  work,  is  that  devised  by  J. 
Lawrence  Smith. ^     The  following  are  the  directions : — 

The  Crucible  and  Furnace, — An  ordinary  covered  platinum  crucible  may  be 
employed,  but  great  care  is  then  necessary  not  to  heat  the  crucible  at  too  high  a 
temperature,  nor  should  the  crucible  be  heated  to  redness  more  than  three-fifths 
of  its  height.  The  crucible  recommended  by  Smith  is  best.  It  is  a  platinimi 
crucible  about  8  cm.  long,  1  "8  cm.  wide  at  the  mouth,  and  1  "5  cm.  wide  at  the 
bottom.  This  crucible  is  placed  at  an  angle  of  about  45°  through  the  side  of  a 
fireclay  cylinder,  and  heated  to  the  full  temperature  of  a  Bunsen's  burner  as 
described  below.  Wrap  a  thin  strip  of  asbestos  paper  round  the  crucible.  This 
strip  comes  between  the  crucible  and  the  fireclay  jacket.  It  prevents  the  crucible 
jamming  tightly  in  the  aperture  of  the  fireclay  cylinder.     The  disposition  of  the 


Fio.  113. — Furnace  forL.  Smith's  process. 

fireclay  cylinder  and  crucible  is  indicated  in  fig.  113.     The  source  of  heat  is  an 
ordinary  Bunsen's  burner  with  a  flat-flame  nozzle  (fig.  113). 

Preparation  of  the  Sample  for  tlie  Decomposition. — Spread  about  half  a  gram 
of  calcium  carbonate  ^  as  a  layer  on  the  bottom  of  the  crucible.     Intimately  mix 

*  J.  L.  SoMth,  Amer,  J,  Science  (2),  50.  269,  1871  ;  Chem.  News,  23.  222,  234,  1871  ; 
P.  Holland,  i6.,  54.  242,  1886 ;  F.  Field,  id.,  I.  193,  217,  1860 ;  T.  Doring,  Zeit.  aiial.  Chem., 
49.  158,  1910.  R.  L.  Steinlen  {Chem,  Ztg.,  29.  264,  1905  ;  B.  M.  Mai|rosches,  ih,,  219,  385, 1905} 
has  devised  a  special  cooler  for  the  lid  of  the  crucible,  to  prevent  loss  of  alkalies  by  volatilisation. 

2  Calcium  Carbon atk. — This  is  best  made  by  dissolving  calcite  in  hydrochloric  acid.  Heat 
the  solution  of  calcium  chloride  to  boiling,  and  add  a  hot  concentrated  solution  of  ammonium 
carbonate.  Wash  the  precipitate  thoroughly  with  hot  water  on  a  Biichner's  funnel  (page  103), 
and  dry.  This  procedure  gives  a  dense,  coarse  granular  powder  very  suitable  for  this  work.  The 
calcium  carbonate  is  generally  contaminated  with  sodium  chloride,  but  free  from  potassium 
chloride.  This  circumstance,  and  the  fact  that  alkalies  may  be  dissolved  by  the  action  of  hot 
water  on  the  glass  vessels  used  in  the  analysis,  render  it  necessary  to  find  what  correction  must 
be  made  for  the  alkalies  derived  from  the  reagents,  glass  vessels,  etc.  This  is  done  by  treating 
the  I  gnu.  of  ammonium  chloride,  and  the  4^  grms.  of  calcium  carbonate  without  the  clay, 
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half  a  gram  of  ammonium  chloride  ^  with  half  a  gram  of  the  finely  powdered  and 
dried  clay,  and  3  grms.^  of  calcium  carbonate.  Transfer  the  mixture  from  glazed 
paper  into  the  platinum  crucible.  Rinse  the  mortar  and  pestle  and  paper  with 
another  gram  of  calcium  carbonate,  and  transfer  the  rinsings  to  the  crucible. 

Ignition. — Heat  the  crucible,  inclined  as  indicated  above,  very  gently  over 
a  small  flame  for  about  15  minutes,  in  order  to  volatilise  the  ammonium  chloride. 
Then  raise  the  temperature  until  the  lower  three-fifths  of  the  crucible  is  at  a 
dull  red  heat,  and  maintain  this  temperature  for  about  an  hour.  Let  the 
crucible  cool.  Beginners  generally  err  by  heating  the  crucible  at  too  high* 
a  temperature,  when  the  mass  vitrifies  and  then  disintegrates  with  diflBculty 
when  treated  with  water. 

Dissolution  of  the  Cake  in  the  Crucible, — Remove  the  cake  from  the  crucible 
by  adding  2  to  3  c.c.  of  water.  After  five  or  ten  minutes,  add  more  water.  The 
sintered  cake,  not  fused,  usually  comes  away  from  the  crucible  quite  readily. 
Transfer  the  contents  of  the  crucible  to  a  large  porcelain  or  platinum  dish. 
Heat  the  mass  for  about  half  an  hour  on  the  water  bath  with  about  50  c.c. 
of  water,*  and  restore  that  lost  by  evaporation  from  time  to  time.  Triturate  any 
large  particles  to  powder  with  a  small  pestle.  Decant  the  clear  liquid  through  a 
filter  paper.  Wash  about  four  times  by  decantation,  and  transfer  the  residue  to 
the  filter  paper.  Wash  until  the  washings  only  give  a  faint  turbidity  with  silver 
nitrate.^  If  the  clay  has  been  perfectly  decomposed,  the  residue  on  the  filter  paper 
should  leave  no  uudecomposed  residue  wjien  treated  with  hydrochloric  acid.^ 

Removed  of  Lime, — Add  ammonia  and  ammonium  carbonate  to  the  filtrate. 
Heat  to  boiling;  filter;  and  again  digest  the  precipitate  with  ammonia  and 
ammonium  carbonate.  Filter,  and  allow  the  filtrate  to  collect  with  that  from 
the  previous  filtration.  Evaporate^  the  filtrate  to  dryness  in  a  platinum  or 
porcelain  dish.  Remove  the  ammonium  salts  by  gentle  ignition  in  a  moving 
flame.8     Treat  the  cold  mass  with  water.®    Remove  the  last  traces  of  lime  by  the 

exactly  as  if  the  clay  were  present.  A  blank  test  made  in  this  way  gave  0*00022  grm.  Na^O  and 
no  KgO  for  the  materials  quoted  in  the  text.  See  M.  Grdger,  2s cues  Jahrb.  Phann.,  29.  158, 
1868.  For  barium  carbonate  in  place  of  calcium  carbonate  and  ammonium  chloride,  t>ee 
G.  Werther,  Joum.  jrrakt.  Chem.  (1),  91.  321,  1864. 

*  Ammonium  Chloridk.— The  ammonium  chloride  is  made  by  neutralising  pure  ammonia 
with  pure  hydrochloric  acid,  or  by  resublimiui;  commercially  pure  ammonium  chloride. 
J  S.  Stas,  (Euvres  Compntfs,  Bruxelles,  I.  468,  1894  ;  Ch/im.  N'urs,  15.  194,  217,  231,  1867. 

^  If  the  silicate  contains  much  iron,  or  is  liable  to  siuter  with  the  lime,  increase  the  amount 
of  calcium  carbonate. 

'  A.  Verweij  {Zeit.  ancU.  Chem.,  48.  760,  1909)  uses  a  platinum  crucible  4*5  cm.  high  and 
3*5  cm.  in  width.  He  covers  the  mixture  with  a  layer  of  3  grms.  of  calcium  carbonate,  and 
after  the  expulsion  of  ammonia,  heats  the  mixture  for  an  hour  over  a  Teclu'sor  powerful  Hunsen^s 
burner.     The  cold  mass  is  boiled  15  minutes  with  water,  ete. 

"*  According  to  T.  Diiring  {Zeit.  anal,  ('hem.^  49.  158,  1910),  at  least  500  c.c.  of  filtrate 
should  be  obtained  per  gram  of  sample,  because  the  alkaline  chlorides  are  retained  tenaciously 
by  the  insoluble  mass. 

*  The  faint  turbidity  is  possibly  due  to  the  presence  of  calcium  oxychlorides  which  are  slowly 
dissolved  from  the  residue.     Borates  will  be  found  in  the  insoluble  residue. 

^  Some  Hecks  of  silicic  acid  may  separate. 

'  G.  H.  Bailey  {Joum.  Chein.  Soc.f  65.  445,  1894)  noticed  a  loss  of  alkaline  chlorides  during 
the  evaporation  of  f\jN-solutions  of  alkaline  chloride.  For  instance,  lithium  chloride  lost  0*25 
mgrin.  per  litre;  sodium  chloride,  0*81  mgrm.  per  litre;  potassium  chloride,  1*22  mgrms.  ; 
rubidium  chloride,  2*95  mgrms.  ;  and  caesium  chloride,  3*35  mgrms.  j)er  litre. 

^  In  specially  exact  work,  the  removal  of  the  ammonium  salts  is  best  effected  by  heating  the 
dish  placed  high  above  the  flame  (fig.  100).  This  requires  about  45  minutes.  If  the  ignition 
be  conducted  too  rapidly,  or  the  dish  be  too  strongly  heated,  several  milligrams  of  alkali 
may  be  lost;  otherwise,  A.  Mitscherlich  {Jout^.  prakt.  Chem.  (1),  83.  469,  1861;  J. 
Boussingault,  Compt.  Jieiid.,  64.  1159,  1867)  has  shown  that  there  is  no  loss  of  alkali  during 
the  expulsion  of  the  ammonium  salte.     Sec  page  218. 

^  If  sulphur  be  present,  add  a  drop  of  barium  chloride  solution,  and  remove  the  excess  of 
barium  by  means  of  ammonium  carbonate. 
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addition  of  ammonium  oxalate  to  the  boiling  solution,  and  let  the  mixture 
stand  overnight — about  12  hours.^ 

Determination  of  the  Mixed  Alkaline  Chlorides. — Filter  the  liquid  into  a 
weighed  platinum  dish.  Evaporate  to  dryness.  Ignite.  Cool.  Moisten  the 
residue  with  concentrated  hydrochloric  acid.  Again  evaporate  to  dryness. 
Ignite  gently.^  Weigh.  The  increase  in  weight  represents  the  weight  of  the 
mixed — sodium  and  potassium — chlorides.* 

The  Accuracy  of  the  EestUts, — The  following  numbers  represent  the  results 
obtained  with  eight  independent  determinations  on  half-gram  samples  of  the 
same  clay : — 

00226 ;  0*0229 ;  00233 ;  0*0229 ;  00228 ;  0-0221 ;  00225 ;  00222. 

The  mean  value  is  0*0227  grm.  per  half  gram  of  clay;  the  deviations  range 
approximately  ±  0*0006  per  grm.  of  clay.  There  is  also  a  constant  error  due 
to  the  loss  of  alkali.  L.  Smith  says:  "Usually  an  amount  of  alkali  remains 
behind  amounting  to  0*2  to  I'O  percent,  of  the  materials  used."  Smith  recovers 
this  by  reheating  the  residue  after  the  first  sintering  with  the  ammonium 
chloride  mixture,  and  mixing  the  aqueous  extract  with  the  extract  of  the  sintered 
mass  obtained  during  the  first  heating.  By  proceeding  as  described  above,  the 
errors  from  this  source  will  rarely  exceed  0*002  grm.  Holland  has  investigated 
the  magnitude  of  the  loss  due  to  the  retention  of  alkalies  by  the  precipitate 
during  the  first  extraction.     He  obtained : — 

Table  XXXIX. — Loss  of  Alkalies  in  Smithes  Process. 


Nature  of  silicate. 

Mixed  chlorides,  in  grms. 

One  fusion. 

Re-fusion  of  residue. 

Basalt  (Wales) 

Basalt  (Westmoreland)         .... 
Leucite  (Rieden,  Qermany)  .... 
Red  spongy  lava  (Pompeii)  .... 
Syenite  (N'orth  Wales) 

01305 
0*1118 
0*2472 
0*1434 
0*1634 

0*0040 
0*0082 
0*0034 
0-0038 
0  0029 

Hence  it  is  very  probable  that  practically  all  but  about  2  per  cent,  of  the  total 
alkali  is  extracted  during  the  first  operation.  Under  these  conditions,  about  2  per 
cent  of  the  total  alkali  is  lost.  This  agrees  with  Dittrich's  observation  cited 
Table  XLIIL,  page  247,  and  the  result  may  be  taken  to  represent  the  constant 
incidental  to  the  process.  The  other  chief  errors  arise  from  (1)  too  high  a  tem- 
perature for  the  lusion ;  (2)  imperfect  leaching  of  the  fused  mass ;  (3)  driving 
off  the  ammonium  chloride  too  rapidly ;  (4)  spitting  by  too  rapidly  heating  to 
drive  off  the  ammonium  salts;  (5)  igniting  the  mixed  chlorides  at  too  high  a 


*  Schaflflotsch's  or  Gooch  and  Eddy's  solutions  can  also  be  used  for  the  removal  of  lime 
and  magnesia,  as  described  in  the  next  section. 

'  A.  Mitscherlich  {Jaum.  j)rakt.  Chem.  (1),  83.  485,  1861)  has  shown  that  a  six  minutes* 
heating  to  the  melting  point  of  potassium  chloride  resulted  in  a  loss  of  0*0040  per  cent.,  and 
0*0042  per  cent,  of  sodium  chloride— H.  Uoae,  Pogg.  Ann.,  31.  133,  1833;  G.  H.  Mulder, 
Arehiv  Pharm.  (2),  129.  231,  1867  ;  Reichmann,  Juum.  Gasheleuchlung,  7.  9,  1864  ;  P.  M. 
Delacharlonny,  Compt.  Rend.,  103.  1128,  1886  ;  H.  B.  von  Adlerskron,  Zeit.  aticU.  Chem.,  12. 
390,  1873. 

•  If  the  residue  dissolves  in  water,  all  is  well.  If  not,  filter  off  the  insoluble  matter,  ignite 
and  weigh.     Deduct  the  weight  of  the  insoluble  residue  from  the  weight  of  the  total  chlorides. 

IS 
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temperature;  (6)  imperfect  separation  of  magnesium  and  calcium  salts ;  and  (7) 
the  presence  of  sulphates.  If  the  silicate  contained  appreciable  quantities  of 
sulphur,  this  element  will  be  found  as  alkali  sulphates  along  with  the  chlorides. 
The  sulphates  can  be  converted  into  chlorides  by  adding  a  little  barium  chloride 
before  the  final  precipitation  of  the  calcium  is  made.  The  excess  of  barium  is 
removed  by  the  ammonium  carbonate  and  oxalate  treatjnents. 

§  104.  The  Separation  of  the  Alkalies  as  Mixed  Chlorides— 

Berzelius'  Process. 

It  is  sometimes  convenient  to  decompose  the  silicate  by  a  mixture  of  sulphuric 
and  hydrofluoric  acids,  as  recommended  by  Berzelius.^  The  alumina,  lime, 
magnesia,  etc.,  may  be  precipitated  by  mercuric  oxide,^  barium  oxide,^  or 
ammonium  carbonate.^  The  alkali  salts  remain  in  solution.  The  following  plan 
gives  good  results.  It  is  rather  quicker  than  Smith's  process,  but  more  expensive 
materials  are  needed.  The  ''  yield  "  of  mixed  chlorides  is  also  about  I  per  cent, 
(on  the  "total  alkali")  higher  than  in  Smith's  process.  Berzelius'  process  is 
not  recommended  when  the  silicate  contains  boron  compounds.  In  Smith's 
process  the  boron  remains  behind  as  insoluble  calcium  borate. 

Removal  of  Silica,  Alumina,  and  Iran, — Mix  1  grm.  of  the  clay  in  a 
platinum  crucible  with  50  c.c.  of  concentrated  sulphuric  acid,  and  add  carefully, 
in  small  quantities  at  a  time,  about  50  c.c.  of  hydrofluoric  acid.^  Heat  gently 
on  a  sand  bath ;  when  the  hydrofluoric  acid  has  evaporated,  add  another  50  c.c. 
of  hydrofluoric  acid,  and  heat  as  before.  When  the  hydrofluoric  acid  has  nearly 
gone,  evaporate  the  solution  to  dryness.  Cool.  Add  concentrated  aqueous 
ammonia,  and  heat  gently.  When  the  mass  is  quite  disintegrated,  filter  ^nd 
wash  with  hot  water. 

Transformation  of  the  Sulphates  into  Chlorides. — It  is  now  advisable  to  trans- 
form the  sulphates  in  the  filtrate  into  chlorides  ^  by  precipitating  the  sulphates 


>  J.  J.  Berzelius,  Pogg.  Ann.,  i.  169,  1824;  E.  A.  Wiilfiiig,  Ber,,  32.  2214,  1«99  ; 
C.  Reinhardt,  StaM  Eisen,  16.  448,  1896 ;  W.  Knopp,  ZeU,  anal.  Chem,,  22.  421,  558,  1883  ; 
18.  462, 1879  ;  Chem.  News,  48.  110,  1888  ;  A.  H.  Low,  ib.,  67.  185,  1893  ;  Joum.  Anal.  App, 
Chem.,t.  666,  1892. 

a  E.  F.  Smith  and  P.  Heyl,  ZeU,  anorg,  Cheni.,  7.  82,  1894  ;  C?iem.  News,  70.  193,  204, 
1894  ;  G.  Starck,  ZeU.  anal.  Chem.,  48.  415,  1909. 

*  J.  N.  von  Fuchs,  Schweigger's  Joum.,  62.  184,  1881  ;  H.  Rose,  Pogg.  Ann,,  83.  187, 
1851  ;  C.  Zimmermann  ;  J.  E.  Thomsen,  Joum.  A^ner,  Chem.  Soe.,3fi.  420,  1908. 

*  F.  G.  Schaffgotach,  Pogg.  Ann.,  Z04.  482,  1858;  H.  Weber,  fierteljakr.  prakL  Pharm., 
8.  161,  1859.  Schaffgotsch's  solution  is  made  by  dissolving  230  grms.  of  ammonium  carbonate 
in  180  cc.  of  aqueous  ammonia  (sp.  gr.  0'92)  and  making  thesolation  up  to  a  litre.  F.  A.  (rooch 
and  E.  A.  Eddy,  Chem.  News,  97.  280,  1908;  Amer.  J.  Science  (4),  25.  444,  1908; 
F.  A.  Gooch  and  M.  A.  Phelps,  i6.  (4),  22.  488,  1906  ;  F.  A.  Gooch,  ib.  (3),  48.  216,  1898  ; 
P.  E.  Browning  and  W.  A.  Drushel,  ZeU.  anorg.  Chem.,  54.  151,  1907  ;  E.  Divers,  Joum.  Chem. 
Soc,  61.  196,  1892  ;  E.  Bonjean,  Bull.  Soc.  Chim.  (3),  21,  1899  ;   Chem.  News,  80.  248,  1899. 

■  R.  K&jser{ZeU.  offent.  Chem.,  5.  107,  1900)  found  2*4  percent,  of  potash  in  one  sample, 
and  1'4  per  cent,  of  potash  and  0*6  per  cent,  soida  in  another  sample  of  so-called  ''chemische 
reine  Flusssaure. "    Hence  the  necessity  for  testing  this  acid  for  alkahes.    See  pages  1 63  and  446. 

^  According  to  H.  Rose  {Pogg.  Ann.,  74.  568,  1848),  when  alkaline  sulphates  are  mixed 
with  ammonium  chloride  and  exposed  to  a  red  heat,  the  alkaline  sulphate  is  partly,  and  on 
repeated  application  of  the  process  wholly,  transformed  into  the  chloride.  E.  Nicholson  {Chem. 
News,  26.  147,  1872)  claims  that  this  reaction  is  of  no  use  as  an  analytical  process.  According 
to  F.  C.  Phillips  {ZeU.  aneU.  Chem.,  13.  149,  1874  ;  M.  Chikashig^,  Chem.  News,  7i.  17,  1895), 
for  complete  conversion,  the  temperature  of  ignition  should  be  just  short  of  the  melting  point  of 
sodium  and  potassium  chlorides,  and  the  best  way  of  converting  the  sulphates  to  chlorides  is  to 
evaporate  the  solution  to  dryness  in  a  platinum  basin  with  ammonium  chloride.  Mix  the 
residue  with  dry  powdered  ammonium  chloride  and  calcine  to  a  constant  weight  in  a  covered 
crucible  to  avoid  loss  by  volatilisation. 
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as  barium  sulphate,  and  removing  the  excess  of  barium  chloride  as  barium 
carbonate  ^  in  the  following  manner : — Acidify  the  filtrate  with  hydrochloric  acid,^ 
and  heat  the  solution  to  boiling.  Add  an  excess  of  a  hot  solution  of  barium 
chloride  '  to  the  boiling  solution.  Heat  the  mixture  to  boiling,  and  let  it  stand 
overnight.  Filter ;  wash  with  hot  water  ;  evaporate  the  filtrate  to  dryness  in  a 
platinum  dish ;  ignite  to  drive  off  the  ammonium  salts ;  and  cool.  The  barium 
is  removed  during  the  next  operation. 

Removal  of  Magnesia  and  Lime, — The  main  difficulty  in  this  process  is  the 
removal  of  the  magnesia.  The  ammonium  magnesium  carbonate  is  appreciably 
soluble  in  ammoniacal  ammonium  carbonate  (Schaffgotsch's  solution),  and  an 
exact  separation  is  not  possible  by  this  reagent.  Gooch  and  £ddy  have  shown 
that  an  alcoholic  '^Schaffgotsch's"  solution  is  quite  effective,  since  the  precipita- 
tion of  the  magnesia  is  then  complete.  Evaporate  the  solution  to  about  50  c.c. ; 
add  50  C.C.  of  absolute  alcohol,  and  50  c.c.  of  an  alcoholic  solution  of  ammonium 
carbonate — Gooch  and  Ekldy's  solution.^  Stir  the  mixture  thoroughly,  and  let  it 
stand  about  20  minutes.  Filter,  and  wash  with  Gooch  and  Eddy's  reagent. 
Dissolve  the  precipitate  in  dilute  hydrochloric  acid,  add  an  excess  of  ammonia, 
and  repeat  the  treatment.  Collect  the  filtrate  in  a  weighed  platinum  dish,  and 
evaporate  the  liquid  to  dryness.  Drive  off  the  ammonium  carbonate  by  gentle 
heating.  Add  a  drop  of  hydrochloric  acid.  Ignite,  cool,  and  weigh  the  mixed 
chlorides. 

§  105.  The  Indirect  Determination  of  Potash  and  Soda. 

In  some  cases  it  is  possible  to  determine,  quite  accurately,  the  potash  and 
soda  in  the  mixed  chlorides^  by  the  so-called  "  indirect  process.''  The  weight  of 
the  mixed  chlorides  is  first  determined,  and  afterwards  the  total  chlorine  by, 
say,  Mohr's  process  (page  79).  From  the  data  so  obtained,  it  is  possible  to 
deduce  the  respective  amounts  of  soda  and  potash  by  arithmetic. 

Let  RCl  denote  the  weight  of  potassium  chloride  and  NaCl  the  weight  of 
sodium  chloride  in  the  mixture.  Let  t(;  denote  the  weight  of  the  mixed  chlorides, 
and  u  the  weight  of  chlorine  in  the  mixture.  Then,  obviously,  the  weight  of  the 
mixed  chlorides  is 

KCl  +  NaCl  =  ttr (1) 

One  part  by  weight  of  sodium  chloride  contains  0*6047  part  of  chlorine,  and  one 
part  by  weight  of  potassium  chloride  contains  0*4756  part  of  chlorine.  ~  Hence, 
the  total  weight  of  chlorine  may  be  written : 

0*6047NaCl  +  0-4756KCI  =  t*   ....         (2) 

'  Better  results  are  obtained  at  a  later  stage  by  working  with  chlorides,  although  some  get 
the  alkalies  at  the  last  stage  as  mixed  sulphates  instead  of  mixdd  chlorides,  and  determine  tiie 
potassium  as  potassium  chloroplatinate  in  the  mixed  sulphates.  The  small  amount  of 
sulphuric  acid iiberated  during  the  double  decomposition:  K3S04  +  H2PtC]«=E2PtCl8  +  HgS04, 
does  not  appreciably  affect  the  results. 

^  There  is  a  slight  loss  of  alkaline  chlorides  by  adsorption.  The  barium  sulphate  carries 
down  less  potassium  salts  when  the  precipitation  is  made  in  solutions  but  feebly  acid — B.  West, 
Zeit.  anal,  Chem,,  ao.  867,  1881.  J.  F.  de  Vries  {Chem.  Weekblad,  5.  261,  1908)  found  26*6 
instead  of  27*0  per  cent.  K^O.  The  loss  was  due  to  the  potassium  salt  retained  by  the  barium 
sulphate. 

*  Commercial  *' guaranteed  pure"  barium  chloride  not  infrequently  contains  potassium 
salts.    Hence  attention  must  be  paid  to  this  matter,  otherwise  high  results  may  be  obtained. 

*  Gooch  and  Eddy's  Solution. — Mix  180  c.c.  of  ammonia,  800  cc.  of  water,  900  &c. 
as  absolute  alcohol,  and  saturate  the  mixture  with  ammonium  carbonate.  Filter  off  any 
insoluble  salt 

'  The  method  for  the  mixed  sulphates  is  quite  similar  in  principle. 
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These  two  relations  suffice  for  the  computatioD.  Solve  the  first  equation  for 
NaCl,  and  substitute  the  result  in  the  second.     We  thus  obtain,  on  reduction, 

KC[  =  i'Q09tv-7e22u;    and     NaCl  =  «;- KCl 

by  substituting  the  value  of  KCl  so  obtained,  in  the  first  equation.  The  con- 
version of  the  amounts  of  the  two  chlorides  so  obtained  into  the  equivalent 
oxides  is  effected  in  the  usual  manner^  namely: — 

Amount  of  KCl    x  0-6317  =  Amount  of  Kfi  ; 
Amount  of  NaCl  x  0-5303  =  Amount  of  NajO. 

This  method  does  not  give  good  results  with  the  small  amounts  of  alkalies 
found  in  clays,  unless  very  special  care  be  taken  to  ensure  the  absence  of 
magnesium  and  other  metallic  chlorides.  Collier^  obtained  quite  satisfactory 
results  with  mixtures  of  pure  salts :  for  instance  : — 

TMe  XL, — Test  Analyses — Indirect  Separation  of  Potassium 

and  Sodium  Chlorides, 


Mixed  t 
KCl. 
0*0582 

ogether. 
NaCl. 

•  ■  • 

Fou 
KCl. 
0-0573 

Lod. 

NaCl. 
0*0009 

Chlorine. 

Found. 

Calculated. 

0-0278 

0-0277 

0-1284 

0-0067 

0-1284 

0  0067 

0-0651 

0  0651 

0-0967 

0-0102 

0  0967 

0-0102 

0-0522 

0  0522 

0  0782 

0-0817 

0-0783 

0-0816 

0-0564 

0-0564 

0-0805 

0-0379 

0  0304 

0  0380 

0*0375 

0-0375 

0  0101 

0-1029 

0-0104 

0-1026 

0-0672 

0-0672 

0-0065 

0-1100 

0-0058 

0-1107 

0-0699 

0  0698 

•  ■  • 

0  0590 

•  •  • 

0-0605 

0-0860 

0-0358 

According  to  Virgili,  the  relative  errors  involved  in  the  indirect  processes  for 
sodium  and  pottissium  salts  are  those  indicated  in  Table  XLL,  on  the  assumption 
that  pure  salts  are  being  treated. 

Table  XLL — Relative  Errors  in  Indirect  Processes  for  the  Determination 

of  Soda  and  Potash. 


Determination. 


Total  chlorine  in  the  mixed  / 
chlorides  \ 

Conversion   chlorides    into  f 
sulphates  \ 

Total    SO4    in    the    mixed  T 
sulphates  \ 


Mixture  contains 


Relative  error. 


NaCl  :  KCl 
NaCl :  lOKCl 

NaCl :  KCl 
NaCl :  lOKCl 

NaaS04 :  K2SO4 
NaaS04 :  IOK2SO4 


Sodium  salt. 

NaCl  ±0-018 
NaCl  ±0-102 

NaCl  ±0-021 
NaCl  ±0  118 

Na.^04  ±0*021 
NaiS04  ±0-118 


Potassium  salt. 


KCl  ±0-014 
KCl  ±0-008 

KCl  ±0-017 
KOI  ±0*010 

K2SO4  ±0-017 
KaS04  ±0-010 


1  P.  Collier,  Amer.  J,  Science  (2),  37.  344,  1865  ;  Chein.  News,  10.  182,  1864  ;  F.  M.  Lyte, 
ift.,  29. 159,  1874  ;  E.  Fleischer,  /6.,  19.  265,  300,  1869  ;  F.  Mohr,  Lthrhiichder  TUrierineOiode, 
Braunschweig,  364,  1859;  Zeit.  anal.  Chcuu,  7.  178,  1868;  M.  Kretschy,  ib.^  15.  37,  1876; 
H.  Schiff,  Liebi'g's  Ann.,  105.  219,  1858  ;  T.  Thomson,  tft.,  20.  205,  1836  ;  K.  List,  ib.,  8x.  117, 
1852 ;  S.  Panpushka,  Jouni.  Phys.  Chem.  Oes,  St.  Petersburg,  19.  106,  1888 ;  ZeU.  aiial.  Client.^ 
27.  160,  1888 ;  L.  W.  Winkler,  Chem.  Ztg.,  24.  816,  1900 ;  G.  Errera,  Gazz,  Chim.  ItcU.,  18. 
244,  1889  ;  E.  K.  Landris,  Jatim.  Ainer.  Chem.  Soc,  17.  466, 1895  ;  18. 132,  1896  ;  G.  Werther, 
Joum,  prakt.  Chem.  (1),  91.  324,  1864  ;  J.  J.  Berzelius,  De  V Analyse  dca  Corps  Tnorganiq\i4s, 
Paris,  69,  1827  ;  J.  P.  Wuite,  Ch4im,  Weekblad,  A.  19,  1907.  A.  J.  Sofianopoulos  (^wW.  Soc, 
Chim.  (4),  5.  632,  1909)  converts  the  mixed  chlorides  into  fluorides.  The  process  has  not  been 
thoroughly  tested  in  general  work. 
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To  illustrate  the  effect  of  impurities  on  the  determination,  suppose  a  mixture 
of  potassium  chloride,  0*200  grm.,  and  sodium  chloride,  0"020  grm.,  has  0*002 
grm.  of  magnesium  chloride  as  impurity,  the  calculated  potassium  and  sodium 
chlorides  (supposing  that  there  are  no  analytical  errors)  will  be  respectively 
0*190  grm.  potassium  chloride  and  0*027  grm.  sodium  chloride,  in  place  of  0*200 
grm.  and  0  020  grm.  respectively.  Suppose  further  that  a  similar  mixture  of 
potassium  and  sodium  chlorides  has  0*002  grm.  of  an  inert  impurity,  say,  0*002 
grm.  of  magnesia.  Then,  under  the  above  conditions,  0*206  grm.  of  potassium 
chloride  and  0*016  grm.  of  sodium  chloride  would  be  obtained,  in  place  of  0*200 
grm.  and  0*020  grm.  respectively. 

This  all  means  that  the  indirect  jtrocess  tvill  give  exact  resvlts  with  large  or  small 
amounts  of  the  mixed  chlorides  when  no  impurity  is  present.  Consequently,  wlien 
there  are  no  means  of  establishing  the  purity  of  the  mixture,  and  when  t/ie 
alkalies  appear  at  the  end  of  a  long  series  of  separations,  the  method  will  not  be 
very  reHa^le,  since  the  method  of  calculation  multiplies  a  small  trace  of  impwrity 
into  a  relatively  large  error.  Some  consider  that  the  errors  by  the  indirect 
process  are  less  than  the  experimental  errors  by  the  direct  process  (c.^.,  List, 
Rose,  etc.).  This  is  probably  the  truth  about  the  method  with  the  limitations 
just  stated.^ 

§  106.  A  General  Study  of  Indirect  Separations. 

This  seems  rather  an  attractive  and  speedy  method  of  resolving  the  bases 
in  a  mixture,  and  the  student  might  well  inquire  why  the  principle  is  not  more 
extensively  applied  for  determining,  say,  potash  and  soda ;  cobalt  and  nickel ; 
lime  and  magnesia ;  lime  and  strontia ;  etc.  It  is  therefore  necessary  to  study 
the  principle  in  more  detail.     The  problem  may  be  stated  in  general  terms : — 

Given  a  mixtwre  of  two  salts  vrith  different  hoses  and  one  acid,  or  with  different 
cudds  and  one  base,  to  find  the  a/mownt  ofea^ch  constituent. — Let  the  salts  have  the 
general  formulee  MA  and  NA ;  ^  and  further,  let  the  total  weight  of  the  mixture 
be  Wy  and  the  weight  of  the  common  constituent  u.  It  is  required  to  find  the 
weights  of  M  and  N  in  the  mixture.  For  convenience,  let  x  denote  the  weight 
of  M,  and  y  the  weight  of  N.  Let  a  denote  the  known  weight  of  A  in  the  salt 
MA,  and  b  the  weight  of  A  in  the  salt  NA.     Hence,  it  follows : 

(a?  +  a)  +  (y  +  6)  =  if' ;    and,    a  +  6  =  u. 

Further,  it  follows  from  the  laws  of  chemical  combination  that  a'.x  —  A\M, 
and  b:y  =  AiN,  where  A,  M,  and  N  now  denote  the  equivalent  weight/S  of 
the  respective  constituents  represented  by  the  letters.     Then, 

a      A       b  ^  A 
~x^~M'  ~y~'N' 

These  four  equations  suffice  for  the  algebraic  solution  of  the  four  unknowns — 
X,  y,  a,  and  b — from  the  given  data.  Solving  these  equations  in  the  usual 
manner,  we  get 


*  R.  Fresenius,  Anleitung  zur  gitaniitaiiven  chemisch£n  Analyse,  Braunschweig,  441,  1863  ; 
H.  Rose,  HarMuch  der  analytischen  Chemie,  Braunschweig,  2.  17,  1871.  R.  Sunsen  {Zeit, 
anal.  Cktm.,  10.  400,  1871)  considers  the  indirect  process  a  useful  means  of  controlling  the 
results  by  the  direct  process.     J.  Dennant  {Rep.  Australasian  Assoc.,  2.  385,  1890)  objects. 

*  If  A  be  bivalent,  and  M  or  N  univalent,  say,  MgA  and  NjA,  then  we  write  M'  =  2M  in 
place  of  M  ;  and  conversely,  if  A  be  univalent,  and  N  or  M  bivalent  so  that  the  salts  are  MAg 
and  NA2,  we  write  A'— 2A  In  place  of  A.  In  the  first  case,  M',  N',  and  A  are  chemically 
equivalent,  and  in  the  second  case  M,  N,  and  A'  are  chemically  equivalent. 
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which  corresponds  with  equation  (1)  above.  From  the  first  pair  of  equations, 
we  get 

x  +  y  —  w-u,  .         .  .         (4) 

Solving  this  equation  for  y,  and  substituting  the  result  in  the  first  equation, 
we  get 

The  last  equation  is  not  needed  in  the  actual  arithmetic,  because  it  is  easier  to 
calculate  y  from  the  value  of  Xy  w,  and  u  in  equation  (4).  These  equations  (5) 
generalise  the  method  employed  on  page  227  in  solving  a  particular  problem. 

Conditions  for  Success, — Let  us  interpret  the  equations  further.     It  is  easy 
to  see  that  \i  u(M-\-A)-  wA  =  0,  x  must  be  zero,  and 

u        A 


w     N+A 

This  means  that  if,  in  the  analysis  of  a  mixture  of,  say,  the  alkaline  chlorides,  we 
get  a  relation  such  that 

u_     355         355 

w  "  23  +  35-5 ""  58-5  ' 

no  potassium  chloride  is  present. 

If  ^  be  less  than  if  in  magnitude,  we  have  u{N+A)  greater  than  wA^  since, 
if  wA  were  the  greater,  x  would  be  negative,  and  negative  values  of  x  are 
impossible.     Consequently,  we  have 

u         A 


w  ^N+A 

Every  addition  of  KCl  to  NaCl  makes  the  ratio  u :  w  greater  than  AiN+A)  or 
greater  than  35*5  :  58 '5. 

When  M^  N,  as  is  nearly  the  case  with  a  mixture  of  cobalt  and  nickel  salts, 
the  indirect  analysis  is  impossible  because  M-N  will  then  be  zero,  and  equations 
(5)  cannot  be  solved. 

By  rearranging  the  first  of  equations  (5),  and  expressing-  the  percentage 
amount  of  a;  in  a  mixture  weighing  w  grams,  we  have 

lOOif    (u(N -^  A)  -  wA\  ^    ^^ 

We  see  at  a  glance  that  the  factor  on  the  left  is  constant  for  a  particular 
pair  of  salts,  and  that  the  greater  the  value  of  this  factor,  the  greater  the 
influence  of  errors  in  the  determination  of  u  and  w  on  the  final  result.  With 
a  mixture  of  potassium  and  sodium  chlorides,  the  factor  is  nearly  7 ;  with 
magnesium  and  calcium  sulphates,  9;  and  with  nickel  and  cobalt  sulphates, 
555.  It  is  thus  easy  to  see,  other  things  being  equal,  that  a  mixture  of 
magnesium  and  calcium  sulphates  can  be  estimated  nearly,  but  not  quite,  as 
accurately  as  a  mixture  of  potassium  and  sodium  chlorides,  while  the  indirect 
separation  of  nickel  and  cobalt  sulphates  is  hopeless,  because  the  errors  in  the 
determination  are  multiplied  enormously.  Hence,  other  things  being  equal,  the 
calculated  values  of  x  and  y  will  be  the  more  accurate — 

(1)  The  smaller  the   numerical  values   of  the   equivalent  weights   of  the 

constituents  if  and  JV; 

(2)  The  greater  the  difference  between  the  equivalent  weights  of  the  con- 

stituents if  and  iT; 
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(3)  The  greater  the  equivalent  weight  of  the  aingle  constituent  A ;  and 

(4)  The  nearer  the  ratio  of  the  weights  « :  w  to  the  ratio  of  their  equivalent 

weights  if :  JT.' 

S  107.  The  Properties  of  Sodium  and  Potassium  Chloroplatiaates. 

In  place  of  the  preceding  process  it  ie  uaual  to  determine  the  potassium 
ohloride  separately,  and  subtract  this  from  the  weight  of  the  mixed  chlorides. 
The  remaining  weight  of  sodium  chloride  is  multiplied  by  0-5303  to  get  the 
equivalent  amount  of  sodium  oxide.     The  process  of  separation  depends  upon 


Grms.HjPfOc 


the  facts:  (1)  that  a  mixture  of  sodium  and  potassium  chlorides  in  contact 
with  a  solution  of  hydrocbloroplatinic  acid — H^PtClg — forms  both  sodium  and 
potassium  chloroplatinates  ;*  and  (3)  there  is  a  marked  difference  in  the  solu- 
bility of  the  two  salts  in  alcoholic  solution. 

Solubilitiei  of  Sodium  and  Pottuiiuni  CfUoroplatinatts  in  Ateoholic  Solutiont. 
— Both  sodium  and  potassium  chloroplatiaates  are  appreciably  soluble  in  water. 
The  solubilities  of  sodium  and  potassium  chloroplati nates  in  different  proportions 
of  ethyl  and  methyl  alcohol  and  water  are  indicated  by  the  graphs,  figs.  114-115.* 
These  results  show  that  the  greater  the  concentration  of  the  alcohol,  the  less  the 
solubiUty  of  the  chloroplatinate,  and  that  the  potassium  salt  is  less  soluble  in 
ethyl  than  in  methyl  alcohol. 

Different  investigators  have  different  ideas  as  to  the  beat  strength  of  the 
alcoholic  solution,  and  we  find  numbers  ranging  from  70  to  100  per  cent 
alcohol*  recommended  for  the  washing,  etc.     If  we  were  guided  only  by  the 

'  Wbeo  the  errors  in  tlie  determination  of  u  and  tn  are  the  same.  For  a  more  exact  study 
of  Oie  reUtioDB  between  tlie  calculated  Talues  of  le  and  y  and  the  ex^ienmental  errors  in  the 
detarminaUon  of  u  aud  to,  see  J.  W.  Hellor,  Higher  Malktmaliea,  London,  E>39,  ISOB  ;  and 
for  a  discuBsion  on  the  indirect  methods  of  analysie,  see  J.  Fages  y  Virgili,  Die  indirtkUn 
MModen  dtr  analytiachm  Chevae,  Stuttgart,  1911. 

*  Alao  called  yUtinichlDrides,  not  plannoohlarides. 

'  H.  paigot,  Mimit.  SnerU.  {i).  6.  872,  1892  ;  H.  Precht,  CA™.  Zlg..  ».  209,  1896;  R. 
Bonaea  and  13.  Kirchboff,  Fogg.  Ann.,  iij.  337,  1861 ;  E.  H.  ArchiUld,  W.  G.  Watson,  and 
B.  Q.  Buckley,  Joura.  Amct.  Chem.  Sx.,  30.  747,  1908. 

*  H.  Precht  (2rt(.  aaai.  Cktm.,  iS.  .^09,  1879;  H.  Precht,  H.  Vogel,  and  H.  Haefoke, 
Landi.   Fir,  Slat.,  47.  97,  tSBO)  recomuends  absolute  aloohoL     It.  FinKener  (Po^.^nn.,  39. 
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solubility,  we  should  recommend  the  use  of  absolute  alcohol.  But  the 
Versuchstationen  at  Halle  and  Darmstadt  ^  have  shown  that  alcohol  of  greater 
concentration  than  96  per  cent,  gives  too  high  results. 

Decomposition  of  Sodium  Chloroplatinate  by  Concentrated  Alcoholic  Solutions. 
— Morozewicz  ^  claims  to  have  traced  the  high  results  with  concentrated  alcohol 
to  the  decomposition  of  part  of  the  sodium  chloroplatinate,  by  alcohol  of  greater 
concentration  than  90  per  cent.,  into  sodium  chloride^  and  soluble  platinum 
chloride  ;  and  three  or  four  times  more  of  the  hydrochloroplatinic  acid  is  needed 
to  convert  all  the  sodium  into  sodium  chloroplatinate.  The  presence  of  the 
insoluble  cubic  crystals  of  sodium  chloride  intermixed  with  the  potassium 
chloroplatinate  is  supposed  to  explain  the  high  results  obtained  when  the  alcohol 
employed  for  the  washing,  etc.,  is  too  concentrated.  There  is  no  danger  of  the 
formation  of  the  sodium  chloride  with  80  per  cent,  alcohol,  but  another  danger 
arises,  owing  to  the  solubility  of  the  potassium  chloroplatinate  in  the  alcohol.** 
This  means  that  0  0001  grm.  of  potassium  chloride,  or  0  000064  grm.  of  potassium 
oxide,  must  be  added  to  the  final  result  for  every  10  c.c.  of  80  per  cent,  alcohol 
which  comes  in  contact  with  the  precipitate.'^  As  a  rule,  less  than  50  c.c.  of  the 
alcoholic  solution  are  used  in  clay  analyses,  and  in  consequence  the  solubility 
correction  may  usually  be  neglected.® 

Effect  of  the  Concentration  of  the  Solution  on  Precipitated  Pota^num  Chloro- 
platinate.— We  now  inquire ;  should  the  hydrochloroplatinic  acid  be  added  to  a 
concentrated  or  to  a  dilute  solution  of  the  two  chlorides  ?  Fresenius  ^  recommends 
a  concentrated  solution.  In  this  case,  a  fine  pulverulent  precipitate  is  formed, 
which   appears   under  the   microscope   to  be  a  mixture  of  stellate  groups  of 


90 

92-5 

95           per  cent 

0-345 

0-223 

0-146    grm. 

0-073 

0-043 

0-028    grni. 

637,  1866)  and  D.  Lindo  {Chem.  News,  44.  77,  86,  97,  129,  1881),  98  per  cent,  alcohol ;  the 
Stassfurter  Kaliindustrie,  96  to  100  per  cent  ;  B.  Sjollema  (CAcwi.  Ztg.,  21.  739,  1897),  90  per 
cent  alcohol ;  and  A.  Attcrberg  {ZeU.  anal,  Chem,,  36.  814,  1897  ;  Che^}i,  Ztg,,  22.  523,  588, 
1898),  80  per  cent  alcohol.  H.  Fresenius  {Chem.  Zlg.,  34.  1032,  1910)  states  that  70  per  cent 
alcohol  gives  too  low  results,  85  per  cent  too  high  ;  and  SO  percent  alcohol  gives  correct  results. 
1  Larufs.  Ver.  Stat.,  45.  374,  1894 ;  46.  181,  1895. 

*  J.  Morozewicz,  Ber.  Acad.  Sciences  Cracovie,  796,  1906.  P.  P.  Ti-eadwell  {Kurzes  Lehrhuch 
der  anaZytischen  Chemie,  Leipzig,  2.  38,  1911)  does  not  think  that  the  sodium  chloroplatinate, 
is  decomposed  in  the  manner  stated  by  Morozewicz.  W.  A.  Davis  {Chem.  IV^orld,  i.  219,  1912) 
agrees  with  Morozewicz. 

*  F.  Rottger  and  H.  Precht  {Ber.,  18.  2076,  1885)  show  that,  at  15^  100  grms.  of  alcohol 
dissolve  the  following  amounts  of  sodium  and  potassium  chlorides : — 

Alcohol 

Sodium  chloride      .... 
Potassium  chloride . 

*  According  to  P^ligot,  the  solubility  of  the  {)ota8sium  chloroplatinate  is  rather  less  in  methyl 
alcohol  (but  see  fig.  114),  and,  in  consequence,  some  recommend  the  use  of  methyl  alcohol  m 
place  of  ordinary  ethyl  alcohol.  P.  Rohland  {Zeit.  anorg.  CJiem.,  15.  412,  1897  ;  lO.  806,  1898  ; 
Zeit.  anal.  Chem.,  49.  358,  1910)  points  out  that  methyl  alcohol  has  additional  advantages.  If 
the  precipitation  be  made  in  the  presence  of  barium  chloride,  the  barium  chloroplatinate  is  liable 
to  decompose  into  barium  chloride  and  platinum  chloride.  The  former  is  fairly  soluble  in  methyl 
alcohol  (78  parts  of  absolute  methyl  alcohol,  at  15"*,  dissolve  1  part  of  barium  chloride),  and 
practically  insoluble  in  ethyl  alconol  even  at  80  per  cent,  concentration.  After  washing  in 
methyl  alcohol  Rohland  finishes  off  by  washing  with  ether.  The  potassium  chloroplatinate  is 
less  soluble  in  a  mixture  of  alcohol  and  ether  than  in  alcohol  alone,  and  R.  Finkener  {I.e.) 
recommends  a  mixture  of  absolute  alcohol  and  ether  in  the  proportions  2:1,  while  B.  0. 
Corenwinder  and  G.  Contamine  (C*ow|>^.  Rend.,  89.  907,  1879)  recommend  a  mixture  of  96  per 
cent,  alcohol  with  ether  in  the  proportions  9:1;  and  H.  N.  Warren  {Cliem.  News,  75.  266, 
1897)  recommends  a  mixture  of  amyl  alcohol  and  ether. 

^  The  volume  is  easily  measured  if  the  filtration  be  conducted  in  a  Gooch's  crucible  in  a  Witt's 
filtration  jar  (page  99),  containing  a  measuring  cylinder.  The  measurement,  however,  need  be 
only  approximate. 

®  H.  Fi-esenius  and  P.  H.  M.  P.  Brinton,  Zeit.  anal.  Chem.,  50.  21,  1911. 

"^  R.  Fresenius,  Zeii.  anal.  Chem.,  16.  63,  1877  ;  2Z.  234,  1882. 


THE   DETERMINATION   OP   THE   ALKALIES. 


233 


crystals    with   a  few  octahedral  crystals.      If  the  hy(}rochloroplatinic  acid  be 

added    to  a  dilute  solution,  and  subsequently   evaporated   down,  the  crystals 

are  mainly  octahedral.      In  both  cases  the  crystals  belong  to  the  cubic  system. 

Those  formed  in  concentrated  solution  appear  to  be  octahedra  distorted  into 

rod-like  crystals.     The  crystals  formed  in  concentrated  solution  also  contain  a 

relatively  large  number  of  cavities,  which  enclose  minute  globules  of  the  mother 

liquid,    while   the  octahedral  crystals  contain,   as   a   rule,  comparatively   few 

inclusions.     These   facts  are   rather  important.     The  crystals  with  the  liquid 

inclusions  must  give   high   results,   since   the    resulting   precipitate    contains 

potassium  chloroplatinate  plus  mother  liquid.     The  crystals  can  be  more  or  less 

perfectly  dried,  but  the  result  will  then  still  be  high,  presumably  owing  to  the 

residue   left  on   evaporation   of  the  liquid  to   dryness.      Difficulties  are  also 

encountered   in  drying  the  potassium  chloroplatinate  formed  in  concentrated 

solutions.     This   is  exemplified  by  the  following  experiment,  due   to  Winton.^ 

In  one  case,  a  mixture  of  1*018  grms.  of  potassium  chloride  and  0*541  grm.  of 

sodium  chloride  was  made  up  to  100  c.c. ;  and  in  another  case,  a  mixture  of 

13063  grms.  of  potassium  chloride  and  0*541  grm.  of  sodium  chloride  was  also 

made  up  to  100  c.c.      Corresponding  volumes  were  treated  with  hydrochloro- 

platinic   acid.     The   resulting  precipitates  were  treated  in  the  same  way,  and 

their  weights,  after  drying  for  the  periods  stated  in  Table  XLII.,  and  at  the 

stated  temperatures,  were  determined.     The  results  are  shown  in  Table  XLII. 

The  Drying  of  PoUtssium  Chloroplatinate. — Obviously,  a  more  protracted 
drying  at  a  relatively  high  temperature  is  needed  to  dehydrate  crystals  formed 
in  a  concentrated  solution,  than  when  the  crystals  are  formed  in  a  dilute 
solution.  This  result  also  explains  how  different  investigators  have  made 
different  recommendations  at  this  stage  of  the  analysis.  Fresenius,  for  example, 
says  that  30  hours  at  130**  are  needed,  while  Eggertz  and  Nilson  say  that 
from  10  minutes  to  4  hours  suffice.^ 

Table  XLII. — Effect  of  drying  Potassium  Chloroplatinate  formed  in  Dilute 

and  in  Concentrated  Solutions. 


Temperature 
of  oven. 

Hours 
drying. 

Precipitated 
in  dilute 

Precipitated  in 
concentrated 

•c. 

solution. 

solution. 

100 

2 

99-57 

100-22 

100 

8 

99-57 

100*03 

100 

14 

99*67 

99*95 

100 

20 

99-56 

99*93 

180 

26 

99-56 

99-80 

130 

38 

99-55 

99-70 

130 

66 

99*55 

99-67 

160 

84 

99*52 

99*56 

160 

102 

99-51 

99-50 

The  "Atomic  Weight"  of  the  Platinum  in  Potassium  Chloroplatinate. — The 
older  analysts  used  the  number  197  for  the  atomic  weight  of  platinum,  whereas 
recent  work  shows  that  the  atomic  weight  of  this  element  is  nearer  195.      The 


*  A.  L.  Winton,  Joum,  Amer.  Chem.  Soc.,  17.  453,  1895  ;  Ruer,  CJiem.  Ztg.,  20.  270,  1896  ; 
F.  T.  B.  Dupr^,  i6.,  20.  305,  1896. 

'  R.  Fresenius,  I.e. ;  C.  G.  Eggertz  and  L.  F.  Nilson,  Konigl.  Land.  Akad.  Hand.  Tid8.y 
35.  826,  1898  ;  G.  Krause,  Arehiv  Pharm.  (3),  2.  407,  1874. 
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former  number  gives  the  factor  0"3056  for  converting  the  weight  of  the  potassium 
chloroplatinate  into  potassium  chloride,  while  the  later  number  gives  the  factor 
0'30688.  The  "wrong"  number  apparently  gives  a  result  nearer  the  truth, 
unless  certain  modifications  be  made  in  the  conduct  of  the  analysis  (page  250). 

The  Trcmsforniatum  of  PotoMtum  Chloroplatinate  into  Metal  before  Weighing. 
— Owing  to  possible  errors  arising  from  the  contamination'  of  the  potassium 
chloroplatinate  when  precipitated  in  contact  with  barium  chloride,  as  is 
necessary  in  some  special  cases,  some  reduce  ^  the  chloroplatinate  to  metal,  wash 
out  the  soluble  salts,  and  multiply  the  weight  of  the  metal  by  the  necessary 
factor  to  get  the  equivalent  potassium  chloride  or  oxide.  The  chlorine  may  also 
be  determined  in  the  soluble  salts  by  titration  according  to  Volhard's  or  Mohr's 
processes  (pages  76  and  79),  and  the  result  calculated  to  potassium  chloride 
or  oxide. ^    These  methods  are  not  usually  employed  in  silicate  analyses. 

§  io8.  The  Separation  of  Potassium  as  Potassium 

Chloroplatinate. 

Precipitation  of  Potasnum  Chloroplatinate. — Treat  a  dilute  solution  of  the 
mixed  chlorides  in  a  small  porcelain  basin  w^ith  0*3  c.c.  more  than  the  amount  of 
hydrochloroplatinic  acid  calculated  ^  on  the  assumption  that  the  mixed  chlorides 


>  A.  Atterberg,  Chem,  Ztg,,  21.  261,  1897  ;  ZeU.  anal.  Chem,,  36.  214,  1897  ;  L.  Tietjcns 
and  Apel,  id.,  36.  815,  1897  ;  A.  H.  Allen,  B.A.  Rep.,  24,  1876  ;  Chein.  Neios,  35.  259,  268, 
1877;  36.  17,88,  47,1877. 

«  With  hydrogen  gas  (R.  Finkener,  Pogg.  Ann,,  zap.  687,  1866);  rinc  dust  (J.  Diamant, 
Chem.  Zta.f  22,  99,  1898);  mercury  (E.  Sonstadt,  Joum.  Ckem.  Soc.,  67.  984,  1896);  mag- 
nesium ribbon  (L.  L.  do  Koninck,  Zeit.  anal,  Chem.,  12.  187,  1873 ;  2Z.  406,  1882  ;  C.  Favre, 
Compt,  Bend.,  122.  1881,  1896 ;  A.  Villiers  and  F.  Borg,  Bull.  Soc,  Chifn.  (3),  9.  602,  1898  ; 

A.  Fiecbter,  ZeU.  anal.  Chem.,  50.  629,  1911 ;  R.  Tmka,  ib.,  51.  108,  1912 ;  A.  Atterberg,  ib., 
51.  488,  1912);  mercurous  chloride  (A.  Mercier,  Bull.  Assoc.  BOg.  Chem.,  10.  403,  1897); 
formic  acid  (H.  N.  Warren,  Chem.  Netcs,  75.  266,  1897) ;  sodium  formate  (R.  Bbttger,  Zei/. 
anal.  Chem.,  13.  176,  1874  ;  F.  Jean  and  J.  A.  Trillat,  Bull.  Soe.  Chim.  (8),  7.  228,  1892  ; 

B.  C.  Corenwinder  and  G.  Contamine,  Compl.  Rend.,  89.  907,  1879  ;  Wousseu,  Ann.  Agronom., 
13.  481,  1888) ;  calcium  formate  (L.  L.  de  Koninck,  Chem.  Ztg.,  19.  901, 1896) ;  sodium  oxalate 
(F.  Mohr,  ZeU.  anal.  Chem.,  12.  187,  1878  ;  21.  216,  1883) ;  thioacetic  acid  (A.  Atterberg,  ZeU. 
anal.  Chem.,  36.  814,  1897  ;  Chem.  Ztg.,  22.  522,  538, 1898). 

»  J.  Diamant,  Cliem.  Ztg.,  22.  99,  1898;  A.  Atterberg,  ib.,  22.  622,  638,  1898; 
L.  L.  de  Koninck,  ZeU.  aiial.  Chem.,  35.  72,  1896  ;  F.  Mohr,  ib.,  Z2.  137,  1873. 

*  Sufficient  hydrochloroplatinic  acid  should  be  added  to  convert  both  the  sodium  and  the 
potassium  chlondes  into  the  corresponding  cbloroplatinates.  The  solution  of  hydrochloro- 
platinic acid  should  contain  O'l  grm.  of  platinum  per  c.c.  Assume  that  the  mixed  chlorides 
are  all  sodium  chloride,  multiply  their  weight  by  17,  and  add  0*8  to  the  product.  The  result 
represents  the  number  of  cubic  centimetres  of  the  hydrochloroplatinic  acid  solution  to  be 
used.  In  the  above  examnle  (i»ge  226),  0-087  x  17  =  0*629  c.c.  ;  and  0-629 +  0-3  =  1  c.c. 
nearly.  If  sufficient  hydrocnloroplatinic  acid  has  been  added,  a  drop  of  the  solution,  under 
the  microscope,  will  show  golden  yellow  octahedral  crystals  of  potassium  chloroplatinate, 
and  orange-coloured  needles  of  sodium  chloroplatinate.  If  colourless  cubes  of  sodium  or 
potassium  chloride  be  present,  insufficient  hydrochloroplatinic  acid  has  been  added.  The 
nydrochloroplatinic  acid  should  Be  free  from  potassium  and  anmionium  cbloroplatinates. 
Potassium  chloroplatinate  is  appreciably  soluble  in  ammonium  chloride  (0*0016  grm.  of 
potassium  chloroplatinate  dissolved  in  10  c.c.  of  ammonium  chloride  solution).  The  import- 
ance of  using  pure  hydrochloroplatinic  acid  has  been  emphasised  by  H.  Vogel  and  H.  Haefcke 
{Lands.  Ver.  Stat.,  47.  97,  1896),  H.  Precht  [ZeU.  anal.  Chem.,  18.  509,  1879),  A.  F.  HoUeman 
(Chem.  Ztg.,  16.  35,  1892),  and  C.  R.  Fresenius  {ZeU.  anal.  Chem.,  33.  858,  1892).  S.  Zuck- 
schwerdt  and  B.  West  {ZeU.  anal.  Chem.,  20.  185,  1881)  state  that  potassium  chloroplatinate  is 
soluble  in  hydrochloroplatinic  acid,  and  consequently,  if  too  great  an  excess  of  this  acid  be 
present,  low  results  will  be  obtained.  An  excess,  however,  must  be  added  to  ensure  complete 
precipitation.  The  comparatively  small  excess  usually  added  cannot  have  an  appreciable 
influence,  even  accepting  Zuckschwerdt  and  West's  data  (100  c.c.  of  a  solution  of  hydro- 
chloroplatinic acid  containing  7  grms.  of  platinum  per  100  c.c.  dissolve  0*8260  grm.  of 
potassium  chloroplatinate  in  30  hours).     W.   Dittmar  and  J.  M^^ Arthur  {Trans.  B5y.  Soe. 
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ire  all  sodium  chloride.     Evaporate  the  solution '  to  a  Bjnipy  consistency*  on 
I  water  bath.*    Cool.     The  mass  should  form  a  solid  cake. 


Fto.  IIS. — Air  bath  and  thermostat. 

Filtration  and  Waihintf. — Treat  the  residue  with  a  few  cubic  centimetres  of 
an  80  per  cent,  solution  ot  alcohol.*     Stir  with  a  glass  rod.     Decant  the  liquid 

Edin.,  33.  iL  661,  1887  ;  Joum.  Soc.  Chtm.  Ind.,  6.  79S,  1887  ;  B.  E,  Tatlock,  Chem.  Neun, 
30.  71,  1874  ;  43.  278,  1881}  state  that  "  the  precipiUto  of  ^tasBinia  chloroplatiDate  has  a 
remarkable  tendency  to  carry  down  platinum  chipflj  as  hydroxide,  ir  produced  in  the  absence 
-'  -  large  eiceMof  hydrocbloroplatinic  acid."  There  appears  to  be  a  kind  of  hydro! vris  in  the 
te  solution,     for  objectionn  to  aiilphatea  with  the  "  platinum  chloride,"  see  A>  F,  Holleman, 


Chtm.  Zip.    t6.  35,  18S2. 

1  Soffioient  water  should  be  pret 

*  H.  Precht,  Ztii.  anal.  Chem.,  18.  614,  1879.     P.  Rohland  (Zeil.  anorg.  Chan.,  15,  412. 


ffioient  water  should  be  present  to  form  a  clear  solution  whan  first  heated  on  the  water  bath. 


1897  ;  16.  3Q3,  1898)  does  not  recommend  evaporation  to  'dryness,  since  the  dehydrated  sodium 
chioroi^tinate  is  less  soluble  in  alcohol  than  the  crystalline  salt  G.  Ulex  {Ztit.  anal.  Chan., 
17.  17d,  1878}  recommends  adding  1  to  6  cc  of  a  20  per  cent,  solution  of  glycerol  to  prvvent 
the  lodinni  chtoropUtinate  becoming  too  dry,  since  otherwise  it  might  not  be  dissolred. 
B.  Presenins,  AnUitung  zuT  guaiUiialivea  themixhen  Anoiytt,  Braunschweig,  3.  2B0,  190&i 
Enit.  edit.,  3.  220,  IBOO. 

>  The  final  result  is  independent  of  the  kind  of  dish  (platinum  or  porcelain)  used  in  the 
srapontion  ;  the  presence  of  a  little  free  hydrochloric  or  sulphuric  acid  ;  and  the  temperature 
of  the  water  bath  (A,  L.  Winton,  Joam.  Amer.  Chem.  Soc.,  17.  453,  1895}.  Oases  are  on 
record  where  an  insoluble  platinoos  compound  ia  formed  by  a  reaction  between  the  platinum  of 
the  diib  and  the  salt.     W.  F.  Hillebrand,  BvU.  U.S.  Otol.  Sur.,  122,  173,  1910. 

*  A.  HitMherlich  {Joum.  praki.  Chem.  (1},  S3.  480,  1801)  recommends  adding  the  alcohol 
after  the  platinom  sail,  as  indicated  in  the  text 
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through  a  weighed  Gooch's  crucible.  Treat  the  mass  again  with  80  per  cent, 
alcohol ;  and  again  decant.  Repeat  the  decantations  with  80  per  cent/  alcohol 
until  the  alcohol  running  through  the  Gopch's  apparatus  appears  colourless ;  and 
the  precipitate  appears  golden  yellow,  not  orange  yellow.  Transfer  the  precipitate 
to  the  Gooch's  crucible  ^  by  the  aid  of  a  "  policeman."  Wash  with  80  per  cent, 
alcohol  by  half  filling  the  crucible  about  six  times. 

Drying  the  Precipitate, — Drain  off  the  alcohol,^  and  dry  the  precipitate  at 
130**  to  a  constant  weight  in  an  air  bath  whose  temperature  is  maintained 
constant  by  means  of  a  thermostat,  Ay  fig.  116  ;  or  in  an  amyl  alcohol  bath,  fig.  90. 
B  represents  the  thermometer.  The  copper  flange  CC  on  the  front  and  sides  of 
the  bath  is  to  deflect  the  products  of  combustion  from  the  flame  up  the  back  of 
the  bath,  away  from  the  door.  Cool  the  crucible  in  a  desiccator,  and  weigh. 
The  increase  in  weight  represents  the  potassium  chloroplatinate.^ 

CcUeidation, — Multiply  the  weight  of  the  potassium  chloroplatinate  by  0*3068 
(or  see  Table  LXXXVII.)  to  get  the  corresponding  amount  of  potassium  chloride, 
and  by  01 941  (or  see  Table  LXXXVIII.)  to  get  the  corresponding  amount  of 
potassium  oxide.  Subtract  the  amount  of  potassium  chloride  from  the  weight  of 
the  mixed  chlorides  in  order  to  get  the  amount  of  sodium  chloride  in  the  given 
sample,  and  multiply  the  result  by  0*5303  (or  see  Table  LXXXIX.)  to  get  the 
corresponding  amount  of  sodium  oxide.  The  following  are  the  weighings 
obtained  with  half  a  gram  of  clay  from  which  0'0227  grm.  of  the  mixed  chlorides 
was  obtained : — 

Dish  and  mixed  chlorides 26*2867  grins. 

Empty  dish 26*2640  gnns. 

Mixed  chlorides >        .        .      0*0227  grm. 

Gooch*s  crucible  and  potassium  chloroplatinate     ....     27*6898  grms. 
Qooch*s  crucible  alone 27*6351  grms. 

Potassium  chloroplatinate 0*0547  grm. 

Since  00547  x  0*3068  =  00168  grm.  of  potassium  chloride. 

Mixed  chlorides 0*0227  grm. 

Potassium  chloride 0*0168  grm. 

Sodium  chloride 0*0059  grm. 

Hence, 

Weight  of  potassium  chloroplatinate  x  0*1941  =  0  0106  grm.  E3O. 
Weight  of  sodium  chloride    .        .      x  0  '5303 = 0  *0031  grm.  Na^O. 

If  the  amount  of  ammonium  chloride  and  calcium  chloride  used  in  Smith's 
process  for  the  mixed  chlorides  contained  a  grm.  of  KgO,  and  b  grm.  of 
Na^O,  a  must  be  subtracted  from  the  potash,  and  b  from  the  soda.  A  blank 
determination  showed  that  the  materials  used  in  the  above  determination  con- 
tained no  potassium  oxide  (a  =  0),  but  did  contain  (b  =  )  0*00022  grm.  of  NagO. 
Hence,  the  amount  of  sodium  oxide  is  0*0031  less  0*0002  =  0*0029  grm.  per  half 


^  The  results  are  generally  too  high  with  tared  filter  papers — F.  H.  van  Leent,  J^eit,  anal. 
Chem,,  40.  569, 1901  ;  R.  Caspari,  Zeit,  angew.  Ohem,,  6.  68, 1893  ;  F.  Bolm,  Zeit.  anal,  Chem.^ 
58.  343,  1899  ;  C.  R.  Fresenius,  Anleiiung  zur  qv4ijUitativen  chemischen  Analyse,  Braunschweig, 
2.  290,  1905;  Eng.  edit.,  2.  221.  1900;  H.  J.  F.  de  Vries,  Chenu  WeekUad,  4.  -231,  456, 
1907  ;  5.  176,  1908. 

2  C.  G.  Eggertz  and  L.  F.  Nilson  {Kiytiigl  Land,  Akad.  Hand.  Tids.,  35.  326,  1898)  here 
recommend  (hunching  the  precipitate  with  ether. 

'  According  to  H.  Fresenius  and  P.  H.  M.  P.  Brinton  {Zeii,  anal.  Chem,^  50.  21,  1911),  if 
the  weighed  potassium  chloroplatinate  be  caked  into  lumps,  and  not  pulverulent,  it  should  be 
redissolved  in  boiling  water,  and  evaporated  in  a  platinum  dish  on  a  water  bath  in  which  the 
water  is  not  quite  boiling,  again  dried  at  130**,  and  weighed.  The  reasons  will  appear  from 
page  238. 
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gram  of  the  clay.  The  clay  in  question  thus  contained  the  equivalent  of  2*12 
per  cent,  of  KgO,  and  0*58  per  cent.  NagO. 

j^rror*.— ^-Some  idea  of  the  magnitude  of  the  accidental  errors  in  the  deter- 
mination of  the  potash  hy  this  and  Smith's  process  can  he  obtained  from  the 
following  eight  independent  determinations  made  on  one  sample : — 

00106;  0-0103;  0  0108;  00101;  00109;  00108;  0-0104;  00103. 

The  mean  is  0*0105  grm.  per  05  grm.  of  clay,  that  is,  2  10  per  cent.  The 
deviations  range  approximately  between  ±  0  04  grm.  per  100  grms.  of  clay.  It  is 
necessary  to  mention  that  if  the  clay  or  silicate  contained  sulphur,  and  sulphur  be 
not  removed  as  indicated  on  page  226,  some  sodium  sulphate  is  almost  certain  to 
contaminate  the  potassium  chloroplatinate.  In  fact,  the  sulphates  must  be  con- 
verted into  chlorides  by  treatment  with  barium  chloride  before  applying  the 
''platinum"  process.  Care  must  be  taken  that  there  is  no  excess  of  either 
sulphate  or  barium  chloride,  or  the  results  will  be  high. 

§  109.  The  Separation  of  Potassium  as  Potassium  Perchlorate. 

Potassium  perchlorate  is  practically  insoluble  in  concentrated  alcoholic 
solutions,  while  sodium,  barium,  and  magnesium  perchlorat^s  are  soluble  under 
the  same  conditions.  In  1831,  S^rullas^  proposed  a  method  for  the  determina- 
tion of  potassium  based  on  this  property,  but  owing  to  the  difficulty  in  getting 
pure  perchloric  acid  at  that  time,  and  to  some  mistaken  ideas  on  the  properties 
of  perchloric  acid,  Si^rullas'  proposal  did  not  get  the  attention  it  deserved. 
Quite  satisfactory  perchloric  acid  can  now  be  easily  obtained  in  commerce,  and 
some  of  the  principal  sources  of  error  have  been  investigated,^  and  methods 
devised  by  which  results  rivalling  the  hydrochloroplatinic  acid  process  can  be 
obtained,  and  this  in  less  time  and  at  a  less  cost-— hydrochloroplatinic  is  un- 
comfortably expensive  for  commercial  work.  The  greater  simplicity  of  the 
process  also  renders  it  less  liable  to  error  when  once  the  manipulation  is 
mastered.  The  details  of  the  method  to  be  used  in  the  separation  are  as 
follows : — 

The  Process, — Dissolve  the  mixed  chlorides^  in  from  10  to  15  c.c.  of  hot 
water,  and  then  add  two  or  three  times  as  much  perchloric  acid  as  is  theoretically 
required  to  precipitate   the   mixed  perchlorates.     Evaporate  the  mixture  on  a 


^  M.  S<^rullas,  Ann,  Chim.  Phys.  (2),  46.  294,  1881. 

»  T.  Schloesing,  Ciympt,  Emd,,  73.  1269,  1871  ;  K.  Kraut,  Zeit,  anal.  Ckem.,  14.  162, 
1875 ;  A.  Bertrand,  Monit,  Scient.  (3),  2.  961,  1881  ;  L.  Grandeau,  TraiU  tVanaZyse  des 
matures  agrieoles,  Paris,  X.  419,  1897  ;  D.  A.  Kreider,  Chem,  News,  73.  8,  17,  1896  ;  72.  241, 
251,  261,  1895 ;  Zeit,  anal.  Chem,,  9.  348,  1870 ;  D.  A.  Kreider  and  J.  E.  Breckenbridge,  ih„ 
13.  161,  1897;  Ckem,  News,  74.  227,  1896;  F.  S.  Shiver,  ih,,  79.  269,  281,  1899;  Jmim, 
Amer.  Chem.  Soc,,  21,  33, 1899  ;  R.  Caspari,  Zeit,  angew,  Chem,,  6.  68, 1893  ;  Zeit,  anal.  Chem., 
36.  709,  1897  ;  V.  Schenke,  Landw,  Ver.  Slat,,  47.  36,  1895 ;  C.  Aumann,  ib,,  60.  281,  1901  ; 
A.  Strigel  and  J.  Dodt,  ib.,  78.  179,  1912  ;  V.  Schenke  and  P.  Kriiger,  ib.,  67.  145.  1907  ; 
W.  Wense,  Zeit,  angew,  Chem.,  4.  691,  1891 ;  5.  233,  1892;  H.  Kolbe,  Joum.  prakt,  Chem. 
(2),  5.  93,  1872 ;  F.  Hamel,  Ch&m,  News,  26.  27,  1892 ;  H.  Pi-echt,  International  Cong.  App. 
Chem.,  7.  i,  146,  1909  ;  G.  Suit,  Mln,  Eng,  World,  36.  605, 1912 ;  W.  A.  Davis,  Chem.  World, 
I.  219,  1912 ;  A.  Wityn,  Ross.  Joum.  Exp,  Agrie,,  2,  192,  1912. 

'  The  amount  is  calculated  as  follows  : — Assume  that  the  mixed  chlorides  are  all  sodium 
chloride,  and  that  the  perchloric  acid  used  is  30  per  cent.  (sp.  gr.  1  *20)  solution.  Multiply  the 
weight  of  the  mixed  chlorides  by  6,  and  the  product  represents  the  number  of  cubic  centimetres 
of  acid  required  for  the  work.  Perchloric  acid  of  approximately  60  per  cent  strength  has  a 
specific  gravity  of  1*54;  30  per  cent,  1*20  ;  and  20  per  cent,  1*12.  There  is  no  difficulty 
about  keeping  the  acid.  It  is  not  decomposed  by  hydrochloric  or  by  sulphurous  acid.  The 
acid  slowly  volatilises  at  188'*  without  decomposition.  It  is  not  affected  by  exposure  to  light. 
The  strength  of  the  acid  is  easily  determined  by  titration  of  a  known  amount  with  standard 
sodium  hydroxide  with  phenol  phthalein  as  indicator. 
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water  bath  to  a  syrupy  liquid  until  the  fumes  of  perchloric  begin  to  appear ;  cool 
a  little.  Take  up  the  mass  with  hot  water,  and  add  5  to  6  c.c.  of  perchloric 
acid.  Be-evaporate  until  the  fumes  of  perchloric  acid  again  begin  to  appear.^ 
The  object  of  this  treatment  is  to  remove  the  hydrochloric  acid.  This  is 
important.  Stir  the  cold  mass  -with  about  20  c.c.  of  96  or  97  per  cent, 
alcohol  containing  0*2  per  cent,  by  weight  of  perchloric  acid.  Keep  the 
potassium  perchlorate  as  coarsely  granular  as  possible.  Let  settle.^  Decant 
through  a  dried  and  weighed  Gooch's  crucible.  Wash  the  residue  by  decantation 
through  the  Gooch's  crucible  three  times.  About  20  c.c.  of  the  alcohol  will 
be  needed  for  the  washing.  Transfer  the  precipitate  to  the  Gooch's  crucible 
by  means  of  alcohol.^  Some  prefer  to  wash  the  residue  at  this  stage  with 
20  c.c.  of  a  mixture  of  equal  parts  of  97  per  cent,  alcohol  and  ether.  Dry  the 
precipitate  at  120'  to  130°  for  about  half  an  hour,*  and  then  weigh  as  KCIO^. 

Calculations, — Assume  that  0*5  grm.  of  clay  has  been  treated  by  Smith's 
process,  and  that  0*0243  grm.  of  the  mixed  chlorides  have  been  obtained. 

Crucible  and  perchlorate 6*7228  grms. 

Empty  cracibie 6*6951  ^rms. 

Potassium  perchlorate 0*0272  grm. 

Multiply  the  weight  of  the  potassium  perchlorate  by  0*5381  in  order  to  find  the 
equivalent  amount  of  potassium  chloride — or  use  Table  LXXXYII.     Hence, 

0*0272  X  0*5381 »  0*0146  grm.  of  potassium  chloride. 

Multiply  the  weight  of  the  potassium  perchlorate  by  0*33992  in  order  to  find  the 
equivalent  amount  of  potassium  oxide — KjO — or  use  Table  LXXXVI.     Hence, 

0*0272  X  0-34  «  0-0092,  or  1*84  percent,  of  KjO. 

Subtract  the  weight  of  the  potassium  chloride  from  the  weight  of  the  mixed 
chlorides,  and  the  result  represents  the  weight  of  the  sodium  chloride. 

Mixed  chlorides 0*0248  grm. 

Potassium  chloride 0*0146  grm. 

Sodium  chloride 0*0097  grm. 

Multiply  the  weight  of  the  sodium  chloride  by  0*5303  in  order  to  find  the 
equivalent  amount  of  sodium  oxide — NagO — or  use  Table  LXXXIX.     Thus, 

0*0097  X  0*530  =  00052  ;  or  1*04  per  cent  NajO. 

The  Results. — The  perchlorate  process  does  its  work  fairly  well  in  the  presence 
of  sulphates.  Consequently  it  is  not  always  necessary  to  remove  the  sulphates 
by  means  of  barium  chloride  (page  226).  Thus,  with  a  mixture  of  potassium 
chloride  and  sulphate  containing  the  equivalent  of  0*0307  KgO,  Davis  found 

KjO  .  .  .  00305;  0*0312;  0  0305;  0  0306;  0*0307; 

and  with  01  grm.  KgSO^  containing  00541  grm.  KgO,  Davis  obtained  00536 
and  0*0536  grm.  KgO.  Quite  correct  results  were  also  obtained  with  potassium 
chloride  mixed  with  twice  its  own  weight  of  sodium  chloride,  sodium  phosphate, 

^  Some  prefer  to  evaporate  to  dryness  at  this  stage. 

*'  The  addition  of  a  drop  of  ether  aids  filtration— E.  Murmann,  Oester.  Chein,  Ztg.^  23. 
227,  1910. 

'  A  few  drops  of  the  filtrate,  evaporated  to  dryness  on  platinum  foil,  should  show  no 
residue. 

^  Potassium  perchlorate  does  not  decomjjose  below  400*. 
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calcium  chloride,  or  barium  chloride.  If  phosphoric  acid  be  present,  a  larger 
excess  of  perchloric  acid  is  needed  for  the  precipitation.  Small  amounts 
of  magnesia  do  no  particular  harm,  provided  it  is  not  present  as  sulphate  when 
the  precipitation  is  made ;  large  amounts  of  magnesium  salts  give  high  results, 
and  they  must  accordingly  be  first  removed.  Ammonium  salts,  if  present, 
should  be  removed  by  boiling  with  sodium  hydroxide,  owing  to  the  sparing 
solubility  of  ammonium  perchlorate. 

§  110.  The  Determination  of  Sodium  Oxide. 

It  will  be  observed  that  the  soda  has  been  determined  by  difference,  and, 
in  consequence,  the  resulting  error  is  the  joint  effect  of  the  error  in  the  determina- 
tion of  the  mixed  chlorides  and  in  the  determination  of  the  potash.  The  two 
errors  may  exactly  or  partially  neutralise  one  another,  or  they  may  act  both  in 
one  direction.  Hence,  a  comparison  of  the  actual  values  obtained  for  the 
soda — Na^O — in  eight  determinations  of  one  sample  of  clay,  indicated  below,  is 
particularly  interesting : — 

00029;  00030;  0'0034;  0-0035;  00030;  00029;  0  0031;  00030; 

with  a  mean  value  of  0*0031  per  half  gram,  and  an  error  ranging  between  ±  0*0003. 
The  theory  of  errors  furnishes  a  value  for  the  error  ±0*00035  which  is  very  near 
the  value  actually  obtained  when  the  soda — NajO — is  determined  by  difference. 
The  accidental  errors  per  100  grms.  of  clay  do  not  differ  much  from  ±  0*03  grm. 
Hence,  this  method  of  finding  the  amount  of  sodium  oxide  in  a  clay  is  quite 
reliable,  and  there  is  no  need  to  determine  the  soda  directly.  Indeed,  the  direct 
processes  at  present  available  are  somewhat  risky  and  offer  no  advantage  over 
the  difference  method. 

The  soda  can  be  determined  directly  in  the  filtrate  from  the  potassium 
chloroplatinate  by  evaporating  the  filtrate  to  a  small  volume,  and  reducing  the 
platinum  to  metal  by  means  of  formic  acid.  Filter  off  the  platinum  ;  evaporate 
to  dryness  in  a  weighed  dish;  and  finally  weigh  as  sodium  chloride,^  or  as 
sodiiun  sulphate.^ 

Determination  as  Sodiwm,  Antinumiate, — Beilstein  and  Blaese^  recommend 
the  following  direct  process  for  sodium  : — ^Add  a  solution  of  potassium  antimoniate 
to  a  solution  of  the  mixed  chlorides  or  nitrates,  not  carbonates,  and  let  the 
mixture  stand  24  hours  in  the  cold.  Decant  the  clear  liquid  through  a  Gooch's 
crucible,  and  wash  the  precipitate  with  a  solution  of  potassium  acetate  (7  grms. 
per  litre),  and  finally  with  50  per  cent,  alcohol.  Calcine  the  precipitate,  and 
weigh  as  NaSbOg.  In  order  to  correct  the  result  for  solubility  of  the  sodium 
antimoniate,  add  0*0233  grm.  to  the  weight  of  the  precipitate  for  every  100  c.c. 

1  Some  of  the  lithinm  io  the  silicate  will  be  found  with  the  sodium  chloroplatinate  in  the 
filtrate  (page  286) ;  most  will  be  precipitated  with  the  carbonate  in  removing  lime  and  magnesia 
by  Goocn  and  Eddy's  process,  but  not  by  Smith's  process.  Most  of  the  ceesium  and  rubidium, 
if  present,  will  be  found  with  the  potcwsium,  since  both  ceesium  and  rubidium  chloroplatinates 
are  even  less  soluble  than  the  corresponding  potassium  salt— W.  Crookes,  Chem.  News^  9. 
37,  205,  1864;  B.  Bunsen  and  G.  Kirchhoif,  Pogg,  Ann.,  1x3.  837,  1861 ;  ZeiL  atiaL  Chem,, 
X.  62,  1862  ;  R.  Bunsen,  i6.,  2.  161,  1863.  For  the  separation  of  the  three  chloroplatinates, 
see  O.  D.  Allen,  Amer.  J,  Science  (2),  34.  867,  1862  ;  Zeit.  anal,  Chtnu,  2.  68,  1863  ; 
Chem,  News,  6.. 265,  1862.  F.  Stolba's  process  {Zeit.  anal.  Chem.,  X2.  440,  1873)  with  stannous 
chloride  is  not  good  ;  while  F.  Godeffrov's  process  (^er.,  7.  875,  1876)  with  antimony  chloride  is 
very  fair  (A.  Cossa,  Acad,  dei  Lineei  (3),  2.).  H.  C.  Wells,  Amer,  J,  Science  (3),  43.  17,  1892  ; 
(3),  46.  186,  1893  ;  H.  H.  Johnson  and  0.  D.  Allen,  ib,  (2),  35.  94,  1863. 

*  A.  Mitscherlich,  Zeit.  anal.  Chem.,  1.  59,  1862 ;  G.  Werther,  J<mm.  prakt.  Chem.  (1), 
91.  821,  1864. 

>  F.  Beilstein  and  0.  von  Blaese,  Bull.  Aead.  Sciences  St.  POenbowrg,  33.  209,  1895. 
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of  the  mother  liquid,  not  washing  fluid,  which  is  in  contact  with  the  precipitate. 
I  have  had  very  little  experience  with  the  method.  I  am  told  by  an  analyst 
who  has  tested  the  process  that  it  is  unsatisfactory  for  general  work.  I  have  had 
no  experience  with  Ball's  process  of  separation  based  on  the  insolubility  of 
sodium  bismuthi-nitrate.^ 

§  III.  The  Preparation  of  Hydrochloroplatinic  Acid  from  Platinum 

Residues  and  Scraps. 

Although  usually  called  platinum  chloride— PtCl^ — the  reagent  employed 
for  separating  potassium  in  the  form  of  potassium  chloroplatinate  is  really 
hydrochloroplatinic  acid — HgPtClg.  In  order  to  keep  down  expenses,  it  is  very 
necessary  to  collect  all  platinum  residues,  alcoholic  washings,  platinum  sci-aps, 
etc.,  in  bottles  provided  for  the  purpose,  and  then  to  recover  the  platinum  at 
convenient  intervals.  The  recovered  platinum  is  usually  converted  into  hydro- 
chloroplatinic acid.^ 

1.  Alcoholic  Washing^, — Distil  off  the  alcohol  ^  and  take  up  the  residue  with 
water  ;^  add  the  potassium  chloroplatinate  residues  to  the  solution.  Pour  the 
solution  into  a  solution  of  sodium  hydroxide  ^  mixed  with  8  per  cent,  of  glycerol. 
Heat  the  solution  to  boiling,  and  the  platinum  separates  as  a  heavy  black 
powder.  Wash  with  water,  then  with  hydrochloric  acid,  and  then  with  wat-er 
again.  Dry.  Ignite  the  powder  in  order  to  destroy  organic  compounds,  and 
weigh. 

2.  Platinum  Scraps. — These  may  contain  iridium,  which  is  itself  insoluble  in 
aqua  regia,  but  soluble  in  this  menstruum  when  alloyed  with  platinum. 
Dissolve  the  platinum  in  aqua  regia  (3HC1  +  HNO3)  in  a  capacious  flask  on  a 
water  bath.  When  solution  is  complete,  evaporate  to  a  syrupy  consistency  in 
a  large  porcelain  basin.  Take  the  residue  up  with  water,  and  gradually  add 
sodium  carbonate  and  sodium  formate  until  the  solution  is  alkaline.^  Heat  to 
boiling.  Both  platinum  and  iridium  are  precipitated  as  black  powders.  Decant 
off"  the  supernatant  liquid.  Wash  the  residue  with  dilute  hydrochloric  acid  to 
remove  sodium  salts,  and  then  with  water  to  remove  the  acid.     Dry  the  powder, 


»  W.  C.  Ball,  Joum.  Chem.  Soc,  97.  1408,  1910. 

•-*  L.  Opificus,  ZeU.  anal  Chem,,  23.  207,  1884  ;  H.  Precht,  t6.,  18.  609,  1879 ;  G.  Krsuse, 
ib,y  14. .184,  1876;  W.  Dittmar  and  J.  M'Arthur,  Trans.  Roy.  Soe.  Edin.,  33.  ii.,  661,  1887 
H.  C.  Wel)er,  Jaurn.  Amer.  Chem.  Soc.,  30.  29,  1908;  W.  C.  Zeise,  Pogg.  Ann.,  21.498, 1830 
40.  234,  1837;  E.  Duvillier,  Coinpi.  Rend.,  84.  444,  1877  ;  T.   Kuosel,  Bcr.,  6.  1159,  1873 
H.  W.  Wiley,  Joum.  Aimr.  CJiem.  Soc.,  19.  2bt<,  1897  ;  Cfu^m.  News,  75.  214,  1897. 

*  Purification  of  Alcohol. — The  alcohol  may  be  recovered  by  re-aiatillin|5  frotii  quicklime. 
Put  14  litre  of  alcohol  in  a  2-litre  Winchester,  add  180  grms.  freshly  burnt  quicklime  in  coarse 
}»owder.  Agitate  every  now  and  again  for  about  8  days.  liistil  the  alcohol  into  a  large  flask.  Add 
about  120  gnus,  freshly  burnt  quicklime  per  11  tn^  The  alcohol  which  is  distilled  from  this 
w^ill  be  very  nearly  absolute— J.  L.  Smith,  Chem.  News,  30.  234,  1874.  The  alcohol  may  then 
be  mixed  w4th  powdered  potassium  permanganate  until  it  is  distinctly  coloured  ;  allow  to  stand 
some  days  until  the  ])crmanganate  is  decomi)osed,  and  manganese  oxide  is  de]K)sited.  Add  a 
little  quicklime,  and  distil  slowly.  When  10  c.c.  of  the  distillate  gives  no  percejitible  yellow 
coloration  when  boiled  with  1  c.c.  of  a  concentrated  solution  of  caustic  soda  or  potash,  the 
subsequent  distillate  is  collected  for  use.  The  alcohol  so  obtained  is  neutral,  and  gives  no 
coloration  on  boiling  with  silver  nitrate  or  caustic  alkalies — E.  Waller,  Journ.  Amer,  Chem, 
Soc,  II.  124,  1889. 

■*  On  evaporating  the  solution  of  hydrochloroplatinic  acid  to  dryness  in  the  projience  of  alcohol, 
hydrochloroplatinousacid — ll2PtCl4— and  ethylene  are  formed.  These  react  to  [noduce  ethylene 
platinous  chloride,  which  dissolves  in  alcohol,  forming  an  ex2>losive  powder  when  evaporated  to 
dryness.     The  dry  powder  is  insoluble  in  acids. 

^21  grms.  of  sodium  hydroxide  made  up  to  100  c.c.  with  water.  Add  8  to  10  0.0.  of 
glycerol. 

'  Take  care  that  there  is  no  loss  by  spurting  during  etfervescence. 


THE  DETERMINATION   OF  TSE   ALRALIES.  ^4! 

and  ignite  in  a  weighed  porcelain  crucible  over  a  blast  lamp,  whereby  the  iridium 
becomes  insoluble  in  aqua  regia.     Weigh. 

Conversion  of  the  Metal  into  Hydrochloroplatinic  Acid. — Dissolve  the  grey 
powder  at  as  low  a  temperature  as  possible  in  hydrochloric  acid,  and  add  nitric 
acid  in  small  quantities  at  a  time.  In  this  way  some  nitrosoplatinic  chloride — 
PtCl4(N0)2 — is  formed.  This  must  be  destroyed,  since  it  leads  to  low  results  in 
the  determination  of  potassium.  Evaporate  the  solution  with  water,  whereby 
the  nitrosoplatinic  acid  is  decomposed  into  hydrochloroplatinic  acid  with  evolu- 
tion of  nitrogen  oxides.  Some  of  the  latter  still  remain  in  solution.  Hence, 
add  more  water  and  hydrochloric  acid,  and  again  evaporate.  These  operations 
are  repeated  until  no  more  nitrous  fumes  are  evolved.*  During  these  operations, 
some  hydrochloroplatinous  acid  is  formed — H2PtCl4.  This  is  particularly 
objectionable,  since  it  leads  to  high  results  when  the  chloroplatinic  acid  is  used 
for  the  determination  of  potassium.  In  order  to  convert  hydrochloroplatinous 
into  hydrochloroplatinic  acid,  saturate  the  warm  solution  with  chlorine  gas,  and 
evaporate  the  solution  at  as  low  a  temperature  as  possible  to  a  syrupy  con- 
sistency. Dissolve  the  yellowish-brown  mass  in  water  (cold),  and  if  any  insoluble 
iridium  be  present,  filter,  wash,  ignite,  and  weigh  the  residue.  Subtract  the 
result  from  the  weight  of  metal  taken.  The  difference  gives  the  amount  of 
platinum  which  has  passed  into  solution.  Dilute  the  solution  until  it  contains 
the  equivalent  of  1  grm.  of  platinum  (metal)  per  10  c.c. 


^  W.  Dittmar  and  J.  M 'Arthur  {I  c)  doubt  if  it  is  possible  to  destroy  all  the  nitrosoplatinic 
chloride  in  this  manner.  They  recommend  acting  on  the  metal  with  hydrochloric  acid  and 
chlorine  from  a  "chlorine  Kipp."  H.  Precht  {Zeit,  anal.  Chem.,  18.  509,  1879)  and  W.  A. 
Noyesand  H.  C.  P.  Weber  (joum.  Amer,  Chem.  Soe.,  30.  13,  1908)  have  also  emphasised  the 
necessity  for  removing  nitric  acid  from  the  hydrochloro])latinous  acid.  J.  S.  Ste^  {Chem.  News, 
73.  5, 1896)  removes  tne  chlorine  by  dissolving  the  salt  in  water ;  raises  the  temperature  of  the 
solution  to  its  boiling  point ;  saturates  the  solution  with  chlorine  ;  and  keeps  the  temperature  of 
the  solution  at  100*"  until  it  ceases  to  smell  of  chlorine. 
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§  112.  Exhaustive  u.  Works  Analyses. 

It  will  now  be  well  to  review  our  resulta.  The  hydrochloric  acid  solution  of  the 
sodium  carbonate  was  evaporated  twice,  with  an  intervening  filtration,  and 
the  silica  filtered  off,  ignited,  weighed,  and  treated  with  hydrofluoric  acid.  The 
filtrate  was  precipitated  twice  with  ammonia  and  ammonium  chloride.  The 
precipitate  was  ignited  with  the  residue  from  the  silica,  and  weighed  as  a 
mixture  of  aluminium,  ferric,  titanic,  and  phosphoric  oxides.  This  was  fused 
with  potassium  pyrosulphate,  the  insoluble  silica  filtered  off,  and  the  solution 
made  up  to  200  c.c.  Of  this,  50  c.c.  were  used  for  the  determination  of  iron 
colorimetrically ;  and  100  c.c.  for  the  titanic  oxide.^  The  filtrate  from  the 
alumina  was  evaporated  down  to  a  small  bulk,  and  alumina  separated  in  the 
usual  way.^  The  filtrate  was  treated  with  ammonium  oxalate.  The  precipitated 
calcium  oxalate  was  filtered  ofi*;  and  the  filtrate  was  treated  with  ammonium 
sodium  phosphate,  when  a  precipitate  of  magnesium  phosphate  was  obtained. 
The  next  filtrate  was  rejected.  The  alkalies  were  determined  on  a  separate 
sample.     Summarised  (solids  to  left,  solutions  to  right)  : — 


I 


(Fluorine  absent) 
HCl  sol.  of  Ni^GOs  fusion  (two  evaporations) 

I 


SiO,;  RF  treatment 

I 


I 


Residue 


I 
SiF4  Yolatilisea 


Add  aq.  NH.  and  NH4GI 


I 
Precipitate 


I 


Evaporate 


I 


Extra  AlgO,        H^ 
I 


in  N'H,  sol. 


Al^Os,  etc. 
Ignite  ;  weigh  ;  fuse  K^SaOf ,  digest  with  water 


I 


Extra  SiO. 


fH 


nO 


Amm.  oxalate 


Filtrate  to  200  cc. 


CaO 


FeaO, 


P2O5 


Amm.  phosphate 


TiO, 


MgO 


Reject 


It  is  important  in  devising  analytical  schemes  to  keep  the  object  of  the 
analysis  clearly  in  view.     If  extreme  accuracy  be  desired  for  research  and  other 

^  And,  if  desired,  100  o.c.  for  the  phosphorus  (page  595). 

'  The  solution  can  then  be  treated  with  ammonia  and  hydrogen  sulphide  to  precipitate 
the  manganese  sulphide  {q,v.), 
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purposes,  no  precautions  must  be  neglected  which  will  ensure  exact  results. 
The  analysis  may  have  to  be  criticised  while  the  analyst  is  in  the  witness  box  in 
the  County  Court.  In  such  cases  he  must  be  prepared  to  furnish  clear,  concise, 
complete,  and  conclusive  proofs  of  the  accuracy  of  his  statements.  The  purity 
of  the  reagents  should  have  been  established  by  blank  or  other  tests ;  and  the 
degree  of  accuracy  of  the  analytical  process  should  be  known.  Analyses  for 
reports  on  new  clays,  etc.,  usually  call  for  more  exhaustive  details  than  are  needed 
for  general  practice. 

If  the  analysis  is  to  be  made  for  industrial  work,  accuracy  and  speed  are  of 
prime  importance.  Such  precautions  must  be  adopted  as  will  ensure  the  required 
degree  of  accuracy.  Ultra-refined  processes  waste  time.  Stiperfluttas,  said  Bacon, 
itnpedit  mtUtum  et  reddit  opus  abominainle.  A  scheme  of  analysis  might  serve  a 
given  purpose  admirably,  and  yet  appear  grotesque  if  applied  with  another  object 
in  view.  The  determination  of  the  0*03  per  cent,  of  lithia  usually  present  in  Cornish 
stone,  for  instance,  would  be  useless  for  ordinary  technical  requirements.  We 
should  not  know  how  to  apply  the  information  if  we  had  it.  A  certain  amount 
of  care  is  imperative  in  applying  the  principle,  "  near  enough  for  our  purpose,'' 
because  unsuspected  sources  of  faults,  etc.,  might  easily  be  overlooked. 

The  prime  object  of  chemical  analysis  in  industrial  practice  is  to  prevent  errors 
of  commercial  importance.  These  errors  may  arise  from  (1)  a  variation  in  the 
composition  of  the  raw  materials;  (2)  a  wrong  proportioning  of  the  clays  in 
a  body  mixture,  etc.  :  (3)  the  need  for  checking  the  efficiency  of  processes  of 
purification,  grinding,  etc.,  at  different  stages  in  the  manufacture ;  (4)  the 
introduction  of  deleterious  impurities  with  the  raw  materials;  (5)  payment 
for  raw  materials  invoiced,  possibly,  higher  than  their  market  value ;  etc. 

§  113.  Abbreviated  Schemes  of  Analsrsis. 

In  purchasing  raw  materials,  the  analysis  must  frequently  be  conducted  in 
a  much  shorter  time  than  is  possible  by  the  scheme  indicated  in  the  preceding 
pages.  The  necessary  time  is  not  available,  and  an  exact  analysis  may  be  no 
more  useful  than  a  close  approximation.  The  material  may  have  been  sold 
before  the  analyst  has  completed  his  work.  The  analysis,  when  completed,  is 
accordingly  useless  for  his  own  firm — a  rival  has  bought  the  material. 

The  methods  of  analysis  taught  in  the  schools  are  not  those  which  have 
developed  under  the  stress  of  competitive  practice.  The  analytical  chemist 
must  therefore  exercise  his  analytical  faculties,  not  only  in  manipulative  skill, 
but  also  in  distinguishing  between  necessary  precautions  and  unnecessary 
exercises  in  chemical  gymnastics.  The  two  faculties  are  not  always  located  in 
the  same  man.  The  one  is  mere  mechanical  dexterity  ;  the  other  is  the  quality 
which  makes  a  man  valuable. 

Simplified  Scheme  of  Analysis, — A  simpler  scheme  suitable  for  certain  analyses 
in  routine  work  may  be  employed  for  many  purposes.  This  will  be  understood 
from  the  following  representation  (solids  to  left,  solutions  to  right) : — 

HCl  sol.  of  Na^OOf  fosion  (one  evap.) 


Si02  Make  sol.  to  200  c.c. 


I 
100  CO.  Add  ammonia 


FcaOy  (Reinhardt's  process) 


A],0, + FegO,  CaO,  MgO 
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For  simply  cl^ecking  the  correctness  of  a  "  mixing/'  the  determination  of  the 
silica  may  suffice.  In  some  cases  a  mere  determination  of  the  loss  on  ignition 
of  the  dried  (110*)  sample  will  show  whether  it  is  necessary  to  proceed  further 
with  the  analysis.  The  idea  is  to  pick  out  one  or  two  components  which  admit 
of  easy  determination —lead  and  lime,  for  instance,  in  a  glaze.  If  these  be 
quite  normal,  it  is  sometimes  soimd  reasoning  to  infer  that  the  different  con- 
stituents have  been  properly  proportioned. 

Rapid  Clay  Analyses. — It  is  possible  to  determine  the  silica,  alumina,  and 
ferric  oxide  in  a  clay  without  using  a  platinum  crucible,  and  in  a  comparatively 
short  time,  by  the  following  process : —  ^  • 

Mix  0*5  grm.  of  the  clay  with  six  times  its  'weight  of  "  peroxide  fusion 
mixture  "2  in  a  30-c.c.  nickel  crucible  with  a  nickel  spatula.  Fuse  the  mass  for 
about  5  minutes  at  a  dull  red  heat.^  Cool.  Place  the  crucible  in  an  evaporating 
basin  1 2  cm.  diameter,  or  in  a  covered  beaker.  Add  water  slowly.  The  action 
may  be  somewhat  vigorous,  and  care  must  be  taken  to  avoid  loss  by  spurting. 
The  heat  generated  during  the  action  will  lead  to  a  rapid  dissolution  of  the 
cake.  Add  an  excess  of  hydrochloric  acid.  Evaporate  the  solution  to  dryness. 
Grind  the  residue  to  powder.  Dehydrate  the  mass  at  about  110"  for  an  hour. 
Digest  the  mass  with  hydrochloric  acid ;  filter ;  wash  and  ignite  the  residue 
in  a  porcelain  crucible  for  total  silica.     Make  the  filtrate  up  to  200  c.c. 

Precipitate  the  aluminium  and  ferric  hydroxides  in  100  c.c.  of  the  solution 
by  adding  an  excess  of  ammonia  in  the  usual  manner,  and  weigh  as  mixed 
AlgOg  +  Fe^Og.  Determine  the  ferric  oxide  in  the  other  100  c.c.  by  Reinhardt's 
process.  All  this  involves  3  or  4  hours'  work,  excluding  the  2  to  4  hours 
required  for  the  evaporation  of  the  silica.*  Hence  two  such  partial  analyses 
can  be  made  in  a  day. 

§  114.  The  Indirect  Determination  of  Lime  and  Magnesia. 

The  lime  and  magnesia  can  be  determined  much  more  quickly  by  the 
indirect  process  than  by  precipitation  respectively  as  oxalate  and  as  ammonium 
magnesium  phosphate. 

Schaffgotsch  ^  showed  that  calcium  and  magnesium  carbonates  separate 
from  a  solution  containing  a  great  excess  of  ammonium  carbonate  and  ammonia, 
probably  in  the  form  of  double  ammonium  carbonates.  A  certain  amount  of 
magnesium  carbonate  is,  however,  hydrolysed  under  these  conditions,  and 
the  precipitation  of  the  magnesia  is  not  therefore  quite  complete.  Gooch  and 
Eddy  ®  have  shown  that  the  separation  is  completed  in  a  relatively  short  time 
if  the  solution  contains  an  excess  of  alcohol. 

*  See  E.  P.  Fleming,  Western  Chem,  Met.,  5.  896,  1909;  J.  H.  Walton,  Joum,  Amer. 
Chem.  Soc.j  29.  481,  1907.     See  E.  Ladd,  page  460. 

2  Peroxide  Fusion  Mixture. — Mix  4  parts  by  weight  of  the  purest  sodium  peroxide  with 
1  part  of  the  purest  sodium  hydroxide.  Sodium  peroxide  usually  contains  traces  of  silica. 
The  amount  can  be  determined  by  a  blank  experiment  and  an  allowance  made  for  the 
3  grms.  of  peroxide  fusion  mixture  used. 

^  For  a  still  more  rapid  method  of  decomposition,  see  page  267. 

*  For  systems  of  accelerated  evaporation,  see  H.  J.  S.  Sand,  Joum.  Soc.  Chem.  Ind.,  26. 
1225,  1907  ;  W.  Hempel,  £er.,  21.  900,  1888  ;  C.  Jones,  Joum.  AncU.  App.  Chem.,  3.  121, 
1889;  R.  Fessenden,  Chmi.  News,  61.  4,  1890;  E.  Donath,  Chem.  Ztg.,  32.  1107,  1908; 
T.  Bnignatelli,  Gaz.  Ohim.  Ital.,  16,  1878;  J.  W.  Gunning,  ^ei<.  an^U,  Chem.,  26.  725, 
1887 ;  A.  Gawalovski,  ib.,  12,  181,  1873  ;  C.  Zengelis,  16.,  45.  758,  1906. 

'^  F.  C.  Schaffgotsch,  Pogg.  Ann.,  Z04.  482,  1858;  106.  294,  1859;  A.  K.  Ghristomanos, 
Zeit.  anal.  Chem.,  42.  606,  1903.     See  page  227. 

*  F.  A.  Gooch  and  E.  A.  Eddy,  Am^,  J.  Science  (4),  25.  444,  1908;  Chem.  News,  grr. 
280,  1908  ;  J.  M.  Stillman  and  A.  J.  Cox,  Joum.  Amer.  Chem.  Soc,  25.  732,  1903  ;  E. 
Dreschel,  Joum.  prakt,  Chem.  (2),  16.  169,  1878  ;  O.  Foote,  Gaz.  Chim.  ItcU.,  24.  i,  207,  1894. 
According  to  0.  Bertrand  {MonU.  Scient.  (3),  XO.  477,  1880),  at  10°,  1  part  of  calcium  carbonate 
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Determination  of  the  Mixed  Oxides, — After  the  sodium  carbonate  fusion, 
the  silica  and  alumina  have  been  removed  in  the  usual  manner,  and  the  filtrate 
from  the  alumina  is  boiled  down  to  a  small  volume,^  and  an  equal  volume  of 
alcohol  and  50  c.c.  of  Gooch  and  Eddy's  solution  (page  227)  added.  In  about 
half  an  hour  the  precipitate  is  washed  with  the  same  solution,  and  dissolved 
in  a  small  volume  of  dilute  hydrochloric  acid ;  neutralised  with  ammonia ; 
and  an  equal  volume  of  Gooch  and  Eddy's  solution  and  alcohol  added.  The 
precipitate  is  washed  as  before,  ignited  in  a  weighed  platinum  crucible,  and 
weighed  as  a  mixture  of  CaO  +  MgO.^ 

Transformation  of  the  Mixed  Oxides  to  Sulphates, — Add,  very  carefully,  sufl&- 
cient  dilute  sulphuric  acid  ^  to  combine  with  all  the  lime  and  magnesia  in  the 
crucible.  Evaporate  the  solution  to  dryness ;  gradually  raise  the  temperature 
of  the  crucible  to  the  full  heat  of  a  Bunsen's  burner  *  for  about  a  quarter  of 
an  hour      Weigh  *  the  contents  of  the  crucible  as  mixed  CaS04  +  MgSO^. 

Calcidations, — Suppose  that  W  represents  the  weight  of  the  mixed  oxides, 
w  the  weight  of  the^  mixed  sulphates ;  then,  if  u  represents  the  weight  of  the 
SOj  present,  w-  W^u.^  By  the  method  of  page  229,  therefore,  we  have  the 
two  equations : 

MgSO^  +  CaSO^  =  w  ;     and     0*665  MgS04  +  0*588  CaSO^  =  u. 
Hence, 

CaSO^  =  8*6363w^  -  12*987^ ;     MgSO^  =  w  -  CaSO^. 

In  illustration,  suppose  the  mixed  oxides  weighed  0*0265  grm.,  and  the  mixed 
sulphates  0*0703  grm.,  it  follows  that  the  mixture  contains  0*0383  grm.  of 
CaSO^  and  00320  grm.  of  MgSO^.     But 

CaSO^  X  0*41 2  =  CaO ;    and    MgSO^  x  0*335  =  MgO. 

Hence,  the  given  mixture  has  0*0160  grm.  CaO,  and  0*0107  grm.  MgO. 

§  115,  Permitted  Errors. 

If  all  the  constituents  in  any  given  silicate  have  been  determined,  the 
numbers,  in  the  ideal  case,  should  add  up  to  100  per  cent.  The  proximity  of 
the  actual  sum  to  the  ideal  100  is  a  valuable  check  on  the  accuracy  of  the  work. 
Absolute  identity  would  not  represent  perfect  work.®  The  errors  due  to 
incomplete  washing ;  dust ;  inevitable  impurities  in  the  best  of  reagents ;  action 
of  the  reagents  and  solutions  on  the  glass  and  porcelain,  etc.,  all  tend  to  make  the 

is  aolable  in  18,980  parts  of  water  containing  ammonium  chloride  ;  in  8380  {>ai>t8  of  water  con- 
taining ammonium  sulphate  ;  and  in  14,438  parts  of  water  containing  ammonium  nitrate. 

^  If  alumina  separates,  it  must  be  of  course  filtered  off. 

^  If  baryta  and  stronda  be  present,  they  will  be  included  with  these  bases.  To  evaluate 
the  mixture  by  a  titration  process,  see  A.  Trabert,  CompL  Bend,,  119.  1009, 1894  ;  Ckem.  News, 
71.  26,  1896. 

'  The  addition  of  sulphuric  acid  is  not  a  very  safe  operation  for  an  analytical  process.  It 
is  best  to  add  an  ammoniacal  solution  of  ammonium  sulphate  containing  a  little  ammonium 
chloride— W.  L.  Scott,  Chem.  News,  1,  144,  1860. 

^  If  no  fumes  of  sulphuric  acid  came  from  the  crucible  when  it  was  being  ignited  at  the 
higher  temperature,  insufficient  sulphuric  acid  was  probably  added.  In  that  case,  more 
sulphuric  acid  must  be  added  when  the  crucible  has  cooled.  A  large  excess  of  sulphuric 
acid  should  be  avoided. 

'  The  mixture  is  a  little  hygroscopic,  and  must  not  be  needlessly  exposed  to  the  air  before 
weighing. 

^  F.  Jordis,  ZeU,  anorg,  Chem.,  45.  362, 1905.  If  the  weighings  be  not  all  reduced  to  **  weight 
in  vacuo,^  it  is  easy  to  prove  that  the  sum  of  the  several  constituents  with  ordinary  analytical 
weights,  and  with  perfect  work,  cannot  add  up  to  100.  The  proof  is  easy  to  see  from  §  10, 
page  23.  The  clay  is  weighed  with,  say,  a  1-^rm.  brass  weight,  the  other  constituents  of  the 
clay  with  platinum  weights.    The  difference  is  illustrated  in  Table  Y. ,  page  23. 
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total  greater  than  100.  On  the  other  hand,  mechanical  losses  through  imperfect 
cleaning  of  the  Tessels  in  transferring  liquids  and  solids  from  one  vessel  to  another ; 
accidental  spilling  of  drops;  the  slight  solubility  of  the  precipitates,  etc.,  all 
tend  to  reduce  the  total  below  100  per  cent.  There  is  but  a  remote  probability 
— perhaps  exceeding  one  in  a  hundred — ^that  the  two  sets  of  errors  will  exactly 
balance  one  another,  and  the  ideal  100  be  obtained.  The  coincidence  would  be 
mere  chance,  and  when  it  does  occur  it  may  be  somewhat  embarrassing.  It  is 
necessary  to  decide  on  limiting  deviations  above  and  below  100  for  satisfactory 
work.  If  these  limits  be  exceeded,  the  analysis  is  to  be  condemned.  Hillebrand  ^ 
places  these  limits  at  99'75  and  100*5 ;  Washington  *  prefers  99*5  and  100*75.  If 
the  total  falls  below  99*5,  there  is  strong  presumptive  evidence  that  some  con- 
stituent has  been  either  overlooked  or  ignored.  In  the  analysis  of  clays  for 
technical  purposes  no  pretence  is  made  to  exhaust  the  possible  constituents. 
Only  those  constituents  of  technical  importance  are  determined.  Hence,  it  is 
advisable  to  extend  the  lower  limit.  In  reports  on  clays  and  related  materials 
I  make  ±  0*5  the  permitted  limiting  deviations  from  100.  If  the  total  falls  below 
99*5,  it  is  advisable  to  find  the  missing  constituent.  If  the  analysis  pretends  to 
be  exhaustive,  the  lower  limit  should  be  raised. 

The  practice  of  adjusting  the  results  of  an  analysis  to  an  exact  100  is  utterly  bad 
— although  it  rather  appeals  to  a  business  man  who  is  ignorant  of  what  is  implied, 
and  likes  to  see  the  data  "properly  balanced,''  as  he  calls  it.  Apart  altogether 
from  the  ethics  of  the  computation,  and  the  temptation  to  "  cook  "  a  defective 
analysis,  the  adjustment,  as  Fresenius  ^  has  pointed  out,  "  prevents  others  from 
judging  the  accuracy  of  the  results,"  and,  in  consequence^  makes  chemists  reason- 
ably sceptical  as  to  the  value  of  the  work.  The  figpures  must  always  be  given  as 
they  are  obtained,  and  it  is  just  here  that  the  integrity  of  the  analyst  meets  its 
first  test.'*  There  is  an  impression  that  a  satisfactory  summation  is  a  sufficient 
criterion  of  accurate  work.  As  a  matter  of  fact,  a  aatisfactory  summation  is  no 
proof  that  tJte  separations  have  been  correctly  perftyrmed.  This  is  well  demonstrated 
by  the  ratio  SiOg  :  AlgO,  in  different  analyses  of  the  same  clay  by  different  men.^ 

Another  meretricious  system  of  reporting  commercial  analyses  may  be 
illustrated  by  quoting  the  last  three  lines  of  an  analysis  of  ball  clay  from  a 
"  clay  expert's  "  report : — 

Alkalies 1-88 

Undetermined  constitaents 0*18 

Total         \        \        \        \        \         100*00 

The  '^  undetermined  constituents  "  will  not  deceive  a  chemist  who  has  grasped 
the  significance  of  the  errors  incidental  to  all  methods  of  analysis,  but  it  may 
mislead  ^  those  who  have  not  devoted  special  attention  to  the  subject. 

»  W.  F.  Hillebrand,  Ball,  U.S.  Oeol.  Sur.,  305.  26,  1907. 

'  H.  S.  Washington,  ManiuU  of  the  Chemical  Analysis  of  Rocks^  New  York,  24,  1904.  For 
the  limits  of  accuracy  in  the  analysis  of  alloys,  see  E.  A.  Lewis,  Metal  Ind,,  2.  304,  1910 ; 
Joum.  Soe,  Chem,  Ind.,  31.  96,  1912.     See  also  J.  Grossmann,  ib,,  z8.  977,  1896. 

'  R.  Fresenius,  QuantilcUive  Chemical  Analysis^  London,  2.  101,  1900. 

*  Clay  analyses  have  been  published  where  the  total  number  of  constituents  makes  oyer  104 
per  cent.,  and  that  not  a  misprint.  We  cannot  but  admire  the  honesty  of  the  analyst—  a  pro- 
fessional, by  the  way.    The  work  should  have  been  repeated.     Its  publication  was  ill-adyised. 

^  Of  course,  something  is  then  wrong.  If  baryta  were  oyerlooked  in  a  glaze  analysis,  the 
"total"  might  be  satisfactory,  and  yet  the  alumina,  tin,  etc.,  might  be  nigh,  especially  if 
sulphates  be  present. 

e  '*  100  per  cent,  analyses  "  are  frequently  "  crocks."  As  a  matter  of  fact,  there  was  a  dis- 
crepancy between  the  above  result  and  the  yitreous  qualities  of  the  clay .  Another  analyst  reported 
S'O  per  cent,  potash  (KoO),  and  1  *8  per  cent,  soda  (Na«0).  This  corresponds  with  4 '8  per  cent 
alkalies,  and  agreed  witn  the  known  properties  of  the  clay.     For  "  alkalies  "  see  page  222. 
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Dittrich  ^  has  analysed  artificial  mixtures  containing  known  quantities  of  the 
principal  constituents  which  occur  in  silicate  rocks,  and  found  the  limits  of  error  ^ 
to  be  as  follows : — 

TaJble  XLIII. — AccidentcU  and  Constant  Errors  in  Silicate  Analyses, 


Constituent. 

Limits  (per  cent.). 

Alumina      .... 

Ferric  oxide 

Lime    ..... 

Magnesia 

Potash  (Bunsen's  process) 

Potash  (Smith's  process) 

Soda  (Bunsen's  process) 

Soda  (Smith's  process) . 

-0-16  and  -0-26 

+  0-2    and  -OS 

-0-1 

-0-1 

+  0-1 

-  0*1  and  -  0*2 

+  0*2  and  -0*3 

-O'l  and  -0*2 

Each  limit  will  naturally  vary  with  the  skill  of  the  analyst,  with  the  process 
of  analysis,  and  be  dependent  upon  the  number  of  separations  involved  in  the 
analysis.  In  general,  the  greater  the  number  of  separations,  the  greater  the  errors 
of  the  analysis. 

In  order  to  find  what  accidental  errors  might  be  expected  in  clay  analyses, 
eight  independent  analyses  of  one  homogeneous  sample  of  clay  were  made  in  my 
laboratory  by  an  analyst  accustomed  to  work  with  the  processes  recommended  in 
this  book.  Details  have  been  indicated  in  the  preceding  text.  The  results  are 
here  collected  in  Table  XLIV. 

Table  XLIV. — Accidental  Errors  in  Eight  Analyses  of  a  Clay, 


Constituent 

Mean  values 
per  cent. 

Maximum  and 
minimum  deviations. 

Silica 

60-47 

±0'07 

Titanic  oxide  . 

1-20 

±0-07 

Alumina . 

21-90 

±0-10 

Ferric  oxide 

1-50 

+  0-06 

Lime 

1-45 

+0-08 

Magnesia 

110 

±0-08 

Potash     . 

2*11 

+  0  04 

Soda 

0-62 

+  0-04 

Loss  on  ignition 

9-30 

±0-06 

The  above  numbers  take  no  account  of  constant  errors.     Dittrich's  Table 
XLIII.  indicates  both  constant  and  accidental  errors.    The  errors  would  be  different 

1  M.  DiUrich,  Neues  Jahrb.  Min.,  2.  69,  1903. 

^  By  "accidental  error"  is  understood  the  irregular  deviations  from  the  arithmetical  mean 
which  are  inst  as  likely  to  have  a  positive  as  a  negative  value.  A  "constant  error  **  is  an  error 
due  to  well-defined  causes  which  make  the  error  incline  more  in  one  direction  than  in  another 
— e,ff,,  errors  due  to  a  defect  in  the  pipette,  burette,  measuring  flask,  solubility  of  precipitate, 
etc.  The  correction  tables  pages  29  and  49  are  intended  to  neutralise  constant  errors  aue  to 
the  causes  named.  For  a  discussion  on  accidental  and  constant  errors,  see  J.  W.  Mellor, 
Higher  Mathemaiies  for  StitderUs  of  Chemistry  and  Physics,  London,  510,  537,  1909.  The 
accuracy  of  the  results  can  be  expressed  in  several  different  ways,  e,g, :  "the  results  are 
within,  say,  0*1  of  each  other";  "the  results  are  accurate  to  +0*1  per  100  parts  of  the 
sample";  "the  results  are  accurate  to  +0*1  per  100  parts  of  the  given  constituent  in  the 
sample  ** ;  etc. 


248 


A   TREATISE  ON  CHEMICAL   ANALYSIS. 


if  different  amounts  of  each  constituent  were  present,  and  different  methods 
of  analysis  employed.  The  relative  error  involved  in  separating  a  relatively 
small  amount  of  a  constituent  is  greater  than  in  separating  a  large  quantity, 
because,  in  the  former  case,  a  small  quantity  of  impurity  and  the  slight 
solvent  action  of  the  mother  liquid  have  a  greater  influence  on  the  final  result. 
The  sulphur  and  chlorine  have  not  here  been  determined;  without  these, 
and  certain  other  constituents,  the  total  is  99*59  per  cent.  This  series  of 
analyses,  with  some  hundreds  of  other  analyses,  have  led  me  to  place  the 
check  for  commercial  analyses  at  100  ±  0*5,  as  indicated  above. 

It  will  be  obvious  that  if  each  constituent  had  its  maximum  deviation,  or  if 
each  constituent  had  its  minimum  deviation,  the  total  might  fall  outside  the 
assigned  limit,  and  the  analysis  be  condemned  although  the  error  with  no  con- 
stituent exceeded  the  tolerated  limits.  The  chance  of  this  event  happening  is  over 
1  in  100,000,000  analyses.  The  magnitude  of  the  errors  might  be  reduced  by 
working  in  a  clearer  atmosphere  than  sometimes  prevails  in  the  testing  laboratory 
of  a  works,^  and  using  platinum  utensils.  The  numbers  given  above  represent 
analyses  made  under  routine  conditions  by  the  method  described  in  what 
precedes. 

The  Committee  of  the  American  Chemical  Society  "On  Uniformity  in 
Technical  Analysis''^  reported  the  results  of  35  analyses  of  one  sample  of 
an  argillaceous  limestone  made  by  different  laboratories.  These  are  somewhat 
startling  in  their  want  of  agreement.  I  have  given  the  mean  of  two  concordant 
analyses  by  the  two  referees  in  the  second  column  of  the  table,  and  the  maxima 
and  minima  results  sent  to  the  committee  by  the  different  analysts  in  the  last 
two  columns. 


Table  XL  V. — Comparative  Analyses  of  an  Argillaceous  Limestone, 


Constituent. 


Silica 

Titanic  oxide  . 

Alumina . 

Ferric  oxide     . 

Manganese  oxide 

Lime 

Magnesia 

Potash 

Soda 

Loss  on  ignition 

Phosphonc  oxide 

Sulphur  . 

Sulphur  trioxide 

CarDon 

Carbon  dioxide 


Standard. 

Minimum. 

Maximum. 

18-14 

16-58 

18-92 

0-22 

Oil 

0-82 

6-70 

4-42 

7-36 

1-71 

1-06 

2-83 

0-04 

none 

1-70 

37-65 

35*26 

41-98 

1-93 

0*92 

3-05 

1-14 

0-46 

2*68 

0-33 

Oil 

200 

32-27 

81-94 

82-88 

0-18 

0-12 

0-65 

0-27 

none 

0-71 

0-012 

none 

0-69 

0-64 

0-41         1 

203 

30*68 

28-66 

31-65 

^  I  am  here  reminded  of  a  quaint  explanation,  given  by  the  Brit.  Clayivorker,  19.  155, 
1910,  of  the  fact  that  two  analyses  of  a  clay  differed  in  the  amounts  of  silica  and  iron.  The 
one  with  the  higher  silica  was  made  by  a  clay  analyst,  the  one  with  the  higher  iron  by  an 
iron  and  steel  works  analyst.  The  claim  was  made  that  the  iron  in  the  latter  case  was  high 
because  the  utensils  of  the  iron  and  steel  analyst  were  probably  contaminated  with  iron.  The 
iu  quoque  retort  might  have  been  made  with  reference  to  the  silica  of  the  clay  analyst. 

2  Joum,  Atner.  Chem.  Soe.,  26.  1652,  1904  ;  28.  223,  1906.  See  also  "Report  of  the  Sub- 
committee on  the  Uniformity  in  Analysis  of  Materials  for  the  Portland  Cement  Industry," 
Joum.  80c,  Chem,  Ind.,  2X.  12,  1223,  1902  ;  H.  W.  Stanger,  21.  1216,  1902. 
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§  116.  The  Chief  Sources  of  Error  in  Analyses. 

Every  careless  step  in  an  analysis  shows  itself  in  material  mistakes.  The  student  must 
reason  closely  to  keep  his  solutions  correct.  He  cannot  go  on  long  with  mere 
enthusiasm  and  boasting.  His  own  results  brin^  him  the  greatest  reproaches. 
His  experiments  silently  humble  him,  and  he  is  laughed  at  oy  the  forces  which 
he  cannot  avenge. — W.  Crookbs.^ 

It  may  be  here  instructive  to  follow  JUptner's  plan  and  summarise  the  more 
important  sources  of  error.^     Most  of  these  have  already  been  discussed  in  detail. 

(1)  Imperfections  in  sampling. — This,  as  already  indicated,  is  a  prolific 
source  of  discrepancies  in  analytical  results. 

(2)  Errors  due  to  mistakes  and  lack  of  skill. — Mixing  the  samples ;  arithmeti- 
cal errors  in  calculations ;  wrong  reading  of  burettes,  weights,  tables ;  sticking  of 
Erdmann's  float ;  dirty  vessels ;  etc.  The  susceptibility  of  a  worker  to  errors  of 
this  kind  is  greater  in  badly  equipped  laboratories,  imperfect  illumination ;  over- 
work, with  consequent  fatigue  and  lapses  of  attention,  and  with  a  laboratory 
near  a  dusty  road.  Experiments  with  clays  favour  the  development  of  dust, 
and  clay  dust  settling  in  beakers,  funnels,  etc.,  conduces  to  high  results. 

(3)  Impure  reagents. — Phosphates  in  ammonium  nitrate  used  for  washing  the 
alumina  and  the  ammonium  phosphomolybdate  precipitates;  iron  and  carbon  in 
the  zinc  used  for  reducing  ferric  salts  for  the  permanganate  titration  ;  fluorine  in 
the  hydrogen  peroxide  used  for  the  titanium  determinations ;  silica  in  the  sodium 
carbonate  flux  ;  alkalies  in  the  calcium  carbonate  used  in  Smith's  process ;  vana- 
dium in  the  potash ;  chlorides  or  sulphates  in  the  sodium  carbonate  or  nitrate ;  etc. 

(4)  Faulty  measuring  apparatus. — The  weights  may  be  in  error ;  the  volu- 
metric apparatus  may  not  be  consistent ;  the  volumetric  measurements  may  not 
be  corrected  for  variations  of  temperature ;  etc.® 

(5)  Errors  in  manipulation^ — Action  of  water  on  the  glass  vessels ;  intro- 
duction of  sulphur  from  rubber  stoppers  used  in  sulphur  determinations; 
moisture  in  the  apparatus  used  in  fluorine  determinations;  losses  by  spitting 
when  an  alkaline  carbonate  is  neutralised  by  an  acid ;  etc. 

(6)  Errors  due  to  faults  in  the  process  of  analysis. — Examples  occur  during 
the  precipitation  of  barium  sulphate  (page  618)  ;  incomplete  oxidation  of  carbon 
in  the  wet  combustion  process  (page  546) ;  solubility  of  silica  (page  186) ;  adsorp- 
tion of  salts  by  precipitates — e.g.y  the  " alumina"  precipitate,  and  by  the  calcium 
carbonate  in  the  Smith's  process  for  alkalies ;  the  solvent  action  of  hydrochloric 
acid  on  sulphides — e.g.,  lead  sulphide. 

(7)  Personal  errors. — Defects  in  the  perception  of  colour  in  colorimetric 
processes ;  methods  of  reading  burette ;  method  of  adding  reagents  to  solutions 
(page  178) ;  etc.  The  result  is  that  one  chemist  gets  consistently  better  results 
with  one  process  than  with  another,  whereas  the  converse  may  be  true  for 
another  chemist."*  The  differences  of  opinion  as  to  the  relative  merits  of  the 
cyanide,  iodine,  and  electrolytic  processes  for  copper  might  be  cited  in  illustra- 
tion.    Bjr  studying  the  properties  of  precipitates,  the  number  of  filtrations,  and 

^  Chem.  News,  29.  1,  1869. 

*  H.  von  Jiiptner,  Jmm.  I.S.  Inst.,  49.  80,  1896  ;  Chun.  News,  74.  81,  1896;  C.  B. 
Dudley,  Jovrn.  Amer,  Chem.  Soe.,  15.  501,  1893 ;  A.  B.  Prescot,  Cfum.  News,  53.  78,  88, 
1886  ;  S.  H.  Collins,  Univ.  Durham  Phil.  Soc.,  1, 1909  ;  E.  A.  Lewis,  Joum.  Soc,  Chem.  Ind., 
31.  96,  1912. 

'  H.  Lunden,  Svensk.  Kern.  Tids.,  24.  96,  1912. 

*  This  explains  some  puzzling  statements  which  confront  the  student  who  '^  consults  the 
originals.'*  Given  three  processes  A,  B,  and  C  for  a  particular  determination,  the  author  of  the 
process  A  may  quote  analyses  to  prove  that  A  is  superior  to  B  and  C  ;  the  author  of  B  may  try 
to  prove  that  his  process  is  superior  to  A  or  C ;  and  similarly,  the  author  of  process  C  may 
set  out  to  prove  that  G  is  superior  to  A  and  B. 
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of  transfers  from  vessel  to  vessel,  oommon  sense  will  sometimes  decide  in  favour 
of  one  of  a  number  of  rival  processes.  Other  things  being  equal,  the  "  margin  of 
wfety^*  that  is,  the  risk  of  error,  is  less  the  smaller  the  number  of  separations 
involved  in  isolating  a  given  constituent.  The  more  complex  the  method  of  separa- 
tion, the  greater  the  influence  of  the  personal  factor.  Other  things  being  equal, 
that  method  of  analysis  is  safest  which  depends  least  on  the  skill  of  the  operator. 
In  order  to  reduce  the  personal  factor  to  a  minimum  in  the  determination  of 
phosphorus  and  manganese  in  iron  and  steel,  where  accuracy  and  speed  are  of 
vital  importance,  and  where  the  general  composition  and  range  of  variation  of 
the  substances  to  be  analysed  are  known,  methods  have  been  devised,  chiefly 
by  0.  H.  and  N.  D.  Risdale,^  for  the  rapid  determination  of  the  constituents 
just  mentioned.  These  methods — styled  mechanicalised  processes  and  anaioid 
processes — are  followed  "  mechanically  "  with  prescribed  quantities  of  solvents, 
measured  reagents,  and  ready-made  tablets  of  solid  reagents  introduced  at 
definite  assigned  temperatures,  etc.  In  this  way  the  trouble,  expense,  and 
uncertainty  involved  when  difierences  occur  in  analyses  made  by  different 
chemists  are  reduced  to  a  minimum. 

Proposals  to  stomdardise  processes  of  analysis  crop  up  from  time  to  time.  It 
is  suggested  that  the  methods  of  analysis  in  which  manufacture  and  sale  depend 
upon  the  results  shall  be  standardised  by  an  authoritative  committee'  and 
periodically  revised.  In  this  way,  a  greater  uniformity  in  results  might  be 
expected.  Progress  would  not  necessarily  be  arrested,  because  improved  methods 
would  be  examined  by  the  committee  periodically,  and  the  less  satisfactory 
methods  cancelled. 

(8)  Errors  due  to  calculations  based  on  different  atomic  weights, — In  this 
work  we  assume  that  the  table  of  atomic  weights  indicated  on  page  684  is  used. 
It  may  seem  heresy  to  inquire  if  this  is  the  best  we  can  do.  It  will  be  obvious 
that  the  atomic  weight  question  is  of  the  greatest  importance.  It  is  not 
uncommon  to  find  a  difference  of  a  few  per  cent,  between  the  maximum  and 
minimum  values  for  the  atomic  weights  found  by  different  or  by  the  same 
experimenters.  The  maximum  value  for  the  reliable  determinations  of  the  atomic 
weight  of  magnesium  given  by  Clarke  is  24*706 ;  the  minimum  value  24*016.^ 
In  calculating  the  ratio  MgO :  Mg2P207,  page  221,  we  assumed  the  atomic  weight 
of  magnesium  to  be  24*32.  It  seems  that  under  the  ordinary  conditions  of 
chemical  analysis,  the  weight  may  deviate  at  least  (possibly  more  than)  ±  0*3 
from  this  value.  This  means  that  instead  of  taking  the  factor  0*362  for  con- 
verting a  given  weight  of  magnesium  pyrophosphate  into  magnesia,  we  require  a 
factor  somewhere  between  0*3643  and  0*3603.  With  small  amounts  of  magnesia, 
it  does  not  matter  which  be  used — 0*36  will  do  quite  well.  With  larger  amounts 
of  magnesia,  the  result  may  be  affected  by  over  one-fourth  per  cent.  It  might 
therefore  be  personally  interesting  for  an  analyst  to  find  if  he  works  under  the 
0-3643  or  the  0*3603  conditions. 

Many  chemists  recommend  the  use  of  an  old  discarded  value  for  the  atomic 
weight  of  platinum — 197 — in  potash  determinations  for  calculating  the  amount 
of  KCl  or  KgO  equivalent  to  the  KgPtCl^  precipitate.*    There  can  be  little  doubt 

1  C.  H.  andN.  D.  Risdale,  Joum.  I,  S,  Inst,,  I.  882,  1911  ;  W.  H.  Herdsmann,  Joum, 
West  Scot,  I,  S,  Inst,  4,  1912. 

^  For  discussions  on  the  standardisation  of  analytical  processes,  see  Joum.  Soc,  Chein,  Ind., 
3.  2,  210,  846,  856,  1884 ;  J.  Pattinson,  ib.,  3.  17,  1884 ;  R.  R  Tatlock,  ib,,  3.  807,  1884 ; 
J.  C.  Bell,  i6.,  2.  109,  1883  ;  A.  R.  Ling,  i6.,  22.  677.  1908;  C.  Richardson,  i6.,  20.  884, 
1901 ;  J.  White,  ih.,  24.  390,  1906  ;  H.  D.  Richmond,  i5.,  22.  676, 1903  ;  G.  Lunge,  ib.,  Chem, 
News,  47.  210,  1883  ;  B.  Blount,  ib,,  86.  177,  1900  ;  H.  von  Jiiptner,  ib,,  74.  81,  1896  ;  Joum, 
I  S,  Inst.,  49.  80,  1896 ;  W.  D.  Richardson,  Joum,  Ind.  Eng.  Chem.,  2.  99,  1910.  Page  248. 
*   »  F.  W.  Clarke,  A  Reealculation  of  the  Atomic  Weights,  Washington,  222, 1910. 

*  F.  Wolfbauer,  Chem,  Ztg,,  14.  1246,  1890. 
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that  the  best  chemists  working  with  the  best  ayailable  instruments,  under  the 
best  conditions,  with  the  purest  available  materials,  and  with  a  few  selected 
reactions,  get  a  number  nearer  195  than  197.  Why  then  recommend  197?  If, 
by  a  given  analytical  process,  197  gives  a  result  nearer  the  correct  value  than 
195,  it  is  obvious  that  the  former  number  should  be  employed  in  that  process. 
It  is,  indeed,  possible  that  if  the  atomic  weight  had  been  determined  by  the 
same  reaction  used  in  the  analytical  process,  a  number  different  from  195  would 
have  been  obtained.  The  conclusion  is  obvious.  E^h  analytical  process 
requires  its  own  set  of  atomic  factors,  which  may,  or  may  not,  coincide  with 
the  atomic  weights  given  in  the  tables.  Ck)nsequently,  to  get  the  best  results 
iu  technical  analyses,  each  chemist  should  find  for  himself  the  set  of  factors 
(or  atomic  weights)  peculiar  to  that  process.^  If  the  ratio  KgO  :  EjPtCl^  under 
one  set  of  conditions  be  0*19308,  and  under  another  set  of  conditions  0*19384, 
it  would  be  absurd  to  employ  the  former  number  for  conditions  where  the 
latter  number  would  have  been  obtained. 


117.  The  Statement  of  the  Results. 

It  would  be  an  advantage  if  different  analysts  adopted  one  uniform  practice 
in  stating  their  results,  since  analyses  would  then  be  much  easier  to  read.  The 
Fifth  International  Congress  of  Applied  Chemistry  at  Berlin  agreed  that — 

1.  The  name  of  the  constituent  is  to  be  followed  by  the  formula ; 

2.  By  the  name  of  an  acid,  the  acid  itself  and  neither  its  anhydride  nor  its  ion  is  to 
be  understood  ;  and 

3.  When  the  results  are  calculated  in  the  form  of  metal  oxide  and  acid  anhydride, 
the  latter  is  to  be  written  either  as  ** sulphuric  anhydride,  SOg,"  or  as  "sulphuric  acid 
(calculated  as  anhydride)  SO3.''  > 

Washington  and  Hillebrand  ^  recommend  stating  the  results  somewhat  in  the 
following  order :  SiOg,  AljO-,  ¥efi^  FeO,  MgO,  CaO,  Na^O,  KgO,  H^O  (ignition), 
H,0  (below  110'),  COj,  TiOjj,  ZrO^,  Ffi^  SOj,  CI,  F,  S,  (FeSg),  Cr^Oj,  Yfi^  MnO, 
NiO,  CoO,  CuO,  ZnO,  BaO,  SrO,  LigO,  C,  NH3,  and  organic  matter.  The  idea  is  to 
keep  the  important  oxides  at  the  head  of  the  list,  so  that  the  general  character 
of  the  silicate  can  be  seen  at  a  glance.  This  is  no  doubt  excellent.  For  clays, 
I  prefer  to  keep  the  titanium  among  the  important  constituents,  since,  in  the 
higher  grades  of  clay,  it  is  often  as  important  a  constituent  as  iron,  and  more 
important  than  magnesia.  The  P2O5,  SO3,  CI,  F,  CO^,  and  carbon  are  best 
kept  as  a  separate  group.  For  glazes,  frits,  etc.,  I  also  prefer  to  keep  certain 
bases  in  a  separate  group.  The  following  lists  represent  the  order  I  use  for 
commercial  analyses  of  clays  and  glazes  and  similar  materials,  where  the  purpose 
of  the  analyses  is  different  from  that  of  Washington  and  Hillebrand  : — 


Clay  Driid  at  109"  C. 

Hygroecopic  moisture  lost  at  109**  C. 

Silica  (Si02). 

Titanic  oxide  (TiO,). 

Alnmina  (A1,0,). 

Ferric  oxide  (Fe^Os). 

Manganese  oxide  (MnO). 

*  Or  to  the  analyst  himself. 


Glazb  Dried  at  100**  C. 

Hygroscopic  moisture  lost  at  100*  0. 

Silica  (SiOs). 

Alumina  (AlgO,)  and  Ferric  oxide  (Fefi^).* 

Lime  (CaO). 

Magnesia  (MgO). 

Potash  (KsO). 


"  W.  Fresenius.  Zeit,  anal,  Ckem.,  44.  32,  1906.  See  also  Chem.  News,  53.  186,  1886 ; 
E.  C.  C.  Stanford,  16.  29,  190,  1874  ;  C.  G.  Hopkins,  Joum.  Amer.  Chem.  Soc.,  20. 1312,  1907. 

■  H.  S.  Washington,  Amer.  J.  Science  (4),  10.  59,  1900 ;  Pro/.  Paper  U.S.  OeoL  Sur.,  14. 
24,  1908;  28.  7,  1904;  W.  F.  Hillebrand,  Bull.  U.S.  Oeol.  Sur.,  30S  27,  1907. 

*  There  ia  usually  no  need  to  separate  the  constituents  of  the  ammonia  precipitate  unless 
phosphates  be  present 
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Clay  Dried  at  109°  C. 

MagnesU  (MgO). 

Lime(OaO}. 

Potash  (KaO). 

Soda  (NasO). 

Loss  when  calcined  over  109**  C. 

Chlorine  (CI). 

Fluorine  (F). 

Phosphoric  oxide  (P2O5). 

Sulphur  (S). 

Sulphur  trioxide  (8O3). 

Carbon  (C). 

Carbon  dioxide  (COg). 


Glaze  Dried  at  100*  C. 

Soda  (NhO). 

Loss  when  calcined  over  100**  C 

Lead  oxide  (PbO). 
Tin  oxide  (SnO.). 
Zinc  oxide  (ZnO). 
Barium  oxide  (BaO). 

Fluorine  (F). 
Phosphoric  oxide  (p20s). 
Sulphur  trioxide  (SO,). 
Carbon  dioxide  (CO)). 
Boric  oxide  (B2O3). 


If  there  is  any  evidence  showing  the  way  the  acids  and  bases  are  combined, 
the  amounts  may  be  stated  separately — e.g.,  calcium  carbonate  (whiting),  white 
lead,  calcium  fluoride,  etc.  When  the  way  the  acids  and  bases  are  combined 
is  open  to  doubt,  it  is  best  to  leave  the  adjustment  to  those  who  intend  to 
transform  the  analysis  of,  say,  a  glaze  into  a  recipe,  etc.^ 

It  is  sometimes  difficult  to  decide  how^  best  to  report  the  separate  con- 
stituents in  an  analysis,  since  curious  practices  prevail  in  buying  and  selling 
which  are  not  always  those  most  convenient  for  the  consumer.  Manganese  ores, 
for  instance,  may  be  sold  on  their  per  cent,  of  metallic  manganese,  or  manganese 
peroxide ;  cerium  is  weighed  as  cerium  dioxide,  but  the  earths  are  sold  on  their 
per  cent.  CCgOg ;  chromium  ores  are  valued  on  their  CrgOj  contents ;  tungsten 
ores  on  their  WO3  contents ;  tantalum  and  vanadium  ores  on  the  amount  of  the 
respective  elements  equivalent  to  TagOg  and  VgOg  they  contain ;  while  uranium 
ores  are  valued  on  their  equivalent  U3O3.'  Analysts  must  then  bow  to  the 
inexorable  fetish — custom. 


^  The  interpretation  of  "  loss  on  ignition  "  is  somewhat  indefinite  with  glases,  and  is  rather 
a  qualitative  indication  of  the  character  of  the  glaze  in  question. 

^  For  an  example  of  the  discrepancies  which  may  arise  when  the  analyst  attempts  to  go 
beyond  his  facts,  and  show  the  mode  in  which  the  "  bases  "  and  "acids  *'  are  combined,  compare 
H.  M.  Noad,  Joum,  Chtnu  Soc.,  14.  43,  1862;  and  A..  Voelcker,  i6.,  14.  46,  1862;  Chenu 
News,  3.  77,  285,  316,  1861. 

»  G.  T.  Holloway,  Trans.  Inst.  Min.  Met,  21.  669,  1912. 


CHAPTER  XIX 
ELECTRO-ANALYSIS 
§  ii8.  Some  Definitions. 

If  two  platinum  plates  be  dipped  in  an  aqueous  solution  of,  say,  copper 
sulphate,  and  the  plates  be  connected  by  wire  with  the  poles  of  a  battery  or 
accumulator,  metallic  copper  will  be  precipitated  on  one  plate,  and  if  the  condi- 
tions be  suitable,  practically  all  the  copper  will  separate  in  the  form  of  a  compact 
coherent  metallic  film.  If  the  plate  with  the  film  of  copper  be  washed,  dried, 
and  weighed,  the  increase  in  the  weight  of  the  plate — before  and  after  the 
experiment — will  represent  the  amount  of  copper  which  was  present  in  the 
solution  under  investigation. 

The  process  of  decomposition  is  called  electrolysis  \  the  solution  undergoing 
decomposition  is  called  an  electrolyte ;  the  two  plates  by  which  the  current  enters 
and  leaves  the  electrolyte  are  called  electrodes.  The  electrode  by  which  the 
current  is  conventionally  supposed  to  enter  the  electrolyte  is  called  the  anode  ; 
and  the  other  electrode  is  called  the  cathode.^ 

What  has  just  been  stated  about  the  solution  of  copper  sulphate  applies  to 
many  other  metallic  salts.  When  such  solutions  are  electrolysed,  the  metal  is 
deposited  on  the  cathode.  But  with  solutions  of  lead  and  manganese  salts,  the 
peroxides  are  sometimes  deposited  on  the  anode.  In  applying  these  facts  to 
practical  analysis,  it  is  convenient  to  make  the  dish  holding  the  electrolyte  one 
of  the  electrodes — generally  the  cathode — on  which  the  deposit  is  to  be  collected. 

The  quantity  of  electricity  which  passes  through  the  solution  in  unit  time,  or 
the  speed  of  the  current,  is  measured  by  an  ammeter.  The  unit  is  called  an 
ampere.^  The  unit  of  the  electric  pressure  ®  driving  the  electric  current  along  the 
circuit  is  c&lled  the  volt^^  and  the  voltage  of  the  current  is  measured  by  the 
vcltmster.  The  current  is  regulated  by*  coils  of  wire,  incandescent  lamps,  etc., 
which  obstruct  the  steady  flow  of  the  current  of  electricity  and  fritter  the  energy 
of  the  electric  current  down  into  heat.    The  unit  of  resistance  is  called  the  ohm,^ 

^  It  is  always  easy  to  determine  which  wire  from  the  battery  or  accumulator  belongs  to  the 
cathode,  and  which  to  the  anode,  by  wetting  a  piece  of  blotting  paper  with  an  aqueous  solution  of 
potassium  iodide  and  starch,  and  allowing  the  tips  of  the  two  wires  to  touch  the  wet  paper 
about  a  quarter  of  an  inch  apart.  The  paper  in  the  vicinity  of  the  wire  to  be  attached  to  the 
anode  will  be  coloured  blue.  If  the  blotting  pa{)er  be  soaked  in  a  solution  of  sodium  chloride 
and  phenolphthalein,  the  paper  in  the  vicinity  of  the  cathode  will  be  coloured  red.  Paper  pre-, 
pared  in  this  way  is  called  "  pole  paper,"  and  is  sold  in  booklets  or  rolls  like  litmus  paper. 

*  The  ampere  **  is  represented  oy  the  unvarying  electric  current  which,  when  passed  through 
a  solution  of  silver  nitrate  in  water,  deposits  metallic  silver  at  the  rate  of  0 '001 118  grm.  per 
second." 

'  Also  called  the  electromotive  force,  or  potential 

*  The  volt  '*  is  represented  by  the  electrical  pressure  that  if  steadily  applied  to  a  conductor 
whose  resistance  is  one  ohm  will  produce  a  current  of  one  ampere." 

'  The  ohm  is  the  unit  of  resistance  and  ''is  represented  by  the  resistance  offered  to  an 
unvarying  electric  current  by  a  column  of  mercury  at  the  temperature  of  melting  ice  14*4521 
gnns.  in  mass,  of  a  constant  sectional  area  and  a  length  of  106*3  cm." 
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There  is  an  interesting  relation — Ohm^%  law — between  these  magnitudes : 

Quantity  of  electricity  («„p.)=^^^^. 

Consequently,  decreasing  the  resistance  opposed  to,  or  increasing  the  voltage  of  a 
current  will  increase  the  quantity  of  electricity  passing  through  a  circuit  per  second 
(amperage) ;  and,  conversely,  increasing  the  resistance  or  decreasing  the  voltage 
will  decrease  the  quantity  of  electricity  passing  through  the  circuit  per  second.^ 

§  119.  Some  Factors  which  determine  Success  in  Electro-analysis. 

1.  Pre$9wre  of  the  Current — Decomposition  Voltage. — For  the  decomposition  of 
every  metallic  solution,  the  pressure  of  the  electric  current  must  exceed  a  certain 
minimum  value.  This  minimum  voltage  is  characteristic  of  the  particular 
solution  under  investigation.     For  instance — 

Salphates. 

Nickel  sulphate 
Cadmium  sulphate    . 
Cobalt  sulphate 

A  current  of  many  amperes  might  be  passed  through  a  solution  of  cobalt  sulphate 
without  any  visible  decomposition;  only  when  the  voltage  exceeds  1*92  volts 
will  cobalt  be  deposited.  If  a  solution  contains  a  mixture  of  salts  of  different 
metals,  the  electrodes  appear  as  if  they  exerted  a  kind  of  selective  action  which 
really  depends  upon  the  minimum  voltage  required  to  effect  the  decomposition 
of  the  different  metallic  salts.  This  peculiarity  of  the  salts  can  be  employed  to 
effect  the  separation  of  the  different  metals.  In  a  solution  containing  zinc  and 
cobalt  sulphates,  for  example,  cobalt  will  be  deposited  with  a  voltage  less  than 
2*02  volts,  and  greater  than  192  volts.  When  all  the  cobalt  is  deposited, 
increaising  the  voltage  above  2*08  volts  will  lead  to  the  deposition  of  zinc. 

2.  Strength  of  the  Current — Current  Density. — The  weight  of  a  given  metal 
deposited  by  a  current  of  electricity  is  proportional  to  the  quantity  of  electricity 
(amperes)  passing  through  the  solution;  and  the  weights  of  different  metals 
deposited  by  the  same  quantity  of  electricity  (amperes)  is  directly  proportional 
to  the  chemical  equivalents  of  the  metals  in  the  solutions  (Faraday's  laws). 
Thus,  a  given  quantity  of  electricity  will  deposit  the  relative  quantities  of  the 
different  metals  indicated  in  the  last  line  of  the  following  scheme : — 


Chlorides. 

volts. 

volts 

2-09 

Nickel  chloride 

.     1-85 

2  08 

Cadmium  chloride    . 

.     1-88 

1-92 

Cobalt  chloride 

.     1-78 

Al 

Ni 

Co 

Sn(ic) 

Cu  • 

Cd 

Atomic  weight    . 

.     27  1 

58*68 

68-97 

119*0 

68*67 

112-4 

Chemical  equivalent    . 

.       9  03 

29-34 

29*48 

29*76 

31*78 

66-2 

The  quantity  of  metal  deposited  in  a  given  time,  that  is,  the  rate  of  deposition, 
is  dependent  upon  the  strength  of  the  current  in  amperes.  The  deposited  metal 
redissolves  in  the  electrolyte,  and,  consequently,  the  rate  at  which  the  metal  is 
deposited  must  exceed  the  rate  at  which  it  redissolvos.  The  metal  is  only 
deposited  from  the  solution  in  the  immediate  vicinity  of  the  cathode.  Hence, 
other  things  being  equal,  the  greater  the  area  of  the  cathode  the  more  metal 
available  for  deposition,  and,  mutatis  mutandis^  the  greater  the  rate  at  which 
the  metal  is  redissolved.  Hence,  the  amount  of  current  necessary  to  deposit 
the  metal  will  depend  upon  the  area  of  the  cathode. 

The  amount  of  current  per  unit  area  (per  second)  is  called  the  cwrrent 
density — 100  sq.  cm.,  that  is,  1  sq.  decimetre,  is  generally  taken  as  unit 
area.  Hence,  *^a  current  density  of  2  amperes"  means  that  2  amperes  should 
be  used  for  each  100  sq.  cm.  of  cathode  area. 

^  J.  W.  Richards,  Chenu  News,  94.  6,  20,  81, 1906—"  Electrochemical  Calculations." 
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While  the  tendency  of  a  metal  to  redissolve  in  the  solution  fixes  a  lower 
limit  to  the  amount  of  current  which  may  be  used  for  electro-analysis,  the 
tendency  of  the  metal  to  form  spongy,  non-adherent  films  when  deposited  too 
rapidly  prevents  the  use  of  currents  exceeding  a  certain  maximum  strength 
(amperage  per  unit  area  of  cathode). 

It  is  highly  important,  for  accurate  work,  to  precipitate  the  metal  in  a 
coherent  film  which  is  easily  washed  and  weighed.  The  condition  of  the 
deposited  metal  is  not  only  dependent  upon  the  voltage  and  the  current  density, 
but  is  also  determined  by  the  nature  of  the  solution  from  which  the  metal  is 
deposited,  the  amount  of  free  acid,  the  temperature,  etc.  These  *' optimum" 
conditions  can  only  be  determined  by  trial  and  failure. 

3.  Nature  and  Concentration  of  Electrolytes. — Enough  salt  should  bo  present 
in  the  solution  to  carry  the  current,  otherwise  hydrogen,  or  some  other  element, 
may  cause  the  film  of  metal  to  become  spongy  and  impure.  The  more  con- 
centrated the  solution,  the  greater  the  amount  of  metal  in  solution  in  the 
neighbourhood  of  the  cathode.  The  nature  of  the  salt  undergoing  decomposition 
is  of  importance.  Copper  nitrate,  for  example,  gives  better  results  than  copper 
sulphate ;  and  nickel  sulphate  is  far  more  satisfactory  than  nickel  nitrate.  Better 
deposits  are  frequently  obtained  with  complex  salts  like  the  metallo-cyanides, 
double  oxalates,  etc.,  than  with  the  simple  sulphates,  nitrates,  etc. 

4.  Nature  and  Concentration  of  Foreign  Salts  in  the  Electrolyte. — A  current 
density  which  gives  a  perfectly  pure  coherent  deposit  of,  say,  copper  when  no 
other  metal  is  present  may  give  a  very  impure  deposit  when,  say,  arsenic  is 
present,  particularly  if  the  decomposition  voltage  of  the  foreign  salt  be  near 
that  of  the  copper  salt.  The  greater  the  concentration  of  the  foreign  salt,  the 
greater  the  danger  of  its  simultaneous  deposition  with  the  copper. 

5.  Temperature, — The  time  required  for  the  complete  electrolysis  of  certain 
solutions,  e.g.j  copper  or  nickel  sulphate,  lead  nitrate,  etc.,  is  frequently  ab- 
breviated by  working  at  a  higher  temperature,  but  the  deposits  are  not  always 
so  good  as  those  formed  at  lower  temperatures.  When  working  at  an  elevated 
temperature,  care  must  be  taken  not  to  heat  the  solution  to  its  boiling  point,  or 
the  deposit  may  be  loosened  from  the  cathode,  and  an  accurate  determination 
is  then  impracticable. 

6.  Condition  of  the  Electrolyte, — Only  those  metallic  salts  in  the  vicinity  of 
the  electrodes  can  be  decomposed  by  the  current,  and  the  diffusion  of  more  salt 
from  the  body  of  the  solution  to  the  vicinity  of  the  electrodes  is  comparatively 
slow.  Hence,  adequate  agitation  of  the  solution  will  greatly  accelerate  the 
speed  of  precipitation  by  supplying  fresh  metal  to  take  the  place  of  the  metal 
withdrawn  from  the  solution  faster  than  it  can  be  supplied  by  simple  diffusion. 
When  artificial  means  are  used  to  agitate  the  solution  during  electrolysis,  a 
greater  maximum  current  density  can  be  used.  Only  one  of  the  electrodes  is 
usually  rotated,  and  the  consequence  is  that  the  current  may  be  considerably 
increased  without  injuring  the  deposit ;  and  deposits  which  require  several  hours 
under  ordinary  conditions  may  be  completed  in  as  many  minutes.  This  subject 
will  be  discussed  later. 

In  giving  directions  for  electrolytic  separations,  or  in  stating  the  results  of 
experiments,  the  following  factors,  apart  from  those  connected  with  the 
apparatus,  are  to  be  considered  essential  for  success : — 

1.  Pressure  of  electric  current  in  volts. 

2.  Current  density  in  amperes  per  square  decimetre. 

3.  Nature  and  concentration  of  the  electrolyte. 

4.  Nature  and  concentration  of  foreign  salts  dissolved  in  the  electrolyte. 

5.  Temperature  of  the  electrolyte. 

6.  Conaition  of  the  electrolyte-— at  rest,  or  agitated. 
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If  attention  be  paid  to  these  details  necessary  for  successful  work,  many 
electrolytic  methods  of  analysis  rival  in  accuracy,  neatness,  and  rapidity  the  best 
of  the  gravimetric  and  volumetric  processes  available  for  the  same  metal.  In 
consequence,  a  number  of  electrolytic  methods  have  won  a  permanent  place  in 
analytical  chemistry.  True  enough,  the  time  required  for  the  electrolysis  is 
prolonged,  but  very  little  attention  is  needed  during  the  actual  electrolysis. 
Indeed,  many  electrolyses  can  be  safely  left  1 2  hours — say  overnight — without 
attention.  Those  methods  involving  the  use  of  rotating  electrodes  enable  a  de- 
termination to  be  made  in  10  or  15  minutes.     An  example  is  given  on  page  337. 


§  120.  The  Apparatus  for  Electro-Analysis. 

When  a  relatively  small  number  of  determinations  is  made,  the  outfit  will 
be  different  from  that  employed  when  determinations  are  frequently  practised. 
The  former  will  alone  be  considered  here.  For  the  latter,  special  text-books  * 
must  be  consulted.  The  determination  of  copper  is  conveniently  taken  as 
a  standard  process  for  reference.  This  is  also  particularly  appropriate  not 
only  because  of  the  typical  character  of  the  process,  but  also  because  the 
Mansfield  Oberberg  und  Hiittendirection,  in  1867,  offered  a  prize  for  a  rapid 
and  accurate  method  for  the  determination  of  copper  in  ores.     The  prize  was 

won  by  C.  Luckow^  for  an  electrolytic 
process.  This  gave  an  impetus  to  electro- 
analysis  generally. 

A  plan  of  the  outfit   for  occasional 
^^^  work  is  shown  in  fig.  117.     The  current 

/l-  <^         from  an  accumulator  B  passes  through 

v!2-^  <         the  resistance   R  to   the  decomposition 

cell  (7,  then  through  the  ammeter  A^  and 
back  to  the  accumulator.  A  voltmeter  G 
is  placed  in  metallic  contact  with  the 
cathode  and  anode.  Usually  a  couple 
of  2- volt  E.P.S.  accumulator  cells  B  will 
suffice  for  the  current.  The  key  K  is 
for  making  or  breaking  the  passage  of 
the  current  as  desired. 

A   photograph   of  the  apparatus  is 
Fio.  117.  -Plan  of  fig.  118.  shown  in  ^q,  118.     The  electrolytic  cell 

shown  at  C  is  the  type  recommended 
by  Classen.  It  consists  of  a  platinum  basin,  about  200  c.c,  with  or  without 
an  inner  matted  surface.^  This  serves  as  the  electrode  for  collecting  the  deposit 
A  perforated  platinum  disc  fixed  to  a  stout  platinum  w^ire  may  be  used  for  the 


A.  Classen,  Quantitative  Analyse  dureh  Electrolyse,  Berlin,  1908  ;  B.  B.  Boltwood's  trans., 
New  York,  1908;  A.  Fischer,  Electroanalytische  Schnellmrthoden,  Stuttgart,  1908;  F.  M. 
Perkm,  Practical  Metlmla  of  Electro-cJiemistry,  London,  1905  ;  J.  Riban,  Traits  d*analyse 
Chimique  Quantitative  par  Electrolyse,  Paris,  1899;  B.  Hollard  and  L.  Bertiaux,  Analyse  des 
MOaux  par  Electrolyse,  Paris,  1909  ;  E.  F.  Smith,  EUdro-analysis,  Philadelphia,  1907  ;  B. 
Neumann,  Th4^orie  und  Praxis  der  analytiichen  Elektrolyse  der  Meialle,  Halle  a.  S.,  1897  ; 
J.  B.  C.  Kershaw's  trans.,  London,  1898. 

*  C.  Luckow,  Zeit,  anal,  Chem.,  8.  23,  1869  ;  19.  1,  1880. 

'  The  nature  of  the  surface  of  the  electrodes  is  of  importance.  Some  metals  give  less  satis- 
factory deposits  on  hammered  surfaces  than  on  spun  and  polished  surfaces.  In  the  detennination 
of  lead  as  peroxide,  the  precipitate  only  adheres  finnly  to  the  electrode  when  the  surface  has 
been  roughened  by  means  of,  say,  a  sand-blast.  A  woven  platinum  gauze  electrode— flag 
electrode— is  also  recommended  in  special  cases.  The  electrode  must  be  quite  clean,  or  a  poor 
deposit  will  be  obtained. 
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other  electrode.*  The  dish  rests  on  a  brass  "retort  riDg"  to  which  three 
pUtinum  points  have  been  fixed  to  ensure  electrical  contact  between  the  retort 
ring  and  the  platinum  dish.  The  ring  is  clamped  to  a  glass  rod  fixed  to  a  heavy 
iron  base.     The  platinum  wire  supporting  the  disc  is  also  fixed  by  a  suitable 


Fig.  118. ' — Tho  apiiaratua  for  an  vlectL-o-anttlyaiB  (electrodes  statiutmrj]. 

clamp  to  the  same  glass  rod.  The  glass  rod  servos  to  insulate  the  disc  from 
the  dish.  If  otherwise,  the  current  would  "short  circuit"  and  not  pass  through 
tlie  decomposition  cell.  Binding  screws  are  fined  to  the  damps,  so  that  the 
dish  and  disc  can  be  put  into  electrical  contact  with  the  battery.^ 

Area   of  cathode    Depth  m  Dish       Capacity  of  Dish 
surface- sq  cm.  mem.  in  c.c 


FlO.  119,— Cluasun'xdiah. 

Classen's  dish,  shown  in  fig.  119,  is  9  cm.  in  diameter,  and  42  cm.  deep.  It 
holds  about  250  c.c.,  and  weighs  between  35  and  37  grms.  The  dish  shown  in 
the  diagram  held  231  c.c.  when  filled  to  within  1  cm.  of  the  upper  edge ;  and 
156  c.c.  when  filled  to  within  3  cm.  of  the  upper  edge.  With  a  disc  anode,  the 
iNjst  distribution  of  the  current  is  obtained  by  adjusting  the  disc  so  that  it  ia 
exactly  ia  the  centre  of  the  dish  and  about  2  or  3  cm.  below  the  upper  edge. 

'  Several  other  tyjics  of  anode  an<!  cathode  are  in  usu— dishca,  cones,  cylinders,  gauzes, 
s|iirHl  wires,  etc.  The  important  points  about  the  electrodes  are  :  (1)  they  must  not  be  attacked 
by  the  electrolyte,  nor  absorb  gag  ;  (2)  tliey  mnat  be  of  such  a  shH;)e  that  the  density  of  the 
current  on  the  electrode  which  receives  the  deposit  is  as  hoiuogeneoua  as  poBsible  ;  and  (S)  the 


hape  must  favonr  rapid  ditTuaiun  of  the  electrolyte  from  one  electrode  to  the  other. 

*  It  19  easy  to  make  less  flipsnaive  anpportfi  thau  the  one  here  described.     A  lot  depeuds 
upon  the  "taste"  of  the  worker.     The  construction  of  apparatus  for  electrolytic  work  lends 


itaelf  to  what  Ostwald  calls  "Basteln" — pottering.     The  voltmeterai 
l>ackgrouud  of  flg.  IIS  haa  ammeters  anci  voltmeters  for  running  two  indepeudent  determina- 
tions at  the  aame  time. 

'7 
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If  the  electrolytic  cell  is  to  be  heated,  a  thin  asbestos  board  or  quartz  plate 
is  placed  under  the  dish,  and  the  vessel  is  heated  by  a  small  burner  (fig.  118) 
so  as  to  ensure  a  uniform  temperature. 

The  resistance  or  rheostat  E,  shown  in  the  photograph,  is  made  from 
platinoid  wire  wound  on  an  asbestos-covered  brass  tube,  or  on  a  slate  frame. 
By  moving  the  sliding  contact  along  a  bar,  any  desired  resistance  can  be  obtained 
within  the  capacity  of  the  instrument.^  •    '      ^ 

The  ammeter  A  is  an  instrument  with  a  small  internal  resistance — so  small 
that  it  can,  for  most  purposes,  be  neglected.  In  consequence,  tjie  ammeter  is 
kept  in  the  main  circuit  all  the  time  an  experiment  is  in  progress.  A  20-amp. 
meter  reading  to  jjj  amp.  will  suffice  for  the  work  described  in  tllis  book.^ 

The  voltmeter  G  has  a  relatively  large  internal  resistance,  and  if-  placed  in 
the  main  circuit  would  oppose  so  much  resistance  to  the  passage  of  the  current 
that  very  little  current  would  pass  at  all,  or  the  coils  of  the  voltmeter  would 
be  burnt  out.  If,  for  instance,  the  voltmeter  has  a  resistance  of  1000  ohms,  and 
the  electrolytic  cell  2  ohms,  the  ratio  of  the  current  passing  through  the  decom- 
position cell  to  that  passing  through  the  voltmeter  will  be  as  500  :  1.  The  volt- 
meter may  be  left  in  the  "shunted  "  circuit  all  the  time  an  electrolysis  is  in  progress. 
A  voltmeter  reading  0  to  20  volts  graduated  in  half- volts  is  sufficient* 


§  121.  The  Electrolytic  Determination  of  Copper. 

Copper  can  be  satisfactorily  deposited  from  solutions  acidified  with  nitric  or 
sulphuric  acids,  but  not  hydrochloric  acid,  except  under  special  conditions. 
Nitric  acid  gives  better  results  than  sulphuric  acid.  The  determination  will  be 
here  described  in  some  detail  to  serve  as  a  type  for  later  references.* 

1.  Cleaning  the  Electrodes, — The  electrodes  must  bo  perfectly  clean.  Never 
touch  the  depositing  surfaces  of  the  electrodes  with  the  fingers,  to  avoid  danger 
of  contaminating  the  surfaces  with  grease.  Clean  electrodes  are  absolutely 
necessary  for  good  deposits.  Silver  soap  or  round-grained  sea  sand  applied  witli 
a  soft  cloth  or  small  sponge  is  commonly  used  for  scouring  and  polishing. 
Grease  is  removed  either  by  heating  the  electrodes  to  redness,^  or  by  immersion 
in  a  saturated  solution  of  chromic  acid  (or  potassium  dichromate)  in  concentrated 
sulphuric  acid.  Wash  with  distilled  water,  and  dry  by  warming.  The  cathode 
is  cooled  in  a  desiccator,  and  weighed. 

2.  Prejjaration  of  the  Electrolyte. — Dissolve  a  gram  of  copper  sulphate  in 
140  c.c.  of  distilled  water;  add  5  to  10  c.c.  of  nitric  acid  (sp.  gr.  1*42),  so  as  to 
make  the  solution  between  8  and  10  per  cent,  nitric  acid.  The  solution  is  placed 
in  the  weighed  platinum  dish.  If  the  electrolysis  is  to  bo  conducted  at  an 
elevated  temperature,  say  60%  warm  the  solution  in  the  dish,  and  adjust  the  gas 
so  as  to  maintain  the  necessary  temperature.^ 

^  Numerous  other  types  are  used.  Some  of  these  will  be  found  described  in  the  text-books 
cited  above. 

^  Ammeters  with  a  ranfre  0-2  amps,  reading  in  hundredths,  provided  with  a  shunt  for 
reading  0-20  amps,  in  tenths,  will  be  ample  for  other  work  than  that  described  here. 

'  In  purchasing  a  new  instrument,  one  reading  0-3  volts  in  tenths,  provided  with  a  shunt 
for  reading  0-30  in  half-volts,  will  be  found  useful  for  work  with  rotative  electrodes. 

*  W.  C.  Blaadaleand  W.  Cruess,  Journ.  Amer.  Cltein,  Soc.^  32.  1231,  1910;  D.  J.  Demorest, 
Journ.  Ind.  Eng,  Chem.,  5.  216,  1913. 

'  Never  heat  ])latinum  electrodes  unless  every  particle  of  the  previous  deposit  has  been 
removed,  othen^'ise  an  alloy  may  be  formed  which  will  s])oil  the  apparatus.     See  page  114. 

^  If  the  solution  contained  much  free  nitric  acid,  it  should  be  evaporated  to  dryness,  and  the 
residue  dissolved  in  the  prescribed  amount  of  nitric  acid  and  water.  If  the  solution  contained 
much  free  sulphuric  acid,  the  solution  should  be  neutralised  with  ammonia,  and  the  necessary 
amount  of  nitiic  acid  added. 
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3.  Adjustment  of  the  Apparatus, — The  apparatus  is  fitted,  up  as  indicated  in 
fig.  118.  See  that  all  the  metallic  contacts — battery  connections,  connections 
with  the  voltmeter,  ammeter,  resistance,  and  electrolytic  stand — are  clean  and 
rigid.  If  otherwise,  the  contacts  may,  later  on,  offer  so  much  resistance  that 
the  current  is  either  weakened  or  interrupted.  The  anode  should  be  adjusted 
in  the  centre  of  the  dish,  and  at  a  sufficient  distance  (0*5  to  1  cm.)  from  the 
cathode  to  present  suffidtent  resistance  to  prevent  the  necessity  of  using  a  very 
high  voltage  wben  the  current  has  started.  It  is  best  to  arrange  the  resistance, 
etc.,  so  that  when  the  circuit  is  closed  a  current  no  greater  than  the  maximum 
required  passes  through  the  circuit.  Cover  the  platinum  dish  with  a  watch- 
glass  cut  in  two  pieces,  and  provided  with  notches  for  the  anode,  and  also  for  a 
thermometer  if  the  electrolysis  is  to  be  conducted  at  an  elevated  temperature. 
The  watch-glass  is  intended  to  prevent  loss  by  the  spray  carried  off  with  the 
gases  liberated  at  the  anode. 

4.  l^he  Electrolysis, — Complete  the  circuit  and  adjust  the  resistance  so  that 
a  current  of  from  2*0  to  2*5  volts  ^  passes  through  the  circuit,  and  a  current 
density  of  0*5  to  1*0^  amp.^  A  bright  red  film  will  flash  over  the  cathode 
surface  as  soon  as  the  circuit  is  closed.  The  electrolysis  will  be  finished  in 
about  4  hours. 

If  the  electrolysis  is  to  run  overnight,  a  current  density  of  about  O'l  amp. 
will  suffice.  A  little  more  nitric  acid — 2  c.c. — should  also  be  added,  since  some 
of  the  nitric  acid  is  converted  into  ammonia  by  the  hydrogen'  liberated  at  the 
cathode,  and  this  is  inclined  to  cause  a  spongy  deposit. 

To  find  if  all  the  copper  has  been  deposited,  raise  the  level  of  the  solution  by 
the  addition  of  a  few  c.c.  of  distilled  water.  If  no  copper  is  deposited  on  the 
newly  exposed  cathode  surface  after  a  run  of  about 
15  minutes,  it  may  be  assumed  that  the  electrolysis  is 
finished.'*  Or,  a  few  drops  of  the  electrolyte  may  be 
transferred  by  means  of  a  pipette  to  a  test-tube,  and  test 
for  copper  in  the  ordinary  manner,  say,  make  alkaline 
with  ammonia,  then  acidify  with  acetic  acid,  and  add  a 
few  drops  of  potassium  ferrocyanide.     A  brownish-red  fiq,  120. 

precipitate  shows  that   all   the   copper    has    not   been 

deposited,  and  that  it   is   necessary  to   continue   the  electrolysis.      When   no 
coloration  appears  on  repeating  the  test,  the  electrolysis  is  completed. 

5.  Washing  and  Drying  the  Deposited  Metal. — Since  the  precipitation  has 
been  made  in  an  acid  solution,  some  consider  that  the  current  should  not  be 
stopped  until  the  acid  liquid  has  been  removed,  otherwise  the  dissolution  of 
the  deposited  copper  will  start  before  the  plates  can  be  washed,  and  thus  lead 
to  low  results.  In  most  cases,  however,  sufficiently  accurate  results  will  be 
obtained  by  breaking  the  current,  and  immediately  ^  pouring  the  solution  into 

'  The  voltage  and  current  density  depend  upon  the  resistance  of  the  electrolytic  cell,  which 
in  tarn  depends  upon  the  conductivity  of  the  solution,  the  size  and  shape  of  the  electrodes,  and 
the  distance  apart  of  the  electrodes.  It  is  frequently  inconvenient  to  regulate  these  two  factors 
to  correspond  exactly  with  prescribed  directions.  In  that  case,  bring  the  voltage  to  the  desired 
value,  and  let  the  current  adjust  itself  to  the  required  amperage.  This  is  particularly  the  case 
with  separations  where  the  decomposition  voltage  is  of  prime  importance. 

^  If  other  metals  are  present  in  the  solution,  keep  to  the  lower  amperage. 

'  From  fig.  119  we  see  that  the  dish  with  150  c.c.  of  solution  offers  a  cathode  surface  of 
approximately  120  sq^.  cm.  Hence,  if  0*8  amp.  is  needed  per  100  sq.  cm.,  a  cathode  surface  of 
120  sq.  cm.  will  require  a  current  of  1  amp.  read  on  the  ammeter. 

*  Classen  (^.e.)  places  a  small  strip  of  bright  platinum  foil  in  contact  with  the  cathode 
{F,  fig.  120),  but  not  touching  the  anode.  If  after  half  an  hour  no  deposit  is  formed  on  the  foil 
immersed  in  the  liquid,  it  is  safe  to  assume  that  the  electrolysis  is  complete. 

'  F.  HUdorff  (Zeit.  angeic.  Che^n,^  6.  5,  1892)  adds  10  drops  of  a  saturated  solution  of  sodium 
acetate  just  before  breaking  the  circuit.     The  acetic  acid  which  is  set  free  does  not  attack  the 
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an  empty  beaker,  and  rapidly  rineing  out  the  basin  with  hot  dietillcd  water. 
Finally,  wash  three  times  with  about  5  c,c-  of  aloohol,'  and  once  with  ether,* 
Dry  the  precipitated  copper  in  an  air-bath  at  about  80° ;  cool  in  a  desiccator, 
and  weigh. 

When  it  ia  desired  to  wash  the  deposit  free  From  acid  before  stopping 
the  current— the  acid  liquid  is  syphoned  off  (by  suction)  into  a  filtration  Qaak, 
and  at  the  same  time  fresh  distilled  wat«r  is  poured  into  the  basin  until  the 
washings  are  Tree  from  acid  before  stopping  the  current     A  method  of  doing 


Fw.  VjI. — Washing  tlio  ootliodc  dish. 

this  is  illustrated  in  lig.  121.  Then  wash  the  deposit  with  hot  distilled  water, 
etc,  as  indicatc<l  above, 

6.  Errort. — If  the  current  density  Iw  too  high,  the  deposit  may  be  "burnt." 
In  that  case,  the  copper,  instead  of  appearing  as  a  bright  red  coherent  film,  is 
coloured  more  or  less  brown,  and  appears  more  or  less  pulverulent  and  non- 
adherent. If  the  current  be  acting  for  too  long  a  time,  there  is  a  possibility 
of  sonic  of  the  sulphuric  acid  being  redui-ud  by  the  hydrogen  liberated  at  tho 
cathode  to  form  hydr<)gen  sulphide.  In  that  case,  some  copper  sulphide  will 
bo  formed,  and  this  leads  to  the  dc\'cloprncnt  of  dark  brown  spots  on 
the  copper. 

If  arsenic  or  antimony  he  present,  these  elements  may  be  deposited  with 
the  copper,  giving  it  a  didl  and  maybe  a  grey  appearance.     In  that  ease,  tho 

capper  immediately,  and  in  conet^uence  there  is  sufficient  time  to  waah  the  plalea  before 
appreciable  action  h&a  occurred. 

'  The  alcohol  should  ([ive  no  reaidue  on  evaporation  to  dryneas.  The  alcohol  should  also 
liave  been  distilled  over  lime.  Instead  of  absolute  alcohol,  methylatod  spirit  free  from  mineral 
oil  can  be  u^ed.  The  meCliytated  Bpirit  is  purified  hy  etundiiia  in  contact  with  caustic  eoda  for 
a  few  days,  and  distillinK.  Freshly  burnt  lime  is  now  added  to  the  distillate,  and  after 
standing  'ii  hours,  tlie  spirit  is  decanted  into  a  distilling  flask  eontaining  some  freahlj  bonit 
lime,  and  redistilled. 

'  The  etiier  is  sujiposiid  to  Iwvo  been  distilled  uver  cauatio  jiotaah.  Some  omit  the  ether 
treatment. 
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copper  deposit  may  be  heated  to  dull  redness  to  volatilise  the  oxides  of  arsenic 
and  antimony.^  Dissolve  the  resulting  copper  oxide  in  nitric  acid,  and  repeat 
the  electrolysis.  Hollard  and  Bertiaux  say  that  the  addition  of  a  little  ferric 
sulphate  lessens  the  danger  of  precipitating  arsenic;  and  the  addition  of 
a  little  lead  nitrate,  the  deposition  of  antimony.  If  much  arsenic,  antimony, 
or  bismuth  be  present,  they  should  be  separated  chemically  before  the 
electrolysis. 

Silver,  if  present,  will  be  deposited  with  the  copper,  and  should  therefore 
be  removed  from  the  solution  before  the  electrolysis,  or  the  metal  deposited  on 
the  cathode  can  be  weighed  as  "  silver  +  copper."  The  mixed  metals  are  then 
dissolved  in  nitric  acid,  and  the  silver  determined  by  the  addition  of  a  little 
hydrochloric  acid  in  the  usual  manner.  Tin  and  mercury,  if  present,  may  also 
be  deposited  with  the  copper. 

In  illustration  of  the  results  which  may  be  obtained  with  the  process  just 
described : — 

Used 25*08        26*08        25*08        25*08    percent. 

Found 25  08        25*05        25*07        25*04        „ 

7.  Recording  the  Results. — The  results  entered  in  the  note-book  will  include 
the  following  data : — 

1.  Current  pressure :  2*2-2*5  volts. 

2.  Current  density  :  0  5  amps. 

3.  Electrolyte :  1  gnu.  of  copper  sulphate  with  8  to  10  per  cent,  of  nitric  acid,  made  up  to 
150  CO. 

4.  Foreign  salts :  no  foreign  metallic  salts  were  present. 

5.  Temperature:  15''-20". 

6.  Electrodes :  stationary. 
Time,  4^  hours. 

One  gram  of  the  sample  was  dissolved  as  indicated  on  page  258,  and  used  as  the 
electrolyte.     The  weighings  were  : — 

Cathode  and  deposit 36'3542gnns. 

Cathode 36*0734      „ 

Copper  deposit 0*2808  grm. 

Hence,  the  sample  contained  28*08  per  cent,  metallic  copper. 

8.  Cleaning  the  Deposit  from  the  Electrode. — In  the  case  of  copper,  the  deposit 
can  be  readily  removed  from  the  platinum  dish  by  the  action  of  dilute  nitric 
acid,  and  subsequent  washing  with  distilled  water. 

Electrolysis  of  StUphuric  Add  Solutions. — It  may  be  desirable  to  precipitate 
the  copper  from  a  sulphuric  acid  solution  free  from  nitric  acid.  The  deposits 
of  copper  are  not  then  quite  so  red  in  colour  as  when  nitric  acid  is  present. 
Between  7  and  10  per  cent.  HgSO^  is  added,  that  is,  about  4  c.c.  per  100  c.c. 
of  solution.  According  to  C.  Engels,  the  deposits  are  better  if  from  1  to  IJ 
grms.  of  hydroxylamine  sulphate  be  present.^  About  2*5  volts  and  a  current 
density  of  0*5  amp.  are  employed.  The  best  temperature  is  from  70°  to  80". 
Between  1  and  IJ  hours  are  needed  for  the  electrolysis.  The  process  is  used 
when  copper  is  to  be  separated  from  zinc,  cadmium,  nickel,  and  less  than  0*1  grm. 
of  iron.  If  over  this  amount  of  iron — say,  up  to  0*6  grm. — be  present,  the 
electrolysis  must  be  conducted  at  atmospheric  temperatures.^  The  time 
required  for  the  electrolysis  is  then  between  2  and  2J  hours.     For  an  over- 


^  Remember  that  a  platinum  dish  will  not  stand  much  of  this  sort  of  treatment. 
^  A.  Classen    recommends    urea    for   the  same  purpose.     In  that  case,   some  carbon  is 
deposited  with  the  copper,  and  the  subsequent  correction  is  troublesome. 
3  O.  Foerster,  2eii.  angeto,  Chem.,  19.  1890,  1906. 
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night  electrolysiB,  use  rather  less  sulphuric  acid,  and  0*5  grm.  of  hydroxylamine 
sulphate,  also  a  current  density  of  about  0*1  amp. 

Electrolysis  of  Amnumiacal  Solutions, — Add  ammonia  to  a  solution  of  copper 
chloride  containim^  less  than  2  <;rms.  of  copper.  When  the  precipitate  has  re- 
dissolved,  add  20-25  c.c.  of  ammonia  (sp.  gr.  0*96)  for  quantities  of  copper  up 
to  0'5  grm.,  and  30-35  c.c.  for  quantities  up  to  1  grm.  Add  3-4  grms.  of 
ammonium  nitrate.  If  up  to  0*5  grm.  of  copper  be  present,  use  a  current 
density  of  0*5  amp.,  and  so  proportionally  up  to  2  amps,  for  2  grms.  of  copper. 
Time  :  about  2  hours.  If  insufficient  ammonia  be  present,  a  brown  non-adherent 
deposit  collects  on  the  anode,  which  falls  off  and  contaminates  the  cathode 
deposit.^ 


*  F.  Oettel,  Chem.  Zig,,  i8.  47,  879,  1894  ;  F.  RUdorff,  Ber.,  21.  3050,  1888. 
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CHAPTER  XX. 

THE  ANALYSIS  OF  GLAZES,  GLASSES,  ENAMELS, 

AND  COLOURS. 

§  122.  The  Selection  of  the  Sample. 

The  glaze  to  be  analysed  may  be— partly  or  wholly — raw  or  fritted.^  In 
the  latter  case,  the  method  of  analysis  is  the  same  as  for  glasses,  enamels,  and 
frits.  Again,  if  a  fired  glaze  be  in  question,  it  is  usually  necessary  to  chip  the 
glaze  from  the  body  with  a  chisel  and  hammer.  In  that  case,  it  is  impossible  to 
pievent  part  of  the  body  being  analysed  with  the  glaze,  because  (1)  the  glaze 
while  being  fired  dissolves  some  of  the  constituents  of  the  body  ;  and  (2)  the 
mechanical  separation  of  chippings  of  the  glaze  from  the  body,  even  under  a 
good  lens,  is  laborious  and  unsatisfactory.^  In  the  case  of  iron  enamels,  the 
analysis  will  include  part  of  the  intermediate  flux  between  the  enamel  and  the 
metal.*  To  remove  a  glaze  or  enamel  from  a  body,  de  Luynes*  recommends 
roughening  the  surface  of  the  glaze  with  emery  or  carborundum  paper  or  a  file, 
and  coating  the  roughened  surface  with  wet  glue.  The  glue  is  dried  and  baked 
in  an  air-bath.  During  the  drying,  the  glue  sometimes  drags  part  of  the  glaze 
or  enamel  from  the  body.  The  glue  can  be  removed  by  means  of  boiling  water, 
and  washing  the  fragments  on  a  filter  paper. 

As  a  rule  glazes  contain  silica,  boric  oxide,  alumina,  ferric  oxide,  lime, 
magnesia,  lead  oxide,  and  alkalies.*  There  may  also  be  present  tin  oxide,  baryta, - 
phosphoric  and  sulphuric  oxides,  and  fluorine.  In  special  cases,  zirconia, 
antimony,  and  arsenic  may  be  present.  In  the  case  of  colours,  zinc,  chromium, 
cobalt,  nickel,  manganese,  copper,  bismuth,  cadmium,  titanium,  uranium, 
molybdenum,  and  gold  may  be  found.  The  last  six  elements  named  are  rare.® 
Selenium  is  occasionally  found  in  clear  glasses  and  frits.  The  general  scheme  for 
the  separation  of  the  more  common  elements  is  as  follows : — 

I.  Hydrogen  sulphide  grov/p, 

(1)  Copper  group, — Insoluble  in  sodium  sulphide — e.g.,  copper,  lead, 

bismuth,  cadmium. 

(2)  Arsenic  group. — Soluble  in  sodium  sulphide — e.g.,  arsenic,  anti- 

mony, tin. 


^  An  examination  of  the  constituents  removed  by  treatment  with  dilute  acids,  and  the 
determination  of  the  carbon  dioxide  and  water,  will  often  furnish  valuable  data  for  reconstructing 
such  glazes  from  the  analysis. 

^  The  interpretation  of  the  analysis  is  then  more  or  less  obscure  and  vague. 

'  Fragments  of  iron  may  be  removed  with  a  magnet. 

*  V.  de  Luynes,  Comp.  Rend.,  134.  480,  1902. 

"  Along  with  carbon  dioxide  and  combined  water  with  raw  and  partially  fritted  glazes. 

'  Molybdenum,  gold,  silver,  iridium,  rhodium,  and  platinum  are  extremely  rare.  Tungsten 
is  rare,  although  traces  are  common  enough  in  tin  glazes.  It  is  introduced  as  an  impurity  with 
the  tin  oxide,  and  its  presence  is  not  always  objectionable. 
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II.  Ammonia  groupf  or  basic  acetate  group — 6.^.,  aluminium,  iron,  titanium, 

chromium. 
III.  Ammonium  sulphide  group — e.g.,  zinc,  manganese,  cobalt,  nickel. 

The  treatment  when  the  rarer  elements  are  present  is  discussed  later.  The 
boric  oxide  is  determined  on  a  separate  sample  by  the  methods  described  later. 
We  first  discuss  the  metals  precipitated  by  hydrogen  sulphide  in  acid  solutions ; 
and  follow  by  a  discussion  of  the  processes  required  when  zirconium,  manganese, 
uranium,  cobalt,  nickel,  chromium,  zinc,  etc.,  are  present.  In  any  case,  the 
given  sample  is  ground  to  a  fine  powder  (page  121). 

§  123.  ''Opening"  the  Sample. 

The  method  to  be  employed  for  the  analysis  of  a  glaze  is  determined  by  the 
result  of  the  qualitative  analysis.  The  colour  of  the  glaze,  etc.,  is  often  a  good 
indication  of  the  colouring  oxides  present.  If  the  glaze  contains  unfritted  white 
or  red  lead,  a  preliminary  digestion  with  dilute  acetic,  hot  hydrochloric,  or  nitric 
acid  will  remove  the  lead.  The  insoluble  residue  is  fused  ^  with  sodium  carbonate 
(as  indicated  page  164),  and  the  fused  mass  digested  with,  say,  dilute  nitric  acid. 
The  solution  may  be  added  to  that  obtained  by  the  preliminary  digestion  with 
nitric  acid. 

If  all  or  part  of  the  lead  be  fritted,  and  the  frit  is  not  completely  decomposed 
by  digestion  with  these  acids, ^  another  procedure  must  be  followed.  The  lead 
frit  can  be  fused  in  a  platinum  crucible  provided  there  be  no  possibility  of 
reducing  conditions  developing  in  the  interior  of  the  crucible.  If  tin  oxide  be 
present,  it  will  dissolve  in  the  molten  sodium  carbonate  slowly. 

Fusion  vnth  Sodium  Hydroxide  or  Peroxide. — An  enamel,  glaze,  or  glass 
containing  antimony,*  arsenic,  or  tin  oxide  can  sometimes  be  conveniently  fused 
with  eight  to  ten  times  its  weight  of  sodium  hydroxide  *  (or  sodium  peroxide) 
in  a  silver  or  nickel  crucible  at  a  dull  red  heat  until  the  mass  is  fused. 
Dissolve  the  fused  mass,  when  cold,  in  a  little  water  or  dilute  hydrochloric 
acid.  The  objection  to  the  use  of  caustic  alkalies  is  their  tendency  to  froth 
over,  and  the  time  necessary  for  the  solution  of  the  powder.^  The  following  is 
the  best  way  of  conducting  the  operation  : — The  crucible  ^  is  placed  in  a  circular 
hole  cut  in  a  sheet  of  ^  asbestos  millboard,  so  that  the  crucible  when  pressed 
tightly  into  the  aperture  projects  on  the  upper  side  about  a  quarter  of  an  inch. 
The  lid  of  the  crucible  is  tapped  on  an  agate  mortar  with  a  round-faced  hammer, 
so  that  the  lid  fits  the  crucible  with  its  convex  side  downwards.     Any  portions 

^  Care  must  be  taken  in  using  a  platinum  crucible  when  metallic  oxides  and  salts  are  present, 
or  the  crucible  may  be  attacked  during  the  sodium  carbonate  fusion,  etc. 

*  For  the  joint  effect  of  acids  and  a  metal  like  zinc,  see  T.  Moore,  Chem.  News^  67.  267, 1898. 
'  For  the  volatilisation  of  antimony  during  the  fusion  with  sodium  carbonate,  see  H.  N. 

Warren,  Chem.  News,  67.  16,  1893. 

*  A  '  *  pinch  "  of  powdered  wood  charcoal — quarter  gram — ^accelerates  the  decomposition  of  tin 
oxides,  cassiterite,  etc.  The  solution  of  the  cassiterite  will  be  complete  in  three  or  four  minutes, 
but  the  heating  is  continued  a  little  longer  in  order  to  burn  off  the  carbon — C.  A.  Burghardt,  Chem. 
News,  61.  260,  1890;  Proc.  Manchester  Lit.  Phil.  Soc.  (4),  3.  171,  1890;  A.  Gilbert,  ZeU. 
ijffent.  Chem.,  16.  441,  1910.  This  process  also  works  well  with  chrome  iron  ore,  wolframite, 
etc.  H.  T.  Loram  {Proc.  Chem,  Soc.,  27.  60,  1910)  recommends  fusing  the  '*tin  ore"  in  a 
silver  cnicible,  with  six  or  seven  times  its  weight  of  potassium  hydroxide,  and  its  own  weight 
of  potassium  cyanide.  Extract  the  cold  mass  with  water.  Dissolve  all  in  dilute  hydrochloric 
acid.     Boil  to  expel  cyanogen  compounds,  etc. 

*  Cassiterite  may  take  45  to  60  minutes — E.  S.  Simpson,  Chem.  News,  99.  243,  1909 ; 
W.  B.  Giles,  lb.,  99.  1,  25,  1909  ;  J.  Gray,  Jmim.  Chem.  Met,  Soc.  S.  Africa,  10.  312,  1910  ; 
H.  Milou  and  R.  Fouret,  Int.  Cong.  App.  Chem.,  8.  373,  1912. 

"  Nickel  crucibles  are  recommended  for  the  deteiinination  of  metals  precipitated  by  hydrogen 
sulphide  in  acid  solutions — tantalum,  niobium,  tin,  etc. ;  silver  crucibles  for  the  determination 
of  silica,  alumina,  iron,  manganese,  cerium,  etc. 
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projected  from  the  melting  mass  on  the  under  side  of  the  lid  travel  to  the 
centre  of  the  lid,  and  drop  back  into  the  crucible.  A  single  Bunsen's  burner 
will  heat  a  small  charge  to  a  dull  red  heat.  This  usually  suffices  for  the 
decomposition.  The  mouth  of  the  crucible  is  kept  cool,  and  the  fused  salt  does 
not  creep  over  the  edges  of  the  crucible.  The  results  are  usually  excellent. 
A  similar  remark  applies  to  the  fusion  with  sodium  peroxide  as  described  for 
chromite,^  page  474. 

The  heat  required  for  the  decomposition  may  be  furnished  by  a  reaction 
between  the  sodium  peroxide  and  the  organic  matter  of  the  substance  ^  under 
investigation;  or  organic  matter  purposely  added. ^  When  starch  and  organic 
matter  are  used  the  fusion  does  not  usually  proceed  quietly,  but  is  attended  by 
slight  explosions  which  project  the  fused  mass  on  to  the  sides  and  lid  of  the 
crucible.  Walton  and  Scholz*  observed  that  the  fusion  is  much  quieter  if 
zinc  sulphide  be  substituted  for  the  starch,  and  Parr  ^  found  that  the  addition 
of  a  small  amount  of  potassium  persulphate  led  to  better  fusion  and  more 
complete  decomposition.  Suppose  a  lead  frit  be  under  investigation.  The 
operation  is  conducted  as  follows : — 

A  round-bottomed  nickel  crucible  about  30  c.c.  capacity  and  4  cm.  in 
diameter  is  charged  with  8  grms.  of  powdered  sodium  peroxide;  0*5  grm.  of 
the  finely  powdered  (200*s  lawn)  frit;  (say)  1*2  grm.  of  finely  powdered  zinc 
sulphide ;  and  0'3  grm.  of  potassium  persulphate.^  Each  constituent  nmst  be 
quite  dry,7  and  all  thoroughly  mixed  by  stirring  with  a  glass  rod.  Partial 
mixing  means  partial*  decomposition.  The  rod  is  then  brushed  clean.  The 
crucible  is  placed  in  a  dish  of  cold  water,  taking  care,  of  course,  to  keep  the 
inside  of  the  crucible  dry.  The  cover  is  placed  on  the  crucible  a  little  to  one 
side,  so  that  a  piece  of  lighted  magnesium  ribbon,^  just  over  1  cm.  long,  may 
be  dropped  into  the  crucible,  and  the  cover  placed  in  proper  position  immediately 
the  mixture  ignites.  When  the  mass  has  cooled  a  little,  about  a  minute  after 
ignition,  place  the  crucible  in  a  clean  evaporating  basin,  and  add  about  100  c.c. 
of  cold  water.  When  the  violence  of  the  reaction  is  over,  the  solution  can  be 
acidified  with  hydrochloric  acid,  and  the  silica  determined  by  two  evaporations 
in  the  usual  manner. 

For  comparison  purposes,  two  samples  of  a  frit  treated  by  the  standard 
process  gave  30*06  and  30*04  per  cent,  of  silica ;  and  two  samples  of  the  same 
frit,  treated  by  the  process  just  described,  gave  29*98  and  30*06  per  cent,  of 
silica.  The  principal  advantages  of  the  method  now  under  discussion  are : 
(1)  the  vessel  in  which  the  decomposition  occurs  is  much  less  attacked   than 

^  J.  Darroch  and  C.  A.  Meiklejohn,  Eng.  Min.  Joum.y  82.  818,  1906;  H.  Angenot,  ZcU. 
angew.  Chem,,  Vj,  1274, 1904.  For  opening  copper  pyrites  by  fusion  with  six  times  its  weight  of 
potassium  persulphate,  see  L.  Majewski,  Kosmos^  55.  597,  1910. 

^  S.  VV.  Parr,  Jmm,  Amer.  Ckem:  Soc.,  22.  646,  1900  ;  30.  764,  1908  (coal  in  a  steel  bomb) ; 
H.  H.  Pringsheim,  Afner,  Chtm,  Joum.,  31.  386,  1908  ;  Ber.,  37.  2155,  1904  ;  38.  2486,  1906 
(halogens,  arsenic,  and  phosphorus  in  organic  compounds  with  a  steel  bomb). 

'  F.  vcn  Konek,  Zeit.  aTigew.  (Jhem.,  17.  771,  1904  ;  F.  von  Konek  and  A.  Zohls,  ifc.,  17. 
1093,  1904  ;  H.  H.  Pringsheim,  t6.,  17.  1454,  1904. 

*  J.  H.  Walton  and  H.  A.  Scholz  (Amer.  Chem.  Joum,,  2g,  771,  3  908  ;   Cfum.  Neivs,  98. 
61,  76,  1908)  used  zinc  sulphide  either  alone  or  mixed  with  iron  pyrites — W.  B.  Pollard,  t6., 
98.  211,  1908. 
•  »  S.  W.  Parr,  Joum.  Amer,  Chem.  Soc.,  24.  167,  1902. 

'  If  lead  be  present,  it  will  be  found  associated  with  the  silica  as  lead  sulphate. 

'  The  mixture  is  so  easily  "ignited"  that  if  any  moisture  be  present,  the  heat  evolved  by 
the  reaction  with  sodium  peroxide  suffices  for  the  decomposition  of  the  silicate. 

^  A  piece  of  twine  about  2  cm.  lonjK,  soaked  in  alcohol,  may  be  employed  when  the 
introduction  of  magnesia  is  not  desired.  There  are  many  cases  where  the  presence  of  zinc  and 
sulphur  is  not  particularly  objectionable  ;  in  other  cases  such  additions  would  present  insuper- 
able objections. 
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usual — thus,  an  18-gram  crucible  lost  nearly  0*34  grm.  in  16  fusions;^  and  (2) 
the  whole  process  occupies  but  a  few  minutes.  The  mixing,  ignition,  cooling, 
and  dissolution  of  the  melted  mass  can  be  done  in  about  5  minutes. 

The  method  can  be  advantageously  used  for  clays,  galena,^  lead  glazes,  lead 
slags,  monazite  sand,  etc.  The  decomposition  with  basic  substances  like 
chromite,  frauklinite,  and  bauxite  is  not  satisfactory.  If  the  presence  of  iron 
be  not  objectionable,  the  chromite  and  franklinite  can  be  completely  decomposed 
by  substituting  2*0  grms.  of  iron  pyrites  and  0*3  grms.  of  magnesium  powder 
in  place  of  the  1*2  grms.  of  powdered  zinc  sulphide.  If  the  iron  be  objectionable, 
some  other  method  of  decomposition  must  be  used.  A  similar  remark  applies  to 
the  addition  of  zinc  sulphide.' 

Reduction  Process, — In  the  case  of  glazes  containing  tin  oxide,  it  is  sometimes 
advisable  to  subject  the  finely  divided  and  dried  material  to  a  preliminary 
heating  in  a  reducing  atmosphere,  as  recommended  by  Wells,*  in  order  to  con- 
vert the  oxide  to  metallic  tin  soluble  in  hydrochloric  acid.  The  powdered  material 
may  or  may  not  be  first  digested  in  hydrochloric  acid  and  dried.  A  thin  layer 
of  the  dried  material  is  spread  on  the  bottom  of  a  porcelain  boat — about  7  cm. 
long  and  1  cm.  broad.  The  boat  is  weighed,  as  usual,  before  and  after  the 
addition  of  the  powder.'*  The  boat  is  placed  in  a  hard  glass  tube — about  30  cm. 
long  and  2  cm.  wide — drawn  out  at  one  end,  as  indicated  at  A^  fig.  122.  The 
wide  end  of  the  tube  is  connected  by  means  of  a  perforated  stopper  with  a  wash- 
bottle  and  a  Kipp's  hydrogen  apparatus ;  the  opposite  end  of  the  tube  is  allowed 
to  dip  in  a  beaker  containing  dilute  hydrochloric  acid  (1 :  10).  The  hydrogen  is 
passed  through  a  wash -bottle  ^ — about  two  bubbles  per  second.  When  the  air 
has  been  expelled  from  the  tube,  the  gas  jet ''  is  lighted,  and  arranged  so  that 
about  15  cm.  of  the  tube,  in  the  neighbourhood  of  the  boat,  is  heated  to  dull 
redness  ^  for  three  or  four  hours.  The  boat  is  allowed  to  cool  while  the  current  of 
gas  is  still  passing.^  When  cold,  transfer  the  contents  of  the  boat  ^^  to  a  400-c.c. 
beaker,  and  treat  the  mass  with  100  c.c.  of  hydrochloric  acid  w^ith  a  few  drops  of 
nitric  acid  in  order  to  convert  the  stannous  into  stannic  chloride.     Let  the  vessel 
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^  For  the  losses  with  direct  fusions,  see  page  163. 

'  The  galena  is  itself  oxidisable  (combustible),  and  the  proportion  of  zinc  sulphide  may  ho 
accordingly  reduced.  Thus  the  charge  for  galena  may  be :  0*r>  grm.  powdered  (200  s  lawn)  ore  ; 
8  0  grms.  of  sodium  i»eroxide  ;  0*8  grm.  zinc  sulphide;  0"iJ  grm.  {lotassium  persulphate. 
Sulpluiric  acid  was  used  for  neutralising  the  alkaline  solution,  and  sufficient  acid  to  make  about 
*2  per  cent,  excess  H2SO4  was  added.  Sodium  bisulphite  was  added  to  reduce  the  lead 
])eroxide,  an<l  the  solution  boiled  5  minutes  to  get  rid  of  the  sulphur  dioxide.  The  lead 
8uli)hate  can  then  be  determined  gravi metrically,  or  volume trically  (molybdate  process).  The 
trial  expeiiments  were  quite  satisfactory. 

^  Unless  some  other  sulphide  be  available. 

*  J.  S.  Wells,  School  Mims  Quart.,  12.  295,  1891  ;  Journ.  Amer.  Cliem.  Soe,,  20.  687, 
1898  ;  Chem.  News,  64.  294,  1891  ;  M.  W.  lies,  ib.,  SO.  194,  1884  ;  8S  179,  1902  ;  A.  Hilger 
and  H.Haas,  ib.,  63.  195,  1891;  Bcr.,  23.  458,  1890;  J.  A.  Miiller,  Bull.  Soc.  Chim.  (3). 
25.  1004,  1901  ;  Chem.  Xncs,  85.  147,  1902  ;  W.  Hampe,  Chem.  Ztg.,  II.  19,  1887  ;  H.  W. 
Rennie  and  W.  H.  Derrick,  Journ.  Soc,  Chem.  Ind.,  II.  662,  1892  ;  G.  L.  Mackenzie,  Trans, 
Inst.  Min.  Met.,  13.  87,  1903. 

*  The  boat  funnel  of  Stoltzenberg  is  convenient  for  filling  boats  with  powder. 

°  That  shown  in  the  diagram  is  J.  Habermann*s  {Zeit.  anal.  Chem.,  24.  79,  1888). 

^  A  Weston's  cap  on  an  ordinary  Bunsen's  burner  is  very  convenient  for  t\^  purjMwe,  as 
shown  in  the  diagram. 

^  The  reduction  of  the  tin  oxide  commences  about  170*  ;  lead  oxide  about  310" — W.  Miiller, 
Pogg.  Ann.,  107.  186,  1869.  H.  'RdA&^Ueher  die  qiuintUative  Trentiuug  des  Zinn^sund  TitatCs, 
Erlangen,  1890)  separates  tin  from  titanium  by  calcination  of  the  mixture  in  a  current  of 
hydrogen,  whereby  tin  alone  is  reduced  to  the  metal  and  is  subsequently  dissolved  by  treatment 
with  hydrochloric  acid. 

*  Coal-gas  may  be  used,  but  the  objectionable  sulphur,  present  in  coal-gas,  may  form  volatile 
sulphides  with  some  of  the  constituents  of  the  jiowder. 

^^  The  boat  should  not  be  heated  high  enough  to  vitrify  the  powder. 
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stand  in  a  warm  place  until  the  action  has  subsided.  Boil  3  minutes.  Dihite 
with  an  equal  volume  of  hot  water,  and  filter  through  a  hot-water  funnel  (page 
324).  Ignite  the  filter  paper  and  contents,  and  fuse^  the  residue  with  four 
or  five  times  its  weight  of  sodium  carbonate  and  a  gram  of  sodium  nitrite  in  a 
platinum  crucible.  Take  up  the  cold  mass  with  hydrochloric  acid  and  a  drop 
of  nitric  acid.  Mix  the  solution  with  that  derived  from  the  digestion  of  the 
''reduced"  glaze  with  hydrochloric  acid.  Evaporate  the  solution  to  dryness  for 
the  separation  of  the  silica  (page  167).  Nitric  acid  is  sometimes  preferred  to 
hydrochloric  acid  to  avoid  dealing  with  the  sparingly  soluble  lead  chloride.  If 
nitric  acid  be  used  with  tin  and  antimony  glazes,  metastannic  and  antimOnic  acids 
will  contaminate  the  silica.^     If  tin  and  lead  be  associated  with  the  regular  silica, 


Fig.  122. — 0|)enii]g  lead  and  tin  silicates  by  a  preliminary  re<iuction. 

alumina,  magnesia,  etc.,  precipitate  the  tin  and  lead  as  sulphides,  as  described 
below. 

Fusion  taith  Potassium  Cyanide, — If  tin  and  phosphorus  be  present,  the 
silica  may  be  contaminated  with  a  metastannic  phosphate  (possibly  2Sn02.Po05).^ 
In  that  case,  the  residue  left  after  the  ignition  of  the  silica  is  treated  with 
hydrofluoric  acid  to  drive  off  the  silica.  After  weighing,  the  residue  is  fused  with 
at  least  three  times  its  weight  of  pure  potassium  cyanide,  free  from  sulphides,  in 
a  porcelain  crucible.  If  the  crucible  be  rotated  and  tapped  while  hot,  the  sepanite 
beads  of  tin  will  unite  to  form  a  larger  bead.  When  cold,  extract  with  water, 
filter,  and  wash  the  bead  of  metallic  tin.     The  bead  can  be  weighed  as  metal,  or 

'  It  18  not  safe  to  assume  that  all  the  reducible  oxides  have  been  reduced  to  the  metal  and 
diasolved  in  the  acids.  A  second  treatment  with  the  gas,  or  fusion  of  the  residue  as  described 
in  the  text,  is  sometimes  advisable. 

*  In  that  case,  drive  off  the  silica  with  hydrofluoric  acid,  and  take  up  the  residue  by  fusion 
with  sodium  carbonate,  etc.     Add  the  i^id  solution  to  the  main  solution. 

'  If  arsenic  be  present,  an  insoluble  metastanniQ  arsenate  soluble  in  hydrochloric  acid  may 
be  formed. 
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• 

dissolved  in  hydrochloric  acid,  and  added  to  the  main  solution.  The  difference 
between  the  weight  of  the  tin  calculated  to  SnOg  and  the  weight  of  the  ^'  silica 
residue  "  may  be  taken  as  phosphoric  oxide — P2O5.  Or  the  filtrate  from  the  tin 
can  be  boiled  under  a  good  hood  with  hydrochloric  acid  until  the  fumes  of  the 
highly  poisonous  cyanogen  compounds  have  been  driven  off.  Evaporate  the 
solution  to  a  small  volume,  and  precipitate  the  phosphorus  in  the  usual  manner 
(page  595).i 

The  objection  to  this  process  turns  on  the  fact  that  some  tin  may  be  lost 
owing  to  the  formation  of  soluble  alkali  stannates.  According  to  Blozam/^  if  the 
potassium  cyanide  contains  sulphide,  an  insoluble  tin  sulphide  or  a  soluble 
thiostannate  may  be  formed.  If  tungsten  be  present,  it  will  be  found  in  the 
solution  as  alkaline  tuugstate. 

Fusion  ivith  Sodium  Carbonate  and  Sidphur. — According  to  Miller,^  the 
hydrogen  reduction  for  the  determination  of  tin  in,  say,  cassiterite,  gives  low 
results,  and  he  prefers  Rose's  process  by  fusion  with  sulphur  and  sodium 
carbonate.  This  Hofman  conducts  in  the  following  manner : — Intimately  mix 
0*5  grm.  of  the  sample  with  3  grms.  of  a  mixture  of  equal  parts  of  sodium 
carbonate  and  sulphur**  in  a  porcelain  crucible  (No.  1  Berlin),  which,  in  turn,  is 
placed  in  a  larger  porcelain  crucible,  and  this  again  in  a  graphite  crucible  which 
has  a  layer  of  calcined  fireclay  spread  on  the  bottom,  so  that  the  top  of  the 
crucible  is  nearly  on  a  level  with  the  top  of  the  graphite  crucible.^  The  whole  is 
then  heated  in  a  crucible  furnace  for  about  1-1 J  hours  at  a  red  heat.  The  cold 
mass  is  treated  with  hot  water.  The  tin  dissolves  as  sodium  thiostannate*'* 
along  with  some  copper  and  iron.  The  latter  will  be  precipitated  by  the 
addition  of  sodium  sulphite  to  the  deep  brown  liquid."^  Filter,  wash  with  water 
containing  sodium  sulphite  in  solution,  and  finally  with  water  containing  hydrogen 
sulphide  in  solution.  The  precipitate  contains  iron,  copper,  and  lead.  The 
solution  contains  arsenic,  antimony,  and  tin.  These  can  be  separated  as  described 
below.  The  objection  to  this  process  turns  on  the  fact  that  it  is  tedious  and 
dirty,  particularly  if  a  re-fusion  be  necessary. 

Hydrofiv/yric  Acid  Process. — The  problem  with  enamels  and  coloured  glazes  is 
often  very  difficult,  since  many  metals  of  both  the  second  and  third  groups 
may  be  present.     If  tin,  bismuth,  antimony,  or  arsenic  be  present,  the  hydro- 


1  H.  Rose,  Pogg.  Ann.,  no.  425,  1870  ;  F.  Oettel,  Witni.  Ztg.,  20,  19,  1896  ;  J.  A.  Muller, 
Bull.  Soc.  Chim.  (3),  25.  1004,  1901.  The  potassium  cyanide  fusion  can  also  be  employed  for 
sclera  ting  the  metals  reduced  by  this  agent— W.  H.  Rennie  and  W.  H.  Derrick,  Joum.  Soc. 
Chem.  Ind.,  II.  662,  1892  ;  T.  Moore,  Chem  News,  67.  267,  1893  ;  H.  Y.  Lorara,  /Vo.\  Chein. 
Soc,  27.  60,  1912. 

2  0.  L.  Bloxam,  Joum.  Chem.  Soc.,  18.  97,  1866. 

^  E.  H.  Miller,  Joum.  Anal.  App.  Chem.^  6.  441,  1892  ;  H.  Rose,  Aus/iihrliches  Haiid- 
huch  der  analytischen  Cliemic^  Braunschweiff,  2.  286,  1851  ;  H.  0.  Hofman,  Berg.  Hiitt.  Zt-g., 
49.  342,  350,  367,  1890;  Chem.  News,  62.  67,  1890;  Tech.  Quart,,  3.  112,  261,  1890; 
F.  Becker,  Zeit.  anal.  Chem.,  17.  186,  1878  ;  J.  Mitchell,  Manual  of  Assaying,  London,  481, 
1881  ;  J.  F.  C.  Abelsi)ies,  Trans.  Inst.  Min.  Met.,  13.  99,  1903;  F.  W.  keunie  and  W.  H. 
Derrick,  Joum.  Soc.  Chem.  Ind.,  ii.  662,  1892  ;  E.  D  Campbell  and  E.  C.  Champion,  Ind. 
and  Iron,  267,  1898;  O.  Beck  and  H.  Fischer,  Sch/)ol  Mines  Quart.,  20.  372,  1899;  Chem, 
Neics,  80.  269,  1899  (comparison  of  methods);  L  Medri  and  C.  Gastaldi,  Boll,  chivi.  farm,, 
48.  893,  1910. 

*  H.  Rose's  flux  is  a  mixture  of  equal  parts  of  sulphur  and  sodium  carbonate.  Chauvenet 
substituted  potassium  carbonate  for  the  .soaium  carbonate.  A.  Froehde  {Pogg.  Ann.,  119.  317, 
1875)  and  E.  Donath  (Ziiit.  anal.  Chem.,  19.  23,  1880)  prefer  powdered  sodium  thiosulphate, 
which  has  previously  been  fused  in  order  to  remove  the  water. 

^  The  object  is  to  cut  off  the  supply  of  air,  otherwise  decomposition  will  be  incomplete. 

^  Gritty  particles  insoluble  in  water  «how  that  the  action  was  not  complete.  In  that  case, 
filter,  wash,  dry,  and  repeat  the  treatment  with  the  residue. 

"^  Containing  sodium  polysulphide,  which  dissolves  ^meiron  and  copper  sulphides.  Sodium 
sulphite  changes  sodium  polysulphide  to  sodium  monosulphide,  in  which  iron  and  copper  are 
practically  insoluble. 
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chloric  acid  evaporation  for  silica  may  cause  an  appreciable  loss  by  volatilisation 
of  the  chlorides.^  It  may  then  be  advisable  to  make  a  special  decomposition  for 
metals  precipitated  by  hydrogen  sulphide  in  an  acid  solution.  This  is  often 
done  with  hydrofluoric  acid.^  Two  grams  of  the  impalpable  powder  are  treated 
with  about  20  c.c.  of  concentrated  hydrofluoric  acid  (40  per  cent.)  and  an  equal 
volume  of  hydrochloric  acid  or  nitric  acid  in  a  platinum  dish,  and  the  solution 
taken  nearly  to  dryness.^  If  the  residue*  does  not  dissolve  easily  in  hydro- 
chloric acid,  filter  off*  the  insoluble  residue,  and  reduce  the  latter  in  coal-gas,  as 
indicated  above ;  or  fuse  it  with  sodium  carbonate.  Take  up  the  cold  cake  with 
hydrochloric  acid,  and  add  the  solution  to  the  main  filtrate.  Separate  the 
metals  of  the  hydrogen  sulphide  group  as  indicated  below. 

§  124.  The  Behaviour  of  Metals  of  the  Hydrogen  Sulphide  Group 

in  the  Silica  Determination. 

Volatilisation  of  the  Chlorides. 

Care  must  be  taken  in  boiling  solutions — evaporation  for  silica,  etc. — con- 
taining chlorides  of  arsenic,  antimony,  tin,  bismuth,  and  mercury,  since  serious 
losses  may  occur  by  the  volatilisation  of  the  chlorides.  Arsenious  chloride,  that  is, 
arsenic  trichloride,  volatilises  at  134* ;  antimony  trichloride  at  223" ;  and  stannic 
chloride  at  1 14**.  But  these  compounds  volatilise  at  a  much  lower  temperature  in 
steam  which  arises  when  the  aqueous  solutions  are  boiled. 

(1)  Tin. — Concentrated  solutions  of  stannic  chloride  in  the  presence  of 
hydrochloric  acid  (20  per  cent.)  lost,  after  20  minutes*  boiling  at  107",  nearly 
0*0014  grm.  of  SnCl^.  A  solution  of  stannous  chloride — SnClg — in  hydrochloric 
acid  can  be  evaporated  to  dryness  without  appreciable  loss.  Hence,  the  evapora- 
tion of  stanniferous  glazes,  without  arsenic  and  antimony,  is  best  made  in  the 
presence  of  a  reducing  agent. 

(2)  Antimony. — A  solution  of  antimony  trichloride — SbClg — in  hydrochloric 
acid  (20  per  cent.)  may  be  heated  to  110°  without  serious  loss,  but  an  appreciable 
quantity  is  volatilised  at  higher  temperatures.  Antimony  trichloride  is  not  so 
volatile  under  these  conditions  as  stannic  chloride.  Antimony  pentachloride,  in 
hydrochloric  acid  (20  per  cent.)  solution,  may  be  evaporated  to  dryness  with  a 
negligibly  small  loss.  If,  however,  a  mixture  of  stannous  chloride  and  antimony 
pentachloride  be  added,  the  latter  will  be  "  reduced  "  and  the  former  "  oxidised  "  to 
the  more  volatile  chlorides.  According  to  Hoffinann,  the  addition  of,  say,  1 2  grms. 
of  potassium  chloride^  retards  from  the  volatilisation  of  these  chlorides  and 
permits  these  solutions  to  be  evaporated  without  appreciable  loss. 

(3)  Arsenic. — Arsenious  chloride — AsClg — and  arsenious  salts  in  solutions 
containing  hydrochloric  acid  are  volatilised,  during  evaporation  and  boiling,  in 
comparatively  large  quantities ;  but  the  arsenic  salts  can  be  evaporated  to  dry- 
ness with  no  appreciable  loss.  Hence  the  evaporation  of  antimonical  and 
arsenical  solutions  is  best  made  in  the  presence  of  an  oxidising  agent.^ 

(4)  Mercwry, — When  30  c.c.  of  aqueous  O'l  to  1*0  per  cent,  solutions  of 
mercuric  chloride  are  distilled,  Minozzi  ^  found  that  when  half  the  liquid  had 

»*T.  M.  Drown  and  G.  F.  Eldridge,  Tech.  Quart.,  5.  136,  1893. 

2  H.  N.  Warren,  Ovem.  News,  67.  16,  1983. 

'  Watch  the  hydrofluoric  acid  for  "lead "  impurity.  , 

•  A  bluish  residue  indicates  tungsten. 

•  M.  Hoffmann,  Beitrage  zur  Kenntnis  der  analytiKhen  ChcmU  des  Zijuis,  AiUinionSf  und 
Arsetu,  Berlin,  10,  1911. 

•  J.  I.  D.  Hinds,  Inter.  Cojig.  App.  Chan,,  8.  227,  1912. 

7  A.  Minozzi,  Boll.  Chim.  Farm.,  43.  745, 1904 ;  E.  Esteve,  Chenu  Ztg.,  35.  1152,  1911  ; 
P.  Bohrischand  F.  Kiirschner,  Pharm.  Centralhalle,  52.  1367,  1911. 
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distilled  over,  the  distillates  contained  from  0  00025  to  0*0022  grm.  of  mercuric 
chloride.  The  greater  the  concentration  of  the  solution,  the  greater  the  loss  by 
volatilisation.  The  error  introduced  into  an  analysis,  under  these  conditions, 
may  amount  to  0*2  per  cent.  Similar  results  were  obtained  in  the  presence  of 
hydrochloric  and  phosphoric  acids,  and  sodium  chloride. 

Separation  of  Insoluble  ConatituenU  with  the  Silica, 

The  silica  residue  may  be  very  complex.  Insoluble  tin  phosphates,  tin 
arsenates,  antimony  and  bismuth  compounds,^  etc.,  may  separate  with  the  silica. 
The  determination  of  the  silica  is  therefore  liable  to  error.  In  view  of  these 
difficulties,  it  is  better  to  determine  the  members  of  the  hydrogen  sulphide  group 
on  a  separate  sample  by,  say,  the  hydrofluoric  acid  process  of  decomposition, 
page  270.  With  the  portion  in  which  the  members  of  the  hydrogen  sulphide 
group  are  not  being  determined,  losses  during  the  evaporation  for  silica  and  after 
the  silica  has  separated  may  be  neglected.  In  the  analysis  of  stanniferous  slags, 
containing  tin,  in  addition  to  the  usual  constituents  of  clays,  Bailey  ^  evaporates 
the  solution  from  the  sodium  carbonate  fusion  to  dryness  with  20  c.c.  of  concen- 
trated nitric  acid;  and  boils  the  residue  with  20  c.c.  of  concentrated  hydro- 
chloric acid.^  The  insoluble  residue  of  stannic  oxide  and  silica  is  mixed  with  an 
equal  volume  of  water ;  two  sticks  of  zinc — about  2  J  cm.  long — are  placed  in  the 
mixture,  and  the  whole  is  allowed  to  stand  in  a  warm  place  for  some  time. 
Carefully  scrape  off  any  adherent  spongy  tin  from  the  sticks  of  zinc ;  filter  and 
wash  the  tin  and  silica,  and  transfer  the  insoluble  mixture  back  from  the 
filter  paper  into  the  dish.  Add  10  c.c.  of  concentrated  hydrochloric  acid  and  a 
few  drops  of  nitric  acid,**  and  warm  the  mixture  until  the  silica  appears  white. 
Dilute  the  solution,  filter,  and  wash  The  silica  and  tungsten  oxide  will  be 
found  on  the  filter  paper ;  ^  the  tin,  etc.,  in  the  filtrate. 

Dott^  separates  stannic  oxide  from  the  silica  by  heating  the  mixture  with 
three  or  four  times  its  weight  of  hypophosphorous  acid  over  a  Bunsen's  flame  for 
about  30  minutes.  The  tin  is  converted  into  a  stannous  phosphate  soluble  in 
warm  hydrochloric  acid.  The  silica  is  not  afiected  by  this  treatment,  and  can 
be  filtered  off. 

§  125.  The  Theory  of  Precipitation  by  Hydrogen  Sulphide. 

The  terms  "soluble"  and  "insoluble"  are  purely  relative.  With  increasing 
refinements  in  the  methods  of  measurement,  the  list  of  substances  insoluble  in  a 
given  solvent  becomes  shorter  and  shorter.  Many  substances  once  said  to  be 
"  insoluble  "  in  a  given  solvent  are  known  to  be  appreciably  soluble.  It  is  all  a 
question  of  delicacy  of  measurement.  Hence,  some  leap  beyond  the  domain  of 
demonstrated  fact,  and  say,  "  No  substance  is  perfectly  insoluble  in  water." 

The  method  of  classifying  certain  elements  into  two  groups — those  which 
form  soluble  and  those  which  form  insoluble  sulphides  in  hydrochloric  acid — 
frequently  conveys  wrong  ideas  of  the  properties  of  the  sulphides.  The  solubility 
of  the  sulphides  depends  upon  the  concentration  of  the  acid.  For  instance,  if 
hydrogen  sulphide  be  passed  into  5  c.c.  of  a  solution  of  2  grms.  of  tartar  emetic 


^  Also  tuDgsten,  niobium,  and  tantalum  compounds,  if  these  elements  be  present. 

2  H.  Bailey,  Ck^iin.  News,  73.  88,  1896. 

^  There  is  no  danger  of  losing  tin,  because  it  is  here  insoluble. 

*  Just  sufficient  to  oxidise  the  tungsten,  if  any  be  present. 

^  Separate  by  the  ammonia  process,  page  409. 

«  D.  B.  Dott,  Pharm.  Journ.,  81.  686,  1908. 
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in  15  c.c.  of  hydrochloric  acid  (sp.  gr.  1'175)  and  85  c.c.  of  water,^  antimony 
sulphide  will  be  precipitated,  but  not  if  12  c.c.  of  hydrochloric  acid  with  no 
further  addition  of  water  had  been  employed.  In  the  one  case,  the  reaction 
may  be  represented  2SbCl3  +  SHgS  =  SboSj  +  6HC1 ;  and,  in  the  second  case, 
Sb^Sj  +  6HC1  =  SHjS  +  2SbCl3.  In  other  words,  the  antimony  sulphide,  in  the 
second  case,  is  decomposed  as  fast  as  it  is  formed.  Similarly,  no  lead  will  be 
precipitated  by  hydrogen  sulphide  from  a  solution  containing  over  3  per  cent, 
of  hydrochloric  acid  (HCl),  and  if  the  solution  has  2*5  per  cent,  of  acid,  the 
lead  will  be  imperfectly  precipitated  :  part  will  be  precipitated,  and  a  certain 
proportion  will  be  decomposed  as  fast  as  it  is  formed,  and  thus  remain  in 
solution.  Similarly  a  5  per  cent,  boiling  solution  of  hydrochloric  acid  will 
prevent  the  precipitation  of  cadmium. ^ 

If,  then,  a  metallic  sulphide  be   treated  with  hydrochloric  acid,  hydrogen 
sulphide  and  a  metallic  chloride  will  be  formed  : 

RS  +  2HCl^^:^RCl2  +  HgS. 

Conversely,  when  a  metallic  chloride  in  aqueous  solution  is  treated  with  hydrogen 
sulphide,  the  metallic  sulphide  and  hydrochloric  acid  are  produced : 

RCI2  +  H2S=;r^RS  +  2  HCl. 

Hydrochloric  acid  thus  accumulates  in  the  solution  as  the  action  goes  on.  After 
the  hydrochloric  acid  has  attained  a  certain  concentration,  if  any  more  siilphide 
is  proiduced,  the  excess  of  sulphide  will  be  decomposed  by  the  acid.  There  are 
thus  two  simultaneous  reactions:  (1)  formation  of  sulphide  and  hydrochloric 
acid ;  and  (2)  formation  of  chloride  and  hydrogen  sulphide.  In  further  illustra* 
tion,  if  a  current  of  hydrogen  sulphide  be  passed  through  a  saturated  solution  of 
zinc  chloride,  part  of  the  metal  is  precipitated  ;  but  when  the  hydrochloric  acid 
has  attained  a  certain  concentration,  the  action  apparently  ceases  because  the 
reverse  change  sets  in.  Hence,  the  precipitation  of  the  zinc  as  sulphide  will  be 
incomplete.®     Similar  remarks  apply  for  the  other  metals. 

We  can  get  more  precise  ideas  than  this.     Take  the  case  of  lead  chloride  : 

PbCl2+ H2S;^^PbS  +  2HC1. 

When  equilibrium  is  established,^  the  solution  contains  lead  chloride,  hydrogen 
sulphide,  and  hydrochloric  acid.  If  bracketed  chemical  symbols  be  employed  to 
represent  the  concentration  (gram-molecules  per  litre)  of  the  respective   com- 


'  The  solution  of  tartar  emetic  will  keep  a  couple  of  hours. 

'  M.  Martin,  Joum.  prakt.  Chem.  (1),  67.  374,  1856  ;  C.  0.  Hutchinson,  Phil.  Maa,  (5), 
8.  438,  1879 ;  Chem,  News,  41.  28,  1880.  In  separating  cadmium  from  zinc  bv  hydrogen 
sulphide  in  an  acid  solution,  some  prefer  to  precipitate  most  of  the  zinc  with  the  caaminm,  and 
then  digest  the  precipitate  in  a  solution  containing  about  5*5  per  cent,  of  hydrochloric  acid 
without  heating,  but  with  vigorous  agitation.  It  is  claimed  that  the  zinc  ]>assea  into  solution, 
and  the  excess  of  hydrogen  sulphide  in  the  solution  prevents  the  dissolution  of  the  cadmium. 

»  M.  Baubigny,  Compt.  Kend.,  l<y/.  1148,  1888  ;  G.  Chesneau,  ib.,  ill.  269,  1890.  In  the 
case  of  zinc,  the  accumulation  of  hydrochloric  acid  can  be  prevented  by  the  use  of  certain  organic 
salts — ammonium  or  sodium  acetate,  sodium  formate,  etc.  These  substances  react  with  the 
hydrochloric  acid,  producing  sodium  chloride  and  an  acetate  (or  fonnate,  etc. ).  This  is  a  very 
convenient  way  of  substituting  a  weak  acid — say,  acetic  acid  or  formic  acid — for  a  strong  acid- 
hydrochloric  acid.  Tlio  solubility  of  the  zinc  sulphide  in,  say,  acetic  acid  is  so  small  that  in- 
appreciable amounts  of  zinc  remain  in  solution,  althoug)i  iron,  nickel,  cobalt,  and  manganese 
sulphides  are  dissolved  by  the  acid.        ' 

*  At  an  early  stage  in  the  reaction  between  hydrogen  sulphide  and  lead  chloride,  lead  thio- 
chloride — probably  PbS .  PbCla — appears  to  be  formed,  since  a  brick-red  precipitate  of  this  com- 

Eound  sometimes  separates  when  hydrogen  sulphide  is  passed  into  a  solution  of  lead  chloride  in 
ydrochlorio  acid. — E.  H.  E.  Reinsch,  Joum.  prakt.  Chem.  (2),  13.  130,  1876  ;  V.  Lehner, 
Joum.  AiMT.  Chem.  Soc.,  23.  680,  1901  ;  F.  Parmentier,  Compt.  Rend.,  114.  298,  1892. 

I8 
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pounds  in  solution,  the  law  of  mass  action  ^  requires  that  the  product  of  the  con- 
centration of  the  given  chloride  and  concentration  of  the  hydrogen  sulphide, 
divided  by  the  square  of  the  concentration  of  the  hydrogen  chloride,  shall  Always 
have  the  same  value. ^     In  symbols,  for  equilibrium,  we  have 

tl^-^JH^. Constant    .....     (1) 

This  agrees  with  facts,  and  when  the  phenomenon  is  described  in  this  way,  it  is 
easy  to  see  that  if  the  concentration  of  the  acid  be  increased,  and  the  concentra- 
tion of  the  hydrogen  sulphide  be  constant,  the  amount  of  lead  chloride  which 
remains  in  a  given  solution  (i,e.  escapes  precipitation)  must  increase  in  order  to 
keep  the  numerical  value  of  the  ratio  constant.  Conversely,  if  it  be  desired  to 
keep  the  amount  of  lead  chloride  in  the  solution  as  low  as  possible,  it  is  necessary 
to  keep  the  concentration  of  the  acid  down  to  a  minimum  value.®  The  concen- 
tration of  the  hydrogen  sulphide  in  solution  is  practically  constant  (0*0073  gram- 
molecule  per  litre  at  20*)  when  the  gas  is  passing  through  the  solution.  If  the 
concentration  of  the  hydrogen  sulphide  in  solution  were  large,  and  the  concentra- 
tion of  the  metallic  chloride  in*  solution  small,  a  very  small  excess  of  acid  would 
not  suffice  to  keep  the  metals  in  solution.  It  will  be  observed,  however,  that 
the  concentration  of  the  hydrogen  sulphide  under  ordinary  conditions  is  small. 
In  consequence,  a  comparatively  small  amount  of  acid  is  sufficient  to  prevent  the 
separation  of  sulphides  of  zinc,  iron,  and  manganese.  This  may  be  expressed 
another  way :  if  the  solubility  of  the  hydrogen  sulphide  had  been  greater  than  it 
is,  some  of  the  metals — zinc,  iron,  nickel,  etc. — would  have  been  included  in  the 
"  hydrogen  sulphide  "  group  ;  and,  conversely,  had  the  solubility  of  the  hydrogen 
sulphide  been  less  than  it  is,  some  of  the  present  members  of  the  "  hydrogen 
sulphide  "  group  would  not  have  been  there — for  instance,  stannous  tin,  lead, 
cadmium.  These  deductions  have  been  experimentally  realised  by  Bruni  and 
Padoa.^  By  causing  the  hydrogen  sulphide  to  react  under  pressure,  the  solu- 
bility of  the  hydrogen  sulphide  in  the  liquid  was  augmented,  and  iron,  nickel,  and 
cobalt  were  precipitated ;  by  working  under  diminished  pressure,  the  solubility 
of  the  hydrogen  sulphide  in  the  acid  liquid  was  reduced,  and  cadmium  was  not 
precipitated  under  conditions  where  otherwise  the  sulphide  would  have  separated. 
Under  ordinary  conditions,  the  solubility^  of  the  precipitated  sulphides  in 
dilute  hydrochloric  acid,  starting  with  the  least  soluble,^  is  approximately  as 
follows — reading  from  above  downwards : — 


Molybdenum 

Bismuth 

Zinc 

Platinum 

Stannic  tin 

Titanium 

Gold 

Mercury 

Iron 

Arsenic 

Cadmium 

Nickel 

Silver 

Lead 

Cobalt 

Copper 

Stannous  tin 

Manganese 

AntimoDy 

*  J.  W.  Mellor,  Chemical  Statics  arid  Dynamics^  London,  156,  1904. 

^  Neglecting  disturbances  due  to  the  presence  of  foreign  substances  in  the  solution. 
'  This,  of  course,  is  limited  by  the  necessity  for  keeping  the  zinc  in  solution,  when  separat- 
ing lead  and  zinc  by  this  method. 

*  0.  Bruni  and  M.  Padoa,  Atti  Accad.  Lincei  (5),  14.  ii.  525,  1905. 

*  The  term  ''solubility"  is  here  understood  to  refer  to  the  amount  of  the  element  which 
remains  in  solution,  or  escapes  precipitation,  when  the  hydrogen  sulphide  is  passed  through  an 
acid  solution  of  a  given  concentration.  The  oi'der  of  solubility  will  be  the  same  as  if  the 
numerical  values  of  the  constants  of  the  series  indicated  in  equation  (1)  above  were  arranged  in 
ascending  order. 

'  The  order  is  only  approximate,  and  varies  with  the  strength  of  the  acid.  For  the  solubility 
of  the  sulphides  in  water,  see  O.  Weigel,  Zeit.  phys.  Chein.^  58.  293,  1907  ;  W.  Bottger,  i6., 
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Elements  wide  ap&rt  in  the  list  can  be  easi);  separated  by  hjdrogeD  sulphide  in 
acid  solution,  but  elements  close  together  require  a  very  careful  adjustment  of 
the  amount  of  acid  in  solution   before  satisfactory  separations  can  be  made. 
For  instance,  the  separation  of  cadmium  or  lead  from  zinc  by  meaiiB  of  hydrt^n 
sulphide  is  only  satisfactory  when  the  concentration  of  the  acid  is  very  carefully 
adjusted.     If  too  much  acid  be  present,  cadmium  or  lead  will  be  imperfectly 
precipitated;    while   if  too   little   acid    be   present,    nine    will   be   precipitated 
with  the  cadmium  or  lead.'     Hence,  no  sharp  line  of  demarcation  can  be  drawn 
between  metals  precipitated  and  metals  not  precipitated  by  hydrogen  sulphide  iu 
acid  solution.     All  depends  upon  the  concentration  of  the  acid.^     This  is  con- 
veniently adjusted   so   that  the  lead  and  .stannous  sulphides  are   precipitated, 
while  zinc  sulphide  remains  in  solution.     A  solution  containing  i  c.c.  of  hydro- 
chloric acid  (sp.  gr.   1-12)  per  100  c.c.  will  serve  this  purpose.'     It  more  acid 
be  present,  there  will  be  a  danger  of     ,„ 
incomplete   precipitation   of   stannous 
tin  and  load  ;  if  less  than  this  amount 
of  acid    be   present,    some   ^inc,  iron, 
nickel,  cobalt,  or   manganese  may  bo 
precipitated.     The  adjustment  of   the 
acid    cannot   be    perfect,    but    it   can 
generally  be   made  so  that  inappreci- 
able quantities  of  the  sulphides  to  be 
precipitated  remain  in  solution.     This     ^ 
is  illustrated  by  fig.  123,  which  shows 
the    relation    between   the  amount  of 
antimony  chloride    which   remains   in 

solution  in  the  presence  of  hydrochloric         '^  "  ^0  21  n         23 

acid  and  the  concentration  of  this  acid  6rms  HCl  ptr  100  grm.Sol. 

when    the    solution   is   saturated   with       Fio.  12S.— Effect  of  hydi-ochloric  acid  on  the 
hydrogen  sulphide.      The  proximity  of  eolubility  of  antmiouy  aulpbide. 

the  curve  to  the  lower  horizontal  axis 

shows  that  for  20  grms.  and  less  hydrochloric  acid  per  100  grms.  of  solution, 
very  little  antimony  will  escape  precipitation. 

FiltraCion.^lu  washing  sulphide  precipitates,  say,  copper  sulphide  in  acid 
solution,  with  hydrogen  sulphide  water,  a  colourless  filtrate  is  usually  obtained. 
As  the  concentration  of  the  acid  in  the  mother  liquid  diminishes  by  washing, 
the  filtrate  sometimes  becomes  turbid,  and,  in  the  case  of  copper,  the  filtrate 
may  be  tinted  green.*     There  are  several  distinct  actions  going  on.     First,  the 

46.   G31,  \WZ;   M.   HoSnuun,   BcilrSgt  tur  KeniUnis  der  analylischtn   ChemU  da  Zinn$, 
Anlimoni,  Mnd  Aneia,  Berlin.  49,  1911. 

'  A.  W.  Hofnumn  (LieUg't  Ann.,  115.  288,  1860;  Joiim.  Chem.  S«c  13.  78,  1880) 
■epanites  copper  and  codmiam  salphides  with  sulphuric  acid  (1 : 5)~the  latter  alone  disaolvea. 

'  L.  LovitoD  {Joum.  Pharm.  Chem.  (6),  17.  361,  1888  ;  Zeii.  anal.  Ckem.,  29.  34S,  18B0) 
has  devised  a  method  for  aepanting  antimony  and  tin  baaed  ui>on  the  solubility  of  the  sulphidea 
-  in  hydrochloric  acid  of  diHerent  concentrations;  and  E.  Neher's  process  {Zeit.  anal.  Chem,, 
33.  45,  189S)  for  the  separation  of  arsenic,  antimony,  and  tin  is  iMSed  on  the  sanio  property. 
A.  A.  Abel  and  F.  Finld,  Janrn.  Chtm.  Soe.,  14. 290,  1882  :  F.  Field,  Che-n.  tfem,  3.  114,  1861  ; 
A,  H.  Uw,  Joum.  Amcr.  Chem.  Soc..  38.  171.^,  1906;  O.  Koliler,  Arch,  fharm.  {3),  a?.  408, 
1889;  G,  Panajotow,  ifer.,  42.  1296,  1909  ;  E.  Lesser.  Utbtrtiaige  Tn-nvngi  uivl  Bestimmungt- 
3fethodeadegAraiMi,disAntimont,iinAdtaZinivi,BeT\lu,  1835;  W,  R.  Lang  and  C  M.  Carson, 
Joum.  Soc.  Chtm.  Ind.,  31.  lOIS,  1902  ;  with  J.  C.  Mackintosh,  ib.,  ai.  748,  1902  ;  J.  and 
H.  S.  PaUinson,  ib..  II.  211,  1898  ;  F.  Kietreiber,  Oikrr.  Chem.  Zlg.  (2),  13.  146,  1910. 

•  A.  A.  NojBH  and  W.  C.  Bray,  Joum.  Amtr.  Chem.  Soc.,  39.  137,  1907  ;  Teeh.  Quart., 
tg.  191,  1908. 

*  Ths  filtrate  becomes  darker  iu  colour,  and  finally  Hakes  of  copper  sulphide  separate  from 
the  Gltnte. 
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sulphide  is  oxidised  to  sulphate  ^ ;  second,  the  colloidal  sulphides  may  be  defloc- 
culated  (page  96) ;  and,  third,  if  water  alone  be  used  in  the  washing,  the 
dilution  of  the  mother  liquid  may  lead  to  the  precipitation  of  some  of  the 
elements  belonging  to  the  next  group,  say,  zinc  sulphide,  and  so  contaminate  the 
precipitate  being  washed.     Hence,  the  washing  liquid  should  be  kept  acidified.^ 

§  126.  The  Separation  of  the  Metals  precipitated  by  Hydrogen 

Sulphide  in  Acid  Solutions. 

In  the  extreme  case,  suppose  that  a  qualitative  examination  shows  that  the 
filtrate  from  the  silica  contains  antimony,  arsenic,^  lead,  bismuth,  cadmium,  tin, 
and  copper,  as  well  as  alumina,  etc.  Adjust  the  solution  so  that  it  contains 
10  c.c.  of  hydrochloric  acid  (sp.  gr.  1'12)  per  100  c.c.  Heat  the  solution  in  an 
Erlenmeyer's  flask  at  70**  to  SO*",  and  pass  hydrogen  sulphide  through  the 
hot  solution  ^  for  about  an  hour  while  the  temperature  of  the  solution  is  main- 
tained.^ Let  the  mixture  cool.  When  cold,  add  one  and  a  half  times  its  own 
bulk  of  water  (100  c.c.  becomes  250  c.c.),*  and  saturate  in  the  cold  with  hydrogen 
sulphide  passing  in  a  slow  stream  for  about  15  minutes.  Cork  the  flask  and  let 
the  solution  stand  two  or  three  houre.  Filter  and  wash  the  precipitate  with  a 
dilute  acid  solution  containing  20  c.c.  hydrochloric  acid  (sp.  gr.  ri2)  per  litre 
and  saturated  with  hydrogen  sulphide. 

The  precipitate  may  contain  lead,  bismuth,  copper,  cadmium,  araenic,  anti- 
mony, and  tin  sulphides.     The  precipitate  will  generally  be  practically  free  from 


^  Hence,  the  filtration  should  be  conducted  as  rapidly  as  {>ossib1e,  and  the  filter  paper  with 
the  precipitate  should  be  kept  filled  with  the  hydrogen  sulphide  wash-water. 

^G.  lATsen,  Zeit.  aruil,  Chem.,  17.  812,  1878;  £.  Berglund,  t6.,  22.  184,  1883;  W. 
Dederichs,  Pharm.  Ztg.,  44.  178,  1899.  Mineral  acids  are  objectionable  if  the  filter  paper  is 
to  be  afterwards  dried,  because  the  acid  is  concentrated  on  the  paper  during  the  drying,  and  the 
paper  is  attacked.  The  paper  then  readily  disintegrates.  A  dilute  solution  of  acetic  acid, 
saturated  with  hydrogen  sulpnide,  gives  good  results. 

'  According  to  F.  Wbhler,  more  or  less  zinc  sulphide  is  precipitated  in  the  presence  of 
arsenic  acid  in  comparatively  strongly  acid  solutions,  but  not  if  arsenious  acid  be  present.  For 
this  reason,  and  the  reason  stated  in  the  next  footnote,  it  is  well  to  reduce  the  arsenic  to  arseni- 
ous salts,  if  arsenic  salts  be  present. 

*  Elements  at  the  upper  end  of  the  .series,  {)age  274,  are  precipitated  more  or  less  imperfectly 
in  the  cold.  Arsenic  sulphide,  for  instance,  continues  sei^arating  a  long  time  after  the  solu- 
tion is  saturated,  hence  the  current  of  gas  is  continued  an  hour  louder.  The  sulphides  which 
separate  from  a  hot  solution  can  be  filtered  and  washed  more  easily  than  precipitates  formed  in 
cold  solutions.  Arsenious  acid — H3ASO3 — reacts  at  once  with  hydrogen  sulphide,  forming  Ab^  ; 
with  arsenic  acid — H2ASO4 — the  formation  of  As^S,  is  the  joint  effect  of  three  consecutive  re- 
actions :  (1)  the  formation  of  thioarsenic  acid — H3ASSO3  ;  this  (2)  slowly  decomposes  into  sulphur 
and  arsenious  acid  — H.AsO. ;  this  latter  (8)  reacts  with  the  hydrogen  sulphide,  as  indicated  above. 
Hence,  the  initial  ana  end  products  are  represented  by  the  equation  :  2H3As04-l-5H3S=As3S3 
+  Sa  +  8H20.  One  object  of  the  boiling  is  to  accelerate  the  very  slow  decomposition  of  the 
thioarsenic  acid.  Hence,  before  {)a3sing  the  hydrogen  sulphide,  some  prefer  to  reduce  the  arsenic 
acid  to  arsenious  acid  with  sulphur  dioxide,  or  by  warming  the  solution  with  a  mixture  of  hydro- 
chloric acid  and  hydriodic  acid  (or  potassium  or  ammonium  iodide)— sulphur  dioxide  is  not 
recommended  as  a  reducing  agent — L.  L.  de  Koninck, -B«;/.  Soc.  Chim.  Belg,,  23.  88,  1909. 
There  is  also  a  very  slow  side  reaction— 2H3As04  +  5H2S  =  As2S5  +  8H20 — ])articularly  in  cold, 
feebly  acid  solutions  (J.  P.  Bouquet  and  S.  Cloiz,  Ann.  Chim.  Phys.  (3),  13.  44,  1845  ; 
B.  Brauner  and  F.  Tomiczek,  Monats.  Chem.,  8.  607,  1887  ;  L.  R.  W.  McCay,  Joum.  Amer. 
Clwm.  Soc.,  24.  661,  1902;  Zeit.  ancU.  Cheni.,  27.  632,  1888;  F.  Neher,  ib.,  32.  45,  1898; 
R.  Bunsen,  Liebig' s  Ann. ^  192.  305,  1878  ;  H.  Rose,  Pogg.  Ann.,  107.  186,  1859). 

*  The  current  of  gas  passes  at  the  rate  of  about  two  bubbles  per  second. 

*  If  sulphuric  acid  be  used  in  place  of  hydrochloric  acid,  use  875  c.c.  of  sulphuric  acid 
(sp.  gr.  1*84)  with  the  stime  dilutions.  The  greater  acidity  of  the  boiling  solution  prevents  the 
separation  of  titanium  hydroxide  daring  the  boiling.  The  acid  is  also  useful  in  preventing  the 
separation  of  bismuth  and  antimony  oxychlorides.  The  great  dilution  required  for  the  separa- 
tion of  lead  and  stannous  tin  would  lead  to  the  precipitation  of  the  oxychlorides  in  question. 
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aluminium,  iron,  zinc,  nickel,  cobalt,  and  manganese.     The  filtrate  is  used  for 
the  determination  of  the  alumina,  etc.  (page  177).* 

Precipitalion  in  Pretture  Flash. — 
When  molybdenum,  platinum,  gold,  or 
selenium  are  present,  the  solution  to  be 
treated  with  hydrogen  sulphide  is  placed 
in  a  thick-walled  mineral  water  bottle  (or 
"  pressure  flask  "),'  heated  nearly  to  boil- 
ing, and  saturated  with  hydrogen  sulphide. 
The  solution  is  cooled  and  saturated,  in 
the  cold,  with  hydrogen  sulphide.  Close 
the  bottle  with  a  cork  and  wire,  or  screw 
the  stopper  down  as  at  D,  fig.  124.  Heat 
the  bottle  in  a  vessel  oF  water  for  about 
an  hour.  The  pressure  bottle  should  not 
rest  directly  on  the  bottom  of  the  wat«r 
hath,  but  rather  be  suspended  by  a  wire 
C,  fig.  124,  so  that  it  is  immersed  up  to 
the  neck  in  the  cold  water.  The  water 
bath  is  gradually  heated  until  the  water 
boils.  Boiling  water  is  added  to  the  bath, 
if  necessary,  as  the  water  evaporates. 
The  new  water  should  not  be  poured 
directly  00  to  the  pressure  bottle.  At 
the  end  of  the  experiment,  the  water  bath 
is  allowed  to  cool ;  the  bottle  is  then 
removed  from  the  bath,  and  opened. 
Fig,  124  shows  a  Linter's  "  pressure  flask  " 
A  ready  for  lowering  into  the  bath  B. 
The  bottle  can  be  surrounded  with  a  stout 

wire  gauze    so    that   no    damage  may  be  Fio.  12*.— Linter's  "iiressure  flask." 

done  if  it  bursts.    Molybdenum,  platinum, 

gold,  selenium  (also  tellurium),  if  present,  will  be  found  with  the  precipitated 
sulphides  of  tin,  arsenic,  antimony,  lead,  cadmium,  etc. 

§  127.  The  Separation  of  Tin,  Arsenic,  and  Antimony  from 
the  remaining  Metals. 

The   precipitate   is   now  treated  with    a  concentrated  aqueous   solution  of 
sodium  monosulphide  *  in  a  covered   beaker  heated    to   about  70'.     The  lead, 


by  filtration.     The  ii 
bromine  vat«r. 

'  PrefiBure  flasks— Li  a  ter' a,  SaUmon's,  eta. —are  made  specially  for  the  parpose.  A. 
Gawalovaki,  Ztil.  muil.  Chem.,a2.  328,  1883  ;  F.  Allihii,  16.,  23.  *0a,  1884  ;  H.  Kempel,  5ej-. , 
18.  821,  1885;  A.  EiloftTt,  Chem.  Netrs,  55.  148,  1887.      Sei^  also  [lage  412. 

'  Sodium  Mokosci.fhide  Solution. — This  reagent  is  prejiared  as  followa: — Dissolve  333 
gnoa.  of  pure  sodium  hydroiide  (made  from  the  metal)  in  a  litrs  of  air-free  water.  Pour  the 
solution  into  a  flask,  and  pass  a  r^pid  strenm  of  washed  hydrogen  sulphide  into  the  solution 
through  a  wide  glass  tube  (1  cm.  bore)  fitted  into  a  double-bored  stopper,  ho  as  to  protect  the 
contents  of  the  flaalt  from  air  as  much  as  possible.  The  object  of  the  wide  dalivery  tube  is  to 
avoid  choking  the  tube  with  the  eeparated  sulphide.  There  is  an  increase  in  the  volume  of 
the  BolntioD  auoh  that  1000  c.c.  becomes  1218  cc.  When  the  solution  is  saturated,  the  pale 
yellow  liquid  may  be  poured  into  small  gl  iss-stoppered  bottles  and  sealed  with  )«rsBin  ;  or  the 
■olutiou  may  be  evaporated  in  a  platinum  or  porcelniu  dish  uutil  a  film  of  crystals  begins  to 
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copper,*  cadmium,^  and  bismuth^  present  remain  undissolved,  while  the  arsenic, 
antimony,  and  tin  pass  into  sohition.^  The  precipitate  is  washed  with  the  sodium 
sulphide  solution.  The  arsenic,  antimony,  and  tin  in  the  solution  are  separated 
by  the  methods  indicated  below ;  the  precipitate  is  dissolved  in  hydrochloric 
acid,  and  the  lead,  bismuth,  copper,  and  cadmium  are  also  separated  one  by 
one,  as  indicated  later  on.  If  one  or  more  of  the  elements  in  question  be 
absent,  the  corresponding  steps  are  omitted.  Short  cuts  are  also  advisable  in 
special  cases. 

It  must  also  be  added  that  in  many  technical  analyses,  it  is  not  usual  to  work 
thi'xmgh  a  complex  series  of  separations  with  one  portion  of  a  given  sampUy  but 
sevejnl  separate  portions  are  taken  and  one  group  of  constituents  in  each  portion  is 
determitied  by  special  methods  of  isolation.  In  a  long  series  of  separations,  some 
of  the  stages  may  be  more  suited  for  one  element  than  for  another,  and  a  process 
of  analysis  is  selected  which  gives  the  best  average  for  all  the  constituents  to  be 
determined,  and  not  the  one  most  suited  for  any  particular  constituent.  When, 
however,  a  separate  portion  of  the  original  sample  is  taken  for  the  determination 
of  each  constituent,  a  method  of  separation  specially  favourable  for  that  con- 
stituent can  be  employed. 

Theoretical. — Freshly  precipitated  arsenic,  antimonic,  and  stannic  sulphides 
are  quickly  dissolved  by  sodium  sulphide ;  *  stannous  sulphide  is  but  slowly 
dissolved.^  Soluble  alkaline  thioarsenate — AsS(SNa)j;  thioantimoniate — 
SbS(SNa)g  ;  and  thiostannate — SnS(SNa)3 — appear  to  be  formed  ;  while  arsenious 
and  antimonious  sulphides  form  the  corresponding  As(SNa)3  and  Sb(SNa), 
respectively.'^ 

form  on  the  surface,  and  the  hot  liquid  bottled  and  sealed.  The  liquids  may  deposit  crystals 
of  sodium  monosulphide — Na^S.  9HgO — on  standing  or  cooling.  The  bottled  solutions  keep 
indefinitely  when  protected  from  the  atmospheric  air.  A  small  quantity  of  black  iron,  nickel 
or  silver  sulphide,  may  settle  on  the  bottoms  of  the  bottles  on  standing.  For  use,  the  solution 
is  diluted  to  a  specific  gravity  1'14.  Sodium  hydroxide  pure  by  alcohol  does  not  give  so 
satisfactory  a  solution  as  that  preparcil  from  the  metal,  since  a  solution  prepared  from  the 
former  will  be  coloured  with  colloidal  sulphides,  which  only  separate  after  long  standing. 
According  to  £.  Prothiere  and  A.  Revaud  \Journ.  Pharm.  Chim.,  16.  484,  1902),  a  layer  of 
almond  or  olive  oil  on  the  surface  of  a  solution  of  the  sulphide  cuts  off  the  air  without  forming 
deposits  or  an  emulsion.  The  solution  then  keeps  indefinitely.  For  the  action  of  polysulphides 
see  H.  Schiff,  Liebiff's  Ann,,  115.  68,  1860. 

*  Freshly  precipitated  copper  sulphide  is  appreciably  soluble  in  colourless  ammonium 
sulphide,  and  still  more  soluble  in  yellow  ammonium  sulphide — C.  L.  Bloxam,  Joum,  Chem» 
Soc,  18.  94,  1865. 

■  A.  Ditte  {Ccympt.  Rend.,  85.  402,  1887  ;  Chem.  Neics,  36.  109,  1877)  says  that  cadmium 
sulphide  is  appreciably  soluble  in  ammonium  sulphide,  but  E.  Donath  and  J.  Mayerhofer  (Zeit, 
anal,  Chem.,  20.  384,  1881)  state  that  this  is  not  the  case.  H.  Fresenius  (Zeit.  anal.  Chem.,  20. 
26,  1681)  agrees  with  Ditte.  G.  Yortmann,  Monats.  Chem.^  i.  952,  1880  ;  £.  Zettnow,  Pogg, 
Ann.,  130.  328,  1867. 

^  T.  B.  Stillmann  (</ourn.  Amer.  Chem.  Soe.,  18.  683.  1896)  showed  that  if  a  solution  con- 
taining bismuth  be  made  alkaline  with  sodium  hydroxide,  and  then  heated  with  an  excess  of 
sodium  sulphide,  a  considerable  amount  of  bismuth  remains  in  solution;  but  G.  C.  Stone  {ib,, 
18.  1091,  1896)  pointed  out  that  if  the  bismuth  sulphide  be  first  precipitated  from  an  acid 
solution,  it  is  not  dissolred  by  subsequent  treatment  with  an  alkaline  sulphide.  J.  Knox, 
Joum,  Chem  .S'oc,  95.  1760,  1909. 

*  Molybdenum,  gold,  platinum,  and  selenium,  if  jjresent,  may  be  partly  dissolved  with  the 
arsenic,  etc.,  and  }>artly  retained  by  the  insoluble  sulphides. 

»  R.  Bunsen,  LiebUfs  Ann.,  192.  820,  1878  ;  H.  Thiele,  i6.,  265.  65,  1891  ;  B.  Brauner 
and  F.  Tomiczek,  Monats.  Chem.,  8.  607,  1887  ;  F.  Neher,  Zeit.  anal.  Chem.,  32.  46,  1893; 
L.  R.  W.  M'Cay,  i6.,  27.  632,  1888;  34.  72.5,  1895;  R.  Fresenius,  tft.,  I.  192,  1862  ;  J.  J. 
Berzelius  Pogg.  Ann.,  7,  1,  1826  ;  0.  Rammelsberg,  ib.,  52.  191,  1841  ;  C.  F.  Nilson,  Joum, 
prakL  Chem.  (2),  14.  149.  1877  ;  (2),  19.  170,  1879. 

^  Hence,  some  use  a  little  nitric  acid  with  the  hydrochloric  acid  in  order  to  oxidise  the 
stannous  sulphide  and  accelerate  the  rate  of  solution. 

7  Gold  and  platinum  sulphides,  in  the  same  group  as  arsenic  sulphide,  dissolve  with  difficulty 
in  the  alkaline  sulphide,  and  thus  form  an  intermediate  link  between  sulphides  soluble  and 
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Sodium  monosulphide,  in  aqueous  solution,  is  partly  hydrolysed  or  decom- 
posed by  water,  forming  sodium  hydroxide  and  hydrosulphide : 

NajS  +  HgO^^zftNaOH  +  NaHS. 

The  amount  of  hydrolysis  depends  upon  the  concentration  of  the  solution. 
With  dilute  solutions,  say  YV^-solution,  86*4  per  cent  of  the  NagS  is  hydrolysed,^ 
but  with  increasing  concentrations  the  amount  of  hydrolysis  is  diminished. 
Solutions  of  sulphur  in  the  alkaline  sulphides  are  much  less  hydrolysed  than 
the  monosulphide.  This  question  of  hydrolysis  is  important,  because  the 
products  of  hydrolysis  may  attack  sulphides  ^  which  would  otherwise  be  insoluble. 
Aqueous  solutions  of  ammonium  monosulphide  are  more  readily  hydrolysed 
than  sodium  monosulphide ;  and,  in  consequence,  sodium  monosulphide  is 
preferable  to  the  ammonium  salt,  particularly  in  the  presence  of  copper 
sulphide,  which  is  slightly  soluble  in  ammonium  monosulphide.  On  the  other 
hand,  the  ammonium  salt  is  nearly  always  used  if  mercury  salts  be  present, 
because  mercuric  sulphide  is  insoluble  in  ammonium  monosulphide,^  but 
readily  soluble  in  sodium  or  potassium  monosulphides  owing  to  the  formation 
of  a  thio-salt : 

HgS  +  NagS  =  Hg(SNa)2. 

The  mercuric  sulphide  is  soluble  in  ammonium  sulphide  if  a  little  potassium  or 
sodium  hydroxide  be  present ;  ^  and  it  is  also  more  readily  soluble  in  potassium 
or  sodium  sulphide  if  a  little  of  the  alkaline  hydroxide  be  also  present.^  The 
latter  reaction  enables  mercury  sulphide  to  be  separated  from  the  sulphides  of 
lead,  silver,  bismuth,  and  copper.  ^ 

sulphides  insoluble  in  the  alkaline  sulphide.  According  to  J.  "Bih&n  {Compt.  Jiettd.^  85.  283, 
1877  ;  Bull,  Soc.  Chim.  (2),  28.  241,  1877),  platinum  sulphide— PtSg— alone  is  practically 
insoluble  in  ammonium  and  sodium  mono-  and  polysulphides.  In  the  presence  of  arsenic, 
antimony,  and  tin  sulphides,  appreciable  quantities  of  platinum  and  >(old  sulphides  pass 
into  solution,  and  this  the  more  the  greater  the  quantity  of  those  elements  present.  The 
separation  of  gold  and  platinum,  as  well  as  molybdenum  and  selenium,  is  not  therefore 
satisfactory  by  this  process,  since  part  will  be  found  in  the  solution,  and  part  with  the 
precipitate. 

*  F.  W.  EUster  and  E.  Heberlein,  Zeit.  anorg.  CTiern.,  43.  63,  1906  ;  J.  Walker,  Zeit.  phys. 
Chem,,  32.  137,  1900 ;  H.  Rose,  Pogg.  Ann,,  55.  533,  1842 ;  C.  F.  Sammet,  An  Investigation 
on  the  Prodibciion,  Precipitation^  and  Migration  of  Colloids,  Boston,  Mass.,  1903. 

^  This,  for  instance,  is  the  case  with  copper  sulphide  in  ammonium  monosulphide,  and 
particularly  with  ammonium  polysulphide.  Copper  and  lead  are  also  attacked  by  sodium 
polysulphides,  apparently  not  altogether  because  of  the  hydrolysis.  The  mode  of  action 
of  the  polysulphides  has  not  yet  been  made  quite  clear.  According  to  V.  Hassreidter  (Zeit. 
angew,  Chem.,  18.  292,  1905),  the  copper  can  be  recovered  from  a  solution  of  the  sulphide 
in,  say,  sodium  polysulphide  by  boiling  the  solution  with  the  cautious  addition  of  sodium 
sulphite  until  colourless ;  sodium  monosulphide  and  thiosulphate  are  formed,  which  have  no 
solvent  action  on  copper  sulphide. 

'  But  slightly  soluble  in  ammonium  polysulphide— A.  Glaus,  Liebig's  Ann.,  129.  209, 
1863;  Chem.  News,  9.  145,  1864;  C.  Barfoed,  Joum.  prakt,  Ckem,  (1),  93.  230,  1865; 
Zeit.  anal.  Chem.,  3.  139,  1864  ;  4.  436,  1866. 

*  J.  Volhard,  Licbig*s  Ann.,  255.  252,  1891. 

*  A.  Ditte.  Compt.  Rend.,  98.  1271,  1884  ;  K.  Polstorff  and  G.  Bulow,  Arch  Pharm.,  229. 
292,  1891. 


CHAPTER  XXI. 
THE  DETERMINATION  OF  ARSENIC. 

§  128.  The  Separation  of  Arsenic  from  Antimony  and  Tin 

by  Distillation. 

The  distillation  process,  proposed  bj  Schneider  and  by  Fyfe,  depends  upon 
the  volatility  of  arsenious  chloride.^  If  arsenic  compounds  be  reduced  to 
arseniouB  compounds  in  hydrochloric  solution  by  ferrous  sulphate,  Fischer  ^ 
showed  that  the  arsenic  may  be  quantitatively  separated  as  arsenious  chloride 
from  solutions  containing  antimony  and  tin.^  By  this  means  arsenic  may  also  be 
separated  from  the  other  metals  of  the  hydrogen  sulphide  group.*  Details  of 
the  modified  Fischer's  process  are  as  follows : — 

*  Seepage  271. 

«  E.  Fischer,  Ber,,  13.  1778,  1880;  Liebufs  Ann.,  208.  182,  1881  ;  A.  Classen  and  R, 
Ludwig,  Ber.,  iS.  ilO,  1885  ;  F.  Hufschmidt,  ib  ,  17.  2245,  1884  ;  C?iefn.  Neics,  50.  269, 1884  ; 
W.  Odling,  lb.,  8.  27,  1863  ;  T.  Gibb,  ib.,  45.  218,  1882  ;  F.  C.  Schneider,  Pogg,  Ann.,  85. 
438,  1852  ;  A.  Fyfe,  Phil,  Mag,  (4),  2.  487,  1851  ;  Jouriu  prakt,  Chem.  (1),  55.  108,  1852  ; 
P.  Jannaschand  E.  Heiinann,  ib.  (2),  74.  473,  488,  1906  ;  0.  Ducru,  Campt.  Rend,,  127.  227, 
1898  ;  Ch(nn.  News,  78.  73,  1898  ;  A.  Hollard  and  L.  Hertiaux,  ib,,  81.  242,  1900  ;  Bull. 
Soe.  Chim.  (3),  23.  300,  1900  ;  A.  Hollard,  ib,  (3),  23.  292.  1900  ;  Chfm,  News,  81.  258, 
1900  ;  E.  Azzarello,  Oazz.  Chim.  Ital.,  39.  ii,  450,  1910  ;  J.  Clark,  Joum,  Soe.  Chem,  Ind., 
6.  353,  1887  ;  A.  Gibb,  ib,,  20.  184,  1901  ;  J.  E.  Stead,  ib.,  14.  444,  1895;  Rieckher,  ZeU, 
anal,  Cliem.,  9.  516,  1870  ;  J.  A.  Kaiser,  ib.,  14.  250,  1875  ;  H.  Beckurts,  Arch.  Pharm., 
222.  653,  1884  ;  A.  Kleine,  Stahl  Eisen.  24.  248,  1894  ;  J.  Clark,  Joum.  Anal.  App.  Chem.,  6. 
277,  1892  ;  E.  Ruff  and  F.  Lehniann,  Arch.  Phann.,  250.  382,  1912  ;  H.  Hagen  (/'Aarwi.  Centr. 
(3),  22.  169,  1882)  claims  that  the  use  of  ferrous  sulphate  is  due  to  himself  and  not  to  Fischer. 

'  Ferrous  chloride,  ferrous  sulphate,  ferrous  ammonium  sulphate  (Classen  and  Ludwig),  or 
cuprous  oxide  may  be  used.  The  presence  of  large  quantities  of  the  ferrous  salt  seems  to 
prevent  the  well-known  volatilisation  of  mercuric  chloride  with  water  vapour.  Oxidising 
agents — nitric  acid— should  be  absent,  since  they  will  oxidise  the  ferrous  salt  and  make  it 
inert.  If  present,  nitrin  acid  should  be  removed  by  evaporation  with  sulphuric  acid.  A  little 
sulphuric  acid  does  no  harm.  0.  Piloty  and  A.  Stock  (^er.,  30.  1649,  1897;  G.  T.  Morgan, 
Joum.  Chem.  Soe.,  85. 1001,  1904)  reduce  by  passing  a  stream  of  hydrogen  sulphide  through  the 
boiling  solution.  If  the  arsenic  be  all  present  as  arsenious  salt,  the  feiTous  salt  is  not  needed. 
F.  A.  Gooch  and  E.  W.  Danner  {Anier.  J.  Scirnce{S),  42.  308,  1891 ;  F.  A.  Gooch  and  B.  Hodge, 
Zeit.  oTwrcf.  Chem.,  6.  268,  1894  ;  Chem  News,  70.  23,  1894)  reduce  by  means  of  potassium 
iodide  and  hydrochloric  acid:  F.  A.  Gooch  and  M.  A.  Phelps  {Zeit.  anorg.  Chem.,  7.  123, 
1894)  used  potassium  bromide  and  hydrochloric  acid  ;  M.  Rohmer  {Ber,,  34.  33,  1665,  1901) 
reduced  with  sulphur  dioxide,  and  H.  B.  Bishop  {Joum.  Amcr.  Chem.  Soe.,  28.  178,  1906) 
passed  sulphur  dioxide  through  the  solution  during  the  distillation  and  omitted  the  ferrous 
salt.  This  process  gives  good  results,  and  can  be  used  when  the  presence  of  iron  is  objectionable. 
C.  Friedheim  and  P.  Michaelis  {Ber.,  28.  1414,  1895  ;  H.  Cantoniand  J.  Chautems,  Arehiv  Sci. 
Phys,  Nat.  Geiuve  (4),  19.  364,  1905  ;  L.  Moser  and  F.  Perjatel,  Monats.  Chem.,  33.  779,  1912  ; 
S.  \V.  Collins,  Aiutbist,  37.  229,  1912)  reduce  with  methyl  alcohol  ;  P.  Jannasch  and  T.  Seidel 
{Ber.,  43.  1218,  1910  ;  P.  Jannasch  and  K.  Heimann,  Joum.  prakt.  Chem.  (2),  74.  487,  1906) 
reduce  with  3  j^rms.  of  hydrazine  sulphate,  or  hydrochloride,  w^ith  excellent  results.  The  time 
required  is  about  an  hour.  This  process  can  be  recommended  when  the  presence  of  iron  is 
objectionable,  and  the  hydrazine  salt  is  available.  M.  Hoffmann  {Beitrdge  zur  Kenntnis  der 
analylisclien  Chemie  des  Zinns,  Anlimo7i8,i(nd  Arsens^  Berlin,  15,  1911)  used  potassium  iodide 
with  a  current  of  hydrogen  chloride  gas. 

*  F,  Wohler,  Die  Mineral- Analyse  in  Beis})eUen,  Gottingen,  223,  1861. 
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Oxidation  of  Arseniout  to  Artenie  Salts. — The  mixed  sulphides  obtained  in 
the  preceding  operatioa  are  transferred  to  a  beaker.  Add,  say,  3  to  3  grms. 
of  potassium  chlorate,  and  pour  in  cautioHsiy  40  c.c.  of  dilute  hydrochloric 
acid  (30  c.c.  of  concentrated  acid,  10  c.c.  water).  Cover  the  beaker  with  a 
cIock-glasB,  and  heat  the  mixture  on  a  water  bath  until  decomposition  is 
complete,  and  all  the  chlorine  oxides  have  been  expelled.  The  object  of  the 
oxidation  is  to  transform  the  arsenious  salts  to  arsenic  salts.  The  former  are 
volatile  with  steana,  while  arsenic  acid  is  not  volatile. 

Preparation  for  the  Dietiilation. — Transfer  the  contents  of  the  beaker  to  a 
500-600  CO.  distillation  flask.  Wash  the  beaker  with  concentrated  hydrochloric 
acid.  Add,  say,  25  grms.  of  ferrous  ammonium  sulphate  and  make  the  solution 
up  to  about  200  c.c.  with  concentrated  hydrochloric  acid.'  Incline  the  flask  at 
an  angle  of  about  45°-60°,  as  illustrated  in  the  diagram,  fig.  125.     Connect  this 


Fio.  li&.— Appanitua  for  the  Hojutnitioii  of  arsenic  by  distillatiun. 

flask  with  an  Erlenmeycr's  flask  (3  or  4  litres)  containing  about  a  litre  of 
concentrated  fuming  hydrochloric  acid,  saturateil  with  sodium  or  ammonium 
chloride.^  This  flask  is  fitted  with  a  delivery  tube  and  a  dropping  funnel 
containing  concentrated  sulphuric  acid.  When  the  latter  is  dropped  into  the 
hydrochloric  acid,  hydrogen  chloride  is  given  off".  The  rate  of  evolution  of 
the  gas  is  determined  by  the  rate  at  which  sulphuric  acid  is  dropped  from 
the  funnel.  The  neck  of  the  distillation  flask  is  connected  with  a  condenser 
which  has  a  tube  dipping  into  water  in  a  receiver  (200  c.c.)."     The  receiver  is 


■  It  antimony  is  to  be  aftcrvrarda  determined  b;  the  dutillitlan  |irocesa  (po^  !82),  add 
BOo.c.  ofasolation  of  zinc  chloride  mads  by  saturatinR  concentrated  hydrochloric  acid  with 
metallio  zinc,  and  evaponiting  till  the  solution  boils  at  103°. 

'  L.  L  da  Koninok  (2«i(.  anal.  Clum.,  19.  187,  ISSO)  uses  concentrated  sulphuric  acid  and 
solid  ammonium  chloride  in  a  smsll  gas  generator— say  Kipp's  apparatus. 

'  L  Brandt  (CAem.  Ztg.,  33.  IIH,  1909)  conderanstho  use  of  a  condensing  apparatus,  but 
advocalee  a  delivery  tube  with  a  bulb,  and  drawn  to  a  narrow  point,  and  dipping  into  water  in  a 
beaker.     The  beaker  is  kept  cooL  by  being  placed  in  a  larger  beaker  containing  cold  water. 
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fitted  ^  with  a  bulb  tube  to  act  as  a  water  seal  in  case  any  chloride  escapes 
condensation.  If  the  condenser  be  adequately  cooled,  this  will  not  be  needed. 
The  exit  of  the  water  seal  must  be  directed  outside  the  room. 

The  Distillation. — A  slow  current  of  hydrogen  chloride  ^  is  passed  through  the 
apparatus  for  about  an  hour,  so  as  to  saturate  the  cold  solution  in  the  flask. 
The  flask  is  then  heated  to  boiling  over  an  asbestos  pad,  or  in  an  oil  bath  with 
a  thermometer.  The  distillation  is  allowed  to  proceed  while  a  rapid  current  of 
hydrogen  chloride  is  passed  through  the  system.  A  temperature  of  108°-110* 
is  best.^  When  about  80  c.c.  have  collected  in  the  receiver,  the  distillation  is 
stopped.  A  current  of  cold  water  is  passed  through  the  condenser  all  the  time 
the  distillation  is  in  progress. 

Determination  of  Arsenic  in  the  Distillate. — The  arsenic  is  best  determined  in 
the  distillate  by  the  volumetric  process  of  Mohr  *  or  Pearce.  The  arsenic  may 
also  be  precipated  as  sulphide  by  diluting  the  solution  with  hot  water  and 
saturating  the  boiling  solution  with  hydrogen  sulphide,*  and  it  can  be  weighed 
in  the  form  of  arsenic  trisulphide,  silver  arseniate,  or  magnesium  pyrophosphate. 
The  magnesium  pyrophosphate  process  is  described  in  the  next  section.  If  the 
arsenic  is  weighed  as  trisulphide,  the  precipitate  from  the  hydrogen  sulphide 
treatment  is  prepared  as  described  for  antimony  trisulphide  on  page  296.  The 
antimony  and  tin  may  be  determined  in  the  residue  in  the  flask  by  precipitating 
the  mixed  sulphides  of  tin  and  antimony  with  hydrogen  sulphide,  and  separating 
these  two  elements  as  indicated  on  page  305.* 

This  method  gives  excellent  results.  It  occupies  between  two  and  three 
hours.    The  main  objections  are  :  (1)  the  need  for  a  special  apparatus ;  and  (2)  the 


^  All  rubber  tubing  and  stoppers  should  have  been  previously  boiled  with  dilute  potash  to 
get  rid  of  the  sulphur. 

^  It  is  important  to  saturate  the  solution  in  the  flask  with  hydrogen  chloride  before 
commencing  the  distillation.  Fischer  simply  distilled  from  concentrated  hydrochloric  acid 
without  keeping  the  solution  saturated  with  a  current  of  hydrogen  chloride.  This,  however, 
renders  repeated  distillation  necessary.  One  addition  of  hydrochloric  acid,  by  Fischer's  process, 
suffices  for  0*01  grm.  arsenic,  but  four  distillations  are  needed  for  1  grm.,  and  the  arsenic  is  not 
completely  distilled  off  after  the  tenth  distillation.  With  the  current  of  hydrogen  chloride,  how- 
ever, one  distillation  suffices  for  0*5  grm.  arsenious  oxide.  After  50  c.c.  have  passed  over,  no 
more  arsenic  can  usually  be  detected  in  the  distillate.  The  addition  of  calcium  chloride  to  the 
solution  in  the  flask  gives  better  results  in  distillhig  from  concentrated  hydrochloric  acid  with- 
out passing  hydrogen  chloride  through  the  system.  This  method  may  be  used  for  small 
amounts  of  arsenic.  For  the  action  of  hydrochloric  acid  on  arsenic,  see  R.  Fresenius,  Zeit,  anal. 
Chem.,  I.  448,  1862. 

'  If  the  temperature  of  distillation  exceeds  125**,  some  antimony,  if  present,  will  be  found 
in  the  distillate— F.  Flatten,  Joum.  Soc.  Chan.  Ivd.,  13.  824,  1894. 

*  If  the  solution  has  to  stand  any  length  of  time,  and  Mohr's  process  is  intended,  the 
solution  should  be  nearly  neutralised  with  sodium  hydroxide  and  an  excess  of  sodium  bi- 
carbonate added.     This  retards  the  rate  of  oxidation  of  the  solution  of  arsenious  chloride. 

»  H.  Rose,  Handhuchder  analytischen  Ckemie,  Rerlin,  343, 1829  ;  890, 1871  ;  R.  E.  0.  Puller, 
Zeit.  anal.  Chtm.,  10.  45,  1871  ;  C.  Friedheim  and  P.  Michaelis,  i&.,  54.  505,  1895  ;  R.  Bunsen, 
Liebiifs  Ann,,  192.  305,  1878. 

^  Antimony  can  be  separated  by  distillation,  after  the  araenic,  by  raising  the  temperature  of 
the  distillation  flask  up  to  180".  The  distillation  of  the  antimonv  chloride  commences  about 
125".  Under  ordinary  conditions,  the  contents  of  the  distillation  flask  would  become  dry,  and 
the  antimony  chloride  would  sublime  on  to  the  neck  of  the  flask.  It  is  therefore  necessary  to 
use  a  mixture  in  the  retort  which  is  not  liable  to  evaporate  to  dryness,  and  which  does  not 
decompose  under  the  conditions  of  the  experiment.  A.  Gibb  uses  a  solution  of  zinc  chloride 
(page  280).  After  the  distillation  of  the  arsenic  chloride,  let  the  flask  cool,  change  the  receiver, 
and  add  20  c.c.  of  concentrated  hydrochloric  acid.  Fit  up  the  apparatus  as  before,  and  gradually 
raise  the  temperature  up  to  200",  still  maintaining  the  rapid  current  of  hydrogen  chloride. 
The  antimony  chloride  will  collect  in  the  receiver.  The  antimony  ma^  be  determined 
volumetrically  by  titration  exactly  as  described  for  arsenic.  The  solution  in  the  retort  may 
be  dissolved  in  hot  water,  and  the  tin  determined  as  described  below.  There  may  be  a  loss 
of  stannous  chloride  by  this  process  if  tin  be  present  (L.  A.  Youtz,  Zeil.  anorg,  Chem.^  55.  55, 
1903  ;  W.  Plato,  i6.,  68.  26,  1910). 
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consumption   of  time.     If  this  process  be   inconvenient,  the  arsenic  may  be 
separated  from  the  antimony  and  tin  as  ammonium  magnesium  arsenate. 


§  129.  The  Separation  of  Arsenic  from  Antimony  and  Tin  as 

Magnesium  Ammonium  Arsenate. 

Theoretical. — In  1846  LevoP  showed  that  a  precipitate  of  magnesium 
ammonium  arsenate,  resembling  magnesium  ammonium  phosphate  (page  215), 
is  obtained  when  a  magnesium  salt  is  added  to  an  ammoniacal  solution  of  an 
arsenate.  The  precipitate  so  obtained  is  slightly  soluble  in  water — 100  grms. 
of  water  dissolve  0"036  grms.  of  MgNH^AsO^.  The  magnesium  ammonium 
arsenate  is  hydrolysed  by  hot  water  forming  "free  arsenic  acid,  ammonium 
arsenate,  and  magnesia  "  :  MgNH^AsO^  +  2H2O  =  Mg(0H)2  +  NH^HgAsO^.  If  an 
aqueous  solution  be  evaporated  to  dryness  and  the  residue  calcined,  some  arsenic  is 
volatilised.  "  In  the  cold,  magnesium  ammonium  arsenate  is  not  hydrolysed  by 
water." 

The  precipitate  is  much  less  soluble  in  ammoniacal  solutions.  A  2*5  per  cent, 
solution  of  ammonia  dissolves  0*0063  grm.  of  the  salt  per  100  grms.  of  the 
solvent.  In  consequence,  it  is  usual  to  make  the  precipitation  in  ammoniacal 
solution.  The  presence  of  ammonium  chloride  augments  the  solubility  of  the 
precipitate.  Thus,  100  grms.  of  a  1*41  per  cent,  solution  of  ammonium  chloride 
dissolve  0*0735  grm.  of  the  anhydrous  MgNH^AsO^,  while  100  grms.  of  a 
12*5  per  cent,  solution  dissolve  0'113  grm.  of  the  salt.  The  presence  of  am- 
monium tartrate  increases  the  solubility  of  the  salt.  Thus,  100  grms.  of  a  1*5 
per  cent,  solution  of  tartaric  acid,  feebly  ammoniacal,  dissolves  0'07  grm.  of 
MgNH^AsO^.  The  ammonium  tartrate  is  required  when  the  precipitation  is 
made  in  the  presence  of  tin  and  antimony  salts.  The  solubility  of  the  pre- 
cipitate is  also  much  reduced  in  alcoholic  solution,  and  consequently  many 
prefer  to  make  the  precipitation  in  a  solution  containing  both  alcohol  and 
ammonia.     The  precipitate  is  fairly  soluble  in  acids. 

To  find  what  amount  of  arsenic  escaped  precipitation,  Hoffmann  ^  determined 
the  arsenic  in  the  filtrate  after  application  of  the  method  described  below. 
Starting  with  solutions  containing  the  equivalent  of  0*3  grm.  of  tin,  0*3  grm. 
of  antimony,  and 


As  (used). 

.     0-05 

0  05 

0-15 

0-15 

0-3 

0-3 

grin. 

As  in  filtrate    . 

.     0  0006 

0  0005 

0*0008 

0-0012 

0-0006 

0-0008 

grm. 

Traces  only  of  tin  and  antimony  were  found  in  the  precipitated  magnesium 
ammonium  arsenate.  Fresenius  proposed  a  correction  for  the  unprecipitated 
magnesium  arsenate — 1  mgrm.  arsenic  per  30  c.c.  of  fluid.  Dacru  considers 
Fresenius'  correction  too  small,  and  Virgili  considers  it  too  high.  The  latter 
recommended  an  allowance  of  0-0012  grm.  of  arsenic  per  100  c.c.  of  fluid,  and 
this  agrees  best  with  Hoffmann's  work. 


'  A.  Levol,  j4nn.  Chim,  Phys.  (3),  17.  501,  1846  ;  Compt.  liend.,  23.  67,  1846  ;  W.  Hampe, 
Chem.  Ztg,,  18.  1900,  1894  ;  J.  F.  Virgili,  Zeit.  anal.  Chrm.,  44.  492,  1906  ;  R.  Fresenius,  tft.,3. 
206,  1864  :  G.  C.  Wittstein,  i6.,  2.  19,  1863  ;  R.  E.  0.  Puller,  ih.,  10.  63,  1871  ;  H.  Lesser,  ift., 
27.  218, 1888  ;  R.  Brauner,  ib.,  16.  57, 1877  ;  L.  F.  Wood,  ib.,  14.  356,  1875  ;  Amer.  J,  Science 
(3),  6.  868,  1893  ;  K.  A.  Gooch  and  M.  A.  Phelps,  ib.  (4),  22.  488,  1906  ;  K.  Reichel,  Zeit. 
anal.  Chem.,  20.  89.  1881  ;  C.  Friedheim  and  P.  Michaelis,  t6.,  34.  505,  1895  ;  Ber.,  28.  1414, 
1895;  R.  Bunsen,  Liebig*s  Ann.,  192  305,  1878  ;  C.  Ullgren,  ii.,  69.  364,  1849;  M.  A.  von 
Reis,  StahZ  Eisen,  9.  270,  1885  ;  H.  Rose,  Pogg.  Ann.,  76.  534,  1849  ;  E.  Raffa,  Ouz.  Chim. 
Ital.,  39.  i,  154,  1909  ;  J.  C.  Briinnich  and  F.  Smith,  Zeit.  anorg.  Chem.,  68.  292,  1910. 

^  M.  Hoffmann,  Beitrcige  zur  Kenntnis  der  analytischen  Chewiedes  Zinna,  Anlimons,  vvd 
Arsens,  Berlin,  1911. 
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Magnesium  ammonium  arsenate  is  a  white  crystalline  solid.  Its  composition 
corresponds  with  MgNH^AsO^ .  GHjO  when  dried  over  sulphuric  acid  in  a 
desiccatoij',  and  MgNH^As04.  JHgO  when  dried  at  100°  on  a  water  bath.  When 
dried  *t^igher  temperatures,  more  water  and  possibly  some  ammonia  are  lost. 
On  account  of  the  indefinite  character  of  the  hydrated  salt,  it  is  not  advisable 
to  attempt  to  use  this  substance  for  the  final  weighing,  as  recommended  by 
Koehler.^  On  ignition,  the  salt  loses  ammonia  and  water,  forming  magnesium 
pyroarsenate— MgjAsgOy.  If  the  ignition  be  conducted  at  too  high  a  tempera- 
ture, the  magnesium  pyroarsenate  appears  to  decompose,  and  some  arsenic  oxide 
is  volatilised.  For  instance,  Friedheim  and  Michaelis  ^  found  that  a  precipitate 
which  theoretically  should  have  been  03621  grm.  MggAsgO^  changed  in  weight 
on  ignition  as  indicated  in  the  following  table  : — 

Table  XL  VI, — InJltLence  of  Calcination  on  Magnetium,  Pyroarsenate, 


Burner. 

Time  of  heating. 
Min. 

Weight. 
Grms. 

0-3612 

Bunsen's  . 

30 

f »         • 

60 

0-8611 

Blast 

80 

0-3602 

fi            • 

55 

0-3596 

>i 

85 

0-3587 

i>            • 

}25 

0-3576 

II           •         • 

155 

0-3572 

There  is  thus  a  loss  of  4  milligrams  on  blasting.     The  numbers  also  show  that 
30  minutes'  calcination  on  a  good  Bunsen's  burner  is  sufficient. 

The  Determination — The  solution  of  the  freshly  precipitated  sulphides  in 
sodium  sulphide  is  evaporated  nearly  to  dryness,  and  the  residue  digested 
with  hydrochloric  acid  and  potassium  chlorate  in  a  flask  with  a  reflux  condenser 
(page  303),  in  order  to  prevent  loss  by  the  volatilisation  of  arsenic  chloride.^ 
The  solution  should  occupy  about  100  c.c.  Add  (say,  12  grms.)  tartaric  acid,* 
ammonium  chloride  (about  2  grms.  per  50  c.c),  and  an  excess  of  concentrated 
ammonia  (one-third  the  total  volume  of  the  solution).^  The  arsenic  is  then 
precipitated  from  the  clear  ammoniacal  solution  by  adding  magnesia  mixture 
(page  283)  drop  by  drop  with  constant  stirring.     The  volume  of  the  magnesia 


1  0.  Koehler,  ArMv  Pharm,  (3),  27.  406,  1889. 

8  E.  W.  Parnel,  Chem.  News,  21.  133,  213,  1870  ;  R.  W.  E.  Macivor,  tft.,  32.  283,  1875  ; 
F.  Field,  16.,  21.  193,  1870 ;  Journ.  Chem.  Soc,  26.  6,  1873  ;  C.  Rammelsberg,  Ber„  7.  544, 
1874  ;  L.  Chevron  and  A.  Droixhe,  Bull.  Acad,  Bclg.  (3),  16.  475,  1888  ;  F.  Reichel,  Zeii,  anal. 
Chem,,  20.  89,  1881  ;  R.  Brauner,  i6.,  16.  57,  1877  ;  C.  Friedheim  and  P.  Michaelis,  i*.,  34. 
605,  1895;  M.  Austin,  Zeit.  anorg,  Cliem.,  23.  146,  1900;  C.  Lef^vre,  Ann.  Chim,  Phys,  (6), 
27.  55,  1892. 

»  0.  Piloty  and  A.  Stock,  Ber,,  30.  1649,  1897. 

*  The  object  of  the  tartaric  acid  is  to  keep  the  tin  and  antimony  in  solution.  If  much 
tin  be  present,  the  addition  of  ammonia  may  produce  a  turbidity,  showing  that  insuflScient 
tai*taric  acid  is  present.  In  that  case,  decant  oflf  the  clear,  dissolve  the  precipitate  in  tartaric 
add  on  a  water  bath,  and  then  mix  the  solutions  (page  295). 

*  Some  recommend  the  addition  of  one- third  the  volume  of  95  per  cent,  alcohol  at  this  stage. 
F.  Field,  Journ,  Chem.  Soc.,  26.  6,  1873  ;  R.  E.  0.  Puller,  Zeit,  anal.  Chem.,  10.  67,  1871 ; 
C.  R.  Fresenius,  i6.,  3.  206,  1864  ;  F.  Reichel,  tft.,  20.  89,  1881  ;  C.  Friedheim  and  P.  Michaelis, 
t6.,  34.  505,  1895  ;  H.  Rose,  ib,,  I.  417,  1862  ;  Pogg.  Ann,,  76.  534,  1849  ;  L.  F.  Wood,  Amer, 
J.  Science  (8),  6.  368,  1873  ;  M.  Austin,  ib,  (4),  9.  55,  1900  ;  0.  C.  Beck  and  H.  Fisher,  Chem, 
News,  80.  259,  1899  ;   School  Mines  Quart.,  20.  872,  1899. 
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mixture  to  be  added  is  approximately  one-third  the  total  volume  of  the  solution.^ 
Let  the  mixture  stand  in  a  cool  place  for  about  12  hours.  Decant  the  clear  liquid 
through  a  Gooch's  crucible  packed  with  asbestos.  Wash  with  dilute  ammonia 
water  (2*5  per  cent,  of  ammonia),  first  by  decantation,  and  finally  transfer 
the  precipitate  to  the  crucible. ^  Note  the  volume  of  filtrate  and  washings. 
Dry  the  precipitate  at  about  109**.  Place  a  crystal  of  ammonium  nitrate  in 
the  cruciblci^  and  gradually  raise  the  temperature  until  the  saucer  containing 
the  Gooch's  crucible  (page  106)  is  bright  red.  Too  high  a  temperature  is  bad, 
since  some  arsenic  may  be  lost.  Cool  in  a  desiccator  and  weigh  as  Mg2As207.^ 
The  weight  of  the  magnesium  pyroarsenate  multiplied  by  0'6374  represents 
the  corresponding  amount  of  As^Og. 

Except  for  the  disadvantage  which  attends  the  slow  precipitation,  especially 
when  two  precipitations  are  made,  the  method  is  quite  satisfactory.  A 
correction  of  0*0016  grm.  of  AsgOg  per  100  c.c.  of  filtrate  and  washings  may 
be  allowed. 

ExAMPLB.— Suppose  the  precipitate  has  been  in  contact  with  approximately  160 
CO.  of  liquid,  and 

Cnicible  and  precipitate 10 '31 428  grm. 

Crucible lO'OOU    grm. 

Mg2A8a07 0*8128    grm. 

Hence  0*3128x0 -6373 =0*1 993  grm.  AsjOj.  Since  100  c.c.  of  filtrate  involves  a 
correction  of  +0  0016  grm.,  we  have  01993+ 0*0024 =0*2017  grm.  of  As^O,  in  the  given 
sample,  which  weighed  6  grms.  Hence  the  sample  has  the  equivalent  of  4*03 
per  cent.  As^O,. 

Comparison  Determinations, — In  a  separation  of  arsenic  from  mixed  tin  and 
antimony  sulphides  by  the  distillation  process,  and  the  arsenic  subsequently 
determined  by  this  and  the  two  processes  described  below,  the  percentage  arsenic 
obtained  was: 

LeroPs  process.  Mohr's  process.  Pearce's  process. 

8-26  8-25  8*16 

8-30  8*29  8*19 

Distillation  process  of  separation. 

The  filtrate  is  just  acidified  with  hydrochloric  acid  and  saturated  with 
hydrogen  sulphide,  whereby  the  sulphides  of  tin  and  antimony  are  precipitated 
as  indicated  on  page  276  ;  or  the  solution  may  be  divided  into  two  parts,  and 
the  antimony  and  tin  determined  separately,  as  indicated  on  page  305.^ 

^  The  precipitation  is  facilitated  by  the  addition  of  a  little  alcohol — K.  Murmann,  Ocaier. 
Chem,  Ztg.,  13.  227,  1910. 

'  Some  filter  here  through  filter  paper,  and  dissolve  the  precipitate  in  hydrochloric  acid. 
The  magnesium  arsenate  is  reprecipitatod  in  order  to  eliminate  a  possible  contamination  of 
the  first  precipitate  with  magnesia,  more  particularly  if  magnesium  sulphate  is  one  of  the 
coniponents  of  the  magnesia  mixture. 

'  Or  ignite  in  a  current  of  oxygen  in  a  Rose's  crucible. 

^  If  filter  paper  be  employed,  some  arsenic  may  be  lost  by  volatilisation.  Destruction  of 
the  filter  paper  by  nitric  acid  gives  good  results— L.  L.  de  Koninck  (Zeit.  anal.  Cliem.,  29.  166, 
1890).  W.  Hampe  prefers  to  dissolve  the  precipitate  in  hydrochloric  acid,  remove  the  arsenic 
by  passing  hydrogen  sulphide,  and  determine  the  magnesia  in  the  filtrate  by  precipitating  as 
magnesium  phosphate  (page  218).  A  better  plan  is  to  determine  the  arsenic  volumetricaliy 
by  dissolving  the  precipitated  magnesium  ammonium  arsenate  in  acid  and  proceeding  as 
indicated  for  Mohr's  process,  or  Pearce's  process. 

'  It  will  be  remembered  that  many  kinds  of  glass,  as  well  as  caustic  alkalies,  contain  arsenic 
(page  184),  but  not  in  quantities  likely  to  affect  quantitative  results  by  the  processes  here 
described— R.  Fresenius,  Zeit.  anal,  Chem.,  6.  201,  1867  ;  W.  Freseuius,  i6.,  22.  897,  1883; 
J.  Marshall  and  0.  Pott,  Amer.  Chem.  Joum.,  10.  425,  1888 ;  S.  R.  Scholes,  Joum.  Ind.  Evg. 
Chem.,  4.  16,  1912. 
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§  130.  Notes  on  Iodine,  Potassium  Iodide,  Starch,  and 

Sodium  Thiosulphate. 

In  1853,  BuuseD  ^  demonstrated  the  general  applicability  of  reactions  in  which 
iodine  was  liberated  from  potassium  iodide  for  volumetric  analysis.  Bunsen 
used  sulphurous  acid  for  measuring  the  iodine  set  free.  Schwarz  '^  used  sodium 
thiosulphate  for  titrating  iodine  in  neutral  or  acid  solutions,  and  Mohr  extended 
the  process  to  solutions  of  arsenious  and  antimonious  salts  in  alkali  carbonate 
solutions.  F.  Stromeyer  first  used  starch  for  developing  the  tint  of  free  iodine.^ 
'  -Starch,  iodine,  potassium  iodide,  and  sodium  thiosulphate  are  now  used  so  fre- 
quently in  certain  types  of  volumetric  work,  that  some  notes  on  the  use  of  these 
substances  may  now  be  made. 

Starch  Solutions. 

Starch  is  used  as  an  indicator  in  titrations  with  iodine  solutions.  .  Free 
iodine  colours  an  aqueous  solution  of  starch  blue  only  in  the  presence  of  a  soluble 
iodide.  The  sensitiveness  of  the  reaction  is  determined  by  the  composition  of 
the  solution.  Sodium  sulphate  makes  the  reaction  very  sensitive,  e.g.,  a  JN- 
solution  of  sodium  sulphate  (with  starch)  gives  a  colour  with  a  0*000001 7 N-iodine 
solution.^  Some  believe  the  blue  substance  is  a  solid  solution,^  while  others  conr 
sider  it  to  be  a  compound  of  hydriodic  acid  with  an  iodine  addition  product  of 
starch  ^ — C24H^q02qI4  .  HI.  The  addition  product — ^'24^*(P2x^i — ^^  supposed  to  be 
colourless  in  aqueous  solution.  It  is  further  supposed  that  the  blue  compoimd 
C24H4QO2QI4.  KI  is  dissociated  in  dilute  aqueous  solutions  into  colourless  C24H4^,02qT4 
and  KL  When  the  concentration  of  the  latter  is  increased,  the  concentration 
of  the  blue  C24H4QO2QI4 .  KI  is  increased,  and  the  solution  appears  blue.  This 
latter  hypothesis  agrees  best  with  the  facts. 

One  gram  of  potato  (arrowroot,  corn,  or  rice)  starch  is  triturated  with  10  c.c. 
of  cold  water  until  a  smooth  paste  is  obtained.  Add  sufficient  boiling  water  with 
constant  stirring  to  make  200  c.c.  of  a  thin  translucent  fluid.  If  the  fluid  be 
not  transparent,  it  must  be  boiled  two  or  three  minutes,  but  prolonged  boiling 
must  be  avoided,  since  it  converts  some  of  the  starch  into  dextrine.  Cool  the 
solution.  Let  it  settle  overnight,  and  decant  off  the  dear.  This  solution  will 
not  keep  more  than  a  couple  of  days.  A  larger  quantity  can  be  made  and  the 
clear  liquid  poured  into  small  50-c.c.  phials  up  to  the  neck.  The  phials  are 
placed  in  a  water  bath,  heated  for  a  couple  of  hours,  and  then  closed  by  cork 
stoppers.  The  solution  so  preserved  will  keep  indefinitely.  When  a  phial  is 
opened,  the  contents  deteriorate  in  a  few  days,  hence  the  use  of  small  bottles, 
which  permits  the  solution  to  be  used  before  it  spoils.  In  order  to  prevent 
deterioration,  preservatives  are  frequently  added,  e.g.,  a  few  drops  of  chloro- 
form, oil  of  cassia,  salicylic  acid,  zinc  chloride,  zinc  iodide,  or  mercuric  chloride 
(2  grms.  per  litre  of  paste).*^ 

^  R.  Bunaen,  Liebig's  Anji.,  86.  265,  1853. 

"  C.  L.  H.  Schwarz,  Praktische  Anleitiing  za  Afaassanalysetif  Braunschweig,  1858. 

'  F,  Stromeyer,  Schweiffger's  Joum.,  12.  349,  1814 

*  J.  Finnow.  Znt.  anal  Chcm.,  41.  485,  1902;  C.  Meineke,  Chem.  Ztg.,  18.  167,  1894  ; 
A.  Eckstadt,  Zeit.  anorg.  Chem.y  29.  51,  1901. 

»  F.  W.  Kiister,  Lichigs  Ann.,  283.  360,  1895. 

•  F.  Myliiis,  Ber,,  26.  688,  1881  ;  C.  Loniier,  Zcit.  anal  Chem.,  33.  409,  1894;  L.  W. 
Andrews  and  H.  M.  Goettsch,  Jotim,  Amer,  Chem,  Site.,  24.  865,  1902  ;  H.  B.  Stocks,  Chem, 
News,  56.  212,  1887. 

'  G.  Gastine,  Bull.  Soc.  Chim,  (2),  50.  172,  1888;  M.  Musculas,  Compt.  Rend.,  78.  1483, 
1874  ;  M.  Miitnianski,  Zeit.  anal.  Chem.,  36.  220,  1897  ;  C.  Heinhardt,  ib.,  25.  87,  1886  ;  F. 
Mohr,  ib.,  14.  79,  1875  ;  A.  Miiller,  ib.,  22.  76,  1883  ;  A.  Wroblewski,  Joum.  Pharm,  Chim. 
(6),  8.  314,  1907;  0.  Fbrster,  Chem.  Ztg.,  21.  41,  1897;  L.  Mathieu,  BxUl.  Assoc.  Chem. 
Sucr.  Dist.,  27.  1166,  1910. 
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Zulkowsky's  ^  soluble  starch  is  very  convenient  for  titrations.  It  is  sold  in 
the  form  of  a  thick  paste.  A  small  portion  is  taken  from  the  stoppered  bottle 
on  the  end  of  a  clean  glass  rod,  and  then  mixed  with  water  in  a  test-tube  for 
use.  The  so-called  "soluble  starch  "  is  made  by  grinding,  say,  100  grms.  of  rice 
starch  with  a  2  per  cent,  potash  solution  until  a  homogeneous  solution  is 
obtained.  Stir  the  solution  with  more  potash,  so  that  the  volume  of  the  mixture 
is  from  600  to  800  c.c.  Heat  the  -mixture  on  a  water  bath  until  all  is  quite 
liquefied,  and  then  30  to  40  minutes  over  a  free  flame.  Filter.  Add  an  excess 
of  acetic  acid  to  the  filtrate.  Finally  precipitate  the  starch  by  adding  an  equal 
volume  of  95  per  cent,  alcohol.  Redissolve  the  precipitate,  again  precipitate  the 
starch,  and  dissolve  the  precipitate  in  the  least  possible  quantity  of  water.  Pour 
the  solution  in  a  thin  stream  into  a  large  quantity  of  absolute  alcohol.  Filter 
the  precipitate  and  wash  the  precipitate  with  alcohol,  and  finally  with  ether. 
Dry  in  vacuo.  The  yield  is  about  50  or  60  per  cent.  "Soluble  starch"  is  a 
commercial  article.  It  is  sold  as  a  white  powder,  which  dissolves  readily  in 
boiling  water,  forming  a  clear  solution.  The  reaction  of  iodine  with  these  puriBed 
starches  is  sensitive  and  sharp. 

If  impure  starch  be  used  for  the  work,  a  loss  of  iodine  may  occur  owing  to 
the  presence  of  erythrodextrine,  which  gives  a  reddish  colour  with  iodine.^  If  a 
preservative  has  been  used  with  the  starch,  it  may  be  necessary  to  be  prepared 
for  certain  disturbances,  e.g.,  the  presence  of  zinc  chloride  would  interfere  in  the 
titration  of  sulphides  and  carbonates.  In  using  starch  as  an  indicator  with 
iodine  titrations,  if  nitrogen  fumes  are  in  the  atmosphere  of  the  laboratory,  a 
rapid  "  after-blueing  "  of  the  solution  may  lead  to  high  results.* 

Potassium  Iodide. 

The  potassium  iodide  used  in  volumetric  work  must  be  free  from  iodates.  To 
test  if  the  potassium  iodide  is  suitable  for  the  work,  dissolve  a  gram  of  the  salt 
in  1 1  c.c.  of  water,  and  add  a  drop  of  pure  hydrochloric  acid.  If  iodates  be 
present,  free  iodine  will  be  formed : 

KIO,  -h  5KI  -h  6HC1  =  6KC1  +  Slg  +  SRfi. 

Shake  the  mixture  with  a  little  chloroform.     If  the  chloroform  shows  no  colora- 
tion, or,  at  the  worst,  a  faint  tint,  the  potassium  iodide  is  suitable  for  the  work,"* 


1  K.  ZulkowBky,  Ber.,  13.  1895,  1874. 

*  F.  E.  Hale,  Amer.  J.  Scie7ice{i),  13.  379,  1902;  C.  Lonnes,  Zeit.  anal.  Chem.,  33.  409, 
1894;  0.  lieineke,  Chem.  Ztg.,  18.  167,  1894;  19.  5,  1896  ;  G.  Rivat,  Chem.  Ztg.,  34.  1141, 
1910 ;  L.  Mathieu,  Ann.  Chim.  Anal.,  16.  51,  1911. 

*  F.  8iniia.it  {Analyst,  35.  309,  1910;  37.  252,  1912)  recommends  methylene  blue  in  place 
of  starch  in  titrating  with  standard  iodine  solutions.  0  '06  grm.  of  the  dye  is  dissolved  in  water, 
and  the  solution  maae  up  to  60  c.c.  One  c.c.  of  this  solution  per  60  c.c.  of  the  solution  to  be 
titrated  is  used  as  indicator.  The  end  point  is  indicated  by  a  change  from  blue  to  yellowish 
green.  It  might  here  be  added  that  B.  Sohwezoff  {Zeit.  anal.  Chem.,  44.  86,  1906)  and  A. 
Bobierre  {Monit.  Sclent.  (2),  5.  951,  1868  ;  Chem,  Neics,  18.  266,  1868)  substitute  for  the  starch 
reaction  with  iodine  the  intense  red  coloration  furnished  by  the  solution  of  iodine  in  colourless 
benzene,  a  reaction  suggested  by  M.  Moride  in  1852  {Compt.  Rend.,  35.  789,  1862;  B.  M. 
Margosches,  ZeU.  anal.  Chem.,  44.  392,  1906).  M.  Bertin  {Jouriu  de  M^ecine  de  V Quest,  31. 
201,  1868)  also  used  the  same  reaction.  A.  Dupr^  {Ann.  Chim.  Pharm.,g^,  365,  1855)  used 
chloroform,  which  is  less  convenient  than  benzene.  It  is  claimed  that  the  benzene  reaction  is 
2i  times  as  sensitive  as  starch.  E.  Borgmann  {Nederl.  Tijdschr.  Pharm.,  8.  140,  1896)  used 
an  alcoholic  solution  of  kakotelin. 

*  F.  Pollaci,  Oaz.  Chim.  Ital.,  3.  474,  1873.  This  test  is  often  prescribed  for  iodates,  but 
traces  of  iron  or  cuprous  oxides,  in  the  presence  of  dissolved  oxygen,  also  give  the  pink  colour. 
L.  W.  Andrews  {Joum.  Amer.  Chem.  Soc.,  31.  1035,  1909)  detects  iodates  by  using  potassium 
hydrogen  tartrate  in  place  of  hydrochloric  acid. 
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and  Bufiiciently  free  from  coDtamination  with  substance  which  decompose 
potassium  iodide. 

Iodine, 

Iodine — L     Atomic  and  equivalent  weights  :  126*92. 

The  most  commonly  employed  solutions  are : 

Grins.  I  {)erc.c. 

iVN-Iodine 0-012692 

yJcN-Iodine 0  001269 

Since  iodine  is  but  sparingly  soluble  in  water,  it  is  necessary  to  augment  the 
solubility  by  using  solutions  of  potassium  iodide  as  a  solvent  for  the  iodine. 
Hence,  dissolve  12*69  grms.  of  iodine  and  18  grms.  of  potassium  iodide  in  about 
300  c.c.  of  water  in  a  litre  flask,  and  make  the  solution  up  to  a  litre.  The 
solution  is  standardised  by  decinormal  sodium  thiosulphate,  or  by  means  of 
arsenious  oxide.  ^ 

Commercial  iodine  may  contain  chlorine,  bromine,  water,  cyanogen,  etc.  To 
purify  iodine  ^  on  a  large  scale,  dissolve  4  kilograms  of  iodine  in  a  solution  con- 
taining 2  kilograms  of  potassium  iodide,  dissolved  in  2  litres  of  water.  Pour 
the  solution  into  water,  and  let  it  stand  until  the  iodine  is  precipitated.  The 
chlorine  or  bromine  present  react  with  the  potassium  iodide,  liberating  iodine  and 
forming  potassium  chloride  or  bromide.  Pour  off  the  supernatant  liquid  ;  wash 
the  iodine  with  water  ^  until  it  is  free  from  potassium  iodide ;  filter  through  a  layer 
of  sand  assisted  by  suction.  Transfer  the  iodine  to  a  shallow  dish,  and  dry  the 
mass  over  concentrated  sulphuric  acid  (12  days).  Place  the  iodine  in  a  com- 
bustion tube  slightly  inclined,  with  a  plug  of  asbestos  placed  so  as  to  prevent  the 
melted  iodine  running  down  the  tube.  The  lower  end  of  the  combustion  tube  is 
connected  with  a  couple  of  drying  tubes,  one  containing  calcium  chloride,  and 
the  other  phosphorus  pentoxide,  in  order  to  dry  the  air  which  is  to  pass  through. 
The  upper  end  of  the  combustion  tube  is  covered  by  a  bottle  fitted  with  a  rubber 
stopper  to  catch  any  iodine  vapours  not  previously  condensed.  The  stopper  is 
fitted  with  a  glass  tube  connected  with  a  cylinder,  which  acts  as  an  aspirator. 
The  suction  is  sufficient  to  enable  the  iodine  to  condense  far  enough  from  the 
heated  portion  to  prevent  liquefaction  of  the  sublimed  crystals.  To  prevent 
an  accident  from  the  sudden  heating  of  the  tube,  place  a  piece  of  iron  pipe  over 
the  part  of  the  tube  containing  the  asbestos  and  iodine,  and  extending  about 
10  cm.  beyond  the  tube.  A  layer  of  asbestos  is  placed  between  the  glass  and 
iron  tubes.  This  process  is  not  convenient  if  but  small  quantities  of  iodine  have 
to  be  treated. 

To  purify  small  quantities  of  iodine,  grind,  say,  6  grms.  of  commercial  iodine 
with  2  grms.  of  potassium  iodide.  Put  the  dry  mixture  in  a  small  dry  beaker 
(fig.  126)  fitted  with  a  Gockel's  condenser.*  The  beaker  is  surrounded  with  a 
cylindrical  asbestos  jacket  (not  shown  in  the  diagram).  Place  the  beaker  on 
a  wire  gauze,  or  a  hot  plate,  and  heat  the  apparatus  by  means  of  a  small  flame. 


*  See  next  section. 

'  L.  L.  de  Koninck,  Ball.  Assoc,  ('him.  Belg.,  17.  15,  1904  ;  J.  S.  Stas,  CEuvres  Completes, 
Bruxelles,  i.  563,  1894  ;  G.  C.  Wittstein,  Dhujlers  Journ.,  200.  810,  1871  ;  0.  F.  Mohr, 
Lehrbuch  der  chemisch-analytischcn  Titriniuihwle^  Braunschweig,  269,  1874  ;  A.  Gross,  Joum, 
Amer.  Chevi.  Soc.,  25.  987,  1903  ;  Chem.  News,  88.  274,  1903  ;  L.  W.  Andrews,  ib.,  90.  27, 
1904  ;  Amer.  Chem.  Jaiim.^  30.  428,  1903  ;  B.  Lean  and  W.  H.  Whatmoiigh,  Proc,  Chem.  Soc., 
14.  5,  1898;  C.  Meineke,  Che7n.  News,  68.  272,  1893;  Chem.  Zlg  ,  16.  1219,  1230,  1892; 
Z.  Musset,  Zeit.  anal.  Chem.,  30.  46,  1891;  G.  Lunge,  Zeii.  anycw.  Chem.,  7.  234,  1894; 
A.  Ladenburg,  Ber.,  35.  1256,  1902. 

'  The  washings,  particularly  at  first,  are  retained  and  the  iodine  recovered. 

*  H.  Gockel,  Zeit.  angew,  Chem.,  12.  494,  1899. 
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Tlie  condenser  is  full  of  cold  water,  at  the  temperature  of  the  room.  When 
violet  vapours  have  ceased  to  come  from  the  bottom  of  the  beaker,  let  the 
apparatus  cool.  A  crust  of  iodine  will 
be  found  on  the  oondeoser.  Pass  a 
current  of  cold  water  through  the  con- 
denser. The  glass  contracts,  and  the 
crust  of  iodine  can  be  easily  removed  by 
pushing  it  with  a  glass  rod  into  a  similar 
beaker.  The  sublimation  is  repeated 
without  the  potassium  iodide  at  as  low 
a  temperature  as  possible.  Grind  the 
iodine  in  an  agate  movtar,  and  dry  in  a 
desiccator  over  calcium  chloride,  not  sul- 
phuric a«id,  or  the  iodine  may  be  con- 
taminatod.  If  the  coyer  of  the  desiccator 
is  greased,  the  iodine  may  attack  tlie 
grease,  forming  hydriodie  acid,  which 
might  contaminate  the  iodine. 

Pretervation  of  Iodine  Solutions.  — 
Iodine  solutions  should  only  be  kept  in 
glass-stoppered  bottles —preferably  made 
of  brown  glass,  to  cut  off  the  light.  Iodine 
solutions  diminish  in  strength  with  time, 
particularly  if  the  bottle  with  the  stock 

Bolution    is   frequently  Opened,  owing  to  Fio.  X36.— PurifioBtion  of  lodina. 

the  volatilisation  of  the  iodine.     Accord- 
ing to  Sohmatolla,'  a  y^jN-aoliition  of  iodine  scarcely  changes  if  kept  for  a  year, 
particularly  if  the  space  between  the  stopper  and  the  neck  of   the  bottle  be 
kept  dry.     The  presence  of  an  excess  of   potassium  iodide  lowers  the  vapour 
pressure  of  the  iodine  vapour  and  makes  the  solution  keep  better. 

Sodium  Thiosidphate. 

Anhjdrom  sodium  thicmuljiliate  — NbjS.jOj  ;  crystalline  sodium  tliioaul|ihate  — NB^,Oa.5KjO. 
Molecular  weight  of  the  orjBtalline  Bait:  2*8-22;  «iuivaleiil  weight :  24822.  Mole- 
cular Weight  of  anhydrous  salt :  ]58'14  ;  equivalsnt  weight :  ISS'14. 

The  most  commonly  employed  solution  has  the  strength ; — 

Gims.  per 

AN-Sodiura  thiosulphate 


0'02i822     {crystalline  salt) 
0-O15S14      (anhydrous  salt) 


Sodium  ThiotiUphate. — This  salt  is  much  used  in  iodine  titrations;  the 
thiosulphate,  in  acid  solutions,'  is  transformed  by  iodine  into  tetrathionate  : 

2Na^aOa  -1- 1^  =  2NaI  -1-  Na^S^O^. 

The  anhydrous  sodium  thiosulphate  is  made  by  recrystallising  the  "  pure  "  com- 
mercial salt  from  warm  solutions,  saturated  at  30"-.'t5',  by  cooling  and  constant 
stirring.     The  fine-grnined  crystals  so  obtained  are  dried  on  filter  paper  at  the 

'  0.  Schmatolla,  Apotk.  Ztg.,  17.  248,  1B02. 

'  In  alkali  or  sodium  hydrogen  carbonite  solutions,  sodium  thiosulphate  and  Cetiathionate 
are  partly  oxidised  to  solphate.— Q.  Topf,  Zeit.  aiuU.  Cliem.,  26.  137,  277,  1887  ;  J.  P.  Batoy, 
Analyit,  36.  1S2,  1911  ;  K  Abel,  Zeit.  aai/rg.  Chem.,  74.  395,  1912  ;  0.  Friedheini,  Zeit.  angnu 
Chtm.,  4.  415,  1891. 

19 
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temperature  of  the  room.  The  salt  is  then  dehydrated  over  concentrated 
sulphuric  acid  until  it  has  fallen  to  powder,  and  a  portiop  heated  in  a  test 
lube  shows  no  signs  of  fusion  when  heated  to  50".  The  dehydration  is 
completed  at  80**  in  an  air  bath  with  repeated  stirring  of  the  powder.  For 
relatively  small  quantities,  two  hours  will  suffice.  Preserve  the  salt  in  well- 
stoppered  bottles.  Young  ^  finds  that  the  salt  so  prepared  keeps  well  and  may 
be  itself  used  for  standardising  iodine  solutions. 

The  molecular  weight  of  the  crystalline  salt — NagSjOj .  bHfi — is  248-22 ;  and 
of  the  anhydrous  salt — NajS^Og — 158*14.  For  a  litre  of  the  normal  solution, 
one  molecular  weight  of  the  salt  expressed  in  grams  is  employed.  The  solutions 
should  be  made  with  water  free  from  carbon  dioxide,  since  the  latter  reacts  with 
the  thiosulphate,  forming  sodium  sulphite  and  free  sulphur : 

NagS^Og  +  2H2CO8  ->  NajSOj  +  H^O  +  200^  +  S. 

The  sodium  sulphite  reacts  with  more  iodine  than  the  corresponding  thiosulphate, 
and  hence  the  solution  appears  to  become  more  concentrated  on  standing.  After 
all  the  carbon  dioxide  in  the  water  has  reacted  with  the  thiosulphate,  the  solution 
may  be  kept  for  months  without  appreciable  change. ^  Tread  well  found  no  change 
in  the  titre  of  a  solution  against  iodine  after  it  had  been  kept  for  eight  months. 
The  addition  of  ammonium  carbonate,  sometimes  recommended  to  preserve  the 
solution,  really  acts  in  the  opposite  direction,  and  makes  the  solution  less  stable.^ 


§  131.  Mohr's  Iodine  Volumetric  Process  for  Arsenic. 

Theoretical. — When  a  solution  of  iodine  is  gradually  added  to  a  solution 
containing  arsenious  oxide,  the  latter  is  oxidised  ^  to  arsenic  oxide,  and  a  colour- 
less solution  of  hydriodic  acid  is  formed : 

AsaOj  +  2H2O  -I-  2I2  =  4HI  +  AsgOg. 

When  all  the  arsenious  oxide  has  been  oxidised,  any  further  addition  of  iodine 
produces  a  yellow  colour,  or,  if  a  solution  of  starch  be  present,  blue  starch 
iodide  is  formed.  The  starch  solution  enables  one  part  of  iodine  in  over  three 
million  parts  of  the  solution  to  bo  detected.  It  is  best  to  work  with  cold 
solutions,  since  the  starch  iodide  dissociates  on  heating  and  loses  its  blue  colour.- 
The  blue  colour  re-forms  on  cooling. 

The  solution  should  be  alkaline  in  order  to  neutralise  the  hydriodic  acid 
formed  in  the  reaction.  Alkaline  hydroxides  will  not  do,  because  they  react 
with  starch  iodide,  and  with  free  iodine  (6NaOH  +  SI^^  5NaI  +  NalOg  +  SK^O) ; 
sodium  carbonate  is  partly  hydrolysed^  in  aqueous  solutions  (NagCOj -J- HgO  = 
NaOH  -I-  NaHCOj).     It  therefore  reacts  with  iodine,  but  to  a  less  extent  than 


1  S.  W.  Young,  Joum,  Amer.  Clicm.  Soc,  26.  1028,  1904 ;  G.  Topf,  Zeit.  anal,  Chem,,  26. 
140.  1887. 

^  C.  Meiiieke,  Cficnu  Ztg,^  18.  33,  1894  ;  F.  P.  Treadwcll,  Kurzes  Lehrhuch  der  analytischen 
Chcmic,  Leipzig,  2.  530,  534,  1911. 

3  See  S.  U.  rickeriiig  [Chcm.  Ncws^  44.  277, 1881)  for  the  deterioration  of  sodium  thiosulphate 
witli  keeping.  The  solution  should  be  kept  in  amber-coloured  small  glass-stopjHjred  bottles, 
caivfully  protected  from  dust,  air,  and  light.     It  should  be  re-sUindiirdised  frequently. 

*  E.  Waitz,  ZciL  anal.  Ohevi.,  10.  158,  1871  ;  S.  Avery  and  H.  T.  Hedns,  Jaum.  Amcr.  Chcm. 
Soc.,  23.  486,  1901 ;  J.  K.  Haywood,  ib.,  25.  963,  1908  ;  S.  Avery,  ife.,  25.  1096,  1903 ;  E.  W. 
Washburn,  tft.,  30.  31,  1908  ;  F.  Mohr,  Lehrhuch  der  cJicmisch-analytischen  TitHmielhode, 
Braunschweig,  1859  ;  J.  P.  Batey,  Analyst,  36.  132,  1911 ;  B.  E.  Curry  and  T.  0.  Smith, 
Joum.  Ifid.  Eng.  Chein.,  4.  198,  1912 ;  G.  S.  Jamieson,  16.,  3.  260,  1911. 

»  H.  N.  M'Coy,  Amer.  Chcm.  Joum.,  24.  437,  1900. 
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sodium  hydroxide.     For  example,  working  with   a  solution  of  iodine  (1  c.c.  = 
0-005  grm.  iodine)  and  a  saturated  solution  of  sodium  carbonate,  Waitz  found : 


Water 

.  20 

20 

50 

20 

100 

C.C. 

Sod.  carb.  solution 

.     5 

10 

10 

20 

20 

C.C. 

Iodine  sol.  required 

.     0-26 

0-8 

0-36 

0-8 

1-1 

CO. 

It  is  generally  supposed  that  sodium  bicarbonate  does  not  react  with  iodine,  and 
Beringer  ^  quotes  the  following  experiment  to  show  that  "  a  large  variation  in 
the  quantity  of  bicarbonate  has  no  effect "  on  the  consumption  of  iodine : 

Sodium  bicarbonate        .        .      I  2  5  10       grms. 

Iodine  solution  required  .     20*1  20*0  20*1  20-0    c.c. 

The  truth  is  that  the  sodium  bicarbonate  is  slightly  hydrolysed  in  aqueous  solu- 
tions, forming  sodium  carbonate  and  carbonic  acid  (2NaHC03  =  NagCOg  +  HgCO,). 
The  sodium  carbonate  is  further  hydrolysed,  as  indicated  above.  The  amount 
hydrolysed  is  increased  at  elevated  temperatures  and  in  concentrated  solutions. ^ 
Hence,  in  using  sodium  bicarbonate  to  neutralise  the  hydriodic  acid,  the  solution 
should  be  as  nearly  neutral  as  possible  at  the  end  of  the  titration  to  get  the  best 
results.  A  deficiency  of  the  sodium  bicarbonate  is  very  objectionable.  A  slight 
excess  does  no  serious  harm,  since  the  results  will  be  sufficiently  exact  for 
commercial  work.^  The  solution  to  be  titrated  should  be  dilute  and  cold.  The 
titration  should  also  be  performed  as  quickly  as  possible  to  avoid  variations  in 
the  concentration  of  the  acid  in  solution  by  the  escape  of  carbon  dioxide. 

The  Determination, — The  acid  solution  of  the  arsenious  compound  *  is  nearly 
neutralized  with  ammonia  or  sodium  hydroxide.^  Add  20  c.c.  of  a  saturated 
solution  of  sodium  bicarbonate,^  and  2  or  3  c.c.  of  a  solution  of  starch,  and 
titrate  with   standard   iodine   solution^   until  a  permanent  blue  tinge  remains 


^  0.  and  J.  J.  Beringer,  A  Textbook  0/  Assaying,  London,  387,  1908. 

2  W.  A.  Puckner  (Jhroc.  Amer,  Phil.  Assoc, ^  43.  408,  1904)  considers  the  amount  of 
hydrolysis  is  also  slightly  greater  in  large  flasks  than  in  small  flasks  owing  to  the  esca^je  of  more 
carbon  dioxide.  The  carbon  dioxide  is  evolved  during  the  titration  by  the  decom^iosition  of  the 
carbonic  acid  (HaCOs  =  H20  +  C02).  Hence,  the  titration  should  be  made  in  Erlenmeyer^s 
fla.sk8,  not  in  beakers 

•  The  labour  involved  in  the  exact  adjustment  of  the  bicarbonate  for  **  unknown  "  solutions 
might  be  considered  "finicking"  by  a  commercial  analyst.  Every  100  c.c.  of  V'oN-iodine 
solution  needs  about  6  gnus,  of  sodium  bicarbonate,  on  the  assumption  that  the  solution  is 
neutral  before  adding  this  amount  of  sodium  bicarbonate.  E.  W.  Washburn  {Jaurn.  Amcr, 
Chem,  Soc,^  30.  31,  1908)  avoids  the  disturbances  with  sodium  bicarbonate  by  using  11  gmis. 
sodium  phosphate— Na2HP04.  12HaO— for  every  100  c  c.  of  the  i^^N-iodine  solution.  The 
sodium  phosphate  is  supposed  to  be  added  to  the  neutral  solution.  For  errors  with  an  excess  of 
sodium  bicarbonate,  see  J.  P.  Batey,  Analyst^  36.  132,  1911  ;  M.  Bialobrzcsky  {Zeil,  anal, 
Chsrn^t  37.  444,  1898)  recommends  ammonium  acetate  in  place  of  sodium  bicarbonate. 

•  If  arsenic  salts  be  present,  the  solution  must  be  reduced  by,  say,  a  crystal  of  i)otassium 
iodide  and  an  excess  of  sulphur  dioxide.  Tlie  sulphur  dioxide  cfestroys  the  free  iodine.  If  all 
the  sulphur  dioxide  be  boiled  off  before  the  redaction  is  complete,  the  first  drop  of  iodine  from 
the  burette  in  the  titration  will  probably  colour  the  solution  yellow.  If  the  reduction  be  com))lcte, 
no  permanent  coloration  will  be  produced  when  a  crystal  of  potassium  iodide  is  dropped  into  the 
solution.  The  solution  must  also  be  boiled  free  from  sulphur  dioxide  (test  for  sul|)hur  dioxide 
as  indicated  page  192).     Avoiii  prolonged  boiling  (page  30o). 

'  The  ammonia  should  bo  free  from  pyrrol.  This  is  readily  obtained  by  tinging  ammonia 
with  potas.siutn  permanganate  and  afterwards  decanting  from  the  deposit  formed. 

•  Free  from  nitrites,  chlorates,  etc. 

'  Standard  Iodine  Solutios.— Shake,  say,  1*06  gnus,  of  rusublimed  iodine  along  with  4 
grms.  of  potassium  iodide  (free  from  iodates)  with  about  2  c.c.  of  water  in  a  litre  flask  until  the 
iodine  is  dissolved.  This  occupies  but  two  or  three  minutes.  Make  the  solution  up  to  a  litre. 
Standardise  the  solution  of  iodine  bv  dissolving  0  "4092  grm.  of  pure  arsenious  oxide  in  a  hot 
solution  containing  about  20  grms.  of  sodium  hydroxide  (fi-ee  from  sulphur)  in  100  c.c.  of  water 
(B.  Penot,  DinglersJoum.,  127.  134,  1863  ;  L.  Miiller,  t'A.,  129.  286,  1853  ;  D.  Hancock,  Jouni, 
Amsr.  Chem,  Soc,,  z6.  481,  1894) ;  acidify  the  solution  w^ith  hydrochloric  acid,  and  then  make 
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suffused  through  the  solution.     The  end  point  is  very  sharp,  and  consequently 
the  iodine  must  be  added  very  gradually  towards  the  end  of  the  titration. 

ExAMPLB. — Suppose  1*5  grms.  of  material  be  under  investigation  and  the  solution 
requires  26*2  c.c  of  iodine  containing  the  equivalent  of  0*0004092  grm.  of  As^O,  per 
cubic  centimetre,  then  the  material  contains  tne  equivalent  of 

0-0004092 X 26-2x100    ^^,^.  x     r  a    rx 

_  =0*716  per  cent,  of  AsgO,. 

Correction  for  the  Volv/me  of  the  Liquid  being  titrated. — With  the  same  amount 
of  arsenic,  and  different  volumes  of  liquid,  different  volumes  of  the  standard 
iodine  solution  may  be  needed  to  develop  the  starch  blue.  Hence  the  solution 
to  be  titrated  should  have  nearly  the  same  concentration  as  the  solution  used  for 
standardising  the  iodine.  The  error  is  not  very  marked  with  xV^"  ^"-^^  stronger 
iodine  solutions,  but  with  more  dilute  solutions,  say  yJ^N-,  the  error  is  quite 
appreciable.  The  more  dilute  the  solution^  the  greater  the  amount  of  iodine  needed 
to  produce  the  coloration.  When  the  solution  is  less  than  150  c.c.  and  potassium 
iodide  is  present,  the  same  amount  of  the  iodine  solution  is  needed  to  produce  the 
blue  colour ;  but  if  the  volume  of  the  solution  to  be  titrated  be  greater  than  1 50 
c.c,  more  iodine  is  necessary  the  greater  the  volume  of  the  solution.  Thus, 
Treadwein  found,  with  no  other  potassium  iodide  than  that  present  in  the 
standard  solution : 

Water      .         .  •      .  .50  100  150  200         c.c. 

T^v  N-Iodiue    ....     0*15  0*30  0*47  0*64    c.a 

In  the  presence  of  1  grm.  potassium  iodide,  Treadwell  found : 

Water  .         .60  100  150  200  600         c.c. 

xivN-Iodine    .         .     0*04  0*04  0*04  014    -        0-82    c.c. 

If  the  solutions  to  be  titrated  vary  in  volume,  it  is  therefore  necessary  to 
apply  a  correction  for  the  amount  of  the  standard  solution  required  to  produce 
a  coloration  after  the  reaction  between  iodine  and  arsenious  oxide  is  completed 
(page  200). 

§  132.  Pearce's  Volumetric  Process  for  Arsenic. 

In  Bennett's  modification  of  Pearce*s  process,^  the  compound  containing  the 
arsenic  is  oxidised.  The  arsenic  oxide  is  precipitated  as  silver  arsenate.  The 
silver  in  the  silver  arsenate  is  determined  by  Volhard's  volumetric  process,  and 
the  corresponding  AsgOg  is  computed  by  rule  of  three.  In  the  older  process  of 
E.  Reich  (1864),  the  silver  arsenate  is  determined  gravimetrically,  and  this  may 
be  advisable  when  standard  solutions  are  not  available,  and  only  an  occasional 
arsenic  determination  has  to  be  made.^ 


the  solution  alkaline  with  sodium  bicarbonate  ;  cool  ;  make  the  solution  up  to  a  litre.  Pipette 
50  C.C.  of  this  solution  into  a  flask  ;  add  a  couple  of  drops  of  starch  solution,  and  titrate  with 
the  iodine  solution  until  the  permanent  blue  tinge  is  obtained.  If  50  c.c.  of  the  iodine  solution 
are  required,  1  c.c.  of  iodine  solution  represents  0*0004092  grm.  of  AsgO,.  The  solution  of  iodine 
keeps  very  well  if  kept  in.  a  cool  place  in  the  dark. 

*  K.  F.  Treadwell,  Kurzes  Lehrhuch  der  analytisclien  Chemie,  Leipzig,  2.  536,  1911  ;  Eng. 
trans.,  New  York,  2.  518,  1904. 

»  R.  Pearce,  Proc.  Colorado  ScieiUific  Soc,  I.  14,  1883  ;  Chcm.  News,  48.  85,  1883  ;  F.  Reich, 
ZeU.  anal,  Chem,,  25.  411,  1886;  A.  H.  Low,  Jo\im.  Amer.  Chem.  Soc,,  28.  1715,  1906  ;  J.  F. 
Bennett,  ib,,  21.  481,  1899;  L.  R.  W.  McCay,  Anier.  Cliem,  Journ.,  8.  77,  1886  ;  12.  647, 
1890;  Chem.  News,  48.  7,  168,  1883  ;  0.  J.  Frost,  i6.,  48.  85,  1883  ;  53..221,  232,  243,  1886  ; 
T.  Brown,  i6.,  81.  178,  184,  1900  ;  Jouni,  Anier.  Chcm.  Soc.,  21.  1899  ;  R.  0.  Canby,  Trans. 
Amer.  InsL  Min.  Eng.,  17.  77,  1888  ;  G.  W.  Lehmann  and  W.  Mager,  Ainer,  Chem.  Joum., 
7.  112,  1885 ;  H.  E.  Hooper,  Eng.  Min.  Joum.,  94.  706,  1912. 

^  In  that  case,  the  silver  arsenate  is  precipitated  as  described  in  the  text,  filtered  and 
washed  with  a  dilute  solution  of  ammonium  nitrate.     The  precipitate  is  dissolved  in  ammonia, 
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Precipitation  of  Silver  Arsenate. — The  arsenic  compound  is  dissolved  in  nitric 
acid — warming  the  solution  if  necessary.  This  oxidises  the  arsenious  to  arsenic 
oxide. ^  Add  a  few  drops  of  phenolphthalein  to  the  cold  solution,  and  add 
sodium  hydroxide  until  the  indicator  turns  pink.  Then  add  acetic  acid,  drop 
by  drop,  with  constant  stirring  until  the  colour  is  discharged,^  and  add  one 
drop  of  dilute  acetic  acid  *  in  excess.^  The  solution  now  occupies  about  100  c.c. 
Add  an  excess,  say,  10  c.c,  of  a  neutral  solution  of  silver  nitrate^  with 
vigorous  stirring.  Let  the  precipitate  settle  a  few  minutes ;  decant  the  clear ; 
wash  twice  by  decantation;  and,  finally,  filter  off  the  brick-red  precipitate  of 
silver  arsenate — Ag3A804.  Wash  the  precipitate  with  cold  water  until  it  is 
free  from  silver  acetate  and  nitrate  when  tested  with  a  drop  of  sodium 
chloride  solution.   ^ 

Titration  for  the  Silver, — Dissolve  the  precipitate  in  5-10  c.c.  of  dilute  nitric 
acid  (1  : 1),  and  collect  the  filtrate,  washings,  etc.,  in  a  beaker.®  Dilute  the  solu- 
tion, if  necessary,  to  100  c.c.  with  water.  Add  5  c.c.  of  a  saturated  solution  of 
ferric  ammonium  alum,  and  titrate  with  a  standard  solution  of  ammonium  thio- 
cyanate  ^  until  a  permanent  red  tint  appears,  according  to  Volhard's  well-known 
process  (page  76).  Shake  the  fiask  well  during  the  titration  to  break  up  any  clots 
of  silver  thiocyanate,  which  might  enclose  some  of  the  solution  to  be  titrated. 
The  process  works  well  with  small  amounts  of  arsenic ;  with  large  quantities, 
the  bulky  precipitate  is  inconvenient,  and  silver  is  expensive.  Then  use  Mohr's 
process,  page  290.     Phosphates  and  molybdates  should,  of  course,  be  absent. 

§  133.  The  Evaluation  of  Arsenious  Oxide. 

The  amount  of  arsenic  in  commercial  arsenious  oxide  can  be  estimated  by 
dissolving,  say,  0*5  grm.  of  the  sample  in  20  grms.  of  sodium  hydroxide  and  100 
C.C.  of  water.  Acidify  the  solution  with  hydrochloric  acid,  and  add  about  100 
c.c.  of  a  saturated  solution  of  sodiuui  bicarbonate.  Titrate  with  standard  iodine 
(a  more  concentrated  standard  solution  than  that  indicated  above  may  be  used, 
say  that  indicated  on  page  312).^ 

and  the  solution  evaporated  and  dried  in  a  weighed  platinum  dish.     From  the  weight  of  Ag,A804 
so  obtained,  the  corresponding  amount  of  arsenic  or  arsenious  oxide  can  be  readily  computed. 

*  If  necessary,  boil  to  expel  carbon  dioxide. 

*  The  precipitate  formed  later  is  soluble  in  nitric  acid,  ammonia,  and  ammonium  nitrate 
solutions  (J.  W.  Mallet  and  J.  R.  Santos,  Chem,  News,  58.  94,  1878).  Nitric  acid  may  be 
liberated  during  the  separation  of  silver  arsenate:  Na9lIAs04  +  SAgN03=Ag,A804  +  2NaNO. 
+  HNO,.  Hence  the  solution  must  be  careful! v  neutralised.  These  two  reagents — nitric  acid 
and  ammonia— presented  a  difficulty  in  Pearce  s  original  method.  Canby  tried  to  eliminate 
the  trouble  with  zinc  oxide.  As  stated  in  the  text,  Bennett  used  a  slightly  acidified  solution 
of  sodium  acetate  iu  which  "silver  arsenate  is  practically  insoluble." 

'  Sodium  acetate  facilitates  the  subsequent  separation  of  silver  arsenate — C.  E.  Avery,  Amer» 
J,  Science  (2),  47.  26,  1867. 

^  If  the  solution  be  alkaline,  silver  oxide  may  separate. 

*  Silver  Nitrate  Solution. — An  ordinary  nitric  acid  solation  of  silver  nitrate  will  not  do. 
Dissolve  17  grms.  of  silver  nitrate  crystals  In  500  c.a  of  distilled  water.  One  c.c.  will  pre- 
cipitate 0*006  ^prm.  of  arsenic,  that  Is,  1  per  cent.  If  0*5  grm.  of  sample  were  originally  taken. 
Hence,  10  ac.  is  usually  an  excess. 

^  A  white  precipitate  of  silver  chloride  may  remain  on  the  filter  paper  undissolved.  This 
can  be  neglected. 

^  Ammonium  Thiocyanate  Solution. — Dissolve  7 '61 7  grms.  of  ammonium  thiocyanate  In 
a  litre  of  water.  Standardise  the  solution  by  titration  against  known  weights  of  sliver  nitrate 
(0'8  firm,  per  100  c.c.  acidified  with  nitric  acid),  and  5  c.c.  of  a  saturated  solution  of  iron  alum 
as  indicator. 

^  If  copper  is  present,  add  2-8  grms.  sodium  potassium  tartrate  after  the  sodium  bicarbonate, 
to  prevent  precipitation  of  the  copper  during  the  titration — S.  Avery  and  H.  T.  Beans,  Joum. 
Amer.  Chem,  Soc.,  23-  486, 1901. 
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A  mixture  of  arsenic  and  arsenious  oxides  may  be  treated  in  a  similar 
manner.  The  titration  gives  the  amount  of  arsenious  oxide.  A  separate  portion 
is  dissolved  in  a  similar  manner,  and  the  arsenic  oxide  (As^O^)  is  reduced  ^  by 
boiling  with  an  excess  of  hydrochloric  acid  and  potassium  iodide.  Boil  the 
solution  until  all  the  free  iodine  has  been  driven  off,  and  titrate  the  solution  by 
Mohr*s  process.  This  gives  the  total  arsenious  oxide.  The  difference  between 
the  amount  obtained  in  the  two  titrations  is  expressed  in  terms  of  AsjOg  by 
multiplying  the  difference  by  1*1616. 


*  For  reduction  by  potissium  iodide,  nee  L.  Rosen  thaler,  Zeit,  anal.  Chem.^  45.  319,  1906  ; 
for  reduction  witli  hydriodic  acid,  F.  A,  Gooch  and  P.  E.  Browning,  Amer.  J,  Science  (3),  39. 
188,  1890;  (3),  40."  66,  1890;  for  reduction  with  sulphur  dioxide  h.  Jl-  W.  McCay,  Amer. 
Chem,  Joiim.y  7.  373,  1885. 


CHAPTER  XXII. 
THE  DETERMINATION  OF  ANTIMONY. 

§  134.  Antimony  Sulphide. 

Antimony  sulphide  is  fairly  soluble  in  hydrochloric  acid  ^  containing  over  20  per 
cent.  HCl,  as  indicated  on  page  275.  Hence,  it  is  necessary  to  work  with  dilute 
solutions  if  all  the  antimony  is  to  be  separated  as  sulphide.  If  the  solution  be 
too  dilute,  antimony  oxychloride  will  separate.  It  is  therefore  best  to  work  with 
a  solution  acid  enough,  say  20  per  cent.  HCl,  in  order  to  prevent  the  precipita- 
tion of  the  oxychloride.  The  acid  solution  is  saturated  with  hydrogen  sulphide, 
diluted  with,  say,  an  equal  volume  of  water,  and  again  saturated  with  the  gas,^ 
as  indicated  on  page  276. 

At  low  temperatures,  and  particularly  with  rapid  streams  of  hydrogen 
sulphide,  S\S^  is  precipitated.^  The  higher  the  temperature,  and  the  slower 
the  stream  of  gas,  the  greater  the  amount  of  SbgSg  mixed  with  the  SbgSg.*  In 
general  work,  therefore,  we  may  assume  that  the  precipitate  will  be  a  mixture 
of  the  two  sulphides  along  with  free  sulphur. 

*  The  Ignition  of  Antimony  Sulphide. — When  the  antimony  is  to  be  weighed  as 
trisulphide,  the  excess  of  sulphur  is  removed  from  the  precipitate  by  washing 
with,  say,  carbon  disulphide,  and  the  precipitate  is  thoroughly  dried  in  a  neutral 
atmosphere,  say,  carbon  dioxide.  In  illustration,  a  precipitate  of  trisulphide, 
after  drying  4  hours  at  110',  weighed  0*586 1  grm. ;  after  washing  with  carbon 
disulphide  and  alcohol,  and  drying  at  150"  for  two  hours,  0*5552  grm. ;  again 
washing  with  carbon  disulphide,  and  drying  one  hour  at  180°,  0*5547  grm. 
Further  drying  an  hour  at 

Temperature        .        .       200'  220'  250"  280'  300° 

Weight        .        .         .     0-6540        0-6538        0-6526        0-6523        0-5616   grm. 

when  the  weight  remained  practically  constant. 

Influence  of  Oxalic  Acid. — The  addition  of  oxalic  acid  to  a  solution  of 
antimony  or  tin,  feebly  acid  with  hydrochloric  acid,  produces  a  white  precipitate 
of  antimony  or  tin  oxalate ;  if  the  solution  be  alkaline,  fairly  soluble  double 
oxalates  are  formed,  and   the   solution   will   remain   clear   without   turbidity, 

»  J.  Lang,  Ber,,  18.  2714,  1885  ;  J.  Theile,  Liehig's  Ann,,  263.  861,  1891 ;  ZeU,  anal, 
Chem.,  30.  473,  1891 ;  T.  Wilm,  ib.,  30.  428,  1891  ;  B.  Brauner  and  F.  Tomiczek,  id.,  Monats. 
Chem,,  8.  607,  1887  ;  O.  BoSek,  Chem,  News,  71.  195,  1895  ;  B.  Brauner,  i6.,  71.  196,  1896  ; 
M.  Bcrthelot,  Compi.  Rend.,  102.  22,  84,  86,  1886  ;  A.  Ditte,  ib.,  102.  168,  212,  1886  ;  G.  C. 
Wittstein,  VierUljahr.  prakt.  Pharm.,  18.  631,  1869. 

*  If  the  solution  be  too  acid,  the  clear  filtrate  will  become  turbid  as  soon  as  it  comes  in 
contact  with  water — say  a  moist  beaker.  In  that  case  the  solution  must  be  diluted  with  water, 
and  refiltered. 

'  When  the  amount  of  hydrochloric  acid  in  solution  exceeds  10  per  cent,  the  greater  the 
amount  of  hydrochloric  acid,  the  greater  the  proportion  of  Sb^So  precipitated. 

*  Dark  brown  SbgSs  is  precipitated  from  cold  solutions  of  antinaonic  salts,  but  not  from 
antimonious  salts,  by  an  excess  of  hydrogen  sulphide  in  aqueous  solution. 
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provided  sufficient  alkali  be  present.  Hydrogen  sulphide  produces  an  orange- 
coloured  precipitate  of  antimony  trisulphide  in  solutions  of  an  antimony  salt ; 
and  in  solutions  of  a  stannous  salt,  a  black  precipitate  of  stannous  sulphide.^ 
In  the  presence  of  oxalic  acid,  antimonic  sulphide  is  precipitated  while  stannic 
salts  are  imperfectly  precipitated  by  hydrogen  sulphide.  If  the  solution  be  hot, 
and  a  sufficient  excess  of  oxalic  acid  be  present,  the  stannic  sulphide  is  not 
precipitated  at  all.* 

Influence  of  Tartaric  Acid. — When  this  reaction  is  employed  for  the  separation 
of  antimony  and  tin,  it  is  necessary  to  oxidise  the  stannous  salts  to  stannic 
This  is  conveniently  done  by  means  of  hydrogen  peroxide.  Tin,  however,  may 
be  carried  down  with  the  antimony  sulphide.  Hence,  the  precipitate  must 
be  dissolved  in  sodium  sulphide,  more  oxalic  acid  added,  and  the  antimony 
sulphide  again  precipitated.  The  addition  of  an  excess  of  tartaric  a4:id  prevents 
the  precipitation  of  tin  along  tatth  antimony  sulphide,  and  renders  a  second  pre- 
cipitation unnecessary.  This  is  the  principle  upon  which  Clarke  and  Henz's 
process  2  for  the  separation  of  tin  and  antimony  is  founded.  The  presence  of 
tartaric  acid  also  retards  the  separation  of  chloride — possibly  SbOCl  or  SbSCl — 
with  the  precipitate.  The  chloride,  if  present,  volatilises  when  the  precipitate 
is  heated  to  300'  in  a  stream  of  carbon  dioxide,  and  thus  leads  to  low  results.' 
The  greater  the  amount  of  tartaric  acid  in  the  solution,  the  less  Irhe  danger  of 
loss  from  this  cause.  Thus,  with  the  precipitate  from  a  gram  of  antimony  the 
loss  on  ignition  was  as  follows : 

Tartaric  acid  used 0  2*5  5*5      grins. 

Precipitate  lost  on  ignition       .        .         .        .0*87  0*18  0*05    percent 

§  13s  The  Gravimetric  Separation  of  Antimony  and  Tin- 
Clarke  and  Henz*s  Process.  . 

Preparation  of  the  Solution  for  the  Precipitation. — Dissolve,  say,  the  mixed 
sulphides  contixining  less  than  the  equivalent  of  0*3  grm.  of  the  mixed  metals  in 
a  solution  of  sodium  or  potassium  sulphide  (imge  277)  in  a  500-c.c.  beaker.  Add 
6  grms.  of  the  purest  potassium  hydroxide ;  *  3  grms.  of  tartaric  acid ;  *  and  as 
much  hydrogen  peroxide  (30  per  cent.)  as  is  necessary  to  decolorise  the  solution. 
Then  add  a  volume  of  hydrogen  peroxide  equal  to  that  already  added.  Boil  the 
sohition  for  a  few  minutes  until  the  evolution  of  oxygen  is  over,  and  the  thio-salt 

'  Stannous  sulphide  is  black  ;  stannic  sulphide  yellow ;  a  mixture  of  the  two,  maroon 
colour.  C.  F.  Barfoed,  Zeit.  anal.  Chem.,  7.  260,  1868  ;  T.  Scheerer,  Jourti.  prakt.  Chetn,  (2), 
3.  472,  1871  ;  A.  Carnot,  Compt.  IlemL,  103.  258,  1886. 

2  F.  W.  Clarke,  Amer.  J.  Scictire  (2),  49.  48,  1870;  Chem.  News,  21.  124,  1870;  ZeU. 
anal.  Chem.  9.  487,  1870  ;  21.  114,  1882;  A.  Riissing,  ib  ,  41;  1,  1902  ;  G.  Vortmann  and  A. 
Metzl.  ib.,  44.  525.  1905  ;  E.  Lesser,  ib.,  27.  218,  1^88  ;  J.  A.  Miiller,  i6.,  34.  171,  1895  ;  A. 
Czerwek,  i6.,  45.  505,  1906;  F.  Henz,  Zeit.  arwrg.  C/u:m.,  27-  1|  1894;  A.  Fischer,  i6.,  42. 
372,  1903  ;  A  Gutbier  and  C.  Brunner,  Zeit.  angew.  Chem.,  17.  1137,  1904;  C.  Ratner,  Chem. 
Zlg.,  26.  873,  1902;  J.  Clark,  Joui-n.  Soc.  Chem.  /wd,  15.  265,  1896;  R.  Buusen,  Liebig's 
Ami.,  192.  317,  1878  ;  Zeit.  anal.  Chem.,  18.  264,  1879  ;  A.«  Carnot,  Compt.  Rend.,  103.  258, 
1886;  C/icm.  iVews,  54.  89,  1886;  H.  N.  Warren,  ib.,  62.  216,  1890;  G.  C.  Wittstein  and 
A.  B.  Clark,  Vierteljahr.  prakt.  Pliarm.,  19.  551,  1870  ;  F.  P.  Dewey,  Amer.  Chem.  Joum.,  I. 
244,  1879  ;  Chem.  News,  40.  257,  1879  ;  0.  Klenker,  Joum.  prakt.  Chem.  (2),  59.  353,  1899  ; 
T.  Brown.  Joum.  Amor.  Chem.  Soc,  21.  780.  1899;  Chem.  News,  81.  178,  184,  1900; 
C.  Kallmann,  Vergleichende  Untersuehiivg  iiber  Methodni  der  quant itatir en  Antimon  hestim- 
mung,  Aachen,  1911  ;  A.  Inhelder,  Beit  rag  zur  Trevnnng  des  Antimona  vnd  Zimis  und  zur 
Analyse  von  Lagertnetallen,  Ziiricli,  1911. 

'  H.  Rose,  Pogg.  A  tin.,  98.  455,  1856;  0.  Petriciolli  and  M.  Ueuter,  Zeit.  angew.  Chem., 
14.  1179,  1901  ;  L.  A.  Yontz,  Joum.  Amer.  Chem.  Soc,  30.  975,  1908. 

*  That  is,  one- third  the  sum  of  the  weights  of  the  mixed  tartaric  and  oxalic  acids.  Use 
potassium  hydroxide  *'pure  by  alcohol." 

'^  That  is,  10  times  the  maximum  weight  of  the  mixed  metals— tin  and  antimony — in 
the  solution. 
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is  oxidised.^  Cool.  Cover  the  beaker  with  a  clock-glass;  add  15  grms.  of  pure 
oxalic  acid.^  Carbon  dioxide  comes  off  vigorously.  Boil  the  solution  briskly  for 
10  minutes  to  decompose  the  hydrogen  peroxide  completely.  The  solution,  now 
occupying  about  80  or  100  c.c,  is  allowed  to  cool. 

Precipitation  of  Antimony  Sulphide. — Pass  a  rapid  current  of  hydrogen 
sulphide  through  the  cold  solution  and  then  heat  it  to  the  boiling  point,  all 
the  time  maintaining  the  current  of  hydrogen  sulphide.  Keep  the  flask  or 
beaker  in  a  boiling  water  bath.^  In  about  15  minutes  dilute  the  solution  to 
about  250  c.c.  Continue  the  current  of  gas  another  15  minutes.  Remove  the 
source  of  heat,  and  continue  the  current  of  gas  another  10  minutes  longer. 
Let  the  precipitate  settle  until  the  solution  is  cold. 

Washing  the  Precipitate. — Decant  the  dense  precipitate  of  antimony  sulphide 
through  a  Gooch's  crucible  *  which  has  been  heated  to  about  300*  in  a  stream 
of  carbon  dioxide  for  about  an  hour  before  cooling  in  the  desiccator  and  weighing. 
Wash  the  precipitate  twice  by  decantation  with  a  1  per  cent,  solution  of 
oxalic  acid,  and  twice  by  decantation  with  very  dilute  acetic  acid.  Both  wash- 
ing liquids  should  be  boiling  and  kept  saturated  with  hydrogen  sulphide.*  The 
filtering  and  washing  should  be  done  as  quickly  as  possible,  since  the  antimony 
sulphide  is  liable  to  decompose  or  deflocculate  and  pass  into  solution.^  The  pre- 
cipitate will  be  contaminated  with  some  sulphur.  It  is  best  to  remove  ^  most  of 
the  sulphur  by  washing  three  times  with  alcohol,  then  with  a  mixture  of  equal 
parts  of  alcohol  and  carbon  disulphide,  then  with  alcohol,  and  finally  with  ether. 

The  Ignition  of  the  Precipitate. — Dry  the  precipitate  and  heat  it  gradually 
to  between  250"  and  300"  in  a  stream  of  carbon  dioxide  for  between  30  and  60 
minutes.  The  heating  is  conveniently  done  in  Paul's  drying  oven,®  fig.  127. 
The  sulphur  in  the  precipitate  is  volatilised,  and  the  antimony  pentasulphide 
is  transformed  into  the  grey  trisulphide.  The  sulphur  will  all  have  volatilised 
in  about  an  hour.^  The  crucible  is  cooled  and  weighed.  When  two  successive 
weighings  do  not  differ  by  more  than  0*0005  grm.,  the  operation  is  complete. 
The  weight  of  the  precipitate — SbgSg — multiplied  by  0*8568  represents  the 
corresponding  amount  of  SbgOg. 

*  All  the  )ieroxide  cannot  be  decomposed  at  this  stage. 

*  That  is,  50  timen  the  weight  of  the  mixed  metals  in  the  solution.  The  hot  solution  should 
be  saturated  with  oxalic  acid. 

'  If  the  solution  be  kept  cold,  the  antimony  sulphide  will  be  difficult  to  filter  so  as  to  form 
a  clear  solution  ;  if  the  gas  be  passed  at  once  into  the  boiling  solution,  the  precipitate  is  liable  to 
stick  tenaciously  to  the  sides  of  the  beaker ;  and  if  the  gas  be  jtassed  into  the  cold  solution 
and  the  solution  gradually  heated  to  boiling  during  the  passage  of  the  gas,  the  precipitate  is 
granular,  and  washes  easily— S.  P.  vSharples,  Amtr.  J.  Science  (2),  50.  248,  1870  ;  Chem. 
News,  22.  259,  1870. 

*  If  arsenic  be  .present,  it  too  will  be  precipitated  as  sulphide.  Filter  tubes,  figs.  .^3  B  and  C, 
can  be  used.  W.  Gibbs  and  E.  R.  Taylor,  Amer.  J.  Science  (2),  44.  215,  1867  ;  R.  Fresenius, 
2eit.  anal.  Chem.,  8,  166,  1869. 

'  At  this  stage  the  antimony  can  usually  be  determined  volumetrically,  with  a  great  saving 
in  time,  if  a  standard  solution  is  ready. 

«  C.  Friedheim  and  P.  Michaelis,  Zeit.  anal.  Chem.,  34.  605,  1896 ;  J.  Theile,  ib.,  30.  479, 
1891.  The  treatment  described  in  the  text  is  better  than  washing  with  carbon  disulphide 
alone,  since  the  latter  may  be  entangled  with  the  precipitate,  and  not  i)ass  through  the 
filter  paper.  Antimonic  sulphide — Sh^Ss — is  not  decomposed  into  antimonious  sulphide — 
Sbj|S,— and  sulphur  by  the  treatment  with  carbon  disulphide.  For  an  extraction  apparatus, 
see  fig.  134,  page  348. 

^  See  page  343  for  a  discussion  on  removing  sulphur  from  sulphides. 

*  T.  Paul,  Zeit.  anal.  Chan.,  31.  537,  1892.  In  fig.  127,  T  represents  the  thermometer,  B 
a  Habermann's  wash-bottle  containing  sulphuric  acia  for  cleaning  the  carbon  dioxide.  The 
carbon  dioxide  must  be  free  from  air,  or  some  of  the  antimony  will  be  oxidised  to  SbaO^.  F.  Henz's 
gas  generator  {Chem.  Ztg. ,  26.  386,  1902)  is  one  of  the  best  *'  CO2  generators  "  for  this  experiment. 

*  The  heating  should  not  extend  much  more  than  an  hour,  or  some  antimony  sulphide  may 
be  lost  by  volatilisation.     See  L.  A.  Youtz,  Joum.  Amer.  Chem.  Soc,  30.  975,  1908. 
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ExAUPLE.— The  Biilphjde  from  1  grm.  of  material,  aft«r  half  an  hour's  ignition 
in  Paura  oven,  as  indicated  above,  gave,  on  first  weighing,  0-02423  grm.  ShjS,  After 
ignition  for  another  16  minutes,  the  sulphide  weighri  0-02418  grro.  Hence,  00242  x 
0-8568=0-0207  grm.,  that  is, 207  per  cent  of  ShjOj. 


Fio.  127.  — Igiiition  of  antimony  sulphide. 

The  Accuracy  of  the  Proeeet. — One  objection  to  this  process  is  the  great  amount 
of  oxalic  and  tartaric  acid  required  to  keep  the  tin  in  solution.'  The  chief  errors 
arise  from  (1)  the  presence  of  free  mineral  ncida  ;  ('2)  the  use  of  too  concentrated 
aoliitiona ;  and  (3)  error  in  assuming  the  ignited  precipitate  is  normal  trisulphide,- 
SbjS^.  In  illiit!tnition  of  the  kind  of  separations  which  can  be  obtained  vritb  this 
method,  the  following  numbers  arc  cited  for  mixtures  of  known  amounts  of 
antimony  and  tin  : — 

Table  XLVIl.—Tett  Anatyiei  of  MixluTes  of  Antinumy  and  Tin. 
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If  the  antimony  is  to  be  separated  from  a  complex  enamel,  the  values  for  the 
antimony  will  not,  of  course,  be  so  concordant  as  this.  The  tin  was  here 
determined  by  the  electrolytic  process,  page  312.  The  method  thus  gives  good 
results,  although  it  is  somewhat  laborious.  Consequently,  volumetric  processes 
are  employed  wherever  practicable.  The  volumetric  process,  however,  is  not 
satisfactory  when  less  than  1  per  cent,  of  antimony  is  present.  For  many 
purposes  the  "  iron  precipitation  "  of  antimony  is  the  most  convenient  process 
for  the  separation  of  antimony  from  tin.^ 

Effect  of  Molybdenum, — The  separation  of  arsenic  and  tin  is  even  sharper 
than  the  separation  of  antimony  and  tin  by  Clarke's  process.  To  separate 
molybdenum  from  "stannic"  tin  requires  a  modification  of*  the  process. 
Antimony  and  molybdenum  are  precipitated  together.^  "By  adding  an 
alkaline  sulphide  in  excess  to  a  solution  containing  a  molybdate,"  says  Clarke, 
"and  then  decomposing  the  thio-salt  with  a  considerable  quantity  of  dilute 
hydrochloric  acid,  and  allowing  the  whole  to  stand  overnight  in  a  warm  place, 
the  molybdenum  is  precipitated.  The  sulphide  thus  obtained  can  be  easily 
washed  with  a  mixture  of  dilute  hydrochloric  acid  and  ammonium  chloride.  If 
now,  by  this  process,  we  throw  down  tin  and  molybdenum  together,  every  trace 
of  the  former  metal  may  be  dissolved  out  by  boiling  the  mixed  sulphides  for 
about  three-quarters  of  an  hour  with  oxalic  acid  (20  grms.  of  oxalic  acid  per 
gram  of  tin).  It  is  best  to  have  present  in  the  solution,  while  boiling,  a  little 
dilute  hydrochloric  acid.  If  antimony  be  present,  it  is  necessary,  just  before 
ceasiug  to  boil,  to  add  to  the  solution  an  equal  volume  of  a  saturated  solution  o! 
hydrogen  sulphide  to  reprecipitate  any  antimony  which  may  have  gone  into 
solution."  * 

§  136.  Weller's  Volumetric  Iodide  Process  for  Antimony. 

The  solution  containing  the  antimony  and  tin  may  be  divided  into  two 
parts :  the  antimony  determined  in  one  part  by  Weller*s  or  by  Gyiiry's  process, 
and  the  tin  in  the  other  part  by  one  of  the  processes  indicated  on  page  310 
et  9eq,  In  Weller's  process'*  the  antimony  is  all  oxidised  to  antimony  penta- 
chloride ;  mixed  with  potassium  iodide ;  and  the  amount  of  iodine  liberated 
by  the  reduction  of  the  antimonic  to  antimonious  chloride  determined  by 
titration  with  sodium  thiosulphate,  as  indicated  on  page  352,  or  by  stannous 
chloride — the  alternative  process  here  described.  Which  process — thiosulphate 
or  stannous  chloride — is  used  will  often  be  determined  by  the  most  convenient 
standard  solutions. 

The  Oxidation  of  Antimonious  to  Antimonic  Chloride. — The  sulphide  is  trans- 
ferred to  a  600-c.c.  Erlenmeyer's  flask,  and  dissolved  by  boiling  with  a  mixture 
of  concentrated  hydrochloric  acid  and  potassium  chlorate.  The  latter  is  added 
in  small  portions  at  a  time.     The  object  is  to  convert  the  antimony  trichloride — 


^  For  the  "rapid **  electro-deposition  of  both  antimony  and  tin  from  the  ammonium  sulphide 
solution  of  the  two  .sulphides  ;  digestion  of  the  mixed  metals  with  aqua  re^ia  ;  and  titration  of 
the  antimony  by  Weller'a  process,  see  D.  J.  Demorest,  Joum.  Ind.  Eng.  Ok-em,,  2.  80,  1910  ; 
Chem.  Netps,  loi.  260,  1910. 

'  For  the  separation  of  antimony  and  molybdenum,  see  page  415. 

'  Tungsten  gives  discordant  results.  Sometimes  the  tungsten  sulphide  seems  to  dissolve 
like  tin  ;  at  others,  the  solution  is  only  partial — F.  W.  Clarke  {l.c). 

*  A.  Weller,  Liebig's  Ann,,  213.  864,  1882  ;  L.  A.  Youtz,  School  Afines  Quart.,  24.  135, 
407,  1908;  ZeU  aiwrg.  Chem,,  7^,  337,  1903  ;  A.  Kolb  and  R.  Formhals,  t6.,  58.  189,  202, 
1908 ;  E.  Schmidt,  i&.,  34.  453,  1910 ;  H.  Causse,  Compt.  Reiid.,  125.  1100,  1897  ;  H.  Giraud, 
Bull.  Soc.  Chim,  (2),  46.  504,  1886  ;  G.  Rollin,  Ann.  Chim.  Anal.  App.,  6,  114,  1902 ;  G.  von 
Knorre,  Zeit.  angew.  Chem,,  i.  155,  1888;  M.  Rohmer,  Ber,,  34.  ISefT,  1901  ;  J.  Darroch, 
Chem,  Eng.,  4.  162,  1906  ;  6.  S.  Jamieson,  Joum.  Ind,  Eng.  Chem.,  3.  250,  1911. 
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SbClg — into  the  pentachloride — SbClj.^  When  the  free  chlorine  and  chlorine 
oxides  have  been  driven  off  by  boiling,  and  the  volume  of  the  solution  is  about 
50  C.C.,  let  the  solution  cool.  When  cold,  add  20  c.c.  of  concentrated  hydro- 
chloric acid,  and  dilute  the  solution  to  about  200  c.c.  with  recently  boiled 
distilled  water  (cold). 

The  Liberation  of  Iodine. — Add,  say,  3  grms.  of  potassium  iodide  dissolved  in 
10  c.c.  of  water.  Stir  the  solution  thoroughly.  The  antimony  pentachloride  is 
reduced  to  the  trichloride.     The  reaction  is  represented : 

SbCl^H-  2KI^^^SbCl,+  2KC1  +  ^ 

The  solution  now  has  a  brown  colour  due  to  the  liberated  iodine.  The  strong 
acidity  of  the  solution  prevents  the  precipitation  of  antimony  oxychloride. 
Dilute  the  solution  to  about  400  c.c. 

Titration  tvith  Stannous  Chloride, — Titrate  the  solution,  at  once,*  with  a 
standard  solution  of  sodium  thiosulphate  or  of  stannous  chloride.'  The  solution 
should  be  well  ^haken  during  the  titration,  particularly  towards  the  end.  When 
the  end  point  is  near,  the  solution  becomes  pale  yellow.  Then  add  a  couple  of 
drops  of  starch  solution  (page  286).  Shake  the  solution  vigorously,  and  titrate 
until  the  blue  colour  of  the  starch  iodide  has  disappeared.  The  end  point  is  very 
sharp,  and,  consequently,  the  standard  solution  must  be  added  cautiously  drop  by 
drop.  If  any  after-bluing  occurs,  it  will  be  due  to  secondary  reactions  and  may  be 
ignored.     The  reaction  which  takes  place  during  the  titration  may  be  represented  : 

SnClg  + 12  +  2HC1  =  SnCl^  +  2HL 

Influence  of  Foreign  Metals, — Arsenic  reacts  in  a  similar  manner  to  antimony, 
and  cupric  salts  also  liberate  iodine  from  potassium  iodide.^  Bismuth  iodide 
resembles  the  colour  of  free  iodine  in  solution  and  consequently  obscures  the 
end  point,  but  does  not  otherwise  interfere.  Tin,  as  stannic  chloride,  does 
no  harm. 


^  Auy  stannous  salts  which  may  be  present  are  also  oxidised  to  stannic  salts. 

'  Iodine  titrations  are  usually  made  m  Erlenmeyer*s  flasks,  not  in  beakers,  on  account  of  the 
volatility  of  the  iodine  during  the  titration.  A  large  excess  of  potassium  iodide  lessens  the 
danger  of  losing  iodine  in  this  way.  For  a  similar  reason,  iodine  titrations  should  be  per- 
formed immediately  the  iodine  has  separated ;  and  the  solution  should  be  cold.  J.  Wagner 
{Zeit.  anal.  CJiem,,  27.  137,  1888  ;  C.  R.  A.  Wright,  Chem,  News,  21.  163,  1870)  found  that 
with  the  same  amount  of  solution  of  sodium  thiosulphate  : 


Temperature 

.      16" 

80- 

SS** 

W 

75'' 

88' 

91* 

Iodine  sol.  . 

.     39-6 

89-8 

40-0 

40-1 

40-7 

40-9 

41*4  CO. 

These  numbers  show  that  the  higher  the  temperature,  the  less  the  amount  of  thiosulphate 
required  in  titrating  a  given  amount  of  iodine ;  and  conversely.  £.  Sherer,  Chem.  Netos,  21. 
141,  1870. 

*  Standard  Stannous  Chloridb. — Dissolve,  say,  10  grms.  of  stannous  chloride  in  60  grms. 
of  hydrochloric  acid  (sp.  gr.  1*12).  Dilute  the  solution  to  a  litre.  Dissolve  0'2  grm,  of 
metallic  antimony  in  concentrated  hydrochloric  acid  and  potassium  chlorate  (or  bromine)  in  the 
cold.  Metallic  antimony  is  but  slowly  attacked  by  hot  hydrochloric  acid  and  potassium  chlorate. 
Boil  the  solution  to  get  rid  of  the  chlorine  oxides  (or  bromine).  Cool.  Add  potassium  iodide 
as  indicated  in  the  text.  The  titration  is  made  as  indicated  in  the  text.  The  antimony 
equivalent  of  the  standaid  solution  of  stannous  chloride  is  thus  simple  arithmetic.  Weller 
titrates  with  standard  sodium  thiosulphate,  but  I  prefer  the  stannous  chloride,  if  the  preparation 
of  the  solution  is  not  inconvenient.  The  objection  to  the  stannous  chloride  titration  is  the 
instability  of  the  solution  due  to  oxidation.  The  objection  to  the  thiosulphate  titration  rests 
on  the  known  reaction  between  sodium  thiosulphate  and  strong  acids.  For  the  sodium  thio- 
sulphate titration,  see  page  352. 

*  Arsenic  can  be  removed  by  boiling  the  solution  with  concentrated  hydrochloric  acid ; 
copper  and  bismuth  can  be  removed  by  washing  the  precipitated  sulphides  on  a  filter  paper  with 
sodium  sulphide. 
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Influence  of  Hydrochloric  Acid. — Too  much  hydrochloric  acid  gives  high 
results  owing  to  the  action  of  the  acid  on  the  potassium  iodide.  The  solution 
should  not  contain  much  more  than  about  one-fifth  of  its  volume  of  concentrated 
hydrochloric  acid  (sp.  gr.  11 6).  Too  little  hydrochloric  acid  leads  to  the 
separation  of  basic  chlorides  or  iodides  of  antimony.  By  following  the  above 
directions — boiling  down  to  50  c.c. — an  acid  of  constant  strength  is  obtained 
— ^approximately  20  per  cent.  HCl — and  diluting  the  solution  as  indicated, 
satisfactory  results  will  be  obtained.  If  the  acidity  of  the  solution  used  for 
standardising  the  stannous  chloride  be  the  same  as  that  of  the  sample  under 
investigation,  and  the  general  treatment  be  the  same,^  determinations  can  be 
made  more  quickly  and  as  accurately  as  the  gravimetric  process  when  over  1  per 
cent,  of  antimony  is  present.  If  less  than  1  per  cent,  be  present,  use  the 
gravimetric  process  of  Clarke. 

Relation  of  Weller^s  to  Mohr's  Process, — Mohr's  process  for  arsenic  (page  290) 
is  quite  satisfactory  when  applied  to  antimony ;  and  Weller's  process  for  antimony 
is  quite  satisfactory  when  applied  to  arsenic.^  A  comparison  of  the  two  processes 
is  interesting.     The  same  general  equation  applies  to  both  : 

R2O3  +  2I2  +  2Rjd^±^Kfi^  +  4HI 
Mohr->  •<-Weller 

In  Mohr's  process,  the  reverse  action  indicated  in  the  equation  is  prevented  by 
keeping  down  the  concentration  of  the  hydriodic  acid  by  means  of  an  excess  of 
alkali  (sodium  bicarbonate)  in  the  solution.  In  Weller's  process,  the  reverse 
action  is  prevented  by  the  relatively  strong  acidity  of  the  solution. 

Comparison  Determinations. — To  illustrate  the  results  obtained  in  a  separa- 
tion of  antimony  and  tin,  the  following  duplicate  determinations  of  the  percentage 
amount  of  antimony  with  each  of  the  processes  here  recommended,  might  be 
quoted : — 

Henz  and  Clarke's  process.  Weller*s  process.  Gyory*s  process. 

26*96  26*38  26 '52 

26*10  26*28  26-59 


§  137.  Gybnr's  Volumetric  Bromate  Process  for  Antimony. 

This  process^  may  be  employed  as  an  alternative  to  that  which  precedes. 
Chemists  who  use  this  process  regularly  are  enthusiastic  about  its  merits.  The 
sample  under  investigation  is  dissolved  in  a  250-c.c.  Erlenmeyer's  flask  with 
20  C.C.  of  concentrated  hydrochloric  acid  and  a  little  potassium  chlorate  or  a  few 
drops  of  bromine.     Boil  the  solution. 

Reduction  of  the  Antimonic  and  Arsenic  Salts, — Add,  say,  0*75  grm.  of 
crystalline  sodium  sulphite  in  order  to  reduce  the  antimonic  to  the  antimonious 
chloride,  and  the  arsenic  to  arsenious  chloride.*  Boil  vigorously  until  the 
solution  is  reduced  to  about  half  its  former  volume.     This  drives  off  the  sulphur 


^  Some  prefer  to  make  a  blank  test  and  iind  the  amount  of  stannous  chloride  or  sodium 
tbiosulphate  needed  when  no  antimony  is  present.  For  the  influence  of  organic  substances  on 
iodine  titrations,  see  J.  Klaudie,  Listy  Chemick6^  12.  91,  1888.  Fatty  acids  and  sugar  have  no 
action  ;  aliiehyde,  phenol,  tannin,  and  the  aromatic  alcohols  give  high  results. 

2  T.  Smith,  Joum,  Aimr,  Chem.  Soc,  21.  769,  1899;  F.  A.  Gooch  and  P.  E.  Browning, 
Amer.  J.  Science  (3),  40.  66,  1891. 

'  S.  Gyory,  Zeit,  anal,  Chem.,  32.  415,  1893 ;  H.  Nissenson  and  P.  Siedler,  Chem,  Ztg,,2^, 
749,  1908;  E.  Schmidt,  16.,  34.  453,  1910;  J.  B.  Duncan,  Chem,  News,  95.  49,  1907; 
H.  W.  Rowell,  Jaum,  Soe,  Chem.  Ind.,  25.  1181,  1906  ;  F.  Foerster,  Zeil.  Elektrochem. ,  15. 
232,  1909;  A.  Christensen,  Pharm,  Ztg.y  41.  326,  1896. 

*  The  stannic  chloride  is  not  reduced. 


302  A   TREATISE   ON   CHEMICAL   ANALYSIS. 

dioxide,^  and  volatiliseB  the  arsenic.  Rinse  the  sides  of  the  flask  with  hot  water, 
and  add  10  c.c.  of  hydrochloric  acid  to  the  solution. 

The  Titration, — Heat  the  solution  to  about  80"  or  90*,  and  titrate  with  a 
standard  solution  of  potassium  bromate^  until  nearly  all  the  antimony  is 
oxidised  to  antimonic  chloride.^  Add  3  drops  of  methyl  orange,  and  continue 
the  titration  until  the  tint  of  the  methyl  orange  is  destroyed.*  The  solution 
should  be  thoroughly  agitated  during  the  titration,  so  that  local  excesses  of 
bromate  are  not  formed.^  If  very  little  bromate  be  needed,  the  indicator  may 
be  added  before  the  titration.  This,  however,  is  an  extreme  case.  If  over 
10  c.c.  of  bromate  are  needed,  it  is  best  to  run  in  the  greater  part  of  the 
bromate  before  adding  the  indicator.  The  indicator  has  a  tendency  to  fade, 
and  if  it  be  used  from  the  start  on  an  *'  unknown,''  it  is  necessary  to  add  more 
from  time  to  time  as  the  titration  progresses.  The  first  titration  may  be  used 
for  finding  the  approximate  amount  of  bromate  needed.  The  solution  is  not 
run  from  the  burette  much  faster  than  30  c.c.  per  minute.  The  reaction  is 
represented  by  the  equation  : 

KBrOj  +  HCl  +  3SbCl3  =  KCl  +  HBr  +  3Sb  +  3H2O. 

Any  further  addition  of  bromate  destroys  the  colour  of  the  methyl  orange, 
probably  owing  to  the  liberation  of  bromine  by  the  action  of  free  acid  on  the 
bromate,  for  if  bromate  be  added  aft«r  the  methyl  orange  has  lost  its  colour, 
the  yellow  colour  of  the  bromine  appears  in  a  short  time. 

Influence  of  Foreign  Substances. — The  process  works  well  in  the  presence 
of  lead,  zinc,  tin^  silver,  chromium,  and  sulphuric  acid,  since  these  substances 
have  no  appreciable  effect  on  the  result.  The  presence  of  large  amounts  of 
calcium,  magnesium,  and  ammonium  salts  furnishes  high  results.  Iron  and 
copper  are  partly  reduced  by  the  sodium  sulphite  in  the  solution,  and  hence 
react  with  the  bromate,  giving  high  results.  Rodwell  states  that  1  per  cent, 
of  iron  raises  the  amount  of  antimony  by  0*02  per  cent.,  but  5  per  cent,  of 
iron  raises  the  amoiuit  of  antimony  but  little  more.  Rodwell  also  states  that, 
for  every  0*1  per  cent,  of  copper  in  the  sample  up  to  1  per  cent.,  0*012  per 
cent,  of  antimony  should  be  subtracted.^ 

Accuracy  of  the  Process, — The  most  important  sources  of  error  are:  (1) 
incomplete  expulsion  of  sulphur  dioxide;  (2)  the  imperfect  volatilisation  of 
arsenic,  if  present ;  and  (3)  over-titration,  when  too  little  hydrochloric  acid 
is  present,  owing  to  the  slowness  of  the  reaction.  In  illustration  of  the  accuracy 
of  the  process,  the  following  determinations,  by  Rowell,  may  be  quoted : — 

*  The  amount  of  antimony  "lost'*  by  volatilisation  or  reoxidation  is  inappreciable. 
Most  of  the  arsenic  will  be  volatilised,  since  arsenious  chloride  is  fairly  volatile  from  boiling 
solutions.     See  page  271. 

2  Potassium  Bromate  Solution.— Dissolve,  say,  2*7852  grms.  of  the  pure  salt  in  a  litre  of 
water.  To  standardise  the  solution,  dissolve  0*2  grm.  of  metallic  antimony  in  hydrochloric 
acid  and  i)otassium  chlorate  as  indicated,  page  300.  The  reduction  and  titration  of  tho 
resulting  solution  are  conducted  as  indicated  in  the  text. 

^  If  lead  be  pre^nt,  and  the  lead  chloride  se^mrates  as  the  solution  cools,  boil  the  solution 
again  in  order  to  keep  the  lead  chloride  in  solution  while  the  titration  is  in  progress. 

*  Some  prefer  to  use,  as  indicator,  a  solution  of  indigo  made  by  dissolving  powdered  indigo 
in  fuming  sulphuric  acid.  Neutralise  the  solution  with  calcium  carbonate  ;  dilute  with 
10  times  its  volume  of  water  ;  and  filter  the  blue  liquid.  Add  3  drops  of  this  solution  at  the 
start,  and  more  when  the  reaction  is  nearly  complettJ.  The  blue  passes  through  various  shades 
of  greenish  yellow  into  pale  green.  The  colour  is  discharged  with  a  drop  of  bromate  in  excess. 
The  indigo  solution  is  not  so  sensitive  an  indicator  as  the  methyl  orange,  and  the  i-esults 
with  the  indigo  are  a  little  higher  than  with  methyl  orange. 

^  Otherwise  the  results  will  be  high  owing  to  the  loss  of  bromate  before  it  attacks  the 
antimony. 

*  For  the  reduction  of  the  bromate  by  stannous  salts,  see  F.  Fichter  and  E.  Miiller,  Chem. 
Ztg,,  37.  309,  1913. 
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TaUe  XL  VIII.— Tett  Analyst  of  Antimony  Orel. 

j         Antimony  (percent.). 


'  Autimon;  tulpliide 
I  Stibnite  (Ab,  Pe)  . 
j  Le&d  :  autjmuny  . 

Lead  :  ireenic  1  antimony 
I  Lead  :  antimoiij  :  tin  . 


process. 

(as  SbA). 

7H0 

71-35 

71  20 

g-42 

9-37 

665 

8-70 

2-13 

2-20 

The 
ceot. 


nalysis  can  thus  be  conducted   with   an   accuracy  approaching  0-1  per 
in    samples  containing    10   per  cent,   o!  antimony.     It  may  be  a  little 


Fib.  128,-Rellui  coiideDser (see  i«ge  582). 

difficult  at  firet  to  get  concordant  results,  but  once  the  tniiiiipulation  is 
mastered,  the  pronjesH  gives  ilittle  trouble.  J.  li  Duncan  informs  nic  thnt 
"duplicates  on  a  straight  assay  ruuning  99-6  per  cent,  metallic  antimony 
should  agree  exactly." 

The  Influence  of  Areenic. — The  proceKs  indicated  above  can  be  employed  for 
the  determination  of  arsenic,  but  the  boiling  of  the  solution  in  open  vessels  to 
expel  the  sulphur  dioxide  will  not  do.     The  boiling   nmat  be  conducted  in  a 
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flask  fitted  with  a  reflux  condenser  (fig.  128).  If  the  antimony  is  to  be 
determined,  and  arsenic  is  present  in  the  sample,  the  latter  must  be  removed,  as 
indicated  above,  by  boiling  the  solution  down  to  half  its  volume  in  presence  of 
sodium  sulphite.  If  more  than  2  or  3  per  cent,  of  arsenic  be  present,  add  20  c.c. 
more  concentrated  hydrochloric  acid,  and  5  c.c.  of  a  saturated  aqueous  solution 
of  sulphur  dioxide.  Boil  the  liquid  down  again.  There  is  no  danger  of  an 
appreciable  loss  of  antimony  if  the  temperature  be  kept  below  120°.  An 
artificial  mixture  of  antimony  and  arsenic  so  treated  furnished  91*09  per  cent, 
of  antimony,  when  90*91  per  cent,  was  actually  present. 

§  138.  The  Volumetric  Determination  of  Antimony  and  Arsenic 

in  presence  of  Tin. 

The  arsenic  and  antimony  in  a  solution  containing  antimony,  arsenic,  and 
tin  can  be  separately  determined  by  the  bromate  process.  The  mixture  is 
dissolved  and  oxidised  as  indicated  for  Gybry's  process.  Make  the  solution  up 
to,  say,  200  c.c.  Boil  ofl*  the  arsenic  in  an  aliquot  portion,  say,  100  cc,  as 
indicated  above,  and  titrate  the  solution  for  antimony  with  potassium  bromate. 
The  arsenic  and  antimony  can  be  determined  together  in  the  other  aliquot 
portion  by  proceeding  as  indicated  above,  but  boiling  down  the  solution  in  a 
reflux  condenser  (fig.  128).  The  difference  in  the  two  titrations  represents 
the  potassium  bromate  which  is  equivalent  to  the  arsenic.^ 

£xAMPLE. — A  Bolution  was  made  up  to  200  cc  as  indicated  above.  The  antimony 
in  100  cc  required  247  cc  of  the  potassium  bromate  solution.  This  corresponds 
with  24*7  X 0-0006432  =  001 59  grm.  of  SbjOg  in  half  the  sample.  The  other  i>ortion, 
boiled  with  a  reflux  condenser,  required  62 '1  cc  of  the  bromate  solution.  Hence, 
52*1 -24  7  =  27*4  c.c.  of  the  bromate  were  required  for  the  arsenic  titration  27*4  x 
0-000441 7  =  0-()121  grm.  of  AsjO,  in  half  the  sample. 

§  139,  Metallic  Precipitation. 

In  the  ordinary  zinc :  carbon  cell,  if  the  metallic  zinc  be  replaced  successively 
by  manganese,  aluminium,  and  magnesium,  the  voltage  of  the  cell  is  increased  ; 
and  conversely,  if  the  zinc  be  similarly  replaced  by  cadmium,  iron,  and  cobalt, 
.jJie-^oitage  is  diminished.  The  order  in  which  the  metals  can  be  thus  arranged 
is  the  same  as  the  order  in  which  the  metals  displace  one  another  in  their  salts. 
The  order  is  approximately  : 

K,  Na,  Mg,  Al,  Mn,  Zn,  Cd,  Fe,  Co,  Ni,  Sn,  Pb,  Sb,  Bi,  As,  Cu,  Hg,  Ag,  Pt,  Au, 

and  the  series  is  called  the  electrochemical  series  of  the  metals.  The  order 
varies  a  little  with  different  solutions.  A  metal  on  the  left  in  the  series  will 
generally  displace  another  metal  on  the  right  from  its  salt  solution.  Secondary 
reactions  may  prevent  the  actual  precipitation  of  the  metal.  In  many  cases 
the  displacement  is  so  complete  that  the  reaction  can  be  used  in  quantitative 
analysis.  What  metals  are  precipitated  often  depends  upon  the  acidity  of 
the  solution  as  well  as  on  the  metal  used  as  precipitating  agent.  In  illustration 
of  the  more  important  metals  used  as  precipitating  agents,  magnesium  precipi- 
tates zinc,  cadmium,  thallium,  iron,  cobalt,  nickel,  tin,  lead,^  antimony,^  bismuth, 


^  Rather  more  hydrochloric  acid  is  required  in  the  case  of  antimony  than  arsenic  in  order 
to  prevent  the  precipitation  of  antimony  dnring  the  titration,  as  a  result  of  the  increasing 
dilution  of  the  solution. 

2  W.  Schulte,  Metallurgies  6.  214,  1909. 

3  S.  Kern,  Chem.  News,  32.  309,  1876 ;  E.  G.  Bryant,  16.,  79.  76,  1899. 
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copper,^  mercury,  silver,^  platinum,  and  gold.  Some  part  of  the  antimony 
may  be  evolved  as  a  gas  when  solutions  containing  antimony  are  treated  with 
magnesium  or  zinc ;  and  arsenic  is  also  lost  in  this  way  when  its  solutions  are 
treated  with  zinc,  magnesium,  and  iron.^  Aluminium  precipitates  lead,^ 
antimony,^  tin,  copper,  and  silver,^  etc.  Zinc  precipitates  cadmium,  cobalt,^ 
nickel,^  tin,  lead,^  antimony,  bismuth,  arsenic,  copper,®  mercury,  platinum, 
gold,  etc. ;  but  not  iron.^^  Cadmium  precipitates  copper,  lead,  silver, ^^  antimony, 
tin,  etc.  Iron  precipitates  bismuth, ^^  antimony,^'*  copper,  mercury,  silver,  lead, 
gold,  etc.  In  the  presence  of  stannic  chloride,  arsenic  is  also  precipitated. 
Metallic  iron  also  reduces  ferric  to  ferrous  salts,  stannic  to  stannous  salts,  etc. 
Tin  precipitates  antimony,  arsenic,  copper,  mercury,  silver,  gold,  etc.  Copper  pre- 
cipitates mercury,  silver,  gold,  etc.,  but  not  tin  ;  lead  precipitates  bismuth,^'*  etc. 
Precipitation  of  Antimony  in  the  Fre&tnce  of  Tin — Tookei/s  Process, — The 
separation  of  antimony  from  tin  by  precipitation  of  the  antimony,  as  metal, 
from  a  hot  hydrochloric  acid  solution  by  means  of  metallic  iron  ^^  was  proposed 
by  Tookey  in  1862.^*  The  process  can  be  conducted  in  the  following  manner : — 
Dissolve  the  mixed  sulphides  in  a  warm  mixture  of  hydrochloric  acid  and 
potassium  chlorate,  and  boil  off  the  chlorine.  The  solution  should  contain  about 
12  per  cent.,  and  not  less  than  2  per  cent,  of  hydrochloric  acid,  or  some  tin 
naay  be  precipitated.     Place  some  coarse  granules  of  pure  ^^  metallic  iron  in  the 

1  A.  Villiers  and  F.  Borg,  Bull,  Soc.  Chim.  (S),  9.  602,  1893  ;  Chem  News,  68.  263,  1893. 

2  E.  G.  Bryant,  Chem.  News,  79.  76,  1899. 

•  A.  Roussm,  Joum.  Pharm.  Chim.  (4),  3.  413,  1866  ;  Chem,  News,  14.  27,  1866.  W.  N. 
Hartley,  ib.,  14.  73,  1866  (failed  to  precipitate  iron  with  magnesium) ;  S.  Kern,  ib.,  33.  236, 
1876  ;  T.  L.  Phipson,  ib.,  9.  219,  1864  ;  A.  Coramaille,  Compt.  Rend.,  63.  556,  1866  ;  F.  Clowes 
and  R.  M.  Caven,  Chem.  News,  76.  297,  1897  ;  E.  G.  Bryant,  ib.,  79.  75,  1899.  J.  G.  Hicks 
and  £.  F.  Smith  {Joum.  Amer.  Chem.  Soc,  16.  822,'  1894)  have  studied  the  action  of  magnesium 
on  manganous  salts. 

*  A.  H.  Low,  Joum.  AncU.  App.  Chem  ,  4.  12,  1891 ;  6.  664,  1892 ;  J.  E.  Williams,  Eiig. 
Min.  Joum,.,  53.  641,  1892. 

»  W.  Schuite,  Metallurgie,  6.  214,  1909. 

•  N.  Tarugi,  Qat.  Chim.  ItaZ.,  33.  ii.  223,  1903. 
'  J.  L.  Davies,  Joum.  Chem.  Soc,  2^.  311,  l^ll. 

*  P.  Stolba  {Joum.  praJct.  Chem.  (1),  lOl.  150,  1867  ;  Cliem.  News,  17.  2,  1868)  ppecipi- 
tates  lead  from  lead  salts  quantitatively  by  metallic  zinc  in  the  presence  of  hydrochloiic  acid 
on  a  water  bath.  L  T.  Merrill,  Eng.  Min.  Joum.,  91.  56,  1911  ;  A.  Eckenroth,  Pharm.  Ztg., 
40.  528,  1895 ;  F.  Mohr,  Zeit.  anal.  Chem.,  12.  142,  1873;  G.  Rossler,  ib,,  24.  1,  1886. 

'  J.  0.  Sheugel  and  E.  F.  Smith,  Joum,.  Amer,  Cliem,  Soc,  21.  932,  1899  ;  Cliem.  News,  81. 
134,  1900. 

>«  M.  Demarjay,  Bull.  Soc.  Chim  (2),  32.  610,  1879. 

"  A.  W.  Clasen,  Joum.  praJct.  Chem.  (1),  97.  217,  1866  ;  Chem,.  News,  13.  232,  1866. 

'2  J.  Glark  {Joum.  Soc.  Chem.  Ind,,  19.  26,  1900)  for  the  separation  of  bismuth  and  lead. 
J.  G.  Gallety  and  G.  G.  Henderson  {Analysis,  34.  889,  1909)  recommend  the  process  using  a  hot 
solution  containing  2^  per  cent,  of  free  nitric  acid 

«  A.  Thiel  and  K.  Keller.  ZeU.  anorg.  Chem.,  68.  42,  1910. 

"  C.  Ullgren,  Berxelius'  Jahrb.,  21.  148,  1842  ;  A.  Patera,  ZeU.  anal.  Chem,,  5.  226,  1866, 
separate  bismuth  from  lead  in  this  way  ;  but  according  to  0.  Steen  {Zeit.  angeio.  Chem.,  8.  531, 
1895)  the  error  lies  between  20  and  30  per  cent. 

^*  J.  L.  Gay  Lussac  precipitated  antimony  in  the  presence  of  tin  by  means  of  metallic  tin  in 
hydrochloric  acid  solution — J.  L.  Gay  Lussac,  Ann.  Chim.  Phys  (2),  46.  222,  1831  If  zinc  is 
used  instead  of  iron,  some  antimony  may  be  lost  as  hydride.  No  antimony  is  lost  as  hydride 
when  iron  is  used — M.  Dupasquier,  Compl.  Bend.  14.  614,  1842.  J.  H.  Mengin  {Compt.  Bend., 
119,  224,  1894  ;  Chem.  News,  70.  98,  18a^)j)recipitates  the  antimony  with  metallic  tin. 

"  C.  Tookey,  Joum.  Cliem.  Soc,^l07f\Slii  J.  Attfield,  Pharm.  Joum.  (2),  10.  512, 
1870;  A.  W.  Clasen,  Joum.  prakt.  Chem.  (1),  92,  477,  1864  ;  Chem.  News,  13.  232,  1866  ; 
O.  Low,  Fierteljahr.  prakt.  Chem.,  14.  406,  1864  ;  A.  Carnot,  Compt.  Rend.,  114.  587,  1892; 
J.  H.  Mengin,  tb.,  117.  224,  1894;  M.  Hoffmann,  Beitrdge  zur  Kenntnis  der  analytischen 
Chemie  des  Zinns,  Aniim/ms,  und  Arsens,  Berlin,  27,  1911. 

'^  C.  Rammelsberg  recommends  iron  reduced  in  hydrogen  gas.  Bright  ])iano  wire  will  do 
qoite  well. 
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solution  very  nearly  at  the  boiling  temperature.  Add  more  hydrochloric  acid  as 
the  iron  dissolves.  When  all  the  antimony  is  precipitated,^  filter  the  solution 
as  quickly  as  possible,  since  some  antimony  may  redissolve  when  the  solution  is 
exposed  to  the  air.  An  excess  of  iron  is  necessary,  and  the  precipitated  antimony 
must  be  mixed  with  the  iron  during  the  filtration.^  The  mixture  of  metallic 
antimony  and  iron  can  then  be  dissolved  in  a  mixture  of  hydrochloric  acid 
and  potassium  chlorate,  and  the  antimony  determined  by  precipitation  as 
sulphide,  etc. 

Working  with  known  mixtures  of  stannic  chloride  and  antimony  trichloride, 
Hoffmann  found  the  following  results : — 

Antimony  ...  0-1  0*2  0*4  0*1  0*2  0*4  grm. 

Tin  used     .  0*4343  0*4848  0*4343  0*8686  0*8686  0*8686  grm. 

Tin  found.         .  0-4336  0*4337  0*4338  0*8684  0-8687  0*8686  grm. 

Error.        .                 .  -0*0007  -0*0006  -0*0006  -0*0002  +0*0001  -0*0001  grm. 

The  results  are  therefore  quite  satisfactory.' 

I  have  had  no  experience  with  the  electrolytic  processes  for  antimony. 

§  140.  The  Evaluation  of  Antimony  Compounds. 

Antimony  oxide  may  be  evaluated  by  a  method  similar  to  that  used  for  the 
arsenic  compounds  (page  293).  Add,  say,  01  grm.  of  antimonious  oxide  to  20 
c.c.  of  water ;  heat  the  solution  to  boiling ;  add  tartaric  acid  in  small  quantities 
at  a  time  until  the  oxide  is  completely  dissolved.*  Neutralise  the  solution  with 
sodium  bicarbonate ;  and  add  10  c.c.  more  of  the  sodium  bicarbonate  solution. 
Titrate  with  iodine  using  starch  as  indicator  as  described  for  Mohr's  process 
for  arsenic,  page  290.^  Since  Sb203  +  2H20  +  2l2  =  4HI  +  Sb205,  every  gram 
of  iodine  represents  0*564  grm.  of  S^Og.  Antimonic  compounds  are  reduced 
as  indicated  under  Gyory's  process,  and  estimated  by  Mohr's  or  by  Gyory's 
process.^ 

^  If  the  volume  of  the  solution  is  small  this  will  take  about  20  minutes. 

^  A.  W.  Clasen  {I.e.)  has  shown  that  the  precipitated  antimony  is  perceptibly  soluble  in 
hot  or  cold  hydrochloric  acid  of  various  strengths,  and  hence  antimony  may  be  "lost."  By 
following  the  plan  described  in  the  text,  this  loss  is  made  negligibly  small. 

'  The  tin  was  determined  in  the  filtrate,  after  the  separation  of  the  antimony,  by  precipita- 
tion as  sulphide.  G.  Panajotow  (Ber.^  42.  12^6,  1909)  separates  antimony  from  tin  by  pre- 
cipitating tne  antimony  as  sulphide  from  a  solution  containing  16  per  cent,  of  HCl,  at  ordinary 
temperatures.  The  tin  remains  in  solution.  The  results  seem  to  be  good— A.  Inhelder, 
BtUrag  zur  Trennung  des  AiUimons  und  Zinns  und  zur  Analyse  wn  Lagermetallen,  Ziirich, 
1911. 

*  The  tartaric  acid  keeps  the  antimony  oxide  in  solution — F.  H.  Alcock,  Pharm,  Jouni., 
362,  1900. 

'  Titrate  at  once,  or  antimonious  hydrate  may  be  precipitated. 

•  R.  Rickmann  {Zeit.  angew.  Chem.,  25. 1518,  1912)  detects  antimony  in  enamels,  by  cleaning 
the  enamel  free  from  adhering  iron,  and  then  boiling  the  powdered  enamel  with  a  4  per  cent, 
solution  of  acetic  acid  (or  2  per  cent,  tartaric  acid).  Divide  the  solution  into  two  parts.  Test 
one  part  with  hydrogen  sulphide,  and  titrate  the  other  part  with  standard  permanganate.  If 
antimony  is  present,  and  no  (lermanganate  is  consumed,  it  is  inferred  that  the  enamel  contains  a 
metantimoniate  which  Rickmann  says  is  harmless. 


CHAPTER  XXIII. 

THE  DETERMINATION  OF  TIN. 

§  141.  The  Metallic  Precipitation  of  Tin. 

Tin  may  be  conveniently  precipitated  in  the  metallic  state  by  means  of  metallic 
zinc,  aluminium,  or  cadmium.  This  reaction  also  offers  a  convenient  method  of 
separating  tin  in  the  filtrate  from  the  antimony  sulphide  obtained  in  Clarke  and 
Henz's  process.^     Boil  off  the  hydrogen  sulphide. 

Precipitation  of  Metallic  Tin, — Place  a  piece  of  zinc  ^  (foil,  ribbon,  or  stick)  in 
the  solution,  and  heat  the  Solution  nearly  to  the  boiling  point  over  a  small  flame. 
In  about  20  minutes,  test  a  few  drops  of  the  clear  liquid  for  tin  by  means  of 
"HgS"  water.  If  necessary,  heat  the  solution  a  little  longer  until  all  the  tin 
is  precipitated.  Decant  the  liquid  through  a  small  filter  paper,  and  transfer  the 
metallic  tin  and  zinc  to  the  filter  paper.     Wash  with  water.* 

Conversion  of  the  Metallic  Tin  into  Stannic  Oxide. — Rinse  the  metallic  tin  and 
zinc  into  a  250-c.c.  beaker.  The  total  volume  of  the  liquid  will  be  about  10  c.c. 
Add  10  c.c.  of  nitric  acid,  and  cover  the  beaker  with  a  clock-glass.*  When 
all  the  zinc  is  dissolved,  and  the  tin  oxidised,  dilute  the  solution  to  40-50  c.c. 
Carefully  heat  the  solution  to  boiling,  and  stir  vigorously.  Let  settle.  Add 
5  grms.  of  ammonium  nitrate ;  filter  and  wash  with  a  5  per  cent,  solution  of 
ammonium  nitrate.  Burn  the  filter  paper  in  a  crucible.  Moisten  the  ash  with 
nitric  acid ;  dry  in  a  water  bath  ;  ignite  the  precipitate,  gently  at  first,  and 
finally  over  a  blast.     Weigh  the  precipitate  as  SnOg. 

Tin  and  antimony  can  be  together  precipitated  by  cadmium,  and  weighed. 
By  digesting  the  mixed  metals  in  hydrochloric  acid,  the  tin  dissolves,  and 
antimony  remains  behind.  The  antimony  can  be  washed,  dried,  and  weighed. 
The  amount  of  tin  is  obtained  by  difference.^  Stannic  salts  are  reduced  to 
stannous  salts  by  the  metallic  iron,  but  no  tin  is  precipitated. 

§  142.  The  Precipitation  of  Tin  as  Hydroxide— LcJwenthars 

Process. 

There  are  two  stannic  oxides  corresponding  with  SnOjj.  The  one  is  called 
a-Btannic  acid,  or  a-metas tannic  acid ;   the   other,  j^-stannic   acid,  or   /!^-meta- 

>  C.  Ratner,  Chem.  Ztg.,  26.  878,  1902;  G.  Buchuer,  ib,,  18.  1904,  1894;  L.  Vignon, 
C<mpt,  Rend.,  107.  784,  1888. 

*  Free  from  tin.     For  lead  in  place  of  zinc,  see  A.  Pleischl,  Dingier* 8  Journ,,  164.  200,  1862. 

•  If  a  stick  of  cadmium  is  used  for  the  precipitation,  the  cadmium  can  be  easily  separated 
from  the  tin.  The  latter  is  washed  first  with  water  ;  then  with  alcohol ;  melted  to  a  button 
under  stearic  acid  in  a  porcelain  cmcible  ;  and  cleaned  by  washing  with  benzene — L.  Moissenet, 
Cimpl,  Rend.,  51.  205,  1860. 

*  If  the  reaction  be  too  violent,  dilute  the  solution  with  cold  water.  If  the  action  ceases, 
warm  the  solution. 

•  J.  H.  Mengin,  C(ympt,  Rend.,  119.  224,  1894;  J.  L.  Gay  Lussac,  Ann.  Chim.  Phys. 
(2),  46.  222,  1831. 
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stannic  acid.^  a-stannic  aoid  dissolves  quickly  in  cold  dilute  mineral  acids 
— nitric,  hydrochloric,  and  sulphuric  acids.  The  solution,  on  prolonged  boiling, 
deposits  the  yS-acid,  which  is  practically  insoluble  in  dilute  acids.^  Salts  corre- 
sponding with  the  two  stannic  acids  are  known. 

In  Lowenthal's  process  ^  for  the  determination  of  tin,  ammonia  is  added  to 
the  solution  containing  stannic  chloride^  until  a  permanent  precipitate  just  begins 
to  form.  Add  dilute  hydrochloric  acid,  drop  by  drop,  with  constant  stirring, 
until  the  precipitate  is  all  just  redissolved.  Add  a  cold  saturated  solution  of 
ammonium  nitrate  ^  to  the  solution  and  boil  for  some  time.^  When  all  the  tin 
is  precipitated,  let  the  precipitate  settle,  and  wash  by  decantation  with  a  5  per 
cent,  solution  of  ammonium  nitrate  until  the  precipitate  is  free  from  chlorides.^ 
After  burning  the  Ulter  paper,  moisten  the  ash  with  nitric  acid,  evaporate  to 
dryness  on  a  water  bath,  and  ignite  on  a  gradually  rising  temperature.  Finish 
the  ignition  on  a  blast ;  ^  weigh  as  stannic  oxide — SnOg. 

Tin  is  sometimes  separated  from  its  solutions  by  evaporating  the  solution 
to  dryness  with  nitric  acid.  The  tin  is  thus  converted  into  the  insoluble 
metastannic  acid. 

JSrrars. — There  are  several  objections  to  this  process  The  great  difficulty 
is  involved  in  the  washing  of  the  precipitate.  If  iron  be  pre^nt  in  the  solution, 
the  precipitate,  after  washing,  is  almost  sure  to  be  contaminated  with  appreciable 
quantities  of  iron  oxide.^  Other  oxides  may  also  contaminate  the  precipitate. 
Antimony  hydroxide,  for  example,  may  be  nearly  all  precipitated  with  the  tin. 
Hoffmann^®  thinks  that  an  insoluble  tin  antimoniate — 3Sn02.2Sb02 — is  formed. 
Arsenic  also  is  precipitated,  probably  as  tin  arsenate  ^* — 2Sn02.  AsjO^ — a  reaction 
which  Hoffmann  has  suggested  for  the  gravimetric  determination  of  arsenic. 
Lep^z  and  Storch  (l.c)  have  shown  that  bismuth  .too,  if  present  in  considerable 
quantities,  will  contaminate  the  precipitated  stannic  oxide. 

Hence,  in  a  general  way,  avoid  the  determination  of  tin  by  separating  the  tin 

^  J.  J.  Berzelius,  Ann,  Chim.  Phya.  (I),  87.  60,  1818  ;  R.  Engel,  Compl,  Rend,,  124.  766, 
1897  ;  125.  464,  661,  709,  1897  ;  C.  F.  Barfoed,  ZeU.  anal,  Chem.,  7.  260,  1868 ;  J.  W.  Mellor, 
Modem  Inorganic  Chemistry ^  London,  791,  1912. 

2  D.  B.  Dott,  Pharm.  Joum.  (4),  27.  486,  1908. 

»  J.  Lowenthal,  Joum.  prakt,  Clvem,  (1),  56.  366,  1862. 

*  If  stannous  chloride  bi  present,  oxidise  with  bromine  or  chlorine  water. 

*  Or  sodium  sulphate.  H.  Rose  {Pogg.  Ann,,  112.  164,  1861  ;  Chem.  News,  5.  87,  1862) 
used  sulphuric  acid  for  the  precipitation. 

*  To  make  sure  all  the  tin  is  pi'ecipitated,  add  a  few  drops  of  the  clear  solution  to  a  hot 
solution  of  ammonium  nitrate  or  sodium  sulphate.  If  all  the  tin  is  precipitated,  no  further 
precipitation  will  occur. 

7  If  washed  with  boiling  water,  a  turbid  filtrate  may  be  produced.  R.  Bunsen's  plan  {Liebig^s 
Ann.,  106.  13,  1858)  of  washing  with  ammonium  acetate  or  ammonium  nitrate  removes  this 
difficulty.  For  the  colloidal  stannic  acids,  see  J.  M.  van  Bemmelen,  Zeit.  anorg,  Chem,,  23. 
124,  1900.  M.  Liebschutz  {Chem.  News,  102.  218,  1910)  adds  a  dilute  solution  of  albumen  to 
the  solution  from  which  the  colloidal  metastannic  acid  is  to  be  precipitated,  and  heats  the 
solution  for  a  short  time.  The  stannic  acid  is  entangled  with  the  albumen  as  the  latter  curdles. 
The  curd  is  filtered  at  once.  Any  com)er,  etc.,  entangled  with  the  tin  is  removed  by  boiling 
the  solution  with  dilute  nitric  acid.  The  method  is  also  recommended  for  the  sulphides  of  zinc, 
lead,  etc.     Paper  pulp  acts  well  with  this  and  similar  precipitates.     See  also  pages  96  and  179. 

^  Mere  heating  to  redness  does  not  suffice  to  ezjHil  all  the  water — J.  o.  Dumas.  LiAig*s 
Ann.,  105.  104,  1858. 

"  According  to  H.  Rose  {Pogg.  Amu,  112.  169,  1835)  the  iron  becomes  soluble  when  the 
solution  is  evaijorated  to  dryness.  C.  Le]><^z  {Monais.  Chem.,  ID.  283,  1889)  shows  that  iron, 
chromium,  and  cerium  lead  to  the  incomplete  precipitation  of  metastannic  acid  in  dilute  nitric 
acid  solutions  ;  while  aluminium,  uranium,  cobalt,  nickel,  and  copper  do  not.  F.  H.  van  Leent 
{Monit,  Scient.  (4),  12.  866,  1899  ;  Chem.  News,  78.  320,  1898)  states  that  chromium  and 
aluminium,  as  well  as  iron,  retard  the  precipitation  of  metastannic  acid. 

'°  M.  Hoffmann,  Beitrage  zur  Kenntnis  der  analytischen  Chemie  des  Zinns,  Anlimons.  und 
Arsens,  Berlin,  45,  1910. 

1*  E.  Haeffely,  Phil.  Mag.  (4),  10.  220,  1866. 
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as  sta/nnic  acid  by  the  action  of  nitric  acid,  etc.,  since  the  stannic  oxide  may  be 
contaminated  with  silica,  phosphates,  arsenates,  antimoniates,  lead,  bismuth, 
ferric  oxides,  etc. 

§  143.  The  Precipitation  of  Tin  as  Sulphide. 

The  precipitation  of  tin  by  metallic  zinc  is  much  easier  than  the  usual 
process  of  separation  by  precipitation  as  sulphide  or  hydroxide  and  weighing  as 
stannic  oxide.  Whenever  convenient,  analysts  avoid  the  precipitation  of  tin 
both  as  sulphide  and  hydroxide  (stannic  acid). 

Precipitation  of  Tin  Sulphide. — The  combined  filtrates  containing  the  tin  are 
neutralised  with  ammonia,  acidified  with  acetic  acid,  and  saturated  with  hydrogen 
sulphide.  The  stannic  sulphide  is  but  very  slightly  soluble  in  acetic  acid  solution 
containing  oxalates.^  Let  the  precipitate  stand  in  a  warm  place  over-night.^ 
Decant  the  clear  liquid  through  a  Gooch's  crucible,  and  wash  the  precipitate  four 
or  five  times  by  decantation  with  a  solution  of  ammonium  nitrate  or  acetate.^ 
Finally  transfer  the  precipitate  to  the  crucible  and  wash  free  from  chlorides. 

Conversion  of  Sulphide  into  Oxide* — Dry  the  Gooch's  crucible,  and  heat  the 
crucible  very  gently  in  its  saucer  with  free  access  of  air  until  the  smell  of  sulphur 
dioxide  is  no  longer  perceptible.*  If  the  temperature  be  raised  too  rapidly,  at 
this  stage  fumes  of  stannic  sulphide  would  be  evolved  and  burnt  to  stannic  oxide, 
consequently  giving  low  results.  The  crucible  should  be  covered  with  a  lid  to 
prevent  loss  by  decrepitation  during  the  earlier  stages  of  the  ignition.  Remove 
the  lid,  and  raise  the  temperature  gradually  with  free  access  of  air.  Finish  off  by 
blasting  the  crucible  for  half  an  hour.     Cool  the  crucible  in  a  desiccator. 

Removal  of  Sulphates. — The  stannic  oxide — SnOg — so  formed  holds  a  little 
sulphuric  acid^  very  tenaciously.  Hence,  weigh  the  crucible.  Place  a  piece 
of  ammonium  carbonate — about  half  a  centimetre  diameter — in  the  crucible, 
and  blast  it  again.  This  treatment  with  the  ammonium  carbonate  is  repeated 
until  two  successive  weighings  do  not  differ  by  more  than  0*0005  grm.^ 

The  result  is  generally  a  little  too  high  because  of  the  adsorption  of  alkalies 
mentioned  above,  and  the  difficulty  which  attends  the  complete  conversion  of 
tin  sulphide  to  tin  oxide.  A  little  sulphate  also  is  nearly  always  retained  by 
the  oxide.  As  a  consequence  of  these  facts,  the  gravimetric  determination  of  tin  as 
sulphide  is  employed  as  little  as  possible,^  Electrolytic  or  volumetric  processes 
are  far  more  satisfactory. 

*  If  Clarke  and  Henz*s  process  has  been  used,  the  solution  contains  ammonium  oxalate 
and  tartrate.  These  exert  an  appreciable  solvent  action  on  the  tin  sulphide.  Another  reason 
for  condemning  the  gravimetric  process.  Clarke  (page  208)  destroyed  the  organic  acids  by 
means  of  potassium  permanganate  before  precipitating  the  tin  as  sulphide.  G.  W  \V  dowiszewski 
{Stahl  EiseHy  27.  781,  1907)  destroys  organic  matter  (tartaric  acid)  by  digesting  the  solution  in 
a  covered  beaker  with  50  cc.  nitric  acid  (sp.  gr.  1  '4)  and  10  c.c.  of  sulphuric  acid  (sp.  gr.  1'65). 
The  solution  is  evaporated  on  a  sand-bath  down  to  about  30  c.c  The  black  or  brown  mass 
becomes  almost  colourless  when  mixed  with  20  cc  nitric  acid.  In  the  case  of  tin,  of  course, 
stannic  oxide  would  be  precipitated  by  this  treatment. 

*  The  tin  sulphide  is  a  difficult  precipitate  to  deal  with,  because  it  sejiarates  in  a  slimy 
condition,  especially  if  the  solution  be  boiled  during  the  passage  of  the  gas.  The  slimy 
precipitate  also  retains  alkaline  salts  very  tenaciously,  and  is  difficult  to  wash,  particularly  in 
the  absence  of  ammonium  salts.    See  page  96. 

'  R.  Bunsen,  Liehicfs  Ann.,  106.  13,  1858. 

*  J.  Lowenthal,  Jtmm,  prakt.  Chem.  (1),  ^.  366,  1852. 

*  For  the  volatilisation  of  stannic  sulphide  during  the  roasting,  see  C.  J.  Brooks,  Chem. 
News,  73.  218,  1896. 

'  That  is,  sulphates  derived  from  the  oxidation  of  the  sulphide.  F.  Henz,  Zeit.  anorg. 
Chem.,  37.  39,  1903. 

'  H.  Koae,  AiufUhrliehes  ffandbueh  der  analytischen  Chemie,  Braunschweig,  2.  284,  1851. 
"  It  is  generally  used  when  but  minute  traces  have  to  be  determined. 
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§  144.  The  Vohimetric  Determination  of  Tin— Mine's  Ferric 

Chloride  Process. 

This  method  is  founded  upon  the  fact  that  tin  sulpliide  can  be  dissolved  in 
hydrochloric  acid,  and  the  resulting  stannic  chloride  reduced  to  stannous  chloride 
by  means  of  an  excess  of  metallic  iron.^  The  solution  of  stannous  chloride  is  then 
titrated  with  a  standard  ferric  chloride  solution^'  which  oxidises  the  stannous 
chloride  back  to  stannic  chloride :  SnCl^  +  2FeCl,  =  SnCl^  +  2FeCl5.5 

DUsolution  of  the  Tin, — If  other  metals  are  present,  the  strongly  acid  solution 
is  reduced  by  warming  it  at  80"*  or  90*  with  a  piece  of  iron  wire,  when  lead, 
arsenic,  antimony,  copper,  and  bismuth,  if  present,  are  precipitated.  The  solution 
is  filtered,  and  neutralised  with  thin  strips  of  zinc,  whereby  tin  and  lead  are  pre- 
cipitated. When  the  action  is  over  and  a  drop  of  the  clear  filtrate  gives  no 
reaction  for  tin  with  "  hydrogen  sulphide  water,"  pour  oflF  the  clear  liquid  and 
wash  the  residue  twice  by  decantation  so  as  to  keep  the  precipitated  metals  in 
the  flask.'* 

The  Titration, — Add  150  c.c.  of  hydrochloric  acid  (sp.  gr.  1*16),  and  protect 
the  contents  of  the  flask  from  oxidation  by  a  trap  (page  188).  Heat  the  solution 
to  boiling,^  and  when  everything  is  dissolved,  titrate  with  the  standard  solution 
of  ferric  chloride.  The  titration  should  be  conducted  rapidly,  since  the  stannous 
chloride  is  very  sensitive  to  oxidising  agents,  oxygen  dissolved  in  the  water,  etc.^ 
The  end  of  the  reaction  is  indicated  when  a  drop  of  ferric  chloride  imparts  a 
permanent  pale  yellow  tinge  to  the  solution. 

The  Erid  Point, — F.  Mohr,  one  of  the  pioneers  in  volumetric  analysis,^  says 
that,  *'  in  Mine's  process,  the  coloration  of  the  solution  by  the  ferric  chloride  is 
not  sufficiently  marked  to  enable  the  operator  to  recognise  with  certainty  if  a 
drop  be  added  in  excess."  With  moderately  concentrated  solutions,  a  person 
with  normal  colour,  vision  will  soon  recognise  the  effect  when  one  drop  of  the 
ferric  chloride  has  been  added  in  excess,  but  with  dilute  solutions  of  ferric 
chloride  Mohr's  objection  is  quite  valid.  However,  Morgan  ®  has  shown  that  if  a 
blue  Bunsen's  flame  be  examined  by  looking  through  the  solution  being  titrated, 
it  will  appear  to  have  a  greenish  colour  as  soon  as  a  trace  of  ferric  chloride  is 
in  the  solution.  Morgan  claims  that  a  solution  containing  the  equivalent  of 
0*00005  grm.  of  ferric  oxide  in  25  c.c.  of  water  can  be  so  recognised.  The  blue 
flame  of  a  small  Bunsen's  burner  is  placed  about  13  mm.  below  the  bottom  of  the 


*  C.  Mfene,  Compt.  Rtnd,,  31.  82,  1850  ;  Dingler's  Joum,,  117.  230,  1850 ;  K.  Pellet  and 
A.  AUart,  Bull.  Soc,  Chim.  (2),  27.  43,  438,  1877;  J.  A.  Sanchez,  ib.  (4),  7.  890,  1910; 
H.  Nelsmann,  Z<j?'<.  anal,  Chem.,  16.  50,  1877  ;  H.  J.  B.  Rawlins,  Chtm.  News,  107.  63,  1918. 

^  Standard  Ferric  Chloride. — Dissolve,  say,  37  grms.  of  piano  wire  in  hydrochloric  acid 
and  dilute  the  solution  to  a  litre.  Or  evaporate  90  grras.  of  pure  commercial  ferric  chloride  to 
dryness  with  hydrochloric  acid  ;  dissolve  the  residue  in  150  c.c.  of  hydrochloric  acid,  and  make 
the  solution  up  to  a  litre.  Standardise  by  dissolving  a  gram  of  pure  tin  in  hydrochloric  acid  as 
indicated  for  tin  in  the  text.  Oxidise  with  nitric  acid  or  hydrogen  peroxide  ;  evaporate  twice  to 
dryness,  and  dissolve  fh  200  c.c.  of  hydrochloric  acid.     Make  the  solution  up  to  a  litre. 

'  This  is  the  converse  of  J.  Lbwenthal  and  A.  Stromeyer's  process  for  iron  (R.  Fresenius, 
Anleitung  zur  qimntitativen  rhemischen  Analyse,  Braunschweig,  i.  865,  1875). 

*  If  no  zinc  is  present,  add  a  small  piece  to  fill  the  flask  with  an  atmosphere  of  hydrogen. 

^  Do  not  boil  too  vigorously,  or  the  hydrochloric  acid  will  be  weakened  in  strength  berore  all 
the  tin  is  dissolved. 

«  A.  C.  Campbell,  Joum.  Anal,  App.  Chem.,  2.  287,  1888. 

'  F.  Mohr,  Lehrbitch  der  chemisch  atfalytischen  Titrinnethode^  Braunschweig,  264,  1874. 

'  F.  H.  Morgan,  Jtmrn,  Anal.  App.  Chem,,  2,  169,  1888  ;  C.  L.  H.  Schwarz  {Praktische 
Anleitung  zu  Maassanalysen,  Braunschweig,  132,  1853}  added  a  drop  of  {)0tas8ium  thiooyanate 
to  the  solution  and  titrated  until  a  persistent  red  tint  appeared  ;  C.  victor  (CAem.  Ztg,,2^,  179, 
1905)  titrates  until  starch  and  potassium  iodide  indicator  is  blued. 
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flask  in  which  the  solution  is  heing  titrated.  A  good  clear  glass  flask  must  he 
used,  and  the  titration  conducted  in  a  darkened  room,  or  in  a  dark  comer. 

Errors, — Mohr  also  points  out  that  "  M^ne  has  stated,  hut  not  proved,  that 
the  decomposition  is  complete.  A  reverse  action  hetween  the  stannic  chloride 
and  the  ferrous  chloride  proceeds  very  slowly  in  the  cold,  and  is  more  marked 
on  hoiling.  The  reaction  is  only  complete  if  an  appreciable  excess  of  ferric 
chloride  be  present.  On  the  other  hand,  ferric  chloride  is  wholly  reduced  by 
an  equivalent  quantity  of  stannous  chloride ;  but  stannous  chloride  cannot  be 
oxidised  by  an  equivalent,  but  only  by  an  excess  of  ferric  chloride."  As  a  matter 
of  fact,  the  results  are  vei*y  good  when  the  precautions  are  taken  to  prevent 
oxidation  of  the  stannous  chloride  either  during  or  before  the  titration.  Molyb- 
denum, antimony,  titanium,  and  tungsten  interfere  with  the  ferric  chloride  titra- 
tion ;  uranium  does  not  interfere.  The  titration  in  the  presence  of  uranium 
wants  careful  watching,  since  the  uranous  salts  are  peroxidised  after  the  tin  and 
form  a  yellow  solution.  The  ferric  chloride  tint  gradually  fades  as  the  uranium  is 
peroxidised.     Rawlins  obtained  a  maximum  error  of  015  per  cent,  by  the  process. 

Lihoenthcd  arid  Stromeyer^s  Process. — Owing  to  the  difficulty  in  determining 
the  end  point  when  the  more  dilute  ferric  chloride  solutions  are  employed,  many 
prefer  the  Lowenthal  modification,^  where  an  excess  of  the  standard  ferric 
chloride  is  added  to  the  solution.  The  stannous  chloride  reduces  part  of  the 
ferric  to  ferrous  chloride.  The  amount  of  ferrous  chloride  so  reduced  is  deter- 
mined by  the  permanganate  titration — Reinhardt's  process,  page  452.  The 
chemical  equation  2FeClg  +  SnClg  =  2FeCl2  H- SnCl4  corresponds  with  the  fact 
that  1  grm.  of  potassium  permanganate  represents  2*3888  grms.  of  stannic 
oxide — SnOj — in  the  given  solution. 

§  145.  Lenssen's  Volumetric  Iodine  Process  for  Tin. 

In  Lenssen's  iodine  process,^  the  stannous  chloride  is  titrated  in  an  alkaline  ^ 
solution  with  a  standard  solution  of  iodine.  The  results  are  usually  very  slightly 
low.  This  is  due  to  the  action  of  air  on  the  stannous  chloride,  and  it  is  generally 
considered  best  to  work  with  acid  solutions,  which  do  not  oxidise  so  readily  as 
alkaline  solutions.     The  reaction  is  generally  represented  by  the  equation  : 

SnClg  + 12  +  2HC1  =  SnCl^  +  2HI. 

This  is  supposed  by  Young  to  take  place  in  two  stages:  (1)  2SnCl2  +  4I 
=  SnCl4  +  Snl^,  when  an  excess  of  stannous  chloride  is  present ;  and  (2),  the  reduc- 
tion of  stannic  iodide  to  stannous  iodide  by  the  stannous  chloride — Snl^  +  2SnCl2 
=  2Snl2  +  SnCl4.  If  too  much  hydrochloric  acid  be  present,  the  results  will  be 
high  owing  to  the  action  of  the  acid  on  the  potassium  iodide.     The  solution  should 

*  J.  Lowenthal,  Journ,  prakt.  Chem,  (1),  76.  484,  1859  ;  A.  Stromeyer,  Liebkfs  Ann.,  117. 
261,  1861  ;  C.  Zengelis  {Ber.,  34.  2046,  1901)  titrates  the  excess  of  ferric  chloride  with 
stannous  chloride  until  a  drop  of  the  solution  colours  a  drop  of  ammonium  molybdate  blue  ;  and 
T.  Moore  (Chem,  News,  67.  267, 1893)  titrates  the  excess  of  ferric  chloride  with  cuprous  chloride. 

«  G.  de  Claubry,  Compt,  Bend.,  23.  101,  1846  ;  J.  A.  Miiller,  Bull.  Soc.  Chim,  (3),  25.  1002, 
1901  ;  Chem,  News,  85.  114,  1902 ;  A.  Fraenkel  and  J.  Fasal,  MiU.  K.  K.  Tech.  Oew,  Wim, 
7.  227,  1897 ;  A.  Scheurer-Kestner,  Chem.  News,  4.  101,  192,  1861 ;  F.  Ibbotson  and  H. 
Brearley,  ih,,  84.  167,  1901  ;  E.  Lenssen,  Joum, prakt.  Chem,  (1), jS.  200,  1859  ;  Liebig's  Ann,, 
114.  114,  1860 ;  G.  Topf,  Zeit.  anal,  Chem.,  26,  163,  1887  ;  C.  Friedheim,  Zeil.  anorg,  Chem., 
4.  145,  1893;  W.  H.  Low,  Joum.  Amer,  Chem,  Soc.,  29.  66,  1907  ;  S.  W.  Young  and  M. 
Adams,  ib.,  19.  616,  1897  ;  S.  W.  Young,  ib.,  19.  845,  861,  1897  ;  23.  21,  119,  463,  1901 ;  li. 
Job,  Joum,  Soc.  Chem,  Ind.,  VJ,  825,  1898  ;  T.  Benas,  Zur  massanaZytischen  Bestimmung  des 
Zinns  und  ilber  einige  Zinnoxydiilsalze,  Berlin,  1884  ;  J.  A.  Sanchez,  Bull.  Soc.  Chim,  (4),  7. 
890,  1910;  H.  J.  B.  Rawlins,  Chem,  News,  107.  63,  1913;  A.  Friinkel  and  J.  Fasal,  ib.,  78. 
100,  1898 ;  A.  Jolles,  Chem,  Ztg,,  12.  597,  1888. 

'  In  the  presence  of  potassium  sodium  tartrate  and  sodium  bicarbonate. 
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contain  about  one-fifth  its  volume  of  concentrated  hydrochloric  acid  (sp.  gr. 
1*16).  Sulphates,  phosphates,  iodides,  bromides,  iron,  nickel,  cobalt,  zinc,  man- 
ganese,  molybdenum,  tungsten,  titanium,  uranium,  aluminium,  lead,  chromium, 
and  bismuth  do  not  interfere  with  the  results  unless  their  colour  is  sufficient  to 
mask  the  colour  of  the  indicator — starch  blue.  Arsenic  spoils  the  result. 
According  to  Sanchez,  the  presence  of  antimonious  chloride,  SbClg,  does  no  harm. 
If  copper  be  present,  the  iodine  must  be  added  slowly,  and  the  solution  briskly 
agitated,  otherwise  the  results  will  be  too  high.  When  copper  is  present,  one- 
third  the  volume  of  hydrochloric  acid  should  be  present,  instead  of  one-fifth. 

Red^Lction  of  the  Stannic  to  Stannous  Chloride. — The  hydrochloric  acid  solu- 
tion containing  the  stannic  chloride  is  evaporated  to  about  50  c.c.  in  a  wide 
400-c.c  beaker.  A  piece  of  clean  iron  wire  ^  is  placed  in  the  solution  against 
the  side  of  the  beaker,  and  the  whole  covered  by  a  watch-glass.  The  solution 
is  warmed  to  80"  or  90**  on  a  sand  bath  or  quartz  plate.  In  about  half  an  hour 
the  arsenic,  antimony,  and  copper  will  be  precipitated,  and  the  stannic  chloride 
reduced  to  stannous  chloride.*'^  Cool  the  beaker  in  a  stream  of  water ;  wash  the 
clock-glass,  etc.,  rapidly  in  a  stream  of  cold,  recently  boiled  distilled  water.* 

The  I'itrafion. — Add  a  few  drops  of  starch  paste  (page  2§6)  to  the  solution, 
and  titrate  the  mixture  rapidly  with  a  standard  solution  of  iodine^  until  the 
blue  colour  of  the  starch  appears.  For  details  of  the  "iodine"  titration,  see 
page  353.  Ibbotson  and  Brearley's  test  analyses  with  the  powdered  "  antimony 
reduction  "  show  : — 

Tin  used  ....     0-1760        O'lOOO        0-0480        0-0200        O'OOSO    grm. 
Tin  found  .         .     01752        0*0997        0-0490        0  0201        0-0088    gnu. 

Rawlins  obtained  a  maximum  error  of  O'lO  per  cent,  by  the  process.  In  all 
volumetric  processes  for  tin,  there  is  a  tendency  to  low  results  owing  to  the 
rapidity  with  which  the  reduced  tin  salt  is  oxidised.^ 

§  146.  Henz  and  Classen's  Electroljrtic  Process  for  Tin. 

Tin  is  readily  deposited  from  solutions  of  ammonium  oxalate  in  the  presence 
of  an  excess  of  oxalic  acid.**  If  ammonium  oxalate  be  used  alone,  it  is  converted 
during  the  electrolysis  into  ammonium  carbonate.     The  electrolyte  then  smells 


*  C.  and  J.  J.  Beringer  {A  Texlbook  of  Assaying^  London,  288,  1906)  recommend  inserting  a 
piece  of  nickel  foil  20  cm.  long  and  5  cm.  wide  coiled  on  itself  to  form  a  cylinder  into  boiling  solu- 
tion for  the  rednction.  F.  Ibbotson  and  H.  Brearley  {Chein.  KeicSf  84. 167, 1901)  prefer  reaucing 
the  stannic  chloride  to  the  stannous  condition  by  boiling  the  solution  with  jiowdered  antimony. 
Cool  in  an  atmoaiihcre  of  CO.2  (fig.  127,  jiage  298),  and  titrate  without  removing  the  excess  of 
antimony.  J.  A.  Sanchez  {Bull,  Soc,  Chim.  (4),  7.  890,  1910)  reduces  with  aluminium  wir<3 
added  in  small  portions  until  all  is  dissolved.     D.  B.  Dott,  Pharm.  Joum.  (4),  27.  486,  1908. 

2  The  assum])tion  is  justified  in  practice,  although  there  is  no  convenient  test 
'  The  black  precipitate— antimony,  arsenic,  and  copper  if  present— does  not  interfere  with 
the  result.  Antimony  precipitated  by  iron  does  very  slowly  reduce  stannic  chloride,  and  there- 
fore the  "starch  blue"  obtained  in  the  titration  is  not  quite  permanent  Antimony  which  has 
been  fused,  cooled,  and  ground  in  an  agate  mortar  has  a  scarcely  perceptible  reducing  action  in 
the  cold,  although  it  very  quickly  reduces  a  boiling  solution.  Hence  Ibbotson  and  Brearley*s 
process  of  reduction  indicated  in  a  i)recedi!ig  footnote.  When  the  solution  has  coolwi  in  an 
atmosphere  of  CO2,  there  is  no  need  to  remove  the  excess  of  antimony  for  the  titration. 

*  Page  288.  About  21  32  grms.  of  iodine  and  46  grms.  of  potassium  iodide  are  made  up 
to  a  litre.  One  c.c.  of  this  solution  will  represent  nearly  0*01  grm.  of  tin.  The  solution  should, 
however,  be  standardised  against  a  known  weight  of  tin. 

"  E.  A.  Lewis,  London  Min.  Joum.,  606,  1911. 

"  F.  Henz,  Zeit.  ajwrg.  Chejn.,  37.  31,  1903;   A.  Fischer,  tb.,  42.  363,  1904;    J.  M.  M. 
Dormaar,   i6.,  53.  849,  1907;    A.  Classen  and  0.   Bauer,  Ber.,  16.  1061,  1888;    A.  Classen 
and  M.  A.  von  Reis,  ib.,  lA.  1622,  1881  ;   A.  Classen,  i6.,  17.  2467,  1884  ;  18.  1110,  1885  •  27 
2060,  1894  ;  M.  Heidenreich,  ib,,  28.  1586,  1895 ;  C.  Engels,  ZeU.  EUctrochevu,  2.  418,  1896* 
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of  atnmonia,  and  stannic  acid  maj  separate,  particularly  if  much  tin  be  present. 
The  stannic  acid  is  dissolved  by  an  excess  of  oxalic  acid.  Hence  the  electro- 
lyte must  always  be  kept  acid  by  the  addition  of,  say,  oxalic  acid. 

The  Electrolyte, — In  gravimetric  analysis  the  tin  is  obtained  as  sulphide,  and 
it  is  usually  dissolved  in  sodium  sulphide.  To  convert  this  solution  into  acid 
oxalate,  acidify  the  solution  with  dilute  acetic  acid.  Dissolve  equal  parts  of 
ammonium  oxalate  and  oxalic  acid  in  hot  water,  so  that  the  total  amount  of 
oxalate  and  oxalic  acid  per  0*1  grm.  of  tin  amounts  to  3*5  grms.  Heat  the 
solutions  to  boiling  and  pour  the  oxalate  solution  into  the  tin  solution.  The 
resulting  solution  may  be  slightly  turbid  owing  to  the  separation  of  some  sulphur, 
but  it  forms  an  excellent  electrolyte  for  the  deposition  of  tin. 

The  Electrolyns, — Use  a  current  density  of  about  0*2  to  0*3  amp.,  and  an 
E.M.F.  of  2  to  3  volts.  In  about  six  hours  most  of  the  tin  will  have  deposited. 
Add  8  c.c.  of  sulphuric  acid  (1:1)  (or  add  more  oxalic  acid),  and  continue  the 
electrolysis  for  another  twenty-four  hours.  All  the  tin  will  then  probably  be 
precipitated.^  En  gels  says  that  the  electrolysis  can  be  shortened  by  the  addition 
of  hydroxylamine  sulphate  to  the  electrolyte  (see  page  261). 

Results. — The  tin  is  precipitated  as  a  compact  shining  silver-white  metal.  It 
is  washed,  dried,  and  weighed  in  the  usual  manner.  In  illustration  of  the  results, 
Henz  gives  the  subjoined  numbers : — 

Table  XLIX, — Test  Analyses  tvith  the  Electrolytic  Process  for  Tin. 


1 

Used    ,     Current 
Sn.     i     density. 

Gnn.     1       Amp. 

Ammonium 
oxalate. 

Grms. 

Sulphuric 
acid  added. 

Total 

duration 

of  the 

electrolysis. 

Hrs. 

Found 
Sn. 

Grm. 

Erroi 

■ 
• 

After 
hours. 

c.c 

Grm. 

1 

Per 
cent. 

0-1017     0-75-1-00 
0-1017     0-48-0 -05 
0-2555     0-85-0-24 
0-2556     0-88-0-20 
0-2566     0-80-0  10 
0-2566     0-38-0-20 
0-1017     0-16-010 

15 
16 
15 
15 
15 
30 
15 

5i 
8 

7 
8 

74 

8 

6 

10 
10 
10 
10 
10 
5 

2 

28 
27 
24 
24 
28 
22 
21 

0-1086 

0-1021 

0-2555, 

0-2648 

0'2550 

0-2551 

0-1016 

+  0-0019 
+  0-0004 
0-0000 
-0-0007 
-0-0005 
-0  0004 
-0-0001 

1-7 
0-4 
0-0 
0-8 
0-2 
0-2 
0-1 

This  table  shows  that  the  proportions  indicated  above  are  likely  to  give 
satisfactory  results.     The  time  factor  is  a  rather  serious  objection. 

Removal  of  Tin  from  the  Electrode. — There  is  a  difficulty  in  removing  tin  from 
the  cathode,  since  the  metal  does  not  readily  dissolve  in  acids — even  boiling 
hydrochloric  acid  dissolves  the  metal  very  slowly.  Nitric  acid  forms  a  coating 
of  stannic  oxide,  which  must  be  frequently  removed  in  order  to  expose  a  fresh 
surface  of  the  metal  to  attack.  Classen  recommends  warming  the  deposit  with 
a  mixture  of  2  grms.  of  tartaric  acid,  8  c.c.  of  water,  and  2  c.c.  of  concentrated 


A.  Scheen,  ift.,  14.  257,  1908  ;  F.  Fbrster  and  J.  Wolf,  id.,  13.  205,  1907  ;  H.  J.  S.  Sand,  ih., 
13.  827,  1907  ;  H.  Ost,  Zeit.  angew.  Chem.,  10.  325,  1897  ;  14.  817,  1901  ;  A.  Hollard,  Bull. 
Soe.  Chim.  (3),  29.  262,  1908  ;  A.  Inhelder,  Beilrag  zur  Trennung  des  Anlimons  und  Zinns  und 
zur  Analyse  von  Lagermetallent  ZUrich,  1911  ;  A.  H.  Cushman  and  E.  B.  Wettengel,  Journ. 
Ind.  JSng.  Chern.,  5.  217,  1918. 

*  To  make  sure,  withdraw  about  1  c.c.  by  means  of  a  pipette ;  acidify  the  solution  with 
sulphuric  acid,  add  "H.jS  water,"  and  warm  gently.  If  yellow  or  brown  stannous  or  stannic 
sulphides  separate,  the  electrolysis  is  not  completed.  Do  not  confuse  free  sulphur  with  tin 
sulphide. 
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nitric  acid ;  or  fusion  with  potassium  bisulphate.  Some  recommend  coating  the 
cathode  with  a  film  of  copper  of  silver  before  precipitating  the  tin  in  order  to 
prevent  the  platinum  being  seriously  attacked  during  the  subsequent  removal  of 
the  deposited  tin.  Another  plan  is  to  make  the  dish  the  anode  and  electrolyse  a 
solution  of  dilute  sulphuric  acid  with  a  piece  of  copper  wire  as  cathode. 

§  147.  The  Eyaluation  of  Commercial  Compounds  containing^  Tin. 

Tin  Oxide, — The  amount  of  tin  oxide  can  be  determined  by  reducing  the 
sample  to  metal  in  a  current  of  hydrogen  or  coal  gas  (page  268),  and  dissolving 
the  metal  in  hydrochloric  acid.  The  solution  may  be  titrated  for  tin  as  indicated 
above.  The  metal  may  also  be  obtained  by  reduction  with  potassium  cyanide 
(page  269).  The  button  of  metal  should  be  specially  analyst  for  tin,  since  it 
may  be  contaminated  with  other  metals. 

Tin  Ash  {Calcine), — Here,  tin  and  lead  are  to  be  separated.  The  hydro- 
chloric acid  solution  is  treated  with  an  excess  of  sodium  hydroxide,  and  saturated 
with  hydrogen  sulphide.  Lead  is  precipitated ;  tin  remains  in  solution.  The  tin 
solution  may  be  treated  as  indicated,  pages  307-309  ;  the  lead  sulphide  as  on 
page  320.1 

Sodium  Stannate. — Commercial  sodium  stannate  may  contain  relatively  large 
quantities  of  sodium  arsenate.^  The  analyst  may  thus  have  to  determine  both 
the  tin  and  the  arsenic.  The  arsenic  may  be  precipitated  by  placing  best  piano 
wire  in  the  solution  acidified  with  hydrochloric  acid,  as  in  the  case  of  antimony 
by  Tookey's  process.  The  tin  can  be  determined  in  the  filtrate.  The  sodium 
can  be  determined  as  chloride  by  applying  part  of  the  process  (page  224). 


^  For  the  solubility  of  lead  sulphate  in  8tannou.s  chloride,  see  M.  de  Jong,  Zeit,  anal.  Ckem., 
41.  596,  1901  ;  A.  van  Raalte,  ib.,  43.  36,  1903. 

'  K  Haeflely  {Phil.  Mag.  (4),  10.  220,  1855)  adds  a  known  excess  of  arsenic,  boils  with  an 
excess  of  nitric  acid,  weighs  the  tin  as  tin  arsenate — 2Sn03.  As^Oq— and  determines  the  excess 
of  arsenic  in  the  filtrate.  See  T.  Goldschniidt,  Dingier' s  Joum,^  162.  77,  1861  ;  A.  Schenrer- 
Kestner,  Bep,  Chim.  App.,  4.  221,  1862 ;  P.  T.  Austen,  Amer,  Chenu  Joum.,  5.  210,  1888. 
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THE  DETERMINATION  OF  LEAD. 


§  148.  The  Properties  of  Lead  Sulphate. 

Lead  is  perhaps  most  frequently  separated  and  weighed  as  sulphate.  Lead 
sulphate  is  a  heavy  white  powder  sparingly  soluble  in  water :  100  c.c.  of  water 
dissolve  nearly  0*0038  grm.  lead  sulphate.^  The  solubility  is  decreased  in  the 
presence  of  small  quantities  of  sulphuric  acid,  and  increased  in  more  concentrated 
solutions,  as  well  as  in  solutions  of  hydrochloric  and  nitric  acids.  This  is 
illustrated  by  the  following  table: — * 

Table  L, — Solubility  of  Lead  Sulphate  in  Mineral  Acids, 


Sulphuric  acid. 


Grm.  PbS04 

per  100 

grms.  sol. 


0  003 
0-011 
0-039 


Approximate 

normality 

of  acid. 


27 
81 
36 


Hydrochloric  acid. 


Grm.  PbS04 

per  100 

grms.  sol. 


0-33 
0-69 
0-78 


Approximate 

normality 

of  acid. 


3 

5 

10 


Nitric  acid. 


Grm.  PbS04  j  Approximate 
per  100      '    normality 
grms.  sol.    '      of  acid. 


0-14 

2 

0-35 

3 

0-95 

5 

The  effect  of  sulphuric  acid  in  reducing  the  solubility  of  lead  sulphate 
is  illustrated  by  the  graph,  fig.  129.  It  is  generally  supposed  that  lead 
sulphate  is  best  precipitated  from  a  liquid  approximately  N-HgSO^,  and  the 
precipitate  is  best  washed  with  an  acid  of  the  same  strength.  The  solu- 
bility of  lead  sulphate  is  also  reduced  in  the  presence  of  alcohol.  Hence,  many 
prefer  to  dilute  the  liquid  with  two  or  three  times  its  volume  of  alcohol  or 
methylated  spirit,  and  wash  with  a  dilute  alcoholic  solution  of  sulphuric  acid 
containing  10  per  cent,  of  alcohol  and  1  per  cent,  of  sulphuric  acid,  in  order  to 
reduce  the  loss  of  lead  sulphate  to  a  minimum.  There  is  little  difference  in  the 
actual   results   with  the    alcohol    and   the  dilute    sulphuric    acid   treatments 


356 

G.  p.  ivoawBii,  L//ec7rt.  xrvwSf  xx.  uu,  jloou  }  m.   ntuasiier,  ueoer  aie  LtOsitcnfceit  einiger 

hindungen  in  IVasser,  Berlin,  1903. 

«  G.  P.  Rodwell,  Journ.  Chem.  Soc.,  15.  59,  1862  ;  C.  S.  Sellack,  Pogg,  Ann.  133.  137  1868 
ZeU.  anal,  Chem.,  9.  464,  1870;  H.  Strove,  i6.,  9.  84,  1870;  W.  Stiidel,  ib.,  2:  I80'  1863 
0.  Stammer,  JHngftr's  Journ,,  165.  209, 1862  ;  Chem.  Ztg.,  6.  63, 1884  ;  J.  Sehnal,  Compt  Rend 
148.  1894,  1909  ;  K.  Beck  and  P.  Stegraiiller,  Arb.  Kais.  Oesund.  Aint.,  34.  446,  1910? 
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but  the  use  of  alcohol  is  apt  to  give  high  resulU,  because  very  few  sulphates  are 
readily  soluble  in  alcohol.  According  to  Sehoal,  lead  sulphate  is  "absolutely 
insoluble  in  water  eontainiog  one  part  of  H^SO^  per  1000  c.c,"  If  "absolutely" 
here  means  that  "  the  amount  of  soluble  lead  sulphate  cannot  be  determined  by 
ordinary  analytical  methods,"  I  quite  agree. 

The  solubility  of  lead  sulphate  is  increased  in  the  presence  of  alkaline 
chloridos  and  many  other  salts ;  and  it  is  fairly  soluble  in  ammonium  acetate,' 
tartrate,  citrate,  chloride,  nitrate,  etc,  and  in  sodium  thiosidphate,  sodium 
acetate,  caustic  alkalies,  etc.^    In  illustration,  the  following  table  represents  the 


Ftn.  129.  — Effect  ofaulpharic  acid  on  theBolnbilit;  of  lead  sulphfttf. 

solubility  of  lead  sulphate  in  ammonium  acetate  {Noyes  and  Whitcomb)  and  i: 
sodium  acetate  (Dunnington  and  Long).     The  solubility  is  increased  by  raisini 

the  temperature. 

Table  LI. — Solubility  of  Lead  Sulphate  in  ATnntimium  and  Sodium  Acelalet. 

AmmoniuiD  »cet«U. 


0-0041  0-000 

0'063S  I        0798 

O'lSS  l'G9fl 

0-302  I       3-192 


>  H.  C.  DibbitB,  BulL  Soc.  Chim.  (2),  ao.  258,  1873 ;  F.  P.  Dunnington  and  J.  C.  Long. 
Amer.  Chem.  Jounr.,  22.  217,  1899;  E.  Lenss«n,  Joum.  pralcl.  Chem.  (1),  85.  89,  1862; 
J.  Liiwenthal,  iJ.  (1),  60.  267,  1863. 

'  L.  Kahlenberg,  Ztil.  pkys.  Chem.,  17.  67?,  18B6  ;  C&tm.  ffeun,  I.  163,  1880  ;  J.  Lbvfo, 
Joum.  prakt.  Chrm.  (1),  74.  Hi,  1858 ;  A.  A.  Noyss  and  W,  H.  Whitcomb,  Jmiim.  Amer. 
Chem.  Soe.,  tj.  7*7,  1905. 
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It  is  therefore  necessary  to  precipitate  lead  sulphate  from  solutions  as  free 
as  possible  from  ammonium  salts,  alkaline  chlorides,  nitric  and  hydrochloric 
acids,  etc.  If  potassium  salts  be  present,  Levol  ^  has  pointed  out  that  there  is 
a  danger  of  precipitating  potassium  sulphate  with  the  lead  sulphate  in  the  form 
of  a  double  lead  and  potassium  sulphate — E2Pb(SO^)2.  There  is  not  the  same 
risk  with  sodium  sulphate. 

The  solubility  of  lead  sulphate  in  sodium  thiosulphate  and  ammonium 
acetate  solutions  is  frequently  employed  in  separating  lead  sulphate  from 
barium  sulphate.  The  latter  is  supposed  to  be  insoluble  in  ammonium  acetate 
and  sodium  thiosulphate.  When  the  latter  is  used,  the  temperature  must  be 
kept  below  68**,  or  an  insoluble  lead  sulphite  may  be  formed.  If  basic  iron 
sulphate  ^  or  barium  sulphate  ^  be  precipitated  with  the  lead  sulphate,  there  is 
a  difficulty  in  dissolving  the  last  traces  of  the  lead  sulphate  in  ammonium 
2%cetate,  thus  leading  to  low  results.  With  ammonium  acetate,  there  is  a  small 
error  owing  to  the  slight  solubility  of  barium  sulphate  in  this  menstruum. 
Kemot,^  for  example,  finds  that  at  25*",  0*133  grm.  of  barium  sulphate 
dissolves  in  a  litre  of  a  solution  of  ammonium  acetate  containing  300  grms.  of 
the  salt.  Solutions  of  carbonates,  but  not  bicarbonates,^  convert  lead  sulphate 
at  ordinary  temperatures  into  lead  carbonate,  which  is  soluble  in  dilute  nitric 
acid,  and  this  reaction  is  also  sometimes  used  for  separating  lead  sulphate  from 
barium  sulphate  (see  page  515),  which  does  not  react  with  carbonates  in  the 
same  way. 

Lead  sulphate  is  practically  unaltered  when  exposed  to  the  air,  and  also 
when  ignited  at  a  low  red  heat.  It  fuses  at  848*  without  decomposition,  provided 
reducing  agents  be  absent.^  If  heated  for  a  long  time,  there  may  be  an  appre- 
ciable loss  by  volatilisation.^  Thus,  1  '4082  grms.,  when  heated  in  a  porcelain 
tube  in  a  current  of  carbon  dioxide,  lost  in  weight,  according  to  Williams,  0*134 
per  cent,  either  by  volatilisation  or  partial  decomposition. 

§  149.  The  Determination  of  Lead  as  Sulphate. 

The  solution,  if  dilute,  is  concentrated  by  evaporation,  and  if  hydrochloric 
or  nitric  acids  be  present,  the  solution  is  evaporated  with  about  1  c.c.  of  sul- 
phuric acid®  (1-1)  until  copious  fumes  of  sulphuric  acid  are  evolved.  This 
drives  off  the  nitric  and  hydrochloric  acids,  which  interfere  with  the  subsequeut 
precipitation  of  the  lead  sulphate.  Cool  the  solution.  Add  water  until  the 
volume  of  the  liquid  is  about  50  c.c.  and  the  solution  contains  between 
1  and  2  per  cent,  of  HgSO^ — about  ^N-H^SO^.  Filter  the  solution  through 
filter  paper,  or  through  a  Gooch's  crucible  packed  with  asbestos,  or,  better 
still,  through  a  Munroe's  crucible,^  since  there  is  a  risk  of  the  acid  attacking 


1  A.  Levol,  iJ^.  Chim.  App.,  d.  21,  1862;  Chem,  News,  5.  144,  1862;  J.  J.  Fox,  Proe. 
Chem,  Soc,,  23.  199,  1907 ;  Joum.  Chem.  Soc,  95.  878,  1909 ;  F.  G.  Belton,  Che^n,  News,  91. 
191.  1906, 

*  J  H.  Walton  and  H.  A.  Scholz,  Amer.  Chem,  Joum,,  39.  771,  1908;  Cheni.  Neics,  98. 
61,  76,  1908. 

»  J.  C.  Bull,  School  Mines  Qiuirt,,  23.  348,  1903  ;  Chem.  News.  87.  40,  52,  66,  1903. 

*  O.  Kernot,  Rend,  Acad,  Sci.  Napoli  (3),  15.  155,  1909. 

*  H.  Rose,  Pogg,  Ann.,  95.  426,  1855. 

*  0.  L.  Enimann,  Joum.  prakt,  Chem.  (1),  62.  381,  1854. 

'  C.  P.  Williams,  Chem,  News,  2^  236,  1871;  A.  Mitscherlich,  Joum.  prakt,  Chem.  (1), 
83.  485,  1861  ;  J.  Boussingault,  Compt.  Rend.,  64.  1159,  1867. 

^  Be  careful  in  adding  concentrated  acid  to  dilute  solutions,  or  some  liquid  may  be  lost  by 
spurtinff. 

*  Filter  pai)er  can  be  used  to  collect  the  lead  sulphate.  In  that  case,  dry  the  washed  i)re- 
cipitate  ;  separate  the  precipitate  from  the  jiaper  on  a  watch-glass  ;  burn  the  paper  in  a  weigned 
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asbestos.  Wash  the  precipitate  with  dilute  sulphuric  acid  (|N-  to  N-HjSO^),^ 
and  finally  with  alcohol,  until  the  washings  are  free  from  sulphuric  acid.^  Dry 
the  precipitate  at  100*.  Ignite  the  precipitate  over  the  full  flame  of  a  Maker's 
burner,*  and,  when  cold,  weigh  the  ignited  precipitate  as  lead  sulphate — PbSO^. 
The  weight  of  the  lead  sulphate  multiplied  by  0*7359  represents  the  correspond- 
ing amount  of  lead  oxide — PbO — or  use  Table  XCIII.,  or  6g.  23.  The  results 
are  usually  excellent.'* 

§  150.  The  Separation  of  Lead  from  Bismuth,  Copper,  and 

Cadmium. 

The  process  just  indicated  gives  excellent  separations  of  lead  from  copper, 
cadmium,  zinc,  etc.  We  therefore  take  up  the  problem  left  on  page  276 :  the 
separation  of  the  constituents  of  the  residue  left  on  treatment  of  the  hydrogen 
sulphide  precipitate  with  sodium  monosulphide.  The  residue  is  dissolved  in 
concentrated  hydrochloric  acid.     There  are  two  cases : — 

(1)  Bismuth  absent, — This  is  nearly  always  the  case  in  the  analysis  of  pottery 
colours  and  glazes.  The  solution  is  evaporated  on  a  water  bath  along  with  a 
little  sulphuric  acid.  The  evaporation  is  completed  on  a  hot  plate,  or  over  a 
ring  burner,  until  the  sulphuric  acid  begins  to  fume.  The  object  is  to  drive  off 
the  hydrochloric  acid,  which  leads  to  an  imperfect  precipitation  of  the  lead  sul- 
phate. The  lead  sulphate  is  determined  by  diluting  the  solution  as  indicated 
for  lead  sulphate  (page  317). 

(2)  Bismuth  present. — The  solution  should  contain  just  enough  hydrochloric 
acid  to  prevent  the  precipitation  of  basic  bismuth  salts  when  the  solution  is 
diluted.  The  right  amount  of  hydrochloric  acid  is  determined  ^  as  follows : — 
Evaporate  the  solution  on  a  water  bath,  and  put  a  drop  of  the  evaporating 
solution  on  a  watch-glass  with  a  drop  of  water.  If  no  precipitate  forms,  too 
much  hydrochloric  acid  may  be  present.  Continue  the  evaporation.  If  a  white 
precipitate  forms,  the  evaporation  has  gone  too  far  and  hydrochloric  acid  is 
added,  a  few  drops  at  a  time,  until  no  precipitate  of  basic  bismuth  salt  forms, 
when  a  drop  of  the  solution  is  diluted  with  water.  The  lead  is  then  precipitated  as 
lead  sulphate,  and  the  bismuth  separated  from  the  copper  and  the  cadmium  by 
Jannasch's  process  (page  348).  If  no  bismuth  be  present,  proceed  to  copper 
(page  350).  The  process  just  indicated  for  the  separation  of  lead  from 
bismuth,  copper,  and  cadmium  requires  great  care  and  some  practice  before  good 
results  can  be  ensured.  Some  might  prefer  to  employ  Lowe's  process  for  the 
separation  of  bismuth  from  copper,  cadmium,  and  lead,  and  afterwards  separate 
the  lead  from  the  copper  and  cadmium  in  the  form  of  lead  sulphate.  The  separa- 
tion of  bismuth  is  discussed  on  page  347  e^  seq. 

crucible  ;  moisten  the  ash  with  nitric  acid  ;  add  a  drop  of  sulphuric  acid  ;  evaporate  to  dryness 
on  a  low  flame.  Tmnsfer  the  i)recipitate  from  the  watch-glass  to  the  crucible,  and  ignite  over 
the  Maker's  burner  to  a  constant  weight. 

*  L.  L.  de  Koninck  {Bidl,  Soc.  Chim.  Belg.,  21. 141,  1907)  washes  the  precipitate  with  water 
containing  0*7  per  cent,  of  ammonium  suluhate. 

^  If  tlie  sulphuric  acid  be  not  wasliea  out,  particularly  from  filter  paper,  the  paper  may  be 
charred  as  the  acid  becomes  more  and  more  concentrated  during  the  drying  of  the  precipitate. 
With  the  Munroe's  crucible  there  is  not  so  much  need  for  the  alcohol  washing. 

*  Some  merely  dry  the  precipitate  at  110°  before  weighing. 

*  According  to  A.  G.  Blakeley  and  E.  M.  Chance  (Journ.  Soc.  Chem.  Ind.,  30.  618,  1911), 
in  the  ordinary  method  of  precipitating  lead  as  sulphatt',  the  presence  of  tin  and  antimony 
interfere  because  basic  salts  are  precipitated  with  the  lead  sulphate.  P.  H.  Walker  and 
H.  A.  Whitman,  Journ.  Ind.  Eng.  Chem.f  I.  519,  1909. 

•»  O.  Steen,  Zeit.  angew,  Chem.,  8.  630,  1895;  H.  Rose,  Fogg,  Ann.,  no.  432,  1860;  C. 
B'riedheira,  Leitfadenfilr  quantitative  chemische  Analyse,  Berlin,  300,  1905  ;  H.  Herzog,  Journ. 
Anal.  App.  Chem.,  I.  246,  1887;  Oiem.  News,  58.  129,  1888. 
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The  scheme  for  separating  the  constituents  of  the  precipitate  produced  by 
hydrogen  sulphide  may  now  be  conveniently  summarised  (mercury  absent) — 
solids  to  left,  solutions  to  right : — 

Digestion  with  sodium  sulphide 


I 
Dissolve  in  HCl  ;  add  H,S04 

I 

Lead 


Add  NH3  and  magnesia  mixture 


I 

Ammonia ;  HgOg 


I 
Arsenic 


HgS  ;  oxalic  acid 


I 
Bismuth 


AmmoD.  thiocyanate 


Antimony 


Metallic  zinc 


Copper 


Hydrogen  sulphide 


tL 


Reject 


I 
Cadmium 


Reject 


Any  step  can  be  omitted  if  the  qualitative  process  shows  the  corresponding 
element  is  absent.  The  scheme  for  dealing  with  the  next  group  is  given  on 
page  386. 

§  151.  The  Analysis  of  White  Lead. 

There  are  several  alternative  schemes  for  the  analysis  of  white  lead.^  The 
following  process  brings  out  the  information  required  from  the  chemical  analysis 
for  most  technical  operations : — 

Hygroscopic  Moisture, — Dry  a  weighing  bottle  in  a  steam  oven;   cool  in  a 
desiccator  and  weigh.     Transfer  about  10  grms    of  the  sample  to  the  weighing 
bottle,  and  weigh  again.     Dry  the  sample  in  the  steam  or  air  bath  at  from  100* 
to  105'  until  no  further  loss  in  weight  occurs — overnight  generally  suffices — 
when  further  heated.     The  loss  in  weight  represents  hygroscopic  moisture.^ 

Dissolution  of  the  White  Lead, — Transfer  a  gram  of  the  dried  sample  to  a 
100-c.c.  flask  and  boil  for  5  minutes  with  an  excess  of  dilute  acetic  acid.^  Filter 
through  a  6*5-cm.  filter  paper,  and  wash  once  with  hot  dilute  acetic  acid  and 
then  with  hot  water.  The  residue  may  contain  insoluble  sand  (silica),  silicates 
(clays),  lead  sulphate,  barium  carbonate,  calcium  sulphate,  and  possibly  alumina, 
magnesia,  and  free  lead. 

The  Soluble  Portion, — Heat  the  solution ;  add  1  c.c.  of  a  saturated  solution 
of  mercuric  chloride.*     Pass  hydrogen  sulphide  through'  the  boiling  liquid  for 


^  P.  Drawe,  Zeit.  angew,  Chem.,  13.  174,  1902 ;  A.  Coppalle,  Ann.  Chim.  Anal,  App.,  12. 
62,  1907;  G.  W.  Thompson,  Joum,  Soc.  Chem,  Ind,^  24.  487,  1905;  G.  Tissandier,  Chem, 
News,  23.  268,  1871  ;  A,  Neujean,  ih,,  22,  251,  1870 ;  A.  Adriani,  ib.,  4.  43,  1861. 

•  W.  A.  Davis  and  C.  A.  Klein  {Joum.  Soc.  Chem,  Ind,,  26.  848,  1907)  say  heat  has  no 
action  below  110°,  and  decomposition  begins  at  120"*.  L.  Joulin  (CJiem,  News,  27.  211,  1878) 
oonsiders  that  at  temperatures  over  50"*  there  is  no  security  against  partial  decomposition  and 
loss  of  carbon  dioxide.  At  150°  the  pressure  of  cerusite  was  below  80  mm.  ;  at  250°,  75 
mm.  ;  and  at  300°  decomposition  was  complete.  I  have  met  with  only  one  sample  of  white  lead 
which  showed  an  appreciable  decomposition  when  dried  in  the  steam  oven,  but  usually,  dr3ring 
in  the  steam  oven  is  quite  safe. 

'  Dilute  Acstic  Acid. — 10  c.c.  of  glacial  acetic  acid  with  25  c.c.  water.  Some  prefer  dilute 
nitric  acid  (1 : 5).  If  too  much  nitric  acid  be  present,  the  lead  sulphate  is  not  completely 
precipitated. 

^  When  very  small  amounts  of  lead  are  to  be  precipitated  as  sulphide,  E.  Murmanii 
{MtynaU,  Chem,,  19.  404,  1899  ;  M.  Antony  and  T.  Benelli,  Gaz,  Chim.  Ital.,  26,  i,  218,  1906) 
adds  mercuric  chloride  to  the  solution  before  passing  the  gas.  This  renders  the  precipitate 
easy  to  filter.     The  mercuric  sulphide  is  volatilised  on  roasting  the  precipitate. 
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about  half  an  hour.^  Let  the  precipitate  settle.  Filter.^  Wash  with  hot  water.^ 
The  precipitate  might  contain  zinc  and  lead  sulphides;  the  filtrate,  calcium, 
barium,  and  possibly  magnesium  salts.  Boil  the  filtrate  to  expel  the  hydrogen 
sulphide,  and  precipitate  the  barium  with  sulphuric  acid  (page  618)  and  filter. 
Calculate  the  corresponding  amount  of  barium  carbonate  by  multiplying  the 
weight  of  barium  sulphate  by  0*84555.  Precipitate  the  lime  as  oxalate 
(page  213),  and  calculate  the  corresponding  amount  of  calcium  carbonate  by 
multiplying  the  weight  of  calcium  oxide  by  1'7844.  Precipitate  the  magnesia 
as  phosphate  (page  218),  and  calculate  the  corresponding  amount  of  magnesium 
carbonate  by  multiplying  the  weight  of  the  magnesium  pyrophosphate  with 
the  factor  0*7576. 

The  precipitated  mixture  of  zinc  and  lead  sulphides  is  ignited  in  a  porcelain 
crucible  at  a  low  temperature,*  in  order  to  burn  off  the  filter  paper.  Brush 
the  residue  into  a  small  400-c.c.  beaker  and  wash  out  the  crucible  by  means 
of  dilute  nitric  acid  (1 : 5).  Add  about  1  c.c.  of  sulphuric  acid  (1:1);  evaporate 
until  copious  white  fumes  of  sulphuric  anhydride  come  off;  and  separate 
the  lead  sulphate  as  described  above.  Weigh  the  ignited  precipitate  of  lead 
sulphate  as  PbSO^.  The  weight  of  the  lead  sulphate,  multiplied  by  0*8526, 
represents  the  weight  of  normal  white  lead — 2PbC08 .  Pb(0H)2 — ^^  ^^®  given 
sample.  The  zinc  is  precipitated  from  the  cold  filtrate  as  zinc  ammonium 
phosphate  (page  366),  and  the  corresponding  amount  of  ZnO  or  ZnCOg  computed 
in  the  usual  manner. 

The  Iruoluble  Portion.- — Boil  the  residue  with  20  c.c.  dilute  hydrochloric 
acid  (1  :  1)  and  5  grms.  of  ammonium  chloride  for  5  minutes.  Dilute  to  400 
c.c.  Boil  5  minutes.  The  lead  and  calcium  sulphates  are  dissolved ;  barium 
sulphate,^  silica,  and  silicates  remain  undissolved.  Filter  and  wash  with  hot 
water.  The  lead  is  precipitated  from  the  filtrate  by  hydrogen  sulphide.^  The 
lead  sulphide  is  treated  as  described  above  and  reported  as  lead  sulphate. 
The  filtrate  is  treated  with  ammonia  "^  and  ammonium  oxalate  to  precipitate 
the  lime  as  calcium  oxalate  (page  213).  Report  as  calcium  sulphate.  The 
residue  (insoluble  in  ammonium  chloride  and  hydrochloric  acid),  containing 
the  barium   sulphate,   sand,   and  clay,    is  ignited  in  a  platinum  crucible  and 


^  Calcium  chloride  in  a  dilute  solution  of  lead  chloride  in  presence  of  hydrochloric  acid 
or  nitric  acid  may  give  no  precipitate  with  hydrogen  sulphide  owing  to  the  solubility  of  lead 
sulphide  in  presence  of  calcium  chloride  and  acid.  K.  H.  Mertens,  Fharm.  Centr.^  34.  273, 
1895  ;  H.  Hagerand  E.  Geissler,  ib.,  34.  273,  1885. 

*  A.  Gawalovski  {Zeit.  anal.  Cheni.,  26.  61,  1887)  suggests  saturating  the  margin  of  the 
filter  pa[»er  with  uaraffin  or  other  fat  (free  from  ash)  in  order  to  prevent  the  creeping  of  the 
precipitate  over  tne  edge  of  the  paper. 

'  F.  Moldenhauer  (C^7^.  Ztg.,  22,  256,  1898;  Chem.  News,  79.  182,  1899)  washes  first 
with  water  and  then  with  warm  ammonium  sulphide. 

*  For  the  alleged  volatilisation  of  lead  sulphide,  see  H.  Rose,  Pogg,  Aim.,  no.  134,  1860  ; 
G.  F.  Rodwell,  Joum,  Chem,  Soe.,  15.  43,  18tJ3  ;  A.  Souchay,  Zeit.  anal,  Chem,,  5.  63,  1886  ; 
A.  Classen,  Joum.  prakt.  Chem.  (1),  96.  257,  1865. 

"  It  must  be  remembered  that  heavy  spar  is  slightly  soluble  in  nitric  acid.  Hence,  the 
"insoluble"  heavy  spar  can  only  be  determined  approximately,  unless  the  solution  be 
evaporated  to  dryness,  and  the  residue  taken  up  with  water,  filtered,  washed,  and  calcined  at  a 
low  red  heat  Note  that  the  ' '  total  heavy  spar  "  dues  not  necessarily  repi'esent  the  amount  of 
heavy  spar  added  to  the  white  lead,  becauHe  the  heavy  spar  used  is  not  usually  pure  barium  sul- 
phate, but  contains,  say  :  90  per  cent.  BaS04  ;  2  i)er  cent.  CaO  ;  7  per  cent.  SiOj  ;  1  per  cent. 
Al^O]  and  FcgOj.  Since  different  solvents  may  dissolve  diiferent  amounts  of  the  heavy  s|)ar, 
it  is  easy  to  sec  how  different  "total  insolubles"  may  be  reported  by  different  analysts.  In 
exact  work  it  is  as  well  to  fuse  the  "  insoluble  "  with  sodium  carbonate  as  indicated  in  the  text. 

*  For  the  precipitation  of  lead  sulphide  from  hydrochloric  acid  solutions,  the  solution 
should  not  contain  more  than  3  or  4  c.c.  of  hydrochloric  acid  (sp.  gr.  1*12)  per  100  c.c.  of 
solution  in  the  cold. 

^  If  alumina  be  precipitated  when  ammonia  is  added,  filter,  wasli,  ignite,  weigh,  and  re|)ort 
as  alumina. 
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weighed.  Fuse  the  residue  with  ten  times  its  weight  of  sodium  carbonate. 
Extract  with  water;  filter;  and  wash.  Dissolve  the  precipitate  in  5  c.c.  of 
hydrochloric  acid ; .  boil ;  add  sulphuric  acid  to  .  precipitate  barium  sulphate 
(page  618) ;  weigh  the  precipitate ;  and  report  as  barium  sulphate.  Deduct 
this  weight  from  the  "insoluble,"  and  report  the  difference  as  "clay,  sand, 
and  insoluble  silicates." 

Collecting  these  results  together,  it  will  be  seen  that  we  have  followed  the 
subjoined  scheme : — 

I.  Soluble  in  dilute  acetic  acid.    Treat  with  HqS. 

A.  Soluble.     Add  sulphuric  acid. 

(a)  Soluble.     Add  ammonium  oxalate. 

1.  Soluble.     Add  microcosmic  salt. 

(i.)  Soluble.     Reject 

(ii )  Insoluble  Mg  salt MgCO,. 

2.  Insoluble  Ga  salt CaCO,. 

(5)  Insoluble  barium  sulphate BaOOs- 

B.  Insoluble.    Take  up  with  HNO,,  add  H^04. 

{a)  Soluble.     Add  microcosmic  salt. 

1.  Soluble.     Reject. 

2.  Insoluble  Zn  Salt ZnO. 

(6)  Insoluble  Pb  salt 2PbC08.Pb(OH)a. 

II.  Insoluble.     Digest  with  HCl  and  NH4CI. 

A.  Soluble.     Pass  H^S. 

(a)  Soluble.    Add  ammonium  oxalate. 

1.  Soluble.     Reject. 

2.  Insoluble  Ca  salt CaS04. 

(6)  Insoluble  Pb  salt PbS04. 

B.  Insoluble.     Weigh,  Aise  sod.  carb.,  etc. 

(a)  Soluble.    Add  HSSO4. 

1.  Soluble.     Reject. 

2.  Insoluble  Ba  salt BaS04. 

{b)  Insoluble.    Subtract  weight  of  II.  B.,  (a)  2,  from  II.  B.,    Insolubles. 

Carbon  dioxide  can  be  determined  as  indicated  on  page  553. 

Water  is  determined  as  indicated  on  page  561  or  574. 

Iron  is  determined  by  dissolving  5  grms.  of  the  original  sample  in  dilute 
nitric  acid.  Precipitate  the  lead  as  sulphate;  filter;  evaporate  to  dryness; 
dissolve  the  residue  in  I  c.c.  of  hydrochloric  acid  and  a  little  water ;  and  make 
the  solution  up  to  200  c.c.  Determine  the  iron  colorimetrically  ^  (p&g^  2^0) 
in  one  100  c.c. 

Copper  is  determined  colorimetrically  by  the  ammonia  process  (page  355) 
in  the  100  c.c.  remaining  after  the  iron  has  been  determined. 

Acetic  acid  is  determined  by  alternate  distillation  and  distillation  in  steam 
from  a  mixture  of  the  sample  with  phosphoric  acid.^  The  distillate  is  titrated 
with  ^N-NaOH  and  phenolphthalein  as  indicator  until  10  c.c.  of  the  distillate 
require  but  a  drop  of  the  alkaline  solution  to  redden  the  indicator. 

Soliible  salts  are  isolated  by  boiling  5-10  grms.  of  the  sample  with  100  c.c.  of 
water.  Filter  and  wash.  The  sulphates  are  often  determined  by  the  barium 
chloride  process  (page  618).  The  barium  sulphate  may  be  expressed  either  in 
terms  of  SO3,  or,  as  is  sometimes  done,  as  ZnSO^. 

Sulphur  dioxide  or  sulphites  are  sometimes  found  in  the  quick  process  white 
leads.  Mix  2  grms.  of  the  dried  sample  with  100  c.c.  of  recently  boiled  and 
cold  water  in  a  300-c.c,  Erlenmeyer's  flask ;  add  5  c.c.  of  concentrated  sulphuric 
acid.  Thoroughly  agitate  the  mass.  In  about  15  minutes,  titrate  the  mixture 
with  i^N-iodine  solution,  using  starch  as  indicator.  Continue  the  titration  until 
the  blue  colour  develops.     One  gram  of  iodine  represents  0*252  grm.  of  SO^. 


'  A.  Lecrenier,  Bull.  Soe.  Chim,  Selg,,  18.  404,  1904;  J.  A.  Schoeffer,  Joum,  Ind,  Eng, 

i«m.,  4.  669,  1912. 

'  jG.  W.  Thompson,  J<ywm,  Soe.  Chem.  Ind.,  24.  587,  1906. 

21 
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§  152.  The  Analysis  of  Red  Lead. 

Red  lead  is  usually  made  by  roasting  *'  pig  lead ''  until  oxidation  ceases.  The 
red  lead  may  contain  as  impurities  or  adulterants  heavy  spar,  lead  sulphate, 
silica,  ferric  oxide,  copper  oxide,  etc.  It  also  contains  metallic  lead,  and  various 
lead  oxides — PbO,  PbgOg,  PbgO^.  Silica  and  clay  may  be  derived  from  the  floor 
of  the  muffle  in  which  the  red  lead  was  roasted.  Owing  to  the  difference  in  the 
specific  gravity  of  heavy  spar  and  red  lead,  good  mixing  is  difficult,  and  an 
intimate  mixture  is  liable  to  segregate  when  travelling  in  casks.  Hence  samples 
drawn  from  different  parts  of  the  same  cask  may  give  different  results.  Care 
must  therefore  be  exercised  in  the  sampling. 

Dissolve,  say,  10  grms.  of  the  given  sample  in  dilute  nitric  acid  (sp.  gr.  1*40), 
or  in  acetic  acid.  The  dissolution  is  greatly  facilitated  by  the  addition  of  about 
2  c.c.  of  hydrogen  peroxide  (5  per  oent.)^  just  after  the  addition  of  the  nitric 
acid.  Heat  the  solution  for  about  an  hour  on  the  water  bath.  Filter  and  wash 
with  hot  water.  The  insoluble  residue  may  contain  clay,  silica,  and  heavy  spar 
— barium  sulphate.^  This  is  treated  as  indicated  for  white  lead  (page  320). 
The  clear  solution  is  evaporated  to  dryness  with  hydrochloric  acid  in  order  to 
make  the  silica  insoluble,  and  the  latter  filtered  off.  The  filtrate  from  the  silica 
is  treated  with  sulphuric  acid  in  the  usual  manner,  in  order  to  precipitate  the 
lead  as  sulphate.  Keep  the  amount  of  acid  as  low  as  possible — 3  c.c.  of  concen- 
trated sulphuric  acid  diluted  to  100  c.c.  per  10  grms.  of  red  lead  will  suffice. 
The  filtrate  from  the  lead  sulphate  is  treated  with  hydrogen  sulphide  to 
precipitate  the  ai*senic,  antimony,  copper,  etc.,  as  sulphides.  Separate  the 
arsenic  and  antimony  from  the  copper  by  means  of  sodium  mono-sulphide 
(page  277) ;  determine  the  copper  colorimetrically  (page  355).  If  no  arsenic 
or  antimony  be  present,  determine  the  copper  in  the  filtrate  from  the  lead. 
Iron,  zinc,  and  lime  can  be  determined,  if  present,  in  the  filtrate  from  the 
hydrogen  sulphide  precipitate  (page  276). 

•  Metallic  Lead. — Red  lead  and  litharge  frequently  contain  free  metallic  lead 
diffused  throughout  the  mass  in  fine  granules — maybe  up  to  3  per  cent.^  To 
determine  the  amount,  dissolve  a  known  weight  of  the  red  lead  in  dilute  acetic 
acid  at  40*  in  the  presence  of  hydrogen  peroxide.  Wash  the  residue  with  an 
acetic  acid  solution  of  ammonium  acetate,  and  then  with  water.  Dry  and  weigh 
the  residue.  If  other  impurities  be  present,  the  metallic  lead  can  generally  be 
separated  by  treatment  with  dilute  nitric  acid,  and  either  the  washed  residue 
dissolved,  dried,  and  weighed,  or  the  lead  determined  in  the  nitric  acid  solution 
in  the  usual  manner. 

Lead  Monoxide. — The  presence  of  lead  monoxide,  due  to  imperfect  oxidation, 


*  Hydrogen  peroxide  of  commerce  sometimes  contains  sulphuric  acid,  and  in  consequence 
ma^  precipitate  lead  sulphate.  Merck's  "perhydrol" — 30  }>er  cent,  hydrogen  peroxide — is 
satisfactory.  Cane  sugar,  oxalic  acid  (R.  Freseniua,  Anleitung  zur  qaantitativen  AncUyse^ 
Braunschweig,  2.  484,  1903),  lactic  acid  ^A.  Partheil,  Ch^m.  Ztg.,  31.  941,  1907),  methyl 
alcohol,  glycerol,  formaldehyde,  phenylliydrazine,  and  hydroxylamine  hydrochloride  have  also 
been  suggested  (E.  Pieszczek,  Pharm.  Ztg.^  52.  922, 1908  ;  F.  P.  Dunnington,  Zeit.  anal.  Ohmn., 
28.  338,  1889;  L.  Opificus,  i6.,  28.  345,  1889;  H.  Schlossberg,  16.,  41.  740,  1902),  but  the 
hydrogen  j)eroxide  will  be  difficult  to  beat. 

^  Barium  sulphate  is  not  a  common  impurity  of  normal  red  lead,  since  it  makes  the  lead 
incline  to  an  orange  tint.  The  heavy  spar  in  "tinted  red  leads"  may  vary  from  10  to  70  per 
cent.  Highly  adulterated  red  lead  has  been  stained  with  aniline  dyes  to  a  good  standard  colour 
(M.  Frehse,  Ann.  Chim.  Anal.  App.^  ii.  176,  1906).  The  dye  can  be  detected  by  the  tint 
acquired  by  digesting  the  red  lead  in  a  suitable  solvent.  Shake  20  c.c.  of  96  per  cent  alcohol 
with  2  grms.  of  the  sample,  heat  to  boiling,  and  let  settle.  Pour  off  the  alcohol  and  boil  with 
20  C.C.  of  water  ;  let  settle,  and  proceed  in  a  similar  way  with  ammonium  hydroxide.  If  any  of 
these  three  solvents  have  been  coloured,  the  red  lead  is  probably  coloured  with  an  organic  dye. 

3  G.  C.  Wittstein,  Dingler's  Joum.,  194.  84,  1869 ;  Chem.  NewSt  20.  249,  1869. 
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is  commoD.  Digest  the  dried  sample  with  a  neutral  saturated  solution  of  lead 
acetate  in  which  lead  monoxide  dissolves.  Filter  off  the  insoluble  red  lead  on  a 
weighed  Gooch's  crucible.     Wash,  and  dry  at  100**  to  constant  weight.^ 

Lead  Peroxide, — Digest,  say,  one  gram  of  dry  red  lead  in  a  porcelain  dish 
with  20-30  c.c.  of  dilute  nitric  acid  (1  : 5)  on  a  water  bath  for  a  few  minutes,^ 
when  insoluble  lead  dioxide^  and  soluble  lead  nitrate  are  formed.  The 
former  may  be  filtered  off,  washed,  dried  at  110',  and  weighed.  For  volumetric 
determination,  add  50  c.c.  of  ^N-oxalic  acid  and  heat  to  boiling.^  Titrate 
the  excess  of  oxalic  acid  in  the  hot  solution  without  filtering  by  means  of  a 
^N-potassium  permanganate  solution.  If  31  c.c.  of  permanganate  are  used,  the 
50  -  39  =  1 1  c.c.  of  ^N-oxalic  acid  are  used  for  the  reduction  of  the  gram  of 
red  lead.     From  the  equation 

PbOa  +  H2C2O4  =  PbO  +  HjO  +  2CO2 

it  follows  that  1000  c.c.  of  the  JN-oxalic  acid  represents  23-9  grms.  of  PbOj,  or 
1  C.C.. represents  0*0239  grm.  of  PbOj.  Hence  11  c.c.  of  oxalic  acid  correspond 
with  11  X  0-0239  =  0-2629  grm.  PbOg.  Hence,  one  gram  red  lead  has  0*2629  grm. 
PbOg,  or  26*29  per  cent.  PbOg.  The  lead  monoxide  may  be  determined  by 
calculating  the  PbOj  to  Pb^O^  and  subtracting  this  from  the  total  lead.^ 

In  the  gravimetric  determination  of  lead  peroxide,  the  sample  is  digested 
with  warm  dilute  nitric  acid  (1:5)  and  allowed  to  stand  in  a  cool  place  for  24 
hours.  Filter  through  a  Gooch's  crucible,  wash  with  hot  water,  dry  6  hours, 
between  105'  and  110',  and  weigh  as  PbOg.  Calculate  the  corresponding 
amount  of  PbgO^  by  multiplication  with  2*866.  The  difference  between  this 
weight  and  the  weight  of  the  original  sample  represents  litharge.  This  method 
is  quite  unreliable,  because  lead  sesquioxide — Pb203 — dissolves  in  the  nitric  acid 
and  is  in  consequence  reported  as  litharge.  The  PbOg  of  red  lead  containing 
sodium  nitrite  is  attacked  by  nitric  acid  more  than  if  the  nitrite  were  absent. 

1  Lead  sesqaiozide — PbgOs — is  scarcely  attacked  by  the  lead  acetate — E.  E.  Dunlap,  Joum. 
Amer,  Chem.  Soc.,  30.  611,  1908;  L.  Qpificius,  Chem,  Ztg.,  12.  477,  1898.  D.  Woodman 
{Jowrn,  Amer.  Chem,  Soc.,  19.  339,  1897),  using  this  process,  found  a  variation  of  41-92  per 
cent,  in  the  amount  of  red  lead,  and  from  8-59  per  cent,  of  lead  monoxide,  in  commercial  red 
leads  on  the  American  market.  J.  Lowe  {DingUr's  Joum.f  271.  472,  1889)  recommends  lead 
nitrate. 

3  F.  Lux,  Zeii,  anal.  Chem.,  19.  158,  1880  ;  E.  Rupp,  ib.,  42.  782,  1903 ;  Schlossberg,  ih., 
41.  735,  1902;  P.  Beck,  ib,,  47.  465,  1908;  H.  Fleck,  Ber,,2Q,  856,  1881;  W.  P.  Joshua, 
Analytische  Beilrage  zur  Brstimmung  von  Bleisuporoxyd  nehen  Blei  uns  Bleioxyd,  Zurich, 
1906;  A.  Chevala  and  H.  CoUe,  Oazz.  Chim.  Ilal,,  41.  ii.  551,  1911  ;  Zeit.  arud.  Chem.,  50. 
209,  1911  ;  J.  F.  Sacher,  Chem.  Ztg.,  35.  731,  1911. 

^  It  is  simply  Vkfaqon  de  parler  to  say  "the  PbOj  content  of  red  lead,"  since  this  statement 
does  not  imply  the  existence  of  PbOg  in  red  lead.  Red  lead  is  probably  not  a  mixture  of  Pb02 
and  2PbO.     See  J.  W.  Mellor,  Modem  Inorganic  Chemistry,  London,  795,  1912. 

*  Impurities  like  sand,  barium  sulphate,  lead  sulphate,  remain  undissolved. 

»  G.  Topf  {ZeU,  anal.  Chem.,  26.  296,  1887  ;  W.  Diehl,  Dingler*8  Joum.,  246.  196,1882) 
heats  the  red  lead  with  hydrochloric  acid  and  marble,  and  passes  the  chlorine  evolved  into  a 
standard  solution  of  potassium  iodide  (5  grms.  neutral  KI,  free  from  iodates)  in  100  c.c.  of  water 
contained  in  each  of  a  couple  of  Peligot's  tubes,  and  estimates  the  liberated  iodine  in  the  regular 
way,  p.  300.  V.  Farsoe,  Zeit.  anal,  Chem.,  46.  308,  1907.  After  the  action,  the  iodine 
solution  is  titrated  with  ]^N- sodium  arsenate.  In  a  sample  weighing  0 '3624  grm.,  10  c.c.  of 
the  ^N -sodium  arsenate  solution  were  needed.  Hence,  the  red  lead  contained  32*9  i)er  cent, 
of  PbO,.  C.  Marchese  {Oazz.  Chim.  Ital.,  37.  ii.  289,  1907)  has  examined  several  methods  of 
estimating  lead  peroxide  in  red  lead — H.  Forestier's  method  {Zeit.  angew,  Chem.,  zi.  176,  1898  ; 
AmuU,  Lab.  Chim,  JR.  Oabelle,  5.  ii.  486,  1906),  in  which  the  red  lead  is  heated  for  half  an 
hour  in  a  water  bath  with  10  cc  of  10  per  cent,  acetic  acid  solution,  and  20  c.c.  of  water. 
The  insoluble  residue  after  washing  represents  ''lead  peroxide  and  other  insoluble  matter.'' 
£.  Szterkher's  method  (Ann,  Chim,  Anal.  App.,  7.  214,  1902)  depends  on  the  insolubility  of 
lead  peroxide  in  dilute  nitric  acid— 2  cc.  of  acid  (sp.  gr.  1*18)  and  30  cc.  of  water— free  from 
nitrous  acid.  Forestier's  method  requires  a  longer  heating  or  stronger  acid  than  is  prescribed 
by  its  author.  Topfs  and  Szterkher  a  methods  are  considerod  best.  A.  Partheil  ( Ver.  Oes.  deiU, 
jfaturforsch.  Aertze,  159,  1907)  prefers  Topfs  process. 
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;  153.  The  Analysis  of  Lead  Chromates. 

I  aud  chrome  reds  are  lead  chromatea  or  baeic  lead 
r  less  lead  sulphate,  white  lead,  lead  oxide,  calcium 
carbonate,  calcium  sulphate,  zinc  oiido,  ferric 
oxide,  etc.,  along  with  soluble  salts  due 
to  imperfect  washing — potassium  sulphate, 
potassium  bichromate,  potaBsium  perman- 
ganate, etc.  A  chrome  yellow  may  be  con- 
sidered adulterated  if  it  contains  anything 
besides  insoluble  lead  chromates  and  lead 
compounds.  The  scheme  of  analysis  depends 
upon  the  information  desired.' 

liuolnbk  Matter. — Digest  I  grm.  of  the 
dry  powder  (lOO's  lawn)  in  boiling  concen- 
trated hydrochloric  acid,  adding  half  a  dozen 
drops  of  alcohol  to  the  boiling  liquid  one 
at  a  time.  This  accelerates  the  dissolution 
of  the  lead  chromates.  Lead  chloride  — 
PbClj — and  chromic  chloride^CrClj — are 
formed.  Evaporate  the  solution  to  dryness. 
Add  a  few  drops  of  hydrochloric  acid  and 
100  C.C.  of  hot  water.  Filter  the  hot  solu- 
tion (a  hot-water  fimnel,^  fig.  130,  is  here 
useful).  Wash  the  residue  with  hot  water,' 
ignite,  and  weigh.  The  result  is  sometimes 
reported  as  "insoluble  matter";  it  contains 
Fm.  130.— Hot  funnel.  barium  sulphate,  silica,  etc.     The  silica  can 

be  volatilised  by  treatment  with  hydrofluoric 
acid  and  sulphuric  acid  (page  169).  The  residue  is  then  reported  as  "barium 
sulphate,"  and  the  loss  in  weight  by  the  hydrofluoric  acid  treatment  is  reported 


'  E.  F.  Schenibel  and  F*  3,  Wood,  Journ.  Ind.  Bug.  Ckem..  2.  482,  1910 ;  P,  H,  Walker, 
Bull.  U.S.  Dcpt.  Agric.  ChtTO.,  109.  29,  1910  ;  U.  Lachaud  and  C.  Upierre,  Bail.  Soc.  Chim., 
(S),  6.  335,  1891  ;  IJomjit.  Rmd.,  no.  1035,  ISOO. 

'  Hot  Funnel.— There  are  nnmerous  tyjies  of  hot  funnel  very  uwful  fof  filtering  hot 
soIiiCione  which  have  a  tendency  to  crystallise  on  cooling.  In  filterinf;  astunted  salt  Baluttanx 
liable  to  ciystalliBe.  it  is  \iest  to  use  funuels  with  the  stem  cut  ofi',  e.g.,  OattermaDn's  funnel. 
A  good  temporary  hot-water  jacket  can  be  made  by  wraijping  a  piece  of  fleiible  copper,  lead, 
or  coiniKt"  gas  piping  spiFally  two  or  three  timee  round  the  funnel  and  blowing  aleam  throuEb 
the  spiral  by  connecting  the  pi)ie  with  a  tin  can  containing  boiling  water,  tig.  130  (A.  Horvath, 
Liebig's  Ann..  171,  135,  1874  ;  0.  von  Liebreich,  Chcm.  Zlg.  Reperl.,  11,  168,  1887  ;  Ztit.  anal. 
Chem..  27.  S37,  ISSS ;  24.  &82,  1385  1  V.  Bnidny,  ZtU.  Mikros.,  36.  41S,  1910).  Another 
Bimple  form  is  a  plain  sheet  zinc  or  copjier  bath  with  a  sheet  line  or  copper  funnel  soldered 
into  the  bath,  so  that  the  glass  funnel  lits  into  the  metal  funnel,  with  the  stem  of  the  glass 
funnel  helow  the  bath.  If  necessary,  the  bath  can  be  fitted  with  a  condenser  or  with  a  constant 
level  attachment.  In  Paul's  steamheated  funnel  <T.  Paul,  Ber.,  35.  2206,  1886)  the  steam  is 
blown  through  a  cop;>er  tube  bent  in  a  spiral  form  to  fit  the  fannel.  The  condensed  steam 
returns  to  the  boiler.     A  simple  method  ofheatiog  by  an  electric  current  is  also  available. 

'  If  lead  Bulphate  be  present,  it  must  now  be  washed  out  by  digesting  the  precipitate  with 
sodium  thiosulphate,  or  ammonmm  acetate,  or  ammoninm  chloride,  before  ignitiaii,  and 
precipitated  from  the  solution  by  treatment  with  hydrogen  sulphide  (page  276).  If  the  residue 
he  coloured,  repeat  the  digestion  with  ■  few  drope  of  hydrooblonc  acid.  Some  basic  lead 
chromates  may  be  present,  which  dissolve  very  slowly  in  acids  ;  in  that  case,  the  addition 
of  alcohol  or  hydrogen  peroxide  is  advisable  to  hasten  the  process  of  dissolution. 

*  There  are  objections  to  this  practice.  The  alumina  of  clay,  if  clay  be  present,  would  thut 
be  reported  an  barium  sulphate.  For  a  more  exact  method  of  treating  the  insoluble,  see  white 
lead,  i^ge  S20. 


THE   DETERMINATION   OF   LEAD.  325 

m 

Calcium  Sulphate, — Add  a  hot  solution  of  barium  chloride  to  the  boiling 
filtrate,  and  determine  the  sulphates  in  the  soluble  portion  as  barium  sulphate 
(page  322).  Calculate  the  corresponding  amount  of  calcium  sulphate  by 
multiplying  the  weight  of  the  barium  sulphate  by  0*5837. 

Zinc  Oxide  and  Calcittm  Carbonate. — Digest  a  gram  of  the  sample  with 
concentrated  acetic  acid,  boil,  dilute  to  100  c.c,  filter,  and  wash  with  dilute 
acetic  acid.  The  zinc  oxide,  the  calcium  salts,  and  some  lead  oxide  pass  into 
solution.  Precipitate  the  lead  and  zinc  by  means  of  hydrogen  sulphide,  filter, 
and  wash,  as  described  on  page  319.  Add  ammonia  to  the  filtrate  until  the 
solution  is  alkaline;  precipitate  the  lime  as  calcium  oxalate,  and  proceed  as 
described  on  page  213.  The  weight  of  the  calcium  oxide  so  obtained,  multiplied 
by  1  "7844,  represents  the  corresponding  amount  of  calcium  carbonate.  The  weight 
of  the  calcium  sulphate  obtained  in  the  preceding  determination,  multiplied  by 
0*7351,  gives  the  equivalent  amount  of  calcium  carbonate.  The  difference  in  the 
two  results  represents  the  amount  of  calcium  carbonate  in  the  given  sample. 

The  mixed  lead  and  zinc  sulphides  are  treated  as  described  on  page  320,  but 
the  lead  sulphate  is  rejected.  The  zinc  is  weighed  as  phosphate,  page  366, 
and  reported  as  zinc  oxide. 

Ferric  Oxide  and  Lead  Chromate, — Boil  1  grm.  of  the  powdered  sample 
with  about  10  grms.  of  potassium  hydroxide  and  100  c.c.  of  water,  filter,  and 
wash  with  hot  water.  The  alkaline  filtrate  containing  the  lead  chromate  in 
solution  is  acidulated  with  acetic  acid,  and  insoluble  lead  chromate  will  be 
precipitated.  This  is  collected  on  a  weighed  Gooch's  crucible,  washed  with 
water,  dried  at  110*,  and  weighed  as  lead  chromate — PbCrO^. 

The  filter  paper  contains  the  ferric  oxide,  barium  sulphate,  silica,  and  lead 
oxide.  Ignite  the  mixture  slowly  in  a  porcelain  crucible  so  as  to  prevent  the 
mass  sticking  to  the  sides  of  the  crucible.  Digest  the  residue  with  5  c.c.  of  hot 
concentrated  hydrochloric  acid,  and  transfer  the  mixture  to  a  beaker  with  50  c.c. 
of  water.  Filter  off^  the  insoluble  silica  and  barium  sulphate.  Nearly  neutralise 
the  filtrate  with  ammonia  and  precipitate  the  lead  as  lead  sulphide.  Wash  and 
reject  the  precipitate.  The  filtrate  is  boiled  to  expel  the  hydrogen  sulphide,  and 
treated  with  a  few  drops  of  nitric  acid  to  oxidise  the  iron.  The  iron  is  precipi- 
tated with  ammonia,  washed,  ignited,  and  weighed  as  ferric  oxide  (page  182). 

Total  Lead  Oxide, — One  gram  of  the  sample  is  digested  with  concentrated 
hydrochloric  acid,  evaporated  to  dryness,  and  the  mixture  treated  with  a  few 
drops  of  hydrochloric  acid  and  about  100  c.c.  of  hot  water.  Boil  the  solution 
until  it  has  a  clear  green  colour.  Add  5  to  10  grms.  of  sodium  acetate  to 
replace  the  free  hydrochloric  acid  by  acetic  acid.^  Add  5  c.c.  of  acetic  acid  and 
a,  gram  of  potassium  chromate.  Stir  the  solution  vigorously.  The  lead 
chromate  is  precipitated.  Filter  through  a  weighed  Gooch's  crucible,  wash  the 
precipitate  with  water,  dry  at  110*,  and  weigh  as  lead  chromate — PbCrO^.- 
The  difference  in  the  weight  of  the  lead  chromate  so  determined  and  that 
previously  obtained  is  multiplied  by  0*6903,  and  the  result  reported  as  lead  mon- 
oxide— PbO. 

White  Lead, — If  white  lead  be  present,  determine  the  amount  of  carbon  dioxide 
in  the  given  sample  (page  552  or  553),  and  deduct  the  carbon  dioxide  corre- 
sponding with  the  calcium  carbonate  previously  determined.    The  result,  multiplied 

'  If  iron  be  present,  the  solution  turns  reddish- brown. 

^  The  separation  of  lead  as  chromate  is  sometimes  advantageous  under  conditions  where  the 
sulphate,  sulphite,  or  molybdate  separations  would  be  less  convenient.  This,  for  instance,  is 
the  case  in  separating  small  quantities  of  lead  from  copper  and  zinc  in  acetic  acid  solutions, 
and  in  separating  lead  from  silver  in  ammoniacal  solutions.  If  bismuth  be  present,  some 
bismuth  chromate  will  be  precipitated  with  the  lead  chromate,  and  the  two  must  be  separated 
by  other  methods— W.  Diehl,  Chem,  Ind,,  6.  157,  1888. 
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by  17-62,  gives  the  corresponding  amount  of  white  lead — Pb(0H)2 .  2PbC03.  The 
amount  of  white  lead  is  multiplied  by  0*2877  to  get  the  corresponding  amount  of 
lead  oxide — PbO.     This  is  deducted  from  the  lead  oxide  previously  obtained. 

Soluble  Salts, — The  soluble  salts — acetates,  bichromates,  sulphates,  nitrates, 
etc. — present  are  generally  derived  from  imperfect  washing  in  the  manufacture  of 
the  chromate.  The  soluble  salts  are  determined  by  weighing,  say,  5  grms.  of  the 
dry  (109**)  impalpable  powder  on  to  an  asbestos  Gooch's  crucible  (dried  at  109'), 
and  washing  six  times  with  25  c.c.  of  cold  water.  Dry  the  contents  of  the 
crucible  at  109*  and  weigh.  The  loss  in  weight  represents  the  soluble  salts 
removed  by  the  water.  The  washings  may  be  examined,  if  desired,  and  the 
salts  just  named  specially  determined  qualitatively,  or  quantitatively.^ 

Remits, — Scherubel  and  Wood's  test  analysis  on  a  known  mixture  gave  the 
following  percentage  results : — 

FeaO,.      CaS04.        ZiiO.       CaCOj.       PbCr04.       PbO. 

4-76  476  9-62  476  67-14  954 

4-88  4-90  4-54  4*64  57-04  9*68 

These  results  must  be  considered  satisfactory  for  technical  work. 

Naples  Yellow. — In  evaluating  this  substance,  lead  and  antimony  are  to  be 
separated.  Determine  the  antimony  volumetrically  in  an  aliquot  portion  of  the 
solution  :  the  lead  may  be  determined  by  precipitation  as  sulphide  by  hydrogen 
sulphide  in  an  alkaline  solution,  hot,  if  necessary,  to  keep  the  lead  chloride  in 
solution.^ 

§  154.  The  Determination  of  Silver  in  Lead  Compounds  by  the 

Turbidity  Method. 

Silver  in  small  quantities  is  best  determined  by  cupellation.  The  amount 
present  in  red  lead,  white  lead,  etc.,  is  usually  too  small  to  be  determined 
satisfactorily  by  other  gravimetric  *  or  volumetric  processes.  Blunt  *  determines 
the  silver  by  the  following  turbidity  process : — Dissolve  10  grms.  of,  say,  red 
lead  in  50  c.c.  of  dilute  nitric  acid  (sp.  gr.  1-42,  1  vol.;  water  4  vols.)  quite 
free  from  chlorides.  Dilute  to  120  c.c. ;  filter;  wash  the  residue  with  a  little 
distilled  water;  make  the  solution  up  to  200  c.c. ;  pipette  100  c.c.  into  the  left 
test  glass  of  the  colorimeter.  The  other  100  c.c.  is  treated  with  a  drop  of 
concentrated  hydrochloric  acid  and  stirred.  The  lead  chloride  passes  into 
solution  and  the  silver  chloride  produces  a  white  turbidity.  Let  all  stand  an 
hour ;  and  filter  the  solution  into  the  right  test  glass  of  the  colorimeter  through 
a  small  5 "5 -cm.  filter  paper.  Wash  with  distilled  water.  Add  a  standard 
solution  of  silver  nitrate  ^  drop  by  drop  with  constant  stirring  until  the  turbidity 
in  both  vessels  appears  the  same.  The  volume  of  the  silver  nitrate  solution  used 
represents  the  amount  of  silver  in  the  given  solution.     See  page  654. 

§  155.  The  Determination  of  Silver  and  Gold  by  Cupellation. 

This  process  is  very  old,  and  an  enormous  number  of  determinations  of  gold 
and  silver  by  this  process  are  made  daily  in  assay  offices  in  different  parts  of  the 


*  In  this  case  probably  more  powder  will  be  needed. 

-  The  lead  rosy  also  be  precipitated  as  oxalate,  and  the  lead  oxalate  detennined  by  titration 
with  potassium  permanganate,  as  indicated  for  lime  (page  215). 
'  Precipitation  as  silver  chloride  or  iodide. 

*  T.  P.  Blunt,  CJiem,  News,  32.  3,  1875  ;  J.  Krutwig,  Ber.,  15.  807,  1264,  1882. 

*  Silver  Nitrate  Solution. — Dissolve  1 '575  grms.  silver  nitrate  in  water  and  make  the 
solution  up  to  a  litre.     1  c.c.  represents  O'OOl  grm.  of  silver — Ag. 
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world.  A  known  weight  of  the  lead  compound  is  reduced  to  the  metal.  The 
metal  is  then  heated  in  a  vessel,  called  a  cupel^  made  of  bone  ash,  or  some  other 
suitable  material,  whereby  the  lead  is  oxidised  and  absorbed  by  the  cupel ;  the 
silver  remains  behind  as  a  small  bead.  The  silver  will  be  alloyed  with  gold,  if 
gold  be  present. 

Roasting  and  Ftuion. — ^The  object  of  the  fusion  is  to  collect  the  silver  in  a 
button  of  metallic  lead — silver  alloy.  Intimately  mix  100-120  grms.  of  dry 
litharge,  red  lead  or  white  lead,  with  the  flux — sodium  bicarbonate  60  grms., 
argol  2  grms. — on  a  sheet  of  glazed  paper.  The  mixture  is  transferred  to  a  fire- 
clay crucible  so  as  to  fill  the  crucible  not  more  than  three-quarters  fuU,^  and 
the  whole  contents  covered  with  a  layer  of  finely  powdered  dry  borax  glass.  The 
lid  is  placed  on  the  crucible  and  the  whole  heated  gradually  to  prevent  breaking 
the  crucible  or  prevent  the  charge  from  blowing.  When  the  contents  of  the 
crucible  have  ceased  bubbling  and  all  is  in  a  state  of  quiet  fusion,  the  crucible 
is  removed  from  the  fire  and  gently  tapped,  sides  and  bottom,  in  order  to  assist 
the  molten  metal  inside  to  collect  on  the  bottom  of  the  crucible.  The  molten 
contents  of  the  crucible  are  usually  poured  into  conical  iron  moulds;  or  the 
crucible  may  be  allowed  to  cool,  and  then  broken.  The  slag  is  separated  from 
the  lead  button  by  hammering  the  button  on  an  anvil  into  a  cube  with  its 
comers  flattened.^  The  button  should  weigh  about  20  grms.  '  If  it  weighs  more, 
use  less  argol ;  if  less,  more  argol. 

Cupellation, — The  object  of  the  cupellation  is  to  remove  the  "  base  "  metals 
by  oxidation  and  absorption  in  the  cupel.  The  "  noble  "  metals — gold  and  silver 
— remain  on  the  cupel  bottom  after  the  operation  in  the  form  of  a  small  bead. 
Place  three  or  four  empty  cupels^  in  a  red-hot  muffle.*  In  about  10  minutes 
the  button  of  lead  is  placed  by  means  of  the  ''cupel  tongs"  in  the  centre  of  a 
hot  cupel  free  from  cracks.  Close  the  door  of  the  muffle.  The  lead  melts  (326")  ; 
a  black  scum  develops  on  its  surface.  This  disappears  in  a  few  minutes  (about 
676"),  and  the  molten  lead  has  a  bright  silvery  appearance.  The  door  of  the 
muffle  should  be  opened,  but  not  wide  enough  to  allow  cold  air  to  impinge 
directly  on  the  muffle.  Oxidation  now  sets  in  vigorously.  The  flakes  of 
oxide  which  form  on  the  surface  of  the  button  "slide"  down  the  convex  surface 
of  the  button  and  are  absorbed  by  the  cupel.  The  temperature  of  the  cupel 
should  not  exceed  TSO"* — a  temperature  below  the  melting  point  of  litharge 
(about  900'). 

The  most  common  mistake  at  this  stage  is  too  high  a  temperature.  If  the 
temperature  of  the  muffle  is  right,  '*  feathers  "  of  litharge  appear  on  the  side  of 
the  cupel  near  the  doors  and  on  the  upper  rim  of  the  cupel.  If  the  temperature 
is  too  low,  feathers  form  low  down  in  the  cupel.  If  the  muffle  be  not  hot  enough, 
put  a  lump  of  charcoal  in  front  of  the  muffle.  This  will  raise  the  temperature 
a  little. 

Sometimes  the  action  stops  during  cupellation  and  the  button  solidifies. 
This  is  called  "  freezing."  This  arises  when  the  lead  has  been  oxidising  more 
rapidly  than  the  lead  oxide  has  been  absorbed  by  the  cupel.  In  that  case  add 
more  lead  to  the  cupel.     If  "  freezing "  be  due  to  the  low  temperature  of  the 

'  Say,  a  Battersea  round,  approximately  size  E. 

*  If  portions  of  lead  or  pasty-looking  masses  adhere  to  the  sides  of  the  crucible,  the  fusion  is 
defective,  and  another  fusion  must  be  made. 

3  Shallow  cups  of  bone  ash  or  other  suitable  material.  The  success  of  the  work  is  largely 
dependent  on  the  quality  of  the  cupel.  If  many  cni)els  are  required,  they  can  be  made  with 
good  bone  ash  in  **  cupel  moulds"  ;  if  but  few  determinations  are  to  be  made,  old  and  dry  cupels 
of  0ood  nuality  can  be  purchased  from  the  dealers.  A  good  cupel  will  absorb  its  own  weight  of 
lead  oxiae.     The  cupel  should  be  nearly  twice  as  heavy  as  the  lead  button. 

♦  That  is,  varying  from  "red"  to  "bright  red."     Not  "dull  red,"  nor  "white,** 
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muffle,  the  temperature  of  the  latter  must  be  raised  a  little.     The  result  of  a 
cupellation  with  a  button  which  has  frozen  is  to  be  regarded  with  suspicion. 

Traces  of  foreign  metals — copper,  antimony,  iron,  zinc,  etc. — are  partly 
absorbed  by  the  cupel,  and  partly  volatilised  as  oxides.  As  the  absorption  of 
lead  continues,  the  button  becomes  more  and  more  spherical.  At  this  stage  the 
temperature  of  the  muffle  should  be  raised,  or  the  cupel  pushed  into  a  hotter 
part  of  the  muffle.  When  the  last  of  the  lead  has  gone,  the  button  appears  to 
revolve  axially  in  the  cupel,  and  it  also  seems  to  be  covered  with  an  iridescent 
film.  The  colours  disappear ;  the  bead  becomes  dull  and  acquires  a  silvery  tinge. 
If  the  temperature  of  the  muffle  be  below  the  melting  point  of  the  button  (962* 
for  silver),  or  if  the  cupel  be  withdrawn  from  the  muffle,  the  bead  suddenly 
becomes  very  bright — "  flashing."  Close  the  doors  of  the  muffle  for  one  or  two 
minutes  so  as  to  remove  the  last  traces  of  lead. 

The  cupel  may  then  be  covered  by  placing  a  hot  empty  cupel  over  the  one 
containing  the  bead,  and  the  cupels  removed  from  the  muffle.  The  object^  of 
course,  is  to  ensure  slow  cooling  in  order  to  prevent  "  sprouting  "  caused  by  the 
evolution  of  occluded  oxygen  by  the  silver  bead.  If  the  bead  should  sprout, 
start  again.  When  cold,  the  bead  is  removed  with  a  pair  of  forceps. .  If  the 
bead  be  excessively  small,  merely  touching  it  with  a  wet  pin  and  lifting  it  on  to 
a  watch-glass  will  Kuffice.  Dry  the  bead  by  warming,  and  weigh.  ^  The  bead 
should  be  examined  with  a  lens  before  weighing  to  make  sure  that  no  particles 
of  bone  ash  adhere  to  the  bead.  If  the  bead  is  so  contaminated,  hold  it  in  the 
"bead  forceps,"  and  brush  it  clean  with  a  hard  brush — "button  brush." 

The  bead  contains  both  gold  and  silver.  If  the  bead  is  white,  it  contains 
more  than  half  its  weight  of  silver;  if  yellow  or  reddish-yellow,  it  has  about 
three-quarters  of  its  weight  gold.  Intermediate  tints  represent  different  pro- 
portions of  gold  and  silver.  For  the  determination  of  the  amount  of  gold  in  the 
bead,  see  page  432.  In  the  case  of  red  and  white  leads,  if  the  silver  be  deter- 
mined at  all,  it  will  usually  suffice  to  report  the  weight  of  the  bead  as  "  silver." 

§  156.  The  Analjrsis  of  Galena. 

Native  galena — PbS — may  be  accompanied  by  products  of  the  decomposi- 
tion of  lead  sulphide — anglesite  and  c^rusite — quartz,  silicates,  blende,  calcite, 
fluorspar,  heavy  spar,  and  pyrites.  Certain  varieties  also  contain  arsenic  and 
antimony ;  and  argentiferous  galena  may  contain  up  to  1*0  per  cent,  of  silver. 

Decomposition  of  the  Galena. — Moisten,  say,  half  a  gram  of  the  finely  divided 
sample  in  a  250-c.c.  basin  with  dilute  nitric  acid ;  and,  after  the  cold  mixture 
has  stood  for  a  few  minutes,  digest  on  the  water  bath  with  15  c.c.  of  concentrated 
nitric  acid.  The  basin  is  covered  by  a  clock-glass  during  the  reaction  to  prevent 
loss  by  spurting.  When  the  violence  of  the  action  is  over,  evaporate  the  mixture 
to  dryness  on  the  water  bath.^    Add  10  c.c.  more  of  concentrated  nitric  acid, 

^  If  the  bead  of  silver  be  too  small  to  weigh,  its  volume  can  be  measured  with  the  microscope. 
Suppose  the  bead  has  a  diameter  0*18  mm.  For  the  method  of  measuring  under  the  microscope, 
see  the  next  volume  of  this  work.  The  measurement  is  supposed  to  be  the  average  of  measure- 
ments in  two  or  three  different  directions.  The  volume  of  the  bead  is  0*5236  x  (0*18) 'cub.  mm. 
If  the  specific  gi'avity  of  the  silver  be  10-6,  the  bead  of  silver  will  weigh  106  x  0*5286  x  (0*18)*= 
0*082  mgrm.  or  0*000082  grm.  V.  Goldschmidt,  Zeit.  anal.  Chem.,  17.  142,  1878  ;  id.  434, 
1877 ;  C.  F.  Fohr,  ift.,  22.  195,  1883  ;  Chem.  News,  50.  114.  1884  ;  G.  Tate,  16.,  61.  48,  64, 
1890  ;  G.  A.  Gozdorf,  ib.,  54.  231,  1886 ;  D.  Forbes,  ib.,  15.  231,  1867  ;  G.  A.  Goyder,  tft.,  70. 
194,  203,  1894  ;  J.  W.  Richards,  Joum.  Amfir.  Chein.  Soe.,  23.  208,  1901  ;  J.  S.  Curtis,  Berg. 
Hiltt.  Ztg.,  47.  3,  1888  ;  M.  Guerreau,  Bull.  Soc.  Chim.  (3),  27.  1902;  Chem.  News,  86.  194, 
1902. 

^  A  little  hydrochloric  acid  generally  aids  the  dissolution  of  the  galena  by  dissolving  the 
film  of  lead  nitrate,  which  is  almost  insoluble  in  the  strong  acid,  and  thus  protects  the  galena 
&om  further  attack. 
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some  water,  and  10-15  drops  of  bromine.  Heat  the  mixture  with  frequent 
stirring  on  the  water  bath,  so  as  to  complete  the  oxidation  of  the  sulphide.  To 
decompose  the  bromates,  add  more  nitric  acid,  and  evaporate  to  dryness. 
Repeat  this  operation  in  all  three  times.  Boil  the  dry  residue  with  60  c.c.  of 
water  and  20  c.c.  of  concentrated  hydrochloric  acid  so  as  to  dissolve  the  lead 
sulphate.  Filter  off^  the  residual  gangue;  wash  well  with  boiling  water.  If 
desired,  the  residue  maybe  ignited,  weighed,  and  reported  as  ''insoluble  gangue.'' 
This  may  contain  the  quartz,  insoluble  silicates,  some  silver  chloride,  and  the 
greater  part  of  the  barium  sulphate.^ 

Tranaformation  of  the  Decompontion  Frodticts  into  Sulphates, — Add  10  c.c.  of 
dilute  sulphuric  acid  (1  : 1)  to  the  filtrate  (or  an  aliquot  portion  of  the  filtrate) 
from  the  insoluble  gangue,  and  evaporate  the  mixture  until  copious  white  fumes 
of  sulphuric  acid  appear.  The  evaporation  should  be  carried  nearly  to  dryness 
in  order  to  ensure  complete  conversion  of  the  lead  salts  into  sulphates;  to 
prevent  too  large  an  excess  of  acid ;  and  to  drive  off  the  nitric  and  hydrochloric 
acids.     Let  the  mixture  cool. 

Separation  of  the  Lead  Sulphate, — Gradually  add  100  c.c.  of  cold  water,  and 
boil  the  mixture  so  as  to  dissolve  the  ferric  sulphate,  etc.  The  lead  sulphate 
remains  behind,  insoluble.  Decant  the  clear  solution  through  a  filter  paper, 
and  wash  by  decantation  with  dilute  sulphuric  acid,  as  indicated  on  page  317. 
If  the  lead  sulphate  is  to  be  determined  gravimetrically,  transfer  it  ^  to  a 
Gooch's  crucible  or  filter  paper,  as  indicated  on  page  318;  if  the  lead  is  to  be 
determined  volumetrically,^  keep  as  much  solid  in  the  beaker  as  possible.  Wash 
the  paper  with  alcohol  to  remove  sulphuric  acid.  Dissolve  the  precipitate  on 
the  paper  by  pouring  a  hot  concentrated  solution  of  ammonium  acetate,  slightly 
acidulated  with  acetic  acid,  through  the  filter  paper  into  the  beaker  containing 
the  remainder  of  the  lead  sulphate.  The  amount  of  lead  in  the  ammonium 
acetate  solution  can  then  be  determined  by  the  molybdate  volumetric  process 
(page  333).  Bad  results  by  this  process  can  often  be  traced  to  an  imperfect 
dissolution  of  the  lead  sulphate  on  the  filter  paper,  etc. 

Determination  of  Other  Constituents, — Copper,  antimony,  and  arsenic  can  be 
precipitated  as  sulphides  from  the  filtrate,  and  the  copper  separated  from  the 
antimony  and  arsenic,  as  indicated  on  page  277.  The  copper  can  be  determined 
as  indicated,  page  351 ;  the  antimony  and  arsenic  determined  as  indicated, 
page  304.  The  filtrate  is  boiled  to  drive  off  the  hydrogen  sulphide,  oxidised  with 
a  few  drops  of  hydrogen  peroxide,  and  heated  to  boiling  with  an  excess  of 
ammonium  chloride  and  a  slight  excess  of  ammonia.  The  precipitate  is  treated 
as  indicated  on  page  182.  Zinc,  if  present,  will  be  found  in  the  filtrate,  and 
determined  as  indicated  on  page  366.  The  sulphur  can  be  determined  by  oxidis- 
ing the  powdered  sample  with  nitric  acid  and  bromine,  and  finally  weighed  as 
barium  sulphate  (page  618). 

Other  Methods  of  "  Opening  "  Galena, — Other  methods  of  decomposition  are 
sometimes  useful  alternatives.  Galena,  for  example,  can  be  reduced  to  "metal "* 
by  fusing  a  mixture  of,  say,  25  grms.  with  75  grms.  of  potassium  cyanide,  and 


^  If  lead  only  is  to  be  determined  by  a  volumetric  process,  this  filtration  may  be  omitted. 

*  The  difference  in  weight  after  treatment  with  hydrofluoric  acid  will  give  the  silica.  Fusion 
with  sodium  carbonate  and  extraction  with  water  will  give  an  insoluble  residue  of  the  carbonates. 
These  can  be  dissolved  in  nitric  acid,  the  silver  precipitated  with  hydroclUoric  acid,  and 
the  barium  with  sulphuric  acid  (pages  652  and  618).  The  total  silver  may  be  determined  by 
cupellation. 

^  Of  course,  previously  freed  from  "insoluble  gangue." 

**  If  the  amount  of  lead  is  alone  to  be  determined  volumetrically,  there  is  no  need  to  filter  off 
the  **  insoluble  gangue." 

»  A.  W.  Warwick,  CJiem,  News,  63.  30,  146,  1891  ;  F.  Jean,  Bull  Soc,  Chim.  (3),  9.  258, 
1893. 
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covered  with  a  layer  of  12  grins,  of  powdered  anhydrous  borax.  Cover  the 
crucible  with  a  lid,  and  heat  the  mixture  to  redness  for  about  5  minutes  (page  269). 
The  metallic  button  is  washed  free  from  cyanide,  dissolved  in  dilute  nitric  acid 
(1 : 6),  and  treated  for  lead  by  the  sulphuric  acid  process  (page  317). 

The  sodium  peroxide  fusion  (page  266)  is  often  most  convenient  for  the 
determination  of  sulphur ;  and  the  process  indicated  by  footnote,  page  326,  enables 
a  determination  of  the  lead  to  be  made  very  quickly.^ 

§  157.  The  "  Government  Test "  for  the  Solubility  of  Lead  Frits. 

The  directions  given  in  the  Home  Office  Circular^  for  this  test  are  as 
follows: — 

"  No  glaze  into  the  composition  of  which  the  fritted  lead  enters  shall  be  regarded 
as  satiafyiDjg  the  requirement  as  to  insolubility  which  yields  to  a  dilute  solution  uf 
hydrochloric  acid  more  than  2  per  cent,  of  its  dry  weight  of  a  soluble  lead  compound 
calculated  as  lead  monoxide,  wnen  determined  in  the  following  manner  : — A  weighed 
quantity  of  dried  material  is  to  be  continuously  shaken  for  one  hour,  at  the  common 
room  tem^rature,  with  1000  times  its  weight  of  an  aqueous  solution  of  hydrochloric 
acid  contaminff  0*25  per  cent,  of  HCl.  This  solution  is  thereafter  to  be  allowed  to 
stand  for  one  hour  and  to  be  passed  through  a  filter.  The  lead  salt  contained  in  an 
aliquot  portion  of  the  filtrate  is  then  to  be  precipitated  as  lead  sulphide  and  weighed 
as  lead  sulphate." 

The  directions  here  are  incomplete.  It  is  difficult,  indeed  impossible,  to 
filter  some  glazes  satisfactorily  through  filter  paper ;  and  if  some  silica  gets  into 
solution,  it  may,  later  on,  be  precipitated  with  the  lead  sulphide.  Hence,  dry  the 
glaze  at  100'.*  Transfer,  say,  0*5  grm.  of  the  powder  into  a  600-c.c.  Stohmann's 
shaking  bottle  closed  with  a  rubber  stopper,  and  fill  the  bottle  up  to  the  mark 
on  the  neck^  with  0*25  per  cent,  hydrochloric  acid.  Shake  the  mixture  for 
an  hour  in,  say,  Wagner's  shaker,  fig.  131.  Let  the  bottles  stand  for  one  hour. 
Filter  off  a  convenient  quantity,  say,  425  c.c.  of  the  clear  solution.^  Evaporate 
to  dryness  on  a  water  bath.  Take  up  the  residue  with  dilute  hydrochloric 
acid,  so  that  the  solution  is  but  slightly  acid  (page  276).  Filter  and  wash  the 
silica.  Add  1  c.c.  of  a  saturated  solution  of  mercuric  chloride  (page  319).  The 
mercury  may  be  ignored,  because  it  is  volatilised  later  on.     Precipitate  the  lead 

*  R.  Benedict  {Ckem.  Ztq.^  16.  43,  1896)  decomposes  galena  by  digestion  with  hydriodic  acid 
(sp.  gr.  1 7).  Subsequent  digestion  with  nitric  acid  transforms  the  lead  iodide  into  nitrate,  and 
the  lead  is  then  precipitated  as  sulphate.  According  to  F.  H.  Storer  {Chtin.  Nexoa^  21.  137, 
1870;  A.  Mascazzini,  Zeit.  anal.  Chem.^  lO.  491,  1871  ;  F.  Stolba,  «/bunt.  prakt,  Chem,  (1), 
lOi.  150,  1867  ;  F.  Mohr,  t6.,  12.  142,  1873),  galena  is  decomposed  rapidly  and  completely — by 
dilute  hydrochloric  acid  (1 : 4)  in  contiict  with  metallic  zinc.  Besides  galena,  metallic  lead  may 
be  precipitated  quickly  and  cnmtiletely  from  the  sulphate,  nitrate,  chromate,  oxide,  carbonate, 
and  chloride.  The  clear  liquid  aecanted  from  the  FRsidue  shows  no  trace  of  lead  with  hydrogen 
sulphide.  C.  Boucher  {Bull.  Soc.  Chim.  (3),  29.  933,  1904  ;  Chent.  News,  89.  56,  1904)  attacks 
pyrites  and  galena  by  heating  the  powdered  mineral  intimately  mixed  with  4  to  5  times  its 
weight  of  a  mixture  of  3  parts  of  sodium  persulphate  with  1  of  ammonium  nitrate  in  a  dish 
or  flask  on  a  sand  bath.  For  other  methods  of  analysing  galena,  see  J.  A.  Miiller,  Bull,  Soc, 
Chim.  (3),  31.  1303,  1904  ;  Chem.  Netos^oz,  15,  1905;  P.  Jannassch  and  H.  Kammerer,  %b., 
72.  78,  1895;  Ber.,  28.  1409,  1895;  J.  K.  Meade,  Joum,  Amer.  Chem.  Soc.,  19.  874,  1897  ; 
Chem.  Eng.,  II.  49,  1910  ;  Chem.  News,  lOl.  187,  1910 ;  W.  Stahl,  Berg.  HUU.  Ztg.,  48.  237, 
1889 

■^  K.  K  Digby,  Home  Office  Circular,  Dec.  14,  1889. 

'  If  a  slop  glaze  be  supplied,  it  must  be  thoroughly  agitated  and  a  jiortion  evaporated  to 
dryness,  and  the  dry  powder  thoroughly  mixed.  Special  attention  is  here  needed,  because 
the  glaze  is  not  usually  homogeneous  after  it  lias  been  aried  in  a  basin  on  the  water  bath. 

*  500  grms.,  or  499*4  c.c.  of  0*25  per  cent,  acid  at  15*.  The  method  in  the  text  is  sufficiently 
exact. 

^  Reject  the  first  10  c.c.  which  pass  through  the  paper. 
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as  sulphide  bj  means  of  hydrogen  sulphide,  Let  the  gas  bubble  slowly  tbroi^h 
the  cold  solution  for  about  half  an  hour.  Let  the  precipitate  settle  about  an 
hour.  Filter  and  wash  with  cold  "  H^S  "  water.  The  precipitate  is  supposed  to 
be  lead  sulphide.'  Incinerate  the  precipitate  in  a  porcelain  crucible  at  a  low 
temperature  *  in  order  to  bum  off  the  filter  paper.  Brush  the  residue  into  a 
250-c.c,  beaker.  Wash  the  crucible  with  dilute  nitric  acid  and  proceed  as 
indicated  for  lead  sulphate  (page  317). 

The  weight  of  the  lead  sulphate,  multiplied  by  0'7359,  gives  the  corresponding 
amount  of  lead  monoxide — PbO— in  the  425  c.c.  of  solution.  Hence,  by 
proportion,  calculate  the  amount  in  the  600  CO.,  that  is,  in  05  grni.  of  the 
glaze.  The  result  multiplied  by  200  gives  the  so-called  "  percentage  solubility 
of  the  lead  frit,"  or  "per  cent,  of  soluble  lead"  in  terms  of  lead  monoxide. 
The  differences  obtained  in  duplicate  determinations  with  quantities  of  "soluble 


Fio.  131.  — Shaking  apparatDB. 

lead"  up  to  10  per  cent,  run  to  about  ±0'1  per  cent ;  for  latter  quantities — 
20  to  40  per  cent.  "  soluble  lead " — differences  in  the  duplicates  run  about 
±  0-2  per  cent. 

3  158.  The  Gravimetric  Determination  of  Lead  as  Molybdate. 

Lead  can  also  be  advantageously  determined  as  molybdate  and  as  cbromate. 
The  advantage  of  the  molybdate  precipitation  is  that  the  precipitate  may  be 

'  Many  glazes  contain  a  little  zinc  oxide,  and  some  zinc  sulph  d«  might  bfl  pivcipitiited 
from  the  dimte  acid  with  the  lead  sulphide.  Note,  other  members  of  the  hydrog  n  auliihide 
group  might  be  present,  and  unless  a  separadoD  were  made,  the  "  PbO  lolubihtj  would  be 
toohiKh. 

*  If  much  lead  be  preaeut,  the  filter  paper  had  better  be  ignited  alone  (jage  817)  Instead 
of  following  the  metliod  described  in  the  teit,  the  lead  sulphide  a  id  hlter  pajier  can  be 
incinerated  until  the  paper  is  charred  to  carbon  ;  when  nearly  cold,  carefully  add  a  little  timing 
nitric  acid,  a  drop  at  a  time,  from  a  pipette.  The  carbon  will  be  oiidiiied,  and  the  lead 
sulphide  trsusfonned  into  sulphate.  This  method  requires  a  little  practice,  but  it  saves  a 
gnat  deal  of  time  and  is  more  exact  than  the  roundabout  method  described  in  the  text,  once 
the  manipniation  is  mastered. 
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ignited  along  with  the  paper,  and  no  particular  harm  results  from  a  prolonged 
ignition  at  a  higher  temperature  than  is  required  to  destroy  the  paper.  The 
errors  in  manipulation  are  also  reduced  more  in  calculating  the  weight  of  the 
molybdate  to  PbO  than  with  the  corresponding  sulphate  or  chromate.  The 
reaction  has  been  studied  in  particular  by  Ghatard  ^  and  Brearley,  and  Chatard's 
description  of  the  disturbing  effect  of  an  excess  of  the  precipitating  agent  has  led 
to  the  process  being  viewed  with  a  suspicion  which  the  method  may  not  deserve. 

Suppose  that  the  lead  salt  be  in  solution,  add  a  slight  excess  of  ammonia  and 
then  acidify  the  solution  with  acetic  acid.  Add  about  5  grms.  of  ammonium 
chloride,  and  heat  the  solution  to  boiling.^  An  excess  of  an  aqueous  solution  of 
ammonium  molybdate  '  is  then  gradually  added  with  constant  stirring.  Boil  the 
solution  two  minutes.  Let  the  cream-coloured  precipitate  gradually  settle  until 
cold.  Filter  through  a  weighed  Gooch's  crucible.  Wash  with  hot  water  contain- 
ing about  2  per  cent,  of  ammonium  acetate  in  solution.  Ignite  and  weigh  as  lead 
molybdate — PbMo04.  Multiply  the  weight  of  the  lead  molybdate  so  obtained  by 
0*6077  to  get  the  corresponding  weight  of  lead  monoxide — PbO. 

The  result  is  not  more  than  1  per  cent,  out  with  the  elements  which  form 
insoluble  molybdates — nickel,  zinc,  cobalt,  magnesium,  aluminium — and  the 
effects  of  these  elements,  together  with  calcium,^  strontium,  and  barium,  if 
present,  can  be  eliminated  by  reprecipitation.  Arsenates  and  phosphates 
should  not  be  present.  The  slight  excess  of  free  molybdic  acid  which  may  con- 
taminate the  first  precipitate  is  eliminated  by  reprecipitation. 

For  reprecipitation,  dissolve  the  precipitate  of  lead  molybdate  in  hydro- 
chloric acid  ;  heat  the  solution  to  boiling ;  add  a  sufficient  excess  of  ammonium 
acetate  to  neutralise  the  free  hydrochloric  acid,  and  proceed  as  described  above. 

The  lead  may  be  first  precipitated  as  sulphate.  Dissolve  the  sulphate  in  a 
concentrated  solution  of  ammonium  acetate,  and  add  an  excess  of  ammonium 
molybdate,  as  indicated  above.     Excellent  results  can  be  obtained  by  this  method. 

§  159.  Conversion  Factors. 

In  gravimetric  analyses  it  is  comparatively  rare  to  find  that  the  constituent 
to  be  determined  can  be  weighed  directly,  as  were  silica,  alumina,  ferric  oxide, 
and  lime.  In  most  cases  the  constituent  to  be  determined  is  separated  as  an 
"insoluble"  salt — barium  sulphate,  lead  sulphate,  silver  chloride,  magnesium 
pyrophosphate,  etc.,  and  the  corresponding  amount  of  baryta,  lead  oxide,  silver, 
magnesia,  etc.,  determined  by  multiplying  the  observed  weight  by  a  factor,  the 
so-called  conversion  factor.  The  errors  of  experiment  are  obviously  multiplied 
at  the  same  time.  Any  error  in  the  preparation  and  weighing  of  the  precipitate 
of,  say,  lead  sulphate — PbSO^ — in  the  determination  of  the  lead  oxide  will  be 
distributed  between  the  lead  oxide  and  the  sulphuric  anhydride.  In  lead 
sulphate:  PbO  :  S0g==3  :  1,  very  nearly;  or,  more  exactly  stat^i,  the  conversion 
factor  for  transforming  the  lead  sulphate  to  lead  oxide  is  0*7359.  Hence,  a  total 
error  of  ±0*8  per  cent,  in  the  determination  of  the  lead  sulphate  corresponds  with 
an  error  of  ±  0*6  in  the  determination  of  the  lead  oxide.  If  the  lead  be  determined 
as  lead  molybdate — PbMoO^ — we  have  very  nearly  :  PbO  :  M0O3  =3:2;  or, 
more  exactly,  the  conversion  factor  for  transforming  the   weight   of  the  lead 


1  T.  M.  Ghatard,  Chein,  News,  24.  175,  1871  ;  Amer.  J,  Science  (3),  X.  416,  1871  ;  J.  F. 
Sacher,  Cfiem.  Zlg.,  33.  1257,  1909  ;  see  page  414. 

^  The  precipitate  is  difi&cult  to  filter  in  the  absence  of  this  or  some  other  coagulating  salt. 

3  Ammonium  Molybdate  Solution. —Dissolve  84 '34  grms.  of  ammonium  heptamolybdate 
in  water ;  make  the  solution  faintly  acid  with  acetic  acid  ;  and  make  the  solution  up  to  litre  (|E). 

^  Calcium  molybdate  is  very  prone  to  precipitation  with  the  lead  molybdate. 
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molybdate  to  lead  oxide  is  0'6077.  Hence,  an  error  of  0*8  per  cent,  in  the 
determination  of  the  lead  molybdate  means  that  there  will  be  an  error  of  0*5 
in  the  determination  of  the  lead  oxide.  Consequently,  other  things  being  equal, 
t?ie  smcUler  the  factor  the  less  the  influence  of  errors  in  the  determination  upon  the 
fined  result.  Hence,  given  two  rival  analytical  processes  which  are  liable  to  errors 
of  experiment  of  the  same  magnitude,  and  which  involve  the  same  amount  of 
manipulation,  that  process  will  be  chosen  which  has  the  least  conversion  factor. 
For  this  reason,  among  others,  silver  is  better  precipitated  as  bromide  than  as 
chloride.  The  conversion  factor  in  the  former  case  is  0*5744,  and  in  the  latter 
0*7526.  As  a  matter  of  fact,  in  spite  of  the  theoretical  advantages  of  the  bromide 
process,  the  chloride  process  is  preferred  by  many  because  the  sources  of  error 
and  corrections  have  been  well  explored  for  the  chloride  process,  but  not  for  the 
bromide  process. 

§  i6o.  The  Volumetric  Determination  of  Lead— 

Molybdate  Process. 

Schindler,  in  1888,  proposed  to  determine  lead  as  lead  molybdate  by  means 
of  a  standard  solution  of  ammonium  molybdate.  The  titration  is  made  in  a 
hot  ammonium  acetate  solution  of  lead  sulphate  slightly  acidified  with  acetic 
acid.^     The  reaction  is  symbolised : 

Pb(CjH302)2  +  (NH4)2Mo04  ->  PbMoO^  +  2NH4C2H3O2. 

According  to  Kroupa,  the  presence  of  arsenic,  antimony,  bismuth,  phosphorus, 
and  zinc  does  not  interfere  with  the  process.  Barium  and  strontium  salts  lead 
to  low  results.  These  substances  appear  to  act  by  retarding  the  dissolution  of 
the  lead  sulphate.  The  difficulty  is  overcome  by  repeatedly  boiling  the  sulphate 
with  hot  ammonium  acetate  to  ensure  complete  solution.  Bannister  and 
M'Namara  found  that  the  results  are  high  if  calcium  salts  be  present.  ^.^., 
with  test  solutions  containing  the  equivalent  of  0*2005  grm.  of  lead  and  0  to 
0*2415  grm.  of  calcium  sulphate,  the  results  ranged  from  100  to  109  per  cent  of 
lead  in  place  of  100. 

About  a  gram  of  the  lead — say,  white  lead — is  dissolved  in  acetic  acid  or  in 
dilute  nitric  acid  ;  for  the  dissolution  of  red  lead,  see  page  322.  The  insoluble  sul- 
phates are  filtered  off.  The  lead  is  precipitated  as  sulphate,  filtered,  and  washed, 
as  indicated,  page  319.  If  calcium  salts  be  present,  special  care  must  be  taken 
to  wash  out  the  calcium  sulphate  before  proceeding  further.  The  precipitate  is 
dissolved  in  a  concentrated  solution  of  ammonium  acetate.  Acidify  the  solution 
with  2-3  c.c.  of  acetic  acid,  and  heat  the  solution  to  boiling.  Titrate  the  hot 
solution  with  standard  ammonium  molybdate  ^  from  a  burette  until  a  drop  gives 
a  slight  but  distinct  yellow  coloration  with  a  drop  of  freshly  prepared  ^  aqueous 


1  C.  Schindler,  ZeU.  anal.  Chem,,  27.  137,  1888 ;  H.  Weber,  tft.,  42.  628,  1903  ;  I.  C.  Bull, 
ib,,  41.  653,  1902;  School  Min.  Quart.,  25.  348,  1908;  Chem,  News,  87.  40,  52,  66,  1903  ; 
H.  H.  Alexander,  Eng.  Min.  J(mm.,  55.  298,  1893 ;  J.  F.  Sacher,  Ch4nn.  Ztg.,  33.  1257,  1909 ; 
J.  A.  Miiller,  BtUL  Soe,  Chim.  (3),  31.  1803, 1904 ;  R.  Kroupa,  Berg,  HUU.  Ztg,,  53.  411,  1894  ; 
J.  F.  Sacher,  Cfhem.  Ztg.,  33.  1267,  1909 ;  C.  O.  Bannister  and  W.  M'Namara,  Analyst,  37. 
242,  1912.     See  Chem.  Eng.,  16.  36,  1912. 

'  Stand A.RD  Ammonium  Molybdate  Solution.  —  Dissolve  8*022  grms.  of  ammonium 
molybdate  in  water  and  dilute  the  solution  to  a  litre.  If  the  solution  be  turbid,  add  some 
ammonia  before  the  dilution  is  completed — 1  c.c.  will  be  nearly  eauivalent  to  0*01  grm.  PbO. 
To  standardise  the  solution,  dissolve,  say,  five  known  amounts  of  lead  sulphate  in  hot  ammonium 
acetate  ;  add  2-8  c.c.  of  acetic  acid  ;  and  titrate  as  indicated  in  the  text.  Schindler  also  uses 
the  converse  reaction,  titration  with  standard  lead  acetate,  for  the  volumetric  determination 
of  molvbdenTim. 

'  Tannin  Solution. —About  0'5  grm.  of  tannin  dissolved  in  100  c.c.  of  water.  Ammonium 
molybdate  gives  with  tannin  a  coloration  varying  from  blood-red  to  a  pale  yellow,  according  to 
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solution  of  tannin — spot  test.     If  the  solution  cools  during  the  titration,  it  should 
be  heated  again  to  finish  the  titration. 

Titrating  with  ^* Spot-test"  Indicaton. — It  is  easy  to  over-titrate  the  solution 
when  using  *'  spot-test "  indicators,  and  three  methods  of  titrating  to  rectify  or 
avoid  over-titration  may  be  indicated :  (1)  Some  prefer  to  use  a  standard  solution 
of  lead  nitrate  ^  for  checking  the  first  titration.  Suppose  the  titration  is  finished, 
add  10  C.C.  of  the  standard  lead  nitrate  solution,  and  continue  the  titration.  O'l 
grm.  of  lead  must  be  subtracted  from  the  result  of  the  titration. 

(2)  For  the  titration  it  is  well  to  place  about  half  the  solution  to  be  titrated 
in  a  separate  beaker  and  titrate  the  other  half  by  adding  a  cubic  centimetre  of 
the  ammonium  molybdate  solution  at  a  time,  in  order  to  get  a  rough  idea  of  the 
amount  needed.  Suppose  the  one  portion  requires  between  15  and  16  c.c.  for  the 
titration  (no  coloration  with  15  c.c. ;  yellowish-brown  coloration  with  16  cc). 
Add  the  untitrated  portion  to  the  portion  just  titrated,  and  14  c.c.  can  be  safely 
run  from  the  burette,  and  the  titration  finished  by  small  additions  from  the  burette. 

(3)  In  titrating  with  a  spot  test,  particularly  with  slow  reactions,  the  testing 
should  be  done  systematically.  Suppose  the  first  stop  be  made  at  29  cc,  the 
second  at  29*2  c.c,  the  third  at  29*4  cc,  and  so  on.  If  the  brown  coloration 
develops  on  the  sixth  spot,  it  would  mean  that  29  -f-  (n  -  1)0*2  —  30*0  c.c  has  been 
added  {n  =  6).  But  the  coloration  may  develop  on  the  fourth  spot  after  it  has 
been  passed.  It  is  then  easy  to  determine  the  burette  reading  for  the  fourth 
spot — namely,  29  +  (w  -  1)0*2  =  29*6  cc,  where  n  =  4. 

Lead  carbonate  may  also  be  precipitated  by  the  addition  of  ammonium  car- 
bonate ;  the  precipitate  dissolved  in  acetic  acid ;  and  the  solution  titrated  with 
potassium  ferrocyanide,^  as  indicated  under  zinc     The  results  are  good. 

§  i6i.  The  Electrolytic  Process  for  the  Determination  of  Lead. 

Metallic  lead  can  be  readily  deposited  from  alkaline  electrolytes  containing 
phosphates,  alkaline  plumbate,  double  oxalates,  double  cyanides,  etc.  But  it  is 
so  difficult  to  dry  the  lead  for  weighing  without  oxidation,  that  it  is  considered 
better  to  take  advantage  of  the  fact  that  lead  is  deposited  from  acid  solutions 
.in  the  form  of  lead  dioxide —PbOj — on  the  anode,  not  the  cathode.  Hence,  the 
dish,  with  its  inner  surface  matt,  is  fitted  as  described  on  page  256,  fig.  118; 
but  the  direction  of  the  current  is  reversed  so  that  the  dish  is  the  anode,  and 
the  platinum  disc  the  cathode.  The  details  indicated  on  page  258  are  to  be 
followed,  with  the  modifications  indicated  in  the  following  paragraphs. 

The  Electrolyte. — Suppose  that  1  grm.  of  lead  nitrate  be  dissolved  in  30  cc. 
of  distilled  water.  Add  25-35  c.c.  of  concentrated  nitric  acid.  Dilute  the 
solution  to  150-160  c.c 

The  Electrolyns, — Electrolyse  the  solution  with  a  current  density  of  0*5  to 
r8  amps.,^  and  a  voltage  of  2*0  to  2*5  volts,  at  atmospheric  temperatures.*    As 

the  concentration  of  the  solutions.  The  colour  is  visible  with  a  dilution  1 :  400,000  (Schindler). 
Lead  molybdate  gives  no  coloration.  Concentrated  solutions  of  lead  acetate  give  a  faint  greenish - 
yellow  colour,  which  cannot  be  confused  with  the  coloration  due  to  ammonium  molybdate. 
J.  L.  Danziger  uses  a  solution  formed  by  saturating  acetic  acid  with  crystalline  stannic  chloride 
and  saturating  the  solution  with  ammonium  thiocyanate.  When  this  is  used  instead  of  tannin 
as  indicator,  the  end  of  the  reaction  is  indicated  bv  a  pink  coloration — s]K)t  test. 

^  Lead  Nitrate  Solution. — 16  grms.  of  lead  nitrate  per  litre  corresponds  with  0*01  grm. 
lead  per  c.c 

^  M.  Yvon,  Jowm.  Pharm,  Chem,  (5),  19.  18,  1889  ;  A.  H.  Low,  Joum.  Amer,  Chem,  Soe,^ 

15.  548,  1898. 

'  For  an  overnight  electrolysis  (10-12  hours),  use  a  current  density  of  0'5  amp. 

*  If  the  operation  be  conducted  at  60^-55°,  the  time  required  for  the  electrolysis  is  shortened 
to  between  1  and  IJ  hours,  using  a  current  density  of  1*3  to  1*6  amps.,  and  2*2  to  2*6  volts. 
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soon  as  electrical  circuit  is  closed  a  yellow  deposit  appears  on  the  anode  (dish), 
which  becomes  orange,  red,  and  finally  dark  brown  or  black.  The  electrolysis 
occupies  between  2  and  3  hours.  ^  If  a  deposit  of  metallic  lead  should  appear 
on  the  platinum  disc  (cathode)  during  the  electrolysis,  add  a  little  more  concen- 
trated nitric  acid ;  or  interrupt  the  current  for  about  half  a  minute  during  the 
middle  and  towards  the  end  of  the  electrolysis. 

When  the  electrolysis  is  complete,  the  deposit  is  washed  with  water,  absolute 
alcohol,  and  absolute  ether  in  the  usual  way.  If  the  electrolyte  be  syphoned  off 
before  the  current  is  stopped  (fig.  119,  page  260),  keep  the  deposit  quite  covered 
with  liquid  all  the  time  the  syphon  is  in  action.  In  other  words,  pour  distilled 
water  into  the  dish  as  fast  as  it  is  syphoned  off. 

Drying  and  Weighing  the  Lead  Dioxide, — The  lead  dioxide  retains  water  with 
great  tenacity,^  and  the  results  will  be  too  high  if  the  regular  factor — 0*8662 — 
for  converting  the  lead  dioxide  into  the  equivalent  amount  of  metallic  lead  be 
employed.  Classen  recommended  drying  the  lead  dioxide  at  180-190^,  and 
Hollard  at  200*.  Smith  has  shown  that  deposits  of  lead  dioxide  approximately 
0*5  grm.  in  weight  do  not  really  have  a  constant  composition  until  they  have 
been  dried  at  230*.  For  instance,  with  a  deposit  containing  the  equivalent  of 
0*4992  grm.  of  Pb : 

Time  heated        ...        80  30  30  30  80      min. 

Temperature       .  200*  200*  280**  240"*  270* 

PbOa 0*5788        0*6790        0*5780        0*6780        0-6780  grm. 

Similarly,  with  the  equivalent  of  approximately  0*25  grm.  Pb,  the  lead  dioxide 
attains  a  constant  weight  at  200\  In  the  former  case,  the  factor  of  conversion 
corresponds  with  the  empirical  value  0*8634  ;  and  in  the  latter  case,  0*8643. 
With  still  less  quantities  of  the  dioxide,  say,  0*05  to  0*1  grm.,  a  special  factor  is 
not  needed.  If  the  theoretical  factor  be  used  the  results  will  be  high.  High 
results  can  be  prevented  by  the  use  of  empirical  factors.     Fischer  recommends : 

Amount  of  Pb       .     Below  0*1        0*1  Bet  0*1  and  0*3  0'5  1*0    grm. 

Factor  .  0  8660        0*8658  0*8652  0*8629      0*8610 

Instead  of  following  this  procediure.  May  ^  recommends  gentle  ignition  of  the 
dioxide  at  a  low  temperature  to  convert  the  dioxide  into  lead  monoxide — PbO — 
before  weighing.  The  results  are  then  excellent.  Thus,  Treadwell  gives  for 
four  experiments : 

Mean. 

PbO,  found     .         .         .     0-2202        0*2200        0*2203        0'2202— 0*2202  grm. 
PbO  found  .         .     0*2042        0"2046        0*2043        0-2044— 0*2044  grm. 

According  to  J.  G.  Fairchild  {Jmim.  Tnd,  Eng.  Chem.t  3.  902,  1911),  the  essential  conditions  for 
good  deposits  are :  (1)  hot  solutions  (60*^-60'*) ;  and  (2)  an  initial  low  amperage. 

^  To  recognise  the  end  of  the  electrolysis,  withdraw  a  few  drops  of  the  solution  from  the 
dish  ;  make  Uie  solution  alkaline  with  ammonia ;  add  a  few  drops  of  HgS  water,  or  ammonium 
sulphide,  when  a  black  or  dark  brown  precipitation  represents  lead  and  shows  that  the  electro- 
lysis is  not  completed.  Of  course  other  recognised  qualitative  tests  for  lead  are  available.  If 
the  level  of  the  electrolyte  be  raised  a  little  hy  the  addition  of  distilled  Water,  the  appearance 
of  a  yellow  or  orange  film  on  the  newly  immersed  surface  of  the  anode  also  shows  that  the 
electrolysis  is  not  ended. 

^  It  is  very  doubtful  if  the  excessive  weight  of  the  lead  dioxide  is  due  to  the  formation  of 
a  higher  oxide.  A.  Hollard,  Bull,  Soc  Chim,  (3),  29.  151,  1903  ;  (3),  31.  239,  1904  ;  Campt. 
JUnd.,  156.  229, 1904 ;  Chem.  News,  79.  122, 1899 ;  R.  O.  Smith,  Joum,  Amer.  Chem.  Soc., 
27.  1287,  1905  ;  R.  C.  Benner.  Joum.  Ind.  Eng.  Chem.,  2.  348,  1910 ;  J.  G.  Fairchild,  %b,,  3. 
902,  1911  ;  F.  Utz,  Ch«m.  ZeU.,  ii,  1788,  1912. 

»  W.  0.  May,  Amer,  J.  Science  (3),  6.  256,  1873 ;  F.  P.  Treadwell,  Kwnee  Lehrbuch  der 
atialytiechen  Chemie,  Leipzig,  2.  148,  1911 ;  H.  J.  S.  Sand,  Chem.  Newe,  lOO.  269,  1909. 
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In  another  series  of  trials  the  following  average  results  were  obtained : 

Lead  used  in  each  trial 0'1898grni. 

Lead  found  by  weighing  as  PbO) 0*1907  grm. 

Lead  found  by  converting  PbOg->PbO       ....     0 '1898  grm. 

Removing  the  Deposited  Lead  Peroxide  from  the  Electrode. — Digest  the  dioxide 
with  nitric  acid  to  which  a  little  hydrogen  peroxide  has  been  added  (say,  1  c.c). 
The  lead  dissolves  rapidly  and  quickly.  Smith  recommends  removing  the 
deposit  by  the  action  of  dilute  nitric  acid  along  with  a  rod  of  copper  or  zinc. 
Henz  ^  recommends  a  solution  of  sodium  or  potassium  nitrite  acidified  with 
nitric  acid. 

Preparation  of  Lead  Sulphate  for  Electrolysis, — Lead  is  commonly  separated  as 
sulphate  in  gravimetric  work.  According  to  Classen,  lead  sulphate  is  brought 
into  a  condition  for  electrolysis  by  warming  the  precipitated  lead  sulphate  with 
an  excess  of  ammonia,  whereby  lead  hydroxide  is  formed.  Pour  the  mixture  with 
constant  stirring  into  a  platinum  dish  containing  about  20  c.c.  of  warm  concen- 
trated nitric  acid.  If  any  lead  sulphate  appears  as  a  precipitate,  it  will  soon 
dissolve  in  the  solution.     The  solution  is  then  ready  for  electrolysis. 

Lead  sulphate  is  also  brought  into  a  condition  for  electrolysis  by  dissolving  it 
in  ammonium  acetate,  adding  20  c.c.  of  concentrated  nitric  acid,  and  electrolysing 
the  solution  at  60**  with  a  current  density  of  1  '5  to  1  '7  amps.^ 

Marie '  places  the  lead  sulphate  in  the  dish  to  be  used  for  the  electrolysis ; 
the  dish  is  heated  on  the  water  bath  along  with  some  dilute  nitric  acid.  Grad- 
ually add  crystals  of  ammonium  nitrate  until  all  is  dissolved.  Every  0*3  grm. 
of  lead  sulphate  requires  5  grms.  of  ammonium  nitrate.  Dilute  the  solution 
with  warm  water  so  that  the  liquid  contains  about  10  per  cent,  of  free  acid,  and 
electrolyse  the  solution  at  60-70*.  For  lead  silicate,  decompose  the  fine  powder 
with  sulphuric  and  hydrofluoric  acids.  Too  great  an  excess  of  sulphuric  acid 
prevents  the  solution  of  lead  sulphate  by  the  ammonium  nitrate.^ 

Effect  of  Foreign  Electrolytes, — The  process  indicated  above  will  separate  lead 
from  the  alkalies,  alkaline  earths,  chromium,  beryllium,  zirconium,  iron,  uranium, 
zinc,  nickel,  cobalt,  and  cadmium.  Chlorides  should  be  absent  from  the  electro- 
lyte.* The  determination  of  lead  by  this  process  in  the  presence  of  appreciable 
amounts  of  arsenic  will  be  unreliable.^  The  results  will  be  low.  Classen  says 
that  **  when  enough  (0*5  grm.)  is  present,  no  lead  will  be  deposited  as  dioxide  on 
the  anode,  but  metallic  lead  mixed  with  arsenic  will  be  deposited  on  the  cathode. 
If  the  electrolysis  be  continued  for  some  time,  the  arsenic  will  be  gradually 
driven  from  the  cathode  as  arsenic  hydride,  and  the  precipitated  lead  will  pass 
into  solution.  Finally,  if  the  electrolysis  be  sufficiently  prolonged,  all  the  lead 
will  be  deposited  as  dioxide  on  the  anode."  The  action  of  selenium  is  similar. 
According  to  Vortmann'^  the  results  are  high  in  the  presence  of  sulphuric, 
selenic,  and  chromic  acids.  Hence,  he  recommends  reprecipitation  by  electro- 
lysis. In  the  presence  of  arsenic  and  phosphorus  the  results  will  be  low.  In 
that  case  Vortmann  recommends  depositing  the  metal  as  lead  on  the  cathode, 
dissolving  the  metal  in  nitric  acid,  and  reprecipitating  the  lead  as  dioxide. 

'  F.  Henz,  Zeil.  atwrg,  Chem,,  37.  2,  1903. 

^  H.  Nissensen  and  B.  Neumann,  Chem.  Ztg.^  19.  1142,  1895. 

3  C.  Marie,  Coitipt.  Rend,,  130.  1032,  1900 ;   Chvm,  News,  82.  51,  1900. 

*  For  lead  chromate,  Marie  proceeds  in  a  similar  manner,  but  less  ammonium  nitrate  is  needed 
—  2  grms.  of  ammoniimi  nitrate  suffice  for  0*5  grm.  of  lead  chromate. 

^  When  chlorides  are  present,  eva()oration  with  sulphuric  acid  and  treatment  of  the  sulphate 
as  described  in  the  text  wul  furnish  a  solution  ready  for  electrolysis. 

'  B.  Neumann,  CKem.  Ztg.,  20.  882,  1896. 

'  G.  Vortmann,  Liebig^s  Ann.,  351.  288,  1907.  For  the  effect  of  gums,  and  colloida 
generally,  sec  H.  Freundlich  and  J.  Fischer,  Zeit.  Elektrochem,,  18.  885,  1912. 
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§  ite.  The  Rapid  Deposition  of  Lead  Dioxide  by  a  Rotating 
Electrode— Exner's  Process. 

The  eaormous  gain  in  the  speed  of  deposition  which  attends  the  use  of  a  rotat 
iDg  electrode  removes  one  of  the  tooet  serious  objections  to  electro-analysis.  In  the 
case  of  copper,  for  exam^ite,  a  rotating  anode  enables  a  satisfactory  determination 
to  be  made  in  5  minutes,  using  a  current  of  10  volta  and  13  amps. ;  nickel,  in 
15  minutes;  cobalt,  in  half  an  hour;  cadmium,  in  5  minutes ;  etc.  The 
following  diagram  (fig.  132),  after  Fischer,  emphasises  very  forcibly  the  great 
gain  in  time  obtained  by  the  use  of  rotating  electrodes.  The  ordinates  show 
the  amounts  of  copper  precipitated  by  rotating  and  stationary  electrtxles  after 
the  elapse  of  different  intervals  of  time  (abscissse). 

Knobukowi  introduced  rotating  electrodes  in  electro-analysis  in  18S6,  but 
the  subject  did  not  attract  much  attention  until  the  American  chemists— Gooch 
and  Smith — took  up  the  subject  about  1903.  These  chemists  and  their  co- 
workers extended  Knobukow's  idea,  and  showed  that  a  still  further  gain  in  time 


Fio.  182.— Timeordepiwitioli,  statiouaiy  sad  rotating  electrodes. 

attends  the  use  of  currents  of  greater  density  and  voltage.  For  further  details 
see  the  works  cited  on  page  256. 

The  Apparatus. — The  determination  of  lead  as  dioxide  by  the  use  of  rotating 
electrode  may  now  be  described,  on  the  assumption  that  pages  253  to  262  have  been 
mastered.  Fit  up  the  apparatus  illuutrated  in  fig,  133 — the  lettering  is  similar 
to  that  in  tigs.  117  and  118,  from  which  it  differs  in  that  the  platinum  dish 
is  here  used  as  the  anode,  not  the  cathode.  The  current  accordingly  passes 
through  the  electrolytic  cell  in  the  reverse  direction  to  what  was  the  case  with 
copper.  The  disc  electrode  is  replaced  by  a  spiral  of  heavy  platinum  wire  with 
the  spirals  fiied  in  position  by  twisted  platinum  binding  wires.  The  centre  of 
the  spiral  is  depressed  to  give  it  the  form  of  a  shallow  howl  about  5  cm.  in 
diameter.  This  electrode  is  clamped  to  the  axis  of  a  wheel  which  can  be  rotated 
by  a  motor  or  turbine  between  450  and  600  revolutions  per  minute,  and  yet  be 
in  electrical  contact  with  the  battery.' 

The  EleetrrJ.t/gii. — The  solution,  prepared  as  indicated  in  the  preceding  section 

'  N.  von  Knobukow,  Jirum.  prakt.  Chtm.  (2),  33.  473,  1886  ;  F.  A.  Gooch  and  H.  E. 
Medwn;,  Amr.  J.  Scitna  (4),  15.  820,  1903  ;  F.  F.  Exner,  Journ.  Amer.  Cfitm.  Hoc.,  3$.  896, 
1903  ;  B.  0.  Smith,  ib.,  37.  1287,  1B05. 

'  NnmerouB  tjwB  of  cells  for  rotating  electrode.^  havB  been  devised— some  are  described  in 
the  text-books  indicated  on  [age  266.  Tb»t  described  in  the  text  m*y  be  the  simplest  but  not 
neccatoril  J  the  beat  when  many  determinations  have  to  be  made. 
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for  Btatioaar;  electrodeB,  is  placed  in  a  platiaum  basin,  matted  on  its  inner 
surface.  Add  20  c.c.  of  concentrated  nitric  acid  and  dilute  the  solution  to  make 
a  total  volume  of  110-126  c.c.  Heat  the  solution  to  about  70*,  and  start  the 
electrode  rotating  at  abowt  500  revolutions  per  minute.'  A  current  of  elec- 
tricity at  4-5  volts,  and  current  density  10-11  amps.,  is  passed  through  the 
solution.  The  lead  will  soon  be  deposited  as  a  blaclE  adherent  velvety  film  of 
dioxide  on  the  dish.  The  maximum  period  required  tor  025  grm.  of  the  metal 
was  found  by  Smith  to  bo  15  minutes  ;  and  for  05  gnu.,  26  minut«s.^     Smith 


Pio.  133. — ElectTolyuB  by  rotating  electrod«. 

found  that  the  rate  of  precipitation  from  a  solution  containing  the  equivalent  of 
05787  grm.  of  PbO^  was  as  follows :— 


PbOa         ....     0-4940    06708    0'67*7     0-5770    0-6787    0-6788    gnu. 

In  about  25  minutes,  when  the  decomposition  is  finished,  stop  the  rotator, 
and  reduce  the  current  by  the  introduction  of  resistance.  Add  water  to  cover 
the  lead  peroxide  ;  syphon  off  wat«r  from  the  dish  while  the  dish  is  kept  full  of 
wat«r.     Wash  the  deposit  with  alcohol  and  ether  in  the  usual  u 

To  illnatrate  the  results  which  might  be  expected  : 


PbO,  found . 

Pb  (by  factor  0-SSe2)   . 

Pb{us«i)     . 


0'1137 
0'0»86 
O'OBSa 


0-2887  0-5781 
0'2501  0-5008 
0'2496       0-<»»2 


The  calculation  of  the  amount  of  lead  corresponding  with  the  deposited  lead 
dioxide  here  presents  the  same  difficulty  as  was  encountered  in  dealing  with 
stationary  electrodes.     The  factor  0'8662  furnisbes  too  high  results. 

'  There  ia  no  need  to  heat  the  solution  during  the  electrolysiB,  because  tlie  high  current  used 
keeps  the  liquid  hot.  With  higher  speeds  the  electrolyte  m&y  sweep  round  the  edge  of  the 
dish  and  be  tnrown  Bgainst  the  cover  glaaa.  This  will  do  no  particular  harm  if  the  amount  of 
liquid  in  the  basin  does  not  exc«ed  125  c.c. 

'  f.  W.  Einer,  Joani.  Amer.  Chtm.  Sot.,  25.  898,  1903  ;  R.  O.  Smith,  ii.,  37.  1287, 1908. 
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§  163.  The  Colorimetric  Determination  of  Lead. 

Pelouze  ^  first  proposed  to  estimate  small  amounts  of  lead  in  a  given  solution 
from  the  intensity  of  the  brown  coloration  ^  produced  when  the  lead  is  converted 
into  sulphide.^  The  method  has  been  frequently  used  for  estimating  the  small 
amounts  of  lead  in  water,  citric  acid,  etc.*  The  method  has  also  been  recom- 
mended for  the  determination  of  the  amount  of  lead  in  factory  dusts,  glazes,  etc.^ 
The  results  are  usually  too  low  in  presence  of  traces  of  free  acid — acetic  or  hydro- 
chloric acid — since  some  lead  is  not  then  converted  into  the  sulphide.  This  will 
be  obvious  from  our  study  of  the  action  of  hydrogen  sulphide  on  lead  salts  in 
acid  solutions  (page  273).  The  results  are  very  much  better  in  alkaline 
solutions  using  sodium  or  ammonium  sulphide  as  precipitant. 

Influence  of  Iron  Salts, — Dark  brown  iron  sulphide  is  precipitated  in  alkaline 
solutions,  and  since  traces  of  iron  are  nearly  always  associated  with  lead,  it  is 
necessary  to  eliminate  the  disturbing  effects  produced  by  this  agent.  Warington 
used  the  colorimetric  process  for  estimating  small  quantities  of  lead  in  citric 
and  tartaric  acids,  and,  in  order  to  avoid  the  efiFects  produced  by  iron,  he  re- 
commends making  the  solution  ''  alkaline  with  ammonia,  treating  the  solution 
with  a  few  drops  of  potassiiun  cyanide,  and  heating  it  to  near  the  boiling 
point.*'  The  iron  is  thus  converted  into  a  complex  cyanide — probably  ferro- 
cyanide — and  it  is  not  then  affected  by  the  subsequent  addition  of  alkaline 
sulphide.  The  method  works  quite  satisfactorily  provided  the  iron  is  all  present 
in  the  ferrous  condition,  and  the  liquid  is  strongly  alkaline.  Ferric  salts  are  not 
converted  by  the  treatment  with  potassium  cyanide  into  colourless  substances 
unaffected  by  alkaline  sulphides.  It  is  therefore  necessary  to  reduce  ferric  salts 
to  the  ferrous  condition  before  applying  the  test.  Wilkie  recommends  sodium 
thiosulphate  in  acid  solution  as  a  reducing  agent.  Its  action  is  probably  re- 
presented by  the  equation  :— 2Na2S203  +  2FeCl3  =  2FeCl2  +  NagS^O^  +  2NaCl. 

I%e  Determination. — Wilkie  made  an  artificial  mixture  of  1 2  grams  of  citric  acid, 
0*004  grm.  of  ferric  iron,  0*00005  grm.  of  lead.  This  mixture  was  placed  in  a  "  Jena 
flask  and  made  up  to  about  35  c.c.  with  water.    2  c.c.  of  ^N-sodium  thiosulphate  ^ 

'  T.  J.  Peloiize,  Ann.  Chim.  Phys.  (3),  79.  108,  1841. 

^  It  is  possible  to  detect  1  port  of  lead  per  16,000  parts  of  solution,  according  to  F.  Jackson 
{Joum,  Amer.  Chem.  Soc. ,  25.  992, 1908);  1 :  26,900,  according  to  T.  G.  Wormley  ;and  1 : 1,000,000, 
according  to  A.  B.  Prescott  and  E.  C.  Sullivan,  and  R.  Warin^n(«/<nini.  Soe.  Chem.  Ind.,  12.  97, 
1893);  C.  H.  Pfaff,  Handhuck  der  anaZytiBchen  Chemie,  Altona,  1824  ;  J.  L.  Lassaigne,  Joum. 
Chim.  M6d.,  8.  581,  1832  ;  P.  Harting,  Joum.  prakt.  Chem.  (1),  22.  45,  1841 

'^  A.  Trillat  (Compt.  Bend.^  156.  1205,  1903)  showed  that  lead  peroxide  produces  a  blue 
coloration  in  contact  with  tetramethyl-diamidodiphenylmethane  in  a  solution  acidified  with 
acetic  acid.  By  converting  the  lead  into  peroxide,  and  estimating  the  amount  of  the  latter  from 
the  intensity  of  the  blue  coloration,  the  i-esults  are  far  from  satisfactory.  Similar  attempts 
to  convert  the  lead  into  peroxide  and  subsequently  bringing  the  peroxide  in  contact  with  a 
solution  of  potassium  iodide  and  estimating  the  amount  of  lead  from  the  intensity  of  the  colour 
of  the  liberated  iodine— in  the  presence  and  in  the  absence  of  starch — likewise  failed  to  give 
constant  results  without  an  abnormal  expenditure  of  time  in  isolating  the  lead  peroxide. 

^  J.  M.  Wilkie,  Joum.  Soc.  Chein.  Ind.,  28.  686,  1909  ;  R.  Warington,  tS.,  12.  97,  1893  ; 
C.  A.  Hill,  Chemist  Druggist,  66.  388,  1905  ;  H.  W.  Woudstra,  ZeU.  anorg.  Chem.,  58.  168, 
1908  ;  F.  L.  Teed,  Antilyst,  17.  142,  1892 ;  £.  R.  Budden  and  H.  Hardy,  t6.,  19.  169,  1894  ; 
B.  Kiihn,  Arbeit.  Kais.  Oesand,,  23.  889,  1906  ;  A.  G.  V.  Harcourt,  Joum.  Chem.  Soc.,  97. 
841,  1910;  M.  Lucas,  Bull.  Soc.  Chim.  (8),  15.  39,  1896;  A.  Liebrich,  Chetn.  Ztg.,  22.  225, 
1898;  G.  Bischof.  ZeU.  aruU.  Chem.,  x8.  73,  1879;  Y.  Antony  and  T.  Benelli,  Gazz.  Chim. 
Ilal.,  I.  218,  1871;  2.  194,  1872;  P.  Carles,  Joum.  Pharm.  Chim.  (6),  12.  617,  1900; 
L.  Libermann,  Pharm.  CerUrcUhalU,  29.  10,  1889.  L.  W.  Winkler,  ZeU.  angew.  Chim.,  26. 
38,  1912,  recommends  addition  of  ammonium  chloride  to  get  more  reliable  results. 

'  H.  R.  Roeers,  Report  Departm^ntcU  Committee  appointed  to  inquire  into  the  Dangers 
incident  on  the  Useo/Lead,  2.  118, 1910  ;  A.  G.  V.  Harcourt,  ib.,  2. 120, 1910.  Rogers's  method 
cannot  be  regarded  seriously  as  a  quantitative  process. 

*  It  is  very  necessary  to  test  all  reagents  to  ensure  their  freedom  from  traces  of  lead — ammonia, 
sodium  hydroxide,  etc. 
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were  then  added,  and  the  whole  heated  to  incipient  boiling,  and  the  flame  removed. 
After  about  5  minutes,  the  solution  became  perfectly  water-white,  and  to  it  was 
immediately  added  1  c.c.  of  a  10  per  cent,  solution  of  potassium  cyanide,^  and 
then  2  an  excess  (13  c.c.)  of  0*880  ammonia,  and  the  whole  gently  boiled  until 
colourless." 

Assuming  that  the  solution  under  investigation  is  treated  as  the  mixture 
just  described,  a  similar  solution  is  made  with  a  known  amount  of  lead.  This 
solution  is  systematically  diluted  with  water  in  Nessler's  glasses,  and  one  drop  of 
ammonium  sulphide  ^  added  to  each.  The  colours  so  obtained  are  compared  with 
that  of  the  solution  under  investigation  in  the  usual  way — see  Colorimetry.^ 

Disturbing  Factors, — Woudstra  found  that  with  the  colorimetric  process : 

Lead  present.         .         .         .         O'OOl  O'OOl  0'0009  0*0009  grm. 

Estimated  lead  in  error .        .-18  -8  +11 '1  -3*3       percent 

It  must  be  borne  in  mind  that  the  lead  sulphide  precipitated  in  alkaline  solution 
is  colloidal,^  and  that  the  tint  is  to  some  extent  determined  by  the  size  of  the 
colloidal  particles,  which,  in  turn,  is  dependent  upon  the  nature  of  the  salts  in 
tlie  solution  under  investigation,  and  on  slight  variations  in  the  way  the  solution 
has  been  prepared.  Vigorous  agitation,  for  instance,  may  coagulate  the  suspended 
colloid  and  cause  a  precipitation  of  the  lead  sulphide.  Salts  of  the  alkalies  and 
alkaline  earths  rapidly  coagulate  the  colloidal  sulphide.  According  to  Kiihn, 
barium  chloride  is  100  times  more  active  than  sodium  nitrate  in  coagulating  the 
suspended  colloid. 

Sometimes  the  colloidal  sulphide  imparts  a  smoky  opalescence  to  the  solution. 
This  is  not  favourable  for  satisfactory  comparisons.  Warington  recommended  the 
addition  of  (approximately)  an  equal  volume  of  glycerol  to  the  solution  under 
investigation ;  and  Harcourt  recommended  mixing  the  solution  with  about  one- 
fifth  its  volume  of  a  clear  solution  of  cane  sugar  (half  sugar,  half  water),  in  order 
to  eliminate  this  difficulty.  Each  of  these  additions  makes  the  tint  of  the  lead 
sulphide  slightly  paler,  and  less  opaque,  and  thus  facilitates  the  work  of 
comparison. 

The  effect  of  iron  has  been  already  discussed.  In  the  case  of  lead  glazes, 
cobalt  oxide  may  have  been  added  to  the  glaze,  or  dissolved  from  the  body  by  the 
glaze.  Cobalt  salts  in  alkaline  sulphide  solutions  give  a  dark  brown  coloration 
(page  386),  which  would  make  the  reported  amount  of  lead  too  high.* 

To  summarise :  In  order  to  get  reliable  results  it  is  necessary  that  the 
solutions  under  comparison  have  the  same  general  character — otherwise  the  result 
may  be  over  50  per  cent,  in  error.  With  unknown  solutions,  this  can  only  \)e 
assured  by  elaborate  preparations  which  occupy  so  much  time  that  the  main 
advantage  of  the  colorimetric  process — rapidity  of  execution — is  nullified. 

^  It  is  best  to  use  an  excess  of  potassium  cyanide,  say  25  of  potassium  cyanide  to  1  of  iron. 

^  Wilkie  considers  that  the  results  are  better  if  the  potassium  cyanide  is  added  to  the  acid 
solution  before  the  ammonia,  since  the  formation  of  the  ferrocyanide  proceeds  faster  in  the 
acid  solution. 

'  According  to  Warington,  ammonium  sulphide  is  a  more  delicate  reagent  than  hydrogen 
sulphide. 

"*  A.  G.  V.  Harcourt  {Joiim,  Chem,  Soc^  97.  841,  1900)  makes  a  series  of  permanent  colour 
standards  matching  the  tints  of  solutions  containing  variable  amounts  of  lead.  The  colour 
standards  are  made  from  mixtures  of  ferric,  cobalt,  and  copper  sulphates  in  suitable  proportions. 
These  are  labelled  and  preserved  in  hermetically  sealed  glass  cylinders,  J.  W.  Lovibond 
{Measureyticnt  of  Light  arid  Colour  Sensations^  London,  124,  1910)  made  combinations  of  his 
standard  glass  slips  to  match  the  tints  of  solutions  containing  known  amounts  of  lead. 

»  W.  Spring,  Bull  Acad.  Roy.  Belg.,  483,  1909. 

"  G.  D.  Elsdon  {Fharm.  Joum.  (4),  89.  143,  176,  1912)  points  out  that  in  filtering  very 
dilute  solutions  of  lead  salts  part  of  the  lead  may  be  retained  by  the  filter  paper.  If  lead  s^ution 
be  acidified  with  0*6  per  cent,  acetic  acid  the  absorption  does  not  occur,  and  the  lead  may  be 
washed  from  the  paper  by  0*6  per  cent  acetic  acid. 


CHAPTER  XXV. 
THE  DETERMINATION   OF   BISMUTH  AND  MERCURY. 

§  164.  The  Separation,  of  Mercury  from  Lead,  Bismuth,  Copper, 

and  Cadmium— Rath's  Process. 

As  indicated  on  page  279,  mercuric  sulphide  is  almost  insoluble  in  ammonium 
sulphide,  but  readily  soluble  in  sodium  or  potassium  sulphides.  If,  therefore, 
the  sulphides  precipitated  by  hydrogen  sulphide  be  digested  with  an  alkaline 
sulphide,  the  mercury  will  be  found  with  the  arsenic  and  antimony  group. 
Indeed,  mercury,  tin,  arsenic,  and  antimony  sulphides  can  be  sharply  and  con- 
veniently separated  from  lead,  silver,  bismuth,  and  copper  sulphides  by 
digesting  the  mixed  sulphides  in  a  mixture  of  potassium  sulphide  and  hydroxide.^ 
If  cadmium  (and  zinc)  should  be  present,  the  mercury  sulphide  is  but  imperfectly 
dissolved.'  The  net  result  of  this  operation  is  a  solution  containing  tin,  mercury, 
arsenic,  and  antimony  sulphides,  and  a  precipitate  containing  copper,  lead,  and 
bismuth  sulphides — assuming  that  cadmium  is  absent.  If  tin  also  be  absent, 
this  method  of  analysis  offers  some  advantages,  because  the  mercury  can  be 
readily  separated  from  the  arsenic  and  antimony  by  treating  the  solution  with 
ammonium  chloride.  If  tin  be  present,  much  tin  will  be  precipitated  with  the 
mercury,  and  the  separation  by  this  process  is  inconvenient. 

If  the  sulphides  precipitated  by  hydrogen  sulphide  be  digested  in  ammonium 
sulphide,'  a  good  separation  can  be  made  in  the  absence  of  tin  and  copper. 
Mercury,  bismuth,  lead,  copper,  and  cadmium  will  remain  with  the  insoluble 
residue,  while  arsenic  and  antimony,  with  some  copper  sulphide,  will  be  dissolved. 
If  tin  be  present,  a  somewhat  soluble  compound  of  tin  and  mercury  sulphide 
appears  to  be  formed,  because  part  of  the  mercury  sulphide  will  pass  into 
solution,  and  part  of  the  tin  will  remain  with  the  precipitate* 

The  plan  of  analysis  must,  therefore,  be  modified  to  suit  these  different 
conditions.  Fortunately,  mercury  is  comparatively  rare  in  silicate  analysis,  and 
one  of  the  two  distillation  processes  indicated  later,  or  simply  *^  loss  on  ignition  " 
of  the  original  sample,  will  suffice.  Rath's  process  ^  is  one  of  the  most  convenient 
for  separating  mercury  from  the  sulphides  insoluble  in  ammonium  monosulphide. 


^  Prepared  bv  saturating  half  the  prepared  volume  of  a  15  per  cent,  solution  of  potassium 
hydroxide  with  hydrogen  sulphide.  Mix  the  two  parts,  and  filter  after  the  solution  has  stood 
for  some  days  {cf.  page  277). 

2  K.  Billow,  ZeU,  anal,  Chem.,  31.  697,  1892  ;  Chem,  News,  67.  174,  1893. 

^  Ammonium  Monorulphide. — Saturate  three  volumes  of  aqueous  ammonia  (sp.  gr.  0*88) 
with  hydrogen  sulphide,  and  add  two  volumes  of  fresh  ammonia  (sp.  gr.  0*88)  to  the  saturated 
solution.  (Ammonium polysulphide  is  made  by  dissolving  25  grms.  of  *'  flowers  of  sulphur"  in 
a  mixture  of  500  c.c.  of  ammonium  monosulphide  and  500  cc.  of  water.)  When  mercury  is 
present,  the  freshly  prepared  colourless  ammonium  sulphide  is  used  in  place  of  sodium  mono- 
sulphide, for  the  reasons  stated  on  page  279— E.  Donath,  Chem.  Ztg,  Rep.,  15.  68,  1895. 

*  T.  Wilm,  Ber,,  20.  282,  1887. 

»  G.  von  Rath,  Pogg.  Ann.,  96.  822,  1855. 
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It  is  based  on  the  fact  that  the  mercuric  sulphide  is  insoluble  in  boiling  dilute 
nitric  acid  (sp.  gr.  1'2-1"3),^  while  the  remaining  sulphides — silver,*  bismuth, 
copper,  cadmium,  and  lead — pass  into  solution.  A  little  insoluble  lead  sulphate 
may  be  formed  by  the  action  of  the  nitric  acid  on  the  sulphide.  The  mercuric 
sulphide  can  then  be  separated  from  the  lead  sulphate  by  digesting  the  mixture 
with  a  little  aqua  regia ;  dilute  the  solution  with  water,  filter  off  the  precipitated 
sulphur  and  lead  sulphate,  and  wash  with  water.  A  trace  of  lead  sulphate  may 
be  dissolved  by  the  filtrate.  This  is  recovered  later.  The  mercury  is  separated 
as  sulphide  by  Yolhard's  process. 

§  i6s  The  Gravimetric  Determination  of  Mercury  as  Sulphide — 

Volhard's  Process. 

In  this  process  ^  the  mercury  is  precipitated  as  sulphide  by  the  addition  of 
ammonium  sulphide  to  a  nearly  neutral  solution;  the  mercuric  sulphide  is 
dissolved  in  caustic  alkali,  from  which  it  is  reprecipitated  as  mercuric  sulphide, 
by  the  addition  of  ammonium  nitrate. 

Precipitation  of  the  Mercuric  Sulphide, — Almost  neutralise  the  acid  filtrate 
from  the  preceding  operation  with  sodium  carbonate;  add  a  slight  excess  of 
colourless  ammonium  sulphide  (freshly  made,  page  341);  and,  finally,  with 
constant  agitation,  a  solution  of  pure  sodium  hydroxide.  When  the  dark 
colour  begins  to  lighten,  heat  the  solution  to  boiling,  and  add  more  sodium 
hydroxide  until  the  liquid  is  perfectly  clear. ^  The  mercury  dissolves  forming  a 
thio-salt — Hg(SNa)2.  Add  an  excess  of  ammonium  nitrate,  and  boil  the  solution 
as  long  as  ammonia  is  given  olf.  The  thio-salt  is  decomposed  by  the  ammonium 
nitrate : 

Hg(SNa)2  +  2NH4NO8  =  2NaN03  +  {"i^n^)^  +  HgS. 

Wash  the  precipitated  mercuric  sulphide  ^  two  or  three  times  with  hydrogen 
sulphide  water,  then  with  hot  water  by  decantation  through  a  Gooch's  crucible 
imtil  the  water  no  longer  reacts  with  silver  nitrate.  Transfer  the  precipitate  to 
the  crucible,  dry  between  110*  and  11 2",*  and  weigh  as  mercuric  sulphide — HgS. 
Every  gram  of  the  mercuric  sulphide  represents  0*86 18  gram  of  mercury,  or 
0*9305  gram  mercuric  oxide — HgO.  The  results  are  generally  a  little  high 
owing  to  the  presence  of  some  sulphur  with  the  precipitate.*^ 

Removal  of  Svlphur  from  Metallic  Sulphides, — The  sulphur  may  be  removed 
either  by  boiling  the  precipitate  with  a  little  sodium  sulphite  before  filtering  so 
as  to  convert  the  sulphur  into  soluble  sodium  thiosulphate  (S  +  NagSOj  =  NajSjOj), 

>  J.  Torrey,  Amer,  CJum.  Joum.,  7.  855,  1886  ;  J.  L.  Howe,  ib.,  8.  76,  1886.  Mercuric 
sulphide  is  not  appreciably  attacked  by  boiling  dilate  nitric  acid,  but  a  single  drop  of  dilute 
hyarocbloric  acid  (1 : 3)  will  convert  black  mercuric  sulphide  into  a  yellow  compound,  and  if  a 
few  drops  of  hydrochloric  acid  be  present,  some  of  the  mercury  will  pass  into  solution.  Hence, 
the  nitric  acid  must  be  perfectly  free  from  chlorides  and  hydrochloric  acid. 

2  If  silver  be  present,  it  will  be  precipitated  as  chloride  by  the  hydrochloric  acid. 

3  J.  Volhard,  Liebig's  Ann.,  255.  256,  1889. 

*  A  precipitate  of  insoluble  leaa  sulphate  maybe  present  owing  to  the  dissolution  of  some 
lead  sulphate  in  the  aqua  regia.  If  present,  it  must  be  filtered  off  and  the  precipitate  washed 
with  dilute  sodium  hydroxide.  The  lead  sulphate  is  mixed  with  that  previously  obtained,  and 
treated  by  the  method  of  page  817. 

^  The  precipitate  so  obtained  is  much  more  compact  and  easily  filtered  than  mercuric 
sulphide  precipitated  by  hydrogen  sulphide. 

^  The  time  of  drying  is  materially  lessened  by  a  final  washing  with  alcohol — R.  S.  M'Bride, 
Journ.  Phys.  Chtm,y  14.  189,  1910. 

"^  F.  P.  Treadwell,  Kurzes  LehrhucK  der  analytisehen  Chemie,  Leipzig,  2.  140,  1911  ; 
L.  Vignon,  C<mpt,  JUnd.,  1 16.  684,  1893. 
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or  by  extraction  with  carbon  disulphide.'  The  following  are  convenient  methods 
of  conducting  the  process  of  extraction : — The  Gooch'a  crucible  containing  the 
mixture  is  placed  on  a  glass  tripod  whose  feet  rest  on  the  bottom  of  s  beaker 
containing  some  carbon  disulphide.  The  beaker  is  covered  with  a  round- 
bottomed  flask  containing  cold  water.  The  beaker,  etc.,  is  placed  en  a  hot-water 
bath.*  The  carbon  disulphide  boils  at  46',  and,  after  condensing  against  the 
bottom  of  the  flask,  drops  into  the  crucible  and  passes  back  to  the  bottom  of  the 
beaker.  Wiley's  or  Drchschmidt'a  extraction  apparatus  '  is  convenient  for  wash- 
ing precipitates  free  from  aulphur  by  extraction  with  carbon  disulphide.  Both 
buve  a  receptacle,  A,  for  the  Gooch's  crucible  below  a  condenser,  C ;  Drehschmidt's 


Fig.  134. — Extraction  apparatus. 

is  shown  in  fig.  134.  A  current  of  cold  water  is  passed  through  the  condenser, 
and  the  flask,  B,  containing  the  solvent,  etc.,  is  placed  in  a  hot-water  bath,  or 
supported  over  an  incandescent  electric  lamp.  The  carbon  disulphide  boils,  and 
the  condensed  liquid  runs  through  the  crucible  back  to  the  bottom  of  the  flask. 
In  about  half  an  hour  the  apparatus  is  allowed  to  cool,  and  the  carbon  disulphide 
b  washed  from  the  precipitate  in  the  crucible  by  one  treatment  with  alcohol,  and 

'  a  Priedhein)  and  p.  Michaelis,  Zeil.  anal.  CAem.,  34.  62fi,  1895;  H.  W.  Wilaj,  16.,  23. 
NI6,  1684  ;  G.  Vortmann,  Utlmngibeiipiele  au3  der  quantUalicen  chemUchen  Analyse,  Leipzig, 

3S,  leio. 

'  Note,  no  naked  Qaniea  mnst  be  near  enough  to  risk  ignition  of  the  carbon  disulphide. 
•  H.  W.  Wiley,  Joum.  Anal.  App.  Chem.,  7.  «5,  1893;   W.  D.  Richardson  and  E.  F. 
3chenib«l,  Joum.  Ind.  Eng.  Chem.,  4.  220,  1912  ;  H.  J.  C.  Curr.  16.,  4.  635.  1912. 
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one  treatment  with  ether.  Dr?  the  sulphide  at  110°,  and  weigh  as  indicated 
above.     The  results  are  very  fair,  generally  less  than  O'l  per  cent.  low. 

§  l66.  The  Distillation  Process  for  Mercury. 
Erdmann  aiid  Marchand'i  Proceu. 
All  mercury  compounds,'  with  the  exception  of  the  iodide,  arc  quantitatively 
decomposed  when  heated  with    quicklime.     The   reaction,  in    the  case  of   the 
chloride,  is  represented : 

HgCIa  +  CaO  =  CaCl^  +  OHg. 

Hence,  it  ia  oft«n  most  convenient  to  determine  the  mercury  on  a  separate 
sample  by  a  distillation  process,  and  ignore  the  mercury  when  the  other  cod- 
stituents  are  determined,  because  the  mercury  compound  which  might  contaminate 
a  precipitate  is  volatilised  when  the  precipitate  is  ignited  before  weighing. 


Flo.  13B. — Erdmann  »nd  Marchand'a  diatilUtion  proc«BB  for  mercury. 

Mercury  can  be  detonninod  in  colours  containing,  say,  mercuric  chromate,  and 
in  gold  amalgams,  "beat"  gold,  etc.,  by  placing  a  phig  of  asbestos  at  the  end  of 
a  combustion  tube — 45  to  50  cm.  long,  and  1  '5  cm.  wide — then  an  8-cm.  layer  of 
freshly  burned  calcium  oxide  ;  a  lO-cm.  layer  of  an  intimate  mixture  of  a  weighed 
quantity  of  the  given  substance  with  an  excess  of  calcium  oxide  ;  a  20-cm.  layer  of 
calcium  oxide  ;  and,  finally,  a  loose  plug  of  asbestos  fibre,'  Bend  the  tube  as  shown 
in  the  diagram,  G,  fig.  135.  Fit  the  bent  end  of  the  combustion  tube,  by  means 
of  a  piece  of  rubber  tubing,  with  one  arm  of  a  small  Pt^ligot's  tube,  B,  as  shown 
in  the  diagram.  The  other  arm  of  the  Peligot's  tube,  D,  is  loosely  packed  with 
pure  gold  leaf.  The  other  end  of  the  combustion  tube  is  connected  with  a  wash- 
bottle,  A,  containing  sulphuric  acid,  and  with  a  tube  delivering  coal  gas.  The 
coal  gas  is  allowed  to  bubble  through  the  apparatus  at  the  rate  of  about  three 
bubbles  per  second  for  about  half  an  hour.  Uradually  raise  the  temperature 
of  the  combustion  tube,  starting  with  the  20-cni.  layer,  and  gradually  carry  the 


'  A  aimpk  detenaination  of  the  "loss  on  ignition  "  is  sometinies  suHicicnt  for  the  mercur; 
in  a  dry  Bamplit  of  mercury  chromate.  The  last  trace  of  merciirj  is  difficult  Ui  expel  from  gold — 
M.  J.  Peraonne,  Compl.  Read.,  36.  68,  1862, 

^  The  tube  is  often  closed  at  one  end,  and  the  closed  end  is  packed  with  mugnesite  or 
sodium  bicarbonate,  which,  on  lieating  towards  the  end  of  the  operation,  evolves  a  stream  of 
carbon  dioxide  ;  this  dnves  out  the  mercury  vapour.  The  mercury  is  collected  in  water.  The 
results  are  eatisfactorj  with  rich  (7-8  per  cent,  mercury)  oren. 
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flame  backwards  until  finally  the  whole  tube  is  being  heated  at  the  same  time. 
The  part  C  of  the  combustion  tube  can  be  heated  with  a  naked  Bunaen's  flame, 
and  any  mercury  here  condensed  la  thus  driven  forward  into  the  P^ligot's  tube, 
but  the  rubber  connection  must  not  be  scorched.  The  current  of  coal  gas  is  - 
continued  all  the  time  the  combustion  is  in  progress,  and  while  the  apparatus 
is  cooling.  Moat  of  the  mercury  collects  in  the  lower  bulb  of  the  P41igot's 
tube  ;  a  small  part  is  arrested  by  amalgamation  with  the  gold  leaf ; '  and  some 
of  the  mercury  may  condense  in  the  narrow  portion  of  the  combustion  tube 
near  C.  The  P^ligot's  tube  is  disconuected  ^  and  a  current  of  air,  dried  by 
passing  through  a.  drying  tower,  fig.  164,  is  passed  through  the  apparatus 
for  about  half  an  hour.  Weigh  the  P^tigot's  tube ;  the  increase  in  weight 
represents  mercury  derived  from  the  given  sample.  Now  cut  the  combustion 
tube  where  the  mercury  is  condensed.  Weigh.  Heat  this  portion  of  the  com- 
bustion tube  while  a  current  of  air  is  passed  through.  This  volatitises  the  mercury. 
Cool  the  tube  in  a  desiccator  and  weigh  again.  The  apparent  loss  in  weight 
represents  the  mercury  which  was  condensed  in  the  tube.  Add  this  to  the 
preceding  result  to  get  the  total  mercury.' 

Bollowaj/'i  Modifteation  of  Etehka't  Proeets. 

This  method  is  based  on  the  fact  that  when  mercuric  sulphide  is  heated  with 
iron  filings,  iron  sulphide  and  volatile  mercury  are  formed.*  The  mercury  is 
condensed  on  a  gold  or  silver  plate, 
and  an  amalgam  is  formed.  The  in- 
crease in  the  weight  of  the  plate  from 
this  cause  represents  the  amount  of 
mercury  in  the  sample.  The  process 
is  used  for  sulphides  and  amalgams. 
The  process  can  also  be  used  with 
"beat  gold"  and  other  amalgams.^ 

Tfu  Apparatu*. — The  upper  edge 
of  ft  deep,  glazed  porcelain  crucible — 

about  4  cm.  diameter,  and  4'5  cm.  Fio.  136.— HollowaLy'Bsppar&lus. 

high — is  ground  fiat     The  crucible, 

A,  figs.  136  and  137,  is  supported  in  a  hole  in  an  asbestos  or  quartz  plate,  //. 
A  5-cm.  disc  of  silver"  plate  (weighing  about  0'4-0'5  grra.  per  sq.  cm.)  is 
annealed  by  holding  it  in  the  Bunsen'a  fiame  for  a  minute  or  two.  The  disc  is 
rubbed  between  two  fiat  surfaces  until  it  lies  perfectly  flat  on  top  of  the  crucible 
Weigh  this  disc,  B.  Place  a  rather  larger  metal  disc,  C,  on  top  of  the  weighed 
disc,  B,  in  order  to  keep  the  latter  clean.  A  metal  condenser,  D,  through 
which  a  current  of  cold  water  is  flowing,  is  placed  on  the  diaca  to  keep  them  cool. 


'  iDBtead  of  using  ({old  leaf,  etc.,  wntar  is  sometimes  used  in  the  bottom  of  the  P^tigot'a  tube  ; 
the  combustioD  tube  bra  one  end  closed,  ind  a  U;er  of  masneiite  is  placed  at  the  closed  end. 

•  W^tch  that  no  marcury  falls  from  the  combustion  tube  after  the  P^ligot's  tube  has  been 
disconnected. 

•  H.  Rme,  Fogg.  Ann.,  iio,  642,  1860  ;  0.  L  Erdaumn  and  R.  F.  Marchand,  Joam.  pmii. 
Chan.  (1),  31.  S86,  lB4t ;  C.  fL.  Kiinig,  ib.  (1),  Jo.  61,  1857  ;  A.  C.  CumminR  »nd  J.  Mscleod, 
Jour.  Cheok.  Soe.,  103.  513,  1913. 

'  As  in  Jordan's  lest  for  raeroury— W.  J.  Jordan,  Sekiaelgger't  Jimm,,  57.  339,  1829. 

•  A.  Esohka,  Chem.  New;  J6.  22.  1872;  Zeit.  anal.  Chenu,  11.344,  1872;  ningler'a  Joiim. , 
004.  47,1872;  C.T.  Holloway,^n<iIi/>f,3I.  66,1906;  C/iem.  Eng.,  4.  U9,  1906;  R.  E.  Ghiam, 
R^.  Miti.  Joum.,  66.  480,  IS88. 

'  Oold  has  a  greater  "  collecting "  power  for  the  mercury  than  silver ;  but  silver  baa  the 
neater  "collecting"  power  weight  for  weight,  and  is  also  a  better  heat  condnctor.  Hence 
Hoiloway  recommendea  silver,  EMhka  and  Chism  used  gold. 
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The  condenser  is  held  in  place  by  a  500-grm.  weight,  IT,  on  top  of  the  condenser. 

A  gutter,  Gy  runs  round  the  bottom  of  the  condenser  to  collect  any  condensed 

moisture  trickling  down  the  condenser.^     The  moisture  is  removed  from  time 

to  time  by  means  of  a  piece  of  blotting  paper. 

Charging  the  Crucible. — The  finely  powdered  (120's  lawn)  and  dry  *  sample 

is  weighed  *  into  the  crucible  and  mixed  with  10  grms.  of  fine  iron  filings.*     The 

mixture  is  covered  with  5  grms.  of  the 
coarse  iron  filings.  Everything  is 
placed  in  position,  as  shown  in  the 
diagrams,  figs.  136  and  137. 

Volatilisation  of  the  Mercury, — 
The  crucible  is  heated  with  a  small 
flame  sufficient  to  raise  the  bottom  of 
the  crucible  to  redness  without  the 
flame  coming  in  contact  with  the  sides 
of  the  crucible.^  After  heating  from 
20  to  30  minutes,  let  the  system  cool 
for  15  minutes  with  the  condenser  at 
work.  Wash  the  gold  or  silver  disc 
with  alcohol ;  ^  dry  in  a  desiccator ; 
and  weigh.  The  apparent  increase  in 
weight  of  the  disc  represents  the  mer- 
cury. It  requires  a  little  practice  to 
adjust  the  size  of  the  flame  and  the 
time  of  heating  to  be  sure  all  the  mer- 
cury is  volatilised  under  the  conditions 
just  indicated.*  To  make  quite  sure, 
reheat  the  crucible  with  a  fresh  gold 
or  silver  disc  in  position.  If  all  the 
mercury  was  volatilised  during  the  first 
heating,  there  will  be  no  increase  in 
Fig.  137.— Holloway'8  apparatus.  weight  of  the  disc.     If  any  increase  in 

weight  is  obtained,  add  the  result  to 

the  mercury  obtained  with  the  first  plate.    The  plates  can  be  freed  from  mercury, 

and  prepared  for  another  determination,  by  simply  heating  them  to  drive  off  the 

mercury.^     A  determination  occupies  40  to  50  minutes. 


'  The  whole  outfit  can  be  bought  for  about  58. 

^  If  metallic  mercury  be  present,  the  drying  must  be  conducted  with  care  on  account  of  the 
tendency  of  mercury  to  volatilise. 

'  If  the  amount  of  mercury  in  the  sample  is  less  than  1  per  cent,  take  2  ffrms.  of  the 
sample  ;  if  between  1  and  2  per  cent.,  take  1  grm. ;  if  between  2  and  5  per  cent,  take  0*5  grm. ; 
and  if  over  5  per  cent  is  present,  grind  the  sample  with  10  grms.  of  dry  sand  (120's  lawn),  and 
take  an  aliquot  poition  so  as  to  keep  approximately  within  the  indicatea  limits. 

*  Clean  iron  filings  free  from  oils  and  fats  are  prepared  by  heating  the  filings  to  redness  for  an 
hour  in  a  covered  crucible.  Sift  the  filings  through  an  80's  lawn,  and  also  sift  some  through  a 
SO's  lawn.     Keep  each  in  a  separate  bottle. 

^  The  tip  of  a  small  Maker's  flame  is  very  suitable.  The  plate  does  not  absorb  mercury  well 
if  it  is  hot. 

^  To  remove  tarry  and  organic  matters,  etc. ,  which  might  have  collected  on  the  gold  or  silver 
plate.  The  gold  amalgams  used  in  pottery,  if  already  mixed  with  **  fat  oil,*'  should  be  washed 
with  ether  to  remove  the  oil  before  treatment  by  this  process. 

^  If  the  plate  does  not  show  a  clear  circular  stain,  either  too  much  ore  has  been  used,  or  the 
lid  did  not  fit  properly.  If  the  stain  extends  beyond  the  edge  of  the  crucible,  there  will  be  an 
element  of  uncertainty  owing  to  the  probable  loss  of  mercury.  The  plate  and  crucible  should  fit 
close  enough  to  prevent  this. 

"  The  plate  seems  to  improve  with  use,  since  it  gets  more  porous  and  absorbs  mercury  better. 
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Special  Precautions. — (1)  Avoid  the  excessive  heating  of  the  crucible;  the 
edge  of  the  foil  should  never  feel  warm  to  the  fingers.  (2)  The  silver  or  gold  foil 
should  be  thoroughly  cleaned  and  fit  on  the  crucible  quite  flat.  (3)  The  foil  and 
cooler  should  be  carefully  adjusted  to  ensure  contact  all  round  the  top  of  the 
crucible.  (4)  The  foil  should  be  quite  dry.  (5)  Draughts  are  objectionable. 
(6)  Allow  15  minutes  for  cooling  before  removing  the  foil  to  prevent  danger  of 
losing  uncondensed  mercury  vapour. 

Duplicate  determinations  on  a  1  per  cent,  ore  should  agree  to  within  0*05 
per  cent.  (HoUoway),  a  result  which  cannot  be  equalled  by  the  wet  method. 

§  167.  The  Separation  of  Bismuth  from  Lead,  Cadmium,  and 

Copper— Lttwe's  Process. 

Lowe  ^  has  based  a  process  on  the  fact  that  water  converts  bismuth  nitrate 
into  an  insoluble  basic  salt  under  conditions  where  lead,  copper,  and  cadmium 
salts  undergo  no  such  transformation  : 

Bi(N03)3  +  2H20^^=^Bi(OH),N03  +  2HNO3. 

The  basic  nitrate  is  washed  with  a  solution  of  ammonium  nitrate ;  this  allows 
the  precipitate  to  be  washed  without  decomposition.  If  water  alone  be  used, 
the  precipitate  becomes  more  and  more  basic,  the  filtrate  consequently  acquires 
an  acid  reaction,  and  some  bismuth  passes  into  solution.  The  process  can,  how- 
ever, be  used  for  the  separation  of  bismuth  from  the  elements  just  named.^ 

Precipitation. — The  nitric  acid  solution  of  the  sulphide  is  evaporated  on  a 
water  bath  to  a  syrupy  consistency,  and  mixed  with  hot  water  and  thoroughly 
stirred  with  a  glass  rod.  Take  care  to  loosen  any  crusts  which  may  have  formed 
on  the  sides  of  the  basin.  The  solution  is  again  evaporated,  and  the  addition 
of  water  and  the  evaporation  are  repeated  until  further  addition  of  water  pro- 
duces no  turbidity — three  or  four  evaporations  usually  suffice.  This  shows  that 
the  reaction  indicated  above  is  complete.  Evaporate  the  solution  to  dryness, 
and  when  the  dry  mass  has  ceased  to  smell  of  nitric  acid,  cool. 

Washing. — Add  a  cold  solution  of  ammonium  nitrate  (2E),  and  after  standing 
some  time  with  frequent  agitation  to  make  sure  that  all  the  lead  nitrate  has 
passed  into  solution,  filter.  Wash  the  precipitate  with  the  solution  of  ammonium 
nitrate,  and  dry  in  an  air  bath. 

Ignition. — Remove  the  dry  precipitate  from  the  filter  paper,  and  preserv^e  it 
in  a  watch-glass.  Ignite  the  filter  paper  in  a  porcelain  crucible  at  a  low 
temperature.  Moisten  the  ash  with  nitric  acid.  Evaporate  to  dryness  very 
cautiously  to  prevent  spurting.  Transfer  the  precipitate  to  the  crucible  and 
ignite  filter-paper  ash  and  precipitate  together.  Try  to  keep  the  temperature 
below  the  fusing  point  of  the  oxide,  since,  if  the  temperature  be  too  high,  the 
oxide  melts  and  attacks  the  glaze. ^  When  the  weight  has  become  constant, 
weigh  the  precipitate  as  bismuth  oxide — Bi203. 

Purification  of  the  Bismuth  Oxide. — The  precipitate  may  be  contaminated  with 
a  little  iron,  mercury,  and  copper  if  these  elements  be  present.  Hence,  some 
prefer  to  redissolve  the  precipitate  before  ignition  and  repeat  the  separation. 
The  combined  filtrates  are  evaporated  to  dryness  and  calcined  at  a  low  tempera- 


^  J.  Lowe,  Joum.  prakt.  Chem.  (1),  74.  344,  1858  ;  C.  H.  Pfaff,  Haiidkuch  der  analytischen 
ChemU,  Altona,  1821. 

'  This  process  can  be  used  for  evaluating  bismuth  nitrate  and  bismuth  oxide.  The  latter 
is  soluble  in  nitric  acid. 

'  The  error  from  this  cause  can  be  neglected  in  most  cases.  If  reducing  gases  be  present 
inside  the  crucible,  some  of  the  oxide  will  be  partially  reduced. 
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ture  to  destroj  the  ammonium  salts,  which  interfere  with  the  subsequent  pre- 
cipitation of  the  lead  as  sulphate  (page  317). 

If  sulphuric  or  hydrochloric  acid  be  present,  a  basic  sulphate  or  chloride  may 
be  formed,  which  is  not  converted  to  oxide  on  ignition.  The  results  will  ac- 
cordingly be  high.  In  that  case.  Rose  ^  recommends  fusing  the  mass  for  about  15 
minutes  with  four  or  five  times  its  weight  of,  say,  98  per  cent,  potassium  cyanide 
in  a  covered  crucible.  When  all  is  fused  the  crucible  is  gently  tapped  to  collect 
the  little  beads  of  metal  into  one  button.  The  crucible  should  not  be  heated 
above  low  redness.  Wash  the  cold  mass  with  water  to  remove  the  cyanides  and 
cyanates.  The  button  is  then  washed  with  alcohol,  dried  at  100*,  and  weighed 
as  metallic  bismuth.  This  weight  multiplied  by  1*1154  gives  the  corresponding 
amount  of  bismuth  oxide — Bi^Og.* 

§  i68.  The  Separation  of  Bismuth  from  Copper  and  Cadmium— 

Jannasch's  Process. 

The  bismuth  can  be  separated  ^  from  copper  and  cadmium,  if  cadmium  be 
present,  by  evaporating  a  solution  containing  salts  of  these  elements  to  dryness. 
Dissolve  the  residue  in,  say,  5  c.c.  of  nitric  acid  (sp.  gr.  1  '4)  and  25  c.c.  of  water, 
and  pour  the  solution  into  a  beaker  containing  25  c.c.  of  concentrated  ammonia, 
and  50  c.c.  of  a  4  per  cent,  solution  of  hydrogen  peroxide,  with  constant  stirring. 
A  dull  yellow  precipitate  of  basic  bismuth  hydroxide  separates.^  Let  the  pre- 
cipitate settle ;  decant  the  clear ;  add  more  of  the  ammoniacal  hydrogen 
peroxide;  decant;  transfer  to  a  filter  paper;  wash  with  hot  dilute  ammonia 
(1  :8),  and  finally  with  hot  water,  until  a  drop  of  the  wash- water  gives  no 
precipitate  when  evaporated  on  a  piece  of  platinum  foil. 

To  remove  any  copper  or  cadmium  which  might  be  precipitated  with  the 
bismuth,  dissolve  the  precipitate  on  the  filter  paper  in  hot  dilute  nitric  acid ; 
evaporate  to  dryness,  and  repeat  the  precipitation  as  described  above. 

After  complete  washing,  dry  the  precipitate  at  90°-95* ;  ignite  it  in  a  porcelain 
crucible  until  its  weight  is  constant ;  and  weigh  as  BijO,.  The  ignition  of  the 
precipitate,  etc.,  is  described  in  detail,  page  347.^ 

§  169.  The  Determination  of  Bismuth  Colorimetrically. 

Small  amounts  of  bismuth  are  conveniently  determined  colorimetrically. 
Bismuth  iodide®  forms  an  intense  yellow,  orange,  or  red  coloration,^  which, 
unlike  the  somewhat  similar  colour  by  iodine,  is  not  destroyed  by  sulphur 
dioxide.     The  process  is  not  often  used,  and  in  consequence  it  has   not   been 


»  H.  Rose,  Pogg,  Ann.,  91.  104,  1864  ;  llO.  136,  426,  1860. 

^  Sometimes  the  bismuth  forms  a  kind  of  metallic  lustrous  film  inside  the  crucible. 

'  P.  Jannasch,  Zeit.  afwrg.  Chem.,  8.  302,  1895;  LeUfaden  der  Oewicktsanalyse,  Leipzig, 
107,  110,  1904  ;  P.  Jannasch  and  £.  von  Cloedt,  Zeii.  anorg.  Chem,,  10.  898,  1896  ;  C?iem, 
Neivs,  72.  64,  1895. 

"*  If  lead  were  present,  it  too  would  be  precipitated  witli  the  bismuth  as  a  peroxide. 

'  A.  L.  Benkertand  E.  F.  Smith's  process  (/oum.  Amer.  Chem.  Soe,,  18. 1055, 1896  ;  A.  F.  V. 
Little  and  £.  Cahen,  Analyst,  2$*  ^^^>  ^^^^)t  ^7  precipitation  as  bismuth  formate,  is  an 
excellent  process  for  the  separation  of  bismuth  from  lead,  cadmium,  etc. 

6  F.  Field,  Chem,  News,  36.  260,  1877  ;  F.  A.  Abel  and  F.  Field,  Joum,  Chem.  Soe.,  14. 
290,  1862;  M.  Planes,  Chem.  News,  89.  10,  1904;  Joum.  Phami.  Chim.  (6),  886,  1903; 
L.  L.  de  Koninck,  Bull,  Soc,  Chim,  Belg,,  19.  91,  1905  ;  F.  B.  Stone,  Journ.  Soc.  Chem.  Ind,, 
6.  416,  1887  ;  T.  C.  Cloud,  ib,,  23.  623,  1904. 

^  One  part  of  bismuth  per  10,000  parts  of  water  gives  an  orange  colour ;  1  part  of  bismuth 
in  40,000  {Mtrts  of  water,  a  light  orange  ;  and  1  part  of  bismuth  in  100,000,  a  perceptible 
yellow  coloration — T.  C.  Thresh,  PJiarm.  Journ. ,  641,  1880. 
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subjected  to  that  critical  examination  which  would  have  been  the  case  had  it 
been  in  common  use.  The  use  of  comparatively  large  amounts  of  glycerol  is  an 
objectionable  feature  in  the  process. 

Test  SolrUion. — The  sample  under  investigation  is  dissolved  in  a  flask  with 
just  sufficient  nitric  acid  and  water.  Add  10  c.c.  of  glycerol  and  10  c.c.  of 
potassium  iodide  *  solution,  and  make  the  solution  up  to  50  c.c.  with  glycerol. 
Place  this  solution  in  one  test  glass  of  the  colorimeter. 

Standard  Solution. — Mix  10  c.c.  of  a  standard  solution  of  bismuth  2  with  10 
c.c.  of  the  potassium  iodide  solution,  and  make  the  solution  up  to  50  c.c.  with 
glycerol  and  water. 

Comparison, — The  solutions  may  then  be  compared  in  the  colorimeter.  The 
solutions  to  be  compared  would  have  approximately  the  same  concentration. 
Hence,  it  may  be  necessary  to  alter  the  amounts  of  standard  and  test  solution 
indicated  in  the  text.  The  calculations  are  made  in  the  usual  manner  (pages 
200  and  206). 

*  Potassium  Iodide  Solution. — Dissolve  5  grms.  of  potassium  iodide  in  5  c.c.  of  water, 
and  make  the  solution  up  to  100  c.c.  with  glycerol. 

2  Standard  Solution  of  Bismuth  Nitrate. — Dissolve  1  grm.  of  bismuth  in  3  c.c.  of 
nitric  acid  (sp.  gr.  1*39)  and  2*8  c.c.  of  water.  Make  the  solution  up  to  lOO^cc.  with  glycerol. 
The  object  of  the  glycerol  is  to  keep  the  bismuth  iodide  in  solution.  The  glycerol  need  not  be 
used  when  dealing  with  small  amounts  of  bismuth — say,  0  0001  to  0*0075  grm.  ytex  c.c.  For 
larger  amounts  of  bismuth  use  the  glycerol. 


CHAPTER  XXVI. 

THE  DETERMINATION  OF  COPPER  AND  CADMIUM. 

§  170.  Rivot's  Thiocyanate  Process  for  Copper. 

Thb  very  valuable  electrolytic  process  for  copper  has  been  described  on  page  258. 
This  will  not  do  in  the  presence  of  cadmium.  If  cadmium  be  present,  Rivot's 
process^  of  separation  may  be  used.  This  depends  upon  the  fact  that  an 
alkaline  thiocyanate  produces  a  precipitate  of  cuprous  thiocyanate — CuSCN — 
in  neutral  or  feebly  acid  solutions  of  a  copper  salt  in  the  presence  of  a  reducing 
agent.  The  solution  is  best  slightly  acidified  with  sulphuric  or  hydrochloric 
acid.  An  excess  of  acid  is  injurious.  The  solution  should  be  free  from  oxidising 
agents — nitric  acid,  free  chlorine  oxides,  etc.  The  process  enables  copper  to  be 
quantitatively  separated  from  cadmium,  and,  indeed,  many  other  metals.^ 

The  Precipitation. — The  solution^  is  neutralised  with  ammonia,  if  necessary  ; 
acidified  with  a  couple  of  drops  of  sulphuric  acid ;  and  treated  with  an  excess 
of  sulphur  dioxide,  or  ammonium  bisulphite.**  Then  add,  drop  by  drop,  with 
constant  stirring,  an  aqueous  solution  of  ammonium  thiocyanate.  The  greenish 
precipitate  of  mixed  cuprous  and  cupric  thiocyanates  soon  becomes  white.  Let 
the  mixture  gtand  overnight. 

Washing  and  Drying  the  Precipitate, — Filter  the  solution,  with  the  bulky 
precipitate,  through  a  Gooch's  crucible,  previously  dried  and  weighed ;  and  wash 
with  cold  water  ^  until  the  washings  give  but  a  faint  red  coloration  with  a 
solution   of  ferric  chloride.^    Then  wash  six  times  with  20  per  cent,  alcohol. 


^  L.  £.  Rivot,  C<mpt.  Rtnd.,  38.  868,  1854 ;  R.  G.  von  Name,  Zeii,  anorg.  Chem,,  31.  92, 
1902 ;  Chem,  News,  83.  258,  1901 ;  £.  Busse,  Zeit,  anal.  Chem.,  17.  53,  1878  ;  30.  122,  1891; 
H.  Tamm,  Ckein.  News,  24.  91,  1874  ;  £.  Fleischer,  i6.,  19.  206,  1869  ;  G.  Femekes  and 
A.  A.  Koch,  Jounu  Amer.  Chem.  Soc,  27.  1224,  1905  ;  W.  Hampe,  Ckem.  Ztg.,  17.  1691, 
1893  ;  Joum.  Soc.  Chem.  Ind.,  13.  421,  1894  ;  B.  Blount,  Analyst,  19.  92,  1894. 

'^  Copper  may  be  also  separated  from  cadmium  (Pb,  Mg,  Mn,  Hg,  in,  etc.)  by  the  nitroso-j3- 
naphthol  process,  as  indicated  on  page  394 — G.  von  Knorre,  Zeit.  anal,  Chem.,  28.  284,  1889 ; 
and  from  cadmium,  nickel,  cobalt,  aluminium,  chromium,  etc.,  by  ammonium  nitroso-phenyl- 
hydroxylamine — ammonium  **  cupferron  " — as  indicated  on  page  455. 

^  Remaining  after  the  separation  of  the  bismuth. 

^  Made  by  saturating  aqueous  ammonia  with  sulphur  dioxide.  Some  use  for  the  precipitation 
a  mixture  of  120  grms.  of  potassium  thiocyanate  and  120  grms.  of  sodium  hydrogen  sulphite 
dissolved  in  2  litres  of  water  (H.  Tamm,  I.e.). 

^  The  precipitate  is  practically  insoluble  in  cold,  but  appreciably  soluble  in  hot  water. 

"  The  copper  in  the  thiocyanate  may  be  determined  volumetrically  with  some  advantage 
if  the  standard  solutions  are  ready  made.  £.  Fleischer  {Chem.  News,  19.  206,  1869)  digests 
the  precipitate  in  a  solution  of  caustic  alkali  and  washes  the  red  precipitate  of  cuprous  oxide 
with  hot  water  until  the  washings  give  no  red  coloration  with  ferric  chloride,  and  determines 
the  copper  by  Haen*s  process  (page  851).  S.  W..  Parr  {Joum.  Amer.  Chem.  Soc.,  22.  685, 
1900;  24.  580,  1902;  H.  A.  Guess,  i5.,  24.  708,  1902;  W.  £.  Garrigues,  ib.,  19.  940,  1897  ; 
R.  K.  Meade,  ib.,  20.  610,  1898  ;  Chem.  News,  80.  67,  1899  ;  J.  Yolhard,  Lxeibig*8  Autl,  190. 
251, 1877)  dissolves  the  precipitated  thiocyanate  in  10  cc  of  a  solution  of  potash  (10  per  cent.), 
adds  10  cc.  of  anmionia  (sp.  gr.  0*96),  and  titrates  with  potassium  permanganate  until  the 
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Dry  the  precipitate  between  110*  and  120" ;  and  weigh  as  CuSCN.  The  drying 
must  be  repeated  until  the  weight  is  constant.^  The  weight  of  the  precipitate 
multiplied  by  0*6541  gives  the  corresponding  amount  of  cupric  oxide — CuO. 

'  Accuracy  of  the  EestUts. — The  results  are  excellent.     For  example,  with  known 
amounts  of  copper,  Femekes  and  Koch  found  : 

Copper  (taken)  .     0*0939      0*0939      0*0939      00188      0*0188    grm. 

Copper  (found)  .     0*0941      00939      00939      0*0189      00188    grm. 

The  main  objections  to  the  method  are  the  slight  solubility  of  the  precipitate 
in  an  excess  of  the  precipitating  reagent,  and  in  water ;  and  the  tardy  separation 
of  the  precipitate.  The  method  can  be  used  to  separate  copper  from  zinc, 
cadmium,  iron,  cobalt,  nickel,  bismuth,  tin,  arsenic,  and  antimony,  because  these 
elements  are  not  precipitated  under  the  conditions  of  the  experiment. 

If  desired,  the  precipitate  can  be  roasted  to  drive  off  the  cyanogen  compounds ; 
the  residue  dissolved  in  acid,  and  the  copper  determined  volumetrically ;  or 
the  thiocjanate  can  be  dissolved  in  about  2  c.c.  of  concentrated  nitric  acid, 
boiled  for  a  few  minutes,  treated  with  an  excess  of  ammonia  and  the  excess 
boiled  off,  treated  with  2  to  3  c.c.  of  acetic  acid,  and  the  solution  titrated  with 
iodine  as  described  below.  Not  more  than  0*0001  grm.  of  copper  will  be  found 
in  the  filtrate  with  cadmium — if  that  element  be  present. 

§  171.  De  Haen's  Volumetric  Iodine  Process  for  Copper. 

£.  de  Haen's  process  ^  is  based  on  the  fact  that  when  an  excess  of  potassium 
iodide  is  added  to  a  concentrated  solution  of  a  copper  salt,  acidulated  with  acetic 
acid,  cuprous  iodide  is  formed,  and  an  equivalent  amount  of  iodine  is  liberated. 
The  amount  of  free  iodine  is  determined  by  titration  with  sodium  thiosulphate. 
If  the  solution  be  too  dilute,  the  cuprous  iodide  produced  in  the  reaction  just 
indicated  re-formg   the  original   salt.     The   *^back   reaction"  proceeds  as   the 

green  colour  persists  after  warming  the  solution  at  45''-55'' — for  a  short  time.  Then  add  an 
excess  of  the  permanganate  solution— say  one- third  or  one- fourth  of  the  amount  already  added. 
Let  the  mixture  stand  five  minutes.  Acidifv  the  solution  with  25  c.c.  of  dilute  sulphuric  acid 
(1  :  2),  and  titrate  with  permanganate  at  60  -TO""  until  tho  pink  coloration  appears.  One  gram 
of  potassium  permanganate  corresponds  with  0*7193  grams  of  cupric  oxide — CuO. 

'  Cuprous  thiocyanate  begins  to  decompose  if  heated  above  170*.  A.  Claus  {Joum.  prakt, 
Chem,  (1),  15.  401,  1838)  found  3'0  percent,  of  water  in  a  sample  dried  at  115" ;  and  M.  Meitzen- 
doTff{Pogg,  Ann,,  56.  63,  1842)  found  1*54  per  cent  when  dried  at  100^  Practically  all  the 
water  is  removed  by  working  as  described  in  the  text. 

2  E.  de  Haen,  Liebig's  Ann.,  91.  237,  1854  ;  A.  Riimpler,  Jotcm.  praXt.  Chem,  (1),  105. 
198,  1868  ;  M.  Flajolet,  ih.  (2),  11.  105,  1894  ;  D.  Vitali,  ZeU.  aiuil,  Chem.,  36.  649,  1897  ; 
L.  Moeer,  i6.,  43.  597,  1904 ;  44.  196,  1904 ;  E.  V.  Videgren,  ib.,  48.  539,  1909 ;  F.  M.  Litter- 
scheid,  ib.,  41.  219,  1902  ;  Chem,  Zlg.,  33.  263,  1909  ;  E.  Victor,  ib,,  29,  179,  1905  ;  F.  M. 
Litterscheid,  ib,,  33.  263,  1909;  G.  Vortmann  and  J.  von  Orlowsky,  ZeU,  anal.  Cke7n.,20. 
416,  1881 ;  lionats,  Chem.,  7.  418,  1886 ;  M.  Willenz,  JUv.  Chim.  Anal,  App.,  5.  355,  1896  ; 
Chem.  News,  76.  243,  1897  ;  L.  Gamier,  Jowm.  Pharm.  Chim.  (6),  9.  826,  1899  ;  F.  Pisani, 
CompL  lUnd,  47.  294,  1858  ;  M.  Haupt,  Pharm.  CejUr.,  10.  609,  1899  ;  Che^n,  News,  70.  206, 
1894  ;  L.  de  Bruyn,  Rec.  Chim.  Pays-Bos,  la  119,  1891  ;  H.  Cantoni  and  M.  Rosenstein, 
Bull,  Sue.  Chim.  (8),  35.  1069,  1906  ;  P.  Gerlinger,  ZeiL  angew,  Chem.,  19.  520,  1906  ;  L. 
Moser,  Zsit.  anorg.  CJiem,,  56.  143,  1907;  Chem.  Ztg.,  31.  77,  1907  ;  G.  Fernekesand  A.  A. 
Koch,  Joti/m,  Amer,  Chem,  Soc.,  27.  1224,  1905 ;  R.  S.  Dulin,  ib.,  Vj,  346,  1895  ;  A.  H.  Low, 
i6.,  18.  467,  1896  ;  24.  1082,  1902  ;  Chem.  News,  74.  62,  1896  ;  A,  M.  Fairlie,  3ng.  Min. 
Joum,,  78.  787,  1905  ;  A.  H.  Low,  ib,,  59.  124,  1896  ;  E.  H.  Miller,  ib.,  81.  519,  1906  ;  P.  E. 
Browning,  AmM-,  J.  Science  (3),  46.  280,  1893 ;  F.  H.  Heath,  ib.  (4),  25.  513,  1908  ;  F.  A. 
Gooch  and  F.  H.  Heath,  ib.  (4),  24.  66,  1907  ;  Chem,  News,  97,  174,  187,  1908 ;  E.  0.  Brown, 
Joum.  Chem,  Soc,,  10.  65,  1857  ;  J.  W.  Walker  and  M.  V.  Dover,  ib.,  87.  1584,  1905  ;  R. 
Williams,  Chem.  News,  58.  273,  1888  ;  J.  W.  WestmoreUnd,  ib,,  58.  78, 1888  ;  Joum.  Soc.  Chem, 
Ind.,  5.  48,  1886;  U.  Tsukakoski,  Eng.  Min.  Joum.,  90.  969,  1910;  F.  E.  Lathe,  ib,,  93. 
1071,  1912 ;  A.  W.  Peters,  Joum,  Amer,  Chem.  Soc.,  34.  422,  1912 ;  W.  C.  Bray  and  G.  M.  J. 
HacKay,  ib.,  32.  1193,  1910. 
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separated  iodine  is  removed  by  the  sodium  thiosulphate  to  produce  the  pheno- 
menon of  "  after-blueing  " ;  *  and  it  is  retarded  bj  increasing  the  concentration  of 
the  potassium  iodide.  This  shortens  the  time  required  for  the  titration.  Free 
mineral  acids  react  with  the  potassium  iodide,  forming  hjdriodic  acid.  A  little 
free  acid  does  no  particular  harm,  but  if  much  acid  be  present,  some  cuprous 
iodide  is  dissolved.  This  acts  as  a  catalytic  agent,  accelerating  the  oxidation  of 
the  hydriodic  acid  by  atmospheric  oxygen.  This  leads  to  "  after-blueing  "  and  to 
high  results. 

The  Preparation  of  the  Solution, — If  the  copper  has  been  precipitated  as 
thiocyanate  (or  sulphide),  the  precipitate  is  digested  with,  say,  5  c.c.  of  nitric 
acid  until  the  solution  of  the  copper  is  complete.  Evaporate  the  solution  on  a 
water  bath  with  hydrochloric  acid  in  order  to  expel  the  red  fumes  of  nitrogen 
oxides.^  Let  the  solution  cool.  Redissolve  the  residue  in  25  c.c.  of  water,  and 
neutralise  the  acid  by  the  addition  of  a  few  drops  of  ammonia.^  Boil  the  solution 
in  order  to  expel  the  ammonia.  Add  2  c.c.  of  concentrated  acetic  acid  in  order 
that  the  acid  may  be  in  slight  excess.^  If  necessary,  boil  to  ensure  the  com- 
plete dissolution  of  the  copper.  The  cold  solution  occupies  about  50  c.c.  If 
not,  make  the  solution  up  to  this  volume  with  water. 

The  Titration. — Dissolve  3  grms.  of  potassium  iodide  in  the  solution.^  Nearly 
white  cuprous  iodide  separates  and  iodine  is  liberated.  Shake  the  solution 
vigorously.     The  reaction  is  represented  by  the  equation  : 

•    2Qxx{Q^nfi^)^  +  iKI^^CuJ^  + 12  +  4KC2H3O2. 

The  free  iodine  which  separates  colours  the  solution  brown.  The  solution  should 
be  cold,  and  kept  cold,  in  order  to  prevent  loss  of  iodine.  To  avoid  oxidation, 
etc.,  titrate  the  solution  at  once  with  a  standard  solution  of  sodium  thiosulphate  ^ 
until  the  brown  colour  of  the  iodine  has  changed  to  a  faint  straw  yellow.^     Then 


'  When  the  blue  colour  of  the  starch  iodide  has  been  removed  by  the  sodium  thiosulphate, 
and  more  iodine  i)a88e8  into  solution,  the  blue  starch  iodide  colour  will  again  appear.  If  this 
blue  reappears  after  the  colour  has  once  been  discharged  by  the  titration,  the  phenomenon  is 
called  •*  after-blueing.'*—,!.  H.  Davies  and  E.  P.  Perman,  Chem,  News,  93.  225,  1906;  K. 
Sugiura  and  P.  A.  Kober,  Jotim,  Ainer,  Chem.  Soc^  34.  818,  1912. 

*  This  is  very  important.  A.  H.  Low  {I.e.)  recommends  the  addition  of  6  c.c  of  bromine 
water  and  boiliiig  the  solution  until  the  bromine  is  expelled  in  order  to  ensure  the  removal  of 
the  nitric  acid ;  E.  C.  Kendall  (/our/i.  Amer,  Chem.  Soc.,  33.  1947,  1911)  recommends  boiling 
with  sodium  hypochlorite  and  afterwards  taking  up  the  free  chlorine  with  phenol. 

'  Or  sodium  bicarbonate,  not  the  carbonate  (page  200).  Note  that  iodine  may  be  carried  oflT 
if  much  carbon  dioxide  escapes  from  the  solution  after  the  addition  of  the  potassium  iodide. 

*  Avoid  a  large  excess  of  acetic  acid.  The  solution  should  not  contain  more  than  3  cc.  of 
nitric,  hydrochloric,  or  sulphuric  acid,  or  25  c.c.  of  50  per  cent,  acetic  acid,  i)cr  100  c.c.  of  solu- 
tion. For  the  action  of  hydrochloric  acid  on  sodium  thiosulphate  titrations,  see  J.  T.  Norton, 
Amer.  J.  Sciejice  (4),  7.  287,  1899  ;  Chem.  News,  80.  27,  1899.  S.  U.  Pickering  {Joum.  Chem. 
Soc.,  37.  185,  1880)  showed  that  more  iodine  is  required  to  oxidise  the  thiosulphate  as  the  pro- 
portion of  hydrochloric  acid  increases. 

*  Or  add  about  6  c.c.  of  a  solution  of  ]X)tassiam  iodide  containing  50  grms.  of  the  solid  per 
100  c.c,  that  is,  1  c.c.  contains  about  half  a  gram  of  the  solid.  An  excess  of  ^lotassium  iodide 
does  no  harm  ;  too  little  ynXl  make  the  subsequent  titration  tedious  owing  to  the  gradual  solu- 
tion of  precipitated  iodine.  An  excess  is  therefore  necessary  to  keep  the  precipitated  iodine  in 
solution.    A  "  supra-excess,"  of  course,  means  waste,  and  potassium  iodide  is  expensive. 

*  S lANDARD SoLUTiox  OF  SoDiuM  THIOSULPHATE. — Dissolve  12 gnus.  of  the  pure auhydrous 
salt  in  a  litre  of  pure,  recently  boiled  distilled  water.  If  the  crystalline  salt  is  used,  take  19  grms. 
The  latter  is  first  reduced  to  jwwder  and  dried  between  sheets  of  blotting  paper.  After  the 
solution  has  stood  about  a  fortnight,  it  is  standardised  by  weighing  O'lO,  0*15,  and  0*20  grm. 
of  pure  electrolytic  copper  foil  separately  in  three  250-c.c.  Enenmeyer's  flasks.  Warm  the 
copper  with  5  to  10  c.c.  of  nitric  acid  (sp.  gr.  1  '20).  Make  the  volume  of  the  solution  in  each 
flask  up  to  about  25  cc,  and  evaporate  on  a  steam  bath  in  order  to  expel  red  fumes  of  nitrogen 
oxides.     Then  treat  each  solution  as  indicated  in  the  text. 

^  If  the  end  point  does  not  appear  before  25  cc.  of  the  thiosulphate  have  been  added,  add 
2  grms.  more  potassium  iodide. 
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add  a  couple  of  drops  of  a  cold  solution  of  starch  (page  286)  to  develop  the 
"  iodine  blue,"  and  continue  the  titration  cautiously,  drop  by  drop,  until  the 
iodine  blue  is  discharged.  A  drop  in  excess  will  suffice.  The  action  of  the 
thiosulphate  on  the  iodine  is  represented  by  the  equation  : 

2NajS203  +  Ij,  ->  2NaI  +  NagS^Og. 

The  blue  colour  of  the  starch  iodide  returns  on  exposure  to  the  atmosphere.  If 
the  solution  remains  colourless  two  minutes,  the  titration  may  be  considered 
finished. 

If  1  c.c.  of  the  standard  solution  of  sodium  thiosulphate  represents  0*0159  grm. 
of  copper  oxide,  and  25  c.c.  of  the  sodium  thiosulphate  solution  be  required  for 
the  titration,  then  the  solution  under  investigation  contained  the  equivalent  of 
25  X 00159  =  0-3975  grm.  of  copper  oxide. 

Influence  of  Foreign  Svh%tance8. — If  the  blue  colour  of  the  starch  iodide, 
after  a  titration,  returns  almost  immediately,  and  this  again  after  the  addition 
of  two  more  drops  of  thiosulphate,  the  titration  will  probably  be  unreliable 
owing  to  the  presence  of  oxidising  agents — probably  arising  from  the  incomplete 
expulsion  of  the  red  fumes  of  nitrogen  oxides  at  an  earlier  stage  of  the  operation. 
Excessive  dilution,  excessive  amounts  of  acetic  acid,  and  the  presence  of  sodium 
or  ammonium  acetates  retards  the  reaction  between  the  copper  acetate  and  the 
potassium  iodide.  This  leads  to  low  results.  Hence  the  care,  recommended 
above  to  remove  the  ammonia.  In  the  presence  of  these  retarding  agents,  the 
titration  is  somewhat  tedious,  since  the  ^*  after-blueing "  has  to  be  followed  up 
for  a  long  time.  The  presence  of  a  large  amount  of  alkaline  salts — particularly 
sulphates  and  nitrates — leads  to  wrong  results. 

Ferric  acetate  liberates  iodine  from  potassium  iodide ;  ferric  phosphate  does 
not.  Hence,  if  a  little  iron  be  present,  some  recommend  the  addition  of  sodium 
phosphate.^  If  much  iron  be  present,  the  copper  should  first  be  separated  as 
sulphide,  metal,  or  thiocyanate.  Bismuth  does  not  interfere  beyond  obscuring 
the  end  point  and  making  it  difficult  to  recognise  when  the  reaction  is  complete. 
Too  much  thiosulphate  may  accordingly  be  run  in  before  the  starch  is  added. 
Bismuth  forms  a  brown-coloured  iodide  which  is  very  like  the  colour  of  the  iodine 
in  solution.  Bismuth  also  imparts  a  dirty  green  colour  to  the  starch  indicator, 
so  that  the  change  is  not  from  blue  to  colourless,  but  from  dirty  green  to 
yellowish  white.  Lead,  arsenic,  and  antimony  interfere  *  with  the  determination, 
and  should  be  removed  before  titrating.^  Lead  may  be  removed  as  sulphate, 
bismuth  as  phosphate,  or  both  as  peroxides  by  ammonium  persulphate  in 
alkaline  solution  (page  348). 

Errors, — The  chief  points  requiring  attention  are: — (1)  Errors  due  to  the 
use  of  insufficient  potassium  iodide ,  (2)  too  much  acid  liberates  iodine  from 
potassium  iodide  in  presence  of  air,  but  sufficient  acid  must  be  present  to  give 
a  prompt  liberation  of  iodine  and  a  sharp  end  point  during  the  titration  — 
sulphuric  and  acetic  acids  can  be  used  ;  nitric  and  hydrochloric  acids  are  not  so 
good ;  (3)  loss  of  iodine  by  volatilisation  (page  300) ;  (4)  the  solution  to  be 
estimated  should  occupy  as  small  a  volume  as  possible  and  be  titrated  with  the 
most  dilute  thiosulphate  solution  which  will  give  a  good  end  point;  and  (5) 
the  end  point  is  modified  in  the  presence  of  a  large  excess  of  cuprous  iodide. 


^  L.  Moaer  (Zeit,  anal,  Chem.f  43.  597,  1904)  adds  an  excess  of  sodium  ])yTophosphate 
--Na4P207 — to  detennine  copper  in  the  presence  of  arsenic  and  iron  by  the  iodine  process. 
Complex  phosphates  are  formea  ;  of  these,  the  copper  salt  is  alone  decomitoised  by  acetic  acid. 

^  According  to  Fernekes  and  Koch,  cadmium,  zinc,  aluminium,  arsenic,  antimonic  and 
stannic  salts  do  not  interfere. 

'  C.  and  J.  J.  Beringer,  A  Textbook  of  Assaying ^  London,  201,  1908. 
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The  mixture  of  starch  and  cuprous  iodide,  just  before  the  end  point  is  reached, 
assumes  a  chocolate-brown  coloration,  and  this  changes  to  a  pale  buff  colour  with 
the  last  necessary  drop  of  thiosulphate.  The  end  point  has  occurred  when 
another  drop  of  thiosulphate  does  not  diminish  the  prevailing  light  tint  of  the 
mixture.  So  long  as  a  drop  of  thiosulphate  falling  on  the  quiet  surface  of  the 
liquid  being  titrated  produces  a  perceptible  white  area,  the  end  point  has  not 
been  reached. 

§  172.  The  Evaluation  of  Copper  Oxide  and  Carbonate. 

Dissolution  of  the  Copper  Oxide, — Digest,  say,  0*5  grm.  of  the  oxide  or 
carbonate  on  a  hot  plate  with  sulphuric  acid  ;  or  with  6  to  10  c.c.  of  nitric  acid 
and  7  c.c.  of  sulphuric  acid,  until  the  volatile  acids  are  expelled.  Heat  the 
solution  until  sulphuric  acid  fumes  begin  to  come  off.  Calcined  copper  oxide 
dissolves  rather  slowly,  while  copper  oxide  which  has  not  been  calcined  at  a 
high  temperature  dissolves  quickly.  When  cold,  add  25  c.c.  of  water ;  ^  and, 
if  necessary,  filter. 

Precipitation  of  the  Copper, — Place  two  strips  of  metallic  aluminium  ^ — say, 
15  cm.  by  2*5  cm.  by  1  mm. — in  the  solution  so  that  one  end  of  each  strip  rests 
against  the  side  of  the  beaker.  Metallic  copper  is  precipitated.  Heat  the 
solution  to  boiling.  Cover  the  beaker  with  a  clock-glass  to  prevent  loss  by 
spurting.^  When  all  the  copper  is  precipitated — about  a  quarter  of  an  hour — 
transfer  the  liquid  to  a  second  beaker.  Decant  through  a  9-cm.  filter  paper. 
Wash  the  copper*  on  the  aluminium  plates  with  a  weiik  solution  of  hydrogen 
sulphide  in  air-free  water  to  prevent  oxidation  of  the  copper.  Wash  the  copper 
in  the  second  beaker  in  the  same  manner.     Reject  the  filtrate  and  washings.^ 

Dissolution  of  the  Copper. — Place  the  second  beaker  containing  the  copper 
below  the  funnel.  Put  5  to  6  c.c.  of  nitric  acid  (sp.  gr.  1  -3)  in  the  first  beaker, 
to  dissolve  the  copper  from  the  aluminium  plates,  and  })our  the  acid  solution 
through  the  filter  paper ;  collect  the  solution  in  the  beaker  containing  the  copper 
below  the  funnel.  Warm  the  solution  until  the  copper  is  all  dissolved.  Wash 
the  beaker  and  the  filter  paper.  Expel  the  excess  of  acid,  and  treat  tlie  solution 
as  described  under  de  Haen's  process  (page  351). 

Errors, — The  Committee  of  the  American  Chemical  Society,  "  On  Uniformity 
in  Technical  Analysis,"  ^  reported  in  1 904  that  the  following  numbers  represent 
the  extremes  sent  in  by  nineteen  analysts  for  a  sample  of  cupriferous  slag : — 


*  CopjMJi"  is  slightly  soluble  in  concentrated  sulphuric  and  hydrochloric  acids ;  hence,  the 
acidity  of  the  solution  should  be  feeble. 

2  D.  Tommasi,  Bull.  Chim.  Soc.  (2),  37.  443,  1882;  Chem.  News,  46.  62,  1882;  A.  H. 
Low,  Joiim.  Amer.  Clicm,  Soc,  18.  458,  1896  ;  G.  E.  Perkins,  t6.,24.  478,  1902  ;  Chem.  News, 
86.  86,  1902;  E.  V.  Videgren,  2cU.  anal  Chcm.,  48.  689,  1909.  For  magnesium:  A.  Villiers 
and  F.  liorg,  Compt.  Reiid.,  1 16.  1624,  1893.  For  zinc  :  G.  H.  Pfaff,  Handbuch  der  analytischen 
Chemie,  AlUnia,  269,  1822  ;  F.  Mohr,  ZeU,  anal.  Chem,.,  I.  143,  1862  ;  C.  Ullgren,  ih,,  7.  442, 
1868  ;  F.  Field,  ('hem.  News,  I.  62,  73,  1860.  For  cadmium  :  A.  Classen,  Joui-n,  prakt.  Chem. 
(1),  96.  259,  1865.  For  iron:  A.  A.  Julien,  Chem.  News,  26.  9,  1871  (page  188).  The  iron 
should  dissolve  uniformly  without  the  seiwiration  of  black  jxarticles  and  the  formation  of  ridges 
on  the  surface. 

'  Cadmium  used  in  place  of  aluminium  does  not  spurt  so  nmch.  For  magnesium,  see  E.  G. 
Bryant,  Chem.  News,  76.  30,  1897  ;  S.  A.  Sworn,  ib.,  76.  59,  1897. 

■*  The  copi)er  film  has  its  own  characteristic  red  colour.  If  the  solution  contained  any 
arsenic  or  antimony,  the  coi)per  w^ill  be  contaminated  and  ap|)ear  dirty  brown. 

*  At  this  stage  Field  washed,  dried,  and  weighed  the  metallic  co}»j>er.  He  found  that  the 
copper  precipitated  by  either  zinc  or  iron  always  contained  traces  of  these  metals  ;  at  the  same 
time,  a  small  amount  of  cop})er  in  the  ])rimary  solution  always  esca{)es  precipitation.  In 
commercial  analyses,  Field  considers  that  the  small  amount  of  foreign  metal  precipitated  with 
the  copper  oompeusatt-s  for  that  left  in  the  primary  solution. 

^  Joum,  Amer,  Chem.  Soc,,  26.  1644,  1904. 
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SiOa. 

Fe. 

AlA- 

CaO. 

MgO. 

Zn. 

Mn. 

Cu. 

S. 

Highest  . 

.     85-16 

82-20 

7  16 

13-53 

3-21 

4-25 

1-58 

0-46 

1-98 

Lowest     . 

.     81-27 

30-33 

3-24 

10-73 

1-00 

1-87 

0-11 

0-20 

1-46 

The  remarks  made  on  the  analyses  of  the  argillaceous  limestone,  on  page  248, 
are  applicable  here. 

§  173.  The  Colorimetric  Determination  of  Copper — Camelly*s 

Process. 

In  cases  where  but  small  quantities  of  copper  are  likely  to  be  present,  in  red 
lead,  for  example,  the  copper  is  usually  determined  colorimetrically,^  from  the 
intensity  of  the  colour  of  ammoniacal  solutions ;  ^  or  from  the  intensity  of  the 
colour  of  ferrocyanide  solutions.* 

Potassium  ferrocyanide,  in  acid  solutions  of  copper,  produces  an  earthy 
brown  coloration  which  can  be  detected  when  1  part  of  copper  is  present  in 
1,000,000  parts  of  solution.  In  neutral  solutions,  1  part  of  copper  can  be 
detected  in  1,500,000  parts  of  solution ;  and  in  neutral  solutions  containing 
ammonium  nitrate,  1  part  of  copper  can  be  detected  in  2,500,000  parts  of 
solution.^  Hence,  the  ferrocyanide  test  is  made  with  neutral  solutions  in  the 
presence  of  ammonium  nitrate.  A  similar  result  occurs  if  ammonium  chloride 
be  substituted  for  the  nitrate. 

The  Standard  Solution, — Pipette  1  c.c.  of  an  aqueous  solution  of  potassium 
ferrocyanide^  into  a  100-c.c.  flask;  add  5  c.c.  of  an  aqueous  solution  of 
ammonium  nitrate,^  and  make  the  solution  up  to  100  c.c.  with  distilled  water. 
Transfer  this  solution,  or  an  aliquot  portion,  to  the  right  test  glass  of  the 
colorimeter. 

The  Test  Solution. — The  solution  under  investigation  must  be  neutralised.^  If 
free  potash  be  present,  it  is  first  neutralised  and  a  slight  excess  of  acid  added,  then 
a  slight  excess  of  ammonia.  Boil  off  the  excess  of  ammonia  until  the  solution  is 
neutral.  If  the  solution  is  acid,  add  a  slight  excess  of  ammonia,  and  boil  off  the 
excess  until  the  solution  is  neutral.  Make  the  cold  solution  up  to  a  definite 
volume,  say,  100  c.c.  Pipette  1  c.c.  of  the  solution  of  potassium  ferrocyanide 
into  a  100-c.c.  flask;  add  5  c.c.  of  the  ammonium  nitrate  solution,  and  then 
add  an  aliquot  portion,  say,  50  c.c,  of  the  solution  under  investigation,  and 


>  A.  E.  von  Hubert,  Berg,  HiiU,  Ztg.y  8.  667,  1849  ;  10.  804, 1851  ;  V.  Eggertz,  ib.,  21.  218, 
1862;  Zeii,  anal,  Ch4mUt  2.  434,  1863  ;  F.  Dehms,  ift.,  3.  218,  1864  ;  Dinglcr's  Journ.,  172. 
160,  1864  ;  G.  Panten,  ib,,  170.  391,  1863  ;  C.  Stammer,  ib.,  159.  641,  1861  ;  A.  Payeu,  ib., 
27.  872,  1828  ;  V.  A.  Jacquelain,  Journ,  prakt.  Chew,,  (1),  46.  174,  1849  ;  A.  Miiller,  ib.  (1),  60. 
474,  1853;  Zeit.  anal.  Chem.,  2,  434,  1863  ;  M.  Bergeron  and  L.  I'Hdte,  Compt.  Rend,,  So. 
268,  1875  ;  Wagmeister,  Oester.  Zeit.  Berg.  HiiU.,  13.  270,  1865  ;  J.  Parry  and  J.  J.  Morgan, 
Cheni,  Neva,  (fj,  259,  1893  ;  T.  P.  Blunt,  ib.,  32.  3,  1875  ,  33.  7,  1876  ;  M.  M.  P.  Muir,  ib., 
33.  11,  1876  ;  M.  W.  lies,  ib.,  ^.  16,  1876 ;  M.  Lucas,  Bull.  Soc.  Chim.  (3),  19.  816,  1898  ; 
Chem.  News,  79.  67, 1899  ;  G.  L  Heath,  Journ.  Amer.  Chem.  Soc.,  19.  24, 1897  ;  J.  D.  A.  Smith, 
Trans.  Amer.  Inst.  Min,  JEng.,  30.  851, 1901  ;  L.  W.  Winkler,  ZHt.  angew.  Cfiem.,  26.  38,  1913. 

«  G.  Bischof,  Dingler's  Journ,,  184.  433,  1867:  J.  Milbauer  and  V.  Stanek,  Zeit,  anal. 
Chem.,  46.  644,  1907  ;  A.  Austin,  Min.  World,  33.  758,  1910. 

»  T.  Carnelly,  Chem.  News,  32.  308,  1875. 

*  This  is  nearly  the  same  delicacy  as  hydrogen  sulphide,  which  gives  a  brown  coloration 
with  coi)])er  solutions  when  1  jwirt  of  copper  is  present  in  2,500,000  parts  of  solution— A. 
Wagner,  ZeU.  anal.  Chem.,  20.  349,  1881.  The  ammonia  test  is  one-tenth  as  sensitive  as  the 
ferrocyanide  test — A.  J.  Cooper,  Journ.  Soc.  Cfiem.  Ind.,  5.  84,  1886.  The  hydrogen  sulphide 
reaction  is  not  recommended  for  the  colorimetric  test  because  of  the  disturbing  effects  of  lead,  etc. 

*  Potassium  Ferrocyanide  Solution. — Dissolve  1  grm.  of  potassium  ferrocyanide  in 
25  c.c.  of  water. 

*  Ammonium  Nitrate  Solution. — Dissolve  100  grms.  of  the  salt  in  a  litre  of  water. 

'  Free  acids  make  the  tint  paler ;  free  ammonia  dissolves  the  precipitate  produced  by  the 
ferrocyanide  ;  and  free  potash  decomposes  it. 
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make  the  solution  up  to  the  mark  with  water.  Transfer  the  whole  solution, 
or  an  aliquot  portion,  to  the  left  test  glass  of  the  colorimeter. 

The  Comparison, — Fill  a  burette  with  a  standard  solution  of  copper  sulphate.^ 
The  burette  may  read  to,  say,  -^^^th  c.c.  Run  the  copper  sulphate  solution 
gradually  from  the  burette  into  the  right  test  glass  of  the  colorimeter,  with 
constant  stirring,  until  the  tints  of  the  test  solution  and  the  standard  solution 
are  the  same. 

Calculations. — A  gram  of  red  lead  furnished  a  solution  which  was  made  up 
to  100  c.c.  100  C.C.  of  the  standard  solution  required  0*78  c.c.  of  the  standard 
copper  solution  to  produce  uniformity  of  tint.  The  0*78  c.c.  of  the  standard 
copper  solution  contained  0-000078  grm.  of  copper  oxide.  Hence,  100*78  c.c.  of 
the  standard  contain  the  same  amount  of  copper  oxide  as  the  100  c.c.  of  the 
given  sample.     Hence,  the  sample  contains  0*0078  per  cent,  of  copper  oxide. 

Accuracy  of  the  Eesults, — The  following  results  illustrate  the  accuracy  of  the 
process  with  solutions  containing  known  quantities  of  copper  oxide : — 


Used 

.     100 

10 

1-15 

0*9 

0-8 

0-7 

0*5      mgrin. 

Found 

.     102  01 

11-2 

1-19 

0-fil 

0-82 

0*71 

0'52    mgmi. 

The  amount  of  copper  oxide  so  determined  is  rather  too  high  with  the  more 
concentrated  solutions,  but  the  results  are  quite  good  with  small  quantities. 

Infiuence  of  Foreign  Stibstances. — With  moderate  proportions,  say,  0*25  to 
2  c.c,  an  excess  of  the  ferrocyanide  does  not  affect  the  accuracy  of  the  method. 
Similar  remarks  apply  to  the  ammonium  nitrate.  For  example,  no  difference 
could  be  detected  by  Camelly  in  the  results  obtained  with  solutions  containing 
5  and  15  c.c.  of  the  respective  salt  solutions.  Ammonium  chloride,  sodium 
chloride,  calcium  chloride,  calcium  sulphate,  magnesium  sulphate,  and  sugar 
did  not  appear  to  affect  the  results.  It  is,  however,  best  to  destroy  the  organic 
matter,  if  present,  by  evaporation  with  nitric  acid. 

Influence  of  Lead. — Lead  salts  form  a  white  precipitate  with  potassium  ferro- 
cyanide which  does  not  interfere  with  a  comparison  of  the  colours.  Camelly 
made  up  a  solution  containing  2  grms.  of  lead  nitrate  (1*25  grms.  Pb)  with 
0*255  grm,  of  copper  nitrate  in  a  litre  of  water.  Varying  proportions  of  this 
solution  were  taken,  with  the  following  results : — 

Cuused  ....     0-77        070        0*49        0*61        0*85    mgrm. 

Ca  found  .         .        .0*80        0*75        0*61        0*49        0*38    mgrm. 

Hence,  small  amounts  of  lead  have  no  appreciable  effect  on  the  accuracy  of  the 
comparison. 

Inflivence  of  Iron, — If  iron  bo  present,  the  solution  is  oxidised  with  a  few 
drops  of  nitric  acid  and  evaporated  to  a  small  bulk.  Precipitate  the  iron  with 
ammonia,  filter,  and  wash.  Redissolve  the  precipitate  in  nitric  acid  and  re- 
precipitate  with  ammonia.  Filter  and  wash.  Mix  the  filtrates,  and  boil  the 
solution  to  drive  off  the  ammonia.  The  following  represent  the  results  obtained 
with  varying  amounts  of  iron,^  which  were  separated  before  the  copper  was 
determined : — 

Fe  used 0  0*20  2*40  8*00    mgrm. 

Cuused 0*66  0*51  0*61  076    mgrm. 

Cu  found 0-66  0*53  0*69  0*79    mgrm. 

The  results  are  therefore  quite  satisfactory. 


^  Standard  Solution  of  Copper  Sulphate. — Dissolve  0'8138  grm.  of  pure  copper 
sulphate— CUSO4 .  5H2O— in  a  litre  of  water.  One  c.c.  of  the  solution  contains  0*0001  grm. 
of  CuO. 

'  Small  amounts  of  iron  are  determined  by  the  thiocyanate  process  (pnge  200). 
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§  174.  The  Gravimetric  Determination  of  Cadmium  as  Sulphate. 

Precipitation  as  Cadmium  Sulphide, — If  any  cadmium  should  be  present, 
it  will  be  found  in  the  slightly  acid  filtrate  from  the  copper  thiocyanate. 
Treat  the  filtrate  with  hydrogen  sulphide,^  and  cadmium  sulphide,^  more  or 
less  contaminated  with  basic  salts/  will  be  precipitated. 

Convernon  of  the  Sulphide  to  Sulphate, — The  sulphide  is  filtered;  washed 
with  water  containing  about  5  per  cent,  of  ammonium  nitrate;  dissolved  in 
hot  hydrochloric  acid  (1:3);  and  heated  on  a  water  bath  with  a  slight  excess 
of  sulphuric  acid.  The  solution  is  then  evaporated  to  dryness  in  the  weighed 
platinum  crucible  supported  over  the  ring  burner  (fig.  96),  so  that  there  may 
be  no  loss  by  spurting.  The  crucible  is  then  placed  in  a  larger  crucible,  and 
heated  to  redness^  until  no  more  white  fumes  of  sulphuric  acid  are  evolved. 
Cool  in  a  desiccator.  If  the  sulphate  is  tinged  with  a  yellow  colour,  some 
oxide  is  present.  In  that  case,  add  a  drop  of  sulphuric  acid  to  "  moisten  "  the 
mass,  and  again  ignite.  Cool  in  a  desiccator,  and  weigh  as  cadmium  sulphate — 
CdS04.  The  cadmium  sulphate  so  obtained  should  be  white  in  colour,  and 
dissolve  to  a  perfectly  clear  solution  in  water.^  Every  gram  of  cadmium 
sulphate — CdSO^ — corresponds  with  0*6159  gram  of  cadmium  oxide — CdO.  The 
results  are  excellent.^  For  instance,  Follenius  found  with  solutions  containing 
0*4036  grm  of  cadmium  sulphate : 

CdS04  found  .     0*4036        0*4036  0*4088  0*4038    grm. 

Error  ....         0  0  -0*0008         +0*0002    grm. 


'  The  adjustment  of  the  acid  wants  attention.  The  solution  may  contain  between  2  and 
7  c.c.  of  concentrated  sulphuric  acid  per  100  c.c.  If  100  c.c.  of  the  solution  contains  more 
than  the  equivalent  of  14  c.c.  of  hydrochloric  acid  (sp.  gr.  1*11),  the  separation  of  cadmium 
sulphide  will  not  be  complete  in  the  cold  ;  and  at  70^,  more  than  5  c.c.  of  this  acid  will  lead 
to  incomplete  precipitation  of  the  cadmium  sulphide.  No  precipitate  at  all  will  be  produced 
if  over  22  c.c.  of  hydrochloric  acid  be  present  in  100  c.c.  of  the  cold  solution,  and  19  c.c.  in 
hot  solutions  (70**).  The  separation  of  cadmium  sulphide  is  complete  in  dilute  sulphuric  acid 
(sp.  gr.  1*19)  in  the  cold.  If  but  5-40  c.c.  of  this  acid  be  present  in  100  c.c.  of  solution, 
the  precipitate  is  finely  divided  and  difficult  to  filter;  with  40'*-70  cc,  the  precipitate  is 
more  compact  and  easier  to  filter;  and  with  70-100  cc.  of  this  acid  in  100  c.c.  of  solution 
the  precipitation  is  complete,  but  the  gas  must  be  conducted  through  the  solution  a  long 
time.  In  hot  solutions  (70''),  if  over  30  cc.  of  this  acid  be  present,  traces  of  cadmium  will 
remain  in  solution — O.  Follenius,  Zeit.  anal.  Chein.,  15.  411,  1874. 

■  The  colour  of  the  precipitate  is  determined  by  the  nature  of  the  mother  liquid, 
temperature,  etc.  The  colour  of  the  cadmium  sulphide  may  vary  from  light  yellow  to  an 
orange  brown.  N.  von  Knobukow,  Joum,  prakt,  Chem,  (2),  39.  412,  1889  ;  G.  Biichner, 
CTiem,  Ztg„  II.  1087,  1107,  1887. 

»  E,g.,  CdS.CdCla;  OdS.CdS04-0.  Follenius,  Zeit.  anal,  Chem.,  13.  411,  1874. 

*  On  evaporating  a  solution  of  cadmium  sulphate  with  sulphuric  acid,  crystals  of  CdS04  •  ^2^ 
are  formed  (B.  Kiihn,  Arch.  Pharm.  (2),  50.  286,  1847  ;  Schweigger's  Joum.,  60.  344,  1830  ; 
K.  von  Hauer,  Joum,  prakt.  Chem,  (1),  64,  477,  1856;  (1),  72.  372,  1857  ;  G.  Wyrouboif, 
Bull.  Sac.  Mim.,  II.  275,  1888  ;  I2.  366,  1889  ;  F.  Mylius  and  R  Funk,  Ber.,  30.  832,  1897  ; 
Zeit.  anorg,  Chem.,  13.  157,  1896  ;  M.  de  Schulten,  Compt,  Rend.,  I07.  405,  1888).  At 
100^  the  water  of  crystallisation  is  given  of!',  and  anhydrous  cadmium  sulphate  is  obtained. 
Cadmium  sulphate  can  be  heated  for  a  long  time  at  a  red  heat,  under  the  conditions 
described  in  the  text,  without  decomposition.  At  a  still  higher  temperature,  the  sulphate 
begins  to  decompose,  first  acquiring  a  yellow  tint,  and  finally  |)assing  to  a  dark  brown -coloured 
oxide.  If  ammonium  chloride  be  present,  ammonium  sulphate  and  cadmium  chloride  may 
be  formed. 

*  One  part  of  water  dissolves  0*69  part  of  the  anhydrous  sulphate  at  28"  (von  Hauer). 

*  H.  Rose,  Aus/Uhrliches  Handbuch  der  atialytischen  Chemie,  Braunschweig,  2.  149,  1871  ; 
0.  Follenius,  Zeit.  aiial,  Chem.,  13.  272,  1874;  A.  Carnot,  Compt.  Rend.,  102.  621,  1886  ; 
Bull.  Soe.  Chim.  (2),  46.  812,  1886 ;  H.  Baubigiiy,  Compt.  Rend,,  142.  677,  792,  959, 
1906. 
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§  175,  The  Volumetric  Determination  of  Cadmium— Berg's  Process. 

The  cadmium  may  be  determined  volumetrically,  instead  of  gravimetrically  as 
sulphate,  when  a  standard  solution  of  iodine  is  available.^  Collect  the  precipitated 
cadmium  sulphide  on  a  filter  paper  or  in  a  Gooch's  crucible  packed  with  asbestos. 
Wash  the  sulphide  with  air-free  water,  and  transfer  the  precipitate  by  washing 
with  250  c,c.  of  air-free  water  to  a  500-c.c.  Erlenmeyer's  flask.  An  excess  of 
iodine  solution  ^  is  added  along  with  10  c.c.  of  hydrochloric  acid  (sp.  gr.  1'19). 
The  reaction  which  occurs  is  represented  by  the  equation : 

CdS -f- 2HC1 -h  I2  =  CdCl^ -f- 2HI -I- S. 

Dilute  the  solution  to  about  300  c.c,  and  titrate  the  excess  of  iodiue  with  a  standard 
solution  of  sodium  thiosulphate,  as  indicated  for  copper  (Haen's  process,  page  352). 

§  176.  The  Electrolytic  Determination  of  Cadmium— Beilstein 

and  Jawein's  Process. 

The  electrolytic  process  for  cadmium  (page  258)  generally  gives  more  accurate 
results  than  gravimetric  or  volumetric  processes.  The  following  method  is  due 
to  Beilstein  and  Jawein.^ 

The  Electrolyte, — Add  a  drop  of  phenolphthalein  to  a  solution  of  a  cadmium 
salt  containing,  say,  0*5  grm.  of  the  sulphate  or  acetate.  Then  add  potassium 
hydroxide  until  a  permanent  red  colour  is  obtained.  Cadmium  hydroxide  is 
precipitated.  Add  a  solution  of  98  per  cent,  potassium  cyanide,  slowly,  with 
constant  stirring,  until  the  precipitate  is  all  redissolved.  An  excess  of  the 
potassium  cyanide  disturbs  the  action.*     Make  the  solution  up  to  about  150  c.c. 

TJie  Electrolysis. — The  solution  so  prepared  is  electrolysed  in  the  cold  ^ 
with  a  current  density  0*5  to  0*7  amps.,**  and  an  electrical  pressure  of  4*6  to 
5  volts.^  In  about  6  hours  increase  the  current  density  to  1*0-1 '2  amps., 
and  continue  the  electrolysis  for  about  an  hour.^  If  the  electrolysis  is  finished, 
stop  the  current,  wash,  dry,  and  weigh  the  deposited  metal  in  the  usual 
manner.  There  is  not  so  much  danger  of  loss  by  re-solution  of  the  metal 
when  the  current  is  stopped  as  is  the  case  with  copper  (page  259). 

Prep<iration  of  Cadmium  Sulphide  for  Electi-olysis, — Cadmium  sulphide  is 
usually  separated  in  gravimetric  analysis.  Dissolve  this  in  nitric  acid.  Expel 
the  excess  of  acid  by  evaporation.  Dissolve  the  dry  residue  in  water,  and 
add  potassium  hydroxide,  etc.,  as  indicated  above. 

Removal  of  the  Cadmium  Deposit  from  the  Electrode, — The  removal  of  cadmium 
from  the  cathode  presents  no  piirticular  difficulty.  The  ftietal  readily  dissolves  in 
nitric  acid,  although  it  dissolves  but  slowly  in  hot  hydrochloric  and  sulphuric  acids. 

^  P.  von  Berg,  ZeU.  anal.  Chem.,  26.  23,  1887. 

*  Say  7 '94  grms.  of  iodine,  and  16  grms.  of  potassium  iodide  j>er  litre.  One  grm.  of  iodine 
corres])ond8  with  0*5058  grm.  CdO.  Hence,  1  c.c.  of  iodine  represents  0*001  grm.  of  sulphur 
or  0-004016  grm.  CdO. 

'  F.  Beilstein  and  L.  Jawein,  Ber.^  12.  759,  1879  ;  A.  L.  Davison,  Journ.  Amer.  Chem.  Soc., 

27.  1275,  1905  ;  L.  G.  Kollock  and  E.  F.  Smith,  ib.,  37.  1527,  1905. 

*  E.  H.  Miller  and  R.  W.  Page,  School  Mines  Quart.,  22.  391,  1901  ;  ZeU.  anorg.  Chem., 

28.  238,  1901. 

*  For  hot  solutions,  SO^-eO",  a  current  density  of  0'l-0'3  amp,  and  3  3-4*5  volts  will  require 
between  5  and  6  hours. 

*  The  metal  is  not  all  precipitated  after  12  hours  with  a  current  density  of  0*5  amp.  If 
1  amp.  be  employed  at  the  start,  the  deposit  is  non -coherent,  and  liable  to  drop  off. 

■^  If  left  overnight,  use  a  current  density  of  0*06  amp.  and  3*2  volts. 

*  Test  the  solution  for  cadmium  by  acidifying  a  few  drops  with  hydrochloric  acid ;  boil 
to  expel  the  hydrocyanic  acid  (note,  the  gas  is  very  poisonous) ;  add  a  little  HjS  water  :  a 
yellow  precipitate  shows  that  cadmium  is  still  present. 
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THE  DETERMINATION  OF  ZINC. 
§  177.  The  Analysis  of  Silicates  containing  Zinc  Compounds* 

If  a  silicate  containing  zinc  be  treated  as  indicated  for  clays, ^  several  points 
require  special  attention. 

Silica  Evaporation. — It  is  highly  important  to  remove  all  the  silica  during 
the  "  evaporation  for  silica,"  because,  when  ammonia  is  added  to  a  solution  con- 
taining zinc  and  silica,  in  order  to  remove  the  iron  and  alumina,^  a  zinc  com- 
pound, said  to  be  zinc  silicate,  will  be  precipitated.  Again,  although  zinc 
chloride  alone  does  not  volatilise  below  a  red  heat,  if  an  acid  solution  containing 
zinc  and  ammonium  chlorides  bo  evaporated  to  dryness,  and  gradually  heated, 
the  chlorides  begin  to  sublime  about  145"*.  Hence,  the  evaporation  of  solutions 
containing  silica,  zinc,  and  ammonium  chlorides  should  not  be  finished  at 
temperatures  much  higher  than  100'. 

Ammonia  Precipitation. — The  addition  of  ammonia  to  precipitate  iron  and 
aluminium  hydroxides  leads  to  the  simultaneous  precipitation  of  some  zinc 
hydroxide,^  and  two,  better  three,  reprecipitations  are  needed  to  eliminate  the  zinc 
from  the  ammonia  precipitate,^  even  when  «inc  alone  is  to  be  determined.  For 
instance,  Waring  obtained  the  following  results  with  artificial  mixtures  of  zinc 
with  iron,  etc.: — 

Table  LII.  — Contamination  of  the  Ammonia  Precipitate  by  Zinc. 


Used. 


Zinc. 

Iron. 

NH^Cl. 
Gnn. 

Water. 

CO. 

Per  cent 

Per  cent. 

60 

0 

2 

33 

60 

2 

2 

66 

60 

2 

2 

132 

60 

10 

4 

66 

60 

'  10 

6 

66 

Ammonia 
solution. 


c.c. 

5 

5 

5 

10 

10 


Zinc  found. 


First 
filtrate. 


59-10 
69-18 
59-02 
58-87 
68-90 


Second 
filtrate. 


Total 
zinc. 


0-94 

60-04 

0-82 

60-00 

1-08 

60-06 

1-23 

60-10 

1-00 

59-90 

^  Zinc  ores  are  usually  decomposed  by  digestion  with  acids,  say,  equal  volumes  of  hydro- 
chloric and  nitric  acids,  and  heated  on  a  hot  plate  until  red  fumes  cease  to  be  evolved.  Add 
3-5grm8.  of  ammonium  chloride,  and  heat  the  solution  until  it  becomes  thick  and  "pasty." 
When  the  mass  is  nearly  dry,  add  30  c.c.  of  hot  water.  If  silica  be  present,  lilter  and  wash 
thoroughly  ;  if  an  insoluble  residue  remains,  fuse  the  ignited  mass  with  a  little  sodium  carbonate, 
take  up  the  cold  residue  with  water,  and  separate  the  silica  by  evaporation  to  dryness,  etc.  Add 
the  acid  filtrate  to  the  first  filtrate. 

«  E.  Prost  and  V.  Hassreidter,  Zeii.  angeto.  Chem,,  5.  166,  1892  ;  W.  G.  Waring,  Joum. 
Amer.  Chem.  Soc,  26.  4,  1904. 

»  According  to  G.  Bertrand  and  M.  Savillier  [Bull,  Soc.  Chim.  (4),  I.  68,  1907),  crystals 
of  calcium  zincate — CaHgZng04.4H30 — are  deposited  on  boiling  an  ammoniacal  solution  of  a 
zinc  salt  and  an  excessive  proportion  of  a  calcium  salt 

*  W.  Funk,  ZeiL  angew.  Chem.,  18.  1687,  1906. 
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In  the  analysis  of  three  different  samples  of  zinc  blende,  Waring  also  obtained  ^  :- 
Table  LIIL — Contamination  of  the  Ammonia  Precipitate  by  Zinc. 


Total  iron 
per  cent. 

Per  cent  of  zinc 

First 
filtrate. 

Second 
filtrate. 

Third 
filtrate. 

8-62 

8-75 

14-32 

47-20 
46-05 
16-50 

8-00 
4  75 
205 

0-58 
0-40 
0-55 

It  may  also  be  regarded  as  a  general  rule  that  hydroxides  precipitated  by 
amvumia  contain  silica  and  phosphates,  unless  these  substances  have  been  pre- 
viously removed. 

Maiiganese  Precipitation, — If  manganese  be  precipitated,  before  the  zinc,  by 
one  of  the  usual  oxidising  agents — bromine,  hydrogen  peroxide,  ammonium 
persulphate,  etc. — some  zinc  hydroxide  will  be  precipitated  with  the  manganese 
hydroxide.*  Stone  found  that  manganese  oxide  precipitated  in  the  presence  of 
bromine  froin  a  solution  (left  after  the  basic  acetate  separation)  containing  0*2069 
grm.  of  zinc,  and  0*2260  grm.  of  manganese,  really  contained 


Manganese 0'3045        0*2895        0*2840 

Zinc 01860        0*1780        0*1858 


0*2860    grm. 
0*1795    grm. 


These  experiments  show  that  the  error  is  quite  serious,  particularly  if  much 
manganese  and  little  zinc  are  present.  According  to  Waring,  in  order  to 
prevent  the  precipitation  of  zinc  with  the  manganese,  it  is  necessary  to  separate 
the  latter  as  hydrated  peroxide,  and  if  the  separation  be  effected  from  ammoniacal 
solutions,  '*the  solution  should  be  concentrated  and  contain  a  large  amount  of 
ammonium  chloride.'* 

Precipitation  of  Zinc  as  Sulphide, — The  zinc  can  be  determined  either  by 
the  volumetric  ferrocyanide  process,  or  precipitated  as  sulphide.  White  zinc 
hydrosulphide  is  precipitated  from  neutral  solutions  of  zinc  salts  by  means 
of  hydrogen  sulphide,^  but  not  if  much  over  4  c.c.  hydrochloric  acid  (sp.  gr. 
ri2)  be  present  per  100  c.c.  In  that  case,  however,  the  precipitation  can  be 
made  if  sufficient  alkaline  acetate,  formate,  oxalate,  etc.,  be  present  to  form 
alkaline  chloride  and  set  free  the  organic  acid.  Many  organic  acids  may  be 
present  in  considerable  quantities  without  interfering  with  the  precipitation  of 
the  sulphide.  This  is  the  case,  for  instance,  with  formic,  acetic,  citric,  succinic, 
and  chloracetic  acids.  The  theory  of  the  precipitation  of  zinc  sulphide  in  hydro- 
chloric acid  solutions  is  discussed  on  page  272  ;*  the  practice,  on  page  364, 

^  According  to  L.  L.  de  Koninck  and  E.  von  Winiwarter  {Bull,  Soc,  Chim,  Belg.j  26.  238, 
1912)  the  retention  of  zinc  by  ferric  oxide  is  due  to  the  formation  of  a  double  hydroxide,  and 
not  to  adsorption.  The  retention  is  prevented  by  adding  5  per  cent,  of  magnesium  (as  chloride) 
and  sufficient  ammonium  chloride  to  prevent  the  precipitation  of  the  magnesium  hydroxide. 
K.  Beyne,  ib,,  26.  355,  1912. 

2  M.  Dittrichand  C.  Hassel,  Ber.,  35.  15,  3266,  1902;  H.  Baubigny,  Compt,  Jiend.,  135. 
22,  965,  1902  :  136.  7,  449,  1903  ;  W.  G.  Waring,  Jowm.  Amer.  Chem,  Soc.,  26.  4, 1904. 

'  H.  Baubigny,  Compt.  Ilerul.,  107.  1148,  1888. 

*  According  to  S.  Glixelli  {Zeit.  aiwrg.  Chem,^  55.  297,  1907),  the  theory  of  the  action  of 
hydrogen  sulphide  on  zinc  salts  does  not  depend  upon  equilibrium  conditions  similar  to  those 
indicated  on  page  273.  He  says  that  the  reaction  ZnS04  +  H^S  =  ZnS  +  H2SO4  is  not  reversible, 
but  that  a  kind  of  **  false  equilibrium  *'  occurs  in  acid  solutions  which  may  be  very  persistent. 
For  the  theory  of  false  equilibrium,  see  J.  W.  Mellor,  Chemical  Sialics  and  B^ffiamics,  London, 
417^  1904,     Glixelli*s  view  does  not  include  all  the  fact^. 
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§  178.  The  Theory  of  the  Basic  Acetate  Separation. 

It  may  now  be  well  to  recapitulate  our  treatment  of  a  complex  mixture  of 
colouring  oxides  with  a  silicate.  The  acidified  filtrate  from  the  silica  was  treated 
with  hydrogen  sulphide.  Lead,  bismuth,  copper,  cadmium,  'mercury,  arsenic, 
antimony,  and  tin  sulphides  were  precipitated.  The  filtrate  was  boiled  to  expel 
the  hydrogen  sulphide,  and  treated  with  an  excess  of  ammonium  chloride  and 
ammonia,  when  aluminium,  titanium,  and  ferric  hydroxides  were  precipitated.^ 
Instead  of  using  ammonia  as  precipitating  agent,  many  prefer  the  so-called  basic 
acetate  separation  of  iron  and  aluminium  from  zinc,  manganese,  cobalt,  and 
nickel.  This  separation  depends  upon  the  fact  that  solutions  of  acetates  of  iron, 
aluminium,  titanium,  chromium,  zirconium,  and  vanadium  are  decomposed  (page 
181)  when  heated,  and  insoluble  sub-  or  basic  acetates  are  deposited.  On  the 
contrary,  the  acetates  of  magnesium,  manganese,  zinc,  nickel,  and  cobalt  are 
stable  enough  to  remain  undecomposed  when  their  solutions  are  boiled  for  a  few 
minutes.2 

When  sodium  carbonate  is  added  to  a  solution  of  ferric  chloride,  the  pre- 
cipitate first  formed  dissolves  in  the  ferric  chloride.  One  part  of  ferric  chloride 
will  dissolve  approximately  ten  parts  of  ferric  hydroxide.*  Any  further  addition 
of  sodium  carbonate  produces  a  permanent  precipitate,  since  the  ferric  chloride 
is  already  saturated  with  the  hydroxide.  If  a  solution  of  ferric  chloride,  just 
saturated  with  the  hydroxide,  be  heated,  the  mixture  decomposes,  and  ferric 
hydroxide  is  precipitated.  If  sodium  or  ammonium  acetate  be  added  to  a  solu- 
tion of  ferric  hydroxide  in  ferric  chloride,  ferric  acetate  is  produced.  This  is 
hydrolysed  on  heating,  and  a  basic  ferric  acetate  is  precipitated,  while  acetic 
acid  passes  into  solution. 

The  hydrolysis  (page  181)  which  occurs  on  boiling  is  only  completed  in  dilute 
solutions — at  least  500  c.c.  of  water  should  be  present  per  gram  of  ferric 
hydroxide.  For  complete  precipitation,  therefore,  as  much  sodium  carbonate 
should  be  added  as  is  possible  without  causing  a  permanent  precipitate;  and 
only  sufficient  sodium  acetate  should  be  added  to  replace  the  combined  chlorine 
of  the  ferric  chloride  in  solution. 

If  a  mixture  of  aluminium,  ferric,  nickel,  manganese,  zinc,  and  cobalt  salts 
be  so  treated,  the  acetates  of  manganese,  zinc,  cobalt,  and  nickel  are  hydrolysed 
at  a  much  higher  temperature  (175**)  than  the  aluminium  and  ferric  acetates. 
If  a  large  excess  of  alkaline  acetate  be  present,  the  acetates  of  manganese,  nickel, 
cobalt,  and  zinc  are  decomposed  at  a  much  lower  temperature,  and  they  may, 
in  consequence,  be  precipitated  along  with  the  iron  and  aluminium  on  boiling 
the  solution.  Manganese  acetate  does  not  appear  to  be  hydrolysed  under  these 
conditions  when  less  than  twenty  times  the  required  amoimt  of  alkaline  acetate  is 
present ;  nickel  acetate  is  more  liable  to  hydrolysis  than  cobalt ;  while  zinc  is 
next  to  manganese  in  its  tendency  to  hydrolyse  and  form  the  hydroxide  or  basic 
acetate  and  free  acetic  acid.^ 


^  We  ignore  jyro  tempore  the  possible  occurrence  of  certain  constituents  in  both  the  hydrogen 
sulphide  and  in  the  ammonia  groups. 

'  Formates,  succinates,  and  benzoates  have  been  suggested  in  place  of  the  acetates,  but  it  is 
generally  said  that  the  precipitations  are  not  then  so  complete  (F.  Schulze,  CJiem.  CeiUr.  (2),  6. 
3,  1861  ;  W.  Hisinger,  A/kandlingar  i  Fysik,  3.  158,  1810). 

8  F.  Kessler,  Zeit,  anal.  Ohem.,  II.  258,  1872  ;  18.  8.  1879 ;  Cficm.  Neios,  37.  14,  1873. 

*  A.  Mittasch,  Zeit,  anal,  Chem,,  42.  492,  1903  ;  W.  Funk,  26.,  45.  181,  1906  ;  C.  Stockmann, 
i6.,  16.  172,  1877  ;  C.  Kramer,  ib.,  16.  334,  1877  ;  G.  Matzurke,  ib.,  17.  78,  1878  ;  0.  Brunck, 
Chem.  Ztg.,  28.  511,  1904  ;  G.  Rosenthal,  Dingler's  Jmim.,  22^  164,  1877  ;  C.  Meineke,  Zeit. 
an^w,  CherrLf  I.  224,  1888;  J.  Jewett,  Amer.  Chem,  Jourtu,  I.  261,  1879;  Chem,  Neros^  ^o, 
273, 1879  ;  H.  Bycarley,  i6.,  7S  13,  1897  ;  76.  165,  222,  1897  ;  79.  193, 1899  ;  A.  Jeannel,  ift., 
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Acetic  acid  is  usually  added  to  the  solution  before  the  alkaline  acetate  in  order 
to  lessen  the  danger  of  the  joint  precipitation  of  manganese,  zinc,  cobalt,  and  nickel 
along  with  the  aluminium  and  iron.  But  since  aluminium  hydroxide  (and  phos- 
phate) is  soluble  in  dilute  acetic  acid,  and  since  alumina  usually  predominates  in 
silicate  analyses,  while  zinc,  nickel,  and  cobalt,  if  present  at  all,  only  occur  in 
minute  quantities,  it  is  best  to  work  with  as  little  free  acetic  acid  as  possible 
when  dealing  with  clays  and  related  substances.  The  presence  of  11  per  cent,  of 
acetic  acid  will  prevent  the  precipitation  of  the  iron,  and  5  per  cent,  will  prevent 
the  precipitation  of  aluminium.  In  illustration,  two  solutions  containing  the 
equivalent  of  0*2  grm.  of  iron,  and  0*2  grm.  each  of  manganese,  zinc,  nickel,  and 
cobalt,  were  mixed  with  2  grms.  of  sodium  acetate,  and  each  made  up  to  300 
c.c. ;  12  c.c.  and  3  c.c.  of  acetic  acid  (sp.  gr.  1'044) — that  is,  4  per  cent,  and  1  per 
cent,  respectively  of  acetic  acid — were  added.  After  treatment  by  the  basic 
acetate  process,  the  precipitate,  according  to  Brearley,  contained  the  equivalent  of 

Acetic  acid.  Manganese.  Zinc.  Nickel.  Cobalt 

1  percent.        .        .  0-0686  0-2046  0-1770  0*0590 

4  per  cent   .  .  trace  nil  0'1*219  0-0315 

The  precipitate  by  the  basic  acetate  process  contains  titanium,  most  of  the 
zirconium,^  vanadium,  uranium,^  as  well  as  phosphorus  and  arsenic,  if  present. 
Chromium  (g.v.)  is  precipitated  with  the  iron  and  aluminium,  but  the  separa- 
tion is  not  satisfactory  with  chromium.  This  process  can  also  be  used  for 
separating  iron  and  aluminium  from  the  rare  earths.^ 

The  basic  acetate  process  requires  careful  manipulation  when  much  manganese, 
nickel,  and  cobalt  are  present.  A  second  application  of  the  process  is  then 
advisable,  by  redissolving  the  precipitate  in  hydrochloric  acid,  etc.  Moore  says 
four  precipitations  are  necessary.  Mackintosh  says  six !  If  the  process  be  con- 
ducted with  due  respect  for  the  idiosyncrasies  indicated  in  the  text,  two  acetate 
precipitations,  or  one  acetate  precipitation  followed  by  an  ammonia  precipitation, 
will  generally  suffice.     Practical  directions  for  the  process  now  follow. 

§  179.  The  Basic  Acetate  Separation. 

Neutralisation  of  the  Solution. — Gradually  add  a  concentrated  aqueous  solu- 
tion of  sodium  carbonate  from  a  burette,  with  constant  stirring,  until  the 
precipitate  begins  to  disappear  slowly ;  ^  then  add  a  dilute  solution  in  a  similar 
manner  until  the  small  precipitate  does  not  disappear  with  one  or  two  minutes* 
stirring.  If  much  iron  be  present,  the  solution  will  now  have  a  reddish  tint ; 
but  if  little  iron  be  present,  the  solution  will  be  almost  colourless.  Add  3  c.c.  of 
acetic  acid  (sp.  gr.  1*044)  to  dissolve  the  precipitate,  and  allow  the  solution  to 
stand  a  couple  of  minutes.^  If  the  solution  be  not  clear,  add  another  drop  of 
dilute  acetic  acid,  and  proceed  as  before.     If  necessary,  repeat  the  addition  of 

17.  '286,  1868 ;  T.  Moore,  i6.,  56.  76,  1887  ;  K  L.  Leffler,  i6.,  77.  265,  1898  ;  J.  B.  Mackintosh, 
ib.,  56.  64,  1887  ;  W.  Gibbs,  16.,  11.  102,  1865  ;  Amer,  J,  Scienu  (2),  39.  58,  1866  ;  W.  Herz, 
Zeit.  anorg.  Chtm.,  20.  16,  1899  ;  B.  Reinitzer,  Monats.  Chem.^  3.  256,  1882;  G.  Rudorf,  Zeit. 
phys.  Chem.,  43.  262,  1903;  V.  von  Eggertz,  Berg.  Hiiti.  Ztg,,  26.  187,  1867;  W.  Hamj>e, 
Zeit,  Berg.  Hutt.  Sal.,  2$.  253,  1877  ;  K.  Mayer,  Btr.,  22.  2627,  1889  ;  R.  B.  Riggs,  Journ. 
Anal,  App.  Clie^n,,  6.  94,  1892. 

^  E.  Linnemann  (Monats.  Chem.,  6.  335,  1885)  says  the  separation  is  not  complete.  Some 
zirconium  remains  with  the  iron  precipitate. 

2  H.  Rheineck,  Chem.  Neirs,  24.  233,  1871. 

5  A.  Beringer,  Liebig's  Ann.,  42.  134,  1842  ;  T.  Scheerer,  Pogg.  Ann,,  51.  467,  1840. 

*  According  to  H.  Tarara  {Cfiem.  News,  26.  37,  1872),  oxidation  with  nitric  acid  leads  to  the 
precipitation  of  manganese  with  the  iron  and  alumina.  It  is  claimed  that  the  oxidation  of  the 
iron  is  best  effected  with  potassium  chlorate. 

^  Some  add  3  c.c.  of  acetic  acid  (sp.  gr.  1*044  ;  that  is,  33  per  cent.),  in  excess,  for  every 
100  C.C.  of  solution  iu  the  beaker  previous  to  the  dilution.     As  indicated  in  the  text,  an  excess  of 
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dilute  acetic  acid,  drop  by  drop,  until  the  solution  does  become  clear  under  the 
conditions  stated. 

Precipitation, — Dilute  the  solution  to  about  400  c.c.  and  heat  to  boiling; 
add  about  6  c.c.  of  sodium  acetate  solution.^  Do  not  boil  the  mixture  more  than 
a  minute,  or  the  precipitate  will  become  slimy,  and  some  may  dissolve  in  the 
acetic  acid.  The  precipitate  is  bulky  and  difficult  to  filter  ^  and  wash.  Filter 
and  wash  with  hot  water  containing  50  grms.  of  sodium  acetate  per  litre.^  Suck 
the  precipitate  dry  at  the  pump.  The  precipitate  is  seldom  or  never  ignited 
and  weighed,  because  it  is  always  contaminated  with  alkaline  salts.  Hence,  the 
precipitate  must  be  dissolved  in  nitric  or  hydrochloric  acid,  and  reprecipitated 
with  ammonia,  as  described  on  page  182. 

The  process  just  outlined  gives  satisfactory  results.  The  presence  of  sulphates 
leads  to  imperfect  precipitations.*  Tartaric,  citric,  and  organic  acids  should  be 
absent.  Indeed,  it  might  here  be  emphasised  that  analysts  are  very  chary  about 
introducing  organic  acids  into  their  solutions,  because,  if  later  separations  have 
to  be  made,  there  is  some  uncertainty  as  to  the  effect  of  the  organic  acids*  on 
subsequent  precipitations.  Tartaric,  citric,  oxalic,  malic,  and  other  organic  acids, 
dextrin,  and  the  sugars,  for  instance,  prevent  the  precipitation  of  aluminium, 
chromium,  and  ferric  hydroxides  by  ammonia ;  ^  and  of  manganese  sulphide  by 
ammonium  sulphide.^ 

Evaporate  the  combined  filtrates  to  about  200  c.c.  If  a  precipitate  should 
separate,  filter  it  off,  dissolve  the  precipitate  in  hydrochloric  acid,  and  precipitate 
the  iron  and  alumina  as  basic  acetates ;  add  the  filtrates  to  the  main  filtrate. 

Suppose  that  zinc,  cobalt,  and  nickel  be  absent,  the  manganese  may  now  be 
precipitated  by  a  number  of  different  processes — by  bromine,  by  ammonium  sul- 
phide, etc.  If  cobalt,  nickel,  or  zinc  be  present,  remove  the  zinc  by  the  formic  acid 
process,  and  treat  the  filtrate  from  the  zinc  sulphide  by  the  method  described  b6low. 

acid,  however,  leads  to  an  incomplete  precipitation  of  the  iron  and  aluminium  ;  but  too  little  acid 
will  lead  to  the  precipitation  of  manganese,  zinc,  nickel,  and  cobalt,  if  these  elements  be  present. 

*  Sodium  Acetate  Solution.— Dissolve  167  grms.  of  sodium  acetate  in  water  and  make 
the  solution  up  to  600  c.c.  One  c.c.  of  this  solution  will  contain  nearly  one-third  of  a  gram 
of  sodium  acetate.  Ammonium  acetate  is  not  so  suited  for  the  work,  although  it  is  sometimes 
recommended,  chiefly  because  it  is  removed  from  the  precipitate  on  ignition.  Ammonium  acetate 
has  the  disadvantage  of  being  more  readily  hydrolysed  (page  181)  than  sodium  acetate  in 
aqueous  solution.  H.  C.  Dibbits  {Bull.  Soc.  Chim.  (2),  18.  490,  1872  ;  (2),  20.  258,  1873)  says 
that  7'6  per  cent,  of  ammonium  acetate  is  hydrolysed  against  0*14  per  cent,  of  sodium  acetate. 
Hence,  on  boiling  solutions  of  ammonium  acetate  ammonia  is  evolved,  and  the  solution  becomes 
more  acid.  Hence,  the  acidity  of  solutions  of  ammonium  acetate  is  less  easy  to  control  than 
solutions  of  sodium  acetate.  W.  Gibbs  {Chem.  Neivs,  ii.  102,  186.*))  adds  the  acetate  to  the  cold 
solution  and  then  heats  the  solution  to  boiling.  H.  Brearley  (t6.,  79.  193,  1899)  says  a  large 
excess  of  acetate  always  leads  to  an  imperfect  separation  of,  say,  nickel  and  iron,  because  ( 1 ) 
the  excess  of  acetate  transforms  the  nickel  as  well  as  iron  into  acetate  ;  and  (2)  the  nickel  acetate 
is  partially  decomposed  along  with  the  ferric  acetate.  "  When  the  acetate  is  added  to  the  cold 
solution,  both  these  factors  exert  their  maximum  influence.  On  adding  acetate  to  the  boiling 
solution,  the  first  portion  of  it  precipitated  the  iron  ;  when  the  remaining  portion  is  added, 
the  conditions  are  changed,  for  the  iron  is  present  in  suspension  only,  and  its  influence  is  greatly 
lessened. " 

'  H.  N.  Warren  {Chem.  News,  61.  63,  1890)  agitates  finely  powdered  glass  with  the  pre- 
cipitate. He  claims  that  if  this  is  properly  done,  the  glass  carries  down  the  precipitate,  and 
enables  the  washing  to  be  done  more  quickly.  The  glass  does  no  harm,  since  the  precipitate  is 
afterwan^  dissoWed  in  acid. 

*  The  filtrate  may  be  tested  for  iron  by  potassium  ferrocyanide,  not  thiocyanate. 

*  Sulphates  must  not  be  determined  in  the  filtrate  from  the  basic  acetate  process  on  account 
of  the  great  probability  of  contamination  with  sulphates  by  the  large  amounts  of  reagents  used. 

»  M.  Juette,  Campt.  Bend.,  66.  417,  1868 ;  Chem,  News,  18.  63.  1868. 

«  J.  Spiller,  Joum.  Chem.  Soe.,  10.  110,  1858  ;  67wm.  News,  8.  280,  1863  ;  19.  166,  1869  ; 
H.  How,  i6.,  19.  137,  1869  ;  H.  N  Draper,  i6.,  8.  260,  1863 ;  F.  Field,  16.,  3.  65,  1861  ;  F. 
Pisani,  ib.,  3.  257,  1861 ;  L.  J.  Curtman  and  H.  DuT)in,  Joum,  Amer,  ('hem.  Soc.,  34.  1485, 
1912;  E.  Salkowski,  Zeit.  physiol.  Chem.,  83.  159,  1913. 
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§  180.  The  Separation  of  Zinc  from  Mang^anese,  Cobalt,  and  Nickel. 

Assume  that  the  filtrate  from  the  ammonia  or  basic  acetate  separation  contains 
zinc,^  manganese,^  cobalt,  and  nickel,  as  well  as  magnesia,  lime,  and  the  alkalies. 

Precipitation  of  Zinc  Sulphide. — The  ammoniacal  solution  is  neutralised  with 
formic  acid,  and  about  5  c.c.  additional  formic  acid  (sp.  gr.  1'2)  is  added  per 
150  C.C.  of  solution.  Not  more  than  about  3  per  cent,  excess  of  formic  acid 
should  be  present,  or  some  of  the  zinc  may  escape  precipitation.  Enough 
sodium  formate  should  be  present  to  react  with  the  inorganic  acids  set  free  by 
the  action  of  the  hydrogen  sulphide,  and  so  prevent  free  hydrochloric  acid 
accumulating  in  the  solution.^  Heat  the  solution  to  50'  to  60*.  Pass  hydrogen 
sulphide  (two  bubbles  a  second)  through  the  warm  solution  for  an  hour  in  order 
that  the  zinc  sulphide  may  coagulate,  and  filter  quickly.**  Zinc  sulphide  is  practi- 
cally insoluble  in  formic  acid  of  the  strength  just  indicated  ;  and,  like  many  other 
sulphides,  changes  from  the  colloidal  form  after  precipitation.  Hence,  it  is  better 
to  let  the  mixture  stand  overnight  in  a  warm  place  with  a  slow  current  of  hydrogen 
sulphide  passing  through  the  solution,  or  else  let  it  stand  some  time  in  a  corked 
flask.  The  larger  the  excess  of  formic  acid,  the  slower  the  separation  of  the  zinc 
sulphide,  and  the  larger  the  excess  of  alkaline  acetates  or  formates  present^  the 
more  slimy  the  precipitated  sulphide  and  difficult  to  filter  and  wash. 

Filtration,   and  Washing   the   Zinc  Sulphide. — Filter  off  the   precipitated 


'  Zinc  may  be  found  in  reagents  kept  in  Jena  and  ''nonsol*'  glass  bottles  pa^  145.  Acids 
transported  in  carboys  with  glass  covers  secured  by  zinc  rings  are  liable  to  contamination  owing 
to  the  splashing  of  the  acid  into  the  neck  of  the  carboy.  This  explains  how  zinc  has  been 
reported  when  no  zinc  was  present  in  the  original  sample.  A.  Vita,  Stahl  Eisen^  52. 1632, 1912  ; 
Sprech.,  42.  787,  1912. 

^  'The  manganese  may  or  may  not  have  been  removed  prior  to  the  zinc. 

'  W.  Hampe,  Ch€7n.  Ztg.,  9.  643, 1885  ;  Chenu  News,  52.  313, 1885  ;  M.  Biagard,  ChenuZtg., 
10.  729,  1886;  E.  Dohler,  ih.,  23.  399,  1899  ;  P.  von  Berg,  ZeU.  ancU.  Chem,,  25.  612,  1886  ; 
G.  Naumann,  i7).,  28.  67,  1889  ;  W.  Funk,  t6.,  46.  93,  1907  ;  H.  Kinder,  StaTU  Eisen,  16.  676, 
1896;  H.  Delffs,  ZeU.  C/iim.  Pharm.,  4.  1860;  Cltem,  News,  41.  279,  1880;  T.  Cockbum, 
A.  D.  Gardiner,  and  J.  W.  Black,  Analyst,  37.  443,  1912.  According  to  Bragard,  the  solution 
should  have  5  c.c.  of  formic  acid  (sp.  gr.  I'll 36)  per  0*08  grm.  of  nickel  in  solution,  and  this 
amount  should  not  be  exceeded  if  the  zinc  is  to  be  precipitated  completely.  If  much  nickel  be 
present,  the  solution  should  be  diluted  to  500-600  c.c.  If  the  solution  be  heated,  more  acid  is 
needed  to  prevent  the  precipitation  than  if  the  solution  be  **  gassed  "  cold.  A  very  slight  excess 
of  hydi-ochloric  acid  added  to  a  neutral  solution  is  sometimes  used  instead  of  formic  acid,  but  there 
is  a  difficulty  in  regulating  the  correct  amount  of  acid,  and  the  results  are  satisfactory  when  only 
small  amounts  of  zinc  are  present.  C.  Brunner,  Dingler*8  Joum.,  150.  369,  1858  ;  A.  Klaye  and 
A.  Deus,  ZeU,  anal.  Chem.,  ID.  190,  1871  ;  F.  Oettel,  ib.,  27.  16,  1888 ;  J.  B.  Kirkland,  Hep. 
Australasian  Assoc. ,  2.  397,  1890.  For  acetic  acid,  see  A.  Rosenheim  and  £.  Huldschinsky, 
ZeU.  anorg.  Chem.,  32.  84,  1902  ;  A.  Thiel,  t6.,  33.  1,  1902 ;  H.  Nissenson  and  W.  Kettembeil, 
Chem.  Ztg,,  29.  950,  1905 ;  J.  Flath,  ih.,  25.  564.  1901  ;  W.  G.  Waring,  J&wm.  Amer.  Chem. 
Soe  ,  26.  4,  1904  ;  W.  Funk,  ZeU.  anal.  Chem.,  46.  104,  1907  ;  M.  Bragard,  ib.,  26.  209,  1887  ; 
H.  Kinder,  StdM  Eisen,  16.  675,  1896  ;  J.  Platz,  ih.,  9.  494, 1889  ;  H.  Baubigny,  CompL  Eend., 
108.  236,  450,  1888.  For  citric  acid,  see  F.  Beilstein,  £er.,  11.  1715, 1878.  For  oxalic  acid, 
A.  Camot,  Compt.  Bend.,  102.  678,  1886.  For  succinic  acid,  H.  Alt  and  J.  Schultze,  £er.,  22. 
3269, 1889  ;  H.  Delffs,  Chem.  News,  Ai.  279, 1880.  For  monochloracetic  acid,  P.  von  Berg,  ZeU. 
anal.  Chem..  25.  512, 1886.  For  tricnloracetic  acid,  J.  J.  Fox,  Jouttu  Chem.  Soc,  91.  964,  1907. 
It  is  claimed  that  this  acid  is  better  for  the  separation  of  zinc  and  cadmium,  since  the  acidity 
limits  are  not  so  narrow  as  with  hydrochloric  acid.  For  benzolmonosul phonic  acid,  see 
H.  Schilling,  Chem.  Ztg.,  36.  1352,  1912. 

*  Zinc  sulphide  is  a  difficult  precipitate  to  filter  and  wash.  It  may  be  gelatinous  or  in  a 
very  finely  divided  condition  suspended  in  the  fluid  ;  in  the  former  case  washing  is  very  slow  ; 
in  the  latter  case  the  precipitate  passes  through  the  paper  (pages  178  and  275).  P.  Pipereant 
and  A.  A.  Vila  {Iniemat.  Cong.  App  Chem.,  7.  i.  141,  1909)  say  that  zinc  sulphide  is  pre- 
cipitated in  a  very  dense  form,  readily  washed,  by  the  addition  of  finely  divided  sulphur  to  the 
boiling  alkaline  solution.  The  precipitate  is  white,  and  when  the  precipitation  is  complete,  a 
pink  coloration  appears.  E.  Murmann  (if 07iato.  Chem.,  19.  404,  1898)  adds  a  little  mercuric 
chloride  to  the  solution  before  "gassing."    The  results  are  good.     See  page  319. 
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sulphide  and  test  the  filtrate  with  hydrogen  sulphide  to  make  sure  that 
all  the  zinc  is  precipitated.  Wash  the  precipitate  by  decantation  two  or  three 
times  with  water  saturated  with  hydrogen  sulphide,  and  containing  a  little 
formic  acid.  Collect  the  washings  in  separate  beakers,  so  that  if  the  filtrate 
should  commence  to  run  through  turbid,^  as  sometimes  occurs  when  the 
ammonium  salts  are  nearly  all  washed  out,  it  will  not  be  necessary  to  re-filter 
a  large  quantity  of  liquid.  The  precipitate  is  usually  free  from  manganese, 
cobalt,  and  nickel.  In  case  a  relatively  large  amount  of  these  elements  be 
present,  the  precipitate  may  be  contaminated,  and  it  is  advisable  to  dissolve 
the  precipitate  in  dilute  hydrochloric  acid,  neutralise  with  ammonia,  and 
reprecipitate  with  hydrogen  sulphide.  Add  the  second  filtrate  to  the  first. 
The  joint  filtrates  are  reserved  for  the  separation  of  manganese,  cobalt,  and 
nickel,  as  indicated  on  page  388.  The  precipitate  of  zinc  sulphide  is  then 
treated  as  indicated  in  the  next  section. 

Influence  of  Formic  Acid, — To  illustrate  the  relation  between  the  amount 
of  acid  in  the  solution  and  the  efficiency  of  the  formic  acid  separation,  the 
following  numbers  are  quoted  from  Bragard's  work  : — 


Table  LIV» — Effect  of  Formic  Acid  on  the  Separation  of  Zinc 

and  Nickel  as  Sulphides, 


0*0325 
0-0325 
0-0325 
0-0325 
0-0825 
0-8252 
0-3252 
0-3252 
0-3252 


Nickel, 
grin. 


0-0048 
0-0048 
0-0048 
0-0048 
0-0096 
0-0960 
0-0960 
0-0960 
0-0960 


Volume 

Formic 

solution. 

acid. 

Zinc  ppd. 

C.C. 

CO. 

300 

5 

0-0324 

300 

6 

0-0325 

300 

7 

0-0822 

300 

10 

0  0325 

500 

10 

0-0325 

400 

10 

0.3252 

500 

20 

0-3247 

600 

30 

0-3252 

600 

40 

0-3248 

Nickel  ppd. 
with  zinc 
\yQT  cent. 


54-2 

37-5 

22-9 

0-0 

0-0 

28-1 

18-4 

8-0 

0-0 


Manganese,  aluminium,  cobalt,  and  iron  are  not  usually  precipitated  if 
the  solution  has  15-20  c.c.  of  formic  acid  (sp.  gr.  1-2)  per  250-500  c.c.  of 
solution ;  but  if  much  manganese,  etc.,  are  present  it  is  well  to  make  sure  that 
the  precipitate  is  free  from  contamination,  and  if  necessary  a  reprecipitation 
must  be  made. 

The  1904  report  of  the  Committee  on  Uniformity  in  Technical  Analyses  2 
shows  analyses  of  three  samples  of  zinc  ore  by  forty-two  chemists.     As  a  result : 


Sample  A. 

Sample  6. 

Sample  C. 

Zn. 

Fe. 

Zn. 

Fe. 

15  00 
8-40 

Zn. 

Fe. 

Highest  results    .... 
Lowest  results      .         «        .        . 

39-22 
12-20 

21-92 
18-04 

38-86 
28-90 

59-79 
56-03 

3-26 
2-10 

*  0.  Miihlhauser,  Zeit,  angew.  Cliem.,  IS  731,  1902. 
'  Joum,  Amer,  Chem,  Soc.,  26,  1644,  1904. 
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The  results  for  samples  A  and  B  are  surprisingly  discordant,  and  seriously 
undermine  confidence  in  many  published  analyses.  Each  chemist  used  the 
particular  process  he  thought  best. 

§  i8i.  The  Determination  of  Zinc  as  Phosphate. 

Zinc  sulphide  is  not  an  easy  precipitate  to  prepare  for  the  balance,  and, 
in  consequence,  many  adopt  Tamm's  ^  process,  in  which  the  zinc  is  precipitated 
as  phosphate.  This  is  an  easy  gravimetric  process.  Although,  in  practice,  with 
the  standard  solutions  ready  made,  it  is  far  easier  to  get  good  results  with  the 
unwashed  sulphide  by  volumetric  processes,  than  by  gravimetric  methods  which 
involve  the  washing  of  the  precipitated  zinc  sulphide. 

Dissolve  the  precipitated  sulphide  in  hot  dilute  hydrochloric  or  nitric  acid. 
Boil  thfe  solution  to  expel  the  hydrogen  sulphide.  Filter  off  any  sulphur 
which  separates.  The  acid  solution,  occupying  about  150  or  200  c.c.,*  is 
neutralised  with  ammonia  and  then  made  faintly  acid  w^ith  hydrochloric  acid. 
Heat  the  solution  to  boiling,  add  15  to  20  times  as  much  ammonium  phosphate* 
as  there  is  zinc  in  the  solution.  If  a  precipitate  does  not  form,  carefully  add 
ammonia  until  it  does.**  The  solution  will  now  be  alkaline.  Keep  the  vessel 
and  contents  warm  on  a  water  bath — 10-15  minutes — and  the  amorphous 
ammonium  zinc  phosphate — ZnNH^PO^ — first  precipitated  will  crystallise.  If  the 
solution  be  boiled  it  bumps  badly.  Let  the  precipitate  settle.^  Filter  through 
asbestos  ^  in  a  Gooch's  crucible.  Clean  ^  the  beaker  with  the  mother  liquid, 
and  wash  with  hot  water  containing  about  1  per  cent,  of  ammonium  phosphate 
until  the  precipitate  is  free  from  chlorides  (silver  nitrate  with  nitric  acid  is 
the  test).  Finish  the  washing  with  alcohol.  Dry  at  100**,  and  weigh  the 
precipitate  as  ZnNH^PO^.  This  weight,  when  multiplied  by  0*4561,  represents 
the  corresponding  amount  of  zinc  oxide — ZnO.® 

The  precipitate,  if  desired,  can  be  ignited  to  low  redness,  and  weighed  as 
zinc  pyrophosphate — ZnjPgO-.  If  the  ignition  be  conducted  at  too  high  a 
temperature,  the  pyrophosphate  may  melt,  and  be  absorbed  by  the  asbestos, 

*  II.  Tamm,  CVw/zi  ^'eicSy  24.  148,  1871  ;  G.  Lbsekann  and  T.  Mayer,  Cketn.  Ztg»,  10. 
729,  1886;  L.  Jawein,  ib.,  II.  847,  1887;  M.  Bragard,  *6.,  10.  1605,  1886;  G.  C.  Stone, 
Jouni.  Amer.  Chem,  Soc.,  4.  26,  1882  ;  R.  W.  Langley,  ib.,  31.  1051,  1909  ;  A.  C.  Laugmuir, 
ib.,  21.  125,  1899;  Ohcm.  Ncics,  79.  183,  1899  ;  H.  D.  Dakin,  ZcU.  aiial.  Chem,,  39.  278, 
1900  ;  C/um.  News,  82.  101,  1900 ;  M.  Austin,  Amer.  J,  Scunce  (4),  8.  206,  1899 ;  R.  C.  Boyd, 
SeTiool  3Ii7ics  Quart.,  II.  355,  1890;  J.  Clark,  Jouni,  Soc.  ('hem,  Iiid.,  15.  866,  1896; 
M.  Pouget,  6'om;)t.  Keiul.,  120.  45,  1899;  K.  Voigt,  Zeit.  aiujew.  Chem.,  22.  2280,  1909;  24. 
2195,  1911  ;  25.  205,  1912;  V.  Haasreidter,  tft.,  24.  2491,  1911  ;  25.  1005,  1912;  K.  Voigt, 
ib.,  26.  47,  1913  ;  Report  In  Jourr»..  Ind.  Eng.  Vhem.,  4.  467,  1912. 

'^  The  solution  is  diluted  so  as  to  contain  0*2  to  0*4  grm.  zinc  per  400  e.c.  of  solution. 
^  If  microcosmic  salt  he  employed,  there  is  more  ditficulty  in  washing  the  precipitate  free 
from  alkalies  than  when  the  ammonium  salt  is  used. 

*  The  precipitate  is  soluble  in  acids  and  ammonia,  and  slightly  soluble  in  large  quantities 
of  ammonium  salts.  For  chromium  phosphate,  see  H.  Kiimmerer,  Zeit,  anal,  Chem,,  12. 
375,  1873. 

"  The  imi>oi'tant  points  to  observe  in  precipitation  are  a  large  excess  of  reagent,  and 
sufficient  ammonium  stilts  to  flocculate  the  precipitate.  If  m:iterials  other  than  alkaline  salts  be 
[)resent  the  precipitate  may  be  coutAUiinated  accordingly.  See  the  preceding  footnote ;  if  too 
great  an  excess  of  ammonium  salts  be  present,  a  little  zinc  phosphate  may  pass  into  solution. 

^  A  slight  loss  of  zinc  by  reduction  to  mettil,  and  sul)seiiuent  volatilisation  may  occur  if 
filter  paper  be  used  and  the  precipiUite  be  afterwards  ignited.  If  the  precipitate  be  ignited, 
the  asl)estos  used  in  the  Gooch's  crucible  should  have  been  previously  calcined.  Otherwise, 
drying  at  100°  will  suffice. 

'  The  i>recipitate  is  inclined  to  stick  tenaciously  to  the  walls  of  the  beaker  in  which  the 
precipitation  is  made.  It  may  then  be  necessaiy  to  dissolve  the  precipitate  from  the  walls 
with  a  little  acid,  evaporate  to  dryness  in  a  weighed  crucible,  etc. 

*^  Tests  made  under  various  conditions  show  that  here  less  than  0*0003  grm.  of  zinc 
phosphate  escapes  with  the  filtrate  and  in  the  washings. 
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with  but  a  slight  loss  in  weight — possibly  O'l  per  cent.  The  weight  of  the 
pyrophosphate  multiplied  by  0*53402  gives  the  corresponding  amount  of  zinc 
oxide — ZnO. 

§  182,  The  Volumetric  Ferrocyanide  Process  for  Zinc. 

Zinc  ferrocyanide  is  precipitated  from  a  hydrochloric  acid  solution  of  a 
zinc  salt  by  potassium  ferrocyanide.  When  all  the  zinc  has  been  converted 
into  zinc  ferrocyanide,  any  further  addition  of  the  potassium  ferrocyanide  will 
cause  the  solution  to  give  a  brown  coloration  with  a  uranium  salt.^ 

Theory  of  Process. — If  the  ferrocyanide  be  gradually  added  to  the  solution, 
there  is  first  a  slow  formation  of  normal  zinc  ferrocyanide : 

4ZnCl2  +  2K4FeCye->8KCl  +  2Zn2FeCye. 

If  the  solution  be  cold  (20"  to  25°),  the  solution  will  colour  a  drop  of  uranium 
acetate  a  fading  yellowish  brown.  When  about  three-quarters  of  the  required 
amount  of  potassium  ferrocyanide  has  been  added,  the  solution  no  longer  affects 
the  indicator — uranium  salt.  The  precipitate  becomes  flocculent.  The  slow 
reaction  just  indicated  is  followed  by  a  faster  reaction  : 

eZn^FeCye  +  2K,FeCy,  ->  4K2Zn3(FeCy,)2. 

The  indicator  is  coloured  permanently  when  the  second  reaction  is  completed. 
The  whole  reaction  is  therefore  written  : 

aZnClj  +  2K4FeCye .  SHjO  ->  Zn3K2(FeCye)2  +  6KC1  +  SHgO. 

After  a  little  practice,  the  transient  colour  first  produced  will  not  be  mistaken 
for  the  final  permanent  coloration.  The  first  coloration  gradually  fades,  and  the 
permanent  tint  becomes  more  intense.  The  solution  during  the  former  stage 
is  bluish  white,  and  during  the  latter  stage,  pale  cream.  The  first  transient 
coloration  of  the  indicator  does  not  appear  if  the  solutions  be  hot,  because  the 
first  reaction  proceeds  quickly.  This  reaction  is  the  basis  of  Galetti's  process  * 
for  the  volumetric  determination  of  zinc.  If  the  process  be  carried  out  in  a 
regular,  uniform  manner,  comparable  and  satisfactory  results  can  be  obtained. 
"  In  my  opinion,"  says  Seaman,  "  the  results  for  zinc  by  the  ferrocyanide  process 
more  nearly  approach  the  absolute  amount  of  zinc  in  an  ore  than  the  results 
obtained  by  working  slowly  with  the  gravimetric  process." 


>  E.  H.  Miller,  Jouni.  Amer.  C/iciii.  Soc.,  18.  1100,  1896  ;  22.  541,  1900  ;  24.  226,  1902  ; 
E.  H.  Miller  and  J.  A.  Matthews,  id.,  19.  647,  1897  ;  E.  H.  Miller  and  M.  J.  Falk,  ib,,  26, 
962,  1904;  E.  H.  Miller  and  J.  L.  Danziger,  ife.,  24.  827,  1902  ;  G.  C.  Stone  and  D.  A.  van 
Ingen,  ifc.,  19.  542,  1897  ;  E.  H.  Miller  and  E.  J.  Hall,  School  Mines  Quart.,  21.  267,  1900; 
Chem.  Netcs,  82.  177,  1900  ;  F.  Reindel,  I)iiigler*s  Joum.,  190.  395,  1868  ;  K.  Zulkowsky.  ib., 
249.  175,  1893;  M.  Bragard,  Beilrdge  zur  Kenninis  der  quantitativen  Bestimmung  dea  Zinks, 
Berlin,  1887  ;  G.  Wyrouboff,  Aniu  Chim.  Phys.  (5),  8.  444,  1876  ;  L.  L.  de  Koninck  and  E. 
ProBt,  Zeii.  angew.  Chem.,  9.  460,  664,  1896  ;  Chem,  News,  76.  6,  16,  29,  38,  51,  1897. 

"  M.  Galetti,  Zeit.  ana/,  Chem.,  4.  218,  1865;  8.  186,  1869;  14.  190,  1875;  Bull  Soc. 
Chim.  (2),  2.  83,  1864  ;  J.  MuUer,  ib,  (4),  i.  13,  61,  1907  ;  C  Fahlberg,  ZeU.  anal.  Chem., 
13.  879,  1874  ;  L.  Blum,  ib.,  29.  271,  1890;  31.  60,  1892  ;  E.  Munnann,  ib.,  45.  174,  1906  ; 
Monats.  Chem.,  19.  404,  1898  ;  L.  L.  de  Koninck  and  E.  Prost  {I.e.) ;  A.  Renard,  Compt.  Bend., 
67.  460,  1868;  M.  Pouget,  ib.,  129.  46,  1899;  W.  G.  Waring,  Jouni.  Amer.  (^hem.  Soc,  26.  4, 
1904  ;  29.  265,  1907  ;  A.  H.  Low,  ih.,  15.  650,  1893  ;  22.  198,  1900  ;  W.  H.  Seaman,  ib.,  29. 
205,  1907  ;  W.  H.  Keen,  ib.,  30.  225,  1908  ;  G.  C.  Stone,  ib.,  17.  475,  1896  ;  30.  904,  1908 ; 
Reports  on  this  subject,  ib.,  29.  262,  1907  ;  Chem.  News,  67.  517,  1893 ;  F.  M.  Lyte,  ib.,  31. 
222,  1875  ;  W.  H.  Keen,  ib.,  98.  201,  1908  ;  Jouiii.  Amer.  Ch^m.  Soc.,  30.  226,  1908  ; 
R.  W.  Mahon,  Amer.  Chem.  Joum.,  4.  53,  1882  ;  H.  S  Pattinson  and  G.  C.  Rcdi)ath,  Joum. 
Soc.  Chem.  Ind.t  24.  228,  1906  ;  E.  Donath  and  G.  Hattensauer,  Chem.  Ztg.,  14.  323,  1890  ; 
Report  in  Chem.  News,  67.  6,  17,  1893 ;  E.  Rupp,  Archiv  Fharm.,  24Z.  331,  1908  ;  E.  Rupp, 
Chem.  Ztg.,  33.  8,  1909 ;  C.  Kirschnick,  ib.,  3Z.  960,  1908. 
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Disturbing  Agents, — Anything  which  oxidises  or  decomposes  the  ferrocyanide 
solution  should  be  absent — strong  acids,  chlorine,  etc.  Metals  which  give 
insoluble  or  sparingly  soluble  ferrocyanides — aluminium,  cobalt,  cadmium,^ 
copper,  iron,^  manganese,^  lead,  nickel,  arsenic,  antimony,  and  magnesium — should 
also  be  absent.  Some  of  these  substances,  however,  produce  no  appreciable 
effect  if  only  present  in  small  quantities — e.^.,  aluminium  and  lead.^ 

The  composition  of  the  precipitate  varies  according  as  the  solution  is  alkaline, 
neutral,  or  acid ;  according  as  the  solution  is  acid  with  acetic  or  hydrochloric 
acids ;  if  the  hydrochloric  acid  be  in  excess,  the  potassium  ferrocyanide  ^  will  be 
decomposed,  forming  a  blue  solution  which  spoils  the  work.  This  all  ehows  that 
uniform  conditions  are  indispensable  for  accurate  icork. 

The  end  point  is  not  very  sensitive  in  the  presence  of  hydrochloric  acid,  but 
it  is  sharpened  a  little  in  presence  of  ammonium  chloride.  In  consequence,  it 
is  necessary  to  deduct  from  the  burette  reading  the  amount  of  the  standard 
ferrocyanide  solution  in  excess  of  that  actually  required  for  the  above  reaction 
needed  to  give  the  brown  coloration  with  the  uranium  nitrate  used  as  indicator. 
Since  uranium  ferrocyanide  is  soluble  in  hydrochloric  acid,  this  excess  is 
dependent  upon  the  amount  of  hydrochloric  acid  present.  Hence,  it  is  necessary 
to  work  under  certain  definite  conditions  which  experience  has  shown  to  be  the 
best,  and  to  determine  the  allowance  to  be  made  for  the  indicator. 

Standardising  the  Potassium  Ferrocyanide  Solution, — Dissolve  34*64  grms.  of 
crystalline  potassium  ferrocyanide — K^FeCy^.  SHjjO — in  water,^and  make  the  solu- 
tion up  to  a  litre — if  not  clear,  filter.^  1  c.c.  corresponds  with  0*01  grm.  of  zinc. 
In  order  to  standardise  this  solution,  ignite  pure  zinc  oxide,^  and  cool  in  a  desic- 
cator to  ensure  freedom  from  moisture  and  carbonates.  Dissolve  12*45  grms.  in 
concentrated  hydrochloric  acid,  add  ammonia  until  a  slight  permanent  precipitate 
is  formed ;  dissolve  this  in  a  drop  or  two  of  dilute  hydrochloric  acid  ;  add  30  c.c. 
of  concentrated  hydrochloric  acid,  and  50  grms.  of  ammonium  chloride,  and  make 
the  solution  up  to  a  litre.     1  c.c.  corresponds  with  0*01245  grm.  of  ZnO. 


^  Cadmium  salts  are  fatal  to  the  success  of  the  determination  of  zinc  by  the  ferrocyanide 
process.  Cadmium  ferrocyanides — CdaFeCyg  and  KjCdFeCyg,  or  a  mixture  of  the  two — are 
formed  (E.  H.  Miller,  Jouni.  Amer,  Chem.  Soc,,  22.  541,  1900  ;  24.  226,  1902).  If  cadmium, 
copper,  and  antimony  be  present,  a  difficult  separation  by  hydrogen  sulphide  may  be  necessary. 
It  18  generally  considered  best  to  precipitate  the  copper,  lead,  cadmium,  and  antimony  by 
boiling  the  dilute  hydrochloric  acid  solution  with  a  piece  of  metAllic  aluminium  (^Hige  304). 
If  arsenic  be  present,  some  iron  may  escai)e  precipitation  with  ammonia.  In  that  case,  the 
solution  may  he  evajiorated  to  dryness.  Boiling  of  the  residue  with  concentrated  hydro- 
chloric acid  and  bromine  will  expel  the  arsenic.  Lead  will  pi'ecipitate  copper  in  an  acidified 
solution.  Members  of  the  iron  group  should  be  absent.  If  manganese  be  present,  it  can  be 
removed  by  means  of  bromine  (page  177).  A.  Renard  {Bull.  Soc,  Chim.  (2),  11.  478,  1869) 
removed  manganese  by  sodium  phosphate  in  ammoniacal  solution,  and  obtained  for  the  analysis 
of  an  untreated  sample  1*036  grm.  zinc;  and  for  the  same  sample  treated  previously  with 
sodium  phosphate  to  remove  manganese,  0*998  gi'ui.  zinc.  If  copj)er  is  to  be  precipitated  with 
aluminium,  ammonium  salts  should  be  absent.  If  much  aluminium  be  present,  derived  from 
the  solution  of  metallic  aluminium,  the  results  of  the  ferrocyanide  titration  will  be  irregular 
(E.  H.  Miller  and  E.  J.  Hall,  ScJiool  Mines  Quart.,  21.  270,  1900;  CM?n.  News,  82.  177, 
1900). 

^  C.  Fahlberg  (Zeit.  anal.  C/iem.,  4.  213,  1865)  removes  iron  and  manganese  by  shaking  the 
solution  with  lead  dioxide  and  filtering  before  titrating. 

'  V.  Lehner  and  C.  C.  Meloche  (•/oum.  Ainer,  C?iem.  Soc.,  35.  184,  1913)  show  tl^at  lead 
does  no  harm  in  the  ordinary  ferrocyanide  titration  for  zinc. 

*  L.  Blum  {Zeit.  anal.  Clicm.,  24.  286,  1895)  deals  with  the  impurities  in  commercial 
|)otassium  ferrocyanide. 

»  F.  Moldenhauer  {Chem,  Ztg.,  15.  223,  1891  ;  Chem,  News,  64.  160,  1891)  proposes  to 
prevent  the  decomposition  of  the  solution  by  adding  1  to  2  grms.  of  {>otassium  hydroxide  per 
litre.     The  standard  solution  should  be  preserved  in  darkness. 

*  Zinc  oxide  is  preferable  since  it  is  more  easily  procured  free  from  iron,  lead,  etc.,  than 
metallic  zinc. 
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The  Titration, — Pipette  25  c.c.  of  the  standard  solution  of  zinc  oxide  into  a 
600  C.C.  flask  or  beaker,  and  add  sufficient  water  to  make  about  180-200  c.c. 
Warm  the  solution  to  about  TO^'-SO",  and  pour  about  half  into  another  beaker. 
Add  the  standard  ferrocyanide  solution  from  a  burette,  1  c.c.  at  a  time,  until  the 
solution  has  a  greyish  colour,  and  a  drop  in  contact  with  a  drop  of  uranium 
nitrate  solution  ^  on  a  porcelain  plate  (page  454)  gives  a  distinct  brown  coloration. 
Mix  the  two  solutions.  Suppose  that  14  c.c.  of  the  ferrocyanide  gave  no  coloration 
with  the  first  half,  and  15  c.c.  gave  a  distinct  brown.  Then  at  least  28  c.c.  of 
ferrocyanide  solution  will  be  required  for  the  titration.  Hence,  a  total  28  c.c.  of 
ferrocyanide  may  be  added  without  fear  of  exceeding  the  limit.  Then  add  the 
ferrocyanide  drop  by  drop,  and  test  for  the  end  by  means  of  the  spot  test.  Then 
pour  the  solution  backwards  and  forwards  from  ^one  beaker  to  the  other,  and 
iinish  the  titration.  This  procedure  is  less  tiresome  than  titrating  the  whole 
solution  directly,  and  there  is  less  danger  of  exceeding  the  limit.  A  little  time 
should  be  allowed  for  the  spot  test  to  change  colour,  or  the  end  point  may  be 
exceeded.  This  may  be  corrected  in  the  following  manner : — Let  the  test  drops 
be  added  in  regular  order,  and  keep  a  memorandum  of  the  corresponding  burette 
readings.  The  first  drop  which  shows  the  brown  coloration  after  standing  a  short 
time  is  the  proper  reading.  -This  gives  the  volume  of  the  ferrocyanide  solution 
corresponding  with  the  zinc  in  the  given  solution.  Hence  the  amount  of  zinc 
oxide  is  readily  computed.^ 

Indicator  Allowance. — An  allowance  should  be  made  for  the  amount  of 
ferrocyanide  in  excess  of  that  required  to  convert  all  the  zinc  to  ferrocyanide  in 
order  to  produce  the  brown  coloration  with  the  indicator.  Pour  180  to  200  c.c. 
of  water  into  a  beaker,  and  add  10  grms.  of  ammonium  chloride,  6  c.c.  of  concen- 
trated hydrochloric  acid.  Warm  the  mixture  to  70**-80''.  Put  a  number  of 
drops  of  uranium  nitrate  on  a  white  tile,  and  add  ferrocyanide  from  the  burette 
with  constant  stirring  until  the  solution  gives  a  distinct  brown  with  the 
indicator.  The  volume  needed  should  not  be  greater  than  0*5  c.c,  and,  in 
subsequent  titrations,  it  should  be  subtracted,  as  a  correction,  from  each  burette 
reading. 

§  183.  The  Evaluation  of  Zinc  Oxide. 

When  the  zinc  oxide  is  to  be  determined  in  a  commercial  sample  of  the  oxide, 
proceed  as  indicated  in  the  preceding  section  for  the  preparation  of  standard 
zinc  oxide  solution,  and  keep  the  conditions  as  nearly  the  same  as  possible :  the 


*  Uranium  Nitrate  Solution.  — 15  grms.  of  uranium  nitrate  in  100  cc.  of  water 
(C.  Fahlberg,  Zeit.  anal.  Chem.^  4.  213,  1866).  H.  Nissenson  and  W.  Kettembeil  {Chem,  Ztg,^ 
20.  591,  1905)  and  W.  G.  Waring  {Joum,  Armr,  Chem,  Soc.,  26.  4,  1904)  use  a  1  per  cent, 
solution  of  ammonium  heptamolybdate  instead  of  uranium  nitrate  or  acetate,  provided  hydrogen 
sulphide  is  absent.  A  trace  of  hydrogen  sulphide  can  be  destroyed  by  a  small  crystal  of  sodium 
sulphite.  F.  Moldenhauer  (C/i«7}i.  Ztg.,  13.  1220,  1889  ;  15.  223,  1891  ;  Cheni,  News,  64.  150, 
1891)  draws  a  narrow  streak  of  a  4  per  cent,  solution  of  copper  sulphate  along  strips  of  white 
filter  paper  by  means  of  a  camel-hair  brush.  The  strips  are  dried  quickly,  and  preserved  in 
stoppered  bottles.  When  a  drop  of  liquid  containing  potassium  ferrocyanide  is  placed  on 
the  white  portion  of  a  strip,  if  free  potassium  ferrocyanine  soaks  into  the  portion  containing 
copper  sulphate  a  reddish  mark  is  produced.  G.  C.  Stone  {Joum  Amer.  Chevu  Soc,  17.  473, 
1895)  recommends  a  dilute  solution  of  cobalt  nitrate  as  indicator,  and  claims  that  it  gives  better 
results  than  uranium,  copper,  and  iron  salts.  Note  that  commercial  "uranium  acetate"  may 
be  either  uranyl  acetate  or  sodium  ui-anyl  acetate. 

^  There  is  a  danger  of  under- titrating  when  the  solution  is  cold,  owing  to  the  slow  reaction 
between  the  ferrocyanide  and  the  zinc.  F.  Schulz  {Chem,  Zlg,^  33.  1187,  1909)  places  an  open 
tube  (12-15  mm.  diameter)  in  the  liquid  to  be  titrated,  and  then  titrates  as  usual ;  while 
rotating  the  beaker,  the  liquid  inside  the  tube  has  not  been  acted  upon.  Hence,  by  using  the 
tube  as  a  stirrer,  the  two  liquids  mix,  and  any  over- titration  is  neutralised.  The  last  drops  of 
the  standard  solution  are  now  added  very  cautiously. 
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volume  of  solution  to  be  titrated,  180-200  c.c. ;  the  solution  contains  6  c.c. 
concentrated  hydrochloric  acid  ;  10  grms.  ammonium  chloride ;  and  the  tempera- 
ture should  be  between  70°  and  80"*.  A  little  lead  in  the  solution  will  not  affect 
the  result  appreciably.^ 

Zinc  oxide  is  soluble,  even  after  ignition,  in  a  mixture  of  equal  volumes  of 
ammonia  (sp.  gr.  0*924),  solution  of  ammonium  carbonate  (20  per  cent.),  and 
ammonium  chloride  (20  per  cent.).  Hence,  Tambon  ^  determines  the  zinc  oxide 
in  "zinc  white,"  "grey  zinc,"  etc.,  by  digesting  10  grms.  of  the  sample  with 
300  c.c.  of  the  above  solution  and  shaking  the  mixture  a  few  minutes.  After 
standing  10  minutes,^  filter,  wash,  and  dry  the  insoluble.  The  difference  between 
this  weight  and  the  original  sample  represents  the  zinc  oxide.  Instead  of 
estimating  the  soluble  zinc  by  difference,  it  can  be  determined  volumetricall}*. 
If  soluble  zinc  salts  are  present,  they  must  be  first  removed  by  washing  with 
warm  water  before  digesting  with  Tambon's  solution. 

^  If  more  hydrochloric  acid  be  employed,  the  indicator  allowance  will  be  larger  than  0*5  c.c. 
and  the  result  will  be  uncertain. 

*  J.  Tambon,  Bull.  Soe,  Chim,  (4),  I.  823,  1907. 
'  ' '  Zinc  grey  "  requires  80  minutes'  digestion. 


CHAPTER  XXVIII. 


THE  DETERMINATION  OF  MANGANESE. 
§  184.  The  Effect  of  Mang^anese  on  Silicate  Analyses. 

Fireclays  often  contain  up  to  0*2  per  cent,  of  manganese.  This  element  is 
usually  ignored  in  clay  analyses,  and  in  that  case,  Hillebrand  ^  has  shown  that 
manganese,  if  present,  will  be  found  distributed  between  the  ammonia 
precipitate,  the  lime,  and  the  magnesia,  even  when  a  double  ammonia  precipita- 
tion is  made.  Much  remains  in  the  ammonia  precipitate,  presumably  because 
the  manganese  is  peroxidised,  when  it  is  precipitated  in  ammoniacal  solutions. 
For  instance,  Hillebrand  found  : — 

Tahle  L  V. — Distribution  of  Manganese  a/niong  the  Different  Constituents 

of  a  Clay  Analysis, 


1 

Composition  of  rock. 

Mangane 

96  found. 
CaO. 

MgO. 
0*262 

Fe,0,. 

CaO. 

MgO.    i 
2*81 

Total. 
0*311 

1    AljO, 

FejOs 

bydiif. 

0-086 

9-85 

11-84 

0  028 

12-71 

11-98 

4*80 

0*442 

0*088 

0  016 

0-338 

4*80 

60-51 

1-04 

0*700 

0*301 

0*087 

0-812 

8-49 

8*99 

0-92 

0-016 

0-016  • 

nil 

nil 

100        28-04 

1 

19*11 

0*574 

0-032 

0*101 

0*441 

If  the  manganese  is  to  be  determined  in  a  silicate  or  clay,  one  of  two  methods 
may  be  adopted.^  The  manganese  is  either  precipitated  with  the  aluminium 
hydroxide,  etc.,  by  peroxidising  the  manganese  as  indicated  on  page  177  ;  or  the 
iron  and  aluminium  hydroxides  are  precipitated  by  the  basic  acetate  process, 
redissolved,  and  reprecipitated  by  ammonia.  The  manganese  will  be  found  in 
the  combined  filtrates.^  In  the  former  case,  the  manganese  can  be  determined 
by  the  colorimetric  process  in  an  aliquot  portion  of  the  pyrosulphate  fusion.  In 
the  latter  case,  the  manganese  can  be  precipitated  by  ammonium  sulphide,  or 
by  bromine,  and  subsequently  determined  colori metrically,  or  gravi metrically  as 


*  W.  F.  Hillebrand,  Bull.  U,S,  Geol.  Sur.,  305.  96,  1907  ;  P.  de  Sonay,  Bull.  Assoc.  Chim. 
Sucr,  Did.,  27.  671,  1910  ;  H.  Rose,  Pogg.  Ann.,  IIO.  292,  1860 ;  Chem.  News,  2.  266,  1860. 

'  Of  course,  a  great  number  of  methods  are  available. 

'  It  may  be  well  to  bear  in  mind  that  laboratory  glass  generally  contains  a  little  manganese, 
which  is  dissolved  out  by  alkali— 11.  A.  Gortner,  Amer.  Chem.  Jotim.,  39.  157,  1908.  This 
remark  is  only  applicable  when  minute  amounts  of  manganese  are  in  question. 
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phosphate.     The  basic  acetate  process  is  generally  employed  for  the  separation 
of  alumina  and  iron  from  manganese,  zinc,  cobalt,  and  nickel. 

§  185.  The  Precipitation  of  Manganese  by  the  Bromine  Process. 

Add  15  c.c.  of  sodium  acetate  to  the  filtrates  from,  say,  the  basic  acetate 
separation,  and  then  add  2-3  c.c.  of  liquid  bromine.^  Heat  the  solution  to 
boiling.  If  the  solution,  on  standing,  has  a  yellow  colour,  sufficient  bromine  is 
present;  if  not,  add  more  bromine.  Filter  the  precipitate  through  a  close- 
grained  filter  paper.  Add  more  bromine  to  the  filtrate,  and  boil  again.  If  more 
manganese  is  thrown  down,  filter,  and  repeat  the  process  until  no  manganese  is 
precipitated.  Wash  the  precipitate.^  If  the  later  washings  carry  any  manganese, 
re-filter. 

The  mixed  precipitates  are  now  ignited  and  weighed  as  MujO^.'  This  weight 
multiplied  by  0-93007  gives  the  corresponding  amount  of  MnO.  If  the  crucible 
be  surrounded  by  oxidising  gases  during  the  ignition,  the  composition  of  the 
precipitate  will  not  deviate  appreciably  from  MujO^ ;  but  if  reducing  gases  be 
present,  this  formula  will  not  represent  the  composition  of  the  ignited  precipi- 
tate (page  184).  MnO  is  formed  if  the  manganese  compound  be  calcined  at  a  red 
heat  in  a  Rose's  crucible  (fig.  138)  in  a  vigorous  current  of  hydrogen;  and  the 
higher  oxides  form  MugO^  if  ignited  in  a  current  of  carbon  dioxide ;  and  into 
the  sesquioxide,  Mn^Oj,  by  ignition  in  a  current  of  oxygen.*  The  MnO  formed 
as  just  described  is  said  to  be  a  "convenient  and  accurate  form  in  which  to 
weigh  manganese." 

The  chief  disadvantages  of  the  bromine  precipitation  are ;  (1)  the  contamina- 
tion of  the  precipitate  with  alkalies ;  and  (2)  uncertainty  in  the  composition  of 
the  ignited  oxide.  A  reprecipitation  by  bromine  and  ammonia  will  generally 
free  the  precipitate  from  foreign  contaminations.  Instead  of  weighing  the 
precipitate  as  MugO^,  many  prefer  to  dissolve  the  moist  precipitate  in  dilute 
acid  and  determine  the  manganese  volumetrically ;  colorimetrically ;  or  gravi- 
metrically  by  the  phosphate  process. 

Other  oxidising  agents — ammonium,   potassium,   or  sodium^   persulphate, 


^  Liquid  bromlDe  is  recommended  because  it  kee{)8  down  the  volume  of  the  solution.  Some 
add  bromine  water,  that  is,  water  saturated  with  bromine.  The  latter  is  made  by  keeping 
water  in  a  bottle  with  an  excess  of  liquid  bromine.  Water  at  0**  dissolves  4*2  grms.  of  bromine 
Der  100  C.C. ;  at  5**,  3*7  grms.  ;  at  10°,  8*4  grms.  ;  at  16%  3 '25  grms.  ;  and  at  20%  2*2  grms. 
L.  L.  de  Koninck  (Zeii.  anal.  Ckem.f  18.  468,  1880 ;  Chem,  Neios,  43.  84,  1881)  recommends  a 
saturated  solution  of  bromine  in  a  10  per  cent,  aqueous  solution  of  potassium  bromide.  Others 
recommend  a  saturated  solution  of  bromine  in  concentrated  hydrochloric  acid.  The  latter 
solution  is  strongly  acid ;  Koninck*8  solution  is  neutral.  For  the  presence  of  bromoform  in 
commercial  bromine,  see  S.  Reymann,  Ber,^  8.  792,  1877. 

'  It  is  very  difficult  to  wash  the  precipitate  free  from  the  alkalies  carried  down  by  the 
manganese  oxide.  Ammonium  acetate  in  place  of  sodium  acetate  in  the  basic  acetate  separation 
helps  a  little,  but  the  separation  of  manganese  is  not  so  good.  A.  G.  M'Kenna,  Ttch,  Quart,, 
3.  883,  1890 ;  Cfiem.  Newt,  63.  184,  1891 ;  V.  Eggertz,  t6.,  18.  232,  1868 ;  ih.,  43.  226,  1881  ; 
C.  Reinhardt,  67t«m.  Zig.,  10.  323,  357,  372,  1896;  C.  Holthof,  Zeil.  anal,  (7A«m.,  23.  491, 
1884  ;  F.  Kessler,  ib.,  18.  1,  1879  ;  N.  Wolff,  16.,  22.  620,  1883  ;  P.  Waage,  t6.,  10.  206, 1871  ; 
H.  Kammerer,  Ber.^  4.  218,  1865. 

»  S.  U.  Pickering,  afiem.  News,  43.  225,  1881 ;  0.  R.  Wright  and  A.  P.  Luff,  Joum.  Ch^u 
SoCf  33.  525,  1878  ;  W.  Dittmar,  16.,  17.  294,  1864  ;  J.  andH.  S.  Pattinson,  Joum,  Soe  Chem, 
Ind,,  ID.  338,  1891  ;  £.  H.  Saniter,  ib.,  13.  112,  1894  ;  H.  D.  Richmond,  Analy$t,  10.  99,  1894  ; 
F.  A.  Oooch  and  M.  Austin,  Zeil.  anorg,  Chem.^  17.  268,  1898  ;  R.  Schneider,  Pogg,  Ann., 
Z07.  605,  1869  ;  C.  Meineke,  Zeit.  angew.  Chem.,  I.  3,  1888  ;  W.  C.  Heraeus  and  W.  Geibel, 
lb.,  20,  1892,  1907  ;  A.  Gorgeu,  Compt.  Bend,,  io6.  743,  1888  ;  W.  W.  Randall,  Amer,  Chem. 
Joum.,  19.  682,  1897  ;  St  C.  Deville,  Compt,  Bend.,  56.  977,  1863  ;  Chem.  News,  7.  294,  1863. 

♦  P.  N.  Raikow  and  P.  Tischkoff  (CA«m.  Ztg.,  35.  1013,  1911). 

»  L   Dede,  Chem.  Ztg.,  35.  1077,  1911. 
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hydrogen  peroxide,  etc. — are  often    used  instead  of  bromine  for  precipitating 
manganese  as  hjdrated  peroxide.^ 

§  i86.  The  Precipitation  of  Mang^anese  by  Ammonium  Sulphide. 

Ammonium  sulphide  alone  precipitates  manganese,  zinc,  nickel,  and  cobalt 
sulphides  very  imperfectly  ;  but  if  ammonium  chloride  be  present,  precipitation 
is  practically  complete.  Fresenius  ^  says  that  these  elements  can  be  precipitated 
from  solution  containing  the  equivalent  of  4ooa)oo  ^^  manganese  oxide,  and 
800^000  ^^  nickel  or  cobalt  oxides  in  presence  of  an  excess  of  ammonium  chloride.^ 
If  free  ammonia  be  present,  the  precipitation  of  manganese  and  nickel  sulphides 
is  retarded,  and  a  certain  amount  of  these  elements  remains  in  solution. 

There  are  at  least  two  varieties  of  manganese  sulphide.  The  one  is  pink 
or  flesh-coloured  and  colloidal,  and  readily  passes  through  the  filter  paper.  Nor 
does  the  pink  variety  settle  readily  from  the  solution.  The  other  sulphide  is 
green  in  colour,  coarse  grained,  crystalline,  and  settles  quickly.  The  latter  can 
be  easily  filtered  and  washed.  The  pink  variety,  in  presence  of  an  excess  of 
ammonium  sulphide,^  soon  passes  into  the  green  variety  when  heated,  but  the 
change  is  retarded  by  the  presence  of  ammonium  chloride.  Hence,  ammonium 
chloride  facilitates  the  separation  of  manganese  sulphide,  but  hinders  the  trans- 
formation of  the  pink  into  the  green  sulphide.  The  pink  modification  is  the 
first  product  of  the  reaction,  and  this  is  transformed  into  the  green  modification 
later  on.  The  analyst  must  therefore  employ  methods  which  ensure  a  complete 
conversion  of  the  manganese  into  sulphide,  and  the  transformation  of  the  pink 
into  the  green  sulphide.  The  best  conditions  are:  (1)  a  large  excess  of 
ammonium  chloride;  and  (2)  a  large  excess  of  ammonium  sulphide  in  hot 
solutions.  The  ammonium  sulphide  must  be  free  from  yellow  polysulphide, 
since  manganese  sulphide  is  slightly  soluble  in  ammonium  polysulphide.^ 

Suppose,  then,  that  the  manganese  is  to  be  precipitated  by  ammonium 
sulphide.  Evaporate  the  filtrate,  as  indicated  above,  to  about  200  c.c.  Pour 
the  solution  into  an  Erlenmeyer's  flask;  add  10  c.c.  of  ammonium  chloride 
solution,  and  ammonia  until  the  solution  is  alkaline.  Pass  hydrogen  sulphide 
through  the  boiling  solution^  for  about  10  minutes.  Cork  the  flask  and  let 
it  stand  for  about  24  hours  in  a  warm  place  J     This  procedure  gives  a  granular 

*  M.  Dittrich  and  C.  Hassei,  Ber.,  36.  284. 1423,  1908  ;  Zeit,  anal  Chtm,.,  43.  382, 1904 ;  M. 
Dittrich,  Ber,,  35.  4072, 1902  ;  M.  E.  Pozzi-Escot,  Ann.  Chim.  Anal,,  7.  376,  1902  ;  H.  Baubigny, 
C&mpL  Bend.,  135.  965,  1110,  1902  ;  136.  449,  1326,  1903  ;  J.  von  Knorre,  ZeU.  angew.  Cliem., 
14.  1149,  1901 ;  x6.  905,  1908 ;  ZeU.  annl.  Ohem.,  43.  1,  1904  :  44.  88,  1905  ;  E.  Donath,  ib., 
44.  698,  1905;  H.  Liidert,  ZeU.  angew.  Chem.,  17.  422,  1904 ;  H.  P.  Smith,  Chem,  News,  90. 
237.  1904  ;  H.  Rubricus,  Stahl  Eisen,  25.  890,  1905. 

»  R.  Fresenius,  Joum,  prakt.  Chem  (1),  82.  265,  1861  ;  ZeU.  anal.  Chem,^  11.  419,  1872; 
H.  Raab  and  L.  Wessely,  ib.,42,  483,  1903;  A.  Classen,  i6.,  16.  819,  1877;  8.  370,  1869; 
C.  Meineke,  ZeU.  angew.  Chem.,  i,  3,  1888;  A.  Volker,  LUbig's  Ann.,  59,  88,  1816;  P.  de 
Cleremont  and  H.  Ouiot,  Bull.-  Soc,  Chim.  (2),  27.  358,  1877  ;  J.  C.  Olsen  and  W.  S.  Rapalje, 
Joum,  Amer.  Ch^m.  Soc.,  26.  1615,  1904  ;  J.  C  Olsen,  E.  S.  Clowes,  and  W.  0.  Weidmann. 
ib.,  26.  1622,  1904  ;  F.  Muck,  ZeU.  Chem.  (2),  5.  580,  1869  ;  (2),  6.  6,  1870  ;  H.  How,  Chem. 
News,  19.  187,  1870 ;  W.  Bottgcr,  Ber.,  33.  1019,  1900 ;  Chem.  News,  82.  247,  1900. 

*  Aiid  ,ij5^  of  zinc  oxide,  if  zinc  be  present 

^  Not  witJh  sodium  or  potassium  sulphides  (Muck,  I.e.). 

^  For  the  retarding  action  of  salts  of  organic  acids  on  the  precipitation  of  manganese 
sulphide,  see  page  863  ;  and  for  the  retarding  action  of  ammonium  salts,  see  H.  Rose,  Chem. 
News,  2.  802,  1860. 

■  E.  Murmann  {MbncUs.  Chem,,  19.  404,  1898)  adds  a  little  mercuric  chloride  before  ])assing 
the  hydrogen  sulphide  through  the  hot  solution.  The  precipitate  of  the  green  sulphide  so 
obtained  is  easily  filtered  and  washed.  The  mercury,  of  course,  volatilises  as  soon  as  the 
precipitate  is  ignited. 

^  If  the  solution  happens  to  contain  much  lime,  as  sometimes  occurs  in  tlie  analysis  of  blast- 
furnace slags,  the  prolonged  standing  leads  to  the  formation  of  crystals,  probably  calcium 
thioflulphate  (L.  Blum,  ZeU.  anal.  Chem.,  28.  454,  1889).     In  that  case,  it  is  better  to  follow 
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precipitate.^  Collect  the  precipitate*  on  a  small  filter  paper — say  7*5  cm. 
diameter.  Wash  with  water  containing  a  little  colourless  ammonium  sulphide.^ 
Dissolve  the  precipitate  in  a  little  dilute  sulphuric  acid  if  the  mauganese  is 
to  be  determined  colorimetrically,  or  in  hydrochloric  acid  if  the  manganese  be 
determined  gravimetrically  as  phosphate. 

§  187.  The  Grayimetric  Determination  of  Mang^anese— 

Gibb's  Phosphate  Process. 

Manganese  is  separated  from  the  alkaline  earths  by  precipitation  with 
bromine,  or  ammonium  sulphide,  etc.  The  precipitate  is  dissolved  in  hydro- 
chloric acid  (1 : 1),  and  alkaline  phosphate  is  added  to  the  solution.  A  pre- 
cipitate of  ammonium  manganese  phosphate  is  obtained  similar  to  the  precipitate 
obtained  with  magnesium.^  This  is  converted  into  the  pyrophosphate  by 
ignition  and  then  weighed. 

Fint  Precipitation, — The  cold  solution  of  the  manganese  oxide  in  hydro- 
chloric acid  (1 : 1)  is  supposed  to  contain  no  more  manganese  than  is  represented 
by  0"1  grm.  MnO  per  100  c.c.  of  solution.  Add  an  excess,  say  5  c.c,  of  a  cold 
saturated  solution  of  microcosmic  salt^  with  constant  stirring.  Then  add  a 
slight  excess  of  dilute  ammonia.  Heat  the  mixture  until  the  precipitate  becomes 
crystalline,  and  let  the  whole  stand  for  about  1}  hours,  till  cold.  Filter  and  wash 
with  cold,  slightly  ammoniacal  water,  dry  the  precipitate  at  a  gentle  heat,  and 
ignite  as  described  below.  If  the  manganese  salt  is  associated  with  other  salts  in 
solution,  a  second  precipitation  may  be  made.  A  large  excess  of  microcosmic 
salt  is  necessary  in  order  to  render  the  precipitate  insoluble,  especially  in  the 
presence  of  ammonium  salts. ^ 

H.  Rose  {AusfUhrliehes  Handhuch  der  analytiacJien  Chemie,  Braunschweig,  X.  167,  1864)  and 
boil  the  solution  while  adding  ammonium  sulphide  again  and  again.  Filter  at  once.  No 
calcium  thiosulphate  is  then  formed. 

^  A  black  residue  indicate^  that  manganese,  zinc,  nickel,  cobalt,  copi)er,  or  platinum  may  be 
present.  With  clays,  however,  there  is  little,  chance  of  this,  but  platinum  may  be  denved 
from  the  platinum  crucible  during  the  pyrosulphate  fusions.  For  the  sejiaration  when  zinc,  etc., 
is  present,  see  page  364. 

'  If  some  sulphide  sticks  to  tlie  walls  of  the  flask  or  beaker,  wash  tlie  vessel  with  dilute  nitric 
acid.  The  resulting  solution  is  eitlier  added  to  that  obtained  by  dissolving  the  precipitate,  or 
it  is  evaporated  to  dryness  in  a  weighed  crucible,  calcined  to  Mn)04,  and  the  result  added  to 
the  weight  of  the  main  precipitate.  It  is  important  to  test  the  filtrate  for  manganese,  and  to 
test  the  precipitate  for  silica,  barium,  etc.,  if  only  one  precipitation  followed  by  roasting  to 
Mn804  be  made — J.  and  H.  S.  Pattinson.  C/ievi.  News,  81.  198,  1900. 

*  L.  Blum  {Zeit,  anal.  Vhem.,  44.  7,  1905)  says  there  is  frequently  a  slight  oxidation  of 
sulphide  to  sulphate,  and  in  consequence  traces  of  barium  and  strantium  sulphates,  if  present, 
may  be  precipitated. 

«  W.  Gibbs,  i'henu  News,  17.  196,  1868  ;  Amcr.  J.  Science  (2),  44.  216,  1867  ;  Zeit.  anal. 
Chem.,  7.  101,  1868;  R.  Fresenius,  ib.,  ii.  415,  1872;  F.  Kessler,  16.,  i8.  8,  1879;  H.  D. 
Dakin,  16.,  39.  784,  1890  ;  Cfuin.  News,  83.  87,  1900  ;  W.  Bbttger,  ib.,  82.  101,  1900  ;  Ber., 
33.  1019,  1900  ;  A.  G.  M'Kenna,  Tech.  Quart.,  3.  333,  1890  ;  Ch4im.  Newt,  63.  184,  1891  ;  T. 
Moore,  ib.,  63.  66,  1891  ;  G.  L.  Nonis,  Jmim.  Soc.  Chem.  Ind.,  20.  651,  1901  ;  E.  H.  Saniter, 
lb.,  13.  112,  1894  ;  R.  0.  Boyd,  Srhool  Mines  Quart.,  ii.  355,  1890  ;  L.  Riirup,  CVtsni.  Ztg.,  20, 
285,  337,  1896  ;  A.  Ledebur,  ib.,  8.  910,  927,  968,  1884  ;  F.  A.  Gooch  and  M.  Austin,  ZeU. 
anorg.  Chem.,  18.  339,  1898  ;  Amer.  J.  Science  (4),  6.  233,  1898  ;  Chem,  News,  78.  289,  246, 
1898  ;  C.  E.  Munroe,  Amer,  Chem.,  7.  287,  1877. 

'  Ammokium  Sodium  Phosphate  Solution.— A  saturated  solution  has  nearly  170  grma. 
per  litre.  1*5  grms.  suffice  for  O'l  grm.  of  MnO.  Hence  9  c.c,  will  be  required  per  0*1  grm. 
MnO. 

^  The  proportion  of  ammonium  chloride  to  the  ammonium  manganese  phosphate  should  be 
as  50 : 1.  A  very  large  excess  of  ammonium  chloride  may  be  added  without  any  perceptible 
solvent  action.  R.  Fresenius  {I.e.)  says  that  1  part  of  the 'precipitate  dissolves  in  32,092  parts 
of  cold  water,  in  20,122  parts  of  boiling  water,  and  in  1776  parts  of  a  solution  of  ammonium 
chloride  (1 :  70).  This  latter  statement,  however,  does  not  hold  good  when  an  excess  of  the 
phosphate  used  for  precipitating  is  present. 
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Second  Precipitation, — RedissoWe  the  precipitate  in  an  exeess  of  sulphuric 
or  hydrochloric  acid.  Heat  the  solution  to  boiling  and  add  a  slight  excess  of 
ammonia  and  microcosmic  salt  solution.  The  flocculent  white  gelatinous  pre- 
cipitate of  manganese  ammonium  phosphate  so  produced  passes  into  a  flesh- 
coloured  crystalline  precipitate — NH^MnPG^ — when  the  solution  is  boiled,  or 
allowed  to  stand  for  some  time.^  The  precipitation  is  best  performed  in  a 
platinum  vessel;  but  a  glass  vessel  is  quite  satisfactory.  When  cold,  filter 
either  through  an  asbestos-packed  Gooch's  crucible  or  through  filter  paper,  and 
wash  with  cold  water  or,  better,  very  dilute  ammonia  until  the  wash-water 
acidified  with  nitric  acid  gives  no  turbidity  with  a  drop  of  silver  nitrate  solution. 
This  is  important.*  Add  more  microcosmic  salt  to  the  filtrate.  If  a  precipitate 
settles  after  standing  several  hours,  filter  it  through  a  small  filter  paper.  Dry 
the  precipitates. 

Ignition  of  the  Precipitate. — If  the  filtration  has  been  done  through  filter 
paper,  transfer  the  dry  precipitate  to  a  watch-glass.  Ignite  the  paper  separately 
in  a  porcelain  crucible.  Then  transfer  the  precipitate  from  the  watch-glass,  and 
ignite  at  a  red  heat.  The  temperature  should  be  raised  very  gradually,  in  order 
to  prevent  any  solid  from  being  carried  away  with  the  ammoniacal  vapours.  The 
ignited  precipitate  should  be  white  or  pale  pink. 

Calculation. — The  weight  of  the  calcined  manganese  pyrophosphate — 
MugPjOy — multiplied  by  0*5  (or,  more  exactly,  by  0*4998),  and  divided  by  the 
weight  of  the  sample,  represents  the  amount  of  manganese  oxide — MnO — in 
the  given  sample. 

Errors. — If  the  precipitate  be  coloured  brown,  the  manganese  was  not  all 
converted  into  the  phosphate.  In  that  case,  redissolve  the  precipitate  in 
hydrochloric  acid  (1 : 1),  and  repeat  the  precipitation  with  more  microcosmic 
salt.  If  the  precipitate  is  not  all  soluble  in  the  hydrochloric  acid,  some  silica 
was  probably  precipitated  with  the  manganese.  In  that  case,  filter  the  solution, 
wash,  ignite,  and  weigh  the  insoluble  silica.  Deduct  the  weight  of  the  silica 
from  the  weight  of  the  manganese  phosphate. 

The  process  does  not  give  good  results  in  the  presence  of  zinc,  nickel,  copper, 
and  other  metals  which  give  precipitates  of  sparingly  soluble  phosphates  in 
ammoniacal  solutions.  It  is  an  excellent  method  for  converting  precipitates  by 
bromine,  etc.,  into  a  weighable  form,  and  for  separating  manganese  from  the 
elements  which  are  not  liable  to  precipitation  in  ammoniacal  phosphate  solutions. 

Gooch  and  Austin  found,  in  using  50  c.c.  of  a  saturated  solution  of  micro- 
cosmic salt,  20  grms.  of  ammonium  chloride,  and  a  solution  diluted  to  200  c.c. 
containing : 

MnO  used        .  .     0*0942      0*0942      0*0942      0-1885      0*1885      0*1885    grm. 

MnO  found     .         .         .     00951       0*0955      0*0956      0*1888      0*1886      0*1889    grm. 
Error      ....     0*0009      0*0013      0  0014      0*0003      0*0001       0*0004    grm. 

The  positive  error  here  observed  appears  to  be  due  to  the  slight  adsorption  of 
the  microcosmic  salt  by  the  precipitated  phosphate.  The  average  error  in 
duplicate  determinations  did  not,  therefore,  exceed  0*001  grm.  when  expressed 
in  terms  of  MnG. 


^  A  large  excess  of  ammonium  chloride  favours  a  rapid  transformation;  ammonium  nitrate 
is  not  so  good. 

^  Ammonium  chloride  would,  of  course,  be  volatilised  during  the  ignition,  but  a  trace  of 
manganese  chloride  might  be  formed.  There  is  no  danger  from  this  if  the  washing  be  con- 
ducted as  described  in  the  text. 


i 
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§  188.  The  Volumetric  Determination  of  Mang^anese— 

Pattinson's  Process. 

A  large  number  of  rapid  methods  have  been  suggested,  by  precipitating  the 
manganese  as  hyd rated  manganese  dioxide — possibly  MuO(OH)2 — by  potassium 
chlorate  ;  ^  zinc  oxide  and  bromine ;  -  bleaching  powder  and  ferric  chloride ; '  etc., 
and  subsequently  determining  the  manganese  dioxide  by  one  of  the  many 
available  volumetric  processes.  These  processes  can  be  made  to  give  accurate 
results  under  special  conditions,  but  there  is  some  uncertainty  as  to  the  com- 
position of  the  precipitate,  and  in  routine  work  an  allowance  is  frequently 
made  for  the  deviation  in  the  composition  of  the  precipitate  from  the  assumed 
MnO(OH)2.  When  ores  are  only  occasionally  analysed,  the  corrections  are 
troublesome.  Ledebur,  Saniter,  Riirup,  and  others  have  examined  Yolhard's, 
Pattinson's,  and  other  methods.  Pattinson's  gives  excellent  results.  This 
process  is  based  on  the  fact  that  the  whole  of  the  manganese  in  a  solution  of 
manganese  chloride  can  be  precipitated  as  manganese  dioxide  in  the  presence 
of  ferric  or  zinc  chloride  by  an  excess  of  an  aqueous  solution  of  calcium 
hypochlorite,  or  bromine  water. 

DiMolution  of  the  Mineral. — Digest  10  grms.  of  the  finely  powdered  and 
dried  (110*)  mineral  in  100  c.c.  of  concentrated  hydrochloric  acid.  Add  5  c.c. 
of  nitric  acid,  and  evaporate  down  to  a  small  volume.^  Transfer  the  solution  to 
a  100-c.c.  flask  and  make  up  to  the  mark,  with  water. 

Conversion  of  the  Manganese  Chloride  into  Manganese  Peroxide, — Agitate  the 
contents  of  the  flask,  and  pipette  20  c.c.  into  a  litre  beaker  or  Erlenmeyer's 
flask. ^  Add  granular  precipitated  calcium  carbonate,  in  small  quantities  at  a 
time,  until  the  free  acid  is  neutralised,  and  the  solution,  though  clear,  has  a 
reddish-brown  tinge.  Then  add  30  c.c.  of  a  solution  of  zinc  chloride,^  and 
50  c.c.  of  a  solution  ^  of  **  chloride  of  lime ''  (or  25  c.c.  of  a  saturated  aqueous 
solution  of  bromine).  Add  more  calcium  carbonate,  with  constant  stirring, 
until  the  latter  remains  undissolved.  Now  stir  in  700  c.c.  of  hot  water  at  about 
TO*".  The  supernatant  liquid  should  be  colourless.  If  it  be  pink  (calcium 
permanganate),  add  2  c.c.  methyl  alcohol  and  boil ;   if  it  still  be  pink,  repeat 

1  W.  Hampe  and  M.  Ukena,  ZeU,  atial.  Chem.,  24.  481,  1886 ;  32.  369,  1898 ;  A.  P.  Ford, 
Trans.  Amer.  Inst.  Min.  Eng.,  9.  397,  1880;  F.  Williams,  ih,,  10.  100,  1881;  R.  Boiling, 
Joum.  Amer.  Chem.  Soc.,  23.  493,  1901. 

2  A.  H.  Low,  Joum.  Anal.  App.  CJiem.,  6.  663,  1892  ;  Chem..  News,  67.  162,  1898. 

'  J.  Pattinson,  Joum.  Omii.  Sue.,  35.  365,  1879;  Joam.  Soc.  Chem.  Ind,,  5.  422,  1886  ; 
J.  and  H.  S.  Pattinson,  i6.,  10.  333,  1891  ;  R.  W.  Atkinson,  i6.,  5.  366,  1886  ;  E  H.  Saniter, 
ib.,  13.  112,  1894  ;  J.  Pattinson,  Chein.  Neies,  21.  267,  1870  ;  41.  179,  1880 ;  G.  Lunge,  tft., 
41.  78,  120,  141,  179,  181,  1880  ;  W.  Weldon,  41.  207, 1880  ;  C.  R.  Wright,  Joum.  Chem.  Soc., 
37.  22,  49,  1880 ;  A.  Ledebur,  Chem,  Ztg.,  8.  910,  927,  963.  1884 ;  F.  Jean,  Bull,  Soc.  Chim., 
(8),  9.  248,  1895. 

■•  The  insoluble  residue  may  be  filtered  off,  ignited,  and  fused  with  sodium  carbonate,  and  if 
it  be  coloured  greenish  blue,  take  up  the  melt  with  water  and  dilute  hydrochloric  acid  and  add 
it  to  the  main  solution. 

^  Add  sufficient  ferric  chloride  to  make  the  amount  of  feme  and  manganese  chlorides 
present  in  the  solution  approximately  equal.  This  ensures  the  precipitation  of  manganese  dioxide 
instead  of  some  lower  oxide. 

"  Containing  the  equivalent  of  half  a  gram  of  metallic  zinc  per  80  c.c.  If  ferric  chloride  be 
used  in  place  of  zinc  chloride,  an  error  amounting  to  0 '4-0*5  per  cent,  of  manganese  may  be 
introduced  into  the  determination  owing  to  the  presence  of  manganese  in  this  salt.  To  correct, 
the  amount  of  manganese  in  the  ferric  chloride  can  be  determined  by  boiling  the  solution 
with  ammonia  and  a  little  hydrogen  peroxide,  washing  the  precipitate  in  nitric  acid  and  a  little 
sulf)hurou8  acid,  and  determining  the  manganese  by  the  colorimetric  process. 

'  Mix  15  grms.  of  fresh  bleaching  powder  with  100  c.c.  of  water,  and,  after  standing  some 
time  to  settle,  decant  the  clear. 
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the  treatment  with  methyl  alcohol.  Let  the  precipitate  settle.  Decant  the 
clear  supernatant  liquid  through  an  asbestos-packed  Gooch's  crucible.^  Wash 
four  times  by  decantation  with  300  c.c.  of  hot  water  (70").  Transfer  the 
precipitate  to  the  Gooch's  crucible  without  attempting  to  remove  the  last  portions 
of  the  precipitate  from  the  sides  of  the  beaker.  Wash  the  precipitate  with  hot 
(70*)  water  until  the  filtrate  gives  no  blue  coloration  with  starch  paper. 

The  Titration. — The  precipitate  and  the  asbestos  are  placed  in  the  original 
beaker.  Dissolve  the  precipitate  in  dilute  sulphuric  acid  (1:1).  When  the 
brown  colour  has  disappeared,^  add  50  c.c.  of  a  freshly  standardised  solution  of 
ferrous  sulphate^  acidified  with  sulphuric  acid.  Mix  the  solution  thoroughly, 
and  then  titrate  the  excess  of  ferrous  sulphate  ^  with  y^^N-potassium  dichromate 
solution.^ 

CalciUations. — Ten  grms.  of  the  ore  were  dissolved  in  100  c.c.  of  solution,  and 
20  c.c,  equivalent  to  2  grms.  of  the  ore,  were  taken.  50  c.c.  or  3*5  grms.  of  ferrous 
ammonium  sulphate  solution,  representing  89*24  c.c.  of  the  -j^^N-dichromate,  were 
added ;  but  only  38*4  ex.  of  the  dichromate  solution  were  required  in  the  titration. 
Hence,  2  grms.  of  the  ore  represented  50*84  c.c.  of  the  dichromate  solution.  But 
1  c.c.  of  i^N-dichromate  solution  represents  0*004347  grm.  of  MnOj  (or  0*003547 
grm.  MnO);  hence,  50*84  c.c.  of  the  dichromate  solution  represents  0*221  grm. 
MnO,  (or  0*180  grm.  MnO).  That  is,  2  grms.  of  the  ore  has  the  equivalent  of 
0-221  grm.  MnOg  (or  0*180  grm.  MnO);  that  is.  Oil  per  cent,  of  Mn02  (^^ 
0-09  per  eent.  MnO). 

Errors. — This  method  will  give  results  within  0*1  per  cent,  of  the  true 
percentage  of  manganese  in  a  given  sample.  Lead,  copper,  nickel,  cobalt,  and 
chromium  lead  to  high  results.  The  interference  of  up  to  1  per  cent,  of  lead, 
copper,  and  nickel  is  not  serious,  but  cobalt  and  chromium  spoil  the  results. 
Higher  oxides  of  these  elements  are  probably  precipitated  with  the  manganese 
dioxide,  and,  later  on,  oxidise  the  ferrous  sulphate.  For  instance,  100  parts  of 
MujO^,  with  1  part  of  the  elements  indicated,  gave  the  following  results : 

Lead,  Copper.  Nickel.  Cobalt  Cbromium. 

100*28  100-23  100-23  100  64  10060    percent. 

In  the  absence  of  these  disturbing  elements,  100  ±01  per  cent,  would  have  been 
obtained. 

§  189.  The  Volumetric  Determination  of  Mang^anese— 

Volhard's  Process. 

Guyard  ^  has  shown  that  if  a  feebly  acid  or  neutral  solution  of  manganese 
sulphate  or  nitrate  be  treated  with  a  solution  of  potassium   permanganate,  a 


^  The  asbestos  should  be  tested  bj  a  blank  experiment  with  ferrous  sulphate  to  make  sure 
that  it  contains  nothing  which  will  reduce  the  manganese  dioxide.  G.  W.  Sargent  and  J.  K. 
Faust  {Journ.  Amer.  Chem.  Soc.y  21.  287,  1898)  use  a  filter  tube  packed  first  with  glass-wool, 
then  with  sand,  and  finally  with  asbestos. 

'  If  the  ore  contains  organic  matter,  this  must  be  filtered  off  before  attempting  to  oxidise 
the  ferrous  salt,  since  organic  matter  will  reduce  the  ferric  salts  and  give  a  high  result.  Or  the 
solution  may  be  filtered  through  a  Gooch's  cinicible  and  the  subsequent  titrations  made  with 
permanganate  instead  of  the  dichromate,  as  indicated  in  the  text 

'  Containing  the  equivalent  of  about  10  grms.  of  metallic  iron  per  litre ;  i,e.  70  grm.s.  of 
ferrous  ammonium  sulphate  per  litre. 

*  A.  Terrell,  Bull.  Soc.  Chim.  (2),  35.  551,  1881. 

'^  In  any  case  the  dichromate  or  permanganate  used  for  the  titration  should  be  standardised 
with  zinc  or  ferric  chloride  equal  to  the  amount  used  in  the  determination. 

•  A.  Guyard,  Chem.  Netcs,  8.  292,  1863  ;  Zeit.  anal.  Chem.,  3.  373,  1864  ;  Bull.  Soc. 
Chim.  (8),  O.  88,  1863  ;   F.  Jean,  ib.  (3),  9.  248,  1893. 
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• 

compact  dark  brown  precipitate  of  a  manganic  acid  is  formed,  which  is  sometimes 
said  to  be  H^MnOg.  The  permanganate  is  decolorised  as  long  as  any  manganese 
salt  remains  in  solution;  any  further  addition  of  the  permanganate  produces 
a  pink  coloration.  In  reality,  the  manganic  acid  MnO(OH)2  is  not  precipitated, 
but  rather  a  manganese  manganite  whose  composition  varies  with  the  conditions 
of  the  experiment.  It  is  accordingly  difficult  to  get  uniformly  good  results 
with  Guyard's  process.  The  reaction  has  been  the  subject  of  many  investiga- 
tions.^ Volhard  showed  that  the  process  is  more  under  control,  for  analytical 
purposes,  if  a  strongly  basic  oxide  be  present  in  the  solution.  Mercury,  calcium, 
magnesium,  barium,  and  zinc  salts  may  be  used,  but  the  latter  appears  to  be 
most  suitable.  Meineke  considered  that  a  considerable  amount  of  zinc  sulphate 
— 25-30  grms. — is  needed  for  the  purpose.  The  titration  can  be  conducted 
with  a  greater  degree  of  precision  in  the  presence  of  some  zinc  sulphate,  and 
the  consumption  of  permanganate  then  corresponds  with  : 

3MnS0^  +  2KMn04  +  2H2O  =  SMnO^  +  KgSO^  +  2H2SO^. 

Ferrous  salts  should  be  absent,  since  they  are  transformed  by  the  permanganate 
into  ferric  salts.  Bromine,  hydrogen  peroxide,  etc.,  can  be  used  to  oxidise  the 
iron,  but  the  excess  of  the  oxidising  agent  must  be  removed  by  boiling.  If 
ferric  salts  be  present,  they  can  be  precipitated  by  the  addition  of  zinc  oxide, 
or  by  sodium  bicarbonate,  as  in  Samstrdm's  method.  It  is  somewhat  difficult 
to  see  when  the  reaction  is  complete,  because  the  manganic  oxide  suspended 
in  the  liquid  masks  the  rose  colour  of  the  permanganate.  The  precipitate, 
however,  coagulates  on  warming,  and  then  settles  quickly.  Volhard's  process, 
more  or  less  modified,  is  as  follows  : — 

Dissolution  of  the  Manganese. — Dissolve  a  gram  of  the  sample  in  a  porcelain 
basin  with  a  suitable  acid,  say,  10  c.c.  of  concentrated  hydrochloric  acid,^  assisted, 
if  necessary,  by  nitric  acid,^  particularly  if  sulphides  be  present,  and  ferrous  iron 
is  to  be  oxidised.  Add  10  c.c.  of  concentrated  sulphuric  acid,  and  heat  the 
mixture  until  the  sulphuric  acid  fumes  copiously.*     When  cold,  add  25  c.c.  of 


1  J.  Volhard,  Liebig's  Ann,,  198.  218,  1879;  Chem.  News,  40.  207,  1879;  F.  W.  Daw, 
lb.,  79.  2.5,  1899  ;  T.  Morawski  and  J.  Stingl,  ih.,  38.  297,  1878  ;  Jounu  prakt.  Ghent.  (2), 
18.  96,  1878  ;  A.  Ghilian,  Rev.  Univ.  Mines  {'^^  3.  270,  1888  ;  Chem.  News,  59.  121,  1889; 
E.  Donath,  ib.,  43.  258,  1881  ;  F.  W.  Daw,  ib.,  70.  25,  68,  1899;  H.  Bi-earley,  16.,  79.  47, 
83,  1899 ;  L.  Kiirup,  Chem.  Ztg.,  15.  149,  1891  ;  A.  Ledebur,  ih.,  12.  927,  1888  ;  8.  829,  1884  ; 
W.  Hampe,  tft.,  7.  1104,  1888  ;  E.  Dliss,  i6.,  34.  237,  1910;  E  Donath,  ift.,  34.  437,  1910; 
A.  Kaysser,  ift.,  34.  1225,  1910 ;  R,  Schoffel  and  E.  Donath,  Oester.  ZeU.  Berg,  BUU.,  31.  229 ; 
1883;  0.  G.  Sarnstrbm,  Berg.  HiltU  Ztg.,  40.  425,  1881  ;  ZcU.  anal.  Chem.,  22.  84,  1888; 
L.  Blum,  ib.,  30.  210,  1891;  M.  Orthey,  i6.,  47.  547,  1908;  L.  Karaoglanoff,  ib.,  49.  419, 
1910;  C.  Winkler,  t6.,  3.  423,  1864;  R.  Hablch,  t6.,  3.  474,  1864;  W.  M.  Fischer,  t6.,  48. 
751,  1909;  N.  Wolff,  ift.,  43.  564,  1904;  Stahl  Eisen,  4.  702,  1884;  C.  Reinhardt,  tft..  5. 
782,  1885  ;  6.  150,  1886  ;  C.  Meineke,  Zeit.  anal,  Chem.,  24.  428,  1886  ;  Rep.  anal,  Chem,, 
3.  337,  1883;  5.  1,  1885;  ZeU.  angew.  Chem.,  I.  228,  1888;  E.  W.  Mayer,  i6.,  20.  198P, 
1907  ;  A.  Longiand  S.  Camilla,  Oaz.  Chim.  Ital.,  27.  87,  1897  ;  G.  C.  Stone,  Joum.  Amer, 
Chem.  Soc.,  18.  228,  1896  ;  W.  S.  Thomas,  16.,  17.  341,  1895;  W.  A.  Noyes,  ib.,  24.  243, 
1902  ;  G.  Auchy,  ib.,  17.  943,  1895  ;  l8.  498,  1896  ;  C.  T.  Mixer  and  H.  W.  du  Bois,  ib.,  i8. 
385,  1896;  E.  Cahen  and  H.  F.  V.  Little,  Analyst,  36.  52,  1911  ;  W.  Heike,  StaM  Eisen, 
29.  1921, 1909  ;  E.  Mullerand  P.  Koppe,  ZeU.  an&rg,  C/iem.,  68.  160,  1910  ;  P.  Slawik,  Chem, 
Zt^.,  36.  106,  1912  ;  L.  Karaoglanoff,  Jahrb.  Univ.  Sofia,  33,  1911. 

*  Chlorides,  over  0"6  grm.  per  litre,  should  be  absent,   or  the  results  will  bo  high.     If 
chlorides  be  present,    the    precipitate  may  have  a  reddish  colour;  if  absent,    dark   orown. 
Evaporation  with  sulphuric  acid  until  the  acid  fumes  copiously  will  drive  off  the  combined 

chlorine. 

^  If  the  manganese  is  to  be  determined  in  the  insoluble  residue,  fuse  the  insoluble  matter 
with  sodium  carbonate,  dissolve  the  resulting  mass  in  acid,  and  add  the  result  to  the  main 
solution. 

*  Orfninic  matter  should  be  absent.  It  can  bo  destroyed  by  calcination,  or  evaporation 
of  the  solution  to  dryness  with  sulphuric  acid,  or  with  nitric  acid  followed  by  calcination. 
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water,  and  boil  the  solution  a  short  time  to  dissolve  the  ferric  sulphate.  Transfer 
the  mixture  to  a  500-c.c.  flask. 

Precipitation  of  Iron. — Nearly  neutralise  the  solution  with  sodium  carbonate, 
and,  if  iron  be  present,  add  gradually  an  emulsion  of  zinc  oxide  ^  in  slight  excess. 
Shake  the  mixture  well  after  each  addition,  and  avoid  a  large  excess  of  the  zinc 
oxide.  Fill  about  three-fourths  of  the  flask  with  water.  Agitate  the  contents 
of  the  flask,^  and  let  the  mixture  stand  to  allow  the  ferric  oxide  to  settle.  If 
the  solution  be  not  colourless,  more  zinc  oxide  is  probably  needed.  Make  the 
solution  up  to  the  mark  with  distilled  water.  Agitate  the  solution,  and  let  the 
matter  in  suspension  settle. 

The  Titration. — Pipette  100  c.c.  of  the  clear  supernatant  liquid  into  a  250-c.c. 
flask.'  Heat  the  solution,  and  titrate,  while  hot,  with  a  standard  solution  of 
potassium  permanganate.  The  permanganate  produces  a  precipitate  which 
discolours  the  liquid,  and  it  is  necessary  to  titrate  cautiously  by  agitating  the 
flask  after  each  addition,  and  allowing  the  precipitate  to  settle  sufficiently  after 
each  addition  to  show  whether  or  not  the  liquid  is  coloured  pink.*  The  colour 
is  best  observed  by  holding  the  flask  against  a  white  background,  and  observing 
whether  or  not  the  upper  edges  of  the  liquid  are  coloured  pink.  Warm  the  solution 
to  be  titrated,  but  the  liquid  must  not  be  boiled.^  If  the  pink  colour  fades, 
add  more  permanganate.  When  the  pink  colour  is  permanent,  take  a  final 
reading  of  the  burette. 

Calculations. — The  permanganate  is  prepared  by  the  method  employed  on 
page  193.  On  comparing  the  equation  on  page  198  for  ferrous  salts  with  that 
indicated  above,  page  378,^  it  will  be  observed  that,  in  the  case  of  iron,  2KMnO^ 
represent  SFCgOg;  and  here,  IlLMxiO^  represent  3MnO.  Consequently,  3MnO 
correspond  with  SFcgOg.  Hence,  1  grm.  of  FeoOg  corresponds  with  0*2665  grm. 
of  MnO.7 

Errors. — A  comparison  of  the  results  with  the  three  processes  here  indicated 
on  a  commercial  sample  of  "  manganese  oxide  "  gave  : 


*  Zinc  Oxide  EMULSioii. — A  mixture  of  pure  zinc  oxide  and  water  will  generally  do  the 
work — "  generally,"  because  some  samples  of  commercial  zinc  oxide  are  not  effective  in 
separating  iron  from  manganese,  possibly  owing  to  the  crystalline  structure  of  the  powder.  A 
better  emulsion  is  made  oy  dissolving  zinc  chloride  in  water ;  or  by  dissolving  zinc  oxide  in 
hydrochloric  acid,  heating  the  mixture  with  a  little  bromine,  and  filtering  off  the  excess  of  zinc 
oxide.  Precipitate  zinc  hydroxide  from  the  solution  by  the  addition  of  ammonia.  Do  not  add 
an  excess  of  ammonia,  or  the  zinc  hydroxide  will  dissolve.  Wash  the  precipitate  several  times 
by  decantation  with  hot  water,  and  wash  the  oxide  into  a  bottle,  which  is  stoppered  and  preserved. 
Shake  the  mixture  well  before  use.  F.  A.  Emmerton,  Trans.  Amer.  List.  Min.  Eng.^  10.  201, 
1881.  A.  Guyard  {Compt.  Rend.^^.  673, 1883  ;  Chem.  News,  48.  193, 1883)  reports  the  presence 
of  manganese  in  zinc  oxide.  L.  L.  de  Koninck  tests  the  suitability  of  the  zinc  oxide  for  the 
determination  by  triturating  3  grms.  with  30  c.c.  of  water  containing  1  grm.  of  iron  alum  in 
solution.  The  mixture  is  agitated  with  sufficient  6N-sulphuric  acid  to  dissolve  all  the  zinc 
oxide.  Avoid  a  large  excess  of  acid.  One  drop  of  the  permanganate  solution  should  give  a 
permanent  pink  coloration.     If  not,  metallic  zinc  or  zinc  sulphide  may  be  present. 

*  Many  here  recommend  the  addition  of  a  couple  of  drops  of  nitric  acid. 

'  The  precipitate  in  the  flask  may  appear  bulky,  but,  as  a  matter  of  fact,  it  occupies  very 
little  volume.  See  page  73  for  a  discussion  on  the  volume  of  suspended  precipitates.  The 
error  is  here  negligible. 

*  It  sometimes  saves  time  to  take  two  aliquot  portions.  Titrate  one  by  adding  1  c.c.  of  the 
permanganate  at  a  time,  and  in  the  other  the  titration  can  be  carried  to  a  greater  precision 
without  an  inordinate  exi)enditure  of  time. 

'  Owing  to  the  well-known  instability  of  the  permanganate  in  the  presence  of  the  solid 
manganese  oxide  (page  196). 

*  See  J.  W.  Mellor,  Modem  Inorganic  Chemistry^  London,  480,  1912. 

'  Some  workers  deduct  0*2  cc.  from  the  volume  of  permanganate  employed  in  the 
titration  before  the  calculation  is  made,  in  order  to  allow  for  the  presence  of  the  two  drops  of 
nitric  acid  which  is  supposed  to  facilitate  settling  and  to  counteract  the  effect  of  traces  of 
organic  matter. 
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Gibb's  phosphate  process  .  74*84        74*85        74*80    percent.  MnO. 

Volhard's  process  .74-68        74*66        74*66    per  cent  MnO. 

Pattinson's  process  .74*71        74*70        74 "74    percent.  MnO. 

The  values  by  the  phosphate  process  are  probably  0*1  per  cent.  high. 
Volhard's  method  is  inclined  to  give  too  low  values  when  the  permanganate  is 
standardised  against  iron  or  sodium  olalate.  The  permanganate  should  be 
standardised  against  manganese  sulphate  of  known  strength.^  Gorgeu  and 
Caruot^  appear  to  think  that  the  low  values  arise  from  the  formation  of  a 
manganous  manganite — MnO.dMnOg — by  the  manganese  in  the  solution,  and 
this  retards  the  further  action  of  the  permanganate  on  the  manganous  oxide 
under  investigation.  When  zinc  sulphate  is  present,  zinc  manganite — ^ZnO.  5Mn02 
— is  formed,  and  this  leaves  only  part  of  the  manganese  in  solution  to  react  with 
the  permanganate.  Bemmelen  ^  considers  that  the  precipitated  manganic  acid 
adsorbs  part  of  the  manganese  salts  in  the  solution,  and  so  removes  a  little 
manganese  from  the  "  sphere  of  action "  of  the  permanganate.  He  further 
assumes  that  when  a  zinc  salt  is  present  the  zinc  salt  is  adsorbed  instead  of  the 
manganese  salt. 

The  chief  errors  arise  from  the  presence  of  organic  matter ;  the  addition  of 
too  much  zinc  oxide ;  and  standardising  the  permanganate  against  iron  instead  of 
against  manganese  reduced  from  permanganate.  Cobalt  and  chromium  interfere 
with  the  process. 

The  method  gives  good  results  with  compounds  rich  in  manganese, 
although  some  object  to  the  process,  saying  it  gives  erratic  results.  This 
criticism  is  too  severe ;  when  peculiarities  of  the  method  are  understood,  it  is 
all  right,  and  some  analysts  have  said  that  they  consider  it  to  be  ''the 
simplest,  quickest,  and  most  accurate  process  for  the  volumetric  determination 
of  manganese.'' 

Fischer's  Modification  of  Volhard's  Process. — This  process,  as  recommended  by 
Cahen  and  Little,  is  as  follows : — The  solution  of  the  manganese  salt  in  hydro- 
chloric or  sulphuric  acid  is  neutralised  with  caustic  soda  until  a  slight  precipitate 
persists  on  shaking.  The  precipitate  is  just  redissolved  by  the  addition  of  a 
drop  or  two  of  dilute  sulphuric  acid.  Add  10  gnus,  of  zinc  sulphate  and  heat 
the  mixture  to  boiling.  Add  1  grm.  of  freshly  ignited  zinc  oxide,  and  titrate 
with  permanganate,  with  frequent  heating  nearly  to  boiling,  until  the  permangan- 
ate is  no  longer  decolorised.  Cool  the  mixture  under  the  tap  for  a  minute  or  two, 
add  1-2  C.C.  of  glacial  acetic  acid,  and  thoroughly  agitate  the  solution.  The  hot 
(not  boiling)  liquid  is  then  titrated  with  permanganate,  added  a  few  drops  at  a 
time,  with  vigorous  shaking  after  each  addition,  until  the  supernatant  liquid 
retains  its  pink  colour  after  being  well  shaken  several  times.  The  end  point 
is  easily  observed,  because  the  precipitate  settles  very  quickly  in  the  presence  of 
acetic  acid. 

A  difficulty  arises  during  the  titration  unless  the  volume  of  the  per- 
manganate is  known  to  within  3  or  4  c.c,  owing  to  the  slowness  with  which  the 
finely  divided  oxide  settles  in  the  presence  of  zinc  oxide.  The  time  required 
for  a  titration  is  very  long,  and  the  end  point  is  difficult  to  detect.  If  the  acetic 
acid  be  added  before  any  permanganate  is  added  the  result  is  too  low,  but  the 
titration  is  rapidly  effected,  and  the  result  serves  as  a  guide  for  the  titration 
proper. 


*  See  G.  Auchy,  Jmm,  Amer.  Chem,  Soc.,  18.  498,  1896  ;  Chem.  News,  74.  214,  248,  262, 
1896. 

2  A.  Gorgeu,  BulL  Soc.  Chim.  (3),  9.  490,  1893;    A.   Carnot,  Cmnpt.  Bend.,  ii6.  1375, 
1893. 

*  J.  M.  van  Bemmelen,  Jourti.  prakt.  Chem.  (2),  23.  387,  1888. 
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The  results  leave  little  to  be  desired  as  far  as  accuracy  is  concerned.  With 
two  samples  of  pyrolusite,  the  following  comparative  results  were  obtained  : 

No.  1.  No.  2. 

Yolhard-Fischer's  process 4876  50*35 

Pattinaon's  process  48 '72  50*50 

§  190.  The  Evaluation  of  Manganese  Dioxide— Mohr's  Process. 

By  the  simultaneous  action  of  sulphuric  acid  and  an  excess  of  ferrous  sulphate 
or  oxalic  acid,  the  manganic  dioxide  is  reduced  to  manganous  sulphate,  and  the 
ferrous  sulphate  or  oxalic  acid  is  simultaneously  oxidised.  If  known  quantities 
of  ferrous  sulphate  or  oxalic  acid  be  employed,  the  excess,  not  oxidised,  can  bo 
determined  by  titration  with  standard  permanganate.^  The  reaction  with  oxalic 
acid  is  represented : 

MnOa  +  HgCaO^  +  HgSO^  =  MnSO^  +  2CO2  +  2H2O. 

The  following  operations  furnish  sufficient  data  to  calculate  the  amount  of  the 
manganese  dioxide  in  the  given  sample. 

The  DetermiTKUion. — Digest  04  grm.  of  finely  divided,  dry  (110**) ^  sample 
in  an  Erlenmeyer's  flask  with  75  c.c.  of  a  N-oxalic  acid  ^  or  sodium  oxalate  solution, 
and  20  c.c.  of  sulphuric  acid  (1 : 4),  until  the  black  particles  have  passed  into  solu- 
tion. Add  about  200  c.c.  of  hot  water  (70**),  and  titrate  the  warm  solution  with 
approximately.  N-potassium  permanganate  until  a  permanent  pink  blush  is 
suffused  throughout  the  liquid.  The  titration  is  repeated  as  a  blank  experiment 
on  50  c.c.  of  the  oxalic  acid  solution,  and  the  volume  of  the  permanganate  corre- 
sponding with  75  c.c.  calculated  from  the  result. 

Calculation, — From  the  equation  representing  the  action  of  oxalic  acid,  or 
rather  sodium  oxalate,  on  potassium  permanganate  (page  1 94)  and  on  manganese 
dioxide,  it  follows  that  |  of  158-03  grms.  of  KMnO^  correspond  with  86*93  grms. 
of  MnOj.  Hence,  1  grm.  of  KMnO^  represents  1  '3752  grms.  of  MnOg.  Suppose 
that  1  c.c.  of  the  permanganate  solution  has  0*0031606  grm.  KMnO^  per  c.c,  it 
follows  that  1  c.c.  of  the  permanganate  solution  will  represent  0*0043464  grm. 
of  MnOj. 

Suppose,  in  an  experiment,  ^        .'' 

5  ■'  KMnO.  sol. 

75  CO.  oxalic  solution  alone 75  c.c. 

75  ac.  oxalic  solution  with  sample      .  .         .       9  c.c. 

0*4  grm.  sample  requires 66  c.o. 

Hence,  0*4  grm.  of  sample  has  the  equivalent  of  66  x  000435  =  0*287  grm.  MnOg. 
Hence,  the  sample  contains  \  x  0*287  x  1000  =  71*7  per  cent,  of  MnOg. 

Errors. — The  process  indicated  above  represents  the  amount  of  oxygen — 
"available  oxygen" — which  is  given  off  when  the  sample  is  decomposed  by 
sulphuric  acid,  and  since  other  manganese  oxides — MugO^,  MugO^,  etc. — react 
in  a  similar  way  with  the  oxalic  and  sulphuric  acids : 

*  W.  Hempel,  Mimoire  sur  Veinploi  de  Vacide  oxalique  dans  Us  dosages  d  liqueurs  tilries, 
Lausanne,  1853 ;  F.  Mohr,  Zeit.  anal.  Chem.,  8.  314,  1869.  R.  Fresenius  aud  H.  Will  {Netu 
Verfahrungsvjeise  zur  Pr'Afung  der  Potasehe^  etc.^  sowie  des  Braunsteiii,  Heidelberg,  1843)  deter- 
mined the  amount  of  manganese  dioxide  from  the  Iosm  in  weight  due  to  the  evolution  of  carbon 
dioxide;  H.  Kolbe  {Liebig's  Ann.,  119.  130,  1861)  absorbed  the  carbon  dioxide  in  weighed 
potash  bulbs  ;  G.  Bodlander  {Zeit,  angeio.  Cheni.f  8.  430,  1894)  measured  the  volume  of  the  gas 
evolved  during  the  action  of  the  acid. 

'  The  sampling  in  bulk  for  moisture  requires  special  attention  (page  127).  J.  E.  de  Vry 
{L%ebig*8  Ann.,  61.  248,  1847) ;  R.  Fresenius,  JXngUrs  Joum.,  135.  277,  1865. 

'  Or  4*7  to  4*8  grms.  of  crystals  of  oxalic  acid.  The  normal  oxalic  acid  contains  63*024 
grms.  of  the  crystalline  salt — H2C2O4. 2HaO — per  litre. 


( 
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2Mn.,03  +  2H2SO4  +  HgCjO^  «  2MnS04  +  SHgO  +  2CO2, 
2Mn;0^  +  3H2SO4  +  H2C2O4  =  3MnS0^  +  iUfi  +  2CO2, 

it  follows  that,  if  theso  oxides  be  present,  the  calculation  might  indicate 
more  MnOg  and '  less  MnO  than  is  really  present.  Some  of  the  calculated 
MnOj  might  be  present  as  MnnOj,  MugO^,  etc.  If  the  total  manganese  be 
determined  as  described  on  pages  376  or  377 — Pattinson's  or  Volhard's  process — the 
amount  of  MnOg  multiplied  by  0*816,  and  the  product  subtracted  from  the  total 
MnO,  will  represent  the  approximate  amount  of  manganese  oxide — MnO — in  the 
sample.  If  the  pyrolusite  contains  reducing  agents — ferrous  oxide,  carbonaceous 
matter,  etc., — low  results  will  be  obtained,  because  reactions  are  set  up  which 
reverse  that  produced  by  the  peroxide. 

Any  ferrous  iron  which  might  be  present  will  react  with  the  permanganate 
and  give  low  results  by  apparently  diminishing  the  amount  of  oxalic  acid  broken 
down  by  the  manganese  dioxide.     Carbonates  do  not  interfere. 

§  191.  The  Colorimetric  Determination  of  Mang^anese— 

Walter's  Process. 

The  colorimetric  determination  of  manganese  is  based  upon  the  ease  with 
which  manganese  solutions  are  oxidised  to  pink  or  violet  permanganate. 
Brunner  ^  fused  the  sample  with  alkali  while  exposed  to  an  Oxidising  atmosphere, 
and  deduced  the  amount  of  manganese  from  the  intensity  of  the  colour  of  the 
solution  of  the  fused  cake.  The  results  by  this  method  are  not  satisfactory. 
Lead  peroxide,*  sodium  bismuthate,^  and  ammonium  persulphate*  are  usually 
employed  as  oxidising  agents.  The  manganese  in  the  given  solution  is  thus 
oxidised  to  pink  permanganic  acid.  The  intensity  of  the  coloration  depends 
upon  the  amount  of  manganese  present.  The  tint  of  a  test  solution  so  prepared 
can  be  compared  with  the  tint  of  a  similar  solution  containing  a  known  amount 
of  manganese.^  Something  of  the  order  0 '00001  grm.  of  manganese  in  100  c.c. 
of  solution  can  be  determined  by  means  of  this  process. 

Preparation  of  the  Standard  Solution. — A  stock  solution  of  manganese 
sulphate  containing  0*1  grm.  of  MnO  per  litre  is  prepared.  Dissolve  0*2225 
grm.  of  potassium  permanganate  in  water ;  acidify  with  sulphuric  acid ;  reduce 


^  A.  Brunner,  Dingier* 8  Joum.,  210.  278,  1873. 

«  T.  M.  Chatord,  Amer  J.  Science  (3),  I.  416,  1871  ;  Chsm.  News,  24.  196,  1871  ;  S.  Peters, 
tb.,  33.  35,  1876  ;  Dingler's  Journ.,  221.  486,  1876 ;  P.  Picard,  Compt,  Mend.,  75.  1821,  1872 
A.  Leclerc,  16.,  75.  1209,  1872;  Chem.  News,  26.  296,  1872;  L.  L.  de  Koninok,  Bsv.  Univ 
Mines  {^),  5.  308,  1889;  T.  E.  Thorpe  and  F.  J.  Hambly,  Joxim.  Chem.  Soc.,  53.  182,  1888 
A.   Ledebur,  Berg.   ffiUt.   Ztg.,  41.  417,  1882  ;   F.  C.  G.  Miiller,  Stahl  Eisen,  6.  98,  1886 
F.  Osmond,  Bull.  Soc.  Chim.  (2),  43.  66,  1885  ;  Deshays,  Ch^m.  News,  38.  70,  1878. 

«  L.  Schneider,  Dingler's  Joum.,  269.  224,  1893;  L.  Dufty,  C/iem.  News,  84.  248,  1901 
J.  Reddropand  H.  Raxnage,  Joum.  Chem.  Soc.,  67.  268,  1895 ;  F.  Ibbotson  and  H.  Brearley 
Chem.  News,  82.  269,  1900 ;  84.  247,  302,  1901  ;  85.  58,  1902;  H.  Ramage,  ib.,  84.  209,  269 
1901  ;  85.  24,  95,  1902 ;  A.  A.  Blair,  Joum.  Amer.  Chem.  Soc  ,  26.  798,  1904  ;  R.  S.  Weston 
ib,,  29.  1074,  1907;  F.  J.  Metzger  and  R.  F.  M'Cracken,  ib.,  32.  1260,  1910;  W.  Blum,  ib. 
34.  1379,  1912;  P.  H.  M.  P.  Brinton,  Joum.  Ind.  Eng.  Chem.,  3.  237,  376,  1911  ;  W.  R 
Hillebrand  and  W.  Blum,  ib.,  3.  374,  1911  ;  D.  J.  Demorest,  ib  ,  4.  19,  1912 ;  J.  R.  Cain,  ib. 
3.  360.  1911  ;  G.  Bertrand,  Bidl.  Soc.  Chim.  (4),  9.  361,  1911 ;  H.  Rubricus,  SUjM  Eisen,  30 
957,  1911  ;  R.  A.  Gortner  and  C.  O.  Rost,  Jotim.  Ind.  Eng.  Chem.,  4.  522, 1912 ;  F.  J.  Metzger 
and  L.  E.  Marrs,  ib.,  3.  333,  1911 ;  5.  125,  1918 ;  H.  F.  U.  Little,  A'nalyst,  37.  564,  1912. 

*  H.  E,  Walters,  Proc.  Enq.  Soc.  West  Pa.,  17.  257,  1901;  Joum.  Amer.  Chem.  Soc.,  25. 
392,  1903  ;  27.  1550,  1905 ;  c'licm.  News,  84.  239,  1901  ;  H.  Marshall,  ib.,  83.  78,  1901  ;  M.  R. 
Schmidt,  Joum,  Am^r.  Chem.  Soc,  32.  965,  1910  ;  H.  Rubricus,  Stahl  Eisen,  30.  967,  1911  ; 
H.  Kunze,  ib.,  32.  1914,  1912  ;  P.  Holland,  Chem.  News,  96.  2,  1907 ;  J.J.  Boyle,  Jou/m,  Ind. 
Eng.  Chem.,  4.  202,  1912  ;  M.  Stanichitch,  Bev.  Met.,  8.  891,  1911. 

^  The  amount  of  permanganate  in  the  test  solution  can  also  be  verified  volumetrically  by 
titration  with  a  standard  solution  of  ferrous  sulphate. 
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i^ith  sulphurous  acid ;  and  make  the  solution  up  to  a  litre.  Pipette  sufficient  of 
this  solution — say  2  c.c. — into  a  100-c.c.  flask.  Add  10  c.c.  of  silver  nitrate 
solution  (containing  2  grms.  per  litre),  add  1  grm.  ammonium  persulphate, 
and  warm  on  a  water  bath  until  a  pink  colour  is  developed.  By  the  time 
the  flask  has  cooled  the  colour  will  have  acquired  its  maximum  intensity. 
Make  up  to  the  lOO-cc.  mark.  Pipette  from  2  to  10  c.c.  into  the  test  glass  of 
the  colorimeter. 

If  insufficient  silver  nitrate  has  been  added,  a  brown  precipitate  will  be  pro- 
duced in  the  solution  after  the  addition  of  the  ammonium  persulphate.  In  that 
ease,  add  more  sulphurous  acid  and  more  silver  nitrate.  Reoxidise  with 
ammonium  persulphate  as  before. 

Preparation  of  the  Test  Solution, — The  solution  obtained  by  dissolving  the 
cake  from  the  pyrosulphate  fusion ;  or  the  solution  remaining  after  the  colori- 
metric  titanium  determination ;  or  the  manganese  sulphide  can  be  dissolved  in 
dilute  sulphuric  acid.  The  products  from  the  pyrosulphate  fusion  generally 
contain  chlorides,  which  must  be  removed  before  applying  the  test.  Hence,  it  is 
usually  quickest  to  assume  that  chlorides  are  present,  and  add  a  little  silver 
nitrate  solution  to  the  boiling  solution  under  investigation.  Filter  and  wash 
the  precipitate.  Collect  the  filtrate  and  washings  in  a  200-c.c.  flask ;  acidify 
the  solution  with  sulphuric  acid ;  add  10  c.c.  of  the  silver  nitrate  solution  as 
indicated  above ;  and  also  add  ammonium  persulphate  and  warm  as  indicated 
for  the  preparation  of  the  standard  solution.  When  the  solution  is  cold,  make 
it  up  to  the  mark  with  water,  and  pour  a  quantity  into  the  test  glass  of  the 
colorimeter. 

The  Comparison. — The  standard  solution  is  diluted  with  water  from  a  burette 
until  an  aliquot  portion  has  the  same  tint  as  the  test  solution.  The  amount  of 
water  required  for  the  purpose  is  measured.  See  iron,  page  200,  for  further 
details. 

Calculations, — Suppose  that  2  c.c.  of  the  standard  solution  of  manganese 
sulphate  was  made  up  to  100  c.c,  and  that  5  c.c.  of  this  solution  required 
the  addition  of  83  c.c.  of  water  to  bring  it  to  the  same  tint  as  the  test 
solution. 

1  c.c.  standard  has  0*0001  grm.  MnO  ;  .'.  2  c^c.  has  00002  grm. ;  this  diluted 
to  100  c.c.  has  0*000002  grm.  MnO  per  c.c.  ;  5  c.c.  of  this  required  83  c.c.  water, 
so  that  5  +  83  =  88  c.c.  of  the  solution  has  0*00001  grm.  MnO,  and  200  c.c.  has 

200x000001      r^c^f^f^f^c^  i^m   r. 

— =0*00002  grm.  MnO. 

00 

But  the  clay  was  made  up  to  250  c.c,  and  100  c.c.  was  taken ;  hence, 

250x0*0002     ^^^^^,  ^^^.  ^  „  ^ 
1^0 =000004  grm. ;  or  0004  per  cent.  MnO. 

With  practice,  and  normal  colour  vision,  differences  of  tint  corresponding  with 
O'OOOOl  grm.  of  MnO  can  be  detected.  If  the  quantity  of  manganese  in  the 
portion  of  the  sample  under  investigation  is  less  than  0*001  grm.,  it  is  well  to  work 
with  a  larger  quantity  of  the  sample.  The  results  with  quantities  of  manganese 
over  about  2  per  cent,  are  not  so  good  as  by  gravimetric  or  volumetric  processes. 
The  presence  of  a  little  iron  seems  to  favour  the  oxidation  of  the  manganous 
oxide,  MnO,  to  the  permanganate.  Jervis  ^  shows  that  the  colour  is  more  intense 
with  increasing  amounts  of  manganese  up  to  a  certain  maximum,  and  after  that 


1  H.  Jervis,  C/iem.  News,  81.  171,  1900. 
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a  decrease  iu  the  intensity  of  the  colour  occurs   with   increasing  amounts   of 
manganese.     Thus : 

MnS04  added  .... 
EMnOj  found  with  iron    . 
KMn04  found,  no  iron 

Aluminum  and  molybdenum  do  not  interfere  ;   copper  and  nickel  exercise  no 
further  influence  than  that  due  to  the  colour  of  their  salts. 

The  Effect  of  Chromium  ScUts. — If  chromium  be  present,  the  yellow  colour  of 
the  chromate  produced  by  the  oxidising  action  of  the  persulphate  spoils  the  tint  of 
the  permanganate,  and  the  chromium  must  be  removed  before  the  comparison 
can  be  made.  Dittrich^  does  this  by  boiling  the  discoloured  solution  with 
ammonia  for  a  short  time, — iron  and  manganese  hydroxides  are  precipitated,  and 
the  chromium  remains  in  solution  as  chromate.  Filter  and  wash.  Remove  the 
silver  from  the  filtrate  by  the  addition  of  common  salt ;  again  filter  and  wash. 
Evaporate  the  filtrate  down  to  between  50  and  100  c.c.  and  estimate  the  chromium 
as  indicated  on  page  473.  The  manganese  precipitate  on  the  filter  paper  is  dis- 
solved in  dilute  sulphuric  acid  mixed  with  some  sulphurous  acid  or  hydrogen 
peroxide.    The  manganese  is  then  determined  colorimetrically  as  indicated  above. 

§  192.  The  AnaljTSis  of  Wads,  and  Mang^anese  Earths. 

Manganese  peroxide  is  mainly  used  in  the  manufacture  of  chemicals,  in  glass- 
making,  and  for  the  manufacture  of  dry  batteries.  There  are  many  manganese 
ores  which  serve  excellently  for  the  manufacture  of  pottery  colours  and  yet 
contain  little  or  no  peroxide.  Mohr's  process  is  not  then  applicable.  These  ores 
are  usually  sold  on  a  basis  of  50  units  of  manganese  ^ — one  unit  means  1  per 
cent. — at  so  much  per  unit,  with  a  bonus  or  penalty  per  unit  respectively  above 
or  below  50.  A  maximum  of,  say,  8  per  cent,  silica  and  0'2  per  cent,  phosphorus 
may  be  allowed,  with  a  deduction  of,  say,  ^d.  per  unit  of  silica  above  the  maximum, 
and  an  agreed  deduction  for  each  0*02  per  cent,  of  phosphorus  above  the  agreed 
maximum.^  The  Caucasian,  Indian,  and  Brazilian  ores  are  fairly  constant  in 
composition,  and  run  from  about  50  to  55  per  cent,  manganese,  0*03  per  cent, 
phosphorus,  and  10  per  cent,  silica ;  the  Turkish  and  Japanese  ores  run  from 
43  to  56  per  cent,  manganese,  0*5  per  cent,  phosphorus,  and  7  to  10  per  cent, 
silica.  Japanese  ^*  brown  stone  "  may  run  as  much  as  87  per  cent.  Mn02,  and  such 
an  ore  sells  for  twice  as  much  as  70  per  cent,  ore.* 

Dissolution  of  the  Solid.-s-D\gQ^t  1  grm.  of  the  sample  in  a  250-c.c. 
Erlenmeyer's  flask  with  concentrated  hydrochloric  acid.  The  attack  generally 
begins  in  the  cold.  When  the  first  action  is  over,  gradually  warm  the  flask 
up  to  the  boiling  point.  It  may  be  necessary  to  add  a  little  more  acid  to  com- 
plete the  action.  Add  water  and  filter.  The  insoluble  matter  may  be  light- 
coloured  silica,  or  some  dark-coloured  mineral  not  decomposed  by  the  acid.  The 
filter  paper  and  contents  should  be  ignited  in  a  weighed  platinum  crucible  and 

1  iM.  Dittrich,  ZeU,  anorg,  Chem.,  80.  171,  1913 

^  Pure  manganous  oxide,  MnO,  runs  77  "5  per  cent,  manganese  (Mn) ;  the  dioxide,  MnOj, 
63 '2  percent.  ;  the  sesquioxide,  Mn-jOs,  69 '6  per  cent.  ;  and  the  manganomanganic  oxide,  Mns04, 
72*0  per  cent. 

'  E.g.,  one  consumer  recently  purchased  its  ore  on  the  following  basis  (1911):— Ores  with 
60  per  cent  Mn  to  be  purchased  (delivered)  at  13d.  per  unit  per  ton  ;  46-50  per  cent.  Mn,  12id. ; 
43-46  per  cent.  Mn,  12d.  ;  40-43  per  cent.,  ll^d.  For  each  per  cent  of  silica  above  the 
maximum  8  per  cent.,  deduct  7id.  per  ton,  and  for  each  0*02  per  cent,  phosphorus  above  0*2 
per  cent.,  deduct  Id.  \w.t  unit  of  manganese  per  ton.  Sample  for  analysis  to  oe  dried  at  100"; 
the  percentage  of  moisture  in  the  sample  to  be  deducted  from  the  weight. 

*  G.  T.  Holloway,  Trans.  Inst.  Min.  Met  ,  21.  569,  1912. 
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weighed.  This  may  be  reported  as  "sand  and  insoluble  matter,"  or  fused  with 
alkaline  carbonate  in  an  oxidising  atmosphere.  If  the  mass  on  cooling  is  white 
or  pale  greenish  blue  in  tinge,  it  may  be  rejected.  If  the  fused  mass  bo  green, 
dissolve  in  hydrochloric  acid,  evaporate  to  dryness,  and  take  up  with  water  and 
hydrochloric  acid  as  indicated  on  page  164.  Add  tlie  filtrate  from  the  silica  to  the 
main  solution.     The  silica  may  be  determined  in  the  usual  manner. 

Removal  of  Alv/mina  and  Iron  Oxide. — Precipitate  the  joint  alumina,  ferric 
oxide,  and  phosphoric  oxide  by  the  sodium  acetate  process  (page  362)  from  a  solution 
acidified  with  acetic  acid.  If  much  manganese  be  present,  two,  three,  or  four 
precipitations  may  be  necessary.  If  the  combined  filtrates  exceed  300  c.c, 
evaporate  to  about  200  c.c.  If  a  white  precipitate  separates  during  the  evapora- 
tion, it  may  be  neglected;  but  if  a  reddish  precipitate  separates,  it  must  be 
filtered  off,  dissolved  in  hydrochloric  acid,  the  iron  precipitated  as  basic  acetate, 
and  the  filtrate  added  to  the  main  filtrate.  The  alumina,  iron,  and  phosphoric 
oxide  may  be  treated  by  the  methods  of  pa^e  177. 

Precipitation  of  MangamMe. — Add  approximately  5  grms.  of  sodium  acetate — 
15  c.c.  of  solution — and  2  or  3  c.c.  of  liquid  bromine.  If  a  saturated  aqueous 
solution  of  bromine  be  used,  the  solution  may  become  rather  bulky.  The  solu- 
tion should  have  a  yellow  tint,  showing  that  an  excess  of  bromine  is  present. 
Filter.  Add  more  bromine  to  the  filtrate  and  boil  again.  This  ensures  the 
complete  precipitation  of  the  manganese.  If  any  precipitate  be  formed,  filter. 
The  precipitated  manganese  is  dissolved  in  a  hot  dilute  solution  of  nitric  acid  to 
which  is  added  either  sulphurous  acid  or  a  little  sodium  bisulphite.  The  reducing 
agent  facilitates  the  solution  of  the  precipitate.  The  manganese  may  now  be 
determined  in  the  solution  by  volumetric,  colorimetric,  or  gravimetric  processes. 
If  needed,  the  lime  and  magnesia  can  be  determined  in  the  combined  filtrates. 

Determination  of  Carbon, — Dissolve  10  to  20  grms.  of  the  ore  in  concentrated 
hydrochloric  acid  as  indicated  above.  Dilute  with  water.  Filter  the  residue 
through  a  Gooch's  crucible  charged  with  ignited  asbestos,  wash,  dry  at  110',  and 
weigh  the  crucible  and  contents.  Bum  ofl*  the  carbon,  and  re-weigh.  The  loss 
in  weight  represents  the  organic  matter.  To  eliminate  the  obvious  errors,  the 
asbestos  may  be  ignited  and  the  resulting  carbon  dioxide  determined  as 
indicated  on  page  563.  The  wet  combustion  process  may  also  be  employed 
as  indicated  on  page  546. 
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CHAPTER  XXIX. 

THE  DETERMINATION  OF  COBALT  AND  NICKEL. 

§  193.  The  Detection  of  Cobalt  and  Nickel. 

The  usual  scheme  for  the  qualitative  analysis  of  mixtures  leaves  finally 
a  precipitate  containing  the  mixed  sulphides  of  cobalt  and  nickel.  There  are 
several  distinguishing  tests.  To  get  the  sulphides  into  solution,  boil  the  filter 
paper  and  contents  in  a  small  flask  with  10  c.c.  of  hydrochloric  acid  (1:4) 
and  1  c.c.  of  nitric  acid  (1  : 3).  Filter  off  the  precipitated  sulphur  and  the 
filter  paper.  Collect  the  filtrate  in  a  basin,  and  evaporate  to  dryness  to  expel  the 
excess  of  acid.  Dissolve  the  residue  in  two  or  three  drops  of  hydrochloric  acid 
and  10  c.c.  of  water. 

Testa  for  Cobalt,  (1)  Ilinsky  and  Knorre^s  Test.^ — Add  a  slight  excess  of  a 
saturated  solution  of  nitroso-j8-naphthol  (page  394)  in  acetic  acid.  Agitate  the 
solution.     A  brick-red  precipitate  represents  cobalt.     Confirm  as  usual. 

(2)  Skey's  Test,^ — Add  a  saturated  solution  of  potassium  thiocyanate  and 
shake  up  the  mixture  with  a  mixture  of  amyl  alcohol  and  ether.  The  ethereal 
layer  will  be  blue  if  1  c.c.  of  a  1 :  50,000  aqueous  solution  be  used. 

(3)  Danziger^s  Test^ — To  about  5  c.c.  of  the  colourless  solution,  acidified 
with  hydrochloric  acid,  add  a  little  solid  ammonium  thio-acetate — CHg .  COSNH^ 
— a  few  drops  of  stannous  chloride,*  and  an  equal  volume  of  amyl  alcohol,  or 
a  mixture  of  acetone  and  etHer,  or  alcohol  and  ether.  Shake.  Let  settle. 
If  cobalt  be  present,  the  upper  layer  will  be  coloured  blue.  This  test  will 
indicate  1  part  of  cobalt  in  500,000  parts  of  water,  and  is  more  delicate  thsoi 
Skey's  test. 

Tests  for  Niclcel.  (1)  Tschugajeffs  Test^ — If  an  excess  of  dimethylglyoxime 
be  added  to  a  strongly  ammoniacal  solution  containing  a  mixture  of  cobalt 
and  nickel,  and  the  solution  be  boiled  a  short  time,  a  rose  coloration  or  a 
scarlet-red  precipitate  will  be  obtained,  according  to  the  amount  of  nickel 
present  (page  394).  This  reagent  is  reported  to  detect  nickel  in  1  c.c.  of  a 
1  :  200,000  solution,  or  in  4  c.c.  of  a  1  :  500,000  solution. 

(2)  Parr^s  TesL^ — Freshly  precipitated  nickel  hydroxide  liberates  iodine 
from  potassium  iodide,  but  the  corresponding  cobalt  compound  does  not.     Hence, 

^  M.  Ilinsky  and  G.  von  Knorre,  Ber.,  18.  699,  1885. 

*  W.  Skey,  Cfiem.  News,  16.  201,  1867.  This  is  generally,  but  incorrectly,  called  **  VogeVs 
test."  H.  W.  Vogel,  Ber.,  8.  1533,  1875  ;  12.  2314,  1879  ;  F.  P.  Treadwell,  ZeU,  anorg.  Chem,, 
26.  108,  1901.     See  page  897. 

^  J.  L.  Danziger,  Joura.  Anier.  Chem,  Soc^  24.  578,  1902. 

*  To  reduce  the  ferric  salts  which  giye  a  red  colour.  The  solid  ammonium  thio-acetate 
ensures  a  concentrated  solution. 

»  L.  Tschugaieff,  Ber.,  38.  2520,  1906.  For  the  sensitiveness  of  ditt'erent  tests  for  cobalt  and 
nickel,  see  A.  del  Campo  y  Cerdan  and  J.  Ferrer,  Anales  Soc,  Espan.  Fis.  Qxdm,^  9.  201,  272, 
1911  ;  S.  R.  Benedict,  Joum.  A  met.  Chem.  Soc.,  27.  1860,  1905. 

«  S.  W.  Parr,  Joum.  Amer.  Chem,  Soc.,  19.  341,  1897  :  S.  R.  Benedict,  ih,,  26,  695, 
1904. 
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add  bromine  water  to  the  solution  containing  either  cobalt  or  nickel;  warm 
the  solution ;  add  an  excess  of  sodium  hydroxide,  and  boil.  Filter.  Wash 
the  precipitated  hydroxide  on  a  filter  paper.  Pour  a  hot  solution  of  potassium 
iodide  through  the  paper.  Free  iodine  in  the  filtrate  fe  evidence  of  nickel. 
The  iodine  is  best  detected  by  shaking  up  the  filtrate  with  a  little  benzene. 

The  separation  of  cobalt  and  nickel  is  not  usually  of  any  particular 
importance  in  silicate  analyses,  but  the  methods  here  indicated  represent  the 
type  of  what  is  wanted  in  colour  and  glaze  analyses.  The  analysis  of  cobalt 
oxides  is  more  frequently  wanted  than  nickel.  The  scheme  for  the  separation 
of  iron,  aluminium,  titanium,  zinc,  manganese,  nickel,  cobalt,  magnesia,  and 
lime  may  be  summarised  (solids  to  left,  solutions  to  right)  : — 

Basic  acetate  separation  (page  362) 


I  I 

Fe,  Al,  Ti  (page  177)  Zn,  Mn,  Ni,  Co,  Mg,  Ca 

(Formic  acid  and  H^S,  page  364) 


Zn  (page  366)  Mn,  Ni,  Co,  Mg,  Ca 

(Ammonium  sulphide,  page  373) 


Ni,  Co,  Mn  Mg,  Ca  (page  211) 

(Acetic  acid  and  H^S,  page  388) 


Mn  (page  874)  Ni,  Co,  Potassium  nitrite  (page  390) 


Co  NL 

§  194.  The  Properties  of  Cobalt  and  Nickel  Sulphides. 

Simultaneous  Precipitation  of  Traces  of  Cobalt  and  Nickel  with  the  Alufnina 
and  Iron. — The  addition  of  ammonium  chloride  prevents,  to  a  great  extent,  the 
precipitation  of  cobalt  and  nickel  by  ammonia ;  but  if  insufficient  ammonium 
chloride  be  present,  some  nickel  and  cobalt  may  be  carried  down  with  the 
aluminium  and  iron  hydroxides.  Baumhauer^  determined  the  amount  of  cobalt 
and  nickel  which  were  precipitated  along  with  the  iron  when  known  mixtures  of 
iron,  cobalt,  and  nickel  were  treated  with  the  regular  precipitating  agents.  He 
found : 

Per  cent,  nickel.         Per  cent,  cobalt. 

Ammonia  (page  177)  ....  27  48 

Sodium  acetate  process  (pa^e  362)     .        .  18  0 

Barium  carbonate  in  the  cold  (page  470)    .  8  15 

But  even  when  plenty  of  ammonium  chloride  is  present,  appreciable  amounts  may 
be  precipitated  with  the  iron  and  alumina  as  well  as  with  the  zinc.  If  these 
leakages  are  not  guarded  against  by  double  precipitations,^  the  loss  of  cobalt  and 


>  E.  H.  Ton  Baumhauer,  ZHt.  anal,  Chem.,  10.  217,  1871. 

*  T.  Moore,  Chem,  News,  65.  75,  1892 ;  A.  Thomas,  ib,,  35.  187,  1877 ;  T.  H.  Laby,  ib., 
89.  280,  1904  ;  H.  von  Jiiptner,  Oester,  Zeit,  Berg.  HiUL,  41.  616,  1894.  For  clean  separations 
with  a  large  excess  of  ammonium  chloride,  see  J.  T.  Dougherty,  Chem.  News,  95.  261,  268, 
1907 ;  V.  Hassreidter,  Zeit,  angew,  Chem,,  22.  1492,  1909.  According  to  F.  Ibbotson  and  H. 
Brearley  (Chem.  Neujs,  81.  193,  1900),  the  nickel  is  absorbed  by  the  precipitated  ferric  hydroxide 
in  the  same  way  that  filter  paper  absorbs  salts  from  a  solution ;  the  nickel  is  absorbed  from 
ammoniacal  solutions  only  because  nickel  is  removed  from  the  precipitate  by  making  the  solu- 
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nickel,  when  precipitated  at  the  end  of  a  complex  series  of  separations,  may  br 
quite  serious. 

In  the  present  case,  the  iron,  aluminium,  and  titanium  are  separated  by  the 
ammonia  or  the  basic  acetate  process ;  the  zinc  as  zinc  sulphide ;  and  finally  the 
cobalt  and  nickel  are  precipitated  as  sulphides  from  a  solution  acidified  with 
acetic  acid.  Manganese  is  not  precipitated  under  these  conditions.  There  is 
need  for  a  few  special  remarks  on  the  sulphides  of  nickel  and  cobalt. 

Action  of  Ammoniwn  Polyndphide  on  Nickel  and  Cobalt  Salts, — These 
elements  are  not  precipitated  by  hydrogen  sulphide  from  solutions  acidified  with 
the  mineral  acids,  but  the  sulphides  are  precipitated  in  the  presence  of  acetic 
acid,  particularly  if  ammonium  or  sodium  acetate  be  present  and  the  solution  is 
warm.  Ammonium  sulphide  precipitates  the  black  or  dark  brown-coloured 
sulphides,  from  neutral  or  ammoniacal  solutions  of  nickel  and  cobalt.  The 
precipitate  is  but  sparingly  soluble  in  acetic  acid,  and  in  very  dilute  hydrochloric 
acid.  If  yellow  ammonium  sulphide  be  employed,  that  is,  ammonium  poly- 
sulphide,  more  or  less  nickel  sulphide  passes  into  solution  and  the  filtrate  will 
be  coloured  brown.  It  is  generally  supposed  that  either  a  soluble  complex 
ammonium  thionickelate,  (NH^)2NiS24.n)  or  a  colloidal  nickel  persulphide  is  formed. 
The  greater  the  excess  of  ammonium  sulphide  and  the  longer  the  solution  is 
exposed  to  the  air,  the  greater  the  tendency  of  the  nickel  to  pass  into  solution 
in  this  manner.^ 

Action  of  Ammonium  Monomlphide  on  Nickel  Salts. — In  the  presence  of 
ammonium  hydroxide,  colourless  ammonium  sulphide  forms  a  violet-coloured 
solution  with  nickel  salts.  This  soon  becomes  red,  dark  brown,  and  finally  a  black 
precipitate  separates.  On  filtration,  the  filtrate  appears  colourless ;  but  if  the 
colourless  solution  be  heated,  a  black  precipitate  of  nickelous  sulphide  separates. 
Free  ammonia  is  not  necessary  for  this  action.  Colourless  ammonium  sulphide, 
free  from  the  polysidphide,  precipitates  nickel  completely  as  sulphide,  and  the 
filtrate,  in  the  absence  of  air,  will  be  free  from  nickel  and  colourless. 
Ammonium  monosulphide  rapidly  oxidises  to  polysulphide  when  exposed  to  the 
air,  and  it  is  almost  impossible  to  prevent  some  nickel  passing  into  the  filtrate, 
particularly  when  working  with  large  quantities  of  this  metal.  It  is  useless  to  try 
and  get  the  brown  solution  clear  by  filtration.  The  best  method  of  dealing  with 
the  coloured  filtrate  is  to  coagulate  the  nickel  sulphide  by  5  or  10  minutes' 
boiling ;  re-filtration  is  then  generally  successful.  These  troubles  are  alleviated 
by  passing  hydrogen  sulphide  into  the  warm  ammoniacal  solution. 

If  the  solution  of  nickel  be  free  from  foreign  salts — ammonium  chloride,  etc. — 
colourless  ammonium  sulphide  forms  a  brown  colloidal  solution  of  the  sulphide 
which  passes  through  the  filter  paper.  The  sulphide  is  then  precipitated  by 
adding,  say,  ammonium  chloride. 

Action  of  Adds  upon  Nickel  and  Cobalt  StUphides.-^These  sulphides,  once 

c — ^ 

tion  so  slightly  acid  that  the  ferric  hydroxide  is  scarcely  dissolved  ;  and  less  nickel  is  absorbed 
by  increasing  the  amount  of  ammonium  salt— chloride,  niti-ate,  or  sulphate— in  the  solution,  and 
decreasing  uie  amount  of  ammonia.  If,  therefore,  the  precipitation  of  ferric  hydroxide  be 
made  in  presence  of  ammonium  chloride,  and  so  little  ammonia  that  the  filtrate  is  perceptibly 
acid,  the  separation  of  iron  and  nickel  is  a  ''good  one."  Schwarzberg*s  method  of  separation 
(P.  Schwarzberg,  Liebig^s  Ann.,  97.  216,  1856  ;  J.  F.  W.  Herschel,  Ann,  Chim,  Phys,  (8),  ^9. 
306,  1887)  depends  on  the  nice  adjustment  of  the  "  neutralisation  "  so  that  the  fluid  loses  its 
transparency  without  showing  the  least  trace  of  a  distinct  precipitate,  and  fails  to  recover  its 
clearness  after  standing  some  time  ;  the  solution  is  boiled,  and  the  iron  hydroxide  is  said  to  be 
precipitated  comparatively  free  from  nickel  (R.  Fresenius,  Quantitative  Chemical  Analysis, 
London,  i.  487,  1876). 

^  A.  Lecrenier,  Chem,  Ztg.,  13.  486,  449,  1889  ;  R.  Fresenius,  Joum.  prakt,  Chem.  (I),  82. 
257,  1861 ;  A.  Yilliers,  Compt.  Rend.,  IZ9.  1208,  1263,  1894  ;  U.  Anthony  and  G.  Magri,  Qazz, 
Chim.  Jtal.,  32.  ii.,  265,  1901. 
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*ormed,  are  generally  said  to  be  insoluble  in  acetic  and  hydrochloric  acids.  The 
alleged  '*  insolubility "  is  a  misnomer,  because  relatively  large  amounts  of  the 
two  sulphides  do  dissolve  in  dilute  hydrochloric  acid — 1  volume  acid,  sp.  gr.  1*12, 
with  5  volumes  of  water. ^  The  reverse  action,  the  precipitation  of  the  sulphides 
in  acid  solution  by  hydrogen  sulphide,  is  also  exceedingly  slow.  If  over  a  trace 
of  acetic  or  hydrochloric  acid  be  present,  neither  sulphide  will  be  precipitated  in 
the  cold ;  but  if  the  solution  be  hot,  both  nickel  and  cobalt  sulphides  will  be  pre- 
cipitated in  the  presence  of  ammonium  or  sodium  acetate.  Cobalt  and  nickel 
sulphides  become  "  insoluble ''  in  these  acids  on  standing  for  some  time,  or  on 
heating.     They  then  require  digesting  with  aqua  regia  for  their  solution.^ 

§  195.  The  Separation  of  Manganese  from  Cobalt  and  Nickel. 

Precipitation  of  Nickel,  Cobalt,  and  Manganese  Sidphides.^ — The  filtrate  from 
the  zinc  sulphide  is  neutralised  with  ammonia,  and  an  excess  of  ammonia  (free 
from  carbonate)  is  added  to  the  solution.  Hydrogen  sulphide  is  passed  through 
the  warm  (70*-80*)  solution,  whereby  the  mixed  •  sulphides  of  manganese, 
cobalt,  and  nickel  ^  are  precipitated.  The  alkalies  and  alkaline  earths  remain  in 
solution.  Filter  ^  at  once,^  and  wash  with  water  containing  a  little  ammonium 
sulphide  and  chloride  in  solution. 

The  filtrate  may  come  through  brown.  In  any  case — clear  or  brown — 
evaporate  the  filtrate  to  about  50  c.c. ;  add  freshly  prepared  ammonium  sulphide ; 
acidify  with  acetic  acid ;  and  boil  for  some  time.  This  will  curdle  the  sulphides 
not  retained  on  the  filter  paper,  and  allow  them  to  be  readily  removed  by  filtra- 
tion. The  danger  of  losing  nickel  and  cobalt  sulphides  is  here  so  serious  that, 
if  any  metal  escaped  with  the  first  filtrate,  it  is  advisable  to  test  the  filtrate 
again  to  make  sure  that  all  the  cobalt  and  nickel  have  been  precipitated. 

Precipitation  of  N'ickel  and  Cobalt  Sulphides, — The  washed  precipitate  is 
dissolved  in  aqua  regia,  and  boiled  to  expel  the  excess  of  acid.  Add  an  excess 
of  sodium  carbonate  to  the  solution,  and  then  acetic  acid  ^  until  the  solution  is 
faintly  acid.  Add  3  to  5  grms.  of  sodium  or  ammonium  acetate ;  ^  dilute  the 
solution  to,  say,  200  c.c. ;  pass  hydrogen  sulphide  through  the  warm  solution 
(70"-80").  The  sulphides  of  cobalt  and  nickel^  are  precipitated,  the  manganese 
remains  in  solution.  Filter  at  once  through  a  close-packed  filter  paper,  and  wash 
with  hydrochloric  acid  (sp.  gr.  1  "025)  saturated  with  hydrogen  sulphide  in  order 
to  remove  any  manganese  sulphide  precipitated  with  the  cobalt  and  nickel 
sulphides. 

The  risk  of  losing  cobalt,  and  particularly  nickel,  is  here  very  great.  Hence, 
make  sure  that  the  precipitation  is  complete  by  evaporating  the  clear  filtrate  to 
50  c.c. ;  add  an  excess  of  ammonium  sulphide  ;  acidify  with  an  excess  of  acetic 


»  H.  Baubigny,  Compt,  Jtend,,  94.  963,  1183,  1261,  1417,  1473,  1716,  1882;  95.  36,  1882; 
105.  751,  806,  1887 ;  106.  132,  1888  ;  Cliem,  News,  57.  65,  1888. 

*  W.  Herz,  2eU.  anorg,  Chem  ,  27.  390,  1901  ;  28.  342,  1901. 

^  R.  Fresenius,  AnUitung  zur  qtumUitativen  AnalysSf  Braunschveig,  I.  679,  1875;  London, 
I.  429,  1876. 

**  Also  copper,  if  present. 

^  A  close-packed  filter  paper  must  be  used,  say,  C.  Schleicher  and  Schiiirs  No.  689,  or  M. 
Dreverhoffs  No.  331. 

"All  sulphides  precipitated  from  boiling  solutions  should  be  filtered  and  washed  at  once,  so 
as  to  prevent  oxidation.  S.  P.  Sharpies,  Amer.  J,  Science  (2),  50.  248,  1870  ;  Chem,  News^  22. 
259.  1870. 

^  W.  Funk  {Zeit,  ancU,  Chem,,  45.  562,  1906)  uses  formic  acid. 

^  Say  5  grms.  of  ammonium  acetate  per  gram  of  cobalt  or  nickel. 

•  Also  copper,  zinc,  and  uranium,  if  present.  W.  Gibbs,  Amer.  J.  Science  (2),  39.  62,  1865  ; 
Chem.  News  J  n.  147,  1865. 
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acid,  and  warm  the  solution.  If  nickel  or  cobalt  be  present,  a  precipitate  will  be 
formed.  Filter.  Test  the  filtrate  as  before.  When  all  the  cobalt  and  nickel 
has  been  precipitated,  wash  as  before.^ 

Dry  the  filter  paper  and  contents.  Incinerate  to  burn  oif  the  paper. 
Dissolve  the  precipitate  in  hydrochloric  acid  mixed  with  a  little  nitric  acid,  and 
determine  the  nickel  and  cobalt  separately  as  indicated  below. 

§  196.  The  Separation  of  Cobalt  and  Nickel— Fischer's 

Nitrite  Process. 

Fischer's  process^  depends  on  the  formation  of  an  'insoluble"  potassium 
cobaltinitrite — Fischer's  salt — under  conditions  where  the  corresponding  nickel 
salt  is  soluble.  If  necessary,  evaporate  the  solution  containing  the  mixed  cobalt 
and  nick^el  salts  to  dryness.  Take  up  the  residue  with  one  or  two  drops  of 
concentrated  hydrochloric  acid,  and  as  little  water  as  possible.  It  is  said  that 
the  presence  of  two  parts  of  cobalt  per  million  can  be  detected  in  this  way. 

Precipitation  of  Potcuiium  Cobaltinitrite, — Add  caustic  potash  *  to  the 
solution  under  investigation  until  the  precipitate  is  no  longer  formed  on  adding 
another  drop  of  alkali.  The  solution  will  then  have  an  alkaline  reaction. 
Acidify  the  solution  with  an  excess  of  acetic  acid.^  Suppose  that  the  total 
volume  is  between  5  and  10  c.c.  Add  half  this  volume  of  a  50  per  cent, 
solution  of  potassium  nitrite,^  and  stir  the  solution  vigorously.  Let  the  solution 
stand  for  24  hours  in  a  warm  place.  Test  if  the  precipitation  is  complete  by 
pipetting  off  a  little  clear  solution  and  adding  a  little  more  potassium  nitrite. 
If  precipitation  be  not  complete,  transfer  the  small  portion  back  to  the  main 
solution,  and  repeat  the  treatment  with  the  potassium  nitrite  solution,  etc. 

Filter  the  solution  containing  the  yellow  crystalline  precipitate.®  Use  the 
clear  filtrate  for  washing  the  precipitate  on  to  the  filter  paper.  Wash  the 
precipitate  with  a  barely  acid  5  per  cent,  solution  of  potassium  nitrite^  until 

^  The  manganese  in  the  filtrate  from  the  nickel  and  cobalt  salpfaides  is  determined  as 
indicated  on  page  374. 

2  A.  Duflosand  N.  VV.  Fischer,  Pogy.  Ann,,  72.  475,  1847  ;  74.  116,  1849  ;  H.  Rose,  16., 
110.  411,  1860  ;  A.  Stromeyer,  Liebig's  Ann,,  96.  218,  1855 ;  W.  Gibbs  and  F.  A.  Genth,  ih., 
Z04.  309,  1857  ;  Vhem.  News,  28.  51,  1878  ;  H.  Baubigny,  Ann.  Chim.  Phys,  (6),  17.  108, 
1889  ;  F.  Gauhe,  Zeit,  anul.  Chem.,  4.  56,  1865  ;  5.  74,  1866 ;  A.  Brauner,  ib.,  16.  195,  1877  ; 
0.  Brunck,  Zeit.  angew,  Chevi.,  20.  834,  1847,  1907  ;  H.  Herrenschmidt  and  E.  Capilli,  Le 
Cobalt  et  le  Nickel,  Rouen,  1888  ;  Chem.  Neics,  69.  112,  128,  142,  1894  ;  Zeit,  anal,  Ch4!m.,  32. 
607,  1893  ;  W.  Funk,  ib.,  46.  1,  1907. 

^  Some  of  the  very  best  grades  of  caustic  alkali  contain  nickel  derived  from  the  dishes  in 
which  the  alkalies  were  made.  Iron,  alumina,  and  silica  also  appear  in  all  but  the  very  best 
grades  of  caustic  alkali 

*  L.  L.  de  Kouinck  {Bull,  Stx^.  Chim.  Belg.,  23.  11,  200,  1909)  considers  that  the  precipita- 
tion is  more  complete  if  the  solution  contains  a  little  free  nitric  acid  and  more  }K)tassium  nitrite 
is  added  than  suffices  to  neutralise  the  nitric  acid. 

'  Potassium  Nitkitb  Solution. — 1  grm.  of  the  salt  per  2  c.c.  of  water,  and  just 
neutralise  the  solution  with  acetic  acid.  The  solution  is  prepared  for  use  as  required.  If  the 
solution  has  any  flecks  of  insoluble  alumina  or  silica,  filter.  Always  test  each  batch  of  potassium 
nitrite  for  silica,  alumina,  and  lead  before  it  is  used. 

^  If  alkaline  earths,  copi)er,  or  lead  be  present,  some  nickel  may  be  precipitated  with  the 
cobalt  owing  to  the  formation  of  triple  nitrites  of  lead,  potassium,  nickel,  and  the  third  element 
It  is  also  important  to  use  freshly  prepared  ammonium  sulphide,  or  ammonia  free  from 
carbonates,  in  separating  the  alkaline  earths  from  the  ammonium  sulphide  group.  H.  Baubigny, 
Compt.  Rend.,  lifj,  1148,  1888.  Zinc  and  cadmium  do  not  give  precipitates  when  treated  by 
the  nitrite  process. 

^  Some  recommend  washing  with  a  10  per  cent,  solution  of  potassium  acetate  containing  n 
little  potassium  nitrite,  because  the  potassium  acetate  can  be  removed  by  washing  with  alcohol, 
in  which  it  is  fairly  soluble,  while  |>otassium  nitrite  is  but  sparingly  soluble  in  this  solvent. 
B.  Brauner,  Zeit.  anal.  Chem.,  16.  195,  1877.  There  is  no  need  for  the  alcohol  washing  here, 
and  potassium  nitrite  alone  gives  better  results. 
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1  c.c.  of  the  wash- water  boiled  with  hydrochloric  acid  and  treated  with  caustic 
potash  and  bromine  gives  no  black  precipitate  of  nickel  hydroxide,  or  until  a 
portion  of  the  filtrate  neutralised  with  ammonia  is  not  coloured  brown  with 
ammonium  sulphide. 

Precipitation  of  Cobalt  Hydroxide, — Transfer  the  precipitated  potassium 
cobaltinitrite  ^  to  a  porcelain  dish,  cover  with  a  clock-glass,  and  add  hydrochloric 
acid  until  no  more  nitric  oxide  is  evolved,  showing  that  the  nitrite  is  decomposed. 
Treat  the  solution  with  an  excess  of  caustic  potash  and  bromine  ;^  take  care  that 
the  solution  is  kept  alkaline  with  potash.  The  cobalt  is  precipitated  as  black 
cobalt  hydroxide.  Filter  through  a  close-packed  filter  paper  and  wash  by 
decantation  with  hot  water.  Dry  and  ignite  the  filter  paper  and  precipitate  in 
a  Rose's  crucible.  Cool  and  weigh.  Ignite  the  contents  of  the  crucible  in  a 
stream  of  hydrogen,  and  weigh  as  metallic  cobalt.^ 

Pwrification  from  Silica, — Owing  to  the  large  amount  of  alkali  used  in  these 
determinations,  the  precipitates  are  particidarly  liable  to  contamination  with 
silica  and  alumina  from  the  glass,  etc.  To  remove  the  silica,  treat  the  oxide 
with  hydrochloric  acid  in  a  porcelain  crucible ;  evaporate  the  mass  to  dryness ; 
mix  with  concentrated  hydrochloric  and  nitric  acids;  add  hot  water;  filter; 
wash  with  hot  water ;  ignite  the  paper  and  contents ;  and  weigh  as  silica — SiOg. 
Dede  ^  claims  that  if  potassium  or  sodium  persulphate  is  used  in  place  of  bromine, 
so  slight  an  excess  of  alkali  hydroxide  is  needed  that  the  precipitated  cobalt  (or 
nickel)  oxides  can  be  easily  washed. 

Ignition  in  a  Rosens  Crucible. — Rose's  crucible  ^  has  an  opening  in  the  lid  for 
the  introduction  of  an  earthenware  pipe  A  for  leading  gas  into  the  red-hot 
crucible.^  The  arrangement  for  this  particular  experiment  is  indicated  in  fig. 
138.  The  hydrogen  7  is  generated  in  a  Kipp's  apparatus,  B,  The  hydrogen 
should  be  freed  from  arsenic,  antimony,  phosphorus,  and  carbon  compounds  by 
washing  in  a  solution,  C,  of  potassium  permanganate  in  concentrated  sulphuric 
acid ;  from  sulphur  compounds  by  washing  in  a  concentrated  solution  of  caustic 
soda,   D\  and   dried   by   passing  through   a  tower  of  calcium  chloride,   E.^ 


^  0.  L.  Erdmann,  Joura.  prakt.  Chem.  (1),  97.  397,  1866;  M.  St  Evre,  ib,  (1),  54.  84, 
1861  ;  Compt.  Bend.,  33.  166,  1851  ;  A.  Remele,  Zeit.  anal.  Chem.,  3.  313,  1864  ;  W.  Braun, 
t6.,  6.  72,  1867 ;  7.  313,  1868  ;  A.  Rosenheim  and  l.  Koppel,  Zeii.  anorg.  Chcm.,  17.  35,  1898  ; 
R.  Wegacheider,  ih.,  49.  441,  1906  ;  T.  Rosenbladt,  Ber.,  19.  2535,  1886  ;  S.  P.  Sadtler,  Amer. 
J.  Science  {2),  A^,  189,  1870;  Ch&m.  News,  22.  8,  15,  26,  1870;  W.  Blomstrand,  Chemie  der 
JetztzeU,  Heidelberg,  414, 1869. 

'  L.  Dede  {Chem.  Ztg.,  35.  1077,  1911)  recommends  sodium  or  potassium  persulphate  in 
place  of  bromine,  since  only  enough  alkali  is  then  needed  to  ensure  alkalinity  after  the  addition  of 
the  persulphate.  The  precipitation  occurs  in  cold  after  standing  one  or  two  hours  with  frequent 
shaking. 

5  T.  Bayley,  Chem.  News,  34.  81,  1876  ;  A.  Camot,  ib.,  59.  183,*  1889  ;  Campt.  Reiid.,  lo8. 
741,  1889 ;  B.  Brauner,  Zeit.  anal.  Chem.,  16.  195,  1877. 

■»  L.  Dede,  Chem.  Ztg.,  35.  1077,  1911. 

"  H.  Rose,  Pogg.  Ann.,  no.  128,  1860.  In  the  absence  of  a  Rose's  crucible,  an  ordinary 
crucible  and  a  common  clay  pipe  of  such  a  size  that  the  mouth  of  the  inverted  bowl  will  just 
pass  into  the  crucible  may  be  used.  E.  Murmann  {Monais.  Chem.,  19.  403,  1898)  has  a  Gooch's 
crucible  with  a  tube  extension  below  the  perforated  base  whereby  the  sulphide  can  be  filtered 
as  in  Gooch*s  crucible,  and  subsequently  heated  in  a  current  of  any  desired  gas.  The  tubes 
are  easily  broken,  and  they  are  therefore  expensive. 

•  W.  Gibbs  {Chem.  News,  28.  30,  1873  ;  R.  H.  Lee,  ib.,  24.  234,  1871  ;  Amer.  J.  Science 
(3),  2.  44,  1871)  recommends  a  circular  disc  of  porous  earthenware  aboife  the  substance  to  be 
heated,  and  below  the  gas  inlet  pipe.  The  gases  pass  through  the  disc  to  the  substance  to  be 
reduced  by  diffusion.  Mechanical  loss  is  thus  prevented.  The  "soft"  porous  capsule  can  bo 
easily  filed  to  fit  the  crucible  perfectly. 

'^  Not  coal  ffas,  because  of  the  formation  of  cobalt  carbides. 

*  E.  Schobig,  J(mm.  prakt.  Chem.  (2),  14.  289,  1877  ;  E.  Varenne  and  E.  Hebre,  Bull. 
Soe.  Chim.  (3),  28.  523, 1902. 
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EiploBiona  maj  be  prevented  bj  placing  a  glass  tube  contaioing  cotton-wocd 
between  discs  of  wire  gause  immediately  after  the  drying  tower.'  See  page  150. 
The  Kobe's  crucible  is  placed  in  position,  and  when  the  air  has  been  expelled 
by  the  hydrogen  generated  in  the  Kipp's  apparatus,  light  the  burner  aud 
gradually  raise  the  temperature  of  the  crucible  and  contents  to  bright  redness.^ 
The  current  of  gas  ^  should  be  so  regulated  that  from  about  two  to  four  bubbles 
per  second  pass  through  the  waah-bottle  during  the  earlier  stages  of  the  reduction, 
when  comparatively  large  volumes  of  steam  are  l>eing  evolved.  The  velocity 
of  the  stream  may  then  be  increased  to  about  eit-ht  bubbles  per  second.  In 
about    10   or    15   minutes  the   oiide  will  no  doubt  be  all  reduced  to   metal ; 


Fia.  138.— Reduction  of  culialtnxidr. 

remove  the  flame ;  and  let  the  crucible  cool  in  the  current  of  gas.     Place  the 
crucible  in  a  desiccator,  and,  when  cold,  weigh  as  metallic  cobalt.     For  example : 

Rose's  crucible  plus  metal 15-3672  grms. 

Rose's  crucible  alone 14-8731  grms. 

Metallic  cobalt 0"4811  grm. 

The  reduction  is  necessary  because  oxides  of  varying  degrees  of  oxidation 
are  formed  by  the  ignition  in  air.  Some  prefer  to  convert  the  oxides  into 
aulpliates  before  weighing,  and  thus  avoid  the  reduction.' 

'  R.  FrcMniuB.  ZtiL  aual.  Uhe,n.,  la.  73,  1873  ;  C.  <i.  lloiikina,  J'mm.  A«u:r.  Cktm.  Sot., 
21.  646.  1899  ;  fhcm.  A'™.,  8l.  134,  1900. 

^  TliB  reduction  of  oobait  oxide  commences  about  132°— W.  Miiller,  Pogg.  ^na.,  136.  51, 

'  J.  Haberiiiann  {ZeU.  ana!.  Chem.,  38.  88,  1889)  rwommends  an  alloy  of  tin  with  88-84 
IKr  cent,  of  zinc  in  preference  to  zinc  alone.  The  form  i.f  Habemiann's  alloy  remaiag  the  same 
after  tUa  zinc  has  dissolved,  and  in  eonsequenee  noiu'  falls  into  the  loner  bulb  of  Kipp'a 
generator, 

*  K.  J.  Maumpiie,  Compl.  fi™/.,  75.  179,  1874  ;  F.  Gaiihe,  Zat.  a>.al.  Chtm.,  4.  63,  1886  : 
W.  J,  Susiell,  JuiiTH.  CliriH.  Sue.,  16.  51,  1863. 
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Determination  of  Nickel. — The  nickel  is  determined  ^  in  the  filtrate  from  the 
cobalt  by  acidifying  the  solution  with  hydrochloric  acid  in  order  to  decompose 
the  nitrite.  Precipitate  the  black  nickel  hydroxide  by  adding  caustic  potash 
and  bromine  as  just  indicated  for  cobalt-  The  dark  brown  precipitate  of 
Ni(0H)3  is  reduced  to  the  metallic  state  in  a  Rose's  crucible  as  described  for 
cobalt.  The  precipitate  may  also  be  ignited  in  an  ordinary  crucible,  and  weighed 
as  nickel  oxide — NiO.^ 

The  potassium  nitrite  process  is  by  no  means  perfect,  since  nickel  can  be 
afterwards  detected  with  the  cobalt,  and  cobalt  with  the  nickel.  The  error  in  the 
determination  of  the  cobalt  is,  however,  almost  balanced  by  the  slight  solubility 
of  the  potassium  cobaltinitrite  precipitate  in  the  mother  liquid.  The  precipitate 
should  not  be  allowed  to  stand  much  over  the  24  hours  without  attention.  This 
process,  as  indicated  above  (and  also  Liebig's  cyanide  process),  breaks  down  if 
alkaline  earths  be  present. 

§  197.  The  Separation  of  Nickel— Liebig's  Cyanide  Process. 

This  process  is  based  on  the  fact  that  nickel  hydroxide  alone  is  precipitated 
by  bromine  from  an  alkaline  solution  containing  an  excess  of  potassium  cyanide. 
The  nickel  probably  occurs  in  solution  as  a  double  cyanide  of  nickel  and 
potassium,  whereas  the  cobalt  occurs  in  solution  as  potassium  cobalticyanide. 
Bromine  reacts  with  the  former,  not  with  the  latter.** 

The  solution  of  the  mixed  sulphides  is  neutralised  with  potassium  hydroxide, 
and  treated  with  a  solution  of  "pure"  potassium  cyanide  until  the  precipitate 
first  formed  redissolves ;  add  more  potassium  cyanide — in  all,  3  or  4  grms. 
usually  suffice.  Then  about  5  grms.  of. potassium  hydroxide  are  added,  and 
about  5  c.c.  of  bromine,  with  constant  stirring,  until  the  nickel  is  all  precipitated. 
If  necessary,  add  more  potash  in  order  to  keep  the  solution  alkaline  throughout 
the  whole  process,  or  the  precipitation  will  not  be  complete.  The  nickel  should 
all  be  precipitated  in  about  an  hour.  Dilute  with  about  800  c.c.  of  cold 
water,  and  determine  the  nickel  as  indicated  above.^ 

The  cobalt  remaining  in  the  filtrate  as  potassium  cobalticyanide  is  evaporated 
with  dilute  sulphuric  acid  in  a  platinum  dish  on  a  water  bath ;  then  add  con- 
centrated sulphuric  acid,  and  evaporate  on  a  sand  bath  until  dense  white  fumes 
are  evolved  and  effervescence  has  ceased.  This  shows  that  the  colourless 
cobalticyanide  is  all  changed  to  rose-red  cobalt  sulphate.  Cool.  Dissolve  the 
residue  in  water,  and  precipitate  the  cobalt  with  bromine  in  alkaline  solution  as 
indicated  above. 

In  special  cases,  certain  other  methods  for  the  determination  of  cobalt  and 
nickel  are  useful.  If  suitable  apparatus  be  available,  the  electrolytic  methods  of 
separation  are  splendid.     The  following  are  also  useful  in  special  cases. 


^  The  electrolytic  process,  page  394,  may  be  used,  and  in  fact  is  strongly  recommended, 
if  convenient 

*  If  the  bromine  be  omitted,  the  apple-green  precipitate  of  nickel  hydroxide — Ni(0H)2 — 
is  difficult  to  filter  and  to  wash  from  alkali. 

'  It  is  very  difficult  to  wash  the  precipitate  free  from  alkali.  The  oxide  can  be  washed 
with  water,  dried  and  weighed  Silica  can  be  determined  as  indicated  in  the  text  for  cobalt, 
or  the  solution  can  be  treated  with  ammonium  sulphide  and  the  precipitate  ignited  and  weighed 
as  NiO  or  metal. 

*  J.  von  Liebig,  LUhig's  Ann.,  65.  244,  1848  ;  87. 128,  1853  ;  F.  AVohler,  16.,  70.  256, 1849  ; 
F  Gauhe,  Zeit,  anal.  Chem,.,  5.  75,  1866;  C.  Krauss,  /6.,  30.  227,  1891  ;  Chem.  News,  63. 
254,  264,  280,  293,  1891  ;  W.  Gibbs,  ib.,  II.  125,  1866  ;  Ainer.  J.  Science  (2),  39.  68,  1865. 

*  Or  use  the  electrolytic  process,  page  894,  which  gives  better  results  than  the  process  indi- 
cated in  the  text. 
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§  198.  The  Separation  of  Small  Amounts  of  Cobalt  from  Larg^e 
Amounts  of  Nickel— Ilinsky  and  Knorre's  Nitroso-j3-naphthol 
Process. 

This  process^  depends  on  the  fact  that  a  solution  of  nitroso-)^-naphthol 
precipitates  cobalt  from  a  raized  solution  of  cobalt  and  nickel.  The  reagent 
is  so  sensitive  that  a  visible  turbidity  is  produced  in  solutions  which  give  no  sign 
of  cobalt  by  the  nitrite  process.  The  precipitate  is  rather  bulky,  so  that  the 
process  is  roost  convenient  for  separating  small  quantities  of  cobalt  from  com- 
paratively large  amounts  of  nickel. 

Add  a  little  sulphuric  acid  to  the  solution  of  the  mixed  sulphides  indicated 
above,  and  evaporate  the  solution  on  a  sand  bath  until  white  fumes  of  sulphuric 
acid  are  evolved.  Cool.  Dilute.  Add  5  c.c.  of  concentrated  hydrochloric  acid, 
and  then  a  hot  acetic  acid  solution  of  freshly  prepared  nitroso-/^-naphthol  ^  as 
long  as  a  precipitate  of  cobalti-nitro8o-)3-naphthol  is  produced.  Let  the  volumin- 
ous precipitate  settle.  Test  the  clear  solution  with  more  reagent  to  find  if  the 
precipitation  is  complete.  Let  the  mixture  stand  overnight.  Filter.  Wash 
with  cold  water,  then  with  a  hot  12  per  cent,  solution  of  hydrochloric  acid  so  as 
to  remove  the  nickel  salt,  which  is  soluble  in  hydrochloric  acid.  Wash  with  hot 
water  until  the  filtrate  is  free  from  acid.  Dry  the  precipitate  and  place  it  in  a 
Rose's  crucible.  Add  a  little  pure  oxalic  acid,^  and  raise  the  temperature 
gradually  in  order  to  avoid  loss  by  spurting.  Finish  the  ignition  over  a  Teclu's 
burner.  When  the  carbon  of  the  filter  paper  is  all  consumed,  reduce  the^ cobalt 
to  metal  by  heating  in  a  current  of  hydrogen.  Cool,  and  weigh  the  metallic 
cobalt.* 

The  greatest  difficulty  in  this  process  is  the  elimination  of  carbon.  The 
cobalt  seems  to  form  a  compound  with  carbon  which  is  not  destroyed  even  by 
ignition  over  a  blast.  Ilinski  and  Knorre's  reagent  also  precipitates  copper, 
chromium,  and  iron,  but  it  is  not  affected  by  the  presence  of  magnesia  and  lime. 
It  does  not  precipitate  aluminium,  lead,  cadmium,  manganese,  nickel,  mercury, 
and  zinc,  although  these  constituents  may  be  carried  down  mechanically  with 
the  cobalt  precipitate.  The  latter  must  then  be  purified  by  solution  and  re- 
precipitt\tion. 


§  199.  The  Separation  of  Small  Amounts  of  Nickel   from   Large 
Amounts  of  Cobalt— Brunck's  a-Dimethylglyoxime  Process. 

If  an  excess  of  a-dimethylglyoxime  be  added  to  a  strongly  ammoniacal 
solution,  containing  both  nickel  and  cobalt  salts,  and  if  the  solution  be  boiled 
a  short  time,  1  part  of  nickel  in  the  presence  of  500  parts  of  cobalt  will  pro- 
duce a  rose  coloration.     When  small  quantities  of  nickel  are  in  question,  the 


'  M.  Ilinsky  and  G.  von  Knorre,  Ber.,  18.  699,  2728,  1885  ;  20.  283,  1886  ;  Chem,  Neion,  52. 
301,  1885  ;  C.  Kraiiss,  ZeiL  anal,  Chem.,  30.  227,  1891  ;  L.  L.  de  Koninck,  Rev.  Univ.  Mines, 
9.243,  1890;  C'A^wi.  News,  62.  19,  1890;  C.  Meineke,  ZeiL  angcw.  Chem.y  I.  8,  1888;  M. 
Ilinsky,  (Vtem.  Ztt/  ,  19.  1421,  1885;  H.  Copaux,  Bull.  Soc,  Chim.  (3),  29.  801,  1903;  Ckem, 
News.  87.  291,  1903. 

'  NiTR080-3-NArHTH(»L  SOLUTION.- -Dissolve  8  grms.  of  the  solid  in  300  c.c.  of  cold  glacial 
acetic  acid.  Dilute  with  300  c.c.  of  water.  Filter.  The  solution  does  not  keep  very  well. 
Make  up  a  fresh  solution  about  once  a  month.     Nitroso-3-uaphthol  costs  8s.  per  100  grms. 

^  If  the  oxalic  acid  be  omitted,  the  results  are  usually  a  little  hi^h. 

*  The  nickel  can  be  determined  in  the  filtrate  by  evaporating  to  a  small  bulk  with  sulphuric 
acid,  and  expelling  most  of  the  acid  on  a  sand  bath.  The  nickel  may  then  be  precipitated  with 
caustic  potash  and  bromine  water  as  indicated  above. 
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solution  should  be  evaporated  almost  to  dryness.^  This  coloi*ation  is  best  seen 
when  the  solution  is  filtered  and  the  precipitate  shaken  with  water.  Larger 
amounts  of  nickel  give  a  scarlet  red  precipitate.  If  the  precipitate  be  dissolved 
in  a  mixture  of  chloroform  and  alcohol,  and  evaporated  to  dryness,  red  needles 
of  nickel-a-dimethylglyoxime  are  formed.^  The  reaction  is  applied  quantitatively 
as  follows : — 

Evaporate  the  solution  of  mixed  sulphides  to  dryness  on  a  water  bath. 
Dilute- the  residue  to  about  300  or  500  c.c,  such  that  the  cobalt  is  less  concen- 
trated than  O'l  grm.  per  100  c.c.  Warm  the  solution  to  about  50* ;  add  0*2 
grm.  of  dimethylglyoxime  in  alcoholic  solution,^  and  then  add  about  2  grms.  of 
sodium  acetate.^  Stir  the  solution  thoroughly,  and  let  it  stand  about  half  an 
hour.  A  voluminous  precipitate  of  the  nickel  oxime  separates.^  Filter  the  solution 
through  an  asbestos-packed  Gooch's  crucible.  Wash  with  warm  water  (50"),  and 
dry  for  about  an  hour  at  110**- 120',  after  which  there  should  be  no  further  loss 
on  drying.*  When  cold,  weigh  the  mass  as  CgHj^N^O^Ni,  and  multiply  the 
weight  so  obtained  by  0*2033  to  get  the  corresponding  amount  of  nickel  oxide, 
NiO.  There  is  no  danger  of  loss  of  nickel  if  the  precipitate  be  heated  below 
250'.'^  At  this  temperature  the  salt  begins  to  sublime  undecomposed.  The 
process  can  be  employed  for  separating  nickel  from  zinc,  manganese,  iron, 
aluminium,  and  chromium  in  ammoniacal  solutions  in  the  presence  of  sodium 
acetate.  With  zinc-nickel  mixtures,  for  example,  the  dimethylglyoxime  is 
destroyed  by  boiling  the  filtrate  from  the  nickel  with  hydrochloric  acid,  and  the 
zinc  precipitated  by  Gibb's  process. 

§  200.  The  Electrolytic  Process  for  Cobalt  and  Nickel— 
Fresenius  and  Bergmann's  Process. 

Nickel  and  cobalt  cannot  be  precipitated  satisfactorily  from  solutions  con- 
taining free  acids,  but  these  metals  are  readily  precipitated  from  solutions  of  the 
double  cyanides,  double  oxalates,  and  double  sulphates,  or  in  the  presence  of 


*  L.  TsJchugajeflF,  Ber.,  38.  2520,  1905;  K.  Kraut,  Zeit.  angew.  Cheuu,  19.  1793,  1906; 
0.  Brunck,  ib.,  20.  834,  1844,  1907  ;  Chem.  News,  99.  275,  1909 ;  A.  Ivanicki,  Stahl  Eisen,  27. 
858,  1908;  H.  Wdowiszewski,  ifc.,  27.  960,  1908;  29.  358,  1910  ;  P.  BogoluboflF,  ib.,  jo,  468, 
1911  ;  L.  V.  W.  Spring,  Jmim.  Ind.  Eng,  Chem.,  3.  265,  1911 ;  F.  Ibbotsou,  Cheni.  News, 
104.  224,  1911 ;  H.  Pederson,  Met.,  8.  885,  1911  ;  S.  W.  Parr  and  J.  M.  Lindgren,  Trans. 
Anver,  Brcus/ounders*  Assoc.,  $•  ^^^f  1912.  For  the  separation  of  nickel  and  palladium,  see 
M.  Wunder  and  V.  Thuringer,  Ann.  Chim.  Anal.,  17.  201,  1912.  Platinum  is  qualitatively, 
not  quantitatively,  precipitated — M.  Wunder  and  V.  Thuringer,  ih.,  17.  328,  1912. 

2  H.  Grossmann  and  B.  Schuck  {Chem.  Ztg.,  31.  535,  643,  911,  1907)  detect  nickel  under 
similar  circumstances  by  means  of  dicyanodiamidine  sulphate.  The  process  is  also  used 
quantitatively — H.  Grossmann,  B.  Schiick,  and  W.  Heilborn  {Bull.  Soc.  Iiul.  Rouen,  38.  116, 
125,  1910).     Dicyanodiamidine  costs  about  6d.  per  10  grms. 

^  a-DiMKTHYLOLYOXiME  SOLUTION.  —  Dissolve  0*2  grm.  of  a  -  dimethylglyoxime  — 
CHj.G:NOH  C  :  NOH.CHs — ^in  20  c.c.  of  98  per  cent,  alcohol.  Filter  the  solution  if  necessary. 
The  solution  will  not  keep  very  long.  In  1908  dimethylglyoxime  cost  12s.  per  10  grms.  ; 
and  in  October  1911  the  price  had  fallen  to  Is.  6d.  per  10  grms.  Hence  the  cost  factor  of  this 
useful  process  is  no  longer  so  serious  as  it  was. 

*  The  precipitate  is  soluble  in  free  mineral  acids.  Ammonium  and  sodium  acetates  render 
the  mineral  acids  inert. 

'  The  solution  should  not  have  more  than  half  its  volume  of  the  alcoholic  dimethylglyoxime, 
or  appreciable  amounts  of  the  nickelozime  may  be  dissolved.  Other^^ise  an  excess  of  the  solu- 
tiou  does  no  harm.  Theoretically,  four  times  as  much  dimethylglyoxime  by  weight  is  needed  as 
nickel  to  be  precipitated.  A  small  excess  suffices — say  five  times  ;  but  if  much  cobalt  he  present, 
a  greater  excess  is  needed,  owing  to  some  of  the  glyoxime  forming  a  complex  salt  with  the  cobalt. 

«  P.  Bogoluboff,  Stahl  Eisen.  29.  458,  1910. 

'  The  cobalt  can  be  determined  in  the  filtrate  by  evaporating  it  to  a  small  bulk  and  pro- 
ceeding as  indicated  above.  Brunck  recommends  the  joint  determination  of  cobalt  and  nickel, 
direct  determination  of  nickel,  and  cobalt  by  difference. 
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alkaline  acetates,  tartrates,  citrates,  etc.^  In  Fresenius  and  Bergmann's  process,^ 
which  is  most  generally  used,  the  double  sulphate  of  potassium  and  nickel,  or 
potassium  and  cobalt  in  ammoniacal  solutions^  is  employed.  The  presence  of 
sodium  phosphate^  or  ammonium  sulphate  is  favourable  to  the  deposition  of 
these  metals.  Cobalt  deposits  rather  more  slowly  than  nickel,  and  the  results 
with  cobalt  are  usually  a  little  too  high. 

The  Electrolyte. — Mix  the  given  solution  with  5-10  grms.  of  ammonium 
sulphate  and  30-40  c.c.  of  concentrated  ammonia  for  every  0*25-0'30  grm.  of 
the  nickel  or  cobalt  sulphate  or  chloride  ^  in  the  solution  under  investigation. 
Dilute  the  solution  with  distilled  water  until  it  occupies  a  volume  of  about 
150  c.c. 

The  Electrolysii, — The  solution  is  electrolysed  at  the  room  temperature  *  with 
a  current  density  of  1*0  to  1*5  amps.,  and  2*8  to  3*5  volts.  The  electrolysis  is 
completed  in  the  case  of  nickel  in  about  2^  to  3  hours;  and  in  the  case  of 
cobalt,  in  5  to  6  hours.^  Break  the  current ;  pour  off  the  exhausted  electrolyte 
(page  359) ;  wash,  dry,  and  weigh  the  deposit. 

The  deposited  nickel  adheres  firmly  to  the  cathode,  and  it  has  a  bright  silver- 
grey  colour,  sometimes  closely  resembling  the  appearance  of  the  platinum  itself. 
The  cobalt  deposit  is  generally  brown  or  black  in  colour.  It  is  rare  to  see  a 
brilliant  cobalt  deposit.  The  results  with  the  dark-coloured  cobalt  deposits  are 
quite  as  satisfactory  as  with  the  bright  deposits. 

If  too  little  ammonia  has  been  used  in  the  electrolyte,  some  nickel  may  be 
deposited  on  the  anode,  giving  low  results.  Too  much  ammonia  retards  the 
deposition  of  the  metals.  The  presence  of  ammonium  chloride  or  ammonium 
nitrate  also  retards  the  deposition  of  the  metals.^ 

A  couple  of  test  experiments  quoted  from  Fresenius  and  Bergmann's  paper 
show  that  good  results  can  be  obtained.     This  agrees  with  general  experience. 

Used         .... 
Found       .... 


Nickel. 

Cobalt. 

01283 

0'1280    grm. 

0-1233 

0  1286    grm. 

Treatment  of  Mixed  Cobalt  and  Nickel  Sulphides. — In  actual  analyses,  mixed 
cobalt  and  nickel  sulphides  are  often  obtained.  To  prepare  these  for  analysis, 
ignite  the  filter  paper  in  the  usual  manner  (page  390).  Dissolve  the  sulphides 
and  ash  of  the  paper  in  hydrochloric  acid  with  a  little  nitric  acid.  Evaporate 
the  solution  to  dryness  on  a  water  bath.  Dissolve  the  residue  in  a  little  dilute 
sulphuric  acid,  and  transfer  the  solution  to  the  platinum  basin  for  electrolysis ; 
add  5  grms.  of  ammonium  sulphate,  40-60  c.c.  of  ammonia ;  dilute  the  solution 
to  about  150  c.c.  with  distilled  water;  and  proceed  with  the  electrolysis  as 
indicated  in  the  text.  Weigh  the  mixed  deposit  as  metallic  "  cobalt  +  nickel." 
Dissolve  the  metals  in  hot  nitric  acid,  and  determine  either  the  nickel  or  the 


>  W.  GibbB,  ZeU.  anal.  Chem.,  3.  386,  1864  ;  ii.  10,  1872;  22.  658,  1883  ;  F.  Wrightaon, 
ife.,  15.  300,  1876  ;  T.  Schweder,  ib.,  16.  344,  1877  ;  W.  Ohl,  ib.,  18.  623,  1899  ;  C.  Luckow, 
Dingier' 8  Joum.,  177.  235,  1850. 

^  H.  Fresenius  and  F.  Bergmanu,  Zeit.  anal.  Clicm.,  19.  314,  1880. 

3  M.  S.  Cheney  and  E.  S.  Richards,  Amer.  J.  Science  (3),  14.  178,  1877. 

^  Nitrates  sliould  be  absent.  If  nitrates  be  present  in  the  solution,  evaporate  to  dryness 
with  sulphuric  acid  in  order  to  expel  the  nitric  acid. 

^  If  the  solution  is  electrolysed  at,  say,  45"*-50°,  1^  to  2  hours  arc  needed  for  the  electrolysis. 

^  To  test  for  the  end  of  the  electrolysis  in  a  colourless  solution,  transfer  about  1  c.o.  by 
means  of  a  pipette  to  a  test  tube.  Add  HgS  water.  A  brown  coloration  will  sliow  whether  the 
metal  is  all  deposited.  Yellow  ammonium  sulphide  is  not  so  good  for  making  the  test,  because 
its  yellow  colour  may  mask  the  colour  produced  by  small  quantities  of  nickel  or  cobalt. 

^  If  the  electrolysis  of  ammoniacal  solutions  be  too  protracted,  the  cathode  increases  in 
weight  as  soon  as  all  the  nickel  is  deposited,  possibly  owing  to  the  dissolution  of  the  anode — 
F.  P.  Treadwell,  Kurzes  Lehrbnch  der  analytiseJien  Chemiey  Leipzig,  2.  115,  1911. 
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cobalt  by  one  of  the  processes  described  in  this  work.     The  other  metal  can  be 
obtained  by  difference. 

Removed  of  the  Deposit  from  the  Electrode, — Nickel  is  difficult  to  remove  from 
the  cathode,  because  it  is  inclined  to  become  "passive."  Warm  nitric  or  sul- 
phuric acid  may  be  used  for  dissolving  the  metal.  Owing  to  the  close  resem- 
blance between  the  deposited  nickel  and  the  platinum,  special  care  must  be 
taken  to  dissolve  off  all  the  nickel  before  the  cathode  is  heated  ready  for  the  next 
determination.  It  is  very  difficult  to  remove  the  stain  left  on  platinum  when  it 
has  been  heated  in  contact  with  nickel.  The  removal  of  cobalt  presents  no 
particular  difficulty,  since  it  does  not  assume  the  passive  condition,  and  it  is 
readily  soluble  in  concentrated  nitric  acid. 

§  201.  The  Colorimetric  Determination  of  Small 

Quantities  of  Cobalt. 

Lampadius'  attempt  ^  to  determine  small  quantities  of  cobalt  from  the  reddish - 
brown  colour  produced  when  ammonia  is  added  to  the  solution  of  a  cobalt  salt 
was  not  very  successful.  The  colour  changes  on  exposure  to  the  air.^  Miiller 
used  a  colorimeter  for  estimating  the  amount  of  cobalt.  This  measured  the 
cobalt  in  terms  of  the  intensity  of  the  colour  of  solutions  of  its  salts  ;^  and 
Winkler,  recognising  that  the  colour  of  cobalt  solutions  is  complementary  to  that 
of  nickel  solutions,^  and  that  the  one  solution  therefore  neutralises  the  tint  of 
the  other,  foUnd  that  the  maximum  decolorisation  occurred  when  the  proportion 
of  nickel  was  to  cobalt  as  3  : 1.  Hence  Winkler  proposed  adding  nickel  or  cobalt 
to  a  given  solution  until  the  maximum  decolorisation  occurred.  This  furnished 
data  sufficient  to  compute  an  approximation  to  the  amount  of  nickel  and  of  cobalt 
in  a  given  solution.     The  process  is  not  very  reliable. 

Skey,^  as  indicated  on  page  385,  found  that,  when  solutions  of  cobalt  thio- 
cyanate  are  shaken  up  with  ether  or  alcohol,  a  blue  superincumbent  layer  is 
obtained,  and  this  reaction  is  sometimes  inaptly  called  "  Vogel's  test "  for  cobalt. 
Skey  suggested  shaking  out  the  solution  of  cobalt  thiocyanate  with  ether  as  a 
means  of  separating  cobalt  and  nickel ;  and  this  idea  was  later  employed  by 
Rosenheim  and  Huldschinsky,^  and  recommended  for  separating  cobalt  and  nickel 
by  a  process  similar  to  that  employed  by  Rothe  (page  456)  for  separation  of  iron. 

Skey  further  showed  that  the  blue  colour  is  destroyed  by  sodium  thiosulphate, 
sodium  acetate,  and  mercuric  chloride.     The  red  colour  of  ferric  thiocyanate,  if 

^  W.  A.  Lampadias,  Jtmm,  prakt,  Chem,  (1),  13.  385,  1888. 

^  T.  Bodemann,  Anleitung  zur  Berg-  und  HiUtenmdnnischen  Probierkunst,  Clausthal,  456, 
1857. 

'  A.  Miiller,  Das  cainpleiiienlar  Colorimeter,  Chemnitz,  1854;  Joum.  prdkt,  Chem,  (1), 
60.  474,  1853 ;  F.  Defams,  ZeU,  anal,  Chem.,  3.  218,  494,  1864. 

*  R.  Wiener,  Joum.  prakt.  Chem,  (1),  61.  129,  1854;  C.  Winkler,  ib.  (1),  97.  414, 
1866;  R.  W.  Challinor,  Joum,  Roy.  Sot,  N.S,W„  38.  40o,  1905;  E.  J.  Maumene,  Compt. 
Rend.,  30.  209,  1850 ;  J.  H.  Gladstone,  Phil.  Mag,  (4),  9.  535,  1855  ;  T.  Bayley,  ib.  (5),  6. 
15,  1878;  Joum,  Chem.  Soc.,  37.  828,  1880;  J.  Bottomley,  Proc.  MancJiester  Lit,  Phil,  Soc,, 
19.  164,  1880;  Chem,  News,  42.  56,  1880;  M.  Knieder,  Berg,  Hutt,  Zig  ,  53.  243,  1894; 
F.  Dehms,  Dingler's  Joum.,  172.  440,  1864  ;  173.  436,  1864. 

»  W.  Skey,  Chem.  News,  16.  201,  1867;  H.  W.  Vogel,  Ber,,  8.  1533,  1875;  12.  2314, 
1879;  ZeU.  anal.  Chem,,  21.  563,  1882;  T.  T.  Morrell,  ib.,  16.  251,  1877;  Pharm.  Ccntr,, 
rj,  394,  1877  ;  W.  H.  Bettink,  Nederl.  Tijdschr.  Pharm.,  ll.  43,  1899.  H.  l>itz{Chem,  Ztg., 
2$.  109,  1901)  studied  the  changes  of  colour  of  cobalt  salts  by  the  action  of  glycerine,  ether, 
Alcohol,  acetone,  etc.  Skey  isolated  blue  acicular  cirstals  from  the  ethereal  smution  of  cobalt 
thiocyanate.  F.  P.  Tread  well  {Zeit,  anorg.  Chem,,  26,  108, 1901)  later  represented  the  composi- 
tion of  the  crvstals  by  the  formula  (NH4)aCo(SCN)4. 

f  A.  Rosenheim  and  £.  Huldscbinsky,  ZsU.  anal.  Chem.,  40.  809,  1901  ;  Ber,,  34.  2050, 
1901 ;  A.  Rosenheim  and  A.  Cohn,  i6.,  33.  1111,  1900  ;  F.  W.  Dootson,  Proc,  Cambridge  Phil. 
JSoc,  12.  125,  1903. 
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present,  masks  the  blue  colour  of  the  cobalt  thiocjanate,  and,  in  consequence,  the 
iron  must  be  removed.  Wolff  ^  proposed  removing  the  iron  by  first  adding  an 
excess  of  ammonium  thiocjanate,  and  then  neutral  sodium  carbonate  until  the 
blood-red  colour  of  the  ferric  thiocyanate  disappeared.  The  precipitated  ferric 
oxide  was  removed  by  filtration,  and  the  filtrate  shaken  with  ether  to  get  the 
cobalt-blue  coloration.  This  is  quite  satisfactory.  Bettink  preferred  reducing 
the  ferric  iron  to  the  ferrous  condition  by  means  of  sodium  thiosulphate  until 
the  red  colour  of  the  ferric  thiocyanate  disappeared.  The  filtered  solution  was 
then  treated  with  ether  as  before.  There  are  several  objections  to  the  use  of 
sodium  thiosulphate.  These  reactions  can  be  applied  to  the  colorimetric  deter- 
mination of  small  quantities  of  cobalt^  in  the  following  manner: — 

Standard  Solution. — Pipette  1  c.c.  of  standard  solution  of  cobalt  sulphate  ^ 
into  a  graduated  Nessler's  tube,*  25  to  30  c.c.  capacity.  Add  1  c.c.  of  dilute 
sulphuric  acid ;  5  c.c.  of  water;  0*2  grm.  of  solid  ammonium  thiocyanate;^  and 
water  up  to  the  10-c.c.  mark. 

Test  Solution, — Add  1  grm.  of  ammonium  thiocyanate  per  50  c.c.  of  the  solu- 
tion under  investigation,^  and  then  add  concentrated  sodium  carbonate — NagCOg — 
until  the  red  colour  of  the  ferric  thiocyanate  disappears.^  Filter  and  wash. 
Neutralise  the  filtrate  with  dilute  sulphuric  acid,  and  make  the  solution  up  to 
100  c.c.  Pipette,  say,  5  c.c.  into  a  Nessler's  tube ;  add  1  c.c.  of  dilute  sulphuric 
acid ;  and  make  the  solution  up  to  the  10-c.c.  mark  with  water. 

The  Comparison. — Fill  both  tubes  up  to  the  20-c.c.  mark  with  a  mixture  of 
ether  and  alcohol.®  Shake  the  mixture.  As  soon  as  the  ethereal  and  aqueous 
layers  have  separated,  compare  the  colour  of  the  ethereal  solutions,  and  note  if 
more  or  less  standard  solution  is  needed  to  make  the  tints  of  the  two  solutions  the 
same.  Add  a  diluted  solution  (say  1  in  10  c.c.)  of  the  standard  cobalt  solution  to 
the  paler-tinted  solution  from  a  burette  reading  to  ^\^  cc,  and  an  equivalent 
amount  of  water  to  the  other  solution,  until  the  tints  of  the  two  solutions  are  the 
same.  Or  make  up  other  standard  solutions,  if  necessary,  containing  more  or  less 
standard  cobalt  sulphate,  until  the  tints  of  the  standard  and  test  solutions  are 
the  same.     The  calculations  are  then  made  in  the  usual  manner. 

Example. — Suppose  6  c.c.  of  the  "filter  press  water  "of  a  pottery  be  evaporated  to 
dryness  and  the  residue  washed,  and  the  solution,  about  5  cc,  be  treated  as  described  in 
the  text.  After  a  comparison,  etc.,  the  test  solution  was  the  paler.  It  required  2*58 
c.c.  of  diluted  cobalt  sulphate  (10  cc.  of  standard  was  made  up  to  100  cc.  with  water) 
to  bring  the  tints  the  same.  Hence  the  standard  solution  had  0*000002  grm.  of  cobalt, 
and  the  test  solution  x-f- 0-00000258  grm.  of  cobalt.  Hence  a; =0*00000742  grm.  of 
cobalt  per  5  cc  of  filter  press  water.  But  0-00000742  x  2*204  =  0*00001635  grm.  cobalt 
chloride,  CoClj,  per  5  cc  ;  000033  grm.  per  litre ;  or  the  equivalent  of  0*00054  oz,  of 
anhydrous  cobalt  chloride  was  escaping  per  gallon  of  the  filter  press  water. 

The  aqueous  layer  retains  about  one-tenth  of  its  volume  of  ether,  and  also  a 
trace  of  cobalt ;  but  since  the  standard  and  test  solutions  are  similar,  the  error  is 


*  C.  H.  Wolff,  ZcU.  anai.  Chem,,  i8.  38,  1879;  C.  Zimmermann,  i6.,  20.  414,  1881; 
Liehig's  Ann.,  199.  1,  1879  ;  W.  H.  Bettiuk,  Nederl.  Tijdsehr.  Pharm.,  1 1.  64,  1899. 

^2  J.  W.  Mellor,  Trans.  Eng.  Cer.  Soc.,  8.  132,  1908. 

•*  Standard  Solution  of  Cobalt  Sulphate. — Dissolve  0*01  grm.   of  cobalt  in  dilute 
sulphuric  acid  and  make  the  solution  up  to  a  litre  with  water.     This  furnishes  a  solution  con 
taining  0*01  grm.  cobalt  per  1000  cc,  or  1  c.c.  is  equivalent  to  0*00001  grm.  of  cobalt. 

*  The  Nessler's  cylinders  are  about  17  cm.  high  and  13  mm.  intermu  diameter,  and  made 
from  colourless  glass.  The  cylinders  should  be  as  nearly  alike  as  possible,  and  stoppered.  See 
page  85. 

'  All  the  reagents  must  be  free  from  iron — see  page  200. 
"  Say,  a  solution  obtained  during  the  analysis  of  a  '*  stained  body  or  glaze.*' 
"^  If  no  iron  is  present,  the  treatment  with  sodium  carbonate  is  unnecessaiy. 
®  Ether- Alcohol  Mixture. — Methylated  ether,  5  vols. ;  isoamyl  alcohol,  5  vols.    No  naked 
flame  should  be  near  the  bench  when  ether  is  being  used. 
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negligibly  small.  Otherwise  the  ethereal  solutions  would  have  to  be  removed 
and  the  aqueous  layer  washed  out  with  ether,  and  the  two  solutions  compared  in 
any  convenient  way. 

This  method  is  useful  for  estimating  the  small  amounts  of  **  cobalt  '^  employed 
for  "bleaching"  china  clays,  pottery  bodies,  etc.^ 

§  202.  The  Evaluation  of  Cobalt  and  Nickel  Oxides. 

The  standard  for  commercial  "  black  oxide  "  of  cobalt  is  70  per  cent,  of 
metallic  cobalt,  corresponding  with  S9  per  cent,  of  cobalt  monoxide — CoO ;  but 
it  generally  contains  the  equivalent  of  71  to  72  per  cent,  metallic  cobalt.  The 
standard  for  "prepared  oxide  "is  74*5  per  cent,  of  metal,  corresponding  with 
9  4 '6  per  cent  of  CoO ;  but  commercial  samples  sometimes  run  as  high  as  76  to 
77  per  cent,  of  metallic  cobalt.  This  corresponds  with  96  to  98  per  cent,  of 
cobalt  oxide — CoO.  Hence,  in  evaluating  these  oxides,  a  determination  of  the 
percentage  of  cobalt  or  nickel  as  metal  generally  suffices.^  A  qualitative  test 
should  always  be  made.  If  any  of  the  metals  indicated  below  be  absent,  the 
process  can  be  abbreviated  accordingly. 

Assume,  in  the  extreme  case,  that  the  oxide  contains  silica,  some  metals  in  the 
hydrogen  sulphide  group,  iron,  aluminium,  manganese,  zinc,  nickel,  and  cobalt. 
In  evaluating  the  oxide,  therefore,  everything  is  got  into  solution  and  the  im- 
purities are  removed,  step  by  step.  For  a  full  analysis,  the  method  indicated 
in  the  schemes,  pages  319  and  387,  may  be  used ;  for  the  cobalt  and  nickel  oxides 
alone,  proceed  as  described  below. 

1.  Dissolution  of  the  Oxide. — Digest  half  a  gram  of  the  oxide  in  a  200-c.c. 
flask  with  10  c.c.  of  concentrated  hydrochloric  acid.  Filter  and  wash.  Fuse 
the  dried  and  ignited  insoluble  residue  with  sodium  carbonate;  take  up  the 
mass  with  hydrochloric  acid ;  evaporate  the  mixed  solutions  to  dryness. 

2.  Memoval  of  Silica,  Iron,  and  Aluminium. — Add  35  c.c.  of  concentrated 
ammonia  and  ammonium  chloride,  and  warm  the  mixture  until  the  residue  is 
disintegrated ;  filter ;  wash  with  hot  water  ;  rinse  the  residue  on  the  filter  paper 
back  into  the  flask;  pour  hot  dilute  hydrochloric  acid  (1:2)  through  the  filter 
paper  to  dissolve  the  precipitate,  collecting  the  runnings  in  the  flask  under  the 
funnel ;  wash  ;  boil  until  solution  is  complete ;  add  ammonium  chloride  and 
excess  of  ammonia  to  the  boiling  solution ;  Alter ;  wash  thoroughly  with  hot 
water ;  and  unite  the  two  filtrates.^ 

3.  Precipitation  of  Copper  by  Hydrogen  Sulphide. — Boil  off  any  excess 
of  ammonia ;  just  acidify  the  solution  with  hydrochloric  acid  ;  and  then  add 
5  c.c.  of  the  acid  in  excess ;  boil  a  few  minutes ;  dilute  to  about  250  c.c.  with 
water ;  pass  hydrogen  sulphide  to  precipitate  copper,  lead,  etc.  Filter,  and  wash 
with  water  saturated  with  hydrogen  sulphide;  and  boil  the  filtrate  to  expel 
the  hydrogen  sulphide. 

4.  Removal  of  Manganese. — Add  a  slight  excess  of  ammonia;  acidify  the 
solution  strongly  with  acetic  acid ;  add  1  to  2  grms.  of  ammonium  acetate ; 
heat  the  solution  to  70'  or  80' ;  saturate  the  solution  with  hydrogen  sulphide ; 
filter,  and  wash  with  hot  water.  The  manganese  remains  in  solution  ;  the 
cobalt,  zinc,  and  nickel  are  precipitated.     The  filtrate  probably  still  contains 


^  For  the  colorimetric  determination  of  nickel  by  the  use  of  potassium  thiocarbonate,  see 
M.  Lncas,  Bull.  Soe.  Chim.  (3),  21.  432,  1899;  C/iem.  News,  80.  39,  1899. 

'  For  the  analysis  of  cobalt  ores,  see  H.  Copauz,  Bull.  Soc.  Chim.  (3),  29.  301,  1903  ;  and 
for  the  analysis  of  nickel  ores,  A.  Hollard,  Ann.  Chim.  Anai.,  8.  401,  1903. 

'  The  amount  of  iron  and  alumina  is  usually  too  small  for  the  result  to  be  affected  by  the 
adsorption  of  salts  of  nickel  and  cobalt  by  the  precipitated  iron ;  if  otherwise,  use  the  basic 
acetate  separation. 
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traces  of  cobalt  and  nickel.  To  precipitate  these,  concentrate  the  solution 
by  evaporation ;  add  colourless  ammonium  sulphide ;  acidify  the  solution 
with  acetic  acid ;  warm ;  and  filter,  if  necessary,  into  a  separate  beaker. 
Test  the  filtrate  in  the  same  way ;  and,  if  necessary,  repeat  the  operation. 

5.  Removal  of  Zinc. — Wash  the  precipitated  sulphides  from  the  paper 
as  completely  as  possible ;  dry,  and  burn  the  paper ;  dissolve  everything  in 
hydrociiloric  acid  with  a  little  nitric  acid.  The  solution  contains  cobalt,  nickel, 
and  zinc.  To  remove  the  latter,  add  2  or  3  grms.  of  finely  crystalline 
ammonium  chloride ;  ^  evaporate  the  solution  to  dryness  on  a  water  bath  ; 
heat  the  solid  mass  until  all  the  ammonium  chloride  is  expelled.  Zinc  is 
volatilised  at  the  same  time.  When  cold,  dissolve  the  mass  in  aqua  regia 
and  evaporate  to  dryness.  The  solution  is  now  ready  for  the  separation  of 
cobalt  and  nickel  as  described  on  pages  389  e^  seq. 

Smalt  or  zaffre  may  be  fused  with  sodium  carbonate  and  sodium  nitrite 
(page  461),  or  broken  down  by  treatment  with  acids.  The  silica  can  be 
separated  by  evaporation  of  the  hydrochloric  acid  solution  (page  167),  and 
the  filtrate  treated  as  described  above  for  the  separation  of  iron,  or  by  the 
basic  acetate  process  (page  362).  Nickel,  cobalt,  bismuth,  iron,  lead,  and  arsenic, 
as  well  as  silica,  alumina,  alkalies,  and  alkaline  earths,  may  be  present.  The 
matt  blues  rich  in  alumina  are  best  fused  with  potassium  bisulphate,  or 
pyrosulphate.  Zinc,  phosphoric  and  arsenic  oxides,  as  well  as  cobalt,  nickel', 
silica,  etc.,  may  here  be  present. 

§  203.  The  Volumetric  Determination  of  Cobalt  and  Nickel. 

The  methods  which  have  been  suggested  up  to  the  present  for  the 
determination  of  cobalt  volume trically  are  not  satisfactory  except  under  special 
conditions,  and  hence  no  volumetric  method  for  cobalt^  has  won  a  place  in 
general  practice.  Volumetric  methods  for  nickel  also  fail  in  the  presence  of 
cobalt,  although  the  cyanide  process  for  nickel^  is  quite  good  when  cobalt  is 
absent,  or  only  present  in  minute  quantities,  and  when  copper,  silver,  gold,  and 
metals  of  the  platinum  group  are  absent. 

Theory  of  the  Cyanide  Process, — The  cyanide  process,  suggested  by  Moore  and 
by  Campbell  and  Andrews,  depends  on  the  fact  that,  if  potassium  cyanide  be  added 
to  a  feebly  ammoniacal  solution  of  a  nickel  salt,  a  double  cyanide  is  formed,  say, 

NiCla  +  4KCN  =  2KC1  +  Ni(CN)2. 2KCN ; 

^  R.  Fresenius  (J?(;i^.  anal.  Chem.,  21.  229,  1881)  says  that  5  grms.  of  ammonium  chloride 
suffice  for  0*2  grm.  of  zinc  oxide. 

''^  C.  Winkler  {Zeit.  anal.  Chein.^  3.  420,  1864)  titrates  with  potassium  permanganate  iu 
the  presence  of  mercuric  oxide.  H.  B.  Harris  {Joum.  Amer,  Chem.  80c. ,  20.  178,  1898) 
obtained  fair  results  with  hot  diUite  solutions,  not  with  concentrated  solutions.  N.  M'Calloch 
(Chem.  News  J  59.  51,  1889)  titrates  cobalt  cyanide  with  potassium  bichromate  after  the  addition 
of  Mohr'ssalt.  K.  Fleischer  {Joum.  prakl.  Chem.  (2),  1 10.  48,  1870)  precipitates  the  cobalt 
with  alkali  hypochlorite,  adds  an  excess  of  Mohr's  salt,  and  titrates  back  with  potassium  per- 
manganate. £.  Donath  (Ber.^  12.  1868,  1879  ;  Chem.  News,  41.  15,  1880)  oxidises  the 
cobalt  by  means  of  iodine  in  an  alkaline  solution,  and  distils  the  CogOj  with  hydrochloric 
acid  into  a  solution  of  potassium  iodide,  and  titrates  the  liberated  iodine  with  thiosulphate. 
M.  A.  van  Reis  and  F.  Wiggart  (Zet^.  angeto.  Cfiem.,  3.  695,  1890)  boils  the  cobaltous  salt 
with  zinc  emulsion  ;  adds  an  excess  of  potassium  permanganate,  and  titrates  back  witli  a 
solution  of  Mohr'ssalt.  C.  Rossler,  Liebig's  Ann.,  200.  323,  1880  ;  E.  Rupp  and  F.  Pfennig, 
Chem.  Ztg.t  34.  322,  1910  ;  G.  S.  Jamieson,  Joum.  Amer.  Chem.  Soc.f  32.  757,  1910. 

«  T.  Moore,  Chem.  News,  59.  160,  292,  1889 ;  72.  92,  1895  ;  H.  Brearley  and  H.  Jervis, 
16.,  78.  177,  196,  1898;  E.  D.  Campbell  and  W.  H.  Andrews,  Joum.  Amer.  Chem.  Sac., 
17.  125,  1895;  E.  D.  Campbell  and  W.  Arthur,  ib.,  30.  1116,  1908;  Chem.  News^^,  88, 
1908 ;  G.  W.  Sargent,  ib.,  21.  854,  1899  ;  C.  M.  Johnson,  vb.,  29.  1201,  1907 ;  H.  Grossmann, 
Chem.  Ztg.t  32.  1223,  1908;  H.  Grossmann  and  B.  Schiick,  Zeit.  anal.  Chem.,  47.  169, 
1908 ;  G.  Raulin,  MatiU.  Scient.,  74.  84,  1911. 
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and  if  the  solution  contains  a  little  silver  iodide  (or  a  mixture  of  silver  nitrate 
and  potassium  iodide)  the  solution  will  remain  turbid  until  enough  potassium 
cyanide  has  been  added  to  transform  all  the  nickel  to  the  double  cyanide. 
Further  additions  of  potassium  cyanide  dissolve  the  silver  iodide  to  a  clear 
solution.     Thus, 

Agl  +  2KCN  =  AgCN.KCN  +  KI. 

When  the  silver  iodide  is  all  dissolved,  it  will  be  obvious  that  the  trans- 
formation of  the  nickel  to  the  double  cyanide  is  completed.  Hence,  the 
potassium  cyanide  used  in  the  titration  represents  the  amount  of  potassium 
cyanide  used  for  the  formation  of  the  double  cyanide,  and  for  the  dissolution 
of  the  silver  iodide.  If  the  amount  of  the  potassium  cyanide  required  for 
the  dissolution  of  the  silver  iodide  be  known,  the  amount  required  for  the 
transformation  of  the  nickel  can  be  found  by  subtraction. 

The  Determination. — Add  2  c.c.  of  concentrated  sulphuric  acid  to  the  solution 
under  investigation.  Neutralise  the  solution  with  ammonia.^  Add  20  c.c.  of 
2N-NHg  to  the  neutral  solution,  and  then  2  c.c.  of  a  2  per  cent,  solution  of 
potassium  iodide,  and  5  c.c.  of  a  solution  of  silver  nitrate  (5*85  grms.  per  litre). ^ 
The  solution  will  now  be  turbid  owing  to  the  presence  of  silver  iodide.  Titrate  ^ 
the  cold  solution  with  a  standard  solution  of  potassium  cyanide  ^  until  the  solution 
is  clear,  showing  that  all  the  silver  iodide  is  dissolved.  A  black  background 
is  best  for  the  titration.  Add  more  silver  iodide,  so  as  to  make  the  solution 
turbid  again.  Again  titrate  with  the  potassium  cyanide  drop  by  drop  until  the 
last  drop  clears  up  the  opalescence.  The  temperature  of  the  solution  should  not 
exceed  20°,  or  disturbing  side  reactions  may  set  in. 

Example. — Suppose  it  be  found  that  31  c.c.  of  the  potassium  cyanide  solution  are 
needed  for  the  whole  titration  ;  that  1  c.c.  of  the  potassium  cyanide  solution  represents 
OHX)37  grm.  NiO  ;  suppose  3  cc.  of  silver  nitrate  are  needed  to  reproduce  the  turbidity 
the  second  time,  and  that  1  cc.  of  the  silver  nitrate  solution  represents  ^  cc.  of  the 
potassium  cyanide  solution.  In  all,  5+3  =  8  cc.  of  silver  nitrate  has  been  added, 
and  this  corresponds  with  ^  x  8  =  2*7  cc.  of  the  potassium  cyanide.  Hence  the  nickel 
corresponds  with  31  less  2*7=28-3  c.c.  of  potassium  cyanide,  or  28*3  x  0*0037,  i.e.  0*105 
grm.  of  NiO  in  the  given  solution. 

InJUience  of  Foreign  Siibstances.^ — Free  alkalies,  alkaline  earths,  alkaline  car- 
bonates, chlorides,  bromides,  phosphates,  have  no  marked  effect.  If  not  present  in 
excessive  amounts,  chromates,  manganese,  cobalt,  arsenic,  bismuth,  molybdenum, 
tin,  lead,  and  uranium  have  no  marked  effect.    With  manganese  the  indication  is 

^  The  ammonium  sulphate  so  formed  makes  the  indicator  more  sensitive.  If  barium,  or 
elements  which  form  insoluble  sulphateH,  be  present,  use  nitrates  or  chlorides,  not  sulphates. 

*  Since  1  grm.  of  silver  nitrate  corresponds  with  0*76  grm.  of  potassium  cyanide,  1  c.c.  of  the 
silver  nitrate,  containing  the  equivalent  of  0*008  grm.  of  silver  iodide,  will  require  0*00445  grm.  of 
potassium  cyanide,  or  0*345  c.c.  of  the  solution  of  potassium  cyanide  described  below.  The  silver 
nitrate  should  be  standardised  by  a  blank  experiment  without  nickel.  Find  how  many  cubic 
centimetres  of  the  standard  solution  of  potassium  cyanide  are  required  to  dissolve  the  silver 
iodide  corresponding  with  1  cc.  of  silver  nitrate  solution.     Do  not  trust  to  the  calculation. 

'  In  some  cases.  e.g,  in  the  presence  of  manganese,  if  the  titration  be  left  partly  completed, 
a  precipitate  may  separate.  This  interferes  with  the  result  later  on.  Hence,  the  titration 
should  be  completed  without  delay.  The  ammonium  sulphate  retards  the  formation  of  the 
precipitate. 

*  Stanpabd  Potassium  Cyanide. —Make  12*9  grms.  of  potassium  cyanide  and  5  grms. 
of  potassium  hydroxide  up  to  a  litre.  The  potassium  hydroxide  makes  the  solution  more  stable. 
The  cvanide  can  be  standardised  by  dissolving  0*08  grm.  of  nickel  in  sulphuric  acid,  or  0*539  grm. 
of  nickel  ammonium  sulphate  in  water,  and  proceeding  with  the  solution  as  described  above.  The 
cyanide  should  be  freed  from  sulphur.  This  is  sometimes  effected  by  agitating  the  solution  with 
lead  monoxide,  or  bismuth  oxide. 

^  H.  Brearley  and  F.  Ibbotson,  The  Analysis  of  Steel  Works  Materials,  London,  139,  183, 
1902;  C.  M.  Johnson,  Joum,  Amer.  Chem,  Soc,  ^.  1201,  1907. 
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not  quite  so  sharp  or  delicate.  The  manganese  may  be  prevented  from  precipi- 
tating during  the  titration  by  the  addition  of  ammonium  chloride.  •  For  lead, 
use  ammonium  nitrate  instead  of  sulphate,  as  indicated,  page  336.  If  arsenic 
and  antimony  be  present,  use  a  little  tartaric  acid.  Arsenic  and  tin  should  be 
oxidised  with  a  little  nitric  acid  and  bromine  water,  and  the  excess  boiled  off. 

The  results  with  iron,  aluminium,  chromium,  and  zinc  are  low.  This  is  due 
to  the  precipitate  ^  carrying  down  some  nickel.  If,  therefore,  these  elements 
can  be  kept  in  solution,  the  titration  is  satisfactory.  The  chromium  should  be 
oxidised  to  chromate.  Moore  recommends  the  use  of  sodium  pyrophosphate  for 
keeping  the  zinc,  iron,  and  aluminium  in  solution ;  while  Brearley  and  Ibbotson 
recommend  tartaric  or  citric  acids  to  minimise  the  chances  of  error.  Brearley 
and  Ibbotson  accordingly  recommend  the 
following  procedure  when  iron  and  manganese 
have  not  been  separated: — Add  3  grms.  of 
citric  acid  and  2  grms.  of  ammonium  sulphate 
per  gram  of  sample.  Add  enough  ammonia 
to  make  the  solution  feebly  but  distinctly 
alkaline.  Add  2  c.c.  of  a  2  per  cent,  solu- 
tion of  potassium  iodide,  and  silver  nitrate 
until  the  turbidity  is  apparent.  Titrate  with 
potassium  cyanide  until  the  turbidity  dis- 
appears. The  alkaline  citrate  solution,  con- 
taining iron  in  solution,  is  dark-coloured,  and 
the  changes  are  not  easy  to  distinguish. 
Hence,  a  strong  beam  of  light  should  be  sent 
across  the  solution.  Fig.  139  shows  Lupp's 
arrangement,  useful  for  titrations  which  re- 
quire strong  illumination  to  distinguish  the 
end  point.  The  light  is  focussed  in  the 
body  of  the  liquid  from  a  reflecting  mirror.^ 

If  chromium  be  present,  the  turbidity  disappears  before  the  formation  of  the 
double  nickel  potassium  cyanide  is  completed,  but  it  soon  returns.  The 
phenomena  of  appearance  and  disappearance  of  the  turbidity  recur  a  number 
of  times,  and  it  is  difficult  to  decide  just  when  the  reaction  is  at  an  end.  Hence, 
Johnson  ^  prefers  to  use  1 2  grms.  of  citric  acid  instead  of  3  grms.  Johnson's  plan 
then  enables  him  to  say  that  the  titration  can  be  accomplished  "  at  almost  the 
full  speed  of  the  burette." 

If  zinc  be  present,  proceed  as  for  iron  and  aluminium,  but  make  the  solution 
alkaline  with  sodium  carbonate  instead  of  ammonia.  Copper  should  be  removed 
by  the  thiocyanate  process  (page  350) :  acidify  the  solution  with  nitric  acid  and 
proceed  as  described  above.  If  the  amount  of  the  other  interfering  elements — 
cobalt,  silver,  gold,  etc. — be  known,  an  allowance  can  be  made ;  otherwise,  the 
result  of  the  titration  gives  nickel  plus  cobalt,  silver,  gold,  and  platinum,  if 
these  be  present.  Cobalt  darkens  the  solution,  owing  to  the  oxidation  of  the 
cobaltocyanide  to  cobalticyanide.  If  the  amount  of  cobalt  be  less  than  10  per 
cent,  of  the  total  nickel,  the  sum  Ni  +  Co  can  be  determined  by  the  titration,  and 
the  cobalt  determined  separately.  Or  the  nickel  can  be  precipitated  with  dicyan- 
diamide  or  dimcthylglyoxime ;  dissolved  in  warm  dilute  hydrochloric  acid  ;  and 
the  ammoniacal  solution  titrated  as  described  above. 


Fig.  139. — Illamination  of  turbid 
solutions  during  titration. 


*  H.  Brearley,  Chem.  iVetos,  74.  16,  1896  ;  G.  T.  Dougherty,  Iron  Jge,  79.  1274,  1907. 
'  A.  Lupp,  ZeiL  anal,  Chem.,  34.  182,  1895. 

'  C.  M.  Johnson,  Rapid  MetJiodafor  the  Chemical  Analysis  0/  Special  Steels,  New  York,  105, 
1909. 


PART  IV. 

SPECIAL  METHODS-BASES. 


CHAPTER  XXX. 

THE  DETERMINATION  OF  MOLYBDENUM,  TUNGSTEN, 

NIOBIUM,  AND  TANTALUM. 

§  204.  Molybdenum,  Tungsten,  Niobium,  and  Tantalum  in 

Silicate  Analyses. 

Thb  '*  opening  up  "  of  minerals  containing  tungsten,  molybdenum,  niobium,  and 
tantalum^  follows  the  lines  indicated  in  different  parts  of  this  work  (pages  164 
and  266).  First  the  acids — alone  or  mixed  ^ — are  tried.  If  these  be  impotent, 
the  fluxes — sodium  peroxide,^  potassium  hydroxide,  potassium  bisulphate  or 
pyrosulphate,*  etc. — are  tried.  Potassium  hydroxide  (or  carbonate)  is  recom- 
mended as  a  general  flux  for  the  minerals  containing  the  elements  discussed 
in  this  chapter.     The  reason  will  appear  later. 

The  oxides  of  these  elements  form  soluble  salts  when  fused  with  an  excess  of 
potassium  carbonate  or  hydroxide.  When  the  aqueous  solution  is  treated  with 
a  slight  excess  of  hydrochloric  acid,  a  certain  amount  of  the  oxides  separates,  and 
if  more  acid  be  present,  the  soluble  salts  are  decomposed,  and  the  separation  of 
the  oxides  is  often  practically  complete. 

In  silicate  analyses,  therefore,  the  oxides  of  these  elements  may  be  found 
with  the  silica  when  the  acid  solution  is  evaporated  to  dryness.^  If  tungsten  be 
the  only  member  of  this  series  present,  the  problem  resolves  into  the  separation 
of  silica  from  tungsten  oxide.  Some  molybdenum,  if  present,  will  separate 
with  the  silica  as  silicomolybdate.  Niobium,  tantalum,  antimony,®  tin,'^  arsenic,^ 
and  phosphorus,®  if  present,  may  also  be  associated  with  the  silica.  Niobium,  by 
the  way,  is  often  called  columbium  and  symbolised  Cb. 

In  dealing  with  complex  mixtures  of  this  type,  it  is  generally  best  to  extract 
the  sodium  or  potassium  carbonate  fusion  with  water.  The  aqueous  solutions 
may  contain  one  or  more  of  the  following :  alkaline  tungstate,  molybdate, 
stannate,  sulphate,  aluminate,  chloride,  fluoride,  arsenate,  phosphate,  antimoniate, 
chromate,  vanadate,  niobate,  tantalate,  silicate,  etc.,  provided  certain  combina- 
tions which  form  insoluble  precipitates  are  absent.  The  residue  may  contain 
alkaline  zirconate,  ferric  oxide,  calcium,  barium,  and  strontium  carbonates,  ete. 


*  For  tantalum  in  clays,  see  A.  Terreil,  Compt.  Bend,,  51.  94,  1860. 

*  For  hydrochloric  acid  and  aqua  regia,  see  H.  Bartonec,  Oestr,  Chem.  Ztg,^  12.  114,  1909. 
H.  W.  Hutchin  and  F.  J.  Fouks  {Trans,  /list.  Min.  Met.,  18.  425,  1909)  recommend  boiling 
alkaline  hydroxide  (25  per  cent,  solution). 

'  E.g:  W.  Hempel  (Zeit,  anorg.  Chem,,  3.  193,  1895)  decomposed  wolframite  in  a  few 
minutes  by  heating  with  four  times  its  weight  of  sodium  peroxide. 

*  E,g,t  H,  Cremer,  Eng.  Min.  Jaum.,  59.  345,  1896. 
^  Molybdic  oxide  is  soluble  in  an  excess  of  acid. 

*  Antimony  oxychloride. 

'  Stannic  chloride  gives  a  yellow  precipitate  with  alkaline  tuugstates. 

^  Tin  or  tungsten  arseniate. 

^  Tin  or  tungsten  phosphate  ;  and  phosphomolybdates. 
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The  treatment  for  the  separation  of  the  different  combinations  revealed  by  a 
qualitative  analysis  may  be  based  on  the  processes  indicated  in  this  work. 

§  205.  The  Detection  of  Tungsten,  Tantalum,  Molybdenum, 

and  Niobium. 

Fuse,  say,  half  a  gram*  of  the  finely  powdered  mineral  with  six  times  its 
weight  of  potassium  hydroxide  in  a  silver  or  nickel  crucible.  Extract  the  cold 
mass  with  hot  water.  Treat  the  filtered  solution  with  25  c.c.  of  hydrochloric 
acid  (sp.  gr.  1*16).  Boil  the  solution,  and  filter.  The  residue  may  contain 
niobium,  tantalum,  tin,  tungsten,  silica,  molybdenum,  and  antimony.  Digest  the 
moist  precipitate  with  yellow  ammonium  sulphide.  Molybdenum,  tin^  tungsten, 
and  antimony  dissolve ;  niobium  and  tantalum  remain. 

The  ammoniacal  sulphide  solution  containing  molybdenum,  tin,  tungsten,  and 
antimony  is  acidified  with  hydrochloric  acid  and  boiled ;  digest  the  washed  pre- 
cipitate with  a  little  hydrochloric  acid  and  a  little  nitric  acid ;  filter  and  wash. 
The  precipitate  contains  sulphur  and  tungsten,  if  present.  Treat  the  solution 
with  a  few  pieces  of  metallic  zinc.  Antimony  and  tin  ^  are  precipitated, 
molybdenum  and  zinc  remain  in  solution.  If  the  solution  is  blue,  molybdenum 
is  probably  present. 

Molyhdenwm. — Evaporate  the  solution  along  with  a  little  nitric  acid  to 
dryness.  Dissolve  the  residue  in  ammonia.  (I)  Pour  a  portion  of  the  solution 
into  moderately  concentrated  hydrochloric  acid,  add  a  few  drops  of  a  solution 
of  potassium  thiocyan^^te ;  if  no  red  colour  develops,  iron  is  absent.  Place  a 
little  metallic  zinc  in  the  acid  solution ;  the  development  of  a  carmine-red 
colour  indicates  the  presence  of  molybdenum.^  (2)  Another  portion  of  the 
solution  is  heated  with  a  few  drops  of  sulphuric  acid  on  the  lid  of  a  platinum 
crucible  until  it  begins  to  fume.  When  cold,  an  ultramarine  blue  colour  will 
develop,  when  the  acid  is  brought  in  contact  with  a  little  alcohol,  if  molybdenum 
be  present.* 

Tungsten. — (1)  The  residue  of  tungsten  and  sulphur  indicated  above,  or  tungstic 
oxide  itself,  gives  a  blue  solution  when  digested  with  a  little  zinc  in  the  presence 
of  hydrochloric  or  sulphuric  acid.  (2)  Stannous  chloride  gives  a  yellow  pre- 
cipitate with  a  soluble  tungstate ;  ^  if  the  solution  be  acidified  with  hydrochloric 
acid  and  boiled,  a  blue  colour  is  formed.  (3)  Defacqz's  test.^  Heat  a  mixture 
of  the  oxide  with  four  or  five  times  its  weight  of  potassium  bisulphate  and  a  few 
drops  of  sulphuric  acid  in  a  platinum  capsule.  Add  enough  sulphuric  acid  to 
prevent  the  mixture  solidifying  when  it  cools.     On  cooling,  add  a  drop  of  this 


^  More  than  this  is  sometimes  required,  say,  5  gitna.,  but  only  if  small  quantities  of  these 
elements  are  present.     P.  Nicolardot,  Compt.  Jicnd.,  144.  859,  1907. 

^  Note,  if  arsenic  and  antimony  be  present,  poisonous  hydrides  may  be  evolved.     For  the 
recognition  of  tin  and  antimony,  see  any  of  the  Text- books  on  Qualitative  Analysis. 
i  ^  The  blood-red  tint  with  ferric  salts  is  destroyed  by  the  addition  of  phosphoric  acid.     This 

is  not  the  case  with  molybdenum — R.  Fresenius,    Qualitative  Chemical  Analysis^  London, 

186,  1897. 

•*  In  the  event  of  antimony  or  tin  being  present  with  the  molybdenum,  the  mixture  should 
'  be  evaporated  to  dryness  with  phosphoric  acid  before  it  is  treated  with  the  sulphuric  acid  — 

R.  Fresenius,  Qualitative  C?iemical  Analysis^  Loudon,  185,  1897.  For  the  sulphuric  acid  test, 
see  H.  Schonn,  Zeit.  anal.  Chem.,S.  379,  1869  ;  O.  Maschke,  ib.,  12.  388,  1878  ;  Arch.  Pharm. 
(3),  6.  126,  1874;  F.  von  Kobell,  Zeit.  anal.  Chem.,  14.  317,  1874;  Charaktcristik  cUr 
Mineralien,  Nuremberg,  109,  1831  ;  Gncndzilge  der  Mineralogie,  Nuremberg,  284,  1838. 

^  Fuse  the  residual  oxide  with  an  excess  of  sodium  carbonate,  and  take  the  mass  up  with 
water  to  get  a  soluble  sodium  tungstate. 

«  E.  Defavqz  {Compt.  Rend.,  123.  308,  1896  ;  Ckem.  News,  74.  88,  1896)  claims  that  this 
reaction  will  indicate  the  presence  of  between  0*0000025  and  0*000002  grm.  of  tungsten,  whereas 
the  blue  colour  developed  oy  zinc  and  hydrochloric  acid  will  only  detect  0 '001  grm. 
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solution  to  a  drop  of  phenol ;  if  tungsten  be  present,  an  intense  red  colour  is 
developed ;  if  hydroquinone  be  used  in  place  of  phenol,  an  amethyst-violet 
coloration  is  formed  with  concentrated  solutions,  and  a  rose  colour 
with  dilute  solutions.^     Titanium  and  vanadium  interfere  with 

the  test. 

Niotnwm  and  Tantalum, — Digest  the  insoluble  residue,^  in- 
dicated above,  in  a  platinum  capsule  with  a  little  hydrofluoric 
acid  in  slight  excess;  add  a  saturated  solution  of  potassium 
fluoride.  Evaporate  the  solution  to  a  very  small  volume.  Let 
the  solution  cool  slowly.  If  acicular  rhombic  crystals  of  potassium 
fluotantalate  (flg.  140)  separate,  tantalum  is  present;  if  plates 
of  potassium-niobium  oxyfluoride  separate  (fig.  141),  niobium  is 
also  present.  A  good  hand  lens  is  a  convenient  means  of 
recognising  the  crystals  if  they  are  small.  It  must  be  added 
that  isomorphous  potassium  fluotantalate,  KgTaFy,  and  potas- 
sium fluoniobate,  KgNbF^,  separate  from  concentrated  solutions 

of  hvdrofluoric  acid;^  and  if  an  excess  of  hydrofluoric  acid  ^.^^^TT'  „  . 

•^  ^      -1  1   i^»  J.  •    •  •  T_ •  1  #       ''^10.  140. — rotas- 

be    not    present,    the   solution   contammg   niomum   alone    fur-     ^^^  flaotanta- 

nishes  the  plates  of  oxyniobate,  KgNbOFg.HgO.      By  boiling     late— KaTaF,. 
dilute  aqueous  solutions  of  both  salts  hydrolysis  occurs,  and 

tantalum  and  niobium  oxyfluorides  are  formed.  The  latter 
is  much  more  soluble  than  the  former,  so  that  the  appear- 
ance of  a  turbidity  when  dilute  aqueous  solutions  of  the 
two  salts  are  boiled  enables  small  traces  of  tantalum  to  bo 
detected  in  the  presehce  of  niobium. 

Pick  out  a  few  of  the  acicular  crystals  and  heat  them  on 

Fia.  141.— Potassium-  ^^^  ^^^  ^^  *  pl^tinum  crucible  with  concentrated  sulphuric 

niobium  oxyfluoride  acid  (sp.  gr.  1  '29)  until  the  acid  fumes  strongly,  so  as  to 

— KgNbOFs.  H3O.     drive  off"  the  hydrofluoric  acid.     Treat  the  cold  mass  with 

an  excess  of  water  in  a  small  glass  capsule,  and  boil  the 
solution  so  as  to  precipitate  the  tantalic  oxide.  The  precipitate  dissolves  in  an 
excess  of  hydrochloric  acid,  giving  an  opalescent  solution.  Metallic  zinc  along 
with  hydrochloric  acid  docs  not  colour  the  solution;  tannic  acid  with  a  drop 
of  the  solution  gives  a  light  brown  precipitate  if  tantalum  be  present.^  If  a  few 
of  the  crystalline  plates  of  potassium  fluoniobate  or  potassium  niobium  oxyfluoride 
be  treated  in  a  similar  manner,  and  the  precipitate  dissolved  in  sulphuric  acid, 
metallic  zinc  will  give  a  blue  coloration ;  ^  and  tannic  acid,  an  orange-red  coloration.^ 


§  206.  The  Determination  of  Tungsten  as  Tungsten  Trioxide. 

If  the  substance  under   investigation   can   be  decomposed    by  an    acid,''' 
tungsten  trioxide — WO3 — will  remain  as  an  insoluble  yellow  powder.     Repeated 

*  For  quinine  and  strychnine,  see  F.  Scheiblcr,  Journ,  prakt.  Chem.  (1),  80.  204,  1860. 

^  Antimony  can  be  detected  in  the  residue  by  fusion  with  potassium  cyanide.  Wash. 
Digest  the  insoluble  matter  with  hydrochloric  aoid  (and  a  crystal  of  potassium  chlorate).  The 
antimony  passes  into  solution.     The  washed  residue  is  treated  as  described  in  the  text. 

'  The  form  of  the  crystals  is  also  modified  by  the  nature  of  the  mother  liquid,  and  the 
temperature  of  crystallisation— C.  Marignac,  Bihl.  Univ.  Arch.  Geneve^  23.  249,  1865  ;  ib.,  26. 
89,  1866  ;  (Euvres  Computes,  Geneve,  2.  258,  384,  1894. 

*  Tungstic  oxide  under  similar  conditions  gives  a  brown  precipitate  with  tannic  acid. 
'  See  above  for  a  blue  coloration  with  tungstic  acid  under  similar  conditions. 

*  Molybdic  acid  gives  an  orange -red  coloration  with  tannic  acid — M.  E.  Pozzi-Escot,  Compt, 
R€7id.,  liJB.  200,  1904  ;  vanadic  acid,  a  blue  coloration— C.  Matignon,  ib.,  138.  82,  1904. 

'  K.  W.  Scheele,  1781 — Opuseula  Chemica  et  Physica,  Lipsiae,  2.  119,  1789 — used  nitric  or 
hydrochloric  acids;   F.  Margueritte  {Ann,  Chim.  Fhys.  (3),  17.  475,  1846),  dilute  sulphuric 
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evaporation  of  a  soluble  tungstate  (say,  three  times)  with  nitric  acid  or  hydro- 
chloric acid,  washing,  and  baking  at  110**  to  120°  will  render  the  tungstic  oxide 
insoluble  in  acids.  The  dry  mass  is  moistened  with  concentrated  nitric  acid, 
and  after  a  15  minutes'  digestion  add,  say,  20  c.c.  of  a  hot  5  per  cent,  solution 
of  ammonium  nitrate.  Filter.^  Wash  with  the  5  per  cent,  ammonium  nitrate 
solution  acidified  with  a  few  drops  of  concentrated  nitric  acid  until  all  the  alkali 
is  removed.  Dry.  The  filter  paper  must  be  ignited  separately  to  avoid 
reduction;  hence,  transfer  the  powder  to  a  watch-glass,  and  ignite  the  filter 
paper  in  a  weighed  porcelain  crucible,  then  transfer  the  powder  carefully  from 
the  watch-glass  to  the  crucible,  and  ignite  until  the  greenish  tinge  passes  to  a 
clear  yellow.  If  the  green  colour  persists,  add  a  couple  of  drops  of  concentrated 
nitric  acid,  and  repeat  the  ignition.^     Weigh  the  ignited  mass  as  tungstic  oxide 

-wo,. 

Unlike  the  corresponding  molybdenum  oxide,  this  oxide  can  be  calcined  at 
the  highest  temperature  of  a  Bunsen's  burner  without  fear  of  appreciable  loss 
by  volatilisation.  If  the  ignition  be  conducted  over  a  blast,  a  20  minutes' 
ignition  is  said  to  have  caused  a  loss  of  about  7  per  cent.  Thus,  tungstic  oxide 
weighing  0*3007  grm.  was  reduced  after  20  minutes'  blasting  to  0*2872  grm.* 

§  207.  The  Gravimetric  Determination  of  Tungsten— 

Berzelius'  Process. 

A  concentrated  alkaline  solution  of  the  tungstate  is  neutralised  with  nitric 
acid,  and  a  few  drops  of -nitric  acid  in  excess  are  added.  The  solution  is  there- 
fore feebly  acid.  Add  an  excess  of  mercurous  nitrate^  solution.  Agitate  the 
solution.  Then  add  ammonia,  drop  by  drop,  with  constant  stirring,^  until  a 
brown  precipitate  separates.  Heat  the  solution  to  boiling.  Let  the  precipitate 
settle.  Filter  and  wash  with  water  containing  2  per  cent,  of  mercurous  nitrate. 
Dry,  ignite,  and  weigh  the  residual  tungstic  oxide  as  WOg.^ 


acid.  R.  HenDann,  ZeiL  anal.  Chenu^  51.  736,  1912  ;  C.  Scheibler,  Joum.prakt.  Chem.  (I),  83. 
278,  1861 ;  Chem,  News,  6.  182,  1862.  See  J.  W.  Mallet,  ib,,  31.  276,  1877,  for  the  solubility 
of  tungstic  acid  when  an  excess  of  concentrated  hydrochloric  acid  is  added  to  an  alkali  tangstate. 

'  A  Gooch's  crucible  can  be  used  if  the  precipitate  is  not  to  be  subjected  to  rarther 
treatment. 

^  If  the  alkalies  have  not  all  been  removed  in  the  washing,  the  green  tinge  cannot  be 
always  removed  by  this  treatment. 

^  H.  L.  Wells  and  F.  J.  Metzger,  Jaum,  Amer,  Chetn.  Soc,  23.  856,  1901. 

*  Mercurous  Nitrate  Solution. —Digest  60  grms.  of  pure  mercury  with  25  c.c.  of  nitric 
acid  (sp.  gr.  1  '4)  and  75  c.c.  of  water  on  a  water  oath  for  about  1^  hours.  Let  the  mixture 
stand  overnight  Dilute  the  solution  to  400  c.c.  (}E).  The  addition  of  about  20  c.c.  usually 
suffices  for  the  precipitation.  The  solution  should  give  no  residue  when  evaporated  to  dryness 
and  the  mercurous  nitrate  volatilised. 

^  Some  prefer  to  add  the  mercurous  nitrate  solution  directly  to  the  alkaline  solution.  O.  F. 
von  Pfordten  {Liehig's  Ann.,  222.  152,  1888  ;  Chem.  News,  50,  18,  1884  ;  Zeit,  anal,  Chem., 
24.  92,  1885)  says  the  mercurous  nitrate  may  be  added  to  the  neutral  solution  if  it  is  free  from 
carbon  dioxide. 

^  J.  J.  Berzelius,  Schweigger^s  Joum.,  16.  476,  1816;  W.  W.  Hutchin,  Analyst,  36.  898, 
1911  ;  E.  Bagley  and  H,  Brearley,  Chem,  News,  82.  270,  1900;  L.  Desvergnes,  Ann,  Chim. 
Anal.,  9.  821,  1904;  W.  Gibbs,  Amer.  Chem.  Joum.,  I.  219,  1879;  H.  W.  Hutchin  and 
F.  J.  Fouks,  Inst.  Min.  Met.,  18.  425,  1909.  Instead  of  mercurous  nitrate,  lead  acetate  is 
sometimes  used— f.gr.  T.  M.  Chatard,  Amer.  J.  Science  (8),  I.  416,  1871 ;  Chem.  News,  24. 
175,  1871  ;  F.  A.  Bernoulli,  Pogg.  Ann.,  iii.  673,  1860  ;  Chem.  Neios,  5.  116,  1862  ;  H,  H. 
Brearley,  ib.,  79.  64,  1899  ;  F.  Ibbotson  and  H.  Brearley,  ib,,  80.  293,  1899  ;  E.  Zettnor,  ib., 
16.  12,  1867  ;  J.  S.  de  Benneville,  Joum.  Amer,  Chem,  Soe.,  19.  877,  1897.  Other  organic 
precipitating  agents  have  been  recommended,  e.g.  quinine  acetate  or  sulphate  (J.  Lefort,  Joum, 
Pharm,  Chim.  (8),  4.  221,826,  1881;  Chem.  News,  45.  57,  1882);  cinchonine  (H.  Cremer, 
Mng.  Min.  Jaum.,  59.  345,  1895) ;  benzidine  (G.  von  Knorre,  Ber.,  38.  788,  1905  ;  Zeit,  anal, 
Chem.,  47.  87,  1908  ;  Stahl  Eisen,  28.  984,  1908  ;  H.  Wdowiszewski,  Chem..  Ztg,,  34.  1865, 
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§  208.  The  Separation  of  Tungsten  and  Silica. 

« 

Hydrofluoric  Add  Process. — This  is  best  effected  by  the  volatilisation  of  the 
silica — in  the  usual  manner — by  treatment  of  the  mixture  with  sulphuric  and 
hydrofluoric  acids  (page  169).  Prolonged  ignition  is  not  always  sufficient  to 
drive  off  the  last  traces  of  sulphuric  acid.  In  that  case,  a  piece  of  pure  solid 
ammonium  carbonate  in  the  crucible  will  remove  the  acid  in  question.^  Wells 
and  Metzger  ^  have  shown  that  Herting's  assertion  ^  that  some  tungstic  oxide  is 
volatilised  by  this  treatment  is  unfounded.  The  mixture,  however,  should  not 
be  blasted,  for  the  reason  indicated  above. 

Ammonia  Process, — The  method  ^  of  separating  tungstic  oxide  frotti  silica  based 
on  the  solubility  of  moist  tungstic  oxide  in  ammonia  is  not  to  be  used  if  it  can 
be  avoided,  since  the  silicic  acid  is  slightly  soluble  in  the  same  menstruum 
(page  172) ;  but  the  error  is  relatively  small.  If  the  mixture  be  baked,  so  as  to 
reduce  the  solubility  of  the  silica,  some  of  the  tungstic  oxide  also  becomes  insoluble. 

Potassiwm  Bisulphate  Process.  — The  methods  ^  of  separation  depending  upon 
the  fusion  of  tungstic  oxide  and  silica  with,  say,  5  parts  of  potassium  bisulphate, 
and  subsequent  digestion  of  the  residue  with  ammonium  carbonate  or  ammonium 
sulphide,  (NH4)2S,^  to  dissolve  the  tungstic  oxide,  take  no  account  of  the  slight 
solubility  of  silica  in  potassium  bisulphate  (page  186),  and  of  the  failure  of  these 
menstrua  to  dissolve  all  the  tungstic  oxide.  ^  The  errors  are  small,  and  the 
experimental  results,  at  present,  meet  commercial  requirements. 

§  209.  The  Separation  of- Tungsten  and  Tin. 

Rose  and  Rammelsherg^s  ProcesSi — Rose  ^  has  shown  that  stannic  oxide  may 
be  removed  from  tungstic  oxide  by  repeated  ignition  with  ammonium  chloride. 
The  ammonium  chloride  reacts  with  stannic  oxide,  forming  a  volatile  stannic 
chloride,  while  the  tungstic  oxide  remains  behind.  Rammelsberg  ^  recommends 
the  following  method  of  conducting  the  operation  : — Mix  the  weighed  residue  from 
the  hydrofluoric  acid  treatment  with  six  to  eight  times  its  weight  of  ammonium 
chloride.^®     Place  the  covered  crucible  containing  the  mixed  stannic  and  tungstic 


1910;  F.  W.  Hinrichaen,  MiU.  Konig.  Malerialpruf.  dross.  Liehter.  West.,  25.  808,  1907)— 
also  used  for  the  separation  of  tungsten  from  phosphoric  acid;  and  a-naphthylamine  (M. 
Tschilikin,  ^^.,^.  1802,  1909).  B.  Mdivani  {Bull.  Soc.  Chim.  (4),  9.  122,  1911),  precipi- 
tates W2O5  by  adding  a  solution  of  stannous  chloride  to  a  soluble  tungstate. 

^  H.  Rose,  Aus/Ukrlichss  ffandbuch  der  analytischen  ChemiSf  Braunschweig,  2.  848,  1851. 

^  H.  L.  Wells  and  F.  J.  Metzger,  Joum.  Amer.  Chem.  Soc.,  23.  356,  1901  ;  Chem.  News, 
83.  3,  1901 ;  A.  G.  McEenna,  Proc.  Eng.  Soe,  Pennsylvania^  16.  119,  1900 ;  Eng.  Min.  Joum., 
66.  607, 1898. 

>  O.  Uerting,  Zeii.  angeto.  Chem.,  14.  165,  1901  ;  Chem.  News,  84.  75,  1901. 

*  H.  Bonit^er,  Zeii.  anal.  Chem.,  39.  861,  1900;  J.  Preusser,  ib.,  28.  178,  1889;  Chem. 
News,  60.  87,  1889  ;  S.  Kern,  ib.,  3S  67,  1877  ;  J.  Parry  and  J.  J.  Morgan,  ib.,  67.  260, 1893  ; 
A.  Cobenzl,  MoncUs.  Chem.,  2.  259,  1881 ;  J.  S.  de  Benneville,  Joum.  Amer.  CJiem.  Soc.,  19. 
377,  1891 ;  H.  Cremer,  Eng,  Min.  Joum.,  59.  845,  1895  ;  H.  F.  Watts,  Chem.  News,  95.  19, 
1907 ;  L.  and  G.  Citlnpredon,  Ann.  Chim.  Anal.,  9.  41,  1904;  L.  Wolter,  Chem.  Ztg.,  34.  2, 
1910;  R.  Namias,  Siahl  Eisen,  11.  757,  1891. 

*  L.  Schneider  and  F.  Lipp,  Zeit.  anal.  Chem.,  24.  292,  1885  ;  Chem,  News,  51.  297,  1885 ; 
R.  Schbffel,  ib.^  41.  31,  1880  ;  Ber.,  Z2.  1866,  1879 ;  O.  Herting,  Zeit.  angew,  Chem,,  14.  165, 
1901  ;  G.  Marignac,  Ann.  Chim.  Phys.  (4),  3.  6,  1848. 

>  H.  Rose,  Pogg.  Ann  ,  lOO.  146,  1857. 

'  R.  D.  Hall,  Joum.  Amer.  Chem.  Soc.,  26.  1285,  1904  ;  E.  F.  Smith,  Proc.  Amer,  Chem. 
See.,  44. 151,  1905. 

^  H.  Rose,  Ausfuhrliches  Handbuch  der  analytischen  Chemie,  Braunschweig,  2.  852,  1871  ; 
W.  P,  Dexter,  Pogg.  Ann.,  92.  885,  1854. 

"  0.  Rammelsberg,  Pogg.  Ann.,  120.  66,  1864  ;  Ch^m.  News,  9.  25,  1864. 

^  The  ammonium  chloride  must  be  tested  to  make  sure  that  it  yields  no  non-volatile  con- 
Btituents  when  heated  in  a  platinum  dish. 


4IO  A  TREATISE  ON  CHEMICAL  ANALYSIS. 

oxides  in  a  larger  crucible.  The  latter  is  covered  with  a  lid.  Heat  the  crucibles 
as  long  as  vapours  of  ammonium  chloride  issue  from  the  outer  crucible.  Repeat 
the  treatment  three  times.  The  object  of  using  two  crucibles  is  to  prevent  the 
formation  of  a  coat  of  stannic  oxide  on  the  outside  of  the  smaller  crucible.  The 
stannic  oxide  is  formed  by  a  reaction  between  the  vapours  of  stannic  chloride 
which  issue  from  the  crucible  and  the  moisture  of  the  air.  The  contents  of  the 
inner  crucible  become  green  and  finally  almost  black  in  colour.  The  yellow 
colour  is  restored  when  the  small  crucible  is  ignited  while  exposed  to  the  air. 
If  a  fourth  treatment  with  ammonium  chloride  gives  the  same  weight  as  the 
third,  it  is  assumed  that  all  the  stannic  oxide  has  been  driven  off.  The  inner 
crucible  is  then  ignited  alone  and  finally  weighed  as  indicated  in  §  206,  page  408. 
The  following  numbers,  by  Rammelsberg  himself,  illustrate  the  accuracy  of  the 
process : — 

Stannic  oxide  taken 0*6977  0*554    grm. 

Tungstic  oxide  taken 0'7885  1*832    f^rm. 

Tangstic  oxide  found 0*7255  1*837    grm. 

Donath  and  Midler* s  Process. — According  to  Rammelsberg,^  Rose's  method 
of  reduction  "by  heating  a  mixture  of  tin  and  tungsten  oxides  in  a  current  of 
hydrogen,  and  dissolving  out  the  reduced  tin  with  hydrochloric  acid,  is  not  very 
exact.2  Donath  and  Mtiller  ^  obtained  better  results  by  mixing  the  two  oxides 
with  twice  their  weight  of  zinc  dust,  and,  after  15  minutes'  ignition  in  a  covered 
crucible,  dissolving  out  the  tin  by  boiling  with  dilute  hydrochloric  acid  (1:2). 
Add  sufficient  potassium  chlorate  to  the  cold  solution  to  oxidise  the  blue  tungsten 
oxide  to  the  yellow  oxide.  Dilute  the  solution  with  1  *5  times  its  volume  of  water, 
and  after  24  hours,  filter,  ignite,  and  weigh  the  precipitate  as  WO3.  The  tin  can 
be  determined  in  the  filtrate  by  precipitation  with  hydrogen  sulphide,  etc. 

§  210.  The  Separation  of  Tungsten  from  Tin  and  Antimony— 

Talbot's  Process. 

The  two  processes  which  precede  will  sometimes  remove  any  antimony  which 
may  be  present,  but  Hallopeau  *  has  shown  that  when  a  mixture  of  soluble  anti- 
mony and  tungsten  salts  is  treated  with  mercurous  nitrate,  a  mercurous  anti- 
monio-tungstate — SHgSbOg.  2WO3 — is  precipitated,  and  this,  on  ignition,  furnishes 
antimony  tetroxide  and  tungsten  trioxide.  The  separation,  according  to  Hallopeau, 
is  best  effected  by  Talbot's  process  for  the  separation  of  tungsten  and  tin.* 

In  Talbot's  process®  the  mixed  oxides^  are  fused  with  potassium  cyanide  as 
indicated  on  page  269.  If  too  little  potassium  cyanide  be  employed,  a  black 
residue  containing  tungsten  may  be  formed.     One  part  of  the  mixed  oxides  with 

^  C.  Rammelsberg,  Fogg,  Ann.,  120.  66,  1864  ;   Ckem.  News,  9.  25,  1864. 

^  For  reduction  by  hydrogen  between  600"  and  900",  forming  either  a  lower  oxide  or  metal,  see 
C.  Marignac,  Ann,  Chivi.  Phys.  (4),  3.  9,  1864  ;  E.  Defagqz,  Campi.  Rend,,  Z46.  1819,  1908  ; 
144.  848,  1907  ;  C.  Friedheim,  W.  H.  Henderson,  and  A.  Pinagel,  Zeii.  anorg.  Ckem,,  ^ 
896,  1905.  The  process  is  recommended  for  the  separation  of  tungstic  oxide  and  silica  by  L.  £. 
Rivot,  Ann.  Chim.  Phys.  (3),  30.  188,  1850 ;  A.  Hilger  and  H.  Haas,  Ber.,  23.  468,  1890. 

3  E.  Donath  and  F.  Mliller,  Afonats,  Chem.,  8.  647,  1887;  Cfiem.  News,  59.  78,  1889; 
K.  Donath,  Zeii.  anqew.  Chem,,  19.  473,  1906  ;  H.  Angenot,  ih.,  19.  956,  1906  ;  J.  PreoBser, 
ZeiL  anal.  Chem,,  28.  178,  1889. 

*  L.  A.  Hallopeau,  Bull.  Soc.  Chim.  (3),  17.  170,  1897. 

'  Hallopeau  found  that  the  fusion  of  the  mixture  of  antimony  and  tungsten  oxides  with 
sodium  hydroxide  and  extraction  of  the  sodium  tungstate  with  alcohol  is  not  satisfactoiy. 
Some  sodium  antimoniate  passed  into  solution. 

•  J.  H.  Talbot,  Amer.  J,  Science  (2),  50.  244,  1870;  Chem,  News,  22.  229,  1870;  R. 
Helmhacker,  Eng.  Min.  Journ.,  60.  158,  1896  ;  B.  Setlik,  Cfiem.  Ztg.,  13.  1474,  1889  ;  Chem. 
News,  61.  54,  1890 ;  E.  D.  Dcsi,  Jouni.  Amer.  Chem,  Soc.,  19.  239,  1897. 

^  Tin  and  tungsten  ;  antimony  and  tungsten  ;  or  tin,  antimony,  and  tungsten. 
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12  parts  by  weight  of  potassium  ojanide  usually  suffices.  The  tin  and  antimony 
remain  behind  as  metals ;  the  alkaline  tungstate  formed  at  the  same  time  passes 
into  solution  when  the  mass  is  leached  with  water.  Filter  and  wash.  The 
aqueous  solution  is  boiled  with  an  excess  of  nitric  acid  ^  to  drive  off  the  volatile 
cyanogen  compounds.  The  tungstate  is  then  precipitated  by  the  usual  process. 
If  phosphorus  be  present,  it  will  be  found  in  the  solution  with  the  tungsten. 
The  separation  is  described  below.  The  metallic  bead  is  dissolved  in  acid,  and 
analysed  in  the  ordinary  manner — mixture  of  tin  and  antimony.^ 


§  211.  The  Separation  of  Tungsten  from  Arsenic  and  Phosphorus— 

Kehrmann's  Process. 

The  separation  of  arsenic  and  tungsten  is  exceedingly  difficult,  because  part  of 
the  arsenic  is  retained  very  tenaciously  by  the  tungsten  as  a  complex  salt.  The 
distillation  process  for  separating  arsenic  and  tungsten  does  not  give  satisfactory 
results.'  The  following  process  is  due  to  Kehrmann.^  The  same  process  can  be 
applied,  mutatis  mutandis,  to  the  separation  of  tungsten  and  phosphorus. 

Fuse  between  1  and  2  grms.  of  the  sample  with  twice  as  much  sodium 
hydroxide  as  is  required  to  combine  with  the  arsenic  oxide.  Add  enough  water  to 
dissolve  the  resulting  cake.  Boil  the  solution  in  an  Erlenmeyer's  flask  for  about 
half  an  hour.  Cool.  Add  three  times  as  much  ammonium  chloride  as  is  needed 
to  form  chlorides  with  the  alkalies  present.  Add  ammonia — about  one- fourth  the 
volume  of  the  solution  under  investigation — and  cold  magnesia  mixture.  In 
about  12  hours  the  precipitate  of  ammonium  magnesium  arsenate  is  filtered 
and  washed  with  a  solution  of  ammonia  and  ammonium  nitrate  (page  285). 
It  is  advisable  to  dissolve  the  precipitate  in  dilute  acid,  repeat  the  precipitation 
a  number  of  times,^  and  treat  the  precipitate  as  indicated  on  page  285. 

The  tungstic  acid  is  separated  from  the  combined  filtrates  by  evaporation 
with  nitric  acid  (page  408).  The  precipitate  is  washed  with  a  mixture  of  nitric 
acid  and  ammonium  nitrate,  and  weighed  as  indicated  on  page  408.  It  is 
difficult  to  get  the  tungsten  quite  free  from  magnesia.  Gooch  ^  first  determines 
the  total  weight  of  tungsten  and  arsenic,  then  separates  the  tungsten  by 
mercurous  nitrate  process,  and  estimates  the  arsenic  by  difference. 

§  212.  The  Precipitation  of  Molybdenum  as  Sulphide. 

Molybdenum  is  precipitated  from  an  acid  solution  as  sulphide— MoSg — in 
the  hydrogen  sulphide  group  along  with  copper,  etc.     It  is  almost  impossible  to 

'  Note  the  poisonous  fumes  of  the  cyanogen  compounds  which  are  evolved  render  it  necessaiy 
to  perfonn  the  operation  under  a  hood. 

^  If  any  antimony  adheres  tenaciously  to  the  walls  of  the  crucible,  remove  the  metal  by 
treatment  with  acids  ;  or,  if  antimony  or  tin  alone  be  present,  wash  the  crucible,  dry  and  weigh. 
Add  some  ammonium  chloride,  and  heat  the  crucible  to  redness  ;  the  antimony  volatilises.  The 
loss  in  weight  represents  the  amount  of  metal  which  adhered  to  the  crucible. 

^  C.  Friedheim  and  P.  Michaelb,  Ber.y  2^.  56,  1888  ;  but  see  S.  Hilpert  und  T.  Dieckmann, 
Ber,,ifi.  152,  1913. 

*  P.  Kehrmann,  Liebig's  Ann,,  245.  56,  1888;  Ber.,  20.  1813,  1887.  F.  W.  Hinrichsen 
{3fiU.  KSnigl,  MaUrialpriifungsamt.,  28.  229,  1910),  for  the  separation  of  both  phosphorus 
(P2O5)  and  tttDjKsten  (WO,),  recommends  the  mercurous  nitrate  process  (page  408) ;  the  ignited 
precipitate  is  rased  with  alkali  carbonate.  The  ])hosphorus  can  be  precipitated  from  the 
aqaeous  solution  of  the  cold  cake  by  first  precipitating  the  phosphates  with  magnesia  mixture, 
and  after  takins  up  the  precipitate  with  nitric  acid,  reprecipitate  (uage  598). 

'  The  arsenic  and  phosphorus  can  be  separated  in  the  usual  manner  if  they  arc  present 
together. 

"  F.  A.  Gooch,  Proc.  Amer.  Acad.,  16.  184,  1881  ;  Amer.  Cfiem.  Joum.,  I.  412,  1879  ; 
.  W.  Gibbs,  i6.,  7.  837,  1885;  H.  Bullnheimer,  CA^wn.  Ztg,,  24.  870,  1900;  Ckem.  News,  85. 
184,  1902. 
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effect  complete  separation  in  a  hydrochloric  acid  solution.  The  separation  is 
more  complete  in  sulphuric  acid  solutions,  but  even  then  the  separation  is  not 
satisfactory  in  a  reasonable  time.  For  instance,  a  solution  of  ammonium 
molybdate  acidified  with  five  volumes  of  concentrated  sulphuric  acid  was 
saturated  with  hydrogen  sulphide.  The  solution  was  filtered  after  it  had  been 
allowed  to  settle  for  an  hour,  and  the  filtrate  was  again  treated  with  hydrogen 
sulphide.  This  sequence  of  operations  was  repeated  in  all  five  times.  A  little 
molybdenum  sulphide  was  precipitated  each  time.  Hence,  molybdenum,  in  acid 
solutions,  is  but  imperfectly  precipitated  by  hydrogen  sulphide  at  atmospheric 
pressures,^ 

If  a  pressure  bottle  be  employed,  the  results  are  satisfactory.  The  pressure 
flask  (page  277)  of  300,  500,  or  1000  c.c.  capacity  is  closed  by  a  ground-glass 
plate.^  About  250  c.c.  of  the  solution  are  placed  in  the  flask,  and  saturated 
with  hydrogen  sulphide  by  passing  a  rapid  stream  of  gas  through  the  solution.^ 
Dilute  the  solution  to  about  500  c.c.  with  water  saturated  with  hydrogen  sul- 
phide. The  flask  is  then  placed  in  a  cold  water-bath  and  gradually  heated  to 
boiling.  The  bath  is  kept  at  that  temperature  for  about  an  hour.  Let  the 
bottle  cool ;  empty  the  contents  into  a  beaker ;  and  wash  the  bottle  with  dilute 
acid  (sulphuric  acid  1,  water  50)  saturated  with  hydrogen  sulphide.  Let  the 
precipitate  settle.  Filter,  and  wash  the  precipitate  with  ^he  dilute  acid  saturated 
with  hydrogen  sulphide. 

If  several  members  of  the  hydrogen  sulphide  group  be  present,  the  precipi- 
tated sulphides  are  digested  with  ammonium  monosulphide  for  a  couple  of  hours, 
when  molybdenum,  arsenic,  antimony,  and  tin,^  if  present^  will  pass  into  solu- 
tion. Vanadium  and  uranium,  if  present,  are  not  precipitated  by  the  above  treat- 
ment. Tungsten  is  partly  precipitated,  but  not  if  3  to  5  grms.  of  tartaric  acid 
be  added  to  the  solution  before  passing  the  hydrogen  sulphide.^  If  much  iron 
be  present,  an  appreciable  quantity  may  be  carried  down  with  the  sulphides. 
For  instance,  a  solution  containing  0*1076  grm.  of  iron  with  different  amounts 
of  molybdenum  in  the  same  solution  gave  the  following  numbers : 

Molybdenum  .         .     0*00492        0'00984        0'02460        0*04921     grm. 

Ferric  oxide         .        .        .     0*0001  0*0002  0*0008  0*0005      grm. 

when  the  iron  was  separated  from  the  precipitated  molybdenum  sulphide  and 
weighed  as  ferric  oxide.  To  recover  iron  from  the  molybdenum  sulphide, 
dissolve  the  washed  precipitate  in  a  mixture  of  10  c.c.  of  hydrochloric  acid, 
5  c.c.  of  nitric  acid,  and  10  c.c.  of  concentrated  sulphuric  acid.  Evaporate  the 
solution  until  copious  fumes  of  sulphur  oxides  are  evolved.  Cool.  Add  50  c.c. 
of  water  and  an  excess  of  ammonia.  The  ferric  hydroxide  which  separates  may 
be  filtered  off. 

If  no  other  member  of  the  ammonium  sulphide  sub-group  be  present,  the 
warm  solution  is  acidified  with  hydrochloric  or  sulphuric  acid,  and  the  reddish- 
yellow  solution  is  boiled  to  drive  off  the  hydrogen  sulphide.®     Filter  and  wash 
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>  E.  Dohler,  Chem,  Zeit.,  24.  637,  1900;  C^fm.  News,  82.  294,  1900;  F.  P.  Treadwell, 
Karzes  JAhrhuch  der  analytiseheu  Chemie,  Leipzig,  2.  183,  1911  ;  F.  van  Dyke  Cruser  and 
E.  H.  Miller,  Joum.  Amer.  Chem,  Soc,,  26.  676,  1904  ;  Chtm.  News,  90.  204,  218,  1904. 

'^  An  empty  "citrate  of  magnesia  "  bottle  makes  a  good  pressure  flask  for  the  operation. 

^  A  fast  current  of  gas  causes  less  trouble  by  the  sticking  of  the  sulphide  to  the  walls  of  the 
tube  than  a  slow  current  of  the  gas.  B.  Hcrstein  {Bull,  U.S,  Defyt.  Agric.,  Chem.,  150.  44,  1912) 
useo  0*76  c.c.  thioacetic  acid  per  0*1  grm.  M0O3  in  place  of  hydrogen  sulphide. 

*  Selenium,  tellurium,  and  germanium,  if  present,  will  be  found  mainly  in  the  ammonium 
sulphide  solution. 

'  H.  Rose,  Handbuch  der  anaXytisehen  Chemie,  Braunschweig,  2.  368,  1871.  If  tungstic 
oxide  be  present,  most  of  it  will  be  found  in  the  residue  with  the  silica.  The  silica  is  driven  off  by 
means  of  nydrofluoric  acid  (page  169),  and  the  residue  is  treated  as  indicated  on  page  408  for  WOs. 

^  F.  E.  Zenker,  Joum,  prakt,  Chem,  (1),  58.  257,  1863. 
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the  brown  precipitate  with  hot  water  acidified  with  hydrochloric  (or  sulphuric) 
acid  saturated  with  hydrogen  sulphide.  The  precipitated  molybdenum  sulphide 
may  now  be  treated  in  several  different  ways — gravimetric  or  volumetric. 

Arsenic  can  be  separated  from  molybdenum  by  the  magnesia-mixture  process 
described  on  page  283.  Two  or  three  precipitations  are  "needed  to  obtain  a 
precipitate  of  ammonium  magnesium  arsenate  free  from  molybdenum.^ 

Tin  sulphide  can  be  separated  by  treatment  with  a  solution  of  oxalic  acid 
slightly  acidified  with  hydrochloric  acid,  as  indicated  in  Clarke's  process 
(page  296). 

§  213.  The  Gravimetric  Determination  of  Molybdenum  as  Oxide, 

and  as  Sulphide. 

Determination  of  Molybdenum  cu  Oxide. — If  molybdenum  alone  be  present, 
the  sulphide  can  be  conveniently  transformed  into  the  oxide  by  washing 
it  first  with  dilute  sulphuric  acid  (1 :  20),  and  finally  with  alcohol  until  all 
the  acid  is  removed.  The  moist  filter  paper  is  placed  in  a  large  porcelain 
crucible  and  dried  in  an  air  bath.  Carbonise  the  filter  paper  over  a  small 
flame  while  the  cover  is  on  the  crucible.  Remove  the  cover.  Burn  the  carbon 
from  the  sides  of  the  crucible  with  as  small  a  flame  as  possible,  and  raise  the 
temperature  of  the  crucible  very  gradually.  When  the  evolution  of  sulphur 
dioxide  has  ceased,  cool.  Add  a  little  mercuric  oxide  suspended  in  water.  Stir 
up  the  mixture  in  the  crucible,  and  evaporate  to  dryness  on  the  water  bath. 
Drive  off  the  mercuric  oxide  by  gentle  ignition,  ^  Weigh  as  molybdenum 
trioxide — M0O3.     The  oxide  should  be  white,  not  tinted  blue. 

Errors. — The  chief  difficulties  in  determining  molybdenum  as  trioxide  arise 
from  the  tendency  of  the  sulphide  to  oxidise  so  violently  as  to  project  particles 
from  the  crucible  during  calcination ;  and  the  tendency  of  the  oxide  to  volatilise 
at  comparatively  low  temperatures.^  When  the  sulphide  is  calcined,  a  blue 
oxide  is  first  formed.  This  contains  less  oxygen  than  the  trioxide,  and  the  cal- 
cination must  therefore  be  continued  until  the  mass  in  the  crucible  is  white,  not 
blue,  when  cold.  This  requires  so  prolonged  a  calcination  that  the  oxide  begins 
to  volatilise  before  all  the  blue  oxide  is  transformed  into  trioxide  and  the  weight 
is  constant.  For  instance,  CoUett  and  Eckardt  ^  roasted  the  sulphide  ^  at  a  low 
temperature  and  weighed  the  crucible  and  contents  after  the  lapse  of  different 
intervals  of  time.  The  results  are  illustrated  in  fig.  142.  The  curve  shows 
that  the  weight  decreases  rapidly  as  the  sulphide  is  oxidised.  Immediately  after 
all  has  been  converted  into  the  trioxide  (A,  fig.  142),  the  oxide  continues  to  lose 
weight,  and  after  some  time,  about  a  couple  of  hours,  the  weight  remains  nearly 

^  Arsenic  can  also  be  separated  by  the  distillation  process  indicated  on  page  280.  In  order 
to  avoid  the  introduction  of  large  amounts  of  iron,  C.  Friedheim  and  P.  Michaelis  {Ber.f  28. 
1414,  1805)  recommend  distillation  from  methyl  alcohol  saturated  with  hydrochloric  acid. 

^  The  mercuric  oxide  helps  to  bum  off  the  carbon,  and  also  assists  in  the  removal  of  some 
sulphur  oxide. 

^  E.  Collett and  M.  Eckardt,  Chem,  Zlg.,  33. 968, 1909.  M.  Seligsohn {Jounuprakt.  Chem, 
(1),  67.  472,  1856)  fuses  the  sulphide  with  lead  oxide  and  ammonium  nitrate.  The  excess  in 
weight  over  the  amount  of  PbO  used  represents  the  molybdic  oxide — M0O3 ;  E.  Dbhler 
{Cl^m,  Ztq.j  24.  537,  1900)  prefers  gentle  ignition  of  the  sulphide  in  a  Rose's  crucible  in  n 
current  of  hydroeen  and  weighing  as  MoS^ ;  or  ignition  in  a  current  of  hydrogen  at  a  higher 
temperature  ana  weighing  as  metal,  as  recommended  by  0.  F.  von  Pfordten  {Ber,^  17.  734, 
1884) ;  W.  T.  Tagjgart  and  E.  F.  Smith  (Jcmm.  Amer,  Chem.  Soc.,  18.  1063,  1896)  recommend 
igniting  the  sulphide  with  oxalic  acid  and  weighing  as  M0O3  ;  and  C.  Friedheim  and  H.  Euler 
{Ber.,  SS.  2061,  1895)  i^ite  the  sulphide  at  a  high  temperature  in  air  and  weigh  as  M0O3. 

*  E.  Ck>llettand  M.  Eckardt,  Chem.  Ztg.,  33.  968,  1909. 

'  Similar  results  were  obtained  by  calcining  ammonium  molybdate,  and  fig.  145  applies  to 
both  this  salt  and  to  the  sulphide. 
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constant,  although  the  weight  of  the  substance  is  really  1-2  per  cent,  less  than 
it  should  be.  This  is  due  to  the  volatilisation  of  the  oxide,^  although  the  oxide 
in  the  crucible  still  has  a  blue  tint.  If  the  temperature  of  calcination  be  raised, 
the  loss  bj  volatilisation  is  greater.     This  is  illustrated  by  the  quick  descent  of 


200       22S   • 
fiftnutes 

Fio.  142.— Loss  in  weight  during  the  ignition  of  molybdenum  sulphide. 

the  curve  CD  (tig.  142).  With  some  practice,  it  is  possible  to  conduct  the 
operation  quite  satisfactorily.  Collett  and  Ek;kardt,  however,  consider  that  the 
process  should  be  abandoned,  and  the  molybdenum  weighed  as  sulphide. 

Determination  of  Molybdenum  as  Sulphide. — This  determination  is  less  liable 
to  error,  and  the  result  is  rather  more  certain  than  the  preceding  method,  but 
the  apparatus  required  is  a  little  more  complex.  The  washed  sulphide  pre- 
cipitate is  dried;  the  precipitate  separated  from  the  paper,  and  preserved 
between  two  watch-glasses  while  the  filter  paper  is  burned  to  ash  in  a  crucible. 
The  sulphide  is  transferred  to  the  same  crucible,  which  is  then  fitted  with  a 
perforated  lid  (Rose's  crucible,  fig.  138,  page  392),  and  the  whole  calcined  to 
a  constant  weight  in  a  current  of  hydrogen  gas.  The  contents  of  the  crucible 
are  finally  weighed  as  molybdenum  sulphide — MoSg.  The  equivalent  weight 
of  molybdenum  trioxide  is  obtained  by  multiplying  the  weight  of  the  sulphide 
by  0-8992. 

For  instance,  working  with  a  known  amount  of  molybdenum  trioxide,  it  was 
found  that : 

MoOsUsed  ....     O'lAlZ        0*1422 

MoSa  found       ....     0-1673        0-1678 
M0O3  calculated  from  sulphide  .     0*1414        0*1419 

The  results  are  therefore  quite  satisfactory. 


0  1500  grm. 
0*1672  grm. 
0*1503    grm. 


§  214.  The  Gravimetric  Determination  of  Molybdenum  as 

Lead  Molybdate. 

If  a  gravimetric  process  be  required  for  the  molybdenum  in  soluble  salts  like 
ammonium  molybdate,  dissolve,  say,  0*5  grm.  of  the  salt  in  200  c.c.  of  water  and 
add  a  few  drops  of  ammonia,  followed  by  2  or  3  c.c.  of  (33  per  cent.)  acetic  acid,* 


'  The  sublimation  of  the  oxide  is  shown  by  the  presence  of  small  glistening  crystals  above 
the  mass  in  the  crucible. 

^  If  more  acetic  acid  be  present,  some  lead  molybdate  may  be  dissolved. 
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and  4  or  5  grms.  of  ammonium  chloride.  Heat  the  solution  to  boiling,  and  while 
boiling  add  gradually,  with  constant  stirring,  45-50  c.c.  of  a  solution  of  lead 
acetate.^  Boil  two  or  three  minutes  more  with  vigorous  agitation.  The  cream- 
coloured  granular  precipitate  settles  and  filters  rapidly.  When  the  precipitate 
has  settled,  filter  through  an  asbestos-packed  Gooch's  crucible,  and  wash  by 
decantation  with  boiling  water  containing  5  grms.  of  ammonium  chloride  or 
ammonium  acetate  and  4ive  drops  of  acetic  acid  per  200  c.c.  Transfer  all  the 
precipitate  to  the  Gooch's  crucible,  and  when  the  washings  are  free  from  lead, 
wash  the  precipitate  twice  with  boiling  water.  Heat  the  crucible  on  an  asbestos 
plate  until  dry,  and  then  over  a  naked  flame.  Cool  in  a  desiccator,  and  weigh 
as  lead  molybdate— PbMoO^.  Multiply  the  weight  of  the  lead  molybdate  so 
obtained  by  0*39236  to  get  the  corresponding  amount  of  M0O3. 

Errors, — If  sulphates  be  present,  as  would  be  the  case  if  the  precipitated 
sulphide  were  dissolved  in  hot  nitric  acid,  lead  sulphate  will  be  precipitated  with 
the  lead  molybdate.  Hence,  it  is  necessary  to  roast  molybdenum  sulphide  to  oxide 
before  it  is  dissolved  in  acid,  preparatory  to  precipitating  as  lead  molybdate. 

Cruser  and  Miller  give  the  following  trials  with  known  amounts  of 
molybdenum : 

Used       .        .        .    0-14766        0-14793        0-17302        0*17211        0-19657    grm; 
Found     .        .        .     0-14746        014793        0-17801        0-17210        0*19666    grm. 

Vanadium,  if  present,  interferes  with  the  test.  According  to  Brearley,  the 
presence  of  acetic  acid,  lead  acetate,  alkaline  nitrates,  chlorides,  and  acetates, 
salts  of  manganese,  copper,  cobalt,  nickel,  zinc,  magnesium,  mercury,  barium, 
strontium,  calcium,  arsenic,  cadmium,  phosphorus,  aluminium,  and  uranium  do 
not  interfere :  silicates  give  slightly  high  results  ;  iron  and  chromium  should  be 
removed,  by  the  addition  of  sodium  hydroxide  to  the  boiling  solution. ^ 


§  215.  The  Volumetric  Determination  of  Molybdenum  by 

Potassium  Permanganate. 

Dissolve  the  sulphide  in  a  beaker  or  dish  by  digestion  with  a  mixture  of 
10  c.c.  of  concentrated  sulphuric  acid,  10  c.c.  of  hydrochloric  acid,  and  6  c.c. 
of  nitric  acid.  Evaporate  *  the  solution  until  sulphurous  fumes  are  evolved.  Let 
the  solution  cool,  and  then  neutralise  it  with  ammonia,  add  10  c.c.  of  concentrated 
sulphuric  acid,  and  make  the  solution  up  to  200  c.c.  When  the  solution  has  a 
temperature  of  70'-75'',  pour  it  through  a  reductor  (page  191)  with  a  column  of 
granulated  zinc^  (20-30  mesh)  about  37  or  38  cm.  long.  Arrange  the  suction 
so  that  it  takes  6  minutes  for  the  solution  to  pass  through  the  reductor  tube,^ 


*  Lead  Acetate  Solution. — Dissolve  4  grms.  of  the  salt  in  100  c.o.  of  water. 

^  For  some  properties  of  lead  molybdate,  see  page  881.  T.  M.  Chatard,  Amer.  J.  Science  (3), 
I.  416,  1871  ;  Chem,  News,  24.  176,  1871  ;  P.  Guichard,  Compt.  Rend.,  131.  889,  419,  1900  ;' 
H.  Brearley,  Chem.  News,  78.  203,  1898  ;  79.  2,  14,  1899;  F.  Ibbotson  and  H.  Brearley,  i6., 
79.  8,  1899 ;  81.  269,  1900  ;  Analysis  of  Steel  Works  MaUrials,  London,  86,  273,  1902  ; 
L.  Schindler,  Zeit.  anal,  Chem.,  27.  137,  1888 ;  F.  van  Dyke  Cruser  and  £.  H.  Miller,  Joum. 
Amer,  Chem.  Soc.,  26.  675,  1904. 

'  The  solution  is  inclined  to  bump  badly.  Blowing  air  through  the  solution  during  the 
evaporation  prevents  this. 

*  F.  Pisani,  Compt.  Bend.,  59.  801,  1864 ;  C.  Rammelsberg,  Pogg.  Ann.,  127.  281,  1866  ; 
A.  Wemeke,  Zeit.  anal.  Chem^,  14.  1,  1875 ;  H.  Bomtrager,  Zeit.  anal.  Chem.,  ^.  488,  1898 ; 
S.  Knecht  and  F.  W.  Atack,  Analyst,  36.  98,  1911. 

'  There  has  been  some  discussion  on  the  product  obtained  by  reducing  molybdic  salts.  Some 
aay  that  MogOg  is  formed  (W.  A.  Noyes  and  £.  D.  Frohman,  Joum.  Amer.  Chem.  Soc.,  16. 
568,  1894) ;  others  consider  that  iio^fl^  is  obtained  (A.  A.  Blair  and  J.  E.  Whitfield,  Joum, 
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Titrate  the  solution  immediately  with  standard  potassium  permanganate.^     The 
test  experiments  are  excellent. 

§  2i6.  The  Separation  of  Tungsten  and  Molybdenum— 

Hommel's  Process. 

Tungsten  and  molybdenum  can  be  separated  by  the  action  of  warm  sulphuric 
acid  (sp.  gr.  1  -378)  upon  the  moist  freshly  precipitated  ^  oxides  MoOg  and  WO,.* 
The  former  passes  into  solution,  the  latter  remains  insoluble.  Hommel  says 
that  this  process  only  gives  satisfactory  results  when  the  moist  oxides  are  first 
digested  with  concentrated  sulphuric  acid,  and  a  few  drops  of  dilute  nitric  acid, 
say,  in  a  porcelain  dish  over  a  naked  flame  for  about  half  an  hour.**  When  the 
solution  is  cold,  add  about  three  times  its  volume  of  water.  Filter,  wash  the 
precipitate  with  dilute  sulphuric  acid  (1  :  20),  and  finally  wash  it  two  or  three 
times  with  alcohol,  ignite  as  indicated  on  page  408,  and  weigh  as  WO,.  The 
molybdenum  in  the  filtrate  may  be  precipitated  by  hydrogen  sulphide  (page 
277),  or,  if  only  small  quantities  are  present,  the  solution  may  be  evaporated  to 
dryness  and  weighed  in  the  platinum  dish.  Hommel's  process  is  quite  satis- 
factory. For  example,  Hommel  obtained  the  following  results  with  artificial 
mixtures  of  tungsten  and  molybdenum  trioxides : 

Table  L  VI. — Test  Ancdy9e$,  Tungsten  and  Molybdenum  Mixtures. 


Tungstic  trioxide. 


Used. 


0-9616 
0-8732 
0-7029 
0-5787 


Found. 


09614 
0-8738 
0-7035 
0-6740 


Molybdenum  trioxide. 


Used. 


0-1077 
0  0601 
0-1030 
0-1184 


Found. 


0-1080 
0-0503 
0-1028 
0-1180 


Ainer.  Chem,  Soc.,  ij.  747,  1895) ;  others  again  say  that  the  reduction  does  not  go  so  far  as 
this.  E.  H.  Miller  and  H.  Frank  (id.,  25.  919,  1903)  did  not  get  M03O,,  in  the  reduotor, 
but  they  could  find  no  definite  stopping  place  at  M021O37,  although  reduction  under  the  usual 
conditions  proceeds  very  close  to  this.  With  the  reductor  arranged  as  described  in  the  text, 
the  iron  standard  of  the  permanganate  multiplied  by  0*88  gives  the  equivalent  M0O3  standard, 
and  by  0*01579,  the  phosphorus  standard.  With  amalgamated  zinc,  the  factors  were  0*8842 
and  0*01586  respectively.  If  the  reduction  had  been  to  Mo^O^,  the  factors  would  have  been 
0*8832  and  0*01584  respectively.  It  is  best  to  standardise  the  potassium  permangamtte  by 
the  method  of  reduction  with  known  solutions  of  molybdate.    8ee  page  599. 

^  Standard  Solution  of  Ammonium  Molybdate.— Dissolve  6-132  grms.  of  ammonium 
molybdate  ~(NH4)qMo70.24.  4H3O — in  a  litre  of  water.  The  solution  contains  the  equivalent  of 
0*005  grm.  M0O3  per  c.c.  The  strength  of  the  solution  may  be  verified  by  precipitation  of  the 
molybdenum  as  lead  molybdate — page  414.  The  potassium  permanganate  solution  is  approxi- 
mately ^N,  and  it  is  standardised  bv  runninp^  the  standard  ammonium  molybdate  solution 
through  the  reductor  and  titrating  as  described  m  the  text 

^  If  the  oxides  have  been  ignited,  it  is  best  to  fuse  them  with  from  four  to  six  times  their 
weight  of  sodium  carbonate,  dissolve  the  fused  mass  in  water,  evaporate  the  solution  to 
dryness,  and  add  the  concentrated  sulphuric  and  nitric  acid  as  described  in  the  text 

^  £.  D.  Desi,  Jaurii.  Amer.  Chem.  Soc  ,  19.  213,  1897  ;  M.  Rueginberg  and  £.  F.  Smith, 
ib,f  22.  772,  1900  ;  Cficm.  News^  83.  5,  1901 ;  W.  Hommel,  Ueber  die  quarUiiaiive  Trennung 
von  Wolfram  und  Molybddn,  Zurich,  1902. 

*  If  the  solution  is  greenish-coloured,  add  a  drop  or  two  of  dilute  nitric  acid  to  oxidise  the 
tungstic  oxide  to  yellow  tungstic  acid. 
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Rote't  Tartaric  Acid  ProccM. — Id  Kose'a  method,'  the  alkaline  salts  under 
inveetigation  are  treated  with  an  eicess  of  sulphuric  acid,  and  the  tungsten  is 
kept  in  solution  by  the  addition  of  a  considerable  amount  of  tartaric  acid  *  while 
the  molybdeDum  is  precipitated  by  hydrogen  sulphide  in  a  pressure  flask.  The 
tartaric  acid  is  afterwama  destroyed  by  repeated  evaporation  with  nitric  acid 
(page  208),  and  the  tungsten  finally  separated  in  the  usual  manner  as  WO^. 
Friedheim  and  Meyer  ^  have  raised  the  question  ;  Is  all  the  molybdenum  precipi- 
tated in  the  presence  of  the  tartaric  acid  ?  The  trial  results  with  known  mixtures 
of  molybdenum  and  tungsten  are,  however,  satisfactory.  The  objection  to  the 
process  rests  on  the  time  consumed  in  the  destruction  of  the  large  quantities  of 
tartaric  acid. 

S  217.  The  Separation  of  Tungsten  and  Molybdenum— 
P^hard's  Process. 

Pechard's  process  *  is  based  on  the  fact  that  if  a  weighed  mixture  of  tungsten 
and  molybdenum  (oxides   or  alkaline  salts)  be  placed  in  a   boat,  and   heated 


Fio.  143.— Separ«tion  of  Molybdenum  from  Tungateo. 

between  250°  and  270°  in  a  current  of  dry  hydrogen  chloride,  the  molybdemun 
is  volatilised  aa  MoOj.SHCl  and  deposited  in  the  form  of  long  iicicular  white 
crystals  in  the  cooler  parts  of  the  tube,  while  tungsten  oxide  remains  behind  in 
the  boat. 

The  Apparatus. — Tiie  arrangement  indicated  in  fig.  143  may  be  employed 
for  the  purpose.  A  piece  of  wide  gluos  tubing  S  holds  a  boat  containing  a 
weighed  quantity  of  the  miied  oxides.  The  tube  is  connected  at  one  end  with 
an  apparatus  for  generating  hydn^en  chloride  (fig,  125,  page  281).  The 
hydrogen  chloride  gas  is  passed  through  a  wash-bottle  A  containing  concentrated 
hydrochloric  acid,  and  dried  by  paaaing  througli    a  wash-bottle   B  containing 

'  H.  Row,  Handbueh  der  analytischta  VhenU,  BisaiiBchweig,  3.  36S,  1871. 
^  J.  Lefort,  Ann.  Chin:  I'kyt.  (5),  9.  S3,  1877. 
>  C.  Friedhaim  and  R.  Meyer,  Zeit.  anory.  Ckem..  I.  78,  1892. 

'  E.  Ftehard,  Cim.pt.  lleiut.,  114.  173,  1891  ;  ZeU.  anorg.  Cheni..,  1.  262, 1892  ;  Chem.  IfcK-s, 
dS  89, 1892. 
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concentrated  sulphuric  acid.  The  opposite  end  of  the  tube  is  connected  with  an 
absorption  tube  E  containing  a  little  water. 

The  Subliniation. — The  tube  containing  the  boat  is  heated  to  270*  *  in  the 
tube  oven  C,  fitted  with  thermometer  and  thermostat.  The  sublimate  of 
MoOg.  2HC1  is  driven  forward  into  the  absorption  tube,  every  now  and  again, 
by  heating  the  part  of  the  combustion  tube  D  with  a  naked  Bunsen  flame. 

The  Tungstic  Oxide, — When  sublimation  has  ceased  (about  IJ  hour),  the 
boat  may  contain  tungsten  oxide  with  or  without  sodium  chloride,  according  to 
the  nature  of  the  substance  under  investigation.  The  sodium  chloride,  if 
present,  is  removed  by  washing  the  residue  with  water ;  the  tungsten  oxide  is 
filtered  into  a  weighed  Gooch's  crucible,  ignited  as  indicated  on  pago  106,  and 
weighed  as  tungsten  trioxide — WOg. 

The  Molyhdic  Oxide, — The  molybdic  hydrochloride  decomposes  in  contact 
with  the  water,  forming  a  brick-red  chloride — MogOjClg — insoluble  in  hydrochloric 
acid,  but  readily  soluble  in  nitric  acid.  The  sublimate  is  washed  from  the  com- 
bustion tube  and  from  the  absorption  tube  into  an  evaporating  basin  with  water 
containing  a  little  nitric  acid.  The  solution  is  evaporated  to  dryness  on  a  water 
bath ;  the  residue  is  dissolved  in  a  little  ammonia ;  evaporated  to  dryness ;  ignited 
as  indicated  on  page  413  ;  and  weighed  as  molybdenum  trioxide— MoOj. 

The  Results. — The  separations  by  this  process  are  excellent.  For  instance, 
with  artificial  mixtures : 

Tungstic  oxide  used       .        .     0'28d4  gnn.    i   Molybdic  oxide  used      .        .     0  0886  grm. 
Tangstic  oxide  found    .        .     0*2888  grm.    |   Molybdic  oxide  found    .        .     0*0380  grm. 

The  .comparatively  elaborate  apparatus  is  considered  a  disadvantage  in  the 
laboratory  of  a  works.  This  objection  would  not  be  serious  if  a  large  number 
of  determinations  had  to  be  made.     The  time  factor  is  then  significant.^ 

§  2i8.  The  Determination  of  Niobium  and  Tantalum- 
Simpson's  Process. 

The  elements  niobium  and  tantalum  are  often  associated  with  tungsten, 
and,  if  present,  they  will  be  precipitated  with  the  tungsten  trioxide.  Many 
tantalum  minerals  are  free  from  tungsten,  and  since  tantalum  is  now  one  of 
the  'industrial  elements,''  the  analysis  of  compounds  containing  tantalum  is 
sometimes  required. 

Opening  Tantaliferous  Minerals.  — Seyer&l  methods  of  opening  the  minerals 
have  been  suggested,  and  possibly  some  have  special  advantages  in  partiotdar 
cases.  Fusion  with  potassium  bisulphate  or  pyrosulphate  is  generally  recom- 
mended,3  but  the  fusion  is  then  usually  very  protracted — 5  hours  is  not  always 


^  If  the  temperature  be  much  greater  than  270",  tungsten  may  sublime;  if  much  leas,  the 
separation  may  be  incomplete. 

^  For  the  separation  of  tungsten  and  vanadium,  see  C.  Friedheim,  Ber.,  23.  352,  1890; 
Cficm.  News,  65.  27,  1892;  A.  Rosenheim  and  C.  Friedheim,  Zeit.  anorg.  Chem.,  I.  818, 
1892 ;  C.  Friedheim,  W.  H.  Henderson,  and  A.  Pinagel,  t6.,  45.  89P,  1905 ;  C.  Friedheim  and 
C.  Castendyck,  £er.,  33.  611,  1900;  W.  Gibbs,  ZeU.  anal.  Chem.,  23.  643,  1884;  25.  544, 
1886;  Ainer.  Chem,  Jouryu,  A.  377,  1883;  5.  378,  1883;  I.  219,  1879;  ¥.  Uohj,  Lehrbuch 
der  dvemischcn-analytischen  TUrirmethode,  Braunschweig,  314,  1877  ;  A.  SafaHk,  Liebig's 
Ann.,  109.  84,  1859;  C.  R.  von  Hauer,  Ber.  Wien.  Akad.,  39.  448,  1860;  A.  Rosenheim, 
Ber.,  23.  3208,  1890  ;  P.  E.  Browning  and  R.  J.  Goodmann,  Zeit.  anorg.  Chem.,  13.  427,  1897 ; 
C.  ReicTiard,  Chem.  Zig.,  27.  i,  1903  ;  F.  Rothenbach,  Ber.,  23.  3060,  1890  ;  A.  Camot,  Compt. 
Bend.,  104.  1803,  1860,  1887  ;  105.  119,  1887. 

8  W.  Gibbs,  Amer.  J.  Science  (2),  37.  355,  1864  ;  W.  P.  Headden,  ib.  (3),  41.  91, 1891  ;  T.  B. 
Osborne,  ib.  (3),  30.  229,  1885  ;  CJiem.  News,  53.  43,  1886  ;  W.  B.  Giles,  ib.,  95.  1  87,  1907; 
99.  1,  1909  ;  L.  Smith,  ib.,  48.  13,  29,  1888  ;  Amer.  Chem,  Joum,,  5.  44,  78,  1886 ;  M.  S. 
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sufficient  for  the  work.  The  platinum  crucible  is  much  attacked  by  the  opera- 
tion, and  the  subsequent  analysis  is  beset  with  difficulties  arising  from  the 
partial  solubility  of  the  oxides  under  investigation  in  the  aqueous  extract  of  the 
fused  cake.  Fusion  with  potassium  hydroxide^  gives  better  results  than 
potassium  bisulphate.  Many  finely  powdered  minerals  are  decomposed  by  a 
half-hour's  fusion  at  a  dull  red  heat.     The  following  process  is  due  to  Simpson.^ 

Three  grams  ^  of  pure  potassium  hydroxide  are  fused  in  a  4-cm.  silver  or 
nickel  crucible  resting  on  a  wire  gauze.  When  the  potassium  hydroxide  in  the 
crucible  is  in  a  state  of  tranquil  fusion,  remove  the  lid,  and  drop  into  the 
crucible  0*5  grm.  of  the  finely  powdered  mineral.'*  Mix  the  contents  by  quickly 
rotating  the  crucible.  Heat  the  mass  to  a  dull  red  heat  for  10  minutes  longer  ; 
remove  the  lid ;  and  again  agitate  the  mass.  Place  the  crucible  in  a  hole  in  an 
asbestos  pad,  as  described  on  page  266.  Heat  the  crucible  over  a  naked  flame 
at  a  bright  red  heat  for  about  half  an  hour.  Remove  the  cover  carefully  to 
avoid  losing  the  blob  of  flux  on  the  under  side,  and  let  the  lid  cool  upside  down. 
Tilt  the  crucible  on  one  side,  so  that  the  molten  contents  solidify  on  one  side  of 
the  crucible. 

When  cool,  pour  10  c.c.  of  dilute  hydrochloric  acid  (sp.  gr.  1*08)  into  a 
300-c.c.  beaker.  Place  the  crucible  in  a  beaker,  and  fill  the  crucible  two-thirds 
with  warm  water.  Immediately  cover  the  beaker  with  a  clock-glass.  The  action 
is  somewhat  violent,  and  if  any  spurts  from  the  crucible  it  will  be  caught  by 
the  basin.  The  action  will  subside  in  a  couple  of  minutes.  Then  transfer 
the  contents  of  the  crucible  to  the  beaker.  Wash  crucible,  basin,  and  lid  with 
water,  assisted  by  a  "policeman,"  then  with  dilute  acid,  and  finally  with  water. 
About  20  c.c.  of  acid  are  required  for  the  washing,  and  the  solution  occupies 
from  80  to  100  c.c.  Add  a  drop  or  two  of  alcohol  to  destroy  the  potassium 
manganate. 

Isolation  of  the  Tantalum  and  Niobium  Oxides. — Boil  the  solution  with  5  to 
10  C.C.  of  hydrochloric  acid  (sp.  gr.  1*1611)  on  a  hot  plate.^  The  tantalum 
and  niobium  hydroxides  are  precipitated.  To  make  sure  that  the  precipitation 
is  complete,  dilute  the  solution  to  200  c.c.  and  boil  15  minutes  more.  Let 
the  precipitate  settle;  decant  the  clear  liquid  through  a  12'5-cm.  close-packed 
filter  paper.  Filter  and  wash  the  residue  with  dilute  hydrochloric  acid  (sp.  gr. 
1*0843),  untjl  the  washings  give  no  indication  of  iron.^  The  filtrate  contains 
the  tin,  iron,  magnesium,  calcium,  manganese,  copper,  nickel,  and  titanium. 
The  residue  contains  tantalum,  niobium,  tungsten,  silica,  antimony,  and  some 
of  the  tin. 

Pennington,  y^fTUT.  Chem.  Soc,  Joum.,  18.  88,  1896;  Chem.  News,  75.  8,  18,  31,  38,  1897; 
C.  Marignac,  Ann.  Chim,  Phys.  (4),  13.  5,  1837;  T.  Prior,  Min.  Mag.,  15.  88,  1910;  W. 
Blomstrand,  «/bum.  prakt.  Chem.  (1),  99.  40,  1866  ;  R.  Hermann,  16.  (2),  5.  66, 1872  ;  L.  Weiss 
and  M.  Landeoker,  Zeil.  anorg.  Chem,,  64.  65,  1909 ;  Chem,  News,  lOl.  2,  13,  26,  1910 ;  £.  F. 
Smith,  ib.,  92.  209,  1905  ;  Proe.  Amer.  Phil,  Soc.,  44.  151,  1905 ;  R.  D.  Hall  and  E.  F.  Smith, 
ib.,  44.  177,  1905  ;  ChMi.  News,  92.  220,  232,  242,  262,  262,  276,  1905  ;  6.  Ghesneau,  Compt, 
Rend.,  149.  1182,  1910  ;  O.  Ruflf  and  E.  Schiller,  J^eit.  anorg.  Chem.,  72.  329,  1911  ;  R.  J.  Meyer 
and  0.  Hauser,  Die  Analyse  der  seUencn  Erde^i  mil  der  Brdsduren,  Stuttgart,  296,  1912. 

^  Potassium  in  preference  to  sodium  hydroxide  because  of  the  greater  solubility  of  the 
potassium  salts  of  the  oxides  under  investi^tion. 

2  E.  S.  Simpson,  B%dl.  West  Australia  Oeol,  Sur„  23.  72,  1906;  Chevi,  News,  99. 
243,1909. 

'  If  but  small  quantities  of  these  elements  are  in  question,  it  is  advisable  to  take  as  much 
as  80  ffrms.  of  potassium  hydroxide,  and  5  grms.  of  the  mineral. 

*  Note  that  the  proportion  of  mineral  to  flux  is  as  1 : 6. 

^  Less  acid  can  be  used  if  no  titanium  is  present ;  the  titanium  is  kept  in  solution  by  the 
hydrochloric  acid. 

*  If  the  filtrate  becomes  turbid,  it  may  be  necessary  to  dilute  the  solution  and  boil  for  a 
longer  period. 
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A  small  amount  of  the  niobium  may  not  be  precipitated  if  much  titanium 
be  present.  It  seems  as  if  "  a  soluble  double  chloride  of  titanium  and  niobium 
is  formed,  part  of  the  niobium  only  being  precipitated."  Hence,  the  results 
for  the  niobium  may  be  a  little  low,  and  the  tantalum  correspondingly  high. 
In  the  absence  of  appreciable  amounts  of  titanium,^  it  is  claim^  that  the  per- 
centage of  tantalum  and  niobium  obtained  by  this  method  can  be  relied  upon 
to  be  accurate  to  0*1  per  cent. 

Removal  of  Tiny  Antimony,  Tung$teny  and  Silica  from  the  Residue, — If 
niobium  and  tantalum  alone  be  present,  dry  the  precipitate,  bum  the  filter 
paper  (page  408) ;  ignite  at  a  bright  red  heat  for  15  minutes,  and  weigh  as 
Nb.^05  +  TagOg.  If  tungstic  acid  be  present,  digest  the  moist  precipitate  ^ 
with  ammonia,^  in  which  tungstic  oxide  is  soluble.  Filter  and  wash.^ 
Ignite  the  precipitate  and  weigh.  The  loss  in  weight  represents  the  tungstic 
oxide.  Treat  the  mass  with  sulphuric  acid  and  hydrofluoric  acid  (page  169), 
ignite,  and  weigh  again. ^  The  loss  in  weight  represents  the  silica.  Place  the 
weighed  residue  in  a  weighed  porcelain  boat,  and  heat  the  mixture  in  a  current 
of  hydrogen  (page  269).  The  tin  is  reduced.^  Digest  the  mixture  in  hydrochloric 
acid.7  Ignite  the  washed  residue,  and  weigh  as  NbgOg  +  TajO^.  The  loss  in 
weight  represents  the  tin  oxide. 

Determination  of  l^in.  — The  filtrate  contains  chloride  of  tin,  etc.  The  solu- 
tion is  treated  with  hydrogen  sulphide  in  the  usual  manner  (page  309).  The  tin 
so  obtained  is  added  to  that  recovered  from  the  first  precipitate. 

A  nickel  crucible  is  used  for  the  determination  of  the  tantalum,  niobium,  and 
tin;  but  for  the  determination  of  the  iron,  aluminium,  manganese,  and  rare 
earths,  etc.,  it  is  best  to  fuse  a  separate  portion  in  a  silver  crucible,  and  reject  the 
precipitate  of  tantalum,  niobium,  etc.,  and  the  hydrogen  sulphide  precipitate. 
The  analysis  is  continued  with  the  filtrate  from  the  hydrogen  sulphide  precipitate. 


'  According  to  L.  Weiss  and  M.  Landecker  {Zeii.  miorg.  CJiem.,  64.  65,  1909  ;  C?iem.  News, 
loi.  2,  13,  26,  1910),  the  formation  of  this  compound  is  hindered  by  the  addition  of  an  oxidising 
agent — sodium  nitrate — to  the  alkali.  After  dissolving  in  water  and  filtering,  very  little 
titanium  remains  in  solution,  and  this  is  completely  precipitated  by  hydrogen  siuphide,  with- 
out carrying  down  the  other  earth  acids.  The  titanium  can  also  be  determined  colorimetrically 
in  the  mixed  oxides,  since  the  colour  is  not  affected  by  niobium  and  tantalum — G.  Chesneau, 
Compt.  Rend.,  149. 1182, 1909  ;  C.  H.  Wari^n,  Amer.  J,  Science {i\  22. 520, 1906  ;  Chem,  News, 
94.  298,  1906 ;  R.  D.  Hall  and  £.  F.  Smith,  Joum,  Amer.  C/i£m,  Soc,,  27.  1369,  1905. 

'  Washed  free  from  hydrochloric  acid — test  with  dilute  solution  of  silver  nitrate. 

^  Some  recommend  digesting  the  moist  residue  with  yellow  ammonium  sulphide  to  remove 
tin,  tungsten,  etc. — H.  Rose,  A%Lsfiihrlichet  Hatidbuch  der  analytischen  Chemie,  Braunschweig, 
2.  849,  1851  ;  F.  Wohler,  Die  Mineral- Analyse  in  Beispiclen,  140,  1861  ;  W.  P.  Headden, 
Amer.  J.  Science  (8),  41.  89,  1898;  M.  E.  Pennington,  Joum,  Amer.  Chem,  Soc.,  18.  88, 
1896.  In  that  case,  there  is  a  slight  loss  of  the  niobic  acid  if  sulphates  are  present  (W.  B. 
Giles,  Chem.  News,  99.  1,  1909).  The  reduction  process  offers  many  advantages  in  analysis  of 
tin  ores  where  small  amounts  of  titanium,  niobium,  and  tantalum  have  to  l^  separated  from 
large  amounts  of  tin — A.  Hilger  and  H.  Haas,  Ber.,  23.  458,  1890.  See  also  R.  D.  Hall, 
Joum.  A^ner.  Chem.  Soc.,  26.  1235,  1904  ;  E.  F.  Smith,  Proc,  Amer.  Phil.  Soc.,  44.  161,  1905. 

*  Some  silica  may  then  be  found  contaminating  the  tungstic  oxide.  The  ammoniacal  solution 
is  evaporated  to  dryness,  ignited,  and  weighed  as  W03  +  Si02.  The  latter  is  determined  by  the 
hydrofluoric  acid  treatment  and  added  to  the  main  silica. 

^  F.  D.  Metzgerand  C.  E.  Taylor,  Zeit.  anorg.  Chem.,  62.  388,  1909. 

^  Simpson  recommends  the  removal  of  antimony  and  tin  by  digestion  with  ammonium 
sulphide  ;  re-fuse  the  residual  oxides  and  repeat  the  operations. 

^  The  hydrogen  may  be  passed  through  a  beaker  of  water  (fig.  122)  and  the  tin  recovered.  If 
the  potassium  cyanide  fusion  be  adopted  (page  269),  insoluble  niobic  and  tantalic  acids  may 
envelop  the  metallic  tin,  and  protect  the  tin  from  the  action  of  the  acid  later  on ;  and  some 
may  dissolve  in  the  potassium  cyanide.  The  insoluble  residue  is  digested  with  acids  to  remove 
tin  (and  antimony  if  present).  Niobic  and  tantalic  acids  remain  insoluble.  The  niobic 
and  tantalic  oxides  dissolved  in  the  uotassium  cyanide  can  be  recovered  by  boiling  the  solution 
with  nitric  acid.  The  tungstic  oxide  is  separated  from  the  tantalic  and  niobic  oxides  by 
ammonia  as  indicated  above* 
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§  219.  The  Separation  of  Tantalum  and  Niobium— 

Marignac's  Process. 

Marignac's  process^  for  the  separation  of  tantalum  and  niobium  is 
probably  the  best.  It  is  based  upon  the  different  solubilities  of  potassium 
fluotantalate — KjTaF^ — and  of  potassium  fluoniobate — KgNbOFg.HgO.^  One 
part  of  the  latter  salt  is  soluble  in  12-13  parts  of  cold  water,  while  1  part  of 
potassium  fluotantalate  dissolves  in  150-157  parts  of  cold  water.  The  separation 
is  tedious,  and  sometimes  "not  worth  while "^ — see  the  next  section. 

It  is  convenient  to  use  four  platinum  dishes — "  A  "  dish,  7-5  cm.  in  diameter ; 
"  B  "  dish,  9  cm. ;  "  C"  dish,  6  cm. ;  and  "  D  "  dish,  5  cm.  in  diameter — for  the 
separation. 

Fuse  the  (weighed)  mixed  oxides  of  niobium  and  tantalum  in  a  platinum 
crucible  with  eight  times  their  weight  of  potassium  carbonate.  When  solution 
is  complete,  cool  the  mass.  Digest  the  cake  in  water.'*  Boil  the  mixture  with 
dilute  hydrochloric  acid  to  precipitate  the  niobic  and  tantalic  acids.  Collect 
the  precipitate  on  a  filter  paper ;  wash  into,  say,  dish  "  C."  The  filter  paper, 
folded  inside  out,  is  placed  in  dish  "  D,''  covered  with  hot  water,  and  a  few  drops 
of  hydrofluoric  acid  are  added.  Warm  the  mixture  on  a  hot  plate  for  a  few 
minutes.  Pour  the  solution  into  dish  "  C."  Repeat  the  washing  of  the  filter 
paper  with  very  dilute  hydrofluoric  acid,  and  finish  by  washing  the  paper  four 
times  with  hot  water. 

First  Crop  of  CrystalB. — The  dish  "  C  "  now  contains  all  the  niobium  and 
tantalum  oxides.  Put  the  dish  on  a  hot  plate.  If  solution  be  not  complete  in 
a  few  minutes,  add  another  drop  of  hydrofluoric  acid,  but  avoid  an  excess  of 
this  acid.  Add  slowly,  with  constant  stirring,  a  boiling  aqueous  solution  of  0*7 
grm.  of  potassium  fluoride  to  the  boiling  solution  in  basin  "C'  Evaporate  the 
contents  to  about  10  c.c.^  Wash  down  the  sides  of  the  basin  with  a  few  drops  of 
hot  water.  Cool  the  vessel  slowly  to  about  15".  Decant  the  clear  solution  con- 
taining the  niobium  and  part  of  the  tantalum  through  a  7-cm.  filter  paper  ^ 
into  dish  "B.''  Wash  the  felted  mass  of  crystals  of  potassium  fluotantalate 
four  times  with  cold  water. 

Second  Crop  of  CrysUds. — Evaporate  the  mixed  filtrate  and  washings  down 
to  about  5  c.c.  Cool  the  solution  slowly  as  before.  Decant  the  solution  through 
a  6*5-cm.  filter  paper  into  dish  "A."  Wash  the  crystals  four  times  with  cold 
water.  If  flat  plates  of  potassium-niobium  oxyfluoride  (fig.  141)  are  present, 
wash  the  mass  until  they  are  removed. 

Third  Crop  of  Crystals, — Evaporate  the  solution  to  dryness  on  a  water  bath. 


^  C.  Marignac,  Ann,  Chim.  Phys.  (4),  8.  5,  49,  1865  ;  E.  S.  Simpson,  Bull,  West  Australia 
GeoL  Sur.f  23.  71,  1906  ;  A.  Tighe,  Touni.  Soc.  Chem,  hid.,  25.  681,  1907  j  0.  Ruff  and  E. 
Schiller,  Zeii.  anorg.  Chem  ,  72.  329,  1911  ;  E.  Meimberg,  Zeit.  aiugew,  CJiem.,  26.  83,  1913. 

2  Or  2KF.NbOF8.HaO.     G.  Kriiss  and  L.  F.  Nilson.  Ber,,  20.  1676,  1887. 

'  Commercial  ores  of  tantalum  are  valued  at,  say,  £1  per  unit  percentage — see  {)age  384.  The 
value  of  the  ore  is  lessened  in  pro}K>rtion  to  the  amount  of  niobium  associated  with  the  tantalum. 

*  If  any  remains  insoluble,  filter,  ignite  the  residue,  and  fuse  with  a  little  pot-assium  car- 
bonate.    Add  the  aqueous  extract  to  the  main  solution. 

^  It  is  sometimes  stated  that  solutions  of  tantalum  fluorides  when  evaporated  lose  tantalum 
fluoride  with  the  vapour  of  hydrofluoric  acid  and  steam.  This  seems  to  be  an  error— 0.  Ruff 
and  £.  Schiller,  ZeiL  anorg.  Chem.y  72.  329,  1911.  No  loss  was  detected  by  evaporating 
solutions  of  tantalum  fluoride  in  sulphuric  acid  to  dryness.  Similar  remarks  apply  to  the 
calcination  of  tantalic  oxide  with  ammonium  fluoride.  Potassium  fluotantalate  alone  may  be 
slightly  volatile  when  heated,  but  Ruff  and  Schiller  could  detect  no  loss  when  potassium 
fluotantalate  was  heated  up  to  its  melting  point. 

•  A  rubber  funnel,  or  a  glass  funnel  coated  with  cerasine  or  the  wax  mixture  of  page  634, 
is  used. 
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Cool,  add  one  drop  of  hydrofluoric  acid.  Run  1  to  5  c.c.^  water  from  a  burette 
into  the  solution.  Heat  the  vessel  quickly  to  dissolve  the  residue.  Add  0*1 
grm.  of  potassium  fluoride  dissolved  in  1  c.c.  of  water.  Note  the  volume  of  the 
solution  for  "correction  a.^'  Cool  the  solution  for  about  an  hour  at  16"  or 
less ;  filter  it  into  a  small  platinum  dish ;  and  wash  three  or  four  times  with 
a  few  drops  of  water  at  15*  or  less.  Note  the  volume  of  the  liquid  used  for  the 
washing — "correction  6." 

Determination  of  the  Niobium,'^ — Add  8  c.c.  of  sulphuric  acid  (sp.  gr.  1*29) 
to  the  filtrate  and  washings.  Evaporate  the  solution  on  a  sand  bath  until  fumes 
of  sulphur  oxides  appear.  Continue  the  heating  for  about  20  minutes  longer 
in  order  to  drive  ofl*  all  the  fluorine  compounds.  See  that  no  fluorides  remain 
unattacked  on  the  side  of  the  dish  out  of  reach  of  the  acid.  Cool.  Pour  the 
mixture  into  150  c.c.  of  water  in  a  300-c.c.  beaker.  Wash  the  dish  with  cold 
water  assisted  by  a  "policeman."  Boil  the  solution  20  minutes  in  order  to 
precipitate  all  the  niobium  and  tantalum.  Filter,  wash  with  boiling  water,  and 
dry.  Ignite  until  the  Alter  paper  is  burnt,  add  a  gram  of  solid  ammonium 
carbonate,  cover  the  crucible,  and  re-ignite  to  constant  weight.  Weigh  the  dish, 
which  contains  practically  all  the  niobium  and  a  small  amount  of  tantalum. 

Correction  for  the  Tantalum, — The  amount  of  the  tantalum  admixed  with  the 
columbium  is  determined  from  the  observation  that  1  c.c.  of  the  water,  slightly 
acidifed  with  hydrofluoric  acid,  used  in  the  final  crystallisation  dissolves  the 
equivalent  of  0*002  grm.  of  TagOg  (correction  a),  and  1  c.c.  of  water  used  in  the 
final  washing  (correction  h)  dissolves  the  equivalent  of  0*00091  grm.  of  TagO^. 
In  illustration,  suppose  that  0*5  grm.  of  tantalite  furnished  0-3819  grm.  of  the 
mixed  tantalum  and  niobium  oxides.  4  c.c.  of  the  acidified  solution  (correc- 
tion a)  were  in  contact  with  the  crystals  of  potassium  fluotantalate,  and  4  c.c. 
of  water  (correction  h). 

Platinum  crucible  plus  precipitate 14*8650  grms. 

Platinum  crucible  alone 14*3211     ,, 

Precipitate 0-0839  grm. 

Correction  a  {0*002x4) 0*0080  grm. 

Correction  6  (0-00091x4) 0-0036    ,, 


Total  correction 0  0116 


»» 


Precipitate 0*0889  grm. 

Correction 0*0116    „ 

Niobium  oxide 0*0223    ,, 

Mixed  oxides 0*3819    „ 

Tantalum  oxide 0*3406    ,, 

Hence,  the  sample  had  78*12  per  cent,  of  tantalum  oxide,  and  4*26  per  cent, 
of  niobijim  oxide.  It  is  claimed  that  this  tedious  method  of  separation  is 
accurate  to  about  1  per  cent.'* 

^  The  amount  depends  upon  thti  amount  of  niobium  expected  to  be  present.  1  c.c.  per 
0*035  grm.  NbjOa.     Usually  about  3  c.c.  suffices. 

^  For  a  colorimetric  process  for  estimating  niobium,  see  E.  Meimberg,  Ztit,  angew.  Chem,^ 
26.  83,  1913. 

^  L.  Weiss  and  M.  Landecker  {Zeit.  anorg.  CJum.,  64.  65,  1909  ;  Chem.  Kews^  lOl.  2,  13, 
26,  1910)  conduct  the  analysis  bv  fusion  with  potassium  bisulphate ;  extract  with  hot  water 
acidulated  with  sulphuric  acid :  add  sulphurous  acid  to  the  boiling  solution  until  the  precipitate 
becomes  flocculent  ;  in  20-30  minutes,  niter  and  wash  with  sulphurous  acid.  The  residue,  con- 
taining tantalum,  niobium,  titanium,  and  tin,  is  neutralised  with  ammonia ;  extracted  with 
ammonium  sulphide  ;  heated  in  a  plitiniim  crucible ;  and  fused  with  a  mixture  of  sodium 
carbonate  and  nitrate.  Extract  with  water,  filter,  treat  with  hydrogen  sulphide.  Filter,  and 
precipitate  the   niobic  and  tantalic  acids  with  sulphurous  acia  as  before.     Fuse  the  ignited 
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§  220.  The  Estimation  of  Niobium  and  Tantalum  Oxides — 
Specific  Gravity  Method. 

The  great  difference  between  the  apecific  gravitieB  of  tantalic  oxide  (STIO) 
and  niobic  oxide  (4-552)  has  suggested  methods  for  evaluating  ores '  and  also 
the  oxides*  ot  these  elements  from  the  specific  gravity  of  the  mixture.  The 
specific  gravities  of  the  oxides  appear  t«  become  constant  after  blasting  for 
an  hour.  The  specific  gravity  of  the  mixture  is  not  quite  a  linear  function  ;  an 
empirical  table  is  therefore  constructed,  from  which  the  specific  gravity  of  all 
possible  mixtures  can  be  obtained  by  interpolation. 

Determination  of  the  Specijk  Gravity. — Foote  and  Langley  use  the  ordinary 
specific  gravity  bottle  with  the  stopper  extra  carefully  ground.  Place  the 
unweighed  powder  in  a  small  beaker  half  full  of  water.  Boil  the  water  for  half 
an  hour  by  passing  an  electric  current  through  a  fine  spiral  of  platinum  wire 
suspended  in  the  water.*     Agitate  the  powder  frequently.     Cool.     Decant  most 


Fro.  144.— Specific  gravitifiB  of  miituresotniobic  and  tantalic  oxides  (Foote  and  Langley). 

of  the  water  from  the  beaker.  Wash  the  residue  into  the  specific  gravity  bottle 
through  a  small  funnel  by  means  of  boiled  water.  The  bottle  is  filled  to  over- 
flowing, and  any  powder  or  air-bubbles  floating  on  the  surface  are  swept  ofl"  with 
a  glass  rod.  Remove  any  air-bubblea  from  the  aides  of  the  bottle  by  means  of 
a  platinum  wire.  Place  the  bottle  in  a  dish  of  water  at  20°  for  20  minutes. 
Insert  the  stopper.  Wipe  the  top.  Dry  and  weigh.  Transfer  the  contents  to 
a  platinum  dish ;  *  evaporate  to  dryness ;   ignite  over  the  blast  for  5  minutes ; 

precipitate  of  niiied  niobic  and  Untalic  acids  with  sodium  carbonate  and  nitrate ;  digest 
with  warm  water ;  cool  ;  and  pase  carbon  diolide  through  the  solution.  Tantalic  acid  alone 
is  precipitated.  E.  Wedekind  and  W.  Haass,  ZeU.  ang^r.  Chem.,  23.  2314,  1910 ;  O.  Hauser 
and  A.  Lewite,  i*.,  35.  100,  1B12, 

'  3.  L.  Peniield  and  W.  E,  Ford,  Ain«r.  J.  Science  (4),  22.  Bl,  1908  (stibiutantilite) ;  E.  S. 
Simpson,  Bull,  i^tat  Australia  Geol.  Soc.,  23.  71,  1808  (iron-  and  mangaiio-tantalitea).  The 
estimationB  are  usually  accurate  to  less  than  [>  per  cent 

'  H.  W.  Foote  and  R.  W,  Ungley,  Amcr.  J.  Science  (4),  30.  398,  ISIO  ;  Chem.  Ne:i-s,  103. 
63,  1011.  „,  ,      , 

'  Boiling  in  the  ordinary  manner  is  impracticable  owing  to  "bumping.  The  powder  is 
heavy  and  aettles  rapidly. 

'  In  tranaferring  the  powder  to  the  diah,  loss  can  be  avoided  by  inverting  the  bottle  over  the 
dish  (Bg,  148,  page  434)  and  ehakirg  the  bottle  slightly  until  the  powder  runs  out.  A  trace 
of  powder  sticks  to  the  sides  of  the  boltle.  Hence,  dry  the  bottle  at  120°,  and  weigh.  The 
increase  in  weight  repreaenls  the  powder  in  the  bottle,  usually  not  more  than  0-002  grm. 
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and   weigh.     Hence  calculate  the  specific   gravity.     Duplicate   determinations 
agree  to  within  2*2  per  cent. 

Example.— Suppose  the  empty  specific  gravity  hottle  weighed  26*9  grms.,  and,  after 
due  correction,  the  mixed  oxides  weighed  6*2  grms. ;  the  hottle,  mixed  oxides,  and  water 
weighed  69*8  grms. ;  and  the  hottle  and  water  only  64*8  grms.     Since 

a      .«  .^  weiffht  of  mixed  oxides 

Specific  gravity  = 


weight  of  an  equal  yolume  of  water 


I 


it  follows  that  the  weight  of  i\  volume  of  water  equal  to  the  volume  of  the  mixed 
oxides  is:  64*8 -H 6*2 -69'8=  1*2.  Hence  the  required  specific  gravity  is  6*2/1 '2 =5*1 7. 
The  corresponding  percentage  amounts  of  tan  tali  c  and  niohic  oxides  can  be  read  from 
fig  144. 

Given  a  mixture  of  two  constituents  A  and  B,  of  known  specific  gravity 
Sj  and  Sj  respectively ^  to  find  what  proportion  of  each  is  present  when  the  specific 
gravity  of  the  mixture,  S,  is  knotnn. 

Let  W  denote  the  weight  of  the  mixture,  S  its  specific  gravity;  let  x  of 
constituent  A  be  present,  then  W-x  of  B  is  present.  Since  the  weight  of  a 
substance  divided  by  its  specific  gravity  represents  its  volume,  we  have 

Hence,  the  mixture  contains 

— ,^,  ^^  ^ — r--    per  cent,  of  A  ; 

1 00  -  —^      -\  -     pPi*  cent,  of  B. 

Examples. — (1)  A  mixture  of  clay  (sp.  gr.  2'6)  and  lignite  (sp.  gr.  1  2)  has  a  specific 
gravity  2*0  :  what  proportions  of  clay  and  lignite  are  present  ?  Here  5=2*4  ;  fs=8*6  ; 
Si  =  l'2;  hence,  the  mixture  contains  714  per  cent,  of  lignite  and  92*86  per  cent, 
of  clay. 

(2)  A  mixture  containing  tantalic  and  niobic  oxides  has  a  specific  gravity  6*85, 
niobic  oxide  alone  has  a  specific  gravity  4*552,  and  tantalic  oxide,  8*71  :  what  is  the 
percentage  composition  of  the  mixtures  I  Ans^cer — Nearly  54  per  cent  of  tantalic  oxide 
and  46  per  cent,  of  niobic  oxide. 

Preparation  of  the  Mixed  Oxides. — The  method  of  preparing  the  oxides 
should  be  as  fixed  and  as  definite  as  possible.  The  specific  gravity  of  the  mixed 
oxides  becomes  constant  after  igniting  for  an  hour  over  the  blast  in  a  platinum 
crucible.     Artificial  mixtures  of  tantalic  and  niobic  oxides  gave  specific  gravities  : 

Tantalic  oxide       .         0         10        20        30        40        50        60        70        80        90      100 
Specific  gravity     .     4*562  4*746  4*929  6*200  5474  6*850  6*434  7*083  7*654  8*098  8*716 

These  numbers  are  plotted  in  fig.  144.  Hence,  given  the  specific  gravity  of  the 
mixed  oxides,  the  proportion  of  niobic  and  tantalic  oxides  can  be  determined 
by  interpolation.  The  results  are  probably  more  exact  than  with  Marignac's 
gravimetric  process.  In  illustration,  two  determinations  of  tantalic  and  niobic 
oxides  on  a  sample  of  niobite  or  columbite  were  made  by  the  specific  gravity  and 
by  Marignac's  process  : 

Specific  gravity  process.  Marignac's  pixxsess. 

. -> .  . • ^ 

Tantalic  oxide      ....  16*54  16*81  14*43  13*60     - 

Niobic  oxide  62*28  63*23  (J8*68  66*75 
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DETERMINATION  OF  GOLD  AND  SELENIUM. 

§  221.  The  Precipitation  of  Gold  and  Platinum. 

Gold  is  precipitated  from  cold  acid  solutions  by  hydrogen  sulphide  as  a  dark 
brown  sulphide ;  ^  if  the  solution  be  hot,  some  metallic  gold  is  also  precipitated. 
The  sulphide  dissolves  in  alkali  monosulphide  extremely  slowly,  but  a  little 
more  quickly  in  the  polysulphide,  and  forms  a  brownish-red  solution.  If, 
therefore,  the  attempt  be  made  to  separate  gold  from  the  precipitate  of  mixed 
sulphides  by  ammonium  or  sodium  monosulphide,  part  of  the  gold  will  be  found 
with  the  tin,  antimony,  and  arsenic;  and  part  with  the  metals  insoluble  in 
alkaline  sulphide. 

What  has  here  been  stated  with  respect  to  gold  sulphide  might  be  repeated 
for  platinum  sulphide.^  The  solubility  of  platinum  sulphide  in  ammonium  or 
sodium  monosulphide  is  facilitated  by  the  presence  of  arsenic  and  other 
sulphides. 

On  account  of  the  difficulty  involved  in  separating  gold  and  the  platinum 
metals  from  the  other  members  of  the  hydrogen  sulphide  group,  it  is  best  to 
separate  these  elements  before  precipitating  the  hydrogen  sulphide  group ;  or  to 
redissolve  the  hydrogen  sulphide  precipitate  in  acids,  and  separate  the  gold  and 
platinum  metals  from  the  solution  of  the  sulphides.  To  separate  gold,  advantage 
is  taken  of  the  ease  with  which  gold  compounds  are  reduced  to  the  metal. 
Several  reducing  agents  are  available :  sulphurous  acid,^  oxalic  acid,*  ferrous 
chloride  (or  sulphate),*  hydrazine  hydrochloride,^  hydroxylamine  hydrochloride,^ 
alkaline  formaldehyde  solutions/  alkaline  hydrogeu  peroxide  solutions,^  chloral 
hydrate,®  magnesium, ^^  nickel,^^  hypophosphorous  acid,^^  cane  sugar,*^  etc. 

Sulphurous  acid,  oxalic  acid,  and  hydrazine  hydrochloride  are  most  con- 
venient.    The   choice  of  the  right  precipitating   agent   is   determined   by  the 

^  Probably  AuS.  A.  Levol,  Ann,  Chim.  Phys,  (3),  30.  356,  1850;  U.  Antony  and 
A.  Lucohesi,  Qazz,  Chim.  Ital,,  19.  545,  1889  ;  20.  601,  1890  ;  L.  Hoffmann  and  G.  Kriiss,  Ber., 
20.  2889,  2704,  1887  ;  W.  Bettel,  56.  133,  1887  ;  J.  Riban,  Bull,  Soc.  Chim.  (2),  28.  241,  1877. 

*  To  facilitate  subsequent  filtration,  R.  Gaze  {Apoth,  Ztg.,  27.  959,  1912)  adds  a  little 
mercuric  chloride. 

»  P.  Berthier,  Ann,  Chim,  Phya.  (3),  7.  82,  1843. 

■•  L.  Hoffmann  and  6.  Kriiss,  Liebig's  Ann,,  238.  66,  1887  ;  Chem.  News,  56.  83,  1887. 

'  P.  Jannasch  and  O.  von  Meyer.  Ber.,  38.  2129,  1905. 

«  C.  Winkler,  Ber.,  22.  890,  1889  ;  A.  Lainer,  Monats.  Chem.,  12.  639,  1891  ;  P.  Jannasch 
and  0.  von  Meyer,  Ber.  38.  2129,  1905. 

■^  L.  Vanino,  Ber.,  31.  1763,  1899 ;  Zeit,  Chem,  Ind,  Koll,  i.  272,  1906.  For  formic  acid, 
W.  Bettel,  Chem,  News,  56.  133,  1887. 

*  L.  Vanino  and  L.  Seemann,  Ber,,  32.  1968,  1899  ;  Chem.  News,  82.  70,  1900  ;  L.  Rossler, 
Zeit.  anal.  Chem,,  49.  739,  1910. 

»  P.  J.  Dirvell,  Bull,  Soc,  Chim,  (2),  46.  806,  1886. 
i<>  C.  Scheibler,  Ber.,  2.  296,  1869. 
"  V.  Goldschmidt,  Zeit.  anal,  Chem.,  45.  87,  1906. 
^  F.  Treubert,  Dissertation,  Munchen,  1909. 
*'  p.  Leidler,  ZeU,  Chem,  Ind.  Koll.,  2.  108,  1907. 
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nature   of  the  accompanying   elements.      The  precipitation  of  gold  by  these 
reducing  agents  generally  leads  to  low  results.    For  instance,  Hoffmann  ^  found  : 


Table  LVII. — Comparison  of  Different  Precipitating  Agents  for  Gold. 


Precipitating  agent. 


Sulphurous  acid  . 
Sulphurous  acid  . 
Oxalic  acid . 
Ferrous  chloride . 


U8«l. 


3-12360 
2-14789 
2-15292 
1  -65596 


I 


Pound. 


3*11916 
2-14688 
2-16040 
1  -65535 


IVr  cent. 


0-14 
0-03 
0-12 
0-04 


This  loss  arises  from  the  fact  that  the  gold  is  precipitated  in  a  very  fine  state 
of  subdivision,  and  minute  particles  of  gold  pass  through  the  filter  paper.  In 
consequence,  it  is  best  to  work  with  solutions  as  concentrated  as  possible,  and  to 
let  the  mixture  stand  in  contact  with  the  acid  mother  liquid  for  some  time  in  a 
warm  place,  and  agitate  the  solution  thoroughly  from  time  to  time.  This 
treatment  favours  the  coagulation  of  the  particles  of  gold,  and  thus  facilitates 
"clean"  filtration8.2 

Precipitation  by  Sulphuroiu  Acid. — The  acid  solution  under  investigation  is 
concentrated  on  a  water  bath  until  crystals  begin  to  form  as  a  drop  of  the 
solution  is  cooled  on  the  end  of  a  glass  rod.  Add  sufficient  water  to  dissolve  all 
the  crystals,^  and  digest  the  solution  for  half  an  hour  on  a  water  bath  with  an 
excess  of  sulphurous  acid.  At  the  end  of  that  time  the  liquid  should  be  clear, 
and  smell  of  sulphur  dioxide.  The  addition  of  sulphur  dioxide  from  time  to 
time  may  be  necessary.  The  solution  is  then  filtered,  washed  with  dilute  hydro- 
chloric acid,  and  the  metallic  gold  ignited  in  a  weighed  porcelain  crucible. 

This  precipitating  agent  is  superior  to  both  oxalic  acid  and  ferrous  chloride. 
There  is  no  danger  of  loss  by  spurting,  as  occurs  with  oxalic  acid,  which  decom- 
poses with  the  formation  of  carbon  dioxide ;  and  the  precipitated  gold  is  more 
easily  washed  free  from  salts  than  is  the  case  when  ferrous  salts  are  employed. 
The  time  required  for  complete  precipitation — half  an  hour — is  shorter  than 
that  required  for  complete  precipitation  with  oxalic  acid  and  ferrous  chloride. 
If  selenium  be  present,  it  will  be  precipitated  with  the  gold.  If  platinum  be 
present,  and  the  solution  be  not  sufficiently  acid,  the  precipitated  gold  will  be 
contaminated  with  platinum,  and  the  results  for  gold  will  then  be  a  little 
high.  Oxalic  acid,  however,  gives  the  best  separations  of  gold  from  platinum, 
although,  in  separating  gold  from  platinum,  it  is  usual  to  first  precipitate  the 
latter  metal  as  ammonium  or  potassium  chloroplatinate.  Sulphurous  acid  gives 
better  separations  of  gold  from  palladium  than  ferrous  chloride  or  oxalic  acid,  and 
there  is  little  to  choose  between  these  three  agents  for  the  separation  of  gold  from 
iridium,  rhodium,  and  ruthenium. 

A  large  excess  of  hydrochloric  acid  generally  retards  the  precipitation  of 
gold.     Nitric   acid  is,  of   course,  supposed  to  be  absent ;   this   is  removed  by 


*  L.  Hoffmann,  Untersuchuny  ilber  das  Gold,  Erlangen,  11,  1887  ;  E.  Priwoznik,  Oester. 
Zeii.  Berg,  ffutt.,  59.  639,  1911 ;  W.  Bettel,  Chem.  News,  56.  188,  1887. 

*  J.  Volhard  {Liebig'a  Ann.,  198.  331,  1879)  recommends  warming  the  gold  solution  with 
mercuric  oxide  on  the  water  bath.  The  particles  of  gold  are  said  to  aggregate  with  the 
mercuric  oxide,  and  are,  in  consequence,  easily  filtered  nnd  washed.  The  mercuric  oxide  vola- 
tilises on  ignition. 

^  The  gold  chloride  may  be  partially  decomposed  into  metallic  gold,  etc.,  during  the  evapora- 
tion.    This  does  not  matter. 
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repeated  evaporation  with  hydrochloric  acidj  No  notice  need  be  taken  of  any 
separation  of  gold  during  the  evaporation. 

Precipitation  by  Oxalic  Acid — The  solution  is  concentrated  as  described 
above,  and  the  acid  solution  is  neutralised  and  warmed  with  oxalic  acid,  until 
further  additions  of  oxalic  acid  give  no  further  separation  of  gold.^  The  reduction 
is  best  made  in  a  covered  vessel,  on  account  of  the  risk  of  losses  by  the  spurting 
which  attends  the  oxidation  of  the  oxalic  acid  to  carbon  dioxide.  The  vessel  is 
allowed  to  stand  in  a  warm  place  for  about  24  hours,  and  the  metallic  gold  is 
filtered,  washed  with  water,^  ignited  in  a  porcelain  crucible,  and  weighed  as 
metallic  gold. 

The  oxalic  acid  process  is  not  satisfactory  in  the  separation  of  gold  from  pal- 
ladium, since  some  of  the  palladium  is  precipitated  with  the  gold — about  \  per 
cent,  is  precipitated  per  gram  of  gold.  When  lead  is  present,  it  will  be  precipitated 
as  oxalate  with  the  gold.  Hence,  the  lead  must  be  removed  or  another  pre- 
cipitating agent  substituted.  If  the  lead  be  removed  as  sulphate,  there  is  a 
danger  of  the  latter  carrying  down  some  of  the  gold.  If  much  lead  and  little 
gold  be  present,  probably  all  the  gold  will  be  found  with  the  precipitate  of  lead 
sulphate.'*  Selenium  and  molybdenum  are  not  precipitated ;  but  if  insufficient 
hydrochloric  acid  be  present,  tellurium,  if  present,  may  give  a  precipitate  which 
is  removed  from  the  gold  by  washing  with  hydrochloric  acid.  If  much  copper 
be  present,  the  gold  will  be  contaminated  with  copper  oxalate,  even  if  a  great 
excess  of  hydrochloric  acid  be  employed.  To  separate  the  gold  from  the  copper 
oxalate,  Purgotti^  proposes  the  following  process: — Evaporate  the  aqua  regia 
solution  on  a  water  bath  to  dryness,  dissolve  the  residue  in  water,  add  oxalic 
acid,  and  digest  the  mixture  in  a  warm  place  for  48  hours.  Neutralise  the 
boiling  solution  with  potassium  hydroxide.  If  a  great  excess  of  oxalic  acid  has 
not  been  added,  more  will  be  needed  so  as  to  form  a  soluble  double  copper  and 
potassium  oxalate,  which  imparts  an  ultramarine  blue  tint  to  the  solution.  The 
precipitated  gold  can  then  be  filtered  from  the  solution  and  washed  in  the  usual 
manner.  When  the  above-mentioned  disturbing  elements  are  present,  it  is  best 
to  use  the  sulphurous  acid  or  the  hydrazine  process.^ 

Precipitation   by  Hydrazine   Hydrochloride, — Hydrazine  hydrochloride  may 

^  It  is  interesting  to  observe  in  this  connection  that  the  evaporation  of  alkali  7iitrates  to 
drynesi  a  number  0/ times  with  hydrochloric  acid  is  not  sufficient  to  effect  the  complete  conversion 
0/ the  nitrates  to  chlorides.  For  instance,  0*1893  grm.  of  potassium  nitrate  furnished  after  a 
number  of  evaporations : 

Evaporation  .         .        .      First.        Second.       Third.  .  .  .  Ninth.   .  .  .  Twelfth. 
Potassium  nitrate  .         .     0-1136        0'0581        0*0149  .  .  .  0*0013  .  .  .     0*0013    grm. 

B.  Lucanus  {Zeit.  anal,  Chem,^  3.  403,  1864)  prefers  to  ignite  the  alkali  nitrate  with  four  to  six 
times  its  weight  of  grape  sugar,  so  as  to  form  the  carbonate ;  and  when  this  is  treated  with 
hydrochloric  acid,  the  chloride  will  be  obtained  free  from  the  nitrate. 

'^  Note  that  most  of  the  oxalates  (excepting  those  of  the  alkalies  and  magnesium)  are  but 
sparingly  soluble  in  neutral  solutions  and  feebly  acid  solutions.  Some  dissolve  in  alkalies,  and 
all  dissolve  in  concentrated  mineral  acids,  while  some  are  almost  insoluble  in  dilute  acids— e.^., 
copper  oxalate  in  dilute  nitric  acid  (C.  Luckow,  Zeit,  anal,  Chevi.,  26.  9,  1887  ;  Chem.  Neivs, 
55.  78,  1887  ;  G.  Bomemann,  Chem,  Ztg.,  23.  666,  1899  ;  H.  L.  Ward,  Zeit.  anorg.  Chem,,  77. 
267,  269,  1912) — hence,  when  other  metals  are  present  the  solution  should  be  sufficiently  acid 
to  prevent  the  separation  of  insoluble  oxalates. 

^  If  some  of  the  less  soluble  oxalates  be  present,  they  can  be  removed  by  washing  the  pre- 
cipitated gold  with  dilute  hydrochloric  acid. 

*  C.  Whitehead,  Chem,  News,  66.  19,  1892.     »  E.  Purgotti,  Zeit.  anal.  Chem.,  9. 128, 1870. 

*  R.  Fresenius  {Quantitative  Chemical  Analysis,  London,  I.  477,  1876)  .says  that  the  oxalic 
process  is  not  satisfactory  in  the  presence  of  lead,  mercurous,  and  silver  salts.  Since  the 
determinations  are  usually  made  in  hydrochloric  acid  solutions,  if  the  solution  be  dilute, 
practically  all  the  silver  will  be  precipitated  as  chloride.  Mercuious  salts  cannot  remain  in 
contact  with  gold  trichloride  without  reducing  the  latter,  so  that  if  mercury  and  gold  are  present 
together  in  solution,  the  mercury  must  be  in  the  higher  state  of  oxidation. 
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be  employed  to  precipitate  gold  from  neutral,  acid,  or  alkaline  Bolutione  con- 
taining potassium,  sodium,  barium,  strontium,  calcium,  magnesium,  aluminium, 
chromium,  zinc,  manganese,  iron,  uranium,  nickel,  cobalt,  cadmium,  mercury,  lead, 
copper,  but  not  tin,  Wben  platinum  metals  are  associated  with  the  gold  in  a 
solution,  the  gold  may  be  first  precipitated  by  adding  hydrozylamine  hydro- 
chloride to  the  solution  acidified  with  hydrochloric  acid,  and  digesting  the 
mixture  on  a  water  bath  for  some  time.  The  filtrate  must  be  tested  to  make 
sure  that  all  the  gold  is  precipitated,  because  hydroxylamine  hydrochloride  is  not 
so  vigorous  an  agent  as  the  hydrasino  salt.  The  palladium,  iridium,  platinum, 
rhodium,  and  osmium  remain  in  solution.  The  first  four  elements,  if  present, 
are  precipitated  by  bydrasine  hydrochloride  in  alkaline  solution,  but  not  in  acid 
solutions.' 

§  222.  The  Separation  of  Gold  and  Platinum  from  Tin, 
Arsenic,  and  Antimony. 
The  tin  group  of  elements  cannot  be  quantitatively  separated  from  the 
gold-platinum  group  by  reducing  agents ;  nor  can  tin  be  dissolved  from  the 
platinum  metals  by  treatment  with  acids  ;  and  the  sulphides  cannot  be  separated 
by  concentrated  bydrooliloric  acid  nor  by  sodium  hydroxide.  The  volatilisation 
of  tin  sulphide  in  a  stream  of  hydrogen  sulphide  is  tedious  and  slow.  The 
chlorides  of  tin,  antimony,  and  arsenic  can  be  volatilised  iu  a  stream  of  chlorine 


Fio.  14S.— ThelSejiaratianarthBTinfrom  the  Gold- FU tin um  group. 

or  hydrogen  chloride.     The  volatilisation  of  the  bromides  in  a  stream  of  bromine 
gives  better  results. 

VolatilitatioH  Procen. — Transfer  the  washed  sulphides  to  a  porcelain  boat 
along  with  the  filter-paper  ash.-  Place  the  boat  B  in  a  hard  glass  combustion 
tube,  and  pass  a  stream  of  bromine  or  hydrogen  chloride  through  the  tube 
while  the  boat  is  heated  as  indicated  in  fig.  145.  The  exit  tube  leads  into  an 
absorption  flask  A  containing  dilute  hydrochloric  acid.  The  sulphides  of  arsenic, 
antimony,  and  tin  are  volatilised  and  retained  by  the  absorption  flask ;  any 
sublimate  in  the  tube  is  driven  away  from  the  boat  by  means  of  the  naked  flame 

'  Oamiuui  and  ruCheiuuin  are  ouly  [lartiiilly  j>recipiut«d  in  alkuline  solutione  b;  the 
hydrezine  suit,  and  not  at  all  in  acid  solutions. 

-  Tbe  filter  paper  is  separated  from  tha  sulphidea,  and  burned  alooe.  The  gulpbidea  luay 
also  be  iutimately  mixed  with  3-6  times  their  ffeJEht  of  umnoDium  chloride  and  their  own 
.i.i..>.i  ^r. ........... .g  nitrat*,  «nd  calcined.    The  gold  and  platinuni  remain  in  tbe  eruoible. 
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from  a  Bunsen's  burner.  The  gold  and  platinum  remain  in  the  boat.^  The 
combustion  tube  is  washed  with  dilute  hydrochloric  acid,  and  the  washings  run 
into  the  absorption  flask.  The  tin,  arsenic,  and  antimony  in  the  latter  can  be  de- 
t-ermined  in  the  usual  manner.  The  process  is  accurate,  but  it  occupies  a  long  time. 
DirvelVs  Process.  — Dissolve  the  precipitated  sulphides  in  aqua  regia.  Add  a 
Hmall  quantity  of  a  saturated  neutral  solution  of  sodium  oxalate  and  of  oxalic 
acid.  Then  add  a  considerable  excess  of  sodium  hydroxide — pure  by  alcohol. 
No  notice  need  be  taken  of  any  separation  of  sodium  oxalate.  Heat  the  solution 
to  boiling,  and  while  boiling,  add,  drop  by  drop,  a  solution  of  chloral  hydrate. 
Boil  the  solution  under  a  hood.^  When  an  excess  of  chloral  hydrate  has  been 
added,  and  the  gold  and  platinum  have  precipitated,  filter  the  boiling  solution, 
wash,  and  weigh  the  mixed  metals  in  the  usual  manner.  The  filtrate  is  diluted 
with  water  and  boiled  to  drive  off  the  chloroform.^  The  antimony,  arsenic,  and 
tin  are  determined  in  the  filtrate  in  the  usual  manner.  The  washed  gold  and 
platinum  are  dissolved  in  aqua  regia  and  separated  either  by  precipitating 
the  gold  with  oxalic  acid,  or  the  platinum  with  ammonium  chloride  (page  436). 

§  223.  The  Colorimetric  Determination  of  Gold. 

Gold  can  be  estimated,  somewhat  approximately,  by  the  tint  obtained  when 
gold  solution  is  brought  in  contact  with  a  solution  containing  a  mixture  of 
stannous  and  stannic  chlorides.'*  The  gold  sulphide  is  dissolved  in  10  c.c.  of 
aqua  regia  (three  volumes  of  concentrated  hydrochloric  acid,  and  one  volume  of 
concentrated  nitric  acid^,  and  treated  with  a  saturated  solution  of  stannous 
chloride  until  the  yellow  colour  is  bleached.  The  purple  tint  which  develops  in 
less  than  a  minute  is  compared  with  a  set  of  artificial  standards  made  by  mixing 
solutions  of  copper  and  cobalt  salts  in  the  required  proportion.  A  coloration  is 
obtained  when  but  one  part  of  gold  per  million  parts  of  solution  is  present. 
The  usual  precautions  for  colorimetric  determinations  are  here  of  exceptionally 
great  importance  in  order  to  get  reliable  results.  The  difficulty  in  controlling 
the  exact  tint  of  the  precipitated  "  purple  of  Cassius "  considerably  limits  the 
scope  of  this  process. 

§  224.  The  Analysis  of  Colours  containing  Purple  of  Cassius. 

In  the  analysis  of  gold  colours — which  usually  contain  lead  oxide,  silver 
carbonate,  stannic  oxide,  gold,  boric  oxide,  silica,  and  soda — the  sodium  peroxide 
fusion  (pages  226  and  475)  is  an  excellent  method  of  opening  up  the  compound. 
One  portion  of  the  sample  is  fused  in  a  porcelain  crucible,  and  the  resulting  cake 
is  employed  for  the  determination  of  gold,  silver,  tin,  and  lead.  The  boric  oxide 
is  determined  in  another  portion  of  the  sample  fused  in  a  silver  crucible.  The 
alkalies  are  determined  by  the  method  described  on  page  226 ;  the  ignition  is 
conducted  in   a  silver  crucible.      The  silica,  alumina,  etc.,  are  determined  on 

*  R.  Fresenius,  ZeU,  anal.  Chem.,  25.  200,  1886  ;  L.  Wiihler  and  A.  Spengel,  ih.,  50.  165, 
1911 ;  L.  L.  de  Koninck  and  A.  Lecrenier,  Rev.  Univ.  Mines  (3),  2.  98,  1888  ;  L.  Eisner, 
Jowm,  praki.  Chem.  (1),  35.  810,  1846;  A.  B^champ  and  C.  St  Pierre,  Compt.  Bend.,  52. 
767,  1861  ;  P.  de  Clermont,  ib.,  88.  972,  1879;  G.  Campari,  Ann.  di  Chim.,  74.  1,  1882; 
T.  Bailey,  Joum.  Chem.  Soe.,  49.  735,  1886  ;  V.  Antony  and  L.  Niccoli,  Gazz.  Chim.  Ital,, 
22.  ii,  408, 1892. 

^  Vapours  of  chloroform  are  evolved. 

3  P.  J.  Dirvell,  Bull.  Soc  Chim.  (2),  46.  806,  1886 

*  E.  Sonstadt,  Chem,  Neins,  26.  159,  1872  ;  T.  K.  Rose,  ib.,  66.  271,  1892  ;  R.  N.  Maxon, 
A^ner.  J.  Science  (4),  21.  270,  1906;  Chem.  News,  94.  257,  1906;  A.  Carnot,  Co^npt.  Bend., 
97.  106,  1883 ;  J.  Moir,  Joum.  Chem.  Met.  Soc.  S.  Africa,  4.  125,  1903  ;  A.  Prister,  ib.,  4. 
236,  1908  ;  H.  R.  Cassel,  3ng.  Min.  Joum.,  76.  661,  1903  ;  E.  Rupp,  Ber.,  36.  3961,  1908  ; 
M.  E.  Pozzi-Escot,  Ann.  Chim.  Anal.,  12.  90,  1907  ;  W.  Bettel,  Min.  Eng.  World,  35. 
987,  1912.     For  the  detection  of  traces  of  gold,  see  J.  £.  Saul,  Analyst,  38.  64,  1913. 
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another  portion  of  the  sample  fused  in  a  silver  crucible.     The  separation  of  the 
gold,  silver,  lead,  and  tin  alone  requires  special  mention. 

Separation  of  Silver, — The  fused  cake  is  taken  up  with  water  and  the  solu- 
tion warmed  with  an  excess  of  hydrochloric  acid.  The  gold  passes  into  solution 
as  gold  chloride,^  the  silver  is  precipitated  as  silver  chloride  along  with  a  certain 
amount  of  silica  and  lead.  The  solution  is  diluted,  so  that  it  contains  no  more 
than  the  equivalent  of  0'25  to  0'30N-HCl  after  the  alkali  has  been  neutralised. 
The  hot  solution  is  filtered  through  a  hot-jacketed  funnel,  and  washed  with  |^N- 
hydrochloric  acid.  The  precipitated  silver  chloride  is  freed  from  silica  by  treat- 
ment with  hydrofluoric  acid,  and  then  dissolved  in  ammonia.^*  The  properties 
of  silver  chloride  sliould  here  be  studied — page  650. 

Purification  of  Silver  Chloride  from  Lead  Chloride, — The  lead  chloride  can  be 
removed  from  the  ammoniacal  solution  of  silver  chloride  by  adding  5  c.c.  of  a 
concentrated  solution  of  ammonium  nitrate,  40  c.c.  of  a  2  per  cent,  solution  of 
hydrogen  peroxide  per  25  c.c.  of  the  cold  ammoniacal  solution.^  In  3  or  4 
hours  the  yellowish-brown  flocculent  precipitate  of  lead  peroxide  may  be  filtered 
and  washed,  first  with  dilute  ammonia,  and  lastly  with  cold  water.  The  lead 
peroxide  is  dissolved  in  nitric  acid,  assisted  by  the  addition  of  a  little  hydrogen 
peroxide.  The  lead  is  transformed  into  sulphate  and  weighed  in  the  usual 
manner.  The  silver  is  determined  by  acidifying  the  solution  with  nitric  acid 
and  boiling  it  for  a  short  time.  The  precipitated  silver  chloride  is  filtered, 
etc.,  as  indicated  on  page  652. 

Separation  of  Tin. — The  filtrate  remaining  after  the  removal  of  the  silver 
chloride  contains  the  gold,  lead,  and  tin.  These  metals  are  precipitated  as 
sulphides  by  means  of  hydrogen  sulphide.  The  sulphides  are  washed  as  in- 
dicated on  page  309,  and  dried.  The  paper  is  ignited  after  the  sulphides  have 
been  transferred  to  a  porcelain  boat.'  The  ash  of  the  filter  paper  is  also  brushed 
into  the  boat,  and  the  tin  volatilised  by  heating  the  boat,  etc.,  in  a  stream  of 
bromine  (fig.  145).^ 

Separation  of  Gold  and  Lead, — The  boat  containing  the  gold  and  lead  bromides 
is  again  introduced  into  a  combustion  tube  and  heated  in  a  current  of  hydrogen 
gas  with  the  usual  precautions  against  explosion.  Metallic  gold  and  lead  remain 
in  the  boat.  The  latter  is  alone  soluble  in  dilute  nitric  acid,  hence  the  separation 
is  easy.  .Add  the  weight  of  lead  sulphate  finally  obtained  to  the  lead  sulphate 
obtained  from  the  silver,  and  compute  the  corresponding  amount  of  lead  oxide 
in  the  usual  way.     The  gold  is  ignited,  weighed,  and  reported  as  metallic  gold. 

The  amount  of  gold  in  these  colours  is  relatively  small,  and  there  is  a  slight  loss 
of  gold  with  ea<5h  precipitation.  The  silver  and  gold  are  best  determined  by 
the  fusion,  cupellation,  and  parting  processes  on  a  separate  sample,  and  the 
tin  and  lead  by  usual  processes.  In  illustration,  the  analysis  of  a  purple  of 
Cassius  colour  furnished : 

SiOa.      Al.Ps.       SnOg.     NaoO.     Ag.        PbO.        Au.       RjOs.       CO,. 

15-10        l-2i        30-19      4-49      T'OO      29*23       1-44       1050       1-20    percent. 

The  carbon  dioxide  is  determined  by  the  method  of  page  553. 


'  Although  hydrogen  peroxide  in  alkaline  solution  precipitates  metallic  gold,  the  hydrogen 
peroxide  in  the  presence  of  hydrochloric  acid  forms  chlorine,  which  dissolves  the  gold  as  chloride. 
The  tin  is  in  the  form  of  stannic  chloride,  and  stannic  chloride  gives  no  precipitate  with  gold 
chloride. 

^  It  is  sometimes  difficult  to  dissolve  all  the  silver  chloride  in  ammonia.  In  that  case,  suc- 
cessive treatment  of  the  precipitate  on  the  filter  paper  with  ammonia,  boiling  water,  and  dilute 
nitric  acid  will  bring  about  the  solution  of  the  silver  chloride. 

^  P.  Jannasch,  Ber,,  26,  1496,  1893. 

*  If  bismuth  be  present,  it  will  be  volatilised  with  the  tin,  and  the  separation  of  bismuth 
and  tin  can  be  effected  by  the  usual  methods. 
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Mylius^  Ether  Process,^ — When  acidified  aqueous  solutions  of  gold  chloride 
in  presence  of  many  other  chlorides  are  treated  with  ether,  the  ethereal  solution 
which  floats  on  the  aqueous  layer  carries  most  of  the  gold  chloride,  and  the 
chlorides  of  the  other  metals  remain  below  in  the  aqueous  layer.  When  100 
CO.  of  ether  were  shaken  with  100  c.c.  of  an  aqueous  solution  containing  the 
equivalent  of  1  grm.  of  metal,  Mylius  found  that  the  following  percentage  amounts 
passed  into  the  ethereal  solution  : 

10  per  cent  HGl . 
1  per  cent  HCl  . 

And  3-0  per  cent,  of  FeClji  005  C\xQ\]  003  ZnClg;  0*01  NiClj ;  001  PtCl^; 
001  PdCl^;  0'02  HglrClg  from  the  10  per  cent,  acid  solutions,  and  only  traces 
from  the  1  per  cent,  acid  solutions.  No  lead  or  silver  chloride  was  dissolved 
by  the  ether.  Hence,  by  treating  a  solution  of  gold  chloride  containing  5-10 
per  cent,  of  gold  and  5-10  per  cent,  of  free  hydrochloric  and  (HCl)  four  or  five 
times  with  ether  in  a  separating  funnel,  or  in  the  apparatus,  figs.  149  or  151,  very 
good  separations  arc  said  to  be  effected.  The  ether  is  distilled  off,  and  the 
gold  reduced  with  sulphurous  acid,  etc.  The  method  promises  to  be  useful  for 
the  separation  of  gold  from  certain  metals. 

§  225.  The  Determination  of  Gold  and  Silver  by  Cupellation 

and  Parting. 

The  fusion  and  cupellation  are  performed  very  much  as  indicated  on  page  326. 
but  some  modifications  must  be  introduced.^  The  powdered  sample  should  be 
thoroughly  mixed  with  the  flux,  so  that  as  soon  as  the  lead  is  reduced  it  may 
come  into  contact  with  the  gold  and  silver.  The  lead  dissolves  these  metals, 
and  the  solution  finally  collects  at  the  bottom  of  the  crucible.  The  amount  of 
reducing  agent  added  to  the  fusion  mixture  should  be  proportioned  to  give 
a  button  weighing  about  30  grms.  The  sample  under  investigation  may  be 
reducing,  oxidising,  or  neutral,  and  too  much  or  insufiicient  lead  may  be  obtained. 

Preliminary  Assay, — It  is  therefore  necessary  to  make  a  preliminary  assay 
by  fusing  an  intimate  mixture  of  5  grms.  of  the  powdered  sample  with : 

Litharge,  50  grms. ;  sodium  bicarbonate,  18  grms. ;  calcined  borax,  5  grms. 

The  mixture  is  placed  in  a  crucible  of  such  a  capacity  that  the  crucible  is  less 
than  three-fourths  filled,  and  covered  with  a  layer  of  common  salt.^  The  fusion 
is  made  as  indicated  on  page  327.  Break  the  cold  crucible,  if  the  molten  mixture 
has  not  been  poured  into  the  mould.  Hammer  off  the  slag,  and  weigh  the  button. 
The  button  from  30  grms.  of  the  sample  should  weigh  between  16  and  20  grms. 
Hence,  the  button  from  the  5  grms.  of  the  sample  should  weigh  nearly  3  grms. 
Weigh  the  button.     Suppose  : 

(1)  The  button  weighs  nearly  3  grms.  In  that  case  the  above-mentioned 
mixture  is  the  right  one.     Hence,  fuse  30  grms.  of  the  sample  with : 

Litharge,  80  grms. ;  sodium  bicarbonate,  18  grms. ;  calcined  borax,  5  grms. 

1  F.  Mylius,  Zeit,  anorg.  Chem,,  70.  203,  1911  ;  F.  Mylius  and  C.  Huttner,  Bw,,  44. 
1815,  1911. 

'  "Gold  lustres,"  "liquid  gold,"  etc.,  can  be  prepared  for  cupellation  by  eva^rating  a 
weighed  quantity  in  a  porcelain  dish,  and  incinerating  tne  carbonaceous  residue  to  drive  off  the 
carbon.  The  residue  may  be  dissolved  in  aqua  regia  and  analysed  by  the  wet  process,  or 
wrapped  in  sheet  lead,  cupelled,  etc.,  for  sold  and  silver. 

*  Previously  fused  and  ground  to  powder. 
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in  a  suitable  crucible.     The  mixture  is  covered  with  a  layer  of  common  salt  as 
indicated  on  page  327. 

(2)  The  button  weighs  over  3  grms.  The  sample  is  therefore  a  strong 
reducing  agent,  and  this  must  be  corrected  by  the  addition  of  an  oxidising  agent, 
say,  nitre.  Too  large  a  button  gives  low  results  for  silver,  since  some  silver  is 
then  lost  owing  to  absorption  by  the  cupel  and  by  volatilisation,  and  this  the  more 
the  greater  the  amount  of  lead  present. 

Example.— Suppose  that  the  button  weighs  7  grnis.  Then  30  grms.  of  sample  would 
give  a  button  weighing  42  grms.,  that  is,  24  grms.  too  much  lead.  Since  1  grm.  of 
nitre  oxidises  about  4  grms.  of  lead,  it  will  be  obvious  that  ^  of  24  =  6  grms.  of  nitre 
must  be  u{>ed  with  the  mixture  of  litharge,  etc.,  indicated  in  (1). 

(3) -If  the  weight  of  the  button  be  less  than  3  grms ,  the  sample  has  but  a 
slight  reducing  action,  but  not  sufficient  to  give  a  button  of  normal  weight.  There 
is  then  a  danger  of  some  gold  and  silver  being  left  in  the  slag.  A  little  reducing 
agent — charcoal,  argol,  etc. — must  then  be  added  to  the  mixture  indicated  in  (1). 

EXA.HPLB. — Suupose  the  button  weighed  2  grms.,  the  button  from  30  grma  of  the 
sample  would  weign  2x6  =  12  grms.  Hence,  in  order  to  get  a  button  weighing  18  grms., 
enouffh  reducing  agent  to  give  6  more  grms.  of  lead  is  needed.  One  grm.  of  argol  is 
found  to  reduce  10  grms.  of  lead  from  litharge.  Hence,  it  is  necessary  to  add  |^  of 
6s=0  6  grm.  of  argol  to  the  mixture  indicated  in  (1). 

(4)  If  no  button  is  obtained,  the  sample  is  either  neutral  or  oxidising.  In 
the  former  case,  the  fusion  can  be  made  with  2  grms.  of  argol,  30  grms.  of  the 
sample,  and  the  normal  fusion  mixture.  If  the  sample  be  oxidising,  the  button 
may  still  be  too  small.  In  that  case,  the  weight  of  the  button  obtained  will 
furnish  data  for  calculating  how  much  more  argol  will  be  required  to  give  a 
button  of  normal  weight. 

Example  of  Assay, — The  preliminary  fusion  of  a  sample  of  gold  colour  showed 
no  button  of  lead,  and  the  fusion  of  30  grms.  of  the  sample  with  50  grms.  of 
litharge,  1*5  grms.  of  argol,  18  grms.  of  sodium  bicarbonate,  and  5  grms.  of 
calcined  borax,  gave  a  button  weighing  just  less  than  20  grms. 

If  the  charge  in  the  crucible  contains  much  nitre,  and  uncalcined  borax,  it  is 
liable  to  froth  over.  To  prevent  this,  start  the  fusion  at  a  low  temperature  and 
raise  the  temperature  very  slowly.  If  the  bubbling  be  still  troublesome,  it  may 
be  advisable  to  roast  the  sample  in  a  shallow  clay  *'  roasting  dish  "  in  the  muffle, 
and  take  portions  of  the  roasted  sample  for  the  preliminary  and  final  assay.  The 
final  results  must  of  course  be  expressed  in  terms  of  the  roasted  sample. 

We  may  now  assume  that  the  fusion  and  the  cupellation  have  been  performed 
as  indicated  on  page  326.  The  bead  of  silver  and  gold  is  weighed.  The  separate 
determination  of  the  gold  and  silver  involves  the  two  operations  of  inquartation 
and  parting.^ 

iTiquartution  and  Parting, — The  latter  term  is  applied  to  the  process  of 
separating  gold  and  silver  by  the  action  of  acid  on  the  bead  or  **  prill "  obtained 
during  cupellation.  Nitric  or  sulphuric  acids  may  be  used,  but  the  former  is 
almost  universally  employed.  Silver  is  soluble  in  nitric  acid,  gold  is  not.  If  an 
alloy  of  silver  and  gold  be  digested  with  nitric  acid,  silver,  not  gold,  is  dissolved. 
It  is  necessary  that  at  least  twice  as  much  silver  as  gold  be  present  to  ensure 
the  dissolution  of  all  the  silver  by  nitric  acid  of  specific  gravity  not  less  than 
1*26,  and  boiling  for  half  an  hour.  But,  as  a  matter  of  fact,  in  parting  all 
bullion  assays,  five  times  as  much  silver  as  gold  is  considered  necessary.  For 
successful  parting,  therefore,  special  attention  must  be  paid  to : 


*  The  "gold"  obtained  by  burning  "gold  rags"  from  the  "decorating  shop"  of  a  pottery 
is  evaluated  in  this  way. 
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(1)  The  concentration  of  the  nitric  acid.  For  general  work,  an  acid  of  the 
strength  recommended  by  Keller  ^  may  be  used,  namely,  1  part  of  concentrated 
nitric  acid  (sp.  gr.  1-42)  with  9  parts  of  distilled  water.  With  this  acid,  Keller 
says  the  gold  remains  as  a  coherent  mass,  even  if  500  times  as  much  silver 
as  gold  be  present.  The  beads  are  supposed  to  be  boiled  in  the  acid  about  15 
minutes.  There  are,  however,  certain  advantages  in  employing  acids  of  two 
different  strengths,  as  indicated  below. 

(2)  The  temperature  of  the  acid.  The  acid  should  be  boiling  when  the  bead 
to  be  parted  is  dropped  into  the  flask.  If  the  bead  be  dropped  into  cold  acid, 
and  then  heated  up  to  the  boiling  point,  the  gold  is  liable  to  disintegrate  into  a 
finely  divided  condition — especially  if  the  proportion  of  silver  is  large, — and  this 
may  lead  to  loss  in  subsequent  operations. 

(3)  The  ratio  of  silver  to  gold  in  the  bead.  Although  the  ratio  5 : 1  is 
usually  recommended,  this  is  not  quite  under  control.  If  less  than  this  amount 
of  silver  be  present,  more  silver  can  be  added  to  the  crucible  when  the  fusion 
is  made  for  the  cupellation ;  or  to  the  lead  button  during  cupellation  when  gold 
alone,  and  not  silver,  is  to  be  determined.  If  silver  and  gold  are  to  be  deter- 
mined, the  bead,  after  cupellation,  is  weighed.  This  weight  represents  silver  + 
gold.  A  small  piece  of  pure  sheet  lead  weighing  about  2  grms.  is  folded  in  the 
shape  of  a  hollow  cone.  The  necessary  amount  of  pure  silver  is  placed  in  the 
cone,  which  is  then  closed  and  folded  into  a  little  packet.  This  is  then  cupelled. 
Instead  of  this  recupellation,  some  prefer  to  alloy  the  silver  with  the  bead  by 
fusion  on  charcoal  before  the  blowpipe.  The  latter  operation  requires  some 
practice  for  successful  work.  The  process  of  alloying  silver  with  the  cupelled 
bead  in  order  to  prepare  it  for  parting  is  called  "  inquartation,"  because  formerly 
at  least  three  parts  of  silver  to  one  of  gold  were  considered  necessary  for  success- 
ful parting. 

With  practice,  the  amount  of  silver  needed  can  be  estimated  from  the  colour 
of  the  bead.  If  the  bead  is  white,  it  contains  more  than  three  parts  of  silver  to 
one  of  gold,  and  inquartation  may  be  unnecessary,  or  the  bead  may  be  inquarted 
with  its  own  weight  of  silver.  If  the  bead  is  greenish  yellow,  it  probably  con- 
tains less  than  three  parts  of  silver  to  one  of  gold,  and  the  bead  is  inquarted 
with  about  twice  its  weight  of  silver.  If  the  bead  is  yellow  or  reddish  yellow,  the 
gold  predominates,  and  it  is  inquarted  with  two  or  three  times  its  weight  of  silver. 
A  set  of  standard  prills  can  be  easily  made  for  comparison. 

The  "quarted"  alloy  is  removed  •from  the  cup  with  the  "bead  forceps," 
cleaned  with  the  *' button  brush,"  and  hammered  on  an  anvil  to  a  flat  disc 
about  1  mm.  thick.  The  metal  becomes  hard  and  brittle  during  the  hammering, 
and  the  disc  is  accordingly  annealed  by  heating  it  to  dull  redness  while  supported 
on  a  clean  cupel,  and  cooling  it  rapidly  on  a  piece  of  brass  foil.  The  bead  is 
then  rolled  between  two  steel  rollers  so  as  to  form  a  long  strip.  If  the  disc  had 
been  rolled  without  annealing,  the  edges  of  the  strip  would  probably  be  rough, 
and  little  pieces  would  drop  off  during  the  action  of  the  acid.  The  strip  is 
again  annealed  and  rolled.  The  roll  is  placed  in  a  small  parting  flask  ^  con- 
taining about  30  C.C.  of  nitric  acid  ^  (sp.  gr.  1*2),  previously  heated  to  about  90*. 
The  acid  is  boiled  *  for  about  20  minutes ;  cooled  ;  and  decanted  off;  The  roll 
is  washed  twice  with  distilled  water.     30  c.c.  of  boiling  concentrated  nitric  acid 


*  E.  Keller,  Trans.  Avier.  Jnst.  Min.  Eng.^  36.  3,  1905 

'  There  are  several  ditferent  forms.  The  flasks  are  better  without  a  lip.  Some  prefer  to 
conduct  the  parting  in  small  glazed  porcelain  crucibles.  The  **  cupping  "  described  in  the  text 
is  then  unnecessary. 

'  Free  from  chlorine,  sulphuric  and  sulphurous  acids,  and  sulphides. 

^  If  the  bead  turns  black  and  the  action  stops,  insufficient  silver  is  probably  present.  The 
bead  is  then  flattened  and  fused  with  two  or  three  times  its  weight  of  silver  and  re- parted. 

28 
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(sp.  gr.  13)  are  then  added  to  the  flaak  containing  the  roll.  After  20  minutes' 
boiling,'  decant  off  the  acid,  and  wash  three  timea  by  decantation  with  distilled 
water.*  Fill  the  flask  to  the  very  top  with  distilled  water,  and  place  a  close- 
fitting  porcelain  capsule — "parting  cup" — over  the  mouth  of  the  flask.  Invert 
the  flask  (fig.  146).  The  roll  settles  in  the  parting  cup.  The  flask  is  removed 
by  raising  its  mouth  to  the  level  of  the  water  in  the  crucible,  and  moving 
the  flask  at  right  angles  away  from  the  parting  cup  to  allow  the  water  to  run 
away.  The  wat«r  is  decanted  from  the  parting  cup.  The  cup  and  contents 
are  dried  by  holding  the  cup  with  a  pair  of  tongs  in  the  fiame  of  a  Bunsen's 
burner  until  the  cup  is  red-hot.°  The  gold  is  annealed,  and  changes  from  a 
soft  dark  brown  condition  to  hard  yellow  gold.*  When  cold,  weigh.  Subtract 
the  weight  of  the  gold  so  obtained  from  the  weight  of  the  original  prill  to 
get  the  approximate  weight  of  silver  in  the  given  sample. 

Errort. — The  errors  in  the  cupellation 
process  involve .- — 

(1)  The  retention  of  gold  by  the  slag 
during  fusion. — If  the  amount  of  collect- 
ing lead  is  ample,  the  error  is  not  serious.-"^ 
Buttons  less  than  about  20.grme.  should 
not  be  used.  The  loss  is  largely  depend- 
ent on  the  nature  of  the  impurities  which 
pass  into  the  slag. 

(2)  The  loss  of  gold  by  volatilisation. 
— Gold  begins  to  volatilise  about  1070°, 
and  silver  at  about  680° ;  hence  gold  and 
silver  may  be  volatilised  during  fusion 
and  cupellation.  The  loss  is  greater  the 
higher  the  temperature  of  cupellation.* 

(3)  The  absorption   of  gold  by  the 
Fill.  148.— "Copping."                    cupel.— The    amount    varies    with    the 

nature  of  the  bone  ash  used  in  making 
the  cupel.    The  loss  of  gold  is  greatorthe  higher  the  temperature  of  cupellation.' 

(4)  The  retention  of  lead  by  the  cupelled  beads. -A  little  lead  is  almost 
invariably  retained  by  the  bead  cupelled  at  the  regular  tomperatures.  Hillebrand 
and  Allen  ^  found  about  0'3  per  cent.  loss  with  a  0'09  grm.  bead  of  gold. 

(5)  The  solution  of  gold  by  the  parting  acid. — During  parting  a  trace  of  gold 

'  Bv  first  boiling  with  a  dilute  acid,  aud  afterwards  with  a  more  concentrated  «cid,  the 
removal  of  the  silver  is  more  complete,  the  gold  becomes  more  compact,  and  there  is  less  risk  of 
disintegrating  Ibe  residnsl  gold. 

'  If  the  gold  diaintegrates,  tliere  viill  ptobably  be  losses  in  transferring. 

'  The  drying  must  be  carefully  done,  or  particles  of  gold  may  be  spurted  from  the  cup  with 
the  Hteam,    The  drying,  etc.,  may  be  done  by  iitacing  tlie  cup  in   the  rcii-hot  muffle   for  a 

*  If  the  dish  shows  a  black  atain  after  it  has  been  heated,  the  washing  was  imperfectly 
done,  and  the  analysis  or  assay  should  be  repeated.  If.  after  parting,  the  amount  of  gold  is 
more  than  one-third  tbe  weight  of  the  bead,  it  must  be  fused  with  about  three  tiinei  its 
weight  of  silver  and  again  parted. 

■  E.  H.  Miller  and  C.  H.  Fnlton,  School  Mina  Quart.,  i?.  160,  18B6  ;  W.  F.  Hillebrand 
and  E.  T.  Allen,  Hiili.  U.S.  Qcol.  Sur.,  353.  24,  1906. 

'  G.  H,  Makins,  Jmira.  Chaa.  Sac.  13.  77,  1880  ;  T.  K.  Rose,  ii.,  63.  707,  18B3  ;  J. 
Napier,  H>..  10.  229,  1858  ;  W.  WitUr,  Ckan.  Zlg.,  33.  622,  188S  ;  H.  Rossler,  DingUr't  Joun., 
306.  189,  1884  ;  W.  V.  Hillebrand  and  E.  T.  Allen,  Bull.  U.S.  Oeol  Sw.,  353  19,  1906  ;  K. 
Friedrich,  ZtU.  angtw.  Chem.,  16.  299,  1S03  ;  J.  W.  Richards,  Ckrm.  News,  74.  2,  1896. 

'  A.  F.  Crosse.  Joum.  Chem.  Met.  Soc.  S.A.,2.  826,1902;  T.  L.  Gaiter,  iiw.  Jf in.  Joum., 
78.  728, 1902  :  W.  F.  Hillebiand,  Bvil.  U.S.  Oeol.  Sitr.,  353.  19,  1B05. 

'  W,  F.  Hillebrand  and  E.  T.  Allen,  Bull.  U.S.  Oeol.  ^r.,  353.  23,  1906. 
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appears  to  be  dissolved  by  nitric  acid,  even  if  it  be  free  from  the  deleterious 
impurities  hydrochloric  acid  or  chlorine.  This  amounts  to  about  O'Ol  to  0*03 
per  cent,  on  a  half-gram  bead.^ 

(6)  The  retention  of  silver  by  the  parted  gold. — The  amount  of  silver  which 
resists  attack  by  the  acid  varies  with  the  percentage  of  silver  alloyed  with  the  gold 
to  be  parted. 2  It  amounts  to  from  0*05  to  0*10  per  cent,  under  ordinary  condi- 
tions, and  it  is  generally  considered  to  be  least  when  the  alloy  contains  between 
1*0  and  2 '5  per  cent,  of  silver.  If  more  or  less  silver  be  present,  the  gold  will  be 
contaminated  with  more  silver  after  parting.  Other  foreign  elements — copper, 
tellurium,  etc. — may  be  retained  by  the  bead. 

(7)  The  occlusion  of  gases  by  the  gold. — According  to  Graham,*  about  two 
parts  by  weight  per  10,000  parts  of  gold  are  reitained  by  the  annealed  gold. 
The  amount  depends  upon  the  temperature  of  annealing. 

Some  of  these  errors  obviously  lead  to  low  results,  others  to  high  results. 
Experience  shows  that  under  normal  conditions  both  sets  of  errors  are  small, 
and  tend  to  neutralise  one  another.  The  algebraic  sum  of  the  losses  and  gains 
is  called  the  surcharge^  and  the  surcharge  can  be  approximately  determined  by 
control  experiments  with  the  purest  available  gold  and  silver.  Since  the  purity, 
i.e,  the  fineness,  of  gold  is  usually  reported  in  parts  per  1000,  a  surcharge  of  -1-0*2 
means  that  the  gold  actually  reported  weighed  0*2  part  per  1000  more  than  was 
present ;  and  conversely  with  a  surcharge  of  -  0*2. 

It  must  be  added  that  the  greatest  care  must  be  exercised  in  weighing  the 
gold.  -  A  balance  even  more  sensitive  than  -^j^  mgrm.  is  a  distinct  advantage. 
The  precautions  indicated  in  the  first  chapter  require  serious  attention.  Under 
favourable  conditions,  and  weighing  correctly  to  0*01  per  1000,  Rose*  considers 
that  the  operations  can  be  conducted  with  an  error  not  exceeding  ±  0  02  part 
per  1000. 

§  226.  The  Determination  of  Platinum  and  the  '* Platinum  Metals." 

The  Cupellatton  Process  fw  Gold,  Silver,  and  Platinum, — When  gold  is 
determined  by  the  process  described  in  the  preceding  section,  the  bead  will  have 
a  greyish  colour  if  small  amounts  of  platinum  be  present ;  ^  and  if  larger  amounts 
be  present,  the  bead  will  have  a  rough  *'  frosted  "  appearance,  because  it  '*  freezes  " 
before  all  the  lead  is  oxidised.  The  method  used  for  separating  platinum,  under 
these  conditions,  depends  on  the  solubility  of  platinum  in  nitric  acid  when  the 
metal  is  alloyed  with  at  least  12  times  its  weight  of  silver.^  Platinum  can  be 
separated  from  gold  by  cupelling  the  comet  with  about  12  times  its  weight  of 
silver,  and  parting  with  hot  nitric  acid  (sp.  gr.  1*42).'^     The  residual  gold  is 

*  A.  H.  Allen,  Chem,  News,  25,  86,  1872 ;  V.  Lcnher,  Joum.  Amer.  Chem.  Soe.,  26.  662, 
1904. 

»  W.  F.  Lowe,  J(mm,  Soc.  Chan,  Ind,,  8.  687,  1889  ;  W.  F.  Hillebrand  and  E.  T.  Allen, 
BvU,  U.S.  Gsol.  Sur,,  523.  26,  1906;  T.  K.  Rose,  The  Metallurgy  of  Gold,  London,  485, 
1906. 

'  T.  Graham,  PhU.  Trans.,  156,  433,  1866. 

*  T.  K.  Rose,  Jowm.  Cheni.  Soe.,  63.  700,  1893. 

'  In  cupelling  alloys  of  platinum,  gold,  silver,  and  lead,  the  greater  the  proportion  of 
platinum  tne  higher  the  temperature  required  for  the  cupellation.  Alloys  with  over  60  per 
cent,  of  platinum  cannot  be  freed  from  leaid  except  at  the  temperature  of  the  oxyhydrogen  flame. 

«  C.  Winkler,  ZeU.  anal.  Chem.,  13.  869,  1874:  P.  Oehmichen,  Berg.  IlUti.  Ztg.,  60.  137, 
1901 ;  M.  Trenkner,  Met.,  9.  103,  1912;  Min.  Eng.  World,  217*  342,  1912. 

'  J.  Spiller  (Proc,  Chem.  Soc.,  18  118,  1897)  states  that  nitric  acid  (sp.  gr.  1*42)  will 
dissolve  0*76  to  1*26  per  cent,  of  platinum  along  with  silver;  while  a  weaker  acid  (sp.  gr.  1*2) 
will  dissolve  only  0*26  per  cent,  of  platinum  ;  and  a  stronger  acid  will  lead  to  the  separation  of 
platinum  black.  E.  PHwoznik,  B&rg.  HiUl,  Ztg,,  44.  326, 1896  ;  H.  Carmichael,  Joum.  Soc. 
Chtm,  Ind.,  22.  1324,  1903. 
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washed,  dried,  and  weighed.^  The  operations  are  repeated  until  the  residual  gold 
has  a  constant  weight,  showing  th^t  all  the  platinum  has  been  removed.^ 

The  silver  solution  is  largely  diluted  with  water,  or,  better,  evaporated  to 
drive  off  the  excess  of  acid  and  then  treated  with  a  dilute  solution  of  hydrogen 
sulphide.  The  silver  sulphide  which  separates  carries  down  the  platinum  as 
well.^  Let  the  mixture  stand  overnight.  Filter  and  wash  in  a  porcelain  dish. 
Dry  the  precipitate  and  ignite  it  with  the  filter  paper  at  a  low  temperature. 
Wrap  the  residue  in  a  small  piece  of  "assay  lead-foil,"  and  cupel.  The  resulting 
bead  is  parted  with  concentrated  sulphuric  acidj  when  the  platinum  remains 
behind  as  a  dark  spongy  mass.  The  sponge  is  again  boiled  with  fresh  acid, 
washed  by  decantation,  dried,  and  weighed  as  platinum.'^ 

The  first  cupellation  enables  the  gold,  silver,  and  platinum  to  be  estimated ; 
the  result  of  the  nitric  acid  parting  gives  the  gold ;  and  the  sulphuric  acid 
parting,  the  platinum ;  the  silver  is  obtained  by  diflFerence. 

The  Separation  ofFlatimt/m  by  Potassium  or  Ammonium  Chloride. — Platinum  ^ 
can  be  separated  from  solutions  containing  the  copper  and  aluminium  groups  ^ 
by  almost  neutralising  the  acid  solution  with  ammonia,  evaporating  the  solution 
to  the  crystallisation  point,  and  adding  water  in  sufficient  quantity  to  just 
dissolve  the  crystals.  Then  add  an  excess  of  a  saturated  solution  of  potassium 
chloride  to  the  feebly  acid  solution,  and,  after  well  mixing,  add  an  excess  of 
alcohol.  Cover  the  vessel  with  a  clock-glass,  and  let  the  mixture  stand  in  a 
warm  place  for  about  24  hours.  Collect  the  precipitate  on  an  asbestos-packed 
Gooch's  crucible,  and  wash  the  precipitated  KgPtClg  with  80  per  cent,  alcohol, 
as  indicated  for  the  determination  of  potassium  (page  234).  The  potassium 
chloroplatinate  can  be  dried  and  weighed ;  or  reduced  to  metal  and  the  metal 
weighed.  Ammonium  chloride  is  preferable  to  potassium  chloride  as  precipitant, 
because  the  resulting  ammonium  chloroplatinate,  (NH4)2PtClg,  can  be  washed  with 
a  saturated  solution  of  ammonium  chloride,  and  ignited — very  gently  at  first  to 
avoid  the  risk  of  loss  by  spurting.  The  metallic  platinum  which  remains  behind 
can  be  weighed  directly.  If  iridium  be  present  in  the  solution,  it  would  also  be 
precipitated  with  the  ammonium  chloroplatinate,  to  which  it  imparts  a  reddish 
tinge.  If  the  ignited  mass  be  digested  with  dilute  aqua  regia  (1 :  5)  ^  at  40",  the 
platinum  dissolves  and  metallic  iridium  remains  as  an  insoluble  black  powder. 
This  is  washed,  dried,  and  weighed. 


*  If  the  gold  be  very  finely  divided,  it  is  best  to  filter  and  wash,  so  that  the  fine  particles  of 
gold  will  not  contaminate  the  silver  solution. 

^  If  palladium  be  present,  it  will  dissolve  with  the  silver  ;  while  if  iridium  be  present,  it  will 
remain  with  the  gold.     E.  H.  Miller,  School  Mines  Quart, ^  17.  26,  1896. 

3  F.  P.  Dewey,  Journ.  Ind.  Eag,  Chem.,  4.  257,  1912;  Min,  Eng.  Worlds  36.  508,  1912. 
Traces  of  gold  in  solution  of  silver  could  also  be  gathered  with  the  silver  in  a  similar  way. 

*  To  make  sure  the  residue  is  platinum,  dissolve  it  in  a  few  drops  of  aqua  regia,  evaporate 
the  solution  to  drive  off  the  excess  of  acid,  and  test  it  qualitatively  with  jiotassium  iodide,  or 
ammonium  chloride.  If  palladium  was  i)resent  in  the  original  sample  it  will  be  found  in  the 
acid  solution  after  parting.  According  to  A.  C.  Dart  {Met.  Chcm.  Eng.,  9.  75,  1911  ;  10.  219, 
1912),  the  silver  can  be  precipitated  as  chloiide  ;  and  the  |^>alladium  precipitated  as  metal,  by 
boiling  the  filtrate,  made  ammoniacal  with  ammonia  and  acidified  with  formic  acid.  The  silver 
chloride,  it  may  be  added,  is  very  liable  to  carry  down  traces  of  other  metals.  If  iridium  be 
associated  with  the  gold,  the  latter  can  be  removed  by  digesting  the  mixture  at  40*,  with  a 
mixture  of  nitric  acid  (s[).  gr  l'd4)  with  three  times  its  volume  of  hydrochloric  acid,  and  all 
diluted  with  five  times  its  volume  of  water.  The  washed  and  dried  residue  is  uidium.  The 
difference  in  the  two  weighings  represents  the  gold. 

*  The  general  properties  of  platinum  were  discussed  in  dealing  with  gold. 

*  Metals  precipitated  by  soluble  chlorides— silver,  lead,  and  mercurous  salts — are  supposed  to 
be  absent. 

^  Iridium  is  soluble  when  heated  with  concentrated  aqua  regia.  ' '  Iridium  grey "  and 
**  platinum  grey  "  colours  can  be  analysed  by  these  processes. 
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General  Analyiit  of  the  Platinwm  Metalt.''  —It  is  not  often  that  an  analysis 
of  this  kind  is  needed.^  The  sample  is  treated  with  concentrated  aqua  regia  at 
70°,  and  evaporated  to  a  small  volume.*  More  hydrochloric  acid  is  added,  and 
the  solution  evaporated  to  dryness.  The  mass  is  digested  with  warm  water,  and 
the  inaoluble  residue— probably  osnairidium — filtered  off.  Fuse  one  part  by 
weight  of  sodium  hydroxide  in  a  copious  nickel  crucible,  and  add  gradually  an 
intimate  mixture  of  one  part  of  the  insoluble  residue  with  four  parts  of  sodium 
peroxide.  Keep  the  mass  in  a  semi-fluid  condition  for  about  half  an  hour,  and  stir 
frequently  with  a  nickel  spatula.  Dissolve  the  cold  mass  in  dilute  hydrochloric 
acid,  and  add  the  liquid  to  the  main  solution.  The  acid  solution  may  contain 
salts  of  gold,  osmium,  rhodium,  platinum,  palladium,  ruthenium,  iridium,  along 
with  chromium,  manganese,  iron,  etc.,  and  of  nickel  from  the  crucible.'' 

1,  Removal  of  Omnium  and  Ratheniumfi — If  the  solution  contains  osmium  and  rulhen- 
ium,  theseelementaarebest  removed  at  this  stage  by  coanectlngadiBtilling  flaak  (fig.  147) 


Fio.  147. — Separation  of  osmiom  and  ruth«iiiuin  from  the  other  "platinum  metalB." 
by  means  of  ground  glass  joints  with  a  pair  of  Wolbling's  absorption  flasks^  contain- 
ing dilute  hydrochloric  acid  (1 : 2).    The  Wolbling's  flaskB  are  placed  in  a  dish  con- 

'  L.  K.  Rivot,  DoeimasU,  Paris,  4.  1103,  1866;  R-  Jagnaui,  Anaiyae  t'lUmujut  des 
Sub$Uincea,  Commcrcialea,  Miniiialea  et  Organiques,  Lifiite,  1888  ;  W.  Crwikes,  Stled  Meikah  in 
Chemieal  Analysit,  London,  437-477,  1B05  ;  H.  St  C.  Deville  and  H.  Debray,  Ann.  Chim. 
PKys.  (5),  56.  439,  1858  ;  R.  W.  Bunsen,  Lidng's  Ann.,  146.  266,  1868 ;  C.  Claua,  BeUrUge 
zar  Chtmit  der  PlaiinmetalU,  Dorpat,  1S54  ;  M.  C.  Lea,  CJum.  Newi,  10.  279,  301,  1864  ;  11. 
3,  13,  1865  ;  Amer.  J.  Science  (2),  38.  81,  248.  1864  ;  W.  Gibbs,  ifi.  (2).  31.  63,  1861 ;  (2), 
34,  368,  1862  ;  E.  Leidi*,  Compt.  Rend.,  131.  888,  IBOI  ;  Bull.  Soe.  Chim.  (8),  27.  179,  1901  ; 
FMyliuB  and  F,  Forater,  Brr.,  25.  666,  18B-2  ;  H.  Arnold,  ZeU.  anid.  Chem.,  51.  660,  1912; 
E.  V.  KoukliiiB,  E»v.  Md.,  q.  816,  1B12  ;  T.  Wilm,  Ber.,  18.  2536,  1886. 

»  Some  ditticultieB  in  the  manuraoturo  of  "  platinum  Instrca  "  have  been  attributed  to  the 
presenee  of  elements  of  this  group  other  than  platinum. 

■  If  osmium  and  rutheuium  be  present  in  the  soluble  l>ortion,  which  is  not  likely,  the 
operation  must  be  coiiducMd  in  a  flash  titled  witli  condeuaing  tubes  as  illustrated  in  Hg.  1£1. 

'  E.  Leidie  and  M.  Quennssen,  Bvll.  b'oc.  Chim.  (2),  25.  840,  1901  ;  (2),  27.  178,  1902. 

'  A.  Jolj,  Enq/c.  Chim.  de  Ftemy,  Paris,  3.  286,  1892, 

«  H,  WOlbling,  Chem.  Ztg.,  33.  499,  1909. 
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taining  ice-cold  water.  The  liquid  uoder  investigation  is  poured  into  the  distilling  flask 
with  an  excess  of  sodium  hydroxide,  and  a  slow  current  of  chlorine  ^  is  bubbled  through 
the  liquid.  When  the  liquid  in  the  flask  is  saturated  with  chlorine,  raise  its  temperature 
to  about  70°.  The  osmium  and  ruthenium  form  tetroxides — RUO4  and  OsOi — which 
collect  in  the  condensing  flasks.  The  li<][uid  in  the  distilling  flask  must  be  kept  alkaline  * 
to  prevent  the  action  of  nvdrochloric  acid  on  the  iridium  tetroxide,  and  the  subsequent 
volatilisation  of  iridium  chloride.  When  all  the  ruthenium  has  volatilised,'  the  current 
of  chlorine  is  stopped,  and  the  apparatus  cooled.  The  ruthenium  tetroxide  in  the  con- 
densing flask  forms  a  stable  trichloride,  RuCl,,  while  the  osmium  tetroxide  undergoes 
no  change. 

2.  The  Separation  of  EtUhenium  and  Osmium, — The  liquid  from  the  condensinff  flasks 
is  treated  with  hvdrogen  sulphide  so  as  to  precipitate  both  sulphides.  Wash  and  dry  the 
precipitate,  and  neat  it  in  a  weighed  platinum  boat  in  a  current  of  oxygen — fig.  122. 
The  ruthenium  remains  behind  as  oxide,  while  the  osmium  and  sulphur  pass  on  to  the 
condensing  flasks  containing  a  12  per  cent,  solution  of  sodium  hyaroxide  mixed  with 
2  per  cent,  of  alcohol.  The  solution  of  sodium  osmiate  in  the  condensing  flasks  has 
probably  a  violet  colour.  If  not,  warm  the  flask  ^ntly  until  a  violet  coloration  does 
appear — if  osmium  is  present  Add  strips  of  aluminium  in  small  quantities  at  a  time. 
The  aluminium  dissolves  in  the  sodium  hydroxide  and  r^uces  the  osmium  to  metal. 
When  the  solution  is  decolorised,  and  all  the  aluminium  has  dissolved,  wash  the  osmium 
by  decantation  first  with  water,  and  then  with  5  per  cent  sulphuric  acid.  Collect  the 
precipitate  in  a  weighed,  stoppered  filter  tube  (fig.  204)  packed  with  asbestos.  Wash 
with  5  per  cent,  sulphuric  acid,  and  then  with  water.  Dry  at  a  dull  red  heat  in  a 
current  of  hydrogen,  and  when  cold  displace  the  hydrogen  with  carbon  dioxide,  and 
weigh.  To  check  the  result,  expel  the  osmium  from  the  tube  by  heating  it  at  a  red 
heat  ill  a  current  of  oxygen,  and  weigh  again. 

3.  The  Separation  of  Iridium. — Boil  the  solution  to  expel  free  chlorine,  and 
ignore  the  separation  of  a  precipitate  from  the  faintly  acid  solution.  Add 
ammonium  chloride  to  the  solution,  and  then  two-thirds  its  volume  of  alcohol. 
Let  the  mixture  stand  about  24  hours.  The  precipitate  contains  most  of  the 
platinum  and  iridium,  and  traces  of  palladium  and  rhodium.  Filter  and  wash 
the  precipitate  with  dilute  alcohol.  The  filtrate  is  evaporated  almost  to  the  point 
of  crystallisation,  and  if  a  solid  separates,  filter  and  wash  it  with  a  solution  of 
ammonium  chloride.  Call  the  filtrate  A.  Calcine  the  two  mixed  precipitates  in 
a  Rose's  crucible  (fig.  138)  in  an  atmosphere  of  hydrogen.  The  reduced  metals 
are  digested  with  dilute  aqua  regia  (1 : 5).  The  platinum  and  palladium  pass 
into  solution,  the  iridium  and  rhodium  remain  undissolved.  Filter  and  wash. 
Call  the  filtrate  B.  The  insoluble  residue  is  carefully  fused  with  potassium 
bisulphate  so  as  to  avoid  loss  by  spurting  (page  185).  A  rhodium  salt  is  formed 
which  passes  into  solution  ;  the  iridium  is  oxidised,  but  it  does  not  dissolve.  The 
cold  cake  is  digested  in  water  acidified  with  sulphuric  acid,  and  the  insoluble 
mass  is  reduced  by  calcination  in  an  atmosphere  of  hydrogen,  washed,  dried, 
and  weighed  as  iridiwn^  The  filtrate — tinged  red,  pink,  or  yellow — is  boiled 
with  an  excess  of  sodium  carbonate ;  acidified  with  hydrochloric  acid ;  and  the 
precipitate  is  calcined,  and  set  aside,  labelled  No.  I. 

4.  The  Separation  of  Platinum. — The  dilute  aqua  regia  solution,  filtrate  B, 
contains  platinum  and  a  trace  of  palladium ;  it  is  evaporated  to  dryness  with 
sodium  carbonate ;  calcined  in  a  Rose's  crucible  in  an  atmosphere  of  hydrogen  ; 
washed  with  boiling  water ;  and  the  insoluble  mass  weighed  as  platinum.^  The 
filtrate  and  washings  are  rejected. 


^  Say,  from  a  chlorine  bomb  and  a  wash-bottle  (fig.  147). 

-  If  necessary,  add  more  sodium  hydroxide  vid  the  stoppered  funnel. 

='  A  drop  of  the  distillate  will  give  no  blackening  with  hydrogen  sulphide  if  the  action  is  over. 

*  This  may  contain  a  trace  of  rhodium.  For  a  further  purification,  see  Glaus  (i.e.),  and 
Deville  and  Debray  (I.e. ). 

^  The  precipitate  may  contain  traces  of  iridium  and  palladium.  For  a  further  purification, 
see  Deville  and  Debray  (/.c). 
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5.  The  Separation  of  Palladium, — The  alcoholic  filtrate  A  is  diluted  with 
water,  and  the  acid  nearly  but  not  quite  neutralised  with  ammonia.  The  liquid 
is  saturated  with  hydrogen  sulphide.  Filter  and  wash.  Call  the  filtrate  C.  The 
precipitate,  containing  insoluble  sulphides  of  gold,  copper,  palladium,  and  rhodium, 
is  roasted  and  then  digested  in  hydrochloric  acid.  The  insoluble  mass  is  labelled 
No.  II. ;  it  contains  gold  and  rhodium ;  the  filtrate  containing  palladium  and 
copper  is  treated  with  potassium  chloride  and  alcohol  to  precipitate  brownish- 
red  potassium  chloropalladite,  K^PdCL.  This  is  decomposed  by  ignition ; 
washed ;  dried ;  and  the  pdlladiwn  weighed  as  metal.  The  filtrate  containing 
copper  is  treated  in  the  usual  manner  (page  350). 

6.  The  Separation  of  Ehodiwn  and  Gold, — The  filtrate  C  from  the  precipitated 
sulphides  of  gold,  etc.,  contains  possibly  a  trace  of  gold  and  of  rhodium  together 
with  metals  of  the  iron-aluminium  group.  When  this  liquid  is  boiled,  the  gold, 
rhodium,  and  some  sulphur  are  precipitated.  The  precipitate  is  washed,  calcined, 
and  digested  with  hydrochloric  acid,  and  labelled  No.  III.  The  filtrate  is  treated 
with  nitric  acid  and  evaporated  to  dryness ;  the  residue  is  calcined ;  washed  with 
hydrochloric  acid ;  dried ;  and  labelled  No.  IV.  The  washings  contain  the  iron, 
nickel  (from  the  crucible),  etc.  These  elements  are  separated  as  usual.  The 
four  residues,  labelled  Nos.  I.  to  IV.,  are  mixed  together  and  digested  with  aqua 
regia.  The  gold  dissolves,  and  the  rhodium  remains  insoluble.  Filter  and  wash. 
Precipitate  the  gold  from  the  filtrate  in  the  usual  manner ;  wash,  dry,  and  weigh 
the  insoluble  powder  as  metallic  rliodiwm,^ 

The  above  method  gives  a  very  fair  approximation.  The  results  check  very 
fairly  against  more  elaborate  schemes.    The  operations  may  now  be  summarised  : 

DigMt  in  aqua  regia. 

I  


Fuae  Na202 ;  digeat  HC1. 


;k 


Dlatil  in  Chlorine. 
A 


Osmimn;  Kotheninm.  Add  NH4CI ;  alcohol. 


Beduce  H ;  digeat  aqua  regia.  Dilate ;  pass  H2S. 

B 


FDseKHS04;  water.  Evaporate  KaaCOs.  [ 


Bedace  H.  Boil  NasCOs. 

Iridram.  ~  " 


Platinnm.  Add  KCl ;  alcohol.  Boil. 


PaJladiom.    Copper. 


II.  III.    IV. 


Boil  HNO9,  etc. 


Iron,  etc. 


Digest  aqna  regia. 


Rhodlnm.  Gold. 

§  227.  The  Detection  of  Selenium. 

Selenium  and  tellurium  determinations  ^  are  very  rarely  needed  in  technical 
analyses   for  the  silicate   industries.     Selenium  is  used  in  the  preparation   of 

*  It  will  be  observed  that  traces  of  the  platinum  metals  which  escape  precipitation  accumulate 
with  the  gold  and  rhodium. 

"  Tellurium  determinations  are  chiefly  required  in  the  analysis  of  cupriferous  pyrites  and 
auriferous  ores  for  metallurgical  purposes. 
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certain  reddish  colours,  and  in  bleaching  and  decolorising  glasses  and  special 
enamel  frits.  ^  In  the  latter  case,  the  amount  in  question  may  vary  from  0*002 
to  0*004  per  cent.,  and  a  qualitative  test  may  then  reveal  whether  or  not 
selenium  is  present ;  but  quantitative  determinations  are  only  satisfactory  if  a 
relatively  large  amount  of  the  material  is  taken  for  the  analysis. 

In  the  regular  course  of  qualitative  analysis,  selenium  (and  tellurium) 
appear  as  members  of  the  sub-group  of  elements  whose  sulphides  are  preci- 
pitated by  hydrogen  sulphide  in  acid  solutions,  and  whose  sulphides  are  also 
soluble  in  sodium  monosulphide.  If  the  selenium  sulphide  be  precipitated 
from  a  cold  solution,  the  lemon-yellow  selenium  sulphide — SeSj — is  readily 
dissolved  by  alkaline  sulphides.  If  the  solution  be  hot,  the  precipitate  is 
orange-yellow,  and  is  much  less  soluble.  Hydrogen  sulphide  separates 
selenium  from  the  elements  which  do  not  give  precipitates  with  hydrogen 
sulphide  in  acid  solutions,  but  selenium  nUphide^  cannot  be  quantitatively 
separated  from  the  mixed  sulphides  of  the  hydrogen  sulphide  group  by  the 
action  of  sodium  or  ammonium  sulphides.  Part  of  the  selenium  passes  into 
solution,  and  part  remains  associated  with  the  insoluble  sulphides.  In  fact, 
from  two-thirds  to  seven-eighths  of  the  total  selenium  may  remain  with  the 
insoluble  sulphides  of  copper,  bismuth,  and  lead.  For  example,  a  solution  of 
copper  and  selenium  in  dilute  hydrochloric  acid,  just  acid  enough  to  prevent 
the  precipitation  of  copper  selenite,  was  treated^  with  hydrogen  sulphide. 
The  precipitate  was  digested  with  concentrated  sodium  monosulphide,  washed 
with  water  containing  a  little  sodium  sulphide,  the  water  containing  a  little 
hydrogen  sulphide,  and  finally  with  strong  alcohol.  The  insoluble  part,  in 
four  experiments,  contained : 

Sulphur  ....  0*3787  0*1649  0*1730  00416  grm. 
Selenium  ....  0*2828  0*1726  01565  0*0239  grm. 
Copper        ....     0*9880        0*4880        0*4909        0*0979    grm. 

Hence,  the  alkali  sulphide  effects  a  very  imperfect  separation  when  selenium  and 
copper  are  together  precipitated  in  an  acid  solution.  The  process,  however,  is 
used  in  qualitative  analysis. 

Selenium  is  precipitated  from  the  ammonium  or  sodium  sulphide  solution 
by  treatment  with  acids.*  The  washed  and  dried  precipitate  is  mixed  with  twice 
its  weight  of  a  flux  made  by  mixing  equal  parts  of  sodium  nitrite  and  sodium 
carbonate.  The  mixture  is  added  to  the  crucible  containing  two  parts  by  weight 
of  previously  fused  sodium  nitrite.  The  fluid  mass  is  poured  on  to  a  porcelain 
slab,  and  the  cold  masses  (in  the  crucible  and  on  the  slab)  are  extracted  with 
water — sodium  antimoniate,  stannic  oxide  (gold,  platinum,  and  iridium)  remain 
insoluble ;  selenic  (telluric),  molybdic,  and  arsenic  acids  are  dissolved.  Add  an 
excess  of  hydrochloric  acid,  and  boil  the  solution  to  reduce  the  sodium  selenate, 
NagSeO^,  to  selenious  acid,  HgSeOg  : 

Na^SeO^  -f  4HC1  =  2NaCl  +  HgSeOg  ^  Yi^fi  +  Cl.^. 

Then  boil   the  solution   with   ammonium  sulphite,  sulphurous  acid,  hydrazine 


1  F.  Kraze,  SprechsaxU,  45.  214,  227,  1912 ;  P.  Fenaroli,  Chem,  Ztg„  36.  1149,  1912. 

-  According  to  B.  Rathke  (Liebig's  Ann.,  152.  181,  1869  ;  Ber.,  18.  1534,  1885  ;  36.  594, 
1903),  the  precipitate  is  a  mixture  of  SeS,,  SosS,  and  S.  Some  liold  that  the  precipitate  from 
selenious  acid  is  a  mixture  of  selenium  and  sulphur.  H.  Rose,  Pogg.  Ann.,  Z07.  186,  1859; 
1 13.  473,  1861  ;  E.  Divers  and  M.  Shimose,  Chem,  News,  51.  199,  1885. 

='  E.  Keller,  Joum.  Amer.  Chem.  Soc.,  19.  771,  778,  1897. 

*  The  ammonium  or  sodium  sulphide  solution  contains  selenium,  molybdenum,  tin,  anti- 
mony, arsenic,  tellurium,  gold,  platinum,  etc. 
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sulphate,  hjdroxylamine,^  or  some  other  suitable  reducmg  agent.  ^     Brown  or 
red-coloured  selenium  is  precipitated.^ 

For  opening  glasses  and  frits,  treat  5  grms.  of  the  finely  powdered  material  with 
sulphuric  and  hydrofluoric  acid  in  the  usual  manner.  Evaporate  the  solution  to 
dryness.  Digest  the  residue  with  water,  and  filter.  Selenium  can  be  precipitated 
from  the  residue  by  boiling  with  a  reducing  agent.  The  aqueous  extract  of  the 
sodium  carbonate  fusion  can  also  be  acidified  and  treated  in  a  similar  manner. 

§  228.  The  Gravimetric  Determination  of  Selenium- 
Sulphurous  Acid  Process. 

Mix  the  powdered  substance  with  6  parts  by  weight  of  sodium  carbonate  and 
1  part  of  sodium  nitrite  in  a  nickel  crucible.'^  Raise  the  temperature  very 
gradually  until  the  mass  is  fused.  Extract  the  cold  mass  with  water.  Sodium 
selenate  passes  into  solution.^  Acidify  the  solution  with  hydrochloric  acid, 
and  boil  it  until  chlorine**  is  no  longer  evolved — starch  paper  held  in  the 
steam  will  show  this.^  The  boiling  solution  is  saturated  with  sulphur  dioxide.^ 
Selenium  is  precipitated.     The  boiling  is  continued  for  about  15  minutes.®     The 

1  P.  Jannasch  and  M.  Miiller,  Ber,^  31.  2388,  2393,  1898  ;  A.  Gatbier,  Ber,,  %\,  2724, 
1901 ;  R.  Roflenheim  and  M.  Weinheber,  Zeil,  anarg.  Chem.,  6p.  266,  1911.  For  tellurium  it 
is  recommended  that  the  reduction  be  effected  in  a  weakly  alkahne  solution  with  a  10  per  cent, 
solution  of  hydrazine  sulphate  contained  in  a  beaker  placed  in  an  autoclave  heated  to  ISO"" 
under  a  pressure  of  8  or  4  atmospheres. 

^  Phosphorous  acid  (H.  Rose,  Handbueh  der  aruUytischen  Chemie,  Braunschweig,  2.  441, 
1871 ;  A.  Qutbier,  Zeit.  anorg.  Chem,,  41.  448,  1904) ;  potassium  iodide  and  hydrochloric  acid 
(A.  W.  Peirce,  Artier,  J,  Science  (4),  l.  416,  1896  ;  Zeit.  anorg,  Chem,,  Z2.  409,  1896;  F.  A. 
Goooh  and  W.  G.  Reynolds,  ib.  (3),  50.  254,  1895 ;  W.  Mathiiiann  and  J.  Schafer,  Ber.,  26. 
1008,  1898) ;  elucose(F.  Stolba,  ZeU,  anal,  Chem,,  Zl.  437,  1872);  magnesium  or  aluminium 
(L.  Kastner,  iS.,  14.  142,  1875) ;  hypophosphorous  acid  (A.  Gutbier  ana  £.  Rohn,  Zeit.  anorg. 
Chem.,  34.  448,  1908;  A.  Gutbier,  to.,  32.  295,  1902);  stannous  chloride  (A.  Grak  and  J. 
Petr^n,  Svensk.  Kem.  Tidsehriflf  24.  128, 1912).  For  a  general  criticism  of  reducing  agents, 
see  A.  Gutbier,  G.  Metzner,  and  J.  Lohmann,  Zeit.  anorg.  Chem..  41.  291,  1904.  Hydrazine 
salts  and  sulphurous  acid  are  recommended. 

'  H.  Rose(Ztfi^.  anal.  Chem.,  I.  73,  1862;  Pogg.  Ann.,  1x3.  472,  624,  1861  ;  Che^n.  News, 
5.  185,  1862)  has  shown  that  the  presence  of  hydrochloric  acid  is  an  essential  factor  in  the 
coniplete  reduction  of  selenium  salts. 

^Platinum  crucibles  are  attacked  by  certain  selenides.  The  crucible  must  be  selected 
according  to  the  nature  of  the  material  under  investigation  and  the  constituents  to  be  sought. 
For  selenium  onlv,  a  porcelain  crucible  can  be  used.  A  nickel  crucible  with  sodium  ))eroxide 
fusions  may  also  be  usied. 

'  If  a  soluble  alkaline  selenate  be  in  question,  the  fusion,  of  course,  is  not  needed. 

'  If  the  solution  contains  nitric  acid,  this  must  be  removed  by  repeated  evaporation  with 
concentrated  hydrochloric  acid  (page  427). 

^  No  appreciable  loss  of  selenium  will  occur  if  the  solution  contains  sodium  or  potassium 
chlorides  (B.  Rathke,  Liebig'a  Ann.,  152. 194,  206, 1S69 ;  Joum.  prakt.  Chem.  (1),  108.  249,  1869 ; 
Zeit.  anal.  Chem.,  9.  484, 1870).  One  of  these  salts  is  also  necessary,  if  the  filtrate  be  evaporated 
and  boiled  with  hydrochloric  acid,  in  order  to  make  sure  that  all  the  selenium  is  precipitated. 

8  H.  Rose,  Pogg.  Ann.,  1x3.  472,  1861  ;  Zeit.  anal.  Chem.,  1.  73,  1862.  Sodium  or 
ammonium  bisulphite  may  also  be  used.  A.  W.  Peirce  {Amer.  J.  Science  (4),  x.  416,  1896) 
reduces  selenium  with  a  mixture  of  potassium  iodide  and  hydrochloric  acid.  The  reduction  is 
more  rapid  than  with  sulphur  dioxide,  and  a  second  reduction  of  the  filtrate  is  not  necessary. 
For  a  volumetric  process  based  on  this  reaction,  see  J.  F.  Norris  and  H.  Fay,  Amer.  Chem. 
Joum.,  x8.  708,  1896  ;  23.  119,  1901  ;  P.  Klason  and  H.  Mellquist,  Arkiv  Kem.  Min.  Oeol., 
4.  xviii  1,  1911 ;  ib.,  4.  xxix.  i,  1912.  The  thiosulphate  titration  fails  if  arsenic  be  present 
beeauae  sodium  thiosulphate  is  oxidised  by  arsenic  acid. 

*  According  to  Rose  {I.e.),  solutions  of  selenious  acid  cannot  be  heated  above  100*  without 
appreciable  loss  of  selenium  by  volatilisation.  In  the  case  of  nitric  acid  solutions,  the  Removal 
of  nitric  acid  by  evaporation  on  a  water  bath  as  recommended  by  Rose  (I.e.  ;  £.  Divers  and 
M.  Schimoee,  Jmtm.  Chem.  Soc.,  57.  439, 1890  ;  P.  Michaelis,  Ber. ,  30.  2827, 1897  ;  R.  £.  Lyons 
and  F.  L.  Shinn,  Joum.  Amer.  Chem.  Soc,,  24.  1087,  1902)  leads  to  low  results.  Boilins  in 
a  reflux  condenser  with  concentrated  hydrochloric  acid,  in  order  to  remove  the  nitric  acid,  is 
not  successful  even  after  boiling  for  6  hours.  Lyons  and  Shinn  add  a  quarter  as  much  silver  or 
zinc  nitrate  as  is  sufficient  to  combine  with  the  selenium.    The  selenite  so  formed  is  stable  at 
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precipitate  becomes  more  compact  and  easier  to  filter  after  boiling.  The 
colour  also  changes  from  red  to  dark  brown.  Test  the  filtrate,  or  a  little  of  the 
clear  liquid,  with  more  reducing  agent — say  ammonium  bisulphite — to  make 
sure  that  precipitation  is  complete.  If  not,  add  more  reducing  agent  and 
repeat  the  sequence  of  operations.^  Collect  the  red  precipitate  on  a  Gooch's 
crucible ;  wash  with  hot  water,  then  with  alcohol,  and  finally  with  ether.  Dry 
the  crucible  between  100'  and  105',  and  weigh  as  selenium — Se.^ 

The  following  numbers  represent  the  type  of  results  which  can  be  obtained 
with  this  process  in  the  presence  of  a  large  excess  of  copper  sulphate : 

Se  used     .     0*0100        0*0100        0  0500        0*0500        0*0100        0*0100    grm. 
Se  found  .     0*0094        00096        0*0507        0*0496        0*0108        0*0094    grm. 

Effect  of  the  Acidity  of  the  Solution  on  the  Precipitation  of  Selenium  and  Tel- 
lurium by  Sulphur  Dioxide. — This  method  of  precipitating  selenium — boiling 
with  sulphur  dioxide  in  the  presence  of  hydrochloric  acid — separates  selenium 
from  all  metals  not  precitated  by  sulphur  dioxide,  and  also  from  arsenic,  antimony, 
and  tin.'*  If  much  antimony  be  present,  however,  tartaric  acid  must  be  added 
to  prevent  the  separation  of  antimony  oxychioride,  unless  the  solution  be  very 
strongly  acid.  The  concentration  of  the  hydrochloric  acid  needs  special  attention. 
There  is  a  maximum  and  a  minimum  concentration  of  the  acid  between  which 
"  best "  results  can  be  obtained.  Keller's  important  experiments  *  on  this  sub- 
ject show  that  with  hydrochloric  acid  of  specific  gravity  1*175,  and  with  solutions 
containing  0*1000  grm.  of  tellurium,  and  also  solutions  containing  0*1000  grm. 
selenium,  and  saturated  in  the  cold  with  sulphur  dioxide,  the  amounts  of  selenium 
and  tellurium  which  separated  from  solutions  of  different  acidity  were  as  follows  : 

Tahle  L  VIII, — Effect  of  the  Acidity  of  the  Solution  on  the  Precipitation  of 

Selenium  and  Tellurium  by  Sulphur  Dioxide, 


Acidity 
per  cent. 

Selenium. 

Tellurium. 

Acidity 
per  cent 

Selenium. 

Tellurium. 

0-6 

•  •  ■ 

total 

40     ' 

total 

total 

1 

0 

0  0761 

50 

total 

total 

2 

■  •  • 

0*0525 

60 

total 

total 

8 

trace 

0*0658 

65 

total 

0  0965 

5 

0*0124 

0*0745 

70 

total 

0*0882 

8 

•  •  • 

0*0931 

75 

total 

0*0411       . 

10 

0*0349 

total 

80 

total        , 

nU 

20 

0  0985 

total 

90 

total 

nil 

80 

toUl 

totol 

100 

toUl        1 

nil 

100*,  and  insoluble  enough  in  cold  water  to  enable  the  precipitate  to  be  washed  free  from  nitric 
acid  and  nitrates.  Evaporate  the  solution  to  dryness.  Wash  down  the  sides  of  the  vessel  wiUi 
a  little  water  ;  evaporate  again.  Treat  the  residue  with  50  c.c.  of  dilute  ammonia  and  evaporate 
the  solution  to  dryness ;  again  add  ammonia,  and  again  evaporate  to  dryness.  The  oouble 
AgsSeO,.  NHs  so  formed  (B.  Boutzoureauo,  ^nn.  Chim,  Phys.  (6),  z8.  289,  1889)  is  insoluble 
in  water  and  stable  at  100^.  Add  water  twice,  and  evaporate  after  each  addition  to  drive  off  the 
ammonia.  When  cool,  take  up  the  residue  with  hyarochloric  acid,  filter,  wash,  reduce  the 
selenium  by  sulphur  dioxide,  etc. 

»  G.  Pellini  {Oazz,  Chim,  ItcU.,  33.  i.  515,  1908  ;  G.  Pelllni  and  E.  Spelto,  16.,  33.  iL 
89,  1908)  adds  50  to  100  c.c.  of  a  saturated  solution  of  ammonium  tartrate  and  warms  the 
solution  for  a  couple  of  hours  at  50*  to  60**  with  hydrazine  sulphate.  Selenium  is  said  to  be 
precipitated,  tellurium  not  precipitated.  Collect  the  precipitate  in  a  Gooch's  crucible  in  the 
usual  manner.     The  tellurium  is  precipitated  from  the  filtrate  by  hydrogen  sulphide,  etc 

'  For  converting  selenium  into  the  dioxide  by  burninj^  it  in  a  current  of  oxygen,  see 
P.  Elason  and  H.  Mellquist,  Arkiv  Kem,  Min.  QtoL^  4.  xviii.  1,  1911. 

'  Some  of  the  heavy  metals  may  be  partially  precipitated  by  sulphur  dioxide. 

*  £.  Keller,  l.c,  ;  C.  Alexi,  Ueher  die  Bestimmung  vim  Selen  und  Tellur  und  die  UnUr- 
suchwig  von  selen-  und  tellurhaUigen  HandeUkup/er,  Berlin,  1905. 
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These  numbeis  are  plotted  in  fig.  146.  The  left-to-right  downwards  croes-hatoh- 
iiig  ehowB  where  Beleniutn  is  wholly  precipitated ;  the  right-to-left  downwards 
croes- hatching  shows  where  tellurium  la  wholly  precipitated ;  and  left-to-right 
and  right-to-left  cross-hatching  shows  where  both  tellurium  and  selenium  were 
precipitated. 

If  selenium  alone  be  present,  total  precipitation  occurs  if  the  acidity  of  the 
solution  exceeds  30  per  cent.  If  both  selenium  and  tellurium  be  present, 
tellurium  and  selenium  will  be  precipitated  if  the  acidity  of  the  solution  be  kept 


Fio.  148, — InBasiiccaFthf  aoidity  of  the  iwluticiii  on  the  proaipitation  orMleniumand  tollurinm. 

between  30  and  50  per  cent.  But  outside  these  limits  either  selenium  or 
tellurium  may  be  wholly  or  partially  precipitated,  according  to  the  strength  of 
the  acid.  Seleniuta  will  alone  be  precipitated  from  a  mixed  solution  if  the 
acidity  of  the  solution  eioeeds  80  per  cent-'  Hence,  it  selenium  be  first  pre- 
cipitated from  a  solution  over  SO  per  cent,  acidity,  and  the  solution  made  up  to 
twice  its  former  volume  with  water,  the  tellurium  will  be  precipitated  by  a 
repetition  of  the  sulphur  dioxide  treatment.  The  tellurium  may  be  filt«red  ofT, 
dried,  and  weighed  in  a  similar  manner  to  the  process  described  for  selenium.^ 

'  Tho  precipitatea  are  more  rotuminous  from  feebly  acid  soluUonB  than  from  stronglf  aoid 
aolutionB. 

'  For  the  reduction  of  taUnrium  solutiona  with  hydraiine  salts,  see  A.  Rosenheim  and  U. 
Wainheber,  ZHt.  anorg.  ChiTn..  69.  26S,  1910  1  P.  Jannuah  and  M.  Uiiller,  £<r.,  31.  S377, 
lS99l  A.  Gutbier,  ift,,  34.  2724,  1901.  For  tbe  detennination  of  t«11imum  in  minenda,  etc, 
iM  C.  H.  Pulton,  Jtnim.  Am«r.  Chem.  Soc.,  ao.  586,  1898:  £.  Keller,  ib..  19.  771,  1897; 
V.  Lehnar,  ib.,  21.  347,  1899;  E.  Donath,  Ztii.  angew.  CKem.,  3.  218,  ISBO  ;  R.  W.  E. 
UaelTor,  Oian.  Newt,  86.  308,  igos  ;  T.  Egleaton,  iA.,  47.  Gl,  1B83. 


CHAPTER  XXXII. 

THE  DETERMINATION  OF  ALUMINIUM  AND 

BERYLLIUM  COMPOUNDS. 

§  229.  The  Gravimetric  Determination  of  Alumina— Hess  and 

Campbell's  Process. 

Thb  errors  in  the  determination  of  the  titanium  and  iron  accumulate  on  the 
alumina.  So  also  do  the  errors  arising  from  an  imperfect  ignition  of  the  mixed 
oxides  (FeoOj-^FcgO^),  imperfect  washings,  and  imperfect  separations.  It  is 
therefore  interesting  to  find  the  magnitude  of  the  error  affecting  the  alumina 
under  the  conditions  of  the  analysis  by  the  process  just  indicated.  We  have 
seen  that  with  the  clay  in  question  there  was  an  error  of  ±  0'07  per  cent,  in 
the  determination  of  the  titanic  oxide,  an  error  of  ±0*06  per  cent,  in  the 
determination  of  the  ferric  oxide,  and  an  error  of  ±0*13  per  cent,  in  the 
determination  of  the  mixed  oxides.  Consequently  the  error  in  the  determination 
of  the  alumina  by  difference^  amounts  to  about  ±0-09  per  cent.  This  is 
probably  not  far  different  from  what  would  be  obtained  by  a  direct  determina- 
tion. The  error  does  not  multiply  up  as  it  did  when  the  alkalies  were  determined 
by  difference  (page  222).  The  above  estimate  of  the  error  becomes  less  favour- 
able, the  less  the  proportion  of  alumina  in  the  mixed  precipitate,  and  the  greater 
the  proportion  of  ferric  oxide  and  titanic  oxide.  A  small  positive  error  in  the 
determination  of  the  two  oxides — iron  and  titanium — might  altogether  mask  small 
amounts  of  alumina.  It  is  therefore  desirable  to  use  a  direct  method  for  the  de- 
termination of  small  amounts  of  alumina  in  the  presence  of  large  amounts  of  iron. 
Several  processes  have  been  suggested  for  the  direct  determination  of  alumina, 
but  most  of  them  are  not  very  satisfactory  in  general  work.  The  sodium  thio- 
sulphate  process  will  be  discussed  later,  when  dealing  with  zirconium  (pages  495, 
501).  Hess  and  Campbell  ^  give  a  process  which  promises  well.  After  a  critical 
examination  of  the  methofi,  Allen  said  that  *'  minute  quantities  of  alumina  may 
be  accurately  separated  from  large  amounts  of  iron  by  this  process."  It  is  based 
on  the  fact  that  aluminium  hydroxide  is  quantitatively  precipitated  from 
solutions  by  the  addition  of  phenylhydrazine.  Any  phosphorus  which  might 
be  present  will  be  precipitated  with  the  aluminium  hydroxide  as  aluminium 
phosphate.     Chromium,^  titanium,  zirconium,^  and  thorium,^  if  present,  will  be 

^  For  the  methods  of  calculatiou,  see  J.  W.  Mellor,  Higlwr  MalheinalicSy  London,  528,  1909. 

2  W.  H.  Hess  and  E.  D.  Campbell,  Chem.  News,  81.  158,  1900  ;  Joum.  Amer,  Chem,  Soc,, 
21.  776,  1899  ;  E.  T.  Allen,  i6.,  25.  421,  1903  ;  Chem.  News,  89.  43,  68,  76,  88,  108,  1904  ; 
M.  Wunderand  N.  Cheladz^,  Ann.  Ckim.  anal,,  16.  205,  1911. 

'  The  precipitation  of  chromium  is  slowest  in  chloride  solutions,  and  quickest  in  nitrate  and 
sulphate  solutions. 

*  A.  M.  Jefferson  {Joum.  Anier,  Cliem.  Soc.,  24.  543,  1902)  says  that  zirconium  is  not  pre- 
cipitated by  phenylhydrazine,  but  Allen  shows  that  this  is  a  mistake. 

^  Thorium  is  precipitated  completely  from  nitrate  solutions,  cerium  only  partially.  Titanium 
and  zirconium  can  be  separated  from  beryllium  in  chloride  solutions  by  this  precipitant. 
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precipitated  with  the  aluminium  hydroxide ;  but  neither  ferrous  iron,^  beryllium,^ 
manganese,  zinc,  cobalt,  nickel,  cadmium,  mercury,  magnesia,  barium,  strontium, 
nor  calcium  will  be  precipitated.^ 

First  Precipitation. — The  solution  is  diluted  to  100  or  200  c.c,  according  to 
the  amount  of  alumina  to  be  precipitated,  and  heated  to  about  90**.  Ammonia 
is  added  until  the  precipitate  formed  just  redissolves.  Add  5  to  20  drops, 
according  to  the  amount  of  iron  in  solution,  of  a  neutral  saturated  solution  of 
ammonium  bisulphite,^  with  constant  stirring,  until  the  solution  smells  strongly 
of  sulphur  dioxide.^  If  the  solution  turns  deep  red,  it  is  not  acid  enough.  The 
red  colour  shows  that  ferric  sulphite  is  present.  In  that  case,  add  a  few  drops 
of  hydrochloric  acid,  then  add  ammonia  quickly  ^  to  make  the  solution  neutral 
as  before.  Add  a  couple  of  drops  of  dilute  hydrochloric  acid.  Add  phenyl- 
hydrazine^  (1  to  3  c.c);  with  constant  stirring,  to  the  liquid  smelling  strongly 
of  sulphur  dioxide,  until  all  the  alumina  is  precipitated.  When  the  precipitate 
has  become  flaky  and  settles  quickly,  filter  in  the  usual  manner.  The  filtra- 
tion should  be  done  quickly,  or  a  brownish  scum  may  form  on  the  surface  of  the 
solution  and  on  the  sides  of  the  dish.  The  solution  should  not  stand  more  than 
an  hour  before  filtration.  The  precipitate  is  generally  coloured  brown.  The 
colouring  agent  is  not  necessarily  ferric  hydroxide,  but  rather  organic  impurities 
in  the  precipitating  agent.  Wash  the  precipitate  with  hot  water  containing 
dilute  phenylhydrazine  bisulphite^  in  solution.  Continue  the  washing  until 
the  wash-water  gives  no  indication  of  iron  when  mixed  with  a  few  drops  of 
ammonium  sulphide,  or  no  indication  of  chlorides.  Test  the  filtrate  with  a 
couple  of  drops  of  phenylhydrazine  to  make  sure  that  precipitation  is  complete. 

Second  Precipitation, — It  is  best  to  redissolve  the  precipitate  on  the  filter 
paper  in  hot  dilute  hydrochloric  acid ;   wash  with   hot   water ;   neutralise  the 

Beryllium  is  not  precipitated  from  chloiide  solutions,  but  a  large  proportion  is  precipitated  from 
sulphate  solutions,  and  a  trace  from  nitrate  solutions.  The  met  nod  for  tne  separation  of 
aluminium  and  chromium  from  beryllium  by  this  process,  which  naturally  here  suggests  itself, 
does  not  work. 

^  Phenylhydrazine  is  a  powerful  reducing  agent,  and  it  thus  plays  a  double  rdle:  (1)  main- 
taining the  iron  in  the  ferrous  condition  ;  and  (2)  precipitating  the  alumina.  Ferric  oxide,  it 
may  be  added,  is  partially  precipitated  by  phenylhydrazine.  It  is  necessary  to  convert  the 
ferric  into  ferrous  salts  before  adding  the  phenylhydrazine,  because  the  latt«r  does  not  reduce 
ferric  salts  very  rapidly. 

^  In  chloride  solutions,  au  indicated  in  a  previous  footnote. 

^  If  zinc,  cobalt,  nickel,  mercury,  or  cadmium  be  present  in  concentrated  solutions,  the 
correepondiog  hydroxides  may  be  precipitated.  Molybdenum  salts  give  a  bright  red  coloration — 
L.  Spiegel  and  T.  A.  Maass,  Ber,,  56.  512,  1903. 

^  Ammonium  Bisulphite  Solution. — Pass  sulphur  dioxide  into  a  cooled  solution  of  ammonia 
(1:1)  until  the  solution  becomes  yellow.  The  object  of  the  sulphur  dioxide  is  not  only  to 
reduce  the  iron,  but  to  keep  it  in  the  lednced  condition  so  as  to  prevent  its  precipitation  with 
the  alumina. 

*  Sulphur  dioxide  is  best  purchased  in  "syphons"  of  the  liquefied  gas.  The  "syphons" 
are  a  convenient  source  of  sulpnur  dioxide  for  analytical  work. 

^  If  the  operation  be  done  slowly,  some  ferric  hydroxide  may  be  formed  which  does  not 
dissolve  readily  in  the  dilute  hydrochloric  acid. 

^  Phenylhydrazine  costs  about  5s.  6d.  per  lb.  To  prevent  a  waste,  it  is  best  to  add  1  or  2 
c.c.  of  phenylhydrazine,  and,  if  no  precipitate  is  formed,  add  dilute  ammonia  drop  by  drop 
until  a  precipitate  is  just  visible.  Clear  this  up  by  adding  one  drop  of  acid,  and  add  more 
phenylhydrazine.  If  too  little  phenylhydrazine  has  been  added,  a  few  drops  of  the  filtrate  will 
show  the  mistake.  The  phenylhydrazine  should  be  free  from  foreign  organic  matters.  Tin  has 
been  detected  in  commercial  samples.  For  preservation,  see  G.  Deniges,  Bull,  Trav.  Soc. 
Pharm.  Bordeaux,  52.  518,  1912. 

^  Phxnylhtdrazine  Bisulphite  Solution. — Add  a  cold  saturated  solution  of  sulphurous 
acid  gradually  to  a  few  cubic  centimetres  of  phenylhydrazine  until  the  precipitate  of  phenyl- 
hydrazine  sulphite,  first  formed,  redissolves  to  a  yellow  solution.  If  the  odour  of  sulphur 
dioxide  appears  after  standing  a  few  minutes,  add  a  few  droits  of  phenylhydrazine  to  neutralise 
the  sulphur  dioxide.  This  solution  keeps  indefinitely  in  a  well^stoppered  bottle.  For  use, 
mix  from  5  to  10  c.c.  of  the  solution  so  prepared  with  100  c.c.  of  hot  water. 
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solution  with  ammonia ;  acidulate  with  a  couple  of  drops  of  hydrochloric  acid 
(1:1);  and  precipitate  the  aluminium  hydroxide  from  the  small  volume  of 
liquid  by  the  addition  of,  say,  0*5  c.c.  of  phenylhydrazine.     Wash  as  before. 

The  Ignition. — The  precipitate  is  dried  in  a  platinum  crucible,  charred  at  a 
low  temperature,  and  ignited  at  a  bright  red  heat  until  its  weight  is  constant. 
A  second  ignition  is  always  advisable  to  make  sure  the  weight  is  really  constant. 
Weigh  as  alumina — AljOg. 

ErroTB. — Allen  found  that  when  aluminium  hydroxide  is  precipitated  from 
pure  solutions  the  results  are  inclined  to  be  rather  low.  For  example :  Used, 
0-2500  grm.  AlgOj ;  found,  0-2487  grm.  AlgOgj  error, -00013  grm.  But  the 
separation  of  aluminium,  titanium,  and  zirconium  from  iron,  from  a  solution  con- 
taining a  mixture  of  all  four  salts,  gave  excellent  results.     Thus  : 


Used     . 

0-1817 

0-1648 

0-1069 

0*0726 

0  0595 

griu 

Found  . 

0-1816 

0-1654 

0-1063 

0-0717 

0-0603 

grm 

Error 

.      -0-0001 

+  0  0006 

+  0-0004 

-0-0009 

+  0-0008 

atm 

\ 


If  phosphorus  be  present,  it  must  either  be  determined  on  a  separate  sample, 
or  the  ignited  alumina  fused  with  sodium  carbonate  or  potassium  bisulphate 
(page  185),  and  the  phosphorus  determined  as  indicated  on  page  595.  If  the 
phosphorus  be  in  excess  of  that  required  to  form  aluminium  phosphate — AlPO^ 
— Hess  and  Campbell  recommend  the  addition  of  an  excess  of  a  solution  of 
aluminium  chloride  of  known  strength,  and  proceeding  as  indicated  above, 
making  due  allowance  for  the  extra  alumina. 

If  desired,  the  alumina  and  iron  may  be  precipitated  with  ammonia  in  the 
usual  manner  (page  182),  or  with  the  basic  acetate  process  (page  361),  and  the 
alumina  precipitated  as  indicated  above  from  the  pyrosulphate  fusion.  The 
iron  can  be  determined  by  difference,  or  precipitated  with  ammonium  sulphide.^ 

§  230.  The  Analysis  of  Bauxite. 

An  accurate  and  complete  analysis  of  this  mineral  can  be  made  by  a  process 
similar  to  that  employed  for  clays.  Time  may  bo  saved  in  analyses  for  com- 
mercial work  by  using,  say,  Handy's  process,^  which  may  be  regarded  as  a  type 
of  many  others.  In  Handy's  process,  I'o  gniis.  of  the  finely  powdered  bauxite, 
dried  at  100°,  is  mixed  with  50  c.c.  of  acid,'^  in  a  300-350  c.c.  evaporating 
basin.  Boil  the  solution  until  white  fumes  are  evolved,  and  continue  heating 
the  mixture  for  another  15  minutes.  Cool.  Add  100  c.c.  of  water ;  stir;  boil 
for  10  minutes.  The  silica  is  thus  dehydrated  and  precipitated.  Filter  the 
solution  into  a  300-c.c.  beaker.  Wash  the  precipitate  with  water.  The  filtrate 
and  washings  will  occupy  between  150  and  200  c.c. 

The  insoluble  matter  ^  is  ignited  in  a  platinum  crucible  and  weighed.  Add 
3-4  drops  of  sulphuric  acid  and  about  5  c.c.  of  hydrofluoric  acid.  Evaporate 
slowly  to  dryness.  Ignite  and  weigh.  The  loss  in  weight  represents  silica. 
Fuse  the  residue  with  a  little  potassium  bisulphate.  When  all  is  dissolved,  cool. 
Take  up  the  mass  with  water,  and  add  the  solution  to  the  main  solution.     Any 

^  Along  with  other  metals  precipitated  by  that  reagent,  if  such  elements  be  preseut. 

2  J.  0.  Handy,  Joum.  Amer,  Chem,  Soc..  18.  766,  1896  ;  H.  Lienau,  Chem.  Zig,,  27.  422, 
1908  ;  29.  1280,  1905 ;  M.  Taurel,  Ann.  Chini,  Anal.,  9.  323,  1904.  For  a  rough  method  of 
evaluating  aluminous  minerals,  see  J.  C.  y  Leon,  Annies  Soc.  Espan.  Fis.  Quim,,o.  281,  1911. 

^  Acid  mixture:  100  c.c.  of  nitric  acid  (sp.  (;r.  1'42),  300  c.c.  of  hydrochloric  acid  (sp.  gr. 
1*20),  and  600  c.c.  of  sulphuric  acid  (sp.  gr.  1*18). 

*  According  to  £.  Baud  {Jiev.  Chim.  pure  appl.y  6.  368,  1903),  the  residue  will  contain 
silica,  and  in  addition  titanic  oxide,  corundum,  and  a  little  alumina.  These  are  subsequently 
brought  into  solution  by  the  potassium  bisulphate  fusion,  as  described  iu  the  text. 
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1  insoluble  residue  wOl  be  silica,  which  is  filtered  off,  ignited,  and  weighed.     The 

weight  is  added  to  the  previous  result  for  silica.     Make  the  mixed  solution  up 
to  300  c.c. 

Divide  the  300  c.c.  into  three  portions  of  100  c.c.     In  one,  precipitate  a 

V  mixture  of  alumina,  titanic  oxide,  and  fen-ic  oxide  with  ammonium  chloride  and 

:;  ammonia.^     The  filtrate   from  this  solution  is   used   for  the  determination  of 

lime  (page  2^13)  and  magnesia  (page  218).^     The  precipitate  is  washed,  ignited, 

[  and  weighed  (page  183).     The  titanium  can  be  determined^  if  necessary,  by  the 

t  gravimetric  process  (page  207).     In  the  second  100  c.c,  determine  the  iron  by 

reduction  with  zinc  and  the  permanganate  titration  (page  187).^     The  alkalies 

are  determined  by  Smith's  process  (page  222) ;   the  loss  on  ignition  (organic 

matter  and  water),  as  on  page  157. 

§  231.  The  Analysis  of  Alumina— Hydrated  and  Calcined. 

The  alumina  "hydrate"  on  the  market  may  have  from  about  40  to  65  per 
cent,  of  AI2O3.  It  is  sometimes  sold  with  a  guarantee  of  60  per  cent.  AljOg.  The 
loss  on  ignition  (page  157)  includes  water  and  carbon  dioxide.  For  the  silica,  heat 
5  grms.  of  the  hydrate  with  25  c.c.  of  sulphuric  acid  (sp.  gr.  1  '4).  The  alumina 
dissolves.  Cool.  Add  100  c.c.  of  water  and  boil.  The  insoluble  silica  separates. 
Filter,  wash,  and  ignite  the  insoluble  matter.  Fuse  the  residue  with  a  little 
potassium  bisulphate.  Take  up  the  cold  mass  with  water.  Filter,  wash,  ignite 
'  in  a  platinum  crucible,  and  weigh.  Treat  the  mass  with  sulphuric  and  hydro- 
fluoric acids  as  described  above.  Weigh  again.  The  loss  in  weight  represents 
silica.  Fuse  the  mass  with  potassium  bisulphate,  take  up  with  water,  and  add 
it  to  the  main  solution.  The  iron  can  be  determined  colori  metrically  in  this 
solution  (page  200). 

The  sodium  can  be  determined  (1)  in  the  hydrochloric  acid  solution  of 
the  hydrate  by  the  method  indicated  page  239 ;  or  (2)  use  Smith's  process 
(page  222) ;  or,  better  still,  (3)  the  sodium  can  also  be  determined  by  calcining 
5  grms.  of  the  "  hydrate "  at  a  red  heat,^  and  digesting  the  calcined  mass  on 
a  water  bath  with  an  excess  of  N-HjSO^,  and  titrating  back  with  N-NaOH 
(page  70).  This  gives  the  "total  sodium."  The  "soluble  sodium"  is  deter- 
mined by  boiling  5  grms.  of  the  "hydrate"  in  water  and  titrating  the  filtered 
solution  with  N-H2SO4,  using  phenolphthalein  as  indicator.  The  difference 
between  the  "  total "  and  the  "  soluble  "  sodium  represents  the  "  combined  " 
sodium.  Calculate  the  soluble  sodium  to  per  cent.  CO.2,  and  subtract  the  result 
from  the  percentage  loss  on  ignition.  The  difference  represents  water.  The 
alumina  is  usually  determined  by  difference,  although  it  can  be  determined  by 
precipitation  from  an  aliquot  portion  of  the  "  main  solution  "  by  the  method 
indicated  under  bauxite. 

Calcined  alumina  ^  may  contain  99  per  cent,  of  alumina.  Fuse  a  gram  of  the 
dried  alumina  with,  say,  10  grms.  of  potassium  bisulphate.  If  the  molten  mass  be 
not  clear,  add  2  more  grams  of  the  flux  to  the  cold  mass  and  fuse  again.  Dissolve 
the  cold  mass  in  water.     Filter  off  the  insoluble  residue  and  fuse  it  with  sodium 


'  This  method  will  ffive  low  results  if  a  great  excess  of  ammonium  chloride  be  not  employed 
(page  181).  The  sample  can  be  fused  with  sodium  carbonate,  or  sodium  peroxide,  and  the  cake 
taken  up  with  dilute  hydrochloric  acid. 

^  K.  W.  Jurich,  Die  FabrikcUion  von  schioe/elsaurer  Tantrdc,  Berlin,  45,  1894. 

'  There  ia  the  difficulty  with  permanganate  titrations  mentioned  on  page  189,  when  much 
titanium  is  present.     In  that  case  special  precautions  must  be  adopted  (see  page  190). 

*  This  is  to  make  the  alumina  insoluble  in  acid. 

^  Alundum  is  made  by  fusing  bauxite  in  the  electric  furnace.  It  contains  about  1  per  cent 
of  silica,  ferric  and  titanic  oxides.  Alundum  is  scarcely  attacked  by  aqueous  acids  and  alkalies, 
and  it  is  bat  superficially  attacked  by  fnsed  alkaline  carbonates. 
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carbonate.  Take  up  the  cold  mass  with  water  in  a  300-c.c.  evaporating  basin. 
Add  25  c.c.  of  sulphuric  acid,  and,  when  all  action  has  subsided,  evaporate  the 
solution  until  the  sulphuric  acid  begins  to  fume.  C!ool ;  add  100  c.c.  of  water. 
Boil  the  solution.  Filter,  wash,  ignite,  and  weigh  the  residue.  Treat  the  residue 
with  sulphuric  acid  and  hydrofluoric  acid  as  described  under  bauxite.  Ignite, 
and  weigh  again.  The  loss  represents  silica.  For  sodium,  use  Smith's  process. 
The  alumina  is  generally  determined  by  difference.  These  methods  will  suffice 
ta  demonstrate  adulterations  with  china  clay  or  ground  flint. 

§  232.  The  Analysis  of  Cryolite. 

Silica, — Although  cryolite  contains  a  large  amount  of  fluorine,  the  rela- 
tively small  amount  of  silica,  which  is  also  present,  does  not  all  react  with  the 
fluorine,  to  form  volatile  silicon  fluoride,  when  the  powdered  mineral  is  digested 
with  sulphuric  acid.  Part  remains  with  the  residue  undecomposed.  This  fact 
makes  the  determination  a  little  laborious.  The  silica  must  be  sought  both  in 
the  residue  and  in  the  escaping  gases.  The  solutions  cannot  be  acidified  with 
hydrochloric  acid  and  evaporated  in  the  usual  manner,  because  some  silica  would 
be  then  lost  as  silicon  fluoride.  Fresenius  and  Hinf  z  ^  recommend  a  process  which 
certainly  has  not  the  merit  of  simplicity.  The  method  indicated  on  page  637 
may  be  here  employed.  Fuse  the  cryolite  with  an  excess  of  sodium  carbonate, 
and  extract  the  melt  with  water.^  Precipitate  silica,  alumina,  lime,  etc.,  with 
Seemann's  solution,  and  determine  the  silica,  etc.,  as  indicated  on  page  640.' 
For  the  sodium,  use  Smith's  process  (page  222).  The  processes  indicated  on 
pages  642  and  646  are  available  for  fluorine. 

§  253.  The  Detection  of  Beryllium. 

If  berylli'a  be  present,  it  will  invariably  be  found  associated  with  the  alumina 
and  ferric  oxide  precipitated  by  ammonia.  The  properties  of  beryllia  are  closely 
related  to  those  of  alumina.  In  testing  for  beryllium,^  the  silica  is  separated  by 
evaporation,  and  the  hydrogen  sulphide  group  precipitated  in  acid  solution  in 
the  usual  manner.  The  filtrate  is  evaporated  down  to  about  25  c.c,  and,  when 
coldy  add  a  couple  of  grams  of  sodium  peroxide  (solid).  Boil  and  filter  the 
alkaline  solution ;  acidify  the  filtrate  with  nitric  acid ;  and  add  an  excess  of 
ammonia.  If  no  precipitate  be  formed,  beryllium  is  absent ;  if  a  precipitate  be 
formed,  transfer  it  to  a  small  beaker  containing  2  or  3  grms.  of  solid  sodium 
bicarbonate  per  20  c.c.  of  liquid  (10  per  cent,  solution).  Raise  the  temperature 
rapidly  to  boiling,  and  boil  half  a  minute.  Alumina  is  precipitated.  Filter. 
Dilute  the  filtrate  with  10  volumes  of  water  (so  as  to  make  approximately  a  1  per 
cent,  solution)  and  boil.     If  beryllium  bo  present,  a  precipitate  will  be  formed. 

To  distinguish  beryllia  from  alumina,  dissolve  the  precipitate  in  acid  ^  ;  nearly 
neutralise  the  solution  with  ammonia;  add  ammonium  carbonate.  The  white 
precipitate  may  be  either  aluminium  or  beryllium  hydroxide.     The  latter  alone 

»  C.  R.  Fresenius  and  E.  Hintz,  Zeit,  anaL  Chenu,  28.  324.  1889. 

^  E.  C.  VhVig  {Chemical  A Tialysis  far  fwla-ssmakers^  Pittsburg,  80,  1903)  recommends  fusing 
the  cryolite  with  sodium  carbonate  as  if  it  were  a  typical  silicate.  He  ignores  the  action  of  the 
fluorides  on  the  porcelain  basin,  on  the  precipitation  of  alumina  (page  180),  and  the  volatilifti- 
tion  of  silica  as  silicon  fluoride. 

^  The  filtrate  is  used  for  the  fluorine  determination  (page  637). 

*  C.  L.  Parsons,  The  Chemistry  and  Literature  of  Beryllium  ^  Elaston,  Pa,,  6,  1908. 

'^  Freshly  precipitated  beryllium  hydroxide  is  readily  soluble  in  potassium  or  ammonium 
carbonate,  sodium  hydroxide,  or  dilute  acids.  If  the  hydroxide  be  allowed  to  stand  for  some 
time  at  ordinary  temperatures,  or  if  it  be  heated  with  water,  dilute  ammonia,  alkaline  carbonates, 
or  alkaline  hydroxides,  the  hydroxide  appears  to  become  very  sparingly  soluble  in  these 
menstrua. — F.  Haber  and  G.  van  Oordt,  2^eit.  arwrg.  CheiiUj  38.  377,  1904. 
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is  soluble  in  an  excess  of  the  reagent,  and  a  white  precipitate,  of  basic  carbonate 
is  obtained  on  boiling  the  clear  solution.^  Again,  both  aluminium  and  beryllium 
salts  give  white  precipitates  with  caustic  soda ;  with  both,  the  precipitates  are 
soluble  in  an  excess  of  the  reagent ;  but  the  solution  with  beryllia  alone  gives 
a  white  precipitate  on  boiling  the  solution.  Beryllium,  by  the  way,  is  sometimes 
called  '*  glucinum  "  and  symbolised  Gl. 

§  234.  The  Gravimetric  Determination  of  Beryllium- 
Parsons  and  Barnes'  Process. 

When  beryllium  is  present,  two.  points  require  special  attention  in  the  treat- 
ment of  the  ammonia  precipitate: — (1)  When  the  precipitate  is  washed  with 
water,  and  the  ammonium  chloride  has  nearly  all  gone,  the  beryllium  hydroxide 
begins  to  pass  through  the  paper,  and  this  more  rapidly  than  is  the  case  with 
alumina  under  similar  conditions.  The  addition  of  ammonium  salts — say 
ammonium  acetate — to  the  water  used  for  washing  effectively  prevents  this 
action,  and  the  washing  then  presents  no  difficulty  of  this  nature.  (2)  Small 
amounts  of  beryllium  hydroxide  may  adhere  very  tenaciously  to  the  walls  of 
the  vessel  in  which  the  precipitation  is  made.''^  Hence,  after  as  much  beryllia 
has  been  removed  as  is  convenient,  it  is  advisable  to  wash  the  walls  with  a  little 
dilute  nitric  acid,  and  re-precipitate  the  beryllia  which  has  been  dissolved. 

The  beryllia  found  in  the  ammonia  precipitate  along  with,  say,  iron,  chromium, 
and  aluminium  oxides  can  be  separated  by  fusing  the  precipitate  for  two  or 
three  hours  with  sodium  carbonate ;  the  beryllia  remains  with  the  iron  on 
washing  with  water,  while  the  aluminium  and  chromium  pass  into  solution  as 
aluminates  and  chromates.  The  beryllia  and  iron  can  be  separated  by  fusion 
with  sodium  pyrosulphate,  leaching  with  w^ater,  and  precipitating  the  iron  with 
potassium  hydroxide.  The  precipitate  is  filtered  and  washed ;  the  filtrate  is 
acidified  with  hydrochloric  acid,  and  the  beryllia  precipitated  by  ammonia.^ 

Parsons  and  Barnes'  ^  process  for  the  quantitative  separation  of  beryllium  is 
based  on  the  insolubility  of  aluminium  and  ferric  hydroxides  in  a  10  per  cent, 
solution  of  sodium  bicarbonate,  and  the  ready  solubility  of  beryllium  hydroxide  ^ 
in  the  same  reagent. 

First  Precipitation  of  Aluminium  and  Iron, — After  the  first  precipitation  by 
ammonia,^  the  hydroxides  are  dissolved  in  hydrochloric  acid,  and  oxidised,  if 
necessary,  with  a  drop  of  hydrogen  peroxide   or  nitric  acid 7     Neutralise   the 

^  M.  Wunderand  N.  Cheladze,  Ann.  Chirn.  AnaL,  16.  206,  1911. 

^  B.  Bleyer  and  K.  Boshart  (Zeit.  anaZ,  Chem,^  151.  748,  1912)  study  the  precipitation  of 
b«rvlliam  by  ammonia  and  by  ammonium  sulphide  in  ordinary  glass,  in  Jena  glass,  in  porcelain, 
ana  in  platinum  vessels.     The  two  last-named  gave  the  best  results. 

*  IL  Wunderand  P.  Wenger,  Zeit.  anal,  Chetn,,  51.  470,  1912. 

*  0.  L.  Parsons  and  S.  K.  Barnes,  Joum.  Amer,  Chetn.  Soc,  28.  1589,  1906  ;  S.  L.  Penfield 
andD.  N.  Harper,  Amer.  J.  Science  (3),  32.  112,  1886 ;  C?iem.  Neics,  54.  90,  102,  1886  ;  F.  A. 
Oooch  and  F.  S.  Havens,  Zeit.  anorg.  Chem.,  13.  485,  1896 ;  F.  S.  Havens,  i6.,  16.  15,  1897  ; 
L.  A.  Aars,  Ueber  die  analyiiscJu  Bestimviung  von  Beryllium  und  den  sogenannten  sell  en  Erden^ 
Kristiania,  1905.  ^  Uranium,  if  present,  also  dissolves. 

*  In  the  case  of  the  basic  acetate  separation,  C.  L.  Parsons  (t/(?ur7i.  Amer,  Chem.  Soc^  26. 
738,  1904 ;  C.  L.  Parsons  and  W.  O.  Robinson,  i&.,  28.  555,  1906)  proposes  to  separate 
bei^llium  from  iron  and  aluminium  by  digesting  the  mixed  precipitate  in  hot  glacial  acetic  acid, 
which  dissolves  basic  beryllium  acetate  from  the  dried  precipitate,  and,  after  filtering  the 
solution  through  a  hot-water  funnel,  basic  beryllium  acetate  separates  from  the  solution  on 
cooling.  The  small  amounts  of  ferric  and  aluminium  acetates  which  dissolve,  do  not  separate 
on  cooling.  F.  Haber  and  G.  van  Oordt  {Zeit.  anorg,  Chem.,  40.  465,  1904)  propose  to  separate 
beiylliam  from  the  mixed  basic  acetate  by  treatment  with  chloroform,  in  which  the  basic 
beryllium  acetate  dissolves. 

'  Although  hydrogen  peroxide  is  usually  a  better  oxidising  agent  than  nitric  acid,  it  is  far 
more  likely  to  introduce  impurities  into  the  solution,  owing  to  the  greater  purity  of  * '  commercial 
nitric  acid."    Merck's  *  *  perhydrol "  is  the  best  form  of  hydrogen  peroxide  ;  it  is  quite  pure  enough. 
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solution  with  ammonia,  and  to  the  cold  solution  add  10  grms.  of  solid  sodium 
bicarbonate^  per  100  c.c.  of  solution.  Cover  the  beaker ^  with  a  clock-glass, 
and  heat  the  solution  to  boiling  as  quickly  as  possible.^  Boil  the  solution  one 
minute.-*  Place  the  beaker  in  cold  water,  and,  when  cold,  filter.  Collect  the 
filtrate  in  a  litre  beaker,  and  wash  the  residue  three  times  with  a  hot  (TO'-SO") 
10  per  cent,  solution  of  sodium  bicarbonate. 

Second  Precipitation  of  Aluminium  and  Iron. — The  precipitated  ferric  and 
aluminium  hydroxides  generally  retain  a  little  beryllium.^  Hence,  the  pre- 
cipitate is  re-dissolved  in  as  little  dilute  hydrochloric  acid  (1:1)  as  possible. 
Collect  the  filtrate  in  the  same  beaker  in  which  the  precipitation  w^as  first  made. 
Make  the  solution  up  to  about  100  c.c,  neutralise  with  ammonia,  and  treat  the 
mixture  as  the  first  one  was  treated.^  Collect  the  filtrate  and  washings  in  the 
same  litre  beaker. 

Third  Precipitation  of  Aluminium  and  Iron. — It  is  impracticable  to  wash  the 
sodium  bicarbonate  from  the  precipitated  ferric  and  aluminium  hydroxides; 
hence,  it  is  best  to  again  dissolve  the  precipitate  in  dilute  hydrochloric  acid  and 
re-precipitate  the  iron  and  aluminium  hydroxides  with  ammonia  in  the  ordinary 
manner  (page  182). 

Precipitation  of  Beryllium. — The  joint  filtrates  from  the  two  precipitations  are 
carefully  acidified  with  concentrated  hydrochloric  acid  with  the  beaker  covered 
so  as  to  avoid  "  spurting  losses  "  by  the  escaping  gas.^  Boil  the  solution  to  remove 
carbon  dioxide.^  Add  a  slight  excess  of  ammonia,  boil,  let  the  precipitate  settle, 
filter,  wash  with  ammonium  acetate  (2  per  cent,  solution)  until  the  washings  are 
free  from  chlorides.     Ignite,  and  weigh  as  beryllium  oxide — BeO. 

The  Accuracy  of  the  Separation, — In  illustration  of  the  accuracy  of  the 
method  of  separation,  Parsons  and  Barnes  quote  the  following  separations  with 
mixtures  of  varying  proportions  of  ferric,  aluminium,  and  beryllium  chlorides 
when  the  two  former  were  several  times  the  amount  of  the  latter : 

Used  ....     0-2162  0-0911  0-0825  0-1020    grm.  BeO. 

Found         ....     0-2148  0*0906  0*0806  0-0995    grm.  BeO. 

Hence,  the  "  separation  is  almost  complete.  The  resulting  beryllia  was  found  to 
be  analytically  pure."  Consequently,  the  method  of  separation  just  described 
"  leaves  little  to  be  desired." 


^  Free  from  all  but  traces  of  sodium  carbonate  as  shown  by  the  phenol phthalein  test — 
page  62. 

^  When  the  solution  is  warmed,  loss  by  spitting  may  occur,  if  the  beaker  be  not  covered. 

'  If  too  much  carbon  dioxide  be  lost  on  boiling,  aluminium  may  pass  into  .solution. 

^  The  brisk  evolution  of  carbon  dioxide  must  not  be  mistaken  for  boiling. 

^  And  uranium,  if  present 

*  A  cloudiness  in  the  filtrate  is  probably  due  to  the  dilution  of  the  concentrated  solution  of 
sodium  bicarbonate  with  water. 

7  Just  before  neutralisation,  some  beryllium  may  be  precipitated,  but  this  redissolves  on 
adding  more  acid. 

^  Otherwise  ammonium  carbonate  may  be  formed  later  on.  Beryllium  hydroxide  is  soluble 
in  ammonium  carbonate  solutions. 


CHAPTER  XXXIII. 
SPECIAL  METHODS  FOR  IRON  COMPOUNDS. 

"  When  Nature  takes  up  the  brush,  iron  is  almost  always  on  the  palette." — R.  J.  Hauy. 

§  235.  The  Volumetric  Determination  of  Iron  in  Hydrochloric 

Acid  Solutions— Reinhardt's  Process. 

Iron  compounds  are  so  common  as  components  of  colours,  and  the  effects  of 
iron  are  so  important  in  the  silicate  industries,  that  it  is  necessary  to  indicate 
some  alternative  methods  of  analysis  other  than  those  described  on  pages  187 
et  86(1.  I^  1^^  been  shown  that  the  permanganate  titration  is  useless  in  the 
presence  of  organic  matter,^  and  of  much  hydrochloric  acid,  unless  special 
precautions  be  taken.  In  the  latter  case,  because  of  the  disturbing  effects  of 
a  side  reaction,  probably  indicated  by  the  equation  : 

16HC1  +  2KMn04  =  4CI2  +  2MnCl3  +  2KC1  +  SHjO. 

The  chlorine  acts  as  an  oxidising  agent  and  furnishes  high  results  (page  194). 
This  effect  was  pointed  out  by  Lowenthal  and  Lenssen^  in  1863.  Kessler^ 
showed  that  the  presence  of  manganese  sulphate  inhibits  the  side  reaction  ;  and 
Zimmermann  ^  further  proved  that  satisfactory  results  can  be  obtained  in  the 
presence  of  hydrochloric  acid,  provided  sufficient  manganese  sulphate  be  present. 
Action  of  Mangamms  Sulphate, — According  to  Manchot,^  the  first  action  of 
the  permanganate  in  the  titration  of  a  ferrous  salt  is  to  form  what  he  calls  a 
"  primary  oxide  " — probably  Fe^Og.     In  symbols : 

MugOy  +  2FeO  -  FcjOg  +  2Mn02. 

'  Ferric  salts  in  the  presence  of  organic  matter  may  be  treated  by  adding  a  little  copper 
sulphate  as  catalytic  agent,  and  titrating  the  solution  with  standard  thiosulphate  until  a  drop 
gives  no  red  coloration  with  ammonium  thiocyanate.  — J.  T.  Hewitt  and  G.  R.  Mann,  AiicUyst, 
37.  179,  1912. 

^  J.  Lowenthal  and  E.  Lenssen,  Fogg,  Ann.,  118.  41,  1868;  ZI9.  225,  1863;  Zdt,  anal. 
Ckein.,  I.  329,  1862;  E.  Lenssen,  i6.,  2.  169,  1863;  R.  Fresenius,  ib.,  i.  361,  1862; 
H.  Kinder,  Stahl  Bisen,  27.  344,  1907 ;  28.  508,  1908  ;  P.  Lehnering,  ib.,  2^7.  202,  601,  1907 ; 
A.  Muller,  i6.,  26.  147,  1906  ;  27.  204,  1907;  H.  Wdowiszewski,  Zeit.  anal.  Chem.,  42. 183, 
1903;  H.  Weber,  id.,  46.  788,  1907;  47.  249,  1908;  J.  Brown,  Chem.  News,  93.  59,  1906; 
Amer.  J.  Science  {i),  19.  31,  1905. 

'  F.  Kessler,  Pogg.  Ann,,  118.  17,  1863  ;  119.  218,  1863 ;  Ztit.  anal.  Chem.,  2.  280,  1868  ; 
21.  219,  1882. 

*  C.  Zimmermann,  Bcr.,  14.  779,  1881;  Liebig's  Ann.,  213.  305,  1882;  H.  P.  Cady  and 
A.  P.  Ruediger,  Jotim,  Amer.  Chem.  Soc.,  19.  575,  1897  (HgS04) ;  C.  T.  Hood,  Chem.  News,  50. 
278,  1884  (MgSOJ  ;  J.  Krutwig  and  A.  Cocheteux,  Ber.,  18.  1534,  1883  ;  Chem.  News,  48. 102, 
1884  ;  N.  W.  Thomas,  Amer.  Chem.  Joum.,  4.  359,  1882.  H.  'Rx)^{Haiuibuch  der  analytischen 
Chemie,  Braunschweig,  2.  926,  1871)  says  that  potassium  fluoride  and  potassium  sulphate 
inhibit  the  reaction  ;  0.  Follenius  {Zeit.  anal.  Chem,,  iz.  177,  1872)  denies  this. 

»  W.  Msnchot,  Liebig'sAnn  ,  325.  105,  1902  ;  J.  Volhard,  ib,,  198.  837,  1879 ;  A.  Skrabal, 
Zeii.  anal.  Chem.,  42.  359,  1903. 
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The  maDgaDese  peroxide  so  fonned  oxidiBes  the  feirous  salt  to  a  ferric  salt.  In 
symbols: 

MnOj  +  2reO  =  Fe^Oj  +  MnO. 

In  the  presence  of  a  sufficient  amount  of  manganous  salt,  the  ferric  "  primary 
oxide  " — Fe/J^ — oxidises  the  manganous  oxide — MnO— back  to  ^InO^ : 

FcjOj  +  2MnO = Fe^O,  +  2MnOy 

On  the  other  hand,  if  but  little  manganous  oxide  be  present  in  the  solution, 
and  hydrochloric  acid  is  abo  present,  the  latter  is  oxidised  by  the  "primary 
oxide."     In  symbols : 

Fefi^  +  lOHCl  =  2FeCl3  +  5HjO  +  201^ 

'* According  to  this  theory,"  says  Manchot,^  "the  manganese  salt  acts  in  two 
ways.  In  the  first  place,  it  modifies  the  Telocity  of  the  reaction  between  the 
ferrous  oxide  and  the  permanganate ;  since,  acconling  to  Volhard,  the  perman- 
ganate first  reacts  with  the  manganese  salt  to  form  manganese  peroxide,  which, 
in  turn,  reacts  with  the  ferrous  salt.  In  the  second  place,  the  manganous  salt 
'carries'  oxygen  from  the  ferric  'primary  oxide' — Fe^O^ — and  gives  it  up  to 
the  unoxidised  ferrous  salt  In  both  cases,  it  is  essential  that  the  manganese 
peroxide  shall  not  react  rapidly  with  the  hydrochloric  acid,  and  that  the  quantity 
of  manganous  salt  shall  not  exceed  the  amount  of  iron  present  in  the  solution." 
Whatever  be  the  right  explanation  of  the  action,  the  ill  effects  of  the  hydro- 
chloric acid  are  counteracted  when  a  manganous  salt  is  present  in  suitable 
proportions,  and  the  amount  of  hydrochloric  acid  is  not  too  great. 

The  Action  of  Phosphoric  Acid. — The  presence  of  ferric  chloride  in  the  solu- 
tion interferes  with  the  end  point,  on  account  of  the  yellow  colour  of  this  salt 
which  is  formed  during  the  titration.  This  difficulty  was  overcome  by  Reinhardt,' 
who  showed  that  in  the  presence  of  phosphoric  acid  the  solution  remains 
colourless  until  the  pink  colour  of  the  permanganate  appears.  This  is  probably 
due  to  the  formation  of  a  colourless  iron  phosphate. 

Some  contradictory  statements  have  been  published  as  to  the  efficiency  of 
the  subjoined  Rein  hard  t's  method  ^  of  conducting  the  permanganate  titration  in 
the  presence  of  hydrochloric  acid,  but  it  can  be  made  to  furnish  results  as  con- 
sistent as  the  best  volumetric  methods,  provided  a  uniform  and  favourable  pro- 
cedure be  adopted.  In  rapid  routine  work,  where  the  titanic  oxide  is  neglected,^ 
the  solution  obtained  after  filtering  off  the  silica  may  be  divided  into  two  equal 
portions — say  100  c.c.  each.  In  one,  the  iron  and  alumina  are  precipitated  in 
the  usual  manner;  in  the  other  portion,  the  iron  can  be  determined  by  the 
permanganate  titration  in  the  following  manner : — 

The  Beduction  of  Ferric  Salts  by  Stannous  Chloride,^ — The  amount  of  hydro- 
chloric acid  in   the    100  c.c.  under  investigation  should   not  exceed   4N-HC1. 

^  For  the  theory  of  induced  reactions,  see  J.  W.  Mellor,  Chemical  Statics  and  Dynamics, 
London,  315,  333,  1904. 

2  0.  Reinhardt,  Stahl  Eisen,  4.  704,  1889;  Chsm.  Ztg,,  13.  323,  1889;  ZeiJt.  anal.  Chsnu, 
36.  794,  1897. 

»  L.  Brandt,  Cfum,  Ztg.,  32.  812,  830,  840,  851,  1908  ;  0.  T.  Mixter  and  H.  W.  Dubois, 
Journ.  Amer,  Chem.  Soe.,  17.  405,  1895  ;  G.  P.  Baxter  and  J.  E.  Zanetti,  Amcr,  Chem.  Joum., 

?3.  500,  1904  ;  G.  P.  Baxter  and  H.  L.  Frevert,  16.,  34.  109,  1906  ;  F.  W.  Harrison  and  F.  M. 
•erkin,  Analyst,  33.  47,  1908  ;  G.  C.  Jones  and  J.  H.  Jeffery,  tfc.,  34.  804,  1909 ;  J.  A.  N. 
Friend,  Journ.  Chem.  Soe.,  95.  1228,  1909 ;  W.  C.  Birch.  Chem.  News,  99.  61,  78,  1909 ;  F.  A. 
Gooch  and  C.  A.  Peters,  ib.,So.  78,  91,  1899  ;  Amer.  J.  Science  (4),  7.  461,  1899  ;  M.  Wunder 
and  A.  Stoicoff,  Ann.  Chim.  Anal.,  17.  861,  1912. 

*  If  titanium  is  to  be  determined,  reserve  an  aliquot  portion  of  the  solution  for  that  purpose. 
^  Ferric  chloride  solutions  can  be  reduced  by  amalgamated  zinc — D.  L.  Randall,  Zeit. 
anorg,  Chem.,  48.  889,  1906. 
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Heat  the  solution  to  boiling,  add  a  solution  of  stannous  chloride  ^  gradually,  drop 
by  drop,  with  constant  stirring,  until  all  the  ferric  chloride  is  reduced  to  ferrous 
chloride.'  It  is  important  to  add  as  little  stannous  chloride  as  possible  in  excess 
of  that  required  to  reduce  the  iron.^  The  difficulties  incidental  to  this 
method  of  reduction  are :  (I)  the  danger  of  adding  insufficient  stannous  chloride ; 
and  (2)  the  tendency  to  add  too  much.  If  much  iron  be  present,  the  colour 
is  a  fair  guide  when  the  reduction  is  nearly  complete ;  but  when  the  colour  is 
very  faint,  the  stannous  chloride  is  added  until  a  drop  of  the  solution  brought 
quickly  into  contact  with  a  drop  of  ammonium  thiocyanate  solution  on  a  white 
tile  gives  no  red  coloration.  When  the  solution  is  cold,  add  rapidly  5  c.c.  of 
a  solution  of  mercuric  chloride^  in  order  to  destroy  the  excess  of  stannous 
chloride.  If  no  precipitate  forms,  sufficient  stannous  chloride  was  not  added, 
and  some  ferric  chloride  has  not  been  reduced ;  if  a  grey  precipitate  forms,  too 
much  stannous  chloride  was  added.  This  reacts  with  the  permanganate,  spoil- 
ing the  titration.  If  a  white  precipitate  of  mercurous  chloride  is  formed,  it  will 
do  no  harm,^  and  the  solution,  after  standing  10  minutes,  is  ready  for  titration. 

The  Titration  with  Potamwn  Permanganate, — Wash  the  ferrous  chloride  solu- 
tion into  a  large  600-c.c.  beaker,  containing  a  mixture  of  25  c.c.  of  Reinhardt's 
solution  ®  with  about  300  c.c.  of  distilled  water  and  one  drop  of  the  solution  of 
permanganate.^  Titrate  the  solution  at  once  with  permanganate,  which  is  added 
gradually,  drop  by  drop,  with  constant  stirring.  The  calculations,  etc.,  are 
made  as  indicated  on  page  198.  The  whole  determination  occupies  about  20  or 
30  minutes.  Amounts  of  copper  less  than  O'Ol  per  cent,  may  be  neglected 
in  ordinary  technical  analysis.  If  more  than  this  amount  be  present,  the 
copper  should  be  removed.^ 

§  236.  The  Volumetric  Determination  of  Iron— Penny's 

Dichromate  Process. 

Instead  of  titrating  for  iron,  in  hydrochloric  acid  solutions,  with  potassium 
permanganate  according  to  Reinhardt's  process,  Penny's  dichromate  process^ 
is  commonly  used.  The  ferrous  salt  is  here  oxidised  with  potassium  dichromate 
instead  of  potassium  permanganate.  The  presence  of  hydrochloric  acid  ^^  does 
no  particular  barm,  although  the  end  point  is  a  little  sharper  with  sulphuric  than 

'  Stannous  Chloride  Solution. —Dissolve  29  grms.  of  crystalline  ShCIq  in  330  c.c.  of 
concentrated  hydrochloric  acid,  and  make  the  solution  up  to  'a  litre  with  water.  Add  granulated 
tin  and  boil  the  solution  until  it  is  clear  and  colourless.  Preserve  the  solution  in  a  well- 
stoppered  bottle.  Some  keep  a  stick  of  metallic  tin  in  the  stoppered  bottle  with  the  stock  solu- 
tion.    1  c.c.  of  the  stannous  chloride  solution  will  reduce  about  0*015  grm.  of  ferric  chloride. 

^  Titanium  chloride  is  not  reduced  by  stannous  chloride  in  hot  or  cold  solutions,  and  hence 
the  iron  determination  is  not  affected  by  the  presence  of  titanium. 

3  W.  F.  Stock  and  W.  E.  Jack,  Cfiem.  News,  31.  68,  1876 ;  30.  221,  1874. 

•  Mbbcukic  Chloride  Solution. — A  saturated  solution  containing  50  to  60  grms.  per 
litre.     1  o.c.  of  the  mercuric  chloride  will  oxidise  I  '2  0.0.  of  the  stannous  chloride  solution. 

^  The  mereurous  chloride  is  not  affected  by  potassium  dichromate  (Kessler),  nor  by  potassium 
permanganate  (Reinhardt).  For  the  action  of  mercurous  chloride  on  ferric  salts  (HgCl  +  FeCls  = 
HgCl^ -H  FeClg)  see  C.  Meineke,  Zeit.  bffenL  Ckem.,  4.  433,  1898.  Hence  the  titmtion  should 
be  quickly  done,  to  prevent  the  mercurous  salt  standing  in  contact  with  the  ferric  salt  longer 
than  is  necessary — A.  £.  Haswell,  Rep.  anal,  CJiem,,  2.  841,  1882. 

'  Reinhardt's  Solution. — Dissolve  200  grms.  of  crystalline  manganese  sulphate  in  1000 
c.c.  of  water ;  add  to  this  a  cold  mixture  of  400  c.c.  of  concentrated  sulphuric  acid  (sp.  gr.  1  '8), 
600  c.c.  of  water,  and  1000  cc.  of  phosphoric  acid  (sp.  gr.  1*3). 

^  To  oxidise  traces  of  organic  matter  in  the  water,  etc. 

•  K.  Schroder,  Zeit.  offeiU.  Chem.,  14.  477,  1908. 

•  F.  Penny,  Chem,  Oaz.,  8.  330,  1850  ;  VInstUut,  18.  27,  1850 ;  Schabur,  Sitzher.  Akad. 
Wiss.  JFien,  6.  396,  1851  ;  F.  Kessler,  Zeit.  anal.  C/i&m.,  IX.  249,  1872. 

'^  Organic  matter  decomposes  hot  or  cold  solutions  as  in  the  case  of  permanganate,  but 
potassium  dichromate  is  not  so  much  affected  as  the  permanganate.     See  page  196. 
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with  hydrochloric  acid.  The  end  point  is  not  bo  easily  determined  in  the  dichro- 
mate  process,  because  a  "spot"  indicator  must  be  used.^  Hence,  it  is  easy  to  "over- 
titrate."  The  process  is  not  quite  so  exact  as  the  permanganate  process ;  but,  with 
practice,  there  is  little  to  choose  between  the  two  so  far  as  accuracy  is  concerned. 
Dissolve  2  grms.  of  fused  potassium  dichromate^  in  a  litre  of  water. 
Standardise  this  solution  by  dissolving  15*9716  grms.  of  Mohr's  salt  in  a  litre 
flask  with  water  and  concentrated  sulphuric  acid.  Pipette  25  c.c.  of  this  solu- 
tion into  a  beaker,  and  charge  the  burette  with  the  solution  of  potassium 
dichromate.  Place  10  or  12  drops  of  a  freshly  prepared  solution  of  potassium 
ferricyanide  ^  (1  :  100)  separately  as  spots  on  a  white  tile.*  At  intervals  during 
the  titration,  remove  a  drop  of  the  solution  undergoing  titration  on  a  glass  rod 
and  mix  it  with  one  of  the  drops  on  the  tile — "  spot  test."  A  blue  coloration 
shows  that  the  reaction  is  not  complete  and  that  the  solution  still  contains 
ferrous  iron.  When  a  drop  of  the  solution  gives  no  sign  of  a  blue  coloration, 
the  titration  is  complete.  If  a  drop  of  the  solution  being  titrated  be  touched 
against  the  side  of  a  drop  of  the  potassium  ferricyanide,  a  little  practice  will 
enable  one  to  judge  when  the  end  of  the  reaction  is  near.^  The  reaction  is 
represented  by  the  equation : 

GFeClg  +  KgCrgOy  +  14HC1  =  BFeClg  +  2CrCl3  +  2K01  +  lEfi. 

Zinc  is  objectionable  as  a  reducing  agent  for  the  dichromate  titrations, 
because  the  zinc  ferricyanide  formed  in  the  "spot  test"  interferes  with  the  in- 
dicator. Reductions  for  the  dichromate  titration  are  usually  made  with  stannous 
chloride  (page  452).  The  solution  reduced  with  stannous  chloride  is  titrated  with 
the  standard  dichromate  as  indicated  above.     The  calculation  is  obvious.^ 

^  A  solution  of  «-diphenylcarbazide — COCNH.NH.CeHs)^ — in  the  presence  of  an  excess  of 
hydrochloric  acid  has  been  suggested  as  an  internal  indicator.  This  turns  violet  when  the 
reaction  is  over.  P.  Cazeneuve,  Chem.  Ztg.,  24.  684,  1900  ;  Bull.  Soc,  Chim.  (4),  23.  592,  701, 
769,  1900;  L.  Brandt,  ZeiL  anal.  Chem,,  45.  96,  1906;  0.  L.  Bamebey  and  S.  R.  Wilson, 
Joum.  Ainer.  Chem,  Soc,  55.  156,  1913.  The  solution  of  «-dipheiiyIcarbazide  is  prepared  by 
dissolving  O'l  grm.  of  the  carbazide  in  35  c.c.  of  acetic  acid  and  diluting  the  solution  to  100  c.c 
Use  5  c.c  as  indicator.  The  sohitiou  decomposes  if  kept  very  long.  10  grms.  will  suffice  for 
2000  titrations.  The  indicator  reduces  the  standard  dichromate,  but  when  a  suitable  correction 
is  made  the  results  are  good. 

'^  Potassium  Dichromate  Solution. — Fuse  about  5  grms  of  the  pure  crystallised  salt  in 
a  platinum  crucible  below  a  red  heat.  The  salt  fuses  in  the  neighbourhood  of  400°.  Cool  in  a 
desiccator.  The  fusion  must  not  be  made  at  too  high  a  temperature.  R.  W.  Atkinson  {Chejn. 
News,  49.  117,  1884)  states  that,  "however  carefully  the  heat  be  regulated,  on  dissolving  in 
water,  and  allowing  to  settle,  a  green  deposit  of  chromic  oxide  will  be  found  at  the  bottom  of 
the  flask  or  beaker.  This  shows  that  a  small  amount  of  decomposition  occurs  during  the  fusion, 
and  that  the  value  of  the  standard  must  be  lower  than  is  theoretically  required  for  the  amount 
of  dichromate  weighed  out.  '* 

*  The  ferricyanide  should  be  free  from  ferrocyanide,  which  gives  a  blue  coloration  with  ferric 
salts.  For  the  disturbing  effects  of  copper,  see  J.  S.  Parker,  Chem,  News^  22,  818,  1870. 
Potassium  ferricyanide  will  show  1  part  of  iron  in  600,000  parts  of  water — A.  Wagner,  Zeit. 
anal.  Chem.,  20.  349,  1881. 

*  Some  prefer  a  slab  of  paraffin  wax,  or  a  white  tile  covered  with  a  layer  of  paraffin,  owing  to 
the  form  the  drops  take  on  the  wax,  and  the  ease  in  cleaning  the  waxed  slab.  R.  Seligmann 
and  F.  J.  Willott,  Joum.  Soe.  Cherti.  Ind.,  24.  1278,  1905. 

*  The  development  of  the  ferricyanide  "blue**  is  slow  with  dilute  solutions  of  ferrous  salts, 
and  the  end  point  may  thus  be  judged  prematurely.  To  get  the  true  end  of  the  reaction,  let  the 
mixed  drop  stand  5  minutes  covered  with  a  crucible  lid  to  shut  out  the  light.  The  reaction  is 
disturbed  by  elements  which  form  insoluble  ferricyanides — the  brown  colour  with  manganese. 


Itallie,  Pharm,  WeeJeblad,  40.  490,  1903)  says  that  30  seconds*  exposure  to  sunlight  is  sufficient 
to  make  potassium  ferricyanide  solutions  give  a  blue  colour  with  ferric  salts. 

*  For  titrating  ferric  chloride  solutions  directly  with  stannous  chloride,  see  page  310,  where 
the  converse  process  is  described.     For  cobalt  chloride  or  cobalt  nitrate  indicators,  see  F.  P. 
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§  237.  The  Gravimetric  Determination  of  Iron — Ilinsky  and 

Knorre's  Process. 

Several  methods  are  available  for  the  quantitative  precipitation  of  iron  in  the 
presence  of  aluminium  salts. ^  Ilinsky  and  Knorre's  process  ^  gives  satisfactory 
results  in  separating  ferric  or  ferrous  iron  from  aluminium,  chromium,  man- 
ganese, nickel,  zirconium,  zinc,  lead,  cadmium,  antimony,  arsenic,  magnesium, 
calcium,  beryllium,  but  not  vanadium,  tungsten,  copper,  and  cobalt.  Silver, 
tin,  bismuth,  as  well  as  molybdenum,  interfere  with  the  precipitation  of  iron, 
cobalt,  vanadium,  tungsten,  and  copper  by  the  nitroso-^-naphthol  process. 
Some  phosphorus,  if  this  element  be  present,  will  be  precipitated  with  the  iron. 
The  following  is  the  method : — 

The  solution  of  the  chloride  or  sulphate  under  investigation  is  neutralised 
with  sodium  carbonate,  and  acidified  with  a  few  drops  of  hydrochloric  acid.  The 
cold  solution  is  stirred  with  a  concentrated  acetic  solution  of  nitroso-j3-naphthol.^ 
A  voluminous  precipitate  of  Fe(CiQHgO.NO)8  separates  on  standing,  say, 
overnight.  Try  if  any  more  reagent  causes  any  further  precipitation  in  the 
clear  solution.  Wash  the  precipitate  with  50  per  cent,  acetic  acid,  and  finally 
with  cold  water.*  The  precipitate  is  dried  and  ignited  in  a  capacious  crucible,^ 
and  heated  so  that  the  temperature  gradually  rises.  When  all  the  carbon  has 
burned  off,  the  crucible  is  cooled,  and  the  weight  of  FcoOg  determined.  Trial 
results  on  known  mixtures  of  alumina  and  iron  are  quite  good.  If  necessary, 
the  organic  matter  in  the  filtrate  is  destroyed  by  boiling  with  hydrochloric  acid 
and  potassium  chlorate. 

§  238.  The  Gravimetric  Determination  of  Iron— Baudisch's 

Cupferron  Process. 

Baudisch^  has  shown  that  ammonium  nitrosophenyl hydroxy lamine — called 
for  brevity  "  cupferron "  or  Baudisch's  reagent — promises  to  be  a  valuable 
agent  for  separating  ferric  and  cupric  salts  from  most  other  metals — mercury, 
tin,  lead,  bismuth,  and  silver,  however,  may  be  partly  precipitated  with  the  iron 
and  copper  if  these  elements  be  present.     The  precipitated  iron  and  copper  salts 

Venable,  Joum,  Anal.  App.  Cfuvi.^  i.  812,  1887;  A.  C.  Campbell,  ib.^  2.  4,  1888;   F.  H. 
Morgan,  ib.,  2.  172, 1888. 

^  Trimethylamine  precipitates  iron  in  the  presence  of  aluminium  and  chromium  compounds 
— L.  Vignon,  Jaum.  Pharm.  Chim.  (5),  12.  677,  1885  ;  Zeit.  anal,  Chem,,  26,  631,  1887.  A 
solution  of  naphthenic  acid  in  benzene  precipitates  ferrous  oxide  in  presence  of  aluminium,  etc. 
K.  Charitschkoff,  C%«w.  Ztg.,  35.  463,  671, 1911 ;  E.  Pyhala,  ib„  36.  869, 1912  ;  1. 1.  Lutshinnskii, 
ib.,  35.  1204,  1911  ;  E.  Pvhala,  ib.,  36.  869,  1913.  Pyridine  also  precipitates  iron  in  the 
presence  of  manganese,  nickel,  and  cobalt — R.  B.  Moore  and  I.  Miller,  Jmim.  Amer.  Chem. 
Soc.,  30.  593,  1908  ;  Chem.  News,  98.  105,  1908— and  J.  A.  Sanchez  {Bull,  Soc.  Chim.  (4),  9. 
880,  1911)  recommends  the  pyridine  precipitation  for  separating  iron  and  manganese.  Zinc 
should  be  absent,  for  it  is  precipitated  by  pyridine.  Hydrazine  hydrate  also  precipitates  ferric 
iron  quantitatively — E.  Schirm,  Chem,  Ztg.^^S-  8^7,  1911. 

*  M.  Ilinsky  and  G.  von  Knorre,  Ber.y  18/2728,  1885  ;  G.  von  Knorre,  Zeit.  anal.  Chem., 
28.  234,  1889;  Zeit.  angew.  Chem.,  6.  264,  1893;  17.  641,  1904;  R.  Burgass,  ib.,  9.  596, 
1896  ;  L.  L.  de  Koninck,  Rev.  Univ.  Mines  {2),  9.  243,  1890  ;  M.  Schleier,  Chem.  Ztg.,  16.  420, 
1892 ;  M.  B^ard,  Ann.  Chim.  Anal.,  10.  41,  1905. 

^  N1TRO8O-/8-NAPHTHOL  Solution. — 8  grms.  of  nitroso-/3-naphthol  are  dissolved  in  800  c.c.  of 
glacial  acetic  acid.  The  solution  is  diluted  with  300  c.c.  of  water,  and  filtered.  The  solution 
will  keep  about  a  month  in  a  dark  place.     Nitroso-j3-naphthol  costs  about  8s.  per  100  grms. 

*  There  is  no  particular  difficulty  in  washing  the  precipitate,  except  its  comparatively  large 
volume. 

^  Capacious,  because  the  precipitate  swells  very  much  during  the  earlier  stages  of  the  ignition. 

"  0.  Baudisch,  Chem.  Ztg.,  33.  1298,  1909;  35.  913,  1911  ;  0.  Baudisch  and  V.  L.  King, 
J<mm,  Ind,  Eng.  Chem.,  3.  629,  1911  ;  H.  Biltz  and  O.  Hbdtke,  Zeit.  anorg.  Chem.,  66.  426, 
1910;  H.  Biltz  and  A.  Soukup,  ib,,  68.  52,  1910;  R.  Fresenius,  ZeU.  anal.  Chem.,  50.  35, 
1911  ;  H.  Nissenson,  Zeit.  angew.  Chem.,  23.  969,  1911. 
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are  but  slowly  attacked  by  2N-HC1  in  the  cold  ;  but  they  are  decomposed  by 
hot  acid.  Cold  dilute  sodium  carbonate  has  no  appreciable  action,  but  the 
alkaline  hydroxides  decompose  the  precipitate  rapidly.  Ammonia  does  not  affect 
the  iron  salt,  but  it  quickly  dissolves  the  copper  salt,  and  it  is  therefore  possible 
to  separate  the  iron  and  copper  salts  by  digesting  the  mixed  salts  with  ammonia, 
cold.  The  precipitation  is  best  made  in  strongly  acid  (hydrochloric,  sulphuric, 
or  acetic^)  solutions,  thus: — 

Add  20  c.c.  of  concentrated  hydrochloric  acid  to  100  c.c.  of  solution  at  the 
room  temperature.  Add  a  cold  solution  of  Baudisch's  reagent^  slowly,  with 
constant  stirring.  A  reddish-brown  (iron) — or  greyish-white  (copper) — flocculent 
precipitate  separates.  The  end  of  the  precipitation  is  easy  to  recognise,  since 
small  white  crystals  of  nitrosophenyl-hydroxylamine — CgH5(N0)0H — separate  as 
soon  as  all  the  copper  or  iron  has  been  precipitated.  It  is  then  necessary  to 
add  a  further  excess  of  the  reagent,  say,  one-fifth  of  the  volume  of  that  already 
added.  In  about  15  minutes,  filter  on  a  paper  filter  by  suction.  Wash  first 
with  2N-HC1,  then  with  water,  and  then  with  ammonia  in  the  case  of  iron,  and 
sodium  carbonate  in  the  case  of  copper,  so  as  to  remove  the  excess  of  the  reagent. 
Finish  the  washing  with  water.  The  precipitate  can  be  ignited  very  slowly  in 
the  ordinary  way  and  weighed  as  oxide — FcgOg  (or  CuO).^ 

Trial  separations  of  iron  from  aluminium,  nickel,  chromium,  and  of  copper 
from  zinc  and  cadmium,  are  excellent.  The  chief  value  of  the  process  lies  in  the 
fact  that  it  furnishes  a  useful  means  of  precipitating  iron  in  the  presence  of  cobalt, 
zinc,  manganese,  nickel,  chromium,  aluminium,  alkaline  earths,  alkalies,  phos- 
phates, and  sulphates.^  The  separation  of  copper  from  cadmium  and  zinc  by  this 
process  offers,  as  yet,  no  particular  advantages  over  the  older  process  (page  350). 
It  has  also  been  recommended  for  separating  titanium  from  aluminium.^ 

§  239,  The  Separation  of  Iron— Ether  Process. 

When  a  solution  of  ferric  chloride  with  arsenic,  antimony,  aluminium, 
titanium,  zirconium,  chromium,  vanadium,  manganese,  uranium,  cobalt,  nickel, 
copper,  calcium,  and  magnesium  chlorides  is  acidified  with  hydrochloric  acid, 
and  shaken  with  ether,  the  mixture  separates  into  two  layers — an  ethereal 
solution  of  ferric  chloride  above,  and  an  aqueous  solution  of  the  other  chlorides 
below.  The  two  layers  can  be  separated  in  a  suitable  funnel.  Some  gold, 
tungsten,  and  molybdenum,^  if  present,  are  more  or  less  completely  removed 
with  the  iron  in  the  ethereal  layer.  The  same  remark  applies  to  thallium, 
stannous  and  mercuric  chlorides.'^     W.  Skey  first  proposed  to  separate  iron  from 

^  Acetic  acid  is  best  for  copper. 

2  Baudisch's  Cupfekron  Reagent.— Dissolve  6  erms.  of  the  white  crystalline  solid — 
ammonium  nitrosophenjl-hydrozylamine — in  water  and  make  the  solution  up  to  100  c.c.  The 
solution  will  keep  in  the  dark  for  about  a  week.  If  exposed  to  the  light,  it  becomes  turbid 
owing  to  the  formation  of  nitrobenzene.  Old  turbid  solutions  sliould  be  filtered  before  use. 
The  crystalline  solid  costs  about  8s.  9d.  per  100  grins. 

^  Finish  the  ignition  with  a  Winkler's  chimney  (page  218). 

■*  For  instancCi  say,  5  gnus,  of  a  brown  iron  ore  are  digested  with  60  c.c.  of  concentrated  hydro- 
chloric acid,  and  boiled  with  potassium  chlorate.  When  cold,  make  the  solution  up  to  500  c.c. 
Pipette  25  c.c.  into  a  beaker,  add  20  c.c.  of  hydrochloric  acid  and  100  c.c.  of  cold  distilled 
water.     Stir  in  the  equivalent  of  8  grms.  of  the  cupferron  reagent,  etc. 

°  I.  Belliicoi  and  L.  Grassi,  Aiti  R.  Accad.  dei  Lincei,  Rome,  22.  i.  80,  1918. 

^  Molybdenum  appears  to  be  but  impeifectly  separated  in  the  absence  of  ferric  chloride — 
W.  Skey,  Chem,  News,  316.  48,  1880;  i6.  201,  324,  1867;  A.  A.  Blair,  Joum.  Aftur.  Chem, 
Soc.,  30.  1229,  1908  ;  R.  de  Jong,  Zeit.  anal,  Chem.,  41.  596,  1902 ;  C.  D.  Braun,  i6.,  2.  86, 
1863  ;  6.  86,  1867. 

^  The  chlorides  of  the  alkalies,  calcium,  nickel,  zinc,  and  cadmium ;  and  the  thiocyanates 
of  nickel,  copper,  and  zinc,  are  soluble  in  anhydrous  but  not  in  aqueous  ether — W.  Skey,  Chem, 
News,  36.  48.  1880.  Stannous  chloride  is  soluble  in  ether — M.  de  Jong,  Zeit.  anal.  Chem.,  41. 
596,  1902. 
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many  associated  elements  in  this  manner ;  and  he  also  suggested  the  correspond- 
ing separations :  cobalt  from  nickel ;  and  gold  from  platinum.^  Rothe,^  however, 
has  applied  Skey's  idea  to  the  technical  analysis  of  iron  compounds,  and  the 
naethod  has  now  won  a  place  in  analytical  practice.  Two  or  three  extractions 
with  ether  are  sufficient  to  remove  practically  all  the  iron. 

Effect  of  Acid. — The  acidity  of  the  solution  requires  attention.^  If  the 
solution  has  much  above  or  below  "  20  per  cent.  HCl,"  the  efficiency  of  the  ex- 
traction will  be  impaired.  For  instance.  Speller  found  that  when  0*8  grm.  of 
iron  (as  ferric  chloride)  was  dissolved  in  100  c.c.  of  hydrochloric  acid,  of  the 
strength  stated,  shaken  with  twice  its  volume  of  ether,  and  allowed  to  stand 
30  minutes  at  17*-!  8",  the  iron  was  divided  between  the  ethereal  and  aqueous 
layers  as  indicated  in  Table  LVIII: 

Table  LIX. — Relation  between  the  Strength  of  the  Acid  and  the  Partition 
of  Iron  {as  Ferric  Chloride)  between  Ether  and  Dilute  Acid, 


Strength  of 

Per  cent 

.  of  iron. 

hydrochloric  acid. 

-- —      

(Sp.  gr.) 
1193 

Aqueous  solution. 

Ethereal  solution. 

99  0 

1-0 

1-164 

97-5 

2-5 

1-168 

92-84 

7-16 

1-151 

74 

26-0 

1123 

7-2 

92-8 

1-115 

2-4 

97-6 

1111 

2  0 

98 

11 06 

1-95 

98-06 

1^103 

1-95 

98-05 

1-091 

3-8                        96-7 

1-0825 

10-0                        90-0 

1069 

47-6 

52-5 

106 

87-0 

18-0 

1  -0625 

98-4 

1-6 

1  -0424 

99-6                          0*4 

^  K.  Willstdtter  {Ber.,  56.  1830,  1903)  8ei)arates  gold  chloride  from  platinum  chloiide  in 
aqueous  solutions  by  extracting  with  ether — F.  Mjlius,  Zeit.  anorg,  Ckem,t  70.  208,  1911. 
See  page  431. 

«  J.  W.  Rothe,  Mitt,  konig.  t€ch.  Ver.,  xo.  132,  1892;  Chtin,  News,  66.  182,  1892;  StaM 
Eisen,  12.  1052,  1892  ;  A.  Ledebur,  i6.,  13.  222,  1893  ;  E.  Hanriot,  Bull.  Soc.  Chim.  (3),  7. 
161,  1892 ;  F.  N.  Speller,  Chem.  News,  83.  124,  1901  ;  E.  Pinerua,  ift.,  75.  198,  1897  ;  A.  A. 
Noyes,  W.  C.  Bray,  and  E.  B.  Spear,  Tech.  Quart. ,  21.  14,  1908  ;  Joum.  Amer,  Chem,  Sac., 
30.  481,  1908  ;  G.  W.  Sargent,  ib.,  21.  854,  1899  ;  A.  C.  Langmuir.  ib„  22.  102,  1900  ;  E.  F. 
Kern,  ib.,  23.  685,  1901  (separation  of  iron  from  uranium) ;  J.  M.  Matthews,  Joum.  Amer,  Chem, 
Soc. ,  20.  846,  1898  ;  Chem.  Nexos,  79.  97,  112,  1899  (separation  of  iron  from  zirconium,  thorium, 
cerium,  and  titanium) ;  F.  A.  Gooch  and  F.  S.  Havens,  ife.,  74.  296,  1896  ;  Amer,  J,  Science, 
(4)«  2.  416,  1896  (separation  iron  and  aluminium) ;  A.  Camot,  MUhodes  (V Analyse  des  Pontes 
des  Fers  et  des  Aeiers,  Paris,  123,  1896.  For  the  separation  of  iron  and  vanadium,  E.  Deiss  and 
H.  Leysaht,  Chem.  Ztg,,  35.  878,  1911  ;  for  iron  and  nickel,  J.  P.  Thompson,  Joum.  Ind. 
Eng,  Chem.,  3.  950,  1911.  G.  L.  Norris  {Joum.  Soc.  Chem.  Ind.,  20.  651,  1901)  prefera  a 
mixture  of  acetone  and  ether  rather  than  ether  alone.  • 

'  It  must  be  pointed  out  that,  since  the  ether  initially  contains  no  hydrochloric  acid,  the 
amount  of  hydrochloric  acid  in  the  aqueous  layer  is  decreased  by  each  extraction  if  ordinary  ether 
be  used.  Hence,  some  use  ether  sligiitly  acidified  with  HCl.  Ether  dissolves  3  per  cent,  of  its 
volume  of  water.  10  c.c.  of  a  solution  of  ethor  which  had  been  shaken  with  an  equal  volume 
of  hydrochloric  acid  (sp.  gr.  11033)  contained  but  0-0019  grm.  of  HCl.  Speller  found  that 
when  150  c.c.  of  anhydrous  ether  were  shaken  with  100  c.c.  of  hydrochloric  acid,  and  allowed 
to  stand  80  minutes  between  17-18°,  100  c.c.  of  the  acid  contained  : 

Ether        ...      140  89  64  30  19  15-5        14-4  c.c. 

Sp.  gT.  acid       .         .     1-177       1-140      1*123       1-103      1075      1-063       1-065 

The  presence  of  ferric,  copper,  cobalt,  and  nickel  chlorides  in  the  hydrochloric  acid  slightly 
modined  the  solubility  of  ether  in  the  acid. 
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Hence,  hydroehloric  acid  of  specific  gramly  riOO-1'115  {255  grm*.  of  HCl 
per  100  c.c.  of  sotiiiion)  is  most  favourable  to  the  extraction  of  ferric  chloride  by 

Effect  of  Pko^horas. — If  phosphorus  be  present,  Wyeor'  has  shown  that 
there  is  an  increasing  amount  of  pboephonis  lost  in  the  ether  lajer  with  an 
increase  in  the  proportion  of  iron  and  phoephoriis.  But  "a  fairly  constaiit 
percentage  of  the  phosphorus  present  in  the  solution  remains  with  the  iron  in 
the  etiier  separation.  The  approximate  error  may  therefore  be  calculated  and 
the  proper  correction  applied."  The  first  line  in  the  following;  table  represents 
the  amount  of  soluble  phosphorus  pentoxide  in  the  given  sample  ;  and  the 
second  line,  the  weight  of  phosphorus  pentoxide  to  be  added  to  the  weight  of 
the  AljOj  residue  found  per  gram  of  iron  r 


PjOj      .... 

CorrectioD  per  1  grm.  Fe 
Correction  per  2  grins.  Fe 
Correction  per  3  grms.  Fe 

It  is  assumed  that  the  coi 


0-0023    0-0048  0-0092  0-0182  0-0368 

0-0005     0-OOOB  0-0018  0-0031  0-0080 

0  0015  0-0029  0-0066  0-0108 

00017  0-0032  0-0084  0-0130 


irrection  for  the  intermediate  values  of  phosphorus 
and  iron  can  be  obtained  by  interpolation. 

Extraction  of  the  Iron  by  Rothe'i  Pipetted— 
Rothe's  pipette,  mounted  ready  For  use,  ia  illus- 
trated in  fig.  149.  Two  mixing  cylinders,  each 
about  200  c.c.,  are  connected  with  a  3-way 
cock.  The  other  ends  of  the  cylinder  are 
fitted  with  2-way  stopcocks.  The  boring  of  the 
3-way  cock  will  be  obvious  from  fig.  150,  which 
shows  five  diiFerent  positions,  numbered  1  to  5. 

The  3-way  cock  is  place  in  the  position 
No.  1  ;  the  solution  under  investigation,^  con- 
taining about  20  per  cent,  of  hydrochloric  acid, 
and  occupying  50-60  c.c,  is  poured  into  the 
left  cylinder  by  means  of  the  long  funnel  as 
shown  in  the  diagraoi,  fig.  149.  The  beaker 
and  funnel  are  washed  with  20-23  per  cent, 
hydrochloric  acid.  Close  the  left  stopcock. 
Place  the  funnel  in  the  other  cylinder,  and 
introduce  100  c.c.  of  ether.*  Kemove  the 
funnel,  and  close  the  stopcock.  Connect  the 
ether  cylinder  with  the  rubber  bellows,  a^  shown 
in  the  diagram.  Open  the  right  stopcock  and 
blow  a  Binall  quantity  of  air  into  the  ether 
cylinder.  Turn  the  3-way  stopcock  into  the 
position  No.  3,  and  ether  will  bubble  through 
the  solution  into  the  left  cylinder.  The  ether 
becomes  warm  as  it  mixes  with  the  solution.^ 
When  about  nine-tenths  of  the  ether  has 
Fio.  H9.-Rothe'-  cth^  pii*tte.  bubbled  through  the  solution,  restore  the  3-way 
cock  to  No.    I  position.     Close  the  other  two 

'  R,  J.  Wvsor,  Joitni.  Lid.  Eny.  r/,mi.,3.  15,  1910. 

"  Man;  ritfier  riirnisof  "  separating  funnele"  or  "  aeparating  pipettes"  have  been  devised,  e.g. 
A.  Carnot,  itel/i-'lf.i  iP Analyse  dea  Fontes  dts  Fera  et  des  Acifrs,  Paris.  124.  1895. 

'  The  solution  should  be  aiiit*  clear ;  if  not,  filter.     Nitric  acid  and  chlorine  should  be 
absent.     If  present,  they  must  be  removed  by  evajioration. 

'  No  naked  flames  must  be  near  while  the  ether  is  beinj  used. 
Some  ferric  chloride  is  rednced  to  ferrous  clitoride.     But  this  does  not  matter. 
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cocks.     Cool  the  cylinder  under  a  etream  of  cold  water,  and  thoroughly  agitate 
the  solution    under  the  water  tap.      Open  the  right  cock.      Force  more   air 


Fio.  150. — Bore  of  atopeock  in  Rothe's  piptte. 

into   the  right  cylinder,  and  turn    the   3-way  cock  into  position  No.  2.     The 

remaining  ether  passes  into  the  left  cylinder.^     Turn  the  3-way  stopcock  into 

position   No.  1.     Close  the  two  remaining 

cocks  and  shake  the  apparatus  vigorously. 

Let   the  apparatus  remain   at  rest  two  or 

three   minutes.      The    liquid    in    the  left 

cylinder  separates  into  two   layers.     Open 

the  two    2-way   stopcocks,    and   turn    the 

3-way  cock  into  position  No.  2.     When  the 

lower  aqueous  layer  has  parsed  into  the  right 

cylinder,^  so  that  but  a  little  of  the  aqueous 

layer  remains  in   the  capillary  tube  on  the 

left,    turn    the    3-way    cock   into   position 

No,  1.     Close  the  two  2-way  cocks.     Shake 

the  cylinder,  whereby  any  drops  oE  aqueous 

liquid  adhering    to  the    walls  of  the   left 

cylinder  collect  on  the  bottom-    The  ethereal 

layer  will  be  clear  in  5-10  minutes.     Then 

blow  the  remaining  aqueous  liquid  into  the 

right  cylinder  until  a  little  of  the  ethereal 

layer  appears  in  the  capillary  at  the  bottom 

of  the  right  cylinder.    Place  a  beaker  below 

the  3-way  stopcock,  and  turn  this  cock  into 

the  position    No.  3.     Open  the  left  2-way 

cock,  and  the  ethereal  solution  containing 

the  FeCl,  flows  into  the  beaker.'     Turn  the 

3-way  cock  into  the  position  No.  1.     Pour 

a  little  ether  into  the  left  cylinder.     Close 

the  stopcocks  -  shake ;  and  if  any  aqueous 

solution  separates,  blow  it  into  the  right  ,       ,      .  ,      , 

cylinder  and  run  off   the  excess    ether  by    F'n- IM— Extraction  of  liquids,  with  fithw. 

turning  the  3-way  cock  into   the   position 

No.  3  as  before.     Turn  the  3-way  cock  into  position  No.  1.     Pour  about  50  c.c. 

of  ether  into  the  left  cylinder  and   repeat  the  preceding  operations,    simply 

reversing  the  cylinders.^     This  leaves  the  aqueous  solution  in  the  left  cylinder. 


'  This  procedure  prevents  error  arising  from  the  non- extraction  of  the  liquid  in  the  cftpillary 
tubes  connecljnc  the  two  cylinders. 

^  ABsisted,  if  necessary,  by  coDnectiog  the  blower  with  the  left  cylinder. 

'  If  much  copper  and  cobalt  be  present,  appreciable  quantities  of  copper  and  cobalt  chloride 
win  be  dissolved  bj  the  ether.  In  that  case,  add  10  c.c.  of  hydrochloric  acid  (s|>.  gr.  1*104)  to 
the  ethereal  solution,  shake,  and  draw  oiT  the  aqueous  layer  containing  the  copper  and  cobalt 
into  a  second  beaker. 

'  Note  the  position  of  the  S-way  cock  Nos.  4,  2,  5  for  worfeing  the  right  cylinder,  compared 
with  Nos.  1.  2,  3  while  working  the  left  cylinder. 
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Repeat  the  operation  a  third  time  with  another  50  c.c.  of  ether.  This  leaves 
the  aqueous  solution  in  the  right  cylinder. 

Treatment  of  Ethereal  Layer. — The  three  ether  extractions  have  removed 
practically  all  the  iron  from  the  aqueous  layer.  The  ethereal  solution  is  trans- 
ferred to  a  porcelain  basin,  and  evaporated  on  a  water  bath,  not  too  hot,  in 
order  to  drive  off  the  ether,  and  evaporate  to  dryness.  The  residue  may  then 
be  dissolved  in  hydrochloric  acid  and  the  iron  determined  in  the  usual  manner 
(page  198). 

Treatment  of  AqueovA  Layer. — The  aqueous  solution  freed  from  iron  is  also 
run  off  into  another  porcelain  dish.  The  funnels  are  washed  with  20  per  cent, 
hydrochloric  acid,  and  the  solution  is  evaporated  to  dryness  to  remove  the  ether. 
It  is  then  ready  for  any  other  separations  which  may  be  required. 

Extraction  of  the  Iron  by  SoxhleVs  Extractor, — Instead  of  "  shaking  out "  with 
ether  by  means  of  the  sepamting  funnel,  it  may  be  more  convenient  to  extract 
the  iron  from  the  solution  by  a  modification  of  Soxhlet's  extractor,*  say  Taylor's 
extractor,  illustrated  in  fig.  151.  The  solution — 25-30  c.c. — is  placed  in  the 
receptacle  A ;  ether  is  placed  in  the  flask  B,  The  latter  is  heated  by  a  water 
bath,  or  an  electric  lamp.  The  ether  boils,  the  vapour  is  condensed  in  C  The 
condensed  liquid  runs  into  A,  bubbles  through  the  liquid,  and  is  finally  syphoned 
into  the  flask  B,  This  circulation  of  the  ether  will  extract  all  the  iron  from 
the  solution  in  a  short  time.  At  the  end  of,  say,  an  hour,  when  the  solution  has 
cooled,  the  apparatus  is  disconnected.  The  ethereal  solution  of  iron  in  the  flask 
B^  and  the  extracted  solution  in  the  receptacle  A^  are  treated  as  described  above. 

§  240.  The  Analysis  of  Iron  Oxides,  Red  Earths,  and  Iron  Ores. 

The  iron  in  iron  ores,  iron  oxides,  and  red  marls  can  sometimes  be  extracted 
by  boiling  the  powdered  sample  with  concentrated  hydrochloric  acid — with  or 
without  a  little  nitric  acid.  Nitric  acid  should  always  be  added  if  sulphides 
be  present,  in  order  to  oxidise  the  sulphides  to  sulphates.^  The  silicate  ores 
are  sometimes  more  easily  decomposed  by  digestion  in  acids  if  they  be  first 
calcined  at  a  low  temperature ;  ^  and  even  if  the  ore  dissolves  readily  in  acids, 
the  silica  obtained  in  the  subsequent  evaporation  (page  167)  is  cleaner  and  more 
pure  than  if  the  uncalcined  ore  had  been  digested  directly  in  acids."^ 

If  the  sample  be  not  decomposed  by  digestion  in  acids,  the  sodium  peroxide 
fusion  may  be  employed,  as  described  on  pages  266  and  475.  If  iron  alone  is  to 
be  determined,  the  peroxide  fusion  is  usually  quite  satisfactory  for  red  clays,  cal- 
cined iron  oxides,  etc. ;  but  several  alternative  methods  have  been  suggested.^ 

*  H.  P.  Smith,  Chein.  News,  83.  152,  1901  ;  H.  Gbckel,  ZeU,  angew,  Chem.,  10.  683,  1897. 
'^  Othei'wise,  the  results  of,  say,  the  bichromate  titration  will  be  high.     W.  F.  K.  Stock  and 

W.  E.  Jack,  Chem.  News,  30.  221,  1874.  A.  Esilman  {Chem.  News,  30.  243,  1874)  re- 
commends filtering  ofTthe  insoluble  matters  before  titrating  for  the  iron,  in  order  to  eliminate  as 
far  as  possible  the  secondary  ctfects  of  carbonaceous  mattei*s,  pyrites,  etc. 

^  £.  Ladd  {Min.  Eng.  World,  36.  1850,  1912)  proposes  to  avoid  the  fusion  in  the  analysis 
of  china  clays  by  utilising  this  principle,  but  the  method  cannot  be  recommended.  W.  H. 
Worthington  {Min,  Science,  63.  521,  1911)  recommends  0]»e)iing  the  sample  of  ore  (in  the 
absence  of  lime  and  baryta)  with  potassium  bisulphate,  because  the  silica  can  be  filtered 
immediately  the  aqueous  extract  of  the  cold  cake  has  been  boiled  in  water.  Fusion,  filtration, 
and  washing  of  the  silica  occupy  about  80  minutes. 

*  Of  course  the  iron  oxides  resist  attack  by  the  acids  better  after  calcination,  but  this  is  not 
necessarily  the  case  with  silicates  calcined  at,  say,  dull  redness.  H.  KochoU,  Zeit.  anal,  C?i€m,, 
20.  289,  1881  ;  G.  W.  Dean,  Joum,  Amer,  Chem,  Soc.,  28.  882,  1906;  H.  E.  Ashley,  Chem. 
News,  90.  274,  1904. 

'^  R.  W.  E.  Maclvor  {Chem.  News,  29.  246, 1874 ;  B.  Krieger,  Chem,  Ztg. ,  35. 1064, 1911)  states 
that  the  iron  in  heematites,  etc.,  readily  dissolves  as  ferrous  iron  when  the  finely  powdered 
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The  iron,  when  dissolved,  is  reduced  and  determined  by  titration  with  per- 
manganate or  dichromate. 

For  a  complete  analysis,  the  sodium  carbonate  fusion  (page  164)  may  be 
employed.  A  little  sodium  nitrite  (1  to  1*5  grms.)  ^  should  be  added  in  order  to 
oxidise  the  sulphides  to  sulphates.  Care  must  be  taken  to  heat  the  mixture 
slowly,  or  loss  by  spurting,  etc.,  may  occur.  The  hygroscopic  moisture,  com- 
bined water,  silica,^  elements  precipitated  by  hydrogen  sulphide  in  acid  solution, 
alumina,  iron  oxide,  phosphoric  and  titanic  oxides  are  determined  as  indicated  on 
page  210.  The  sulphur  can  be  determined  in  an  aliquot  portion  of  the  filtrate 
from  the  silica ;  chromium  can  be  determined  as  indicated  on  page  469.  The 
filtrate  from  the  basic  acetate  separation  can  be  used  for  the  determination 
of  manganese,  zinc,  nickel,  cobalt,  lime,  and  magnesia.  The  zinc  is  first  pre- 
cipitated as  sulphide  by  hydrogen  sulphide  in  dilute  (formic,  hydrochloric,  etc.) 
acid  solution  (page  364).  The  mixed  sulphides  of  manganese,^  nickel,  and  cobalt 
are  then  precipitated  by  hydrogen  sulphide  in  ammoniacal  solution  as  indicated 
on  page  389.  The  magnesia  and  lime  are  determined  in  the  filtrate.  The 
residual  mixed  sulphides  are  taken  up  with  aqua  regia  (page  389) ;  the  solution 
neutralised  with  sodium  carbonate ;  acidified  with  acetic  acid  and  treated  with 
hydrogen  sulphide,  whereby  nickel  and  cobalt  sulphides  are  precipitated,  as 
described  on  page  389. 

§  241.  The  Determination  of  Ferrous  Oxide. 

Iron  existing  in  the  ferrous  condition  is  rarely  reported  in  clay  analyses,  and 
when  the  relative  proportions  of  ferrous  and  ferric  oxides  are  indicated  the 
results  are  usually  of  little  or  no  yalue.  One  reason  is  that  no  satisfactory 
general  method  is  known  for  the  determination  of  the  ferrous  iron  in  clays 
containing  organic  matter.  A  number  of  different  methods  have  been  sug- 
gested for  decomposing  silicates  without  interfering  with  the  state  of  oxidation 
of  the  iron.     For  example  : 

(1)  Fusion  with  sodium  carbonate.  The  objection  to  this  process  is  the  risk  of 
absorbing  air  during  the  fusion,  and  the  consequent  oxidation  of  the  manganese. 

material  is  digested  in  a  long-necked  flask  with  sulphuric  acid  and  metallic  zinc  until  all  the 
iron  is  dissolved.  The  iron  is  in  the  ferrous  condition  ready  for  titration  with  potassium  per- 
manganate. H.  Bomtriiger  {ZeU.  ancU,  Chem,,  35.  170,  1896  ;  38.  774,  1899)  says  that  ignited 
ferric  oxide  dissolves  at  once  in  acid  provided  a  little  iron-free  manganese  dioxide  be  added. 
This  is  probably  due  to  the  formation  of  chlorine.  A.  Classen  {Zeit.  anal,  Chem.f  17.  182, 
1878)  says  that  ignited  ferric  oxide  dissolves  at  once  in  concentrated  hydrochloric  acid  if  the 

5owdeTea  material  be  previously  boiled  to  a  flocculent  condition  with  caustic  potash  solution, 
'he  alkaline  liquid  is  decanted  off  and  the  acid  added.  T.  M.  Brown  (Irojiy  361,  1878  ; 
Dingler^s  Joum,,  228.  378,  1878  ;  E.  Donath  and  R.  Jeller,  Z^,  anal.  Chem.,  25.  361,  1886) 
icnites  the  powdered  material  intimately  mixed  with  from  half  to  its  own  volume  of  powdered 
zinc.  The  mixture  is  ignited  in  a  porcelain  crucible  for  5-8  minutes.  The  mass  is  transferred 
from  the  crucible  to  a  flask,  and  dissolved  in  dilute  sulphuric  acid  (1 : 2).  Portions  adhering  to 
the  crucible  can  be  removed  by  washing  with  dilute  acid.  The  zinc  must  be  free  from  iron. 
The  ferric  oxide  is  reduced  to  metal.  Chromium  oxide  and  alumina  are  not  reduced  to  metals 
by  the  ignition  with  zinc  powder.  H.  von  Jiiptner  {Oesler.  Zeit,  Berg.  HilU,,  42.  469,  1894) 
recommends  magnesium  powder  in  place  of  zinc.  E.  Hart  {Chem.  News,  34.  65,  1876  ;  J.  S. 
Maclaurin  and  W.  Donovan,  Jotim.  Soc,  Chem,  Ind.y  28.  827,  1909)  reduces  the  ore  in  a 
stream  of  hydrogen  gas  for  10-30  minutes  (page  269).  The  sample  is  then  usually  easily 
decomposed  by  hot  dilute  acid.     F.  Michel,  Chem^  Ztg.,  36.  845,  1912. 

*  Potassium  nitrate  is  generally  recommended  for  this  purpose.  The  nitrite  neither  froths 
nor  attacks  the  crucible  so  much  as  the  nitrate. 

2  G.  W.  Dean,  J<mm,  Amer.  Ch&m,  Soc.,  28.  882,  1906 ;  29.  1208,  1907  ;  T.  G.  Timby,  ib,, 
2ft,  614,  1908  ;  H.  E.  Ashley,  Chem.  News,  90.  274,  1904. 

'  V.  Maori,  MonU.  Scient,  (4),  20.  18,  1906 ;  A.  Kaysser,  Chem.  Ztg,,  35.  94,  1911  (bog 
iron  ores) ;  F.  Michel,  Chem.  Ztg.,  36.  345,  1912. 
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The  maiiganates,  later  on,  oxidise  the  ferrous  salts,  leading  to  low  results  when 
the  solution  of  the  fused  mass  is  titrated  with  permanganate.^ 

(2)  Fusion  with  borax — Hermann's  process.  Ilere  high  results  are  obtained 
owing  to  the  reduction  of  ferric  salts  during  the  fusion.^ 

(3)  Digestion  in  a  sealed  glass  tube  with  sulphuric  acid,  or  a  mixture  of 
hydrofluoric^  and  sulphuric  acids,  at  150-200".  This  method  furnishes  very  fair 
results  in  the  absence  of  sulphides.^ 

(4)  Digestion  in  a  platinum  crucible  with  a  mixture  of  hydrofluoric  and 
sulphuric  acids,  in  an  atmosphere  of  carbon  dioxide.^ 

The  silicate,  when  decomposed  by  one  of  the  methods — (4)  for  preference — 
indicated  above,  is  titrated  with  a  standard  solution  of  potassium  permanganate 
for  the  ferrous  iron.* 

Dissolution  of  the  Ferrous  Iron, — From  0'3  to  1  grm.  of  the  sample,  powdered 
as  coarsely  as  will  permit  of  its  decomposition  by  the  acids  in  a  reasonable  time,^ 
is  placed  in  a  platinum  crucible  or  dish — approximately  40-50  cc. — and  stirred 
up  with  15  c.c.  of  dilute  sulphuric  acid  (1 :  S).**  The  stirring  must  be  thorough, 
since  the  powder  may  "  cake "  at  the  bottom  of  the  dish  and  escape  attack  by 
the  acids  later  on.  Place  the  dish  A  on  a  support,  flg.  152,  in  Treadwell's 
decomposition  vessel,^  which  consists  of  a  leaden  box  B  supported  in  a  paraffin  ^^ 

1  W.  Early,  Chem,  News,  30.  169,  1874. 

•-*  R.  Hermann,  Joum.  prakt,  Chem,  (1),  15.  105,  1888;  W.  Suida,  Tschermak'a  MiU.  (1), 
5.  176,  1876 ;  C.  Bodewig,  Pogg.  Ann,,  i^.  222,  1876 ;  C.  Rammelsberg,  ZeU.  deul,  OeoL 
Ges.,  24.  69,  1872  ;  H.  Rose,  Handbueh.  der  analytischen  Chemie,  Braunschweig,  2.  699,  1871. 

^  Presumably  the  hydrofluoric  acid  is  not  exhausted  by  attacking  the  glass  before  it  has  had 
time  to  affect  the  substance  under  investigation.  According  to  W.  F.  Hillebrand  (^»2Z.  U.S, 
Oeol.  Sur.,  ^22.  158,  1910),  the  addition  of  hydrofluoric  acia  is  *'of  doubtful  utility." 

*  A.  Mitscherlich,  Joum.  prakt.  Chem.  (1),  81. 116, 1860  ;  (1),  83.  445, 1861 ;  ZeiL  anal,  Chem., 
1.  56,  1862  ;  0.  Doelter,  ib.,  18.  50,  1879  ;  Tsehermak's  Mitt.  (1),  7.  281,  1877 ;  (2),  3.  100, 
1880  ;  A.  Kernel^,  NotixblaU,  3.  160, 1867  :  4.  173,  1868.  W.  Michaelis  (ift.,  5.  204,  1869)  says 
all  the  clay  is  not  decomposed.  For  hydrochloric  acid  in  sealed  tubes — A.  H.  Allen,  Chem, 
News,  22.  57,  1870  ;  S.  Pifia  de  Rubies,  Anales  Fis,  Quim,,  10.  78,  1912.  For  operating  with 
sealed  tubes,  consult  page  493. 

^  G.  Werther,  Joum.  prakt.  Chem.  (1),  91.  321,  1864  ;  J.  P.  Cooke,  Amer,  J.  Science  (2), 
44.  347,  1867  ;  J.  H.  Pratt,  iJb.  (3),  48.  149,  1894  ;  F.  P.  Treadwell,  Kurzes  Lehrbuch  der 
analytischen  Chemie^  Leipzig,  2.  415,  1911  ;  F.  Mohr,  Zcit.  anal.  Cheni.,  7.  450,  1867  ;  A.  R. 
Leeds,  i6.,  16.  328,  1877  ;  C.  E.  Avery,  Chem,  News,  19.  270,  1869.  C.  A.  Wilbur  and  W. 
Whittlesey  {ib.,  22.  2,  1870)  use  a  mixture  of  calcium  fluoride  and  hydrochloric  acid ;  and 
A.  H.  Chester  and  F.  I.  Cairns  (^7n^.  J.  Science  (3),  34.  113, 1883)  use  a  mixture  of  ammonium 
fluoride  and  sulphuric  acid. 

^  J.  M.  Eder  {Monats.  Chem,,  I.  137,  140,  1880)  suggests  the  following  gravimetric  process 
for  the  determination  of  ferrous  oxide  in  the  presence  of  organic  matter  and  ferric  oxide.  The 
solution  must  not  be  too  strongly  acid: — Add  an  excess  of  neutral  potassium  oxalate  and 
silver  nitrate.  In  a  few  minutes  add  sufficient  tartaric  acid  to  prevent  the  precipitation  of 
ferric  hydroxide  on  addition  of  ammonia.  Add  an  excess  of  ammonia.  The  addition  of  some 
ammonium  chloride  here  favoura  the  filtration  and  washing  of  the  precipitate.  The  precipitated 
silver  may  be  dissolved  in  nitric  acid,  precipitated,  and  weighed  as  silver  chloride.  From  this,  the 
ferrous  oxide  can  be  detennincd  by  computation  from  the  equation  :  2FeO  +  Ag«0  =  Fe^Os + 2Ag. 
Hence,  1  grm.  of  silver  represents  0  'Q66  grm.  FeO ;  or  1  grm.  of  silver  cnloride  represents 
0-6017  grm.  FeO. 

^  Some  silicates — particularly  those  poor  in  silica  and  rich  in  magnesia,  are  liable  to  "cake" 
on  the  bottom  of  the  crucible  and  escape  attack  by  the  acid.  M.  Dittrich  {Ber.,  44.  990,  1911) 
recommends  that  the  powdered  mineral  be  intimately  mixed  with  coarsely  ground  quartz,  which 
resists  attack  by  the  hydrofluoric  acid  long  enough  for  the  mixed  acids  to  attack  the  mineral. 
The  quartz  also  exposes  a  larger  surface  of  the  mineral  to  the  attack. 

"  If  carbonates  be  present  the  mixture  may  effervesce.  Hence,  the  acid  must  be  added  slowly 
to  the  dish  and  coverea  with  a  watch-glass  to  prevent  loss  by  spurting.  The  cover  must  be  after- 
wards rinsed  into  the  dish.    There  is  little  danger  of  oxidation  of  the  Terrous  iron  at  this  stage. 

*  F.  P.  Treadwell,  Kurzes  Lehrbuch  der  analytischen  Ghemie,  Leipzig,  2.  416,  1911. 

^®  Instead  of  paraffin,  L.  W.  Bosart  {Joum.  Amer,  Chem.  Soc.,  31.  724,  1909  ;  Chem.  News, 
zoo.  238,  1909)  recommends  a  mixture  of  10  |)art8  refined  cotton  seed  oil  and  1  part  of  bees- 
wax.    It  fumes  but  little  below  250**,  and  its  flash-point  in  an  open  cup  is  above  300"* ;  hard 
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bath  C.  The  leaden  cover  baa  two  holes  D  and  E.  A  rapid  stream  of  carbon 
dioxide  gas '  is  passed  through  D  for  about  5  minutes.  The  lead  cover  is 
removed,  and  about  10  c.c.  of  concen- 
trated hydrofluoric  acid^  (40  per  cent.) 
is  added  to  the  crucible.  The  dish  is 
placed  directly  under  the  opening  E. 
This  permits  the  contents  of  the  crucible 
to  be  stirred  with  a  stout  platinum  wire. 
The  bath  is  now  heated  to  about  100", 
and  maintaiued  at  that  temperature  for 
about  an  hour.  The  aperture  T  allows 
a  thermometer  to  be  placed  in  the 
paraffin   bath    V.     Some  of  the   excess 

of  hjdrofluorii:  acid   may  be  driven  off      f'"-  152.-Treadweir8  apparatus  (sectioo). 
by  raising  the  temperature  to  120°  for 

another  hour.  It  is  important  not  to  work  too  long  at  the  higher  temperature, 
for  the  reason  indicated  above.  There  should  now  be  no  erit  representing 
undecomposed  mineral  in  the  crucible.  The  use  of  silicic  acid  later  on  renders 
a  prolonged  heating  to  drive  off  hydrofluoric  acid  unnecessary.  Keep  the  stream 
of  carbon  dioxide  flowing  through  the  apparatus  all  the  time.  Let  the  system 
cool,  while  still  maintaining  the  currant  of  gas. 

An  alternative  and  simpler  method  of  decomposing  the  mineral — ^not  quite 
as  effective — is  as  follows  : — 

Fit  a  50-c.c.  platinum  crucible  tightly  into'a  hole  in  the  centre  of  apiece 
of  asbestos  millboard  so  that  the  crucible  passes  about  half  way  through,  and 
the  joint  between  the  crucible  and  asbestos  is  nearly  air-tight.  Moisten  half 
n  gram  of  the  coarsely  powdered  sample  in  the  cnicible  with  water,  Put  in  a 
couple  of  coils  of  platinum  wire  to  prevent  bumping.  Add  a  cold  mixture  of 
10  c.c,  of  hydrofluoric  acid  and  15  c,c.  of  dilute  sulphuric  acid  (I  :  3).  Cover 
the  crucible  with  a  tight-fitting  lid.  Connect  the  top  of  a  15-cm.  funnel"  with 
a  carbon  dioxide  generator.  The  funnel  is  placed  over  the  crucible,  and  it  should 
fit  close  to  the  asbestos  millboard.  When  the  air  has  been  expelled  by  the 
carbon  dioxide,  place  a  Bunsen's  burner  below  the  crucible  (fig.  153)  so  that  the 
tip  of  the  flame  is  about  3  inches  below  the  bottom  of  the  crucible,  and  the 
flame  is  raised  or  lowered  so  that  the  contents  of  the  crucible  boil  gently.  The 
motion  prevents  the  particles  of  silicate  from  caking  on  the  bottom.  In  5  or 
10  minutes  the  mineral  will  be  decomposed.  The  burner  is  removed.  When 
the  steam  in  the  crucible  has  condensed,  the  crucible  is  lifted  with  a  pair  of  tongs 
(fig.  66),*  without  removing  the  lid,  and  plunged  beneath  the  surface  of  400-500 
c.c.  of  cold,  recently  boiled  distilled  water  contained  in  an  800-c.c.  beaker.  The 
lid  of  the  crucible  is  removed  and  the  content*  are  ready  for  titration.^ 

Titration  for  the  Ferrou»  Ojride. — Thoroughly  stir  about  10  grms.  of  pure 

paraffin  under  same  conditionB  flashed  at  215*.  Like  paraffin,  tlie  mixluis  soliditivaon  cooling, 
but  it  melts  more  quick!;  than  paraRiti.  Special  oils,  witli  a  ilasIi-]>OLnt  over  300",  are  note  gold 
for  charging  oil  hatha— H.  Giesen,  Duisbnrg-Wanheimerort. 

'  Pimfied  aa  indicated  on  page  169. 

*  Hydrofluoric  acid  may  contain  redncitig  agents:  arsenious  acid,  bydrouen  sulphide,  etc — 
C.  Jehn,  Zeit.  aiuil.  Chan.,  13.  176,  1H74  1  Archiv  Pharm.  (3).  I,  481,  1873.  If  the  ncid  be 
made  in  leaden  vessels  it  frequently  oontains  aulphnroue  acid.  If  present,  it  must  be  destroyed 
by  the  addition  of  potassium  perman^nate  until  the  colour  Just  ceases  to  be  discharged — W. 
Hampe.  Chan.  Zlg.,  15.  1777,  1881.     See  pages  168  and  226. 

'  Coated  iuaide  viUi  parafEn  wax, 

'  A  loop  or  platinum  wire  may  be  fixed  round  the  crucible  before  it  is  placed  on  the  asbestos 
millboard,  far  convenience  in  Ufting  and  ttansferriiig  the  hot  cnicible  to  the  beaker  of  water. 

'  A  reddish-brown  sediment  whieh  dissolves  when  stirred  ap  with  water  Is  not  ta  be 
miatkken  (or  undacompoaed  mineral. 
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silicic  acid  '  with  about  100  c.c.  of  water  in  a  600-c.c.  beakor,  and  add  20-25  grme. 
of  potaasiiim  sulphate.  Wash  the  hot  contents  of  the  platinum  crucible  into  the 
beaker.  Titrate  as  rapidly  as  possible  with  standard  permangnnate  (page  196). 
The  first  permanent  pink  blush  is  the  end  point.  This  fades  in  a  short  time.  It 
is  well  to  confirm  the  method  by  a  blank  test,  or  with  ferrous  sulphate  solution 
which    has    been    stAodardised    with    hydrofluoric   acid.     One  grm.  of    KMnO, 


FlO.  ]C>8 Opening  silicates  for  the  iletormiuatian  of  fsrroua  iron. 

represents  2'27412  grms.  FeO.  The  amount  of  ferric  oxide  corresponding  with  the 
ferrous  oside  so  determined  is  calculated  by  multiplying;  the  amount  of  ferrous 
oxide  by  1-111343.  Subtract  the  resvilt  from  the  total  amount  of  ferric  oxide 
determined  in  the  sodium  carbonate  fusion  as  indicated  on  page  182. 

ExAUPLB.—The  Bodium  carbonate  fubion,  etc.  (page  IH-l),  furnished  3*65  per  cent,  of 
FejOj.  In  the  above  determination,  1  grm.  of  the  sample  required  6*2  c.c.  of  per- 
manganate containing  O'O0O98  grm.  KMnOj  per  c.c.  That  is,  01X)6076  grm.  KMnO,, 
i.e.  0-006076  x  2-274  grms.  FeO.  Hence,  the  substance  liaa  0-0138  per  cent,  of  FeO.  "  ' 
00138  grm.  FeO  corree        ■■       -■■  -      -       . 

cent  Fe.O..     Hence,  I 
— Fe,0,.    ■ 


BspondH  with  0iJ138x  1-1113  =  0-0152  grm.  FejOj,  that  is,  1-52  jier 
the  sample  has  3'65  less  1'52  =  2'13  per  cent,  of  ferric  oxide 


It  ia  probable  that  the  results  for  ferrous  o.tide  are  usually  a  little  too  low. 


§  242.  Disturbing-  Factors  in  the  Determination  of  Ferrous  Oxide. 

This  subject  has  been  carefully  studied  by  Hillcbrand  and  .'stokes,  and  after 
a  compariiwn  of  the  different  methods  in  use  for  the  dctennination  of  ferrous 
oxide  in  silicates  insoluble  in  the  mineral  acids,  it  has  been  stated  that,  "  despite 
the  utmost  care  in  practical  manipuktion,  the  exact  determination  of  ferrous 
iron  in  rocks  is  fraught  with  extraordinary  difficulties  and  uncertainties.  Only 
in  the  absence  of  decomposable  sulphides  and  carbonaceous  matter,  and  when 

'  Or  enough  to  neutralise  all  the  bjdronuorio  acid  wliich  la  present. 
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the  amount  and  condition  of  the  vanadium  are  known  and  relatively  coarse 
powders  can  be  used,  is  it  permissible  to  regard  the  result  as  fairly  above 
suspicion.'' 

1.  The  Influence  of  Fine  Ghnnding, — The  unavoidable  oxidation  of  ferrous 
compounds  during  grinding  was  discussed  on  page  124.  "Nearly  all  mineral 
analyses  which  have  been  made  in  the  past  are  affected  by  more  or  less  serious 
errors  due  to  the  oxidation  of  the  iron  during  grinding.  The  error  is  greater, 
the  more  finely  the  sample  is  powdered  "  (Hillebrand). 

2.  The  Influence  of  Sulphides. — When  sulphides  decomposable  by  the  acids 
are  present,  some  hydrogen  sulphide,  and  possibly  also  some  sulphur  dioxide,  are 
formed.^  These  gases  will  reduce  some  of  the  ferric  oxide  to  ferrous  oxide,  and 
consequently  the  decomposed  silicate  will  contain  more  ferrous  iron  than  the 
undecomposed  silicate.  This  is  more  particularly  noticed  when  the  decomposi- 
tion of  the  silicate  is  effected  in  sealed  tubes.  The  difference  is  not  very 
marked  when  but  small  quantities — 2  per  cent.—  of  ferrous  iron  are  present,  but 
the  error  may  amount  to  nearly  20  per  cent,  when  about  10  per  cent,  of  ferrous 
iron  is  present.  0*01  per  cent,  of  sulphur  may  cause  the  ferrous  iron  to  appear 
0*135  per  cent,  too  high.  The  oxidation  of  the  sulphides,  and  the  consequent 
reduction  of  the  ferric  oxide,  are  greatly  accelerated  by  the  presence  of  ferric  salts. 
The  acid  mixture  will  scarcely  attack  pyrite,  but  in  the  presence  of  ferric  salts 
the  action  is  relatively  quick.  The  iron  of  the  sulphide — say,  pyrrhotite — may 
also  appear  in  the  final  titration  as  ferrous  iron.^ 

3.  The  Influence  of  Organic  Matter, — Carbonaceous  matters  will  reduce  the 
sulphuric  acid  in  the  sealed  tube ;  and,  in  general,  organic  matter  will  reduce 
the  ferric  oxide  and  render  the  determination  of  the  ferrous  iron  in  a  mixture 
nugatory.* 

4.  The  Influence  of  Vanadium. — If  appreciable  quantities  of  vanadium  be 
present  as,  say,  YgOg,^  a  correction  must  be  made  for  the  permanganate  used  in 
converting  V20g->V205  during  the  titration  (page  200).  Every  gram  of  VgOg 
found  in  the  sample  will  be  equivalent  to  1*5757  grms.  of  FeO  in  the  consump- 
tion of  permanganate.  If  the  vanadium  occurs  in  the  form  of  VgOg,  no  correction 
will  be  required. 

Example. — If  a  silicate  contains  0*11  per  cent,  of  VjOj,  and.  the  FeO,  calculated  from 
the  permanganate  titration,  is  2*11  per  cent.,  it  foUowB  that  0*11  x  1*5767 =0*17  per  cent, 
is  not  FeO.  The  FeO  corrected  for  the  vanadium  will  then  be  2*11  less  0*17  =  1*94  per 
cent.  FeO. 

5.  Influence  of  Hydrofluoric  Acid  on  the  Permanganate  Titration, — A  solution 
of  ferrous  sulphate  in  fairly  concentrated  sulphuric  acid  oxidises  somewhat 
slowly;  but  if  a  little  hydrofluoric  acid  be  added  to  the  solution,  the  rate  of 


1  E.  A.  Wulfing,  Ber.,  32.  2217,  1899;  J.  H.  L.  Vogt,  ZeU.  jn-akt.  GeoL,  7.  2.50,  1899; 
L.  L.  de  Koninck,  Ann.  Soc,  Oiol.  Btlgiquc,  10.  101, 1883  ;  Zeii.  anorg.  Chem.y  26. 123,  1901  ; 
W.  F.  Hillebrand  and  H.  N.  Stokes,  Jmirn.  Amer,  Ch^m,  Soc,  22.  625,  1900  ;  H.  N.  Stokes, 
Amer.  J-  Science  (4),  12.  414,  1901.  T.  Scheerer  {Pogg.  Ann.^  124.  98,  1850)  compared  the 
results  obtained  by  the  different  methods.  See  also  A.  Leonhard,  Ueher  die  Besiimmung  des 
Sisenoxydula  in  Gesteineny  Heidelberg,  1912. 

'  If  the  sulphides  have  been  determined,  this  can  sometimes  be  corrected  accordingly. 

'  J.  T.  Hewitt  and  G.  R.  Mann  {Analyst,  37.  179,  1912)  titrate  solutions  of  ferric  iron  in 
presence  of  organic  matter  with  standard  thiosulphate  solution,  using  ammonium  thiocyanate 
as  indicator  and  a  small  quantity  of  copper  sulphate  as  catalyst.  The  titration  is  continued 
until  the  red  colour  of  the  ferric  thiocyanate  disappears.  The  end  point  is  not  sharp,  and 
better  results  are  obtained  by  adding  a  slight  excess  of  the  standard  thiosulphate,  and  titrating 
back  the  excess  witii  an  iodine  solution,  using  starch  as  indicator. 

*  C.  Czudnowicz,  Fogg.  Ann.,  120.  20,  1863  ;  0.  Lindemann,  Zeitanal.  Chem.,  18.  99, 1879  ; 
W.  F.  Hillebrand  and  F.  L.  Ransoms,  Amer.  J.  Science  (4),  10.  120,  1900. 
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oxidation  is  considerably  increased.     Hence  it  is  very  important  to  expose  the 
solutions  containing  ferrous  iron  as  little  as  possible  to  the  air  before  titration. 

This  discussion  all  shows  that  the  presence  of  the  hydrofluoric  acid  interferes 
with  the  accuracy  of  the  permanganate  titration.  In  the  presence  of  hydro- 
fluoric acid,  the  permanganate  is  decolorised  very  quickly,  so  that  the  permanent 
pink  blush  normally  obtained  with  permanganate  titrations  is  very  fugitive  in 
the  presence  of  hydrofluoric  acid.  It  is  therefore  diflicult  to  get  a  distinct  end 
point.  At  the  best,  the  pink  blush  lasts  but  a  few  seconds,  and  this  is  even 
more  fugitive  with  increasing  amounts  of  ferrous  oxide,  and  of  hydrofluoric  acid. 
If  the  solution  be  boiled  some  time  with  the  idea  of  driving  ofi^  part  of  the  hydro- 
fluoric acid,  part  of  the  ferrous  iron  may  .be  transformed  to  ferric  iron  by  the 
oxidising  action  of  the  sulphuric  acid  as  it  becomes  more  and  more  concentrated. 
Gage  ^  states  that  hydrofluoric  acid  does  not  interfere  with  the  titration  in  the 
presence  of  calcium  phosphate,  but,  according  to  Leon  hard,  the  action  is  then  so 
slow  that  the  end-point  is  uncertain.  Dittrich  and  Leonhard  recommend  the  addi- 
tion of  1  to  2  grms.  of  potassium  or  sodium  sulphate  (not  ammonium  sulphate)  to 
the  mixture  to  facilitate  the  recognition  of  the  end  point  of  the  permanganate 
titration.^  That  being  the  case,  it  is  advisable  to  spend  less  time  in  driving  off 
the  excess  of  hydrofluoric  acid,  and  avoid  getting  low  results  arising  from  the 
oxidation  of  ferrous  iron  during  the  concentration  of  the  solution.  Fromme  also 
avoids  the  danger  of  reoxidation  during  the  removal  of  hydrofluoric  acid  by 
neutralising  the  hydrofluoric  acid  with  pure  silica.  The  resulting  hydrofluosilicic 
acid  enables  the  titration  to  be  conducted  more  accurately  than  in  the  presence 
of  hydrofluoric  acid. 

6.  Infiv^nce  of  Manganous  Salts, — The  manganous  salt  formed  by  the 
reaction  between  the  permanganate  and  the  ferrous  iron  is  itself  readily  oxidised 
by  permanganate  in  the  presence  of  hydrofluoric  acid,  so  that  a  sharp  end 
reaction  is  difficult  to  obtain  if  much  hydrofluoric  acid  be  present,  or  if  much 
manganous  sulphate  be  present.  The  latter  will  occur  when  much  ferrous  iron 
is  under  investigation,  so  that  the  pink  tint  of  the  permanganate  persists  longer 
when  but  little  ferrous  iron  is  in  question  than  with  larger  amounts.  The  more 
hydrofluoric  acid  used,  the  greater  the  apparent  amount  of  iron  found.^ 

7.  Inflttence  of  Titanium, — According  to  Dittrich  and  Leonhard,  titanium 
sesquioxide,  TijOj,  in  the  presence  of  ferric  salts  produces  disturbing  effects  on 
the  permanganate  titration,  and  titanium  is  nearly  always  present  in  the 
analysis  of  silicate  rocks.  These  effects  can  be  obviated  by  pouring  the  contents 
of  the  crucible  containing  the  hydrofluoric  acid,  etc.,  into  a  600-c.c.  beaker 
containing  100  c.c.  of  water  mixed  with  about  10  grms.  of  precipitated  silica, 
and  20-25  grms.  of  potassium  sulphate.  The  mixture  is  quickly  titrated  with 
^N-KMnO^. 

*  H.  Fromme,  Tschfrmak's  MiU.y  28.  329,  1909  ;  R.  B.  Gage,  Joum.  Amer.  Chem,  Soc,,  31. 
381,  1909  ;  M.  Dittrich  and  A.  Leonhard,  Ber.  Vers,  Oberrhehi.  geol.  Ver,,  2,  92,  1910  ;  Zett. 
arwrg,  Chem,^*j^,  21,  1912  ;  O.  Follenius,  Zcit.  anal.  Chem,,  11. 177, 1872  ;  E.  Rupp,  Ber.,^. 
164, 1905  ;  A.  Leonhard,  Ueberdi*  Bestimmung  den  Eisenox^i/duls  in  Oesteinen^  Heidelberg,  1912. 

^  E.  Deussen  {Zeit.  anorg.  Chem,,^,  425,  1905  ;  Monals.  Chem,,  28. 163,  1907) recommends 
manganese  sulphate  ;  but  this  is  apparently  a  mistake — W.  F.  Hillebrand,  Bull,  U,S,  Oeol, 
Sur.,  ^22,  162,  1910. 

3  F.  J.  Metzgerand  L.  E.  Marrs,  Joum.  Ind,  Eng.  Chem.,  3.  333,  1911. 


CHAPTER  XXXIV. 

THE  DETERMINATION  OF  CHROMIUM,  VANADIUM, 

AND  URANIUM, 

§  243.  The  Errors  due  to  the  Presence  of  Chromiunii  Vanadium, 

and  Uranium. 

Vanadium  is  a  fairly  common  constituent  of  fireclays.^  If  chromium, 
vanadium,  and  uranium  be  present  in  a  silicate,  they  will  be  precipitated  with 
the  aluminium,  iron,  and  titanium.^  Consequently,  these  elements  will  be  found 
in  the  products  of  the  pyrosulphate  fusion,  and,  if  ignored,  they  may  introduce 
two  errors  in  the  analysis : 

1.  The  iron  determination  will  be  too  high.  Vanadic  acid — VgOg — is  reduced 
by  hydrogen  sulphide  to  VjO^ ;  by  magnesium  in  sulphuric  acid  solution,  and 
by  ammonium  bisulphite,  to  Vfi^  >  &nd  by  metallic  zinc,  more  or  less  completely 
to  VjOj.*  The  colour  of  the  solution  undergoing  reduction  passes  from  yellowish 
(VjOg)  to  blue  (^2^4%  ^  green  (V^Og),  to  lavender  (VgOj).  The  reduced  oxides 
— V2O4,  VjOj,  and  V2^2 — *^®  converted  to  VgOg  by  titration  with  permanganate. 
Consequently,  the  action  of,  say,  one  molecule  of  V2O3  on  the  potassium  per- 
manganate will  be  equivalent  to  the  effect  of  two  molecules  of  reduced  ferric 
oxide;  and  the  action  of  a  molecule  of  VgO^,  the  same  as  one  molecule  of 
reduced  ferric  oxide.  Hence,  with  the  ammonium  bisulphite  reduction,  every 
gram  of  vanadium  pentoxide,  VgOg,  corresponds  with  0-875  grm.  of  ferric  oxide 
— FejOg — and  with  the  magnesium  reduction,  to  1*751  grms.  of  ferric  oxide.* 

Example. — A  fireclay  containing  0*09  per  cent,  of  vanadium  pentoxide  showed 
2*15  per  cent  of  ferric  oxide  by  the  ammonium  bisulphite  reduction  and  permanganate 
titration.  Hence,  the  effect  of  the  reduced  vanadic  oxide  was  the  same  as 
0*09 X 0*8755 - 008  grm.  FcjOj,.  Hence,  the  clay  had  215  less  008  =  207  per  cent, 
of  ferric  oxide. 

>  A.  Terreil,  Compt,  Send,,  51.  94,  1860  ;  see  Vol.  II. 

'  Note,  if  certain  members  of  the  hydrogen  sulphide  group  be  removed  before  the  ammonia 
precipitation  is  made,  some  uranium  may  be  precipitated  in  that  group.  The  addition  of  an 
excess  of  hydrogen  peroxide  before  ammonia  will  prevent  vanadium  precipitating  with  aluminium, 
etc.— W.  W".  Clark,  Met.  Chein.  Eng,,  11.  91,  1913. 

'  The  statement  by  B.  Glasmann  (Ber.,  38.  600,  604,  1905)  that  metallic  zino  reduces  VqOs 
to  VqOs,  while  metallic  magnesium  reduces  V2OS  to  V2O3,  while  both  agents  reduce  molybdic 
acid  to  molybdenum  sesquioxide,  was  also  proposed  as  a  volumetric  process,  with  the 
permanganate  titration,  for  the  simultaneous  determination  of  vanadium  and  molybdenum. 
F.  A.  Gooch  and  G.  Edgar  {Amer.  J.  Science  (4),  25.  233,  1908  ;  Che7n.  News,  98.  2,  1908), 
however,  have  shown  that  the  action  of  magnesium  is  somewhat  irregular.  For  a  study  of  the 
conditions  under  which  the  sulphur  dioxide  reduction  will  reduce  vanadium  pentoxide  to  the 
tetroxide,  and  not  attack  molybdenum  trioxide,  see  G.  Edgar,  Amer.  J,  Science  (4),  25.  832, 
1908  ;  Chem.  Netos,  97.  245,  1908.  A  solution  containing  vanadium  dioxide  cannot  be  exposed 
to  the  air  momentarily  without  undergoing  oxidation. 

*  Gooch  and  Newton's  plan  (page  189)  for  "the  oxidation  of  TijOj  without  the  oxidation 
of  ferric  oxide  does  not  work  with  V2O4,  although  it  converts  VjO,  to  V2O4  if  the  solution  be 
warm.  This  subject  has  not  been  properly  investigated."— W.  F.  Hillebrand,  Bull.  U.S.  Oeol. 
Sur.y  422. 109,  1910. 
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Chromic  acid  and  the  chromates  are  reduced  by  hydrogen  sulphide,  metallic 
zinc,  magnesium,  and  aluminium  in  acid  solution,  sulphites,  and  stannous  chloride. 
Uranium  salts  are  also  reduced  by  similar  agents.  The  reduced  salts  are 
reoxidised  by  potassium  permanganate.  Hence,  both  chromium  and  uranium 
salts,  in  the  pyrosulphate  fusion,  will  introduce  errors  in  the  determination  of 
iron  by  the  titration  process.  If,  therefore,  appreciable  quantities  of  these 
elements  are  present,  other  methods  of  separation  must  be  employed,  and  an 
allowance  made. 

2.  The  titanium  determination  will  be  too  high.  Vanadium  compounds  give 
a  reddish-brown — "brick-red" — coloration  with  hydrogen  peroxide.  This  is  a 
more  intense  coloration  than  the  yellowish-orange  tint  due  to  titanium,^  and, 
in  consequence,  vanadium  may  intensify  the  effect  of  titanium  in  Weller's  colori- 
metric  process,  and  thus  lead  to  high  results.  With  practice  it  is  possible  to 
tell  if  much  vanadium  is  present  from  the  tint  obtained  with  hydrogen  peroxide 
in  Weller^s  process  for  titanium.^ 

S  244.  The  Detection  of  Chromium  and  Vanadium. 

Fuse,  say,  5  grms.  of  the  finely  powdered  silicate  with  20  grms.  of  sodium 
carbonate^  and  3-4  grms.  of  sodium  nitrite — NaNOg.  Extract  the  cold  cake 
with  hot  water,  and  add  a  little  alcohol  to  reduce  the  sodium  manganate. 
Filter  the  solution.  The  filtrate  contains  some  alumina,  silica,  arsenic,  phos- 
phorus, fluorine,  chlorine,  sulphur,  molybdenum,  chromium,  vanadium,  tungsten, 
etc. ;  the  residue  may  contain  titanium,  iron,  uranium,^  barium,  zirconium,  rare 
earths,  etc.  Nearly  neutralise  the  filtrate  with  nitric  acid,  but  keep  the  sodium 
carbonate  in  slight  excess.  Evaporate  the  solution  to  dryness,  take  up  the  mass 
with  water,  and  filter.  Add  mercurous  nitrate  to  the  alkaline  solution,  when 
mercurous  arsenate  chromate,  molybdate,  and  timgstate  may  be  precipitated. 
Boil  the  solution  and  filter.  Dry  and  ignite  the  precipitate  in  a  platinum 
crucible,  fuse  with  sodium  carbonate,  and  extract  the  fused  mass  with  water. 

Chromixmt, — A  yellow  solution  probably  indicates  chromium.^  The  tint  of  the 
solution  deepens  on  the  addition  of,  say,  sulphuric  acid.     Pour  a  little  of  the 

^  An  experienced  eye  can  frequently  recognise  the  presence  of  yanadium  from  the  tint  of  the 
solution  prepared  for  the  colorimetric  determination  of  titanium. 

.^  According  to  H.  J.  H.  Fenton  {Jaum.  Chem.  Soc,  93.  1064,  1908),  a  cold  aqueous  solution 
of  dihydroxymaleic  acid  gives  a  straw-yellow  coloration  in  the  preseuce  of  1  part  of  titanium 
(as  titanic  salt,  saj  TiCl^)  in  1,000,000  \wrts  of  solution  ;  a  lemon-yellow  with  1 :  150,000 ;  and 
an  intense  orange-red  with  1  :  15,000.  The  coloration  is  approximately  "fifteen  to  twenty 
times  as  delicate  as  the  hydrogen  peroxide  test,"  and  "  it  is  not  given  by  vanadium."  Molyb- 
dates  and  uranyl  salts  give  red  or  brown  colours  which  are  destroyed  by  acids — the  former  by 
heating,  the  latter  in  the  cold.  TungsUc  acid  gives  a  brown  coloration  which  immediately 
becomes  blue.  Negative  results  are  obtained  with  salts  of  thorium,  cerium,  zirconium,  silica, 
and  tin.  Ferric  salts  interfere  by  destroying  the  reagent.  Ferrous  salts  do  not  interfere. 
Hence  the  reaction  can  be  used  for  detecting  titanium  in  presence  of  vanadium. 

'  H.  L.  Robinson  {Chem,  News,  70.  199,  1894)  reports  the  presence  of  vanadium  in 
commercial  sodium  hydroxide. 

**  Treat  the  residue  with  nitric  acid,  and  test  by  boiling  the  solution  with  an  excess  of  sodium 
carbonate.  It  is  perhaps  advisable  to  indicate  here  a  few  of  the  imjtoriant  reactions  of  uraniwii 
salts.  Potassium  hydroxide  with  uranic  salts  precipitates  a  yellow  potassium  uranate, 
U0s.0(0K)2;  ammonium  hydroxide,  a  yellow  ammonium  uranate,  U02.0(0N  114)9;  sodium 
carbonate,  a  yellow  uranyl  sodium  carbonate,  U02Na4( 003)3.  Ammonium  sulphide  precipitates 
a  brown  uranyl  sulphide,  UOgS,  which  is  soluble  in  ammonium  carbonate  and  in  dilute  acids. 
Uranyl  salts  accordingly  give  no  precipitate  with  ammonium  sulphide  in  the  presence  of  ammonium 
carbonate.  Potassium  ferrocyanide  gives  a  brown  precipitate  of  uranyl  ferrocyanide,  either 
UO^.K^FeOygor  (U03)2FeCye.  Sodium  phosphate  gives  a  yellowish- white  uranyl  phosphate, 
UOaHPO^,  which  passes  into  ammonium  uranyl  nhosphate  in  the  presence  of  ammonium  salts. 

*  Note,  zinc  and  chromates  may  form  insoluble  zinc  chromate  in  alkaline  solutions — G. 
Chancel,  Compt.  Bend.f  43.  927,  1856. 
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solution  into  a  test  tube,  add  an  excess  of  hydrogen  peroxide,  and  shake  up  the 
mixture  with  3  c.c.  of  ether.  A  blue  coloration  in  the  ethereal  solution  floating 
on  the  aqueous  solution  represents  chromium.^     See  page  484. 

Vcmadium, — Acidifj  a  portion  of  the  solution  with  sulphuric  acid,  and 
precipitate  molybdenum,  if  present,  by  hydrogen  sulphide  in  a  pressure  flask 
(page  277).  If  tin  be  present,  oxalic  acid  will  keep  it  in  solution.  Molybdenum, 
arsenic,  traces  of  platinum,  etc.,  will  be  precipitated,  if  present.  The  filtrate 
from  the  precipitated  sulphides  is  boiled  while  a  current  of  carbon  dioxide  is 
passing  through  the  solution  in  order  to  drive  off  the  hydrogen  sulphide. 
Evaporate  the  solution  to  dryness,  and  remove  the  excess  of  sulphuric  acid  in 
an  air  bath.  Dissolve  the  residue  in  water,  and  add  a  few  drops  of  hydrogen 
peroxide.  A  characteristic  ''brick-red"  coloration  develops  if  vanadium  be 
present.^ 

§  24s  The  Separation  of  Chromium,  Iron,  Titanium,  Aluminium 
Vanadium,  and  Uranium  from  Mang^anese,  Cobalt,  Nickel, 
and  Zinc. 

Chromiwm,  in  the  Basic  Acetate  Separation, — In  applying  the  basic  acetate 
process,  it  may  be  remembered  that  both  chromium  acetate  and  chromium 
hydroxide  are  easily  soluble  in  acetic  acid.  It  might  therefore*  be  supposed 
that  some  of  the  chromium  will  be  dissolved  when  the  basic  precipitation  is 
made  in  the  presence  of  free  acetic  acid.  Some  claim  that  practically  all  the 
chromium  can  be  precipitated  with  the  iron  and  aluminium,  even  in  the  presence 
of  some  free  acetic  acid,  because  the  chromium  acetate  seems  to  assume  a  kind 
of  "passive  state''  towards  acetic  acid,  particularly  when  the  chromium  is  in 
very  large  excess ;  but  it  is  necessary  to  make  sure  the  chromium  has  all  been 
precipitated  by  adding  hydrogen  peroxide  to  the  filtrate.  A  blue  coloration 
shows  that  chromium  is  present  in  the  filtrate.^  Some  recommend  trans- 
forming the  chromium  salts  into  chromates  before  applying  the  basic  acetate 
process^  Most  of  the  chromium  then  passes  into  the  filtrate  along  with  some  of 
the  aluminium  as  aluminium  chromate,  but  a  part  remains  with  the  precipitate 
in  the  form  of  basic  chromates  of  iron  and  aluminium.'* 

The  error  due  to  the  formation  of  basic  ferric  chromates  is  least  when  the 
precipitation  of  the  iron  from  the  chromate  solution  is  made  with  sodium 
hydroxide  in  sufficient  excess  to  decompose  the  basic  ferric  chromate.     If  but 

*  A.  Terrell  {Bull,  Soc,  Chim,  (2),  3.  80,  1865 ;  Chem,  News,  11.  186,  1866)  precipitates 
the  chromium  as  lead  chromate.  This  is  all  right  if  molybdenum,  etc.,  are  absent.  W.  Gibbs 
{Amer.  J.  Science  (2),  39.  59,  1866  ;  (8),  5.  110,  1873 ;  C?iem,  News,  28.  63,  1873)  separates 
uranium  from  chromium  quantitatively  or  qualitotively  by  precipitating  the  uranium  with  a 
slight  excess  of  sodium  hydroxide.  The  uranium  will  be  found  in  the  precipitate,  the 
chromium  in  the  filtrate.  If  a  little  chromium  be  present  in  the  precipitate,  it  can  be  removed 
by  dissolving  the  precipitate  in  dilute  nitric  acid,  boiling  to  expel  nitrous  fumes,  etc.,  as 
described  below,  and  finally  precipitating  the  chromium  as  mercurons  or  barium  chromate. 

^  G.  M.  Johnson  {Rapid  Methods  for  the  Chemical  Analysis  of  Special  Steels,  New  York, 
5,  1909)  states  that  ferrous  ammonium  sulphate  will  discharge  the  brick-red  coloration  of 
vanadium  more  quickly  than  the  yellowish-orange  tint  of  titanium  compounds.  Hence,  if 
ferrous  ammonium  sulphate  be  added  to  a  solution  containing  both  vanadium  and  titanium 
in  the  presence  of  hydrogen  peroxide,  the  brick-red  colour  will  fade  to  a  bright  yellow  tint 
before  the  colour  is  discharged  ;  if  titanium  be  absent,  the  brick-red  coloration  will  fade  to  a 
colourless  solution  without  showing  the  yellow  tint.  Fenton's  reaction—page  468— gives  better 
results  in  detecting  titanium  in  the  presence  of  vanadium. 

»  B.  Reinitzer,  Manats,  Chem,,  3.  249,  1882  ;  Chem,  Ntios,  48.  114,  1883  ;  F.  Mayer,  Ber,, 
22.  2627,  1889.  One  writer  says :  "The  method  of  separating  ferric  and  aluminium  salts  in  the 
form  of  basic  acetates  entirely  loses  its  applicability  in  the  presence  of  chromium  salts. " 

*  H.  Brearley,  Chem,  News,  76. 176,  1897  ;  77.  49,  179,  1898. 
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a  small  amount  of  iron  be  present,  the  excess  need  not  be  very  large.^  Sodium  car- 
bonate is  quite  as  good  provided  also  a  sufficient  excess  be  used.  Thus  Brearley  ^ 
found  that  in  a  litre  of  solution  containing  the  equivalent  of  1  grm.  of  iron  (and  0*5 
grm.  of  aluminium),  and  0*375  grm.  of  potassium  chromate,  the  addition  of  a 
varying  excess  of  alkali  led  to  the  results  shown  on  the  left  of  Table  LX. ;  and 
with  solutions  containing  half  a  gram  per  litre  of  aluminium  in  place  of  iron,  a 
varying  excess  of  alkali  furnished  the  results  shown  on  the  right  of  the  same 
table. 

Table  LX, — Effect  of  an  Excess  of  Alkali  on  the  Separation  of  Iron, 

Alv/minium,  and  Chromium, 


Percentage  separation. 

Percentage  separation. 

Excess  of 
alkali 

Excess  of 
alkali 

1 

1 

2N-sol. 

Sodium 

Sodium 

Ammonia. 

2N.S0L 

Sodium  bi- 

Ammonium   * :  _ 

carbonate. 

hydroxide. 
69-8 

carbonate. 

carbonate. 

Aujuiuuia. 

0 

54*6 

24-8 

10 

94-0 

81-8 

89-0 

10 

90*4 

100-0 

/0-4 

20 

95-0 

93*6 

90-5 

20 

97-5 

99-8 

77-0 

80 

99-0 

94-4 

98-1 

30 

98-7 

100-0 

83-6 

50 

100-1 

•  •  • 

87-8 

1 
1 

The  results  show  that  sodium  carbonates  or  sodium  hydroxide  give  good  separa- 
tions if  a  sufficient  excess  be  used.  But  when  chromium  is  to  be  separated 
from  aluminium,  a  large  excess  of  alkali  inhibits  the  precipitation  of  aluminium 
hydroxide,  and  favours  the  precipitation  of  ferric  hydroxide. 

Consequently,  as  indicated  on  page  362,  avoid  the  basic  acetate  process  for 
the  separation  of  chromium  from  manganese,  cobalt,  nickel,  zinc,  and  ferrous 
salts.  In  many  cases,  the  chromium  will  be  precipitated  with  the  aluminium, 
iron,  and  titanium  both  in  the  ''basic  acetate"  and  in  the  ''ammonia"  pro- 
cesses.^ It  then  remains  to  separate  the  chromium  from  the  iron,  aluminium, 
and  titanium  by  some  other  process,  say  Knorre's  method,  or  the  mercurous 
nitrate  process. 

The  Barium  Carbonate  Method. — This  method  originated  with  Fuchs  and 
Rose,^  and  it  is  more  satisfactory  than  the  basic  acetate  process  when  chromium 
is  present.  The  barium  carbonate  process  depends  upon  the  fact  that  ferric, 
aluminium,  chromium,  vanadium,  titanium,  and  uranium  hydroxides  are 
precipitated  from  cold  dilute  solutions  in  a  few  hours  by  barium  carbonate, 
while  manganese,  nickel,  cobalt,  zinc,  and  ferrous  salts  are  not  precipitated. 
The  barium  is  subsequently  removed  from  both  the  precipitate  and  filtrate. 

Ferric  salts,  etc.,  are  readily  hydrolysed  (pages  181  and  362)  in  aqueous 
solutions : 

FeClg  +  3H20^=:^Fe(OH)8  -H  3HC1. 


^  Similar  remarks  apply  to  the  separation  of  molybdenum  by  tills  process — F.  Ibbotson  and 
H.  Brearlev,  Chem,  News,  8l.  269,  1900 ;  79.  3,  1899. 

2  H.  Brearley,  Chem.  News,  76.  176,  1897  ;  77.  49,  131,  179,  216,  1898  ;  W.  Galbraith,  %b„ 
77.  187,  1898. 

^  It  must  be  borne  in  mind  that  aluminium  hydroxide  and  chromium  hydroxide  are  slightly 
soluble  in  ammonia,  so  that  the  filtrate  from  the  ammonia  precipitate  must  be  boiled  to  recover 
the  aluminium  and  chromium,  as  indicated  on  page  479. 

*  J.  N.  yon  Fuchs  {Scktoeigger^s  Joum.,  62.  184,  1831)  also  used  calcium  carbonate.  H.  Rose, 
Pogg,  Ann.,  83.  137,  1851  ;  J.  F.  W.  Herschel,  Ann,  Chim,  Phya.  (8),  49.  806,  1887. 
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In  the  presence  of  barium  carbonate,  the  free  acid  will  be  remoyed  as  fast  as 
it  is  formed :  BaCOg  +  2HC1  =  BaClj  +  Bfi  +  CO2  ;  equilibrium  is  disturbed  ;  and 
the  hydrolysis  is  completed.  The  net  result  of  the  action  is  represented  by  the 
equation : 

2FeCl3  +  6H2O  +  3BaC0,  =  SBaCl^  +  2Fe(0H),  +  SHjO  +  SCOg. 

If  the  solution  be  heated,  the  salts  of  zinc,  nickel,  etc.,  may  also  be  hydrolysed, 
and^  in  consequence,  precipitated  by  the  barium  carbonate  treatment.  If  much 
nickel  and  cobalt  be  present,  small  amounts  of  these  elements  will  be  precipitated 
by  the  barium  carbonate  even  in  the  cold.  The  presence  of  ammonium  chloride,^ 
however — about  5  grms.  per  100  c.c.  of  solution — prevents  the  precipitation  of 
nickel  and  cobalt,  and  the  results  are  then  quite  satisfactory.  The  method  has 
also  been  recommended  for  separating  vanadium  and  chromium  from  feiTOus 
iron  ^  and  manganese.  With  these  elements,  the  separation  is  effected  after  a 
few  minutes'  boiling  with  barium  carbonate.^  Zinc  hydroxide  *  and  cadmium 
carbonate  ^  have  also  been  proposed  in  place  of  barium  carbonate.  The  cadmium 
can  be  removed  by  subsequent  treatment  with  hydrogen  sulphide.  The  modus 
operandi  is  as  follows : — 

The  slightly  acid  solution  containing  nitrates  or  chlorides  of  the  elements 
indicated  above,  but  free  from  sulphates,^  is  treated  in  an  Erlenmeyer's  flask 
with  a  solution  of  sodium  carbonate,  as  in  the  basic  acetate  process,  until  a  slight 
permanent  turbidity  is  produced.  This  is  cleared  by  a  drop  or  two  of  dilute 
hydrochloric  acid.  The  dilute  solution  is  thoroughly  agitated  with  an  emulsion 
of  barium  carbonate  (that  is,  barium  carbonate  siispended  in  water).*^  The  flask 
is  closed  and  allowed  to  stand  several,  hours,  with  occasional  shaking.  Decant 
the  clear  solution  through  a  filter  paper,  and  wash  the  residue  three  times  with 
cold  water ;  wash  the  precipitate  on  to  the  filter  paper  by  means  of  cold  water. 

(a)  TTie  precipitate  is  dissolved  in  hydrochloric  acid ;  heated  to  boiling  to 

remove  the  carbon  dioxide;  and  the  iron,  vanadium,  chromium, 
aluminium,  titanium,  and  uranium  are  either  precipitated  by 
ammonium  sulphide,  or  the  barium  is  removed  by  means  of  sulphuric 
acid  or  sodium  sulphate.  The  latter  process  is  not  so  good  as  the 
former,  because  the  barium  sulphate  is  liable  to  carry  down  some  of 
the  metals  from  the  solution. 

(b)  The  filtrate  from  the  barium  carbonate  is  heated  to  boiling  and  treated 

with  sulphuric  acid  or  sodium  sulphate  to  precipitate  the  barium. 
The  precipitate  is  washed.  The  filtrate  contains  manganese,  cobalt, 
nickel,  zinc,  and  ferrous  salts,  ^  if  present. 

1  P.  Schwarzenberg,  Liebig's  Ann,,  97.  216,  1856. 

'  It  is  almost  impossible  to  prevent  the  precipitation  of  a  little  iron  from  "  ferrous  solutions/* 
but  the  error  from  this  effect  is  so  small  tnat  C.  R.  Fresenius  {Quaniitative  ChemiecU  AnalysiSf 
London,  i.  484,  1876)  recommended  the  process  in  special  oases  for  the  separation  of  ferrous  iron 
from  ferric  iron,  etc. 

'  A.  Steffan,  Ueber  die  Bestimmung  von  kleinen  Mengen  an  Chrom  und  Vanadin  in  Oestein 
und  Stahlarten,  Ziirich,  1902. 

*  P.  Slawik,  CTiem.  2tg,,  34.  648,  1910. 

»  J.  R.  Cain,  Bull.  Bur,  Standards,  7.  877,  1911. 

^  The  solution  must  be  quite  free  from  sulphates  because  the  other  elements  may  be  pre- 
cipitated, e.g. :  ZnS04  +  BaCOs:^:±rZnCOg+BaS04. 

^  Barium  Garbonatk. — The  barium  carbonate  must  be  tested  bj  dissolving  a  portion  of 
it  in  hydrochloric  acid  and  precipitating  the  barium  by  the  addition  of  sulphuric  acid ;  the 
filtrate  must  leave  no  residue  when  evaporated  to  dryness  in  a  platinum  dish,  showing  that  the 
barium  carbonate  is  free  from  alkaline  carbonates,  etc. 

'  As  a  rule,  the  ferrous  iron  is  oxidised  to  the  ferric  state,  so  that  no  iron  remains  in  th« 
filtrate. 
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The  main  objection  to  the  cold  process — particularly  with  chromium — is  the 
time  required  for  the  precipitation,  and  the  subsequent  removal  of  barium.  The 
precipitation  can,  of  course,  be  allowed  to  proceed  overnight  when  the  results 
are  not  urgently  wanted.  As  indicated  above,  in  the  special  case  where 
chromium  and  vanadium  have  to  be  separated  from  manganese  and  ferrous  salts, 
the  solution  can  be  heated  to  boiling,  and  small  additions  of  barium  carbonate 
made  every  two  or  three  minutes  until  an  excess  of  about  1  to  2  grms.^  ha«  been 
added.  After  10  to  15  minutes'  boiling,  let  the  mixture  stand  a  few  minutes  to 
allow  the  precipitate  to  settle,  filter  and  wash  the  residue  with  hot  water.  Place  the 
filter  paper  and  precipitate  in  a  large  platinum  crucible ;  bum  off  the  filter  paper ; 
and  fuse  the  residue  with  about  2  grms.  of  sodium  carbonate  and  \  grm.  of  sodium 
nitrite.  The  fused  mass  is  extracted  with  water ;  ferric  oxide  remains  undissolved, 
while  sodium  aluminate,  chromate,  and  vanadate  pass  into  solution.  The  chromate 
is  treated  with  acetic  acid  and  lead  acetate,  or  with  dilute  nitric  acid  and  lead  nitrate, 
for  the  precipitation  of  lead  chromate  and  lead  vanadate,  as  indicated  below. 

§  246.  The  Separation  of  Chromium  and  Vanadium  in  the 

Analysis  of  Silicates. 

Decomposition  of  the  Silicate.^ — Fuse  5  grms.  of  the  powdered  sample  with 
about  20  grms.  of  sodium  carbonate  and  3  grms.  of  sodium  nitrite.  Extract 
with  water  ;  reduce  the  sodium  manganate  with  a  few  drops  of  alcohol ; '  nearly 
neutralise  the  solution  with  nitric  acid — about  150  c.c.  of  acid  (sp.  gr.  1*5)  will  be 
needed.  The  solution  must  not  be  acid  or  nitrous  acid  will  be  liberated,  and 
this,  in  turn,  will  reduce  some  of  the  chromium  and  some  of  the  vanadium.^ 
Evaporate  the  solution  to  dryness;  take  up  the  mass  with  water;  and  filter. 
Ignite  the  precipitate ;  treat  the  ignited  mass  with  sulphuric  and  hydrofluoric 
acids;  evaporate  to  dryness;  fuse  with  sodium  carbonate;  take  up  the  mass 
with  water ;  neutralise  with  nitric  acid  ;  boil ;  filter ;  and  add  the  filtrate  to  the 
main  solution.  The  object  of  this  treatment  is  to  recover  chromium  which  is 
retained  by  the  precipitated  silica. 

Precipitation  of  Chromium  and  Vanadium, — Add  an  almost  neutral  solution 
of   mercurous   nitrate^  to  the  cold,  barely  alkaline  solution   until  no  further 

^  Too  much  barium  carbonate  makes  the  subsequent  extraction  of  the  chromium  difficult 

»  W.  F.  Hillebrand,  Amer.  J.  Science  (3),  6.  210,  1898;  Chem,  Neios,  78.  216,  1893.  The 
higher  oxidation  products— chromates — are  not  precipitated  by  ammonia.  Hence,  the  silicate 
can  be  decomposed  with  the  sodium  peroxide  fusion  in  a  nickel  crucible  and  the  cake  taken  up 
with  hydrochloric  acid.  The  silica  is  removed  as  usual.  The  alumina  is  precipitated  by 
boiling  the  solution  made  alkaline  with  ammonia  and  hydrogen  peroxide.  The  nrecipitate  is 
washed  with  a  solution  of  ammonium  nitrate,  redissolved,  and  reprecipitated  with  ammonia 
and  hydrogen  peroxide  as  before.  The  alumina  is  then  practically  free  from  vanadium.  The 
vanadmm  and  chromium  remain  in  the  filtrate— W.  Trautmann,  Siahl  Eisen,  30.  1802,  1910. 

^  E.  Classen  (^771^.  Chem,  Joum,^  8.  437,  1896)  shows  t^at  the  undecomposed  residue  with 
some  minerals  requires  re-fusion,  since,  if  considerable  vanadium  be  present  and  the  vanadinm 
is  to  be  determined,  the  insoluble  residue  will  always  contain  vanadium. 

*  If  an  excess  of  acid  be  added  inadvertently,  add  a  slight  excess  of  sodium  carbonate.  The 
amount  of  acid  required  to  neutralise  20  grms.  of  sodium  carbonate  can  be  determined  by  a 
blank  test. 

^  Page  408.  For  the  precipitation  of  vanadiimi  as  mercury  vanadate,  see  C.  R.  von  Hauer, 
Joum.  prakL  Chem.,  69.  385,  1856  ;  0.  Rammelsberg,  Ber.,  1.  168,  1868  ;  E.  Classen,  Amer. 
Chem.  Joum.,  7.  849, 1886  ;  C.  Radau,  Liebig*s  Ann.,  2^1. 114,  1889  ;  R.  Holverscheit,  Ueherdie 
quantitative  Bestimmung  dee  Vanadins  und  die  Trennung  der  Fanadinsdure  von  Phosphoreaure^ 
Berlin,  10,  1890.  It  was  formerly  the  custom  to  add  a  slight  excess  of  mercurous  nitrate  and 
then  merouric  oxide  to  neutralise  the  excess  of  nitric  acid  which  is  present  in  the  solution  of 
mercurous  nitrate;  but  W.  F.  Hillebrand  {I.e.)  has  shown  that  the  mercuric  oxide  is  not 
necessary,  since  the  basic  mercurous  carbonate  is  sufficient  to  remove  the  small  quantity  of  free 
nitric  acid  introduced  along  with  the  mercurous  nitrate.  Chlorides  should  be  absent,  or  vanadium 
may  be  lost  during  the  subsequent  ignition  of  the  precipitate.  — £.  B.  Auerbaoh  and  E.  Lange, 
ZeU,  angew.  Chem,,  25.  2622,  1912. 
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precipitation  takes  place.  A  bulky  precipitate  ^  containing  mercurous  carbonate, 
chromate,  and  vanadate  is  obtained.^  Boil ;  filter ;  wash  with  water  containing 
a  little  mercurous  nitrate  or  ammonium  nitrate  in  solution ;  dry  the  precipitate ; 
and  transfer  as  much  as  possible  to  a  platinum  crucible.  Bum  the  filter  paper 
separately,  and  add  the  ash  to  the  main  precipitate,  which  is  ignited  to  remove 
the  mercury.  Fuse  the  residue  with  sodium  carbonate,  leach  with  water,  and 
filter  the  yellow  solution  of  sodium  chromate  into  a  small  flask — 25-50  c.c. 
If  chromium  cUone  be  present,  and  the  amount  small,  it  is  determined  colori- 
metrically;  if  the  amount  be  relatively  large,  it  is  determined  volumetrically 
or  gravimetrically.  If  both  chromium  and  vanadium  be  present,  they  can  be 
determined  as  described  below,  §  247  and  §  252  ;  or  §  253. 

Knorre^s  Process  ^for  separating  Ghro^nium. — Dissolve  the  "  ammonia  "  precipi- 
tate in  dilute  sulphuric  acid,  and  add  an  excess  of  ammonium  persulphate,  with 
sufficient  sulphuric  acid  to  prevent  the  precipitation  of  basic  ferric  sulphate.  On 
boiling,  the  dilute  solution  is  converted  into  chromic  acid.  The  iron  and  aluminium 
are  then  precipitated  by  ammonia  in  the  usual  manner.  The  precipitate  is  dis- 
solved in  dilute  sulphuric  acid,  and  the  operation  is  repeated  so  as  to  eliminate  the 
trace  of  chromium  precipitated  with  the  aluminium  and  iron.^  The  chromium 
is  determined  in  the  joint  filtrate  in  the  usual  manner  by  gravimetric  or  volu- 
metric processes — ^  249,  250,  and  251,  pages  476  to  479;  and  the  precipitate, 
containing  the  aluminium,  titanium,  and  iron,  is  treated  as  indicated  on  page  210. 

§  247.  The  Colorimetric  Determination  of  Chromium. 

A  solution  of  an  alkaline  chromate  is  yellow.  The  intensity  of  the  colour  is 
proportional  to  the  amount  of  chromate  in  solution.^  If  a  solution  (standard 
solution)  containing  a  known  amount  of  chromate  has  the  same  tint  as  another 
solution  of  equal  depth  of  liquid  (test  solution),  it  is  assumed  that  both  solutions 
have  the  same  amount  of  the  alkaline  chromate  in  solution. 

Standard  Solution  of  Potassiwn  Chromate. — This  is  prepared  by  dissolving 
0'5105  grm.  of  potassium  chromate  in  a  litre  of  water  made  alkaline  with  sodium 
carbonate.  One  cubic  centimetre  of  this  solution  represents  0*002  grm.  of 
CrjOg.     Pipette,  say,  10  c.c.  into  the  right  test  glass  of  the  colorimeter. 

Test  Solution, — This  is  prepared  by  concentrating  the  solution  under 
investigation  and  making  it  up  to  a  definite  volume — 25,  50,  or  100  c.c. — 
such  that  its  colour  is  weaker  than  the  standard  solution.  Pour  this  solution 
into  the  left  test  glass  of  the  colorimeter. 

Comparison. — Dilute  the  standard  solution  with  water  from  a  burette  until 
its  tint  is  the  same  as  the  test  solution.     If  the  tint  of  the  test  solution  be  faint, 

^  If  the  precipitate  is  incoDyenieDtly  large,  cautiously  add  a  little  nitric  acid  and  then  a 
drop  of  mercurous  nitrate  to  make  sure  that  precipitation  is  complete. 

^  Tungsten,  molybdenum,  phosphorus,  and  arsenic,  if  present,  will  be  precipitated. 

»  G.  von  Knorre,  Zeit.  angew,  O/iem.,  16.  1097,  1903. 

*  R.  B.  Riggs  {Aitier.  J.  Science  (8),  48.  409,  1894 ;  Ohem,  News,  70.  811,  1894  ;  W.  J. 
Sell,  ib.,  54.  299,  1886  ;  Joum.  Ohem.  Soe,,  35.  292,  1879)  digests  the  precipitate  in  100  c.c.  of 
water,  10  c.c.  of  hydrogen  peroxide,  and  1  grm.  of  sodium  or  potassium  nydrozide.  When 
effervescence  has  ceased,  separate  the  ferric  hydroxide  by  filtration.  The  filtrate  contains 
aluminium,  and  chromium  (as  chromate).  Acicufy  with  acetic  acid,  precipitate  the  aluminium 
with  ammonia ;  and  the  chromium  is  determined  in  the  filtrate  either  by  the  volumetric  or 
gravimetric  process.  J.  Clarke  {Joum,  Chem,  Soc.,  63.  1082,  1898)  addfed  sodium  peroxide 
until  the  solution  was  alkaline,  and  instead  of  using  hydrogen  peroxide  and  sodium  hydroxide — 
T.  Poleck,  Chem.  News,  69.  285,  1894  ;  0.  Kassner,  Archiv  Fharm.,  232.  226,  1895 ;  M.  E. 
Pozzi-Escot,  Bull.  Soc.  Chim.  (4),  5.  658,  1909. 

6  L.  L.  de  Koninck,  Pharm.  Ztg.,  78.  594,  1889;  F.  W.  Richardson.  W.  Mann,  and  W. 
Hanson,  Joum.  Soc.  Chem.  Ind.,  22.  614,  1903 ;  W.  F.  Hillebrand,  j5m//.  U.S.  Oeol.  Sur.,  176. 
80,  1900 ;  F.  L.  Langmuir,  Ueber  die  quaniUative  Bestimmwng  des  Chroms  auf  gevnchts- 
analytischen  auf  kolorimetrischen  Wegt,  Freiburg  i.  Br.,  1906. 
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Nessler's  tubes  may  be  used  and  the  solution  examined  through  a  vertical  column 
instead  of  horizontally  as  in  the  titanium  determination. 

Example. — 250  c.c.  of  a  solution  (from,  say,  1  grm.  sample)  were  treated  as  indicated 
above.  48  c.c.  of  water  were  required  to  make  10  cc.  of  a  solution  containing,  say, 
10  CO.  of  the  standard  per  100  cc.  of  solution  (that  is.  0*0002  grm.  of  CrjOj  per  cc.) 
the  same  tint.     Hence,  48+10—68  cc.  of  the  standard  solution  were  equivalent  to  the 

solution  from  the  given  sample.    Consequently,  the  250  cc.  (1  grm.  of  clay)  had  : 

,-H502L0m2=000086gn„.ofCrA. 

that  is,  the  sample  has  the  equivalent  of  0*086  per  cent  of  chromic  oxide.    The  amoimt  of 
chromic  oxide  can  be  deducted  from  the  ammonia  precipitate. 

According  to  Hom,^  the  tint  is  most  sensitive  when  about  0:00002  grm.  of 
potassium  chromate  is  present  per  100  c.c.  of  solution.^  The  smallest  amount 
of  chromium  which  can  be  detected  in  distilled  water  is  O'OOOOIS  grm.  per  100  cc, 
but  if  the  solution  contains  much  less  than  about  0'004  grm.  of  chromic  oxide, 
CrjO^,  per  100  c.c.  the  comparison  is  not  satisfactory,  and  a  greater  quantity  of 
the  original  sample  must  be  taken. 

Errors. — The  following  numbers  represent  the  results  which  can  be  obtained 
with  known  mixtures : 

8*88        11*67        6*84    mgnus. 
9*29        11*54        6*27    mgnns. 
+  0-41     -  0*18     -0*07    mgrm. 

If  vanadium  be  present,  the  solution  can  be  reserved  for  the  determination 
of  vanadium  by  the  volumetric  process ;  if  manganese  be  present,  see  page  384. 

§  248.  The  Analjrsis  of  Chromites  and  Chromic  Oxides. 

In  the  analysis  of  chromite  (chrome  iron  ore),  and  also  of  the  ignited  chromic 
oxides  used  as  colouring  agents,  we  have  a  special  difficulty  arising  from  the 
insolubility,  or  rather  the  extremely  slow  rate  of  solution,  of  the  materials  in 
acids.  We  therefore  depend  upon  a  preliminary  fusion  of  the  material  with  a 
suitable  flux.  Here  again  the  action  of  the  flux  is  so  slow  that  it  is  important 
to  grind  the  materials  under  investigation  to  a  very  fine  powder,  and  to  heat 
the  mixture  for  a  comparatively  long  time.  There  is  a  wide  choice  in  the  selec- 
tion of  the  flux.^     Sodium  peroxide  is  now  in  almost  general  use.     Here,  the 

»  D.  W.  Horn,  Amer.  Chem.  Joum.y  35.  263,  1906;  M.  Dittrich,  Zeit.  anorg,  Chem,,  80. 
171,  1913. 

'^  For  a  colorimetric  reaction  based  upon  the  colour  produced  by  mixing  diphenylcarbaside 
and  chromic  acid,  see  P.  Cazeneuve,  Zeit.  angew,  Chem.,  13.  958,  1900;  Bull,  Soc,  Chim., 
(3),  25.  758,  1901  ;  A.  Moulin,  ib.  (3),  31.  295,  1904 ;  C?tem.  News,  89.  2«8,  1904  ;  F.  L, 
Lanemuir,  l.e.     See  page  454. 

^Fluxes  for  Opening  Chromite. — Numerous  fluxes  have  been  used  for  the  chromite  fusion 
(S.  Rideal  and  S.  Roseblum,  Chem.  Xeivs,  73.  1,  1896  ;  A.  Miiller,  Bull,  Soe,  Chim.  (4),  5.  1183, 
1909).  For  example:  sodium  hydroxide  alonr  (L.  Duparc,  Ann,  Chim.  Anal,,  9.  201, 
1904  ;  L.  Duparc  and  A.  Leuba,  Ann.  Chim.  AncU.  Chim,,  9.  201,  1908 ;  H.  N.  Morse  and  W.  C. 
Day,  Amir.  Chem.  Joum.,  3.  163,  1881  ;  Chem.  Netos,  44.  43,  1881);  potassium  htdroxids 
AND  CHLORATE (H.  Schwarz.  Liebig's  Ann.,  69.  212,  1849  ;  Zeit.  anal.  Chem.,  22.  83,  530, 1883  ; 
H.  Pellet,  Berg.  EiUt.  Ztg.,  40.  224,  1881) ;  magnesia  or  lime  with  caustic  soda  (J.  Clark, 
Joum.  Soc.  Chem.  Ind.,  ii.  501,  1893;  Chem.  News,  24.  286,  304,  1871  ;  A.  Christomanos, 
Ber.,  ID.  16,  364,  1877  ;  ZeU.  anal.  Chem,,  17.  244,  1878 ;  P.  VekSin,  Berg,  Joum.,  4.  487, 
1908  ;  J.  Clouet,  Dingler's  Joum,,  193.  33,  1869 ;  Zeit,  anal.  Chem.,  17.  244,  1878).  ClarJ^e 
/lux  is  1  part  of  the  sample  with  8  parts  of  a  mixture  of  5  parts  of  sodium  hydroxide 
and  3  of  calcined  magnesia.  Heat  in  a  Bunsen's  flame  in  a  platinum  crucible  for  about  40 
minutes  ;  with  calcium  chloride  (J.  Massignon,  Joum.  Anal,  App.  Chem.,  5.  465,  1891  ; 
J.  Massignon  and  £.  Watel,  BvUl,  Soc.  Chim.  (3),  5.  371,  1891) ;  with  sodium  oarbovatb, 
(R.  Kayser,  ZeU.  anal.  Chem,,  15.  187,  1876);  with  a  mixture  of  sodium  and  potassium 
CARBONATK8  (J.  £.  Stead,  Joum.  I,  S,  Inst.,  i.  160,  1893).    Stead's  mixture  is  sometimes  called 
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action  is  quick,  and  the  extreme  care  in  grinding  is  not  so  very  important  as 
with  less  active  fluxes.  The  fusion  with  sodium  peroxide,  or  with  a  mixture  of 
potassium  hydroxide  and  sodium  peroxide,  can  be  made  in  a  nickel,  iron,^  copper, 
or  silver  ^  crucible.  Platinum  crucibles  should  not  be  used  with  caustic  alkalies. 
If  iron  and  chromium  are  alone  to  be  determined,  a  porcelain  crucible  may  be 
used.      The  procedure  is  as  follows : — 

Sodiwn  Peroxide  Fuiion. — Grind  the  substance  to  a  fine  impalpable  powder 

the  Iribatie  flttx :  4  parts  lime,  1  sodium  oarbonato,  1  potassium  carbonate.  It  resembles 
Kayser's  flux — 2  parts  of  sodium  carbonate,  and  8  parts  of  lime ;  with  bobax  (R.  Fieber, 
Chem.  Ztg,,  24.  333,  1900;  R.  W.  E.  Maolvor,  Chem.  News,  82.  97,  1900).  Soda  limb  and 
SODIUM  NITRATE  (F.  Calvert,  DingUr't  Joum.,  125.  466,  1852;  J.  Fels,  i5.,  224.  86,  1877) ; 
WITH  POTASSIUM  CHLORATE  (E.  Relnhardt,  Zeit.  anal.  Chem,,  13.  480,  1889 ;  J.  B.  Britton, 
Chem.  Newtf  21.  266,  1870  ;  Zeit.  anal.  Chem.,  9.  487,  1870 ;  J.  Fels,  ib.,  18.  498, 1879) ;  and 
BORAX  GLASS  (L.  Pcil  and  y.  Stefko,  Stahl  Eiaen,  24.  1373,  1904).  Sodium  peroxide  (W. 
Hempel,  Zeit.  anorg.  Chem.,  3.  198,  1893  ;  H.  E.  Tompkins,  Chem.  News,  68.  186,  1893  ;  J. 
Clark,  Joum.  Chem.  Soc.,  63.  1079,  1893  ;  E.  H.  Saniter,  Joum.  I.  S.  Inst.,  4^  163,  1896  ; 
Jotim.  Soc.  Chem^  Ind.,  15.  166,  1896  ;  S.  Rideal  and  S.  Roseblum,  ib.,  14.  1017,  1896  ; 
C.  Glaser,  Joum.  Amer,  Chem.  Soc.,  20.  130,  1898;  Chem.  NeiP$,  77.  123,  1898 ;  O.  Tate,  ib., 
80.  286, 1899  ;  H.  Freseniusand  H.  Bayerlein,  Zeit.  aiuU.  Chem.,  2^7-  81,  1898— silyer crucible) ; 
WITH  SODIUM  CARBONATE  (L.  Luechese,  Ann.  Chim.  Anal.  App.,  9.  460,  1908;  M.  Hohnel, 
Arehiv  Pharm.,  232.  222,  1886;  C.  Glaser,  Chem.  Ztg.,  18.  1448,  1894);  with  sodium 
NITRATE  AND  SODIUM  CARBONATE  (J.  A.  Midler,  Bull.  Soc.  Chim.  (4),  5.  1138,  1909);  with 
SODIUM  HYDROXIDE  (J.  Spuller  and  S.  Ealman,  Chem.  Ztg.,  17.  880,  1207,  1412,  1898). 
Potassium  peroxide  and  sodium  carbonate  (J.  A.  Miiller,  Bull.  Soc.  Chim.  (4),  5.  1138, 
1909),  Barium  peroxide  (£.  Donatb,  Dingier* a  Joum.,  263.  246,  1887);  with  sodium 
carbonate  (U  p.  Kennicut  and  G.  W.  Patterson,  Joum.  anal.  Ch»m.,  3.  181,  1889). 
Potassium  carbonate  with  sodium  hydroxide  (C.  Hausermann,  Chem.  Ztg.,  15. 1601, 1891) ; 
with  sodium  carbonate  and  borax  (W.  Dittmar,  Exercises  in  Quantitative  Analysis, 
Glasgow,  128,  1887  ;  Dinaler's  Joum.,  221.  450,  1878 ;  P.  Hart,  Joum.  prakt.  Chem.  (1),  67. 
320,  1866 ;  E.  Waller  and  H.  T.  Vulte,  Chem.  News,  66. 17, 1892  ;  0.  Nydegger,  Zeit.  angew. 
Chem.,  24.  1168,  1911).  Sodium  carbonate  and  potassium  chlorate  (R.  Fresenius  and 
E.  Hintz,  ZeU.  anal.  Chem.,  29.  29,  1890).  Ammonium  nitrate  and  caustic  soda  (C.  A. 
Burghardt,  Chem.  Neios,  61.  260,  1890).  Potassium  bisulphate  (E.  Glark,  Joum.  Amer, 
Chem.  Soc.,  17.  327,  1896  ;  H.  Tamm,  Chem.  Neios,  24.  807,  1871  ;  C.  L.  Oudesluys,  ib.,  5. 
266,  1862  ;  G.  O'Neill,  ib.,  5.  199,  1862  ;  F.  A.  Genth,  ib.,  6.  80,  1862  ;  ZeU.  anal.  Chem.,  I. 
498,  1862  ;  R.  Namais,  Stahl  Eisen,  zo.  977,  1890  ;  T.  S.  Hunt,  0.  O'Neill,  and  F.  A.  Genth, 
Amer.  J,  Sa'enee  (3),  5.  418,  1873),  1  part  sample  with  16  parts  of  potassium  bisulphate ; 
WITH  SODIUM  fluoride  OR  CRYOLITE  (H.  Hager,  Ontersuchungen,  Leipzig,  z.  263,  1888 ; 
P.  0.  Dubois,  Zeit.  anal.  Chem.,  3.  401,  1864 ;  S.  Kern,  Chem.  News,  35.  107,  1877  ;  F.  W. 
Clarke,  ib.,  17.  232,  1868  ;  Am^r.  J.  Science  (2),  45.  173,  1868) ;  and  sodium  nitrate 
(H.  Rose,  AtLsfUhrliches  Handbuch  der  anoiytischen  Chemie,  Braunschweig,  2.  376,  1851). 
Potassium  hydroxide  and  the  electric  current  (K  F.  Smith,  Ber.,  24.  2182,  1891). 
Hydrochloric  acid  under  pressure  (P.  Jannasch  and  H.  Yogtherr,  Ber.,  24.  3206,  1891). 
Heating  in  current  of  chlorine,  etc.  (R.  Fresenius  and  £.  Hintz,  Zeit.  anal.  Chem.,  29. 
28,  1890).  Heating  with  bromine  water  in  sealed  tubes  some  days  (£.  F.  Smith,  Amer. 
J.  Science  (3),  15.  198,  1877);  with  sulphuric  acid  (A.  Mitscherlich,  ZeU.  anal.  Chem.,  1. 
64,  1861 ;  F.  0.  Philips,  ib.,  12.  189,  1873);  J.  Jones,  Chem.  News,  65.  8,  1892).  Treatment 
with  a  mixture  of  potassium  chlorate  and  nitric  or  sulphuric  acid.  This  is  not 
particularly  suited  for  chromites,  but  it  is  satisfactory  for  some  chromic  oxides  (F.  H.  Storer, 
Froe.  Amer.  Acad.,  4.  852,  1869  ;  Chem.  News,  21.  196,  1870 ;  C.  Brunner,  ib.,  4.  67,  1861). 

*  H.  N.  Morse  and  W.  C.  Dav,  Amer.  Chem.  Joum.,  3.  168,  1881. 

^  All  these  crucibles  are  attacked.  Porcelain  may  last  from  two  to  four  times  before  it  is  cut 
through  by  the  flux.  Silver  crucibles  lose  about  half  a  gram  per  fusion.  There  is  a  danger  in 
the  use  of  silver  crucibles  from  the  fact  that  the  crucible  can  be  melted  if  heated  at  too  high  a 
temperature  on  the  Bunsen's  flame.  Silver,  copper,  and  lead  may  be  found  in  the  fusion  after 
using  a  silver  crucible— W.  Dittmar,  Chem.  Ztg.,  IK.  1521,  1580,  1891.  W.  Bettel  {Chem. 
News,  43.  94,  1881)  recommended  a  platinum  crucible  gilded  inside  for  fusions  with  alkalies. 
See  also  J.  L.|Smith,  Chem.  News,  3Z.  56, 1876.  Gold  crucibles  would  be  cheaper,  in  view  of  the 
higher  price  of  platinum.  Nickel  crucibles  are  generally  used.  They  lose  about  0*1  grm.  per 
fusion  under  the  conditions  described  in  the  text  One  crucible  is  said  to  last  16-25  fusions 
after  a  little  practice  in  their  use — but  this  estimate  is  rather  high.  Gold  is  not  attacked 
ehemieally  by  fused  potassium  hydroxide,  but  nickel  forms  nickel  hydroxide— M.  le  Blanc 
and  O.  Wevl,  Ber.,  45.  2800,  1912.  Some  use  copper  crucibles.  The  contamination  from 
copper  crucibles  is  said  to  give  least  trouble  in  many  complex  analyses. 
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in  an  agate  mortar,  and,  by  means  of  a  platinum  spatula,  intimately  mix  0*5  grm. 
of  the  dry  (1 10*)  powder  with  about  8  grms.  of  sodium  peroxide  *  in,  say,  a  nickel 
crucible  of  not  less  than  50  c.c.  capacity,  and  fitted  as  described  on  page  266.  Heat 
the  crucible  gently  over  the  tip  of  a  Bunsen  flame  until  the  contents  of  the 
crucible  are  fluid — this  takes  about  10  minutes.  Raise  the  temperature  to  low 
redness — ^say  another  10  minutes.  Cool.  Place  the  crucible  in  a  beaker  (400 
c.c),  cover  the  crucible  with  a  watch-glass,  and  gradually  add  about  50  c.c.  of 
cold  water  in  such  a  way  that  the  first  addition  of  water  flows  slowly  between  the 
watch-glass  and  the  crucible.  The  mixture  bubbles  up  and  dissolves  in  a  few 
minutes.'  Remove  the  crucible  and  rinse  it  carefully  with  water.  Boil  the 
solution  about  10  minutes  to  decompose  the  sodium  peroxide.^  The  oxides  of 
iron,  manganese,  cobalt,  and  nickel  (mainly  from  the  crucible)  remain  as  insoluble 
precipitates.  The  chromium,  aluminium,  and  most  of  the  silica,  with  a  little 
magnesia  and  lime,  remain  in  solution. 

The  solution  is  now  so  strongly  alkaline  that  it  would  destroy  the  filter  paper, 
if  an  attempt  at  filtration  be  made.  Hence,  add  about  8  grms.  of  ammonium 
carbonate,  so  as  to  neutralise  the  greater  part  of  the  sodium  hydroxide  but  still 
leave  the  latter  in  slight  excess.  Filter  the  solution  into  a  litre  flask,  and  wash 
the  residue  on  the  filter  paper  with  water.     See  note,  page  494. 

§  249.  The  Volumetric  Determination  of  Chromium. 

Make  the  solution  up  to  the  litre  mark  with  water  and  determine  the 
chromium  in  an  aliquot  portion.^  Hence,  pipette  a  portion  from  the  litre  flask  ; 
acidify  the  solution  with  a  large  excess  of  dilute  sulphuric  acid  (1  :  4) ;  and  dilute 
to  about  500  c.c.  with  cold  water.  Place  some  solid  sulphate  in  a  weighing 
bottle.  Weigh.  Add  the  solid  salt  in  small  portions  at  a  time  until  the  yellow 
colour  of  the  chromate  has  disappeared,  and  a  blue  coloration  is  obtained  when  a 
drop  is  touched  on  a  spot  of  potassium  ferricyanide  solution.  The  chromate  is 
reduced  and  the  ferrous  sulphate  is  oxidised.  Weigh  the  bottle  again.  The  loss 
represents  the  amount  of  ferrous  ammonium  sulphate  added  to  the  solution. 
The  action  is  usually  represented  : 

2K2CrO^  +  fiFeSO^.  (NHJ2SO4. 6H2O  +  SH^SO^  =  Cr2(SOj3  +  etc. 

Titrate  the  solution  with  standard  potassium  permanganate  solution.  Then 
dissolve,  say,  1*5  grms.  of  the  ferrous  ammonium  sulphate  in  500  c.c.  of  water 
acidulated  with  sulphuric  acid  (10  c.c.  concentrated  acid).  Also  make  a  blank 
experiment  with  acidulated  water — 500  c.c.  We  have  now  sufficient  data  to 
calculate  the  amount  of  chromium  as  chromic  acid  in  the  aliquot  portion  taken 

'  Reject  the  crust,  if  any,  formed  at  the  top  of  the  peroxide  bottle.  This  is  mainly  carbonate 
and  oxide.  L.  Archbutt  {Analyst,  20.  3,  1895)  reports  a  sample  of  sodium  peroxide  with  0*5 
per  cent,  of  alumina  and  ferric  oxide. 

''^  Sometimes  it  requires  warming  a  little.  If  the  residue  be  insoluble  in  dilute  sulphuric 
acid  (1 :  4),  this  means  that  some  of  the  substance  has  not  been  decomposed.  In  that  case,  the 
portion  not  dissolved  must  be  re-fused  with  the  flux.  If  nitric  acid  be  used  to  take  up  the 
cake,  some  chromate  may  be  reduced  by  the  acid.  A.  Leuba,  Ann,  Chim,  Anal.  App,,  9.  803, 
1908.  Note  the  formation  of  volatile  chromyl  chloride  when  sulphuric  acid  is  heated  with  a 
chloride  and  a  chromate. 

^  To  ensure  the  decomposition  of  the  peroxide,  some  here  recommend  an  evaporation  to  dry- 
ness Peroxides  must  be  absent  in  order  to  prevent  reducing  the  chromates  to  cnromic  oxide — 
CrgO, — when  the  solution  is  acidified.  If  the  solution  is  purple-coloured,  add  a  gram  of  sodium 
peroxide,  and  boil  another  10  minutes. 

*  H.  Schwarz,  JgeiL  anal.  Cham.,  22.  530,  1888  ;  H.  Bollenbach,  Chem.  Ztg.,  31.  760,  1907  ; 
H.  Vignal,  Bull  Soc  Chim.  (2),  45.  171,  1886;  Cham.  News,  33.  195,  1886  ;  T.  W.  Homj, 
Joum.  Soc.  Chem.  Ind.,  zo.  840, 1891  ;  R.  L  Leffler,  Chsm.  News,  77. 156, 1898  ;  W.  Galbraith, 
ib.,  35.  151,  1877 :  77.  187,  1898. 
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from  the  litre  flask.  Every  gram  of  ferrous  ammonium  sulphate  oxidised 
represents  0*06447  grm.  of  chromic  oxide — CrgOg;  or  0-0853  grm.  of  chromic 
trioxide — CrOj.* 

Error  due  to  the  Filtration  of  Chromate  Solutions  through  Filter  Paper. ^ — If 
chromic  acid  solutions  be  filtered  through  paper,  low  results  may  be  obtained 
owing  to  a  partial  reduction  of  the  chromate.  This  error  can  be  avoided  by 
filtering  the  solution  through  asbestos,  or  by  oxidising  the  solution  after  the 
filtration.  The  effect  is  produced  by  both  acid  and  alkaline  solutions ;  it  is  more 
marked  with  hot  than  with  cold  solutions ;  and  also  more  marked  with  the  lower- 
grade  papers.  For  instance,  200  c.c.  of  a  solution  containing  the  equivalent  of 
25  C.C.  of  potassium  bichromate  (1  c.c. «  0*01  grm.  Fe)  were  digested  for  half  an 
hour  with  a  1 2'5-cm.  filter  paper.  In  one  case  50  c.c.  of  N-NaOH  were  added 
to  the  solution,  and  in  another  case  50  c.c.  of  N-H^SO^.  The  results  are 
shown  in  Table  LXI. 

Table  LXI, — Effect  of  Filter  Paper  on  Chromate  Solutions. 


Equivalent  in  c.e.  E3Cr207  remaining. 

Faterp.per.                   Ash  of  filter 
*^*^                    1       pa|)er. 

1 
1 

Hot  (lOO*). 

Cold. 

Acid. 

Alkaline. 

Acid.        Alkaline. 

Munkteirs  Swedish       . 
Schleicher  and  Schiills' 589  . 
Ordinary  English . 
French  grey  .... 

0-0005 
0  0003 
0*0028 
0-0189 

24-6 
28-8 
28-6 
22-6 

24-9 
24-2 
24*6 
24  0 

1          ... 

1 

•  •  •                                  •  •  • 

250             25-0 
25-0       1      25'0 
24-0             24-7 

The  error  with  the  ordinary  filtration  of  chromate  solutions  may  be  equivalent 
to  just  over  0*1  per  cent,  of  chromium. 

The  residue  on  the  filter  paper  can  be  dissolved  in  dilute  sulphuric  acid  (1:4)^ 
and  the  iron  determined  by  titration  (page  198).  The  result  is  usually  calculated 
to  FeO.  The  silica  can  be  determined  by  evaporating  the  sodium  peroxide  fusion 
with  hydrochloric  acid,  as  described  on  page  167.  An  aliquot  part  of  the  filtrate 
is  treated  with  ammonia  for  alumina  as  indicated  under  clay  analysis.  An  aliquot 
portion  of  the  solution  from  the  silica  filtrate  is  used  for  the  determination  of 
sulphur.  Magnesia,  manganese,  and  lime  can  be  determined  by  the  methods  of 
pages  213,  218,  and  374. 

§  250.  The  Gravimetric  Determination  of  Chromium  as  Barium 

Chromate. 

The  Solubility  of  Barium  Chrom^ate. — This  process  *  is  based  on  the  sparing 
solubility  of  barium  chromate  in  water.  One  part  of  the  salt  dissolves  in  87,000 
parts  of  cold,  and  in  23,000  parts  of  boiling  water. ^  The  presence  of  acetic  acid 
increases  the  solubility  of  the  chromate ;  thus,  1  part  of  the  salt  dissolves  in  3670 
parts  of  water  containing  1  per  cent,  of  acetic  acid.  The  presence  of  ammonium 
salts  also  makes  the  salt  more  soluble.  For  instance,  1  part  of  barium  chromate 
dissolves  in  about  23,000  parts  of  water  containing  0*5  per  cent,  of  ammonium 
chloride ;  in  45,000  parts  of  water  containing  0*5  per  cent,  of  ammonium  nitrate ; 
in  50,000  parts  of  water  containing  0*75  per  cent,  of  ammonium  acetate ;  and  in 

^  This  process  can  also  be  used  for  evalaatin^^  alkaline  chromates  and  bichromates. 

«  H.  Jervis,  Chem.  News,  77.  183,  1898  ;  A.  Allison,  ib.,  96.  1,  1907. 

'If  any  remain  undissolved,  the  original  fasion  was  not  complete. 

*  W.  Gibbs,  Zeit.  anal.  Chem.,  12.  809,  1898  ;  G.  Chancel,  Compt.  Hmd.  43.  927,  1856. 

'  R.  Fresenius,  Zeii.  anal.  Chem,,  2g.  414,  1890. 
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24,000  parts  of  a  1  '5  per  cent,  solution  of  ammonium  acetate.  Hence  the  solution 
in  which  the  precipitation  is  made  must  be  but  faintly  acid  with  acetic  acid. 
Mineral  acids  should  be  absent,  or,  if  present,  approximately  neutralised  by  the 
addition  of  sodium  carbonate,  followed  by  sodium  acetate.^ 

Oxidation  to  Chromic  Acid. — If  the  chromium  be  present  in  the  lower  state  of 
oxidation,  it  must  be  converted  into  chromic  acid  by  the  addition  of  an  oxidising 
agent.  For  example,  warm  the  alkaline  solution  with  potassium  persulphate,  or 
sodium  peroxide,  or  hydrogen  peroxide,*  or  bromine,*  or  chlorine.*  Nitric  acid  is 
rather  slow  in  action.^  Potassium  chlorate  acts  fairly  well  in  the  presence 
of  hydrochloric  acid,  but  there  is  a  diflSculty  in  removing  the  last  traces  of 
chlorine  oxides,  especially  in  dilute  solutions.^  If  the  chromium  be  already 
present  in  the  form  of  chromate,  there  is  no  need  for  the  oxidation. 

Precipitation  of  Bariwm,  Chromate, — Neutralise  the  solution  with  acetic  acid." 
Add  a  hot  solution  of  barium  acetate,^  slowly,  drop  by  drop,®  to  the  hot  neutral 
or  weakly  acidified  solution.  Let  the  mixture  stand  until  cold  ;  and,  when  the 
precipitate  has  settled,  wash  five  times  by  decantation  with  hot  water. ^®  Filter^* 
through  asbestos  felt  in  a  Goooh's  crucible. ^^  Wash  the  precipitate  with  dilute 
alcohol  (alcohol  1  vol.,  water  10  vols.),  and  dry  it  in  an  air  bath  at  110°.^' 

The  Ignition. — Heat  the  covered  crucible  in  a  saucer,  gently  at  first,  and 
finally  over  the  full  flame  of  a  Teclu's  burner.  In  about  5  minutes,  remove 
the  lid,  and  heat  the  crucible  until  the  precipitate  has  a  uniform  yellow  colour.^* 
Cool  the  crucible  in  a  desiccator,  and  weigh  as  barium  chromate — BaCrO^. 
Multiply  the  weight  by  0*3  or  by  0*2999  to  get  the  equivalent  amount  of 
chromic  oxide — CrgOg. 

Besults. — Working  with  solutions  containing  the  equivalent  of  0*6886  grm. 
of  BaCrO^,  the  following  numbers  were  obtained : 

BaCr04         .         .        .        0*6922  0*6918  06876  0*6861    grm. 

Error   ....     +00086        +0*0032         -0*0010         -0*0026    grm. 

The  precipitate  may  be  dissolved  in  hydrochloric  acid,  mixed  with  a  solution  of 
potassium  iodide,  and  the  liberated  iodine  titrated  with  sodium  thiosulphate  as 
indicated  on  page  352  for  copper,  etc**     Instead  of  barium  acetate,  lead  nitrate 

*  L.  Schulemd,  Journ.prakt,  Ostein,  (2),  19.  36,  1890. 

2  W.  J.  Sell,  Cfiem.  News,  54.  299,  1886  ;  A.  Carnot,  Compt.  Rend,,  107.  997,  1888. 

'  Bromine  is  a  favourite  oxidising  agent.  It  does  net  attack  platinum.  R.  von  Wagner, 
DexU.  Ind,  Ztg.,  19.  114,  1878  ;  Dingler*s  Joum.,  218.  332,  1876  ;  219.  644,  1876  ;  P.  Waage, 
Zeit,  anal.  Chern.,  10.  206,  1871  ;  C/iem,  News,  25.  282,  1872;  H.  Kammerer,  Ber,,  4.  218, 
1871  ;  E.  Reichardt,  Arch.  Pharm.  (3),  5.  1,  1876  ;  G.  Vulpius,  ih.  (3),  5.  422,  1876. 

*  W.  Gibbs,  Amer.  J.  Scknce  (2),  jg,  58,  1865. 

^  If  the  solution  also  contains  chlorides,  nitric  acid  must  not  be  use<^  in  a  platinum  dish. 

«  F.  H.  Storer  {Proe.  Amer.  Acad.,  4.  342,  1869  ;  Amer.  J,  Science  (2),  45.  190,  1868)  used 
a  mixture  of  potassium  chlorate  and  nitric  acid  for  oxidising  chromium  salts — B.  Pawolleck, 
Ber,,  16.  3008,  1883. 

^  For  the  reduction  of  chromic  bv  acetic  acid,  see  H.  Basset,  Chem.  News,  79.  167,  1899. 
"  Small  quantities  of  acetone,  aldehyde,  etc.,  are  present  in  the  inferior  (grades  of)  acid." 

^  Barium  nitrate  or  chloride  furnish  rather  high  results,  and  are  n^t  so  satisfactory  as  the 
acetate— F.  L.  Langmuir,  Ucher  die  quantitative  Bestimmung  des  Chroms  avtf  gcwicktsanalyiUehtn 
und  kolorimetrischcn  Wege,  Freiburg  i.  Br.,  1906. 

^  If  the  barium  acetate  be  added  too  quickly,  barium  acetate,  etc. ,  will  be  carried  down  with 
the  chromate— R.  H.  Richards,  Chem.  Ntws,  21.  198,  1870. 

'*  A.  H.  Pearson  {Chein.  A^eivs,  2|.  198,  1870)  recommends  a  solution  of  ammonium  acetate 
for  the  washing. 

**  The  precipitate  is  very  awkwai-d  to  filter  through  paper. 

^^  Use  very  gentle  suction.  If  strong  suction  be  applied,  the  felt  gets  choked,  and  subsequent 
filtration  and  washing  will  be  very  slow. 

^'  It  will  be  remembered  that  vanadium  will  be  precipitated  as  barium  vanadate,  if  this  metal 


be  present— A.  Carnot,  Compt.  Rend  ,  104.  1803,  1887. 
^*  The  edires  near  the  crucible  sometii 


Jges  near  the  crucible  sometimes  appear  green.     This  is  due  to  a  slieht  reduction  by 

dust  and  alconol.     When  heated  in  the  open  crucible,  the  green  colour  gradually  disappears. 
"  K.  Zulkowsky,  Joum.  prakt,  Chem.  (2),  103.  361,  1868  ;  L.  Crismer,  Ber,,  17.  642, 1884. 
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or  mercurous  nitrate  may  be  used  as  precipitating  agents.  The  precipitate  is 
washed  with  a  solution  of  the  salt  us^  for  the  precipitation.  In  the  case  of 
mercurous  chromate,  ignition  converts  the  precipitate  into  chromic  oxide — CrgOj. 

§  251.  The  Gravimetric  Determination  of  Chromium  as 

Chromic  Oxide 

Chromium  is  most  easily  and  quickly  determined  by  volumetric  methods.  The 
gravimetric  process  is  only  employed  in  special  cases.  If  the  chromium  be  in  solu- 
tion in  the  lower  state  of  oxidation,  it  can  be  precipitated  by  the  addition  of  a  slight 
excess  of  ammonia  in  the  presence  of  ammonium  salts ;  ^  of  freshly  prepared 
ammonium  sulphide  to  the  boiling  solution  ;  or  of  hydrazine  sulphate.^  Filter, 
wash,  calcine,  and  weigh  as  chromic  oxide — CrgOj.  Details  of  the  procedure  are 
as  follows : — 

Reduction  of  Chromates. — If  chromates  be  present,  they  must  be  reduced 
to  a  form  suitable  for  treatment  by  this  process.  Boil  the  solution  with  10 
c.c.  of  hydrochloric  acid,  and  10  c.c.  of  alcohol ;  and  continue  the  boiling  until 
all  the  alcohol  has  been  expelled.  Sulphurous  acid  and  sulphites  are  also 
excellent  reducing  agents.  Jannasch  and  Mai^  reduce  the  solution  by  the 
addition  of  5  c.c.  of  hydrochloric  acid  and  a  couple  of  grams  of  hydroxy lamine 
hydrochloride.  This,  later  on,  facilitates  the  precipitation  and  washing. 
Slightly  better  results  are  obtained  with  sulphuric  acid**  and  hydroxylamine 
hydrochloride.  Suppose  that  25  c.c.  of  a  solution  of  potassium  chromate  be 
under  investigation,  acidify  the  cold  solution  with  I  to  5  c.c.  of  dilute  sulphuric 
acid,  and  add  1  gram  of  hydroxylamine  hydrochloride.^ 

The  Precipitation. — Add  a  slight  excess  of  ammonia,^  and  boil  the  solution 
to  drive  off  the  excess  of  ammonia.  Filter  quickly  while  still  hot,  and  wash 
with  a  dilute  solution  of  ammonium  nitrate  as  indicated  for  alumina  (page 
183).  The  precipitate  is  dissolved  in  hydrochloric  acid  and  again  precipitated 
with  ammonia,  etc.,  as  just  described.'^ 

Ignition. — The  wet  precipitate  is  placed  in  a  platinum  crucible,  and  the 
temperature  gradually  raised  so  as  to  prevent  small  particles  of  the  precipitate 
being  projected  from  the  crucible.  After  heating  over  the  Bunsen's  flame, 
finish  the  ignition  over  the  blast.     Weigh  as  CrjOg. 

The  following  numbers  were  obtained  with  one  precipitation,  using  the 
equivalent  of  0*1034  grm.  of  Cr^Og,  2  c.c.  of  the  tannin  solution,  1  c.c.  of 
sulphuric  acid,  and  1  grm.  of  hydroxylamine  hydrochloride  : 

CfsO,  found        .        .         .        0*1033  0*1031  0*1034    grm. 

Error  ....     -0*10  -0*29  -0*00        percent 

Errors, — As  a  matter  of  fact,  the  results  are  generally  high,  possibly  owing 
to  the  formation  of  a  little   alkaline  chromate.     The  alkalies   come  from   the 

»  M.  Z.  Jowitschitsch,  MoncUs.  Chem,,  34.  225,  1913. 

2  T.  Hanusand  T.  Lucas,  Ghent,  Ztg.,  36.  1134,  1912. 

'  P.  Jannasch  and  J.  Mai,  Ber.^  26.  1786,  1893;  P.  Jannasch  and  F.  Riihl,  Jouni.  prakt, 
Chem.  (2),  72.  10,  1905  ;  C.  Friedheim  and  P.  Hasenclever,  Zeit,  anal.  Chem.y  44.  594,  1905. 

^  It  is  not  advisable  to  use  less  than  1  c.c.  of  dilute  sulphuric  acid.  If  too  little  acid  be 
employed,  the  reduction  is  disturbed  by  a  side  reaction  attended  by  the  development  of  nitrous 
furoes,  and  the  formation  of  a  brown  instead  of  a  violet-coloured  solution. 

^  The  addition  of  2  c.c.  of  a  2*5  per  cent,  solution  of  tannin  before  the  addition  of  the 
ammonia  gives  a  precipitate  much  easier  to  filter  and  wash — R.  £.  Divine,  Jourtu  Soc.  Chem. 
IfuL,24.  11,  1905. 

'  Chromium  hydroxide  is  soluble  in  an  excess  of  ammonia,  forming  a  red  solution.  This 
can  easily  be  demonstrated  by  adding  ammonia  to  a  dilute  solution  of  a  chromium  salt.  No 
precipitate  can  be  observed  until  the  solution  has  been  boiled  a  long  time. 

^  Take  care  in  the  washing,  or  the  results  may  be  2  per  cent,  high  when  only  one  precipitation 
is  made. 
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reagents,  imperfect  washing,  etc.^  Genth  ^  recommends  boiling  the  precipitate 
with  .sulphurous  acid  before  it  is  weighed,  in  order  to  make  sure  that  the 
chroroat€»  are  reduced ;  Clouet  ^  recommends  boiling  the  precipitate  with 
alcohol ;  and  Clark  *  suggests  removing  the  chromates  by  washing  with  dilute 
acetic  acid,  and  estimating  them  by  titration  with  Mohr's  salt ;  the  chromates 
may  be  also  estimated  colorimetrically.  With  the  method  described  in  the  text 
there  is  no  need  for  any  of  these  methods  of  purification. 

Hence,  the  two  important  errors  in  this  determination  arise  from  the 
solubility  of  the  hydroxide  in  ammonia,  and  the  presence  of  alkalies  in  the 
calcined  oxide.  If  the  excess  of  ammonia  be  expelled  by  boiling,  the  precipitate 
becomes  slimy,  and  difficult  to  wash,  and  so  aggravates  the  second  source  of 
error.*  The  effect  of  a  slight  excess  of  ammonia  need  not  bo  feared  when  hydro- 
xylamine  is  used,  because  hydroxylamine,  not  free  ammonia,  will  be  present,  and 
chromium  hydroxide  is  not  appreciably  soluble  in  this  menstruum.  Again,  the 
addition  of  tannin  enables  the  precipitate  to  be  more  readily  washed,  and  thus 
facilitates  the  removal  of  alkalies. 

It  is  interesting  to  note  that  the  precipitated  chromium  hydroxide  may  be 
coloured  either  violet,  or  green,  or  intermediate  tints.  The  green  precipitate^^ 
is  commonest  with  the  alcohol  reduction,  the  violet  with  the  hydroxylamine 
reduction.  The  violet  precipitate  is  nearly  always  obtained  by  the  method 
described  in  the  text.  If  tannin  is  present,  the  precipitate  appears  grey.  The 
green  precipitate  seems  to  have  a  greater  avidity  for  alkalies  than  the  violet- 
coloured  one,  and  thus  gives  rather  higher  results. 

Effect  of  Phosphoric  Acid. — When  phosphoric  acid  is  present,  chromium 
phosphate  will  be  precipitated.^  In  that  case,  fuse  the  dried  precipitate  with 
sodium  carbonate  and  a  little  sodium  nitrite.  Dissolve  the  melt  in  water 
acidified  with  nitric  acid,  and  precipitate  the  phosphoric  acid  with  ammonia 
and  magnesia  mixture.  The  chromium  may  be  determined  by  difference,  or 
precipitated  from  the  filtrate  as  barium  chromate,  or  determined  volumctrically. 

§  252.  The  Volumetric  Determination  of  Vanadium. 

One  method  for  the  determination  of  vanadium  is  based  on  the  reduction  of 
vanadium  pentoxide — VjOj — by  sulphur  dioxide  to  vanadium  tetra-oxide — V2O4, 
— and  the  re-oxidation  of  the  latter  by  a  standard  solution  of  potassium  per- 
manganate.^ 

1  T.  Wilm,  Ber.,  12.  2223,  1887  ;  Ckein,  News,  41.  222,  1880 ;  F.  P.  Treadwell,  Ber.,  15. 
1892,  1880.  A.  Souohay  {Zeit,  anal.  Chem.,  4.  66,  1865)  thinks  that  the  high  results  are  due 
to  the  action  of  the  ammonia  on  the  glass  yessels. 

a  F.  A.  Genth,  Amer.  J.  Scu7ice  (2),  5.  418,  1873. 

^  P.  Clouet,  Ann,  Chim.  Phys,  (4),  16.  90,  1849. 

*  J.  Clark,  Chem.  News,  24.  304,  1871. 

"  J.  Hanusand  J.  Lakas(/n^.  Cong.  App.  Chem,,  8.  209,  1912)  quantitatively  precipitate 
chromium  from  neutral  or  alkaline  solutions— containing  chromales,  or  chromic  salte— by  means 
of  hydrazine  hydrate  or  some  of  the  derivatives  of  hydrazine — hydrazine  sulphate,  phenyl- 
hydrazine,  thiosemicarbazide.  The  precipitation  is  more  rapid  and  complete  in  the  presence 
of  ammonium  chloride,  and  thiosemicarbazide  gives  best  results. 

*  The  violet  hydroxide  is  possibly  Cr(0H)3  ;  the  green,  Cr.20(OH)4. 

'  H.  Baubigny,  Bull,  Soc,  Chim,  (2),  41.  291,  1884 ;  Chejn,  News,  50.  18,  1884. 

*  W.  F.  HiTlebrand,  Joum.  Amer.  Ckem.  Soc,  ao.  461,  1898  ;  A.  Bettendorff,  Pogg.  Ann., 
160.  126,  1877;  C.  Czudnowicz,  ib.,  lao.  17,  1863;  C.  Rammelsberg,  Bcr.,  I.  168,  1868; 
B.  W.  Gerland,  ib,,  10.  1513,  1616,  1877  ;  0.  Manasse,  LieHg's  Ann.,  240.  23,  1887  ;  ZeU. 
anal,  Chem.,  32.  226,  1893  ;  0.  Lindeniann,  ib.,  18.  99,  1879  ;  F.  A.  Genth  and  G.  von  Rath, 
Chem,  News,  53.  218,  1886  ;  34.  78,  1896  ;  J.  R.  Cain,  Bull,  Bur.  Standards,  7.  877,  1911  ; 
E.  de  M.  Campbell  and  C.  E.  Griffin,  Joum.  Ind.  Eng.  Chem.,  I.  661,  1909  ;  G.  Auchy,  id.,  I. 
456,  1910 ;  G.  Edgar,  Amer.  J.  Science  (4),  25.  332,  1908  ;  F.  A.  Gooch  and  L  B  Stookay, 
ib.  (4),  14.  869,  1902  ;  F.  A.  Gooch  and  R.  D.  Gilbert,  ib.  (4),  15.  389,  1903  ;  F.  A.  Genth, 
ib.  (3),  12.  32,  1876  ;  F.  A.  Gooch  and  G.  Edgar,  ib.  (4),  25.  233,  1908  ;  Ber.,  38.  600,  1905  ; 
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Suppose  we  have  to  deal  with  the  solution  remaining  after  the  determination 
of  chromium  (page  473).^  The  boiling  solution  is  reduced  with  sulphur  dioxide, 
and  the  excess  of  sulphur  dioxide  is  expelled  by  passing  a  current  of  carbon 
dioxide  through  the  solution,  which  is  then  titrated,  while  hot,  with  a  dilute 
solution  of  potassium  permanganate— approximately  yJjy-N,  that  is,  0'3163 
grm.  of  KMnO^  per  litre  ^ — until  a  permanent  pink  colour  is  obtained. 

If  but  a  small  quantity  of  permanganate  be  employed,  verify  the  presence  of 
vanadium  as  follows : — Evaporate  the  solution  to  dryness  in  order  to  expel  the 
sulphuric  acid  ;  take  up  the  residue  with  3-4  c.c.  of  water  ;  acidify  the  solution 
with  a  few  drops  of  nitric  acid ;  and  add  two  or  three  drops  of  hydrogen  per- 
oxide. A  brownish-red  colour  indicates  vanadium.  If  the  solution  be  titrated 
cold,  the  end  point  is  not  so  sharp.^ 

After  the  titration,  reduce  the  boiling  solution  with  a  current  of  sulphur 
dioxide,  when  ^202(804)3  passes  to  V202(S04)2 ;  or,  generalised  : 

Boil  the  solution  while  a  rapid  current  of  carbon  dioxide  is  passing  through  until 
the  escaping  gas  no  longer  decolorises  a  solution  of  potassium  permanganate. 
Repeat  the  titration  on  the  hot  solution.  The  reduction  and  titration  can  be 
repeated  once  again.  The  last  two  results  will  probably  be  lower  than  the 
first.  The  mean  of  these  titrations  represents  the  vanadium  in  the  given 
solution. 

Ilillebrand's  Correction  for  Excess  of  Chromiwni. — If  over  0'005  grm.  of 
chromium  be  present,  a  correction  must  be  made,  since  an  appreciable  quantity 
of  the  permanganate  is  needed  for  oxidising  the  chromium.  Make  a  solution  of 
potassium  chromate  containing  the  same  amount  of  chromium  as  the  solution 
under  investigation.  Reduce  with  sulphur  dioxide  as  indicated  for  vanadium, 
and  titrate  with  the  standard  permanganate.  The  amount  of  permanganate 
used  must  be  subtracted  from  that  consumed  in  titrating  for  vanadium,  and  the 
difference  represents  that  used  in  converting  ^j^^-^^2^b'  ^^  ^®  perhaps  easier  to 
determine  the  chromic  and  vanadic  acids  volumetrically  by  the  following  process 
than  to  apply  these  corrections. 

Volumetric  Determination  of  Chromic  and  Vanadic  Acids. — It  might  be  added 
that  Edgar*  has  devised  a  process  for  the  simultaneous  determination  of  these 
two  compounds.  The  process  is  based  on  the  fact  that  hydrobromic  acid  will 
reduce  vanadic  acid  to  vanadium  tetroxide — ^<fifr^^2^A — ^"^  chromic  acid  to 
chromic  oxide — 2Cr03->Cr203  ;  and  hydriodic  acid  will  reduce  vanadium  tetroxide 
to  the  trioxide — V204-»'V203,  and  leave  chromic  oxide  unaffected.     The  mixture  of 


E.  P.  Alvarez,  Chem.  Ztg.,  33. 149,  1909  ;  P.  Slawik,  ib.,  36.  171, 1912  ;  K  Campagne,  Bull,  Soc. 
Chim.  (3),  31.  962, 1906 ;  CompL  Bend. ,  137.  670, 1898 ;  A.  Ditte,  ib.,  loi.  698, 1885 ;  C.  Matignon 
and  P.  Monnet,  i6.,  134.  542,  1902  ;  W.  Heike,  StahlMsen,  25. 1367, 1905  ;  C.  Hensen,  Kritische 
Untersuchung  der  Vaiuidin  Bestiminungsmethoden^  AacheD,  36,  1909.  H.  E.  Roscoe  {Jo urn. 
Chent.  Soc,  ll.  928, 1871)  consirlered  the  process  by  zinc  reduction  not  reliable.  D.  J.  Demorest, 
Joum.  Ind,  Eng.  Ghem.y  4.  249,  896,  1912  ;  J.  R.  Cain  and  J.  C.  Hostetter,  z6.,  4.  250,  1912  ; 
J.  R.  Cain  and  D.  J.  Demorest,  ih.,  4.  266,  1912 ;  F.  Garratt,  it.,  4.  256,  1912. 

^  If  molybdenum  and  arsenic  be  present,  the  solution,  after  the  determination  of  chromium 
(page  478),  is  acidified  with  sulphuric  acid,  and  treated  with  hydrogen  sulphide  ([>age  277),  when 
both  arsenic  and  molybdenum  together  with  traces  of  platinum  from  the  crucible  are  pre- 
cipitated.    Boil  the  filtrate  to  expel  hydrogen  sulphide. 

'  1  grm.  KMn04  corresponds  with  2*883  grms.  VgOs  for  the  oxidation  V204->V206. 

*  The  temperature  of  the  solution  being  titrated  is  of  importance ;  the  best  temperature  is 
between  70'  and  80".  If  the  titration  be  conducted  at  too  low  a  temperature,  the  end  point  is 
not  sharp  enough,  and  if  at  too  high  a  temperature,  the  permanganate  may  be  reducea  by  the 
hot  sulphuric  acid  solution  of  manganous  sulphate,  as  shown  by  A.  C.  Sarkar  and  J.  M.  Dutta 
{Z€U.  anorg.  CJiem.,  67.  225,  1910). 

*  G.  Edgar,  Anur,  J,  Science  (4),  26.  333,  1908. 
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chromic  and  vanadic  oxides  (abAut  03  gnn.)  is  boiled  in  a  flask  A,  fig.  154,  with 
15  c.c.  of  hydrochloric  acid,  and  2  grms.  of  potassium  bromide.  The  flask  is 
arranged  so  that  a  slow  current  of  hydn^n  from  a  Kipp's  apparatus  and  wa^- 
bottle,  B,  passes  while  the  solution  is  being  boiled.  The  bromine  vapour  evolved 
owing  to  the  reaction:  VjOj  +  2CrO,+ 8HBr  =  V,O,  +  Crj0j  +  4H20  +  8Br,  is 
led  through  a  pair  oF  Wdibliog's  flaska,  C,  containing  an  alkaline  solution  of 
potassium  iodide.  When  the  reaction  is  over,  the  contents  of  the  absorption 
bulbs  are  washed  into  an  Erlenmejer's  flaak ;  the  solution  is  acidified  with 
hydrochloric  acid  ;  and  the  free  iodine,  liberated  by  the  action  of  the  bromine 
on  the  potassium  iodide^Br2  +  2KI  =  2KBr  + I, — is  titrated  with  sodium  thi<>- 
sulphate  in  the  usual  manner. 

Two  grams  of  potassium  iodide,  15  c.c.  of  hydrochloric  acid,  and  3  c.c.  of 
syrupy  phosphoric  acid  are  now  added  to  the  solution  in  the  boiling  flask,  and 


Flo.  1S4.— SimulUnMnisdoterraiDatioD  of  chromic  and  vui4dic  ujda. 

the  distillation  repeated  as  before  in  a  current  of  hydrc^en.  The  absorption 
flasks  are  charged  as  before,  and  the  iodine  liberated  by  the  reaction — ^,0^  + 
2H1  =  VjOg  +  HjO  +  Ij — is  absorbed  by  the  alkaline  potassium  iodide,  and 
titrated  as  before.  The  second  titration  furnishcit  data  for  calculating  the 
amount  of  vanadic  acid  in  the  original  solution ;  and  the  first  aud  second  titra- 
tions give  data  for  calculating  the  amount  of  chromic  acid. 

Volumetric  Determination  of  Vanadium  and  MolyMenum.^ — If  a  solution  of 
molybdic  and  vanadic  acids  be  treated  with  sulphur  dioxide,  the  vanadic  acid, 
VjOj,  is  alone  reduced  to  vanadium  tetroiide,  VjO^,  provided  the  solution  contains 
no  more  than  0'2  grm.  of  molybdic  acid  per  50  c.c,  and  approximately  1  c.c.  of 
froe  sulphuric  acid.  When  the  reduction  is  complete,  pass  a  current  of  carbon 
dioxide  through  the  boiling  liquid  to  drive  off  the  sulphur  dioxide.  The  vanadium 
totroxide  can  be  titrated  in  the  usual  manner  with  y'^N-potassium  permiuigaDate. 
Then  pass  the  solution  through  a  roductor  containing  amalgamated  zinc,  and 
1  G.  Edgar,  Amer.  J.  Seitnee  (4),  25.  883,  1908. 
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received  into  50-60  c.c.  of  a  10  per  cent,  solution  of  ferric  alum  ;  add  8-10  c.c. 
of  syrupy  phosphoric  acid  to  decolorise  the  iron  salt,  and  titrate  with*  t^-N 
potassium  permanganate  as  before.  The  permanganate  required  for  the  latter 
titration  includes  that  required  for  converting  the  VjOg  to  VjO^,  and  for  the 
conversion  MojOg  to  2MoOg ;  the  former  is  three  times  the  amount  consumed  for 
the  VjO^-^VgOg  titration. 

Volumetric  Determination  of  Vanadium  and  Iron.^ — If  a  mixed  solution  of 
ferric  and  vanadic  oxides,  acidified  with  a  little  sulphuric  acid,  be  treated  in  a 
similar  manner,  the  first  titration  (after  the  sulphur  dioxide  reduction) 
corresponds  with  the  conversion  of  V2O4  to  VgOg,  and  of  2FeO->Fe203 ;  and  the 
second  titration  (after  the  zinc  reduction)  with  y202'^^2^b>  *"^  ^^  ^  FeO-^FcgOg. 
Hence,  with  ^N-permanganate,  the  difference  between  the  two  titrations 
multiplied  by  0'00456  gives  the  amount  of  vanadic  acid  originally  present,  and 
the  amount  of  iron  can  then  be  calculated  from  either  titration. 

§  253.  The  Gravimetric  Separation  of  Chromium  and  Vanadium. 

Instead  of  applying  the  colorimetric  process  for  chromium,  followed  by  the 
volumetric  process  for  vanadium,  these  two  constituents  can  be  determined 
gravimetrically 2  in  the  following  manner: — Hydrochloric  acid,  if  present,  is 
expelled  from  the  solution  by  repeated  evaporation  with  nitric  acid.^  The 
solution  is  just  neutralised  with  sodium  hydroxide,  and  acidified  with  acetic 
acid,  or  lead  acetate  is  added  to  the  boiling  solution.  Boil  three  or  four  minutes. 
The  voluminous  precipitate  of  lead  chromate  and  lead  vanadate*  soon  settles, 
provided  too  great  an  excess  of  lead  acetate  has  not  been  added.^ 

*  G.  Edgar,  Amer,  J,  Science  (4).  26.  79,  1908. 

^  The  ehromium  may  be  separated,  if  desired,  by  reducing  the  solution  with  sulphurous  acid. 
Pour  the  boiling  solution  slowly,  with  constant  stirring,  into  a  boiling  solution  of  sodium 
hydroxide  containing  100  grms.  of  solid  per  litre.  Boil,  filter,  and  wash.  Neutralise  with 
nitric  acid  (blue  litmus  just  red)  and  add  a  few  drops  of  sodium  hydroxide ;  boil  and  filter. 
The  precipitate  contains  the  chromium,  nickel,  iron,  manganese  and  copper  if  present.  A  ti'ace 
of  chromium  may  also  pass  into  the  filtrate,  since  the  manganese  peroxide  formed  during,  the 
boiling  of  the  solution  oxidises  the  chromium  to  soluble  chromate  (J.  R.  Cain,  Joum,  Ind.  Eiig, 
Ch^m.,  3.  476,  1911  ;  4.  17,  1912 ;  A.  A.  Noyes  and  W.  0.  Bray,  Tech.  Quart.,  21.  14,  1908). 
Most  of  the  vanadium  passes  into  the  filtrate,  though  a  little  may  be  retained  by  the  precipitate, 
and  two  or  three  precipitations  may  be  needed  to  get  all  the  vanadium  in  the  filtrate  (W. 
Trautmann,  Stakl  Eisen,  30.  1802,  1910).  This  is  attended  by  the  passage  of  a  relatively 
large  amount  of  chromium  into  the  filtrate.  Vanadium,  if  present,  is  generally  precipitated  by 
ammonia  along  with  aluminium,  hydroxide,  etc.  Warm  the  precipitate  with  ammonium 
phosphate  on  a  Water  bath.  Ammonium  vanadate  passes  into  solution,  and  aluminium  and 
ferric  phosphates  remain  insoluble.  Wash  the  precipitate  with  ammonium  chloride  solution — 
O.  Bettendorff,  Fogg.  Ann.,  160.  126,  1877. 

^  If  the  fused  cake  obtained  in,  say,  the  barium  carbonate  precipitation  is  under  treatment, 
dissolve  the  mass  in  hot  water ;  add  2-3  c.c.  of  hydrogen  peroxide  to  the  filtrate  in  order  to 
destroy  any  nitrates  present  and  prevent  their  reducing  chromium  and  vanaiclium.  Boil  10-15 
minutes  to  destroy  the  hydrogen  peroxide  and  prevent  its  reducing  chromic  acid  when  the 
solution  is  acidifiea  (perchromic  acid,  of  course,  would  be  first  formed,  but  this  rapidly  decom- 
poses). In  case  the  cake  is  under  treatment,  it  is  well  to  make  sure  the  insoluble  matter  does 
not  contain  chromium  by  re-fusing,it  with  the  mixture  (sodium  carbonate  4  ;  sodium  nitrite  1). 
If  the  fused  cake  is  white  when  cold,  chromium  is  absent ;  if  yellow,  determine  the  chromium 
coloiimetrically. 

•*  T.  Fischer,  Ueber die Bestimmurig von  Vanadinsdurcy  Berlin,  1894 ;  G.  Sefstrbm,  Pogg.  Ann., 
21.  48,  1831 ;  J.  J.  Berzelius,  ib.,  22.  1,  1831 ;  H.  £.  Roscoe,  Liebig's  Ann.  Suppl.,  8.  95, 
1872 ;  E.  Claassen,  Amer.  Chem.  Joum.^  7.  849,  1886 ;  H.  Cormimbccuff,  Ann.  Chim.  AncU. 
^PP-,  7.  258,  1902.  H.  F.  Watts  ( Weslt^n  Chem.  Met.,  5.  408,  1909  ;  CJitm,  Newe,  lOi.  34, 
1910)  precipitates  lead  vanadate  in  a  solution  just  acid  with  nitric  acid  and  containing  1  to  2 
gnns.  of  sodium  acetate.  The  precipitate  is  dissolved  in  dilute  nitric  acid,  and  the  lead  and 
uitnc  acid  removed  by  repeated  evaporation  with  sulphuric  acid. 

^  If  the  sodium  carbonate  fusion  be  treated  with  a  slight  excess  of  dilute  nitric  acid  (1:1) 
and  boiled  vigorously  a  few  minutes  to  expel  the  carbon  dioxide,  just  neutralised  with  scnlium 
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Separation  of  the  Chromium. — Evaporate  the  solution  to  about  30  c.c.  on 
a  water  bath.  Add  2  grms.  of  solid  potassium  carbonate ;  evaporate  the  sohition 
to  dryness ;  take  up  the  residue  with  a  little  hot  water ;  let  the  precipitate 
settle,  and  decant  the  clear  liquid  through  a  filter  paper.  Wash  the  filter  paper 
w^ith  water,  and  then  wash  any  precipitate  which  may  be  on  the  paper  back  into 
the  vessel  containing  the  bulk  of  the  precipitate.  Evaporate  the  filtrate  down  to 
about  15  c.c.  and  repeat  the  operations  just  described.  If  the  precipitate  is 
white,^  wash  the  precipitate ;  if  yellowish,  repeat  the  treatment  with  potassium 
carbonate.  The  filtrate  contains  the  chromic  acid.  Acidify  the  solution  with 
acetic  acid — carbon  dioxide  is  evolved,  and  lead  chromate  is  precipitated.  The 
solution  is  heated  to  boiling,  and  more  lead  acetate  is  added  until  all  the  chromium 
is  precipitated,  and  the  precipitate  is  treated  gravimetrically  as  indicated  on  page 
325 ;  or  the  lead  chromate  precipitate  is  collected  on  the  asbestos  mat  in  a 
Gooch's  crucible,  and  then  dissolved  in  hot  dilute  hydrochloric  acid  (1:4).  The 
solution  is  cooled';  treated  with  an  excess  of  ferrous  sulphate ;  and  titrated 
with  standard  bichromate  or  permanganate  as  directed  on  pages  198  and  453. 

Precipitation  of  the  Vanadium, — The  precipitate  of  lead  carbonate  and  lead 
vanadate  ^  is  dissolved  in  nitric  acid  ;  evaporated  to  dryness ;  and  the  solution 
taken  up  with  dilute  hydrochloric  acid.  The  lead  is  precipitated  as  sulphide.  Filter. 
Evaporate  the  solution  dow^n  to  a  small  volume,  and  treat  it  with  concentrated 
nitric  acid ;  evaporate  to  dryness  ]  filter  into  a  platinum  crucible ;  and  after 
calcination  (fusion)  weigh  as  VjOg.  (For  the  effect  of  chlorides,  see  page  472.)  The 
vanadium  may  here  be  determined  volumetrically  (page  480)  or  colorimetrically. 

§  254.  The  Rapid  Determination  of  Vanadium— Cain  and 

Hostetter's  Process. 

In  the  absence  of  titanium,  the  hydrogen  peroxide  colorimetric  process 
described  for  titanium  can  be  applied,  mutatis  mutandis^  to  vanadium.^  Gregory's 
colorimetric  process  ^  can  be  used  for  the  colorimetric  determination  of  vanadium 
in  the  presence  of  titanium.  It  is  based  on  the  orange  coloration  which  is 
developed  when  an  acid  solution  of  vanadic  sulphate  is  brought  in  contact  with 
strychnine.  The  solution  is  at  first  coloured  deep  violet ;  this  gradually  changes 
to  an  intense  orange.  The  intensity  of  the  orange  coloration  depends  upon  the 
amount  of  vanadium   in   the   solution.      The   process   gives  fairly  satisfactory 

hydroxide,  and  2  c.c.  of  nitric  aoid  (1  : 1)  per  100  c.c.  of  solution,  followed  by,  say,  20  c.c.  of 
a  20  per  cent  solution  of  lead  nitrate,  lead  chromate  alone  is  precipitated  from  the  cold  solution 
containing  chromium,  vanadium,  and  uranium,  according  to  A.  A.  Noyes,  W.  C.  Bray,  and 
E.  B.  Spear  (IVcA..  Quart.,  21.  14,  1908;  Joum,  Amer.  Chein.  Soc.,  30.  481,  1908;  R.  Cain, 
Joum.  Ind.  Eng.  Cfiem,,  4. 17, 1912),  only  0'0001-0'0003  grm.  of  chromium  remains  in  solution, 
and  no  precipitate  was  obtained  with  solutions  containing  0*1  grm.  of  vanadium.  Lead 
vanadate  is  s{)aringly  soluble  and  can  be  precipitated  quantitatively  in  presence  of  a  weaker  acid — 
acetic  acid  and  ammonium  acetate.  Lead  uranate  is  precipitated  from  neutral  or  slight! v  alkaline 
solutions.     If  the  filtrate  is  afterwards  required,  the  lead  is  removed  with  hydrogen  sulphide. 

*  The  ether  and  hydrogen  peroxide  test  for  chromium  can  be  made.  G.  Werther,  Joum.  prakt, 
Chtm.  (1),  83.  195,  1861.  According  to  F.  H.  Storer,  this  reaction  detects  1  part  of  potf»sium 
chromate  in  40,000  parts  of  water.  W.  J.  Karslake,  Joum.  Amer.  Chem,  Soc.^  31.  250,  1909  ; 
C.  Reichard,  Zeit.  anal.  CA^m.,  40.  577, 1901  ;  M.  Martinon,  Bull,  See,  Chim.  (2),  45.  862, 1886. 

^  R.  Holverscheit,  Uef>er  die  quantitcUive  Bestimmung  des  Vanadins  und  die  Trennung  der 
Vanaditisaure  von  Phosphor saurc,  Berlin,  21,  1890. 

3  V.  von  Klecki,  Zeit.  anorg,  Chem  ,  5.  374,  1894  ;  L.  Maillard,  Bull,  Soe.  Chim.  (8),  23. 
422,  559,  1900;  Chetn,  News,  82.  19,  1900;  L.  C.  Barreswil,  Compt.  Bend,,  16.  1085,  1848  ; 
G.  Werthier,  Joum.  prakt.  Chem.  (1),  83.  195,  1861 ;  C.  Reichard,  Zeit,  anal.  Chem,,  40. 
577,  1901  ;  42.  95,  293,  1903. 

*•  A.  W.  Gregory,  Chem.  News,  lOO.  221,  1909  ;  J.  R.  Cain  and  J.  C.  Hostetter, /oum.  Ind. 
Eng,  Chem,,  4.  250,  1912.  The  lower  oxides  of  vanadium  do  not  give  the  colour  test.  For 
other  colour  reactions  see  L.  Levy,  Compt.  Bend.,  Z03.  1195,  1886  ;  C.  Matignon,  t&.,  138.  82, 
1904  ;  C.  Reichard,  l,c.  ;  V.  von  Kleoki.  l.c,  ;  C.  Laar,  Ber,,  15.  2086,  1882  ;  0.  N.  Witz, 
Dingler's  Joum.,  250.  271,  1883  ;  Bull.  Soe.  Chim.  (2),  45.  309,  1886. 
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results  in  the  presence  of  titanium,  molybdenum,  and  tungsten,  but  it  is  not 
satisfactory  in  the  presence  of  iron.  Of  course  the  iron  can  be  removed  by 
fusion  with  sodium  carbonate,  and  extraction  with  water.  The  use  of  concen- 
trated sulphuric  acid  is  a  very  unpleasant  feature  in  this  process.  The  following 
volumetric  method,  due  to  Cain  and  Hostetter,  enables  a  vanadium  determina- 
tion to  be  made  in  about  half  an  hour.  The  process  is  based  on  the  fact  that 
vanadic  acid  can  be  quantitatively  precipitated  by  ammonium  phosphomolybdate, 
and  the  vanadium  reduced  to  the  quadrivalent  condition  by  hydrogen  peroxide 
without  interference  from  the  associated  iron  and  molybdenum.  The  solution 
can  then  be  titrated  with  permanganate  in  the  usual  manner. 

The  solution  under  investigation  in  the  Erlenmeyer's  flask — containing  possibly 
iron,  titanium,  chromium,  vanadium,  manganese,  etc. — is  heated  to  boiling  and 
treated  with  ammonia ;  the  precipitate  is  washed  once  or  twice  by  decantation, 
and  dissolved  in  nitric  acid  (sp.  gr.  1*135).  Boil  the  solution  until  it  is  free 
from  fumes,  and  oxidise  it  with  potassium  permanganate.  Dissolve  the  pre- 
cipitate by  treatment  with  sodium  sulphite,  and  boil  the  mixture  until  it  is  free 
from  nitrous  fumes.  Nearly  neutralise  the  solution  with  ammonia,  and  add  an 
amount  of  a  solution  of  sodium  phosphate^  equivalent  to  ten  times  as  much 
phosphorus  as  there  is  vanadium  present.  Heat  the  solution  to  boiling,  and  add 
sufficient  ammonium  molybdate  (page  595)  to  precipitate  all  the  phosphorus 
added  as  sodium  phosphate.  Agitate  the  solution  for  about  a  minute.  The 
precipitate,  which  settles  rapidly,  is  washed  three  times  by  decantation  with  hot 
(80')  acid  ammonium  sulphate  solution.^  The  washing  liquid  is  filtered  by 
suction  through  an  asbestos-packed  Gooch's  crucible.  The  last  washing  should 
be  decanted  as  completely  as  possible  from  the  precipitate  in  the  flask,  and  the 
filter  sucked  dry.  Change  the  filtration  flask,  and  draw  hot  concentrated  sulphuric 
acid  through  the  Gooch's  crucible  by  suction.  This  dissolves  the  precipitate. 
Transfer  the  sulphuric  acid  solution  to  the  flask  in  which  the  precipitation  was 
made.  Wash  the  filtration  flask  with  concentrated  sulphuric  acid.  Every  0*01 
grm.  of  phosphorus  requires  a  final  volume  of  5  to  8  c.c.  of  the  sulphuric  acid. 
Heat  the  contents  of  the  flask  until  the  precipitate  is  all  dissolved,  add  a  few 
drops  of  nitric  acid  (1 :  25),  and  in  two  or  three  minutes,  when  the  fumes  are 
coming  off"  vigorously,  remove  the  flask  from  the  hot  plate.  When  cold,  add 
3  per  cent,  hydrogen  peroxide  solution,  in  small  quantities  at  a  time,  with 
vigorous  shaking  after  each  addition,  until  the  solution  assumes  a  deep  brown 
colour  owing  to  the  action  of  the  peroxide  on  the  molybdate.  The  brown  colora- 
tion gives  way  to  a  clear  green  or  blue.^  Put  the  flask  on  the  hot  plate,  and 
when  the  solution  has  been  fuming  four  or  five  minutes,  cool,  add  sufficient 
water  to  give  an  acidity  1  to  5  by  volume,*  and  titrate  at  a  temperature  between 
70'  and  80',  as  indicated  in  §  252,  page  481. 

It  will  be  remembered  that,  if  appreciable  amounts  of  vanadium  are 
present,  the  colori metric  process  for  titanium  will  be  erroneous.  The  volu- 
metric process  is  not  sensitive  enough  for  the  traces  of  vanadium  usually  found 
in  British  fireclays,  unless  relatively  large  quantities  are  taken  for  analysis. 


*  Sodium  Phosphate  Solution. — Dissolve  124  grams  of  Na2HP04.12H20  in  a  litre  of 
water.     One  c.o.  will  precipitate  0*001  grm.  of  vanadium,  and  it  is  equivalent  to  nearly  0*01  '- 
grra.  of  phosphorus.     G.  P.  Baxter,  Amer.  Chem.  Joum.y  2JB.  801,  1902. 

*  Acid  Ammonium  Sulphate  Solution. — Mix  16  c.c.  of  aqueous  ammonia  (sp.  gr.  0*9); 
with  1000  C.C.  of  water  and  25  c.c.  of  sulphuric  acid  (sp.  ot.  1  '84). 

^  If  the  vanadium  be  not  reduced,  traces  of  nitric  acid  are  proliably  present  in  the  solution, 
since  this  acid  readily  oxidises  quadrivalent  vanadium.     The  nitric  acid  must  be  removed  by  - 
the  fuming  process. 

*  If  the  solution  has  a  greater  acidity  than  1  :2,  the  end  point  will  be  uncertain  because  of 
the  deep  yellow  colour  which  quinquevalent  vanadium  imparts  to  concentrated  sulphuric  acid. 
A  dilution  of  1  :  5  gives  a  sharp  end  point. 
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§  25s  The  Simultaneous  Determination  of  Small  Quantities 
of  Titanium  and  Vanadium  colorimetrically. 

Principle  of  tJie  Method,^ — When  dilute  acidified  solutions  of  titanium  and 
of  vanadium  sulphates,  coloured  by  the  addition  of  hydrogen  peroxide,  are 
measured  in  Lovibond's  tintometer,  and  the  results  with  the  red  rays  plotted 
on  squared  paper,  curves  resembling  two  of  the  three  shown  in  fig.  155  Are 
obtained.  If  titanium  solutions  are  coloured  with  Fenton's  acid  (p.  468)^ — di- 
hydroxymaleic  acid,  C4H40g.2H20 — the  curve,  also  shown  in  fig.  155,  is 
produced. 8  The  curves  for  the  red  rays  in  duplicate  experiments  are  quite 
concordant,  and  the  readings  for  the  curves  fig.  155  do  not  deviate  more  than 
0*02  on  Lovibond's  scale.  With  practice,  too,  the  variations  can  be  reduced 
to  001.     The  yellow  rays  are  more  difficult  to  manage,  because  the  eye  requires 


Fio.  155. — Intensity  of  red  rays  in  solutions  of  vanadium  and  titanium  coloured  with 

hydrogen  peroxide  and  Fenton's  acid  (1*  trough). 

more  practice  to  detect  diiferences  of  the  yellow  ray.     Hence  it  is  best  to  confine 
the  attention  to  the  intensity  of  the  red  ray. 

The  intensities  of  the  red  and  yellow  tints  of  mixed  solutions  of  titanium 
are  directly  proportional  to  the  amounts  of  each  of  these  elements  present  in 
the  solution.  The  coloration  of  solutions  of  titanium  sulphate  with  Fenton's 
acid  is  not  affected  by  the  presence  of  vanadium ;  consequently,  the  intensity 
of  the  colour  of  a  given  solution  of  titanium  with  this  acid  enables  the  amount 
of  titanium  to  be  computed  graphically  from  the  charts — drawn  on  a  larger  scale 
than  fig.  155— or  from  the  equation  of  the  curve  : 

y=  151-20^ (1) 

»  H.  J.  H.  Fenton,  Journ,  Chem.  Soc,,  9.  1064,  1908  ;  J.  W.  Mellor,  Tra7is.  Eng,  Cer.  Soc.^ 
12.  18,  1912. 

^  For  the  coloration  of  titanium  solutions  with  phenols,  naphthols,  phenolcarboxylic  acids, 
see  O.  Hauser  and  A.  Lewite,  Ber,,  45.  2480,  1912;  V.  Lehner  and  W.  G.  Crawford,  Inter, 
Cong,  App.  Cliem.,  8.  285,  1912  ;  Joxmi,  Amer,  Chem,  Soc.,  35.  188,  1913. 

*  With  more  concentrated  solutions  the  curves  take  on  the  exponential  form  y=ae~^ 
and  the  error  is  greater. 
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where  y  denotes  the  intensity  of  the  red  ray  on  Lovibond's  scale  (with  the  "  inch  " 
trough),  and  x  the  amount  of  titanium  oxide,  TiO^,  expressed  in  grams,  per 
litre  of  solution.  It  is  very  important  to  keep  the  conditions  constant,  because 
the  tint  is  liable  to  vary  with  small  modifications.  This  is  the  weakest  stage 
of  the  process. 

When  the  amount  of  titanium  in  the  mixture  has  been  so  determined,  the 
corresponding  value  of  the  red  ray  on  Lovibond's  scale  can  be  computed  for  the 
hydrogen  peroxide  coloration  either  graphically  (fig.  155)  or  from  the  equation 
of  the  curve : 

yi  =  3903ari (2) 

where  x^  denotes  the  amount  of  titanic  oxide  in  grams  per  litre,  and  y^  the 
corresponding  effect  on  the  red  ray  on  Lovibond's  scale.  Since  the  intensity  of 
the  red  ray  for  the  mixed  solution  of  titanium  and  vanadium  sulphates  can  be 
determined  directly,  the  effect  due  to  the  titanium  can  be  deducted,  and  the 
remainder  represents  the  intensity  of  the  red  tint  produced  by  the  vanadium. 
The  corresponding  amount  of  vanadium  can  be  computed  graphically  (fig.  1 55) 
or  from  the  equation  of  the  curve  : 

y2  =  5200ar2 (3) 

where  y^  denotes  the  reading  on  Lovibond's  scale  for  a  solution  containing  x^ 
grams  of  vanadium  per  litre — coloured  by  hydrogen  peroxide.* 

Conduct  of  the  Analysis, — During  the  analysis  of  a  silicate — say  a  fireclay — 
the  vanadium  and  titanium  oxides  will  be  found  with  the  iron  and  aluminium 
oxides  in  the  ammonia  precipitate.  This  is  washed,  calcined,  and  weighed  in 
the  usual  way — page  183.  The  mass  is  then  fused  with  eight  times  its  weight 
of  sodium  pyrosulphate,  and  the  resulting  cake,  when  cold,  is  taken  up  with 
water  (page  186)  and  treated  by  Gooch's  process  (page  208)  or  by  the  ether 
process  (page  456)  to  remove  the  iron.^  The  solution  is  acidified  with  sulphuric 
acid,*^  and  an  aliquot  portion — say,  one-half — is  treated  with  hydrogen  peroxide 
as  indicated  on  pages  204-6.  The  colour  of  the  solution  is  measured  in 
Lovibond's  tintometer  (page  84).  The  remaining  aliquot  portion  of  the  solution 
is  treated  in  a  similar  way,  but  about  0*2  gram  of  Fenton's  acid^  is  added 
instead  of  hydrogen  peroxide.  Let  the  solution  stand  about  an  hour,^  and  then 
read  its  colour  in  Lovibond's  tintometer. 

Example. — The  "ammonia"  precipitate  furnished  by  a  gram  of  fireclay  was 'treated 
as  described  above,  and  the  solution  made  up  to  20<^  c.c.  Half  of  this  solution  was 
treated  with  Fenton's  acid  and  made  up  to  200  c.c.  This  solution  gave  1*25  red  units 
with  Lovibond's  tintometer.  From  equation  (1),  when  y= 1-25,  a; =0  00826,  hence  the 
solution  contained  the  equivalent  of  0*00826  gram  of  titanic  oxide  per  litre  ;  or  0*0033 
mm  per  400  c.c,  or  0*0033  gram  of  titanic  oxide  per  gram  of  clay.  A^ain,  from  equation 
(2),  wnen  a; =a5i  =  0*00826,  yi=0*32  :  hence,  since  the  combined  titanmm  and  vanadium 

^  The  constants  in  fhe  equation  naturally  change  if  a  different  observation  trough  is  used, 
and  they  possibly  also  vary  a  little  with  different  observers.  The  method  of  computing  the 
constants  K>r  the  equations  is  described  in  J.  W.  Mellor,  Higher  Mcdhcmatics  for  Students  of 
Chemistry  and  Physics,  London,  322, 1909,  There  is  no  need  to  use  the  equations  if  careful 
graphs  are  drawn,  of  course  on  a  larger  scale  than  fig.  155. 

^  The  iron  oxide  can  be  determined  by  dissolving  it  in  acid,  etc. ,  as  usual. 

3  If  the  solution  be  not  distinctly  acid,  the  vanadium  does  not  develop  its  proper  colour ;  in 
fact,  the  strength  of  the  acid  can  be  so  reduced  that  the  colour  shows  with  titanium  but  not 
with  vanadium. 

*  The  acid  is  not  yet  on  the  market,  but  it  will  no  doubt  soon  find  its  way  in  commerce.  It 
is  best  to  add  the  solid  as  described  in  the  text ;  if  much  more  acid  be  used  in  one  experiment 
than  in  another,  the  tints  will  be  slightly  different. 

'  The  colour  develops  gradually  unless  the  solution  is  warmed  a  little.  The  rate  of  change 
of  the  colour  after  stanaing  an  hour  is  slow  enough  not  to  interfere  with  the  accuracy  of  the  work. 
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give  0-36  red  units,  0*36  -1/1= 0'36- 0-32= yo= 0-04.  When  ?/2=0-04,  a;j=0-0(X)77  from 
(3).  Consequently,  if  1000  c.c.  of  the  solution  contain  000077  gram  of  vanadic 
oxide,  400  cc,  corresponding  with  1  gram  of  clay,  contain  0*0003  gram  of  vanadic 
oxide.     Hence,  the  clay  contained  : 

Vanadic  oxide  (VoOj)  ....        0*03  per  cent 
Titanic  oxide  (TiOg)    ....        0*33  per  cent. 

§  256.  The  Separation  of  Uranium.^ 

The  filtrate  from  the  silica ;  the  pyrosulphate  fusion ;  or  from  the  hydrogen 
sulphide  precipitation  2  is  evaporated  to  about  100  c.c.  and  treated  with  an  excess  of 
ammonia,^  ammonium  carbonate,  and  afterwards  with  ammonium  sulphide.^  The 
solution  is  allowed  to  stand  bvemight  in  a  corked  flask,  filtered,  and  washed  with 
water  containing  ammonium  carbonate  and  sulphide  in  solution.  The  precipitate 
contains  the  beryllium,  titanium,  zirconium,  aluminium  hydroxides,^  and  the 
hydroxides  of  the  rare  earths,  also  the  cobalt,  zinc,  ferric,  and  manganese  sulphides, 
if  present.  If  much  alkalies,  alkaline  earths,  iron,  or  manganese  be  present, 
dissolve  the  precipitate  in  acid  and  repeat  the  precipitation.  Collect  the  filtrates 
together.  The  filtrate  contains  all  the  uranium  (possibly  as  uranyl  ammonium 
carbonate),  along  with  alkalies,  alkaline  earths,  etc. 

Separation  of  Rare  Earths  and  Calcium  from  Uranium.^ — If  the  rare  earths 
be  present,  some  may  be  found  with  the  ammonium  uranate.  In  that  case,  the 
precipitate  from  the  ammonium  sulphide  is  dissolved  in  nitric  acid,  and  the 
solution  evaporated  to  dryness.  Add  water ;  heat  the  solution  to  boiling ;  and, 
while  boiling,  add  oxalic  acid  and  a  few  drops  of  ammonium  oxalate.  Wash  the 
precipitated  oxalates  with  a  weak  solution  of  oxalic  acid.  The  precipitate  is 
dissolved  in  nitric  acid  ;  and  reserved  for  further  examination  of  the  rare  earths." 
The  filtrate  is  evaporated  to  dryness,  and  ignited  to  destroy  the  oxalates,  re- 


1  F.  Pisaui,  Compt.  Rend,,  52.  106,  1861;  C.  Friedel  and  E.  Cumenge,  16.,  128.  532, 
1899  ;  Awer.  J.  Science  (4),  10.  135,  1900  ;  G.  Edgar,  ib.  (4),  26.  79,  1908 ;  (4).  25.  832, 1908  ; 
H.  P.  FouUoD,  Jahrb,  K.  K,  Oeol.  Eeichunst.f  33.  23,  1887  ;  C.  Ranimelsberg,  Chem,  CerUr,  (8), 
15.  806,  1884  ;  0.  ZimmermaDn,  Lubig*s  Ann.,  213.  285,  1882;  G  Alibigoff,  ib.,  233.  117, 
143,  1886  ;  Zeit.  anal.  Chem.,  26,  682,  1887  ;  H.  Weber,  ib.,  44.  420,  1905  ;  A.  Reme]^,  ih., 
4.  379,  1865 ;  26.  631,  1888 ;  R.  Fresenius  and  E.  Hintz,  ib.,  34.  437,  1895  ;  A.  Borntrager,  ih., 
37.  436,  1898  ;  C.  Winkler,  ib.,  8.  357,  1869  ;  Cfum.  News,  43.  153,  1881  ;  A.  Guyard,  i6.,  10, 
13,  1864  ;  A.  C.  Langmuir,  ib.,  84.  224,  1901  ;  J(mm.  Amer.  Chern.  Soc,  22.  102,  1900 ;  A.  N. 
Finn,  iS.,  28.  1443,  1906  ;  Chem.  News,  95.  17,  1907  ;  O  P.  Fritchle,  ib.,  82.  258,  1900  ;  Eng. 
Min.  Journ.,  70.  548,  1900  ;  W.  Gibba,  Zeit.  anal.  Chem.,  12.  310,  1873;  Amer.  J.  Science, 
(2),  39.  62,  1865  ;  A.  Patera,  ib.  (4),  16.  229,  1903;  Dingler's  Journ.,  180.  242,  1866;  ZeU. 
anal.  Chem.,  5.  228,  1866;  W.  Trautmann,  Zeit.  anf^ew,  Chem.,  24.  61,  1911. 

-  Boiled  to  expel  hydrogen  sulphide,  filtered  to  get  rid  of  sulphur,  and  oxidised  with 
nitric  acid.  For  the  hydrogen  sulphide  precipitation,  the  acidity  should  correspond  with  about 
1  c.c.  concentrated  hydrochloric  acid  (sp.  gr.  1"20),  or  1  c.c.  of  concentrated  nitric  acid  (sp.  gr. 
1*42),  per  50  c.c.  of  the  solution  to  get  a  clean  separation  from  lead,  cadmium,  copper,  etc.  If 
much  more  acid  be  present,  some  lead  will  remain  in  solution,  as  indicated  on  page  274. 

^  According  to  W.  F.  Hillebrand  {Bull.  U.S.  Geol.  Sur.,yS,  43,  1890),  ammonia  is  necessary, 
otherv^ase  the  earths  thrown  down  on  neutralisation  of  the  originally  acid  solution  will  be  only 
partially  redissolved. 

'  H.  Rose,  Pogg.  Ann.,  96.  352,  1865  ;  Chem.  News,  7.  159,  1863  ;  8.  99,  1863  ;  Zeit.  anal. 
Chem.,  I.  410,  1862;  W.  Trautmann,  Zeit.  angew.  Chem.,  24.  61,  1911;  25.  19,  1912.  H. 
Boetticher  (ib.,  ^3.  99,  1903)  deals  with  the  separation  of  metals  precipitated  with  ammonium 
sulphide.  For  tne  basic  acetate  separation,  see  H.  Rheineck,  Chem.  News,  24.  238,  1871  ;  A. 
RemeliS  Chem.  News,  lO.  123,  158,  1864. 

^  G.  L<>sekann  {Bcr.,  12.  56,  1881)  deals  with  the  precipitation  of  aluminium  and  chromium 
by  alkaline  sulphides.  See  L.  Storch  {ib  ,  16.  2014,  1885)  for  the  |)recipitation  of  iron  by 
alkaline  sulphides,  and  J.  A.  Norblad  (Bull.  Soc.  Chim.  (2),  23.  64,  1875)  for  the  separation  of 
vanadium. 

I  W.  F.  Hillebrand,  Bull.  U.S.  Oeol.  Sur.,  78.  47,  1891. 

~  The  rare  earths  are  here  separated  from  lime  by  precipitating  with  ammonia  (page  504). 
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dissolved  in  nitric  acid  ;  after  removal  of  all  the  nitric  acid  by  repeated  evapora- 
tion with  sulphuric  acid,  the  residual  sulphates  are  dissolved  in  water,  and  two 
to  three  times  the  bulk  of  alcohol  added.  In  the  course  of  1 2  hours,  the  precipitate 
will  contain  the  calcium  not  thrown  down  by  the  oxalic  treatment  for  the  rare 
earths.  Collect  the  precipitate  on  a  filter ;  wash  with  alcohol ;  dry  ;  dissolve  in 
dilute  nitric  acid ;  and  separate  the  rare  earths  from  the  lime  by  means  of 
ammonia.^  The  alcoholic  filtrate  is  evaporated  to  dryness,  and  ignited.  The 
residue  is  dissolved  in  nitric  acid  and  the  uranium  precipitated  by  ammonia  in 
the  form  of  ammonium  uranate.^ 


S^  257.  The  Gravimetric  Determination  of  Uranium  as  Uranium 

Oxide. 

£vaporate  the  filtrate  containing  the  uranium  to  dryness  in  order  to  get 
rid  of  the  greater  part  of  the  ammonium  carbonate.  Acidify  the  solution  with 
hydrochloric  acid  and  a  few  drops  of  nitric  acid  ;  boil  to  expel  all  traces  of 
carbon  dioxide ;  filter  off  the  sulphur  which  separates ;  add  a  slight  excess  of 
ammonia  to  the  boiling  solution,^  when  a  lemon-yellow  voluminous  precipitate 
of  ammonium  uranate — (N  11^)21120-.  wHgO — separates.  The  precipitate  rapidly 
becomes  less  bulky,  darker  in  colour,  and  more  easy  to  filter  and  wash  ;  but 
at  best,  the  precipitate  filters  with  difficulty.  Wash  the  precipitate  with  a 
2  per  cent,  solution  of  ammonium  nitrate,*  i,e.  2  grms.  of  salt  in  100, c.c. 
of  water. 

When  the  precipitation  is  made  with  ammonia  in  the  presence  of  alkalies 
or  alkaline  earths,  the  ammonium  uranate  is  sure  to  be  contaminated  with  these 
bases.^  Hillebrand  found  that,  when  precipitated  from  hot  solutions  in  the 
presence  of  ammonium  chloride,  the  ammonium  uranate  was  practically  free 
from  alkalies  when  the  precipitation  was  repeated  twice ;  and  after  three  pre- 
cipitations the  uranate  was  practically  pure. 

The  precipitate  is  ignited  in  a  porcelain  or  platinum  crucible  with  the  filter 
paper,  slowly  at  first  so  as  to  bum  the  paper,  then  15  minutes  in  the  blast, 
and  finally,  let  the  precipitate  cool  slowly  in  a  gradually  decreasing  flame.  The 
crucible  is  kept  in  a  slanting  position  to  ensure  a  free  circulation  of  air.     The 


^  The  calcium  oxide  so  obtained  is  added  to  that  obtained  in  the  previous  precipitation. 

^  The  uranium  oxide  finally  obtained  is  not  perfectly  free  from  the  rare  eartlis,  and,  in  the 
analysis  of  some  uranium  minerals,  Hillebrand  (/.c.)  recovered  the  uranium  oxide — amounting 
to  a  quarter  or  a  third  per  cent,  of  the  whole  material — by  treating  the  dried  nitrates  with 
ether ;  filtering  ;  washing  with  ether ;  dissolving  the  nitrates  of  the  earths  containing  some 
uranium  in  water  acidulated  with  a  droi)  of  nitric  acid  :  adding  oxalic  acid  to  the  hot 
solution  ;  after  evaporating  to  dryness.  The  earths  were  added  to  the  main  portion.  A 
second  precipitation  by  ether  will  ensure  the  removal  of  the  last  traces  of  the  earths  from 
the  uranium. 

^  The  ammonia  should  be  free  from  carbonates.  If  carbonates  be  present,  the  precipitation 
will  be  incomplete.  Ammonium  sulphide  may  also  be  employed  in  place  of  ammonia. 
Ammonium  uranate  is  soluble  in  alkaline  carbonates,  and  also  slightly  soluble  in  water ;  but 
it  is  not  soluble  in  water  containing  ammonia,  ammonium  nitrate,  or  ammonium  chloride.  The 
presence  of  tartaric  acid,  oxalic  acid,  and  many  other  non-volatile  organic  acids  prevents  the  pre- 
cipitation— R.  Fresenius.  If  iron  be  separated  from  uranium  by  ammonium  carbonate,  the  iron 
is  free  from  uranium,  but  the  uranium  contains  iron — the  iron  can,  however,  be  i-emovcd  by  fusing 
the  precipitate  with  potassium  bisulphate,  dissolving  in  water,  filtering,  neutralising  the  filtrate, 
and  precipitating  the  iron  with  ammonium  sulphide— F.  Glaser,  Chem.  Ztg.,  36.  1166,  1912. 

*  E.  F.  Kern  {Journ,  Amer.  Chem.  Soc,,  23.  685,  1901)  obtained  the  same  results  by 
igniting  with  or  without  the  filter  paper. 

°  R.  Fresenius,  QuarUitati'ce  Chemical  Analysis,  London,  z.  533,  1876 ;  W.  F.  Hillebrand, 
Am^,  J.  Science  (4),  10.  136,  1900. 
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crucible  is  finally  cooled  in  the  desiccator,  and  weighed  as  the  dark  green  or 
velvety  black  powder  of  the  oxide— UgOj,.^     The  filtrates  contain  lime,  magnesia 
alkalies,  and  possibly  some  of  the  rare  earths. 

§  258.  The  Gravimetric  Determination  of  Uranium  as  Uranium 

Phosphate. 

Owing  to  the  difficulty  in  obtaining  an  oxide  of  constant  composition  when 
ammonium  uranate  is  ignited,  many  prefer  to  precipitate  the  uranium  as 
phosphate.^  The  old  objection  that  the  precipitate  is  too  slimy  to  filter  and 
wash  with  comfort,  does  not  apply  if  the  precipitation  be  made  as  d^cribed 
below.  Dissolve  the  oxide  in  dilute  nitric  acid.'  Add  ammonia  until  a  pre- 
cipitate just  begins  to  form.  Add  just  the  right  amount  of  nitric  acid  to  clear 
the  solution,  and  then  2-3  grms.  of  microcosmic  salt,^  dissolved  in  a  little 
water,  together  with  10  grms.  of  crystalline  sodium  thiosulphate.^  The  solution 
becomes  yellow,  and  deposits  a  voluminous  precipitate.  Boil  about  15  minut-es. 
The  precipitate  then  coagulates  and  settles  rapidly.  The  precipitate  is  readily 
washed  by  decantation  with  water  containing  a  little  ammonium  nitrate.^ 
Transfer  the  precipitate  to  a  Gooch's  crucible  containing  ignited  asbestos,  wash, 
and  dry.  Ignite  the  precipitate  at  a  red  heat  for  10  to  20  minutes.  If  the  pre- 
cipitate be  greenish  coloured,^  add  a  few  drops  of  nitric  acid  (say,  sp.  gr.  1*42), 
dry  over  the  flame,  and  re-ignite  at  low  redness  over  a  Bunseu's  burner.  The 
lemon-yellow  compound  (U02)2P2^7  ^^  formed  on  ignition.  Multiply  its  weight 
by  1*29  to  get  the  equivalent  amount  of  UgOg.  The  precipitate  is  somewhat 
hygroscopic,  and  should  not  therefore  be  needlessly  exposed  to  the  air  before 
weighing. 

In  illustration  of  the  results  which  can  be  obtained  by  precipitating  uranium 
nitrate  solutions,  containing  the  equivalent  of  0*1925  grm.  of  uranium,  with 
microcosmic  salt,  Kern  gives : 

01921;  01927;  0*1925;  01905;  0-1903;  0*1921;  01918. 

§  259.  The  Separation  of  Uranium  as  Uranium  Ferrocyanide— 

Fresenius  and  Hintz's  Process. 

It  is  difficult  to  separate  the  members  of  the  hydrogen  sulphide  group  from 
uranium,  since  the  precipitate — arsenic  and  copper  sulphides — must  be  dissolved 


*  This  usually  contains  some  patches  of  a  yellowish -brown  colour.  C.  Zimmennann  {Liebig^s 
Ann,y  232.  273,  1886)  says  that  the  theoretical  UgOg  is  only  formed  if  the  calcination  be  done 
in  a  current  of  oxygen,  and  W.  F.  Hillebrand  (ifw/I  U.S.  Geol.  5i/r.,  78.  53,  1891)  confirms 
this.  However,  E.  F.  Kern  {l.c)  considers  that  the  oxide  is  sufficiently  near  U,0^  for  all 
practical  requirements,  when  the  ignition  is  performed  as  described  in  the  text.  Kern  also  tried 
Igniting  the  ammonium  uranate  in  a  current  of  hydrogen  and  weighing  as  UOj,  but  the  results 
were  not  so  satisfactory  as  when  the  precipitate  was  weighed  as  UsOg. 

2  C.  Leconte,  Pfuirm  Joum.,  13.  80,  1854  ;  F.  Pisani,  Chem.  Neics,  3.  211,  1862  ;  Compt, 
Eend,,  52.  100,  1861. 
ulp] 


5  c.  c.  of  concentrated  ammonium  acetate  to  prevent  the  precipitation  of  calcium  phosphate.  Lime 
is  determined  in  the  filtrate  by  neutralising  most,  but  not  all,  of  the  free  acetic  Acid,  and  pre- 
cipitation as  oxalate  and  estimation  as  sulphate  (H.  Brearley,  The  Analytical  Chemistry  of 
Uranium,  London,  24,  1903).     The  magnesia  is  determined  in  the  filtrate  as  usual. 

^  Test  the  filtrate  for  uranium  with  T:>otassium  ferrocyanide. 

^  This  is  always  the  case  if  the  ignition  temperature  be  rather  high.  The  green  precipitate 
is  generally  supposed  to  be  XJ2O3 .  P9O7. 
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and  reprecipitated  a  number  of  times  to  eliminate  the  uranium.  Phosphoric 
acid  too  prevents  clean  separations  of  iron  and  uranium. 

In  this  special  case,  Fresenius  and  Hintz  ^  add  an  excess  of  potassium  ferro- 
cyanide  to  the  slightly  acid  filtrate  from  the  silica,  and  saturate  the  liquid  with 
sodium  chloride  to  facilitate  the  flocculation  of  the  precipitated  uranium,  copper, 
and  iron  ferrocyanides.  Otherwise  the  precipitate  is  exceedingly  difficult  to 
^Iter  and  wash.  Wash  the  precipitate  by  decantation,  and  afterwards  on  a 
filter  paper  with  a  solution  of  sodium  chloride.  Digest  the  precipitate  in  the 
cold  with  dilute  potassium  hydroxide,  and  when  the  transformation  of  the  ferro- 
cyanides to  hydroxides  is  complete,  decant  the  liquid,  wash  the  precipitate  with 
water  containing  ammonium  chloride  and  ammonia  until  ferrocyanide  can  no 
longer' be  detected  in  the  acidulated  filtrate.  Dissolve  the  precipitate  in  hydro- 
chloric acid^  and,  if  necessary,  concentrate  the  solution  by  evaporation. 
Neutralise  the  greater  part  of  the  acid  with  ammonia ;  add  ammonium  carbonate 
to  the  clear  liquid ;  filter  and  wash  the  ferric  hydroxide  with  water  containing 
a  little  of  the  filtrate.  Heat  the  filtrate  to  expel  most  of  the  ammonium 
carbonate,  acidify  with  hydrochloric  acid,  and  boil  the  solution  so  as  to  dissolve 
the  yellow  flocculent  precipitate.  Remove  copper  from  the  solution  by  passing 
hydrogen  sulphide  through  the  hot  liquid.  The  uranium  can  be  determined 
in  the  filtrate  as  usual — ^page  490  or  491. 

§  260.  Belohoubek's  Volumetric  Process  for  Uranium. 

In  1867,  Belohoubek  *  devised  a  method  for  the  volumetric  determination  of 
uranium  based  on  the  reduction  of  uranium  salts  to  uranous — UO^ — salts  by 
means  of  zinc  in  acid  solutions,  precisely  in  the  same  way^hat  ferric  salts  are 
reduced,  and,  as  with  iron,  the  subsequent  titration  with  permanganate  to 
re-oxidise  the  uranous  salts.     The  reducing  action  is  represented  : 

UO2SO,  -h  Zn  -h  2H2SO4  =  ZnSO^  +  U(S0^)2  +  2H2O. 

There  is  not  a  general  agreement  as  to  the  accuracy  of  the  results.  Some 
consider  that  zinc  reduces  further  than  the  UOj  stage,  and  that  the  reduced 
solution  must  be  exposed  to  the  air  to  re-oxidise  it  to  UOj  before  the  perman- 
ganate titration  is  made.^  Kern,  however,  has  shown  that  the  reduction  does 
not  proceed  beyond  the  UOg  stage  when  sulphuric  acid  is  used,  even  upon  five 
hours'  boiling.^ 

The  washed  precipitate  of,  say,  uranous  ammonium  phosphate  is  dissolved  in 
sulphuric  acid,  and  the  uranyl  sulphate  UOgSO^  reduced  with  zinc,  magnesium, 
or  aluminium  ^  to  uranous  sulphate  in  an  excess  of  sulphuric  acid.     According  to 


*  R.  Fresenius  and  E.  Hintz,  Zeit,  anal.  Chem,,  34.  437,  1895 ;  C?iem.  Xews,  72.  206,  1895. 
^  If  any  ferrocyanide  remains  undissolved,  repeat  the  treatment. 

*  A.  Belohoubek,  Jmrti.  praki.  Chem.  (1),  99.  231,  1867  ;  Zeit.  anal.  Ckem.,  6.  120,  1867  ; 

0.  FoUenius,  i6.,  11.  179,  1872  ;  C.  Zimmermann,  Liehig'a  Ann.,  213.  285,  1882;  F.  Ibbotson 
andS.  G.  Clarke,  Chem,  News,  Z03.  146,  1911  ;  E.  deM.  Campbell andC.  E.  GriflSn,  Joui-n,  Ind, 
Eng.  Ch^m.,  1.  465,  1910. 

*  0.  S.  Pullman,  Amer.  J,  Science  (4),  16,  229,  1903  ;  H.  M.  Goettsch,  Joum.  Amer.  Chem. 
Sac.,  28.  1541,  1906  ;  H.  N.  M*Coy  and  H.  H.  Bunzel,  ih.,  31.  367,  1909. 

*  E.  F.  Kern,  Joum,  Amer.  Chem,  Soe.,  23.  685,  1901  ;  C?iem.  News,  84.  224,  236,  250,  260, 
271,  283, 1901  ;  E.  de  M.  Campbell  and  C.  E.  Griffin,  ib.,  lOl.  7,  1910  ;  Joum.  Ind.  Eng.  Chem., 

1.  661,  1909. 

*  According  to  Kern  (I.e. ),  uranyl  salts  are  not  reduced  by  hydrogen  sulphide.  Hence,  there  is 
a  probability  that  iron  and  uranium  could  be  determined  in  one  solution  by  consecutive  reductions 
with  hydrogen  sulphide  and  zinc.  The  results  with  zinc,  magnesium,  and  aluminium  are  the 
same.  Magnesium  reduces  fastest,  zinc  slowest.  The  reductor  also  gives  satisfactory  results. 
Kcm  did  not  get  satisfactory  results  with  stannous  salts.  Hydrochloric  acid  is  also  objectionable. 
Nitric  acid  mast,  of  course,  be  absent 
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Kern,  the  ratio  of  the  volume  of  free  sulphuric  acid  to  the  total  volume  of  the 
solution  should  not  be  less  than  1  : 5,  nor  more  than  1 :  6.  During  the  reduction, 
the  colour  of  the  solution  passes  from  yellow  to  light  green,  and  finally  to  a  green 
tinged  with  blue.  This  colour  is  retained  even  when  the  reduction  has  been  in 
progress  for  four  hours.  Owing  to  the  fact  that  there  is  no  satisfactory  test 
to  determine  whether  all  the  uranyl  sulphate  has  been  reduced,  it  is  best  to 
let  the  reduction  proceed  for  about  an  hour.^  Then  dilute  the  solution  with 
recently  boiled  distilled  water  until  it  is  almost  colourless,  and  then  titrate 
with  N- potassium  permanganate^  until  a  permanent  pink  blush  remains 
suffused  through  the  solution.  The  oxidation  by  the  permanganate  is  represented 
by  the  equation : 

50(80^)2  +  2KMn04  +  2H2SO4  +  2H20-»5U02S04  +  2MnS04  +  2KHS0^  +  SHjSO^. 

In  illustration  of  the  results  obtained  with  solutions  of  known  strength,  with 
zinc  reduction,  the  following  numbers  might  be  quoted  :  ^ 

Used        .        .         .     0-15406        0-15464        009643        0*19286        0*23050    grm. 
Found      .  .     015400        0*15400        0  09625        0*19250        0*23100    grm. 

Volumetric  Determination  of  Uinnium  and  Fano^iww.— Sulphur  dioxide  does 
not  reduce  uranyl  solutions.  Hence,  vanadium  can  be  determined  volumetrically 
in  presence  of  uranyl  salts.  Griffin  *  tried  to  determine  one  in  presence  of  the 
other  by  first  reducing  with  sulphur  dioxide,  and  titi*ation  with  permanganate; 
and  then  reducing  both  by  ?inc,  and  titrating.  By  subtraction,  the  amount  of 
permanganate  required  for  the  oxidation  of  each  can  be  readily  found.  Difficulties 
were  encountered  owing  to  the  fact  that,  while  zinc  reduces  the  vanadic  salts, 
VgOg,  to  vanadous  salts,  VgOg,  the  latter  is  practically  oxidised  by  air  before  one 
can  titrate,  no  matt^  how  rapidly  the  work  is  done.  Reduction  in  the  reductor, 
fig.  104,  page  191,  gave  good  results,  but  even  then  an  atmosphere  of  carbon 
dioxide  above  the  liquid  in  the  flask  is  needed  for  good  results.  The  method 
is  otherwise  similar  in  principle  to  those  indicated  on  page  482  for  vanadium 
and  iron,  and  for  vanadium  and  molybdenum.^ 

Evaluation  of  Commercial  Salts. — Sodium  uranate  and  uranium  oxides,  soluble 
in  sulphuric  acid,  can  be  treated  in  a  similar  manner.  There  is  a  difficulty  in 
dissolving  the  oxide  UgOg.  It  dissolves  very  slowly  in  sulphuric  acid.  In  that 
case,  a  little  nitric  acid,  say  20  c.c.  of  concentrated  acid,  facilitates  the  dis- 
solution. The  solution  must  then  be  boiled  to  drive  off  the  nitric  acid,  before 
the  permanganate  titration,  etc.® 

Hillebrand "  effects  solution  by  heating,  say,  0*2  grm.  of  the  oxide  in  10  to  15 
c.c.  of  sulphuric  acid  (free  from  nitric  acid),  at  150"  to  175",  in  a  sealed  glass 
tube.     The  dry  powder  is  placed  in  a  thick  glass  tube,  sealed  at  one  end,  and 

*  Kern  says  that  1  hr.  is  sufficient  for  O'l  grm.  of  uranium,  1^  hr.  for  0*2  grm.  uranium. 

'^  Accoiding  to  C.  E.  Griffin  {Min.  Eng.  Worlds  37.  247,  1912),  permanganate  solutions  not 
exceeding  ^VN  in  strength  give  a  sharper  end  point  tnan  more  concentrated  solutions. 

^  For  interference  with  iron  and  titanium  salts,  see  V.  Auger,  Compt.  Rend.^  155.  647,  1912. 
In  this  case,  add  a  large  excess  of  sodium  tartrate  and  reduce  with  titanous  chloride,  using  nitro- 
induline  as  indicator ;  then  titrate  the  uranium  with  a  ferric  salt  in  acid  solution,  using 
potassium  thiocyanate  as  indicator. 

^  C.  E.  Griffin,  Miiu  Eng,  World,  37.  247,  1912.  ^ 

^  If  uranium  and  vanadium  occur  together,  A.  N.  Finn  (Jonm.  Amer.  Cheni.  Soc.,  28. 
1443,  1906)  proceeds  as  follows: — Take  up  the  sodium  carbonate  fusion  with  water,  and  treat 
the  acidified  solution  with  sodium  carbonate.  The  filtrate  contains  uranium,  vanadium,  etc. 
Make  the  solution  alkaline  with  ammonia,  and  precipitate  the  uranium  as  phosphate  (page  490). 
The  filtrate  contains  the  vanadium,  the  precipitate  the  uranium.  Dissolve  the  latter  in 
sulphuric  acid  and  determine  the  uranium  by  the  volumetric  process  (page  491)  ;  the  vanadium 
in  the  filtrate  is  acidified  with  sulphuric  acid,  reduced  with  sulphurous  acid,  etc.,  as  described 
page  480. 

*  For  the  rate  of  oxidation  of  uranous  solutions,  see  H.  N.  M*Coy  and  H.  N.  Bunzel,  Jouni. 
Amer.  Chem.  Soc.,  31.  367,  1909.         "^  W.  F.  Hillebrand,  Bull.  U.S.  Oeol.  Sur.,  78.  90,  1889. 
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the  sulphuric  acid  (water  6,  acid  1)  added  through  a  long-necked  funnel  in  such 
a  way  as  to  keep  the  open  end  of  the  tube  dry.  When  the  carbon  dioxide  has 
had  sufficient  time  to  escape,  draw  out  the  open  end  in  the  blast  blowpipe  to  a 
capillary  point,  and  seal  off  the  end.  After  the  digestion  in  a  suitable  furnace  so 
that  there  is  no  risk  if  the  tube  bursts,  let  the  tube  cool,  open  by  scratching  the 
capillary  end  with  a  file  and  applying  a  hot  glass  rod.  Wash  the  contents  of  the 
tube  into  a  beaker,  reduce  with  zinc,  and  titrate  with  permanganate  as  described 
above.^ 

§  261.  Operations  with  Sealed  Tubes. 

Clodng  One  End, — A  piece  of  glass  tubing — between  35  and  40  cm.  long  and 
16-17  mm.  internal  diameter,  with  walls  over  3  mm.  thick — is  carefully  sealed 
at  one  end  so  that  the  glass  is  not  thickened  into  a  blob.  If  a  blob  does  form, 
it  can  generally  be  removed  by  alternately  heating  and  blowing.  Tubes  ready 
sealed  at  one  end  can  be  purchased  from  the  dealers. 

Charging  the  Tube. — The  tube  is  washed  (page  36)  and  dried.  The  dry 
powder  under  investigation  is  introduced  into  the  tube  so  that  the  powder  does 
not  touch  the  side  of  the  tube  near  the  open  end.  The  necessary  acid  is  added 
by  means  of  a  long-stemmed  funnel  without  wetting  the  sides  of  the  tube  near 
the  open  end. 

Sealing  the  Tube, — About  5  cm.  of  the  glass  at  the  open  end  is  very  gradually 
heated  by  revolving  it  for  several  minutes  in  the  smoky  flame  of  a  gas  blowpipe. 
The  tube  is  held  inclined  at  an  angle  of 
about  45**.  The  blast  is  gradually  turned 
on  and  the  tube  revolved  until  the  glass 
begins  to  soften.  One  end  of  a  glass  rod, 
about  13  cm.  long,  is  pressed  against  the 
edges  of  the  glass  tube — a,  fig.  156.  The 
blowpipe  flame  is  reduced  to  about  8 
or  10  cm.  length,  and  directed  at  a  point 
about  2  or  3  cm.  away  from  the  end  to 
which  the  glass  rod  is  attached.  All  the 
time  the  tube  is  being  heated,  it  is  slowly 
revolved  so  that  the  glass  is  heated  as 
uniformly  as  possible,  but  not  drawn  out.^ 

The  glass  begins  to  thicken,  and  the  inside  diameter  of  the  tube  contracts  (see 
the  photograph,  flg.  157).  When  the  inside  diameter  of  this  part  of  the  tube 
has  contracted  to  about  3  mm.,  the  tube  is  withdrawn  from  the  flame,  and  the 
thickened  portion  is  drawn  out  to  form  a  capillary  end — h,  fig.  156.  In  a  few 
seconds,  when  the  capillary  has  cooled  until  it  is  rigid,  seal  the  tip  as  shown 
at  c,  fig.  156.     The  tube  is  allowed  to  cool,  capillary  end  upwards. 

Heating  the  Sealed  Tube. — The  sealed  tube  is  then  placed  in  a  metal  cylinder 
with  a  screw  cap.  The  metal  cylinder  is  placed  in  a  cold  tube  furnace — Meyer's, 
Gattermann's,  Volhard's,  Habermann's,  etc.^  The  tube  furnace  is  gradually 
heated  to  the  desired  temperature.  The  furnace  is  placed  so  that  no  damage 
will  be  done  if  the  tube  bursts.  The  gas  is  extinguished  when  the  tube  has 
been  heated  long  enough,  and  the  tube  allowed  to  cool. 

^  With  much  stronger  acid,  Hillebrand  obtained  green  crystals  of  a  complex  uranium  salt  in 
the  sealed  tube. 

^  Hard  glass  tubes  are  not  usually  thickened,  but  drawn  out  at  once  into  a  wide  capillary 
about  1}  em.  long.  The  flame  is  directed  at  the  base  of  this  capillary,  and  the  glass  gradually 
drawn  oat  so  as  to  form  a  capillary  2  or  3  cm.  long.  This  is  sealed  off  at  the  tip.  An  oxy-coal 
gaa  flame  gives  the  best  results  with  hard  glass. 

"  L.  Meyer,  Ber.,  14.  1087,  1888  ;  J.  Volhard,  Liebig's  Ann.,  284.  233,  1895  ;  J.  Haber- 
mann,  Zeit.  anal.  Cheyn.,  13.  165,  1874. 


a 


Fio.  156. — Three  stages  in  sealing  the  tube. 
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Openivff  the  Sealed  Tube. — When  cold,  withdraw   the    tube  from  the  iroD 

casing  so  that  the  capillary  end,  and  only  the  capillary  end,  projects.     If  the 

.  reaction  in  the  tube  is  such  as  to  develop  gas,  place  the  tip  of  the  capillary  in 

the  Bunsen's  flame  so  as  to  drive  out  the  liquid  which  condenses  there.     Then 

heat  the  tip  until  the  glass  softens.     The  pressure  inside  the  tube  blows  a  vent- 


Fio.  1EI7. — Sealing  the  glass  tube. 

hole  in  the  glass.  When  the  pressure  is  relieved,  and  not  before,  withdraw  the 
tube  from  its  metal  casing,  file  a  mark  on  the  glass  tube  about  2  cm,  below  the 
base  of  the  capillar}',  and  touch  the  file  mark  with  the  red-hot  tip  of  a  drawn- 
out  piece  of  glass  tubing.  The  tube  will  crack,  and  the  crack  is  carried  round 
the  tube  by  means  of  the  hot  glass  tip.  The  end  of  the  tube  is  then  removed. 
The  tube  is  kept  nearly  horizontal  during  this  operation,  so  as  to  prevent  frag- 
ments of  glass  dropping  into  the  tube.  The  contents  of  the  tube  are  then 
washed  into  a  beaker,  and  treated  as  required. 


Note  for  Pagb  476. 

ValiuUion  of  Chroiiit  Iron  Onw.— Chrome  iron  ores  are  valued  on  their  CrjOj  contenU.  The 
market  value  Uuotuates.  Tba  atiit  for  high-grade,  hand-picked,  cobbed  ores  is  50  per  ceuL 
Cc/},,  with  a  premium  of,  say,  2b.  per  unit  per  ton  over  GO  [ter  cent. ,  and  a  deduction  of,  say, 
2b.  per  unit  below  48  per  cent.  Cr,Oj.  Second.grade  ores  are  referred  to  a  46  per  cent,  unit, 
witli  a  premium  of,  say,  2b,  per  unit  up  to  48  [wr  cent.  CrgO).  Ores  carrying  between  40  and  45 
per  cent,  Cr,0,  inclusive  are  third-grade  ores.  The  standard  ie  40  per  cent.  CrjO,,  and  a 
premium  or  dcduetian  iti  allowed  for  every  unit  above  or  below  this  standard.  The  BO-call«d 
"  conoentrateB"  are  divided  into  firBt  and  second  grades ;  the  former  are  referred  to  the  60  per 
cent,  nnlt,  and  the  latter  to  the  45  per  cent,  unit,  with  premiums  and  deductions  as  before. 
Much  crude  ore  is  sold  for  furnace  linings  for  stoel  furnaces.  A  minimum  of  5  per  cent,  silica 
was  formerly  allowed,  but  ores  with  8  per  cent,  of  silica  now  find  a  market  in  the  chromite 
brick  industry. 


CHAPTER  XXXV. 

ZIRCONIUM,  THORIUM,  AND  THE  RARE  EARTHS. 

§  262.  The  Separation  and  Detection  of  Zirconium. 

Minute  quantities  of  zirconium  occur  in  many  if  not  most  silicates  of  the  type 
of  Cornish  stone.  Zirconia  is  also  used  as  a  constituent  of  certain  white  enamels 
and  opaque  glazes,  and  in  special  cases  as  a  high  temperature  refractory  material. 
In  the  regular  course  of  a  silicate  analysis,  zirconia  appears  with  the  ammonia 
or  ammonium  sulphide  precipitate,  and,  if  ignored,  would  be  reported  as  alumina. 
If  the  zirconia  is  to  be  determined,  its  weight  must  be  deducted  from  the  weight 
of  the  alumina  as  determined  by  the  method  of  pages  182  and  210. 

The  Separation  of  Zirconiwm  and  Alv/miintitn  from  Iron. — The  oxides  are 
fused  with  potassium  pyrosulphate,  and  the  resulting  cake,  when  cold,  is 
dissolved  in  water.  The  solution  is  nearly  neutralised  with  sodium  carbonate 
and  made  up  to  300-400  c.c.  Then  an  excess  (say  5  grms.)  of  sodium  thio- 
sulphate — NajSjOg — is  added  and  the  solution  is  boiled  until  the  smell  of 
sulphur  dioxide  is  no  longer  perceptible  (one  to  two  hours  suffice).  The  ferric 
iron,  it  will  be  observed,  is  reduced  to  the  ferrous  condition.  The  precipitation 
seems  to  be  a  result  of  hydrolysis  (pages  181  and  207),  and  the  thiosulphate 
serves  to  keep  the  solution  neutral,  but  does  not  directly  effect  the  precipitation. 
The  reaction  is  usually  symbolised : 

2AICI3  +  SNajSgO,  +  3H2O  =  2A1(0H)3  +  6NaCl  +  3S  +  SSO^. 

The  precipitate  may  contain  sulphur  mixed  with  the  hydroxides  of  aluminium,^ 
zirconium,  titanium,^  and  thorium,  if  present.'  The  filtrate  contains  salts  of 
iron,  beryllium,  cerium,  lanthanium,  didymium,  etc.  The  precipitate  is  washed, 
dissolved  in  dilute  sulphuric  acid,  and  filtered  from  the  sulphur,  if  necessary. 
This  method  gives  good  separations  of  zirconium  and  aluminium  from  iron. 

The  Separation  of  Zirconium  from  Aluminium. — Zirconium  (with  thorium,  if 
present)  can  be  separated  from  aluminium  as  a  sparingly  soluble  basic  zirconium 


^  Chancers  process  for  the  separation  of  aluminium  from  iron  (M.  F.  Chancel,  Campl.  Jtend., 
46.  987,  1858  ;  F.  Stromeyer,  Liehig's  Ann.,  113.  127,  1860) ;  P.  T.  Cleve,  ZeU,  Kryst.,  16. 
362,  1890  ;  R.  Hermann,  Journ.  prakt.  Chem.  (1),  97.  380,  1866  ;  E.  W.  Parnell,  Chem. 
News,  21.  64,  1870 ;  J.  E.  Stead,  ib,,  63.  11,  172,  1891  ;  Journ.  Soc.  Chem,  Lid.,  8.  965, 1889  ; 
A.  Camot,  Chem.  News,  64.  73,  1891 ;  Campt,  Bend.,  ill.  914,  1890;  H.  Lasne,  ih.,  121.  68, 
1896  ;  BulL  Soc  Chim.  (8),  15.  118,  1896  ;  E.  Donath  and  R.  Jeller,  Bep.  anal.  Chem.,  7.  35, 
1887).  W.  Gibbs(Z«t^.  aiiaZ.  Chem,,  3.  389,  1864)  and  A.  Zimmermann  (Uehcr  die  Trennung 
der  Thonerde  und  der  Beryllerde,  Berlin,  1887)  have  shown  that  the  separation  is  not  complete 
unless  the  boiling  be  very  prolonged. 

^  F.' Stromeyer  (£te&i^'5  ^nn.,  X13.  127,  1860)  separates  zirconium  and  titanium  from  iron 
by  this  process.  M.  Dittrich  and  3.  Freund,  ZeU.  anorg.  Chem.,  56.  337,  1907  ;  R.  Hermann, 
Jaunt,  prakt,  Chem.  (1),  97.  330,  1866.  J.  T.  Norton  {Amer,  J.  Science  (4),  12.  116,  1901 ; 
Chem^  News^  84.  264,  261, 1901)  discusses  the  influence  of  pressure  on  precipitations  by  sodium 
thiosulphate. 

'  If  thorium  should  be  present,  it  must  be  separated  by  the  oxalic  process  described  later. 
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iodate  in  neutral  or  feebly  acid  solutions.^  Suppose  the  solution  has  the  equivalent 
of  0*1  gmi.  of  zirconium  per  100  c.c.  in  a  solution  acidified  with  hydrochloric 
acid.  Add  sodium  carbonate  to  the  solution  until  a  faint  turbidity  appears 
when  the  solution  is  thoroughly  agitated.  Add  the  smallest  amount  of  dilute 
hydrochloric  acid  necessary  to  just  give  a  clear  solution,  and  then  an  excess  of 
sodium  iodate.  Heat  the  mixture  for  about  15  minutes,  and  then  let  it  stand 
for  about  12  hours.  Filter  off"  the  precipitated  iodate,  and  wash  with  boiling 
water.  Dissolve  it  in  hydrochloric  acid,  and  precipitate  the  zirconium  hydroxide 
by  the  addition  of  ammonia.^  The  precipitate  is  washed,  etc.,  as  if  it  were 
aluminium  hydroxide  (page  182),  and  finally  weighed  as  zirconium  oxide,  ZrOj.. 
The  aluminium  in  the  filtrate  from  the  basic  zirconium  iodate  is  determined  by 
the  ammonia  precipitation  in  the  usual  manner. 

The  Separation  of  Zirconiv/ni  from.  Titanium^  Aluminium^  and  Iron.^ — There 
is  no  particular  difficulty  in  separating  zirconium  in  the  absence  of  titanium, 
nor  in  separating  titanium  in  the  absence  of  zirconium,  but  together  the 
individuality  of  the  elements,  as  Crookes*  expresses  it,  is  destroyed.  The 
reactions  these  elements  undergo  when  they  occur  alone  do  not  necessarily  occur 
when  the  two  elements  are  mixed  together.  For  instance,  titanium  hydroxide 
is  completely  precipitated  when  a  dilute  solution  of  titanium  sulphate  is  boiled 
for  some  time ;  but  if  zirconium  be  present,  there  may  be  either  an  incomplete 
precipitation  or  none  at  all.  The  phenomenon  is  by  no  means  uncommon : 
aluminium  hydroxide,  for  example,  is  dissolved  by  ammonium  carbonate  solutions 
in  appreciable  quantities  when  beryllium  hydroxide  is  present,  but  alone,  the 
alumina  is  scarcely  affected.^  A  similar  observation  was  made  respecting 
niobium  and  titanium  on  page  420. 

A  fairly  concentrated  solution  of  hydrogen  peroxide  (say,  30  per  cent.,  or  a 
**  100  vol."  solution)  gives  no  precipitate  with  a  solution  of  zirconium  nitrate 
or  oxychloride  neutral  or  acidified  with  sulphuric  acid.  On  the  other  hand,  a 
white,  flocculent  precipitate  is  obtained  with  solutions  of  zirconium  sulphate. 
The  precipitate  is  said  to  be  a  hydrated  peroxide— ZrgO^ .  iHgO.  If  the  solution 
be  agitated  and  warmed,  and  the  hydrogen  peroxide  is  present  in  great  excess, 
the  reaction  is  quantitative ;  but  if  the  hydrogen  peroxide  be  in  dilute  solution, 
the  separation  is  very  slow.  The  separation  is  best  performed  in  a  feebly  acid 
solution,  for  if  too  much  acid  be  present,  no  precipitation  occurs.  The  exact 
proportions  have  not  been  worked  out,  but  the  precipitate  is  practically  insoluble 
in  1  per  cent,  solutions  of  sulphuric  acid.* 

Bailey  considers  that  this  reaction  furnishes  a  convenient  means  of  separating 
zirconium  from  titanium,  iron,  aluminium,  niobium,  tantiUum,  thorium,  yttrium, 
cerium,  etc.  The  method  gives  good  results  only  under  very  special  conditions, 
and  it  is  accordingly  rarely  used.  When  sodium  phosphate— Nag HPO^ — is 
also  added  to  the  solution  just  after  the  addition  of  the  hydrogen  peroxide, 
Hillebrand  has  shown  that  a  white,  slimy,  voluminous  precipitate  of  zirconium 


*  J.  T.  Davis,  Jirum.  Amcr.  Chem,  Soc.,  II.  26,  1889  ;  R.  J.  Meyer  and  M.  Speter,  Cfiem.  Zig.^ 
34.  306, 1910  ;  R.  J.  Meyer,  ZHt.  anarg.  Cfiem.^  71.  65, 1911.  Cerium  and  yttrium  iodatesare  not 
very  soluble  in  water,  but  they  are  readily  soluble  in  nitric  acid.  Zirconium  and  thorium  iodates 
are  not  soluble  in  nitric  acid  provided  an  excess  of  alkaline  iodate  be  present.  Accordingly, 
thorium,  the  rare  earths,  titanium,  and  iron  may  give  precipitates  in  feebly  acid  solutions. 

^  There  is  too  much  risk  of  loss  by  decrepitation  to  render  it  safe  to  calcine  the  iodate. 

^  M.  Dittrich  and  R.  Pohl  {Zeit.  anorg.  Chem.f  43.  236,  1905)  precipitate  the  titanium  and 
zirconium  hydroxides ;  wash,  etc.,  and  weigh.  The  titanium  is  aetermined  colorime6rically, 
and  the  zirconium  by  difference. 

*  W.  Crookes,  Select  Methods  in  Chemical  Analysis^  London,  139,  1905. 

**  0.  A.Joy,  Amer.  J,  Science  (2),  36.  83,  1863  ;  Chern.  Neirs,  8.  183,  197,  1863. 
^  Ilydrochloric  acid  dissolves  the  precipitate  with  the  liberation  of  chlorine.     See  W.  Biltz 
and  W.  Mecklenburg,  Zeit.  angew,  Chem.,  25.  2110,  1912. 


ZIRCONIUM,   THORIUM,   AND  THE  RARE  EARTHS.  497 

phosphate — possibly  Zr5H4(PO  Jg .  GHgO — separates.  The  precipitate  is  not 
soluble  in  water,  but  it  is  readily  soluble  in  dilute  acids.  The  precipitate  can 
be  purified  from  titanium  and  rare  earths  by  pouring  dilute  hydrofluoric  acid 
(1:5)  several  times  through  the  filter  paper  supported  in  a  celluloid  or  rubber 
funnel,  and  collecting  the  runnings  in  a  platinum  dish.  The  rare  earth  phos- 
phates are  not  soluble  in  hydrofluoric  acid.  Evaporate  the  solution  with  a  few 
drops  of  sulphuric  acid,  and,  when  the  hydrofluoric  acid  is  expelled,  repeat  the 
operation  with  hydrogen  peroxide  and  sodium  phosphate. 

The  Tm^meric  Test  for  Zirconiwm. — Dissolve  the  purified  zirconium  phosphate 
in  a  little  dilute  hydrofluoric  acid  (1 : 5),  evaporate  the  solution  almost  to  dryness, 
and  dip  a  piece  of  turmeric  paper  into  it.  Dry  the  paper  in  a  test  tube 
in  a  steam  oven  (about  100*).  A  pink  coloration  represents  zirconium. 
The  presence  of  O'OOOl  grm.  of  zirconium  is  nearly  the  limit  of  the  test.^ 
Titanium  gives  a  similar  coloration,  and  it  is  even  more  sensitive  than  zirconium. 
Greater  quantities  of  titanium  give  a  brown  coloration,^  but  not  if  the  titanium 
be  first  reduced  to  titanium  oxide  ^  by  means  of  zinc  in  an  acid  solution. 
In  the  latter  case,  the  titanium  may  be  oxidised  as  the  paper  dries,  and  so 
develop  the  titanic  acid  coloration.  Blank  tests  with  hydrofluoric  acid  are 
not  always  satisfactory,  and  the  turmeric  test  is  not  therefore  very  reliable  except 
under  favourable  conditions. 

§  263.  The  Gravimetric  Determination  of  Zirconium  as  Phosphate. 

Decomposition  of  the  Silicate. — Two  grams  of  the  dry  powder  are  fused  with 
from  12  to  15  grms.  of  sodium  carbonate.^  Digest  the  cold  mass  with  water. 
When  the  fused  cake  is  quite  disintegrated,  add  a  drop  or  two  of  alcohol  or 
hydrogen  peroxide  to  reduce  the  sodium  manganate.  Wash  the  disintegrated 
residue  with  a  2  per  cent,  solution  of  sodium  carbonate.^  The  filtrate  contains 
chlorine,  fluorine,  sulphur,  silica,  alumina,  etc.®  The  residue  on  the  filter  paper 
is  washed  into  a  beaker  by  projecting  a  strong  jet  of  warm  (70')  dilute  sulphuric 
acid  (1 :  20)  ^  against  all  parts  of  the  filter  paper.  About  50  c.c.  of  the 
acidulated  water  should  suffice.  Add  two  or  three  drops  of  sulphurous  acid 
to  dissolve  any  brown  manganese  hydroxide  which  may  be  present.  Warm 
the  solution  to  about  70°.     When  all  effervescence  has  ceased,  add  a  few  drops 

^  B.  K  Sohlesinger,  A  SysteTtuUic  Procedure  for  the  QualUcUive  Detection  of  the  Rare  Metals 
of  Certain  OroupSj  Boston,  Mass.,  1902;  C.  R.  Bohm,  Die  Darstellung  der  seltenen  £rden, 
Leipzig,  1905 ;  P.  E.  Browning,  Introduction  to  the  Barer  Elements,  New  York,  1908 ; 
J.  Ohiy,  Analysis,  Detection,  and  Commercial  Value  of  the  Bare  Metals,  Denver,  1903  ; 
P.  Tmchot,  Les  Terres  Bares,  Paris,  1898  ;  J.  Herzfeld  and  O.  Korn,  Chemie  der  selten  Erden, 
Berlin,  1901  ;  J.  von  Panayeff,  Verhalten  der  Wichtigsten  seltenen  Erden  zu  Beagentien,  Halle 
a.  S.,  1909;  K.  J.  Meyer  and  0.  Hauser,  Die  Analyse  der  seltenen  Erden  und  Erdsduren, 
Stuttgart,  1912  ;  W.  Grookes,  Select  Methods  in  Chemical  Analysis,  London,  1905. 

^  JBoric,  niobic,  tantalic,  and  molybdic  oxides  also  give  the  brown  coloration  with  turmeric 
paper.  The  paper  reddened  with  boric  acid  becomes  blue  when  touched  with  a  dilute  solution 
of  potash,  while  the  reddening  with  zirconia  is  only  affected  in  the  ordinary  manner.  K.  Kraut, 
ZeiL  anal.  Chem.,  4.  168,  1865  ;  A.  Miiller,  Joum.  prakt,  Chetn,  (1),  80.  118,  1860. 

8  F.  Pisani,  Compt.  Bend,,  59.  301, 1864  ;  Ghe^n,  News,  ID.  218,  1864. 

*  If  sulphur  is  to  be  determiued,  add  between  1  and  2  grms.  of  sodium  nitrite  and  note 
the  precautions  stated  on  page  617. 

°  If  water  be  employed,  the  later  washings  sometimes  run  through  turbid.  The  sodium 
carbonate  should  be  free  from  bicarbonate. 

'  If  desired,  the  filtrate  can  be  made  up  to,  say,  150  c.c,  and  equa^  portions  taken  for  the 
determination  of  fluorine,  sulphur,  and  chlorine.  Bat  50  cc,  that  is,  one-third  of  2  grms., 
may  not  contain  enough  for  a  determination  of  each  of  these  materials. 

'  M.  Wunder  and  B.  Jeanneret  (Zei^.  ai^gew,  Chem.,  50.  733,  1911)  remove  the  iron  from 
the  residue  by  extraction  with  hot  hydrochloric  acid  (1:1);  but  L.  Weiss  and  W.  Trautmann 
(ZeU,  anal.  Chem.,  51.  303,  1912)  say  that  the  sodium  zirconate,  Na^ZrOs,  is  appreciably 
soluble  in  this  liquid. 
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more  of  the  acidulated  water  to  make  sure  that  all  action  is  over.^  The  liquid 
should  be  distinctly  acid.*  Filter  the  liquid  into  an  Erlenmeyer's  flask  (150 
c.c.),'  and  wash  with  warm  (70")  acidulated  water.  The  filtrate  contains  the 
iron,  aluminium,  and  most  of  the  zirconium.  Some  zirconium  remains  in  the 
residue  along  with  the  silica  and  any  barium  sulphate  which  might  be  present. 
To  recover  this  zirconium,  ignite  the  filter  paper  and  contents  in  a  platinum 
crucible,  and  treat  the  mass  with  hydrofluoric  and  sulphuric  acids  in  order  to 
expel  the  silica,  which  holds  back  some  of  the  zirconium  very  tenaciously.  Take 
up  the  residue  with  hot  dilute  sulphuric  acid  (1 :  20).  Barium  sulphate  remains 
insoluble  (page  618).  The  filtrate  contains  titanium,  aluminium,  iron,  zirconium, 
rare  earths,  etc.  Combine  the  two  filtrates.  Precipitate  the  zirconium  by  the 
hydrogen  peroxide  and  sodium  phosphate  process  described  below.  The  sequence 
of  the  operations  employed  for  separating  the  zirconium  from  an  insoluble  silicate 
is  therefore  represented  by  the  scheme  : 

Q  J        ,    (  Soluble  in  water Chlorine,  sulphur,  etc. 

\  Insoluble  in  H2SO4 Banum,  etc 

Precipitation  of  Zirconium  Phosphatt.^ — Add  suflftcient  (say,  5  c.c.)  of  a  concen- 
trated solution  of  hydrogen  peroxide  to  the  filtrate  to  maintain  a  permanent  yellow 
coloration.  The  object  of  the  hydrogen  peroxide  is  to  keep  the  titanium*  in 
solution ;  and  the  acidity  prevents  the  precipitation  of  the  aluminium,  iron,  etc. 
Add  about  1  c.c.  of  a  saturated  solution  of  sodium  phosphate — NajHPO^.  Fill  the 
flask  nearly  up  to  the  neck  with  water,  and  set  it  aside  in  a  cool  place  for  a  couple 
of  days.  If  the  yellow  colour  at  any  time  fades  away,  add  more  hydrogen  per- 
oxide. Gelatinous  zirconium  phosphate  is  precipitated.  Filter  through,  say,  a 
7-cm.  filter  paper,  and  wash  with  water  containing  a  few  drops  of  dilute  sulphuric 
acid.  A  little  titanium  phosphate  and  rare  earth  phosphates  may  be  carried  down 
with  the  precipitate.  In  the  former  case,  the  precipitate  will  probably  have  a  yellow 
tint.    The  filtrate  is  reserved  for  the  determination  of  the  rare  earths  (page  502). 

Purification  of  the  Zirconium  Phosphate, — Ignite  the  precipitate  and  filter 
paper  in  a  platinum  crucible )  fuse  with  a  little  sodium  carbonate ;  extract  the 
cold  mass  with  water  ;  filter,  wash  as  before,  ignite  the  filter  paper  and  precipitate  ; 
fuse  with  a  little  potassium  pyrosulphate ;  dissolve  the  cold  mass  in  hot  water ; 
acidify  the  solution  with  a  couple  of  drops  of  sulphuric  acid ;  and  repeat  the 
treatment  with  hydrogen  peroxide  and  sodium  phosphate.  Weigh  the  ignited 
precipitate  as  Na.^0.4Zr02.3P205.  Hence,  multiply  the  weight  of  the  pre- 
cipitate by  0'5,  or  more  strictly  by  0*5014,  to  get  the  corresponding  amount 
of  zirconia — ZrOg.^  The  weight  of  the  zirconia,  if  appreciable,  is  to  be  deducted 
from  the  collected  ammonia  precipitate  (page  210). 

^  If  the  digestion  be  protracted,  gelatinous  silica  may  separate  and  give  trouble  in  the 
subsequent  filtration. 

'  An  excess  of  sulphuric  acid  hinders  the  pi'ecipitation  of  the  zirconium  phosphate  later 
on,  and  retards  filtration  by  closing  the  pores  of  the  filter  paper.  Not  more  than  1  per  cent, 
of  free  H.JSO4  should  be  present  in  the  solution. 

^  Filter  through  the  paper  used  in  the  previous  filtration. 

*  G.  H.  Bailey,  Jonrn,  Chem.  Soc.,  49.  149,  481,  1886  ;  Chem.  Kews,  53,  65,  260,  287, 
1886  ;  W.  F.  Hillebrand,  Bull,  U.S,  Geol,  Sur.,  176.  76,  1900;  M.  Dittrich  and  R.  Pohl, 
ZeU,  anorg,  Chem.^  43.  236,  1906;  E.  Wedekind,  ib.,  33.  83,  1903;  H.  Geisow  and 
P.  Horkheimer,  16.,  3%  374,  1892. 

^  Otherwise  titanium  phosphate — Ti(0H)P04.  HjO — would  be  precipitated — V.  Blerz,  Joum. 
prakt,  Chem.  (1),  99.  157,  1856. 

*  It  is  always  well  to  make  certain  that  the  precipitate  is  really  zirconia  bv  fusing  the 
mass  with  a  little  sodium  carbonate.  Take  up  the  cold  cake  with  hydrochloric  acid  ;  evaporate 
the  solution  until  it  is  nearly  dry,  and  apply  the  turmeric  (>aper  test  (page  497).  A  little 
thorium,  if  present  in  the  sample,  may  even  yet  be  found  with  the  zirconia. 
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§  264.  The  Analysis  of  Zircon. 

.  Opening  up  the  Mineral, — Fuse  a  gram  of  the  finely  powdered  and  dried 
(110")  mineral  with  4-5  grms.  of  sodium  bisulphate.^  The  mineral  dissolves 
with  great  difficulty,  and  it  is  necessary  to  keep  it  in  a  molten  condition  for  some 
time.* 

Determination  of  Silica. — When  cold,  the  mass  is  digested  with  water.  The 
w^hite  insoluble  silica  is  filtered  off,  ignited,  and  weighed.  Drive  off  the  silica  from 
the  ignited  mass  by  treatment  with  hydrofluoric  and  sulphuric  acid  in  the 
usual  manner  (page  169).  This  gives  the  "first  silica."  Fuse  the  residue  with 
a  little  sodium  bisulphate,  and  add  the  aqueous  solution  of  the  fused  mass  to  the 
main  solution. 

Hydrogen  sulphide  is  passed  through  the  combined  solutions  to  remove  any 
platinum  derived  from  the  crucible.  The  filtrate  is  evaporated  twice  to  dryness, 
with  an  intervening  filtration  for  silica  (page  167).  The  silica  is  removed  by 
treatment  with  hydrofluoric  acid.  This  gives  the  "second  silica."  The  weight 
of  silica  so  obtained  is  added  to  the  previous  result.  The  residue  is  fused  with 
a  little  sodium  bisulphate  and  added  to  the  main  solution. 

Determination  of  Iron  and  Alwmina.  —  The  solution  is  approximately 
neutralised  with  ammonia,  and  mixed  with  sufficient  ammonium  oxalate  and 
tartrate  to  prevent  the  precipitation  of  aluminium,  etc.,  with  ammonia.  Add 
ammonium  sulphide  to  the  warm  solution  (page  208).  Keep  the  solution  warm 
for  about  an  hour.^  Practically  all  the  iron  and  a  little  alumina  are  precipitated. 
These  may  be  determined  in  the  usual  manner.* 

Determination  of  Zirconia. — Evaporate  the  filtrate  from  the  iron  sulphide 
to  dryness  in  a  platinum  dish,  and  ignite  the  residue  until  it  is  almost  white. 
The  combustion  of  the  carbon  can  be  facilitated  by  repeatedly  moistening  the 
residue  with  ammonium  nitrate  and  repeating  the  ignition.  Fuse  the  white 
residue  with  sodium  bisulphate.  Dissolve  the  cold  mass  in  water.  Add  a 
concentrated  solution  of  hydrogen  peroxide  (page  496),  and  follow  on  with  an 
aqueous   solution   of  sodium   hydroxide,   added   drop  by  drop,   with   constant 

^  J.  M.  Matthews,  Joum.  Amer.  Cham.  Soc^  20.  815,  1898.  The  opening  up  of  zircon  is 
very  difficult.  Alkaline  carbonates,  recommended  by  F.  Wbhler  {Licbig's  Amu^  31.  122, 1839), 
P.  Berthier  {Ann,  Ckim,  Phys,  (1),  50.  302,  1832),  W.  Henneberg  {Joum.  prakt.  Chem.  (1), 
38.  608,  1846),  H.  L.  Wells  and  H.  W.  Foote  {Zeit.  anorg.  Ckem.,  10.  434,  1895),  L.  M.  Dennis 
aud  A.  E.  Spencer  {Joum.  Amer.  Chem.  Soc.^  18.  673,  1896),  and  C.  F.  Chandler  {Pogg.  Ann., 
102.  446,  1857),  act  very  slowly  (T.  Scheerer,  ib.,  59.  481,  1843).  Alkaline  hydroxides— with  or 
without  alkaline  fluorides — are  better — £.  Linnemann,  MoncUs.  Chem.^  6.  335,  1885 :  Chem.  News, 
52.  233,  240,  1885;  G.  H.  Bailey,  i6.,  53.  65,  260,  287,  1886;  60.  6,  17,  32,  1889;  F.  P. 
Venable,  Joum.  Amer,  Chem,  Soc,,  16.  469,  1894;  F.  P.  Venable  and  W.  Belden,  ib.,  20. 
273,  1898;  F.  P.  Venable  and  T.  Clarke,  ib.,  18.  434,  1896;  Chem.  Neios,  74.  44,  1896; 
C.  Marignac,  Ann,  Chim.  Phys.  (3),  60.  260,  1860  ;  F.  Dubois  and  A.  A.  da  Silveira,  ib* 
(1),  14.  Ill,  1820;  J.  J.  Berzelius,  Pogg.  Ann.,  4.  117,  1825;  M.  Melliss,  Bull.  Soc, 
Chim.  (2),  14.  204,  1870 ;  M.  H.  Elaproth,  Beitrdge  zur  chemischen  Kenntniss  dcr 
Afineralkorper,  Berlin,  I.  203,  227,  1795.  For  the  method  indicated  in  the  text  see  L.  Weiss 
and  R.  Lehmann,  Zeit.  anorg.  Chem.,  6$.  178, 1910  ;  M.  Tcharviani and  M.  Wunder,  Ann,  Chim. 
Anal.,  16.  1,  1911  ;  M.  Wunder  and  B.  Jeanneret,  Zeit,  anal.  Chem.,  50.  733,  1911. 

^  For  the  method  of  conducting  bisulphate  fusions,  see  page  185. 

^  The  iron  sulphide  which  first  separates  is  very  finely  divided,  and  inclined  to  pass  through 
the  filter  paper.     The  precipitate  coagulates  and  filters  easily  after  standing  for  an  hour. 

*  When  the  amount  of  iron  is  great  in  comparison  with  the  alumina,  a  relatively  large 
proportion  of  the  total  alumina,  according  to  L.  Weiss  and  R.  Lehmann  {Zeit.  anorg.  Chem.,  65. 
178,  1909),  is  precipitated  with  the  iron.  If  much  alumina  and  little  iron  be  present,  most 
of  the  alumina  will  remain  in  solution.  The  zircon  may  have  so  little  alumina  that  the 
determination  of  the  alumina  with  the  iron  will  be  sufficiently  exact  for  technical  pun)oses.  In 
that  event,  the  alumina  in  the  analysis  will  be  a  little  low,  and  the  zirconia  a  little  high,  in 
consequence  of  the  alumina  which  escapes  precipitation  with  the  iron. 
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agitation.  Zirconium  hydroxide  separates ;  the  pertitanic  acid  remains  in  solu- 
tion.^ Dissolve  the  precipitate  in  hydrochloric  acid ;  add  ammonia ;  boil  off  the 
excess  of  ammonia ;  filter ;  wash ;  ignite ;  and  weigh  as  ZrO,. 

The  zirconia  so  obtained  is  generally  contaminated  with  both  silica  and 
alumina.  The  former  is  removed  by  digesting  the  mass  with  hydrofluoric  and 
sulphuric  acids  ^  and  repeated  calcination  with  ammonium  carbonate  in  order  to 
remove  the  fluorine.^  The  zirconia  is  now  contaminated  with  alumina.  For 
the  separation  of  zirconium  and  aluminium  oxides,  see  page  495. 

Determination  of  Titanium. — The  excess  of  hydrogen  peroxide  is  decomposed 
by  boiling  the  filtrate.  Take  care  to  avoid  loss  by  spurting  owing  to  the  de- 
composition of  the  hydrogen  peroxide.  Precipitate  the  titanium  by  the  addition 
of  ammonia,  or  apply  the  colorimetric  process.  ** 


§  265.  The  Rare  Earths. 

The  term  "  rare  earth  "  is  applied  to  certain  trivalent  metallic  oxides — ^yttria 
and  ceria  earths — which  were  formerly  regarded  as  elementary  bodies.  They 
fall  into  the  same  analytical  group  as  aluminium,  iron,  beryllium,  etc.,  from 
which  they  can  be  separated  as  oxalates  insoluble  in  dilute  acids,  and  in  cold 
ammonium  oxalate  solutions.  The  solubilities  of  the  oxalates  ^  of  some  of  these 
earths  in  water,  in  solutions  of  ammonium  oxalate,  and  in  sulphuric  acid  solutions 
are  shown  in  the  following  table : — 

Table  LXIL — SoltMlities  of  the  Rare  Earth  Oxalates. 


Ammonium  oxalate. 

Normal  sulphuric 

Oxalate. 

Water. 

One  gram  of  oxalate 

acid.    Grms.  of 

Grm.  per  litre. 

in  88  grma.  of  water 

anhydrous  oxalate 

dissolves  grm. 

per  litre. 

Lanthanum       .... 

0  00062 

0  00023 

2-56 

Praseodidymium 

0-00074 

0-00026 

1'28 

Neodidymium   .... 

0  00049 

0*00084 

1-00 

Cerium 

0-00041 

0-00042 

1-64 

Yttrium 

000100 

0-00266 

•  •• 

Ytterbium         .... 

0-00834 

0 '02437 

•  ■  ■ 

Thorium 

•  •  • 

0-62000 

0-190 

There  are  some  doubts  about  the  identity  of  many  of  the  rare  earths, 
and  the  individuality  of  some  has  not  yet  been  satisfactorily  demonstrated.  The 
following  are  the  more  important  types : — 

1.  Yttrium  Earths — «.^.,  yttria,  erbia,  terbia,  holmia,  thulia,  dysprosia, 
ytterbia  (neoytterbia),  lutecia,  europia,  etc. 

1  A.  Classen,  Ber.,  21.  370,  1888. 

'^  Zirconium  may  be  volatilised  when  the  silica  is  removed  by  treatment  with  hydrofluoric 
acid,  unless,  say,  the  mass  is  mixed  with  20  times  its  bulk  of  sulphuric  acid  and  45  times  its 
volume  of  hydrofluoric  acid.  The  zirconia  is  finally  weighed  as  oxide,  ZrOg.  E.  Wedekind, 
^<?r.,  44.  1753, 1911. 

*  This  gives  the  ** third  silica,"  which,  added  to  the  "  first"  and  "second"  silica,  gives  the 
"total  silica." 

*  The  lime  and 
alkalies  by  J.  L.  Smith 
earth  elements,  see  the  index. 

^  £.  Rimbach  and  A.  Schubert,  Zeit,  phys,  Chem.,  67.  183,  1909  ;  B.  Brauner,  Joum. 
Chevu  Soc,,  73.  951,  1898. 


magnesia  are  determined  as  indicated  on  pages  213  and  218,  anc 
ilth*s  process  (page  222).     For  traces  of  niobium,  vanadium,  and  the 


and  the 
rare 
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2.  Cerium  Earths — e,g,^  ceria,  lanthana,  neodidymia,  praseodidymia,  samaria, 
Bcandia,  decipia,  gadolinia,  etc. 

Thorium  and  zirconium  earths  are  not  included  in  the  above  definition  of 
the  rare  earths,  but  in  general  analytical  work  it  is  often  convenient  to  include 
both  thoria  and  zirconia  with  the  rare  earths,  because  they  all  have  many 
analogous  properties. 

The  Separation  of  Thoria,  Ceria,  and  the  Yttria  Earths  from  the  Ammonia 
Precipitate, — In  determining  the  rare  earths,  it  is  often  convenient  to  dissolve  the 
ammonia  precipitate  containing  the  aluminium,  iron,  yttrium,  cerium,  thorium, 
zirconium,  uranium,  etc.,  hydroxides  or  phosphates  in  the  smallest  possible 
quantity  of  hydrochloric  acid;  and  treat  the  solution  with  oxalic  acid.  The 
yttrium,  cerium,  and  thorium  oxalates  are  precipitated,  while  zirconium,  aluminium, 
iron,  and  uraniiun^  remain  in  solution.^  The  latter  can  be  separated  by 
processes  previously  described.  The  chief  source  of  difficulty  is  the  fact  that  the 
acidity  of  the  solution  requires  careful  adjustment,  or  appreciable  quantities  of 
the  cerium,  yttrium,  and  thorium  oxalates  will  pass  into  solution,  or  else  the 
precipitate  may  be  contaminated  with  zirconium  oxalate.  The  conditions  for 
successful  work  with  ceria  ^  have  been  investigated,  but  not  for  yttria.*  The 
best  results  are  obtained  when  the  ammonia  precipitate  is  dissolved  in  ^N-  to  ^N- 
hydrochloric  acid — about  50  c.c.  of  acid  are  required  per  gram  of  the  earths. 
Add  40-50  c.c.  of  a  10  per  cent,  solution  of  oxalic  acid,  and  keep  the  solution  at 
about  60*  for  about  12  hours.  The  precipitate  is  washed  with  warm  water. 
The  precipitate  can  be  calcined  to  convert  the  oxalates  into  oxides,  and  weighed. 

If  it  be  desired  to  separate  the  thoria,  yttria,  and  ceria,  the  washed  pre- 
cipitate is  digested  on  a  water  bath  with  concentrated  nitric  acid  (sp.  gr.  1  -4)  and 
one  drop  of  ^N-potassium  permanganate,  which  accelerates  the  rate  of  dissolu- 
tion by  the  nitric  acid.  The  dish  should  be  covered  with  a  clock-glass  to  prevent 
loss  by  spurting.  The  oxalates  will  be  decomposed  in  a  short  time.  The  excess 
of  acid  is  removed  by  evaporation,  and  the  thorium  precipitated  by  the  hydrogen 
peroxide  process  (page  505),  or  by  the  sodium  thiosulphate  process. 

Separation  of  Tfwrivm  by  Sodium  ThiostUphate. — The  nitrate  solution  is 
repeatedly  evaporated  with  hydrochloric  acid  to  convert  the  nitrates  into 
chlorides  (page  427).  Dilute  the  solution  and  heat  it  to  boiling.  Add  an 
excess  of  a  concentrated  solution  of  sodium  thiosulphate.  Basic  thorium  thio- 
sulphate is  precipitated  in  a  flocculent  mass  which,  after  standing  about  1 2  hours, 
is  easily  filtered  and  washed.  The  precipitate  with  its  filter  paper  is  digested  in 
concentrated  hydrochloric  acid,  and  again  treated  with  the  thiosulphate  so  as 
to  get  rid  of  all  but  a  trace  of  ceria  which  contaminated  the  first  precipitate. 
The  precipitate  is  dissolved  in  hydrochloric  acid,  and  treated  with  oxalic  acid  as 
described  above.  The  first  filtrate  contains  the  yttrium  and  cerium  earths.  The 
hydroxides  are  precipitated  by  ammonia,  and  separated  by  the  double  potassium 

*  According  to  O.  Hauser  {Zeii,  aneU.  Chem,,  47.  677,  1908),  the  presence  of  uranyl  salts 
makes  the  cerium  oxalates  very  soluble,  unless  a  great  excess  of  oxalic  acid  is  added. 

^  The  precipitated  oxalates  will  be  contaminated  with  phosphates,  if  phosphorus  compounds 
be  present.  A  reprecipitation  may  then  be  necessary  ;  or  the  precipitate  may  be  washed  into  a 
disn  and  digested  witn  fuming  hydrochloric  acid,  then  warmed  with  oxalic  acid  and  the  whole 
diluted  with  water.     In  this  way  most  of  the  phosphoric  acid  passes  into  solution. 

'  E.  Hintz  and  H.  Weber,  ZeU.  ancU,  Chem,,  jfi.  218,  1897  ;  P.  Drossbach,  ZdL  aiigeir 


Blomstrand,  i6.,  15.  99,  1889  ;  H.  Baokstrom.ii.,  z6.  83, 1890  ;  C.  Jones,  Amer.  Chem,  Jauni., 
20,  845,  1898  ;  H.  Gorceix,  Compt.  Bend.,  100.  357,  1885  ;  M.  Holsmann,  Joum,  prakt.  Chem, 
(1),  75.  821,  1868 ;  R.  Ruer,  ZeU,  anorg,  Chem.,  42.  87,  1904. 

*  L.  F.  Nikon,  Ber,,  13.  1487,  1880  ;  P.  T.  Cleve  and  M.  Hoglund,  ih.,  6.  1468,  1878 ; 
N.  J.  Berlin,  Pogg,  Ann,,  43.  Ill,  1838. 


502  A  TREATISE  ON  CHEMICAL  ANALYSIS. 

sulphate  process  described  on  page  508  for  separating  zirconium  and  yttrium. 
The  cerium  salt,  Ce2(S04)g.3K2S04,  is  but  sparingly  soluble,  while  the  yttrium 
salt,  ¥2(804)3.3X2804,  is  readily  soluble. 

No  exact  quantitative  methods  are  known  for  separating  the  individual 
members  of  these  groups,  and  all  known  methods  give  more  or  less  approxi- 
mate analytical  separations.  This  is  because  the  reactions  of  the  different 
members  of  the  group  of  rare  earths,  with  the  possible  exception  of  cerium, 
differ  among  themselves  by  minute  differences ;  so  much  so,  that  it  is  difficult 
to  draw  a  real  line  of  demarcation  between  the  yttrium  and  cerium  earths.  In 
all  attempts  at  separation  it  is  necessary  to  dissolve  and  reprecipitate  a  number 
of  times,  and  in  some  cases  an  elaborate  process  of  fractional  crystallisation  must 
be  employed.  These  methods  fall  outside  the  range  of  analytical  work,  and 
details  must  be  sought  in  the  original  memoirs. 

Opening  the  Minerals, — The  minerals  containing  the  rare  earths  are  opened 
by  the  usual  methods.^  When  sulphuric  and  hydrofluoric  acid  are  employed,  the 
fluorine  is  driven  off  by  heating.  If  hydrochloric  acid  be  used,  the  solution  is 
evaporated  to  dryness  to  make  the  silica  insoluble.  The  residue  is  treated  with 
a  little  hydrochloric  acid,  diluted  with  water,  and  filtered.  If  sulphuric  acid, 
or  potassium  pyrosulphate  or  bisulphate,  be  employed  for  opening  the  mineral, 
the  mass  must  be  stirred  with  cold  water  to  get  the  required  solution ;  otherwise, 
titanium  hydroxide  may  be  precipitated.  If  hydrofluoric  acid  alone  be  employed 
in  the  cold,  a  gelatinous  precipitate  of  the  silico-fluorides  and  fluorides  of  the 
earths  is  obtained.  The  precipitate  is  collected  and  washed  with  dilute  hydro- 
fluoric acid.  Niobium,  tantalum,  zirconium,  etc.,  pass  into  solution.^  The 
insoluble  fluorides  are  decomposed  by  sulphuric  acid.  Fusion  of  the  mineral 
with  sodium  or  potassium  hydroxides  or  carbonates,  and  leaching  with  water, 
gives  a  residue  of  insoluble  hydroxides. 

§266.  The  Determination  of  ''Rare  Earths"  in  Silicates. 

The  determination  of  zirconium  in  silicates  has  been  discussed  on  page  498. 
If  rare  earths  be  also  present,  they  will  be  found  in  the  filtrate  from  the  zirconium. 
Several  methods  of  separating  the  rare  earths  are  available.  The  following 
process  is  adapted  for  silicates  containing  but  small  quantities  of  the  rare  earths. 
It  is  based  upon  the  very  sparing  solubility  of  the  fluorides  of  the  rare  earths 
and  thorium,  and  the  ready  solubility  of  the  fluorides  of  the  remaining  elements 
(including  zirconium,  if  present)  in  dilute  hydrofluoric  acid.^ 

Start  with  the  filtrate  from  the  zirconium  phosphate  (page  498),  which 
we  can  suppose  contains  salts  of  the  rare  earths,  beryllium,  titanium,  aluminium, 
iron,  and  uranium.  Treat  the  solution  with  an  excess  of  sodium  hydroxide,  in 
which  beryllium,  uranium,  and  aluminium  hydroxides  are  soluble,  while  titanium, 
iron,  and  the  rare  earth  hydroxides  are  almost  insoluble.  Dilute  the  solution. 
Decant  the  clear  through  a  filter  paper ;  wash  the  precipitate  twice  by  decanta- 
tion ;  and  then  wash  the  precipitate  into  a  platinum  dish. 

Treat  the  precipitate  with  hydrofluoric  acid ;  evaporate  the  mixture  nearly 
to  dryness  ;  and  add  a  little  water  with  a  few  drops  of  hydrofluoric  acid.  Collect 
the  insoluble  precipitated  fluorides  on  a  filter  paper,  using  a  rubber  funnel  and 

^  H.  B.  Hicks  (/owrTi.  Amer.  Cfu^ti.  Soc.,3^»  1492,  1 911)  recommends  sulphur  monochloride 
vapour  for  opening  the  rare  eartli  minerals.  Volatile  chlorides  are  formed.  This  troAtment 
decomposes  rutile,  wolframite,  scheelite,  tantalite,  chromite,  etc.  See  also  E.  F.  Smith,  16., 
22.  289,  1898  ;  R.  D.  Hall,  t7».,  26.  1243,  1904. 

a  M.  Delafontainc,  Chem,  Neirs,  75.  229,  1897. 

»  W.  F.  Hillebrand,  Bull.  U.S.  Qeol,  Sur.,  176.  77,  1900  ;  J.  J.  Chydenius,  Pogg.  Ann., 
119.  49,  1861 ;  M.  Delafontaine,  Chcm.  News,  75.  229,  1897  ;  J.  J.  Berzelius,  Pogg,  Ann,,  16. 
385,  1829 ;  A.  Rosenheim,  V.  Samter,  and  I.  Davidsohn,  ZeiL  anorg.  Chem,,  55.  424,  1908. 
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platinum  cone.  Wash  the  precipitate  with  water  acidulated  with  hydrofluoric 
aoid,  and  finally  transfer  the  precipitate  to  a  platinum  dish. 

Evaporate  the  solution  to  dryness  with  sulphuric  acid,  to  decompose  the 
fluorides.  Ignite  the  filter  paper  separately,  and  add  the  ash  to  the  contents 
of  the  dish.  Dissolve  the  residual  sulphates  in  dilute  hydrochloric  acid; 
precipitate  the  rare  earths  with  ammonia ;  redissolve  the  precipitate  in  hydro- 
chloric acid  ;  and  evaporate  to  dryness. 

Treat  the  residue  with  a  few  drops  of  an  aqueous  solution  of  oxalic  acid ; 
filter,  and  wash  the  insoluble  oxalates.  Dry  the  precipitate;  ignite  the  oxalates; 
weigh  the  resulting  oxides ;  and  report  as  "  rare  earths/' 

§  267.  The  Analysis  of  a  Mixture  of  Rare  Earths. 

The  analysis  of  a  "  rare  earth  mineral,"  and  the  separation  of  some  of  the 
more  important  members  of  the  rare  earth  group,  is  well  illustrated  by  the 
following  method  for  the  analysis  of  monazite  sands,  etc.^  The  analysis  occupies 
about  seven  days. 

1.  The  Ftisum. — About  a  gram^  of  the  finely  powdered  mineral  is  fused  in  a 
platinum  crucible  with  five  to  six  times  its  weight  of  sodium  pyix)-  or  bisulphate.^ 
The  temperature  is  raised  very  gradually  to  a  red  heat  so  as  to  avoid  loss  by 
spurting.  The  fusion  temperature  is  kept  as  low  as  possible  to  avoid  the  forma- 
tion of  sparingly  soluble  basic  sulphates.  When  all  is  dissolved,  the  crucible  and 
contents  are  allowed  to  cool.  The  cold  cake  is  taken  up  with  cold  water,  and 
evaporated  to  dryness  on  a  sand  bath.  Digest  the  residue  in  10  c.c.  of  concen- 
trated sulphuric  acid,  pour  the  solution  into  200  c.c.  of  cold  water,  and  boil  the 
mixture  in  a  flask  with  a  reflux  condenser  for  two  or  three  hours.  Most  of  the 
zirconia  and  ferric  oxide  dissolve.  Silica,  titanic,  niobic,  and  tantalic  oxides,'* 
etc,^  are  precipitated.  Filter.  Lot  the  solution  stand  24  hours,  and  re-filter  if 
necessary.  Wash  the  precipitate,  which  may  contain  the  tungstic,  stannic,  titanic, 
tantalic,  and  niobic  oxides  and  part  of  the  zirconia  and  ferric  oxide.  The  filtrate 
contains  the  rare  earth  oxides,  uranium  and  thorium  oxides,  alumina,  part  of  the 
zirconia  and  ferric  oxides,  the  alkaline  earths,  etc. 

2.  The  Separation  of  Tin,  Tungstic,  Titanic,  Tantalic,  and  Niobic  Adds. — 
Digest  the  residue  with  ammonium  sulphide  so  as  to  remove  the  stannic  and 
tungstic  oxides  (page  406).  The  insoluble  mass  is  treated  with  a  mixture  of 
equal  volumes  of  10  per  cent,  sulphuric  acid  and  3  per  cent,  hydrogen  peroxide.^ 
Dilute  the  filtrate  to  200  cc,  add  sulphurous  acid,  and  boil  in  a  large  flask  fitted 
with  a  reflux  condenser  (fig.  128)  until  a  little  of  the  clear  gives  no  titanium 
coloration  when  tested  with  hydrogen  peroxide.  About  two  or  three  hours'  boiling 
suflices  to  precipitate  all  the  titanium,  tantalum,  and  niobium  oxides.  The  ferric 
oxide  and  zirconia  remain  in  solution.'^  Filter  off'  the  insoluble  residue,  and 
wash.  Add  the  filtrate  and  washings  to  the  main  solution,  or  determine  the  iron 
and  zirconium  they  contain  as  indicated  below. 

»  C.  Glaser,  Joum.  Amer.  ('hem,  Soe.,  18.  782,  1896  ;  Chem.  Ztg,,  20.  619,  1896  ;  Zeit.  anal. 
Chem.,  36.  218,  1897  ;  Chem.  News,  75.  145,  157,  1897  ;  G.  Chesneau,  Compt.  Rend.,  153.  429, 
1911. 

'  More  frequently  between  10  and  30  gnns.  are  taken  if  some  of  the  rarer  of  the  **rare 
earths  "  are  to  be  determined  by  the  process  here  described. 

'  The  sodium  salt  is  preferred  to  the  potassium  salt  because  the  latter  forms  sparingly 
soluble  double  sulphates  with  some  of  the  oxides  under  investioition. 

*  A  trace  of  tantalic  oxide  and  silica  may  dissolve  in  the  sodium  bisulphate  solution. 

*  Lead  and  barium  sulphates,  if  present,  remain  undissolved ;  so  also  do  the  stannic  and 
tungstic  oxides. 

*  1l  Weiss  and  M.  Landecker,  Zeit.  aiwrg.  Chem.,  64.  66,  1909. 

'  Or,  if  necessary,  fuse  with  potassium  bisulphate.  Cold  water  must  be  used  in  dissolving 
the  cake  of  the  bisulphate  fusion. 
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■ 

3.  Separation  of  Titanic  Oxide  from  Niobic  and  Tantalic  Oxides, — The  moist 
residue  is  boiled  three  or  four  hours  with  a  large  excess  of  salicylic  acid.  The 
titanic  oxide  dissolves,  while  the  niobic  and  tantalic  oxides  remain  insoluble.^ 
The  filtrate  and  washings  are  treated  with  ammonia,  and  the  titanic  hydroxide  is 
filtered  off,  washed,  ignited,  and  weighed  as  Ti02.  The  niobic  and  tantalic  oxides 
are  calcined  and  weighed.  If  desired,  the  two  last-named  oxides  can  be  separated 
by  Marignac's  process  (page  421). 

4.  Separation  of  the  Hydrogen  Sulphide  Group, — Saturate  the  hot  acidified 
solution  with  hydrogen  sulphide,  and,  when  cold,  again  saturate  the  solution  with 
the  same  gas.  The  members  of  the  hydrogen  sulphide  group  are  precipitated. 
Filter,  and  boil  the  filtrate  to  expel  the  hydrogen  sulphide.  The  residue  on  the 
filter  paper  contains  the  metals  of  the  hydrogen  sulphide  group — copper,  bismuth, 
etc.     These,  if  present,  are  separated  as  described  on  page  319. 

5.  Separation  of  the  Thorium  and  Cerivmi  Group  from  the  Zirconium  and 
YttHuvi  Groups, — Thorium  oxalate  is  somewhat  soluble  in  nearly  neutral 
solutions  of  ammonium  oxalate,'^  and  if  a  large  excess  of  ammonium  oxalate  be 
used,  thorium  may  not  be  precipitated  at  all.  But  an  excess  is  necessary  to 
keep  the  zirconium  oxalate  in  solution.  Hence,  some  thorium  may  escape  pre- 
cipitation, and,  if  not  separated,  will,  later  on,  appear  with  the  zirconium 
precipitate.  Glaser  therefore  recommended  adding  concentrated  hydrochloric 
acid  to  the  boiling  filtrate.  On  cooling,  insoluble  thorium  oxalate  is  precipitated. 
The  zirconium  oxalate  is  soluble  in  the  oxalic  acid  liberated  by  the  action  of  the 
hydrochloric  acid.* 

The  method  here  employed  is  based  on  the  solubility  of  yttrium  and  zirconium 
oxalates  and  the  '*  insolubility  '^  of  thorium  and  cerium  oxalates  in  nearly  neutral 
solutions  of  ammonium  oxalate  in  the  presence  of  hydrochloric  acid.  An  alter- 
native process  is  indicated  on  page  501.*  Either  evaporate  the  filtrate  and  wash- 
ings from  the  preceding  operation  to  about  100  c.c. ;  or  treat  the  solution  with 
ammonia  so  as  to  precipitate  the  phosphates  and  hydroxides  of  the  rare  earths, 
thorium,  zirconium,  aluminium,  iron,  and  manganese.  Filter  and  wash  (page  183). 
Dissolve  the  precipitate  in  nitrifi  or  hydrochloric  acid.  The  filtrate  contains  the 
alkaline  earths.  Nearly  neutralise  the  solution  (sulphates,  nitrates,  or  chlorides) 
with  ammonia,  so  that  the  solution  lias  the  least  possible  excess  of  acid.  Boil. 
Add  a  large  excess  of  a  boiling  solution  of  ammonium  oxalate.  Dilute  the 
solution  to  nearly  twice  its  volume  with  water,  and  add  concentrated  hydrochloric 
acid,  drop  by  drop,  until  the  addition  of  more  acid  to  the  clear  solution  produces 
no  further  precipitation.  Let  the  mixture  stand  overnight.  Filter  off  the 
precipitated  oxalates,  and  wash  with  a  solution  of  ammonium  oxalate.^  The 
precipitate  contains  the  cerium  earths,  and  the  thorium  as  oxalates.®     The  filtrate 

*  M.  Dittrich  and  S.  Freund,  ZeiJt,  anorg,  Chem.,  56.  344,  846,  1908;  0.  Hauser  and 
H.  Herzfeld,  Zenir.  Min.,  759,  1910. 

2  J.  F.  Bahr,  Liebig*s  Ann.,  132.  231,  1864. 

^  But  even  with  Glaser's  improvement  the  operation  is  not  altogether  satisfactory.  The 
thorium  and  zirconium  may  be  first  removed  by  Metzger*s  process,  and  the  thorium  and 
zirconium  separated  by  the  oxalic  process.  The  method  indicated  above  will  usually  satisfy 
commercial  requirements. 

*  The  presence  of  uranium  salts  augments  the  solubility  of  cerium  and  lanthanum  oxalates, 
and  therefore  the  precipitation  will  be  imperfect  in  the  presence  of  uranium  salts,  unless  a  large 
excess  of  oxalic  acid  is  added — 0.  Hauser,  Zeit.  anal.  Ckem.,  47.  665,  1908. 

^  Dissolve,  say,  2  ^iprms.  of  solid  ammonium  oxalate  in  a  little  water,  and  make  the  solution 
up  to  100  c.c. 

*  E.  Hintz  and  H.  Weber,  Zeit,  anal.  Chem.,  36.  27,  1897  ;  P.  Drossbach,  Zeil,  angew. 
Chem.,  14.  655,  1901 ;  E.  Benz,  tft.,  15.  297,  1902 ;  T.  Scheerer,  Pogg.  Ann,,  56.  498,  1842 ; 
51.  470,  1840 ;  0.  Rammelsberg,  f6.,  X08.  48,  1859 ;  H.  Rose,  ih.,  Il8.  502,  1863;  T.  Thomson, 
Trans.  Boy,  Soc.  JSdin,,6,  371,  1811  ;  A.  Connell,  Edin,  Phil,  Joum.,  20,  800,  1842;  R. 
Hermann,  Joum,  praJct.  Chem,  (1),   82.   387,  1861 ;  M.  Holzmann,  ib,   (1),  84.   78,  1861 ; 
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is  reserved  for  the  determination  of  phosphorus,  aluminium,  iron,  manganese, 
yttrium,  zirconium,  calcium,  etc.  Ignite  the  mixed  precipitates  to  convert  the 
thorium,  cerium,  lanthanum,  and  didymium  oxalates  into  oxides.^ 

I.   The  Ammoniwm  Oxalate  Precipitate. 

6.  S^mration  of  TTioritMfii  from  Cerium,  Lanthanum,  and  Didymium, — 
This  separation  is  based  on  the  solubility  of  thorium  oxalate,  and  the 
"insolubility"  of  cerium,  lanthanum,  and  didymium  oxalates,  in  a  solution  of 
ammonium  oxalate  containing  a  little  ammonium  acetate.  A  large  excess  of 
ammonium  acetate  should  not  be  used,  because  cerium  oxalate  is  slightly 
soluble  in  that  reagent.  When  an  excess  of  ammonium  oxalate  is  present,  a 
few  c.c.  of  a  solution  of  ammonium  acetate  will  suffice  to  keep  the  thorium 
oxalate  in  solution. 

Dissolve  the  mixed  oxides  in  sulphuric  acid,  and  nearly  neutralise  the 
solution  with  ammonia.  Add  to  the  boiling  solution  an  excess  of  a  boiling 
solution  of  ammonium  oxalate.  In  a  short  time,  when  the  oxalates  of  the 
cerium  earths  have  formed,  and  before  the  liquid  has  cooled,  add  a  solution  of 
ammonium  acetate.^  Cerium  oxalate  will  be  precipitated,  while  thorium  oxalate 
remains  in  solution.  Let  the  solution  stand  overnight.  Filter  and  wash. 
Dissolve  the  precipitate  in  sulphuric  acid,  and  repeat  the  treatment,  since 
otherwise  some  thorium  will  be  precipitated,  and,  later,  contaminate  the 
cerium.* 

7.  Determination  of  Hiorium, — Add  an  excess  of  ammonia  to  the  filtrate, 
and  thorium  hydroxide  will  be  precipitated.  It  is  the  general  rule,  in  separating 
the  rare  earths  in  the  presence  of  alkaline  solutions,  to  dissolve  the  hydroxide, 
and  reprecipitate ;  since  the  hydroxides  are  particularly  liable  to  absorb  alkaline 
salts  from  the  mother  liquid.  The  thorium^  hydroxide  may  be  purified  by  dis- 
solving the  precipitate,  well  washed  in  boiling  water,  in  nitric  acid.  Neutralise 
the  solution  with  ammonia;  add  10  per  cent  of  ammonium  nitrate*  per  100  c.c. 
of  solution ;  heat  the  solution  between  60*  and  80" ;  add  10  c.c.  (per  50  c.c.  of 
solution)  of  a  10  per  cent,  solution  of  hydrogen  peroxide;^  and  boil  the  solution 
for  a  few  minutes.  A  flocculent  precipitate  of  thorium  perhydroxide — 
Th(00H)(0H)2 — separates.  This  can  be  easily  washed.^  Test  some  of  the 
filtered  solution  by  another  treatment  with  an  equal  volume  of  hydrogen  peroxide 
and  boil.  If  no  precipitate  appears,  filter  the  main  solution  while  hot  as  rapidly 
as  possible;  and  wash  with  a  hot  solution  of  5  to  10  per  cent,  of  ammonium 

T.  Lange,  ib,  (1),  82.  186,  1861  ;  M.  Delafontaine,  LUibig'a  Ann.,  131.  105, 1864 ;  J.  Brush  and 
S.  L.  Penfield,  Amer.  J,  ScUnee  (8),  25.  469,  1888 ;  G.  Bodmann,  Zeit,  anal.  Chein.,  3^.  261, 
1901 ;  H.  du  Bois  and  0.  Liebknecht,  Ber.,  32.  8846,  1899. 

^  If  much  yttrium  earths  be  present,  the  precipitate  may  be  contaminated  with  them.  The 
precipitate  is  then  redissolved  and  the  operations  repeated.  A  similar  remark  applies  if 
phosphorus  be  present. 

^  If  the  ammonium  acetate  be  added  before  the  oxalate  precipitate  has  formed,  the  mixture 
is  inclined  to  give  a  turbid  filtrate. 

»  E.  Hintzand  H.  Weber,  Zeit.  anal.  Chem.,  36.  27,  1897  ;  E.  Benz,  Zeit.  angew.  C/iem., 
14.  297,  1902.  For  the  solubility  of  thorium  oxalate,  see  R.  Bunsen,  Pogg.  Ann.,  155. 
880,  1875.  E.  Benz  says  that  *' under  no  circumstances  is  it  possible  to  get  a  satisfactory 
separation  of  thorium  from  cerium  by  ammonium  oxalate  in  the  presence  of  ammonium  acetate." 
If  there  is  any  difficulty,  use  Metzger's  process,  page  610. 

^  If  the  ammonium  nitrate  be  omitted,  it  is  so  difficult  to  calcine  the  voluminous  gelatinous 
precipitate  without  loss  of  fine  dust,  that  it  is  advisable  to  dissolve  the  precipitate  in  hydro- 
chloric acid,  and  reprecipitate  with  ammonia. 

^  Traces  of  phosphoric  oxide,  or  traces  of  cerium,  if  present,  will  be  precipitated  as  cerium 
phosphate,  etc. ,  with  the  thorium.  If  an  appreciable  time  elapses  between  the  precipitation  and 
the  mtration  of  the  thorium  hydroxide,  the  greater  the  risk  of  contamination  with  ceria. 

*  This  behaviour  with  hydrogen  peroxide  distinguishes  thorium  and  rirconium  from  cerium 
and  yttrium  compounds. 
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nitrate.  Add  the  filtrates  to  the  solution  of  cerium  earths  employed  in  the  next 
operation.  Wash  the  precipitate,  ignite  in  a  platinum  crucible,  and  weigh  as 
thorium  oxide — ThOj.  The  precipitate  should  be  white.^  If  the  precipitate 
has  a  yellow  tinge,  a  little  ceria  may  be  present.  A  reprecipitation  is  necessary 
to  get  white  thoria  free  from  ceria.^ 

8.  Separation  of  Cerium  from  Lanthanum  and  Didymium, — The  precipitated 
cerium  earths  may  be  ignited  and  weighed  as  "  cerium  earths. ''  The  precipitate 
would  include  lanthana  and  didymia.  To  separate  the  cerium,^  dissolve  the 
mixed  oxides  in  hot  hydrochloric  acid.  Add  a  solution  of  potassium  or  sodium 
hydroxides,  so  as  to  precipitate  the  gelatinous  hydroxides  of  cerium,  lanthanum, 
and  didymium.  Wash  the  hydroxides  three  or  four  times  by  decant^tion  ;  add 
a  concentrated  solution  of  potassium  hydroxide  so  as  to  make  the  mixture 
occupy  about  200  c.c^  Pass  a  slow  current  of  chlorine  gas  through  the  solution, 
and  agitate  the  mixture  from  time  to  time.  When  the  liquid  no  longer  has  an 
alkaline  reaction,  and  is  saturated  with  chlorine,  the  cerium  hydroxide  will  have 
been  oxidised  to  lemon-yellow  cerium  dioxide,  which  remains  as  an  insoluble  pre- 
cipitate, whereas  the  lanthanum  and  didymium  hydroxides  will  have  dissolved.^ 
Let  the  mixture  stand  in  a  corked  flask  for  24  hours.  Filter,  and  wash  the 
cerium  dioxide.  While  the  precipitate  is  still  moist,  dissolve  it  in  hydrochloric 
acid.  Add  ammonium  oxalate  to  the  solution.  Wash  and  ignite  the  precipitated 
cerium  oxalate,  and  weigh  as  cerium  oxide — (lleOj*  Cerium  oxide  has  a  light  rose 
colour,  and  it  dissolves  forming  a  yellow  solution  in  sulphuric  acid.  The  colour  is 
bleached  by  the  addition  of  sulphurous  acid,  and  restored  by  the  addition  of 
hydrogen  peroxide  or  sodium  peroxide. 

9.  Determination  of  Lanthanum  and  Didymium, — Owing  to  the  laborious 
nature  of  the  process  for  the  separation  of  these  two  bases,  they  are  often  pre- 
cipitated together  as  oxalates  in  the  filtrate  from  the  cerium  dioxide,  calcined, 
and  weighed  as  a  mixture  of  "LajOg^-  Di203."*  Damour  and  Deville's  process^ 
of  separation  is  based  on  the  fact  that,  when  a  mixture  of  didymium  and 
lanthanum  nitrates  is  heated,  the  didymium  nitrate  decomposes  before  the 
lanthanum  nitrate  and  forms  a  sparingly  soluble  didymium  subnitrate. 

The  filtrate  from  the  cerium  dioxide  is  boiled  to  eliminate  the  chlorine,  and 
treated  with  an  excess  of  ammonia.  The  precipitated  didymium  and  lanthanum 
hydroxides  are  washed,  and  dissolved  in  nitric  acid.     The  solution  is  evaporated 


1  P.  T.  Cleve,  Bull.  Soc.  Chim,  (2),  43.  68,  1886  ;  G.  Wyrouboff  and  A.  Vemeuil,  ib.  (8), 
19.  219,  1898;  Cliem,  News,  77.  246,  1898  ;  Compt.  Bend,,  126.  840,  1898;  127.  412,  1898  ; 
126.  1381,  1899  ;  L.  de  Boisbaudran,  ib.,  lOO.  606, 1864  ;  £.  Benz,  Zeil,  angew,  Chem.,  15.  297, 
1902.     For  another  method  of  purifjriug  the  thorium  oxide,  see  page  610 — Metzger's  process. 

^  White  thorium  hydroxide,  Th(0H)4,  readily  dissolves  in  ordinary  mineral  acids ;  the 
oxide  ThOs  is  practically  insoluble  in  these  acids,  but  it  dissolves  in  hot  fuming  sulphuric  acid, 
and  it  can  be  converted  into  a  soluble  sulphate  by  fusion  with  sodium  pyrosulphate. 

3  G.  Mosander,  Joum.  prakt.  Chem.  (1),  30.  267,  1843  ;  H.  St  C.  Deville,  Compl.  Beiid., 
59.  272,  1864  ;  P.  Schutzenberger,  Compt.  Bend.,  Z20.  663,  962,  1143,  1896  ;  Z24.  481,  1897. 

*  0.  Popp  {Liebig's  Ann.,  13Z.  369,  1864)  used  sodium  hypochlorite  in  place  of  chlorine  gas 
for  the  separation  ;  W.  Gibbs  {Zeit.  ancU.  Chem,,  3.  396,  1864)  oxidised  the  soluTtion  with  lead 
peroxide;  H.  Zschiesche  {ib.,  9.  641,  1870),  red  lead  ;  C.  Winkler  (ib.,  4.  417,  1866:  E.  J. 
Roberts,  Anier,  J.  Science  (4),  31.  850,  1911),  potassium  permanganate;  0.  N.  Witt  {Ch&ni. 
hid,,  II.  19,  1896),  sodium  peroxide;  G.  Wyrouboff  and  A.  Vemeuil  (^t*Z/.  Soc.  Chiin,  (8), 
19.  219,  1898;  Chem.  News,  77.  245,  1898),  hydrogen  ^leroxide;  G.  Bricout  {Compt.  Bend,, 
Z18.  145,  1894)  suggested  a  separation  based  on  the  solubility  of  cerium  carbonate  in  chromic 
acid  ;  M.  M.  Pattison  and  J.  Clarke  {Chem,  News,  it.  259,  1867)  decomposed  the  ohromate 
by  heat,  etc.  ;  and  H.  Robinson  {ib.,  54.  229,  1886)  based  a  process  on  the  aifferent  solubilities 
or  the  nitrates. 

°  The  term  ^*  didymium"  is  here  used  for  a  mixture  of  praseodidy mium  and  neodidymium. 

"  E.  Damonr  andf  H.  St  C.  Deville,  B%Ul.  Soc.  Chim,  (2),  2.  839,  1864  ;  P.  Schutzenberger 
and  0.  Boudouard,  Compt.  Bend.,  122.  697,  1896  ;  123.  782,  1896;  126.  1648,  1898  ;  L.  F. 
Nilson,  ib.,  88.  642,  647,  1879. 
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to  drynesB  in  a  small  weighed  platiuum  basin-  The  dried  mass  usually  baa  a 
pale  rose  colour.  Heat  the  basin  to  a  temperature  of  about  450°  in  a  small 
muffle.'  Care  muBt  be  taken  not  to  overheat  the  mixed  salts  near  the  bottom 
of  the  basin.  The  salts  fuse  and  give  off  nitrous  fumes.  It  is  difficult  to  ensure 
uniform  heating  if  a  large  quantity  of  the  mixed  nitrates  is  being  treated.  The 
result  is  better  when  small  quantities  are  treated.  In  about  half  a  minute 
remove  the  basin  from  the  source  of  heat.  When  nearly  cold,  add  hot  water. 
The  lanthanum  nitrate  dissotvea,  while  greenish-grey  flakes  of  didymium  sub- 
nitrate  remain  uodissolved.  After  the  mixture  has  stood  a  couple  of  hours, 
boil  and  filter.  If  the  filtrate  has  a  pink  colour,  evaporate  again  with  nitric 
acid,   and  repeat  the  operation  until  a  colourless  liquid  is  obtained.     Two  or 


Fia.  16S. — Didymium  Bnlpliite.  Fio.  169.— Lantbanum  sqiphate. 

three  repetitions  of  the  process  may  suffice.  According  to  Cleve,  a  repetition  of 
the  process  fourteen  times  will  give  a  solution  in  which  the  spectroscope  can 
detect  no  didymium.  The  didymium  subnitrate  is  calcined  until  its  weight  is 
constant,  and  weighed  as  didymium  oxide — Bi^Oj.  The  didymia  so  obtained 
varies  in  tint  from  pure  white  to  pale  cinnamon  brown — usually  a  pale  yellowish- 
brown  oxide  is  obtained  which  is  readily  aolublo  in  dilute  nitric  acid. 

The  lanthanun)  solution  is  also  evaporated  ta  dryness  in  a  weigiied  dish, 
ignited,  and  weighed  as  lanthanum  oiide — La^Oj.  A  slight  trace  of  lanthanum 
nitrate  may  be  decom[>oBed  when  the  nitrates  are  calcined  :  asaresidt,  the  amount 
of  didymia — Di^Og — reported  above  is  usually  a  little  high,  and  the  lanthania — 
La,Og — a  little  low.  The  lanthanum  oxide  generally  has  a  pale  yellowish-brown 
colour  (if  pure  it  would  be  white),  and  it  is  soluble  in  acids — e.ff.  dilute  nitric  acid. 

When  didymium  oxide  is  treated  with  sulphuric  acid,  reddish- violet  crystals 

'  A  small  electric  Turnaco  .with  a  pyrometer  in  eicellent  Fot  the  purpose. 
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(oblique  rhomboidal prisms)  of  didjmium  sulphate  (fig.  158)  are  obtained;  while 
lanthanum  sulphate  furnishes  colourless  needles  (right  rhomboidal  prisms) 
(fig.  159).  Ideally  perfect  crystals  are  also  shown  in  outline.  Some  needles 
of  lanthanum  sulphate  can  usually  be  detected  among  the  plates  of  ^idymium 
sulphate,  and  conversely. 

II.   The  Filtrate  from  the  Ammonium  Oxalate  Precipitate, 

10.  Determination  of  Aluminium  and  Phosphorus, — Add  an  excess  of  ammonia 
to  the  solution  ^  remaining  after  the  separation  of  the  oxalates  of  the  thorium 
and  cerium  groups.  Filter  and  wash  the  precipitated  hydroxides  and  phosphates. 
The  filtrate  may  contain  traces  of  cerium  and  thorium,  which  are  usually 
neglected.  The  washed  precipitate  is  dried  and  fused  with  sodium  carbonate. 
The  cold  cake  is  extracted  with  water.  Filter  and  wash  the  insoluble  matter. 
The  solution  contains  sodium  phosphate  and  sodium  aluminate.  Bring  the  solu- 
tion to  a  definite  volume,  and  determine  the  phosphorus  in  one  portion  (page  595), 
and  the  combined  aluminium  and  phosphoric  oxides  in  another  (page  182). 

11.  Determination  of  Calcium. — Dissolve  the  insoluble  residue  left,  after 
leaching  the  sodium  carbonate  fusion  with  water,  in  dilute  hydrochloric  acid.^ 
Add  ammonia,  filter  and  wash.  Precipitate  the  lime  as  calcium  oxalate  from  the 
filtrate  in  the  usual  manner  (page  213). 

12.  Determination  of  Iron  and  Manganese. — Dissolve  the  precipitate  in  hot 
dilute  hydrochloric  acid,  and  neutralise  the  solution  with  dilute  ammonia.  Pour 
the  solution  slowly,  with  constant  stirring,  into  a  cold  mixture  of  ammonium 
carbonate  and  sulphide.^  Iron  and  manganese  sulphides  are  precipitated,  while 
zirconium,  beryllium,  and  yttrium  remain  in  solution.  The  precipitated  iron 
and  manganese  sulphides  can  be  separated  in  the  usual  manner. 

13.  Separation  of  Beryllium  from  Zirconium  and  Yttrium, — Boil  the  filtrate 
for  an  hour;  beryllium,  zirconium,  and  yttrium  hydroxides  are  precipitated. 
Filter  and  wash.  Dissolve  the  precipitate  in  dilute  hydrochloric  acid.'*  Treat 
the  solution  with  an  excess  of  sodium  hydroxide,  when  zirconium  and  yttrium 
hydroxides  are  precipitated.  The  beryllium  remains  in  solution.  Boil  the 
diluted  filtrate  one  hour,  when  beryllium  hydroxide  is  precipitated.  Wash  the 
precipitate,  and  treat  as  described  on  page  449. 

14.  Separation  of  Zirconium  and  Yttrium, — This  separation  ^  is  based  on  the 
fact  that  potassium  yttrium  sulphate,  ¥2(80^)3. 3 K^SO^,  is  soluble  in  7  to  8 
parts  of  a  feebly  acid  solution  of  potassium  sulphate,  while  the  corresponding 
potassium  zirconium  sulphate  is  practically  insoluble  in  the  same  menstruum.^ 

^  This  solution  may  contain  aluminium,  phosphoras,  iron,  manganese,  calcium,  magnesium, 
beryllium,  zirconium,  and  yttrium. 

^  To  make  sure  that  all  the  zirconium  is  dissolved,  incinerate  the  filter  paper,  and  fuse  with  a 
little  sodium  carbonate.     Add  the  solution  to  the  main  solution. 

^  The  amount  of  ammonium  carbonate  should  more  than  suffice  to  retain  the  oxides  of  yttrium, 
beryllium,  and  zirconium  in  solution  ;  and  the  ammonium  sulphide  should  suffice  to  precipitate 
all  the  iron  and  manganese. 

*  Or  add  hydrochloric  acid  to  the  solution  and  boil  to  expel  the  carbon  dioxide.  Cool,  and 
treat  the  solution  with  sodium  hydroxide,  etc.  Incinerate  the  filter  paper  as  described  in  a 
preceding  footnote. 

B  J.  J.  Berzelius,  Pogg,  Ann,,  4.  135,  1825;  G.  M.  Warren,  ib.,  Z02.  449,  1857;  E. 
Linneroann,  Monats,  Chem.^  6.  835,  1885;  G.  Marignac,  Ann.  Chim,  Phya.  (5),  20.  535,  1880  ; 
Compi,  Rend,,  90.  899, 1880 ;  Chem,  Neios,  41.  250,  1880 ;  M.  Delafontaine,  ib.,  XI.  241,  258, 
1865  ;  6.  Kriiss,  ib.,  64.  65,  75,  100,  120,  1891  ;  Liebig's  Ami.,  265.  1,  1891  ;  O.  Urbain,  Ann. 
Chim,  Phys,  (6),  19.  184,  1900. 

^  When  zirconia  compounds  are  melted  with  potassium  bisulphate,  the  insoluble  double 
sulphate  remains  behind  when  the  melted  mass  is  extracted  with  water.  Neither  sodium  nor 
ammonium  sulphate  can  be  used  in  place  of  the  potassium  salt,  because  they  do  not  give  a 
sparingly  soluble  double  salt. 
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The  operation  is  conducted  in  the  following  manner : — Dissolve  the  precipitate  ^ 
containing  the  mixed  zirconium  and  yttrium  hydroxides  in  a  little  concentrated 
sulphuric  acid.^  Stir  the  ice-cold  solution  with  a  saturated  solution  of  potassium 
sulphate.^  This  precipitates  a  double  potassium  zirconium  sulphate  ^ — possibly 
Zr(S0^)2. 2X280^. 2H2O — which  is  practically  insoluble  in  ice-cold  water  and  in 
solutions  of  potassium  sulphate.  Hence,  filter^  and  wash  with  a  cold  solution 
of  potassiimi  sulphate.  The  double  sulphate  is  decomposed  by  boiling  with  a 
concentrated  solution  of  sodium  hydroxide.  The  compact  zirconium  hydroxide 
is  washed,  first  by  decantation,  and  then  on  the  filter  paper.  The  precipitate 
is  dissolved  in  hydrochloric  acid,*  and  reprecipitated  with  ammonia,  filtered, 
washed,  ignited,  and  weighed  as  zirconia — ZrOg  (page  498). 

The  filtrate  from  the  potassium  zirconium  sulphate  is  treated  with  an 
excess  of  ammonia.^  The  precipitate  is  filtered,  washed,  dissolved  in  acid,  re- 
precipitated  with  ammonia,  washed,  ignited,  and  weighed  as  y ttria — YjOg.  The 
yttrium  so  obtained  is  usually  pale  straw-yellow  (if  pure,  it  would  be  white),  and 
soluble  in  warm  acids. 

The  scheme  of  analysis  may  now  be  summarised  (precipitates  and  solids  on 
left,  filtrates  and  solutions  on  right)  : — 


Boil  result  of  NaHS04  fnsloD  with  mach  water  and  Hs904. 


Digest  with  (NH4)^. 


Digest  with  HaS04  and  H<iOa.    Tin ;  Tungsten. 


In;  Ti 


Lead ;  Silica. 


Boil 


withSOa. 


Digest  with  salloylic  acid. 


Treat  H9S. 


Titanium.       Niobium;  Tantalum. 


HjS  group. 


Neutral  sol. ;  amni.  oxalate. 


Hs304 ;  smm.  oxalate  and  acetate. 


Ignite  ;  HCl ;  KOH  and  CI. 

I 


NH3 ;  fuse  NaaCOs ;  digest  H3O. 


Thorium. 


I 
Dissolve  in  HCl ;  add  NH3.      Phosphorus ;  Aluminium. 


I 
Cerium. 


Xitrates 


;  calcine; 


treat  HgO. 


HCl ;  amm.  carb.  and  sulphide.     Calcium  ;  Magnesium. 


Didymium. 


.1 


Lanthanum. 


Iron ;  Manganese. 


I 
Boil;  HCl ;NaOH. 


HaS04 ;  treat  K2SO4. 


Beryllium. 


Zirconium. 


Yttrium. 


^  Incinerate  the  filter  paper,  etc.,  as  indicated  in  a  preceding  footnote. 

'•^  Sulphuric  acid  is  preferable  to  nitric  and  hydrochloric  acids,  since,  if  chlorides  or  nitrates 
be  present,  some  yttrium  may  be  precipitated. 

'  Potassium  Sulphate. — The  finely  powdered  salt  is  ground  in  a  mortar  with  water  at 
about  SO"*,  but  not  at  a  higher  temperature. 

*  The  corresponding  sodium  and  ammonium  salts  are  fairly  soluble  in  water. 
'  The  precipitate  sometimes  sticks  tenaciously  to  the  sides  of  the  beaker. 

*  The  niter  paper  is  incinerated,  etc. ,  as  usual. 

'  C.  Keraten,  Pogg.  Ann.,  47.  392,  1839  ;  H.  Rose,  i6.,  Xi8.  608,  1868  ;  R.  Fresenius  and 
E.  Hmtz,  ZsU.  anal.  Chem.,  35.  532,  1896  ;  0.  Boudouard,  Btdl.  Soc.  Chim,  (8),  19.  11, 1898  ; 
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§  268.  The  Gravimetric  Determination  of  Thorium— 

Metzger's  Process. 

Metzger's  process  ^  is  based  on  the  fact  that  a  saturated  solution  of  fumaric 
acid  in  40  per  cent,  alcohol  quantitatively  precipitates  white  flocculent  thorium 
o^ide  from  neutral  solutions  containing  40  per  cent,  alcohol  by  volume.  The 
only  other  metals  precipitated  are  zirconium  (completely),  erbium  (partially), 
silver,  and  mercury.  The  trial  results  are  excellent.  Cerium,^  lanthanum, 
didymium,  yttrium,  samarium,  gadolinium  give  no  precipitates  in  hot  or  cold 
solutions  under  the  same  conditions.  Similarly  with  salts  of  copper,  gold,  man- 
ganese, calcium,  strontium,  barium,  zinc,  cadmium,  boron,  aluminium,  tin,  lead, 
phosphorus,  arsenic,  antimony,  bismuth,  uranium,  vanadium,  tungsten,  iron, 
cobalt,  nickel,  platinum. 

First  Precipitation, — The  precipitated  oxalates  (page  504)  are  washed  and 
rinsed  into  a  beaker,  mixed  with  20-25  c.c.  of  concentrated  caustic  potash,  and 
boiled.  Dilute  the  solution  with  water,  filter  and  wash.  Dissolve  the  pre- 
cipitated hydroxides  in  dilute  nitric  acid  (1:1),  and  evaporate  the  solution  to 
dryness  on  a  water  bath.  Dissolve  the  residue  in  50  c.c.  of  water,  and  add 
sufficient  alcohol  and  water  to  make  a  solution  containing  40  per  cent,  of  alcohol, 
by  volume,  and  occupying  200  c.c.  Add  20  to  25  c.c.  of  fumaric  acid,^  and 
heat  the  solution  to  boiling.  Filter  while  hot,  and  wash  the  precipitated  thorium 
several  times  with  hot  40  per  cent,  alcohol. 

Second  Precipitation, — Return  the  filter  paper  and  the  precipitate  to  a  beaker. 
Add  25-f30  c.c.  of  dilute  hydrochloric  acid  (1:1).  Heat  the  solution  to  boiling, 
and  filter  off  the  paper.  Wash  with  dilute  acid,  and  evaporate  the  filtrate  and 
washings  to  dryness  on  a  water  bath.  Agitate  the  solution,  and  wash  down  the 
sides  of  the  basin  every  now  and  again,  to  prevent  the  residue  clinging  to  the 
sides.  While  still  on  the  water  bath,  loosen  the  residue  from  the  bottom  of  the 
basin  by  stirring  with  a  "  policeman."  The  carbonaceous  matter  does  not  interfere. 
Add  sufficient  alcohol  and  water  to  make  the  solution  occupy  about  150  c.c. ; 
add  10  c.c.  of  fumaric  acid  ;  and  heat  the  solution  to  boiling.  Filter,  and  wash 
with  40  per  cent,  alcohol.     Ignite,  and  weigh  as  thorium  oxide — ThOg. 

Evaluation  of  Thorium  Minerals.^ — The  thorium  minerals  are  evaluated  on 

G.  Kriiss  and  L.  F.  Nilson,  Ber,^  20.  1677, 1887.  According  to  C.  F.  Whittemore  and  C.  James 
{Joum.  Amer.  Chem.  Soc  ,  34.  772,  1912)  the  precipitation  of  yttrium  hydroxide  by  sodium  or 
ammonium  hydroxide  gives  high  results  in  the  presence  of  potassium  or  sodium  salts,  and  they 
recommend  one  precipitation  with  ammonium  sebacate  in  the  presence  of  sodium  salts,  and  two 
precipitations  in  presence  of  potassium  salts. 

^  F.  J.  Metzger,  Joum.  Amer.  CJiem.  Soc.,  24.  901,  1902.  A.  C.  Neish  (Joum.  Amer. 
Chem,  Soc.f  26.  780,  1904  ;  Che7n.  Neios,  90.  196,  201,  1904)  separated  thorium  by  metanitro- 
benzoic  acid  ;  L.  M.  Dennis  and'F.  L.  Kortright  (-^^/wr.  Chem  Joum.,  16.  79,  1894  ;  Joum, 
Amer,  Chem.  Soc.,  18.  947,  1896),  by  potassium  trinitride — KNj  ;  J.  J.  Chydenius  (Pogg. 
Ann.,  119.  46,  1861  ;  R.  Fresenius  and  E.  Hintz,  Zeit.  anal.  Chem.,  35.  530,  1896  ;  J.  P. 
Drossbach,  Zeit.  angew.  Chem.,  14.  656,  1901  ;  E.  Benz,  16.,  15.  302,  1902),  by  boiling  with 
sodium  thiosulphate ;  T.  0.  Smith  and  C.  James  {Joum,  Amer.  Chem.  Soc.,  34.  281,  1912)  by 
sebacic  acid;  and  M.  Koss  {Chem.  Ztg.,  36.  686,  1912;  A.  Rosenheim,  ih,,  36.  821,1912; 
F.  Wirth,  Zeit.  ange^o,  Cfiem.,  25.  1678,  1912)  by  sodium  hypophosphate.  See  also  B.  L.  KBtrt- 
yffeW,  Joum,  Ainer.  Cfiem.  Soc.,  2$,  1128,  1903;  Chem,  News,  89.  15,  27,  1904.  Thorium  is 
precipitated  quantitatively  by  ammonium  molybdate— F.  J.  Metzger  and  F.  W.  Zona,  Joum, 
Ind,  JSng,  Chem.,^,  493,  1912. 

^  If  much  cerium  be  present,  a  little  may  be  precipitated  during  the  first  precipitation  of 
the  thorium  oxide. 

'  FuMARio  Acid  Solution. — Dissolve  1  grm.  of  fumaric  acid  in  100  c.c.  of  water.  Fumaric 
acid  costs  about  2s.  for  10  grms. 

■*  E.  White,  Thorium  and  its  Compounds,  London,  1912  ;  0.  R.  Bohm,  Die  Fabrikation  der 
Gtahkorper  fur  QasgliiMicht,  Halle  a.  S.,  1910. 
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their  thorium  contents.     Most  of  the  commercial  thoria  comes  from  monazite 
sand,  which  has  about  6  per  cent,  of  ThOg ;  a  little  comes  from  thorianite,  which  * 
has  about  80  per  cent,  of  ThOg.     The  following  process  of  evaluation  has  been 
tacitly  recognised  by  buyer  and  seller  as  a  kind  of  standard  : — 

Heat  12*5  grms.  of  the  sand  to  180*-200'  with  50  c.c.  of  concentrated  sulphuric  acid. 
In  2  or  3  hours  the  grains  will  be  all  broken  up.  Dilute  the  cold  mixture  with 
300-400  c.c.  of  water,  and  filter.  Make  the  solution  up  to  500  c.c.  Agitate  200  c.c. 
(5  grms.  of  sample)  with  180  c.c.  of  a  cold  saturated  solution  of  oxalic  acid.  Let  stand 
overnight  (about  12  hours),  and  filter.  Wash  the  precipitate  with  dilute  hydrochloric 
acid  or  water  until  the  runnings  are  free  from  phosphates.  Reject  the  filtrates.  Ignite 
the  dried  precipitate  and  dissolve  it  in  hydrochloric  acid  (sp.  gr.  1*16).  Evaporate  to 
dryn&««,  add  a  few  c.c.  of  water,  and  again  evaporate  to  dryness.  Dissolve  the  acid-free 
chlorides  in  200  c.c  of  water,  and  add  9  grms.  sodium  thiosulphate  in  30  c.c  of  water. 
After  standing  12  hours,  boil  for  10  minutes,  filter,  and  wash  the  precipitate  until 
ammonia  gives  no  turbidity.  Boil  the  filtrate  for  an  hour,  and  collect  the  precipitate  A 
as  before.  Reject  the  filtrate.  The  first  precipitate  is  dissolved  in  5  per  cent,  hydro- 
chloric acid.  The  acid  solution  is  evaporated  to  dryness,  taken  up  with  150  c.c.  of  water, 
and  treated  with  3  grms.  of  sodium  thiosulphate  as  before.  The  filtrate  is  treated  with 
ammonia  and  boiled.  The  precipitate  is  washed  and  mixed  with  the  precipitate  A. 
The  thiosulphate  precipitate  is  dissolved  in  acid,  evaporated,  etc.,  and  treated  with 
thiosulphate  as  before.  The  precipitate  is  washed  until  it  gives  no  turbidity  with 
ammonia.  The  filtrate  is  precipitated  with  ammonia,  while  the  thiosulphate  precipitate 
is  again  subjected  to  the  preceding  treatment  until  the  filtrate  gives  no  precipitate  with 
ammonia.  Three  thiosulphate  precipitations  generally  suffice.  The  last  thiosulphate 
precipitate  is  dissolved  in  5  per  cent,  hydrochloric  acid,  and  the  solution  made  up  to 
150  C.C  ;  10  C.C.  of  hydrochloric  acid  are  added,  and  then  30  c.c.  of  oxalic  acid. 
The  liquid  is  kept  between  30**  and  40"*  for  2  to  3  hours,  and,  after  standing  overnight, 
filtered,  washed,  dried,  ignited,  and  weighed  as  ThOj.  The  ammonia  precipitates  and 
the  precipitate  A  are  mixed  and  re- worked  for  thoria.  The  yield  is  about  0*005  grm.,  or 
0*1  per  cent,  on  the  5  grms.  sample. 

§  269.  The  Volumetric  Determination  of  Cerium — 

Knorre's  Process. 

Cerium  can  be  determined  volumetrically  in  the  presence  of  thorium,  lan- 
thanum, and  didymium,  by  Knorre's  process.^  This  is  based  on  the  fact  that 
cerous  salts  are  oxidised  to  yellow  eerie  salts  by  the  action  of  ammonium  per- 
sulphate in  sulphuric  acid  solution,  and  the  eerie  salts  are  reduced  to  colourless 
cerous  salts  by  the  action  of  hydrogen  peroxide : 

2Ce02  +  H2O2  =  CejOg  +  02-*-  HgO. 

If,  therefore,  an  excess  of  a  solution  of  hydrogen  peroxide  of  kno^vn  strength  be 
added  to  the  yellow  eerie  salt,  the  excess  of  hydrogen  peroxide  can  be  determined 
by  back  titration  with  potassium  permanganate.  With  freshly  prepared  solu- 
tions of  the  eerie  salts,  the  reduction  with  hydrogen  peroxide  is  instantaneous 
and  the  permanganate  is  also  decolorised  at  once.  With  solutions  which  have  been 
exposed  to  the  air  for  some  time,  the  reduction  may  take  a  quarter  of  an  hour. 
Hence,  if  an  old  solution  be  titrated  with  permanganate  within  a  quarter  of  an 
hour  after  adding  the  hydrogen  peroxide,  the  results  will  be  low.     When  the 

'  G.  von  Knorre,  ZeiL  angew.  Chem,,  10.  685,  717,  1897  ;  Ber,,  33.  1924,  1900  ;  A.  Job, 
Compt.  Rend.,  128.  101,  180,  1899  ;  E.  Hintz  and  H.  Weber,  ZeiU  anal.  Chem.,  37.  94,  604, 
1908;  Ch&in.  News,  79.  25,  41,  1909;  G.  P.  Drossbach,  Ber.,  29.  2452,  1896;  A.  Waegner 
and  A.  Miiller,  i6.,  36.  282,  1908  ;  F.  J.  Metzger,  Journ.  Amer,  Chem.  Soc.,  31.  523,  1909  ; 
L.  Schneider,  Dingier* 8  Journ.,  269.  224,  1888  ;  W.  Muthmann  and  L.  Weiss,  Liehig's  Ann., 
331.  1,  1904  ;  R.  J.  Meyer  and  A.  Schweitzer,  ZeU.  anorg.  Chem.,  54.  104,  1907. 
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reduction  is  completed,  the  total  permanganate  consmned  with  both  old  and  new 
solutions  is  the  same.  If  an  old  solution  be  boiled  for  a  few  minutes  with  dilute 
sulphuric  acid,  and  cooled  before  adding  the  hydrogen  peroxide,  the  rate  of  the 
reduction  is  accelerated. 

Oxidation  of  Cerous  to  Cerie  Salts, — Acidify  the  solution  in  an  Erlenmeyer's 
flask  with  dilute  sulphuric  acid,  and  add  2  grms.  of  ammonium  persulphate  to 
the  cold  solution.  Heat  the  solution  to  boiling  for  a  couple  of  minutes.  Cool 
to  between  40*  and  60*  by  dipping  the  vessel  containing  the  solution  in  cold 
water.  Add  half  a  gram  of  ammonium  persulphate,'  heat  the  solution  to 
boiling  for  about  5  minutes;  cool,  add  another  half  gram  of  the  persulphate, 
and  boil  15  minutes,  adding  more  dilute  sulphuric  acid  towards  the  end  of  the 
boiling  in  order  to  decompose  all  the  ammonium  persulphate.     Gool.^ 

The  Titration. — Acidify  the  solution  with  sulphuric  acid,  and  then  add  an 
excess  of  hydrogen  peroxide.  The  hydrogen  peroxide  is  added  from  a  burette 
until  the  solution  is  decolorised,  and  then  a  small  excess  of  the  peroxide  is  run 
into  the  solution.  When  the  reaction  between  the  yellow  eerie  salt  and  the 
hydrogen  peroxide  is  over,  titrate  the  residual  hydrogen  peroxide  with  potassium 
permanganate  until  the  solution  acquires  a  rose  colour  which  persists  for  at  least 
half  a  minute.^ 

Calculation, — Suppose  that  12*2  c.c.  of  the  permanganate  solution  are  re- 
quired, and  suppose  that  25  c.c.  of  hydrogen  peroxide  were  added  to  the  solution, 
and  that  25  c.c.  of  the  peroxide  require  29*8  c.c.  of  permanganate.  The  eerie 
salts  in  the  solution  correspond  with  29*8  less  12*2  =  17*6  c.c.  of  the  perman- 
ganate. The  reaction  between  the  permanganate  and  the  hydrogen  peroxide  is 
represented  by  the  equation : 

2KMnO^  +  5H2O2  +  SHjSO^  =  KjSO^  +  2MnS04  +  SUfi  +  5O2. 
On  comparing  this  equation  with  that  indicated  on  page  198,  and  with 

2Ce(SO,)2  +  H2O2  =  Ce2(S04)3  +  HjSO^  +  O2, 

it  follows  that  5584  grms.  of  Fe  correspond  with  140*25  grms.  of  Ce,  or  172*25 
grms.  of  GeOj.  It  was  found  that  1  c.c.  of  the  permanganate  solution  used  in 
the  above  titration*  corresponded  with  0*00365  grm.  Fe;  hence,  1  c.c.  will 
correspond  with  000365  x  3-0714  =  0*01121  grm.  Ce02.  Consequently  17*6  c.c. 
of  the  permanganate  solution  used  in  the  back  titration  corresponded  with 
17*6  X  0*01121  =01973  grm.  CeOj  in  the  given  solution.  Phosphoric  and 
titanic  acids  disturb  the  action.  The  results  are  very  fair  if  the  above  directions 
be  carefully  followed. 


^  3  grms.  of  ammonium  persulphate  suffice  for  the  oxidation  of  0*2  to  0*3  grm.  cerium. 

'^  of  course,  if  all  the  cerium  is  present  as  cerio  sulphate,  this  preliminary  oxidation  is  not 
needed. 

^  The  slow  decomposition  of  potassium  permanganate  by  cerous  sulphate  does  not  interfere 
with  the  recognition  of  the  end  point  in  the  permanganate  titration. 

*  The  permanganate  solution  should  not  be  more  concentrated  than  is  represented  by 
2  grms.  per  litre. 


CHAPTER   XXXVI. 

SPECIAL  METHODS  FOR  THE  DETERMINATION 
OF  BARIUM,  STRONTIUM,  CALCIUM,  AND  MAGNESIUM. 

g  270.  The  Influence  of  Barium  and  Strontium  on  the  Calcium 
and  Magnesium  Precipitates. 

The  spectroscopic  test  for  barium  and  strontiura  is  generally  applied  to  the 
ignited  calcium  oxalate  precipitate  when  these  elements  are  sought  in  a  silicate 
analysis.'  These  elements  have  characteristic  spectra  (Plate  I.).  It  is  assumed 
that  sufficient  barium  and  strontium  will  be  precipitated  with  the  lime  to  reveal 
their  presence,  in  spite  of  the  fact  that  barium  and  strontium  oxalates  are  more 


Fio.  160. — Spectroscopic  Test. 

spectroBcopa.  The  loop  of  platinum  wire  in  the  Bunsen's  fl&me  (porcelain  burner)  hu  been 
dipped  in  »  drop  of  the  solution  under  investigation.  F,  von  Kobell  (./buni.  pr*t(.  Chem.  (2), 
3.  178,  1871)  ftppliea  the  spectroscope  test  to  ailicites  by  placing  the  powdered  miQer«l. 
moistened  with  hydrochloric  acid,  on  a  piece  of  platinum  foil,  perforated  with  small  holes  and 
bent  in  the  form  of  a  trough.  The  arrangemeut  ie  held  in  the  Same  by  a  pair  of  platinuiD- 
tipped  tonga.  The  spectra  of  barium,  strontium,  and  cslcium  are  illustnited  in  Plate  I. 
The  apectroscopio  method  will  detect  rAni  mgrm.  of  baryta;  i„,,"o„„  mgrm-  of  stronWa;  and 
,j5^i,mgrm.  of  limB(Bunsen), 
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soluble  than  the  corresponding  calcium  oxalate.  Hillebrand  ^  says  that  "  this 
assumption,  in  the  case  of  strontium,  is  well  founded,  but  it  may  be  entirely 
fallacious  in  the  case  of  barium.''  For  instance,  a  mineral  containing  0'76  per 
cent,  of  barium  gave  no  indication  of  barium  under  the  conditions  of  the  test. 
This  is  due  to  the  solvent  action  of  ammonium  chloride  upon  the  barium  oxalate. 
In  a  series  of  experiments  with  artificial  mixtures  of  calcium  with  barium  and 
with  strontium,  it  was  found  that  strontium  and  barium  are  but  very  incom- 
pletely precipitated  by  the  addition  of  a  slight  excess  of  ammonium  oxalate, 
but  a  greater  proportion  is  precipitated  when  a  large  excess  of  ammonium 
oxalate  is  employed.  With  traces  of  strontium  in  the  presence  of  a  large  excess 
of  calcium,  most  of  the  strontium  is  precipitated  with  the  calcium ;  but  this 
action  was  not  noticed  with  barium,  since  a  considerable  proportion  of  the  barium 
escapes  precipitation  with  the  calcium,  and  is  therefore  to  be  sought  in  the 
filtrate.  With  a  double  precipitation  of  the  lime,  much  of  the  strontiiun,  and 
practically  no  barium,  will  be  associated  with  the  lime,  provided  the  amount  of 
barium  does  not  exceed  0*2  or  0*3  per  cent.  If  more  than  this  amount  of  barium 
be  present,  the  precipitation  by  ammonium  oxalate  can  be  repeated  a  third  and 
fourth  time,  or  the  strontium  and  barium  can  be  separated  from  the  calcium  ; 
and  the  barium  and  strontium,  which  are  recovered  from  the  lime  precipitate, 
can  be  separated  by  the  process  described  below. 

If  barium  be  present,  it  may  also  contaminate  the  ammonium  magnesium 
phosphate  precipi(tate  as  barium  phosphate.  In  that  case,  the  barium  must 
be  removed  '^  before  precipitating  the  magnesium  ammonium  phosphate.  Add 
3  drops  of  sulphuric  acid  to  the  filtrate  from  the  calcium  oxalate ;  evaporate  the 
solution  to  dryness;  ignite  the  residue  in  a  porcelain  dish  to  drive  off  the 
ammonium  salts ;  take  the  residue  up  with  water  acidulated  with  hydrochloric 
acid ;  filter  off  the  carbonaceous  matters ;  add  a  drop  of  sulphuric  acid ;  let  the 
mixture  stand  about  12  hours;  and  if  a  precipitate  forms,  filter,  and  treat  the 
precipitated  barium  sulphate  as  described  below.  Determine  the  magnesia  in 
the  filtrate  as  indicated  on  page  218. 

§  271.  The  Separation  of  Calcium  from  Strontium  and  Barium— 

Stromeyer  and  Rose's  Process. 

If  strontium  be  present,  most  of  it  will  be  found  associated  with  the  lime. 
The  separation  of  barium  and  strontium  is  conveniently  done  by  Stromeyer's 
process  improved  by  Rose.^  The  mixed  oxalates  are  ignited  as  usual  and 
weighed  as  oxides. 

Calcium. — The  oxides  are  dissolved  in  dilute  nitric  acid  (1:5)  in  a  small 
25-c.c.  stoppered  flask,*  and  the  solution  evaporated  to  dryness  at  150'  to  160** 
in  a  stream  of  dry  air  in  an  attachment  resembling  that  employed  for  lithium 

1  W.  F.  Hillebrand,  Journ.  Amer.  Chem,  Soc,  16.  81,  83,  1894  ;  Bull.  U.S.  OeoL  Sur., 
^22.  120,  1910;  Ch^m.  Ncirs,  69.  142,  147,  1894. 

"  R.  Lan^ley  {Amer.  J.  Science  (4),  26.  123,  1908)  removes  the  barium  by  precipitation  with 
sulphuric  acid  just  after  the  se))aration  of  silica  ;  redissolves  the  precipitate  in  concentrated 
sulphuric  acid,  and  reprecipitates  it  with  water,  in  order  to  remove  ferric  and  other  sulphates. 

3  F.  Stromeyer,  Gilheres  Ann.,  54.  245,  1816  ;  H.  Rose,  Poqg.  Ann.,  IIO.  292,  1860;  R. 
Freseuius,  Zeit.  anal.  CJiem.,  20.  20,  143,  413,  1890  ;  30.  18,  462,  683,  1891  ;  32.  189,  1893  ; 
Clumi.  News,  68.  213,  1893  ;  J.  L.  M.  van  der  Horn  van  der  Bos,  Ckenu  Weekblad,  8.  6,  1911. 
P.  E.  Browning  {Amer.  J.  Science  (3),  43.  50,  1892  ;  (3),  44.  462,  1892  ;  Ckem.  News^  67.  46, 
53,  1893  ;  65.  271,  282,  1892  ;  66.  3,  1892)  recommends  amyl  alcohol  in  place  of  the  mixture  of 
alcohol  and  ether  employed  in  Stroroeyer's  and  Rose's  process ;  L.  Moser  and  L.  Machiedo 
{Chem.  Ztg.  35.  887,  1911)  say  that  amyl  alcohol  offers  no  advantages  over  the  ether-alcohol 
mixture. 

^  I  use  a  weighing  bottle  like  fig.  3,  6,  for  this  purpose. 
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(fig.  163,  page  536).  Treat  the  dry  mass  in  the  stoppered  flask  with  about  10 
times  its  weight  of  a  mixture  of  equal  volumes  of  ether  and  alcohol,  in  which 
the  barium  and  strontium  nitrates  are  but  sparingly  soluble,^  while  calcium 
nitrate  is  readily  soluble.  Let  the  flask  stand  about  12  hours,  with  occasional 
shaking.  Filter  through  a  small  5*5-cm.  filter  paper  moistened  with  a  couple 
of  drops  of  the  ether-alcohol  mixture.  Wash  with  the  mixture  of  ether  and 
alcohol  until  a  drop  of  the  filtrate  gives  no  residue  when  evaporated  to  dryness 
on  a  clean  piece  of  platinum  foil  ^ — about  six  washings  usually  suffice.  Evaporate 
the  filtrate  to  dryness.  Dissolve  the  calcium  nitrate  in  water,  and  precipitate 
the  calcium  as  oxalate  in  the  usual  manner  (page  213). 

Strantiv/m, — The  strontium  can  be  determined  by  difference,  or  directly 
Dissolve  the  residue  on  the  filter  paper  in  dilute  nitric  acid ;  collect  the  washings 
in  a  50-c.c.  beaker  and  add  sulphuric  acid  (1 : 2)  almost  equal  in  volume  to  the 
liquid  in  the  beaker.  In  about  12  hours,  filter  off  the  precipitate,  ignite,^  and 
weigh  as  strontium  sulphate — SrSO^.  The  weight  of  strontium  sulphate  so  ob- 
tained, multiplied  by  0*5641,  gives  the  corresponding  amount  of  strontia — SrO. 

Barium. — If  barium  be  present  in  the  calcium  oxalate  precipitate,  it  will 
also  be  found  with  the  strontium  sulphate.  The  barium  and  strontium  can  be 
separated  by  the  chromate  process  described  below.^  If  barium  and  strontium 
are  to  be  determined,  it  is  advisable  to  combine  the  filtrates  from  the  calcium 
oxalate  with  the  strontium  and  barium  separated  from  the  oxalate  itself,  and 
then  apply  the  chromate  process  to  the  combined  filtrates.  But  there  are  so 
many  leakages  of  barium,  and  other  sources  of  error  in  the  analysis,  that  it  is 
best  to  determine  the  barium  on  a  separate  sample,  either  by  the  hydrofluoric 
decomposition  process,  or  by  the  process  of  decomposition  indicated  on  page  498. 

§  272.  The  Separation  of  Barium  from  Strontium  and  Calcium— 

Chromate  Process. 

The  separation  of  barium,  strontium,  and  calcium  can  be  conveniently 
effected  by  (1)  removing  the  calcium  nitrate  by  Stromeyer  and  Rose's  process, 
and  then  separating  the  barium  and  strontium  by  the  chromate  process ;  or  (2) 
separating  barium   from   the  neutral  solution   of  the  mixed  chlorides  by  the 

™  ■  "^    ■        ■        ■    ■  ■        ■    -  ■  ■  ■  —  —  ■■■■  I  -      »■  ■  I  -M-  ■        ^^^m^^^ 

^  About  0*0017  per  cent,  of  strontium  nitrate. 

^  Take  care  that  no  flame  is  near  the  ether-alcohol.     The  mixture  is  very  inflammable. 

'  If  the  ignition  temperature  be  too  high,  some  of  the  sulphate  may  decompose — M. 
Darmstadt,  Zeit.  anal.  Chem,.,  6.  376,  1867.  For  the  loss  on  heating  strontium  sulphate,  see 
M.  Darmstadt,  ib.^  6.  376,  1867  ;  A.  Mitscherlich,  Jourii,  prakt,  Chem,  (1),  83.  485,  1861  ; 
J.  Boussingault,  Compi.  Rend.,  64.  1159,  1867. 

*  A  rough  separation  of  barium  from  strontium  can  be  effected  by  digesting  the  mixed 
sulphates  in  a  cold  concentrated  solution  of  ammonium  carbonate.  Plug  the  narrow  end  of  the 
funnel  with  a  piece  of  cork,  or  use  a  funnel  with  a  stopcock,  and  fill  the  funnel  with  the  solution 
of  ammonium  carbonate  Let  the  whole  stand  12  hours.  The  strontium  sulphate  is  converted 
into  strontium  carbonate,  while  the  barium  sulphate  is  but  slightly  affected.  The  precipitate 
is  then  washed  with  hot  water,  dilute  hydrochloric  acid,  and  finally  with  water.  Ignite,  and 
weigh  as  barium  sulphate.  The  strontium  is  determined  by  neutralising  the  filtrate  with 
ammonia,  precipitation  with  ammonium  carbonate,  converting  the  ignited  strontia  into 
sulphate,  and  weighing  as  strontium  sulphate.  If  the  barium  predominates,  an  appreciable 
quantity  of  strontium  sulphate  escapes  decomposition  ;  and  when  the  strontium  is  in  excess,  an 
appreciable  quantity  of  barium  sulphate  will  be  decomposed.  R.  Freseiiius,  Zeit.  aruU.  Chem., 
29.  20,1890;  S.  G.  Rawson,  Joum.  Soc,  Chem,  Ind.,  16.  113,  1897;  H.  Rose,  Pogg.  Ann,, 
95.  286,  299,  427,  1866.  See  P.  Schweitzer  (C<mtrib,  Lab,  State  Univ.,  1,  1876  ;  Proc,  Amer, 
Assoc.,  187,  1877)  for  the  theory  of  the  reaction.  L.  Moser  and  L.  Machiedo  {Chem,  Ztg.,  35. 
887,  1911)  consider  the  sulphate  process  gives  an  inexact  separation  of  strontium,  and  believe 
that  the  best  way  of  separating  strontium  from  calcium  and  barium  is  to  wash  the  anhydrous 
nitrates  with  a  mixture  of  ether  and  alcohol.  The  strontium  nitrate  dissolves,  while  calcium 
and  barium  nitrates  remain  undissolved. 
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chromate  process,  precipitating  the  calcium  and  strontium  as  carbonates  by  means 
of  amraoiiium  or  sodium  carbonate,  and  after  transforming  the  carbonates  into 
nitrates,  using  Stromeyer  and  Rose's  process  for  the  calcium  and  strontium. 

The  transformation  of  the  mixed  carbonates  or  oxides  into  nitrates  offers  no 
particular  difficulty ;  but  in  the  case  of  the  chlorides,  repeated  evaporation  with 
concentrated  nitric  acid  will  not  do,  because  the  transformation  is  not  complete.* 
It  is  then  best  to  precipitate  the  carbonates  with  ammonium  or  sodium  carbonate, 
and  digest  the  carbonates  with  as  little  nitric  acid  as  possible  in  a  small 
flask,  taking  care,  of  course,  to  avoid  loss  by  spurting. 

First  Precipttatuyfi  of  Barium  Chromate.^ — Evaporate  the  mixed  nitrates 
to  dryness,  and  dissolve  the  mixture  in  water.  Neutralise  any  great  excess  of 
acid  with  ammonia,  and  add  an  excess,  say  10  c.c,  of  a  solution  of  ammonium 
acetate  ;^  heat  the  solution  to  boiling,  and  gradually  add,  with  constant  agitation, 
5  c.c.  of  ammonium  bichromate  solution.^  Let  the  precipitate  settle,  and  when 
the  solution  is  cold,  decant  the  clear  liquid  through  a  filter  paper,  and  wash  the 
precipitate  by  decantation  with  a  dilute  solution  of  ammonium  acetate^  until  the 
filtrate  is  no  longer  perceptibly  coloured.  About  100  c.c.  of  liquid  will  be 
required  for  the  washing.  Some  strontium,  if  present,  may  be  carried  down 
with  the  barium  chromate ;  hence  the  precipitate  is  dissolved  in  dilute  acid  and 
reprecipitated. 

Second  Precipitation  of  Barium  Chromate, — Place  a  beaker  under  the  funnel 
and  dissolve  the  precipitate  on  the  filter  paper  by  running  warm  dilute  nitric 
acid  (1:5)  through  the  filter  paper,  and  collect  the  "  runnings "  in  the  vessel 
in  which  the  precipitation  was  first  made.  Wash  the  paper.  Add  ammonia  to 
the  solution  until  the  precipitate  which  forms  no  longer  redissolves  when  the 
solution  is  agitat-ed.  Add,  with  constant  agitation,  10  c.c.  of  the  concentrated 
solution  of  ammonium  acetate ;  heat  the  solution  to  boiling.  Let  the  solution 
settle  till  cold,  and  then  filter  through  a  weighed  Gooch's  crucible  packed  with 
asbestos  felt.  Wash  the  precipitate  as  before.  Dry,  ignite,  and  weigh  as 
described  on  page  478.**  The  weight  of  the  barium  chromate  multiplied  by 
0 '60507  gives  the  corresponding  amount  of  barium  oxide — BaO. 

Determination  of  Strontium, — The  strontium  may  be  precipitated  from  the 
combined  filtrates  by  the  addition  of  ammonia  and  ammonium  carbonate  after 
the  solution  has  been  concentrated  in  the  presence  of  an  excess  of  nitric  acid. 
The  precipitated  strontium  chromate  may  contain  a  little  chromic  acid.  This 
is  removed  either  by  dissolving  the  precipitate  in  hydrochloric  acid  and  pre- 
cipitating the  strontium  as  sulphate  (page  515)  in  the  presence  of  alcohol,  if 
strontium  alone  and  no  calcium  be  present ;  or,  by  the  application  of  the  ether- 
alcohol  process  (page  5 14)  in  the  event  of  both  strontium  and  calcium  being  present."* 

* 

^  If  magnesium  be  present,  it  too  will  be  precipitated,  and  the  chromium  must  later  on  be 
separated  from  the  filtrate  before  the  magnesium  can  be  precipitated  as  phosphate.  The 
chromium  is  separated  by  reduclDg  the  chromate  as  described  on  page  479,  and  precipitating 
the  chromium  as  hydroxide  by  the  addition  of  ammonia. 

^  The  properties  of  barium  chromate  were  discussed  on  page  477.  It  might  be  added  that 
barium  chromate  is  not  soluble  in  water  containing  acetic  acid  when  so  much  ammonium 
chromate  is  present  that  the  solution  contains  only  alkaline  acetate  and  bichromate  (H.  N. 
Morse,  Amer,  Chem.  Joum,^  2.  176, 1880). 

'  Ammonium  Acetate. — Neutralise  an  aqueous  solution  of  800  ^rms.  of  "  pure  *'  commercial 
ammonium  acetate  with  ammonia,  tnd  make  the  solution  up  to  a  litre.  See  R.  Reik  {Monats, 
Chem.,  23.  1083,  1902),  A.  Mittasch  {Zeit.  anal.  CTiem,,  42.  492,  1903),  and  L.  H.  Duschak 
{Jou/nu  Amer,  Clvem.  Soc.y  30.  1827,  1908)  for  the  impurities  in  the  commercial  salt. 

*  Ammonium  Dichromate  Solution.  ^Dissolve  200  grms.  of  the  salt  in  a  litre  of  water. 

^  Made  by  diluting  20  c.c.  of  the  above  concentrated  smution  of  ammonium  acetate  to  a  litre. 

*  Sim{)ly  drying  at  llO**  is  not  sufficient ;  the  precipitate  must  be  gently  ignited  (see  page  478). 
^  For  indirect  method,  claimed  to  be  the  most  accurate^  see  R.  L.  y  Gamboa,  AwU.  Fis, 

Quim,,  10.  889,  1912. 
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Kammerer  ^  first  used  potassium  chroma te  for  the  qualitative  precipitation 
of  barium  in  the  presence  of  calcium  and  strontium  from  solutions  containing 
acetic  acid  and  ammonium  acetate ;  Frerichs  applied  the  reaction  quantitatively ; 
and  Russmann  showed  that  very  fair  results  could  be  obtained  with  the  process. 
Fresenius  investigated  the  conditions  which  favoured  success  and  failure ;  and 
Skrabal  and  Neustadl  have  developed  the  process  in  its  present  form,  whereby 
a  satisfactory  separation  can  be  made. 

§  273.  The  Determination  of  Barium  in  Insoluble  Silicates. 

• 

Decomposition  by  Fusion  vrith  Sodium  Carbonate.  —  It  is  not  advisable 
generally  to  separate  -barium  quantitatively  from  a  solution  which  has  previously 
been  employed  for  the  determinatiop  of  the  members  of  the  hydrogen  sulphide, 
ammonia,  and  ammonium  sulphide  groups,  because  of  the  leakage  or  loss  of 
barium  entailed  during  the  separations.  In  the  hydrogen  sulphide  group  the 
main  loss  is  due  to  the  reduction  of  ferric  chloride  by  hydrogen  sulphide  and 
oxidation  of  the  sulphide  to  sulphate,^  which  means  that  barium  sulphate  will 
be  precipitated.  Curtman  and  Frankel  found  a  loss  of  14*7  mgrms.  of  barium  in 
a  solution  containing  100  mgrms.  of  iron  as  ferric  chloride  per  100  c.c.  when  the 
ferric  hydroxide  was  precipitated  by  ammonia,  probably  owing  to  the  absorption 
of  carbon  dioxide  by  the  ammonia.  In  the  precipitation  by  ammonium  sulphide, 
between  2  and  3  mgrms.  of  barium  were  also  lost.  Losses  of  barium  may  also 
occur  owing  to  the  presence  of  traces  of  sulphates  in  the  reagents,  and  also  to 
the  retarding  influence  of  ammonium  salts  on  the  precipitation  of  barium  sul- 
phate or  carbonate.  Hence  it  is  best  to  determine  barium  on  a  special  sample, 
and  not  on  the  sample  used  for  the  determination  of  silica,  iron,  etc. 

On  page  497,  it  may  be  remembered,  the  silicate  was  fused  with  sodium 
carbonate,  the  resulting  '^cake"  was  digested  with  water,  and  the  residue 
treated  with  sulphuric  acid  for  the  determination  of  zirconium.  The  insoluble 
portion  contained  the  barium,  strontium,  calcium,  silica,  etc. 

To  determine  the  total  barium,  ignite  the  filter  paper  containing  the 
insoluble  residue.  Fuse  with  a  gi*am  of  sodium  carbonate  for  10  to  15  minutes. 
Dissolve  the  mass  in  warm  water,  filter  and  wash.  Place  a  250-c.c.  beaker 
below  the  funnel,  and  dissolve  the  precipitate  in  dilute  hydrochloric  acid. 
Wash  the  filter  paper  well.  Neutralise  the  filtrate  with  sodium  carbonate 
and  make  the  solution  up  to  150  c.c,  so  that  the  solution  occupies  at  least 
30  c.c.  per  gram  of  calcium,  barium,  and  strontium  oxides  present.  This  prevents 
the  precipitation  of  calcium  sulphate  later  on.  Precipitate  the  barium  by  the 
addition  of  a  hot  solution  of  dilute  sulphuric  acid  (1 :  300)  to  the  boiling  solution. 
The  addition  is  made  gradually,  with  constant  stirring.  The  reasons  will 
appear  from  the  discussion  on  page  618.     Wash  by  decantation ;  ^  collect  the 

^  H.  Kammerer,  Zeit,  anal.  Chem.,  12.  375,  1873;  J.  Meschezerski,  ib.,  21.  899,  1882; 

E.  Fleischer,  ib.,  9.  97,  1870  ;  R.  Fresenius,  ib.,  29.  20,  143,  413,  1890  ;  30.  18,  452, 583, 1891 ; 
3^.  183,  312,  1893;  A.  Skrabal  and  L.  Neustadl,  /6.,  44.  742,  1906;  W.  Fresenius  and 
¥.  RupDert,  ib.,  30.  672,  1891;  A.  Russmann,  ib.,  29.  447,  1890;  Chem.  Neins,  63.  13,  44, 
1891  ;  P.  Schweitzer,  Proc.  Amer.  Assoc.,  187,  1877  ;  H.  Baubigny,  Bull.  Sac.  Chim.  (3),  13. 
326, 1895  ;  H.  Baubigny,  ib.  (4),  I.  56,  1907  ;  H.  Caron  and  M.  ^uet,  ib.  (3),  35.  1061, 1906  ; 

F.  Frerichs,  Ber.,  7.  800,  956,  1874  ;  H.  Robin,  Ann.  Chim,  Anal.,  18.  445,  1903  ;  B.  Kahan, 
Analyst,  33.  12,  1908  ;  J.  L.  M.  van  der  Horn  van  der  Bos,  Chem.  JVeekblad,  8.  5,  1911 ;  9. 
1002,  1912  ;  E.  Beyne,  ChimisU,  3.  256,  1912— Sr  in  zinc  blendes. 

*  L.  J.  Curtman  and  E.  Frankel  (Jonrn.  Amer.  Chem.  Soc,  33.  724,  1911)  found  a  loss 
of  1*4  mgrms.  from  this  cause;  A.  A.  Noyes  and  W.  C.  Bray  {ib.,  29.  137,  1907)  state  that 
the  presence  of  500  mgrms.  of  FeCls  in  solution  leads  to  the  precipitation  of  as  much  as  20  mgrms. 
of  barium  as  sulphate  in  the  hydrogen  sulphide  group. 

'  The  filtrate  contains  some  silica,  titanium,  iron,  aluminium,  niobium,  tantalum,  and 
tin,  if  these  elements  be  present. 
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precipitate  in  a  small  filter  paper;  and  ignite  tha  barium  sulphate,  with  the 
precautions  indicated  on  page  616.  The  weight  of  the  barium  sulphate  multi- 
plied by  0"  65  70  gives  the  corresponding  amount  of  barium  oxide — BaO. 

Purification  from  Calcium. — If  much  calcium  be  present,  the  ignition  should 
be  made  in  a  platinum  crucible,  and  the  ignited  precipitate  fused  with  sodium 
carbonate.  The  resulting  "  cake  "  is  treated  with  water,  and  acidified  with  acetic 
acid,  which  is  added  drop  by  drop.  The  barium  is  precipitated  by  the  addition 
of  sulphuric  acid  as  before.^ 

Hydrofluoric  Acid  Decomposition.  —  The  total  barium  is  conveniently 
determined  in  silicates^  by  treating  2  grms.  of  the  finely  powdered,  dry  (110") 
silicate  with  10  c.c.  of  sulphuric  acid  (1  : 4)  and  5  c.c.  of  hydrofluoric  acid  in  a 
large  platinum  crucible.  Evaporate  the  solution  on  a  water  bath ;  add  more 
hydrofluoric  acid ;  and  repeat  the  evaporation.  If  no  sandy  grains  can  be 
detected  with  the  platinum  spatula,  further  treatment  with  the  hydrofluoric 
acid  is  not  necessary.  Heat  the  mixture  until  most  of  the  sulphuric  acid  has 
been  driven  off.  Let  the  crucible  cool,  and  pour  its  contents  into,  say,  25  c.c. 
of  water.  The  precipitate  of  barium  sulphate  will  probably  be  free  from  calcium, 
but  a  little  strontium  may  be  present.  Filter  off  the  barium  sulphate.  Ignite 
in  a  platinum  crucible ;  cool. 

Pwnfication  from  Calcium  and  Strontium. — The  strontium  and  calcium  can 
be  removed  by  dissolving  the  barium  sulphate  in  concentrated  sulphuric  acid, 
and  again  pouring  the  solution  into  water.  If  the  amount  of  barium  sulphate 
be  less  than  about  0*002  grm.,  there  is  no  need  to  purify  the  salt  further.' 
Ignite  the  precipitated  barium  sulphate  in  a  platinum  crucible,  and  weigh  as 
barium  sulphate.  This  weight,  multiplied  by  0*6570,  gives  the  corresponding 
amount  of  BaO. 

§  274.  The  Complete  Analysis  of  Limestones,  Gault  Clays,  etc. 

Limestones,  gault  clays,  marls,  dolomite,  magnesite,  and  similar  carbonate 
rocks  may  be  analysed  from  several  different  points  of  view  ;  and,  in  consequence, 
a  more  or  less  incomplete  analysis  may  serve  all  requirements.  Some  abbrevi- 
ated methods  will  be  described  later. 

Dissolution  of  the  Sample. — A  gram  of  the  powdered  and  dried  material 
is  digested  in  a  100-c.c.  beaker  with  20  c.c.  water,  and  2  c.c.  of  concentrated 
hydrochloric  acid  and  2  drops  of  nitric  acid.  The  acids  are  added  slowly, 
and  the  beaker  is  kept  covered  by  a  watch-glass  with  its  convex  side  downwards, 
so  as  to  avoid  loss  during  the  effervescence.  When  effervescence  has  ceased, 
heat  the  solution  to  its  boiling  point  on  a  hot  plate,  so  as  to  drive  off  the 
carbon  dioxide.  Rinse  the  watch-glass  with  water.  Filter  the  solution  into 
an  evaporating  basin,  and  wash  with  water.  Ignite  the  insoluble  residue  in  a 
platinum  crucible,*  and  fuse  with  a  little  sodium  carbonate.  Remove  the  fused 
mass  with  wat«r  and  dilute  hydrochloric  acid :  keep  the  crucible  covered  during 
the  action  to  avoid  loss  by  spurting.     Add  the  solution  to  the  main  solution. 

If  the  limestone  does  not  contain  much  more  than  about  5  per  cent,  alumina 


^  Silica  is  not  precipitated  with  barium  sulphate  from  dilute  solutions  of  sodium  silicate. 

*  With  glazes,  lead  sulphate  may  be  present.  This  can  be  removed  by  digestion  with 
ammonium  acetate  as  decribed  on  page  316. 

^  If  zirconium  be  present,  it  will  be  associated  with  the  barium  sulphate,  and  it  must 
be  removed  as  indicated  on  page  498. 

^  The  insoluble  residue  is  sometimes  reported  as  such,  or  as  '* siliceous  minerals,"  ''clay 
and  sand,"  etc.  As  a  matter  of  fact,  the  term  ''insoluble  residue"  is  more  or  less  ambiguous, 
sincd  the  attack  on  the  siliceous  minerals  is  dependent  on  the  strength  of  the  ucid,  and  on  the 
state  of  subdivision  of  the  powder.  The  liner  the  sample  is  ground,  the  less  the  "insoluble 
residue." 
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and  ferric  oxide,  and  15  per  cent,  of  silica,  strong  ignition  over  a  blast  ^  in  a 
covered  platinum  crucible  will  frequently  give  a  powder  wholly  soluble  in 
hydrochloric  acid  (1:1),  except,  possibly,  a  little  flocculent  silica  which  does  not 
matter.  If  too  much  siliceous  matter  be  present  to  render  this  treatment 
successful,  as  is  sometimes  the  case  with  siliceous  limestones,  magnesian  lime- 
stones, cement  rocks,  and  -  highly  calcareous  marls,  Meade  ^  recommends  igniting 
the  limestone  with  just  less  than  its  own  weight  of  sodium  carbonate.  The 
sintered,  not  fused,  mass  is  then  easily  broken  down  by  hydrochloric  acid  (1 : 1). 

Determination  of  SUica^  Alumina,  I'itanium,  etc. — Evaporate'  the  combined 
filtrates  to  dryness  for  silica  (page  167) ;  determine  the  alumina,  titanium,  iron, 
phosphorus,'^  lime,^  magnesia,  and  manganese^  as  described  for  clays  (pages 
177  seq,).  The  carbon  dioxide  (page  553),  water  (page  571),  and  the  alkalies  are 
determined  on  separate  samples.^ 

Chlorine  and  Fluorine, — For  the  chlorine,  digest,  say,  10  grms.  with  water 
and  nitric  acid  at  a  gentle  heat.  Filter,  and  proceed  by  the  method  of  page  652. 
For  the  fluorine,  digest  10  grms.  of  the  dry  powdered  sample  in  acetic  acid  ® 
without  boiling  or  filtering  until  the  magnesium  and  calcium  carbonates  are 
decomposed.  Evaporate  the  solution  to  dryness  to  expel  the  excess  of  acetic 
acid,  add  a  slight  excess  of  sodium  carbonate,  extract  the  residue  with  water ;  and 
the  precipitate  of  calcium  fluoride,  carbonate,  and  insoluble  residue  is  treated 
by  the  process  of  page  639. 

DetermiTiation  of  Sulphur, — Sulphides  as  well  as  sulphates  are  often  present 
in  limestones  and  calcareous  clays.  To  determine  the  "sulphate  or  soluble 
sulphur,"  digest,  say,  2  grms.  of  the  powdered  sample  in  a  large  porcelain 
basin  with  40  c.c.  of  water  and  4  c.c  of  concentrated  hydrochloric  acid. 
Evaporate   the  solution   to   dryness.     Boil   the   residue  with  water,  filter  and 

*  T.  Engelbach,  LieHg's  Ann.,  123.  260,  1862. 

'^  R.  K.  Meade,  Portland  Cement,  Easton,  Pa.,  254,  1906. 

^  The  evauoration  is  more  rapid  than  with  clays  because  of  the  absence  of  large  amounts 
of  alkaline  chlorides,  and  a  smaller  volume  of  liquid  is  ust>d  for  the  dissolution  of  the 
fused  cake. 

*  Phosphatic  limestones  may  have  les.<(  alumina  than  is  needed  to  combine  with  the 
phosphorus,  and  in  that  case  some  calcium  ])hosphate  will  be  precipitated  with  the  alumina  and 
iron  hydroxide.  Some,  therefore,  add  a  ferric  salt  to  the  sohition  before  adding  the  ammonia, 
and  afterwards  deduct  the  amount  of  iron  added  from  the  ferric  oxide  obtained  later — see 
page  606. 

°  In  the  case  of  magnesites  where  but  little  calcium  and  much  magnesium  is  present,  the 
oxalate  process  for  lime  is  not  suitable  (F.  Hundeshagen,  Zeit.  offent,  Ckem.,  15.  85,  1907).  It  is 
best  to  treat  the  filtrate — occupying,  say,  30  cc— from  the  silica  with  4  grms.  of  sodium  sulphate, 
and  40  cc.  of  90  per  cent,  alcohol.  After  standing  about  five  hours  at  l7''-20°  in  a  covered 
vessel,  filter  the  solution,  and  wash  the  precipitated  calcium  sulphate  with  50  per  cent,  nloohol. 
In  order  to  free  the  ])recipitate  completely  from  magnesia,  redis.solve  the  sulphate  in  hot  dilute 
hydrochloric  acid,  and  precipitate  the  lime  as  usual  by  the  oxalate  process.  The  combined 
filtrates  from  the  calcium  sulphate  and  oxalate  are  evaporated  to  drive  off  the  alcohol,  the  iron 
is  oxidised  with  hydrogen  peroxide,  and  aluminium  and  ferric  hvdroxides  precipitated  by  add- 
ing ammonia.     Magnesia  is  determined  in  the  filtrate  in  the  usual  manner. 

*  The  manganese  will  be  found  in  the  filtrate  from  the  ammonia  precipitate ;  or  it  may 
be  precipitated  with  the  alumina,  etc.,  by  adding  bromine  as  indicated  on  page  177.  Copper, 
lead,  zinc,  nickel  (sulphides  or  carbonates),  rare  earths,  chromium,  vanadium,  etc.,  are  to  be 
determined  on  large  quantities  of  the  sample— say  50-500  grms. 

^  As  a  rule,  in  Smith's  process,  about  half  as  much  calcium  carbonate  is  needed  for  lime 
stones  and  the  more  calcareous  clays  as  is  indicated  in  the  standard  directions  (page  222).  The 
precipitated  calcium  carbonate  is  much  more  effective  in  the  work  of  decomposition  than  the 
native  crystalline  carbonate.  If  no  precipitated  carbonate  be  used,  the  results,  with  Smith's 
process,  are  usually  rather  low.  T.  Engelbach  {Liehig's  Ann.,  123.  260,  1862)  uses  a  modifica- 
tion of  Berzelius'  process  for  the  alkalies  in  the  "  soluble  "  portion  of  limestones.  Ignite  the 
powdered  mineral  strongly  over  a  blast,  boil  with  a  little  water,  filter,  neutralise  the  solution 
with  hydrochloric  acid.    Treat  with  ammonia  and  ammonium  carbonate,  etc.  (page  226). 

*  G.  Jenzsch,  Pogg.  Ann.,  96.  145,  1855. 
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wash.^  Precipitate  the  sulphuric  acid  in  the  filtrate  as  barium  sulphate  by  the 
method  of  page  618.  The  weight  of  barium  sulphate  so  obtained,  multiplied 
by  0*3430,  represents  the  corresponding  amount  of  sulphur  triozide — SO3  ;  and 
when  multiplied  by  0*5833,  the  corresponding  amount  of  calcium  sulphate. 

To  get  the  "total  sulphur,"  place  2  grms.  of  the  powdered  sample  in  a 
porcelain  evaporating  basin,  and  cover  the  mass  with  bromine  water.  Decompose 
the  carbonates  by  adding  25-30  c.c.  of  hydrochloric  acid,  in  small  quantities 
at  a  time,  to  the  cold  solution.  The  '^  sulphide  sulphur ''  is  liberated  as  hydrogen 
sulphide,  and  immediately  oxidised  by  the  bromine  water.  If  the  acid  be  added 
gradually,  and  the  bromine  water  be  in  excess,  there  will  be  no  appreciable  loss 
of  sulphide.  The  solution  is  evaporated  to  dryness,  filtered,  and  treated  with 
barium  chloride,  etc.,  for  barium  sulphate,  as  indicated  on  page  618.  The 
difi^erence  between  the  weights  of  barium  sulphate  obtained  with  and  without  the 
bromine  water,  multiplied  by  0*1374,  represents  the  corresponding  amount  of 
"  sulphide  sulphur."  ^ 

Example. — Suppose  the  following  results  have  been  obtained  : — 

Barium  sulphate  (with  bromine) 0*0341  grm. 

Barium  sulph'ite  (without  bromine) 0*0251  grm. 

Barium  sulphate 0*0090  grm. 

Sulphide  sulphur(0'0090x  0  1374) 0*0012  grm. 

Sulphur  trioxide  (0*0251x0-8430) 0*0086  grm. 

Calcium  sulphate  (0-0251x0*5883) 0*0146  grm. 

Sometimes  the  total  sulphur  is  determined  by  one  of  the  methods  described 
on  pages  621  et  seq.  Or  the  powdered  sample  can  be  fused  w^ith  sodium 
carbonate  and  sodium  nitrite  (page  461).^  Extract  the  mass  with  water. 
Evaporate  the  solution  to  dryness,  acidify  with  hydrochloric  acid  to  dryness. 
Boil  the  residue  with  dilute  hydrochloric  acid,  filter,  and  determine  the  sulphates 
in  the  filtrate  by  the  method  of  page  618. 

Organic  Matter  is  found  in  nearly  all  limestone  rocks.  SchafFgotsch's 
process  for  the  determination  of  organic  matter  is  to  fuse,  say,  5  grms.  of  borax 
glass  in  a  platinum  crucible  over  a  Bunsen's  burner*  until  the  weight  of  the 
crucible  and  contents  is  constant.^  Place  1  grm.  of  the  sample  on  the  borax, 
put  the  lid  of  the  crucible  in  position,  and  fuse  over  the  Bunsen's  burner.  Do 
not  remove  the  lid  until  the  contents  are  fused,  otherwise  loss  by  decrepitation 

^  If  phosphorus  is  to  be  determined,  it  is  sometimes  advisable  to  take  double  the  amount 
of  the  sample  for  the  operation  just  described,  and  now  make  the  filtrate  up  to  100  cc.  Take 
50  cc.  for  the  sulphur  determination,  and  to  the  other  50  cc.  add  5  cc  of  nitric  acid,  and 
determine  the  phosphorus  by  Woy's  process  (page  595). 

^  Pyrite— FeSg — is  the  commonest  sulphide  in  limestone  rocks.  Some  of  the  sulphur  may 
come  from  the  organic  matter. 

^  A.  Petzholdt,  Journ.  prakt,  Chtm,  (I),  63.  194,  1854;  J.  Roth,  ib.  (1),  58,  84,  1853; 
J.  .1.  Ebelmen,  Compt.  Rend.,  33.  881,  1851  ;  H.  St  C.  Deville,  ib.,  37.  1001,  1858. 

*  Note,  if  a  blast  be  used,  the  crucible  and  contents  must  be  afterwards  brought  to  constant 
weight  over  the  Bunsen's  burner.  Borax  glass  can  be  kept  in  a  state  of  fusion  some  15-30 
minutes  without  appreciable  volatilisation,  but  there  is  a  decided  loss  after  a  few  minutes* 
blasting  (page  578).  R.  Fresenins,  Zeit,  anal,  Chem.,  I.  65,  1862;  A.  Mitscherlich,  Journ. 
yrakt.  Chem.  (1),  83.  485,  1861. 

*  According  to  O.  Lutz  and  A.  Tschischikow  {Jour^i,  Russ.  Phys.  C/iem.  Oes.^  36.  1274, 
1904),  microcosmic  salt  may  be  used  in  place  of  borux.  The  salt  is  heated  until  ammonia  and 
water  have  been  expelled  and  the  weight  is  constant.  The  advantage  of  microcosmic  salt  is :  (1 ) 
it  fuses  more  quickly  ;  (2)  is  not  so  liable  to  loss  by  volatilisation.  H.  Rose  {Pogg.  Ann.,  116. 
131,  686,  1862  ;  ZeU,  anal.  Cliem.,  I.  183,  1862)  recommends  {lotassium  dichromate ;  W.  Bdttger 
{Zeit,  anal,  C/iem,,  49.  487,  1910)  recommends  sodium  metaphosphate  (see  page  661);  F.  A. 
Gooch  and  S.  B  Kuzirian  {A)iur.  J.  Science  (4),  31.  497,  1911)  i-ecommend  sodium  paratungstate ; 
and  H.  Ro8e(Po^^.  Aim.,  116.  635,  1862;  T.  W.  Richards  and  £.  H.  Archibald,  Proc.  Av/ur, 
Acad,,  38.  443,  1903)  recommends  silica. 
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may  occur.  When  the  evolution  of  gas  has  ceased,  cool  in  a  desiccator,  and 
weigh.  Again  ignite,  cool,  and  weigh.  -When  the  weight  is  constant,  the  differ- 
ence between  the  weights  of  the  crucible  and  contents  with  and  without  the 
powdered  sample  represents  the  carbon  dioxide,  water,  and  organic  matter.  If 
the  carbon  dioxide  and  water  have  been  previously  determined,  the  amount  of 
organic  matter  follows  by  difference. 

Petzholdt^  recommends  the  following  process: — Dissolve  20  grms.  of  the 
sample  in  dilute  hydrochloric  acid,  and  boil  the  solution  carefully  to  expel  carbon 
dioxide.  Filter  any  undissolved  residue  through  ignited  asbestos,  and  wash 
well  with  water,  dry,  and  transfer  the  asbestos  to  a  porcelain  boat,  which  is  then 
placed  in  a  combustion  tube  charged  with  copper  oxide  (page  563)  and  ignited 
in  a  current  of  oxygen,  so  that  the  carbon  dioxide  can  be  collected  in  weighed 
potash  bulb ;  or  the  carbon  may  be  determined  by  the  wet  process  (page  546). 

§  275.  The  Partial  Analysis  of  Limestones,  Dolomites,  Magnesites, 

Marls,  Cements,  etc. 

A  process  which  occupies  about  three  hours  may  now  be  described.  The 
abbreviated  processes  are  not  usually  quite  so  exact  as  the  preceding  process,  but 
they  are  quite  accurate  enough  for  many  purposes,  particularly  when  a  great 
number  of  analyses  of  one  type  of  carbonate  rock  have  to  be  made  rapidly. ^ 
See  the  remarks  on  pages  243  and  248. 

1.  Silica, — Cautiously  add  5  c.c.  of  concentrated  hydrochloric  acid  to  a  gram 
of  the  powdered  sample,  keeping  the  basin  covered  during  the  attack  by  the  acid 
so  as  to  avoid  loss  by  spurting.  When  the  effervescence  has  ceased,  evaporate 
the  mixture  to  dryness.^  Cool.  Digest  the  residue  with  a  little  hot  water  and 
a  few  drops  of  hydrochloric  acid.  Heat  the  mixture  to  boiling  and  filter.  Wash 
the  residue  on  the  filter  paper  with  hot  water.     Ignite,  and  weigh  as  SiOg. 

2.  Alumina  and  Ferric  Oxides. — Precipitate  the  mixed  ferric  and  aluminium 
hydroxides  with  ammonia  and  ammonium  chloride  in  the  usual*  manner  (pagel82), 
and  finally  weigh  as  AlgOg  +  FCjOg.  -  - 

3.  Calcium  Carbonate, — Acidify  the  filtrate  from  the  ammonia  precipitate 
with  hydrochloric  acid.  Heat  the  solution  to  boiling,  and,  while  still  boiling, 
gradually  add,  crystal  by  crystal,*  approximately  3  grms.  of  solid  oxalic  acid  per 
gram  of  mixed  calcium  and  magnesium  oxides.^  When  all  the  oxalic  acid  has 
been  added,  add  a  slight  excess  of  ammonia.  Let  the  solution  stand  until  the 
precipitate  has  settled — 2  or  3  minutes.^     According  to  Schoch,*^  a  double  pre- 

*  A.  Vttz\io\^i  {Jouni,  prakt.  Ckem.  (1),  63.  194,  1854)  considers  that  58  parts  of  carbon 
correspond  with  100  parts  of  humus.  If  carbon  and  hydrogen  are  both  determined  by  com- 
bustion, 4*5  parts  of  hydrogen  correspond  with  evenr  58  parts  of  carbon.  The  remaining 
hydrogen  is  supposed  to  be  derived  from  the  water.  Note  that  hydrogen  may  come  from  the 
asbestos  of  the  filter  tube  if  the  drying  he  imperfect,  and  also  from  the  hydrated  minerals.  It 
is  generally  best  to  represent  the  result  as  ''carbon  derived  from  organic  matter,"  without 
making  any  assumptions  as  to  the  composition  of  the  organic  matter.     See  page  573. 

2  K.  J.  Sundstrom,  Joum.  Soc.  Cnem.  Ind,,  16.  520,  1897;  F.  Hundesliagen,  Zeit.  ofent. 
Chem.,  15.  85,  1909;  N.  Knight,  C?iem.  News  92.  61,  108,  1905;  96.  126,  1906;  F.  Clowes 
and  J.  B.  Coleman,  ib.,  92.  259,  1905  ;  W.  H.  Stanger  and  B.  Blount,  Jmini.  Soc.  Chem.  Ind., 
21.  1216,  1902  ;  Report,  ib.,  21.  12,  1223,  1902  ;  G.  Hentschel,  Chem.  Ztg.,  36.  821,  1912. 

'  When  the  solution  is  eva]K)rating,  determine  the  mixed  calcium  and  magnesium  carbonates 
as  described  below. 

^  Otherwise  loss  might  occur  from  spurting.     Stir  all  the  time  the  acid  is  being  added. 

"  The  magnesium  must  all  be  converted  to  the  oxalate  to  prevent  the  solution  of  calcium  oxalate 
in  the  magnesium  chloride  (page  212).    The  approximate  amount  is  determined  from  "  4  "  below. 

^  For  more  exact  results,  let  stand  ovemiglit,  or  at  least  3-4  hours. 

'  C.  Schoch,  Die  moderne  Aufbereitung  und  JVerlung  der  M&rtel-mcUerialien,  Berlin,  36, 
1896;  W.  C.  Blasdale,  Joum.  Arner.  Chem.  Soc.,  31.  917,  1909 ;  E.  H.  Schultze,  Chem.  Zlg  , 
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cipitation  is  iinuecessary  ;  but  if  much  magneshim  be  present,  it  is  better  to 
dissolve  the  washed  calcium  oxalate  in  hot  hydrochloric  acid,  and  reprecipitatc 
by  the  addition  of  ammonia  and  a  little  ammonium  oxalate  to  the  l^iling 
solution.  Filter^ the  calcium  oxalate,  and  wash  with  cold  water  until  the  filtrate 
is  free  from  cSIorides  and  oxalates.^  Ignttfe  the  precipitate  in  a  platinum 
crucible,  and  finish  the  ignition  with  half  afThbur's  blasting.  Cool  in  a  desiccator, 
and  weigh  as  CaO.2  Multiply  the  result  by  1*7844  to  get 'Hlte  corresponding 
amount"of  calcium  carbonate 

4.  Minced  Calcium  aiid  Magnesium  Carbonates, — Weigh  1  grm.  of  the 
finely  powdered  sample  into  a  small  porcelain  basin.  Add  25  c.c.  of  N-HCl. 
Cover  with  a  watch-glass,  and,  when  effervescence  has  ceased,  heat  the  solution 
to  boiling.  When  cold,  titrate  the  free  acid  with  Nj^aOH  and  with  a  drop  of 
methyl  orange  as  indicator  (page  70). 

Example. — One  gram  of  limestone  required  5*15  c.c.  of  N-sodinm  hydroxide  for  the 
titration  after  adding  25  c.c.  of  N-hydrochloric  acid.  Hence,  the  mixed  calcium  and 
magnesium  carbonates  corresponded  with  19*85  cc.  of  N-HCI.  Again,  0  538  grm.  of 
CaO  was  obtained.  This  corresponds  with  1  •7844x0*538 =0  9603  grm.  CaCO,.  But 
1000  cc.  of  N-HCl  correspond  with  28  grms.  of  CaO ;  hence,  1  grm.  CaO  corresponds 
with  35-7  c.c.  of  N-HCl;  or  0*538  grm.  CaO  corresponds  with  0*538 x 36*7  =  19*21 
cc.  of  N-HCl.  Hence,  19*85  -  19*21  =0*64  cc  of  N-HCl  was  needed  for  the  magnesium 
carbonate.  But  1  cc  of  N-HCl  represents  0042  grm.  MgCO,,  and  0*64  cc  corresponds 
with  0042 X 0*64  =  00269  grm.  of  MgCO,.     Hence,  the  analysis  reads  (per  cents.) : 

Calcium  carbonate 96*08 

Magnesiam  carbonate .2*69 

Silica 1*06 

Alumina  and  ferric  oxide 0*00 

The  magnesium  carbonate  determined  by  this  indirect  process  should  not  differ 
more  than  \  per  cent,  from  that  obtained  by  more  elaborate  processes. 

Fas8on*8  Process  for  the  Determination  of  Lime  in  the  Presence  of  Alumina, 
etc, — If  the  amount  of  liipe  only  is  needed,  Passon^  says  that  calcium  oxalate 
can  be  precipitated  in  the  presence  of  iron,  aluminium,  magnesium,  and  phos- 
phorus by  adding  a  drop  of  phenolphthalein  to  the  solution,  and  neutralising  with 
dilute  ammonia  (1:5)  until  the  precipitate  is  no  longer  redissolved  on  shaking. 
Add  25  c.c.  of  Wagner's  solution.*  If  the  precipitate  does  not  all  dissolve,  repeat 
the  neutralisation  with  ammonia.  Add  12  c.c.  more  of  Wagner's  solution  ;  dilute 
the  solution  to  200  c.c.  with  water.  Heat  the  solution  to  boiling,  and  add  solid 
ammonium  o^calate  until  no  more  precipitate  is  produced.  After  standing  some 
time  (overnight),  filter,  wash,  and  ignite  the  calcium  oxalate.^ 

Neioherry^s  Process  for  the  Simultaneous  Determination  of  Magnesium  and 
Calcium  Carbonates,  — Newberry  ^  based  a  process  for  the  volumetric  determination 


29.  508.  1905  ;  M.  J.  van  Kruijs,  Ckem.  Jreekblad,  4.  29,  1907  ;  C.  Liesse,  Ann.  Chim,  AncJ., 
l6.  7,  1911 ;  B.  Enright,  Joum,  Amer.  Chem,  Soc.,  26.  1008,  1904  ;  C.  Stolbeig,  2eit.  angew. 
Chem.,  17.  741,  769,  1904  ;  R  F.  Young  and  B.  F.  Baker,  Cfiew,.  News,  86.  148,  1902. 

*  Magnesium  can  be  determined  in  the  combined  filtrates,  if  desired,  by  the  method  of 
page  218.  W.  F.  Koppcschaar,  Zeit.  anal.  Chem.^  44.  184,  1905.  The  calcium  oxalate  can 
also  he  determined  by  the  volumetric  permanganate  process  (page  215).  H.  B.  Kinnear,  Chem. 
Eng.,  13.  247.  1911. 

'^  The  CaO  can  be  dissolved  in  2.5  c.c.  of  N-HCl  and  titrated  with  N-NaOH  in  the  usual 
manner  (|>age  70),  as  a  check  on  the  weighings. 

5  M.  Passon,  Zeit.  angew.  C?ievi.,  ii.  776,  1898  ;  12.  48,  1899 ;  14.  285,  1901. 

*  Wagner's  Solution. — Dissolve  25  gi'ms.  of  citric  acid  and  1  grm.  of  salicylic  acid  in 
water,  and  make  the  solution  up  to  a  litre. 

»  R.  K.  Meade  {Chem.  Eng.,  I.  21,  1905;  Portland  Cement,  Easton,  Pa.,  189,  1906)  and 
K.  Balthaser  {Chem,  Ztg.,  53.  646,  1909)  describe  volumetric  processes  for  the  determination  of 
lime  without  the  se])aration  of  silica,  etc. 

«  S.  B.  Newberry,  Cement  Eng.  News,  15.  36,  1903  ;  Timind,  Ztg.,  2fJ,  883,  1903. 
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of  calcium  and  magnesium  carbonates  on  the  fact  that  magnesium  hydroxide 
is  sufficiently  soluble  in  water  to  colour  phenolphthalein  ;  and  when  boiled  with  a 
dilute  solution  of  sodium  hydroxide,  the  magnesium  is  completely  precipitated 
and  separated  from  the  calcium. 

Dissolve  half  a  gram  of  limestone  in  an  Erlenmeyer's  flask  fitted  with  a  long 
'* condenser  tube''  (fig.  185,  page  582)  to  serve  as  condenser.  Add  60  c.c.  of 
^N-hydrochloric  acid  ("first  acid"),^  and  boil  the  solution  for  2  minutes  with 
the  condenser  tube  in  position.  Wash  the  interior  of  the  condenser  tube  into 
the  flask  by  means  of  a  wash-bottle.  Remove  the  tube  and  cool  the  solution 
thoroughly  in  the  cooling-box  (page  72).  Add  5  drops  of  phenolphthalein 
solution  and  titrate  with  \  N-sodium  hydroxide  ("  first  alkali  ")  until  a  faint  pink 
colour  appears  in  the  solution.     This  may  fade  in  a  few  seconds.'^ 

Transfer  the  neutral  solution  to  a  large  test  tube  (12  inches  long  and  1  inch 
internal  diameter)  provided  with  a  mark^  corresponding  with  100  c.c  Heat  the 
solution  to  boiling,  add  ^N-NaOH,  ^  c.c.  at  a  time,  and  boil  after  each  addition. 
When  a  deep  red  colour  is  obtained  which  does  not  become  paler  on  boiling, 
read  the  burette  ("second  alkali").  Dilute  the  solution  to  100  c.c;  boil  for 
a  moment;  and  let  the  precipitate  settle.  When  the  precipitate  has  settled, 
pipette  50  c.c.  of  the  clear  solution  into  a  flask  and  titrate  with  |N-HC1  until  the 
pink  colour  has  gone  ("  second  acid  **),^ 

Example  op  Calculation. — Suppose  11*6  c.c.  alkali  ("  first  alkali ")  ¥;ere  needed  for 
the  first  titration,  cold  ;  and  3*55  c.c.  of  alkali  (^*  second  alkali ")  were  needed  for  the 
second  titration,  hot.  Suppose,  further,  that  50  c.c.  of  the  solution  required  0'45  c.c.  of 
acid  for  decolorisation  ("  second  acid  ").    Then, 

(Second  alkali  -  second  acid)2  x  0*84 = 1-68(3 -55  -  0*90) 
=  4*45  per  cent,  of  magnesium  carbonate. 

{First  acid  -  (First  alkali  +  second  alkali  -  second  acid)} 2  x  1*00 
=  2{60-(ll-604-3-55-0-90)} 
=  91*50  per  cent,  of  calcium  carbonate. 

If  the  results  are  to  be  expressed  in  terms  of  MgO  and  CaO,  substitute  0*40  for  0*84, 
and  0*56  for  1*00,  in  the  preceding  formulae. 

The  results  for  magnesium  carbonate  are  usually  a  little  low,  and  for  lime 
a  little  too  high.  This  is  probably  due  to  the  formation  of  calcium  carbonate  by 
the  absorption  of  carbon  dioxide  of  the  air  during  the  precipitation  of  magnesia, 
and  to  the  insolubility  of  the  lime  compounds  in  the  sample.  If  much  soluble 
alumina  and  iron  be  present,  the  end  point  is  obscured  and  the  readings  are 
more  difficult.  With  the  high-grade  limestones  the  results  are  suitable  for 
technical  work.  With  marble  containing  54*62  per  cent.  CaO  and  0*84  per  cent. 
MgO  by  the  gravimetric  process,  54*99  and  0*88  respectively  were  obtained  by 
Newberry's  process.  With  a  magnesian  marl  containing  5*43  per  cent,  of  alumina 
and  ferric  oxide,  52*08  per  cent,  of  silica,  19*52  per  cent,  of  CaO,  and  2*24  per 
cent,  of  magnesia,  Newberry's  process  gave  : 

CaO 17'02  16*83  17*36    percent. 

MgO 2  08  2-30  2-00    i>er  cent. 

A  sample  of  dolomitic  marl  with  26*50  per  cent.  CaO  and  18*76  MgO  : 

GaO 26-38  25'42  25*58     percent 

MgO 17*80  18-40  18*96    percent. 

^  Standardised  against  Iceland  s{iar. 

^  If  the  titration  be  carried  until  a  permanent  red  coloration  appears,  the  lime  will  be  too  low. 
If  the  limestone  under  investigation  contains  inappreciable  amounts  of  magnesia,  this  completes 
the  determination :  (first  acid  -  first  alkali)  x  2  x  0*56  =  the  per  cent,  of  CaO. 

'  A  band  of  paper  or  etched  ring. 

**  If  more  than  1  c.c.  of  acid  he  required,  too  much  alkali  was  added,  and  the  magnesium 
hydroxide  will  have  carried  down  some  0a(0H)9. 
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were  obtained.  Experiments  with  artificial  mixtures  of  Iceland  spar  and 
magnesium  carbonate  gave  excellent  results.  The  results  with  the  less  pure  lime- 
stones and  calcareous  marls  are  not  so  good. 

Magnesite, — In  the  case  of  magnesites,^  the  joint  magnesia  and  lime^  may  be 
determined  by  boiling  0*5  grm.  of  the  magnesite  with  a  known  excess  of  standard 
sulphuric  acid  and  titrating  back  the  excess  with  standard  sodium  hydroxide.  The 
lime  can  be  precipitated  from  the  solution  by  adding  an  excess  of  90  per  cent, 
alcohol — 250  c.c.  of  alcohol  per  100  c.c.  of  the  solution.  Let  the  mixture  stand 
in  a  covered  vessel  overnight.  Filter  and  wash  with  50  per  cent,  alcohol,  and 
proceed  as  indicated  in  the  footnote,  page  212.  After  subtracting  the  calcium 
oxide  from  the  joint  magnesium  and  calcium  oxides  obtained  by  the  titration, 
the  amount  of  magnesia  follows  at  once.  The  magnesia  may  exist  in  the 
form  of  oxide,  hydroxide,  or  carbonate.'  The  hydroxide  can  be  detennined  from 
the  loss  in  weight  which  occurs  when  the  sample  is  baked  to  a  constant 
weight  at  300°-350*,  and  the  carbonate  from  the  loss  in  weight  which  occurs 
when  the  same  sample  is  calcined  to  constant  weight  at  a  red  heat.  The 
difference  between  the  amounts  so  determined  and  the  total  magnesia  represents 
the  magnesium  oxide.  Of  course,  the  water  and  carbon  dioxide  can  be  determined 
by  the  more  laborious  processes,  pages  559  et  seg,*  The  value  of  burnt  magnesite 
depends  upon  the  proportion  of  "active  magnesia."  The  "active  magnesia"  is 
the  difference  between  the  total  magnesia,  MgO,  and  that  combined  with  carbon 
dioxide  and  water.* 

§  276.  The  Mineralogical  Analysis  of  Limestones  and  Marls. 

Calcium  carbonate  is  undoubtedly  the  prevailing  constituent  of  limestone 
rocks,  and  magnesium  carbonate  is  probably  next  in  importance.  With  increasing 
proportions  of  the  latter,  the  carbonate  rock  passes  into  dolomite,  magnesian 
limestone,  and  finally  magnesite.  Ferrous  and  manganese  carbonates  are 
probably  present  in  small  quantities,  and  when  these  compoimds  predominate, 
siderite  and  other  ores  of  iron  and  manganese  result.  It  is  usual,  in  technical 
analyses,  to  report  the  lime   and  magnesia  as  carbonates,   and   the  iron  and 


^  For  volumetric  process,  Ckem,  Zlg,^  53.  545, 1909. 

'*  If  the  amount  of  calcium  relatively  with  the  magnesium  is  very  small,  0.  Kallauner  and 
I.  Preller  {Ch^m.  Ztg.,  36.  449,  462,  1912)  show  that  the  oxalate  process  (paces  212-3)  is  trust- 
worthy only  if  dilute  solutions  are  used,  and  if  a  large  excess  of  ammoninm  salts  and  ammonium 
oxalate  are  present,  and  if  the  solution  is  filtered  immediately  after  precipitation  ;  or  if  the  pre- 
cipitation is  repeated :  otherwise  the  lime  is  always  0*15  to  0'2  per  cent,  low,  owing  to  resolution 
during  washing.  Most  methods  involving  the  precipitation  of  calcium  sulphate  in  alcoholic 
solutions  are  unreliable  if  much  magnesia  is  present.  Good  results  are  obtained  as  follows : 
(I)  Precipitate  the  lime  as  oxalate,  niter  and  wash,  convert  the  oxalate  into  sulphate,  dissolve 
the  sulphate  in  hydrochloric  acid,  reprecipitate  as  oxalate,  and  weigh  as  CaO.  Or  (2),  evaporate 
a  solution  of  the  mixed  chlorides  to  dryness  with  lithium  sulphate,  treat  the  residue  with  a 
mixture  of  10  volumes  of  erhyl  alcohol  witli  90  volumes  of  methyl  alcohol  saturated  with  lithium 
sulphate.  The  jirecipitated  calcium  sulphate  is  dissolved  in  hydrochloric  acid  and  I'eprecipitated 
by  the  oxalate  process — E.  C.  Carron,  Ann.  Chim.  Anal.^  17.  127,  1912. 

^  For  the  total  magnesia  in  magnesites,  J.  Mayrhoffer  {Zeit,  angeic,  CJum.^  2i.  592,  1908) 
decomposes  5  grms.  of  the  finely  powdered  mineral  with  aqua  regia  on  a  water  bath.  Evaporate 
the  solution  to  dryness  to  render  the  silica  insoluble.  Digest  with  acidulated  water,  filter,  and 
make  the  solution  up  to  a  litre  ;  mix  40  c.c.  (20  c.c.  if  burnt  magnesite  is  in  question)  with  5  c.c. 
of  sulphuric  acid  and  100  c.c.  of  citrate  solution  (100  grms.  citric  acid,  383  c.c.  of  ammonia — ^sp. 
gr.  0*91 — made  up  to  a  litre  with  water),  20  c.c.  of  a  10  per  cent,  solution  of  disodium  hydrogen 
phosphate,  and  15  c.c.  of  ammonia.  Stir  the  mixture  5  minutes  without  touching  the  walls  of 
the  beaker.  Filter,  etc.,  after  standing  5  minutes.  The  calcium  is  not  precipitated  in  presence 
of  the  ammonium  citrate. 

^  For  the  determination  of  magnesia  in  the  presence  of  magnesium  carbonate  from  the  heat 
of  the  reaction  with  hydrochloric  acid,  see  V.  Fortini,  Ch^m.  Ztg,,  36.  270,  1912. 

»  0.  Kallauner,  Ch€m.  Ztg.,  36.  711,  1912  ;  L.  Dede. 
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manganese  as  oxides.  In  all  probability,  the  two  latter  more  generally  exist  as 
carbonates.  A  determination  of  the  carbon  dioxide  will  sometimes  show  that 
more  carbon  dioxide  is  present  than  is  required  for  the  lime  and  magnesia.  Some 
of  the  lime  and  magnesia  may  also  be  combined  with  the  silica  and  alumina,  and, 
in  consequence,  even  if  the  amount  of  carbon  dioxide  does  satisfy  the  lime  and 
magnesia,  some  may  be  combined  with  the  iron  and  manganese.  Phosphorus 
may  be  combined  with  the  iron  and  aluminium,  or  be  present  as  apatite,  etc. 
The  silicate  minerals  associated  with  the  calcareous  clays  and  limestones  are  prob- 
ably as  varied  as  the  silicate  minerals  found  in  clays  {q>v,).^ 

Many  attempts  have  been  made  to  isolate  the  different  minerals  in  limestones 
and  marls  by  treatment  with  different  solvents.  Struckmann  ^  analysed  various 
marls  by  digesting  the  samples  first  with  water,  then  with  acetic  acid,  and 
finally  with  hydrochloric  acid.  Each  solution  and  the  residue  was  examined 
separately.  Bolton  ^  studied  the  action  of  citric  and  tartaric  acids,  and 
Jannettaz,^  the  action  of  potassium  bisulphate.  Deville^  tried  to  dissolve 
calcium  carbonate  from  mortars  by  boiling  the  mixture  with  a  solution  of 
ammonium  nitrate,  which  he  supposed  did  not  attack  the  silicates ;  but  Gunning 
showed  that  Deville's  assumption  is  faulty.  Browne  and  Harrison's  ^  method  of 
dealing  with  the  problem  is  as  follows : — 

Clay  atid  Quartz. — Digest  5  grms.  of  the  dried  (air)  and  powdered  sample  in 
dilute  hydrochloric  acid  (2*5  per  cent.)  ^  in  the  cold  (30").  When  effervescence 
has  ceased,  decant  the  solution  through  a  filter  paper.  Heat  the  residue  on  a 
water  bath  several  hours  with  a  concentrated  solution  of  sodium  carbonate 
containing  some  sodium  hydroxide,^  and  wash  the  residue  at  the  filter  pump  (I) 
with  the  same  solution ;  (2)  with  water ;  and  (3)  with  dilute  hydrochloric  acid. 
Ignite,  and  weigh  the  residue  as  **  clay  and  siliceous  minerals." 

Reduce  the  residue  to  an  impalpable  powder  in  an  agate  mortar,  and  boil 
a  weighed  portion  repeatedly  with  concentrated  sulphuric  acid  until  the  clay  is 
quite  decomposed.  Drive  off  the  excess  of  acid,  and  heat  the  residue  with  dilute 
hydrochloric  acid  to  dissolve  basic  aluminium  and  ferric  sulphates.  Heat  the 
residue  with  the  sodium  carbonate  solution  to  dissolve  the  silica  set  free  during 
the  decomposition  of  the   clay.     The  final  residue   represents  the  crystalline 


*  W.  F.  Hume,  Chemical  and  Mineralogical  Researches  on  the  Upper  CreCacemis  Zones  of  the 
South  0/ England,  London,  1893;  S.  Pfaff,  Ueher  die  unl'dslichen  Bestandtheile  der  Kalk  und 
Dolomite,  Halle,  1878  ;  L.  Cayenx,  Ann.  Soc.  Oiol.  du  Nord,  16.  342,  1890 ;  A.  Vesterberg, 
Bull,  Oeol.  Inst.  Upsala,  5.  97,  1900 ;  6.  264,  1904  ;  K.  Hanshofer,  SUzber.  K.K.  Akad.  Wiss. 
MUnehen,  II.  220,  1881. 

*  C.  Struckmann,  Liebig*s  Ann.,  74.  170,  1858  ;  0.  J.  B.  Karsten,  Archiv  Min.,  22.  59*2, 
607,  613,  1848  ;  E.  Damonr,  Bull.  Soe.  Geol.  (2),  6.  313,  1849  ;  G.  Forchhammer,  Jmcm. 
prakt.  Chem.  (1),  49.  55,  1850  ;  J.  Roth,  Zeit.  deut.  geol  Ges.,  4.  565,  1852 ;  T.  Liebe,  ib.,  7. 
406,  1856  ;  F.  HoppeSeyler,  ib.,  2fj.  499,  1875  ;  F.  Pfaff,  Pogg.  Ann.,  82.  488,  1851  ;  T.  S. 
Hunt,  Amer.  J.  Science  (2),  28.  181,  871,  1869;  M.  Schafhautl,  Neues  Jahrb.  Min.,  812, 
1864;  C.  Enausz,  Cheyn,  Centr.  (1),  26.  244,  1855;  C.  Doelter  and  R.  Horaes,  Jahrb.  geol. 
Jteichsanst.,  69,  1876  ;  C.  Schmidt,  N.  Petcrsb.  Acad.  Bull,  16.  205,  1871. 

*  H.  C.  Bolton,  Ann.  N.  Y.  Acad.  Science,  I.  1,  153,  1877-80 ;  Proc.  Amer.  Assoc.  Adv. 
Science,  31.  271,  1883  ;  Chem.  News,  36.  249,  1877  ;  37.  14,  24.  65,  86,  98,  1878  ;  38.  168, 
1878  ;  43,  31,  89,  1881  ;  47.  251,  1883 ;  J.  W.  Richards  and  N.  S.  Powell,  Joimi.  Amer. 
Chem.  Soc.,  22.  117,  1900. 

*  E.  Jannettaz,  Cofnpt.  Rend.,  77.  838,  1878  ;  78.  852,  1874. 

»  H.  St  0.  Deyille,  Compt.  Rend.,  37,  1001,  1853;  J.  W.  Guuning,  Journ  prakt.  Chem., 
(1),  62.  318,  1864. 

'  A.  J.  J.  Browne  and  J.  B.  Harrison,  "On  the  Geology  of  Barbados,"  «/(m7*7t.  Geol.  Soc., 
48.  170,  1892. 

^  Dilute  acetic  acid  was  tried,  but  it  only  partially  attacked  the  zeolites,  and  the  silica  set 
free  from  these  minerals  was  estimated  as  colloidal  silica 

^  LuNOE*s  Solution. — Dissolve  100  grms.  of  crystalline  sodium  carbonate  and  10  grms. 
of  sodium  hydroxide  in  water,  and  make  the  solution  up  to  a  litre  with  water.  Remember  that 
the  solution  will  take  silica  from  the  glass  of  the  bottle  if  it  be  stored  in  glass  bottles. 
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siliceous  minerals,  mostly  quartz.  The  difference  between  this  result  and  the 
preceding,  multiplied  by  1*164,  represents  the  amount  of  clay,  provided  it  be 
assumed  that  the  clay  can  be-  represented  by  Al2O3.2SiO2.2H2O,  and  that 
ignited  clay  is  all  dissolved  by  the  treatment  in  question.  For  the  limitations 
involved  in  the  assumption  see  pages  661  et  seq. 

Colloidal  Silica. — Treat  5  grms.  of  the  (air)  dried  and  powdered  sample  in 
dilute  hydrochloric  acid  (2*5  per  cent.)  in  the  cold  (30**).  Evaporate  the  solution 
to  dryness  in  a  porcelain  basin,  with  the  usual  precautions  against  loss  by 
spurting  (page  167),  in  order  to  render  the  silica  insoluble  Digest  the  residue 
in  warm  hydrochloric  acid,  add  water,  filter  and  wash.  Ignit«  the  residue  and 
weigh.  The  insoluble  matter  consists  of  the  residue  insoluble  in  dilute 
hydrochloric  acid,  together  with  the  colloidal  silica  originally  present  in  the 
sample,  and  that  formed  by  the  decomposition  of  certain  hydrated  silicates  and 
aluminium  silicate,  which  might  be  present  in  small  quantities.  The  difference 
between  the  weight  of  this  mixture  and  the  "  clay  and  quartz  "  resulting  from 
the  preceding  operation  represents  the  colloidal  silica.  ^ 

Example. — Suppose  that  5  grms.  of  gault  clay  furnished  : 

Clay  and  quartz  residue •      .        .     0*2514  grm. 

Quartz  residue 0*1255  grm. 

Calcined  clay 0  1259  grm. 

Siliceous  residue 0*8819  grm. 

Clay  and  quartz  residue  .......     0  2514  grm. 

Colloidal  silica 0*1805  grm. 

The  calcined  clay  corresponds  with  0*1269  x  1*164 =0'1465  grm.  of  clay.  Hence,  the 
sample  would  be  reported  to  contain  : 

Quartz  residue  2  '51  per  cent. 

Clay  residue 2*98  per  cent     - 

Colloidal  silica 2*61  percent 

Alumina,  ferric  oxide,  etc.,  can  be  determined  in  the  filtrate  from  the  silica 
in  the  usual  manner. 

For  the  determination  of  sand,  see  "  Elutriation  "  in  the  second  volume  of 
this  work.- 

Clay  in  Limestones, — A  number  is  obtained  by  the  following  process  which 
is  generally  supposed  to  represent  the  amount  of  **  clay  "  in  the  given  limestone  : 
— Digest  2  grms.  of  the  powdered  sample  with  40  c.c.  of  water  and  4  c.c.  of 
concentrated  hydrochloric  acid  as  indicated  on  page  525.  When  effervescence 
has  ceased,  boil  the  solution  for  about  10  minutes  to  drive  off  the  carbon  dioxide. 
Precipitate  any  iron  and  aluminium  which  may  have  gone  into  solution  by  the 
addition  of  ammonia.  Filter  through  a  Gooch's  crucible,  wash,  and  ignite  at 
a  low  red  heat.  Between  one  and  two  hours  are  required  for  the  determination. 
Archetti  '  considers  that,  if  much  magnesia  be  present,  the  results  will  be  high, 
because  some  magnesium  hydroxide  will  be  precipitated  by  the  ammonia.  In 
that  case,  consequently,  Archetti  prefers  to  treat  2  grms.  of  the  sample  with 
10  per  cent,  hydrochloric  acid  mixed  with  y^^th  its  volume  of  10  per  cent,  nitric 
acid.  When  solution  is  complete,  add  an  excess  of  ammonium  chloride  and  a 
slight  excess  of  ammonia.     Wash  the  precipitate,  etc.,  as  before. 

^  The  term  ''colloidal  silica"  is  here  synonymous  with  "silica  soluble  in  dilute  hydro- 
chloric acid." 

^  Note  that  burnt  limestones  and  burnt  magnesites  may  contain  more  "  soluble  silica  '*  than 
the  raw  material,  owinc  to  the  formation,  during  calcination,  of  silicates,  which  can  be  decom* 
posed  by  treatment  with  acids. 

>  A.  Archetti,  JBiUL  CHmh,  Pharm.,  48.  409,  1909. 
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§  277.  The  Determination  of  Free  Lime  in  Quicklime,  Mortars,  etc. 

Free  lime  may  be  detected  in  whiting  by  boiling  a  couple  of  grams  for  about 
5  minutes  with  100  c.c.  of  water.  An  alkaline  reaction — development  of  a 
red  colour  with  phenolphthalein  —is  generally  taken  to  represent  free  lime, 
although,  of  course,  the  coloi*ation  may  possibly  be  due  to  the  partial  hydrolysis 
of  the  carbonate,  and  to  the  presence  of  alkaline  hydroxides,  or  carbonates  in 
the  original  sample. 

WinJder^B  Process. — To  determine  the  free  lime  in  quicklime,^  carefully  slake 
10  grms.  of  the  sample  with  water,  and  transfer  the  resulting  cream  to  a  250- 
c.c.  flask  and  make  the  contents  up  to  the  mark  with  distilled  water.  Pipette 
25  c.c.  (==:I  grm.  of  the  sample)  of  the  thoroughly  mixed  contents  into  an 
£rlenmeyer's  flask;  add  a  few  drops  of  phenolphthalein^  as  indicator,  and 
titrate  slowly  with  N-hydrochloric  acid  until  the  red  colour  disappears.  The 
colour  change  takes  place  before  the  calcium  carbonate  is  attacked  by  the  acid, 
and  it  is  possible  to  strike  the  point  where  all  the  calcium  hydroxide  is  just 
neutralised.  The  small  amount  of  carbon  dioxide  liberated  by  the  next  drop  or 
two  of  the  standard  acid  decolorises  the  phenolphthalein,  and  indicates  the  end 
of  the  titration.  The  acid  must  be  added  very  slowly  with  constant  stirring  to 
get  reliable  results. 

Stone  and  Schenck^s  Process.^ — This  is  based  on  the  fact  that  calcium  oxide 
forms  soluble  compounds  with  a  solution  of  sugar  under  conditions  where  calcium 
carbonate,  alumina,  and  ferric  oxides  remain  unaffected.  Hence,  shake,  say, 
1  grm.  of  the  powdered  sample  with  500  c.c.  of  a  10  per  cent,  solution  of  cane 
sugar  for  20  minutes.  Filter,  and  wash  with  the  solution  of  sugar.  The  lime 
in  the  filtrate  can  be  determined  either  by  precipitation  as  calcium  oxalate,  or 
volumetrically  by  titration  with  standard  hydrochloric  acid.  The  authors  say 
that  "  magnesia  is  not  soluble  to  any  appreciable  extent  in  the  solution  of  cane 
sugar  containing  lime,  under  the  stated  conditions.'' 

Fruhling's  Method,^ — 5  grms.  of  the  powdered  sample  are  introduced  into 
a  stoppered  Erlenmeyer's  flask.  Add  100-150  c.c.  of  water,  and  30  drops  of 
phenolphthalein  solution.  Shake  the  contents  thoroughly.  Wash  the  sides  of 
the  flask  and  the  stopper.  Add,  say,  30  c.c.  of  standard  hydrochloric  acid^ 
from  a  burette.  The  red  colour  of  the  solution  may  disappear,  but  it  will  re- 
appear if  the  flask  be  agitated,  because  "quicklime"  generally  contains  more 
than  60  per  cent,  of  CaO.  Add  a  gram  of  ammonium  chloride.  The  remaining 
calcium  hydroxide  decomposes  the  ammonium  salt,  liberating  an  equivalent 
amount  of  ammonia.  This  facilitates  subsequent  titration.  Add  the  hydro- 
chloric acid  1  c.c.  at  a  time  until  the  red  colour  no  longer  reappears  when  the 
flask  is  agitated.     As  soon  as  the  red  colour  takes  an  appreciable  time  to  return. 


*  Also,  of  course,  in  slaked  lime.  A.  Winkler,  Joum.  prakt.  Chem.  (1),  67.  444,  1856  • 
W.  Richter,  Tonind.  Ztg„  27.  1862,  1943,  1903.  ' 

«  A.  Gawalovski,  Zeit.  anal,  Chem.,  22.  397,  1883  ;  F.  W.  Kiister,  ZsU.  anorg,  Chem,,  13. 
141,  1897  ;  G.  Lunge,  ZeU.  angtw.  Chem.y  10.  41,  1897  ;  C.  Winkler,  Praktische  Uebungenin 
der  McMSftanalysey  Leipziff,  1888.     For  phenacetolin  as  indicator,  see  page  63. 

•  W.  E.  Stone  and  F.  C.  Schenck,  Joum,  Amer.  Chem.  Soc.,  i6.  721,  1894  ;  Chem,  News 
70.  278,  1894  ;  J.  Hendrick,  Analyst,  32.  320,  1907.  For  the  solubility  of  lime  in  saccharine 
golotions,  see  J.  Weisberg,  Bull.  Soc,  (Mm.  (3),  2I.  773,  1899  ;  23.  740,  1900 ;  CJvem.  News, 
82.  284,  1900.  See  also  W.  Heldt,  Joum.  prakt.  Chem.  (1),  94.  129,  1865;  L.  C.  Levoir, 
Rec.  Travs.  Pays-Bos,  5.  59,  1886;  C.  Parsons,  Deut.  Tap.  Zeig.  Ztg.,  2,  586,  1888; 
W.  P.  Mason,  Joum,  Amer,  Chem.  Soe,,  i6.  733,  1894  ;  O.  Rebbufat,  Tonind.  Ztg.,  23. 
782,  823,  888,  906,  1899  ;  Qaaz.  Chim.  Ital.,  28.  ii,  209,  1899. 

*  R.  Fruhling,  Tmiind,  Ztg„  8.  393,  1884  ;  H.  Seger  and  E.  Cramer,  ib.,  31.  619,  1907. 

•  1000  CO.  of  the  hydrochloric  acid  have  130*3  grms.  of  HCl,  and  this  is  equivalent  to  100 
grms.  of  CaO.     Hence,  1  c.c.  of  the  standard  solation  corresponds  with  0*1  grm.  of  CaO. 
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the  acid  is  added  0*1  c.e.  at  a  time.  If  the  red  colour  does  not  appear  after  the 
agitated  solution  has  stood  5  minutes,  read  the  volume  of  acid  used,  multiply 
the  result  by  2  to  get  the  corresponding  amount  of  CaO  in  the  given  sample. 
For  instance,  if  38  c.c.  of  hydrochloric  acid  had  been  employed,  the  sample 
contained  76  per  cent,  of  CaO.  Friihling's  process  is  also  applied  to  the  determina- 
tion of  lime  in  mortar.^  The  mortar  is  well  mixed  by  passing  it  through  a  sieve 
with  a  stiff  brush.  Weigh  100  grms.^  into  a  stoppered  flask.  Add  25  grms.  of 
ammonium  chloride,  100  c.c.  of  water,  and  20  drops  of  phenolphthalein.  Add  50 
c.c.  of  the  standard  hydrochloric  acid.  The  red  colour  disappears  temporarily, 
but  reappears  on  shaking.  This  shows  that  free  lime  is  still  present.  Continue 
adding  acid  1  c.c.  at  a  time,  until  the  red  colour  reappears  but  slowly.  Then 
add  the  acid  in  smaller  portions  at  a  time,  say  0*5  c.c.  Finally,  when  the  red 
colour  does  not  appear  until  the  solution  has  stood  for  5  minutes,  the  titration  is 
complete,  and  the  calculation  is  made  as  before.^ 

Estimates  of  the  free  lime  in  cements  are  now  seldom  published  iu 
technical  papers,  because  no  method  is  yet  known  which  will  give  satisfactory 
results.  Some  of  the  calcium  silicates  and  aluminates  are  decomposed,  by 
hydrolysis,  at  the  same  time  as  the  **free  lime"  is  dissolved.  Solutions  of 
glycerol  *  in  water ;  iodine  solutions  ;  ^  dilute  hydrochloric  acid ;  ^  ammonium  salts 
(page  525) ;  '^  etc.,^  have  been  proposed  and  found  unsatisfactory.    The  same  might 

1  M.  Uolmbkd,  Toimtd.  Ztg.,  13.  143,  1889  ;  H.  Seger  and  E.  Cramer,  ib.,  26.  1719.  1902. 

^  A  small  brass  cylinder,  closed  at  one  end,  and  fitted  with  a  movable  piston,  is  sometimes 
used  when  the  mortar  is  evaluated  by  volume,  not  by  weight.  The  cylinder  holds  50  cc.  of 
mortar,  and  it  is  filled  by  placing  the  mouth  of  the  cylinder  with  the  piston  depressed  into  the 
mass  uf  mortar.  By  elevating  the  piston,  and  pressing  the  cylinder  into  the  mortar,  the  latter 
is  easily  filled.  Hy  depressing  the  piston,  50  c.c.  of  mortar  can  be  delivered  into  the  glass 
cylinder  for  analysis.  The  final  result  is  then  represented  as  kilograms  (or  lbs. )  per  cubic  metre 
(or  cubic  foot). 

"  If  the  sand  mixed  with  the  lime  contains  calcium  carbonate,  the  lime  content  of  the 
mortar  may  come  out  too  high,  because  some  of  the  acid  may  have  attacked  the  carbonate.  The 
calcium  hydroxide  is,  however,  attacked  before  the  carbonate,  as  indicated  under  *' Winkler's 
process,"  above.  See  H.  E.  Kiefer,  Joiirn.  Ind.  Eiig.  Chem,y  4.  358,  1912  ;  A.  H.  White,  16., 
I.  6,  1909. 

*  F.  Hart,  ib.,  24.  1674,  1900;  M.  Mayard,  BulL  Soc.  Ckim.  (3),  27.  851,  1902;  Chem. 
News,  87.  109,  1908. 

■'  F.  Hart,  Dingler's  Journ.,  175.  208,  1865. 

«  C.  Zulkowsky,  Tonind.  Ztg.,  22.  285,  1898;  H.  Hauenschild,  i&.,  19.  239,  1895;  E. 
Fremy,  Cmnpt.  Rend  ,  67. 1205,  1868  ;  E.  Laudrin,  i6.,96. 156,  379,  841,  1229,  1883  ;  F.  Schott, 
Dhigler's  Journ. ,  202.  434,  1871 ;  G.  Feichtinger,  i6.,  174.  437,  1864  ;  A.  Schulatschenko,  t6., 
194.  355,  1869. 

■^  G.  Berjuand  W.  Kosinenko  {Landw.  Ver.  Stat,,  60.  419, 1904;  A.  BodenbenderandE.  Ihlee, 
Zeit.  Ver.  RUbenzuckerind. ,  29.  714,  1907)  use  ammonium  nitrite;  M.  Heyer  {bhem.  Ztg.,^. 
102,  1157,  1909  ;  P.  PhilossophofT,  ib,,  33.  67,  1909;  M.  Popel,  Zeit.  angew.  Chem,,  21.  2080, 
19(»8 ;  F.  Knaj)p,  Dingler's  Joum.,  265.  184,  1887  ;  M.  Tomei,  TonhuL  Ztg.,  19.  177,  1895  ; 
H.  Hauenschild,  ib.,  19.  239,  1895  ;  S.  Worraser,  16.,  24.  1636,  2072,  1900  ;  E.  Michel,  Joum. 
prakt.  Chem.  (1),  33.  548,  1844)  uses  ammonium  chloride ;  R.  Brandeuberg  {Ch^m.  Zlg.,  33. 
880,  1909)  distils  with  an  alcoholic  solution  of  ammonium  bromide.  The  ammonia  in  the 
distillate  corresponds  with  the  calcium  oxide.  J.  Hendrich  {Joum.  Soc.  Chem.  Ind.,  28. 
775,  1909  ;  30.  520,  1911)  determined  the  free  lime  in  basic  slags  by  distillinx  them  with 
solutions  of  ammonium  sulphate  and  chloride,  and  estimated  tlie  basicity  of  the  slag  from 
the  amount  of  ammonia  given  off:  (NH4)2S04  +  CaO  =  GaS04  +  H20  +  2NHg.  The  ammonia 
evolved  owing  to  the  hydrolysis  of  the  ammonium  salts  (W.  Smith,  Joum.  Soc.  Chem.  Ind., 
15.  3,  1896  ;  30.  263,  1911  ;  V.  H.  Veley,  Joum.  Chem.  Soc,  87.  26,  1905)  is  negligibly  small, 
and  he  claims  the  results  are  satisfactory.  G.  Feichtinger  {Bayer.  Kunst.  Gexcerb.,  69,  1858) 
used  ammonium  carbonate ;  M.  Tomei  {Totiind.  Ztg.,  19.  177,  1895)  used  ammonium  hydroxide, 
and  also  ammonium  acetate;  S.  Wormser  {Tonind.  Ztg.,  24.  28,  1900)  ammonium  oxalate; 
C.  Wiukler  {Dingler's  Joum.,  175.  208,  1865). 

^  M.  Biachoff  {Chem.  Ztg.,  29.  82, 1903)  recommendswater  for  extracting  lime  from  slags,  since 
he  thinks  sugar  solutions  dissolve  calcium  hydrogen  carbonate.  £.  H.  Keiser  and  S.  W.  Forder 
{Amer.  Chem.  Joum.,  31.  158,  1904)  propose  to  determine  lime  in  commercial  quicklime, 
slags,  and  cements  by  digesting  with  water — free  lime  is  attacked  at  once,  calcium  silicates  but 
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be  stated  couceniing  the  attempt  to  determine  this  constant  from  the  amount 
of  "  heat "  developed  during  hydration.^ 

§  278.  The  Analysis  of  Calcium  Sulphate,  Plaster  of  Paris, 

and  G]rpsum. 

Gypsum,  terra  alba,  plaster  of  Paris  are  more  or  less  pure  varieties  of  calcium 
sulphate.  The  analysis  of  calcium  sulphate  generally  involves  the  determination 
of  lime  (CaO),  sulphur  trioxide  (SOg),  water,  silica,  iron,  aluminium  oxides, 
magnesia,  and  carbon  dioxide.^  Calcining  and  physical  tests  show  value  of 
gypsum  and  plaster  of  Paris  better  than  chemical  analysis.  For  the  loss  of 
moisture  when  grinding  the  sample,  see  page  124. 

Moisture, — Heat  about  a  gram  of  the  sample  one  hour  at  105",  and  note  the  loss 
in  weight.^  Heat  a  weighed  amount  of  the  sample  (say,  1  grm.)  in  a  crucible  on 
a  hot  plate,  and  finally  at  a  dull  red  heat,  over  a  Bunsen's  burner  for  about  10 
minutes,  and  at  a  rather  lower  temperature  for  about  40  minutes.  Cool  and 
weigh.  Repeat  the  ignition  until  a  constant  weight  is  obtained.  This  gives 
the  total  water. 

Example. — Suppose  that : 

Crucible  and  1  grm.  of  raw  gypsum 20*2682    grms. 

Crucible  and  gypsum  at  105*  (1  hr.) 20'1114'      ,, 

Crucible  and  gypsum  at  105*"  (i  hr.  more) 20*1118       ,, 

Water  lost  at  105" 0-1669    grm. 

Crucible  and  raw  gypsum 20*2682    grms. 

Cracible  and  gypsum  at  dull  redness 20 '0592       ,, 

Total  water 0*2090    grm. 

Water  lost  at  105" 15*69       percent. 

Total  combined  water 20*90  ,, 

Frey*%  Process  for  the  Different  Forms  of  Plaster, — In  view  of  the  different 
forms  of  plaster  on  the  market,  it  is  required  to  determine  the  different  modi- 
fications ^  of  plaster  in  a  given  sample.  The  problem,  at  present,  has  not  been 
solved  completely,  but  Frey  ^  has  made  the  best  attempt.  The  hemihydrate — 
CaSO^.JHjO — is  estimated  by  finding  the  amount  of  water  taken  up  at 
ordinary  temperatures,  and  retained  at  60*.     5  grms.  of  the  sample  are  spread  in 


slowly  (C.  Winkler,  Chem,  CerUr.  (2),  3.  482,  1868 ;  H.  le  Chatelier,  Bull.  Soc  Chim.  (2), 
41.  377,  1884 ;  L.  C.  Levoir,  Bee,  Travs,  Pays-Baa,  5.  69,  1886  ;  0.  Zulkowsky,  CTiem,  Ind,, 
24.  290,  1901) ;  water  and  carbon  dioxide  (G.  Feichtinger,  Dingler's  Joum,,  174.  487,  1864 ; 
C.  Winkler,  l,c,  ;  L.  C.  Levoir,  I.e.);  limewater  (E.  Laudrin,  Z.c.  ;  H.  le  Chatelier,  I.e.); 
sodium  carbonate  (G.  Feichtinger,  Bayer,  Kunst.  Oewerb.,  69, 1858  ;  F.  Schott,  Dingler's  Joum, , 
a02.  484,  1871);  potassium  carbonate  (G.  Oddo  and  K  Manselle,  Oazz,  Chim.  Ital,,  25.  ii, 
101,  1896 ;  G.  Feichtmger,  I.e.) ;  sodium  hvdroxide  (F.  Hart,  Tonind,  Zig.,  24.  1674,  1900) ; 
magnesium  chloride  (F.  Enapp,  Dingier s  Joum,^  265.  184,  1887) ;  magnesium  nitrate 
(C.  Zulkowsky,  ZeU,  Niederdsterreieh  Ing,  Fcr.,  1868);  calcium  chloride  (L.  C.  Levoir, 
Bee.  Travs,  Pays-Baa,  3.  55,  1885) ;  aluminium  chloride  (S.  Wormser  and  0.  Spa^jer, 
Tonind.  Ztg,,  23. 1785,  1899) ;  water  glass  (W.  Heldt,  Joum.  prakt,  Gkem.  (1),  94. 129,  1866) ; 
hydrogen  sulphide  (B.  Steuer,  Tmind,  Zig,,  23.  1604,  1899). 

1  w.  Ostwaldaud  R.  Blank,  Riga.  Ind,  Ztg.,  9.,  208,  1883. 

»  E.  H.  S.  Bailey,  Univ.  Geol.  Sur.  Kansas,  5.  166,  1899. 

'  Gypsum — CaS04.2HsO— commences  to  lose  water  when  heated  to  80**,  and  all  is  driven  off 
at  about  BOO*".  Three-fourths  of  the  water  is  driven  off  at  160**,  and  the  remainder  at  400". 
Gypsum  heated  to  about  400"  forms  "dead  burnt"  and  flooring  plaster.  Y.  Zunino,  Oaz, 
Chim.  Ital.,  30.  i  338,  1910.  G.  Surr  {Ung.  Min,  World,  jfi.  467,  1912)  recommends  re^rt- 
ing  as  " moisture "  the  loss  of  weight  gypsum  suffera  on  heating  to  80",  and  ''combined 
water  "at  200*. 

^  For  the  five  different  modifications,  see  J.  H.  van*t  Hoff,  ZeU.  phys.  Chem.,  45.  267, 
1903  ;  P.  Rohland,  ZeU.  anorg,  Chem,,  35.  201,  1903 ;  36.  832,  1908. 

*  O.  Frey,  Tonind.  Ztg.,  33.  1229, 1909. 
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a  thin  layer  over  a  porcelain  basin,  and  just  covered  with  water  from  a  wash- 
bottle.  In  30  minutes,  the  basin  is  placed  in  a  drying  oven  at  60**,  and  kept  at 
that  temperature  until  the  weight  is  constant.  If  a  grms.  of  water  are  taken  up, 
the  weight  y  of  hemihydrate  in  the  sample  is 

y  =  5-37a (1) 

unless  soluble  anhydrite  be  also  present.  In  that  case,  the  weight  of  the 
anhydrite  z  must  be  taken  into  account  from  (3)  below  : 

y  =  5-37(a-0-26z) (2) 

The  soluble  anhydrite  is  estimated  by  exposing  5  grms.  of  the  sample  in  a  thin 
layer  as  before  to  water  vapour  at  the  ordinary  temperature  for  a  period  of  7 
days  under  a  bell-jar.  The  whole  of  the  soluble  anhydrite  is  thus  converted  into 
hemihydrate,  and  if  6  represents  the  increase  in  weight  after  drying  at  60'— 70*, 

z  =  15IU (3) 

To  detect  soluble  anhydrite,  a  portion  of  the  plaster  is  lawned  into  a  small 
cylinder  containing  200  c.c.  of  water  in  which  a  sensitive  thermometer  is 
immersed.  If  soluble  anhydrite  *be  present,  the  temperature  rises  almost  at 
once,  and  continues  to  rise  for  about  2  minutes.  The  rise  of  temperature  which 
occurs  when  the  hemihydrate  is  alone  present  begins  some  5  minutes  after  the 
mixing,  and  continues  rising  for  about  20  minutes. 

The  proportion  of  flooring  plaster  *  found  in  plaster  of  Paris  which  has  been 
burnt  at  too  high  a  temperature  is  estimated  by  wetting  5  grms.  as  in  the 
estimating  of  the  hemihydrate,  allowing  it  to  remain  7  days  in  a  moist 
atmosphere,  and  finally  drying  at  60*.  If  c  denotes  the  increase  in  weight, 
the  amount  e  of  the  flooring  plaster  is 

tf-3-78(c-a) (4) 

The  constituents  indicated  above  are  all  capable  of  hydration,  but,  in  addition 
to  these  active  components,  the  sample  may  contain  unbumt  gypsum,  dead- 
bumt  plaster,  natural  anhydrite,  and  impurities — clay  and  sand.  The  unbumt 
plaster  is  estimated  by  finding  the  loss  in  weight  on  ignition.  If  the  loss  in 
weight  be  w,  the  weight  of  unbumt  gypsum  r  is 

r  =  4-78(w-0-062y) (5) 

The  total  calcium  sulphate  as  determined  from  the  weight  of  the  sulphate 
present  is  S,  The  weight  t  of  natural  anhydrite  and  of  dead-burnt  plaster  is 
then 

i  =  ^-(0-93y  +  z  +  e  +  0-79r)        .         .         .         .     (6) 

The  sand  and  clay  are  determined  by  difference. 

Silica, — Digest  I  grm.  of  the  powdered  sample  in  an  evaporating  basin  with 
20  c.c.  of  concentrated  hydrochloric  acid  and  20  c.c.  of  water.  Evaporate  the 
solution   to  dryness.     Boil   the   mass  several   times  ^  with   100   c.c.   of  dilute 


^  Flooring  or  hydraulic  plaster — Estrichgips — is  gypsum  which  has  been  calcined  at  about 
400%  and  which  has  accordingly  lost  all  its  water,  but,  unlike  "dead-burnt  plaster,"  is  able 
to  combine  with  water  to  form  a  cement.  Flooring  plaster  and  dead- burnt  plaster  are  both 
dehydrated,  but  the  former  is  active  and  admits  of  rehydration,  the  latter  is  inactiTe. 
J.  H.  van't  Hoff  and  J.  Just,  Sitzber,  K.  Preuss.  Akad,  IViss.,  i.  249,  1908. 

^  A  single  boiling  may  not  suffice  to  dissolve  all  the  calcium  sulphate.  There  is  here  a 
danger  of  error  owing  to  some  calcium  sulphate  escaping  solution. 
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hydrochloric  acid  (1  : 3).  Filter,  and  collect  the  insoluble  matter  on  a  filter 
paper,  wash  with  hot  water,  ignite,  weigh,  and  report  as  insoluble  siliceous 
minerals,  or  treat  the  residue  as  in  clay  analysis  with  hydrofluoric  acid.^ 

Alumina  and  Ferric  Oxide. — Make  the  filtrate  to  500  c.c.  in  a  measuring 
flask.  Transfer  300  c.c.  to  a  600-c.c.  Erlenmeyer's  flask.  Precipitate  the 
ferric  and  aluminium  hydroxides  with  ammonia,  ignite  the  washed  precipitate 
with  the  residue  left  after  treating  the  siliceous  residue  with  hydrofluoric  acid. 

Lime  and  Magnena. — The  filtrate  from  the  ammonia  precipitate  is  concen- 
trated by  evaporation,  and  the  lime  and  magnesia  determined  in  the  usual 
manner  (pages  213  and  218). 

Sulphuric  Acid. — The  200  c.c.  remaining  in  the  measuring  flask  are  treated 
with  barium  chloride  as  described  on  page  618.  The  amount  of  barium  sulphate, 
multiplied  by  0*5833,  represents  the  corresponding  amount  of  calcium  sulphate  ; 
and  by  0*2402  gives  the  corresponding  amount  of  CaO.  If  the  amount  of  CaO 
so  determined  is  less  than  the  amount  obtained  by  the  oxalate  process,  the 
remaining  CaO  will  probably  have  been  combined  with  carbon  dioxide ;  and 
the  amount  of  calcium  carbonate  is  determined  by  multiplying  the  diflerence 
between  the  two  results  by  1  -7844.  Carbon  dioxide  is  not  usually  present.  If 
it  is,  the  amount  can  be  determined  by  the  process  described  on  page  552. 

£xA.MPLE. — Suppose  that  the  analysis  of  a  sample  of  gypsum  furnished  : 

Barium  sulphate 1*8156  grm. 

Calcium  oxide 0*8295  grm. 

Hence,  1-3156  x  0*2402 =0-3160  grm.  CaO  ;  and  0*3295  less  0-3160  =  0  0135  grm.  CaO. 
Consequently,  the  sample  has  0-0136 x  1-7844=00240  grm.  CaCOg  ;  and  1*3156 x 0*5833 
=0-7674  grm.  CaSO^. 

§  279.  The  Analysis  of  Barytes  and  Witherite. 

Barytes,  heavy  spar,  or  barite  is  a  variety  of  native  barium  sulphate ;  and 
witherite  a  native  barium  carbonate.  These  minerals  are  so  cheap  that  they 
are  very  seldom  adulterated,  and  the  analysis  is  therefore  directed  to  the  deter- 
mination of  the  natural  impurities.'^  The  minerals  are  often  found  in  commerce 
ground  to  impalpable  powders.  The  analysis  may  involve  the  determination  of 
barium  and  calcium  sulphates,  barium  and  calcium  carbonates,  magnesia,  silica, 
alumina,  ferric  oxide,  and  moisture.  This  latter  is  determined  by  drying  about 
2  grms.  at  110"  for  a  couple  of  hours.  Traces  of  lead,  and  copper  sulphides,  zinc, 
are  sometimes  present.  Fluorides  (fluorspar)  are  not  at  all  uncommon.  A  high- 
grade  sample  may  run : 

BaS04.        SiO,.        Al^O,.        FejO^.        MgCOs.        OaCOj.  HaO. 

96*6  0-6  0-6  0-2  0*2  12  05 

Barium  Sulphate  and  Silica, — Boil  a  gram  of  the  sample  in  dilute  hydro- 
chloric acid  (1:3),  and  evaporate  the  solution  to  dryness.  Moisten  the  mass 
with  dilute  acid,  digest  with  water,  boil,  filter,  wash.  The  filtrate  contains  free 
iron  oxide,  alumina,  magnesia,  etc. ;  ^  the  insoluble  residue  contains  barium 
sulphate  and  "silica."  Ignite  and  weigh  in  a  platinum  crucible^  as  "total 
insoluble."  ^     This  is  sometimes  reckoned  as  barium  sulphate.     To  correct  the 

^  Or  fuse  the  residue  with  sodium  carbonate  ;  digest  with  hydrochloric  acid  ;  evaporate  to 
dryness  for  silica ;  digest  the  dry  mass  with  dilute  hydrochloric  acid  ;  filter  ;  wash  ;  and 
add  the  filtrate  to  the  main  solution. 

»  J.  Aron,  NoiizblaU,  8.  293,  1S72. 

^  Barium  carbonate,  if  present,  is  also  dissolved.  The  barium  chloride  can  be  removed  from 
the  filtrate  by  the  addition  of  dilute  sulphuric  acid  (page  517),  and  reported  as  barium  carbonate. 

*  Assuming  that  the  qualitative  analysis  has  shown  the  absence  of  lead. 

*  Some  prefer  to  fuse  insoluble  matter  with  sodium  carbonate.  Take  up  the  mass  with 
water,  etc.,  as  described  below. 
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** total  insoluble"  for  silica,  add  sulphuric  and  hydrofluoric  acids.     Evaporate 
to  dryness,  ignite,  and  weigh.     The  loss  in  weight  represents  silica. 

The  alumina,  ferric  oxide,  lime,  and  magnesia  are  determined  in  the  filtrate 
in  the  usual  manner. 

Soluble  StUphate. — Boil  1  grm.  of  the  powdered  sample  with  20  'c.c.  of 
concentrated  hydrochloric  acid ;  add  200  c.c.  of  hot  water :  boil ;  filter ;  and 
wash.  Determine  the  sulphates  in  the  filtrate  by  the  addition  of  barium 
chloride  (page  618).  Multiply  the  weight  of  the  barium  sulphate  obtained  by 
0*5833  to  get  the  corresponding  amount  of  calcium  sulphate  ;  and  by  0*2402  to 
get  the  corresponding  amount  of  CaO.  If  the  amount  of  CaO  so  determined  be 
less  than  that  obtained  by  the  oxalic  process,  above,  and  if  carbonates  are 
present,  report  the  equivalent  of  the  remaining  calcium  oxide  as  calcium 
carbonate  ;  and  if  carbonates  are  absent,  report  the  remaining  CaO  as  lime. 

Loss  on  Ignition. — On  ignition  of  a  given  sample  in  a  platinum  crucible,  the 
loss  in  weight  represents  water  (free,  or  combined  with  gypsum  or  clay) ;  carbon 
dioxide  from  the  whiting  ;  and  organic  matter. 

Complete  Analysis, — A  more  exact  analysis  can  be  made  by  fusing  a  couple 
of  grams  of  the  sample  with  sodium  carbonate  in  a  platinum  crucible.  Digest 
the  fused  mass  with  hot  water  ^  until  the  alkaline  sulphates  and  carbonates  are 
all  dissolved.  Filter  the  hot  solution,  and  wash  the  insoluble  residue  with  water. 
A  small  excess  of  hydrochloric  acid  is  added  to  the  solution,  which  is  then 
evaporated  to  dryness.  The  silica  is  removed  by  evaporation  in  the  usual  manner ; 
and  sulphuric  acid  is  determined  in  the  filtrate  by  the  method  of  page  618. 
The  insoluble  residue  is  dissolved  in  dilute  hydrochloric  acid,  evaporated  to 
dryness,  and  the  silica  filtered  off  in  the  usual  manner.  The  two  filtrates  can 
then  be  combined — aluminium  and  ferric  hydroxides  are  precipitated  by  the 
addition  of  ammonia  (page  181) ;  the  ammoniacal  filtrate  is  treated  for  barium, 
strontium,  and  lime,  etc.,  by  the  method  of  §  271,  or  §  272,  pages  514  and  515. 

^  Note,  if  hydrochloric  acid  be  used  for  the  extraction,  insoluble  barium  sulphate  is  re-fomied. 
During  the  fusion:  BaS04  +  N'a,C03=BaC0s  +  Naa804.  The  latter  is  soluble  in  water;  the 
barium  carbonate  is  insoluble.  If  hydrochloric  acid  be  used,  barium  carbonate  disaolves,  and 
barium  sulphate  is  reprecipitated  by  the  soluble  sulphate. 


CHAPTER  XXXVII. 

SPECIAL  METHODS  FOR  THE  DETERMINATION 

OF  ALKALIES  AND  THEIR  SALTS.  f 

§  280.  The  Gravimetric  Determination  of  Lithium— 

Kahlenberg:'s  Process. 

Lithium  can  be  detected  in  many  clays  and  in  most  natural  silicates  by  means  of 
the  spectroscope,  but  it  is  usually  present  in  such  small  quantities  in  clays  that 
a  quantitative  separation  is  impracticable.  Some  samples  of  Cornish  stone,  how- 
ever, may  have  appreciable  amounts  of  lithium.^  It  is  generally  stated  that  the 
lithium  will  be  found  in  the  ordinary  course  of  analysis,  mixed  with  the  chlorides 
of  potassium  and  sodium.^  As  a  matter  of  fact,  lithium  carbonate  is  precipitated 
when  a  solution  of  lithium  chloride  is  treated  with  an  alkali  carbonate,  for 
100  c.c.  of  water,  at  10°,  dissolve  but  1'4  grms. ;  and  100  c.c,  of  alcohol, 
0*06  grm.  of  the  carbonate.^  The  solubility  is,  however,  much  increased  in 
the  presence  of  ammonium  salts,  so  that  no  precipitate  will  be  obtained  if  a 
sufficient  excess  of  these  salts  be  present.  Again,  when  calcium  is  precipitated 
as  oxalate,  lithium  is  retained  so  tenaciously  that  it  is  exceedingly  difficult  to 
wash  the  lithium  from  the  precipitate.  This  uncertainty  about  the  location 
of  the  lithium  salts  makes  it  desirable  to  proceed  a  little  differently  from  the 
method  indicated  on  page  223,  when  lithium  is  to  be  determined. 

The  Isolation  of  Lithium , Salts. — After  treating  the  calcium  oxide,  etc.,  formed 
during  the  ignition,  in  Smith's  process  (page  222),  with  water,  the  aqueous  extract 
is  evaporated  to  dryness  in  a  platinum  dish  with  the  occasional  addition  of  con- 
centrated hydrochloric  acid.  Dry  at  110"  for  about  half  an  hour.  Extract  the 
residue  with  25  c.c.  of  95  per  cent,  alcohol,  and  wash  with  alcohol  until  the  lithium 
is  all  removed.*  Evaporate  the  washings,  etc.,  to  dryness  *  along  with  a  little  hydro- 
chloric acid.  The  residue  is  now  extracted  with  absolute  alcohol  until  the  runnings 
are  free  from  lithium.  Evaporate  to  dryness  as  before,  and  treat  the  residue 
with  a  little  dilute  hydrochloric  acid.     Make  the  solution  alkaline  with  calcium 

^  The  separation  of  alumina  in  the  analysis  of  lithium  silicates— according  to  K.  and  £. 
Sponholz  (Zeil.  anal.  Chem.j  31.  521,  1892)— requires  four  or  five  precipitations  of  the  alumina 
^th  ammonia  to  get  the  alumina  free  from  lithium.  The  basic  acetate  separation,  however, 
is  said  to  present  no  particular  difficulty. 

■  Along  with  rubidium  and  caesium  chlorides.  A.  A.  Anderson,  Min.  Eng,  IVorld^  36.  1065, 
1912.  For  the  contamination  of  potassium  chloroplatinate  with  lithium,  see  G.  Jenzsch,  Pogg. 
Ann,,  X04.  102,  1858. 

8  P.  A.  FlUckiger,  Arch.  Pharm,  (8),  25.  542,  1887 ;  C.  N.  Draper,  Chem.  Neics,  55.  169, 
1887  ;  G.  Geffeken,  Z^it,  anorg.  Chem,,  43.  197,  1905. 

*  Lithium  may  be  detected  spectroscopically  in  the  residue  when  it  is  present  in  un- 
weighably  small  amounts.  A  small  direct- vision  spectroscope  with  a  slit  will  show  a  orimson 
lithium  band  between  the  yellow  sodium  line  and  the  red  potassium  line  (Plate  II.).  The 
spectra  of  the  alkalies  are  shown  on  Plate  II.  The  spectroscopic  method  will  detect  jjs^jst^ 
mgrm.  of  soda;  ^-^ji  mgrm.  of  potash  ;  ^-js^i^  mgrm.  lithia  ;  ^Jo  mgrm.  rubidia  (Bunsen). 

*  Becover  alcohol  in  the  usual  way. 
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bydroiide,'  and  filter  off  the  precipitated  magnesium  hydroxide.  Precipitate  the 
lime  with  ammonia  and  ammonium  oxalate  in  the  usual  waj.  Filter  and  tborougbiT 
wash  with  water — 100  c  c.  usually  suffice  to  tree  the  precipitate  from  lithium.  Eva- 
porate the  Hltrate  to  dry  iiess,drive  ofT  the  ammonium  salts,  and  repeat  the  treatment 
with  dilute  acid,  ammonia,  and  ammonium  oxalate.  After  evaporation  to  dryness 
as  before,  the  residue  containing  the  lithium  chloride,  along  with  traces  of  potassium 
and  sodium  chlorides,*  is  treated  by  the  pyridine  or  the  amyl  alcohol  process. 

The  Solubility  of  Lithium  Chloride  in  Pyridi'tte. — The  separation  of  litbium 
from  a  mixture  of  alkaline  chlorides  is  based  on  tbe  fact  that  the  chlorides  of 
sodium  and  potassium^  are  practically 
.  insoluble  in  solutions  of  pyridine  cod- 
taining  less  than  5  per  cent,  of  water, 
while  pyridine  with  less  than  3  per  («Dt. 
of  water  has  no  appreciable  solvent 
action  on  the  chlorides  of  sodium  and 
potassium.  On  the  other  hand,  lithium 
chloride  is  fairly  soluble  in  anhydrous 
as  well  as  in  aqueous  solutions  of 
pyridine.*  The  solubility  of  lithium 
chloride  in  anhydrous  and  in  97  per 
cent  pyridine  solutions  at  different 
teniperatiireB  is  shown  in  tbe  diagram, 
fig.  161.  The  curious  break  in  the  curve 
with  anhydrous  pyridine  is  supposed  to 
be  due  to  the  fact  that  below  28*  the 
solution  contains  LiCI.  2CjHjN,  and 
above  28°,  LiCl.CjHjN.  The  table 
shows  that  at  20',  100  grms,  of  anhy- 
drous pyridine  dissolve  1.')'39  gnus,  of 
lithium  chloride,  and  100  grms.  of  the 
97  per  cent,  pyridine  (97  vols,  anhy- 
drous pyridine,  3  vols,  water)  at  22* 
dissolve  14'31  grms.  of  lithium  chloride. 
Kahlenberg  and  KrauskofT  have  based 
'"  20        *0  eo         eo        100    ,ipon    these    facts    a    process    for   the 

separation  of  lithium  chloride  from  the 
other  alkaline  chlorides. 

1 .  Firtt  ^j;/mc(M»n.^Evaporate  tbe 
aqueous  solution  of  the  mixed  chlorides  ^  to  dryness.  Add  a  couple  of  drops  of 
hydrochloric  acid.''     Evaporate  the  mass  a^ain  to  dryness.     Digest  the  residue 

'  L.  K.  Miirunl,  Jour».  Ind.  Eng,  Cht:n. ,  4.  595,  1612.  Soma  prefer  lime  water  to  baryta 
water  for  [)rfci|iitjiting  iiiagDeaiuni,  and  thus  avoiil  introducing  a  foreign  substance.  Calciani  ia 
already  (ireaent,  ami  calcium  oxalate  is  Icsa  soluble  and  more  easily  washed  than  barium  oxalate. 

"  If  iodides  or  bra m id t9  were  )>resent,  tliexe  salts  would  be  found  with  tbe  chloridea,  since 
tlie  bromides  and  iodides  are  more  soluble  than  chlorides.  In  that  case,  an  evapontion  to 
dryness  with  hydrochloric  acid  and  clilerine  water,  followed  by  a  gentle  ignition,  will  ennre  s 
residue  consisting  of  chlorides  only — L.  B.  Milford  (I.e.). 

'  Also  rubidium  and  ciesiura.  According  to  H.  Serullos  (.^nn.  Chim.  Phyi.  (2),  46.  291, 
1831),  perchloric  acid  does  not  |irecipitat«  lithium  perchlorate  from  concentrated  aoiations  of 
lithium  chloride. 

*  A.  Neumann  and  J.  Schroeder,  iter.,  37.  1809,  1901  ;  L.  Kahlenberg,  Joum.  Amrr.  Chew. 
Soc.,  24.  401,  1902',  L.  Kahlenberg  and  F.  C.  KrauskolT,  ib.,  30.  1104,  1908;  K.  Hnrmann, 
Zeit  anal.  Chem.,50.  171.  273,  1911. 

'  Weighing  lea*  than  2  gnns. 

•  In  order  to  convert  anj  lithium  hydroxide  into  chloride.  The  hydroxide  is  formed  by 
th  hydrolysiB  of  the  chloride,  and  the  hydroxide  is  not  so  aoluble  in  the  pyridine. 
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with  about  25  c.e.  of  boiling  anhydrous  pyridine'  for  6  or  10  minutes.     Break 
tip  any  lat^e  masses  with  a  stirring-rod  with  a  rounded  eud.     Let  the  insolubie 
residue  settle.     Decant  the  clear  throi^h  a  small 
filter  paper — 6 '5  cm.     Collect  the  filtrate  in  a 
small  Erienmeyer's  flask,  and  wash  the  residue 
with  about  5  c.c.  of  hot  pyridine. 

2.  Second  Extraction. — Lithium  chloride  is 
retained  with  great  tenacity  by  the  insoluble 
alkali  chlorides,  and  a  second  extraction  is  there- 
fore necessary.  Dissolve  the  residue  in  a  small 
amount  of  water  with  a  drop  of  hydrochloric  acid. 
Evaporate  the  solution  to  dryness,  and  repeat  the 
extraction  with  hot  pyridine.^  Combine  the  fil- 
trates from  the  different  extractions  and  wash- 
ings. Distil  off  the  pyridine  by  connecting  the 
Erienmeyer's  flask  with  a  small  condenser  (fig. 
162).  When  the  residue  iu  the  flask  is  nearly 
dry,  let  the  mass  cool. 

3.  Trantformation  of  Lithium  Chloride  to 
Lithivm  Sulphate. — Dissolve  the  mass  in  water 
acidulated  with  sulphuric  acid  in  order  to  trans- 
form the  lithium  chloride  into  lithium  sulphate. 
Filter  olT  any  organic  residue  which  may  be 
present,  and  collect  the  filtrate  in  a  weighed 
platinum  dish.  Evaporate  to  dryness.  Drive 
off  the  excess  of  sulphuric  acid  at  a  gentle  beat. 
Fuse  and  weigh.  Multiply  the  weight  of  the 
lithium  sulphate  so  obtained  by  037467  to  get 
the  corresponding  amount  of  lithia — Li^O. 

The  most  important  objection  to  this  process  is  the  unpleasant  odour  of  the 
pyridine.  Hence,  the  work  should  be  done  under  a  well-ventilated  hood.  It 
the  odour  of  the  pyridine  be  considered  an  insuperable  objection,  the  following 
is  the  next  best  procedure.  In  illustration  of  the  excellent  results  which  may  be 
obtained  by  this  process,  the  following  experiments  with  artificial  mixtures  of 
lithium  chloride  with  potassium,  sodium,  aud  barium  chlorides  are  reported  : — 

Table  LXIII. — Tett  AiuUytesfor  Lithium. 


Flo.  16-2.— The  recovery  of  pyridine. 


Uthinm  chloride. 

Heaidoe. 

Besidei!  lithium  chloride,  the  mixture 
cootained  : 

Used.      ■     Fo..nd. 

Used.     1     Found. 

0-0868         00968 
0-0B07          0-0903 

0-6007 
0-5867 

0-6001 
0-6863 

0-2020  KCl ;  0'3082  N»C1 ;  0-0906  BaCl, 
0-1988  KCl  ;  0-2918  NaCl  ;  O'lOil  BaCl, 

The  Determination  of  the  Potassium  and  Sodium  Chlorides.^-l!  the  miituro 
of  alkaline  chlorides  of  L.  Smith's  process  has  been  under  treatment,  the  renidues 

'  Kahlbaum's  pvridine  may  lie  used  for  this  purpose.  The  cheaper  materia]  (69.  per  lb.) 
ehoulil  be  purilied  by  dbtillation  from  fused  potash,  and  the  fraction  boiling  between  IK' 
■nd  116°  be  used  for  the  work. 

'  Ifa  relatively  large  amount  or  alkaline  chloride  and  a  relatively  small  nmount  of  lithium 
chloride  be  present,  a  third  eKtractioa  may  be  advisable. 
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on  the  filter  p&pers  which  have  been  washed  by  the  95  per  cent,  and  the  absolute 
alcohol,  as  well  as  all  the  other  succeeding  residues,  are  collected  tt^ether, 
dissolved  in  water,  and  treated  as  indicated  on  page  227  et  $a}.,  for  potassium 
and  sodium. 

§  281.  The  Gravimetric  Determination  of  Lithium— 
Gooch's  Process. 

OoQch's  process '  is  based  upon  the  fact  that  lithium  chloride  is  soluble  in 
amyl  alcohol — 10  e.c  dissolve  066  grm,  of  lithium  chloride — whereas  sodium 
and  potassium  chlorides  are  but  sparingly  soluble  in  the  same  menstruum- 
Oooch  has  shown  that  10  c.c.  of  the  alcohol  dissolve  00041  grm.  of  sodium 


Flo.  ItlS. — Eemoval  of  waUr  from  &myl  alcohol. 

chloride,  and  O'OOSl  grm.  of  potassium  chloride.  Hence,  if  a  mixture  of 
lithium,  potassium,  and  sodium  cbtorides  be  washed  with  amyl  alcohol,  lithium 
chloride  will  be  removed,  while  sodium  and  potassium  chlorides  remain  behind 
as  sparingly  soluble  residues. 

The  Separation. — The  mixed  chlorides — say,  0-2  grm.*  or  less — are  dissolved 
in  water  and  filtered  into  a  50-80  c.c.  Erlenmeyer's  flask.  Evaporate  the  solution 
slowly  on  an  asbestos  pad  over  a  small  flame  until  the  salts  show  signs  of 
crystallising  (1-2  c.c).  Add  a  couple  of  drops  of  water,  and  a  couple  of  drops 
of   concentrated   hydrochloric  acid.      Treat   the   concentrated    solution  of  the 


'  F.  A.  Gooch,  Proe.  Amer.  Atad.,  23.  177,  1886;  Ainer.  Chfm.  Jaiim.,  9.  88,  1887; 
Chem.  JVeios,  55.  18,  29,  40,  58,  78,  1887  -,  E.  Waller,  tJ..  fia.  173,  181,  1890  ■  Joum  Amer 
Chtm.  Soc,  12.  214,  1890;  W.  J.  SchielTelin  and  W.  R.  Lamar,  ib.,  34.  393,  1902; 
B.  Feigenberg,  Ei«e  ncue  Trtitnujtg^iulhotU  da  Lilhiuva  von  nnderen  AlkalimeUitUn, 
BerliD,  190B  ;  A.  A.  Anderaoii,  Ejig.  Min.  IForld,  36,  1065,  !91B  ;  W.  W.  Skinner  and  W.  D, 
Col!in»,  Bull.  U.S.  Dept  Agric  Chem.,  153.  1,  1912. 

*  Rnbidium  and  cieBiQm  chlorides  are  also  practically  insoluble  in  tlie  udic  Bolrent— lew 
than  0'009  grm.  is  dissolved  by  10  o.c.  of  hot  amy]  alcohol. 

'  If  more  than  this  amount  of  the  mixed  chlorides  be  preBent,  concentrate  the  lithia  by 
djsesting  the  mixed  chlorides  with  S6  c.c.  of  a  mixture  of  equal  volumes  of  anhydrousalcohol  and 
ether  for  about  an  hour  in  a  corked  flask.  The  ether  should  have  been  distilled  from  quick- 
lime  1  otherwise,  the  concentration  of  the  lithium  is  not  effected.  Some  lithium  hydroxide  nmuns 
In  the  residue.  Hydrochloric  acid  is  usoally  added  to  retard  the  hydrolveb  of  the  chloride- 
Ua  +  HsO;;^Lit)H  +  HCl  ' 
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mixed  chlorides  so  obtained  with  10-15  c.c.  amyl  alcohol  (boiling  point,  129"- 
132")  in  the  Erlenmejer's  flask  (flg.  163)  fitted  with  a  cork  through  which  passes 
a  capillary  tube  dipping  in  the  liquid,  and  also  with  another  tube  connected 
with  an  aspirator.  The  flask  is  heated  on  an  asbestos  plate  to  the  boiling  point 
while  a  current  of  air  is  slowly  aspirated  through  the  liquid.  This  prevents  any 
violent  bumping  of  the  alcohol,  and  facilitates  the  escape  of  water  vapour 
through  the  upper  layer  of  amyl  alcohol.  When  the  water  and  about  half  the 
amyl  alcohol  have  boiled  off,  the  chlorides  of  sodium  and  potassium  and  a  little 
lithium  hydroxide  ^  are  deposited,  while  the  lithium  chloride  remains  in  solution 
in  the  alcohol.  Let  the  liquid  cool;  add  two  or  three  drops  of  concentrated 
hydrochloric  acid  in  order  to  transform  the  lithium  hydroxide  into  chloride. 
Heat  the  contents  of  the  flask  to  the  boiling  point,  and  let  the  whole  stand  half 
a  minute  while  aspirating  a  current  of  air  through  the  fluid.  Filter  the  hot 
liquid  through  a  Gooch^s  crucible  packed  with  asbestos.  Wash  the  precipitate 
and  flask  with  hot  amyl  alcohol  which  has  been  boiled  to  remove  moisture,  until 
the  filtrate  shows  no  trace  of  lithia.  When  but  small  quantities  of  lithia  are  in 
question,  redissolve  the  precipitate  in  a  little  Water,  and  repeat  the  treatment. 
The  volume  of  the  hot  alcohol  which  has  been  in  contact  with  the  undissolved 
chlorides  is  noted.^  Evaporate  the  united  filtrates  to  dryness  in  an  air  bath  at 
a  temperature  not  exceeding  125'.^  Dissolve  the  residue  in  a  little  water 
acidulated  with  sulphuric  acid.  Filter  off  the  organic  residue.  Collect  the 
filtrate  in  a  weighed  platinum  dish,  evaporate  on  a  water  bath  and  drive  off  the 
excess  of  sulphuric  acid  at  a  gentle  heat.  Calcine  the  lithium  sulphate  in  the 
platinum  dish  to  make  sure  all  the  carbon  left  by  the  amyl  alcohol  is  burnt. 
The  sulphate  is  fused  one  minute.  When  the  dish  is  partly  cooled,  cover  it 
with  a  watch-glass  to  return  any  fragments  of  lithium  sulphate  which  may  spit 
off  as  the  cooling  mass  contracts.  Cool  in  a  desiccator  and  weigh  ;  again  heat 
the  dish  up  to  the  fusion  point  of  the  sulphate,  cool  as  before,  and  weigh.  The 
weight  is  usually  constant.  Multiply  the  weight  of  lithium  sulphate  so  obtained 
by  0*2726  to  get  the  corresponding  amount  of  LigO. 

Correction, — A  deduction  must  be  made  for  the  potassium  and  sodium 
chlorides  dissolved  by  the  boiling  amyl  alcohol  in  contact  with  the  mixed 
chlorides.  The  potassium  and  sodium  chlorides  dissolved  by  the  cold  amyl 
alcohol  used  in  the  washings  are  neglected.  Subtract  0*00050  grm.  for 
every  10  c.c.  from  the  lithium  sulphate  of  the  first  filtrate  if  the  lithium  is  being 
separated  from  sodium  chloride ;  and  0*00059  if  the  lithium  is  being  separated 
from  potassium  chloride ;  and  0*00109  if  the  lithium  is  being  separated  from  both 
sodium  and  potassium  chlorides. 

Determination  of  the  Sodiv/m  and  Potassium  Chlorides. — Dissolve  the  mixed 
chlorides  in  the  Gooch's  crucible  in  water ;  evaporate  the  solution  to  dryness  in  a 
weighed  porcelain  dish,  and  weigh.  Separate  the  tw^o  chlorides  as  indicated  on 
page  23A.  If  lithium  and  sodium  are  alone  being  treated,  add  0*00041  grm.  to 
the  weight  of  the  sodium  chloride  for  every  10  c.c.  of  amyl  alcohol  in  the  filtrate, 
and  0*00051  grm.  to  the  potassium  chloride,  if  potassium  and  lithium  chlorides 
are  being  'treated  ;  and  0*00092  grm.  if  the  three  chlorides — sodium,  potassium, 
and  lithium — are  in  question. 

Errors. — Duplicates  with  this  process  agree  very  well.  The  chief  errors  arise 
from  those  incidental  to  Smith's  process  (page  222),  as  well  as  (1)  bumping  when 


*  Fonned  by  the  hydrolysis  of  the  chloride.  Lithium  hydroxide  is  but  sparingly  soluble 
in  amyl  alcohol. 

^  Estimate  the  amount  of  amyl  alcohol  in  the  flask  by  pouring  about  the  same  amount  of 
water  into  a  flask  the  same  size,  and  measuring  the  amount  of  water. 

'  The  amyl  alcohol  rapidly  evaporates  at  this  temperature  without  loss  of  lithium  by 
spattering. 
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driving  off  the  amyl  alcohol ;  (2)  filtering  the  amjl  alcohol  solutions  hot ;  (3) 
neglect  to  evaporate  the  amyl  alcohol  in  the  dish  at  a  temperature  below  the  boil- 
ing point  of  amyl  alcohol ;  (4)  foaming  or  spurting  when  driving  off  the  sulphuric 
acid  from  the  lithium  sulphate ;  and  (5)  neglect  to  protect  dish  from  dust,  etc., 
when  the  lithium  sulphate  is  cooling.  A  lithium  determination  by  this  process, 
starting  from  the  dry  silicate,  occupies  about  two  days. 

§  282.  The  Evaluation  of  Potassium  and  Sodium  Salts. 

Sodium  Nitrate — Chili  Saltpetre. 

Sodium  nitrate  or  Chili  saltpetre  generally  contains  between  95  and  98  per 
cent,  sodium  nitrate.^  The  general  impurities  are  potassium  nitrate  (up  to  9  per 
cent,  in  extreme  cases),^  sodium  chloride,  sodium  sulphate,  sodium  iodate,^ 
sodium  perchlorate,^  sodium  carbonate  (rare),  magnesium  sulphate  (rare),  and 
insoluble  matter.  A  common  method  of  evaluating  the  salt  is  to  determine  the 
percentage  moisture,  sodium  chloride,  sodium  sulphate,  and  insoluble  matter. 
These  are  grouped  together  as  the  '*  refraction,"  and  the  remainder  is  supposed 
to  be  sodium  nitrate.  There  are  many  objections  to  this  process,  more  particularly 
if  the -salt  is  to  be  used  in  the  manufacture  of  nitric  acid.  Thus  potassium 
nitrate  may  be  present,  and  this  would  interfere  with  the  calculated  yield  of 
the  nitrate. 

Determination  of  Moisture  and  Imoluhle  Matter. — For  the  determination  of  the 
moisture,  heat  10  grms.  of  the  nitrate  in  an  air  bath  at  120*'~130*'  until  the 
weight  is  constant.  This  takes  about  two  hours.  The  insoluble  matter  is  de- 
termined by  digesting  50  grms.  of  the  salt  in  water  and  filtering  the  solution 
through  a  tared  filter  paper,  or  Gooch's  crucible,  in  the  usual  manner. 

Determination  of  Calcium^  Magnesium^  and  Iron ;  Chlorides  and  Sulphates. — 
Place  20  grms.  of  the  sample  in  a  filter  paper  resting  in  a  funnel  in  the  neck 
of  a  litre  fiask.  Pour  boiling  distilled  water  through  the  paper.  When  the 
solution  is  cold,  make  it  up  to  the  mark  on  the  neck  of  the  flask  with  cold 
distilled  water.  Pipette  50  c.c.  for  the  determination  of  chlorides  gravimetrically 
(page  652)  or  volumetrically  (pages  76,  79).  Another  50  c.c.  are  treated  with 
iMirium  chloride,  and  the  barium  sulphate  determined  in  the  usual  manner 
(page  618).  The  lime  is  determined  in  200  c.c.  by  precipitation  as  calcium 
oxalate,  etc.  (page  213).  The  magnesia  is  determined  in  another  200  cc.by 
precipitation  with  ammonium  phosphate  (page  218).  Iron  can  be  determined 
colorimetrically  (page  200). 

Determination  of  Sodium  Carbonate. — For  the  sodium  carbonate,  evaporate 
100  c.c.  of  the  solution  to  drjniess  with  sulphuric  acid,  and  ignite  the  residue 
until  the  weight  is  constant.  The  residue  contains  sodium,  calcium,  magnesium, 
and  potassium  sulphates  Subtract  the  amount  of  calcium,  magnesium,  and 
potassium  sulphates  already  determined,  and  the  difference  represents  sodium 
sulphate.  Calculate  the  equivalent  amount  of  sodium  carbonate  by  multiplying 
the  weight  by  0*746. 

Determination  of  Potassium. — The  potassium  is  determined  by  dissolving  half 
a  gram  of  the  salt  in  an  Erlenmeyer's  flask  in  25  c.c.  of  dilute  hydrochloric  acid. 
Heat  the  solution  to  boiling,  and  add  just  sufficient  barium  chloride,  drop  by 


^  R.  Alberti  and  W.  Hempel,  Zeit,  angew.  Chem.y  5.  101,  1892. 

2  G.  Lunge,  Chem.  Ind.,  9.  269,  1886;  H.  Hagen,  C?iem.  Zlg.,  15.  1628,  1891;  ZeU. 
angew.  Vh^m.,  6.  496,  698,  1893. 

»  H.  Beckurta,  Phann.  CentralhalU,  233,  1886. 

*  H.  Beckurts,  Archiv  Pharm.,  224.  333,  1886 ;  H.  Fresenius  and  H.  Bayerlein,  Znl.  anal 
Chem.,  37.  501,  1898. 
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drop,  to  precipitate  the  sulphates  as  barium  sulphate.  Wait  after  each  addition 
until  the  liquid  has  a  clear  layer,  and  add  the  barium  chloride  until  a  drop  ceases 
to  produce  a  cloudiness.  If  too  much  barium  chloride  has  been  added,  a  drop  or 
two  of  dilute  sulphuric  acid  will  probably  make  things  right  by  removing  the 
excess  of  barium  chloride.  When  the  solution  is  cold,  treat  the  clear  filtered 
solution  with  hydrochloroplatinic  acid,  etc.,  as  indicated  on  page  234.  See  also 
page  540. 

Potasmtm  Nitrate,  Saltpetre,  Nitre. 

The  moisture  is  determined  as  in  the  case  of  sodium  nitrate.  Less  than  \ 
per  cent,  of  moisture  is  ustially  present.  For  the  chlorine,  dissolve  100  grms.  of 
the  salt  in  water,  filter,  and  wash  with  hot  water.  The  solution  is  treated  with 
silver  nitrate  and  the  chlorine  determined  by  the  turbidity  method,  or  gravi- 
metrically.  Less  than  0*01  per  cent,  is  usually  present.  The  insoluble  matter, 
sulphates,  lime,  and  magnesia  are  determined  as  in  the  case  of  sodium  nitrate. 
The  sodium  is  determined  as  indicated  on  page  239. 

Potassitum  Carbonate,  Pearlash, 

The  moisture  and  insoluble  matter  are  determined  as  just  indicated  for 
sodium  nitrate.  The  available  alkali  is  determined  by  titration  as  on  page  69. 
The  chlorides,  sulphates,  insoluble  matters,  silicates,  and  phosphates  are  determined 
in  the  usual  manner.  Iron  is  determined  colorimetrically.  The  total  potassium 
is  determined  as  indicated  under  sodium  nitrate.  The  results  are  expressed  by 
calculating  the  amount  of  potassium  chloride  from  the  silver  chloride,  and  the 
amount  of  potassium  sulphate  from  the  amount  of  barium  sulphate.  Then 
calculate  the  amount  of  potassium  carbonate  from  the  difibrence  between  the 
total  potash  and  that  corresponding  with  the  potassium  chloride  and  sulphate. 
Calculate  the  amount  of  sodium  carbonate  from  the  difference  between  the 
available  alkali  and  the  potassium  carbonate  calculated  as  indicated  above.  For 
a  further  discussion  on  sodium  and  potassium  carbonates  see  page  72. 

§  283.  The  Determination  of  Potassium  Colorimetrically— 

Cameron  and  Failyer's  Process. 

When  potassium  chloroplatinate  is  dissolved  in  water  and  mixed  with  an 
excess  of  a  solution  of  potassium  iodide,  the  intensity  of  the  red  colour  so  obtained 
is  proportional  to  the  amount  of  potassium  chloroplatinate  ^  in  the  solution. 
This  reaction  may  therefore  be  employed  quantitatively  for  the  determination 
of  very  small  quantities  of  potassium.  Ammonium  chloroplatinate  produces  a 
similar  coloration,  and  therefore  all  the  reagents,  and  the  atmosphere  of  the 
laboratory  in  which  the  determination  is  made,  must  be  free  from  ammonia. 

Standard  Solution, — Dilute  10  c.c.  of  standard  potassium  chloroplatinate 
solution^  to  about  30  c.c. ;  add  a  drop  of  hydrochloric  acid  (1:1)  and  ^  c.c.  of 
potassium  iodide  solution.^  Let  the  mixture  stand  for  about  an  hour  to  permit 
the  colour  to  fully  develop,  and  then  dilute  to  100  c.c.  The  colour  of  the  test 
solution  is  developed  at  the  same  time. 

*  F.  K.  Cameron  and  G.  H.  Failyer,  Joum,  Ainer,  Chem.  Soc.,  25.  1063,  1903  ;  L.  A.  Hall, 
i6.,  25.  990,  1903  ;  T.  T.  Morrell,  i7>.,  2.  145,  1880  ;  0.  Schreinerand  G.  H.  Failyer,  Bull.  U.S. 
Vept.  Agric.  (Soils),  31.  81,  1906. 

^  Standard  Potassium  Chloroplatinatb  Solution. — Dissolve  0*0516  grm.  of  carefully 
rocrvstallised  potasaiura  chloroplatinate— KjPtCle— in  water,  and  dilute  the  solution  to  a  litre. 
Eacn  CO.  of  this  solution  is  equivalent  to  OOOOOl  grm.  of  E^O. 

'  Potassium  Iodide  Solution.  —Dissolve  25  grms.  of  potassium  iodide  in  water,  and  make 
the  solution  up  to  100  c.c. 
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Te$t  Solution, — The  potassium  chloroplatinate  is  isolated  in  the  usual 
manner,  as  indicated  on  page  234.^  The  salt  is  collected  on  the  asbestos  felt^ 
of  a  Grooch's  crucible  rather  than  on  filter  paper,  because  of  the  difficulty  in 
getting  filter  paper  quite  free  from  ammonia.  The  dried  precipitate  of 
potassium  chloroplatinate  is  dissolved  in  hot  water  by  washing  the  crucible 
until  about  25  c.c.  of  filtrate  have  been  obtained.  Cool  the  filtrate ;  add  a  drop 
of  hydrochloric  acid,  and  ^  c.c.  of  potassium  iodide  solution.  After  the  solution 
has  stood  for  an  hour,  dilute  to  100  c.c.  The  comparison  is  made  in  the  usual 
manner.^ 


?j 


284.  The  Determination  of  Potassium— Cobaltinitrite 


A  solution  of  sodium  cobaltinitrite,  [Co(N02)g]Na3 — ^also  called  Koninck's 
reagent — precipitates  canary-yellow  potassium  cobaltinitrite  when  added  to  a 
solution  of  a  potassium  salt."^  The  corresponding  salts  of  lithium,  magnesium, 
barium,  strontium,  calcium,  iron,  aluminium,  zinc,  etc.,  are  soluble,  and  hence 
potassium  salts  can  be  readily  detected  in  the  presence  of  these  compounds. 
Gsesium,  rubidium,  and  ammonium  ^  salts,  like  potassium  salts,  give  sparingly 
soluble  cobaltinitrites.  The  reaction  proceeds  in  presence  of  chlorides,  sulphates, 
nitrates,  phosphates,  and  acetates.  The  reaction  is  quantitative  so  far  as  the 
separation  of  potassium  from  sodium  is  concerned,^  but  the  precipitate  contains 
variable  quantities  of  sodium  unless  the  conditions  under  which  the  precipitation 
is  made  be  fairly  constant.^  The  precipitate  can  then  be  made  to  approximate 
closely  to  dipotassium  sodium  cobaltinitrite,  [Co(N02)g]K2Na.H20. 

It  is  maintained  by  some  that  the  precipitation  of  potassium  as  cobaltinitrite 
is  not  advisable  because  of  the  variable  nature  of  the  precipitate  just  indicated, 
and  because  the  precipitate  is  extremely  difficult  to  wash  clean.  When  first 
formed,  the  precipitate  is  granular  and  settles  easily,  but  it  has  a  tendency  to 
become  more  or  less  colloidal  as  the  washing  liquids  become  poor  in  dissolved 
salts.  The  precipitate  then  filters  slowly,  and  is  liable  to  run  through  the 
filtering  medium.  It  has  been  found  possible,  however,  to  cope  with  these 
difficulties  by  evaporating  the  solution  containing  the  precipitate  to  a  "  pasty  " 
mass  before  filtration  and  washing.  The  evaporation  also  eliminates  an  error 
due  to  the  variable  character  of  precipitates  formed  in  solutions  of  different  con- 
centration, and  variations  which  occur  when  the  precipitate  is  allowed  to  stand 

^  Special  care  must  be  taken  to  make  sure  all  the  ammonia  salts  are  driven  off  daring  the 
ignition  of  the  mixed  chlorides,  etc. 

'  The  asbestos  is  washed  (page  104),  and  ignited  in  a  platinum  dish  to  remove  all  traces  of 
ammonia.     Preserve  the  asbestos  in  alcohol  in  a  well-stoppered  bottle. 

3  If  the  standard  or  test  solution  is  the  stronger,  dilute  the  stronger  solution  still  more,  or 
take  an  aliquot  portion  and  dilute  it  to  100  c.c. 

•  0.  L.  Erdmann,  Joum.  prakL  Cfiem.  (1),  97.  385,  1866  ;  G.  P.  Sad  tier,  Aitier,  J,  Science 
(2),  49.  189,  1870 ;  L.  L.  de  Koninck,  Zeit.  anal.  Chem.,  20.  390,  1881  ;  £.  Bjilmann,  id.,  39. 
284,  1900;  0.  0.  Curtmann,  Ber.,  14.  1951,  2121,  1881 ;  G.  Sarr,  Min.  JSng.  H^orld,  37.  288, 
1912.  Potassium  can  be  detected  if  but  60  parts  are  present  per  1,000,000  parts  of  solution  ; 
if  the  test  be  made  in  the  presence  of  yfo^'S^l^'^f  nitrate,  the  sensitiveness  of  the  test  is  in- 
creased to  one  part  per  million  (L.  L.  Burgess  and  0.  Kamm,  Joum.  Am/r.  Chein,  Soc,,  34. 
652.  1912). 

^  Ammoniacal  fumes  should  be  absent  when  the  work — tests,  etc. — is  in  progress. 

8  F.  H.  van  Leent,  Zeit.  anal.  Ch^m.,  40.  567,  1901 ;  H.  Weber,  ib.,  38.  171,  1899;  W, 
Autenrieth  and  R.  Bernheim,  Zeit.  physiol.  Chem.,  37.  29,  1902  ;  W.  Autenrieth,  Oentr.  Min., 
513,  1908  ;  K.  Gilbert,  Die  Bestimmung  des  Kallunis  nach  quaniitaiiver  Ahseheidung  desselben 
als  KdliumnatriumkdboltinUriiy  Tubingen,  1898. 

'  R.  H.  Adie  and  T.  B.  Wood,  Jowni.  Chem.  Soc,  77  1076,  1900;  M.  Cunningham  and 
F.  M.  Perkin,  ih.,  95.  1562,  1909  ;  E.  A.  Hofmann  and  0.  Burger.  Btr.,  40.  3298,  1907  ; 
E.  A.  Mitscherlich,  K.  Celichowski,  and  H.  Fischer,  Laiidw.  Ver.  Stat.,  76.  189,  1911  ;  E.  A. 
Mitscherlich  and  H.  Fischer,  ib.,  78.  75,  1912. 
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in  contact  with  the  mother  liquid  for  different  lengths  of  time.     Under  these 
conditions  fairly  satisfactory  results  have  been  obtained. 

The  precipitate  need  not  be  ignited  and  weighed,  for  it  reacts  with  potassium 
permanganate  as  symbolised  by  the  complicated  equation  :  10[Co(NO2)g]K2Na.  H^O 
+  22KMn04  +  58H2SO^= 2IK2SO4  +  SNagSO^  +  lOCoSO^  +  22MnS04  +  eOHNOj  + 
38H2O.  Hence,  the  precipitate,  and  accordingly  also  potassium,  can  be  de- 
termined by  a  volumetric  process.^  It  follows  from  the  eqtiation  that  22KMn04 
are  equivalent  to  lOKjO,  and  2KMn04  are  equivalent  to  yT^2^  f  ^^  ^  ^•^'  ^^  TU^' 
KMn04  =  0-0008573  grm.  K2O. 

Preparation  of  the  Sample. — One  to  five  grams  of  the  powdered  mineral  is 
decomposed  by  evaporation  to  dryness  with  a  mixture  of  sulphuric  and  hydro- 
fluoric acids  (page  226).  The  dry  mass  is  extracted  with  about  50  c«c.  of  hot 
water,  and  boiled  with  a  saturated  solution  of  sodium  acetate*^  for  10-15  minutes 
in  a  beaker  of  Jena  glass.  The  precipitated  basic  acetates  of  iron,  aluminium, 
titanium,  etc.,  are  filtered  and  washed  a  few  times  with  hot  water.  The  filtrate 
is  boiled  with  sodium  carbonate.  The  precipitated  magnesium  and  calcium 
salts  are  washed  with  hot  water,  and  the  filtrate  evaporated  down  to  about 
15  or  20  CO. 

Precipitation  of  Potassium  Cobcdtinitrite. — The  solution  prepared  as  just 
described,  or  by  any  other  convenient  process,  is  mixed  in  a  porcelain  basin  with, 
say,  30  c.c*  of  Koninck's  reagent,*  and  1  c.c.  of  concentrated  acetic  acid;* 
evaporated  on  a  water  bath  down  to  a  pasty  consistence ;  ^  and,  after  cooling, 
stirred  with  25-50  c.c.  of  water.  The  precipitate  is  filtered  through  an  asbestos- 
packed  Gooch's  crucible,  and  washed  with  sufficient  water  to  remove  the  excess 
of  the  reagent. 

.  Volumetric  Determination  of  the  Precipitated  Cobaltinitrite, — Transfer  the 
precipitate  and  felt"^  to  a  300- c.c.  beaker,  and  carefully  remove  any  precipitate 
adhering  to  the  sides  of  the  crucible  by  means  of  a  rubber-tipped  rod  and  jet  of 
water.     An  excess  of  y^yN-KMnO^  is  added,  and  the  contents  of  the  beaker  are 


1  R.  H.  Adie  and  T.  B.  Wood  (/.c.) ;  W.  A.  Drushel,  Ainer.  J,  ScUnee  (4),  24.  433,  1907  ; 
(4),  a6.  829.  565, 1908  ;  BiUl  U.S.  Agric  DtpL  {Chem,),  152.  42,  1912 ;  E.  L.  Baker,  ib,,  152. 
28,  1912 ;  P.  F.  Trowbridge,  ib.,  152.  184,  1912  ;  L.  T.  Bowser,  ib,,  152.  45,  1912  ;  Joum.  Ind. 
Eng.  Chem.,  x.  791,  1909  ;  0.  M.  Shedd,  ib.,  x.  302,  1909 ;  2.  379,  1910 ;  E.  A.  Mitscherlich, 
K.  Celichowski  and  H.  Fischer,  Lwndw.  Vers.  StcU,,  76.  189, 1912. 

'  The  solution  of  5  grms.  of  the  crystalline  salt  in  water  should  give  no  yellow  precipitate 
w^ith  sodium  cobaltinitrite  (Koninck*s  reagent)  after  standing  24  hours. 

^  A  large  excess  of  Eoninck's  reagent  is  needed  to  ensure  the  coagulation  of  the  precipitate 
and  prevent  its  running  through  the  asbestos. 

*  Koninck's  Rkagent. — Dissolve  30  grma  of  cobalt  nitrate,  Co(N03)2. 6H2O,  in  60  c.c.  of 
water,  and  add  100  c.c.  of  a  saturated  solution  (corresponding  to  about  50  grms.)  of  sodium 
nitrite,  and  10  c.c.  of  glacial  acetic  acid.  In  a  few  seconds,  a  brisk  effervescence  occurs  owing 
to  the  escape  of  nitric  oxide,  the  colour  of  the  solution  simultaneously  changes  to  a  dark 
yellowish  brown.  Since  commercial  sodium  nitrite  nearly  always  contains  some  potassium 
salt,  some  potassium  cobaltinitrite  usually  separates  when  the  mixture  has  stood  a  couple  of  days. 
Filter  the  clear  solution.  The  reagent  undergoes  very  little  change  in  three  to  four  weeks  if  it 
is  kept  in  dark-coloured  glass  bottles.  The  sensitiveness  of  the  reagent  which  has  been  kept 
some  time  can  be  tested  by  adding  a  few  drops  to  5  c.c.  of  distilled  water  containing  one  drop  of 
a  10  per  cent,  solution  of  potassium  chloride.  The  reagent  can  be  used  if  it  at  once  produces  a 
yellow  precipitate.  The  reagent  which  has  decomposed  and  is  accordingly  useless  for  the 
purpose  has  lost  its  yellowish-brown  colour  and  become  rose-red — W.  Autenrieth  (/.c).  Some 
prefer  to  keep  the  solutions  of  cobalt  nitrate  and  sodium  nitrite  in  separate  bottles  and  mix  the 
proper  proportions  for  use  as  required. 

^  The  acetic  acid  prevents  subsequent  difficulties  arising  from  the  sticking  of  the  precipitate 
lo  the  porcelain  dish.  If  the  difficulty  still  persists,  add  more  acetic  acid  next  time  the  analysis 
is  made. 

*  If  the  heat  be  here  too  vigorously  applied,  the  viscid  liquid  is  liable  to  spurt. 

^  It  is  best  to  remove  the  plate  to  avoia  the  danger  of  its  becoming  coated  with  manganese 
hydroxide  later  on. 
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boiled  until  the  colour  begins  to  darken.  Add  10  c.c.  of  sulphuric  acid  (1:1);' 
thoroughly  stir  the  mixture ;  and  titrate  with  ^^N-ozalic  acid  solution  until  the 
pink  colour  of  the  permanganate  just  disappears.^  The  difference  between  the 
number  of  c.c.  of  the  j^N-permanganate  added,  and  the  number  of  c.c.  of  oxalic 
acid  used  in  the  titration,  multiplied  by  0*0008573  represents  the  number  of 
grams  of  KjO  in  the  given  sample.  Thus,  with  a  sample  of  felspar,  0*5  grm. 
50  c.c.  of  YifN-permanganate  were  added,  and  8  c.c.  of  ^j^N-oxalic  acid  were 
used  in  the  subsequent  titration  of  the  undecomposed  permanganate.  Hence, 
(50  -  8)  X  00008573  =  0-036  grm.  of  KgO  per  0*5  grm.  of  sample ;  or  the  sample 
contained  the  equivalent  of  7*2  per  cent,  of  potash  (KjO).^ 

Determination  of  the  Potassium  in  the  Cobaltinitrite  as  Potassiwm  Chloro- 
platinate  or  PerMorate. — According  to  Autenrieth,  the  method  is  most  usefully 
employed  as  a  rapid  control  process,  and  for  separating  the  potassium  from  the 
other  constituents  prior  to  its  exact  determination  as  perchlorate  or  chloro- 
platinate.  In  this  case,  the  precipitated  cobaltinitrate  is  collected  on  a  filter 
paper  ;  the  paper  is  ashed  in  a  platinum  crucible,  and  the  precipitate  added ; 
the  whole  is  then  calcined  to  dull  redness  for  a  few  minutes,  and  the  alkali 
nitrites  extracted  with  hot  water.  Filter  off  the  cobalt  oxide ;  evaporate  to  dry- 
ness with  concentrated  hydrochloric  acid  (sp.  gr.  1*124);  and  determine  the 
potassium  as  indicated  on  page  234  or  page  237. 


^  F.  H.  MacDougall  {Joum,  Amer.  Chem.  Soc^  34.  1684,  1912).  **  If  the  sulpburic  acid  be 
added  to  the  yellow  salt  before  the  permanganate,  the  amount  of  permanganate  required  will  be 
greater  than  in  the  regular  method  .  .  .  owing  to  the  failure  of  cobutic  cobut  to  oxidise 
nitrites  in  sulphuric  acid  solutions  under  the  conditions  of  the  described  method.*' 

^  If  manganese  hydroxide  sticks  to  the  sides  of  the  beaker,  add  a  slight  excess  of  oxalic  acid 
and  loosen  the  precipitate  by  means  of  a  rubber- tipped  rod.  Remove  the  rod  and  rinse  it,  sinoe 
rubber  must  not  be  left  in  contact  with  potassium  permanganate. 

'  After  trying  the  effect  of  various  salts  on  the  results,  Bowser  (l.c)  said :  "The  greatest 
danger  seems  to  exist  in  the  case  of  MgCl2«  the  iron  and  the  soluble  calcium  salts.  It  is  unsafe 
to  trust  a  determination  when  any  of  these  metals  are  present.  Adie  and  Wood  advised  pre- 
cipitating out  all  these  interfering  metals  by  boiling  with  sodium  carbonate,  and  this  would 
seem  to  be  the  best  procedure." 


\ 
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CHAPTER  XXXVIII. 

THE  DETERMINATION  OF  CARBON— FREE  AND 

COMBINED. 

§  285.  The  Direct  Determination  of  Carbon. 

A  ROUGH  idea  of  the  amount  of  carbon  in  clays,  graphites,  etc.,  can  often  be 
obtained  by  digesting  the  clay  with  sulphuric  and  hydrofluoric  acids.  The 
temperature  must  not  be  high  enough  to  cause  a  reaction  between  the  carbon 
and  the  sulphuric  acid.  A  slight  action  can  scarcely  be  avoided.  When  the 
acid  has  done  its  work,  dilute  the  solution  with  water ;  filter  through  a  Munroe's 
crucible  or  a  tared  filter  paper  ;  wash  ;  ^  and  weigh  the  dried  residue.  In  view  of 
the  many  theoretical  objections  which  can  be  urged  against  this  process,  it  is 
surprising  how  good  an  approximation  can  be  obtained  with  a  little  practice.^ 

Graphitic  carbon  in  the  presence  of  other  varieties  of  organic  matter 
(vegetation,  etc.)  which  cannot  be  removed  mechanically  is  determined  by 
Mackintosh  ^  by  the  following  process,  which  is  based  on  Schoffers  method  for 
purifying  graphite : — Melt  some  potash  in  a  silver  crucible.  When  the  fused  mass 
has  stopped  spitting,  and  is  in  a  state  of  quiet  fusion,  add  the  dry  and  powdered 
sample  under  investigation.  Keep  the  temperature  of  the  mass  just  above  the 
melting  point  of  the  potash,  and  stir  occasionally  with  a  silver  wire.  Raise  the 
temperature  a  little  towards  the  end  of  the  fusion.  When  the  decomposition  is 
complete,  take  up  the  mass  with  water,  filter  through  a  weighed  Gooch's  crucible, 
and  wash  with  dilute  hydrochloric  acid,  and  finally  with  a  little  ammonia  in 
order  to  dissolve  any  silver  chloride  formed  by  the  reaction  between  the  potash 
and  the  silver  crucible.  The  graphite  remains  behind,  insoluble ;  it  is  scarcely 
attacked  by  the  treatment.  Dry  and  weigh.  Mackintosh  says  the  whole  opera- 
tion occupies  about  two  hours. 

Lowe  ^  fuses  the  sample  with  sodium  carbonate,  digests  the  resulting  cake 
with  water,  and  then  boils  the  residue  with  a  solution  of  sodium  hydroxide. 
The  residue  is  then  boiled  with  hydrochloric  acid,  washed  with  water,  and  dried 
in  a  weighed  filter,  and  its  weight  determined.  Silica,  etc.,  can  be  determined  in 
the  aqueous  solution  from  the  fused  cake.  There  is  always  some  doubt  in  both 
Lowe's  and  in  Mackintosh's  processes  if  the  residue  is  all  carbon,  and  in  conse- 
quence processes  have  been  devised  to  bum  the  carbonaceous  residue,  and 
estimate  the  amount  of  carbon  it  contains  either  by  "  loss  on  ignition  "  or  as 
carbon  dioxide. 


^  Not  through  asbestos,  owing  to  the  attack  by  the  acids.  Of  course  the  acids  may  be  neutral- 
ised before  the  Hltration. 

'  For  filtration  with  carbon  tubes,  fig.  53,  page  102;  and  subsequent  combustion  of  the 
residue,  seepage  563.     O.  Johanuseu,  Stahl  Eisen,  30.  458,  1910, 

*  J.  B.  Mackintosh,  C/iem,  News,  51.  147,  1885  ;  R.  Schoffel,  Jahrb,  geol.  Reichmmtalt, 
*          16.  270,  1866. 

*  J,  L6we,  Dingier  8  Joum,,  137.  445,  1885  ;  E.  Weinschenk,  ZeiL  Kryst,,  28.  300,  1897. 
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S  286.  The  Wet  Combustion  Process  for  the  Determination  of 
Carbon  as  Carbon  Dioxide. 

In  the  so-called  wet  combustion  process,  the  finely  powdered  sample  in 
digested  with  a  mixture  of  sulphuric  acid  and  chromic  acid,  or  potaesium 
dicbromate,  or  potasBJuni  perraangttnate.^  The  oijgen  evolved  during  the 
decomposition  of  the  chromatea  oxidises  the  carbon  to  carbon  dioxide.  The  gases 
are  dried,  and  the  carbon  dioxide  is  absorbed  as  indicated  below.  These  methods 
appear  very  simple  ;  so  they  are.  But  it  is  not  easy  to  get  good  residtSs  It  Is 
therefore  well  to  practise  the  method  with  a  known  weiglit  of  cane  sugar  mixed 
with,  say,  china  clay  known  to  contain  no  carbon.  One  grani  of  cane  stigttr 
furnishes  the  equivalent  of  1*544    grms.   of  carbon  dioxide.     In  this  way  the 


Pio.  194.  —  Wet  combuation  of  Mrbon. 

beginner  may  acquire  confidence  in    his  work.     Details  of  the   procedure   are 
indicated  below.     The  results  are  usually  a  little  low. 

1.  The  Apparatus. — A  Corleis'  flaak  ^  A  (fig.  164)  contains  the  powdered 
clay  under  investigation.  It  is  closed  by  a  ground-glass  condenser  B.  A 
aide  tube,  reaching  nearly  to  the   bottom    of   the   flask,   is  connect^  with  a 

'  R.  WariDgton  And  W.  A.  Peake,  Jinmi.  Client.  Soc.,  38.  6,  17,  ISSO ;  C.  F.  Cro«i  and 
E.  J.  Bflvan,  ik,  53.  888,  1888  ;  A.  H.  Elliott,  ib.,  7.  18-2,  1899  ;  R,  Phel|>s,  Zeii.  ariorg. 
Chtm.,  16.  SS,  189S  ;  R.  Finkcner,  MUt.  konigl.  Var.  AnHall,  Berlin,  US,  1S89  ;  ZeU,  anai. 
Chem..  ag.  See,  1890;  R.  E.  md  W.  M.  Rogers,  .Amer.  J.  Scifiiee(2).  5.  SS2,  1848;  [£),  6. 
110,  1848 ;  C,  Brunner,  I^ugg.  Ann.,  95,  379,  1856 ;  E.  Ullgren,  IMiga  Ahk.,  134.  KB,  18fl2 ; 
H.  Heidenhsin,  TtchnilctT,  14.  86,  1893  ;  i,.  Gmelin.  Ocifir.  Zril,  B>rg.  HUU.,  3a.  708,  1884  ; 
H.  von  Jiijitner,  16.,  31.  4»3,  1883;  34.  57.83,  1886:  F.  A.  Cairns,  CAon.  Neim,a$.  271,1872; 
Amer.  a>em..,  2.  140,  1872.    Errors— C,  F,  Ctobb  and  E.  J.  Bcvbii,  Chem.  Zlg.,3fi.  1226,  1B12, 

'  A.  Corleis.  .•ilald  Eiaen,  14,  381,  824,  1894  ;  A.  Kleino,  Chtm.  Ztg.,  33.  376,  1909,  Orer 
a  score  of  dilTereiit  fanns  of  flask  havo  been  devised  for  this  purpose.  A  lubstitato  can  readily 
be  improvised  Itom  an  ordinary  flask  and  condenser. 
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plug  stopcock  Cj  and  a  bulb  b  for  the  reception  of  the  acid  to  be  subse- 
quently brought  in  contact  with  the  clay  under  investigation.  The  side  tube 
is  connected  with  a  Fresenius'  tower  C  containing  an  aqueous  solution  of 
caustic  potash  in  the  lower  part,  and  soda  lime  in  the  upper  part.  The  object 
of  the  tower  C  is  to  remove  carbon  dioxide  from  any  air  subsequently  aspirated 
through  the  system.^  The  purpose  of  the  condenser  is  to  return  steam,  eto., 
arising  from  the  flask  during  an  experiment,  and  so  prevent  the  entry  of  an 
excess  of  moisture  into  the  absorption  tubes.  The  gases  travelling  past  the 
condenser  traverse  a  White's  ^  absorption  tube  JD  containing  an  acid  solution  of 
silver  sulphate^  to  absorb  chlorine  and  vapours  of  sulphur  compounds.  The 
gases  then  pass  through  a  capillary  tube  E  of  quartz  ^  or  platinum,  heated  to  a 
dull  redness  by  means  of  the  Bunsen's  burner  F,  The  object  of  this  tube  is  to 
oxidise  any  hydrocarbons,  carbon  monoxide,  eto.,  which  might  be  imperfectly 
oxidised  by  the  chromic  acid  in  Corleis*  flask.^  The  gases  afe  then  dried  by 
passing  thrpugh  a  Miiller's  absorption  tube  G.  This  tube  contains  concentrated 
sulphuric  acid.  The  tube  G  must  follow  the  hot  capillary  tube  By  since  sulphuric 
acid  is  liable  to  absorb  hydrocarbon  gases.  Any  carbon  dioxide  in  the  gas  is 
then  absorbed  by  the  weighed  potash  tube^  //,  which  has  a  calcium  chloride 
tube  /  attached.  DrechseFs  wash-bottle,*^  containing  potash,  protects  the 
weighed  potash  tube  from  atmospheric  carbon  dioxide.  The  open  end  of  the 
train  J  is  connected  later  on  with  an  aspirator  or  suction  apparatus  in  order 
that  a  current  of  air  may  be  drawn  through  the  system  when  required.  The 
whole  may  be  mounted  on  a  wooden  stand  or  on  a  Miiller's  retort  stand  as  shown 
in  the  diagram.  The  condenser  is  connected  with  the  tubes  in  the  upper  part 
of  the  stand  by  means  of  rubber  tubing.  The  lower  tubes  of  the  stand  are 
respectively  connected  with  the  water  supply  and  the  sink. 


^  For  the  difficulties  involved  in  removing  the  last  traces  of  carbon  dioxide  from  air,  see  G.  W. 
Eliot  and  F.  H.  Storer,  Proc.  Ainer.  Acad»,  5.  52,  1861 ;  Chem,  News,  3.  178,  1861  ;  R.  E.  and 
W.  M.  Rogers,  he.  ;  C.  Brunner,  Pogg,  Ann,,  24.  571,  1832 ;  H.  Hlaslwetz,  Wiener  Akad. 
Ber,,  20.  189,  1856. 

2  J.  T.  White,  Ghem,  News,  58.  166,  1888.  Mitscherlich's  tube  (A.  Mitscherlich,  ZeU,  anal, 
Chem,,  15.  889,  1876)  or  various  other  forms  of  absorption  tube  may  be  employed,  and  also 
other  types  of  flask.  Thus,  an  Erlenmeyer's  flask  with  a  three-hole  rubber  stopper  fitted  with  a 
separating  funnel,  a  reflux  condenser,  and  a  gas  leading  tube  dipping  to  the  bottom  of  the 
flask,  and  connected,  when  required,  with  a  suitable  absorption  apparatus  for  removing  carbon 
dioxide.  L.  L.  de  Konlnck  {Zeit,  aiuU,  Chem,,  2fj,  463,  1888)  suggests  adding  the  silver 
sulphate  to  the  contents  of  the  flask  A  ;  but  although  dilute  sulphuric  acid  (2  acid,  1  water, 
does  not  appear  to  act  on  silver  chloride  (J.  Yolhard,  16.,  18.  281, 1879),  concentrated  sulphuric 
acid  decomposes  silver  chloride  with  the  evolution  of  hydrogen  chloride  (A.  Sauer,  id.,  12.  176) 
1873  ;  L.  Blum,  tft.,  28.  450,  1889).     Hence,  de  Konlnck's  proposal  will  not  do. 

^  Silver  Sulphate  Solution.— Dissolve  0*624  grra.  of  silver  sulphate  in  water,  add  5  c.c. 
of  normal  sulphuric  acid,  and  make  the  solution  up  to  100  c.c.  The  solution  is  ^E,  A  tube 
containing  warm  lead  dioxide  is  sometimes  used  to  absorb  sulphurous  gases  and  haloids.  If  the 
lead  dioxide  be  free  from  lead  monoxide,  as  is  the  case  with  '*  Dennstedt's lead  dioxide,"  there 
is  no  danger  of  the  absorption  of  carbon  dioxide.  M.  Dennstedt  and  F.  Hassler,  Zeit.  anal, 
Chem,,  42.  417,  1903  ;  M.  Dennstedt,  ih,,  41.  525,  1902;  F.  Kopfer,  i6.,  17.  28,  1878  ;  C.  M. 
Warren,  Amer.  J.  Science  (2),  41.  40,  1866.  Sometimes  a  heated  tube  containing  silver  gauze 
or  wire  is  used— F.  Kopfer,  Zeit,  anal,  Chem,,  17.  28,  1878.  The  silver  is  restored  by  heating 
in  a  current  of  hydrogen — K.  Kraut,  ib,,  2.  242,  1863.  Antimony  is  sometimes  recommended 
for  removing  chlorine.  A  copper  spiral  was  used  by  C.  Glaser,  Liehig*8  Ann,  SuppL,  7.  218, 
1870;  G.  Stadler,  Liebig*s  Ann,,  69.  334,  1849.  For  fluorine,  see  H.  Molssan,  Compt.  Send,, 
107.  992,  1888 ;  A.  Volcker,  Chem.  Gaz,,y,  245,  1849. 

*  M.  Wldemann,  Ghem,  Ztg,,  33.  1186,  1909. 

•  C.  F.  Mabery,  Joum,  Amer,  Chem,  Soc.,  20.  510,  1898  ;  G.  Auchy,  ib,,  20.  243,  1898  ; 
J.  Widmar,  Zeit,  anal.  Chem,,  29.  160,  1890  ;  Chem.  News,  62.  274,  1890  ;  J.  W.  Langley,  ib, , 
63.  218,  1890;  Trans,  Am£r,  Inst,  Min.  Eng,,  19.  614,  1890  ;  A.  von  Reis,  Stahl  Eisen,  14. 
581,  1898  ;  J.  J.  Messinger,  Ber.,  21.  2910,  1888 ;  A.  Miiller,  Chem.  ZeU.,  28.  795,  1904. 

^  I  prefer  BerFs  or  Landsiedl's  form  of  potash  tube  for  the  reasons  Indicated  on  page  551. 
7  E.  Drechsel,  Zeit,  anal.  Ch&m.,  15.  446,  1876. 
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2.  Chargina  Ike  Absorpli 
(ligB.  165  and '^166)  is  kept  under 
chloride,  and  it  should  stand  in    t 
weighing.     This  apparatus  is  filled 
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Tules.—The  Bert's  or  Landsiedl's  potash  bulb 
ler  a  desiccator  over  sulphuric  acid  or  calcium 
1  the  balance  case  about  an  hour  before  each 
ih  an  aqueous  solution  of  caustic  potash.' 
Place  the  potash  solution  in  an  evaporating  basin  ;  remove  the  calcium  chloride 
tube  B ;  attach  a  piece  of  rubber  tubing,  or  a  suction  tube,  to  the  end  which 
was  attached  to  the  calcium  chloride  tube ;  dip  the  opposit*  end  in  the  potash 
solution,  and  suck  at  the  rubber  tube  until  the  three  bulbs  are  near);  three- 
fourths  full.  Do  not  suck  too  vigorously,  or  potash  may  be  drawn  into  the 
mouth.     If  the  tube  A  is  wide  enough,  the  potash  solution  may  be  introduced 


Fig.  165.— Berl'B  j-otasli  hulbs. 


Fig.  166.— Lsndsiedl'B  potash  bulbs. 


by  means  of  a  pipette.  Clean  that  part  of  the  apparatus  C  which  dipped  in 
the  solution  by  means  of  filter  paper.  Now  till  the  small  tube  B  by  placing 
a  plug  of  glass-wool  at  the  end  of  the  tube ;  then  a  layer  of  fragments  of 
granular  (not  fused)  calcium  chloride  less  than  half  a  centimetre  in  diameter 
and  sifted  free  from  dust ;  then  a  similar  layer  of  fragments  of  soda  lime  ;  ^  and 
finally  another  plug  of  glass-wool.'  The  joint  A  is  slightly  greased.  The 
potash  apparatus  will  absorb  about  0-2  grm.  of  carbon  dioxide  without  re-filling. 
The  contents  of  the  potash  apparatus  are  protected,  when  not  in  use,  by  glass 

'  PuTABSlOH  HyijroicideSulution,— A  solution  of  ajwciflc gravity  r4i«m«de by  disBoWing 
i  parte  of  tlie  solid  in  6  |>arU  of  water  by  weight.  Caustic  pol«sh  is  better  tlsn  caustic 
soda,  sinceaodium  bicarbonate  is  less  soluble  than  Clje  corresiionding  potaasium  salt.  The  latler 
iattierefore  less  likely  to  block  the  tubes  by  the  cmca1lLEai.ion  of  thebicarbouate.  If  the  potash 
should  contain  any  nitriCes  high  results  may  be  obtained,  owing  to  the  formatioa  of  nitrates — 
S.  G.  Jutsum,  Chein.  Xcin.  41.  17,  1880.  For  the  relative  efficiency  of  the  different  abaorption 
media,  see  K.  Freseniua,  Zeil.  aiial.  Chfui-.  5.  87,  1866  ;  .1.  Lowe,  i*.,  9.  220,  18/0. 

'  Soda  lime  loses  moisture  in  air  dried  by  calcium  chloride  or  coucezitrated  sulpliuric  acid. 
Hence,  some  prefer  bits  of  potash  in  [ilace  of  the  soda  lime. 

^  If  the  sooB  lime  tubes,  etc. ,  be  packed  too  tightly,  the  eiuansion  which  occurs  as  the  solid 
becomes  moist  may  buret  the  lubes.  It  is  best  to  interpose  layers  of  glass-wool  between  the 
fragments  of  soda  lime.  Calcium  chloriJe  may  contain  basic  chlorides  or  free  lime,  which 
absorb  carbon  dioxide  and  lead  to  incorrect  results  if  such  be  placed  iu  tubes  before  the 
potash  apparatus.  The  faulty  calcium  chloride  will  react  alkaline  to  litmus.  To  render  the 
contamination  inert,  it  is  usual  to  pass  a  stream  of  dry  carbon  dioxide  through  the  calcium 
chloride  for  a  couple  of  hours,  and  remove  the  carbon  dioxide  by  passing  a  current  oF  dry 
air  over  the  calcium  chloride  for  half  an  hour.  C.  Winkler (Z«i<.  anal.  Chan.,  31.  MS,  1882) 
denies  the  efficacy  of  the  treatment  He  msintaitis  that  the  lime  in  the  chloridea  cannot  be 
completely  saturated  with  carbon  dioxiile,  since  the  iniido  of  the  granules  remains  caustie  aflor 
■'      ■  it.     Dnder  any  circumstances  the  error  mentioned  by  Winkler  is  very  small,  and 

it  caie  this  dimculty  does  not  enter  into  the  problem. 
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caps  ground  on  to  the  free  ends,  or  short  pieces  of  rubber  tubing — 2  cm.  long 
— with  one  end  closed  by  a  plug  of  glass  rod  about  1*5  cm.  long,  and  rounded 
at  both  ends.  The  apparatus  is  weighed  before  and  after  an  experiment  with 
the  caps  in  position.  The  caps  are  only  remoTed  when  the  apparatus  is  to 
be  connected  with  the  train  of  absorption  tubes. 

The  lower  part  of  the  Fresenius'.tower  C  is  filled  to  a  depth  of  about  2  cm. 
with  potash  lye  (sp.  gr.  1*4).  A  plug  of  glass-wool  is  placed  in  the  constricted 
part,  and  rather  coarser  fragments  of  soda  lime  than  those  used  for  the  tube  B, 
and  free  from  dust,  are  placed  in  the  upper  part.  When  not  in  use,  the  ends 
of  the  absorption  tubes  should  be  plugged  with  rubber  tubing  and  glass  rod 
to  shut  off  the  air.     The  stoppers  of  C  and  G  render  plugs  unnecessary. 

3.  Charging  the  Combustion  Flask. — Transfer,  say,  1  grm.  of  the  clay,^ 
finely  powdered  and  dry  (110*),  to  the  Corleis'  flask,  and  add  from  5-10  grms. 
of  coarsely  granular  dry  potassium  bichromate.  If  the  clay  be  rich  in  organic 
matter  less  clay  may  be  taken,  and  the  clay  is  often  advantageously  mixed 
with  about  10  grms.  of  dry  calcined  sand — say  Calais  sand.  Add  about  30  c.c. 
of  water,  and  shake  the  mixture  up,  taking  care  that  none  of  the  powder  is 
left  stranded  above  the  level  of  the  fluid  in  the  flask.  Connect  the  apparatus 
as  shown  in  the  diagram  (fig.  164),  and  aspirate  air  throughout  the  flask  and 
train  of  absorption  tubes  for  about  10  minutes.  Weigh  the  potash  apparatus, 
and  place  it  in  the  position  shown  in  fig.  164. 

4.  The  Oxidation, — Close  the  stopcock  c,  light  the  Bunsen  burner  F.  Pour 
concentrated  sulphuric  acid  into  the  bulb  6,  and  allow  the  acid  to  run  very 
slowly  into  the  flask.  If  no  vigorous  action  occurs,  raise  the  temperature  of 
the  flask  very  slowly.^  The  bubbles  of  gas  should  not  at  any  time  pass  so 
rapidly  that  they  cannot  be  easily  counted.  If  the  velocity  of  the  reaction 
be  too  rapid,  the  gases  may  pass  through  the  potash  apparatus  without  being 
washed  free  from  carbon  dioxide,  and  the  calcium  chloride  tube  may  not  absorb 
the  moisture  driven  from  the  potash  apparatus.  The  bulb  h  should  be  emptied 
before  the  flask  is  warmed,  so  that  the  stopcock  can  be  quickly  opened  in  case 
a  sudden  pressure  be  generated  in  the  flask.  If  the  flask  should  burst  and 
hot  concentrated  sulphuric  acid  be  sprayed  about  the  operator,  the  consequences 
would  be  serious.  With  the  Corleis'  flask  the  condenser  tube  or  the  plug 
stopcock  will  be  lifted  if  the  pressure  becomes  very  great.^  A  wire  gauze 
between  the  gas  and  the  Corleis'  flask,  A^  is  preferable  to  a  sand  bath,  or  to 
an  asbestos  or  quartz  plate,  because  the  temperature  of  the  flask  is  then  under 
better  control.  When  all  the  carbon  is  oxidised,  a  current  of  air  is  aspirated 
through  the  system  for  about  10  minutes. 

5.  The  Weighings. — 1  grm.  of  clay  was  treated  as  just  described.  The 
effect  on  the  potash  apparatus  was  as  follows : 

Weight  of  potash  bulbs  (after) 787221  grms. 

Weight  of  potash  bulbs  (before) 78-6637  grms. 

Carbon  dioxide  absorbed 0*1584  grm. 

^  The  amount  of  clay  to  be  taken  depends  on  the  amount  of  carbon  it  contains.  The 
present  sample  was  a  black  Devonshire  ball  clay.  The  potash  apparatus  should  not  be  made 
to  take  more  than  0*2  grm.  of  CO^. 

■^  The  bichromate  may  be  dissolved  in  the  sulphuric  acid  before  it  is  mixed  with  the  clay, 
as  recommended  by  F.  K.  Cameron  and  F.  Breazeale  {Jotcrn.  Anier.  Chcm.  *S'or.,  26.  29, 
1903). 

^  An  explosion  might  occur  if  boiling  sulphuric  acid  struck  the  condenser  and  caused  it 
to  crack.  At  any  rate,  a  stream  of  cold  water  from  the  cracked  condenser  descending  into  the 
boiling  sulphuric  acid  would  make  things  unpleasant.  Hence  the  acid  should  boil  without 
bumping.  Corleis'  flasks  can  now  be  obtained  with  the  side  tube  arranged  to  intercept  the 
drops  from  the  condenser  so  that  they  run  quietly  into  the  hot  acid. 
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Every  44  grms.  of  carbon  dioxide  are  equivalent  to  12  grma.  of  carbon ;  hence, 
0*1584  grm.  of  carbon  dioxide  is  equivalent  to  0'0432  grm.  of  carbon  per 
1  grm.  of  clay  ;  or  the  sample  has  4*32  per  cent,  of  carbon.  It  will  be  observed 
that  an  error  of  1  per  cent,  in  weighing,  etc.,  only  makes  about  0*3  per  cent, 
difference  in  the  determination  of  the  carbon.  The  agreement  in  a  number  of 
duplicates  does  not  prove  that  the  results  are  a>ccurate.  As  indicated  on  page  171, 
such  an  agreement  shows  nothing  more  than  that  the  method  of  analysis  used 
will  furnish  consistent  results  when  conducted  in  a  uniform  way.  Suppose  a 
constant  percentage  of  carbon  escaped  decomposition,  the  duplicates  would  be 
consistently  too  low.  In  order  to  make  reasonably  sure  that  a  result  is  accurate, 
it  is  necessary  to  show  that  a  similar  result  is  obtained  by  several  different 
methods.  The  time  involved  is,  of  course,  out  of  question  in  commercial  work  ; 
but  it  is  necessary  in  establishing  the  accuracy  of  a  method  of  measurement 
when  it  is  not  possible  to  operate  with  mixtures  of  known  composition.^ 

As  stated  above,  there  is  no  special  reason  why  the  particular  form  of 
apparatus  here  recommended  should  be  adopted.  Once  the  principle  is  mastered, 
there  will  be  no  difficulty  in  devising  innumerable  modifications.  Fresenius, 
for  instance,  used  nothing  but  U-tubes  and  flasks  connected  by  rubber  and 
glass  tubing,  but  he  required  nine  U-tubes  and  two  flasks  !  By  means  of  more 
powerful  absorbing  apparatus,  it  is  now  possible  to  make  the  apparatus  more 
compact,  and  to  lessen  the  labour  fitting  up  the  apparatus.  The  time- factor 
here  again  presses  upon  us.  A  neat  and  compact  apparatus  frequently  cost8 
more  than  a  *^  home-made  "  apparatus,  but  in  routine  work  the  neat  and  compact 
apparatus  frequently  saves  time  and  renders  it  more  difficult  to  make  mistakes. 
It  is  generally  advisable  to  let  students  use  "  home-made "  apparatus  in  order 
to  acquire  skill,  ingenuity,  and  adaptability  in  an  unfavourable  environment. 
Students  reared  among  neat  time-saving  apparatus  may  be  found  wanting  when 
it  is  necessary  to  improvise  apparatus. 

§  287.  The  Errors  in  Analyses  involving  the  Weighing 

of  Absorption  Tubes. 

It  requires  some  practice  to  get  constant  results.  In  addition  to  the 
precautions  already  mentioned,  it  may  be  useful  to  point  out  a  few  more  sources 
of  danger.  2 

1.  The  air  leaving  the  weighed  potash  bulbs  should  have  the  same  state  of 
humidity  as  the  air  which  enters ;  otherwise,  a  loss  or  gain  of  moisture  might 
ensue.  A  second  weighed  absorption  tube  containing,  say,  concentrated 
sulphuric  acid  can  be  placed  after  the  potash  bulb  to  prove  that  no  moisture 
escaped  absorption  in  the  absorption  tubes  during  an  experiment.  A  temoin 
(witness)  tube  in  the  form  of  a  duplicate  potash  bulb  may  follow  the  one  used 
for  the  absorption.  The  object  of  this  vessel  is  to  make  sure  that  all  the  carbon 
dioxide  passing  through  the  system  is  absorbed  in  the  first  potash  bulbs.  If 
the  gas  from  the  clay  has  a  tendency  to  come  off  in  sudden  rushes,  this  second 
tube  is  a  necessary  adjunct  to  the  train  (fig.  164). 

2.  The  volume  of  the  weighed  tubes  is  often  great  enough  to  render 
necessary  the  corrections  mentioned  on  page  25  for  differences  in  the  buoyancy 
of  air  due  to  variations  of  temperature  and  pressure  during  an  experiment. 

3.  There  is  a  difficulty  in  weighing  the  potash  apparatus  on  account  of  the 
difference  in  the  amounts  of  moisture  and  gases  condensed  on  the  surface  of  the 


^  See  the  cane  sugar  and  china  clay  experiment,  page  546.  Dittrich's  experiments,  page  247. 
B.  Blount  and  A.  J.  Levy,  Jruilyst,  34.  94,  1909 ;  A.  J.  Levy,  ift.,  37.  8y2,  1912 ;  H.  Islam, 
Jaum.  Ind,  Eng,  f'hem.,  3.  677,  1911. 

^  G.  Auchy,  Jmm,  Amer.  Chem,  Soc.,  20.  628,  1898 ;  H.  Heidenhain,  ib.,  18.  1,  1896. 
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glass  before  and  after  a  combustion.  This  is  particularly,  noticeable  in  damp 
atmospheres,  when  the  effect  may  be  great  enough  to  stultify  an  analysis. 
The  glass  is  exposed  to  variations  in  humidity  due  to  the  proximity  of  the 
absorption  apparatus  to  the  sources  of  heat;  latent  heat  generated  by  the 
absorption  of  carbon  dioxide  by  the  potash ;  handling  with  moist  or  greasy 
iingei's ;  etc.  The  apparatus  is  usually  wiped  ^  with  a  clean,  soft  linen  or  silk 
cloth  in  such  a  way  that  the  glass  does  not  come  in  contact  with  the  fingers, 
and  allowed  to  stand  in  the  balance  case  half  an  hour  before  weighing.  If  the 
apparatus  on  re-wiping  has  the  same  weight  as  before,  the  result  is  supposed  to 
be  right.  The  simpler  types  of  potash  apparatus  with  a  small  surface  lend 
themselves  more  readily  to  this  treatment  than  the  Geissler's  and  Liebig's  potash 
bulbs  once  regularly  employed  in  organic  analysis.  These  tubes  are  too  complex 
to  permit  a  thorough  wiping.  Regnault  and  Stas  used  a  tare  in  the  form  of 
an  empty  potash  bulb  of  similar  shape  to  the  one  in  use,  and  placed  on 
the  "  weights  "  side  of  the  balance  during  the  weighings.^  These  remarks  also 
apply  to  the  determination  of  moisture  by  absorption  in  weighed  U-tubes. 

Although  many  different  forms  of  absorption  tube  are  available,  our  choice 
is  thus  limited  by  the  above  considerations.  Hence,  absorption  bulbs  of  the 
type  of  Schiffs,  Arnold's,  Gomberg's,  Landsiedl's,  Carrasco's,  Anderson's,  Delisle's, 
Wetzel's,  Classen's,  Berl's,  Bender  and  Hobein's,  are  preferred  to  the  time-honoured 
bulbs  of  Liebig,  Mitscherlich,  Koninck,  Schloesing,  Geissler,  etc.^  Berl's  (fig. 
165)  and  Landsiedl's  (fig.  166)  bulbs  are  used  in  this  work.*  There  is  a  dis- 
advantage in  not  having  the  liquid  in  the  different  bulbs  in  communication, 
because  when  one  bulb  is  saturated  the  liquid  cannot  diffuse  into  the  others. 
One  bulb  is  thus  thrown  out  of  action.^  For  similar  reasons  to  those  just  con- 
sidered, I  recommend,  later  on,  a  calcium  chloride  tube  with  but  a  small  surface 
exposed  to  the  atmosphere  (fig.  174,  page  561). 

When  the  carbon  dioxide  is  determined  by  passing  the  gas  through  aqueous 
barium  hydroxide,  filtering  off  and  weighing  the  barium  carbonate,  or  by  titrating 
the  residual  barium  hydroxide,^  the  error  is  eliminated.  This  is  also  the  case 
when  the  volume  of  the  gaseous  carbon  dioxide  is  determined.'^ 

^  Note  the  possible  electrification  of  glass  vessels  on  rubbing,  and  its  influence  on  weighing, 
mentioned  on  page  8.  Ibis  error  may  run  as  high  as  0*020  gnn.  (E.  Bornemann,  Chem, 
Ztg.t  32*  1*^2^1  220,  1908).  The  charge  disappears  slowly  by  repeatedly  touching  the  apparatus 
with  the  fingers.     The  electrification  is  more  likely  to  occur  in  dry,  frosty  weather. 

^  For  instance,  the  Geissler's  bulbs  may  be  weighed  on  the  one  pan,  and  an  empty  Liebig's 
apparatus  sus{)ended  on  the  opposite  arm,  so  as  to  leave  the  pans  free  for  the  weights.  The 
magnitude  of  the  error  is  reduced  by  the  use  of  this  counterpoise. 

'  W.  C.  Anderson,  Jbwrw.  Soc.  Chem.  Ind.f  18.  119,  1899;  A.  Delisle,  Dingier' a  Joum,^ 
279.  167,  1891  ;  A.  Dettloff,  Zeit.  anal.  Chem.,  46.  717,  1907  ;  0.  Mann,  i6.,  32.  186,  1892  ; 
S.  Schiif,  ib.,  28.  679,  1889;  A.  Landsiedl,  Oester.  Chem.  Ztg.y  5.  31,  1903;  M.  Gomberg, 
Jowm.  Am4r.  Chem.  Soe.,  18.  941,  1896;  C.  M.  Johnson,  ib.,  28.  862,  1906;  O.  Carrasco, 
Chem.  Ztg.,  31.  842,  1907;  E.  Berl,  ib.,  34.  428,  1910;  G.  Scholer,  ib.,  29.  569,  1905; 
L.  Dufty,  Chem.  News,  87.  289,  1903 ;  A.  E.  Hill,it6.,  98.  38,  1908. 

**  Landsiedl's  (fig.  166)  and  Berrs(fig.  165)  bulbs  are  filled  by  removing  B  {A  is  a  slightly 
greased  joint)  and  introducing  the  absorbent  i>y  means  of  a  pipette,  etc.  Apply  suction  at  C. 
B  is  plugged  with  glass-wool,  and  filled  with  calcium  chloride  as  indicated  page  548.  Total 
weight  aoout  60  grms. 

*  J.  Lowe,  Zeil.  anal.  Chem.,  7.  224,  1868. 

•*  U.  Kreusler,  Zeil.  anal.  Chem.,  5.  216,  1866;  P.  Claesson.  Ber.,  9.  174,  1876;  M. 
Pettcnhofer,  Joum.  Chem.  Soc,  10.  292,  1867;  Journ.  prakt.  Chem.,  82.  32,  1861  ;  85.  179, 
1862 ;  Liebig^s  Ann.  Supply  2.  23,  1863  ;  W.  Spring  and  L  Roland,  Mem.  Acad,  Boy.  Belg  , 
37.  1,  1887  ;  J.  A.  Aupperle,  Journ.  Amer.  Chem.  Soc.,  28.  858, 1906 ;  A.  Gregoire,  J.  Hendrick, 
£.  Carpiaux,  and  E.  Germain,  Ann.  Chim.  Anal  ,  18.  1,  1913. 

'  J.  Wiborg,  Berg.  Butt.  Ztg.,  46.  233,  1887  ;  A.  A.  Blair,  J&um.  Amer.  CJiem,  Soc.,  18. 
228,  1896  ;  G.  Lunge  and  L.  P.  Marchlewski,  Zeit.  angeu:  Chsm.,  4.  229,  412,  1891  ;  E. 
Donath  and  W.  Ehrenhofer.  Oester.  Zeit.  Berg.  Hull.,  45.  285,  1897  ;  W.  Hempel,  Verhand. 
Fer,  Be/ard.  Gewerb.,  640,  1893. 
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§  288.  The  Detection  of  Carbon  Dioxide. 

The  presence  of  carbonates  is  indicated  by  a  sudden  effervescence  when  the 
substance  is  treated  with  dilute  acids — sulphuric,  hydrochloric,  or 
phosphoric  acid.  An  excess  of  acid  should  be  used,  since  some 
bicarbonates  are  soluble  in  water.  The  experiment  is  made  by 
placing  a  little  of  the  substance  in  a  test  tube ;  covering  it  with 
dilute  sulphuric  acid;  and  warming  the  contents  of  the  tube. 
The  carbon  dioxide  which  is  formed  is  heavier  than  air,  and  may 
be  poured  into  a  second  test  tube  containing  a  little  lime  or 
baryta  water.*  If  the  second  test  tube  be  shaken,  a  turbidity 
will  be  produced  if  carbonates  be  present  in  the  sample  under 
investigation. 2  A  drop  of  lime  water  hanging  from  the  end  of 
a  glass  rod  held  just  inside  the  t«st  tube,  which  contains  the  sub- 
stance under  investigation,  will  show  a  film  of  calcium  carbonate 
if  carbonates  be  present. 

The  test   may  also  be   conducted  in   the   following  manner.^ 
Draw  out  the  end  of  a  narrow  test  tube  as  shown  at  -4,  fig.  167, 
and  fit  a  capillary  funnel  or  conical  tube  as  shown  at  B,     Put  the 
Fio.  167.        substance  under  investigation  in  the  tube  A,  and  a  drop  of  baryta 
water  in  B,     Dip  the  test  tube  at  A  in  hydrochloric  acid.*     The 

presence  of  carbonates  is  shown  by  a  white  cloud  forming  in  the  baryta  water 

as  carbon  dioxide  passes  through. 

§  289.  The  Rapid  Determination  of  Carbon  Dioxide  in  Carbonates. 

As  Fresenius  remarks,  there  are  few  methods  of  analysis  equal  in  accuracy 
to  a  process  somewhat  similar  to  that  described  on  page  546 ;  but  it  requires 
care  and  time.  There  are  several  short  cuts,  some  of  which  are  quite  satis- 
factory ;  others,  not  so  accurate,  are  only  justified  when  time  must  be  abbreviated. 
There  is  a  remarkable  variety  ^  of  remarkably  ingenious  and  compact  instruments 


^  The  lime  water  should  be  kept  in  contact  with  calcium  carbonate  so  that  the  solution  is 
saturated  with  calcium  carbonate,  otherwise  minute  amounts  might  escape  detection  owing  to 
the  slight  solubility  of  calcium  carbonate  in  lime  water— C.  L.  Berthollet,  Ann,  Chim.^  3. 
68,  1789 ;  H.  A.  von  Vogel,  Schweigger's  Joum,,  33.  207,  1821  ;  F.  H.  Storer,  Amer.  J. 
Scitrvce  (2),  25.  42,  1868. 

'  Owing  to  the  fact  that  air  contains  carbon  dioxide,  baryta  water  will  nearly  always  give 
a  turbiditv  with  a  blank  test.  Hence,  the  turbidity  produced  by  the  carbonate  should  be  more 
intense  than  the  turbidity  produced  by  the  blank  test.  The  two  should  show  a  marked 
difference. 

'  O.  Rossler,  Ber.^  ao.  2629,  1887.  In  special  cases,  the  test  roust  be  conducted  in  air 
free  from  carbon  dioxide — see  F.  P.  Treadwell,  Aiialytical  Chemistry,  New  York,  i.  307,  1908. 
Consult  any  work  on  qualitative  analysis  for  confirmation  tests. 

^  Dilute  sulphuric  acid  does  not  always  produce  effervescence  with  inagnesite,  siderite,  and 
dolomite.  The  "best  acid **  to  use  depends  upon  the  nature  of  tlie  carbonate.  Sulphuric  acid 
is  suitable  for  alkaline  carbonates ;  hydrochloric  acid  for  magnesium  and  calcium  carbonates  ; 
and  nitric  acid  for  lead  carbonates— white  lead.  With  nitric  and  hydrochloric  acids  there  is 
always  a  danger  of  losing  a  little  acid,  since  some  acid  may  be  carried  out  of  the  system  with 
the  carbon  dioxide,  especially  if  the  latter  comes  off  rapidly.  A.  Mayer  {Lands,  Vcr.  Stat.,  51. 
389)  says  that  if  ferrous  carbonate  be  present,  dilute  acetic  acid  is  bedt  (1  acid,  2  water),  because 
ferrous  carbonate  is  not  then  attack ea,  while  magnesium  and  calcium  carbonates  are  attacked, 
H.  Borntrager  {Zeit.  aiial.  Ch^nn.,  29.  l^X,  1890)  prefers  nitric  to  hydrochloric  acid  for  small 
quantities,  because  hydrogen  chloride  and  chlorine  gases  are  not  absorbed  by  the  drying  agent — 
sulphuric  acid — whereas  nitric  and  nitrous  gases  are. 

°  See  the  dealers'  catalogues  for  a  few  of  the  multitudinous  forms  whicli  have  been  invented. 
For  a  process  based  on  the  fusion  of  sample  with  sodium  paratungstate,  see  F.  A.  Goooh  and 
3.  B.  Euzirian,  Amer,  J.    Science  (4),  31.  497,  1911.     The  loss  in  weight  of  the  mixture 
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in  which  the  acid,  the  carbonate,  and  the  desiccating  agent  are  placed  in 
separate  compartments  of  one  instrument.  All  are  weighed  together.  The 
acid  is  then  brought  in  contact  with  the  carbonate,  and  when  the  action  is 
over,  the  loss  in  weight  represents  the  carbon  dioxide  which  has  left  the  system. 
It  is  not  easy  to  get  a  degree  of  accuracy  less  than  about  half  per  cent,  with 
these  instruments,  except  by  taking  precautions  which  involve  the  expenditure  of 
nearly  as  much  time  as  the  gravimetric  process  next  described.  If  an  accuracy 
of  about  one  per  cent,  be  desired,^  we  can  select  an 
instrument  from  the  dealers*  catalogues.  We  natur- 
ally reject  those  which  are  cumbrous,  fragile,  difficult 
to  clean,  and  expensive.  Rohrbeok's  and  Schrotter's 
are  favourite  forms.  ^ 

Fig.  168  represents  an  apparatus  which  resembles 
an  ordinary  weighing  bottle  in  external  appearance.^ 
It  is  easy  to  clean  and  fill.  Place  about  a  gram^  of 
the  carbonate  under  investigation  in  B,  and  some 
concentrated  sulphuric  acid  \h  the  outer  vessel  A,  The 
pipette  F  is  filled  with  the  required  acid  (about  5  c.c.) 
either  by  suction  or  by  resting  the  tip  -5  on  a  rubber 
stopper  and  introducing  the  acid  by  means  of  a  pipette 
at  EJ*  The  air  in  the  capillary  prevents  acid  running 
through,  and  the  stopper  E  is  inserted  before  F  is 
lifted  from  the  rubber.  Everything  is  then  fitted  as 
indicated  in  the  diagram.  Wipe  the  outer  tube,  and 
when  the  vessel  has  stood  in  the  balance  case  a  short 
time,  it  is  weighed.  The  caps  D  and  E  are  then  removed,  acid  runs  on  to  the 
carbonate,  the  gas  bubbles  through  the  concentrated  sulphuric  acid  and  escapes 
via  D.  When  all  action  is  over,  a  slow  current  of  air  may  be  aspirated  through 
the  system,  by  applying  suction  at  2>,  and  connecting  E  with  a  soda  lime  and 
calcium  chloride  tube.  Replace  the  caps,  and  weigh  as  before.  The  loss  in 
weight  represents  the  carbon  dioxide  which  has  left  the  system.  The  results 
are  improved  a  little  if  the  weighing  bottle  be  placed  in  a  little  warm  water 
while  the  air  is  being  aspirated  through  the  system. 

The  folio  wing- numbers  represent  the  results  which  might  be  expected : 


Fig  .  1 68. — COg  apparatus. 


Used  (CaCOj) 
Found  (CaCOs) 
Error 


0-2163         0-2011         0-2004         0*2006 

0-2149         0-2010         0-1999        0-2003 

-0-0004     -0-0001      -0-0005      -00003 


0-2020        0-2018    grm. 

0-2017  '     0-2017    grm. 

-0  0003     -0  0001    grm. 


§  290.  The  Gravimetric  Determination  of  Carbon  Dioxide. 

With  clays  containing  carbonates  it  is  advisable  to  determine  the  carbon 
dioxide   independently   of   the  carbon^  and   subtract   the   carbon   dioxide  from 


before  and  after  fusion  represents  the  carbon  dioxide  expelled.  Processes  like  this  have  a 
limited  application.     See  page  520. 

'  The  results  are  better  with  substances  rich  in  carbonates. 

2  A.  R.  von  Schnitter's  {Ber.  Wien.  Acad.,  63.  471,  1871),  J.  Da  vies'  {Brit.  Pat.  No. 
688209,  1908),  J.  L.  Kreider's  (Amer.  J.  Science  (4),  19.  188,  1905;  Zeit.  anorg.  Chem.,  44. 
164,  1905  ;  Chem.  News,  93.  62,  1906),  C.  H.  Cribb's  {Analyst,  21.  6*2,  1896),  etc.,  are  useful 
forms.     The  apparatus— fig.  168 — was  made  for  me  by  Gallenkamps. 

'  The  apparatus,  slightly  modified,  can  be  easily  made  from  regular  laboratory  apparatus — 
old  pipettes,  a  weighing  bottle,  etc. 

*  The  amount  is  determined  by  the  percentage  ofcarbonates  in  the  given  sample.  We  generally 
have  a  rough  idea.     Two  or  three  crams  may  be  used  when  the  substance  is  poor  in  carbonates. 

^  The  acid  should  run  out  slowly  in  small  quantities  at  a  time.  This  is  best  arranged  by 
makiAjg  the  capillary  tubes  C  and  B  narrow. 
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the  decompoaition  of  the  carbonate  from  the  carbon  dioxide  derived  from  the 
combustion  of  the  carbonaceous  matters.  The  carbon  dioxide  can  be  accurately 
determined  in  an  apparatus  (fig.  164)  modified  as  indicated  in  fig.  169.'  The 
quartz  capillary  is  to  be  replaced  by  a  double  U-tube  E,  one  half  filled  with 
pumice  saturated  with  anhydrous  copper  sulphate,^  and  the  other  half  with 
calcium  chloride.  The  White's  tube  D  contains  sulphuric  acid.  The  other 
tubes,  etc.,  are  filled  as  indicated  on  pages  348  and  349  in  the  wet  combustion 
process  for  carbon. 

The   amount  of   clay  to   be   taken   for  an    eiperiment  depends  upon   the 


Flo.  IfiS. — Detemii nation  of  carbon  dioxide  in  carboDfttra. 

amount  of  carbonates  present.  From  5  to  50  grma.  of  the  dried  clay  are 
transferred  to  the  flask,  and  this  is  made  into  slip  with  boiled  distilled  water 
free  from  carbon  dioxide.  Hydrochloric  or  sulphuric  acid  is  added  slowly  by 
opening  the  plug  cock.  When  etfervescence  ^  has  ceased  and  enough  acid 
has  been  added  to  decompose  all  the  carbonates,  the  flask  is  gently  heated 
for  about  13  minutes  while  a  current  of  air  is  slowly  aspirated  through  the 
syBtem. 


'  R.  Fresenius,  Qaantitalive.  Ulunniacl  Anatyiit,  London,  2.  810,  1879 ;  Zeit.  anal.  Vhen.,  14. 
174,  1876;  A.  (.'loasen,  ih.,  15.  28S,  1876;  H.  Kolbe,  Litbig't  Ann.,  119.  180,  1861;  J. 
Heeeert,  it,,  178.  13fl,  1875;  J.  VoIh«rd,  t*.,  176.  142,  187S  ;  H.  Rose,  Pogg.  Ana.,  II6. 
131,  1882;  J.  I'ersoi,  CoiHi-t.  /fewrf.,  53.  -JSB,  1881;  L.  T.  Bowger,  Jumto.  Ind.  tng.  Chem.,  4. 
208,  1912;  H.  W.  BriiWker,  li.,  4.  5H9,  1812;  K.  W.  Gsitlier,  j6.,  4.  611,  1B12. 

2  F.  Stolbii,  DingUr's  JoiiTii.  164.  ViS,  1862  ;  i^il.  anal.  Chem.,  10.  78,  1871  ;  R.  Fretenins 
ib.,  14.  174,  1870.  Tbe  puniicv  is  |)rF])iiL'ed  by  sifting  about  60  grnis.  of  fragiaente  of  pumioe, 
about  the  size  of  [leos,  frer  from  <lii9t.  The  fragments  are  placed  in  an  evaporating  basin  with 
a  concentr.ited  sulution  of  cu]>]«r  Hulphato  (30--8f>  grms.).  Evajiorate  the  solution  .to  dry- 
ness with  constant  Btirriiig.  Heat  4  or  S  lioun  in  an  air  bath  at  l.^O-ieO",  not  more,  or 
auliihur  dioxide  will  be  fornml.  Tlie  [lutiiice  so  prepared  will  remove  hydrogvn  salphide  and 
hydnwen  chloride  (turn  the  gasea. 

'  It  the  substance  fiutlis  and  foams,  it  may  be  necessary  to  use  a  conipaiatively  large  flask. 
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In  illustration  of  the  weighings,  the  following  numbers  may  be  cited :  2  grms. 
of  clay  were  treated  with  dilute  hydrochloric  acid,  and  : 

Weight  ofpotaah  bulbs  (after) '    .     78*1863  gnns. 

Potash  bulbs  (before) 78*1326  grms. 

Carbon  dioxide 0*0537  grm. 

0*0537  grm.  of  carbon  dioxide  per  2  grms.  of  clay  represents  2*68  per  cent 
of  carbon  dioxide,  or  6*09  per  cent,  of  calcium  carbonate,  since  weight  of  carbon 
dioxide  multiplied  by  2*27432  represents  the  corresponding  amount  of  calcium 
carbonate,  CaCOj ;  and  if  the  weight  of  carbon  dioxide  be  multiplied  by  1  '2748 
the  corresponding  amount  of  calcium  oxide,  CaO.  Of  course,  the  carbon  dioxide 
may  be  wholly  or  in  part  combined  as  magnesium  carbonate ;  as  dolomite ;  as 
ferrous  carbonate  (siderite) ;  or  a  basic  iron  carbonate.  If  w  denotes  the  weight 
of  carbon  dioxide,  we  have 

2'2748i^=Per  cent,  calcium  carbonate,  CaCO, 
1 '91 6  4  IT = Per  cent,  magnesium  carbonate,  MgCOs 
2  0956w  =  Per  cent,  dolomite,  MkCOj.  CaCOj 
2"6330?r= Per  cent,  ferrous  carbonate,  FeCOa 

Success  in  this  determination  largely  depends  upon  the  speed  at  which  the 
carbon  dioxide  is  liberated.  If  the  gas  comes  off  too  rapidly,  some  carbon 
dioxide  may  pass  through  the  system  without  giving  up  its  moisture  to  the 
desiccating  agent. 

Concentrated  hydrochloric  or  nitric  acid,  or  dilute  sulphuric  acid,  may  be 
used  as  indicated  on  page  552  Morgan  ^  recommends  orthophosphoric  acid 
(sp.  gr.  1*75)  for  decomposing  the  carbonates,  and  then  the  addition  of  a 
moderate  excess  of  chromic  acid  (3-4  grms.),  whereby  the  carbon  is  oxidised. 
Thus  carbon  dioxide  and  carbon  may  be  determined  separately  on  the  same 
sample.     I  have  had  no  experience  with  this  phosphoric  acid  process. 


§  291.  The  Volumetric  Determination  of  Carbon  Dioxide  in 
Carbonates— Scheibler  and  Dietrich's  Process. 

The  volume  of  the  carbon  dioxide  obtained  by  the  action  of  acids  on  car- 
bonates can  be  measured  quite  accurately.  A  large  number  of  instruments 
have  been  devised  and  modified  for  this  purpose.^  Scheibler's  instrument  is  one 
of  the  oldest,  and,  with  some  modifications,  one  of  the  best.  Scheibler  and 
Dietrich's  instrument,  illustrated  in  fig.  170,  is  fairly  common. 

The  Apparatus, — In  this  apparatus,  a  measuring  tube  A  is  connected  with 
a  levelling  tube  B  by  means  of  a  piece  of  thick-walled  rubber  tubing.  A  is 
graduated  from  0  to   200   c.c. ;   B  slides  on   the  upright  of   the  stand.     The 


^  G.  T.  Morgan,  Jmim.  Chem,  Soc,  85.  1001,  1904. 

*  C',  Scheibler,  AnUUung  zum  Ochrauch  des  Apparates  zur  Bestimmung  des  Kohlensaureti 
Kalkerde  in  der  Knockenkohle,  Berlin,  1862;  Chem,  News^  22.  75,  1870;  R.  Warington,  ih., 
31.  258,  1876;  E.  Nicholson,  i&.,  29.  24.'5,  1876;  H.  Fresenius,  ZeU,  anal.  Chem.^  19.  206, 
1880;  E.  Dietrich,  ib,,  3.  162,  1884;  4.  141,  1865;  5.  49,  1866;  D.  Sidersky,  tb.,  25. 
98,  1886;  26.  336,  1887;  E.  Jager  and  G.  Kriiss.  ib,,  27.  721,  1888;  R.  Baur,  ift.,  23. 
871,  1884  ;  A.  Classen,  ih,,  15.  288,  1875;  F.  Schulze,  ih.,  2.  289,  1863;  A.  Gawalovaki, 
id.,"  18.  244,  560,  1879;  G.  Burkhardt,  Nene  ZeU,  Riib,  Ind.,  16.  116,  1886;  D.  Sidersky, 
ZeU.  Fer.  RUb.  Ind.,  20.  919,  1885 ;  W.  Borchers,  Joum.  prdkt  Chem.  (2),  17.  853  ; 
G.  Lunge,  Chem.  Ind.,  8.  166,  1886;  F.  Fuchs,  Chem.  Ztg.,  13.  873,  1889;  R.  Finkener, 
ZeU.  angew.  Chem.,^.  273,  1890;  W.  Thorner,  ib.,2.  C41,  1889;  E.  Cramer,  Tonind.  Ztg.. 
x8.  677,  1894. 
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upper  end  of  A  m  connected  with  a  three- 
nay  cock  d  which  connects  A  either  with 
the  air,  or  with  a  third  tube  C  to  cool  the 
gases  which  come  from  F,  and  flask  f.  A  is 
^lled  with  a  1  per  cent,  solution  of  boric 
acid.  If  all  the  connections  are  good,  when 
the  liquid  in  A  is  at  zero,  it  will  remain  at 
zero  it  the  levelling  tube  be  depressed  for 
some  time,  and  then  raised  again. 

Adjuttnunt  of  the  Apparalun.  —  When 
the  instrument  is  connected  up  as  in  the 
diagram,  read  the  barometer  and  thermo- 
meter. A  table  is  supplied  with  the  instru- 
ment. This  indicates  half  the  amount  of 
substance  to  be  weighed  out  for  all  variations 
of  temperature  and  pressure  between  10* 
and  25  ,  and  720  mm.  and  770  mm.  The 
right  amount  of  the  powdered  substance '  is 
weighed  into  the  flask  F,  and  a  small  tube 
cont«iining  6  c.c.  of  hydrochloric  acid  (sp.  gr. 
1-124)  is  placed  in  the  same  flask.  The 
acid  tube  is  reared  against  the  side  of  the 
flask,  so  that  the  acid  does  not  come  in 
contact  with  the  powder.  The  flask  is  closed 
by  means  of  a  rubber  stopper.  The  liquid  in 
A  ie  set  so  that  the  lower  level  of  the  menis- 
cus is  at  the  zero  of  the  scale  when  the  liquid 
in  the  levelling  tube  is  at  the  same  level. 

Evolution  of  Gat. — The  generating  flask 
is  now  tilted  so  that  the  acid  comes  in  con- 
tact with  the  carboiiate.  When  all  action 
has  ceased,  and  the  apparatus  has  cooled 
two  or  three  minutes,  the  level  of  the  liquid 
in  A  and  B  is  adjusted,  and  the  lower  level 
of  the  meniscus  in  A  is  read.*  Add  to  this 
a  correction  for  the  volume  of  the  carbon 
dioiide  dissolved  by  the  liquid  in  the  gener- 
ating fiask  Py  Half  the  sum  represents  the 
percentage  amoimt  of  carbon  dioxide  in  the 
given  sample- 

g  292.  The  Volumetric  Determination  of  Carbon  Dioxide  in 
Carbonates— Lung^e  and  Marchlewski's  Process. 

The  apparatus  just  mentioned  gives  good  results,  but  it  has  some  weak 
points.     Lunge  and  Marchlewski  *    have  introduced  several  improvements,  but 

'  As  indicated  in  the  table,  multiplied  by  2.  Tl 
different  with  different  temperature*  and  pressuree  it 
corresponding  with  the  volume  measured  in  A. 

'  If  after  the  first  action,  and  the  volume  of  thegaa  has  been  read,  gas  is  still  slowly  evolved 
from  the  generating  llasb,  magnesium  carbonate  is  present. 

^  InO.  PetWrBon'sniethi>d(£fr.,a3. 140*2, 1890}  the  carbon  dioxide  is  driven  from  the  gener- 
ating fiask  by  the  simultaneous  action  at  the  acid  on  iron  or  aluminium  wire.  Carbon  dioiide 
and  hydrogen  collect  in  tbo  meaauring  flask.    The  former  ia  determined  in  an  Orsat's  apparatus. 

•  O.  Lunge  and  L.   Marchlewski.  ZeU.  angeic.   Chem.,  4.  229,  412,  1891  ;   6.  3SIS,   1898; 
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their  apparatus,  shown  in  fig.  171,  is  somewhat  expensive  (£3,  5a.)  Still,  it  is 
ooe  of  the  best  instrumente  for  the  purpose  on  the  market. 

The  Apparatus. — In  the  dit^ram  (fig.  171)  J  is  a  flask  (about  30  or  40  c.c. 
ca.pacity)  closed  by  a  soft  rubber 
stopper.  The  stopper  is  fitted  with 
a  dropping  funnel  a  and  a  capillary 
tube  bent  at  right  angles,  as  shown  . 
in  the  diagram.  B  is  the  gas 
measuring  tube,  B  is  the  levelling 
Lube,  and  Cia  a  compensating  tube 
whose  function  is  described  below. 
These  tubes  are  oonnecteO  by  means 
of  thick-walled  rubber  tubing,  and 
mounted  aa  shown  in  the  diagram. 
£  is  an  Orsat's  absorption  tube  con- 
taining soda  solution  or  potash.' 
The  soda  lime  tube  F  protects  the 
contents  ot  the  Great's  bulb  from 
atmospheric  carbon  dioxide.  G 
and  H  are  tliree-waj  stopcocks. 
The  apparatus  is  used  in  the 
following  manner : — 

Adjuttment  of  tkt  Apparaliii. 
—The  decomposition  flask  A  is 
cleaned  perfectly  free  from  acid, 
and  an  amount  of  substance  which 
will  give  not  more  than  50  c.c.  of 
carbon  dioiiide  is  weighed  into  the 
flask  Eilong  with  O'S  grm.  of  thin 
aluminium  wire.'  Raise  the  mer- 
cury in  B  until  it  reaches  the 
stopcock  6-'.'  Connect  A  and  B, 
but  not  E  and  B.  Depress  the 
mercury  in  B  by  lowering  D  as  far 
as  possiWe.  Turn  the  stopcock  G 
so  that  when  the  levelling  tube  is 
raised  the  air  in  B  will  be  driven 
out  of  the  system.  When  the 
mercury  reaches  ff,  connect  A  with 
B,  and  repeat  the  operation  three 

or  four  times    so   as    to    partially         *'iO'  171.— Lunge  and  Mftrohlewaki'aa]ipanituB, 
evacuate  the  vessel  A, 

Evolution  of  the  Oas. — With  the  mercury  in  the  levelling  tube  C  lower  than 
in  B,  and  C  and  B  in  communication,  add  about  10  c.c.  of  hydrochloric  acid 
(3  vols,  water,  I  vol.  acid)  via  the  funnel  a.  Close  the  stopcock  of  the  funnel  Just 
before  the  last  drop  of  acid  runs  into  the  flask.     Carbon  dioxide  is  evolved  at 

W.  Thbrner,  ib.,  3.  044,  ISSS  ;  K.  Lorenz,  ib.,  6.  39e,  411,  1893  ;  M.  A.  von  Keia,  Ulahl  Eian, 
8.  2S7,  1837  ;  0.  Vogel,  ib.,  11.  4SS,  1890  ;  C.  Reinhardt,  ib.,  12.  648,  1040,  1891  ;  O  Lunge, 
Ckem.  Ztg.,  12.  821. 

'  Sodium  Hydroxide  Solution. — 104  grms.  of  ordinary  caustic  soda  diaaolved  in  130  cc 
of  water  will  make  about  200  c.c.  of  a  solution  aiiproiimaCely  13N.     See  page  6i$. 

'  Weigh,  Bay,  10  metres  of  the  thin  wire,  and  calculate  the  length  required  to  furniah 
O'S  grm.     Len^hs  cut  tbis  size  can  be  ke^t  in  a  bottle  ready  for  use. 

'  This  reqairea  care,  or  mercury  will  b«  driven  where  it  ia  not  wanted, 
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once.  The  mercury  in  B  is  depressed.  Lower  the  levelling  tube  C,  so  that,  all 
the  time,  the  mercury  in  B  is  lower  than  in  C,  The  flask  A  is  gently  warmed 
with  a  spirit  lamp  for  about  2  minutes.  Add  more  acid,  and  repeat  the  operation.^ 
In  this  manner  nearly  all  the  carbon  dioxide  is  driven  from  the  liquid  in  A  by 
the  escaping  hydrogen.  When  all  has  dissolved,  add  dilute  acid  through  the 
funnel  to  the  flask  until  the  flask  A,  as  well  as  the  connecting  tube,  are  filled 
almost  as  far  as  the  stopcock  G,  Let  all  stand  for  about  10  minutes  so  as  to 
acquire  the  temperature  of  the  room.  Meanwhile  the  flask  A  and  its  connecting 
tube  can  be  removed  and  cleaned. 

Measuring  the  Volume  of  the  Gas, — Adjust  the  levels  of  the  mercury  in  C  and 
D  until  the  mercury  in  C  is  at  the  100-c.c.  mark,  and  at  the  same  level  in  J9. 
Now  read  the  volume  of  the  gas  confined  in  B  from  the  top  of  the  mercury 
meniscus.  Suppose  it  be  147 '5  c.c.  The  level  of  the  liquid  in  the  Orsat^s  tube 
E  is  adjusted  by  means  of  the  three-way  cock  H^  and  by  blowing  through  the 
tube  F  until  the  soda  solution  stands  at  the  mark  just  below  the  stopcock.  Close 
the  stopcock  H,  Let  the  mercury  in  the  levelling  tube  stand  at  a  higher  level 
than'  in  B,  Connect  the  Orsat's  bulb  E  with  B,  Raise  D  gradually  until  the 
mercury  in  B  is  tlear  the  stopcock  G.  Then  depress  D  until  the  soda  solution 
stands  at  its  former  level.  Repeat  this  operation  three  times.  The  soda 
solution  absorbs  the  carbon  dioxide.  The  motions  require  care,  because  it  is 
easy  to  get  the  soda  solution  into  the  measuring  tube  By  and  mercury  into  the 
Orsat's  tube  E,  A  little  practice  and  attention  will  soon  give  control  of  the 
movements  of  the  fluids.  When  the  level  of  the  soda  solution  is  at  its  mark 
below  the  stopcock  U^  close  the  cocks  //  and  G^  and  adjust  C  and  D  as  before. 
Read  the  level  of  the  mercury  in  B  from  the  top  of  the  meniscus.  Suppose  that 
108*4  c.c.  are  indicated.  The  difference  in  the  two  readings  represents  the 
volume  of  carbon  dioxide  at  0"  and  760  mm.  pressure  given  -off  by  the  de- 
composition of  the  carbonate.     We  have : 


Meroary  level  before 
Mercury  level  after 


147*6  C.C. 
108-4  C.C. 


Carbon  dioxide  absorbed    . 


39 '1  C.C. 


But  one  cubic  centimetre  of  carbon  dioxide  at  0'  and  760  mm.  corresponds  with 
0'001976  grm.  of  carbon  dioxide,  or  0*004497  grm.  of  calcium  carbonate.  Hence, 
39*1  c.c.  of  carbon  dioxide  must  correspond  with  0  004497  x  39*1  grms.  of  CaCOg. 
If  0*1799  grm.  of  whiting  were  used  in  the  decomposition  flask  -4,  it  follows  that 
the  whiting  contained : 

0-4497  X  391     ^^  ^^ 

0^799"      "  ^*®'*  ''^"^*  ="• 

Amount  of  Carbonate  required  for  an  Experiment. — It  will  be  observed  that  we 
selected  a  weight  0-1799,  which  is  2^  times  less  than  0*4497.  Hence,  a  con- 
siderable saving  of  time  is  effected  by  taking,  as  recommended  by  Lunge  and 
Marchlewski : 


Grams  of  substance 
taken. 

Nature  of  the  carbonate  rock. 

1  C.C.  of  CO2  represents 
CaCO,. 

0  1799 
0-2248 
0*4497 
2-248 

Veiy  rich  in  carbonates 
Marls  rich  in  carbonates 
Marls  poor  in  carbonates 
Minerals  poor  in  carbonates 

2  -6  per  cent 
2-0  percent. 
1  -0  per  cent. 
0-2  percent. 

This  can  be  done  without  admitting  air. 
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If  carbon  dioxide,  not  calcium  carbonate,  be  wanted,  the  factor  0*4497  must 
be  changed  to  0*1976,  and  a  corresponding  change  made  in  the  amount  of 
materials  taken  for  the  analysis  in  order  that  the  number  of  cubic  centimetres 
absorbed  may  be  a  simple  multiple  or  submultiple  of  the  per  cent,  of  carbon 
dioxide  in  the  substance. 

The  Compensation  Tube.  — This  is  an  ingenious  device  to  render  the  reduction 
of  the  gas  to  the  standard  temperature  and  pressure  unnecessary.  The 
compensation  tube  C  contains  a  known  vohnne  of  air  at  such  a  pressure  that  it 
has  the  same  volume  as  it  would  have  at  0*  and  760  mm.  pressure.  If  the  same 
temperature  and  pressure  be  applied  1x)  another  gas,  it  also  will  take  up  the  same 
volume  it  would  occupy  at  0**  and  760  mm.  If  moist  gases  be  in  question,  a  drop 
of  water  is  introduced  into  the  compensation  tube.  From  the  well-known  gas 
laws,  it  follows : 

Volume  at  f  and  p  =  Volume  atO*  and  760  mm.  X     q^q/         .f\    ' 

where  /  represents  the  vapour  tension  of  water  at  the  temperature  t,  taken  from 
Table  LXXXV.  To  adjust  the  compensation  tube,  read  the  t^emperature  and 
barometer  p.  Find  the  corresponding  value  of  /  from  table.  Calculate 
the  volume  which  100  c.c.  of  gas  at  0*  and  760  mm.  would  occupy  at  f 
and  p  mm.  pressure.  Adjust  the  levelling  tube  by  means  of  the  Gockers 
stopcock  ^  G  until  the  level  of  the  mercury  in  the  compensation  tube  is  at 
the  required  gradation.  Close  the  Gockel's  stopcock.  The  tube  is  then 
ready  for  use. 

§  293.  The  Dry  Combustion  Process  for  the  Determination  of 

Carbon — Shimer's  Process. 

One  of  the  best  methods  for  the  determination  of  carbon  is  to  heat  the 
dry  clay  in  a  platinum  boat  in  a  combustion  tube,  in  a  current  of  oxygen,  as 
is  regularly  done  in  the  ultimate  analysis  of  organic  compounds.  The  substance 
may  be  mixed  with  copper  oxide.^  The  carbon  dioxide  which  is  formed,  along 
with  the  steam,  are  determined  by  absorption  in  suitable  vessels.  For  example, 
the  water  is  absorbed  in  a  weighed  calcium  chloride  tube ;  and  the  carbon  dioxide 
in  a  weighed  potash  bulb.  The  increase  in  weight  of  the  potash  bulb  represents 
the  amount  of  carbon  dioxide  derived  (1)  from  the  carbonates  in  the  clay  ;  and 
(2)  from  the  combustion  of  the  carbonaceous  matters.  The  former  is  determined 
by  another  operation,  and  the  difference  represents  that  produced  by  the  combus- 
tion of  the  carbon.^  Chlorine  compounds  disturb  the  action.  When  chlorine  is 
present,  the  clay  may  be   mixed   with   lead   chromate    (free   from  carbonates, 


1  H.  Gockel,  ZeU.  angew.  Chem.,  13.  961,  1238,  1900. 

'  G.  Gustavson,  Joum.  Phys,  Chem,  Ges,^  St  Petersburg,  i.  416,  1887.  J.  Persoz  {ZeU. 
anal,  CJiem,,  i.  83,  1862  ;  Compt.  Jiend.,  53.  239,  1861)  melted  the  substance  with  potassium 
bichromate  and  collected  the  carbon  dioxide  in  a  weighed  potash  bulb — J.  Hessert.  Liebig*8 
Ann,,  176.  136,  1875;  J.  A'olhard,  ib.,  176.  136,  1875;  R.  Fresenius,  Zeit.  anal.  Chem.,  14. 
174,  1875.  S.  S.  Sadtler  {Joum.  Franklin  Inst.,  144.  201,  1907)  mixed  powdered  graphite 
with  an  accurately  weighed  quantity  of  ignited  magnesium  oxide  to  prevent  the  fusion  or 
agglomeration  of  the  ash  while  the  graphite  was  being  ignited  in  a  slow  current  of  oxygen  in 
a  crucible.  F.  Browne  {Chem.  News,  98.  51,  1908  ;  100.  12,  1909)  estimates  carbon  in  (graphite 
by  ignition  of  a  weisjhed  sample  with  ferric  oxide.  The  latter  is  at  first  reduced,  but  is 
afterwards  oxidised,  so  that  it  remains  at  the  end  of  the  combustion  the  same  as  at  the 
commencement.    Hence  the  loss  in  weight  represents  the  carbon. 

'  Or  the  carbonates  can  be  removed  by  digestion  in  dilute  hydrochloric  acid,  washing,  and 
drying  before  oombustion. 
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acetates,  and  nitrateB)  before  it  is  heated  in  the  current  of  oxygen.*  The  lead 
cbromate  abaorbs  tlie  chlorine,  and  some  carbon  dioxide.  The  amouut  of  the 
latt«r  is  determined  hj  the  method  of  page^  552  or  553.  The  remainder  of  the 
carbon  dioxide  will  be  represented  by  the  increase  in  weight  of  the  potash 
apparatus. 

Goouh  ^  has  devised  a  very  ingenious  plan  whereby  the  silicate  can  be  heated 
in  a  special  "combustion"  crucible  with   or   without  a  flux'  in  a  current  of 
oxygen,  and  the  total  water,  carbon,  or  carbon  dioxide  determined  in  suitable 
absorption  tubes.     The  Uooch's  crucible  coats  about  £20  or  £25.     This  is  pro- 
hibitive for  general  use,  although  it  might  be  worth  the  outlay  when  a  large 
number  of  determinations  of  "  high-temperature  moisture  "  are  needed.     Several 
other  less  expenaive  forms  of  "combustion  crucible"  have  been  devised.     P.  W. 
Ijhimer,''  for  instance,  fita  a  water- jacketed  stopper  by  means  of  a  rubber  gasket 
into  the  mouth  of  a  platinum  crucible.     All  is  kept  cool  during  the  combustion 
by  moans  of  a  current  of  water.     Tliia  apparatus 
costs  about  £8.      Salient,  Aupperle,  and  Eimer 
have  modi6ed  the  original  Shimer's  crucible. 

Shimer's  Comimition  Ctiieible. — The  mouth  of 
Shimer's  crucible,  shown  (somewhat  exaggerated) 
in  section  in  fig.  172,  is  closed  by  a  small  hollow 
copper  cylinder  fitted  with  tubes  as  shown  in 
the  diagram.  The  stopper  is  fitted  to  the  mouth 
of  the  crucible  by  means  of  the  rubber  gasket 
which  comes  between  the  crucible  and  the  copper 
cylinder.  The  crucible  is  also  fitted  with  a  hollow 
ring.  All  is  arranged  so  that  water  can  be  circu- 
lated through  the  copper  head  and  the  hollow  ring. 
In  this  way,  the  rubber  is  kept  cool  as  well  as  the 
inlet  and  outlet  tubes.  Air  or  oxygen  enters  the 
crucible  via  A,  and  leaves  via  B. 

Adjutling  the  Apparatas. — The  crucible  ia  fitted 
for  a  carbon  determination  somewhat  as  illustrated 
in  fig.  173.  On  the  extreme  left  is  an  arrangement 
A  for  supplying  a  current  of  air  or  oxygen  under  a  alight  pressure.  The  air 
or  oxygen  is  purified  from  moisture  and  carbon  dioxide  by  passage  through  a 
tower  of  soda  lime  B,  and  calcium  chloride  C.  The  latter  is  connected  with 
the  inlet  tube  of  the  tihimer'n  crucible,  made  either  of  platinum  or  nickel.  The 
outlet  tute  of  the  crucible  is  connected  with  a  hard  glass  tube  filled  with 
copper  oxide,  and  kept  hot  by  means  of  a  suitable  gas  burner.  The  object 
of  this  tube  ia  to  oxidise  hydrocarbon  gases  which  have  escaped  oxidation  in  the 
crucible.  The  stream  of  gases  then  passes  through  a  weighed  calcium  chloride 
tube  F,  whereby  moisture  ia  removed,  and  then  through  a  weighed  potash 
bulb  to  absorb  carbon  dioxide.  The  regular  calcium  chloride  tube  packed 
with   the   granulated   chloride    may  be   employed,    when    water  is  to   be   also 

'  H.  Kitthaueen,  Zeil.  anal.  CTutn.,  32.  107,  18S3  ;  K.  N.  I^abavin,  Zum.  rtask.  Fig. 
Chim..  18.  480,  1887. 

s  F.  A,  Gooch,  Am^.  Chtm.  Jovtiu,  2.  217,  1880;  Ckem.  Neics,  43,  328,  1880; 
W.  F,  Hillebrand,  Bull.  U.S.  Gcol.  Sur..  ^as.  78, 1910. 

'  Sodium  csrbonsle  frefd  from  moisture  and  bii»irboa*t«s  bv  heating  for  some  hours  neir 
its  melting  point.  This  is  kept  in  a  deaiwator.  Sodium  carbonste  is  used  when  Wdter  is 
to  be  determined  ;  lead  ohrom»t«  if  the  carbon  is  alao  to  be  deterrniDed.      See  page  620. 

*  P.  W.  Shimer,  Joiira.  Amer.  Cium.  Hoc.,  21.  657, 18BB  ;  23,  227,  1901  ;  25.  997,  1903  ; 
J.  V.  R.  Stehmsn.  ib.,  25.  257,  1B03  ;  J.  A.  Aupperle,  ib.,  28.  868,  1909;  a  Offerfaaus, 
SUetrochem.  Met,  Ind.,  4.  G9,  1906;  F.  O.  Kirchlioe,  Joum.  Ind.  Eyig.  Chan..,  4.  633,  1912  ; 
and  the  catalogues  of  E.  E.  Sargent  &  Co.,  Chicago,  and  of  Eimer  Ji  Amend,  New  York  City. 
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determined,    or  some  other   form,    say,  Sehiitze's  or  Bender's.'     The   latter  is 


Fiu.  173. — Csrbou  detenninstioo  by  meuis  of  the  combiution  crucible. 

illustrated    in    some    of    the    diagrams    in    this    work — e.g.,    fig.    173, 

fig.   174.       It  is  sold  packed  ready  for  use,  and  fulfils  the 

requirements  mentioned  on  page  551  admirably.     Finally  the 

gaaes  pass  through  a  guard  tube  /^containing  calcium  chloride 

to  protect   the   tube  G  from  atmoapheric    moisture.      The 

charging  of  the  different  tubes  hue  been  described  page  548. 

When  all  is  arranged  as  indicated  in  the  diagram,  the  joints 

must  be  t«Hted  by  plugging   the  exit  tube  and  connecting 

the  gas-holder  with  the  rest  of  the  apparatus.     If  there  is 

any  leakage,  the  gas  will  continue  bubbling  through  one  or 

more  of  the  tubes.     The  gas-holder  is  then  shut  off,  and  the 

plug  taken  away  very  gradually,  so  that  there  will  not  be 

a  violent  rush  of  compressed   air  from  the  interior  of   the 

system. 

When  the  combustion  is  completed,  the  apparatus  is 
allowed  to  cool  while  a  current  of  dry  air  is  torct^  through 
the  system.  The  calcium  chloride  and  potash  bulbs  are 
disconnected  and  weighed  in  the  ordinary  manner. 

The  Combuition. — If  the  substance  is  to  be  heated  without 
a  flux,  the  crucible  is  charged  by  placing  a  thin  layer  of 
ignited  asbestos  on  the  bottom  of  the  crucible,  the  compound 
under  investigation  is  placed  on  top,  and  this  is  covered  by 
another  layer  of  ignited  asbestos.  The  joint  of  the  lid  is 
shielded  from  the  flame  during  a  combustion  by  a  piecQ  of 
asbestos  board  which  has  a  hole  cut  to  fit  the  crucible.  The  ji,„_  \^i.—^aAei•a 
crucible  can  also  be  heated  by  a  blast  gas  burner.     If  a  flux  CiCiatube. 

is  used,  the  crucible  should  be  heated  for  preference  with  a 
blast  directed  from  the  side  from  above  downwards,  so  as  to  prevent  the  passage  of 

22,  1^8^.     A  aomewhat  similar  tube  JB  now  od  the  market 
n"  — A.   E.  Hill,   Proc.    Cktm.  Soe.,  22.  87,  1906;  G.   F. 


'  R.  Sohiitze,  Chevi.  Zlg., 
DDder  the  name  of  "  IlUt's  syaum  " 
Henning,  Zeil.  anal.  Chan,.,  40.  168. 
the  tube  can  stand  upright  on  tho  balj 


.  sold  with  the  tube,  e 
■a  weigh  Che  tube  upright. 
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flux  with  the  escaping  carboD  dioxide  into  the  exit  tubes,  and  so  running  a  risk 
of  choking  the  gas  tubes.  The  calcium  chloride  and  potash  tubes  are  weighed 
as  usual. 

ErroTB, — An  objection  to  all  the  different  forms  of  combustion  crucible  has 
been  based  on  the  fact  that  the  flame  gases  can  penetrate  the  metal  (page  372). 
If  the  experiment  be  quickly  done,  there  is  no  appreciable  error;  and  some 
recommend  using  an  ordinary  platinum  crucible  with  fused  sodium  carbonate 
as  a  kind  of  outer  jacket  for  the  combustion  crucible.^  There  is  an  instinctive 
feeling  that  there  is  a  risk  of  burning  the  rubber  in  Shimer's  crucible,  but 
experience  shows  that  the  fear  is  groundless,  provided  the  obvious  precautions 
are  taken.  The  lower  half  of  the  crucible  may  be  hot  enough  to  burn  graphite 
in  air,  while  the  parts  in  contact  with  the  rubber  gasket  are  so  well  cooled  by 
the  circulating  water  that  the  rubber  is  not  affected.^  Asbestos  gaskets  may 
be  used  when  carbon  only  is  to  be  determined,  provided  the  carbonaceous 
matters  (e.g.^  dextrine)  used  as  binding  agents  are  removed,  and  the  asbestos  is 
screwed  up  wet.  When  determining  combined  water,  rubber  is  preferable, 
because  wet  asbestos  is  inadmissible,  and  dry  asbestos  is  inclined  to  leak. 

S.  W.  Parr^  determined  the  carbon  by  igniting  a  known  weight  of  the 
sample  in  a  '*bomb"  with  sodium  peroxide  (fig.  193,  page  623).  The  resulting 
product,  sodium  carbonate,  together  with  any  excess  of  peroxide,  is  dissolved  in 
as  little  water  as  possible,  and  boiled  about  4  minutes  to  decompose  the  peroxide 
and  remove  all  free  oxygen.  The  carbon  dioxide  in  the  solution  may  then  be 
determined  volumetrically. 

The  dry  combustion  process  as  conducted  in  glass  tubes  will  be  discussed  on 
pages  563  and  568  in  connection  with  carborundum  and  graphite. 


§  294.  The  Analysis  of  Carborundum. 

Grinding  the  Sample, — Carborundum  is  so  hard  that  it  is  impossible  to  grind 
it  to  a  fine  state  of  subdivision  without  a  comparatively  large  amoimt  of  con- 
tamination (page  1 20).  Again,  this  substance  is  so  resistant  to  ordinary  chemical 
reagents  that  it  must  be  very  finely  ground  if  it  is  to  be  completely  decomposed. 
Muhlhaeuser  *  has  shown  that,  the  coarser  the  powder,  the  greater  the  error  in 
the  determination  of  the  carbon,  presumably  owing  to  incomplete  combustion. 
He  was  compelled  to  stir  the  powdered  material  in  2  litres  of  distilled  water,  and 
after  settling  1  minute,  pour  off  the  liquid  with  carborundum  in  suspension. 
Let  this  stand  5  minutes  and  then  pour  off  the  liquid.  The  water  contains  the 
so-called  5-min.  powder;  the  1-min.  powder  remains  as  a  residue.  The  stuff 
which  settled  after  standing  1  minute  was  reground  and  again  suspended  in 
water.  The  sample  was  thus  reduced  to  powders  so  fine  that  they  remained 
suspended  in  water  after  standing  respectively  1  and  5  minutes.  These 
operations  are  obviously  laborious,  and  occupy  a  long  time — more  than  a  day. 

The  Determination  of  Carbon. — The  carbon  of  carborundum  and  silicon 
carbides  cannot  be  burned  off  completely  even  in  a  stream  of  oxygen,  although 
it  can  be  oxidised  by  fusing   the   sample   with  lead  chromate  (Miihlhaeuser) ; 


^  The  sodium  carbonate  is  poured  out  when  the  combustion  is  complete  and  while  the  flux 
in  the  outer  cnicible  is  still  molten,  so  as  to  prevent  distorting  the  crucible  by  alternate  expan* 
sion  and  contraction  of  the  flux. 

^  The  rubber  should  not  be  used  when  it  is  hard  and  brittle,  or  it  will  not  make  a  good 
joint. 

»  S.  W.  Parr,  Jounu  Anur.  Chsm.  Soc.,  26,  294,  1904  ;  22.  646,  1900  ;  25.  184,  1906; 
P.  Mahler  and  E.  Joutal,  Compt.  Rend,^  153.  549,  1911  ;  154.  1702,  1912. 

*  0.  Miihlhaeuser,  ZeU»  anal,  Chem.^  32.  564,  189S. 
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red  lead  (Johnson) ;  lead  monoxide  (Schwarz) ;  lead  peroxide ;  bismuth  tetroxide, 
^^2^4 )  01*  &  mixture  of  potassium  carbonate  and  nitrate  (Moissan).^ 

A  thoroughly  clean  and  dry  combustion  tube  of  hard  glass  ^  is  fitted  with 
one-hole  rubber  stoppers.  A  plug  of  ignited  fl'brous  asbestos  about  1  cm.  long, 
and  about  5  cm.  from  the  end,  is  placed  in  the  tube.  Fill  15  cm.  of  the  tube 
with  coarsely  granular  lead  chromate.*  Then  mix  0*2  to  0*3  grm.  of  the  powder 
under  investigation  with  20  times  its  weight  of  powdered  lead  chromate,  and 
transfer  the  mixture  to  the  combustion  tube.  Then  fill  up  the  tube  to  within 
10  cm.  from  the  end  with  more  granular  lead  chromate.  Insert  another  centi- 
metre plug  of  ignited  asbestos.  Connect  this  end  of  the  tube  (fig.  175)  with  an 
efficient  drying  apparatus,  B,  fig.  176.  Gently  tap  the  tube  so  that  a  channel  is 
left  above  the  powder  for  the  passage  of  gas.  Connect  the  other  end  of  the  tube  * 
with  a  calcium  chloride  tube,  C,  and  a  set  of  potash  bulbs,  D.     Test  the  joints 


C 


Fio.  175. — Diagrammatic  sketch  of  combustion  tube. 

by  closing  the  left  side  of  the  ^drying  apparatus.  An  aspirator  is  connected  on 
the  right  side  of  the  system.  If,  in  a  few  miniites,  no  air  bubbles  through  the 
wash-bottles,  the  apparatus  is  fit  for  work.  Aspirate  a  current  of  air  slowly 
through  the  washing  apparatus  B  and  the  rest  of  the  system  for  about  an  hour. 
Then  connect  the  drying  apparatus^  on  the  left  of  diagram  (fig.  175)  with 
a  gas-holder  A  containing  oxygen.  Disconnect  the  aspirator.  Weigh  the 
calcium  chloride  tube  and  the  potash  bulbs.  Adjust  the  stopcock  of  the  gas- 
,  holder  (capacity,  say,  4  litres)  so  that  oxygen  bubbles  through  the  apparatus 
at  the  rate  of  2  or  3  bubbles  per  second.  Light  the  burners  on  the  extreme 
right  to  within  10  cm.  of  the  powdered  substance,  with  the  flame  high  enough 
to  just  warm  the  tube.  Gradually  light  the  burners  towards  the  left,  so  that 
the  temperature  of  the  powder  is  gradually  raised.     Increase  the  speed  of  the 

^  0.  Miihlhaeuser,  Zeit.  anal,  Chetn.,  32.  564,  1893;  H.  Wdowiszewski,  Chem.  Ztg.y^ 
1209,  1910;  R.  Amberg,  ib.y  34.  904,  1910;  C.  M.  Johnson,  Joum.  Amer.  Chem,  Soc,  2. 
862,  1906.  The  powder  may  explode  with  lead  chromate  and  potassium  bichromate  ( W.  Mayer's 
mixture,  Liebig's  Ann,,  95.  204,  1880).  H.  Schwarz,  Dingler's  Joum.,  169.  284,  1863.  A. 
Goetzl  {Chem,  Ztg.,  26.  967,  1902)  heats  the  sample  with  an  excess  of  lead  oxide  out  of  contact 
with  air.  If  more  metallic  lead  is  obtained  than  is  required  by  theory,  the  sample  contains  an 
excess  of  graphite ;  and  if  less,  an  excess  of  sandy  matters.  The  carbon  dioxide  formed  during 
the  combustion  can  be  absorbed  and  weighed.  G.  Chesneau  (^n7i.  Chim,  Anal,,  13.  85,  1908) 
heats  a  gram  of  the  finely  powdered  sample  to  redness  for  2  hours  in  a  muffle — loss  in  weight 
represents  free  carbon.  Digest  the  residue  with  20  c.c.  of  hydrofluoric  acid  and  1  o.c.  of 
sulphuric  acid  on  a  sand  bath.  Boil  with  hydrochloric  acid,  add  hot  water,  wash  by  decantation, 
and  collect  on  a  filter.  Ignite  and  weigh  the  residue  as  carborundum.  A.  L.  Queneau,  Met, 
Chem.  Eng.y  9.  441,  1911  ;  H.  de  Nolly,  Jfev.  Met,,  8.  391,  1911 ;  H.  Moissan,  Covipt.  Betid., 
117.  423,  1893. 

'^  Inside  diameter  13  mm.,  walls  1-1 J  mm.  thick,  length  depends  upon  the  furnace.  The 
tube  should  project  5-8  cm.  from  each  end  of  the  furnace.  The  sharp  ends  of  the  tube  should  be 
rounded  in  the  flame.  The  tube  should  be  dried  by  passing  a  current  of  clean  dry  air  through 
the  warm  tube.  In  drying  tubes  by  a  blast  of  air,  dust  must  be  removed  from  the  air  by  a 
suitable  filter— A.  B.  Dixon,  Cliein,  Neios,  59.  308,  1889. 

^  Dried  at  109°  and  cooled  in  a  desiccator  just  before  use. 

*  An.  asbestos  plate  is  generally  fitted  over  the  end  of  the  combustion  tube  near  the  calcium 
chloride  tube. 

'  An  apparatus  of  this  type  is  usually  kept  in  laboratories  for  drying  air,  etc. ,  required  in 
carbon  determinations.  The  one  shown  in  the  diagram  is  Tauber's  design — K  Sauer  (Zeit.  anal. 
Chem,,  31.  195,  1892).  Only  one  side  is  in  use  at  a  time.  The  wash-bottles  contain  potash  lye 
(4  ffrms.  solid  potash,  6  grms.  water).  The  side  of  the  U-tube  next  to  the  wash-bottles  is  filled 
wiUi  soda  lime  mixed  with  glass-wool  (page  548) ;  the  other  limb  of  the  U-tube  is  filled  with 
calcium  chloride  (granulated  and  free  from  dust).     F.  Bolm,  Chem,  Ztg.,  27.  1037,  1903. 
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oiygen  towarda  the  end  of  the  analyaU.  The  speed  should  never  be  greater 
than  will  permit  the  bubbles  to  be  easily  counted.'  When  the  tube  is  dull 
red,  and  all  the  moisture  has  been  driven  into  the  calcium  chloride  tube,'  . 
lower  the  height  of  the  flame,  and  in  about  5  miDUt«e  extinguish  the  flame.' 
Replace  the  current  of  oiygen  by  a  current  of  air.  In  about  20  mioutee, 
remove  the  potash  bulbs  and  the  calcium  chloride  tube,  and  in  about  half  an 
hour  weigh  them.  The  increase  in  weight  of  the  potash  bulbe  represents  the 
carbon  dioxide  formed  by  the  combustion  of  the  free  and  combinal  carbon  in 
the  given  sample.  Multiply  the  result  by  0-273  to  get  the  amount  of  carbon 
equivalent  to  the  carbon  dioiide  absorbed  in  the  potash  bulbe.  The  increase  in 
weight  of  the  calcium  chloride  tube  represents  the  combined  hydn^en  and  the 
water  In  the  given  sample.  The  carbon  is  usually  a  little  low,  and  the  water  a 
little  high.* 

The  DeUmiination  of  the  Siliea. — The   silica   is   determined  by   fusing  the 
powder  *  with  sodium  carbonate  as  for  clays  ;  or  by  fusing  with  sodium  peroiide.* 


Fio.  178.— Dry  combuation  [irocess  for  carbon. 

The  time  re<]uired  for  the  fusion  is  much  louder  than  for  clays,  and  it  is  necessary 
to  watch  for  any  undecompoaed  powder  in  the  residue  remaining  after  the  fused 
mass  has  been  taken  up  with  water  and  acid.  If  any  be  present,  a  re-fusion  of 
the  undecompused  residue  is  necessary.^  The  liquid  obtained  from  the  sodium 
carbonate  fusion  is  treated  exactly  as  described  for  clays  (pi^e  167). 

'  About  4  bubbles  per  aecond — 0.  Auchy,  Joarn.  Amer.  Chtm.  Soe.,  24.  120<I,  1902. 

''  Assisted,  if  neccssair;,  by  the  cautious  B|i|i1icBtia]i  of  a  small  flame  at  the  end  of  the  coni' 
buatlau  tube  neur  the  cakiuni  chlorida  tube.     Be  lareful  not  to  heat  the  stopper. 

^  Some  very  neat  and  convonipnt  electric  furnaces  have  been  devised  for  uss  where  an 
electric  current  is  available.     Hoakins  Manufacturing  Co. ,  Detroit. 

•  a.  de  Rood*,  Amer.  Chan.  Joum.,  13,  226,  18B0. 

'  Miililhaeuser(/.c)  separates  the  6-min.  powder  into  l*miii.  andS-min.  powders.  The  latter 
is  used  for  the  carbon  iletenni nation,  the  former  for  the  silica,  alumina,  etc ,  determination. 

*  S.  W.  Parr  {Joum.  Amrr.  ('hem.  Sue.,  30.  734,  IBOS)  recommends  the  use  of  a  fusion 
mixture  :  10  grms.  sodium  peroxide  ;  1  or  2  grms.  of  boro>magnesium  mixture  ;  0*3  to  ()'!>  grm. 
of  the  carbon  compound  under  inveBtigation.  The  boro-maKneiium  mixture  is  made  from  : 
boric  acid  in  fine  jiowder,  6  parts ;  jiotassLuin  nitrate  powderud,  4  parts ;  magDesium  powdered, 
1  pari. 

'  The  reaction  is  sometimes  represented  by  the  symbols:  SiC  +  Na,CO^Na^iO,  +  2C. 
Hence,  if  a  dark-coloured  residue  remains,  it  dues  not  necessarily  mean  undecompoaed  powder. 
It  may  be  unburnt  carbon.  The  suspended  uiidecoiii posed  matter  is  lilteced  off,  washed, 
calcined  in  a  platinum  crueible,  and  re-fused  with  sodium  narbonate.  The  cooled  mass  is  taken 
up  with  water  and  ooid  and  mixed  with  the  main  [lortion. 
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Very  few  investigationB  have  been  made  £)n  the  analysis  of  carborundum 
and  silicon  carbides.  We  sometimes  have  to  deal  with  silicon  carbide  present 
in  old  graphite  crucibles,^  and  with  carborundum  admixed  with  clay  in  com- 
pounding certain  bodies.  In  that  case,  Miihlhaeuser's  method  of  grinding  must 
be  rejected.  The  1-min.  powder  has  a  diflTerent  composition  from  the  5-min. 
powder.  The  grinding  need  not  be  so  protracted  if  the  alkalies  have  not  to  be 
determined.^  The  substance  may  then  be  first  broken  in  a  hard  steel  mortar, 
and  finished  with  an  agate  mortar  and  pestle.  0*5  grm.  may  be  calcined  for  loss 
on  ignition  ^  in  a  platinum  crucible.  A  crucible  with  1  grm.  of  powdered  car- 
borundum weighed  27*9834  grms.  After  20  minutes'  calcination  over  a  Bunsen's 
burner,  the  whole  weighed  27*7413;  after  another  12  minutes'  calcination, 
27*7390  grms. ;  after  25  minutes'  further  calcination  on  the  blast,  27*7398 ;  after 
20  minutes'  more  blasting  the  weight  was  27*7415.  No  marked  change  in 
weight  occurred  with  a  more  prolonged  blasting.  The  increase  is  probably  due 
to  oxidation  of  ferrous  oxide  (page  157).  The  calcination  for  loss  on  ignition 
is  to  be  conducted  over  a  Bunsen's  burner  until  no  further  loss  in  weight 
occurs.  Carborundum  gave  a  loss  of  0*88  per  cent.,  followed  by  a  slight 
gain  in  weight  on  further  calcination.  A  known  weight  is  mixed  with  5 
to  6  grms.  of  red  lead,*  or  lead  carbonate,  and  a  gram  of  sodium  nitrite. 
The  mixture  is  fused  over  a  small  Maker's  burner  to  ensure  oxidising  condi- 
tions. When  the  melt  is  clear,  cool  the  hot  crucible  with  its  lid  in  position 
by  plunging  the  hot  crucible  in  cold  distilled  water.  The  cake  is  usually 
easy  to  loosen  with  dilute  nitric  acid  (not  hydrochloric  acid).  Transfer  the 
mass  to  an  evaporating  basin  and  evaporate  with  concentrated  nitric  acid  to 
dryness.  The  fragments  gradually  soften,  and  they  can  be  rubbed  with  an 
agate  pestle  from  time  to  time.  The  dry  mass  is  treated  for  silica,  as 
described  for  clays,  but  nitric  acid  is  used  in  place  of  hydrochloric  acid. 
The  filtrate  is  treated  in  the  cold  with  hydrochloric  acid  in  order  to  precipi- 
tate most  of  the  lead  as  chloride.  Filter  off  the  lead  chloride,  and  wash  with 
hydrochloric  acid  (1 : 1).  Evaporate  the  filtrate  to  dryness  and  take  up  the 
residue  with  hydrochloric  acid  (1:4).  Saturate  the  solution  with  hydrogen 
sulphide.  Filter  off  the  lead  sulphide.  Boil  the  filtrate  to  expel  the  hydrogen 
sulphide.  The  alumina  may  then  be  determined  in  the  solution  in  the  usual 
manner  (page  182). 

The  EBtimation  of  Silicon  Carbide — SiC. — There  is  a  difficulty  in  calculating 
the  amount  of  silicon  carbide  from  the  analytical  data.  For  instance,  suppose 
that  the  analysis  furnishes : 


^  Formed  in  the  body  of  the  crucible  itself  while  in  use. 

*  Which  is  not  usually  the  case.  Wdowiszewski  {l,c. )  puts  for  his  final  analysis : 
•*  ^0  +  Na20+  analytical  errors  1  percent." 

'  Note  the  difficulty  with  **  loss  on  i^ition  "  owing  to  the  fact  that  silicon  carbides  do  not 
burn  even  in  a  current  of  oxygen.  The  object  of  the  ignition  is  to  burn  off  as  much  of  the  carbon 
as  possible  in  order  to  prevent  the  reduction  of  the  lead  oxide  to  metallic  lead,  which  would  ruin 
the  platinum  crucible.  If  alkalies  are  to  be  determined,  the  sodium  nitrite  must,  of  course,  be 
omitted. 

*  The  red  lead  must  be  specially  purified,  or  a  blank  analysis  made  so  as  to  be  able  to 
correct  the  final  product  for  silica,  alumina,  etc.  If  the  red  lead  contains  particles  of  metallic  lead, 
it  will  spoil  the  platinum  crucible.  The  red  lead  is  conveniently  made  by  treating  an  aqueous 
solution  of  pure  commercial  lead  nitrate  with  a  saturated  solution  of  oxalic  acid  containing 
3  per  cent  of  nitric  acid.  The  precipitate  is  separated,  washed,  dried,  and  ignited  at  a  dull 
red  heat  for  some  hours.  Lead  carbonate  is  made  by  precipitating  a  solution  of  lead  acetate 
with  the  calculated  amount  of  ammonium  carbonate,  etc.  If  the  sample  under  investigation 
contains  organic  matter,  the  carbon  should  be  destroyed  by  gentle  ignition.  A.  F.  Crosse 
{Joum,  Cfhem,  Met.  Soc,  S.  Africa,  2.  182,  1897;  Chem,  News,  76.  253,  1897),  in  "assaying 
graphite  crucibles,"  mixes  graphite  crucibles  with  enough  manganese  dioxide  to  burn  all  the 
graphite. 
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Per  cent 

Silica   .         .         .         r 48-84 

Carbon 50*12 

Alumina  and  ferric  oxide 16*07 

Magnesia 0*58 

Lime 1*02 

Potash 0-21 

Soda 0*09 

Total.        ',        !        \        '.        '.        !         ',        .  116*88 

This  result  assumes  that  all  the  silicon  is  present  as  silica.  Some  is  present  as 
silicon  carbide,  presumably  SiC.  It  is  assumed  that  if  the  amount  of  SiC,  free 
silica  and  combined  silicon,  and  free  and  combined  carbon  had  been  determined, 
the  total  would  have  been  100  instead  of  116*38.  Part  of  the  oxygen  which  we 
have  supposed  to  be  combined  with  the  silica  was  not  present  in  the  given 
sample.  Since  32  parts  of  oxygen  correspond  with  60  parts  of  silica,  16*38  parts 
of  oxygen  correspond  with  30*71  parts  of  silica.^  Hence,  48*34  less  30*71  =  17*63 
per  cent,  of  free  silica.  Again,  60  parts  of  silica  correspond  with  40  parts  of 
silicon  carbide — SiC ;  hence,  30*71  parts  of  silica  correspond  with  20*47  parts 
of  SiC.  Again,  40  parts  of  silicon  carbide  correspond  with  12  parts  of  carbon  ; 
hence,  20*47  parts  of  silicon  carbide  correspond  with  6*14  parts  of  carbon  as 
silicon  carbide.  Hence,  50*12  less  6*14  represents  43*98  per  cent,  of  free  carbon. 
The  first  two  terms  of  the  preceding  analysis  may  now  be  revised.     They  read  : 

Silica 17*6 

Silicon  carbide 20*5 

Carbon 44*0 

The  collected  errors  in  the  analysis  are  here  distributed  between  the  silica, 
silicon  carbide,  and  the  carbon,  and  the  method  can  only  be  regarded  as  a 
method  of  approximation. 

According  to  Parr,^  the  free  silica  is  removed  by  evaporation  with  hydrofluoric 
acid,  which  does  not  attack  silicon  carbide — SiC.  Hence,  determine  the  total 
silicon  by  the  fusion  process,  and  the  free  silica  in  a  separate  sample  by 
means  of  hydrofluoric  acid.  He  expresses  the  analysis :  silica  (volatilised  with 
HF),  8*27  ;  metallic  iron  (removed  by  a  magnet),  4*37 ;  silicon  as  Si  (by  fusion 
process),  63*58 ;  carbon  (volumetric  from  fusion  mixture,  page  562),  23*67 
per  cent. 

§  295.  The  Analysis  of  Siloxicon. 

Siloxicon  is  a  greenish-grey  refractory  substance  which  varies  in  composition 
between  SigCgO  and  Sir-CjO.  It  is  vigorously  decomposed,  but  not  completely,  by 
a  fused  mixture  of  sodium  carbonate  and  potassium  nitrate.  Hydrofluoric  and 
sulphuric  acids  have  but  a  slight  action.  It  is  vigorously  attacked  by  heated 
lead  peroxide.^  Spielmann  *  analysed  a  sample  of  the  substance  in  the  following 
manner : — 

Silicon,  Carbon,  and  Moisture. — The  amount  of  moisture  is  determined,  in 
the  usual  way,  by  drying  the  sample  to  a  constant  weight  at  110'.  The 
substance  is  "  opened  "  by  fusing  the  sample  with  sodium  peroxide  in  a  nickel 

^  It  will  be  noted  that  we  use  rounded  atomic  weights.  The  resulting  error  is  negligibly 
small  in  comparison  with  the  approximate  nature  of  the  method  of  computation. 

2  S.  W.  Parr,  Jotirn.  Aimr.  Chem.  Soc.,  30.  764,  1908. 

3  P.  Jannasch  and  H.  J.  Locke,  Zeit.  anorg,  Chem.,  6.  168,  321,  1894  ;  A.  Leclerc,  Compt. 
Jiend.,  125.  893,  1897  ;  P.  Jannasch,  Zeit.  anorg.  Clvenu,  8.  364,  1896  ;  Chem.  News,  72.  51, 
1895. 

*  P.  E.  Spielmann,  Joum.  Soc.  Chem.  Ind.,  24.  654,  1905. 
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crucible  (page  266).  The  siloxicon  is  vigorously  attacked,  and  the  resulting 
cake,  when  cold,  is  digested  in  water,  and  then  with  dilute  hydrochloric  acid. 
The  resulting  solution  is  treated  in  the  usual  manner,  and  the  amount  of  silica 
obtained  is  multiplied  by  0'46932.  This  represents  the  amount  of  silicon — Si — 
in  the  given  sample.  The  total  carbon  is  determined  by  fusing  the  sample  with 
sodium  peroxide  in  an  iron  boat  in  a  combustion  tube  in  a  gentle  stream  of 
oxygen.  In  one  experiment  a  potash  bulb  was  fitted  to  the  tube  to  collect  any 
carbon  dioxide  which  might  escape ;  but  none  did  escape,  and  hence  the  carbon 
was  afterwards  estimated  from  the  amount  of  carbonate  in  the  product  of  the 
fusion  of  the  siloxicon  with  the  sodium  peroxide  in  a  crucible.  The  carbon  dioxide 
in  the  fused  mass  was  determined  by  the  action  of  dilute  sulphuric  acid  ^  in 
the  usual  manner  (page  552). 

Alumina,  Iron,  and  Si^C^O, — Another  sample  was  heated  in  a  stream  of 
chlorine  in  a  porcelain  boat  in  a  hard  combustion  tube,  whereby  silicon 
tetrachloride,  ferric  chloride,  and  a  trace  of  aluminium  chloride  were  volatilised. 
These  were  absorbed  by  passage  (1)  over  the  surface  of  water  in  a  flask;  and 
(2)  through  a  U-tube  loosely  packed  with  cotton-wool.  The  silicon  tetrachloride 
was  hydrolysed  to  silicic  acid.  When  all  the  ferric  chloride  had  volatilised, 
the  combustion  tube  was  heated  by  the  blast'  to  as  high  a  temperature  as  the 
tube  would  stand  without  squatting.  The  reaction  is  at  an  end  when  the  contents 
of  the  boat  cease  to  glow.  The  cotton-wool  was  burnt  in  a  crucible,  and 
the  oxides  of  silicon  and  iron  remained.  The  aluminium,  iron,  and  silicon 
collected  in  the  flask  and  by  the  cotton-wool  were  determined  as  usual.  The 
residue  in  the  boat  was  heated  in  a  current  of  oxygen,  and  the  carbon  dioxide 
det/crmined  by  absorption,  etc.,  in  potash  bulbs.  The  residue  in  the  boat  was 
found  to  be  almost  pure  SigCgO.^ 

C (deviations, — Spielmann  collects  his  results  in  the  following  manner : 

Per  cent. 

Total  silicon  (Na^Oa  fusion) 60-31 

Total  carbon  (NaaOa  fusion) 31-39 

Iron  (heating  in  chlorine) 1  *07 

Aluminium  (heating  in  chlorine) trace 

Moisture 0'19 

82-96 

Oxygen  (difference  from  100) 17*04 

Residue  in  boat  (SiaCjO) 71-39 

Carbon  on  heating  chlorine  residue  in  oxygen      .        .        .        .11*79 

The  latter  represents  the  carbon  which  occurred  in  siloxicon  partly  as  graphite 
and  partly  as  carborundum  (decomposed  by  chlorine).  This  quantity,  with 
the  amount  calculated  for  SigCgO  and  subtracted  from  the  total  carbon,  leaves 
1-47  per  cent,  of  carbon.  The  oxygen  in  SigCgO  subtracted  from  the  total 
oxygen  leaves  5*24  per  cent,  of  oxygen.  This,  with  the  1  47  per  cent,  carbon, 
is  that  required  for  SiCOg.  This  amount  of  silicon  subtracted  from  the  silicon 
volatilised  by  the  chlorine  (7*54  per  cent.)  gives  the  amount  of  silicon  present 
as  carborundum,  i.e.  4*08  per  cent.  The  amount  of  carbon  thus  combined  is 
1*73  per  cent.  This  subtracted  from  the  weight  of  carbon  burnt  on  oxygen 
leaves  the  amount  of  carbon  present  as  graphite.  Collecting  these  results 
together,  the  analysis  reads : 


*  If  hydrochloric  acid  be  used,  some  chlorine  will  be  formed. 

"  A  portion  of  the  sample  was  boiled  with  hydrofluoric  acid.  The  filtrate  contained  a 
trace  of  ammonium  silicofluoride.  This  was  probably  due  to  the  presence  of  a  trace  of  silicon 
nitride  in  the  original  sample. 
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SLjCjO 71-89 

SiCOa 10-18 

SiC  (cftrborundum) 5*81 

Graphite             10*06 

Fe 1-07 

VolatUes .        .        .  0  19 

AljOVrSiaN^  (by  diff.)        \        \        \        ]        '.        '.        ."  ~ .      6-67 
The  method  of  calculation  can  only  be  regarded  as  the  roughest  of  approximations. 

§  296.  The  AnaljTsis  of  Graphite,  and  Graphite  Crucibles. 

If  the  sample  has  no  chemically  combined  water,  as  is  the  case  with  some  of 
the  artificial  graphites,  the  carbon  can  be  simply  determined  by  heating  the  dried 
sample  in  a  capacious  Rose's  crucible  fitted  so  that  a  current  of  dry  oxygen  can 
be  passed  into  the  crucible  while  the  calcination  is  in  progress.  The  loss  in 
weight  represents  the  graphite  burnt.  ^  With 'natural  graphites,  however,  this 
method  is  risky,  because  some  silicates  may  be  present  which  lose  water  only  at 
elevated  temperatures.  Again,  if*  pyrites,  FeSj,  be  present,  the  sulphur  is  burnt 
to  the  dioxide,  and  ferric  oxide  is  formed  such  that  one  part  of  pyrites  furnishes 
two-thirds  its  weight  of  ferric  oxide.  If  appreciable  quantities  of  occluded  oxygen, 
hydrogen,  nitrogen,  and  sulphur  be  present,  this  method  will  give  erroneous 
results.^ 

Berthier's  old  process^  is  not  infrequently  employed  when  rapid  work  is 
needed.  0'5  grm.  of  the  finely  powdered  sample  is  intimately  mixed  with  12  grms. 
of  powdered  lead  monoxide,  and  placed  in  an  unglazed  porcelain  crucible.  The 
suiiace  of  the  mixture  is  covered  with  12  more  grms.  of  lead  monoxide,  and  heated 
slowly.  The  lead  monoxide  is  reduced  by  the  carbon  so  that  1  grm.  of  reduced 
lead  represents  0*03  grm.  of  graphite.  Quite  good  results  can  be  obtained  by 
this  process  if  care  be  exercised  in  selecting  the  lead  monoxide,  and  if  the  sample 
be  free  from  sulphides. 

The  sample  can  be  readily  powdered  in  a  hardened  steel  mortar  with  a  ball 
pestle  (fig.  69),  and  finished  in  an  agate  mortar.  The  wet  combustion  process  gives 
rather  low  results.^  Hence,  pack  a  hard  glass  combustion  tube  with  an  asbestos 
plug  as  indicated  on  page  563.  Then  fill  about  45  cm.  of  the  tube  with  granulated 
or  wire  copper  oxide  ^  instead  of  granulated  lead  oxide.  Then  insert  another 
plug  of  the  asbestos.  Mix,  say,  0*2  to  0*3  grm.  of  the  powder  with  powdered 
copper  oxide,^  and  transfer  the  mass  to  a  porcelain  boat.  Place  the  boat  in  the 
combustion  tube.     Follow  this  with  a  roll  of  copper  gauze,  13  cm.  long,  bound 


1  E.  Donatb,  Ver  OraphiU,  Wien,  168,  1904.    See  also  page  545,  §  285. 

2  E.  Donath,  Der  Cfraphite,  Wien,  168,  1904 ;  G.  Auchy,  Joum,  Amer,  Chem,  Soe.,  22.  47, 
1900. 

»  P.  Berthier,  Dingler^s  Joum,,  58. 391,  1885  ;  TraiU  des  Essais  par  la  Voxe  Seeks,  Paria,  I. 
222.  1847  *,  W.  F.  Gintl,  Zeit.  anal,  Chem.,  7.  423,  1868  ;  G.  C.  Wittstein,  DingUr's  Joum, , 
2X6.  45,  1875.  G.  Forclihammer  {Berg.  HilU.  Zig.,  5.  465,  1846)  recommended  a  mixture  of 
three  parts  of  lead  monoxide  and  one  part  of  lead  chloride  in  place  of  lead  monoxide  alone, 
because  the  former  fuses  at  a  lower  temperature  and  does  not  corrode  the  crucible  so  much. 
A.  Sohr6tter(ZH'n^Zer'«  JJmm.,  116.  115,  1850)  used  lead  oxychloride. 

^  J.  Widmer,  Zeil,  anal.  Chem.j  29.  160, 1890  ;  Chem.  News,  62.  274,  1890.  J.  Goldstein, 
{Chem.  Ztg.,  35.  1134,  1911)  considers  that  the  combustion  with  sulphuric  and  chromic  acids  in 
Corleis'  flask,  etc.,  page  546,  gives  best  results. 

»  C.  Reischauer,  Viert,  prakt.  Pharm.,  11.  38,  1862;  E.  C.  C.  Stanford,  Chem.  News,  7. 
81,  1863  ;  E.  Erienmeyer,  Zeit.  Pharm.,  6.  156,  1854. 

'  If  the  ash  is  liable  to  sinter,  oalcined  magnesia  or  zinc  oxide  is  mixed  with  it — ^S.  S.  Sadtler, 
Joum,  Franklin  Inst.,  144.  201, 1907 — otherwise  particles  of  unbumt  carbon  may  be  sealed  in 
the  slag  and  thus  protected  from  oxidation. 
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with  copper  wire  arranged  with  a  hook   at  one   end.     The  roll   should   slide 
easily  into  the  combustion  tube,  after  the  boat^ — see  fig.  177.     The  combustion 


spiral 


Boat 


Pfu3 


Copper  Oxide 


J^Asb9St09 

^Plug 


FiQ.  177.— Diagrammatic  sketch  of  combustion  tube. 


is  conducted  as  indicated  on  page  563.^     When  silicon  carbides  are  absent,  the 
loss  on  ignition,^  silica,  etc.,  can  be  determined  as  for  clays.'* 


^  The  copper  gauze  should  be  heated  in  a  Bunsen's  flame  so  as  to  burn  off  oil  and  combustible 
matters.     E.  Calberia  {Jaum,  prakt.  Chem,  (1),  104.  232,  1869)  prefers  silver  gauze. 

^  The  tube  should  be  heated  in  a  current  of  oxygen  before  tue  boat  is  introduced  in  order 
to  bum  out  every  particle  of  dust  and  moisture. 

'  F.  Stolba,  Dingler*8  Joum.,  198.  213,  1870.  Due  allowance  is  of  course  made  for  the 
carbon. 

*  F.  Mayer  {Chem,  Ztg.^  55.  1024, 1911)  estimates  the  amount  of  carbon  in  graphite  from  its 
calorific  power. 


CHAPTER   XXXIX. 

THE   DETERMINATION  OF  WATER. 

S  297.  Brush  and  Penfield's  Method. 

It  is  BOmetimes  deairable  to  determine  directly  the  amouDt  of  water  evolved 
when  clays  and  related  materials  are  ignited,  although  the  determination  is 
seldom  asked  for  in  industrial  work.  Brush  and  Pcnfield  •  conduct  the  process  in 
the  following  manner:— One  or  two  bulbs  are  blown  on  a  piece  of  hard  glass 
combustion  tube  about  25  cm.  long,  with  an  internal  diameter  of  about  06  mm.. 


Fio.  178. — Determination  of  WBt«T — Penfield's  process. 

as  shown  in  the  diagram,  fig.  178.  Air  is  blown  through  the  hot  tube  by  means 
of  a  piece  of  glass  tubing  reaching  nearly  to  the  bottom  of  the  combustion  tube 
so  that  the  tube  may  be  thoroughly  dried.  Weigh  the  tube  with  its  support.* 
Introduce  about  0-5  grm.  of  the  powdered  sample  by  means  of  a  kind  of  thistle 
funnel,  a,  fig.  179,'  without  soiling  the  tube  away  from  the  closed  end.     The 

'  G.  J.  Brush.  Awcr.  J.  Heiciice  (1),  afi.  240,  1888;  3.  L.  Penfield,  ib.  (8),  48.  31,  188*; 
Ztil.  anorg.  Chem.,  J.  22,  1891;  F.  A.  Gooch,  Amer.  Ckem.  Joum.,  3.247,  1880;  W.  F. 
Hillebrand,  Bvll.  U.S.  Oeol.  Siir.,  422.  72,  1910.  For  a.  general  study  of  the  subject,  aet 
Q.  N.  HnntleyandJ.  H.  Coste,  Joiirit.  Soe.  Chem.  /nd.,32.  62,  1913. 

*  For*  bnss  "  tube  support''  for  steadying  the  tube  on  the  pan  of  the  balance,  Bee  Gg.  3a. 

'  CSan  be  made  from  a  small  pipette. 
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powder  should  occupy  2  or  3  cm.  of  the  tube.  Weigh  the  tube,  support,  and 
sample  together.  Take  care  not  to  roll  the  powder  in  the  tube  towards  the  bulbs.  ^ 
The  open  end  of  the  tube  may  be  fitted  with  a  piece  of  rubber  tube  holding  a 
glass  tube  drawn  out  to  a  capillary  end,  6,  fig.  180.  Tap  the  tube  so  as  to  form 
a  free  passage  for  steam,  etc.,  above  the  powder.  Support  the  tube  with  a  very 
slight  slope  downwards  from  the  closed  end ;  wrap  a  strip  of  filter  paper  or  cloth 
about  the  bulb  and  tube  near  the  open  end — fig.  178.  Keep  the  filter  paper 
moist  and   cold  so  as  to  ensure  condensation  of  the  moisture  expelled  from  the 


C 


a 


6 

Fio.  179. 

powder.  The  powder  is  now  heated  gradually  up  to  the  full  heat  of  the  burner. 
If  the  heated  end  tends  to  sink,  turn  the  tube  around  from  time  to  time.^  In 
about  15  minutes,  drive  the  water  in  the  tube  a  safe  distance  from  the  closed 
end,  and  seal  ofi^  the  part  containing  the  water  by  means  of  a  blowpipe  flame. 
Let  this  portion  of  the  tube  cool  in  a  horizontal  position.  Wipe  the  outside  clean, 
and  weigh.  Blow  the  steam  and  moisture  from  the  other  tube  by  placing  a 
small  tube  inside  the  larger  one  and  reaching  to  the  bottom.  The  loss  in  weight 
represents  the  total  moisture. 

The  weighings,  etc.,  are  made  as  indicated  in  the  following  example  : 

Weight  of  tube  plus  powder 69*9214  gnns. 

Weight  of  empty  tuli 69*4321  grms. 

Weight  of  powder 0*4898  grm. 

Weight  of  portion  containiug  water 20*8142  gnns. 

Weight  after  expulsion  of  water 20*7997  grms. 

Weight  of  water     .        .         ,        .  .  0"0246  grm. 

Hence  the  sample  contained  5*01  per  cent,  of  water. 

§  298.  Jannasch's  Process  for  Water. 

Jannasch  ^  determines  the  moisture  in  the  presence  of  sulphur,  fluorine,  etc., 

by  fusing  the  substance  with  about  six  times  its  weight  of  lead  oxide  and  collect- 

'  ing  the  water  evolved  in  calcium  chloride  tubes.     The  other  gases  are  said  to  be 

retained  by  the  lead  oxide.     A  hard  glass  tube,  26  cm.  long,  with  an  internal 

diameter  of  1  cm.,  has  a  long  bulb.  A,  blown  about  11  cm.  from  one  end.    The 

'  If  the  sample  has  not  been  dried,  it  may  now  be  dried  at,  say,  109^,  and  the  system 
weighed  again  for  **  water  lost  at  109*"." 

■  For  minerals  like  talc  which  do  not  give  up  all  their  water  even  when  blasted,  Penfieid 
uses  a  cylinder  of  platinum  foil  (about  0  07  mm.  thick)  sprung  tightly  inside  the  part  of  the 
glass  tube  which  is  to  be  heated  intensely,  so  as  to  prevent  the  glass  squatting.  The  outside  of 
the  tube  is  surrounded  with  a  piece  of  asbestos  board.  The  end  of  the  tube  to  be  heated  is 
partly  surrounded  with  blocks  of  charcoal  and  fireclay  so  arranged  that  the  tube  is  in  a  small 
furnace,  which,  later  on,  can  be  heated  by  a  blast  gas  blowpipe. 

•  P.  Jannasch,  Praktischer  Leitfaden  der  Oeivichisanalyse,  Leipzig,  367,  1904  ;  P.  Jannasch 
and  P.  Weingarten,  Zeit.  anorg.  Cliem.^  8.  352,  1896  ;  P.  Jannasch  and  J.  Locke,  ih.,  6.  168, 
1894;  M.  Dittrich  and  W.  Eitel,  ib.,  75.  373,  1912;  Silzher,  ffeidelberger  Akad.  Wiss,,  19, 
1911 ;  W.  Eitel,  DU  Bestimmung  des  IVassers  in  Silikat- Miner  alien  und  Gestehien,  Frankfurt 
a.  M.,  1912. 
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bulb  must  have  thick  walls,  and  the  whole  tube  thoroughly  dried.  In  fig.  180, 
&&  are  plugs  of  glasa-wool ;  c,  a  loosely  packed  layer  of  PbO,  and  PbO  (page  547) 
about  5  cm.  long.  The  object  of  the  I^d  oxides  ia  to  retain  the  chlorine,  fluorine, 
sulphur,  etc.  This  part  of  the  tube  must  be  kept  hot  while  an  experiment  is  in 
progress.  One  end  of  thia  tube  is  fitted  with  a  calcium  chloride  tube  B,  and  potash 
bottles  H  H  \  the  opposite  end  is  6tt«d  with  a  calcium  chloride  tube  (page  561) 
C ;  a  potash  bulb  D  with  its  calcium  chloride  tube  B;  guard  tube  F;  and 
aspirator  8.  The  object  of  the  potash  bottles  H  H,  and  calcium  chloride  tube  B, 
is  to  remove  moisture  and  carbon  dioxide  from  the  aspirated  air  (page  567). 

From  0-5  to  1  gnn.  of  the  powder  is  mixed  with  six  times  its  weight  of  lead 
monoxide '  on  glazed  paper,  and  the  mixture  is  transferred  to  the  middle  of  the  bulb 
by  means  of  a  long  strip  of  glazed  paper  and  a  feather.  The  operation  requires 
care.     No  powder  must  be  lost,  and  none  left  sticking  to  the  sides  of  the  tube.^ 

Now  raise  the  temperature  of  the  bulb  and  contents  gradually,  and  finally 
finish  the  ignition  at  a  full  red  heat.   The  calcium  chloride  alraorha  the  water ; '  the 
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potash,  the  carbon  dioxide.  After  about  10  minutes'  ignition  the  reaction  should 
he  completed.  Let  the  tube  cool  inacurrentofdry  airfreedfrom  carbon  dioxide. 
The  tube  C  and  the  set  of  bulbs  DE  are  then  weighed.  The  increases  in  weight 
in  the  respective  tubes  represent  the  absorbed  water  and  carbon  dioxide. 

The  simultaneous  determination  of  carbon  or  carbon  dioxide  and  moisture 
has  been  discussed  on  pages  562-4.  Assuming  that  the  hygroscopic  moisture 
has  been  expelled  by  drying  the  sample  at  110*,  a  certain  proportion  of  the 
remaining  water  in  carbonaceous  claya  will  be  derived  from  the  clay  ;  and  the 
remainder,  from  the  organic  matter.  In  that  case,  digest  a  weighed  portion  of 
(he  sample  with  a  mixture  of  two  volumes  of  fuming  hydrofluoric  acid  and  one 
volume  of  hydrochloric  acid  (ap.  gr.  I'18);  evaporate  to  dryness.  Repeat  the 
operation  three  times.  Digest  the  residue  with  hot  water,  filter  through  an 
asbestos-packed  Gooch's  crucible  or  carbon  tube,  wash,  and  dry  at  110°.  After 
weighing,  the  carl>on  may  be  detached  from  the  filter  and  the  ratio  of  carbon 
to  hydrogen  determined  by  combustion  of  the  organic  matter  to  carbon  dioxide 

'  Freed  from  carbon  dioxide  b;  beatlDg  Id  a  porceUin  tube. 

''  Yat  the  amount  of  moistare  which  osloium  chloride,  Bolphuric  »cid,  and  phosphoric  oxide 
leave  in  a  gas,  see  page  156. 

>  E.  Ludwig,  TKhermak't  Mitt.  [1),  a.  214,  1876;  Ztil.  anal,  (lum.,  !•}.  206,  1878;  L. 
Sipocz,  a..  17.  307,  1873 ;  SUther.  K.K.  Akad.  Il'ia.  IFieii,  86.  61,  1877.  The  former  used 
*  platinom  tube ;  the  tatter,  a  platinnin  boat. 
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and  water.  ^    Jannasch's  process  or  one  of  the  methods  indicated  in  the   pre* 
ceding  chapter  may  be  used  for  the  combustion. 

Example. — A  carbonaceous  clay  gave  the  following  percentage  results : — 

JannasMs  process  .  Total  water  .... 

Lissners  process  Total  organic  matter 


Combustion  process  ,        .     Carbou  (calculated  from  COo) 

Hydrogen  (calculated  from  H^O) 


14*21 
4*32 

4-16 
0-10 


4-26 


Organic  matter    . 

Hence,  4*26  ^  grms.  of  organic  matter  have  4*16  grms.  of  carbon,  and  0*10  gmi.  of  hydrogen. 
But  0*10  grm.  of  hydrogen  corresponds  with  0*90  grm.  of  water.  Hence,  the  sample  of 
clay  contained : 

Water 13*31  per  cent. 

Organic  matter 4*32  per  cent 

These  numbers  can  only  be  regarded  as  an  approximate  representation  of  what  they 
are  supposed  to  designate. 

According  to  Danne,^  the  amount  of  moisture  can  be  determined  in  many 
substances  by  heating  them  with  calcium  carbide,  and  measuring  the  volume  of 
acetylene  obtained.  The  method  has  been  extended  to  the  determination  of  the 
"  water  of  crystallisation  *'  in  many  salts.  The  method  has  also  been  modified 
by  allowing  the  acetylene  to  escape,  and  estimating  the  water  from  the  loss  in 
weight  of  the  apparatus  owing  to  the  escape  of  acetylene. 

§  299.  Fractional  Dehydration :    Water  lost  at  DifTerent 

Temperatures. 

Some  zeolites,  and  hydrated  alumino-silicates,  give  off  water*  below  110°,  and 
in  that  case  the  clay  can  be  heated  at,  say,  100°,  110",  120^  130°,  ...  to  find 
if  the  substance  loses  appreciable  amounts  of  water  at  progressively  higher 
temperatures.  The  results  are  then  represented  as  "water  below  100°,'*  "water 
between  100**  and  110°,"  etc.  When  the  water  is  to  be  determined  at  different 
temperatures  in  this  manner,  a  copper  cylinder  is  fitted  up  as  shown  in  fig.  ISl 
with  a  thermostat,  J,  and  thermometer,  B.  The  glass  tube,  say  30  cm. 
long  and  3*5  or  4  cm.  wide,  has  a  hollow  stopper  ground  at  one  end  C;  the 
stopper  is  fitted  with  a  tube  and  stopcock,  C,  The  other  end  of  the  glass  tube  is 
drawn  out  and  fitted  with  a  drying  tower,  E. 

The  copper  cylinder  has  an  outer  jacket  of  asbestos.  The  glass  tube  is 
plugged  in  the  copper  tube  with  carded  asbestos.  The  thermostat  is  regulated 
to  keep  the  furnace  at  the  desired  temperature  any  length  of  time.  Hence,  any 
material  placed  in  a  small  squat  uncovered  weighing  bottle  resting  in  the  glass 
tube  can  be  heated  to  any  desired  temperature  while  a  current  of  air  is  drawn 
through  the  apparatus.  The  air  is  dried  by  passing  it  through  a  drying  tower 
at  the  end  E,  This  tube  is  packed  with  soda  lime  and  calcium  chloride,  the 
former  to  remove  carbon  dioxide,  the  latter,  moisture.  A  weighed  calcium 
chloride  tube,  F,  is  placed  at  the  end  C  to  absorb  any  moisture  driven  from  the 
substance  in  the  weighing  bottle.  The  increase  in  weight  of  this  tube  during  an 
experiment  represents  the  moisture  driven  from  the  substance.     The  result  may 

'  A.  Lissner,  Chem,  Ztg,j  54.  87,  1910.     See  page  521. 

'  The  difference  between  4*82  and  4*26  represents  analytical  errors,  or  oxygen,  nitrogen,  etc. 

'  H.  A.  Danne,  Proc.  Soc.  Chem.  Ind,  Victoria,  1900;  P.  V.  Dupr6,  Analyst,  2ft,  266, 1906  ; 
31.  213,  1906  ;  R.  A.  Cripps  and  J.  A.  Brown,  ib.,  34.  619,  1909  ;  R.  W.  Roberts  and  A.  Frazer, 
Jowm.  Soc,  Chem,  Lid.,  29.  861,  1910  ;  F.  H.  Campbell,  16.,  32.  67,  1913  ;  I.  Masson,  Joum, 
Chem,  Soc,  97.  861,  1910  ;  Chem,  News,  103.  37,  1911  ;  A.  C.  D.  Rivett,  ib.,  104.  261,  1911  ; 
H.  C.  McNeil,  Chem.  Eng.,  16.  38,  1912. 

-*  For  the  gases  in  silicates,  see  A.  P.  Lidoff,  Zeit,  anal.  Chem,,  ^6, 857, 1907  ;  R.  T.  Chamberlain, 
TJie  Gases  in  Rocks,  Washington,  1908. 
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be  checked  by  aleo  weighing  the  loss  of  weight  of  the  weighing  bottle.  The  two 
may  not  necessarily  coincide,  aince  volatile  subBtances  other  than  water  may  be 
driven  off.     The  small  bulba  g  contain  Bulphuric  acid.     This   tube  shows  the 


Fio.  ISl, — FraoUonal  dehydTatton. 

rate  at  which  air  is  passing  through  the  apparatus,  by  counting  the  number  of 
bubbles  per  second. 

If  the  cock  C  be  closed,  and  the  other  end  connected  with  a  suction  pump, 
the  substance  can  be  heated  under  reduced  pressure.  In  that  case,  the  tube  F 
is  fitted  to  the  opposite  end  of  the  glass  tube.' 


'  J.  W.  Mellor  {TranB.  Bag.  Cer.  Soc.,7.  114,  1»08  ;  J.  W.  Mellor  «nd  A.  D.  Holdcroft, 
ib.,  II.  ].  1911)  desoribes  a,  method  for  heating  the  tube  electrically  Bit  any  desired  t«ni  pen  Lure. 
If  the  joints  of  the  furnace  in  the  preceding  diagram  be  brazed,  aiid  the  therm  ostAt,  A,  replaced 
by  ft  reflux  condenser,  liquida  whose  IwiUng  points  are  kuowa  can  be  employed.     For  inaUnce : 


Table  LXIV.- 
Liquid. 

—Li'/v- 

dtfor  Vapmir-Balkt. 

Beneene 

Water 

Toluene 

Ethyl  butyrate        .... 
Amyl  alcohol 

80-81- 
99-100' 
109-112° 
120-121" 
128- 132* 

is9-nr 

162-1S8* 
166-168° 
172-173° 
18(M82° 
191-183' 
207-209° 

7d. 

gd. 

la.    Sd. 

U     7d. 

8d. 

iB.    2d. 

Aniline  .... 
Dimethylaniline      . 
Nitrobeniene  . 

lid. 

3s.    6d. 
lid. 
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Guttmaun's  ^  weighing  bottle,  fig.  182,  is  useful  for  heating  substances  to  a 
constant  weight  in  a  current  of  gas,  and  hence  determining  the  loss  in  weight 
on  heating  to  different  temperatures.  The  gas  entry  and  exit  tubes  have  ground 
caps  for  protecting  the  contents  from  air  during  the  weighing. 

Meyer's  ^  vapour  bath  or  oil  bath  is  useful  when  a  small  amount  of  a 
substance  is  to  be  heated  to  a  given  temperature  below  about  200**.     The  bath  is 


Fig.  182. — Guttmann's  weighing  bottle. 


Fig.  183. — Meyer's  vapour  bath. 


shown  in  section  in  fig.  183.  A  porcelain  cylinder  is  placed  inside  a  double- 
walled  copper  cylinder.  The  crucible  containing  the  substance  under  investiga- 
tion is  placed  in  the  inner  cylinder.  A  suitable  liquid  is  placed  in  the  copper 
vessel.  The  latter  is  fitted  with  a  condenser,  C  A  small  flame  and  a 
small  amount  of  liquid  are  needed  for  the  work.  For  temperatures  higher  than 
200*,  oils  may  be  used.  A  current  of  air  circulates  outside  the  inner  cylinder, 
entering  at  a  and  leaving  at  6. 

It  seems  fairly  certain  that  some  clays  lose  more  moisture  when  dried  under 
reduced  pressure  over  sulphuric  acid  ^  than  when  they  are  heated  to  constant 
weight  in  the  hot  oven,  fig.  90,  page  156.  Skertchly  *  has  shown  that  many 
organic  substances  do  the  same  thing. 


^  L.  F.  Guttmann,  Joum,  Amer.  Chem,  Soc.,  28.  1667,  1906. 
2  V.  Meyer.  Ber,,  18.  2999,  1885  ;  A.  Fock,  ib.,  18.  1124,  1885. 
^  E.  Lowenstein,  2^eU.  arwrg.  Chem.,  63.  69,  1909. 
*  W.  P.  Skertchly,  Joum,  Soc.  Chem.  Ind.,$2,  70,  1913. 


CHAPTER  XL. 

THE  DETERMINATION  OF  BORON. 

§  300.  The  Detection  of  Boric  Oxide. 

The  following  remarks  on  this  subject  supplement  those  given  in  the  regular 
text-books  on  qualitative  analysis.  It  is  generally  necessary  to  get  the  borate 
in  a  soluble  condition.  This  is  done  by  fusing  the  borosilicate  with  five  to  .ten 
times  its  weight  of  sodium  carbonate,  and  extracting  the  cold  mass  with  water. 

The  Alcohol  Flame  Test. — Boric  acid  dissolves  in  alcohol,  and  the  alcohol 
bums  with  a  flame  tinged  with  green.  Similarly,  if  a  borate  be  decomposed 
by  treatment  with  an  acid,'  and  the  mass  be  mixed  with  alcohol,  the  alcohol,  when 
ignited,  burns  with  a  greenish  flame.  The  test  is  carried  out  by  igniting  the 
mixture  on  a  watch-glass.-  It  is  possible  to  detect  0*001  per  cent,  of  boric  oxide 
in  a  solution  by  the  flame  test,  and  a  glaze  containing  O'l  per  cent  of  boric  oxide 
will  give  a  distinct  reaction. 

If  copper  be  present,  the  test  is  not  satisfactory.  The  copper  must  be  first 
removed  by  hydrogen  sulphide.  Barium  salts  also  colour  the  flame  green.  If 
sulphuric  acid  be  used  to  decompose  the  borate,  non-volatile  barium  sulphate  is 
formed,  and  barium  does  not  then  interfere  with  the  test.  When  copper  or 
barium  is  present,  the  flame  test  is  best  made  by  placing  the  mixture  in  a  six- 
inch  test  tube  fitted  with  a  cork  and  gas-jet  as  illustrated  in  fig.  184.  The  test 
tube  is  heated,  and  when  tlie  alcohol  begins  to  boil,  light  the  flame  with  a  second 
burner.  The  copper  and  barium  do  not  then  interfere.  If  metallic  chlorides 
be  present,  ethyl  chloride  may  be  formed,  and  this  colours  the  flame  green,  thus 
spoiling  the  test.  This  difficulty  is  easily  avoided  by  using  sulphuric  or  nitric 
acid,  not  hydrochloric  acid. 

The  Glycerol  Flavie  Test.^ — The  powdered  and  calcined  borate  is  moistened 
with  sulphuric  acid  and  heated  on  a  platinum  foil  until  the  acid  is  expelled. 
Moisten  the  mass  with  glycerol.  The  glycerol  burns  with  a  green  flame  if  boric 
oxide  be  present.  The  glycerol  test  will  indicate  O'OOl  per  cent,  of  boric  oxide. 
For  the  disturbing  agents,  see  the  alcohol  flame  test. 

Turmeric  Test. — If  a  borate  be  just  acidified  with  dilute  hydrochloric  acid, 
and  a  strip  of  turmeric  paper  *  be  half  immersed  in  the  solution,  no  apparent 
change  occurs;  but  if  the  paper  be  dried  on  a  watch-glass  at  100*,  the  half 
which  has  been  dipped  in  the  boric  acid  shows  a  peculiar  brownish-red  coloration. 
If  but  a  small  trace  of  boric  oxide  be   present,  the  stain  may  be  pink.     The 


*  The  borate  is  supposed  to  be  decomposable  by  treatment  with  acids — sulphuric,  hydro- 
chloric, or  hydrofluoric  acids  ;  or  by  a  mixture  of  ammonium  nitrate  and  chlonde  ;  sulphuric 
and  hydrochloric  acid  ;  or  sulphuric  and  nitric  acid. 

«  H.  Borntrager,  Zeil.  anal.  Chem.,  39.  92,  1900  ;  M.  Bidaut,  Compi.  JUnd,,  76.  489,  1878  ; 
80.  387, 1878  ;  M.  Dieulafait,  ib.,  85.  605, 1877  ;  Ann.  Chim.  Phys.  (5),  12.  318,  1877. 

»  M.  W.  Ilea,  Amer.  Cheiiu,  6.  361,  1876 ;  H.  Gilm.  Ber,,  11.  712,  1878. 

^  Turmeric  paper  gives  a  brownish  colour  with  alkalies,  yellow  with  acids. 
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colour  remaiDs  wheo   the   stain   is  dipped   in   boric   acid    t^in,  or   in  dilute 
sulphuric  or  hydrochloric  acid.     The  brown  stain  produced  by  alkalies  changes 
into  yellow  under  these   conditions.     If   too   little   acid    be    used,    there   may 
be  DO  coloration ;   if  too  much,  the  colour  may  be  brown.     If  the  boric  acid 
stain  be  touched  with  a  solution  of   potassium   hydroxide,   the  paper  becomes 
bluish  black  or  bluish  grey,  according  as  much  or  little  boric  acid  be  present. 
A  little  hydrochloric  acid  will  restore 
tbe  red  colour.     As  little  as  0-0001 
gnn.  of  boric  acid  can  be  detected 
by  the  (pink)  colour  produced  in  this 
manner.     The  presence  of  oxidising 
agents    like    chlorates,    chromates, 
iodides,'  etc.,  interferes  with  the  t«8t 
by  destroying  the  turmeric.     Nitric 
acid  is  an  exception.     Concentrated 
hydrochloric  acid  may  give  a  dark 
brown   stain   under  the  conditions 
of  the  test ;  ferric  chloride,  molyb- 
denum  and  zirconium  salta  give  a 
brownish-red    stain    which    is    not 
coloured   bluish   black  with  potash 
solution. 

Still  smaller  amounts  of  boric 
oxide  can  be  detected  if  needed  by 
placing  the  solution  under  investi- 
gation in  a  small  dish  and  evaporat- 
ing it  to  dryness  in  a  desiccator  in 
vacuo  at  a  low  temperature.  If  a 
few  drops  of  an  alcoholic  extract  of 
a  few  turmeric  papers  be  mixed  in  a 
porcelain  dish  with  the  Ixirate,  the 
solution  acidified  with'  acetic  acid, 
and  evaporated  to  dryness  on  a 
water  bath,  a  reddish-brown  residue  will  be  obtained  if  as  little  as  0'0002  gnu. 
of  BjOj  be  present,  while  0'00002  grra.  will  produce  a  perceptible  coloration.^ 

The  Boron  Fluoride  Teit. — If  the  powdered  borate  he  mixed  with  a  few 
drops  of  water  and  approximately  three  times  its  weight  of  Turner's  flui,* 
and  the  paste  be  exposed  on  the  loop  of  a  platinum  wire  in  the  outer  mantle 
of  Bunsen's  flame,  the  borou  fluoride  which  is  formed  imparts  a  greenish  tinge 
to  the  flame.     The  reaction  will  detect  OOI  per  cent,  of  B^Og  in  a  silicate.^ 


Fio.  134. — Flame  teat  for  boric  oxide. 


ie ;  add  hydrochloric  acid,  and  warni  the  Bolatian  to  drive  olT  the  sxcesB  of  aul^hur  .. 
acid.  Filter  if  neceaury,  and  boil  the  filtrate  with  a  slight  excess  of  sodium  carbonate,  dilute, 
and  filter.  Iodides,  if  preBant,  may  be  removed  by  precipitation  with  silver  nitrate  in  a 
Bolutian  acidified  with  nitric  acid.  The  addition  of  5  grms.  of  nres  per  100  c.c.  of  solution 
iohibiU  effeolB  of  nitrites ;  nitrates  do  not  interfere-T.  M.  Price  and  E.  H.  IngersoU,  ffw«. 
U.S.  Depl.  Jgrie.  iCht^n.],  137.  115,  1912. 

'  M.  Ripper,  Wfiiibau  ifeinAaiM.,  6.  881,  1888;  P.  Kulisch,  Zeit.  angew.  Ckem..  7.  187, 
1884  ;  V.  Lehner  and  J.  3.  C.  Wells,  Joam.  Amer.  Cham.  Soe.,  ai.  417,  1894  ;  H.  Borntrager, 
Ztil.  anal.  Chem.,  29.  92.  IBOO  ;  W.  H.  Low,  Jimm.  Amer.  Chun.  Soe.,  28.  807,  1907. 

•  Turheh's  Flux.— Mix  finely  powdered  calcium  fluoride  or  notasaiam  fluoride  with  4'6 
times  its  weight  of  potassiiim  bisuiphate.  Bydrofluosilicic  acid  ma;  be  used  in  place  of 
this  flux  if  the  borate  is  easily  decomposed. 

*  E  J.  Chapman,  Chem.  JVews.  35.  !2,  28,  36,  1877  ;  C.  le  Neve  Foster,  ti„  35.  127, 
1877 ;  H.  Kammerer,  Zdt.  anal.  Chtm.,  12.  376.  1878. 
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§  301.  The  Determination  of  Boric  Oxide. 

In  1851,  Rose^  stated  that  the  quantitative  determination  of  boric  oxide 
was  so  very  difficult  that  up  to  that  time  no  method  had  been  devised  which 
gave  a  direct  result.  The  problem  has  since  been  solved,  but  the  process  is 
difficult  and  laborious.  Rosenbladt  ^  thinks  this  "  one  of  the  most  complicated 
operations  in  analytical  chemistry."  Vogt^  estimated  the  boric  oxide  in  silicates 
by  difference  after  the  other  constituents  had  been  determined.  This  method 
is  not  recommended.  Several  indirect  methods  have  been  proposed.*  The 
isolation  of  a  definite  compound  of  boric  oxide  from  the  associated  constituents 
is  a  necessary  preliminary  for  the  successful  determination  of  boric  oxide. 
The  removal  of  silica  and  alumina  is  particularly  difficult.  Ferric  oxide  and 
alumina,  for  instance,  when  precipitated  by  ammonia  carry  down  some  boric 
oxide.^  The  silica  also  is  difficult  to  separate  without  loss  of  boric  oxide, 
because,  if  the  mixture  be  treated  with  hydrofluoric  and  sulphuric  acids  in  the 
usual  manner,  boron  is  volatilised  as  boron  fluoride.  Hence,  silica  may  con- 
taminate the  compound  of  boron  which  is  finally  weighed.^  Before  dealing 
with  complex  silicates,  it  will  be  convenient  to  take  simpler  problems ;  and 
first,  the  volumetric  determination  of  boric  oxide  in  boric  acid. 

Volatilisation  of  Boric  Oxide  and  Borax. — At  the  outset  it  is  necessary  to 
emphasise  the  fact  that  the  substances  now  under  investigation  are  somewhat 
volatile.  For  example,  there  is  a  difficulty  in  drying  boric  oxide,  since  a  com- 
paratively large  amount  of  boric  acid  is  lost.  For  instance,  the  loss  of  boric  oxide 
on  driving  ofi^  the  water  of  crystallisation  from  1  grm.  of  boric  acid  containing 

Water     .  .     07808     0-7643     07492    07644    0-2886    0-2780    02783    grm. 

BsO,Io8t  .     0-1406    0*1358    0-1449    0*1508    00896    0*1034    0*1032    grm. 

during  the  expulsion  of  the  water. '^ 

Aqueous  solutions  containing  boric  acid,  or  solutions  of  borax  acidified  with 
sulphuric  or  hydrochloric  acid,  lose  much  boric  acid  when  evaporated.  In  ilhistra* 
tion,  some  of  Tschijewski's  experiments  might  be  quoted.     Solutions  containing 

B2O,  ....     0-6030    0-2688    01268    0*0323  '  0-0314    0-0095    grm. 

BgOjlost  ....     00522    0*0298    0*0278    0*0128    0*0114    0*0071    grm. 

on  evaporation  to  dryness  on  a  water  bath.^ 

Borax  also  during  calcination  loses  boric  oxide.  Thus,  Waldbott  *  found  that 
when  0'6532  grm.  of  borax  glass  was  blasted  for 

Time       ...      5  12         22  29         39  44         46      minutes. 

Loss       .         .         .0-8         1-C        2-0        2-5        3-3        4-1        4-2    percent. 


1  H.  Rose,  AusfUhrliches  Handhuch  drr  analijfiscJien  Cliemie^  Braanachweig,  2.  721,  1851. 

■  T.  Rosenbladt,  ZeU.  anal.  Chem.,  26.  18,  1887. 

•  G.  Vofft,  Ber.  InUmat.  Kongress  angeiv,  Chem.^  5.  i,  738,  1904  ;  H.  Rose,  l.c, 

*  A.  Arfvedson,  Schwcigger's  Journ.  (2),  8.  1,  1802  ;  F.  G.  Schaffgotsch,  Pogg.  Ann,,  107. 
427,  1859;  J.  J.  Berzelius,  i6.,  2.  118,  1824  ;  H.  Rose,  16.,  80.  26t,  1850;  K.  Kraut,  ZeU. 
anal.  Chem.,  I.  73,  1863. 

*  F.  Wiihler,  Liebig's  Ann.,  141.  268,  1867. 

•  E,g,  in  A.  Stromeyer's  process  {Liebig^s  Ann.,  lOO.  82,  1866)  every  one  part  by  weight 
of  silica  contaminating  the  final  precipitate  quadruples  the  calculated  amount  of  boric  oxide. 

7  P.  Tschijewski,  Arch.  Phys,  Nat.  (3),  12.  120,  1884  ;  Bull.  Soc,  Chim.  (2).  42.  824, 
1884  ;  H.  LesccEUr,  Ann.  Chim.  Phys.  (6),  19.  43,  1890  ;  L.  Kahlenberg  and  O.  Schreiner, 
ZeU.  phys.  Chem.,  20.  547,  1896  ;  F.  W.  Skirrow,  ih.,  37.  84,  1901  ;  R.  Bunsen,  Lubig's  Ann., 
III.  257.  1859  ;  G.  Watson,  Cfum.  News,  68.  199,  1893  ;  0.  Hehner,  Analyst,  x6.  141,  1891. 

■  L.  de  Koningh,  Journ.  Amer.  Chem.  Soc.,  19.  385,  1897  ;  F.  G.  Schaffgotsch,  Pogg.  Ann  , 
107.  427,  1859;  J.  A.  Rose,  Beitrdge  zur  Kenntnis  der  Borsdure  urul  uber  eint  direki 
gewichtsanalytische  Bestimfnutig  derselhen,  Bonn  a.  Rh.  (Erlangen),  1902. 

"  8.  Waldbott,  Journ.  Artier.  Chein.  Soc.,  16.  410,  1894;  E.  Cramer,  Tonind.  Ztg.,  16. 
155,  1892.     See  page  589. 
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Starting  with  2*  1320  grms.,  10  minutes*  calcination  over  an  ordinary 
Bunsen's  burner  gave  no  loss ;  15  minutes  over  a  moderate  blast,  with  the 
crucible  half  covered,  gave  a  loss  of  0*0014  grm. ;  and  over  a  strong  blast, 
with  the  crucible  open,  0*0073  grm.  was  lost.  In  a  pottery  oven,  fired  to 
Seger's  cone  9  (scheduled  1280**)  for 

Time 60  48  26  3       hours. 

Loss 48-98  22-40  7-88  1*47     percent. 

Hence  boric  oxide  may  also  be  lost  when  the  "  loss  on  ignition  "  is  determined. 

§  302.  The  Evaluation  of  Boric  Acid. 

An  aqueous  solution  of  boric  acid  can  be  titrated  with  a  standard  solution 
of  sodium  hydroxide.  Unfortunately,  owing  to  the  feeble  acidic  properties  of 
this  acid,  the  pink  colour  of  the  indicator,  phenolphthalein,  is  developed  before 
all  the  boric  acid  is  neutralised.  If,  however,  the  solution  contains  sufl&cient 
glycerol,  or  mannitol,^  the  boric  acid  all  reacts  with  the  sodium  hydroxide  to  form 
sodium  metaborate : 

NaOH  +  H3BO3  =  2H2O  +  NaBOg 

before  the  pink  of  phenolphthalein  appears.  The  polyhydric  alcohol  augments,^ 
so  to  speak,  the  acidic  qualities  of  the  acid  in  question. 

Thomson  ^  has  a  process  for  the  volumetric  determination  of  boric  acid  based 
on  these  phenomena.  Dissolve,  say,  7*5  gmis.  of  the  boric  acid  in  about  350  c.c 
of  water  in  a  500-c.c.  flask,  and  make  the  solution  up  to  the  500-c.c.  mark 
with  water.  Pipette  50  c.c.  into  an  Erlenmeyer's  flask ;  add  50  c.c.  of  glycerol,^ 
or  a  gram  of  mannitol,  and  titrate  with  approximately  ^N-sodium  hydroxide 
solution  free  from  carbonates,^  using  phenolphthal'ein  as  indicator.^     When  the 

1  D.  Klein,  Bull.  Soc.  Chim,  (2),  I.  195,  1878  ;  Compt.  Rend,,  46.  826,  1878  ;  99.  144, 
1884;  M.  Copaux,  i6.,  127.  756,  1898;  A.  Lambert,  t6.,  108.  1016,  1889;  A.  Senier  and 
J.  G.  Lowe,  Ph/irm.  Jcmm.  (3),  8.  819,  1878;  VV.  R.  Dunstan,  ib.  (8),  13.  267,  1882; 
R  Sulzer,  Deut.-Amer.  Apoth.  Ztg,,  596,  1886  ;  K.  Jehn,  Areh,  Pharm,  (3),  25.  250,  1887  ; 
(3),  26.  495,  1888  ;  E.  Donath,  Chem.  Ztg,,  17.  1826,  1893  ;  E.  H.  Farrington,  Rev.  Internal. 
Falnf.y  ID.  81,  1897  ;  G.  Deniges,  Joum.  Fharm.  Chim.  (6),  6.  49,  1897  ;  V.  Gasselin, 
Ann.  Chim,  Phys,  (7),  3.  1,  1884  ;  C.  Schwarz,  Pkarm.  Ztg.,  32.  562,  1894 ;  N.  Tananaeff  and 
D.  Tsukerman,  Joum.  Russ.  Phys,  Chem.  Soc,,  41.  1469,  1910. 

2  K.  Farnsteiner,  Zeit.  Untersuch,  Nahr.  Gcnuss.,  5.  1,  1902  ;  A.  Beythein  and  H.  Hempel, 
ib.,  2.  842,  1899  ;  B.  Fischer,  ib,,  3.  17,  1900 ;  G.  Magnanini,  Rendi  Accad,  Lincei,  6. 
260,  1890;  Gavz,  Chim.  Ital,  20.  441,  448,  1890;  21.  ii.  134,  1891  ;  Zcit,  phys.  Chem.,  6. 
58,  1890;  L.  Kahlenberg  and  O.  Schreiner,  ib.,  20.  547,  1896;  W.  Vaubel  and  E.  Bertlet, 
Chem,  Ztg.,  29.  629,  1905 ;  A.  Wogrinz  and  J.  Kittel,  Chem.  Ztg.,  36.  433,  1912. 

'  R.  T.  Thomson,  Joum.  Soc,  Chem.  Ind.,  12.  432,  1896  ;  Analyst,  21.  64,  1896  ;  A.  H. 
Allen  and  A.  R.  Tankard,  ib,,  29.  301,  1905;  L.  Barthe,  Joum,  Pharm.  Chim,  (5),  29.  163, 
1894  ;  M.  Vadam,  ib.  (6),  8.  109,  1898  ;  M.  Honig  and  G.  Spitz,  Zeit.  angew.  Chem.,  9.  549, 
1896 ;  G.  Jorgensen,  ib.,  10.  5,  1897  ;  N.  Tananaeff  and  D.  Tsukerman,  Joum.  Russ.  Phys, 
Chem,  Soc,,  41.  1469,  1909. 

^  Glycerol  Solution. — Glycerol,  10,  water  1,  by  volume.  The  glycerol  must  be  free 
from  fatty  acids,  or  the  fatty  acids  must  be  neutralised  just  before  use  with  T^^N-sodium 
hydroxide  solution.  Glycerol  usually  becomes  actd  on  keeping,  possibly  owing  to  the  slow 
decomposition  of  fatty  impurities. 

Mannitol  (M.  Vadam,  C?iem.  News,  78.  271,  1898  ;  L.  C.  Jones,  Amer.  J.  Science  (4), 
7.  127,  1899  ;  C?iein,  News,  80.  65,  1899)  is  more  convenient  than  glycerol.  It  is  solid,  easily 
handled,  does  not  alter  the  bulk  of  the  solution,  and  is  not  so  liable  to  contamination  with 
acids.  The  end  point  is  also  a  little  sharper.  The  results  are  quite  as  accurate  as  with 
glycerol.     The  choice  is  therefore  a  matter  of  convenience. 

'  Carbonates  interfere  with  the  indicator  and  react:  2Bj08  +  NaaC03=Na2B407  +  C02. 
Hence,  a  little  barium  hydroxide  is  sometimes  added  during  the  preparation  of  the  sodium 
hydroxide  solution.  See  discussion,  page  65.  F.  P.  Venable  and  J.  S.  Callison  {Chem.  Ztg,, 
14.  167,  1890)  report  as  much  as  0'06  per  cent,  of  boric  oxide  in  caustic  soda  and  caustic 
potash  sold  as  **pure."    M.  Gorges,  Joum,  Pharm.  Chim,  (6),  3.  346,  1896. 

•  Other  indicators  have  been  recommended :  litmus  (J.  L.  Gay  Lussac,  Ann,  Chim,  Phys, 
(2),  40.  898,  1830),  lacmoid  (R.  T.  Thomson,  Chem,  News,  47.  123,  135,  1883),  congo  red 
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pink  colour  appears,  add  10  c.c.  of  glycerol,  or  another  gram  of  mannitol.  If 
the  pink  colour  disappears,  continue  the  titration  with  the  sodium  hydroxide. 
Repeat  the  addition  of  glycerol  or  mannitol  and  titration  until  the  pink  colour 
persists  when  more  mannitol  or  glycerol  is  added. 

Example. — 23*7  c.c.  of  the  ^N-solution  of  sodium  hydroxide  were  required  for  a 
titration.  This  solution  contains  20*004  ffrms.  of  NaOH  per  litre,  which,  according  to 
the  ecjuation  i  NaOH +  113603= 2 H,0  +  NaBOp  corresponds  with  31*01  grms.  of  H3BO3 
per  litre,  or  1  c.c.  of  the  standard  solution  is  equivalent  to  0*031  grm.  of  H3BO3. 
Hence,  23*7 x 0031  =0-736  grm.  of  HjBO.  per  50  c.c. ;  or  14*69  per  1000  c.c. ;  or  per  15 
grma.  of  the  sample.     Hence,  the  sample  has  97*9  per  cent.  H3BO3. 

Will  and  Zschimmer  ^  titrate  the  boric  acid  with  baryta  water ;  Smith  ^  adds 
standard  manganese  sulphate  and  titrates  with  standard  potassium  permanganate  ; 
and  Jones  ^  liberated  iodine  from  a  mixture  of  potassium  iodide  and  iodate  in 
presence  of  boric  acid  and  mannitol,  and  determined  the  iodine  by  titration  with 
sodium  thiosulphate. 

§  303.  The  Evaluation  of  Borax. 

Solutions  containing  boric  acid  are  neutral  to  jt>-nitrophenol,  and  to  methyl 
orange,  but  acid  towards  phenolphthalein — particularly  in  the  presence  of 
mannitol  or  glycerol.  Hence,  if  hydrochloric  acid  be  added  to  an  aqueous 
solution  of  borax,  using  jo-uitrophenol  or  methyl  orange  as  indicator,^  the 
solution  will  react  acid  only  when  all  the  boric  acid  is  free  and  all  the  soda  is 
neutralised  by  the  hydrochloric  acid.     The  reaction  is  represented : 

l^&^Bfi^  +  5H2O  +  2HC1  =  2NaCl  +  4H8BO3. 

The  boric  acid  can  then  be  titrated  as  just  indicated  under  boric  acid.     The 
determination  is  made  in  the  following  manner : — 

Dissolve  10  grms.  of  borax  in  about  300  c.c.  of  water,  and  make  the  solution 
up  to  500  c.c.  with  distilled  water  freed  from  carbonates  by  boiling.  Titrate 
25  C.C.  with  approximately  J N -hydrochloric  acid,  using  a  drop  of  />-nitrophenol 
or  methyl  orange  as  indicator.  Note  the  volume  of  hydrochloric  acid  needed  for 
the  neutralisation  of  the  25  c.c.  pipetted  from  the  main  solution.  Add  the  same 
volume  of  the  standard  hydrochloric  acid  to  another  25  c.c.  of  the  borax  solution, 
add  glycerol  or  mannitol  as  indicated  under  boric  acid,  and  titrate,  as  there 
described,  with,  say,  JN-sodium  hydroxide,  using  phenolphthalein  as  indicator. 

Example. — 10  grms.  of  the  sample  made  up  to  500  c.c.  Of  this,  100  c.c,  that  is, 
2  grms.  of  the  sample,  required  42  c.c.  of  the  standard  hydrochloric  acid,  and  45*6  c.c.  of 
the  standard  sodium  hydroxide  solution,  1  cc  of  which  corresponded  with  0*0437  grm. 
of  crystalline  borax.  Hence,  2  grms.  of  the  sample  had  45*6  x  0*0437  =  1*992  ;  or  99*6 
per  cent,  of  crystalline  borax.     A  similar  procedure  is  employed  for  anhydrous  borax. 

(G.  Schwarz,  Pharm.  Ztg.^  37.  562,  1887),  heliauthine  (F.  Parmentier,  Compl,  JUnd.,  X13.  41, 
1891),  orceine(M.  de  Luynes,  Aim.  Chim,  Phys.  (4),  6.  184,  1865),  htematoxyline  (A.  Goyard, 
Bull.  Soc.  Chim.  (2),  40.  422,  1888),  Porrier's  blue  (R.  Engel,  ib.  (2),  45.  827, 1886  ;  Compl. 
Bend.y  102.  214,  262,  1886),  tincture  of  red  rose  leaves  (L.  Barthe,  Joum,  Pluirm,  Chim,  (6),  29. 
163,  1894),  tincture  of  mimosa  blossoms  (L.  Robin,  Ber.  Intemat.  Cong.  App.  Chem.f  8.  i,  429, 
1912). 

1  H.  Will,  Arch.  Pharm.,  225.  1101,  1887;  R.  Hefemann,  Pharm.  Centr.  (2),  9.  116, 
1888  ;  E.  Zschimmer,  Ch^m.  Ztg.,  25.  442,  67,  1901. 

2  E.  F.  Smith,  Amer.  Chem.  Joum.,  4.  279,  1883  ;  Chem.  News,  46.  286, 1882  ;  J.  Volhard, 
Liebig's  Ann.,  98.  818,  1879;  0.  Bodewig,  Zcit.  anal.  Chem.,  23.  148,  1884;  G.  Carinelli, 
Oazz.  Chim.  Ilal.,  31.  i,  544,  1901. 

'  L.  C.  Jones,  Zeil.  anorg.  Chem.,  30.  212,  1899  ;  21.  169,  1899 ;  A.  Stock,  Compt.  Jiend., 
130.  516,  1900  ;  L.  Barthe,  Joum.  Pharm.  Chim.  (5),  29.  163,  1894  ;  J.  Prescber,  Arch. 
Pharm.,  242.  194,  1904  ;  P.  Georgevifi,  Joum.prakt.  Ch^m.  (2),  38.  118,  1888. 

^  R.  T.  Thomson  {Chem.  News,  47.  135,  1883),  after  comparing  litmus,  methvl  orange, 
phenolacetolin,  and  phenolphthalein,  says:  '* Methyl  orange  is  by  far  the  best  iuaicator  lor 
the  estimation  of  soda  in  borax,  and  is,  indeed,  perfect  in  that  respect.  The  change  in  colour 
at  the  end  of  the  experiment  is  very  sharply  defined.*' 
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The  relation  between  the  NagO  and  the  BgO.^  in  borax  is  not  always  that 
corresponding  with  Na2O.2B.2O5,,  because  some  sodium  metaborate — NagO.  BgOg — 
may  be  present.  This  would  lead  to  high  values  when  the  borax  is  calculated 
from  the  amount  of  B2O3,  since  some  should  then  have  been  calculated  to 
NaB02.4H20. 

Jacobins  Procesi. — Jacobi^  abbreviates  the  process  by  taking  advantage  of 
the  fact  that  in  the  presence  of  glycerol  a  solution  of  borax  is  acid  to  phenol- 
phthalein,  while  a  solution  of  sodium  metaborate  is  neutral.  Hence,  if  a 
solution  of  borax  containing  an  excess  of  glycerol  be  titrated  with  ^N-sodium 
hydroxide,  we  have 

Na2B407  +  2NaOH  =  iNaBOg  +  H2O 

at  the  neutral  point.  After  making  an  allowance  for  any  acid  in  the  glycerol; 
multiply  the  results  by  0*0175,  and  the  product  represents  the  amount  of  boric 
oxide  in  the  given  sample ;  if  multiplied  by  0*02525,  the  result  represents  the 
amount  of  anhydrous  borax;  and  if  multiplied  by  0*04775,  the  amount  of 
crystalline  borax. 

ExAMPLB. — 2  grms.  of  "  calcined  "  borax  were  dissolved  in  water  and  mixed  with 
glycerol  and  phenolphthalein.  49'65  c.c.  of  JN-NaOH  were  needed.  The  glycerol  added 
required  0*4  c.c.  of  the  alkali  for  neutralisation.  Hence,  49*65  -  0  4  =  49*25  c.c.  were 
needed  for  the  titration.  Hence,  the  4  grms.  contained  49*25  x  0*01 75  =  0-862  grm.  of 
B2O3  J  that  is,  100x^x0*862  =  43-1  per  cent,  boric  oxide  or  62*2  per  cent,  of  " calcined *' 
borax. 

§  304.  The  Evaluation  of  Borocalcitey  Boronatrocalcitey  Boracite, 

and  Calcium  Borate. 

Digest,  say,  10  grms.  of  powdered  borocalcite  in  a  flask  fitted  with  a  reflux 
condenser  2  (fig.  185)  with,  say,  50  c.c.  of  JN-hydrochloric  acid  in  order  to 
remove  the  carbon  dioxide,  liberate  the  boric  acid  from  combination,  and  prevent 
loss  of  boric  acid  by  volatilisation  in  steam  during  the  expulsion  of  the  carbon 
dioxide.  Cool.  Wash  the  condenser  tube,  and  the  contents  of  the  flask  into 
a  500-c.c.  standard  flask  with  freshly  boiled  distilled  water.  The  insoluble, 
residue  can  be  filtered  off,  dried,  and  weighed,  if  desired.  Make  the  solution  up 
to  the  500-c.c.  mark  with  water.  Pipette  50  c.c.  of  this  solution  into  a  flask, 
and  titrate  with  standard  sodium  hydroxide  (say,  |N),  using  jt?-nitrophenol  as 
indicator.  When  the  yellow  colour  of  the  indicator  appears,^  all  the  hydrochloric 
acid  has  been  neutralised  by  the  soda.  Note  the  volume  of  the  standard  sodium 
hydroxide  required  for  this  purpose.  Pipette  another  50  c.c.  of  the  solution,  add 
the  same  amount  of  sodium  hydroxide,  and  then  titrate  with  sodium  hydroxide 
and  mannitol  or  glycerol,  with  phenolphthalein  as  indicator,  as  indicated  under 
borax  and  boric  acid. 

Example. — 10  grms.  of  the  borocalcite  were  made  up  to  500  cc,  and  50  c.c.  {i.e. 
1  grm.  of  the  sample)  were  taken  for  the  titration.  26*6  cc.  of  the  soda  solution  were 
employed  in  the  second  titration.  1  cc.  of  ^N-sodiiim  hydroxide  corresponds  with 
0*0175  grm.  of  boric  oxide,  B.,03.  Hence,  26*6x0*01 75  =  46*55  grm.,  or  46*55  per  cent. 
BA  in  the  given  sample. 

Schaalds  Process. — If  appreciable  quantities  of  iron  and  alumina  be  present, 
both  should  be  separated,  if  possible,  before  the  titration,  since  alumina  will 
combine  with  the  alkalies  as  the  solution  approaches  the  neutral  point,  and  thus 


^  K.  Jacobi,  Jmtrn.  Amer.  Chem.  Soc.,  26.  91,  1904. 

2  V.  Kroussler,  Zeit.  arial  Chem.,  24.  80,  1885  ;  J.  Walter,  IHngler's  Joum.,  251.  687, 
1884. 

'  Methyl  orange  may  be  used  instead  of  the  nitrophenol  with  satisfactory  results. 


582  A  TREATISE  ON  CHEMICAL  ANALYSIS. 

give   too   liigh   a   number.      Schaak '    recommendB   the    following    method    of 

separation  : — Dissolve  the  borocalcite  as  indicated  above.     Filter,  and  make  the 

solution  up  to  500  c.c.     Nearly  neiitraliae  100  c.c>  by  titration  with  alkali,  using 

methyl  orange  as  indicator.     Add  2  to  3  grma,  of  barium  carbonate  (free  from 

alkali),  warm  ou  a.  steam  bath  for  half 

an  hour.     Cool,  filter,  wash,  and  titrate 

the    filtrate  with    alkali    as    indicated 

above.      The    first    method    may   give 

values  15    per  cent,    too   high,   while 

Schaak's  modification  will  fumiah  values 

0-16  per  cent,  too  high. 

Jaeobi'i     Proteis}  —  The      mineral 
borates  may  be  rapidly  evaluated  by 
digesting,  say,  2  grms.  in  hydrochloric 
acid,  and  evaporating  the  solution  to 
dryness  for  silica.     Add  dilute  hydro- 
chloric acid,  boil,  filter,  and  wash  the 
silica ;  precipitate  the  iron  and  alumina 
by   means  of  ammonia ;    lime   by    am- 
oxalate ;     and    magnesia    by 
phosphate.     Remove    the 
eiceas  of  phosphate  by  means  of  pure 
ferric  chloride  ;  and  remove  the  latter 
by  ammonia.     Evaporate  the  solution 
to  dryness  with  concentrated  nitric  acid, 
and  then  twice  with  concentrated  hydro- 
chloric acid.     Take  up  the  residue  with 
water,  and  evaporate  to  dryness  agaiu 
in  a  platinum  diah.     Heat  the  residue 
to  dull  redness  to  drive  off  the  water  and 
the  ammonium  salts.     Cool,  and  weigh 
as  anhydrous  boric  oside,  sodium  (with 
possibly  potassium)  chloride,  and  sodium 
borate.      Dissolve  the  residue    in    hot 
Fio.l85.-IUflox  condenser  (see  page  303).       ,vater,    cool,   and    determine    the   soda 
by    titration    with    JN-sulphuric    acid, 
using  methyl  orange  as  indicator.     Titrate  also  for  total  boric  oxide  with  JN- 
sodium  hydroxide,  using  phenolphthalein  as  indicator.     Sum  the  boric  oside  and 
the  soda  so  obtained,  and  subtract  the  result  from  the  weiffht  of  the  residue  in 
the  platinum  dish.     The  difference  is  said  to  be  "sodium  chloride,"  from  which 
the  Xa,jO  is  calculated  by  multiplying  the  amount  of  sodium  chloride  by  0'5308. 
If  potu^sium^  salts  and  sulphates  be  present,  their  amounts  are  determined  in 
separate  portions.      Processes  like  these  can,  of  course,  only  give  approximate 
results  by  a  balancing  of  errors. 

Lunge's  Process. — In  analysing  boronatrocalcite,  Lunge  *  dissolves  the  mineral 
in  dilute  hydrochloric  or  nitric  acid,  and  precipitates  the  lime  as  calcium  oxalate  ; 
the  magnesia  as  phosphate.     The  tliree  bases — ^lime,  soda,  and  magnesia — arc 

'  M.  P.  Schaak,  Joant.  S«c.  Ckcja.  Lid  ,  23.  ti99,  1904. 

^  K.  Jttcobi,  JouTit.  AmtT.  C/wm.  Soc,  36.  88,  1901. 

*  Or  remove  the  boric  oxide  b;  repeiUd  ev&peration  with  methyl  alcohol  (page  E>8S),  And 
determine  the  potash  snd  soda  in  the  usual  manner. 

'  G.  Lunge,  Lie'dii'a  Ann.,  138.  51.  1866  ;  C/iem.  A'«u;s,  15.  86,  2U.  1867  ;  K.  Kraut, 
Liebig's  ^inn.,  139.  52,  186ft.  According  to  Lunge,  there  te  no  need  to  remove  the  boron  aa 
fluoride,  since  the  reaulta  with  and  witliout  the  removal  of  boron  "entirely  coincide  within 
the  ordinary  limits"  of  error. 
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deterruioed  by  addio^c  a  known  volume  of  standard  (hydrochloric  or  nitric)  Ewid,  and 
titrating  the  excess  of  acid  with  standard  alkali,  as  indicated  for  borax.  Deduct 
the  results  found  for  lime  and  magnesia,  and  the  difference  represents  the  soda.^ 
Water  is  determined  as  the  "lose  on  ignition."  The  difference  represents  the 
boric  oxide  and  impurities.  In  one  case,-Kraiit  found  6'72  per  cent,  of  sodium 
chloride  and  4'74  per  cent,  of  sodium  sulphate^  in  a  sample  of  boronatroealcite. 

g  305.  The  Determination  of  Boric  Oxide  in  Silicates- 
Wherry's  Process. 

^fethods  for  the  determination  of  boric  oxide  in  silicates  containing  alumina 
and  iron,  by  fusing  the  sample  with 
alkali  carbonate;  removing  the  silica, 
alumina,  etc.,  with  ammonio-zinc 
oxide,  Schatfgotsch's  or  Seeman's 
solutions  (page  638) ;  and  finally 
precipitating  the  boric  oxide  as 
an  insoluble  borate — magnesium,^ 
barium,* calcium,* or  silver"  borates, 
or  potassium  borofluoride,'' — are  not 
satisfactory,  because  part  of  the  boric 
oxide  is  retained  very  tenaciously  by 
the  precipitated  alumina.  Wherry  ^ 
recommends  the  following  modifica- 
tion of  Schaak's  process,  and  it  can 
be  regarded  as  a  good  method  of 
approximation  when  the  time  needed 
for  the  more  elaborate  and  tedious 
distillation    process    is    not    avail- 

Fution. — Fiise  0-3  to  0'5  grm. 
of  the  powdered  silicate  with  ten 
times  its  weight  of  sodium  carbonate, 
and  take  up  the  cold  cake  with  20 
to  30  c.o.  of  dilute  hydrochloric  acid. 
Oxidise  any  ferrous  salts  which  may 
be  present  by  the  addition  of  a  few 
drops    of    nitric    acid    or    bromine 

^^  RemarxLloflTonawiAlv.'ndnium.  Fin.  186.-B™ling  with  "splwh  trap." 

—Heat  the   mixture    in    a  round- 
bottomed  250-e.c.  flask  nearly  to  boiling,  and  add  an  excess  of  dry  precipiteted 

'  PoUah  is  said  to  ba  tarelj  presant. 

«  H.  How,  Ckem.  Ktvn,  15.  192,  1867  :  F.  Wiihlar,  ii.,  16.  16,  1867, 

'  C.  Marignsc,  Zeit.  anal.  Chem.,  I.  405,  1862. 

'  P.  TOO  Berg,  ZeU.  anal.  Chem.,  32.  25,  1SB7  ;  H.  N.  Moraa  and  W.  M.  Burton,  Amer. 
Cham.  Joum.,  10.  161,  1888. 

'  A.  Ditte,  Ann.  Fhyt.  Chim.  (4),  I.  649,  1875  ;  Compl,  Rend.,  80.  480,  1876  ;  A.  Joly,  ib., 
100.  103   1886. 

'  A.  P.  J.  du  MSnil,  Berzelias'  Jakreaber. .  g.  180,  1829. 

'  A.  Stromeyer,  Liebig'a  Ann..loO.  82,1850;  G.  Krviss  and  H.  Moiaht,  i6.,  afio.  180,1880; 
F.  Wobler,  16.,  141.  288,  1867  ;  G.  Bodewig,  <%em.  Netva,  50.  49,  1884  ;  Ztit.  anal.  Chem...  23. 
149, 1884  ;  C.  Thaddeeff,  i!i.,  36,  668,  1897  ;  H.  Rose,  iVfliJ. -<aji.,  80.  262,  1880;  a  RammBlsberK, 
ib.,  80,  486,  1880 ;  J.  J.  Berzelina,  ib  ,  2.  118,  1824. 

1  E,  T,  Wherry  and  W.  H.  Chapin,  Jbum,  Amer.  Chrm.  Soc.,  36.  1S87,  1908. 
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calcium  carbotiftte  slowly,  with  constant  stirring  in  order  to  precipitate  the  iron 
and  aluminium  hydroxides.^  Fit  a  reflux  condenser  (figs.  128  or  185)  to  the  flask, 
and  boil  vigorously  for  about  10  minutes  in  order  to  destroy  bicarbonates  and 
to  expel  carbon  dioxide  from  the  solution.  Filter  the  bulky  gelatinous  pre- 
cipitate through  a  BUchner's  funnel  (page  103)  at  the  filter  pump.  Wash  with 
hot  water,  but  keep  the  volume  of  the  liquid  as  low  as  possible — less  than  100  c.c. 
Pour  the  hot  filtered  liquid  into  a  250-300  c.c.  flask.  Add  a  couple  of  grams  of 
calcium  carbonate.  Fit  a  splash  trap  in  the  neck  of  the  flask  by  means  of  a 
rubber  stopper  (fig.  186),  and  connect  the  flask  with  a  suction  pump.  Heat  the 
solution  under  reduced  pressure  for  a  few  minutes.^  When  the  liquid  is  cold,  and 
boiling  has  ceased,  filter  the  solution  if  the  precipitate  is  red  (ferric  oxide) ;  if  the 
precipitate  is  white  (alumina),  there  is  no  need  for  the  filtration. 

The  Titration. — The  calcium  carbonate  neutralises  the  free  hydrochloric  and 
nitric  acids,  but  not  the  boric  acid.  Hence,  the  solution  contains  free  boric  acid. 
Titrate  the  solution  with  y^^j^N-sodium  hydroxide.  Use  mannitol  and  phenol- 
phthalein  as  indicator.  If  the  first  drop  of  the  indicator  does  not  strike  a  red 
colour,  all  the  carbon  dioxide  has  not  been  expelled  by  the  boiling.  In  that 
case,  acidify  the  solution,  add  an  excess  of  calcium  carbonate,  and  repeat  the 
necessary  operations. 

Faults  of  the  Method, — As  indicated  above,  the  weakness  of  this  method  is 
due  to  the  assumption  that  aluminium  and  ferric  hydroxides,  precipitated  by  the 
calcium  carbonate,  are  free  from  boric  oxide.  Some  boric  oxide  is  mechanically 
enclosed  in  the  precipitate,  and  this  can  be  removed  by  simply  boiling  with 
water ;  but  a  certain  proportion  of  the  boric  oxide  is  so  intimately  associated  with 
the  hydroxides  that  it  cannot  be  removed  by  boiling  water.  The  boric  oxide  can 
only  be  recovered  by  redissolving  the  .precipitate  in  acid,  and  repeating  the 
treatment  with  calcium  carbonate  a  number  of  times.  For  example,  Wherry  and 
Chapin  quote  these  numbers  : 

Table  LXV. — Test  Analyses  for  Boric  Oxide  in  Minerals. 


, 

1 

Alumina 

Amoiint 

Percent,  boric  oxide. 

Mineral. 

or 
ferric 

used  in 
analysis. 

Grm. 

1 

oxide. 
Per  cent. 

First. 

Second.   Third. 

Fourth. 

Fifth.  1  Total- 

1 

1 

1 

Dumortiertite 

63 

0-5 

3-87 

112        0-35 

0-11         ...         6-46 

Ludwigite     . 

40 

0-3 

9-93 

0-71    1    0-71 

0-52       0-22  ,  12-09  | 

Danburite     . 

nil. 

1      0-3 

23-77 

0-29 

■  •  • 

...     '  24-06 

Tourmaline  . 

35 

0-3 

8-88 

0-82        0-23 

9*93 

Vesuvianite  . 

20 

1 

0-3 

1 

1-75 

0-17          ..             ...      1     ...     '    1-92 

The  results  are  in  general  better  with  small  proportions  of  boric  oxide,  as  we 
should  expect.  The  process  can  therefore  only  be  recommended  when  an 
approximate  determination  is  needed.  If  results  are  desired  with  any  pretence 
to  accuracy,  the  distillation  process  must  be  employed.  The  necessary  re- 
petition of  the  processes  of  solution  and  precipitation,  as  indicated  above,  makes  the 
distillation  process  less  troublesome  and  more  reliable  than  the  calcium  carbonate 
precipitation  process. 

^  It  ia  impossible  to  prevent  the  precipitation  of  some  boric  oxide  with  the  iron  and 
aluminium  hydroxides. 

*^  If  the  exhaustion  is  conducted  too  rapidly,  violent  frothing  and  loss  of  material  may 
render  it  necessary  to  start  the  analysis  again. 
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§  306.  The  Determination  of  Boric  Oxide  in  Silicates- 
Distillation  Process. 

If  methyl  alcohol  be  distilled  from  a  mixture  contaiDing  free  boric  acid, 
methyl  borate,  boiling  at  65*,  distils  over.  The  methyl  borate  can  be  saponified 
with  alkalies,  etc.,  and  the  boric  acid  determined  by  gravimetric  or  volumetric 
processes.  This  reaction  was  simultaneously  employed  by  Gooch  and  by 
Rosenbladt  in  1887,  and  it  has  since  been  extensively  used^  for  the  determina- 
tion of  boric  oxide  in  silicates  and  alumino-silicates.  Ethyl  alcohol  can  be 
employed,^  but  it  forms  ethyl  borate,  boiling  at  about  1 20".  In  consequence  of 
the  higher  boiling  point  of  ethyl  borate,  methyl  alcohol,^  though  more  expensive, 
is  more  effective  than  ethyl  alcohol. 

Pi'eparation  of  the  Sample  for  Distillation. — Fuse  0*5  grm."*  of  the  sample 
with  6  grms.  of  sodium  carbonate  (page  164).  When  the  crucible  is  cold,  the 
cake  ^  is  transferred  to  a  250-c.c.  flask  by  using  50  c.c.  of  water  and  5  c.c.  of 
concentrated  hydrochloric  acid  for  the  purpose.  This  amount  of  acid  is  sufficient 
to  neutralise  the  sodium  carbonate  used  in  the  fusion.  The  flask  is  then  fitted 
with  a  reflux  condenser  (fig.  185),  and  boiled  for  an  hour  in  order  to  drive  off  the 
carbon  dioxide.  The  reflux  condenser  is  to  prevent  loss  due  to  volatilisation  of 
boric  acid  with  the  issuing  steam.  Aqueous  solutions  of  boric  add  must  never  he 
boiled  in  open  vessels  when  the  boric  acid  is  to  be  determined  quantitatively  J^  Wash 
the  condenser  tube  with  a  little  water  and  collect  the  nmnings  in  the  flask. 
Now  add  solid  granular  anhydrous  calcium  chloride  to  the  flask.  About  1  grm. 
of  the  salt  per  c.c.  of  liquid  will  suflice.  Rotate  the  flask  for  a  few  minutes  in 
order  to  ensure  a  thorough  mixing  of  the  contents.  In  adding  the  calcium  chloride, 
keep  the  neck  of  the  flask  clean.     The  object  of  the  calcium  chloride  is  to  prevent 


1  K.  Fiinisteiner,  Zeit.  Nahr.  Oenuss.,  3.  1,  1900;  K.  Windisch,  ib,,  9.  641,  1906;  K. 
Fischer,  ib.,  3.  17,  1900;  J.  Wolff,  i6.,  3.  600,  1900;  4.  157,  1901;  J.  J.  Ebelmen  and 
Bouqiiet,  Ann.  Chim.  Phys.  (3),  17.  54,  1846;  J.  J.  Ebelmen,  ib,  (3),  16.  129,  1846;  H. 
Schiff,  LiebUfs  Ann.,  Suppl.,  5.  154,  1867  ;  H.  Schiff  and  E.  Bechi,  Compt.  Rend.,  61.  697, 
1865  ;  H.  Copaux,  ib.,  127.  756,  1888  ;  H.  Moissan,  ih.,  156.  1084,  1893  ;  S.  L.  Penfeld  and 
E.  8.  Sperry,  Amer,  J.  Science  (3),  34.  222,  1887  ;  J.  E.  Whitfield,  ib.  (3).  34.  281,  1887  ; 
C.  E.  QBSsil,  Analyst,  15.  230,  1890;  A.  K.  Reischle,  Zeit,  anorg.  Chem.,  4.  Ill,  1893;  A. 
Mandelbaum,  t&.,62.  864,  1909;  K.  KvAut,  Zeit.  anal.  Chem.,  3/6.  165,  1897;  A.  W.  Blyth, 
Proc.  Chem.  Soe.,  15.  51,  1899;  C.  Montemartini,  Oazz.  Chim.  ItaL,  28.  i.  344,  1898;  G.  H. 
Beennann,  Kritische  Stvdien  iiber  die  neueren  qvantitaliren  Bestimmungtnnethoden  der  Borsdure 
mil  Einschlusa  der  Turmalinanahtse,  Berlin,  1898;   J.    Prescher,   Arch.  Pharm.,   242.   194, 

1904  ;  A.  Schneider  and  Gaab,  Pharm.  Centr.,  37.  872,  1896  ;  W.  H.  Low,  Chem.  News,  95. 
52,  61,  73,  1907  ;  Joum.  Amer.  Chem.  Soe.,  28.  807,  1907  ;  E.  T.  Wherry  and  W.  H.  Chapin, 
ib.,  30.  1687,  1908  ;  0.  W.  Sargent,  ib.,  21.  858,  1899  ;  L.  de  Koningh,  ib.,  19.  65,  1897  ;  0. 
von  Spindler,  Schtoeizer  Wochenschrift  Chem.  Pharm.,  43.  659,  1906;  Chem.  2tg  ,  2g,  666, 

1905  ;  R.  Amdt,  ib.,  33.  725,  1909  ;  H.  Coi)aux  and  G.  Boiteau,  Bull.  Soc.  Chim.  (4),  5.  217, 
1909  (the  distillation  process  will  not  do  with  boric  oxide  in  the  presence  of  tuugstates) ;  G. 
Bertrandand  H.  Agulhon,  ib.  (4).  7.  125,  1910  ;  H.  Fromme,  Tsehermak's  Mitt.,  28.  329,  1910  ; 
E.  Polenske,  Arbeit.  Kaiser.  Gesiirui.,  17.  564,  1900  ;  19.  167,  1909  ;  A.  Guntlier,  ib.,  19.  489, 
1904  ;  G.  Raulin,  MonU.  ScienL  (f>),  I.  434,  1911. 

2  H.  Rose,  Pogg,  Ann.,  80.  262,  1846. 

^  Avoid  the  ase  of  methyl  alcohol,  which  blackens  or  evolves  sulphur  dioxide  when  heated 
with  sulphuric  acid  on  a  water  bath. 

^  For  substances  containing  a  high  proportion  of  boric  oxide,  0*25  grm.  maybe  used.  The 
total  boric  oxide  should  be  kept  below  0  1  grm.,  otherwise  the  distillation  will  require  a 
long  time,  the  titration  will  require  a  large  volume  of  solution,  and  the  end  point  will  be  less 
distinct.  If  metals  likely  to  injure  the  platinum  crucible  are  present,  the  substance  may  be 
fused  in  a  porcelain  crucible  (felspathic  glaze),  and  the  crucible  and  cake  jMwdered  and  treated 
as  desciibed  in  the  text. 

^  The  first  residue  from  the  Smith's  process  for  alkalies  may  be  dried  and  then  used  for  this 
determination. 

•  Note  the  violation  of  this  rule  in  Jacobi's  process  for  mineral  borates  (page  582). 
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the  hydroljBJB  of  the  methyl  borate  id  the  flaak,  and  thus  facilitate  ita  removal. 
S\ilphuric  or  phosphoric  acid  can  also  be  employed  aa  dehydrating  ^nt.' 

The  Diitillation   Apparatus. — An   apparatus  similar  to  that   indicated   in 


Fic,  I  ST.— Distillation  appantua. 

fig.  188  is  to  be  fitted  up.  A  ia  a.  250-c.(;.  distilling  flask*  containing  the  boric 
acid,  etc.,  prepared  as  indicated  above,  fl  is  a  500-  to  800-c.c.  distilling  flaak 
containing  methyl  alcohol  free  from  acetone.  Owing  to  violent  bumping  which 
occurs  when  methyl  alcohol  is  boiled  in  glass  vessels,  a  boiling  tube^  is  necessary 


'  If  strong  acids  be  used  for  the  distillation,  and  if  clilorides  be  preaont,  chlorine  m»j-  be 
evolved.  In  tliat  cose,  it  ia  well  to  reniovo  the  chlorine  by  precipitation  with  silver  nitrate  and 
proceed  with  the  diatilUtion  at  once.  The  silver  nitrate,  if  dBnired,  can  be  removed  byprecipiU' 
tion  with  sodium  hjdro^iide  or  curhonate.  Similsr  lemarks  applj  to  the  presence  oinitntes, 
oxalates,  citvatrs.  tartrates  (but  not  scetaten)  when  the  distillation  is  nude  from  canceotrated 
sulphuric  acid  in  (ilaee  of  the  culciiiin  chloride  indicated  in  the  text.  For  RosenbUdt'i  augges- 
tioo  to  uae  silver  sulphate  in  the  flask,  see  |>age  517. 

2  Bohemian  gloss  should  be  used.  Some  varieties  of  glass  contain  boric  oxide,  and  are 
consequently  a  source  of  danger.  A  Lewkowitscii's  flask  (J.  Lewkowitsch,  Joiim.  Chem.  Soc., 
55.  SeO,  1889 ;  G.  George,  Cli^n.  ^'eiim,  78.  259,  18981  with  a  wide  delivery  tube  may  be  used, 

'  BoitlNO  ToBBH,— This  impoitant  auxiliary  is  a  simple  und  effective  means  of  preventing 
the  buiDping  of  most  liquiils  during  boiling,  and  it  baa  the  advantage  of  introducing  no  other 
foreign  substance  than  glass  and  air.  It  would  be  almost  impossible  to  conduct  experiments 
with  boiling  methyl  aloohol  if  some  device  of  this  character  were  not  employed.  The  boiling 
tube  here  described  appears  to  have  been  first  suggested  by  D,  Geruez  {Compl.  R&nd.,  86.  47Z, 
1878  ;  H,  Scudder,  Jourii.  Auur.  C/iem.  Sot.,  25.  163,  1903  ;  Chtm.  .V«ira,  88.  242,  1905). 
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each  time  the  flask  is  used.  C  is  a  small  Fresenius'  gas  washer  ^  containing  a 
little  mercury.  This  acts  as  a  safety  valve  should  the  tube  leading  from  ^  to  ^ 
get  clogged.  C  can  be  fitted  with  a  long  exit  tube  to  carry  the  vapours  of  alcohol 
away  from  the  proximity  of  the  flame  should  alcohol  blow  out.  i>  is  a  Lendrich's 
condenser.^  -^  is  a  250-c.c.  Erlenmeyer's  flask  to  act  as  a  receiver.  It  is  fitted 
with  a  tube  F  containing  enough  water  to  act  as  a  water  seal  and  prevent  the 
loss  of  methyl  borate  (luring  the  distillation.  From  four  to  six  condensing 
flasks,  E,  are  used,  and  all  fit  on  the  same  stopper,  G,  The  connections  are  made 
as  indicated  in  the  diagram. 

The  Distillation. — The  flask  B  is  heated,  and  methyl  alcohol  vapour  distils 
into  the  flask  A.  When  about  25  c.c.  of  alcohol  have  condensed  in  Ay  the  latter 
flask  is  heated^  hot  enough  to  prevent  any  further  condensation  of  alcohol 
vapour  in  A,  The  distillation  must  not  proceed  too  rapidly,  or  methyl  borate 
may  be  lost  through  the  water  trap.  When  about  100  c.c.  of  alcohol  have 
condensed,  change  the  receiver.  Transfer  the  contents  of  the  trap  F  to 
the  flask  just  removed.  Add  a  drop  of  /?-nitrophenol  to  the  same  flask,  and 
run  in  the  standard  soda  solution  until  the  free  acid  is  neutralised.  To 
titrate  for  boric  acid,  add  1  c.c.  of  phenolphthalein,  and  titrate  until  the  pink 
coloration  has  developed.  The  end  reaction  is  not  very  sharp,  owing  to  the 
action  of  the  alcohol  on  the  indicator.  The  difference  between  the  burette 
readings  with  the  two  indicators  gives  an  approximation  to  the  amount  of  boric 
acid  in  the  distillate.  Add  to  the  distillate  twice  as  much  standard  alkali  as  was 
required  in  the  phenolphthalein  titration  for  boric  acid.  If  5  c.c.  of  alkali  were 
required  for  the  boric  acid  titration,  add  10  c.c.  of  the  same  alkali.  The  object 
of  adding  the  excess  of  alkali  is  to  prevent  loss  of  boric  acid  *  when  the  alcohol 
is  distilled  off  later  on.  When  another  100  c.c.  has  collected  in  the  second 
Erlenmeyer  flask,  change  the  receiver,  and  treat  the  distillate  as  before.     If  less 

It  is  made  as  follows :— Draw  oat  a  piece  of  glass  tubing  until  its  internal  bore  is  from  0*5  to 
1  '0  mm.  diameter.     The  tube  is  sealed  (c,  fig.  188)  ab^ut  1  cm.  from  one  end,  a,  by  holding 


Fio.  188.— Boiling  tube. 

the  tube  in  the  flame  until  the  sides  have  run  together.  Cut  the  tube  the  desired  length — 
say,  16  cm. — and  seal  the  end  b  to  prevent  the  entrance  of  liouid.  The  upper  end  of  the 
boiling  tube  should  reach  very  nearly  to  the  top  of  the  flask.  The  tube  is  placed  open  end 
down  in  the  liquid.  The  open  end  a  should  rest  on  the  bottom  near  the  hottest  part  of  the 
flask,  and  remain  there  during  the  boiling.  Hence,  the  tube  should  be  heavy  enough  to  prevent 
its  being  thrown  off  the  bottom.  For  liquids  of  high  specific  gravity,  therefore,  it  may  be 
necessary  to  use  a  piece  of  thick-walled  capillary  tubing  with  a  wide  bore  (may  be  up  to  5  mm. ) ; 
and  for  frothing  liquids,  and  liquids  of  low  boiling  point,  a  narrow  boiling  tube  is  best. 

The  action  of  the  boiling  tube  is  as  follows : — The  air  in  ac  expands  and  passes  through  tlie 
liquid  in  small  bubbles.  The  air  is  gradually  replaced  by  the  vapour  of  the  liquid  being  boiled, 
and  the  stream  of  bubbles  is  continuous  so  long  as  the  temperature  about  the  capillary  is  at 
the  boiling  point  of  the  liquid.  This  prevents  superheating  and  explosive  boiling.  The  seal 
c  should  be  below  the  surface  of  the  liquid,  even  if  it  be  necessary  to  bend  the  portion  ab  for  the 
purpose  and  make  ae  nearly  parallel  with  the  bottom  of  the  flask.  This  prevents  tlie  condensa- 
tion of  vapour  in  ac,  which  would  stop  the  stream  of  bubbles.  The  flame  should  be  protected 
from  draughts  so  as  to  prevent  the  temperature  of  the  liquid  falling  below  its  boiling  point  and 
thus  causing  the  capillary  to  fill  with  liquid.  The  boiling  tube  is  useless  if  it  be  filled  with 
liquid.  Hence  it  should  be  cold  and  empty  when  placed  in  the  flask.  The  liquid  is  shaken 
out  of  the  boiling  tube  each  time  it  is  used. 

1  R.  Fresenius,  Zeit.  anal.  Chem.,  15.  62,  1876. 

2  K.  Lendrich,  D.R.O.M.  198543,  1903  ;  F.  Allihn,  Zdt.  anal.  Chem.,  25.  36,  1886. 

^  In  a  paraffin  bath  H;  the  thermometer  ^T  shows  the  temperature  of  the  paraffin  bath. 
*  According  to  E.  Polenske  {Arbeit.  Kaiser.  Oeswnd.,  17.  564,  1900),  a  mixture  of  soda 
and  boric  acid  corresponding  with  SNa^O.  iB^O^  is  stable  in  boiling  methyl  alcohol. 
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than  1  c.c.  y^^N-sodium  hydroxide  be  required,  or  0*2  c.c.  of  JN-sodium  hydroxide 
be  required  for  the  boric  acid  titration,  the  distillation  is  completed.  If  more 
than  this  amount  of  alkali  be  required,  continue  the  distillation,  a  third,  and 
may  be  a  fourth  time.  If  sufficient  calcium  chloride  has  been  used,  the  second 
distillation  is  usually  sufficient.^ 

The  following  readings  were  made  during  a  determination  of  the  boric  oxide 
in  0*5  grm.  of  glaze  : — 


Indicator  (iN-NaOH). 

;?-Nitroplienol . 
Phenolphthalein 

• 

First 
distillate. 

2-7 
4-1 

Second 
distillate. 

Third 
distillate. 

Total. 

0-3 
0-4 

0-2 
0-1 

1 

3-2 
4-6 

Hence,  in  all,  4*6  c.c.  of  the  JN-NaOH  solution  were  used  for  the  HjBOj,  in  the 
phenolphthalein  titration.  Add  9*2  c.c.  of  the  JN-NaOH  in  order  to  fix  the  boric 
acid  during  the  next  stage  of  the  operation. 

Removal  of  Methyl  Alcohol  froni  the  Distillate. — The  distillates  are  now 
poured  into  a  flask.  Use  as  little  water  as  possible  for  the  rinsing.  A  boiling 
tube  is  placed  in  the  flask,  and  the  flask  is  heated.  The  alcohol  which  distils  off 
is  collected  in  a  receiver  placed  below  the  condenser.^  When  the  alcohol  has 
distilled  off,  change  the  receiver.  The  residue  should  occupy  about  25  c.c.  If 
less,  make  up  to  approximately  this  volume  with  distilled  water.  Add 
concentrated  hydrochloric  acid  (1:1)  drop  by  drop  until  the  colour  of  the 
indicator  is  just  discharged.  Put  a  boiling  tube  into  the  flask,  and  heat  the 
solution  on  the  steam  bath  for  about  two  minutes.  The  flask  is  then  connected 
with  the  filter  pump  and  the  liquid  allowed  to  cool  while  the  pump  is  in  action. 
This  decomposes  any  carbonates,  and  there  is  no  danger  of  losing  boric  oxide. 
The  liquid  should  be  colourless  hot  or  cold.  If  otherwise,  suflicient  acid  is  not 
present. 

Final  Titration  of  the  Boric  Oxide. — Neutralise  any  excess  of  acid  with  JN- 
sodium  hydroxide  until  the  yellow  tint  of  the  nitrophenol  appears.  Make  the 
solution  acid  with  j^^N-hydrochloric  acid,  and  again  neutralise  with  the  ^\yN -alkali. 
One  drop  of  the  ^N-acid  should  discharge  the  colour  of  the  indicator.  Now 
add  1  grm.  mannitol  (or  40  c.c.  of  glycerol)  and  titrate  with  yu^'  ^^  JN-alkali 
according  to  the  amount  of  boric  oxide  present  (the  methyl  alcohol  titration 
shows  this),  as  indicated  under  boric  acid. 

With  the  sample  previously  discussed,  the  following  readings  were  made  : — 
23  6  c.c.  of  y\j^N-NaOH  were  required.  1  c.c.  of  the  y^uN-NaOH  corresponded 
with  0003322  grm.  BgOg,^  Hence,  23*6  x  0003322  =  0-07835  grm.  BaOg  was 
present  per  0*5  grm.  of  the  glaze ;  or  the  glaze  contained  15*67  per  cent,  of  boric 
oxide 


-BgOg. 

Test  Experiments. — Determinations  with  artificial  mixtures  of  known  amounts 
of  boric  oxide  with  sodium  silicate ;  alum  ;  potassium  fluoride ;  ferric  and  ferrous 
salts ;  arsenious,  zinc,  stannous,  and  antimonious  salts ;  salts  of  the  alkalies  and 
alkaline  earths  gave  quite  satisfactory  results.     0*0350  grm.  of  boric  oxide  was 

^  Instead  of  passing  the  vajKtur  of  methyl  alcohol  through  the  boric  acid  solution,  flasks 
B  and  C  may  be  dispensed  with,  and  a  stoppered  separating  funnel  fixed  in  A — as  io  the 
original  Gooch's  apparatus.  Then  add  liquid  methyl  alcohol  in  separate  portions  10  c.c.  at 
a  time.  Six  additions  then  usually  suffice  (G.  W.  Sargent,  Joum.  Amer.  Chem.  Soc,  21. 
858,  1899). 

^  The  alcohol  may  be  recovered  by  distillation  from  quicklime  and  100  c.c.  of  a  concentrated 
solution  of  caustic  soda.    The  distillate  should  sive  no  reaction  for  boric  acid. 

^  The  ^N-NaOH  was  standardised  against  boric  acid. 
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used    in   the    following   determination   with    three   different   mixtures  of  the 

substances  just  enumerated  : 

First  distillate  (100  C.C.)  required      .     2*2  1*9  19  c  c.  ^N-NaOH. 

Second  distillate  (100  c.c)  required     .     0*4  O'S^  0*8  c.c.  4N-NaOH. 

Total  B2O3  found       ....     0*0348        0-0346        00352    grm. 

Hence,  it  is  inferred  that  the  substances  above  enumerated  did  not  interfere  with 
the  volatilisation  of  the  boric  oxide,  nor  with  its  accurate  titration  fifterwards. 

Other  Methods  of  collecting  the  Methyl  Borate, — Instead  of  decomposing  the 
distillate  with  sodiiyn  hydroxide  as  indicated  above,  Thaddeeff  ^  collected  the 
distillate  in  a  solution  of  caustic  potash,  and  subsequently  precipitated  the  boric 
acid  as  potassium  borofluoride ;  Rosenbladt  *  hydrolysed  the  methyl  borate  with 
magnesia ;  Gooch  *  used  calcium  oxide  for  the  same  purpose.  In  the  two  latter 
cases  the  contents  of  the  distilling  flask  were  acidified  with  nitric  or  acetic  acid 
(Gooch),  or  a  non-volatile  acid — sulphuric  (Rosenbladt)  or  phosphoric  (Gladding)  ^ 
acid.  The  magnesia,  being  insoluble,  does  not  act  very  rapidly,  and  lime  is 
difficult  to  calcine  to  a  constant  weight  on  account  of  its  tendency  to  absorb 
carbon  dioxide  and  moisture.  Hehner  used  disodium  phosphate  ;  *^  Schneider 
and  Gaab,^  sodium  carbonate ;  Stolba,®  borax ;  and  Gooch  and  Jones,^  sodium 
tungstate  (approximately  5  grms.  per  0*1  grm.  B2O3).  The  last-named  substance 
has  the  advantage  of  being  easily  obtained  pure,  and  it  is  soluble  in  water,  so  that 
the  hydrolysis  proceeds  comparatively  quickly.  ^^ 

§  307.  Determination  of  Silica  and  Alumina  in  Boro-silicates. 

In  the  analysis  of  silicates  containing  boric  oxide,  only  part  of  the  boric 
oxide  is  lost  during  the  two  evaporations  to  dryness ;  the  other  part  of  the  boric 
oxide  is  precipitated  with  the  alumina  and  iron.  This  furnishes  high  results." 
To  eliminate  the  boric  oxide  in  the  silica  evaporations,  add  methyl  alcohol, 
or  better  (Jannasch)  ^^  methyl  alcohol  ^^  saturated  with  hydrogen  chloride,  to 
the  basin  in  which  the  evaporation  for  silica  is  being  conducted.  If  the  first 
"  silica  filtrate  "  gives  an  indication  of  boric  oxide,  the  treatment  may  be  repeated 
with  the  second  **  silica  evaporation." 

^  A  third  distillate  (100  c.c.)  contained  the  equivalent  of  0  0005  grm.  BjOj. 

a  G.  Thaddeeff,  ZeU,  anal.  Chem.,  36.  568,  1897. 

3  T.  Rosenbladt,  ZeU.  anal.  Chem.,  26,  1887  ;  Clum.  News,  55.  18,  101,  1887- 

*  F.  A.  Gooch,  Amer.  Chem.  Joum.,  9.  23,  1887 ;  Chem.  News,  55.  7,  1887  ;  C.  Marignac, 
ZeU.  anal.  Chem.,  1.  406,  1862  ;  K.  Kraut,  ib.,  36.  165,  1897  ;  S.  L.  Penfield  and  E.  S.  Sperry, 
Arner.  J,  Science  (8),  34.  220,  1887.  A  gram  of  lime,  for  instance,  is  weighed  and  evaporated 
to  dryness  with  the  methyl  borate  after  ignition.  The  increase  in  weight  represents  boric  oxide. 
The  solid  ** crawls"  badly  during  the  evaporation,  and  the  methyl  alcohol  *'  bumps  '*  badly  if  it 
is  allowed  to  boil. 

*  T.  S.  Gladding,  Joum.  Amer.  Chem.  80c. ,  20.  258, 1898  ;  M.  P.  Schaak,  Jowm.  Soc.  Chem. 
Ind.,  23.  699,  1904  ;  H.  Liihrig,  Pharm.  CejUr.,  42.  50,  1901.  C.  Fresenius  and  0.  Popp  {ZeU. 
offent.  Chem.,  3.  155,  188,  1897)  used  anhydrous  sodium  sulphate. 

"  O.  Hehner,  Analyst,  16.  141,  1891. 

'  A.  Schneider  and  Gaab,  Pharm.  Cenir.,  7.  672, 1897. 

®  F.  Stolba,  Joum.  prakt,  Chem.  (2),  90.  457,  1863 ;  R.  J.  Manning  and  W.  R.  h&ng  (Joum. 
Soc.  Chem.  Ind,,  26.  803, 1907)  precipitate  the  boric  oxide  by  barium  chloride  in  the  distillate 
and  weigh  as  Ra(B02)2. 

*  F.  A.  Gooch  and  L.  C.  Jones,  Amer.  J.  Science  (4),  7. 34, 1899  ;  Chem.  News,  79.  99,  1 U,  1899. 
^°  The  sodium  tun^tate,  freed  from  carbonate  by  fusion  with  a  little  tungstic  acid,  is  weighed 

in  a  platinum  dish  and  then  placed  in  the  Erlenmeyer's  flask  ^(fig.  188).  After  the  distillation, 
methyl  alcohol  is  boiled  off,  and  the  contents  are  transferred  to  the  same  platinum  dish  as  was 
nsed  for  weighing  the  sodium  tungstate.  Evaporate  to  dryness,  fuse  as  before,  cool,  and  weigh. 
The  Increase  in  weight  represents  the  boric  oxide. 

^^  F.  Wohler,  Liebig's  Ann.,  141.  268,  1867  ;  R.  Fresenius  and  E.  Hintz,  ZeU.  anal.  Chem,, 
28.  324, 1889  ;  W.  Hami)e,  Chem.  Ztg.,  15.  521,  1891. 

"  P.  Jannasch,  ZeU.  anorg,  Chem.,  12.  208,  1896 ;  ZeU.  anal.  Chem.,  36.  383,  1897. 

*'  The  methyl  alcohol  should  not  blacken  or  evolve  sulphur  dioxide  when  lieated  with 
sulphuric  acid  on  a  water  bath. 


CHAPTER  XLI. 
THE  DETERMINATION  OF  PHOSPHORUS. 

An  accurate  determination  of  phosphoric  oxide,  by  whatever  method  it  is  made,. requires 
much  skill  and  not  a  little  practice.  The  advocate  of  one  method  often  makes 
the  other  suffer  in  comparison,  more  by  reason  of  his  own  want  of  skill  in  the 
manipulation  of  the  method  than  by  reason  of  any  great  advantage  inherent  in 
hifl  own. — A.  A.  Blair.  ^ 

§  308.  The  Properties  of  Ammonium  Phosphomolybdate. 

The  methods  for  the  determination  of  phosphorus  have  probably  been  the 
subject  of  more  investigations  than  any  other  analytical  process.  The  subject, 
though  clarified  a  little,  is  by  no  means  definitely  settled,  since  a  number  of 
contradictory  statements  confront  the  student  of  the  subject.  These  can  only 
be  decided  in  the  laboratory,  but  the  very  fact  that  the  phenomena  connected 
with  this  determination  have  led  to  a  number  of  contradictious  is  a  remarkable 
testimony  to  the  obscurity  of  the  reactions  involved.  In  the  valuation  of 
phosphates  by  chemists  selected  by  buyer  and  by  seller,  I  have  been  informed 
that  differences  involving  10-15  per  cent,  of  the  total  cost  of  the  materials 
were  at  one  time  by  no  means  uncommon ;  and  many  analytical  chemists  were 
accordingly  classed  by  sellers  and  buyers  as  "  high  "  and  "  low  "  analysts.*  The 
buyer  naturally  favoured  the  "low"  analyst;  the  seller,  the  "high"  analyst. 
The  differences,  in  most  cases,  were  probably  due  to  the  need  for  standard 
methods  of  analysis,  particularly  in  dealing  w^ith  so  imperfect  and  faulty  a 
method  of  analysis  as  was  then  in  vogue. 

In  1851,  Sonneschein  showed  that  the  reaction  between  ammonium  molybdate 
and  orthophosphoric  acid,  discovered  by  Svanberg  and  Struve  *  three  years 
earlier,  could  be  employed  for  the  quantitative  determination  of  phosphorus. 
The  precipitation  of  the  orthophosphoric  acid*  takes  place  in  the  presence  of 
iron,  aluminium,  lime,  magnesia,  and  the  alkalies. 

The  yellow  ammonium  phosphomolybdate  is  but  sparingly  soluble  in  water. 
According   to   Chesneau,^   0'030   grm.    of    the    ammonium    phosphomolybdate 


»  A.  A.  Blair,  Chem,  Sews,  56.  246,  1887. 
^  A.  E.  Da  vies,  Chem,  News,  23.  220,  1871. 

3  L.  Svanberg  and  H.  Struve,  Joum.  praJcL  Chem.  (1),  44.  257,  1848  ;  H.  Struve,  ib,  (1), 
54.  288,  1861  ;  L.  Sonneschein,  ib.  (1),  53.  339,  1861  ;  H.  Rose,  Pogg.  Ann.,  76.  26,  1849. 

*  If  meta-  or  pyro-phosphoric  acids  be  present,  they  ought  to  be  oxiaifled — with,  say, 
potassium  permanganate  or  chromic  acid.  If  a  brown  precipitate  of  manganese  peroxide  be 
produced,  insoluble  in  acids,  a  small  quantity  of  potassium  nitrite  will  clear  the  solution.  The 
manganese  dioxide  is  reduced  to  MnO,  which  dissolves  in  the  acid.  Nitric  acid  and  potassium 
chlorate  are  not  always  vigorous  enough  to  convert  the  meta-  and  pyro-  to.  ortho-phosphoric  acid. 
C.  Meineke  and  E.  F.  Wood,  Hev.  Univ.  Mines  (8),  9.  236,  1890  ;  M.  von  Reiss,  StaM  Msen,  9. 
1025,  1889  ;  ID.  1069,  1890. 

*  0.  Chesneau,  lUv.  Met.,  5.  237,  1908;  V.  Kggertz,  Joum.  prakt.  Chem,  (1),  79.  496, 
1860  ;  F.  Hundeshagen,  Chem,  News,  60.  169,  177,  188,  201,  205,  1889 ;  Zeil,  anal.  Chem.,  2B. 
164,  1889  ;  32.  144,  1893  ;  R.  Fresenius,  ib.,  3.  446,  1864  ;  G.  Jorgensen,  ib,,  45.  278,  1906 ; 

590 


THE  DETERMINATION  OF  PHOSPHORUS. 


591 


dissolves  in  a  litre  of  water  at  15".  This  means  that  if  a  litre  of  water  comes 
in  contact  with  the  precipitate,  0*030  gmi.  will  pass  into  solution. 

Action  of  Nitric  Acid. — Hundeshagen    represents    the    reaction    between 
ammonium  molybdate  and,  say,  sodium  phosphate  by  the  equation  : 

NajPO^  +  12(NH4)2Mo04  +  26HNO3  =  (NH4)3PO^.  I2M0O3. 2HNO3.  HjO  +  etc., 

where  1  grm.  of  phosphoric  anhydride — P2O5 — corresponds  with  23  grms.  of 
nitric  acid — HNO3.  But  the  amount  of  nitric  acid  can  be  increased  considerably 
beyond  this  limit  without  interfering  with  the  precipitation.  If,  however,  the 
quantity  of  the  nitric  acid  rises  above  71  grms.  HNOg  per  gram  of  P2O5,  the 
precipitate  of  ammonium  phosphomolybdate  will  be  partially  decomposed,  and  the 
precipitation  will  consequently  be  incomplete.  If  over  1700  grms.  of  HNOg  per 
gram  of  PgO^  be  present,  no  ammonium  phosphomolybdate  will  be  precipitated. 
Both  hydrochloric  and  sulphuric  acids  act  more  powerfully  than  nitric  acid.  In 
consequence,  nitric  add  given  the  widest  margin  of  safety  between  a  ^sufficient 
quantity  and  an  overdose  of  acid.  The  solvent  effects  of  an  overdose  of  nitric  acid 
can  be  overcome  by  adding  an  excess  of  molybdate.  The  greater  the  excess  of 
acid,  the  greater  the  amount  of  molybdate  required  for  the  complete  precipitation 
of  the  phosphate.  Chesneau  gives  the  solubility  of  ammonium  phosphomolybdate 
in  dilute  nitric  acid  as  follows  : 

Ta^le  LXVI, — Solubility  of  Ammonium  Phosphomolybdate  in  Nitric  Acid, 


Nitnc  acid. 


Ammonium  phosphomolybdate 
dissolved  per  100  c.c.  acid. 


Per  cent. 

0 

1 

5 

10 


Grm.  at  15^ 
0  0030 
0-0871 
0*0682 
0-0901 


This  table  shows  that  nitric  acid  augments  the  solubility  of   the   precipitated 
ammonium  phosphomolybdate. 

Action  of  Ammonium  Nitrate. — Chesneau  gives  the  solubility  of  ammonium 
phosphomolybdate  in  aqueous  solutions  of  ammonium  nitrate  as  follows  : 


Table  LXVII. — Solubility  of  Ammonium  Phosphomolybdate  in  Aqueous 

Solutions  of  Ammonium  Nitrate, 


Ammonium 
nitrate. 


Per  cent. 
0 
5 
10 


Ammonium  phosphomolybdate 
dissolved  per  100  c.c.  solution. 


Grm.  at  16'. 
0-0030 
0-0099 
00113 


Analyst,  54.  872,  1909  ;  Mem.  Acad.  Roy.  Soc.  Danemark{1),  2.  141,  1905  ;  Zeit.  angew.  Chem., 
24.  542,  1911 ;  R.  Finkeuer,  Ber,,  11.  1638,  1878.  Some  say  that  the  solubility  of  the  precipi- 
tate is  decreased,  and  some  say  that  the  solubility  is  increased,  by  the  addition  of  ammonium 
nitrate. 
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This  shows  an  increase  in  the  solubility  of  ammonium  phosphomolybdate  in  the 
presence  of  anunonium  nitrate.  In  the  absence  of  ammonium  nitrate,  the 
precipitate  is  inclined  to  separate  in  a  colloidal  condition  which  is  exceedingly 
difficult  to  filter  clear.  Hundeshagen  showed  that  this  will  occur  if  less  than 
0*5  per  cent,  of  ammonium  nitrate  be  present  in  the  solution.  The  precipitate, 
even  when  this  amount  is  present,  settles  slowly.  In  order  to  get  rapidly  settling 
precipitates,  from  5  to  15  per  cent,  of  ammonium  nitrate  should  be  present  in 
the  solution.  Besides  accelerating  the  rate  of  settling,  ammonium  nitrate  also 
accelerates  the  rate  of  precipitation,  and  ensures  a  more  complete  precipitation 
with  a  smaller  excess  of  ammonium  roolvbdate.^  These  facts  are  illustrated  bv 
the  following  numbers.  The  conditions  in  the  different  experiments  were  other- 
wise the  same. 


TMe  LXVIII. — Effect  of  Ammonium  Nitrate  on  the  Precipitation  of 

Ammonium  Phosphomolybdate. 


Anunonium 

Amount  of  PgO,  precipitated. 

molybdate. 

No  nitrate. 

10  grms.  of  nitrate. 

C.C. 

50 
60 
70 
80 
90 

0-1100 
01156 
0-1155 
0-1158 
01165 

0-1165 
01160 
0-1160 
01162 
01168 

Hence,  50  c.c.  of  a  given  solution  of  ammonium  molybdate  will  precipitate  all 
the  phosphoric  acid  in  a  given  solution  in  the  presence  of  ammonium  nitrate, 
under  conditions  where  5-6  per  cent,  may  escape  precipitation  in  the  absence  of 
the  ammonium  nitrate. 

Influence  of  Temperature. — The  precipitate  forms  rather  more  quickly  in  hot 
solutions.  According  to  Hundeshagen,  if  the  ammonium  phosphomolybdate  be 
precipitated  in  the  cold,  it  separates  in  the  form  of  rounded  grains  of  different 
sizes,  which  settle  very  slowly.  Such  precipitates  are  inclined  to  choke  the  pores 
of  the  filter  paper  and  retard  filtration.  If  the  precipitation  occurs  in  hot 
solutions,  the  ammonium  phosphomolybdate  separates  in  the  form  of  octahedral 
crystals  (usually  grouped  "  rosettenformig " ),  which  settle  rapidly  and  filter 
easily.  The  precipitate  formed  in  hot  solutions  is  also  easier  to  wash.  If  the 
temperature  of  the  solution  be  above  60**,  white  needles  of  ammonium  tetra- 
molybdate  may  be  produced  by  a  prolonged  heating,  and  this  the  more,  the 
higher  the  temperature,  and  the  longer  the  solution  is  heated.  Ammonium 
tetramolybdate  is  soluble  in  water  and  nitric  acid,  but  is  precipitated  by 
ammonium  nitrate.  When  ammonium  tetramolybdate  is  once  formed,  it  will 
contaminate  the  precipitate  even  if  the  ammonium  phosphomolybdate  be 
dissolved  and  reprecipit>ited  a  second  time.  Hence,  in  order  to  avoid  this 
source  of  error, ^  the  solution  should  not  be  heated  too  long  a  time,  nor  at  too 
high  a  temperature. 

*  E.  Richters,  Zeii.  anal.  Chem.,  ID.  471,  1871  ;  E.  Stunkel,  T.  Wetzke,  and  P.  Wagner, 
ift.,  21.  358,  1882  ;  F.  Hundeshagen,  i6.,  28.  141,  1889  ;  C.  Gilbert,  Correspondenz  Fer,  anal. 
Ck£m.y  1,  1878. 

*  In  illustration  of  the  different  ideas  which  prevail  as  to  the  time  and  temperature  of 
heating  required  for  complete  precipitation,  the  following  may  be  quoted : — R.  Fresenius  (ZeiL 
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Composition  of  the  Precipitate. — The  actual  composition  of  the  precipitate 
depends  upon  the  time  of  standing,  temperature,  and  the  nature  of  the  mother 
liquid.  This  partly  explains  how  so  many  dilBTerent  factors  have  been  proposed 
for  converting  the  weight  of  the  precipitate  into  the  equivalent  "P^Og."  Thus, 
factors  varying  from  3  03  per  cent.  PgOg  (Sonneschein)  to  4*39  per  cent.  (Debray) 
have  been  suggested.  The  following  selection  ^  will  illustrate  the  different  results 
which  have  been  obtained  for  the  composition  of  the  yellow  ammonium  phospho- 
molybdate : 


KAmmelBberg. 

Sonneschein. 

Gibbs. 

Gladding. 

HjO. 

577 

11-28 

8*94 

2-44 

NH4 

8-25 

11-23 

8*85 

2-44 

l^aO, 

3-90 

803 

3*66 

8-76 

MoO, 

86*45 

86-87 

89-05 

91-86 

Indeed,  if  the  precipitation  be  not  performed  under  definite  conditions,  there  is 
some  uncertainty  as  to  the  composition  of  the  precipitate.  Hence,  the  precipitate 
is  frequently  redissolved  in  ammonia  and  reprecipitated  in  the  form  of  ammonium 
magnesium  phosphate,  or  as  ammonium  phosphomolybdate. 

Chesneau^  has  studied  this  phase  of  the  subject.  He  found  that  when 
ammonium  nitrate  is  absent,  the  precipitate  weighs  less  than  theory  requires, 
and  this  the  more  with  solutions  containing  small  amounts  of  phosphorus. 
When  ammoniiun  nitrate  is  present,  the  precipitate  with  solutions  poor  in 
phosphorus  is  heavier  than  theory  requires.  As  a  matter  of  fact,  the  precipitate 
is  not  always  a  single  compound,  but  a  mixture  of  different  substances — 
ammonium  phosphomolybdate,  molybdic  acid,  ammonium  tetramolybdate,  and 
occluded  ammonium  molybdate.^  When  ammonium  nitrate  is  absent,  the  amount 
of  molybdic  acid  in  the  precipitate  increases  with  increasing  concentration  of  the 
phosphoric  acid,  up  to  a  certain  definite  limit.  When  ammonium  nitrate  is  present, 
the  amount  of  molybdic  acid  increases  as  the  amount  of  phosphorus  decreases. 
When  no  molybdic  acid  crystals  are  present,  as  will  be  the  case  when  about 
0  005  grm.  of  phosphorus  is  present,  the  stellate  crystals  of  ammonium  phospho- 
molybdate predominate.  If  the  amount  of  phosphorus  be  reduced  to  0*00027 
grm.,  the  precipitate  will  be  contaminated  with  prismatic  crystals  of  ammonium 
tetramolybdate. 

Influence  of  Ammoniv/m  Salts. — Fresenius  *  has  shown  that  the  presence  of 

aruU.  Chem.t  3.  446,  1864) — 6  hrs.  at  65°  ;  R.  Fresenius  {AnleUung  zur  quarvtUaiive  ch,eniischen 
ATialyse,  Braunschweig,  i.  411,  1875) — 12  hrs.  at  40";  O.  Abesser,  W.  Jani,  and  M.  Marcker 
(ZeU.  anal.  Chern.,  12.  254,  1878)— 4  to  6  hrs.  at  SO^J;  0.  Stiinkel,  T.  Wetzke,  and  P.  Wagner 
(i6.,  21.  353,  1882)— 1  hr.  at  80"  to  90^  P.  Pietsch,  W.  Rohn,  and  P.  Wagner,  Zeit.  anal. 
Chem.^  19.  444,  1880  ;  R.  de  Roode,  Joum.  Amer.  Chem.  Soc.,  17.  48,  1895  ;  M.  Fleischer  and 

E.  Miiller,  Joum.  Landw.f  20.  96,  1875. 

^  C.  Rammelsberg,  Ber.  Berl.  Akad.^  573,  1877  ;  Ber.y  10.  1776,  1877  ;  R.  Finkener,  %b., 
XI.  1688,  1878;  L.  Sonneschein,  Jcmm.  prakt.  Chem.  (1),  53.  339,  1851 ;  M.  Seligsohn  (1), 
67.  470,  1856;  V.  Eggertz,  ib.  (1),  79.  490,  1860;  W.  Gibbs,  Amer.  Chem.  Joum.,  3.  817, 
406,  1881;  Proc.  Amer.  Acad.,  18.  232,  1883;  21.  96,  1885;  Ckem.  News,  45.  29,  1882; 
H.  Debray,  ib.,  17.  183,  1868  ;  Cmnpt.  Rend.,  66.  702,  1868  ;  D.  J.  Hissink  and  H.  van  der 
Waerden,  Chem.  fFeelOtlad,  2.  178,  1905;  G.  A.  Spiess,  Viertelj.  Pharm.,  9.  257,  1860; 
M.  Nutzinger,  ih.,  4.  549,  1855 ;  J.  Konig,  Landw.  Ver.  Stat.,  ID.  401,  1868  ;  A.  Villiers  and 

F.  BoTg,Bull.  Soc.  Chim.  (3),  9.  486,  1898;  Compt.  Rend.,  116.  989,  1898;  H.  C.  Babbitt, 
Joum.  Anal.  App.  Chem.,  7.  165,  1898;  A.  von  Lipowitz,  Fogg.  Ann.,  109.  185,  1860; 
C.  Friedheim,  Zeit.  anorg.  Chem.,  4.  275,  1893;  T.  Salzer,  Liebig's  Ann.,  187.  322,  1877; 

G.  P.  Baxter  and  R.  C.  Griffin,  Amer.  Chem.  Joum.,  34.  204,  1905 ;  T.  S.  Gladdmg,  /ourn. 
Amer.  Chem.  Soc.,  18.  23,  1896. 

2  G.  Chesneau,  Rev.  Met.,  5.  237,  1908;  Principes  Thdoriques  et  Pratiques  d' Analyse 
min^rale,  Paris,  238,  1912 

*  G.  P.  Baxter,  Ainer.  Chem.  Joum.,  28.  298,  1902. 

*  R.  Fresenius,  ZtU.  anal.  Chem.,  3.  446,  1864 ;  R.  Fresenius,  C.  Neubauer,  and  E.  Luck, 
id.,  10.  138,  1871 ;  G.  Konig,  ib.,  10.  305, 1871  ;  E.  Richters,  Dingier* s  Joum.,  199. 188,1871. 
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ammonium  chloride  retards  the  precipitation/  and  Hichters  has  shown  that  the 
presence  of  ammonium  sulphate  acts  in  a  similar  manner.  In  these  cases,  a 
larger  excess  of  ammonium  molybdate  must  be  added,  or  the  results  will  be  low. 

Influence  of  Iron  Scdts. — If  ferric  salts  be  present,  a  comparatively  large 
excess  of  ammonium  molybdate  is  needed,  even  in  the  presence  of  ammonium 
nitrate ;  and  if  too  little  acid  be  present,  a  reddish  crust  which  does  not  readily 
dissolve  in  ammonia  may  be  formed.  This  is  due  to  the  formation  of  a  ferric 
phosphomolybdate.2  According  to  Meineke,  a  larger  excess  of  nitric  acid  is  also 
needed  if  much  iron  be  present  in  the  solution,  in  order  to  prevent  the  precipita- 
tion of  iron  with  the  ammonium  phosphomolybdate ;  and  Jiiptner  *  proposes  to 
use  6  per  cent,  of  tartaric  acid  with  the  molybdate  solution  in  order  to  prevent 
the  precipitation  of  the  iron. 

Influence  of  Titanium  and  Vanadium, — The  presence  of  titanium  retards  the 
precipitation  of  ammonium  phosphomolybdate.  For  instance,  two  solutions, 
each  containing  the  equivalent  of  0*140  grm.  of  ammonium  phosphomolybdate, 
furnished,  in  the  presence  of  the  equivalent  of 

Titanic  acid 0*008  0*016    grm. 

Ammonium  phosphomolybdate  .         .     0'122  0*118    grm. 

Hence,  there  is  a  deficiency  of  13  per  cent,  of  PgOg  even  in  the  presence  of  but 
O'OOS  grm.  of  titanic  acid.  Pattinson  *  separates  the  titanium  ^  before  pre- 
cipitating the  phosphorus,  in  the  following  manner : — Reduce  the  ferric  to  ferrous 
sulphate ;  add  a  saturated  solution  of  ammonium  alum,  and  then  an  excess  of 
ammonia.  The  precipitate  contains  aluminium  phosphate,  aluminium  hydroxide, 
and  titanic  oxide.  Fuse  the  ignited  precipitate  with  sodium  carbonate,  and  extract 
the  fused  mass  with  water.  Sodium  phosphate  and  aluminate  dissolve,  while 
sodium  titanate  remains  insoluble.  "  As  a  rule,  one  fusion  suffices  to  separate 
all  the  phosphoric  acid  from  the  titanic  acid.''  Vanadium  is  carried  down 
quantitatively  by  the  phosphomolybdate  precipitate,  which  has  then  different 
properties  from  the  ordinary  precipitate,  for  it  is  more  soluble  in  nitric  acid,  and 
in  the  ordinary  washing  solutions.® 

Influe^ice  of  Arsenic  Oxide,— li  arsenic  be  present,  and  the  temperature  of 
the  solution  be  too  high,  ammonium  arsenomolybdate  will  contaminate  the 
precipitate  of  ammonium  phosphomolybdate,  and,  later  on,  the  second  precipitate. 
A  temperature  of  45*  is  generally  considered  a  safe  upper  limit,^  but  if  much 
arsenic  be  present,  the  phosphomolybdate  precipitate  will  even  then  be  contamin- 


^  0.  Meineke  {Chem,  Ztg.,  20.  113,  189(i)  says  that  ammonium  chloride  does  not  retard  the 
precipitation. 

2  G.  Chesneau,  Jiev.  Met.,  5.  237,  1908  ;  G.  Arth,  Bull.  Soc.  Chiin.  (3),  2.  324,  1890; 
Che^fi.  News,  62.  155,  1890  ;  C.  Meineke,  Rep.  Anal.  Ch^m.,6.  304,  1886  ;  E.  Wolff,  Zeit.  anal. 
Chem.,  3.  94,  1864;  R.  Fresenius,  ih.,  3.  446,  1864;  P.  Schweitzer,  ib,,  9.  86,  1870;  J.  V. 
Janovsky,  %b.,  il.  157,  1872;  S.  W.  Johnson,  Journ.  Amer,  Chem.  Soc,  16.  462,  1894; 
L.  von  Szell,  Landw.  Ver.  Stat.y  55.  341,  1901. 

»  R  Woy,  Chem.  Ztg.,  21.  470,  1897;  H.  F.  von  Jiiptner,  Oeder.  ZeU.  Berg.  HUU.,  42.  471, 
1894. 

*  J.  and  H.  S.  Pattinson,  Joum.  Soc.  Chem.  Ind.,  14.  J  43,  1895;  P.  H.  Waller,  Joum. 
Amer.  Clvem.  Soc,  20.  513,  1898. 

'  In  silicate  analyses,  titanium  phosphate  separates  with  the  silica  during  the  evaporation 
for  silica. 

•  H.  Brearley  and  F.  Ibbotson,  The  Analysis  of  Steel-  Works  Materials,  London,  163,  1902  ; 
J.  R.  Cain  and  J.  C.  Uostetter,  Joum.  Ind.  Eng.  Chem.,  4.  250,  1912. 

'  H.  C.  Babbitt,  Joum.  Amer.  Chem.  Soc,  6.  381,  1884  ;  M.  Frank  and  F.  W.  Hinrichsen, 
Slahl  Eisen,  28.  295,  1908;  M.  Seligsohn,  Joum.  prakt.  Chein.  (1),  67.  481,  1856;  H. 
Seyberth,  Ber.,  7.  391,  1874  ;  W.  Gibbs,  Amer.  Chem.  Joum.,  7.  318,  1886;  E.  D.  Campbell, 
Joum.  An^l.  App»  Chem. ,  7.  2,  1893, 
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ated.     For  instance,  Jorgensen  found  the  following  amounts  of  arsenic  in  the 
precipitated  phosphomolybdate  after  standing  24  hours  at  37" : 

Original  solution  contained       .        .     0  0083        0*0066        0  0143  grm.  arsenic  acid. 
Precipitate  contained        .        .        .     0*0013        0*0029        00040  grm.  arsenic  acid. 

It'is  therefore  advisable  to  remove  the  arsenic,  if  present,  either  bj  means  of 
hydrogen  sulphide  (Fresenius)  or  by  evaporation  with  hydrochloric  and  oxalic 
acids  (Campbell).^ 

Infmence  of  Silica. — It  is  generally  agreed  that  silica  should  be  removed, 
since  it  is  liable  to  be  precipitated  in  the  form  of  ammonium  silicomolybdate,^  which 
does  not  settle  so  quickly  as  the  corresponding  phosphorus  compound.  According 
to  Isbert  and  Stutzer,^  the  silicomolybdate  can  be  removed  from  the  phospho- 
molybdate  by  washing  with  ice-cold  water,  i|^  whicli  the  former  is  easily  soluble, 
the  latter  almost  insoluble.  The  silica  is,  however,  usually  removed  by  evapora- 
tion before  the  separation  of  the  phosphorus. 

InJliLence  of  Organic  Matter. — Carbonaceous  matters  are  generally  supposed 
to  hinder  the  precipitation  of  the  ammonium  phosphomolybdate  precipitate  ;  ^  so 
also  are  the  organic  acids — tartaric  and  oxalic.  Juptner,  however,  says  that  this 
is  not  the  case,  and  even  recommends  the  addition  of  tartaric  acid  with  the 
ammonium  molybdate  solution  to  retard  the  precipitation  of  the  iron. 

§  309.  The  Gravimetric  Determination  of  Phosphorus — Wo3r*s  Process. 

Woy's  method  ^  of  separating  phosphorus  in  the  form  of  ammonium  phospho- 
molybdate is  one  of  the  best.  The  phosphoric  oxide  in  an  aliquot  portion  ^  of 
the  acid  solution  of  the  pyrosulphate  fusion  obtained  in  the  regular  course  of 
the  typical  silicate  analysis  (page  186)  may  be  determined  by  this  process;  or 
separated  by  Joulie's  process  (page  603),  and  determined  colorimetrically. 


^  R.  Fresenius,  Anleilungzur  quantitativen  chsmischen  Analyse^  Braunschweig,  I.  421, 1876  ; 
E.  D.  Campbell,  Jaum.  Anal,  App.  Chem,,  6.  370,  1890  ;  G.  Jorgensen,  Mem.  Acad.  Roy.  Soc, 
Daneinark  (7),  2.  141,  1905;  P.  Champion  and  H.  Pellet,  Bull,  Soc.  Chim.  (2),  27.  6,  1877  ; 
Cfiem.  NewSi  35.  116,  1877  ;  G.  Maderna,  AUi  Accad.  Lincei,  19.  16,  1910, 

2  T.  Petersen,  Verhandl.  Qeol.  Heichsanst.,  80,  1869;  W.  Knop,  Chem.  Centr.  (2),  2.  691, 
861,  1857  ;  R.  Fresenius,  Anleitung  zur  quantUativen  chemischen  Analyse^  Braunschweig,  I.  411, 
1903;  J.  H.  Vogel,  RepeH.  Anal.  C/iem.,  7.  568,  469,  1887;  E.  Richters,  Dingler's  Joum,, 
199.  188,  1871  ;  R.  W.  Atkinson,  Chem.  News,  35.  127,  1887.  On  the  other  hand,  E.  Thilo 
{Chem.  Ztg.,  II.  198,  1889),  E.  R.  E.  Muller  {ib.,  35.  1201,  1911),  E.  H.  J ewkins {Joum.  prakt, 
Chem.  (2),  13.  237,  1876),  G.  Kennepohl  {C/iem.  Ztg.,  11.  1089,  1887),  C.  Meineke  {Repert. 
Anal.  Chem.,  6.  303,  325,  1886),  J.  Hanaraaiin  (Zeit.  Landxo.  Vers.  Ost.,  3.  53,  1900),  and 
H.  C.  Sherman  and  H.  S.  J.  Hyde  {Joum.  Atner.  Chem.  Soc.,  22.  652,  1900)  consider  that  no 
notice  need  be  taken  of  the  silica.  For  the  separation  of  phospho-  and  silico-molybdateSj  see 
P.  G.  AUlikoff,  Compt.  Rend.,  153.  1478,  1911.  The  method  is  to  digest  the  precipitate 
by  molybdic  solution  with  " permolybdate  reagent"  four  times  during  24  hours.  Filter. 
Destroy  the  hydrogen  peroxide  by  heating,  and  precipitate  the  phosphoric  acid  in  the  filtrate 
as  usual.  The  "  permolybdate  reagent  is  made  by  mixing  equal  volumes  of  30  per  cent, 
hydrogen  peroxide  and  15  percent,  ammonium  nitro  molybdate.  The  method  is  also  used  for 
tk^  separatioji  of  phosphoric  and  colloidal  silicic  acids— V.  G.  M^likoff  and  M.  Becaia,  ib.,  154, 
775,  1912;  Chem.  Ztg,,  36.  617,  1912;  P.  G.  M^likoff,  Journ.  Russ.  Phys.  Chem.  Soe.,  44. 
605,  1912. 

'  A.  Isbert  and  A.  Stutzer,  Zeit.  anal.  Chem.,  26.  583,  1887  ;  Chem.  Neics,  57.  211,  1888. 

*  F.  Hundeshagen,  Zeit.  anal.  Chem.,  28.  164,  1899;  J.  Konig,  ib.,  10.  305,  1871;  E. 
Richters,  Dingler's  Journ.,  199.  183,  1871 ;  V.  Eggertz,  Journ.  prakt.  Chem.  (1),  79.  496, 1860  : 
H.  von  Jiiptner,  Oester.  Zeit.  Berg.  IIUU.,  42.  471,  1894  ;  R.  Woy,  Chem.  Ztg.,  21.  470,  1897  ; 
C.  Reichai-d,  ib.,  27.  833,  1903  ;  R.  Hamilton,  Journ.  Soc.  Chem  IncL,  10.  904,  1891  ; 
G.  Maderna,  Atti  Accad.  Lincei,  19.  827,  1910  ;  A.  Tamm,  Chem.  News,  49.  208,  1884  ; 
M.  Schild,  Chimiste,  3.  25,  1912. 

»  R.  Woy,  Chem.  Ztg,,  21.  441,  469,  1897;  A.  H.  Meade,  Chem.  News,  loi.  241,  1910; 
G.  B.  van  Kampen,  Cliem.   IVeekblad,  3.  376,  1906. 

'  Or  in  the  portion  used  for  the  determination  of  iron  or  titanium. 
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An  aliquot  portion,^  say  100  cc,  of  the  solution  of  the  pyroBulphate  fusion 
(page  186)  is  neutralised  with  ammonia,  and  evaporated,  if  necessary,  to  about 
50  c.c.^  Add  concentrated  ammonia  until  a  precipitate  forms  which  does  not 
disappear  on  standing ;  add  3  cc.  of  concentrated  nitric  acid ;  add,  say,  15  cc. 
of  ammonium  nitrate,^  so  that  the  solution  has  between  5  and  15  per  cent,  of 
ammonium  nitrate.*  Place  a  thermometer  in  the  liquid.  Heat  the  solution  to 
about  70'.  Raise  the  thermometer  about  2  inches  above  the  level  of  the 
liquid  in  the  beaker,  and  pour  rapidly  into  the  solution,  say,  20  cc  of  ammonium 
molybdate  ^  down  the  stem  of  the  thermometer,  using  it  as  a  glass  rod.  Agitate 
the  liquid  thoroughly.  The  yellow  precipitate  separates  more  thoroughly  in  hot 
solutions.  Keep  the  solution  at  70°  for  about  half  an  hour.  Decant  through, 
say,  a  7-  or  a  9-cm.  filter  paper,  and  wash  the  precipitate*  by  decantation^ 
(about  six  times)  with  a  mixed  solution  (about  50  cc)  of  equal  volumes  of  the 
ammonium  molybdate  solution,  ammonium  nitrate,  and  nitric  acid  (1 : 2),  until 
no  permanent  precipitate  ®  separates  from  a  drop  of  the  wash-liquid  on  standing.^ 
The  precipitate  is  now  distributed  between  the  beaker  and  the  filter  paper.  Place 
the  beaker  with  the  precipitate  beneath  the  funnel,  and  dissolve  the  precipitate 

^  If  possible,  no  more  soiutioD  should  be  taken  than  is  equivalent  to  0*1  grm.  of  PsOg.  If 
more  than  this  amount  be  present,  take  an  aliquot  portion  and  dilute  to,  say,  60  cc. 

*  Most  other  solutions  are  treated  in  a  similar  manner.    Arsenic  is  supposed  to  be  absent. 

'  Ammonium  Nitrate  Solution. — Dissolve  320  grms.  of  ammonium  nitrate  in  water  and 
make  the  solution  up  to  a  litre. 

^  The  following  table  gives  the  relative  proportions  of  anoimonium  molybdate,  nitric  acid,  and 
ammonium  nitrate  to  be  used : — 

Table  LXIX. — Composition  of  Mother  Liquid  for  the  Precipitation  of 

Ammonivmh  Fhosphomolybdate, 


PaOfl. 

Ammonium 
molybdate. 

Ammonium 
nitrate. 

Nitric  acid. 

gnu. 

cc. 

cc 

cc. 

01 

120 

30 

19 

0-01 

16 

20 

10 

0'005 

16 

20 

10 

0-002 

10 

15 

5 

0-001 

10 

15 

5 

When  0*5  grm.  of  substance  is  in  question,  evei-y  per  cent,  of  PgOg  in  the  original  sample 
requires  5  cc  of  the  molybdate  solution  (T.  P.  Treadwell,  Kurzes  Lehrbuch  d&r  antUytisehen 
ChemUt  Leipzig,  361,  1911). 

^  Amkonium  Molybdate  Solution.— Dissolve  84'34  grms.  of  ammonium  heptamolybdate 
— (NH4)0Mo7O24. 4H2O — in  water  and  make  the  solution  up  to  a  litre  (^E).  1  cc  is  nearly 
equivalent  to  0  '001  grm.  P20s.  Do  not  make  a  large  stocK  to  be  stored  a  long  time.  Note 
that  common  ammonium  molybdate  of  commerce  is  not  (NH4)2Mo04,  but  (NH4)qMo70s4.  4H3O. 
The  gradual  precipitation  of  molybdic  acid  is  avoided  by  storing  the  solution  in  green  glass 
bottles  to  cut  off  heat  rays  from  light— W.  Heike,  Stahl  Eiaen,  29.  1446,  1911.  For  the 
properties  of  molybdate  solutions,  see  papers  cited  above  and  A.  L.  Win  ton,  Jowm.  Amer. 
Chem,  Soc,,  18.  446,  1896;   M.   Kupferschlager,  BtUl.  Soe.  Chim,  (2),  36.  644,  1881. 

'  In  washing,  the  yellow  precipitate  often  has  a  tendency  to  crawl  above  the  top  of  the  paper. 
Hence,  the  paper  should  fit  the  funnel  closely,  so  that  the  portion  which  crawls  will  not  be  lost. 

^  There  is  no  need  to  transfer  all  the  precipitate  from  tne  beaker  to  the  filter  paper  when  a 
second  precipitation  is  to  be  made. 

'  Pure  water'  decomposes  the  precipitate.  If  a  yellow  precipitate  should  separate  In  the 
washings  on  standing,  all  the  phosphorus  was  not  precipitated.  In  that  case,  the  filtered  liquid 
must  be  treated  with  more  ammonium  molybdate,  filtered,  and  washed  again.  A  ti^Ue  precipi- 
tate of  molybdic  acid  or  ammonium  tetramolybdate  can  be  ignored. 

*  E.  Raben  {Zeil.  anal,  Uheni.^  47.  646,  1908)  washes  until  the  wash-water  gives  no 
precipitate  with  potassium  ferrocyanide. 
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on  the  filter  paper  with  dilute  ammonia  (2 J  per  cent.).  If  all  the  precipitate  in 
the  beaker  does  not  dissolve,  pour  more  ammonia  into  the  beaker.^  Wash  the 
filter  paper  half  a  dozen  times  with  the  2^  per  cent,  ammonia.  The  liquid  in  the 
beaker  will  now  occupy  about  50-100  c.c.  It  contains  practically  all  the  phos- 
phoric acid,  some  molybdic  acid,  and  ammonium  nitrate  in  ammpniacal  solution.^ 
The  phosphorus  may  be  determined  in  several  different  ways.  Reprecipitation 
as  ammonium  magnesium  phosphate  or  as  ammonium  phosphomolybdate  will  give 
satisfactory  results.^ 

310.  The  Reprecipitation  as  Ammonium  Magnesium  Phosphate. 

Add,  say,  10  cc*  of  magnesia  mixture  ^  to  the  hot  ®  ammoniacal  solution  of 
the  washed  ammonium  phosphomolybdate  in  2*5  per  cent,  ammonia  solution. 
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Fio.  189. — Neubauer's  correction  chart. 

The  addition  is  made  very  slowly,  drop  by  drop,  with  constant  stirring."^  Let 
the  mixture  stand  about  3  hours.  Wash  and  ignite  the  precipitate  as  described 
for  the  determination  of  magnesia  (page  218),  and  use  Table  XCI. 

Neuhauev^s  Correction, — It   is  not  possible  to  precipitate   pure   ammonium 

^  If  the  liquid  in  the  beaker  remains  turbid,  acidify  with  nitric  aciil,  add  a  small  crystal  of 
citric  acid,  and,  finally,  ammonia  until  the  li(|uid  is  alkaline.  If  the  liquid  be  still  turbid,  filter, 
ignite  in  a  platinum  crucible,  fuse  with  a  little  sodium  carbonate,  dissolve  the  cake  in  water, 
acidify  with  nitric  acid,  and  add  it  to  the  rest  of  the  solution. 

^  For  error  due  to  phosphorus  in  the  glass  beakers,  etc. ,  see  A.  Vita,  StaM  EiseUt  32. 1852, 1912. 

'  Recovs&t  of  MOLYBDENiUM  RESIDUES. — R.  Freseuius,  Zeit.  anal,  ChenUy  10.  204,  1871  ; 
F.  Muck,  ib.,  10.  807,  1871  ;  8.  877,  1869 ;  O.  Maschke,  i6.,  12.  380,  1873  ;  H.  Uelsmann,  ib., 
16.  62,  1877  ;  E.  Reichardt,  Arch.  Pharm.  (8),  2.  232,  1873  ;  A.  Gawalovski,  CTiem.  News,  75. 
98,  1897  ;  OesUr,  Chem,  Ztg.,  I.  385,  1898;  A.  Bomtrager,  De%U.  Ohem.  Ztg.y  9.  10,  1894; 
Ch&m,  News,  70.  224,  1894. 
•   ^  As  many  c.c.  are  needed  as  there  are  centigrams  of  PgOg  in  the  solution. 

'  Magnesia  Mixture. — Dissolye  55  grms.  of  crystallised  magnesium  chloride  (MgCl^.  CHgO) 
and  70  grms.  of  ammonium  chloride  in  650  o.c.  of  water.  When  all  is  dissolved,  make  the 
solution  up  to  a  litre  with  concentrated  aqueous  ammonia.  The  solution  is  about  ^E  strength. 
M.  Brassier,  Ann,  Chim  Phys,  (4),  7.  855,  1866  ;  A.  L.  Winton,  Joum,  Amer.  Chem.  Soc,  18. 
445,  1896.  G.  Loges  {Chem,  Ztg.,  8.  1743,  1884)  uses  magnesium  anunonium  chloride,  which  is 
not  hygroscopic  like  magnesium  chloride :  70  grms.  magnesium  ammonium  chloride  ;  55  grms. 
ammonium  chloride  ;  make  up  to  a  litre  with  2^  per  cent,  ammonia.  Magnesia  mixture  acts 
slowly  on  glass  bottles— L.  L.  de  Koninck,  Chem.  Ztg.,  19.  450,  1895.  Magnesia  mixture 
containing  magnesium  sulphate  instead  of  magnesium  chloride  is  liable  to  give  precipitates 
contaminated  with  basic  magnesium  sulphates.     See  page  218. 

«  According  to  O.  Foerster  {Chem.  Ztg,,  16.  109,  1892  ;  Chem,  News,  67.  143,  1893),  the 
solution  should  be  heated  before  adding  the  magnesia  mixture.  Otherwise,  the  washing  of  the 
precipitate  is  very  difficult. 

"^  The  precipitate  should  be  white  and  crystalline.  If  it  be  red  and  flaky,  the  results  will 
be  inaccurate.     If  the  phosphorus  bo  finally  weighed  as  magnesium  pyrophosphate— Mg.,P20i; 

traces  of  molybdic  acid  may  contaminate  the  precipitate,  even  after  two  precipitations  of  the 

ammonium  magnesium  phosphate — A.  A.  Blair,  Chera.  N&ics,  56.  246,  1887  ;  A  Gawalovski, 
Oester.  Chem,  Ztg,,  i.  885,  1890. 
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magnesium  phosphate  from  the  solution  of  the  ammonium  phosphomoljbdate  ^ 
either  by  nearly  neutralising  the  solution  with  hydrochloric  acid  before  adding 
the  magnesia  mixture,  or  by  adding  magnesia  mixture  drop  by  drop,  with 
constant  stirring,  to  the  ammoniacal  solution.  The  latter  process  gives  the 
better  results,  and  Neubauer  recommends  the  use  of  a  correction  chart  which 
gives  the  amount,  in  milligrams,  of  P2O5  lost  for  different  amounts  (in  grams)  of 
MgjPjO^  finally  obtained.  Neubauer's  chart  is  shown  in  fig.  189.  It  is  used  in 
the  following  manner: — Suppose  0*0959  grm.  of  MgjPjOy  has  been  obtained, 
then  0'4  mgrm.  of  Mg^P^O^  has  been  lost  in  the  determination.  Hence, 
00959  +  00004  =  00963  grm.  MgsPgO^  represents  the  weight  of  Mg2P207  which 
would  have  been  obtained  if  there  had  been  no  loss  from  this  cause. 

§  311.  The  Reprecipitation  as  Ammonium  Phosphomolybdate. 

Add  20  c.c.  of  ammonium  nitrate  solution  and  1  c.c.  of  ammonium  molybdate 
to  the  ammoniacal  solution  of  the  ammonium  phosphomolybdate  first  precipi- 
tated.^ Heat  the  solution  until  gas  bubbles  begin  to  form,  and  add  20  c.c.  of  hot 
nitric  acid  gradually,  with  constant  stirring.  After  standing  10  minutes,  filter 
through  a  Gooch's  crucible,  and  wash  with  the  mixture  previously  employed  until 
no  brown  coloration  is  produced  when  a  drop  of  the  filtrate  is  brought  in  contact 
with  a  solution  of  potassium  ferrocyanide.  Dry^  the  yellow  precipitate  of 
(NH4)3P04.12Mo03.2HN03.H20  in  a  current  of  air  at  160*-180'  in,  say,  a 
Paul's  oven  (fig.  127)  to  a  constant  weight,^  and  weigh  as  (NH4)3P04.12MoOj,.^ 
In  that  case,  the  weight  of  the  precipitate  multiplied  by  0*03782  represents  the 
weight  of  the  PgO,,  in  the  sample  taken  for  analysis.® 

§  312.  Rapid  Processes  for  Estimating  the  Ammonium 

Phosphomolybdate. 

In  order  to  shorten  the  time  required  for  the  determination  of  phosphorus 
in  terms  of  ammonium  phosphomolybdate,  the  amount  of  molybdenum  pre- 
cipitated  is  sometimes  determined  by  volumetric  methods."       In  these   it   is 

*  H.  Neubauer,  Ueber  die  Zuverldssigkeit  der  Phosphorsdurdtestinimung  ah  Magnesium- 
pyrophosphate  Rostock,  1893;  G.  Jorgensen,  Mem,  Acad.  Roy.  Soc.  J)a»emark  {7\  2.  141, 
1*905  ;  0.  Abesser,  W.  Jaui,  and  M.  Miircker,  /ieit.  anal.  Chen.,  12.  289,  1873  ;  B.  Peiteach, 
W.  Rohn,  and  P.  Wagner,  I'ft.,  19.  444,  1880;  B.  W.  Kilgrove,  Joum.  Amer.  Chem,  Soc„  16. 
793,  1894  ;  <l.  Jorgensen,  Zelt.  anal,  Chem.,  50.  387,  1911. 

*  The  phosphorus  should  nt)t  be  precipitated  first  by  the  magnesia  mixture,  but  be  first 
precipitated  by  the  molybdate  ])rocess.  This  ensures  a  definite  amount  of  ammonia  and 
ammoniacal  salts  in  the  solution,  and  thus  leads  to  concordant  results. 

*  E.  Raben  {Zeit.  anal.  Chem.,  47.  546,  1908)  finishes  the  washing  with  warm  70  per  cent, 
alcohol  ;  then  with  absolute  alcohol  ;  then  with  10  c.c.  of  ether.  He  dries  the  precipitate  at 
110**-120',  and  weighs  as  (Nn3)3P04. 12M0O3.  A.  Carnot,  Compl.  Jtend.,  106.  105,  1898: 
Chem.  News,  67.  101,  1893;  A.  Villiers  and  F.  Borg,  ib.,  67.  313,  1893  ;  dmpt.  Rend.,  106. 
989,  1893  ;  C.  Reichard,  Phai-m.  Zentra.1hnlle,  52.  1314,  1911  ;  N.  von  Lorenz,  Oester.  Chem, 
Zt^.,  14.  1,  1911  ;  G.  Jorgensen,  ZHt.  angew.  Cheifu,  24.  642,  1911  ;  H.  Neubauer  and 
F.  Liicker,  Zeit.  anal.  Chem.,  51.  161,  1912. 

*  The  precipitate  is  somewhat  hygroscopic,  and  the  desiccator  should  have  fresh  concentrated 
sulphuric  acid,  not  calcium  chloride,  otherwise  the  precipitate  might  gain  in  weight. 

'  If  the  precipitate  appears  green,  add  a  small  crystal  of  ammonium  nitrate  and  re-heat. 
The  precipitate  then  becomes  uniformly  yellow. 

*  If  desired,  the  precipitate  may  be  ignited  to  redness  until  the  resulting  24MoO,.  PjOg  has  a 
homogeneous  black  colour.     The  ignited  precipitate  is  not  specially  hygroscopic. 

■^  J.  Macagno,  Oaz.  Chim.  Ital.,  4.  567,  1874  ;  Che^m.  News,  31.  197,  1875  ;  A.  Grete,  Ber., 
21.  2762, 1888  ;  F.  A.  Emmerton,  Tram.  Amer.  Inst.  Min.  Eng  ,  15.  93, 1887  ;  T.  M.  Drown  and 
P.  W.  Shimer,  ib.,  ID.  137,  1882 :  P.  W.  Shimer,  ib.,  17.  100,  1889  ;  T.  M.  Drown,  ib  ,  18.  90. 
1890  ;  C.  Jones,  ib.,  17.  411,  1889  ;  18.  705,  1890  ;  Cliem.  News,  62.  220,  231,  1890  ;  D.  L. 
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assumed  that  the  precipitated  phosphomolybdate  has  a  constant  composition, 
and  that  a  definite  amount  of  molybdenum  represents  a  definite  amount  of 
phosphorus.  In  Emmerton's  process,  the  yellow  precipitate  is  dissolved  in,  say, 
5  c.c.  of  concentrated  aqueous  ammonia  and  20  c.c.  of  water.  Pour  this  mixture 
through  the  filter  paper  containing  the  precipitate,  and  wash  the  paper  as 
indicated  above.  About  60  c.c.  of  liquid  are  so  obtained.  Add,  say,  10  c.c.  of 
concentrated  sulphuric  acid,^  and  at  once  reduce  the  molybdenum  trioxide — 
M0O5 — to  the  green  oxide — MogO^  or  Mo^gO^j^  2  bj  means  of  metallic  zinc  (say,  in 
the  reductor,  page  191).  The  solution,  if  necessary,  is  rapidly  filtered  from  the 
undissolved  zinc,  and  titrated  with  potassium  permanganate,^  when  the  green 
oxide  is  oxidised  to  M0O3.  The  greenish-coloured  solution  becomes  nearly 
colourless,  and  finally  pink,  characteristic  of  potassium  permanganate.  The 
oxidation  is  represented  in  symbols : 

5M02O3  +  6KMnO^  =  IOM0O3  +  SKgO  +  6MnO, 
or, 

5Mo,20i9  +  34KMn04  =  6OM0O3  +  ITKgO  +  34MnO. 

The  calculations  are  as  follow  : — 1  grm.  of  KMnO^  represents  1'5188  grms.  of 
M0O3  if  the  reduction  has  been  to  MogO,  ;  and  1  * 6008 3  if  the  reduction  has  been 
to  MojgOjj,.  But  since  the  ratio  of  PgO^ :  M0O3  is  as  1  :  24,  every  gram  of 
M0O3  represents  0*04108  grm.  of  P2O5.  Hence,  1  grm.  of  KMnO^  represents 
0-06239  grm.  of  PjO^  if  the  reduction  has  been  to  MogOg  ;  and  006576  grm.  of 
PgOg  if  the  reduction  has  been  to  Mo^2^i9-  ^^  *  given  titration,  therefore,  if 
20  c.c.  of  potassium  permanganate  solution  contain  1  grm.  of  KMnO^  per 
litre,  1  c.c.  of  the  solution  represents  0*00006239  grm,  of  P2O5,  or  20  c.c. 
represent  20  x 0*00006239  =  0001 25  grm.  of  P20^  in  the  sample  undergoing 
titration."* 

Pemberton  washes  the  precipitate  of  ammonium  phosphomolybdate  free  from 
nitric  acid,  and  dissolves  the  precipitate  in  standard  alkali.  The  excess  of  alkali 
is  titrated  with  standard  acid,  with  phenolphthalein  as  indicator.  The  reaction 
is  represented  :  2(NH4)3P04 .  I2M0O3  +  46KOH  =  etc.^ 

Osmond    dissolves    the    ammonium   phosphomolybdate,^    collected    on    an 


Randall,  i6.,  97,  113,  1908;  Amer.  J,  Science  (4),  24.  313,  1907;  0.  F.  von  der  Pfordten, 
Zeit.  anal.  CA«m.,  23.  432,  1884  ;  A.  Werncke,  i6.,  14.  1,  1876  ;  H.  Pemberton,  Joum.  Franklin 
Inst.  (3),  83.  184,  1882  ;  Ch^i.  News,  46.  4,  1882  ;  Jmmi,  Amer.  Chem.  Soc.,  16.  278,  1894  ; 
A.  A.  Blair  and  J.  E.  Whitfield,  17.  747,  1896 ;  W.  A.  Noyes  and  E.  D.  Frohman,  i6.,  16.  683, 
1894  ;  W.  A.  Noyes  and  J.  8.  Royse,  16.,  17.  129,  1896  ;  C.  B.  Dudley  and  F.  N.  Pease,  i6.,  16. 
224,  1894  ;  R.  A.  Mahon,  ib.,  19.  792,  1897  ;  0.  S.  Doolittle  and  A.  Eavenson,  ib.,  16.  284, 
1894  ;  G.  Auchy,  it.,  18.  965,  1896  ;  B.  W.  Kilgore,  i&.,  16.  786,  1894  ;  17.  741,  960,  1896  ; 
E.  D.  Campbell,  Joum.  Anal.  App,  Chem.,  I.  370,  1887  ;  B.  W.  Kilgore,  Bull.  U.S,  Agrk. 
Dept.  {Ch4sm.\  43.  68, 1894  ;  G.  P.  Baxter,  Amer,  Chem.  Joum,,  28.  298,  1902  ;  34.  204,  1906  ; 
J.  G.  Fairchild,  Joum.  Ind.  Chem^  Eng.,  4.  520,  1912.     See  page  415.  . 

*  The  smaller  the  amount  of  sulphuric  acid  in  the  solution,  the  quicker  the  reduction. 

*  Complete  reduction  to  Mo^Og  is  difficult,  and  the  reduced  oxide  has,  in  consequence,  been 
re])resentea  by  different  formnlfe — M02O3  (Pfordten) ;  M012O19  (Emmerton) ;  M024O37  (Blair  and 
Whitfield). 

'  The  permanganate  should  always  be  standardised  with  a  known  amount  of  phosphorus 
in  combination. 

*  If  the  solution  has  been  standardised  for  a  given  amount  of  PjOs,  these  calculations  are  not 
needed. 

*  C.  B.  Williams,  Joum.  Amer,  Ch^n.  Soc.,  17.  924,  1896  ;  A.  Emmerling,  CJwtn,  News, 
57.  15,  1888  ;  ZeU.  anal,  Chem,,  26.  244, 1887  ;  F.  Hundeshagen,  tft.,  28.  141, 1889  ;  L.  Fricke, 
StahZ  Eism,  26.  279,  1906  ;  J.  M.  Krasser,  Zeit.  Nahr.  Genuss.,  21.  198,  1911  ;  L.  T.  Bowser, 
Amer.  Chem.  Jcmm.,  45.  230,  1911  ;  F  Hundeshagen,  Zeit.  offent.  Chem.,  17.  288,  802,  822, 
1911 ;  M.  Wagenaar,  Pharm.  IVeekhlad,  48.  846,  1911  ;  J.  G.  Fairchild,  Joum,  Washington 
Acad.  Science^  2.  114,  1912. 

*  F.  Osmond,  Bull,  Soc,  Chim  (3),  47.  746,  1887  ;  Chem.  News,  56.  160,  1887. 
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asbestos  pad,  in  a  Gooch's  crucible,  in  a  hydrochloric  acid  solution  of  stannic 
oxide.  ^  The  filtered  solution  is  made  up  to  100  c.c,  and  the  intensity  of  the 
colour  is  compared  with  that  of  a  solution  containing  a  known  amount  of  the 
phosphomolybdate. 

For  certain  purposes,  a  sufficiently  close  approximation  to  the  amount  of  the 
precipitated  ammonium  phosphomolybdate  can  be  obtained  by  measuring  the 
volume  of  the  precipitate  collected  in  the  graduated  test  tube  of  a  centrifugal 
machine.^ 


§  313.  The  Volumetric  Determination  of  Phosphorus- 
Uranium  Process. 

Uranium  acetate  or  nitrate  reacts  with  phosphates  in  aqueous  solution  form- 
ing uranium  phosphate.  When  all  the  phosphorus  has  been  transformed  to 
uranium  phosphate,  any  further  addition  of  the  uranium  salt  will  give  a  solution 
which  furnishes  a  reddish-brown  coloration  when  brought  in  contact  with  a 
solution  of  potassium  ferrocyanide.  These  facts  are  utilised  in  a  volumetric 
process.  The  reaction  takes  place  somewhat  slowly  in  the  cold,  and,  in  conse- 
quence, the  titration  is  generally  finished  with  hot  solutions—  about  90*.  The 
reaction  is  supposed  to  be  slower  in  the  presence  of  acetates,  and  hence  the 
acetates  should  be  kept  as  low  as  possible.  But  even  when  uranium  nitrate  is 
used  for  the  titration,  there  is  a  considerable  amount  of  acetate  present.  The 
amount  of  acetate  added  with  uranium  acetate  is  but  a  small  fraction  of  the 
whole.  Ck)nsequently,  it  makes  little  difference  whether  uranium  nitrate  or 
acetate  is  used  in  the  titration.^  When  the  uranium  solution  is  to  be  employed 
for  titrating  calcium  phosphates,  bone  ash,  etc.,  it  is  generally  standardised 
against  a  solution  of  calcium  phosphate  of  known  strength. 

The  Standard  SolutioTis, — Make  a  standard  solution  of  pure  calcium 
phosphate — Ca3(P04)2 — by  dissolving  10  grms.  of  normal  calcium  phosphate  in  a 
little  nitric  acid,  and  dilute  the  solution  to  1  litre.^  Then  dissolve  40  grms.  of 
uranium  nitrate  or  35  grms.  of  uranium  acetate  in   about  800  c.c.   of  water. 

'  Dissolve  10  grms.  of  "tin  crystals"  in  80  c.c.  of  pure  hydrochloric  acid, and  make  the 
solution  up  to  a  litre. 

a  V.  Bggertz,  Joum.  prakt.  Chem.  (1),  79.  496,  1860 ;  H.  Wedding,  Stahl  Siaen,  7. 
118,   1887;  M.  Ukena,  i*.,  7.   407.   1887;    M.  A.  von  Reis,   i6.,  9.  1025,  1889;   ID.  1069, 

1890  ;  K.  Bormann,  Zeit.  angew.  Chem.,  3.  638,  1889 ;  C.  Reinhardt,  Chcm,  Ztg.,  15.  410, 

1891  ;  H.  von  Jiiptiier,  Oester.  Zeit.  Berg.  Hiitt.,  43.  208,  1895;  J.  Ohly,  Chem.  News,  76. 
200,  1897. 

»  F.  Sutton,  Chem.  Neics,  i.  97,  122,  1860 ;  H.  Neubauer,  Archiv  Win.  ffetlkunde,  4. 
228,  1893  ;  0.  Pincus,  Joum,  prakt.  Chem.  (1),  76.  104,  1859  ;  R.  Arendt  and  W.  Knop,  ib. 
(1),  69.  401,  415,  1856;  K.  Broockmann,  Jiep.  anal.  Chem.,  z.  212,  1881;  A.  E.  Haswell, 
t6.,  2.  251,  1882  (the  more  uranium  solution  employed,  the  higher  becomes  its  relative  value) ; 
C.  Mohr,  Zeit.  anal.  Chem.,  19.  150,  1880;  Chem.  News,  45.  248,  1882;  Y.  Edwards, 
ib.,  59.  159,  1889  ;  G.  Gu^rin,  ih.,  8.  175,  1882 ;  Rep.  anal.  Chem,,  3.  157,  1883 ;  0.  Abesser, 
W.  Jani,  and  M.  Marcker,  Zett.  anal.  Chem.,  12.  239,  1873;  £.  Kessel,  ib.,  8.  164,  1869; 
C,  Leconte,  Compt.  Bend.,  29.  65,  1849;  W.  Knop,  Chem.  Centr.  (2),  i.  787,  769,  1856; 
H.  Rheineck,  Dingier  s  Joum.,  200.  383,  1870;  A.  Pavec,  Listi/s  Chemiki,  i.  813,  1875;  W. 
Streckerand  P.  Schiffer,  Zeit.  anal.  Cfiem.,  50.  495,  1911 ;  A.  Vozarik,  Zeit.  physioL  Chem., 
76.  438,  1912. 

*  The  strength  of  the  solution  may  be  confirmed,  if  there  be  any  doubt  of  the  purity  of  the 
calcium  ])hosphate,  by  precipitating  according  to  the  molybdate  process  (page  598).  J.  A.  Muller 
{Bull.  Soe.  Chim.  (3),  25.  1000,  1901  ;  Chem.  News,  85.  124,  1902)  prefers  crystallised  dicaldom 
phosphate — Os^J^VO^^.  ^"R^O — on  account  of  its  stability  on  exposure  to  the  air,  etc  If 
alkaline  phosphates  are  to  be  titrated,  potassium  phosphate  is  used.  For  this  purpose,  dissolve 
9 '585  grms.  of  mono|)otassium  phosphate — EH1PO4 — in  a  litre  of  water.  The  solution  is 
standardised  bv  evaporating  a  known  volume  of  the  solution  to  dryness  in  a  platinum  dish. 
Ignite  the  resiaue  at  the  full  heat  of  a  Bunsen  flame,  and  weigh  as  KPO,.  Or  tne  phosphorus 
in  a  known  volume  may  be  determined  by  the  magnesium  process  (page  597). 
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Add  a  few  drops  of  ammonia,  when  a  slight  turbidity  will  be  produced.  Then 
add  just  enough  acetic  acid  to  clear  the  solution,  and  make  up  to  a  litre. ^ 

Standardisation  of  the  Uranium  Solution,— Tsike  50  c.c.  of  the  calcium 
phosphate  solution,  and  add  10  c.c.  of  ammonium  acetate,^  and  run  the 
uranium  acetate  from  a  burette  until  a  drop  of  the  clear  solution  gives  the 
first  sign  of  a  permanent  reddish-brown  coloration  with  a  little  powdered  (solid) 
potassium  ferrocyanide  ^  on  a  white  plate. ^  The  solution  must  be  well  agitated 
after  each  addition  of  the  uranium  solution.  Then  heat  the  solution  to  boiling,^ 
when  a  drop  will  no  longer  react  with  the  ferrocyanide.^  Add  more  uranium 
solution  until  the  brown  colour  with  the  ferrocyanide  is  again  developed.  The 
result  of  this  titration  enables  the  strength  of  the  uranium  solution  to  be  re- 
presented in  terms  of  the  calcium  phosphate. 

Evaluation  of  Bone  Ash, — Supposing  that  bone  ash  is  to  be  analysed,  dissolve 
between  3  and  4  grms.  of  the  bone  ash  in  dilute  nitric  acid  (10  per  cent.)  J  Add 
ammonia  to  the  filtrate  and  washings  until  a  permanent  precipitate  is  obtained. 
Redissolve  the  precipitate^  in  a  little  acetic  acid,  add  10  c.c.  of  ammonium 
acetate,  and  titrate  the  solution  (occupying,  say,  500  c.c.)  Vith  the  uranium 
solution,  as  indicated  above. 

CalcuUUion, — Suppose  that  50  c.c.  of  standard  phosphate  contain  0*5  grm. 
of  Ofi^i^O^^  and  n  c.c.  of  the  uranium  solution  are  needed  for  the  titration, 
obviously,*!  c.c.  of  the  uranium  solution  represents  0*5/n  of  CdiJiJ^O^^,     If  w 


^  The  uranium  salt  should  be  free  from  uranium  phosphate  or  ferric  nitrate.  Let  the  solu- 
tion stand  some  days  before  it  is  standardised,  otherwise  tne  turbidity  which  sometimes  develops, 
owing  to  the  separation  of  uranium  phosphate,  may  alter  the  strength  of  the  solution.  The  less 
free  acetic  acid  the  better,  since  the  solution  is  more  sensitive  in  the  absence  of  an  excess  of  free 
acetic  acid.     The  strength  of  the  solution  should  be  checked  every  three  or  four  days. 

*  Ammonium  Acrtate  Solutiok. — Dissolve  154  grms.  ammonium  acetate  in  water,  add 
100  c.c.  of  acetic  acid  (sp.  gr.  1*04),  and  dilute  the  solution  to  a  litre  (2E).  The  object  of  the 
ammonium  acetate  is  to  prevent  the  formation  of  free  nitric  acid. 

'  Or  a  drop  of  a  solution  of  1  '1  grms.  of  the  same  salt — potassium  ferrocyanide — in  10  c.c. 
of  water  (E). 

^  For  the  method  of  titration  with  a  "spot"  indicator,  see  page  834.  If  an  excess  of 
uranium  solution  be  added,  a  known  amount  of  the  standard  phosphate  solution  may  be  added, 
and  the  uranium  titration  continued.  An  allowance  may  be  made  for  the  phosphate  added. 
In  shaking,  avoid  making  the  solution  froth,  since  a  drop  of  uranium  falling  on  the  froth  does 
not  readily  mix  with  the  liquid  underneath.     A  drop  of  alcohol  will  generally  dispel  the  froth. 

'If  the  solution  be  heated  before  the  greater  part  of  the  i)hosphoric  acid  has  combined  with 
the  uranium,  some  calcium  phosphate  may  be  precipitated  (R.  Fresenius,  C.  Neubauer,  and 
E.  Luck,  Zeii,  anal.  Chem.,  zo.  183,  1871  ;  C.  Schumann,  t&.,  ii.  882,  1872). 

^  If  a  little  uranium  phosphate  be  removed  with  the  rod  in  making  the  spot  test,  the  ferro- 
cyanide may  be  "  browned  "  before  the  reaction  is  at  an  end.  If  the  "  spot"  test  gives  a  brown, 
add  another  four  drops  of  the  uranium  solution.  If  the  brown  does  not  api^ear  the  moment 
the  glass  rod  is  removed,  the  first  ''browning ''  was  not  the  end  of  the  titration.  This  supple- 
mentary "  four-drop  test"  should  always  be  made.  C.  Mallot  {Archiv  Pharm,^  2.  246,  1887) 
uses,  as  indicator,  an  aqueous  ammoniacal  solution  of  cochineal  just  decolorised  with  nitric  acid. 
Titrate  with  this  solution  as  an  internal  indicator  until  a  permanent  green  is  obtained — £. 
Starkenstein,  BiocJiem,  Zeit,,  32.  285,  1911. 

"^  The  insoluble  earthy  and  sandy  matters  may  be  filtered  off  in  a  Gooch's  crucible,  dried,  and 
weighed. 

°  If  iron  and  alumina  be  present,  phosphates  of  these  elements  will  be  ])recipitated,  and 
these  remain  Insoluble  in  the  acetic  acid.  In  that  case,  filter  the  turbid  solution.  Titrate  the 
filtrate  as  indicated  in  the  text.  Ignite  and  weigh  the  precipitate.  If  less  than  0  01  grm. 
of  the  mixed  phosphates  be  present,  take  half  the  weight  as  Vfi^  and  add  the  result  to  the 
P2O5  obtained  by  the  titration.  If  orer  this  amount  of  precipitate  be  present,  the  process  is 
unreliable,  or  the  P2O5  may  be  determined  in  the  precipitate  by  the  molybdate  process 
(V.  Edwards,  Chem.  News,  73.  25,  71,  1896  ;  G.  H.  Allibon,  ib.y  73.  47,  94,  1896).  There  is 
then  no  particular  advantage  in  the  volumetric  process  over,  say,  Woy's  process.  Other 
phosphates — e.g,  cerium  phosphate — may  be  precipitated  if  they  be  present — £.  Damour 
and  H.  St  0.  Deville,  Iristit.,  69,  1858;  Compt,  Rend.,  59.  272,  1864;  J.  Boussingault, 
Ann.  Chim.  Fhys,  (4),  22.  467,  1871. 
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grms.  of  the  bone  ash  be  employed,  and  this  requires  m  c.c.  of  the  uranium 
solution,  obviously  the  w  grms.  of  bone  ash  contain  O'bm/n  grms.  of  Ca3(P04)2,  or 

100^-^  per  cent,  of  Ca8(P04)2. 

Errors. — It  will  be  noticed  that  a  slight  excess  of  uranium  is  required  to 
produce  a  coloration  with  potassium  ferrocyanide,  since  enough  uranium  must 
be  added  not  only  to  precipitate  the  phosphoric  oxide,  but  also  to  colour  the 
ferrocyanide.  This  excess  must  be  allowed  for  by  working  under  constant 
conditions,  and  making  a  blank  titration  on  a  solution  prepared  as  indicated 
above,  for  standardising  the  uranium,  but  excluding  the  phosphate,  and  always 
using  the  same  volume  of  solution  in  the  titration. 

The  most  important  sources  of  error  in  this  titration  are :  (1)  Mistaking 
transient  for  permanent  "  browning  " — make  sure,  by  means  of  the  "  four-drop 
test,"  that  the  red  tint  is  not  an  illusory  end  point ;  (2)  Error  due  to  the  removal 
of  too  small  a  drop  to  colour  the  ferrocyanide ;  (3)  Error  due  to  titrating  too 
quickly  and  overrdfeching  the  end  of  the  reaction  ;  and  (4)  Error  due  to  the  reten- 
tion of  uranium  solution  by  the  froth,  and  touching  the  ferrocyanide  with  tl^is. 

The  analysis  should  be  made  in  duplicate,  and  no  number  should  be  accepted 
if  it  deviates  appreciably  from  the  others.  It  may  be  again  emphasised  that, 
while  the  agreement  between  the  duplicates  is  a  test  of  the  accuracy  of  the 
work,  it  is  not,  as  is  sometimes  supposed,  an  indication  of  the  trustworthiness 
of  the  process.  Some,  expecting  too  much  from  this  process,  have  given  it  up 
in  disgust. 

Owing  to  the  almost  invariable  presence  of  appreciable  amounts  of  alumina 
and  iron,  it  may  be  advisable  to  first  separate  the  phosphorus  by  means  of 
ammonium  magnesium  citrate  ^  before  titrating  with  uranium  nitrate.  If 
organic  matter  be  present,  it  should  be  removed  by  a  preliminary  incineration, 
since  organic  matter  interferes  with  the  uranium  reaction.  Arsenic,  if  present, 
should  be  removed  by  first  passing  a  current  of  sulphur  dioxide  through  the 
solution  ;  boiling  to  remove  the  sulphur  dioxide ;  and  precipitating  the  arsenic 
with  hydrogen  sulphide,^ 

Purchasing  Bone  Ash. — According  to  the  "  English  Form  of  the  Hamburg 
Contract,"  bone  ash  is  invoiced  as  follows  : — 

If  the  delivered  bone  ash  contains  below  70  per  cent,  tribasic  phosphate  of 
LIME,'  an  allowance  shall  be  made  to  the  Buyers  according  to  the  following  principle 
and  scale : — 

For  Ash  below  70  %  for  every  1  %  less,  1 J  %  phosphate  less  to  be  invoiced. 

V      65  %       „         further  I  %    „     2    % 

For  fractions,  the  allowance  to  be  made  on  the  same  scale,  for  instance : — 

69    %  invoiced  as  68*  %         65    %  invoiced  as  62*  %         61    %  invoiced  as  54i  % 

64^  „  „        6U  „     I     60i  „  „        53i  „ 


68J  „ 

68 

67i„ 

67 

66i„ 

66     „  „ 

65^  „ 


»» 


64     „  „        60i  „         60    „  „        52^  „ 

63J  „  ,,         59«  „     I     59J  „  „         51     „ 


63     „  „  58$  „  59     „  „         49f  „ 

62*  „  „  57i  „  I     58^  „  „         48     „ 

62     „  „  56i  „  "     58     „  „         46J  „ 

61^  „  „  65*  .,  and  so  on 


^  H.  Joulie,  Jnn.  Agronom.,  II.  97,  1885  :  Hievi,  News,  52.  85, 1885  ;  J.  M.  H.  Munro,  16., 
52.  86,  1885  ;  L.  Jouliii,  /6.,  27.  228,  309,  314,  1873  ;  C.  M^ne,  Compt.  Rend.,  76.  1419,  1873. 

2  Recovrry  of  Uranium  Residues. — W.  Jani,  Chem,  Cciilr.  (2),  2.  231,  1871  ;  W.  Knop, 
ib.  (2),  ID.  181,  1866  ;  F.  Strohmer,  Zeit.  anal  Chem.,  17.  84,  1878  ;  A.  Gawalovski,  ift.,  15. 
292,  1876  ;  E.  Reichardt,  ib.,  8.  116,  1869 ;  13.  310,  1874. 

*  That  is,  normal  calcium  phosphate — Ca3(P04)2. 


THE  DETERMINATION  OF  PHOSPHORUS.  603 

Example. — Suppose  5  grms.  of  bone  ash  are  taken  for  analysis.  The  solution  is  made 
up  to  250  cc,  and  50  c.c.  taken  for  a  titration.  Each  50  cc.  represents  it  =  1  grm.  of  bone 
ash.  Suppose  w=26*6  c.c.  of  the  uranium  solution  are  needed  for  the  titration  of  this 
50  cc.  of  solution,  and  that  n=20  cc.  of  the  uranium  solution  are  needed  for  titrating 
50  cc  of  the  standard  phosphate.    Then,  from  the  above  formula, 

100  X  0-5  X  26-6    ^^1  ,   ^    .^ri\ 
j^^^^ —  =66i  per  cent.  Caj^P04)2. 

If  the  phosphate  be  sold  at  Is.  6d.  per  unit,  a  ton  of  the  bone  ash  on  the  Hamburg 
scale  is  not  invoiced  at  66^  x  li=£4,  19s.  9d.,  but  at  64}  x  1^= £4,  17s.  1  Jd.  Of  course 
the  colour,  freedom  from  specks,  and  working  qualities  of  bone  for  pottery  purposes  are 
of  more  importance  than  "per  cent,  of  normal  phosphate." 

§  314.  The  Volumetric  Determination  of  Phosphorus— Joulie's 

Magnesium  Citrate  Process. 

Dissolve  the  substance  under  investigation  in  dilute  hydrochloric  acid,  or 
in  a  mixture  of  nitric  and  hydrochloric  acids  if  pyrites  be  present.  If  necessary, 
filter  the  solution. ^ 

Separation  of  Phosphorus  from  Alumina  and  Iron  as  Magnesium  Phosphate. — 
A  portion  of  the  clear  solution,  equivalent  to  0*125  or  0*250  grm.  of  the 
phosphate,  is  pipetted  into  a  beaker.  Add  10  c.c.  of  magnesium  citrate  solution  * 
and  an  excess  of  ammonia.  The  solution  should  be  clear  and  only  become 
turbid  in  a  few  seconds,  especially  after  stirring. ^  Let  the  mixture  st^nd  under 
a  bell-jar,  to  prevent  loss  of  ammonia,  overnight — that  is,  about  12-15  hours. 
Filter,  first  by  decantation  of  the  clear,  and  wash  the  precipitate  with  dilute 
ammonia  (10  vols,  water,  1  vol.  ammonia).     Four  to  six  washings  will  suffice.* 

Titration  of  the  Magnesiwm  Phosphate  vnth  Uranium  Nitrate, — Dissolve  the 
precipitate  in  a  10  per  cent,  solution  of  nitric  acid.  Allow  the  washings  to  run 
into  the  beaker  in  which  the  precipitation  was  made.  Wash  the  filter  paper 
with  acidulated  water.  Put  the  filter  paper  in  the  beaker.  Add  dilute  ammonia 
(1  :  10)  until  the  solution  is  slightly  turbid.  Clear  the  turbidity  with  one  or 
two  drops  of  dilute  nitric  acid.  Heat  to  boiling.  Add  5  c.c  of  ammonium  acetate 
solution,^  and  titrate  with  the  uranium  acetate  solution  as  described  above. 

§  315.  The  Colorimetric  Determination  of  Phosphorus. 

Knight's  ^  colorimetric  process  for  the  determination  of  phosphorus  is  based 
upon  the  intensity  of  the  yellow  colour  of  the  phosphomolybdate  in  acid  solutions. 
This  colour  test  is  very  sensitive,  since  0'000025  grm.  of  PgO^  can  be  recognised 
in  cold  solutions,  and  0*0000025  grm.  in  hot  solutions  (80**).     As  with  colori- 

^  The  removal  of  silica  by  evaporation  is  only  necessary  when  the  silicates  are  decomposed 
by  the  acid  with  the  separation  of  gelatinous  silica. 

^  Joulie's  MAONEsiiTifi  CiTRATB  SOLUTION.  —  Citiic  acid  400  grms.  is  dissolved  in  pure 
magnesium  carbonate  40  grms.,  caustic  magnesia  20  grms.,  distilled  water  500  c.c.  Make  the 
solution  strongly  alkaline  with  ammonia  600  c.c.  If  the  solution  be  turbid,  filter,  and  make 
the  clear  solution  up  to  a  litre. 

'  An  immediate  turbidity  shows  that  insufficient  citrate  is  present  to  hold  all  the  iron 
and  alumina  in  solution.  In  that  case,  start  again  and  use  20  c.c.  of  the  citrate  solution. 
It  is  not  sufficient  to  simply  add  more  of  the  citrate  solution  to  the  turbid  solution,  because 
the  precipitate  of  the  phosphates  of  iron  and  alumina,  once  formed,  does  not  readily  redissolve. 
W.  Simmermacher  {Chem.  Ztg.^  37.  145,  1913)  points  out  that  the  ammonium  citrate  should 
be  added  slowly,  and  a  precipitate  free  from  iron  and  silica  can  be  obtained  provided  all  the  iron 
be  in  the  form  of  citrate  before  the  solution  becomes  alkaline. 

*  The  wash -water  then  gives  no  precipitate  with  sodium  phosphate. 

*  Sodium  Acetate  Solution. — A  mixture  of  crystalline  sodium  acetate  100  grms.  and 
glacial  acetic  acid  50  cc.  is  made  up  to  a  litre  with  distilled  water.  The  object  of  the  sodium 
acetate  solution  is  to  prevent  the  development  of  free  nitric  or  hydrochloric  acid  in  the  solution. 

,    «  J.  W.  Knight,  Analyst,  5.  195,  1882. 
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metric  processes  generally,  the  colour  is  iDfluenced  by  the  composition  of  the 
solution  in  which  the  determination  is  made.^  The  principal  difficulty  is  due 
to  the  influence  of  a  small  quantity  of  silica,  which  produces  a  potassium  silico- 
molybdate  with  a  yellow  colour  almost  identical  in  tint  with  that  of  the 
potassium  phosphomolybdate.  It  is  therefore  important  to  use  reagents  free 
from  silica.  The  reagents  must  not  be  kept  in  glass  vessels,  owing  to  possible 
contamination  by  silica  from  the  glass.  The  solutions  should  be  kept  in  paraffin  or 
cerasine  bottles,  or  glass  bottles  coated  internally  with  cerasine  or  paraffin.  The 
absence  of  soluble  silica  in  the  reagents  should  be  established  by  a  blank  test. 

A  standard  solution  of  phosphate  is  made  by  dissolving  0*2453  grm.  of  pure, 
freshly  crystallised  monopotassium  ^  phosphate — KHgPO^ — in  silica-free  water 
and  diluting  the  solution  to  a  litre.  Preserve  the  solution  in  a  cerasine  or 
paraffin  bottle.     Each  cubic  centimetre  corresponds  with  O'OOOl  grm.  P2O5. 

Standard  Solution, — Dilute  10  c.c.  of  the  standard  potassium  phosphate 
with,  say,  80  c.c.  of  silica-free  water.  Add  10  c.c.  of  nitric  acid  (sp.  gr. 
1*07),  and  immediately  add  8c.c.  of  potassium  molybdate  solution.^  Make  the 
solution  up  to  1000  c.c* 

Test  Solution, — Acidify  a  convenient  portion — say,  25  c.c— of  the  solution 
under  investigation  with  5  o.c.  of  nitric  acid  (sp.  gr.  1*07),  add  4  cc.  of 
potassium  molybdate  solution,  and  make  the  solution  up  to,  say,  50  cc. 

The  Comparison. — Make  the  two  solutions  up  immediately,  and  let  them  stand 
20  minutes  in  order  that  the  yellow  tint  of  the  phosphomolybdate  may  develop 
its  maximum  intensity.  The  intensities  of  the  colours  of  the  two  solutions  are 
now  compared  in  a  suitable  colorimeter.^  If  the  colour  of  the  test  solution  be 
too  strong  for  comparison,  an  aliquot  portion  is  diluted  in  the  usual  manner. 
It  is  important  to  make  sure  that  sufficient  potassium  molybdate  is  present  to 
react  with  all  the  phosphate,  by  adding  a  further  portion  of  the  molybdate  and 
diluting  at  the  same  time.  Let  the  solution  contain  5  c.c.  of  nitric  acid,  and  4  cc. 
of  the  potassium  molybdate,  per  50  c.c.  of  solution.  For  smaller  amounts  of 
phosphorus,  use  a  standard  phosphate  solution  half  the  strength  indicated  above. 

Errors, — If  the  solution  imder  investigation  be  turbid,  it  should  be  filtered 
through  biscuit-ware  (page  631),  evaporated  to  dryness,  and  then  taken  up  with 

*  P.  E.  Alessandri,  Pharm.  Centr.,  35.  170,  1865 ;  C.  Lepierre,  Bull,  Soc,  Chim,  (S),  15. 
213,  1896  ;  A.  Jolles  and  F.  Nearath,  Monats.  Cliem.,  19.  5,  1898  ;  A.  Jolles,  Arch,  Hygiene^ 
34.  22,  1899  ;  A.  Pagnonl,  Ann,  Agronom,^  25.  549,  1899  ;  O.  Schreiner,  Jowm,  Amer.  Chetn. 
Soc,,  26.  806,  1904;  25.  1056,  1903;  O.  Schreiner  and  B.  E.  Brown,  ib.,  26.  1463,  1904; 
F.  P.  Veitch,  ib„  25.  169,  1903 ;  J.  G.  Smith,  ib.,  26.  897,  1904  ;  T.  E.  Hewitt,  ib.,  27.  121, 
1905  ;  C.  Efltes,  ib,,  31.  247,  1909  ;  P.  Veitch,  Chem.  News,  89.  73,  89,  101,  1904. 

^  Sodium  ])hosphate  is  difficult  to  deal  with  owing  to  efflorescence.  J.  A.  Miiller  {Bull,  Soc. 
Chim.  (3),  25.  1000,  1901)  proposes  the  more  stable  microcosmic  salt — NaHNH4P04.  4H2O. 
The  crystalline  CaHP04. 2H2O  is  quite  stable  in  dry  air  or  over  phosphoric  anhydride  in  a  desic- 
cator.    It  is  a  valuable  standardising  agent. 

'  Potassium  Molybdate  Solution. — Dissolve  8  grms.  of  the  salt  in  50  c.c.  of  water,  and 
make  the  solution  up  to  100  cc.  with  nitric  acid  (sp.  gr.  1  2).  According  to  Jolles  and 
Neurath,  ammonium  molybdate  is  liable  to  become  turbid,  and  is  not  so  sensitive  as  sodium  or 
potassium  molybdates.  The  coloration  develops  its  maximum  intensity  at  80**  in  a  short  time. 
The  colour  with  potassium  molybdate  develops  more  quickly,  and  is  sharper  and  purer  in  tone 
than  with  sodium  molybdate. 

*  K.  Passerini  (Gaz.  Chim,  Ital.,  41.  i.  182,  1911)  recommends  adding  2  cc.  of  a  cold 
saturated  solution  of  gallic  acid  to  the  test  glasses  before  the  other  solutions  are  added ;  J. 
Pouget  and  D.  Chouchak  (Bull.  Soe.  Chim.  (4),  5.  104,  1909  ;  (4),  9.  649,  1911)  use  strychnine 
sulphate  with  the  phosphomolybdate. 

'^  Nessler's  glasses  may  be  used  in  place  of  the  colorimeter.  One  Nessler's  fjjiAaa  is  filled  up 
to  the  20-cc.  mark  or  the  50 -cc.  mark  with  the  coloured  solution  under  investigation.  At  the 
same  time,  other  Nessler's  glasses  are  filled  to  the  same  volume  with  solutions  containing 
different  amounts  of  the  standard  phosphate  solution  and  the  molybdate  solution.  By  comparing 
the  tint  of  the  standard  with  the  tint  of  the  unknown  solution,  the  amount  of  phosphoric  acid 
in  the  solution  can  be  determined. 
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water  aud  again  filtered.  Organic  matter,  if  present,  may  produce  a  coloured 
solution.  In  that  case,  the  organic  matter  must  be  destroyed  or  a  correction 
must  be  made.  Veitch  destroys  organic  matter  by  ignition  with  magnesium 
nitrate  and  subsequent  evaporation  with  nitric  acid.  Large  amounts  of 
ammonium  salts — nitrate  and  chloride — intensify  the  colour,  and  hence  lead  to 
high  results.  Aluminium  sulphate — Al2(S04)3 — gives  a  dark,  more  or  less  opaque 
solution  which  spoils  the  determination.  If  less  than  1  part  of  iron  per  20 
million  parts  of  the  solution  be  present,  no  particular  harm  can  be  noticed,  but 
if  larger  amounts  be  present,  the  colour  is  intensified,  and  the  result  is  vitiated 
unless  the  amount  of  iron  be  known  and  an  allowance  made  for  its  efifect.  If 
iron  and  alumina  be  present,  therefore,  the  phosphorus  should  be  separated  as 
magnesium  phosphate  by  Joulie's  process  before  the  phosphorus  determination 
is  made.^  Calcium  nitrate,  barium  chloride,  potassium  nitrate,  separately  and 
mixed  together,  give  no  appreciable  error.  Nitric  acid  and  potassium  molybdate 
require  attention.  The  standard  and  the  test  solutions  should  have  approxi- 
mately the  same  amounts  of  these  two  reagents,  otherwise  an  appreciable  error 
may  be  introduced.  If  the  nitric  acid  solutions  be  passed  through  ordinary  filter 
paper,  there  may  be  an  error  owing  to  the  contamination  of  the  solutions  by 
phosphates  and  silica  dissolved  from  the  filter  paper. 

§  316.  The  Simultaneous  Determination  of  Phosphorus  and  Silica. 

Silics^  as  indicated  above,  is  the  great  enemy  of  the  colorimetric  process  for 
phosphates,  since  it  produces  a  yellow-coloured  silicomolybdate  which  was  used 
by  Jolles  and  Neurath  for  the  colorimetric  determination  of  silica.  Woodman 
and  Cay  van  2  found  that  the  colour  of  the  silicomolybdate  required  from  IJ^  to 
2^  hours  to  develop  its  maximiun  intensity,  and  that  the  colour  is  about  one- 
tenth  of  the  intensity  of  the  corresponding  phosphomolybdate.  This  furnishes 
a  means  of  correcting  the  determination  of  phosphorus  for  the  influence  of 
silica,  and  also  to  determine  the  amount  of  silica  in  the  phosphate  solution.  If 
nitric  acid  and  potassium  molybdate  be  added  to  the  solution  as  quickly  as 
possible,  a  certain  intensity  of  colour  is  developed  by  the  silica.  If,  however,  the 
ammonium  molybdate  be  added  an  hour  before  adding  the  nitric  acid,  the 
intensity  of  the  colour  due  to  the  silica  is  but  half  (0*49)  as  great  as  before. 
Phosphates  give  the  same  intensity  as  before  under  both  conditions.  Let  x 
denote  the  amount  of  PgO^  present,  and  y  the  amount  of  silica  present.  The 
intensity  of  the  colour  produced  by  the  silica  is  1  '25  times  the  intensity  of  the 
colour  produced  by  the  same  amount  of  PjO^.  Hence,  a:+  r25y  will  represent 
the  joint  effect  of  the  silica  and  the  phosphorus  in  terms  of  the  phosphate 
standard,  or 

A=x-\-l'25y (1) 

The  value  of  A  is  determined  by  the  colorimetric  process  indicated  above. 

If,  in  preparing  the  test  solution  indicated  above,  the  addition  of  the  nitric 
acid  be  deferred  for  one  hour,  and  the  comparison  made  20  minutes  afterwards, 
the  colour  produced  by  the  silica  will   be  but  half  its   former  value.     Hence, 


^  The  magnesium  phosphate  is  dissolved  in  nitric  acid,  etc.  The  magnesia  itrecipitate  (page 
219)  may  also  be  evaluated  by  determining  the  amount  of  phosphorus  it  contains  colori- 
metrically,  and  the  corresponding  amount  of  magnesia  calculated  in  the  usual  manner. 
O.  Schreiner  and  B.  £.  Brown,  Jown,  Amer.  Chem.  Soc,  26.  1463,  1904. 

'  A.  J.  Woodman  and  L.  L.  Gayvan,  Joum,  Amer,  Chem.  Soc.,  23.  96,  1901  ;  24.  735, 
1902  ;  A.  G  Woodman,  t'A.,  24.  736,  1902  ;  F.  P.  Veitch,  ib.,  25.  160,  1901  ;  0.  Schreiner, 
ib,,  25.  1056,  1903 ;  26.  808,  1904  ;"23.  96,  1901  ;  24.  755,  1902  ;  A.  T.  Lincoln  and  P.  Barker, 
ib,,  26.  975,  1904. 
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x  +  ^(r25y)  will  represent  the  joint  effect  of  the  silica  and  the  phosphorus  in 
terms  of  the  standard,  or 

^  =  a;  +  J(l-25y) (2) 

Multiply  this  equation  by  2,  and  subtract  the  result  from  equation  (1),  and  we 
get  the  value  of  x^  that  is, 

Amount  of  PjOg  =  2^  -  ui. 

Similarly,  by  subtracting  one  equation  from  the  other,  we  get  the  value  of  y,  or 

Amount  of  SiOj  -  1-6(^4  -  B). 

In  illustration,  suppose  that  we  find  the  value  A  for  PO4  in  the  solution 
prepared  by  adding  the  ammonium  molybdate  and  the  nitric  acid  simultaneously 
to  be  27,  and  the  value  of  B  for  P2O5  in  the  solution  when  the  nitric  acid  is 
added  one  hour  after  the  ammonium  molybdate  to  be  16.  Obviously,  from  the 
above  equations, 

Amount  of  Si02=  1-6(27  -  16)  =  17-6. 

Amount  of  PgOg  =  2x16-27  =  9. 

When  the  proportion  of  phosphorus  to  silica  is  small,  Lincoln  and  Barker 
recommend  the  addition  of,  say,  5  c.c.  of  the  standard  phosphate  solution  to  the 
test  solution,  and  then  conduct  the  process  as  indicated  above.  Due  allowance 
is,  of  course,  made  for  the  phosphorus  which  has  been  added. 

From  what  has  been  said  above,  it  will  be  obvious  that  the  colorimetric 
process  may  be  employed  for  the  determination  of  small  quantities  of  soluble 
silica  when  phosphorus  is  absent.^ 

§  317.  The  Analsrsis  of  Bone  China  Bodies. 

The  following  numbers  represent  the  ultimate  percentage  composition  of  a 
typical  fired  body,  and  show  the  kind  of  mixture  now  under  investigation  : 


SiOa 

AlA 

Fe^Os 

MgO 

CaO 

KaO 

Na^O 

P2O, 

38-0 

160 

1-2 

1-0 

22-0 

2-6 

1-6 

180 

With  unfired  bodies,  free  carbon,  carbon  dioxide,  and  the  loss  on  ignition  may 
also  have  to  be  determined.  The  amount  of  phosphoric  oxide  may  or  may 
not  be  sufficient  to  combine  with  all  the  alumina  and  ferric  oxide.  If  the 
phosphoric  oxide  be  in  excess,  lime  and  magnesia  w^ill  be  precipitated  as 
phosphates  along  with  the  iron  and  aluminium  phosphates.  It  is  therefore 
necessary  to  modify  the  scheme  of  analysis  indicated  for  clays.  Several  processes 
have  been  devised  for  dealing  with  the  problem. ^     The   following   method   is 


^  A.  Jollesand  F.  Neurath,  Zeit,  angctv.  C?um.f  1 1.  315,  1898 ;  R.  Salvadoriand  G.  Pellini, 
Oaz,  Chiin.  Ital.,  30.  i.  191,  1900.  H.  Hermann  (.^ci^.  anal,  Chcm,,  46.  318,  1907)  recom- 
mends potassium  tungstate  in  place  of  potassium  molybdate  as  a  qualitative  test  for  colloidal 
(soluble)  silica — page  669. 

^  The  ACETATE  PROCESS  is  based  on  the  assumption  that  the  iron  and  aluminium  phosphates 
are  precipitated  from  a  slightly  acetic  acid  solution  containing  ferric  oxide,  alumina,  lime, 
and  phosphoric  oxide  by  means  of  ammonium  acetate.  There  are  several  modifications.  The 
precipitate  is  contaminated  with  calcium  phosphate — C.  Glaser,  ZeU.  anal.  Chem.,  3*1.  383, 
1892  ;  W.  Hess,  Zeit.  angew.  Cfiem.,  7.  679,  701,  1894  ;  F.  Wyatt,  The  Phosphates  0/ America, 
New  York,  1.50,  1892;  R.  T.  Thomson,  Journ,  Soc.  Chem,  Ind.,  5.  152,  1886;  15.* 868,  1896; 
Chem.  News,  54.  152,  1886.  In  the  so-called  caUvStic  alkali  process,  the  bases  other  than 
aluminium  hydroxide  are  separated  while  the  alumina  is  held  in  solution  by  the  addition  of  an 
excess  of  caustic  soda— L.  Lasne,  Bull.  Soc.  Chim.  (3),  15.  6,  118,  146,  1896;  O.  von  Oriiber, 
Zeit.  anal.  Chem.,  30.  9.  1891  ;  Chem.  News,  63.  146,  1891.  In  the  oxalate  process,  the 
solution  remaining  after  the  se^^aration  of  the  silica  is  mixed  with  sufficient  tartaric  acid  to  pre- 
vent the  precipitation  of  alumina,  etc.,  when  ammonia  is  added  to  the  solution.    The  lime  is 
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based  on  the  assumption  that  the  lime  can  be  removed  by  precipitation  as  calcium 
sulphate  in  the  presence  of  alcohol  before  the  precipitation  of  aluminium  and 
ferric  phosphates  by  ammonia.^  A  great  many  of  the  details  are  carried  out  as 
described  for  clays,  and  there  is  no  need  to  repeat  full  particulars. 

1.-  Separation  of  the  Silica.-^^tArt  with  about  a  gram  of  the  powdered  sub- 
stance 2  and  digest  it  with  aqua  regia — hydrochloric  acid  (sp.  gr.  1*2)  10  c.c,  nitric 
acid  (sp.  gr.  1*12)  5  c.c. — on  a  water  bath  for  about  half  an  hour.  Filter  off  the 
insoluble  matter.  Dry,  and  fuse  the  residue  with  sodium  carbonate  as  indicated 
for  clays  (page  164).  Take  up  the  fused  mass  with  dilute  acid,  mix  the  two  solu- 
tions ;  evaporate  to  dryness ;  ^  take  up  with  dilute  hydrochloric  acid ;  filter ;  wash ; 
again  evaporate  to  dryness ;  take  up  with  acid  ;  filter ;  wash  until  the  washings  are 
free  from  chlorides ;  ignite  and  weigh  the  separated  silica  (pages  168  and  169). 

2.  Separation  of  the  Lime  a«  Calcium  Sulphate, — Evaporate  the  filtrate  to 
about  50  c.c.  Mix  the  solution  with  10  c.c.  of  dilute  sulphuric  acid  (1  : 5)*  and 
about  150  c.c.  of  95  per  cent,  of  alcohol.  In  about  three  hours,  filter  off  the 
precipitated  calcium  sulphate  and  wash  with  50  per  cent,  alcohol  until  about  10 
drops  of  the  filtrate,  diluted  with  an  equal  volume  of  water,  do  not  redden  a 
few  drops  of  a  solution  of  methyl  orange.  The  precipitate  may  be  ^  ignited  and 
weighed  as  calcium  sulphate — CaSO^, — and  the  number  so  obtained,  multiplied  by 
0*41186  or  0*4119,  gives  the  equivalent  of  CaO;  or  the  calcium  sulphate  may  be 
redissolved  in  hydrochloric  acid  and  reprecipitated  by  the  oxalate  process. 

3.  Separation  of  Ferric  Oxide,  Alumina,  and  Phosphoric  Oxide, — Evaporate  the 


then  removed  as  calcium  oxalate  by  the  addition  of  ammonium  oxalate.  The  filtrate  is  eva- 
porated to  dryness  in  a  platinum  dish  and  the  organic  matter  destroyed  by  heat  The  residue 
is  taken  up  with  hydrochloric  acid,  and  the  alumina,  etc.,  separated  as  usual — L.  Blum,  ZeU, 
anal.  Chem.,  39.  152,  1900.  H.  Immendorff  (Zanrf.  rer,  Stat.,  34.  379,  1887)  precipitates  the 
lime  as  oxalate  in  a  solution  very  slightly  acidified  with  hydrochloric  acid. 

*  E.  Glaser,  Zeit.  angew,  Cheai.,  2.  686,  1889  ;  R.  Jones,  ift.,  4.  3, 1891  ;  J.  H.  Vogel,  tft.,  4. 
357,  1891 ;  Chem.  Ztg.,  15.  495,  1891  ;  T.  Meyer,  16.,  id.  1730,  1890;  JI.  H.  B.  Shepherd, 
Chem.  NetvSj  63.  261,  1891  ;  W.  H.  Krug  and  K.  P.  McElroy,  Joum.  Amer.  Chem.  Soc.,  17. 
260,  1895  ;  ZeU,  ancU.  Chem.,  30.  206,  1891  ;  T.  M.  Chatarci,  Traris.  Amer.  Inst.  Miiu  Eng., 
21.  169,  1898;  E.  T.  Teschemacher  and  J.  D.  Smith,  Chem.  News,  62.  84,  1890;  N.  Blattner 
and  J.  Brasseur,  ib.,  76.  150,  1897  ;  H.  Herzog,  ib.,  102.  25, 1910  ;  Joum,.  Ind.  Eiig.  Chem,,,  i. 
477,  1909  ;  H.  W.  \Viley,  Principles  and  Practice  of  Agricultural  Analysis,  Easton,  Pa.,  2. 
224,  1908. 

^  Loss  ON  Ignition. — For  the  volatilisation  of  phosphoric  oxide  during  the  calcination  for  loss 
on  ignition,  see  E.  Lautemann,  Liebii/s  Ann.,  113.  240,  18(50;  S.  Leavitt  and  J.  A.  Leclerc, 
Joum.  Amer.  Chem.  Soc.,  30.  391,  617,  1908.  A  sample  calcined  at  low  redncHs  gave  214  per 
cent,  of  ash,  and  at  bright  redness,  2*08  per  cent.  Another  sample  gave  respectively  2 '18  and 
2*16  per  cent.  There  was  therefore  no  serious  loss  under  the  conditions  of  the  experiment. 
G.  hechATtiQT  {Couipi.  Bend.,  109.  727,  1890)  found  the  loss  of  phosphorus  and  also  of  sulphur 
is  not  serious  if  the  operation  be  properly  done.  For  the  loss  of  sulphur  during  the  calcination, 
see  also  G.  S.  Fraps,  Joum.  Amer.  Chem.  Soc,  23.  199,  1901  ;  E.  Fleurent  and  L.  Levi,  Bull. 
Soc,  Chim.  (4),  p.  379,  1911. 

'  If  the  residue  has  a  dark  brown  colour,  organic  matter  is  present,  and  it  is  best  destroyed 
by  conducting  the  next  evaporation  in  a  platinum  dish,  adding  a  little  sodium  nitrite,  and 
heating  the  dried  residue  with  a  naked  flame  till  the  mass  fu&es  to  a  colourless,  viscid  liquid. 
The  dish  is  kept  covered  to  prevent  loss  by  spurting.  Digest  the  cold  mass  with  hydrochloric 
acid,  evaporate  to  dryness,  etc. 

.  *  Sulphates  retard  the  complete  precipitation  of  aluminium  phosphate.  According  to  F.  P. 
Veitch  {Joum.  Amer.  Chem.  Soc,  21.  414,  1897),  the  equivalent  of  "1*26  gim.  H2SO4  prevents 
the  complete  precii)itation  of  aluminium  phosphate,  and  2'75  gnns  of  H2SO4  gives  a  decided 
eiTor."    Hence,  the  amount  of  sulphuric  acid  should  be  kept  as  low  as  possible. 

'  Sometimes,  particularly  if  a  great  excess  of  alcohol  has  been  added,  the  calcium  sulphate 
is  discoloured.  Again,  if  much  magnesia  be  present  in  the  sample,  magnesium  sulphate  will  be 
precipitated  with  the  calcium  sulphute.  In  each  case,  the  calcium  sulphate  should  be  purified. 
The  precipitated  calcium  sulphate  may  be  dissolved  in  hot  dilute  hydrochloric  acid,  the  lime 
precipitated  as  oxalate  (page  213),  and  the  filtrate  added  to  the  main  solution  ;  or  the  magnesia, 
if  any  be  present,  can  be  precipitated  as  ammonium  magnesium  phosphate  in  the  usual  manner 
(page  218). 
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filtrates  to  drive  off  the  alcohol,^  and  oxidise  any  iron  in  the  filtrate  by  adding  a 
drop  of  bromine  or  some  other  oxidising  agent.  Add  ammonium  chloride  and 
ammonia  in  slight  excess.  Boil  the  solution  to  expel  ammonia.^  Add  a  little 
more  ammonia,  and  boil  again.  While  the  solution  is  hot,  filter  off  the  pre- 
cipitated aluminium  and  ferric  hydroxides  and  phosphates.^  Wash  with  a  hot 
(SO^-GO**)  5  per  cent,  solution  of  ammonium  nitrate  *  until  the  washings  are  free 
from  chlorine — ^about  twenty  washings  are  needed.  Ignite  ^  the  precipitate  from 
the  ammoniacal  solution  with  the  residue  left  after  the  treatment  of  the  ignited 
silica  with  hydrofluoric  acid  (page  169).®  Weight  Fuse  the  precipitate  with 
potassium  pyrosulphate.  Cool,  and  take  up  the  cake  with  water.  Filter  off  the 
*'  extra  silica ''  and  proceed  for  the  titanium  as  indicated  on  page  203,  and  the 
phosphorus  by  Joulie's  process. 

4.  Separation  of  Ma^grusia  and  Phogphoric  Oxide, — ^The  filtrate  from  the 
ammonia  precipitate  is  evaporated  to  a  small  bulk,^  and  divided  into  two 
aliquot  portions,  and  the  magnesia  determined  in  the  one  portion  in  the  usual 
manner  (page  218).  If  phosphoric  acid  be  present  in  excess  of  that  required 
for  the  formation  of  aluminium,  titanium,  and  ferric  phosphates,  it  can  be 
determined  as  ammonium  phosphomolybdate  in  the  other  portion  (page  597). 
The  phosphoric  oxide  (PjO^)  here  obtained  is  added  to  that  separated  from  the 
ammonia  precipitate,  and  the  sum  of  the  weights  is  multiplied  by  2*1845. 
The  product  represents  the  corresponding  amount  of  normal  calcium  phosphate 
— Ca3(P04)2.  The  weight  of  the  magnesia  here  obtained  is  added  to  that 
separated  from  the  calcium  sulphate  precipitate. 

The  method  is  summarised  in  the  following  scheme,  starting  from  the 
mixed  aqua  regia  solution  and  the  hydrochloric  acid  solution  from  the  sodium 
carbonate  fusion  : 

Evaporate  to  dryness  for  silica  (page  167) 


I  I 

SiO,  Add  H^04  and  alcohol 


CaS04  (and  some  MgS04)  Add  ammonia,  etc. 


I 
Al^Os,  FcgOs,  ^sOs,  etc.  Divide  into  two  portions 


Mg^  PsOff. 


^  The  alcohol  may  be  recovered  by  connecting  the  flask  containing  the  solution  with  a 
Liebig^s  condenser,  and  subsequently  distilling  the  alcohol  from  soda  lime. 

^  The  boiling  is  said  to  help  to  prevent  the  contamination  of  the  ferric  and  aluminium 
phosphates  by  magnesia  later  on. 

'  Also  manganese  or  titanium  phosphates,  if  titanium  or  manganese  salts  be  present.  In  that 
event,  the  titanium  and  manganese  can  be  determined  in  the  phosphate,  if  worth  while. 

*  In  washing  with  hot  water,  the  precipitated  iron  and  aluminium  phosphates  are  partly 
hydrolysed,  with  the  production  of  a  soluble  acid  phosphate  and  an  insoluble  basic  phosphate. 
Hence,  the  composition  of  the  precipitate  is  determined  by  the 'method  used  in  washing,  and 
accordingly,  the  actual  composition  of  the  precipitate  must  be  established  in  work  making*  a 
pretence  to  accuracy. 

^  A  prolonged  blasting — about  15  minutes— is  necesttiry  to  get  a  constant  weight. 

•  There  is  some  danger  of  losing  phosphoric  oxide,  if  any  be  present,  in  evaporating  the 
sulphuric  acid  to  dryness,  as  described  on  page  607,  and  also  during  the  pyrosulphate  fusion 
— H.  Kose,  Ausfilhrliches  Handbuch  der  analytischen  Chemie,  Braunschweig,  2.  675,  1871. 

'  Under  some  conditions,  when  the  weight  is  very  small,  it  can  be  assumed  that  the 
precipitate  is  a  mixture  of  FeP04  and  AIPO4,  and  half  the  weight  of  the  pi-ecipitate  is  taken  to 
represent  "  FeaO,  +  AlaO,." 

"If  any  flocculent  matter  should  separate  during  the  evaporation,  it  is  filtered  off,  as 
indicated  on  page  218,  and  examined  for  magnesia. 
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The  alkalies  are  determined  on  a  separate  sample.  The  results  are  good, 
but  the  washing  of  the  precipitated  calcium  sulphate  is  very  tedious,  and,  if  the 
alcohol  be  not  recovered,  the  expense  is  a  serious  item  when  manj  determinations 
are  made.  The  following  numbers  represent  three  determinations  with  one 
(unfired)  sample : 

CajfPOJa 34*20  34-26  84-51     percent 

AlaOj  +  FegOj        ....     12-32  12*29  12*17    percent.     • 

It  is  perhaps  advisable  to  again  emphasise  the  fact  that  the  precipitated 
aluminium  and  iron  phosphates  are  progressively  hydrolysed '  by  a  prolonged 
washing.  Twenty  washings  with  a  5  per  cent,  solution  of  ammonium  nitrate 
gave  a  theoretical  yield  of  aluminium  phosphate,  but  fifty  washings  gave  a 
slightly  low  result  owing  to  the  formation  of  a  soluble  phosphate  and  an 
insoluble  basic  phosphate.  Experiments  with  known  mixtures  show  that  the 
method  gives  good  results  in  the  presence  of  calcium,  magnesium,  sodium, 
and  potassium  salts.  If  appreciable  quantities  of  fluorides  or  sulphates  be 
present,  the  results  are  poor,  because  the  aluminium  phosphate  is  imperfectly 
precipitated — page  180. 


'  Cold  or  hot  alkaline  acetates  also  dissolve  aluminium  phosphate  slowly. 


39 


CHAPTER  XLII. 


THE  DETERMINATION  OF  SULPHUR. 


There  is  little  chance  of  discovering  any  exact  method  for  the  determination  of  sulphates 
by  precipitation  as  barium  sulphate,  which  shall  at  the  same  time  be  generally 
applicable  and  require  no  corrections,  and  yet  not  owe  its  accuracy  to  a  com- 
pensation of  errors ;  for  the  reason  that  some  of  the  requisite  conditions  appear 
to  be  mutually  incompatible. — J.  Johnston  and  L.  H.  Adams. 

§  318.  The  Properties  of  Barium  Sulphate. 

Sulphur  compounds  in  clays  and  silicates  are  transformed  into  soluble  sul- 
phates by  fusion  with  sodium  carbonate  under  oxidising  conditions.  The  acidified 
solution  is  treated  with  a  soluble  barium  salt,  and  insoluble  barium  sidphate  is 
precipitated.  This  is  washed,  dried,  ignited  in  the  usual  manner,  and  weighed 
as  BaSO^.  Until  comparatively  recently,  m&ny  books  on  analysis  gave  students 
the  impression  that  the  weight  of  the  barium  sulphate  indicated  the  amount  of 
sulphuric  oxide  in  a  given  sample  with  unerring  precision.  It  has  long  been 
certain  that  the  results,  unless  definite  precautions  be  taken,  can  only  be  approxi- 
mately correct,  and  may  indeed  be  untrustworthy.  The  method,  in  fact,  is 
peculiarly  sensitive  to  modifications  in  the  conditions  of  the  experiment.  In 
1871,  Glover  ^  quoted  the  following  analyses  of  seven  different  samples  of  pyrites 
by  three  different  professional  analysts.  A,  B,  C  : — 

Table  LXX, — Te$t  Analyses  for  Sulphur  in  Pyrites. 


t 

1 

Samj)le  No. 

1 

Jx         t                          . 

B       •         .         . 
C       .         .         . 

1 

Per  cent,  of  sulphur. 

i 

1. 

2. 

3. 

89*60 
39*10 
41  10 

4. 

5. 

41-60 
41-40 
43-50 

6. 

7. 

1 

.     88-80 
88-00 
40-20 

40-90 
40-90 
42-70 

39-30 
39-50 
40-70 

88*20 
38-00 
40-00 

39-70 
89-20 
41-10 

In  some  cases  the  difference  amounts  to  nearly  2  per  cent.  Since  this  sort 
of  thing  is  not  very  different  from  what  occurs  even  to-day,  it  is  necessary  to 
examine  the  more  important  sources  of  error. 

It  is  generally  stated  that  sulphuric  acid  will  show  one  part  of  "  barium  "  in 
between  80,000  and  250,000  parts  of  solution.  According  to  Bottger,^  0-0000015 
gram- molecules  of  potassiiun  sulphate  per  litre  will  give  a  sensible  turbidity  with 

^  J.  Glover,  Chem.  News,  23.  57,  1871. 

*  F.  Jackson,  Jouni.  A?n4tr.  Chem.  Soc,^  25.  992,  1903  ;  W.  Bottger,  ZbU.  angew.  Chetn.y 
25.  1992,  1912. 
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barium  chloride  in  about  6  hours,  aud  00000039  gram-molecules  of  barium  chloride 
per  litre  will  give  a  sensible  turbidity  with  potassium  sulphate  in  about  2  hours. 
1.  The  Adsorption  of  Salts  by  the  Precipitated  Bariv/m  StUphate, — Turner^ 
long  ago  pointed  out  that  barium  sulphate  has  a  tendency  to  carry  down  other 
salts  during  its  precipitation. 

Turner  said  (1829)  :  ''  The  adhesion  of  potassium  sulphate  to  the  precipitate  ensues 
even  in  a  dilute  solution  ;  and  it  is  not  prevented  by  the  presence  of  other  salts,  such  as 
potassium  nitrate,  ammonium  chloride,  or  ammonium  nitrate.  The  quantity  of  adhering 
salt  is  variable,  depending  api)arently  as  well  on  the  relative  quantity  of  the  two  salts, 
and  the  strength  of  the  solution,  as  on  the  manner  and  extent  of  edulcoration.  I  have 
known  it  to  increase  the  weight  of  the  barium  sulphate  by  1  per  cenf 

A  large  number  of  observers  ^  have  placed  similar  facts  on  record.  Salts  of 
the  alkalies  and  the  alkaline  earths,^  silica,  magnesium,  cobalt,  copper,  iron,^  and 
aluminium  compounds,^  etc.,  may  be  carried  down*^  with  the  precipitate.  In 
illustration,  known  quantities  of  barium  chloride  and  sulphuric  acid  were  mixed 
in  the  presence  of  the  salts  indicated  in  Table  LXXI. ;  the  results  were  somewhat 
high  under  conditions  where  slightly  low  results  would  have  been  obtained  in 
the  absence  of  the  salts. 

TaMe  LXXI, — Efeet  of  Foreign  Salts  07i  the  Precipitation 

of  Barium  Sulphate, 


BaCl4.2HaO, 
grm.  taken. 

Salt  added, 
5  gnu. 

BaS04 

found. 

Error. 

0*5046 
0-5020 
0'6018 
0  6027 

•  •  ■ 

KCl 

NaCl 

KCIO, 

0-4814 
0-4931 
0-4849 
0-4907 

-0  0004 
+  0-0137 
+  0-0061 
+  0-0107 

»  E.  Turner,  Phil,  Trans,,  119.  295,  1829  ;  H.  Rose,  Pogg,  Ann,,  113.  627,  1861. 

^  R.  Fresenius,  ZeU,  anal,  Chem.,  8.  52,  1869  ;  9.  52,  1870  ;  19.  53,  1880  ;  16.  339,  1877  ; 
30.  452,  1891;  R.  Fresenius  and  £.  Hlntz,  ib.,  55.  170,  1896;  G.  Briigelmann.  ib.,  16.  19, 
1877  ;  E.  Hintz  and  H.  Weber,  ib.,  45.  31,  1906 ;  H.  Weber,  ib.,  45.  714,  1906  ;  G.  Lunge, 
ib.,  19.  419,  1880  ;  C.  Meineke,  ib,,  3$,  210,  1899  ;  T.  0.  Sloane,  Jaum.  Amer,  Chem.  Soc.,  3. 
87,  1881  ;  0.  W.  Foulk,  ib.,  18.  798,  1896  ;  J.  Johnston  and  L.  H.  Adams,  ib.,  33.  829, 1911  ; 
L.  Archbutt,  Journ,  Soc,  Chsm,  Ind,,  9.  25,  1890;  W.  Smith,  ib,,  i.  85,  1882;  P.  Jannasch, 
Jaum,  prakt,  Chem,  (2),  40.  233,  1889  ;  P.  Jannasch  and  T.  W.  Richards,  ib.  (2),  39.  821, 
]889;  A.  Mitscherlich,  ib.  (1),  83.  456,  1861  ;  E.  Siegle,  ib,  (1),  69.  142,  1856  ;  C.  Diehl,  ib, 
(1),  79.  480,  1860 ;  R.  Silberberger,  C?iem,  Monais,,  25.  220,  1904 ;  A.  Ziegeler,  Chem.  Centr. 
(8),  12.  665,  1881 ;  W.  Ostwald,  ZeiL  phys.  Chem.,  34.  495,  1900  ;  G.  Hulett,  ib,,  37.  385, 
1901 ;  47.  357,  1904 ;  F.  W.  Kuster  and  A.  Thiel,  Zeit.  anorg.  Chem,,  10.  97,  1899  ;  22.  424, 
1900;  G.  Hnlett  And  L.  H.  Duschak,  ib,,  40.  196,  1904;  0.  N.  Heidenreich,  ib,,  20,  238, 
1899 ;  A.  Fischer,  ih.,  42.  408,  1904  ;  A.  Thiel,  ib,,  2fi,  85,  1903  ;  T.  W.  Richards,  ib.,  i.  150, 
187,  1892  ;  Proe.  Amer.  Acad,,  26.  258,  1891  ;  T.  W,  Richards  and  H.  G.  Parker,  ib,,  31.  67, 
1896 ;  Zeit,  anorg,  Chem,,  8.  413,  1895  ;  0.  Herting,  Zeii.  angew.  Chem,,  12.  274,  1899  ;  O. 
Herting,  Chem,  Ztg,,  23.  768,  1899;  E.  Ruppin,  ib,,  33.  17,  398,  1909;  34.  1201,  1910; 
J.  F.  Sacher,  ib„  33.  28,  1909;  O.  Folin,  Journ,  Biol,  Chem.,  1.131,  1905;  E.  F. 
Teschemacher  and  J.  D.  Smith,  Chem,  News,  24.  61,  66,  171,  1871  ;  N.  Glendinning  and 
A.  Edffar,  ib,,  24.  140,  220,  1871 ;  S.  Wyrouboff,  Bull.  Soc,  Chim,  (3),  21.  1046,  1899  ; 
J.  I.  Phinney,  Amer.  J,  Science  (8),  45.  468,  1891 ;  W.  S.  Allen  and  H.  B.  Bishop,  Intemat. 
Cvng,  App,  Chem,,  8.  i,  33,  1912. 

'  According  to  F.  Stolba  {Dinglti's  Journ.,  168. 43, 1863),  potassium  sulphate  is  more  easily 
removed  by  washing  than  sodium  sulphate. 

^  According  to  0.  R.  Gyzander  (Chem.  News,  93.  213,  1906),  ferrous  salts  are  not  so  liable  to 
contaminate  the  precipitated  barium  sulphate  as  ferric  salts ;  hence,  before  precipitating  the 
barium  salt  in  the  presence  of  iron,  some  recommend  the  addition  of  a  reducing  agent  such 
as  sodium  thiosulphate  or  hydrozylamine  hydrochloride. 

*  E.  A.  Schneider,  Zeit,  phys,  Chem,,  10.  425,  1895  ;  H.  J.  M.  Creighton,  Zeii,  anorg. 
Chem.,  63.  58, 1909. 

*  Either  by  adsorption,  or  mechanically. 
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Hence,  some  of  the  salt  carried  down  with  the  precipitate  is  probably  weighed 
with  the  barium  sulphate.^  Further  experiments  show  that  occlusion  occurs  in 
presence  of  all  the  common  metallic  salts,  and  of  sulphates  soluble  in  water ;  and 
that  the  amount  of  this  occlusion  per  gram-molecule  is  nearly  the  same  for  all 
the  metals.  Hence,  all  barium  sulphate  precipitates  have  a  complex  composition 
owing  to  the  presence  of  occluded  salts — sodium  nitrate,^  ammonium  salts,  sodium, 
potassium,  and  ammonium  chlorides,  potassium  and  sodium  sulphates,  etc. 
Potassium  salts  are  more  likely  to  be  occluded  than  sodium  salts.  Magnesium 
sulphate  is  scarcely  occluded  at  all,  and  the  error  from  alkaline  and  ammonium 
chlorides  is  very  small,  unless  very  small  precipitates  are  in  question,  when  this 
error  becomes  of  increasing  importance.  In  general,  the  greater  the  concentration 
of  the  alkaline  salts  in  the  mother  liquid,  the  greater  the  amount  of  salt  occluded  by 
the  precipitate.  For  instance,  Johnston  and  Adams  find  that  350  c.c.  of  a  solu- 
tion containing  the  equivalent  of  2  grms.  of  barium  sulphate,  2  c.c.  of  a  2  per 
cent,  solution  of  hydrochloric  acid,  and 

Sodium  chloride      .        .        .0         5        10        20       30       60       70      100     gnus. 
Occluded  salt  in  precipitate     .     8*2     17*4    19*0    24*4     31'4    38*4    47*6    45'8    mgnns. 

Barium  chloride,  the  precipitating  agent,  may  also  be  carried  down  with  the 
precipitated  barium  sulphate — about  0*15  per  cent,  is  present  in  slowly  formed 
precipitates.^  Some  of  this  may  be  removed  by  washing  with  dilute  nitric  or 
acetic  acid,  but  another  source  of  error  may  affect  the  work  when  the  precipitate 
is  subjected  to  acid  treatment — page  614. 

It  is  not  always  practicable  to  dissolve  the  precipitated  barium  sidphate  and 
reprecipitate,  as  is  frequently  possible  with  most  precipitates  affected  in  a 
similar  way.  Mitscherlich  ^  suggested  purifying  the  precipitate  by  dissolving  it 
in  concentrated  sulphuric  acid,^  and  reprecipitating  the  barium  sulphate  by 
dilution  with  water.  This  process  is  by  no  means  satisfactory,  and  Mar^ 
obtained  better  results  by  evaporating  the  sulphuric  acid  solution  of  the  sulphate 
to  dryness,  and  washing  the  crystals  so  obtained  on  an  asbestos  pad  in  a  Gooch's 
crucible  with  water.  Ignite  and  weigh.  The  removal  of  silica  by  digesting  the 
barium  sulphate  with  hydrofluoric  acid  requires  care,  because  barium  sulphate  is 
decomposed  by  the  treatment.  Thus  Sleeper '  obtained  the  following  numbers 
on  weighing  2*1563  grms.  of  barium  sulphate  after  each  successive  evaporation 
with  hydrofluoric  acid : 

2*1457       2*1295       2*1224       21041       2-1022       2*0800       2*0549 

The  barium  sulphate,  after  the  digestion,  should  be  treated  with  a  drop  of 
sulphuric  acid.  As  a  matter  of  fact,  Sleeper  observed  no  contamination  of  the 
precipitated  barium  sulphate  with  silica  when  the  former  was  precipitated  from 
artificial  mixtures  of  a  soluble  sulphate  with  sodium  silicate. 


1  Y.  Kate  and  I.  Noda,  Mem.  Coll,  Sci.  Eng.  Kyoto,  2.  217,  1910  ;  E.  T.  Allen  and 
J.  Johnston,  Joum,  Amer.  Ckem,  Soe.j  32.  588,  1910  ;  Joum,  Ind,  Eng.  C?iem.,  2.  196,  1910. 

^  This  forms  caustic  soda  on  ignition. 

»  A.  Mitscherlich,  Pogg,  Ann.,  55.  214,  1842  ;  E.  Siegle,  Joum,  praJct,  Chem.  (1),  69.  142, 
1856. 

*  A.  Mitscherlich,  Joum.  prakt,  Chem.  (1),  83.  456,  1861  ;  W.  6.  Mixter,  CJtem.  Neies,  27. 
68,  1878 ;  Anier.  J.  Science  (3),  4.  90,  1872  ;  F.  H.  Storer  and  A.  H.  Pearson,  ib.  (2),  4S.  870, 
1869.  F.  Stolba  {Dingler's  Joum.,  186.  43,  1863;  C/wm.  News,  9.  1-33,  1864)  proposes 
to  purify  the  barium  sulphate  by  washing  it  with  a  solution  of  copper  acetate  followed  by 
hot  water. 

»  J.  Nickles,  Amer.  J.  Science  (2),  39.  90,  1866 ;  Chem.  News,  11.  125,  1866. 

•  F.  W.  Mar,  Chem.  Netcs,  63.  256,  1891 ;  Amer.  J.  Science  (3),  43.  525,  1890. 
7  J.  F.  Sleeper,  Chem.  News^  69.  63,  1894. 
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The  adsorbed  salts  are  sometimes  removed  by  dissolving  the  precipitate  ^  in 
a  platinum  crucible  or  dish  with  10-15  c.c.  of  concentrated  sulphuric  acid,  and 
pouring  the  solution,  in  a  thin  stream,  with  vigorous  stirring,  into  350  c.c.  of 
water.  The  solution  is  heated  to  facilitate  the  filtering  of  the  purified  barium 
sulphate.  The  soluble  salts  to  a  great  extent  remain  in  solution.  Examples  of 
two  successive  extractions  of  two  different  precipitates  may  be  quoted : 

I.  II. 

First  extraction      .  .0*0101  0*0248    grm.  sodium  sulphate. 

Second  extraction  .  .        .     0*0008  0*0021    grm.  sodium  sulphate. 

The  important  thing  is  to  avoid  the  mutual  precipitation  of  salts  from  the 
mother  liquid  with  the  barium  sulphate.  The  barium  chloride  solution  should 
not  be  added  suddenly,  but  rather  in  drops,  gradually,  with  constant  stirring.  In 
illustration,  the  two  following  experiments  may  be  cited  to  show  the  difference  in 
the  weight  of  the  precipitate  obtained  when  the  barium  chloride  is  added  suddenly 
and  in  drops — the  theoretical  amount  of  barium  sulphate  was  49*33  per  cent. : 


I. 

II. 

49*23 

49-30 

50-03 

49-90 

In  drops 

Suddenly 

These  and  other  experiments  show  that  the  rapid  addition  of  the  precipitant  gives  a 
more  impure  precipitate  than  when  the  precipitant  is  added  slowly.  Indeed,  if  the 
precipitate  which  has  been  formed  suddenly  be  fused  with  sodium  carbonate, 
and,  when  cold,  leached  with  water,  and  the  clear  solution  of  the  cake  be  treated 
with  silver  nitrate  as  described  on  page  652,  a  precipitate  of  silver  chloride  is 
obtained  corresponding,  in  amount,  with  the  excess  in  the  preceding  table,  cal- 
culated on  the  assumption  that  the  excessive  amount  of  barium  sulphate  is  due 
to  adsorbed  barium  chloride  This  demonstrates  the  adsorption  of  barium 
chloride  by  the  precipitate  formed  under  the  conditions  stated — see  page  72. 

If  much  hydrochloric  acid  be  also  present,  it  requires  a  greater' excess  of 
barium  chloride  to  precipitate  a  given  amount  of  sulphuric  acid ;  and  conversely,^ 
a  greater  excess  of  a  soluble  sulphate  is  required  to  precipitate  a  given  amount  of 
barium  chloride.  Hence,  the  risk  of  contamination  of  the  precipitated  sulphate 
loith  barium  chloride  is  greater^  the  greater  the  amount  of  free  hydrochloric  acid 
present ;  ^  but,  within  certain  limits,  the  greater  the  acidity  of  the  solution,  the  less  the 
amount  of  salt  occluded  by  the  precipitated  barium  sulphate,  Allen  and  Johnston 
consider  that  the  best  results  are  obtained  when  the  **  sulphate  "  solution  contains 
20  to  30  c.c.  of  5N-hydrochloric  acid  per  500  c.c.,*  and  the  amount  of  "sulphuric 
acid"  is  such  that  5  to  10  c.c.  of  normal  barium  chloride  solution  are  needed  for 
the  precipitation.  If  barium  is  to  be  determined,  the  solution  should  contain 
about  0*5  per  cent,  hydrochloric  acid  before  adding  the  precipitating  agent,  say 
ammonium  sulphate  (10  per  cent,  solution).  A  considerable  excess  of  the  latter 
is  needed  for  complete  precipitation. 

^  E.  Ruppln  {Chem,  Ztg.,  33.  17,  398,  1908;  34.  1201,  1910)  boils  the  precipitate  four 
times  in  acidulated  water.  J.  F.  Sacher,  ib,,  33.  218,  941,  1909  ;  M.  J.  van't  Kruys,  Chem, 
IVeekhlad,  6.  736,  1909. 

'^  F.  W.  Mar  {Chem,  News,  63.  256,  1891  ;  Amer,  J,  Science  (3),  41.  288,  1891  ;  (3),  43. 
525,  1890)  and  P.  £.  Browning  {ib,  (3),  45.  399,  1893)  state  that  if  a  sufficient  excess  of 
sulphuric  acid  be  present,  the  precipitation  of  barium  as  sulphate  is  not  affected  by  the 
presence  of  up  to  10  per  cent,  by  volume  of  hydrochloric  acid,  nitric  acid,  or  aqua  regia. 
E.  Murmann  {Oester.  Chem,  Ztg.,  13.  227,  1910)  recommends  a  large  excess  of  hydrochloric  acid 
with  a  few  drops  of  alcohol  to  facilitate  the  precipitation  of  the  barium  sulphate. 

'  J.  0.  Roos,  KuTigl.  Teknis,  Bogs.  Mater ialjyruf.,  34,  1896-1906  ;  M.  Huybrechts,  Bull, 
Soe,  Chim.  Belg.,  24.  177,  281,  1910. 

*  0.  Folin  {Joum  Bioch^m.,  i.  131,  1906)  prescribes,  as  safe  limits,  1  to  4  c.c.  of  concen- 
trated hydrochloric  acid  per  150  c.c.  of  solution,  that  is,  4*5  to  18*5  c.c.  of  20  per  cent,  acid  per 
850  C.C. 
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2.  Tht  Sclvhiiity  of  Barium  Stdphate, — Barium  sulphate  is  but  spaiinglj 
soluble  in  water,^  since  100  c.c.  of  water  at  10'  dissolve  0*000197  grm.  of  barium 
sulphate,  while  100  c.c.  of  water  at  100*  dissolve  0*00031  grm.  The  freshly  pre- 
cipitated sulphate  is  rather  more  soluble  than  the  precipitate  which  has  stood  for 
some  time  in  contact  with  the  mother  liquid.*  Curiously  enough,  a  precipitate  of 
barium  nUphate  which  has  been  filtered  and  VKUihed  immediately  after  precipitation 
is  less  eoMly  freed  from  occluded  salts  by  vnishing^  and  therefore  contains  more 
occluded  salts  than  one  which  has  been  left  to  stand  some  time^  say  overnight.  The 
difference  is  considerable  when  the  amount  of  the  salt  in  the  solution  is  large. 
For  instance,  a  solution  containing  the  equivalent  of  2  grms.  of  barium  sulphate 
and  5  grms.  of  sodium  sulphate  furnished  a  precipitate  containing  : 

Occluded  Na^O^     .       22*6         19*0      17*4        14*0       12*2        10*4  8*2        7-6   mgnns. 

Time  standing         .     16  min.    8  hra.    18  hrs.  2  days   4  days    48  days    150  days  210    days. 

These  experiments  were  made  at  20*.  Experiments  at  100*  showed  that  rather 
less  salt  is  occluded  than  at  the  lower  temperature. 

The  solubility  of  the  barium  sulphate  is  augmented  by  acids.'  Thus,  100  c.c. 
of  a  solution  containing  hydrochloric  acid  dissolved  the  following  amounts  of 
barium  sulphate : 

HCl 1-82  8-65  7-29        grms. 

BaS04 0-0067  0  0089  0*0101    grm. 

and  nitric  acid  : 

HNOj       .        .        .     3  15  6-81  12-61  31-62        grms. 

BaS04      .  .     00070        0*0107  00170  0-0241    grm. 

Dilute  sulphuric  acid  lowers  the  solubility,  but  barium  sulphate  is  fairly  soluble 
in  the  concentrated  acid.  Thus,  100  parts  of  sulphuric  acid,  sp.  gr.  1*32,  dissolve 
5*69  parts  of  barium  sulphate,  and  100  parts  of  sulphuric  acid,  sp.  gr.  1*9, 
dissolve  15*89  parts.*  Again,  100  c.c.  of  40  per  cent,  hydrobromic  acid  dissolve 
0*04  grm.  of  barium  sulphate ;  and  the  same  amount  of  40  per  cent,  hydriodic 
acid  0*0016  grm.^  Hydrogen  peroxide*  and  free  chlorine'  also  increase  the 
solubility  of  barium  sulphate. 

The  increased  solubility  of  barium  sulphate  in  the  more  concentrated  acids 
shows  that  if,  say,  hydrochloric  acid  be  present  in  great  excess,  the  solution 
should  be  partly  neutralised  before  the  precipitation  is  made.  Alkaline  chlorides, 
barium  nitrate,  and  potassium  chlorate  do  not  appreciably  affect  the  solubility 
of  barium  sulphate ;  but  alkaline  nitrates,^  phosphates,^  and  salts  of  the  organic 
acids,  ^^  have  a  marked  effect  on  the  solubility. 


1  F.  C.  Calvert,  Chem,  Qaz.,  13.  66,  1856;  A.  F.  HoUeman,  Zeii,  phys,  Chem,,  12.  126, 
1898  ;  F.  Kohlrausch  and  F.  Rose,  ife.,  12.  234,  1893  ;  F.  Kohlrausch,  i6.,  50.  866,  1905. 

a  Page  212.     W.  H.  Wollaston,  Phil.  Trans.,  103.   51,   1813;    W.  Ostwald,  ZeU.  phys. 
Chem.,  34.  495,  1900 ;  G.  Hulett,  ib.,  37.  386,  1901  ;  47.  367, 1904. 

3  G.  S.  Fraps,  Amer,  Chrm.  J&um.,  27.  283,   1902  ;  H.  Rose,  Pogg,  Ann.,  95.  108,  1855 ; 
R.  Piria,  II  Cimento,  5.  257,  1847  ;  E.  Siegle,  Joum,  prakt.  Chem.  (1),  69.  142,  1866  ;  E.  C 
Nicholson  and  D.  S.  Price,  Phil.  Mag.  (4),  11.  169,  1856  ;  H.  M.  Noad,  Joum.  Chem,  Soc,,  9. 
16,    1856  ;    \V.    Ostwald  and   W.    Banthisch,   Journ.  prakt    Chnn,   (2).  29.   62,  1884  ;    C. 
Gutkowsky,  Ber.,  5.  330,  1872. 

*  H.  Struve,  ZeU.  anal.  Chem.,  9.  34,  1870  ;  C.  C.  Selleok,  Pogg,  Ann,,  133.  137,  1868. 
'^  A.  R.  Haslam,  C?iem,  News,  53.  87,  1886. 

*  A.  Gawalovski,  ZcU.  Oester,  Apoth.  Fer.,  44.  258,  1900. 
■^  O.  L.  Erdmann,  Joum,  prakt.  Chem.  (1),  75.  214,  1868. 

*  M.  Mittentzwey,  Joum,  prakt,  Chem.  (1),  75.  214,  1858  ;  R.  Fresenius,  Zeil.  anal,  Chem,, 
9.  62,  1870  ;  J.  J.  Berzelius,  A7in.  Chim.  Phys,,  14.  874,  1820. 

*  Some  barium  phoRphate  is  formed,  and  so  remains  in  solution.     T.  Scheerer,  Joum.  prakL 
Chem.  (1),  75.  118,  1858. 

'^  For  example,  alkaline  citrates.     J.  Spiller,  Joum.  Chem.  Soc,,  lO.  110,  1868  ;   Chem, 
News,  8.  280,  1863  ;  19.  166,  1869. 
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The  solubility  of  the  precipitate  is  increased  by  the  presence  of  thorium, 
ferric,  and  aluminium  salts,  but  not  so  much  by  magnesium  salts.     Thus, 

Grams  per  litre     ...         1  2*5  5  10  25  50  100 

Orams  of  barium  sulphate  disHolved  per  100  c.c. 
Ferric  chloride      .        .        .     00058    0*0072    0-0116    0*0123    0*0150    0*0160    0*0170 
Aluminium  chloride      .         .     0*0033     0*0043    0*0060    0*0094     0*0116    0*0170    00175 
Magnesium  chloride      .         .     00080    0*0030    0*0038    0*0038    0*0050    0*0050    00050 

Jannasch  and  Richards  ^  attributed  this  effect  to  the  formation  of  a  double  ferric 
barium  sulphate,  and  add  that,  in  a  solution  containing  ferric  chloride,  *'an  accurate 
determination  of  sulphuric  acid  by  direct  precipitation  with  barium  chloride  is 
not  practicable."  Hence,  in  determining  sulphur  in  pyrites,  etc.,  the  iron  should 
be  first  removed,  as  Lunge  recommends,  by  precipitation  with  ammonia  before 
precipitating  the  barium  sulphate.^  An  insignificant  trace  of  sulphur  may  be  lost 
owing  to  adsorption  by  the  ammonia  precipitate,  or  by  the  separation  of  a  basic 
ferric  sulphate  with  the  ammonia  precipitate.  According  to  Lunge,^  this  need 
not  be  feared  if  the  solution,  after  treatment  with  a  moderate  excess  of  ammonia, 
be  heated  to  about  60*  or  70**  (not  over)  for  about  10  minutes.  The  solution 
should  still  smell  strongly  of  ammonia.  The  precipitate  is  filtered  off,  and  the 
sulphate  precipitated  from  the  filtrate  as  described  below.  With  the  same  object 
in  view.  Tread  well*  recommends  supersaturating  the  solution  with  ammonia 
in  the  cold,  and  afterwards  raising  the  temperature  almost  to  boiling  with 
constant  stirring.  The  precipitate  is  filtered  and  washed  until  the  washings  give 
no  turbidity  with  barium  chloride  after  standing  5  minutes.^ 

The  presence  of  copper  nitrate,  too,  gives  low  results  owing  to  the  solubility 
of  barium  sulphate  in  an  aqueous  solution  of  copper  nitrate.  Hence,  adds 
Phillips,^  the  nitric  acid  should  be  replaced  by  hydrochloric  acid  by  converting 
the  copper  nitrate  to  chloride.     The  same  difficulty  does  not  then  occur. 

3.  The  Redtiction  of  the  StUphate  to  Sulphide, — When  barium  sulphate  is  ignited 
in  the  presence  of  filter  paper,  organic  matter,  etc.,  "an  appreciable  amount  of 
barium  sulphate  may  be  reduced  to  sulphide,  and  the  amount  so  reduced  may  be 
twice  as  great  in  a  covered  crucible  as  when  ignited  in  an  open  crucible.  The 
precipitate  should  be  moistened  with  sulphuric  acid,  and  again  ignited  in  order 
to  transform  the  sulphide  back  to  sulphate.^  If  a  Gooch's  crucible  be  employed. 
Ripper  ^  says  that  the  results  are  inaccurate,  because  the  adhesion  of  the  barium 
sulphate  to  the  asbestos  prevents  the  proper  washing  of  the  precipitate.     This 

^  G.  S.  Fraps,  Arner.  Chem.  Joum.,  Tfj,  288,  1902  ;  R.  Fresenius,  ZeLt,  anal.  Chem,^  9.  62, 
1870 ;  P.  Jannasch  and  T.  W.  Richards,  Joum,  prakt,  Chem,  (2),  39.  821, 1889  ;  40.  238,  1889. 

^  M.  Dennstedt  and  F.  Hassler,  Zeit.  angew,  Cham,,  16.  1233,  1903;  6.  Lunge  and  R. 
Stierlin,  i6.,  18.  446,  1656,  1921,  1905  ;  G.  Lunge,  ih,  16.  1081,  1903  ;  Zeit,  aiial.  Chem.,  19. 
414,  1880  ;  Jmim,  Anier.  Chein,  Soc,  17.  69,  1895  ;  T.  S.  Gladding,  ib.,  16.  398,  1894  ;  18. 
446,  1896  ;  N.  J.  Lane,  ib.,  18.  682,  1896 ;  G.  von  Knorre,  Chem.  Ind.,  28.  2,  1906  ;  E.  Jene, 
Chtm.  Ztg.,  29.  362,  1905  ;  H.  Mennicke,  ib.,  29.  4951,  1905  ;  B.  N.  Gottlieb,  i6.,  29.  668, 
190.5. 

»  G.  Lunge,  Zeit.  anorg.  Chem.y  19.  454,  1899 ;  F.  W.  Kiister  and  A.  Thiel,  ib,,  19.  97, 
1899;  22.  424,  1900;  0.  Herting,  Zeit,  angew,  Che^n,,  12.  274,  1899;  0.  Herting,  Chem. 
Ztg,,  23.  768,  1899  ;  0.  N.  Heidenreich,  Zeit,  anorg,  Chem,,  20.  233,  1900 ;  C.  R.  Gyzander, 
Chem,  News,  93.  213,  1906. 

*  F.  P.  Treadwell,  Kurzes  Lehrbuch  der  analytiscJien  CJiemie,  Leipzig,  2.  385,  1911.     , 

'^  In  doubtful  cases  the  precipitate  should  be  ignited  and  fused  with  sodium  carbonate,  and 
the  aaueous  extract  of  the  mass  tested  to  make  sure  that  sulphates  are  absent 

"  H.  J.  Phillips,  Chem,  News,  62.  289,  1890.  For  thorium,  see  E.  White,  Thorium  and  its 
Compounds,  London,  26,  1912. 

'  0.  W.  Marsh,  Joum.  Anal.  App.  CJiem,,  3.  164,  1889  ;  Chem,  News,  59.  309,  1889 ;  S.  F. 
Acree,  Joum,  Biol,  Chem.,  2.  186,  1906  ;  H.  Pellet,  Ann.  Chim,  Anal.,  12.  186,  318,  1907  ; 
P.  Truchot,  ib.,  12.  267,  1907. 

«  M.  Ripper,  Zeit.  anorg,  Chem.,  2.  36, 1892  ;  F.  W.  Mar,  Cfiem.  News,  63.  256, 1891  ;  Amer. 
J.  Science  (3),  43.  526,  1890 ;  J.  J.  Phinney,  ih,  (3),  45.  468,  1891. 
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statement  is  opposed  to  the  work  of  Mar  and  Phinney,  who  recommend  the  use  of 
Gooch's  crucible.  With  care,  the  Gooch's  crucible  does  not  furnish  results  less 
accurate  than  filter  paper. 

4.  Losses  by  Volatilisation, — Barium  sulphate  is  not  appreciably  decomposed  at 
temperatures  likely  to  be  obtained  during  the  ignition  over  a  blast  gas  flame. 
Doeltz  and  Mostowitsch  ^  found  that  a  sample  of  pure  barium  sulphate  lost  9  per 
cent,  in  weight  when  heated  between  10  and  20  minutes  in  a  platinum  crucible 
at  1580''.  This  temperature  is,  however,  much  higher  than  is  obtained  in 
ordinary  blasting,  and  if  barium  sulphate  should  be  so  decomposed,  the  original 
amount  of  barium  sulphate  can  be  restored  by  moistening  with  sulphuric  acid  and 
recalcination  for  a  short  time.  If,  however,  much  silica  be  present,  appreciable 
decomposition  may  occur  at  much  lower  temperatures.  Allen  and  Johnston  ^  say 
that,  if  the  barium  sulphate  be  precipitated  from  solutions  containing  alkali 
sulphates,  it  '^  always  occludes  a  certain  amount  of  '  free '  sulphuric  acid  which 
is  taken  up  as  acid  sulphate  of  the  alkali  metal/'  Alkaline  chlorides  increase  the 
amount  of  this  impurity,  and  it  is  greater  with  solutions  containing  potassium 
than  sodium  sulphate.  The  **free"  sulphuric  acid^  is  lost  by  volatilisation 
during  ignition,  whereas  under  ideal  conditions  all  the  sulphuric  acid  should 
have  been  converted  into  barium  sulphate  (in  the  determination  of  sulphur).  If 
ammonium  salts  are  present,  some  ammonium  sulphate  is  precipitated  with  the 
barium  sulphate ;  and  since  all  but  a  trace  of  the  occluded  ammonium  sulphate 
is  driven  off  during  ignition,  the  total  loss  by  volatilisation  is  the  resultant  of 
these  two  effects.  For  instance,  by  adding  ammonium  sulphate  to  350  c.c.  of 
a  solution  containing  20  per  cent,  of  hydrochloric  acid  and  the  equivalent  of 
2  grms.  of  barium  sulphate,  it  was  found  that  with : 

Table  LXXIl, —  Volatilisation  Losses  during  Ignition  of  Barium  Sulphate, 


Loss  in  grms. 

Ammoniam 

chloride. 

Due  to 

Due  to  "free" 

ammonium 

sulphuric 

Total. 

sulphate. 

acid. 

1 

-    _ 

grm. 

0 

•  «  • 

•  •  • 

0-0112 

0 

•  ■  • 

•  ■  ■ 

0-0111 

5 

0-0244 

0-0089 

0-0283 

5 

0-0244 

0*0065 

0-0299 

10 

0-0259 

0-0113 

0-0372 

10 

0  0259 

0-0096 

0*0855 

1 

Hence,  ammonium  salts  and  a  large  excess  of  free  acid  should  be  avoided  in 
solutions  where  the  sulphur  is  to  be  determined. 

5.  Sulphur  in  the  Glass  of  Beakei^s  and  Flasks, — According  to  Bunge,*  baryta 
water  and  lime  water  can  act  on  glasR,  and  a  thin  layer  of  barium  sulphate  is 
often  deposited  on  glass  in  which  such  solutions  have  been  used.  Glass  made  from 
Glauber's  salt  (sodium  sulphate),  etc.,  usually  contains  sulphates.  Hence  the 
possibility  of  a  slight  error  by  the  solvent  action  of  reagents  on  the  glass  vessels 
employed  in  the  work. 

*  F.  0.  Doeltz  and  W.  Mostowitsch,  Zeit.  anorg.  Chem.y  54.  146,  1907  ;  W.  Mostowitsch, 
Metallurgies  6,  450,  1909  ;  W.  Scliutz,  ih.,  8.  228,  1910. 

^  £.  T.  Allen  and  J.  Johnston,  Joum.  Amer,  Chem.  Soc,y  32.  688,  1910 ;  Joum.  Ind,  Eng, 
Chem,,  2.  196,  1910. 

'  It  arises  from  the  free  acid  in  the  original  solution,  and  increases  with  it  up  to  a  certain  point-. 

*  0.  Bunge,  Zeit,  anal.  Chem.f  52.  16,  1918. 
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§  319.  The  Determination  of  Sulphates  in  Clays  and 
Insoluble  Silicates. 

The  Fmion. — It  is  fitBt  necessary  to  get  the  silicate  into  solution.  A  gram  of 
the  dry  material '  is  fused  in  a  platinum  crucible  witb  five  to  six  times  its  weight 
of  sodium  carbonate.  If  iron  pyrites  be  present,  about  0'25  grni.  of  sodium 
nitrite^  should  also  be  intimately  mixed  with  the  contents  of  the  crucible.  The 
mixture  ia  heated  very  slowly,  as  described  for 
the  potassium  pyroaulphate  fusion  {page  185). 

PreTenling  Contamination  with  Sulphur 
from  Flame  Ga»e».  —  111  order  to  protect  the 
content*  of  the  crucible  from  sulphur  com- 
pounds derived  from  the  flame  gaaea,  etc., 
Hillebrand  ^  fits  the  crucible  into  a  hole  in  an 
asbestos  hoard  ;  and  Cnmming,  into  a  vitreous 
"quartz  plate."  The  hole  shonid  be  large 
enough  to  expose  from  one-half  to  two-thirds 
of  the  crucible  to  the  flame.  The  asbestos 
will  not  stand  the  temperature  many  times, 
and  if  this  material  be  used  it  is  preferable 
to  employ  a  disc  of  stiff  platinum  foil  with 
a  hole  in  the  centre  in  conjunction  with  the 
asbestos  board.  The  whole  should  be  inclined 
at  an  angle,  as  illustrated  in  fig.  190,  so  as 
to  deflect  the  products  of  combustion  to  the 
side,  and  prevent  their  coming  in  contact 
with  the  mouth  of  the  crucible.* 

One  of  the  many  forms  of  blast  lamp  on 
the  market  burning  methylated   spirit  may  ^''O'  190.— Fusion  for  siilplmr. 

be  used  with  advant^e  for  the  fusion.    There 

is  then  no  need  to  protect  the  crucible  as  just  described.  Barthel's ''  lamps  are 
quite  satisfactory.  Fig.  191  ilhistrates  one  in  use.  These  lamps  may  be  obtained 
equivalent  to  one,  two,  or  four  Bunsen's  burners.  Electric  cnicible  furnaces  can 
also  be  used. 

The  Leaching  of  the  Fined  Cake. — When  the  fusion  is  completed,  and  the 
crucible  has  cooled,  the  cake  must  be  removed  as  described  on  page  165.  The 
cake  is  taken  up  with  water,  not  acid.     Filter  through  a  small  filter  paper,  say 

'  If  sulphur,  chlorine,  sud  fluorine  sre  to  be  determined,  lake  2  grms. 

'  Both  nitrite  and  carbonate,  and  indeed  all  tlie  reagents,  should  be  testfld  to  ensure  the 
absence  of  sulphur  compounds  (page  461 ). 

»  W,  F.  Hillebrand,  BiilL  V.H.  Geo/.  Sur.,  176.  198,  1900;  A.  C.  Camming,  /Voc,  Roy. 
See.  Edin.,  32.  17,  1812.  The  hole  in  the  qnarti  plate  can  be  bored  on  a  lathe  with  a  topper 
tube  fed  with  carbonindum. 

*  CoNTAHi-SATiON  WITH  SuLPHiiR  oiiRiNO  loNiTiON  OVER  Gan  Flaheh.— Ses  D.  8.  Price, 
J<mTn.Clieia..Soe.,  17,61,  18ti4  ;  G.  L.  Ulei,  I}iul.  Iitd.  Zlg.,  379.  1870;2s<(.  anal.  r'Acin.,10. 
216,  1871  ;  J.  W.  Gunninjt,  ift.,  7.  480,  1888  ;  U.  Cullan,  ib.,  32,  -213, 1893  ;  L.  vnn  Sialbmary, 
a.,  45.  eOD,  1906  ;  R.  Fresenius,  ib.,  16.  339, 1877  ;  Wagner,  ib.,  ao.  S23,  ISSl  ;  A.  Lieben,  ib., 
3a.  2U,  1893  i  Monil.  Scicnt.  (4).  6.  683,  1892  ;  A,  Vogcl,  Her.,  2.  7*1,  1869  ;  E.  Privozink, 
ib.,  25.  2200,  1888  ;  G.  Lunge,  Jown.  prakt.  Chem.  (2),  40.  239,  1889  ;  J.  van  Leeuwen,  Ilrr 
Trava.  ftji/9  B<a,  11.  103,  18B2  ;  J.  W.  Onnning,  Cliem.  Ntva,  17.  161,  1888  ;  R.  Woy,  Xcil. 
Bffmt.  Chem.,8.389,lM-i. 

Contamination  with  Sulphuihiurino  Evai>oration  oveuGas  Fi.AUS^.—SeeO.  Binder, 
Clum,  Zlg.,  16.  254,  1892;  K„  von  Meyer,  Journ.  prakt.  Chem.  (2),  42.  267,  1892,  On 
evaporating  2  litres  of  distilled  water  down  to  60  c.c  in  6  hours  on  a  water  bath,  Meyer  foaiid 
the  water  contaminated  with  sulphur  equivalent  to  0'0426  grm,  of  barium  sulphate. 

'  0.  Barthel,  Chem  Zlg..  16.  1108,  1892  ;  Zeii.  anai.  Chtm.,  30.  696,  1891  ;  31.  67,  1892. 
DirsctioDS  for  use  are  supplied  with  the  burner. 
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9  cm.,  and  wash  with  a  dilute  solutioD  of  sudium  carbonate.  If  chromium  be 
present,  the  solution  will  be  yellowish.  The  filtrate  contains  the  alkaline 
sulphates,  chlorides,  and  silicates ;   and  the  sodium  salts  of   chromic,  vatmdic. 


Fin.  191.  — Spirit  burner  Tor  sulphur  fuBionB. 

phosphoric,  arsenic,  molylidic,  and  tungstic  acids  (if  present).  The  barium 
carbonate  and  Kodium  ziroonate,  thoria,  etc.,  if  present,  remain  undissolved  on 
the  filter  paper.'     The  filtrate  is  treated  with  barium  chloride  as  described  below. 

^  320.  The  Determination  of  Sulphur  as  Barium  Sulphate. 

The  aolutioo'*— 150-250  c.c— is  acidified  in  a  500-c.c.  beaker  with  about 
5-10  c.c.  of  concentrated  hydrochloric  acid  *  and  covered  to  prevent  loss  by  spurt- 
ing. Boil  to  espel  carbon  dioiide.  If  the  solution  be  still  alkaline,  add  more  hydro- 
chloric acid,  but  avoid  a  great  excess.  Wash  down  the  aides  of  the  beaker  and 
the  cover.  The  solution  should  be  sliyhtly  acid,  for  the  subsequent  precipitAtion 
of  the  barium  sulphate  ia  not  so  complete  if  much  hj'drochloric  acid  be  present,* 


'  For  the  dulwequeiit  treatnient  of  the  rcaidue,  see  pi^ge  4B8.  There  tH  reason  to  euppoee  that 
a  little  sulphur  Biimetimes  remains  behind  with  Uie  rpsidiie— <.<7.,  with  tlioria— because  in  t«st 
experiments  li-ss  siil|ihiir  is  fautid  than  is  known  to  be  present— E.  White,  Thoritun  and  iit 
Compoutuis,  London,  '28,  1012. 

'  If  clilorine  in  to  bf  determined,  make  the  nolution  up  to,  aay,  200  c.c,  and  set  100  cc.  aside 
for  the  chlorine  determination  (paRe  652).  Tlie  volume  of  tlie  solution  should  be  such  that  a 
trram  of  barium  sulphati-  ia  precipitated  from  15(1  c.c.  of  mother  liquid. 

'  The  Bolntion  should  contain  10  cc.  of  concentrated  hydrochloric  acid  per  150  c.c.  of  solution. 

*  The  Holution  should  also  be  tnt  from  Ditmtes  and  nitric  acid  for  the  best  results. 
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although  a  large  excess  of  hydrochloric  acid  gives  a  precipitate  comparatively 
easy  tx>  filter.  Heat  the  solution  to  boiling,  and  add,  gradually,^  with  constant 
stirring,  say,  15  or  25  c.c.  of  a  hot  aqueous  solution  of  barium  chloride,^  but 
avoid  a  great  excess.^  Boil  for  a  few  minutes.'^  If  a  drop  of  the  supernatant 
liquid  on  a  watch-glass  gives  a  turbidity  with  a  drop  of  barium  chloride, 
add  sufficient  barium  chloride,  slowly,  drop  by  drop,  with  constant  stirring, 
to  precipitate  all  the  sulphates  in  solution.^  If  no  turbidity  occurs,  let  the 
solution  stand  2  hours  in  a  warm  place,  or,  say,  overnight.^  Carefully  decant 
the  clear  through  a  (say,  7 '5  cm.)  filter  paper,  and  wash  four  times  by  decanta- 
tion  with  hot  water, '^  containing  1  cubic  centimetre  of  hydrochloric  acid  per 
litre.^  Transfer  the  precipitate  to  the  filter  paper  and  wash  with  hot  water 
until  a  drop  of  the  filtrate  gives  no  turbidity  with  silver  nitrate.  The  washing 
of  the  barium  sulphate  requires  great  care,  because  other  salts  are  precipitated 
from  the  solution  along  with  the  barium  sulphate.  Ignite  the  wet  precipitate 
in  a  platinum  crucible.  The  paper  is  folded  loosely  over  the  precipitate  to 
prevent  spattering.  The  paper  should  be  smoked  very  gradually,  and  the  final 
temperature  should  not  exceed  dull  redness.  The  crucible  is  then  cooled  and 
weighed.  Evaporate  with  a  few  drops  of  hydrofluoric  acid  and  a  drop  of 
sulphuric  acid  to  expel  any  silica  present.^  Re-ignite  in  an  inclined,  uncovered 
crucible  over  the  Bunsen  flame.^^  Any  sulphides  formed  through  the  reducing 
action  of  the  carbon  of  the  filter  paper  are  soon  re-oxidised,  and  there  is  usually 
no  need  to  add  a  drop  of  nitric  acid  and  of  sulphuric  acid.  If  the  washing  has 
been  properly  done,  the  ignited  barium  sulphate  will  be  a  granular  white  powder ; 
if  otherwise,  the  powder  may  sinter  to  a  more  or  less  hard  cake.  The  weight 
of  the  barium  sulphate,  multiplied  by  0-13738,  gives  the  corresponding  amount 

^  Added  from  a  burette  or  pipette  with  a  capillary  tip,  so  that  about  4  minutes  is  needed  for 
running  in  20  cc. 

*  Barium  Chloride  Solution. — Dissolve  122*16  gtms.  of  barium  chloride  (BaCl2.2HgO) 
in  1000  cc.  of  water  (E).  Here  1  cc.  corresponds  with  0*104  ffrm.  of  BaCl^.  Note  that 
commercial  barium  chloride  sometimes  contains  sulphur  compounds  derived  from  the  heavy 
spar  used  in  making  the  chloride.  The  heavy  spar  is  reduced  to  sulphide,  and  some  soluble 
unoxidised  sulphur  comjiound  may  be  retained  by  the  crystals  of  the  chloride — J.  Pattinson 
and  J.  T.  Dunn,  Jouni.  Soc,  Chem.  Ind,y  24.  10,  1905.  Note  also  that  rubber  stoppers 
sometimes  contaminate  solutions  with  sulphur  compounds  derived  from  the  vulcanising  agent — 
antimony  sulphide.  It  may  also  be  added  that  barium  chloride  prepared  as  a  by-product  in  the 
manufacture  of  hydrogen  (leroxide  may  contain  an  impurity  which  reduces  potassium  perman- 
ganate—L.  Blum,  Zeit,  anal.  Chem.,  29.  189,  1890. 

'  This  plan  is  of  very  great  importance  when  a  lot  of  sulphate  is  to  be  precipitated.  The  object 
is  to  prevent,  as  far  as  possible,  the  mechanical  inclusion  of  barium  chloride  with  the  precipitate. 

*  When  the  precipitation  occurs  at  the  boiling  temperature— both  solutions  hot — the 
precipitate  is  more  granular,  settles  more  quickly,  filters  better,  and  washes  easier  than  if  the 
solutions  be  cold  (page  96). 

'  J.  Johnston  and  L.  H.  Adams  (Joum,  Amer.  Chem.  Soc,  33.  829,  1911)  recommend 
evaporation  of  the  whole  to  dryness  on  a  steam  bath  immediately  after  the  precipitation  ; 
extract  the  mass  with  hot  water ;  filter  through  paper ;  wash  until  the  washings  are  free  from 
chlorides  ;  ignite  very  carefully  over  a  Bunsen's  burner  to  avoid  reduction  ;  etc  The  weight  of 
the  precipitate  is  corrected  by  dissolving  an  equivalent  amount  of  pure  {jotassium  or  soidium 
sulphate  in  a  medium  resembling  the  solution  to  be  analysed  ;  and  the  sulphate  determined  as 
just  indicated.  The  difference  between  the  calculated  and  found  results  is  used  as  a  correction 
factor  for  the  weight  of  the  precipitate  obtained  in  the  actual  analysis.  In  that  case  it  is 
supposed  that  results  can  be  obtained  within  +0*06  \v^r  cent,  of  the  total  sulphur  actually 
present  in  the  solution. 

•  If  a  small  amount  of  sulphur  be  present,  the  precipitate  forms  very  slowly. 

^  Another  beaker  may  be  used  for  collecting  the  washings,  to  prevent  having  to  re- filter  all 
the  liquid  should  the  washings  commence  to  run  through  turbid. 

®  It  is  well  to  test  the^runnings  with  a  drop  or  two  of  sulphuric  acid  to  make  sure  the 
barium  chloride  was  in  excess. 

•  If  no  silica  is  likely  to  be  present,  the  ignition  is  conducted  in  a  porcelain  crucible. 

1®  Not  the  blast,  or  SO,  may  be  lost— C.  W.  Marsh,  Jmm,  Anal,  App.  Chem,,  3.  164, 
1889. 
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of  sulphur  ;  the  weight  of  the  barium  sulphate,  multiplied  by  03430,  gives  the 
correspouding  amount  of  SO, ;  and  multiplied  by  0*586,  the  correepooding 
amount  of  cKlcium  sulphate;  or  Table  XCII.  may  be  used. 

To  illuBtrate  the  results  which  can  be  expected  by  this  process,  the  followiDg 
numbers  represent  the  amounts  of  barium  sulphate  obtained  in  eight  determina- 
tions with  oncogram  samples  of  the  same  clay  : 

00191;  0-0203;  00201;  00195;  00190;  00193;  00195;  00196. 

The  mean  is  0-0196;  the  maximum  deviation,  ±0-0007  grm.— that  is,  ±007 
per  cent,  on  the  total  clay. 


.a^ 


g  321.  The  Filtration  of  the  Barium  Sulphate  Precipitate. 

Barium  sulphate  is  a  troublesome  precipitat«  to  fitter,  on  account  of  its 
tendency  to  pass  through  the  filter  paper.  A  close-teiture  paper  should  there- 
fore be  used.*  If  the  precipitate  should  rua  through  the  fitter  paper,  refiltration 
is  necessary.  .Some  use  a  double  filter  paper — the  two  papers  are  folded  separately, 
and  one  is  placed  inside  the  other;  others  use  a 
Gooch's  crucible  packed  with  ignited  asbestos  * — 
this,  however,  does  not  allow  the  barium  sulphate 
to  li«  subsequently  purified  from  silica.  Another 
objection  to  Gooch's  crucible  turns  on  the  fact 
that  precipitates  formed  in  feebly  acid  solutions 
are  volumiuous  and  inclined  to  clog  the  asbestos 
filter.  Gooch's  crucible  is  welt  adapted  for  small 
precipitates.     Munroe's  crucibles  are  good. 

P.  W.  Shimer^  recommends  a  fitter  tube  fitted 
to  a  filtration  flasli,  as  indicated  in  fig.  192.  The 
wide  part  of  filter  tube  D  must  be  of  uniform  bore 
— about  2-5  cm.  diameter,  and  5  cm.  long.  The 
free  end,  D,  is  ground  smooth,  not  melted  smooth 
in  the  flame.  ^  is  a  glass  rod  with  a  cross,  B,  at 
one  end  for  supporting  a  disc  of  piano  felt,  C, 
approximately  0-75  cm.  thick.  The  felt  is  cut 
by  means  of  a  cork-borer  or  wad-cutter  very  slightly 
larger  than  ttie  bore  of  the  filter  tul)e.  Fit  the  tube 
in  a  filter  flask  and  apply  gentle  suction.  Pour  some 
filter-paper  pulp  (page  179)  on  to  the  felt  to  make  a 
bed,  F,  about  06  cm.  thick.  Compact  the  pulp  by 
the  aid  of  a  "  stamper,"  S,  made  by  fitting  a  glass 
rod  into  a  liote  bored  half  way  through  a  rubber  stopper  at  the  narrow  end.  Wash 
the  fitter  two  or  three  times  with  water.  Now  run  the  contents  of  the  beaker 
coutitining  the  barium  sulphate  precipitate  through  the  filter  tube  and  wash 

'  .Say.  M.  Drpverhors  No.  31 1  or  400  ;  or  C.  .Schleiohi^  and  Schltlrn  No.  S89,  blue  band. 

'  L.  L.  dp  Kciiiiiick,  Ltkrbueh  der  themiicheK  AwUyie,  Berlin,  I.  888,  1004.  The  use  o( 
orjpiiiic  substanoeH  (i«ge  17B)— starch  iiosti',  etc — is  iiiadrisabk  on  account  of  their  redncinfj 
ac'ti.iii  when  the  siilpliate  is  iRnitt-d.  H.  N.  Warren  {Chem.  Neirs,  61.  63,  18/0)  reeommends 
till!  cnaKiiIatiiin  nr  the  ]>reci)>itate  by  tbe  addition  of  a  few  droim  of  an  ethereal  solution  of 
jiyroxyliti  (jiage  180),  hut  we  have  tlien  to  fight  the  tendency  of  tlie  coagulating  [ireciliitate  to 
nn-ohanieally  enclose  some  mother  liquid ;  J.  B.  Krak  {t'hemUt  Analyal.  5.  26,  I91'2)  removes 
nnjiemntaiit  liquid  when  the  precipitate  has  settled,  and  agitates  thoroushly  with  10  c.c.  of  a 
slightly  acid  !<aturat«d  solution  of  sodium  acetate.  This  curdles  the  precipitate  and  enables  it 
to  be  littered  by  suction. 

'  P.  W.  Shimer,  Joum.  Amer.  Chtm.  Soc.rj.  287,  1B06  ;  H.  P.  Mason,  Ckem.  JV«ira,  oi. 
ISO,  1S04. 
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as  usual.  Then,  by  means  of  the  glass  rod  A,  push  the  felt  out  of  the  tube, 
so  that  felt  and  pulp,  etc.,  are  transferred  to  a  weighed  crucible.  Remove  the 
felt  by  means  of  a  pair  of  forceps,  and  ignite  the  contents  of  the  crucible  in 
the  usual  manner.  Any  precipitate  sticking  to  the  sides  of  the  tube  is  carried 
forward  with  the  pulp.  It  is  therefore  important  to  select  a  filter  tube  with 
uniform  sides.  The  tube  on  the  right  of  fig.  192  represents  a  tube  rather  more 
easily  made  than  that  just  described.  It  requires  very  little  additional  descrip- 
tion. The  rubber  stopper  G  is  of  such  a  size  that  it  can  be  easily  pushed  up  the 
cylinder  D. 

The  results  with  this  arrangement  are  a  little  high,  owing  to  the  difficulties  in 
washing  large  precipitates  on  pulp  and  on  asbestos  filters.  Such  filters  are  very 
liable  to  clog.  Porous  earthenware  and  alundum  ware  crucibles  have  recently 
been  recommended  for  the  filtration.  The  crucibles  are  used  as  described, 
§  324,  page  630.  When  certain  filtrates  have  passed  through  porous  earthenware 
or  alundum  cups,  a  loss  of  weight  occurs  owing  to  the  solvent  action  of  the 
solution.  Hence,  the  use  of  the  cups  is  somewhat  risky  if  the  possibility  of  this 
error  be  ignored. 

§  322.  The  Determination  of  Sulphur  in  Pyrites, 

Limestones,  Coals,  etc. 

The  sulphur  question  is  of  some  importance  in  certain  branches  of  the  clay 
industries,  not  only  on  account  of  the  defects  produced  in  glazes  by  fuels  with 
abnormal  amounts  of  sulphur;  but  the  manufacture  of  some  modern  steels  is 
influenced  by  the  sulphur  in  the  bricks,  derived  (1)  by  absorption  from  the 
fuel  gases,  and  (2)  from  the  sulphates  or  pyrites  in  the  clays  themselves.  The 
methods  for  the  quantitative  determination  of  sulphur  in  coal,  clays,  silicates, 
etc.,  may  be  conveniently  grouped  under  four  headings.^  The  selection  of  the 
process  for  any  particular  problem  is  to  be  decided  by  the  number  of  determina- 
tions to  be  made,  the  object  of  the  determinations,  and  the  nature  of  the  samples 
under  investigation. 

I.  Dry  Fusion  with  Alkalies  followed  by  Treatment  with  Oxidising  Agents, 

.  Eschka^s  Method  for  Coaly  Coke,  etc. — This  process  ^  depends  upon  the  oxida- 
tion of  the  sulphur  of  the  fuel  by  the  oxygen  of  the  air  in  the  presence  of 
magnesia,^  and  sodium  carbonate ;  ^  and  on  the  transformation  of  the  products 
of  the  oxidation  into  sulphates  by  boiling  ammonium  nitrate.  Bromine  water  is 
now  generally  used  for  the  oxidation.  The  sulphates  are  then  precipitated  by 
barium  chloride  in  the  usual  manner.  The  results  are  good,  and  the  process  is 
in  common  use.     Details  of  the  operation  are  as  follow : 

^  L.  Campredon,  Dosage  du  Soufre  dans  les  produits  de  la  Sidirugie,  Paris,  1896. 

2  A.  Eschka,  Oester.  Zeit.  Berg,  JETiUt.,  22.  Ill,  1874  ;  Zeit,  anal.  Chem.,  13.  344,  1874  ; 
L.  Blum,  ib,,  27.  446,  1888  ;  O.  Herting,  Chem,  Ztg,,  23.  768,  1899  ;  G.  L  Heath,  Joum,  Amer, 
Chem,  Soc,,  20.  630,  1898  ;  21. 1127, 1899  ;  S.  S.  Sadtler,  ib.,  27. 1188, 1906  ;  F.  U.  R.  Stehmann, 
ib.,  24.  644,  1902  ;  A.  C.  Langmuir,  ib.,  22.  99,  1900;  C.  W.  Stoddart,  t6.,  24.  852,  1902  ; 
A.  A.  Blair,  Joum.  Ind.  Eng.  Chem.,  1,  689,  1909 ;  F.  M.  Stanton  and  A.  C  Fieldner,  Tech. 
Paper  U.S.  Bur.  Mines,  8.  7,  1912  ;  I.  0.  Allen  and  I.  W.  Robertson,  i6.,  26.  3,  1912. 

'  W.  C.  EbaughandC.  B.  Sprague  ( Jbwm.  Ainffi\  Chem.  Soc.,  29.  1475,  1907 ;  Chem.  News, 
96.  240,  1907)  use  zinc  oxide  in  place  of  magnesia.  W.  F.  K.  Stock  {Chem,  Neivs,  30.  211, 1874), 
and  F.  C.  Garrett  and  £.  L.  Lomax  {Joum.  Soe,  Chem.  Ind.,  24.  1212,  1905),  prefer  calcium 
oxide  to  magnesia,  because  it  is  more  easily  obtained  free  from  sulphur. 

*  F.  Hundeshagen  {CJiem.  Ztg.,  16.  1070,  1892  ;  Chem.  News,  66.  169,  1892)  says  that 
sodium  carbonate  is  not  so  efficient  as  potassium  carbonate  in  retaining  sulphur.  J.  0.  Handy 
(Joum,  Anal,  App,  Chem,,  6.  611,  1892)  considers  that  Hundeshagen*s  statement  is  of  no 
significance  in  practice ;  and  this  agrees  witJi  the  general  opinion  of  those  who  use  the  process. 
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One  gram^  of  the  powdered^  sample  is  intimately  mixed  in  a  30-c.c. 
platinum  ^  crucible  with  3  grms.  of  Eschka's  mixture,**  and  about  2  grms.  more  of 
this  mixture  is  spread  as  a  layer  over  the  contents  of  the  crucible  to  form  a  kind 
of  cover.  The  open  crucible  is  placed  slant- wise  on  a  triangle  and  heated  with 
a  sulphur-free  flame — page  617.  The  mixture  must  be  heated  very  gradually  to 
drive  off  the  volatile  matter  without  risk  of  losing  sulphur.  A  small  escape  of 
sulphur  dioxide  can  be  detected  by  its  odour.  The  heating  should  never  be  such 
as  to  blacken  the  covering  layer  of  Eschka's  mixture.  In  about  half  an  hour 
the  lower  half  of  the  crucible  is  red-hot,  and  the  temperature  is  raised  until  the 
crucible  is  red-hot.  It  is  an  advantage  to  stir  the  mixture  occasionally  with  a 
platinum  wire.  When  all  the  black  particles  have  been  burnt — a  condition 
recognised  by  the  grey  colour  of  the  mixture  in  the  crucible  changing  to  a 
yellow  or  yellowish- brown  colour  —  the  crucible  and  contents  are  allowed 
to  cool. 

Transfer  the  more  or  less  pulverulent  mixture  to  a  200-c.c.  beaker,  and  digest 
it  for' about  30  minutes  with  75  c.c.  of  hot  water.  Filter  the  clear  liquid 
into  a  300-c.c.  beaker,  and  wash  the  residue  twice  by  decantation ;  then  transfer 
it  to  the  filter  paper,  and  wash  it  with  water  until  the  beaker  contains  about 
200  c.c.  of  liquid.  Add  a  slight  excess  of  bromine  water,  about  4  c.c,  and 
enough  hydrochloric  acid  to  make  the  solution  slightly  acid.  Boil,  and  precipi- 
tate the  sulphates  with  barium  chloride  as  described  on  page  618.^ 

II.  Dry  Ftmon  with  Alkalies  and  Oxidising  Agents, 

In  these  processes  the  sample  is  fused  with  sodium  carbonate  and  potassium 
nitrate,  or  sodium  nitrite  (page  617),  or  ammonium  nitrate,^  and  the  residue 
taken  up  with  water  and  evaporated  with  hydrochloric  acid  to  expel  the  nitric 
acid  before  treatment  with  barium  chloride.  Fusion  with  sodium  peroxide^ 
offers  many  advantages ;  the  chief  disadvantage  is  the  violence  of  the  reaction 
with  coal.  To  overcome  this  difficulty,  Parr  ignites  the  mixture  in  a  closed 
bomb  of  about  30  c.c.  capacity,  as  described  below  : 

Farr^s  Process  for   Coal  and   Coke, — Intimately   mix  0*7   grm.   of    finely 


1  If  0*687  grm.  of  the  sample  be  employed,  every  0*001  grm.  of  barium  sulphate  represents 
0*02  per  cent,  of  sulnhur. 

^  Large  grains  do  not  bum  readily.  If  the  powder  passes  a  60*8  lawn,  it  is  generally 
satisfactory. 

'  A  porcelain  crucible  can  be  used  in  place  of  a  platinum  crucible,  but  the  combustion  is  then 
rather  slower— particularly  with  coke. 

*  Eschka'b  Mixture. — Two  parts  of  light  calcined  magnesia  are  intimately  mixed  vrith  one 
part  of  anhydrous  sodium  carbonate.  Three  grms.  of  £schka*8  mixture  are  mixed  with  one 
gram  of  the  sample,  and  the  whole  is  covered  with  a  2 -grm.  layer  of  the  mixture.  Calcined 
magnesia  of  commerce  often  contains  sulphates.  If  the  amount  is  considerable,  it  can  be  re- 
moved by  boiling  with  sodium  carbonate.  A  correction  can  be  made  for  the  sulphur  in  the 
sodium  carbonate  and  magnesia  by  means  of  a  blank  experiment. 

^  H.  Fresenius  (ZeiY.  anal.  Chem,^  13.  846,  1874)  remarks  that  the  process  gives  the  total 
sulphur.  If  calcium  sulphate  be  present  in  the  form  of  gypsum,  the  latter  can  oe  removed  by 
boiling  with  sodium  carbonate,  etc.     F.  G.  Calvert,  Chem.  News,  24.  76,  1871. 

'  S.  F.  and  H.  £.  Peckham,  Jottm,  Soe.  Chetn,  Ind,,  16.  996,  1897  ;  Joum.  Airier,  Chetn, 
Soc.,  21.  772,  1899 ;  W.  Koch  and  F.  W.  Upson,  t6.,  31.  1856,  1909  ;  H.  Schreiber,  i6.,  32. 
977,  1910 ;  A.  C.  Langmuir,  16.,  22.  99,  1900 ;  J.  lidow,  Joum.  Riiss.  Phys.  Chem,  Oe$,,  31. 
567,  1899;  S.  Aufrecht,  Pharm.  Zeit,,  Ai.  469,  1896;  R.  Dubois,  i?w//.  Assoc,  Chim,  Bdg„ 

15.  225  1901 ;  J.  D.  van  Leeuwen,  Eec,  Travs,  Pays  Bos,  11.  108,  1892. 

'  S.  W.  Parr,  Joum,  Artier,  CJiem.  Soc,,  22.  646,  1900 ;  C.  Sundstrom,  i6.,  25.  184,  1908  ; 
J.  D.  Pennock  and  D.  A.  Morton,  id.,  25.  1265,  1908  ;  T.  W.  Parr,  W.  F.  Wheeler,  and 
R  Berolzheimer,  Joum,.  Ind,  Eng.  Chem,,  I.  689,  1909 ;  F.  V.  Eonek,  ZeU,  angew.  Chem.,  22. 
516.  1903  ;  T.  8t  Warunis,  Chem,  Ztg.,  34.  1285,  1910.     H.  Schillbach  (ZeU.  angew.  Chem., 

16.  1080,  1903)  uses  barium  peroxide. 
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powdered  coke  with  11 '5  to  13  grms.  of  powdered  and  dry  sodium  peroxide^  by 
means  of  a  spatula  in  a  30-c.c.  nickle  crucible,  cover  the  crucible,  and  insert  a 
3-inoh  fuse  ^  under  the  cover,  and  extending  well  into  the  mixtvire.  Support  the 
crucible  on  a  triangle  in  a  dish  with  a  layer  of  water  ^  inch  deep.  Ignite  the 
fuse.  In  three  or  four  minutes,  when  the  mass  has  cooled,  place  the  crucible 
and  its  cover  in  a  small  beaker.  Add  30  c.c.  of  water.  The  mass  dissolves  in 
about  two  minutes.  Rinse  the  crucible  and  cover;  acidify  the  solution  with 
hydrochloric  acid ;  boil ;  add  barium  chloride  in  the  usual  way. 

With  coal,  an  intimate  mixture  of  0'7  grm.  of  finely  powdered  coal  with 
13  to  16  grms.  of  peroxide  is  compressed  by  means  of  a  press  or  vice  in  a  steel 
bomb.^  A  piece  of  No.  36  iron  wire,  4  inches  long,  is  inserted,  one  end  under  the 
mica  gasket  of  the  bomb,  and  touching  the  bomb ;  the  other  end  is  above  the 
gasket  and  touching  the  cover.  A  current  of  4  amps,  applied  to  cover  and 
bomb  will  fuse  the  iron  wire  and  start  the  reaction.  In  two  minutes  cool  the 
bomb  in  a  little  water.  Unscrew  the  cover  and  proceed  as  indicated  for  coke. 
The  test  results  by  comparison  with  Eschka's  process  are  quite  satisfactory. 

III.  Oxidation  by  Heating  the  Substance  in  a  Cv/rrent  of  Air  or  Oxygen^ 

UTider  Ordinary  or  under  Reduced  Pressure, 

Combustion  Process  for  Pyrites  in  Clays,  etc. — The  determination  of  sulphur 
combined  as  pyrites  can  be  eifected  in  several  different  ways.  The  "  combustion 
process"  is  as  follows: — A  hard  glass  tube,  A  (fig.  194) — length  40  cm. — is 
drawn  out,  and  bent  at  right  angles  as  shown  at  B  in  the  diagram.  One 
end  of  the  glass  tube  is  connected  with  a  wash-bottle,  (7,^  containing  dilute 
potash  solution  (approximately  3N-K0H),  and  the  other  fitted  with  a  pair  of 
Volhard's  absorption  tubes,^  D  and  E,  each  containing  about  50  c.c.  of  an 
aqueous  solution  of  potash.**     10-20  grms.  of  the  finely  powdered   and  dried 

^  If  too  little  peroxide  is  used,  the  reaction  is  explosively  violent ;  if  too  much)  the  combustion 
is  incomplete.  Imperfect  mixing  leads  to  explosive  or  incomplete  combustion.  The  peroxide 
must  be  rapidly  weiehed  and  brushed  from  the  watch-glass  with  a  glass  brush. 

^  The  fuse  is  made  by  nitrating  cotton  wick  with  a  mixture  of  one  part  of  fuming  nitric  acid 
(sp.  gr.  1*5)  and  two  parts  of  concentrated  sulphuric  acid  (sp.  gr.  1*84)  for  12  hours  at  15^ 
Wash  for  12  hours  in  running  water  to  remove  all  the  acid.  Dry  at  ordinary  temperatures. 
When  dry,  digest  it  in  a  cold,  nearly  saturated  solution  of  nitre  for  an  hour.  I^ess  out  the 
excess  of  solution  and  dry.     Out  into  3inch  lengths  for  use. 

^  The  bomb,  fig.  193,  is  a  cylinder  of  steel,  I J  in.  internal  diameter;  1  j^  in.  internal  depth  ; 
sides  and  bottom  \  in.  thick  ;  flange  \  in.  around  top  ;  cover  plate  -^^  in.  thick  and  If  in.  diam. 
The  cover  is  clamped  by  a  small  clamp  fitting  under  the  flange  of  the  bomb  and  pressing  down 
the  cover  by  a  central  screw.  The  cover  is  insulated  from  the  bomb  by  a  mica  gasket,  and  from 
the  screw  of  the  clamp  by  ordinary  red  fibre. 


Bomb  Covtr. 
Mic»  Caskets 

7tO  • 

yf^J!^  -C*«/ytf  in  Bomb. 

Fio.  198.— Parr's  bomb. 

•*  S.  Schiff,  Chem.  Zf^.,  14.  233,  1890.     Almost  any  other  form  will  do  quite  well. 

*  J.  Volhard,  Liehig's  Ann,,  176.  282,  1875.  The  two  shown  in  the  diagram  are  modifica- 
tions by  H.  Fresenius  (Z(ei7.  anal,  Chem.,  14.  338,  1875).  M.  Troilius'  (M.  Troilius,  Notes  on 
Vie  Chemistry  of  Iron,  New  York,  37,  1886);  or  E.  P.  Perman's  {Chevu  News,  93.  213,  1906), 
or  any  of  the  numerous  other  varieties  of  bulbs,  can  be  used  in  place  of  Volhard's. 

•  Potash  Solution  :  1 6*8  grms.  of  potassium  hydroxide  freed  from  sulphates  by  alcohol  are 
dissolved  in  water,  1  c.c.  of  bromine  is  aaded,  and  the  whole  made  up  to  100  c.c. 
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(110°)  clay  in  spread  in  a  thin  layer  on  the  bottom  of  &  long  porcelain  boat, 
which,  ill  turn,  is  placed  iu  the  combuation  tube  at  A.  The  eud  E  ie  connected 
witii  au  aspirator,  and  actirroat  of  air  ia  drawn  through  the  apparatus.  The 
bubbles  of  gas  should  not  pass  through  C  more  rapidly  than  admits  of  their  beii^ 
easily  comited.  The  combustion  tube  is  gradually  liea ted  to  redness'  in  the 
vicinity  of  the  boat  containing  the  powder.  Any  deposit  which  forms  in  the  tube 
in  the  vicinity  of  B  should  be  driven  forward  by  heating  the  tube  with  a  Bunsen'e 
burner,  working  tlie  flame  gradually  From  A  to  B.  Any  sulphur  dioxide  formed 
ia  oxidised  by  the  bromine  to  sulphuric  acid-  At  the  end  of  the  combustion — 
aVtout  30  minutes— the  alisorption  vessel  is  removed  and  the  contents  are  washed 


Fio.  194. — DeterminatioQ  of  sulphides. 

into  a  beaker.  Aoy  aulphatea  remaining  in  the  tube  Afl  are  removed  by  drawing 
water  up  and  down  the  narrow  end  by  auction  at  F,  The  solution  and  waahings 
are  combined,  and  hydrochloric  acid  added  to  neutralise  the  free  potash  and  to 
decompose  the  potassium  hypobromite.  The  whole  is  boiled,  and,  if  necessary, 
concentrated  by  evaporation.  A  hot  aqueous  solution  of  barium  chloride  is 
added,  and  the  barium  sulphate  determined  in  the  usual  manner  (page  618). 

The  clay  is  supposed  to  be  free  from  calcium  and  magnesium  carbonates ; 
otherwise,  calcium  or  magnesium  sulphates  may  be  formed,  and  the  results  will 
be  correspondingly  low.  Water-soluble  calcium  and  magnesium  sulphates,  how- 
ever, might  be  determined  Iwfore  and  after  the  combustion,  and  an  allowance 
made  for  ttiis  disturbing  reaction. 

In  some  cases,  say  "volatile  nilphur"  in/utli,  the  combustion  tube  is  packed 
towards  the  middle  with  about  5  cm.  of  platinised  quartz  or  asbestos,  instead  of 

'  A  BaniBny's  Bttoclunsnt  far  na  urdinury  Buusvu'h  burner  is  coovenieiit  fur  tliis  purpow. 
W.  Kamsay,  (.Vkwi,  A'fto.i,  49.  2,  1883. 

'  Hydrogen  jieroiide  it  somatimos  used  in  jilaeed  of  Jjromine,  and  the  sulphuric  acid  mij  be 
determined  by  tiCrutiug  the  standard  jiotash  solution  used  in  D,  S  before  and  after  the  com- 
buation.  Tilt  clay  is  then  aujilioEied  to  be  free  from  ammoniacal  compounda,  and  the  hydrogen 
jieroxide  from  Hufphur  comiiounds.  M.  Fleischer.  ProUicoU  Sill.  ZmlrcU-Moorkomm,,  3a.  !>0, 
1886  ;  &I.  BerClielot  and  O.  Andri,  Ann.  Chiui.  I%t)s.  (6),  35.  302,  1892  ;  H.  van  Bemmelen, 
Landi.  Vtr.  Stat.,  37.  :i8i,  1890 ;  P.  Jaimaach,  Clirm  Ztg.,  14.  666,  1890 ;  Ztit.  artorg.  Cktm., 
6.  :i03,  1894;  Juum.  prakl.  Chem.  (3),  40.  233,  1890;  (2)  41.  bSS,  1890;  F.  Jannasch, 
V.  Wasowici,  K.  Aahotf,  and  T,  Bicka,  ii.  (2),  45.  94,  1892  ;  K.  Zulkowsky,  DiitgUr'i  Jonrn., 
341.  62,  1881  ;  L.  P.  Marchlewski,  Zeit.  aiigew.  Chem.,3.  667,  1890  ;  A.  Sauer,  Zta.  anal, 
Chem.,  ia.S2.  1/8,1873;  F.  Muck,  <&.,  14.  16,  1876;  W.  Kemmler,  CA. ,  33.  7C,  1894;  0.  lindt, 
ib.,  4.  370,  1866  ;  W.  Q.  Miiter,  Amtr.  J.  Seiata  (3),  4.  90,  1871. 
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with  copper  oxide  as  in  the  combustion  tubes,  page  569.  The  substance  under 
investigation  is  placed  in  a  boat  on  one  side  of  the  platinised  asbestos,  and 
potash  bulbs  are  fitted  at  the  other  end  in  the  usual  manner.  The  tube  is 
heated  very  gradually,  and  a  current  of  oxygen  is  passed  through  the  system. 
The  platinised  asbestos  ensures  the  oxidation  of  the  sulphur  dioxide,  and  the 
potash  solution  absorbs  the  sulphuric  acid  fumes. ^ 

GomJtnution  in  the  Bomb  Calorimeter,^ — ^The  combustion  of  0*7  to  1  '0  grm.  of 
the  sample  in  a  bomb  containing  10  c.c.  of  water  with  oxygen  under  a  pressure  of 
30  to  40  atmpspheres^  is  said  to  give  results  '^more  accurate  and  rapidly  than 
all  other  methods."  The  apparatus  is  rather  expensive,  and  hence  is  only  used 
where  a  comparatively  large  number  of  determinations  are  made.  There  are 
several  bomb  calorimeters  on  the  market,  and  specific  directions  for  mani- 
pulating the  bomb  are  supplied  with  the  instrument.  The  treatment  of  the 
residue  in  the  bomb  is  similar  to  that  indicated  above  when  dealing  with 
Parr's  process.* 

IV.    Wet  Treatment  with  Oxidising  Agents  vmder  Ordinary  or  wnder 

High  Pressures. 

The  sample  may  be  treated  with  various  oxidising  agents— potassium  dichro- 
mate  and  fuming  hydrochloric  acid;^  hydrogen  peroxide,^  nitric  acid  and 
potassium  nitrate,^  nitric  acid  under  pressure,^  etc.  These  methods  are  usually 
less  convenient  than  the  dry  fusion  processes. 

Lungers  Wet  Process  ^  for  Pyrites, — Warm  0*5  grm.  of  the  given  pyrites  with 
about  100  c.c.  of  a  mixture  of  3  vols,  of  nitric  acid  (sp.  gr.  1'4)  and  1  vol. 
of  concentrated  hydrochloric  acid,  with  occasional  stirring,  taking  care  to  avoid 
loss  by  spurting.  If  free  sulphur  should  separate,  add  cautiously  a  little 
potassium  chlorate  in  order  to  oxidise  the  sulphur  to  sulphuric  acid.  Evapo- 
rate the  solution  to  dryness  on  a  water  bath,  and  repeat  the  evaporation 
with  5  c.c.  of  concentrated  hydrochloric  acid  until  nitrous  fumes  cease  to  be 
evolved.  Add  1  c.c.  concentrated  hydrochloric  acid  to  the  residue,  and,  in  a 
few  minutes,  100  c.c.  of  hot  water.     Filter  and  wash  with  hot  water.*®    Treat  the 


1  G.  F.  Mabeiy,  Joum,  Amer,  Chem.  Soe.,  16.  544, 1894 ;  W.  £.  Barlow  knd  B.  Tolleus,  ib., 
a6.  841,  1904  ;  W.  G.  Mizter,  Amer.  Chem.  Joum,,  2,  396,  1880  ;  G.  Brttselmann,  Zeit,  anal. 
Chem,,  15.  1,  1876  ;  16.  1,  1877  ;  A.  Sauer,  ib„  12.  82,  1878  ;  C.  M.  Warren,  Proe.  Amer, 
Aead.f  6,  472, 1871 ;  I.  Bay,  Compt.  Rend,,  146.  388,  1908  ;  0.  Dammer,  ZeU,  angew,Chem., 
22,  440,  1909  ;  O.  Bninck,  i6.,  z8.  1560,  1905  ;  M.  Holliger,  ib.,  22.  486, 1909  ;  I.  G.  Allen  and 
I.  W.  Robertson,  7'ech.  Paper  U.S.  Bur.  Mines,  26.  8,  1912. 

2  I^  C.  Allen,  W.  A.  Jacobs,  and  G.  A.  Burrell,  BM,  U.S.  Bur,  Mines,  19.  8,  1911  ; 
I.  G.  Allen,  Min.  Scient.  Press,  81.  569,  1900  ;  R.  Arnold,  R  Anderson,  and  I.  G.  Allen,  BuU. 
U.S.  Qeol.  Sur.,  398.  265,  1910  ;  I.  G.  Allen  and  I.  W.  Robertson,  Tech.  Pomt  U.S.  Bur. 
Mines,  26.  10,  1912  ;  G.  A.  Filliti,  BM.  Soc.  Chim.  (4),  21.  338,  1899  ;  N.  W.  Lord,  Prof. 
Paper  U.S.  Geol.  Sur.,  48.  174,  1906  ;  D.  Lohmann,  Chem.  Ztg.,  35.  1119.  1911. 

'  If  a  less  pressure  is  ased,  there  is  a  risk  of  incomplete  combustion  of  the  sulphur. 

•  If  the  bomb  has  a  lead  washer,  the  washings  from  the  bomb  are  boiled  for  about  10 
minutes  with  a  5  per  cent  solution  of  sodium  carbonate,  and  then  filtered,  etc.  This  treatment 
decomposes  any  lead  sulphate  which  may  be  formed. 

»  K.  GharitschkofT,  Petroleum  ZeU.,  2.  714,  1907. 

•  E.  V.  Lecocqand  H.  Vandervoort,  Bvll.  Soc.  Chim.  Belg.,  16.  181,  1902. 

'  F.  W.  Gill  and  H  S.  Grindley,  Joum.  Amer.  Chem.  Soc.,  31.  52,  1909  ;  A.  Goetzl,  ZeU. 
angew.  Chem.,  14.  1528,  1905  ;  F.  G.  Gal  vert.  Chem,  News,  24.  76,  1871. 

«  li.  Garius,  Liehig's  Ann.,  136.  129,  1865  ;  Zeit.  anal.  Chem.,  4.  451,  1865  ;  G.  Anelli, 
Ross.  Min.  Met.  Chim.,  34.  1,  1911  ;  R.  Holand,  Chem.  Ztg.,  7.  99,  130,  1893. 

•  G.  Lunge,  Zeit.  anal.  Chem.,  20.  417,  1881  ;  ZeU.  angeto.  Cheni.,  2.  473,  1889  ;  Fifth  Int. 
Congress  App.  Chem.,  399,  1906  ;  E.  Hinti  and  H.  Weber,  ZeU.  anal.  Chem.,4S'  3},  1906. 

^*  The  residue  may  be  dried,  ignited,  and  weighed  as  a  mixture  of  silica,  silicates,  and 
sulphates  of  lead,  barium,  calcium,  etc.  With  calcareous  or  magnesian  clays,  there  is  a  danger 
of  loss  as  indicated  above. 

40 
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oombined  filtrate  and  washings  with  a  moderate  exceas  of  ammonia;  heat  the 

aolution  to  60°  or  70°  for  10  to  15  minutes.    The  solution  should  then  smell 

strongly  of  ammonia.     Filter,  and  wash  until  the  washings  give  do  turbidity 

with  barium  chloride  after  standing  for  a  few  minutes.     The  combined  61tratea 

should  occupy  about  250  or  300  c.c'    Acidify  the  solution  with  hydrochloric 

acid,  avoiding  an  excess.     Heat  the  solution  to  boiling  ;  remove  the  flame  ;  ftdd, 

all  at  ODce,^  barium  chloride  solution  with  constant  stirring.'     The  addition  of 

too  great  an  excess  of  barium  chloride 

leads  to  high   results.      Let  the  whole 

stand  about   40   minut«a.     Decant  the 

clear,  filter,    wash,  etc.,   and    weigh   as 

barium  sulphate. 

Sulphidu  deeonymied  by  Acid*, — 
When  the  sulphides — say  sulphides  of 
the  alkalies  or  alkaline  earths^ — can  be 
decomposed  by  boiling  acids,*  grind,  say, 
5  gnns.  of  the  powder  with  water  to  a 
thin  slurry.  Transfer  the  slurry  to  a 
(250-c.c.)  gas  developing  flask  (fig.  195) 
fitted  with  a  stoppered  funnel,  and  an 
exit  tube  so  that  any  gas  generated 
may  be  passed  through,  say,  10  c.c.  of  a 
aolution  of  cadmium  acetate  (or  ammonia- 
cal  cadmium  chloride).^  Add  hydro- 
chloric acid  to  the  mixture  in  the  flask, 
via  the  stoppered  funnel.  Warm  the 
contents  of  the  flask,  and  drive  off  the 
hydrogen  sulphide  by  a,  current  of  air 
which  enters  through  the  stoppered 
funnel.  Add  10  c.c.  of  iodine  solution  to 
the  cadmium  acetate  solution,  and  titrate 
the  liberated  iodine  with  standard  sodium 
thiosulphate,  as  indicated  on  page  358. 
Fio.  196 —Determination  of  sulphidM.  There  is  a  danger  of  loeing  sulphides 

when  ferric  salts  are  present.  The 
hydrt^en  sulphide  reduces  the  ferric  salts  and  is  itself  oxidised.  Uinrichsen* 
recommends  adding,  say,  10  c.c.  of  a  20  per  cent,  solution  of  stannous  chloride 
to  the  mixture  in  the  generating  flask,  in  order  to  avoid  the  error. 

Oxidisnfile  Matter  in  Zimeitonei. — The  disintegration  of  limestones  is  supposed 
by  some  to  be  related  with  the  amount  of  oxidisable  matters,  chiefly  pyrit«8, 
which  they  contain,^  and  this   is  determined  by  the  following   process: — Add 

'  If  the  volume  ia  greater,  concentrate  Jiy  evajioration. 

'''  See  iiaee  618. 

'  Thoin£oriitionerror(]>agc8ll)issujii)o»ed  to  eomjwnBats  the  loss  caused  bj  the  aolabilitj 
of  tiic  barium  suliitiaCe  in  the  luolhcr  liquid. 

'  F.  A.  Kubnleni,  Clv.m.  Ztg.,3,1.  8S5,  1807  ;  F.  L  Crobaugh,  Joum,  AnoL  Am.  CActi. 
7,  280,  18B3  ;  T.  J.  Morrell,  Ch^m.  Ifniii,  28.  S2»,  1878. 

'  Cadmikm  AtiRTATESuLUTiON.  — l)issoh-o2Bamis  ofcadmiuni  acetate  in  200  c.c  of  glacial 
acetic  HCiii,  and  niske  tiir  Holutidii  up  to  a  litre.  V.  Weil  (Com^.  IleniL,  loa.  H87,  1888)  used  a 
ataiidiird  aranioiiiacal  sulution  of  a  oo|i|«t  Halt.  After  (lassiiig  hydrogen  sulphide  through  this 
solution,  it  was  luadK  up  to  a  given  volume,  and  an  aliquot  portion  titrated  is  indicated  on 
|iagp  352  for  ua precipitated  copper.  Tlie  difference  between  the  result  and  the  amount  of  copper 
orij<innllv  present  represented  the  amount  precipitated  by  the  hydrogen  sulphide. 

•  P.  W.  Hinrich»en,  ifiU.  k.  MnUrUU-}>nif.  Ami..  25.  321,  1886. 

'  A.  M.  Petew,  J0ur«.  Amer.  C'lum.  Soc.,  35.  143,  1803, 
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25  c.c.  of  -^N-potassium  permanganate  to  1  grm.  of  the  dried  (110')  and 
powdered  clay  in  a  250-c.c.  Erlenmeyer's  flask.  When  the  powder  is  all 
moistened,  add  100  c.c.  of  a  10*per  cent,  solution  of  sulphuric  acid,*  and  shake 
the  flask.  If  the  colour  of  the  potassium  permanganate  be  discharged,  add  a 
second  25  c.c.  of  the  permanganate  solution.  Heat  the  mixture  on  a  water  bath, 
with  occasional  shaking,  for  about  half  an  hour.^  Rim  10  c.c.  of  y^^^N-oxalic  into 
the  flask.^  Let  the  mixture  stay  on  the  water  bath  a  few  minutes  longer.  All 
the  brown  manganic  compounds  should  have  passed  into  solution.  The  excess 
of  oxalic  acid  is  titrated  with  standard  potassium  permanganate.  Three  one- 
gram  samples  should  be  used.  The  results  are  calculated  to  "  oxygen  consumed 
by  the  limestone.''  A  resistant  limestone  according  to  Peters*  experiments, 
required  less  than  0*4  grm.  of  oxygen,  while  limestone  which  weathered  easily 
required  over  0*6  grm.  of  oxygen.*  One  gram  of  potassium  permanganate,  it  will 
be  remembered,  furnishes  0*395  gram  of  oxygen  (page  193). 

§  323.  The  Volumetric  Determination  of  Sulphates — 

Raschig's  Process. 

Benzidine  hydrochloride — Ci2Hg(NH2)2.2HCl — in  aqueous  solution  is  hydro- 
lysed  in  such  a  way  that  the  solution  behaves  as  if  it  contained  neutral  benzidine 
— C,2Hg(N  112)2 — ^^^  hydrochloric  acid.  If  such  a  solution  be  titrated  with 
soda  lye,  the  phenolphthalein  will  develop  a  pink  coloration  after  all  the  acid 
is  neutralised  by  the  soda.  The  reaction  is  quantitative.  Suppose,  further,  an 
excess  of  benzidine  hydrochloride  be  added  to  a  solution  containing,  say,  sodium 
sulphate,  sparingly  soluble  benzidine  sulphate — Ci2H8(N  112)2 — ^^^^  ^®  precipitated : 

Ci2Hr(NH2)3  .  2HC1  +  NagSO^  =  2NaCl  +  Ci2H8(NH2)2 .  H2SO4. 

The  excess  of  benzidine  hydrochloride  can  then  be  determined  by  titration  with 
soda  lye.  The  difference  between  the  titre  of  the  benzidine  hydrochloride  added 
to  the  sulphate  solution,  and  that  of  the  benzidine  hydrochloride  remaining  after 
the  precipitation  of  the  benzidine  sulphate,  represents  the  "sulphate"  in  the 
given  solution.  This  method,  due  to  Miiller,  presupposes  that  the  sulphate 
solution  is  exactly  neutral.  Since  aluminium,  iron,  zinc,  and  other  sulphates 
are  not  neutral,  these  bases  should  be  absent.  Some  of  the  benzidine  hydro- 
chloride is  also  absorbed  by  the  precipitated  sulphate,  and  this  leads  to  high 
results.  The  latter  difficulty  is  less  marked  if  the  precipitation  be  effected  in 
hot  solutions. 

Instead  of  proceeding  by  Miiller's  process,  it  is  better  to  follow  Raschig's 
variation,^  and  treat  the  precipitated  benzidine  sulphate  with  soda  lye,  using 

^  110  cc  of  suluhuric  acid  (sp.  gr.  1'84)  and  1800  c.c.  of  water. 

'  Experiments  show  this  to  be  sufficient  to  oxidise  the  pyrites,  etc. 

'  More  if  necessary.  The  oxalic  acid  is  adjusted  so  that  at  least  10  cc.  is  present  in  excess 
of  that  which  has  been  oxidised  by  the  permanganate.  If  25  cc.  of  permanganate  were  added, 
80  cc  of  oxalic  acid  will  suffice,  provided  very  nttle  permanganate  was  reduc^  ;  otlierwise  more 
oxalic  aeid  will  be  required. 

*  Phosphoric  acid  can  be  determined,  if  desired,  in  the  solution  by  A.  L.  Emery's  volumetric 
process  {Jaum.  Anier.  C1um»  Soe.^  24.  896,  1902);  the  insoluble  residue  is  reported  as  "day 
and  sand." 

»  F.  Raschig,  Zeil.  angew.  Chem,,  16.  617,  118,  1908;  18.  331,  1905;  19.  331,  1906; 
0.  FriedheimandO.  Nydegger,  ih.,  ao.  9,  1907  ;  W.  Miiller,  16.,  16.  653,  1017,  1903  ;  Ber.,  35. 
1687,  1902;  W.  Miiller  and  K.  Dttrkes,  ZeiL  anal.  Chem.,  42.  477,  1903;  G.  von  Knorre, 
id.,  49.  461,  1910;  Chem,  Ind.,  28.  2,  1905;  0.  Nydegger,  Ueher  die  Btstimmwig  der 
SehwefeU&ure  dutch  Benzidin,  Bern,  1907;  0.  Huber,  Chein.  Ztg,,  29.  1227,  1905;  K.  K. 
Jarvinen,  Ann,  Acad,  Sci,  FsimiecB,  2.  iv,  xvi,  1912 ;  A.  Heczko,  Zeit.  anal,  Chcm.,  50.  748, 
1912;  51.  1,  1912  ;  K.  K.  Jarvinen,  A7in.  Acad.  ScUtU.  Fcnnicm,  2.  A,  4,  1910 ;  16,  1911. 


628  A   TREATISE   ON   CHEMICAL   ANALYSIS. 

phenolphthalein  as  indicator.     The  end  of  the  reaction  is  represented  by  the 
equation : 

C,2H8(NH,)3.  HjSO^  +  2NaOH  =  Na^SO^  +  2H,0  +  Ci2H8(NHj)2. 

The  Precipitation, — Pour,  say,  20  c.c.  of  the  neutral  or  feebly  acid  solution 
of  the  given  sulphate,  with  constant  stirring,  into  500  c.c.  of  a  cold  solution 
of  benzidine  hydrochloride  *  in  a  600-c.c.  Erlenmeyer's  flask.  Stir  the  mixture 
well  with  a  glass  rod.  The  voluminous  crystalline  precipitate  of  benzidine 
sulphate  is  allowed  to  settle  for  about  1 5  minutes,  and  then  separated  by  suction 
through  a  Witt's  filter  plate  (page  103)  ^ — 4  cm.  diameter  on  the  upper  side, 
and  3*5  cm.  on  the  lower  side.  The  supernatant  clear  liquid  is  poured  through 
the  funnel,  and  the  precipitate  transferred  by  shaking  the  last  fifth  of  the  liquid 
before  it  is  poured  into  the  funnel.  Any  precipitate  which  sticks  to  the  sides 
of  the  flasks  in  which  the  precipitation  was  made  can  be  washed  with  some  of 
the  clear  filtrate,  or  a  special  wash -bottle  with  benzidine  solution  can  be  used. 
Take  care  that  no  cracks  appear  in  the  precipitate  as  the  last  drop  of  mother 
liquid  drains  from  the  filter  plate.  Wash  the  precipitate  twice  with  5-10  c.c. 
of  water  ^  from  a  wash-bottle  directed  so  as  to  wash  down  the  sulphate  adhering 
to  the  sides  of  the  funnel.  As  the  last  of  the  wash-water  drains  off,  disconnect 
the  filtration  flask  from  the  pump.**  This  must  be  done  before  the  precipitate 
contracts  to  a  more  or  less  dry  silver-grey  skin.* 

The  Transfer  of  the  Precipitate  to  the  Titration  Flask. — The  funnel  is  then 
inclined  at  an  angle  of  about  45',  and  a  glass  rod  inserted  through  the  stem 
of  the  funnel  so  as  to  turn  the  filter  plate  and  precipitate  over  on  to  the  walls 
of  the  funnel,  with  the  plate  uppermost.  The  filter  plate  is  removed,  and  the 
precipitate  transferred  to  a  250-c.c.  Erlenmeyer's  flask  by  the  aid  of  a  glass  rod. 
The  filter  paper  is  squeezed  into  a  roll,  and  also  dropped  into  the  flask.  The 
funnel  is  placed  against  the  mouth  of  the  flask,  and  any  adhering  benzidine 
sulphate  is  washed  into  the  flask  with  a  vigorous  jet  of  water.  In  all,  about 
25  c.c.  of  water  should  be  used  for  the  transfer.  If  any  particles  of  the 
precipitate  remain  on  the  funnel,  it  is  best  to  wipe  them  ofi^  with  a  small  filter- 


^  Benzidine  Hydrochloride. —Rub  40  Rrms.  of  benzidine  thoroughlv  with  40  c.c.  of  water, 
and  wash  the  "  slip  "  into  a  litre  flask  with  about  750  c.c.  of  water.  Ada  50  o.c.  of  concentrated 
hydrochloric  acid  (sp.  sr.  1*9),  and  when  all  is  dissolved  to  a  clear  brown  solution,  fill  the 
flask  up  to  the  litre  mark  with  water.  If  the  solution  be  turbid,  filter.  For  use,  this  solution 
is  diluted  with  twenty  tiroes  its  volume  of  water.  150  o.c.  will  suffice  for  the  precipitation 
of  0*1  grm.  of  H2SO4.  Brown  flecks  may  separate  from  the  solution  on  long  stanaing.  These 
do  no  particular  harm.     Benzidine  costs  about  2s.  6d.  per  kilo. 

^  The  filter  plate  is  covered  with  two  discs  of  moistened  filter  paper.  The  discs  of  filter 
paper  are  4*6  cm  in  diameter.  The  projecting  3-mm.  rim  of  the  filter  pai)er  discs  is 
carefully  pressed  against  the  sides  of  the  funnel  by  means  of  a  glass  rod  with  a  square  end. 
Successful  work  de|)ends  VL\yon  the  tight  closing  of  the  joint  between  the  funnel  and  the 
filter  paper. 

^  The  benzidine  sulphate  is  slightly  soluble  in  water.  By  proceeding  in  this  manner,  the 
loss  from  this  cause  can  be  reduced  to  a  minimum. 

*  Make  sure  that  all  the  sulphuric  acid  has  been  precipitated,  by  testing  the  filtrate  with 
barium  chloride  solution.  No  precipitate  should  be  produced,  but  after  standing  15  minutes 
a  slight  turbidity  will  probably  appear  owing  to  the  decomposition  of  the  trace  of  benzidine 
sulphate  in  the  filtrate.  The  loss  from  this  source  is  very  small,  and  it  is  compensated  by 
the  slight  excess  of  the  T^jN-NaOH — one  or  two  dro|>s,  carrestK)nding  with  0*12  to  0*2  per 
cent,  of  sulphur— required  for  colouring  the  phenolphthalein  absorbed  by  the  pulp  of  the  filter 
{ui|)er  in  the  flask  during  the  titration. 

^  Dried  benzidine  sulphate  cannot  be  properly  distributed  through  the  water,  and, 
in  consequence,  it  will  be  but  slowly  decomposed  by  the  sodium  hydroxide  during  the 
titration.  The  results  will  then  be  low.  If  by  accident  undecomposed  flakes  of  benzidine 
sulphate  should  appear  in  the  liquid,  boiling  with  a  small  known  excess  of  sodium  hydroxide 
will  eflect  decom|K>8itiou.  The  excess  of  soda  can  be  determined  by  back  titration  with 
standard  acid. 
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paper  awab,  and  transfer  the  latter  to  the  flask.  The  benzidine  sulphate  should  now 
be  all  in  the  flask.  Close  the  flask  with  a  rubber  stopper  and  shake  it  thoroughly, 
80  as  to  form  a  kind  of  slurry — precipitate,  filter  paper,  and  water— quite  free 
from  lumps  of  benzidine  sulphate.  Remove  the  stopper  from  the  flask  and  wash 
back  any  adhering  particles  of  the  sulphate  with  a  few  drops  of  water. 

The  Titratuyiu — Add  about  2  c.c.  of  phenolphthalein,^  and  titrate  the 
solution  with  ^N-sodium  hydroxide  until  the  red  colour  of  the  indicator  appears. 
Warm  the  flask  over  a  flame  until  the  colour  has  disappeared,  and  continue  the 
titration  until  a  faint  red  appears.  Again  heat  the  flask  until  the  liquid  boils, 
80  as  to  expel  the  carbon  dioxide.  The  end  of  the  titration  is  represented  by 
the  appearance  of  a  faint  red  colour  in  the  liquid.^  At  the  end  of  the  titration 
one  or  two  drops  of  y^^N-hydrochloric  acid  should  remove  the  colour,  and  this 
should  not  reappear  after  boiling  two  minutes. 

Example. — 100  c.c.  of  a  solution  of  sulphate  were  poured  into  500  cc.  of  the  benzidine 
solution,  and,  after  filtering,  etc.,  the  solution  was  washed  with  20  cc.  of  water.  The 
benzidine  sulphate  slurry  required  49*15  cc.  of  ^N-NaOH  to  develop  the  proper 
coloration.  Here,  49*15  cc  of  ^N-NaOH  represent  0*2408  grm.  of  H^S04.  -^^  * 
matter  of  fact,  the  solution  really  contained  0*2430  grm.  of  HjSG^.  Hence,  the  error 
0*0022  grm.  approached  0*9  per  cent.  But  closer  results  can  be  obtained  after  a 
little  practice  in  the  method. 

Modification  in  the  Presence  of  Iron  Salts. — Nydegger  tried  the  eifect  of  slightly 
acidifying  the  solution  with  hydrochloric,  nitric,  and  acetic  acids ;  the  effect  of 
additions  of  potassium,  ammonium,  copper,  aluminium,  zinc,  and  chromium 
chlorides,  potassium  nitrate,  sodium  acetate,  and  ammonium,  zinc,  manganese, 
cobalt,  copper,  aluminium,  and  ferrous  sulphates.  The  results  were  quite  satis- 
factory. It  is  generally  considered  that  no  more  iron  should  be  present  than  is 
represented  by  Fe :  S.  If  ferric  iron  be  present,  some  will  be  occluded  with  the 
precipitated  benzidine  sulphate  and  spoil  the  result.  The  ferric  iron  should  be 
reduced  to  the  ferrous  condition  before  adding  the  benzidine  hydrochloride.  The 
reduction  is  best  made  with  hydroxylamine  hydrochloride,  as  described  below. 
Satisfactory  results  can  then  be  obtained  with  both  copper  and  iron  pyrites. 

For  pyrites,  Raschig  recommends  the  following  process: — 0*8  grm.  of  finely 
powdered  pyrites  is  placed  in  a  dry  200-c.c.  Erlenmeyer's  flask  with  5  c.c.  of 
fuming  nitric  acid.  Heat  the  mixture  on  a  water  bath,  with  a  funnel  in  the 
neck  of  the  flask  to  prevent  loss  by  spurting.  The  pyrites  should  be  decomposed 
in  about  half  an  hour.  Add  30  c.c.  of  water,  and  warm  the  mixture  a  short 
time  to  dissolve  the  iron  salts.  Dilute  the  solution — with  or  without  the 
removal  of  the  solid  residue — to  the  100-c.c.  mark  in  a  measuring  flask. 
Pipette  20  cc.  of  this  solution  into  a  600-c.c.  beaker,  and  add  10  c.c.  of  a  one 
per  cent,  solution  of  hydroxylamine  hydrochloride,  and  500  cc.  of  the  benzidine 
solution.  Stir  the  mixture  with  a  glass  rod,  and  let  it  stand  15  minutes.  Then 
proceed  as  described  above.  ^ 

Errors, — With  a  little  practice,  the  results  obtained  by  this  method  for  sulphur 
in  pyrites,  etc.,  rival  in  accuracy  results  with  the  barium  chloride  process.  The 
more  important  sources  of  error  are:  (1)  the  slight  solubility  of  the  benzidine 
sulphate  in  water;  (2)  slight  adsorption  of  benzidine  hydrochloride  by  the 
precipitated  benzidine  sulphate ;  (3)  imperfect  titration  due  to  the  "  balling " 
of  the  sulphate  when  it  is  overdried;  (4)  imperfect  precipitation  of  sulphate 

^  This  unusually  lar^e  amount  of  indicator  is  needed  because  some  of  the  indicator  is 
absorbed  by  the  paper  pmp  in  the  flask. 

'  The  tint  can  be  recognised  through  the  fibres  of  the  filter  paper,  but,  if  necessary,  the 
paper  can  be  allowed  to  settle  to  facili^te  the  observation  of  the  end  coloration.  An  intense 
red  colour  shows  over- titration. 

'  The  number  of  cc.  of  tSN-NaOH  used  represents  the  per  cent,  of  sulphur  in  the  pyrites. 
The  other  four-fifths  of  the  solution  in  the  measuring  flask  can  be  used  for  cneok  determinations. 
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through  using  insufficieDt  benzidine  hydrochloride;  and  (5)  the  need  for  a 
Blight  excess  of  the  j'^N-NaOH  solution,  owing  to  adsorption  of  the  indicator  by 
the  paper  pulp.  Some  of  theae  errors  compensate  one  another.  The  time  needed 
for  the  determination  of  sulphur  in  pyrites  by  this  method  is  something  less  than 
one  and  a  half  hours,  but  the  method  is  time-saving  only  when  a  number  of 
determinatiooa  under  similar  conditions  have  to  be  made. 

§  324.  The  Detenninatioa  of  the  Soluble  Salts  in  Clays. 

The  "soluble  salts"  in  clays  are  responsible  for  certain  maoufacturiDg 
difficulties,  and  consequently  it  may  be  of  great  importance  to  determine  their 
nature  and  amount.  It  ia  not  sufficient  to  Ixiil  the  clay  with  water  and  remove 
the  soluble  matters  by  filtration  through  filter  paper,  or  by  settling.'     The  clay 


Fw,  189, — Filtration  through  porous  cone. 

is  sometimes  so  finely  divided  that  the  solid  cannot  be  separated  from  the  liquid  by 
filtratiou  even  through  a  dozen  filter  papers,  and  some  clays  take  so  long  to  settle 
that  the  solid  matter  appears  to  be  in  permanent  suspension.  The  turbid  filtrate 
may  be  evaporated  to  dryness  on  a  water  bath,  and  dried  at  110°.  The  residue  may 
then  be  eitracted  with  water,  and  the  filtrate  will  usually  be  quite  clear.^ 

The  most  satisfactory  method  is  to  filter  the  solution  through  biscuit 
pottery  or  alundum  ware  (page  621),*  paper  pulp,  or  similar  filtration  media.* 

'  R.  Freaenius,  AiUeUungsur  giMiUitaiiven  cheiiiischen  Anati/tt,  Bi&unschweif;,  3.  Sfl6,  ISS7  ; 
London,  a.  521,  1900. 

'  J.  Poet,  Chemtsch-technixlit  Analyse,  Braunschweig,  2.  98,  1(106. 

*  L.  J.  Briggfl  {Bull.  U.S.  Agrie.  Drpl.,  19,  31,  1902)  and  0.  Sclireiner  arid  Q,  H.  Failjer 
(ib.,  31.  12,  1906) forced  the  aolutjaii  tbrough  a  Pasteur- Clmmberlain  water  lilterb;  mmaa  ^  > 
force-pnmv.  J.  W.  Mellor,  Trans.  Eng.  Ver.  S09.,  5.  54,  1906  ;  Pot.  Qac.,  33.  1040,  IBOi  : 
C.  E.  Monroe,  Amer.  J.  Scieiux  (8),  1.  838,  1871 ;  Clieia.  Neva,  24.  78,  187!  :  V.  Klain,  Amer. 
J  PhaTvi.,  83.  342,  1911  i  E.  B.  Forbes,  Joum.  Lid.  Eng.  Vhem.,  4.  644,  1812  ;  G.  L.  Spencer, 
ib.,  4.  614,  1912  i  M.  A.  Willianison  and  P.  A.  Bo«ck,  ib.,  4.  672,  1812 ;  H.  0.  AndersoD,  ii., 
3.  42,  1911  ;  L.  £.  Saunders,  Mel.  Chem.  Eng.,  9.  2G7,  1811  ;  W.  Pukall,  Btr.,  36.  11S9, 
1893 ;  Chem.  Neva,  73.  S6,  1895. 

*  E.  Oreiner,  Spreth.,  43.  389, 1809. 
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A  Goooh'B  crucible  in  which  the  bottom  of  the  crucible  has  neither  been  per- 
forated nor  glazed,  or  a  biscuit  crucible,  can  be  glazed  inside  and  outside  to 
within  half  a  centimetre  from  the  bottom.  This  crucible  is  fitted  up  like  the 
regular  Gooch's  crucible,  fig.  56.  Instead  of  using  crucibles  with  a  biscuit 
bottom,  cones  of  porous  earthenware  can  be  used.  These  can  either  be  fitted 
inside  a  suitable  funnel,  or  fitted  to  the  funnel-like  neck  of  a  Walther's  filtration 
flask,^  as  indicated  in  fig.  196.  The  porous  cone  is  fitted  into  the  funnel  by 
means  of  a  rubber  band,  so  as  to  make  a  tight  joint.  There  is  then  no  need  for 
the  perforated  stopper.^  Fig.  196  makes  the  arrangement  clear.  Eiimpler's 
filtration  cups,^  made  of  thick,  porous  filter  paper,  are  sometimes  convenient  for 
filtering  solutions  which  give  trouble  with  ordinary  filter  paper.  Care  should 
be  taken  to  get  the  crucible  ^  and  filter  paper  to  fit  as  indicated  in  the  diagram, 
fig.  197.  The  inner  layer  in  the  diagram  represents  a  section  of  the  Riimpler's 
cup,  and  the  outer  layer,  the  crucible. 

To  conduct  an  experiment :  boil  about  5  grms.  of  the  finely  powdered  clay 
with  about  250  c.c.  of  water  (distilled)  in  a  resistance  glass  flask  for  about  half 
an  hour.  Restore  the  water  lost  by  evaporation 
from  time  to  time.  After  the  clay  has  settled 
somewhat,  pour  the  liquid  through  the  biscuit 
earthenware  cone,  fig.  196.  The  pump  is  now 
turned  on,  and  the  cone  is  kept  filled  with  liquid. 
The  residue  is  washed  with  hot  distilled  water, 
and  the  filtrate  is  evaporated  to  dryness  in  a 
weighed  dish.  The  residue  is  dried  at,  say,  110*, 
and  the  amount  of  the  residue  is  expressed  as  a 
percentage  fraction  of  the  original  clay.  The 
clay  sometimes  clogs  the  pores  of  the  cone,  so 
that  filtration  is  extremely  slow.  In  that  case, 
the  liquid  can  be  filtered  first  through  a  Eiimpler's 
cup  (fig.  197),  and  afterwards  through  the  biscuit 
cone.  The  washing  should  be  conducted  until  a 
few  drops  of  the  liquid  running  from  the  clay 
leave  no  perceptible  residue  when  evaporated  to 
dryness  on  platinum  foil.  The  result  of  this 
experiment  does  not  necessarily  represent  the  whole  of  the  soluble  salts  in  the 
clay.  Some  may  be  adsorbed  by  the  clay  in  such  a  way  that  they  can  only  be 
removed,  if  at  all,  by  an  extremely  prolonged  washing.  However,  the  adsorbed 
salts  which  are  not  removed  by  washing  are  not  of  importance  from  the  point 
of  view  of  "soluble  salts,"  and  the  result  actually  obtained  is  the  datum  required. 
The  silica,  alumina,  etc.,  can  be  determined  in  the  residue  in  the  ordinary  manner 
(pages  167  seq,). 


fiiBtnaiai20Ci  B I 

Fio.  197.— Filtration  by 
Rilmpler's  shells. 


§  325.  The  Determination  of  Sulphates  by  the  Turbidity  Process. 

The  sulphates  in  the  clear  solution,  say,  from  the  preceding  operation,  can 
be  determined  as  barium  sulphate  by  the  method  of  page  617  ;  or,  more  rapidly, 
if  a  number  of  determinations  have  to  be  made,  by  comparing  the  turbidity  of 

*  J.  Walther,  P?Mrm.  Centr.,  530,  1898. 

2  The  air  in  the  rubber  rings,  under  low  pressure  inside  the  flask— j)owerful  suction— is  apt 
to  expand  and  burst  the  ring.  Solid  rubber  rings  do  not  work  so  well  unless  they  are  made  of 
soft,  very  yielding  rubber.    These  are  not  at  present  easily  obtained. 

3  A.  Riimpler,  Deut,  Zvckerind.,  ao.  21, 1904. 

*  The  cups  fit  crucibles  6*5  cm.  bign,  6  "4  cm.  upper  diameter,  and  8*2  era.  diameter  at  the 
base  (outside  measurements). 
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a  solution  containing  a  known  amount  of  barium  sulphate  in  suspension  with 
that  produced  in  the  given  solution  by  the  addition  of  barium  chloride.  The 
solutions  must  be  dilute  enough  to  produce  an  opalescent)  and  not  a  settling 
precipitate.  The  opalescence  depends  largely  on  the  size  of  the  particles  pre- 
cipitated in  the  solution,  and  this,  in  turn,  is  determined  by  the  physical  condition 
of  the  solution — temperature,  nature  of  other  salts  in  solution,  etc.  The  method 
gives  fairly  satisfactory  results  for  industrial  work  when  speed  is  a  vital  factor. 
The  standard  and  the  solution  under  investigation  should  not  be  widely  difTerent 
in  strength,  and,  in  consequence,  a  preliminary  comparison  should  be  made  in 
test  tubes.  If  the  solution  under  investigation  gives  a  very  much  more  turbid 
solution  than  the  standard,  it  should  be  diluted ;  and  conversely.  The  solutions 
are  not  to  be  diluted  after  the  addition  of  barium  chloride.^ 

Standard  Solution, — A  standard  solution  of  calcium  sulphate  is  made  by 
dissolving  0*9  grm.  of  calcium  sulphate — CaS04.2H20 — in  a  litre  flask,  so  that 
1  c.c.  contains  the  equivalent  of  0*0005  grm.  SO^.  Make  25  c.c.  of  this  standard 
solution  up  to  a  litre.  Pipette,  say,  100  c.c.  into  a  wide-mouthed  bottle.  Add 
0*1  to  0*2  grm.  of  powdered  crystalline  barium  chloride  and  shake  vigorously  at 
intervals  of  30  minutes.  Pipette  50  c.c.  of  this  solution  into  a  Nessler's  glass 
surrounded  by  black  paper  or  a  black  velvet  jacket. 

Test  Solution, — Make  the  solution  from,  say,  10  grms.  of  clay  up  to  250  c.c. 
with  water ;  acidify  with  hydrochloric  acid.  Pipette,  say,  100  c.c.  of  this  solution 
into  a  tightly  stoppered  wide-mouthed  bottle,  and  treat  this  as  just  described 
for  the  standard  solution. 

Comparison. — Place  the  test  solution  in  a  burette  and  run  it  into  a  Nessler's 
glass  fitted  with  a  black  jacket,  as  indicated  above,  until  the  solutions  in  the  two 
Nessler's  glasses  appear  to  have  the  same  turbidity.  The  comparison  is  made 
with  the  Nessler's  glasses  resting  upon  a  plate  of  clear  glass  supported  over  a 
sheet  of  black  paper. 

Calculations. — Suppose  that  the  two  solutions  have  the  same  tiirbidity  when 
13  c.c.  have  been  run  from  the  burette.  Then  13  c.c.  of  the  given  solution  have 
the  same  turbidity  as  50  c.c.  of  the  standard,  i.e.  as  0*000625  grm.  SO^. 
Hence,  250  c.c.  will  have  the  equivalent  of 

250  X  0-000625     .^.^  „ 
— =0*012  grm.  SO^. 

Hence,  10  grms.  of  the  clay  have  the  equivalent  of  0*012  grm.  of  SO^;  or, 
0*12  per  cent.  SO^;  or  0*22  per  cent.  CaSO^. 

The  most  important  disturbing  influences  arise  from  the  introduction  of  side- 
lights during  the  comparison  of  the  colours ;  and  the  mode  of  precipitation — 
hot  or  cold,  with  the  solid  salt  or  with  an  aqueous  solution,  and  whether  the 
readings  be  made  at  once  or  after  the  solution  has  stood  some  time.  Con- 
sequently, it  is  necessary  to  follow  rigorouslt/  the  same  procedure  in  preparing  the 
standard  and  the  test  solutions. 

Instead  of  employing  Nessler's  glasses  for  the  comparison,  Richards  and 
Wells  use  a  special  instrument  which  they  call  a  nephelometer,  for  comparing 
the  turbidity  of  diflerent  solutions.  Hind  and  Jackson  read  the  depth  of 
the  turbid  liquid  at  which  a  standard  sperm  or  wax  candle  flame  just 
ceases  to  be  visible ;  the  corresponding  amount  of  SO^  is  read  directly  from  a 


*  T.  W.  Richards  and  R.  0.  Wells,  Amer.  Chem.  Jowm.^  31.  285,  1904;  Joum.  Amsr. 
Chem.  Soc.,  27.  459,  1905  ;  J.  L.  D.  Hinds,  ib.,  z8.  661,  1896 ;  22.  269,  1900 ;  Chem.  News, 
73.  286,  299,  1896 ;  D.  D.  Jackson,  J(mrrL  Amer.  Chtm.  Soe.,  23.  799.  1901 ;  S.  W.  Parr  and 
0.  H.  M*Clure,  ib.,  26.  1189,  1904 ;  S.  W.  Parr,  W.  F.  Wheeler,  and  B.  Berolzheimer,  Joum, 
Ind,  Eng.  Chem.,  z,  689,  1909. 
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standard  table  prepared  by  empirical  observations  with  solutions  of  known 
strength.^  The  cylinders  are  3*5  cm.  wide,  20  cm.  high,  and  graduated  from 
below  upwards.  The  cylinder  is  supported  over  the  lighted  candle,  and  the 
liquid  with  the  precipitate  in  suspension  is  poured  in  until  the  tip  of  the  candle 
flame  just  disappears. 

§  326.  The  Amount  of  Barium  Salt  required  to  make  the  Soluble 

Sulphates  in  a  Clay  Innocuous. 

Boil  40  grms.  of  the  clay  2  in  a  long-necked  flask  with  a  litre  of  water.  The 
soluble  sulphates  pass  into  solution.  Add  1  c.c.  of  a  standard  solution  of 
barium  chloride  containing  10  grms.  BaGlg  per  litre.  Shake  the  contents  of  the 
flask,  and  pipette  about  2  c.c.  of  the  contents  on  to  a  funnel  fitted  with  a  close- 
packed  filter  paper  over  a  test  tube.  This  test  tube  is  labelled  No.  I.  Add 
another  cubic  centimetre  of  the  barium  chloride  solution,  shake,  and  transfer 
about  2  c.c.  to  a  second  test  tube,  etc.,  labelled  No.  II.  This  operation  is 
repeaj:ed  with  a  series  of  test  tubes  ranged  in  order  so  that  each  tube  represents 
1  C.C.  more  barium  chloride  solution  than  the  tube  immediately  preceding,  and 
1  c.c.  less  than  the  tube  immediately  succeeding.  '  Add  about  3  drops  of  dilute 
sulphuric  acid  to  each  test  tube.  That  tube  in  which  a  turbidity  first  appears 
shows  the  tube  which  contains  sufficient  barium  chloride  to  react  with  the 
sulphates.  For  instance,  suppose  that  this  is  tube  No.  XIV.,  with  14  c.c.  of 
barium  chloride;  and  that  the  preceding  one,  No.  XIIL,  with  13  c.c,  is  clear. 
The  end  of  the  titration  is  somewhere  between  these  two  tubes,  say  13 "5  c.c.^ 

Practice*  shows  that  with  the  above  proportions  every  cubic  centimetre 
represents  1  lb.  of  barium  carbonate  to  be  mixed  with  a  ton  of  clay  to  transform 
the  soluble  sulphates  into  insoluble  and  inert  barium  sulphate.  Hence,  in  the 
example  under  consideration,  13  J  lbs.  of  barium  carbonate,  or  6^  lbs.  of  barium 
chloride,*  are  required  per  ton  of  clay.  The  results  agree  fairly  well  with 
practice,  although  the  method  has  many  faults.  If  much  more  than  20  c.c.  of 
barium  chloride  be  required,  the  soluble  salt  difficulty  cannot  be  cured  by  the 
baryta  method. 

Seger  and  Cramer®  have  a  more  elaborate  apparatus  than  that  just  indicated, 
but  it  requires  less  expert  manipulation.  The  results  are  similar.  Some  clays 
— t,g,  Wetley  marl — give  liquids  very  difficult  to  filter  clear,  and  it  is  not  then 
easy  to  determine  the  end  of  the  barium  chloride  titration  by  the  turbidity  of 
the  filtered  solution.  In  that  case,  it  is  necessary  to  separate  the  solution  from 
the  clay  by  filtration  through  biscuit  ware,  as  indicated  page  630. 

*  J.  I.  Hinds  gives  forSOj  the  relation  y= 0*0482 -faj,  where  x  is  the  cylinder  reading,  and 
y  the  percentage  value  of  SO3  sought ;  and  for  CaO  when  the  Ume  is  precipitated  as  calcium 
oxalate  y =0*036  -r  (a;  -  0*3).  Different  cylinders,  and  different'amounts  of  raw  material,  would, 
of  course,  require  different  formulee. 

*  Air-dried,  or  natural  undried  clay,  or  clay  dried  at  110**. 

*  C.  Beringer  and  J.  J.  Beringer,  Chem.  News^  59.  41,  1889  ;  R.  Wildenstein,  Zeit,  anaU 
Chem,,  I.  432,  1862. 

*  B.  Eerl,  Handbuch  der  Tonivaarenindiistrie,  Braunschweig,  71,  523,  1906. 

°  Relatively  more  of  the  insoluble  carbonate  is  needed  because  of  the  mixing  difficulty.  The 
soluble  chloride  is  relatively  easily  brought  in  contact  with  the  sulphates. 

*  H.  A.  Seger  and  E.  Cramer,  Tonirid.  Ztg.,  18.  637,  1894;  HUfs-GerdU  fUr  Beau/sicJUigtmg 
und  Vervollkommnung  des  Betriebes  von  Ziegeleien,  Berlin,  96,  1911. 
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THE  DETERMINATION  OF  THE  HALOGENS. 

§  327.  The  Detection  of  Fluorides. 

There  is  no  certain  direct  test  for  fluorides  in  silicates.  The  two  most  important 
reactions  available  for  qualitative  tests  are  (1)  the  evolution  of  hycj^^en 
fluoride,  which  occurs  when  a  fluoride  is  heated  with  concentrated  sulphuric 
acid.  The  reaction  is  expressed  in  chemical  symbols :  CaFg  +  HgSO^-^CaSO^  +  2HF. 
The  presence  of  the  hydrogen  fluoride  is  recognised  by  its  action  on  glass — the 
so-called  "  etching  test."  (2)  If  silica  or  a  silicate  be  present,  most  of  the  hydrogen 
fluoride  reacts  with  the  silica  to  form  silicon  fluoride — SiF^ — as  indicated  by 
the  symbols :  SiO^  +  4HF-»2H20  +  SiF^.  The  silicon  fluoride  will  not  etch  glass, 
but  it  will  react  with  a  drop  of  water,  forming  hydrofluosilicic  and  silicic  acids. 
Thus,  in  symbols:  3SiF4  +  3H20->2H2SiFg  +  H2Si08.  The  latter  gives  the  drop 
of  water  a  turbid  appearance — the  so-called  "hanging  drop  test."  If  the 
silicate  contains  fluorides  which  are  not  attacked  by  the  concentrated  acid,  it 
is  necessary  to  get  the  fluoride  in  a  form — say,  as  calcium  fluoride — susceptible 
to  attack  before  either  test  can  be  applied. 

The  Separation  of  Fluorine  as  Calcium  Flu^oride  from  Flno-Silicates  not 
attacked  by  Sulphuric  Add} — Mix  the  fluo-silicate  with  about  eight  times  its 
weight  of  sodium  carbonate,  fuse  the  mixture  in  a  platinum  crucible,  and  when 
the  mass  is  cold  extract  with  water.  The  solution  contains  sodium  fluoride  and 
sodium  silicate.  Remove  the  silica  by  adding  an  excess  of  Schaifgotsch's  solution, 
and  allow  the  mixture  to  stand  overnight  in  a  warm  place.  Filter,  and  evaporate 
the  filtrate  to  a  small  volume.  Add  a  little  phenol phthalein,  and  carefully  add 
dilute  hydrochloric  acid  from  a  burette  until  the  red  colour  of  the  solution 
disappears.  To  make  sure  the  mass  is  just  neutralised,  and  no  excess  of  acid 
is  present,  heat  the  solution  to  boiling — the  red  colour  will  reappear  as  the 
solution  cools — and  repeat  the  addition  of  hydrochloric  acid,  etc.,  until  the 
solution  is  only  faintly  coloured  on  boiling.  Add  an  excess  of  a  solution  of 
calcium  chloride,  and  again  boil  the  solution.  Filter  off  the  precipitate,  wash, 
dry,  and  ignite  in  a  platinum  crucible.  Add  acetic  acid,  and  evaporate  to 
dryness.  This  converts  any  calcium  carbonate  into  soluble  acetate.  Rub  up 
the  mixture  with  water,  and  filter  off  the  insoluble  calcium  fluoride.  Dry  and 
bum  off  the  filter  paper.     The  powder  is  then  ready  for  the  etching  test. 

The  Etching  Test — This  is  available  for  fluorides  which  are  free  from  silica 
or  silicates,  and  are  attacked  by  concentrated  sulphuric  acid.  A  small  clear 
glass  plate,  free  from  scratches,  is  thoroughly  cleaned  and  warmed.  A  little 
molten  wax  2  is  poured  on  to  the  warm  plate,  and  the  excess  drained  off,  so  that 


*  F.  P.  Treadwell,  Analytical  Chemistry,  New  York,  i.  852,  1903. 

^  Beeswax  ;  or,  better,  melt  together  equal  weights  of  carnauba  wax  and  paraflSn  wax,  and 


thoroughly  mix  by  stirring. 
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a  thin  uniform  layer  of  wax  remaina  spread  over  the  plate.  The  plate  is  allowed 
to  cool  in  a  faorizoatal  position.  While  the  wax  ie  still  warm,  make  a  small  «J< 
on  the  wax  with  a  pointed  instrument,  so  as  to  lay  bare,  but  not  to  scratch, 
the  glass.' 

The  powder  under  investigation  is  placed  in  a  platinum  crucible,*  along  with 
2  or  3  c.c.  of  concentrated  sulphuric  acid.*  Warm  the  upper  edge  of  the  crucible 
cautiously  and  quickly  with  a  small 
Same.  Press  the  glass  plate,  waxed  side 
downwards,  upon  the  crucible  so  that  the 
cross  is  in  the  centre  and  the  crucible  is 
sealed  to  the  plate  when  the  wax  cools. 
The  crucible  is  supported  in  a  hole  in  a 
piece  of  thick  asbestos  board,  cut  bo  as 
to  fit  the  crucible  tightly.  Put  two 
or  three  drops  of  water  on  the  glass 
plate  and  press  the  end  of  a  condenser  * 
(fig.  199)  down  on  to  the  plate.^  Heat 
the  crucible  for  about  half  an  hour  oTer 
a  small  flame — 9  mm.  high,  and  6  mm. 
below  the  bottom  of  the  crucible.  The 
disposition  of  the  apparatus  will  be 
obvious  from  fig.  198,  where  C  is  the 
condenser,  S  the  glass  plate,  A  the 
asbestos  board  and  crucible,  and  D  the 
micro-burner  for  heating  the  crucible.' 
When  the  mixture  has  been  heated  for 
about  an  hour,  remove  the  condenser 
and  plate.     Warm  the  plate  a  little,  and 

wipe  off  the  wax.      Clean  the  platoon  Fia.  1S8.— Etching  teat  for  duorideB. 

both  sides  with  polishing  powder  which 

will  not  scratch  the  glass.  Examine  the  plate  by  reflected  light  for  any  etching. 
A  test  should  not  be  considered  positive  unless  the  cross  can  be  seen  from  both 
sides  of  the  glass.' 

Woodman  and  Talbot^  state  that  their  process,  as  described  above,  will  give 

'  The  marks  are  beat  made  about  1  nun,  wide,  and  tl 
Ions.  The  ends  of  the  arma  of  the  cross  should  be  m 
with  a  scratching  diamond  or  lile. 

^  It  is  best  to  have  everything  in  the  cnioible  quit*  dry,  since  the  etching  ia  not  always  so 
well  defined  if  moisture  be  present 

'  The  HDlphuric  acid  must  be  free  from  fluorides.  This  can  be  determined  by  a  blank 
experiment.  If  fluorides  be  |>reaent,  they  can  be  removed  by  diluting  the  acid  with  wat«r  and 
evsporating  down  to  its  former  volume. 

*  Accoraing  to  Woodman  and  Talbot,  a  suitable  condenser  is  made  from  n  tube  resembling 
a  orbon  filter  tube  by  stretching  a  piece  of  sheet  rubber  (such  as  is  used  by  dentists)  over  the 
wide  end.  Tbe  diameter  of  the  tube  should  be  wider  than  the  platinum  crucible  ;  the  narrow 
end  is  fitted  with  the  necessanr  inlet  and  outlet  tubes. 

'  The  etching  ia  frequently  done  on  the  convex  side  of  a  waiad  watch-glass,  and  a  little  cold 
water  is  kept  in  the  watch-glass  to  prevent  the  wax  melting,  covering  the  oroas  with  wax,  and 
BO  stultifying  the  teat. 

'  It  ia  advisable  every  now  and  again  to  put  a  coupto  of  drops  of  water  on  tbe  plate  round 
the  edge  of  the  condenser  to  keep  the  wax  from  melting. 

''  Sulphuric  acid  may  corroae  tha  glass  so  that  the  cross  can  be  aeen  when  tbe  glass  is 
breathed  upon.     The  scouring  with  the  polishing  [lowder  usually  removes  the  sulphuric  acid 

"  A.  G.  Woodman  and  H.  P.  Talbot,  Joum.  Amer.  Chem.  Soc.,  28.  1437,  1908 ;  29.  1362, 
1907  ;  C.  Blorez,  C/utm.  News,  91.  39,  1B06  ;  A.  E.  Leaoh,  Arm.  Ilep.  Mau.  StaU  Board  tff 
ffealth,  36.  309, 1906  ;  Q.  W.  M.  Williams,  Ohmii.  World,  I.  2BB,  1912. 
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a  recognisable  test,  that  is,  the  cross  will  be  visible  from  both  sides  of  the  plate, 
with  1 : 5,000,000  parts  of  fluorine.  The  temperature  is  an  important  factor. 
It  is  not  possible  to  estimate  the  amount  of  fluorine  from  the  intensity  of  the 
etching,^  but  Woodman  and  Talbot  obtained  promising  results  by  varying  the 
temperature  of  the  crucible.     Thus,  they  state : 

Table  LXXIIL — Test  Analyies  for  the  Detection  of  Fluorine. 


Temperatare. 

DistiDgaishes  one  part 
of  fluorine  per 

79-  82* 
118" 
186* 

178-178' 
•'218-218' 

25,000-      100,000 

100,000-  1,000,000 

1,000,000-  6,000,000 

6,000,000-25,000,000 

less  than  25,000,000 

This  test  is  of  very  limited  application  so  far  as  the  silicate  industries  are 
concerned,  because  the  complete  absence  of  silica  is  essential  if  but  small 
quantities  of  fluorine  are  in  question. 

The  Hanging  Ih'op  Test. — About  half  a  gram  of  the  thoroughly  dried  powder 
under  investigation  is  well  mixed  with  about  0*1  grm.  of  dried  precipitate  silica 

and  placed  in  the  bottom  of  a  test  tube  about  5  cm.  long 
and  1  cm.  wide.  The  test  tube  A  (fig.  199)  is  fitted  with 
a  one-hole  rubber  stopper,  B,  The  stopper  carries  a  piece 
of  glass  tubing,  C,  closed  at  one  end,  and  inserted  in  the 
stopper  so  that  the  open  end  of  the  tube  extends  about 
3  mm.  below  the  stopper.  The  glass  tubing  C  is  nearly 
filled  with  two  drops  of  water,  D,  from  a  small  pipette. 
The  stopper  and  everything  else  inside  the  test  tube 
must  be  quite  dry.  Pipette  1  or  2  c.c.  of  concentrated 
sulphuric  acid  into  the  test  tube,  and  immediately  insert 
the  stopper  without  dislodging  the  drop  of  water  in  the 
little  tube.  Place  the  test  tube  in  a  beaker  of  water. 
Heat  the  water  to  boiling,  and,  after  20-30  minutes'  heat, 
ing,  if  the  substance  contains  appreciable  qiiantities  of 
fluorine,  a  heavy  gelatinous  ring  of  silicic  acid  will  be 
found  at  the  mouth  of  the  little  tube  carrying  the  drop 
of  water.  ^  With  a  little  practice,  or  by  conducting  the 
test  simultaneously  with  powders  containing  known  amounts  of  fluoride,  a 
rough  idea  can  be  formed  how  much  fluorine  is  present,  and  whether  the  com> 
pound  is  worth  a  quantitative  investigation  by,  say,  Oettel  and  Hempel's  process 
(page  646).     Carbonates  should  not  be  present,  or  the  stopper  may  be  blown 

1  H.  Ost,  Ber.,  26.  152,  1893  ;  but  see  O.  Renner,  Ueber  die  Bestimmung  des  Fluors,  Weida, 
i.  Th.,  1912. 

•-«  W.  Koj)p  {Ber.  Konig.  Sachs.  Oes.  Wisa.,  87,  1882)  has  modified  the  test.  A  small 
flask  with  exit  tube  is  thoroughly  dried,  and  a  mixture  of  the  finely  powdered  material  with  the 

Srecipitated  silica  is  placed  in  the  flask.  Pour  an  excess  of  concentrated  sulphuric  acid  into  the 
ask.  One  end  of  a  delivery  tube  is  fitted  to  the  flask,  and  the  other  end  dipped  into  a 
small  cylinder  containing  a  decigram  of  colourless  aniline  (or  ammonia)  in  80  cc.  of  water. 
Heat  the  flask  to  50*  or  60°.  A  white  deposit  about  the  part  of  the  delivery  tube  which  dips 
into  the  aniline  indicates  the  presence  of  fluorine.  The  white  glistening  crystalline  solid — aniline 
silicofluoride — which  forms  in  the  liquid  may  be  digested  with  a  solution  of  caustic  soda  in 
absolute  alcohol,  and  sodium  silicofluoride  will  be  formed.  See  also  P.  E.  Browning,  Amer.  J. 
Science  {i),  3^.  249,  1911  ;  E.  Rupp,  Znt.  Nahr.  Genusa.,  22.  496,  1911 ;  A.  Sartori,  Chem. 
Ztg.,  36.  229,  1912  ;  A.  Kickton  and  W.  Behncke,  ZeU.  Nahr,  Gemias.,  20.  198, 1910. 


Fio.  199.— Hanging 
drop  test  for  fluorides. 
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from  the  tube  or  the  tube  burst.     Hence,  carbonates  should  be  destroyed  by 
cahsination  before  the  test  is  applied. 

§  328.  The  Gravimetric  Determination  of  Fluorine  as 

Calcium  Fluoride. 

The  fluorides  in  many  silicates  are  not  decomposed  by  digestion  with  sulphuric 
acid,  and,  in  consequence,  it  is  necessary  to  get  such  fluorides  into  solution  before 
the  analysis  can  be  made.  When  much  fluorine  is  present  the  silica  must  be 
determined  by  a  special  process,  because  part  will  be  volatilised  as  silicon  tetra- 
fluoride  when  the  aqueous  extract  of  the  sodium  carbonate  fusion  is  evaporated  to 
dryness,  etc. 

According  to  Deville  and  Fouque,^  the  "  loss  on  ignition  "  can  be  determined 
without  losing  fluorine,  since  the  decomposition  of  the  calcium  fluoride  requires 
a  higher  temperature  than  for  the  expulsion  of  water.^  Alkaline  fluorides,  how- 
ever, volatilise  at  a  comparatively  low  temperature.  Thus,  0*549  grm.  of  sodium 
fluoride  lost  0*4  per  cent,  in  weight  when  heated  for  about  6  minutes  in  the  full 
flame  of  a  Bunsen's  burner;  0*2714  grm.  of  sodium  fluoride  lost  1*4  per  cent,  in 
weight  under  the  same  conditions ;  while  no  appreciable  loss  could  be  detected 
after  heating  15  minutes  with  the  flame  just  sufficient  to  redden  the  bottom  of 
the  platinum  crucible.  ^ 

The  methods  for  the  isolation  of  the  fluorides  are  rather  tedious.  That  usually 
employed  is  based  upon  one  proposed  by  Berzelius  and  Rose.^  The  compound  is 
decomposed  by  fusion  with  alkaline  carbonate — with  or  without  silica.  Silica 
and  the  bases  are  precipitated  from  the  solution  of  the  fused  cake  with  ammonium 
carbonate,  ammoniacal  zinc  oxide  (Berzelius'  solution),  or  ammoniacal  mercuric 
oxide  (Seemann's  solution),  and  from  the  resulting  solution,  calcium  or  barium 
fluoride,  together  with  the  oxalate,  sulphate  or  carbonate,  are  precipitated  from 
the  filtrate.  The  carbonate,  etc.,  is  removed  by  acetic  acid,  and  calcium  fluoride 
remains.^ 

The  First  Silica  Precipitation, — Two  grams  of  the  uncalcined  silicate  are  fused 
in  a  platinum  crucible  with  about  12  grms.  of  sodium  carbonate^  without  the 
blast.^  The  resulting  cake  is  leached  with  water,  filtered,  and  washed.  Some 
of  the  silica,  sodium  zirconate,  barium  and  calcium  carbonates,  if  present,  remain 
on  the  filter  paper.^  This  and  all  the  other  precipitates  are  reserved  for  the 
determination  of  silica,  etc. 

^  H.  St  C.  Deville  and  F.  Foaque,  Comj^.  Rtnd.^  58.  317,  1864.     See  page  639. 
^  If  there  is  any  danger  of  loss  of  fluorine  during  ignition,  G.  Tammann  (Zeit.  anal,  Chem, , 
24.  348,  1885)  recommends  adding  a  large  excess  of  sodinm  carbonate  or  barium  hydroxide. 

*  S.  Waldbott,  Joum,  Jmer.  Chem,  Soc,,  16.  418,  1894. 

*  J.  J.  Berzelius,  Pogg.  Ann.,  I.  169,  1824  ;  H.  Rose,  i6.,  79.  115,  1860;  T.  M.  Chatard. 
Trans.  Amer.  Inst,  Min.  Eng,,  21.  170,  1893  ;  F.  Wyatt,  The  Phosphates  of  America,  New 
York,  149,  1892;  T.  Korovaeff,  Joum,  prakt.  Chem.  (1),  85.  442,  1862;  P.  Jannasch, 
NeuesJahr.  Min.,  2.  123,  1888 ;  A.  A.  Koch,  Joum,  Amer.  Chem.  Soc.,  29.  1128,  1907  ;  W.  F. 
Hillebrand,  Bull.  U.S.  Qeol,  Sur,,  ^\22.  184,  1910  ;  L.  Fricke,  Stahl  Eisen,  24.  889,  1904  ;  E. 
Zdarck,  Zeit.  physiol.  Chem.,  69.  127,  1910 ;  E.  Daniel,  Zeit.  anorg.  Ch&n.,  38.  257,  1904. 

^  Small  amounts  of  fluorine  can  also  be  determined  colorimetrically  with  advantage — page  644. 

*  Calcium  fluoride  cannot  be  completely  decomposed  by  fusion  with  sodium  carbonate,  but 
the  decomposition  is  complete  if  the  fluoride  be  mixed  witn  silica  or  a  silicate.  Hence,  if  the 
fluorides  be  high,  and  the  silica  low,  the  addition  of  3  grms.  of  silica  is  recommended  to  ensure 
conmlete  decomposition  (page  647).    This  is  not  usually  needed  for  Cornish  stone,  nor  for  glazes. 

"*_  G.  Forchhammer  stated  that  all  the  fluorine  is  not  obtained  by  melting  silicates,  e.g,  topaz 
or  tonrmaline,  with  sodium  carbonate  ;  and  Stadeler  states  that  if  the  lid  be  removed  during  the 
fasion  there  will  be  a  loss  of  fluorine  {Joum.  prakt.  Chem.  (1),  99.  66,  1S66). 

^  If  sulphur,  zirconium,  and  chlorine  are  to  be  determined,  the  solution  from  the  fused  cake 
can  be  maoe  up  to  250  c.c.  Take  60  c.c.  for  the  sulphur ;  100  c.c.  for  the  fluorine  ;  aad  100  c.c. 
for  the  chlorine.  But  the  solutions  may  be  so  dilute  that  it  is  advisable  to  use  a  separate  sample 
for  these  determinations  rather  than  take  a  correspondingly  greater  amount  of  the  original 
sample  for  this  fusion. 
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The  Second  Silica  Precipitation, — The  filtrate  contains  the  fluorine  as 
alkaline  fluoride.  Introduce  10  grms.  of  solid  ammonium  carbonate,^  and 
digest  the  mixture  for  about  12  hours  at  about  40°,  whei*ebj  silica  and  alumina 
are  precipitated.  Filter  and  wash  the  precipitate  with  aqueous  ammonium 
carbonate.     The  filtrate  still  contains  some  silica. 

The  Third  Silica  Precipitation. — Evaporate  the  filtrate  to  dryness ;  ^  digest 
the  mass  with  water ;  and  neutralise  the  solution  very  carefully  with  nitric  acid, 
as  recommended  by  Treadwell,^  with  phenolphthalein  as  indicator :  Add  2N-nitric 
acid  from  a  burette  until  the  pink  colour  of  the  indicator  has  disappeared. 
Heat  the  solution  to  boiling,  and  the  red  colour  reappears.  When  cold,  again 
discharge  the  colour  of  the  indicator;  heat  to  boiling  as  before,  and  repeat 
the  operations  until  the  addition  of  1-1^  c.c.  of  2N-nitric  acid  suffices  to 
discharge  the  colour.  Add  5  c.c.  of  Seemann's  solution,^  and  evaporate  the 
mixture  until  the  smell  of  ammonia  has  disappeared.  Ammonia  interferes 
with  the  subsequent  precipitation  of  calcium  fluoride.  The  precipitate  con- 
tains traces  of  silica  and  mercury  oxide. ^  Filter  ofl"  the  precipitate,  and  wash 
with  water. 

The  Precipitation  of  the  Fluoride  as  Ccddwm  Fluoride, — Add  nitric  acid  to 
the  filtrate  until  the  alkaline  carbonate  is  nearly  decomposed.  If  too  much  acid 
be  present,  a  little  more  sodium  carbonate  must  be  added,  so  that  the  solution 
is  distinctly  alkaline.  Boil  with  a  large  excess  of  an  aqueous  solution  of  calcium 
chloride.*^    Calcium  carbonate  and  fluoride  are  precipitated.*^ 

The  Removal  of  Calcium  Carbonate, — Collect  the  precipitate  on  a  filter  paper,^ 


oth  and  spit  during  the  evaporation,  owing  to  the  decomposition 
Henco,  tne  dish  must  be  covered  by  a  clock-glass  as  lon^  as 
\rash  the  clock-glass,  and  of  course  let  the  washings  ran  into 


^  Not  the  nitrate  or  chloride,  in  order  to  avoid  loss  on  evaporation. 

^  The  liquid  is  inclined  to  froth  and  spit  during  the  evaporation,  owing  to  the  decomposition 
of  the  ammonium  carbonate, 
there  is  any  danger  of  loss.     Wash 
the  basin. 

'  F.  P.  Treadwell,  Kurzes  Lehrhuch  der  analytiache  Chemie,  Leipzig,  2.  389,  1911. 

*  Seemann's  Solution.— Moist,  freshly  precipitated  mercuric  oxide  (about  20  grms.)  is 
dissolved  to  saturation  in  Schaffgotsch's  solution.  The  mercuric  oxide  is  made  by  adding  an 
aqueous  solution  of  sodium  hydroxide  to  a  hot  saturated  solution  of  mercuric  chloride,  anofthe 
precipitate  is  washed  with  hot  water  until  a  portion  of  the  precipitate  volatilises  on  platinum 
foil  without  residue — F.  Seemann,  Zeil.  anal.  Chem.y  44.  348,  1905. 

Berzelius'  Solution.  —A  solution  of  ammonio-zinc  oxide,  as  originally  recommended  by 
J.  J.  Berzelius  {l,c, ),  is  sometimes  employed  for  the  puqiose  as  Seemann's.  Precipitate  an  aqueous 
solution  of  pure  zinc  sulphate  with  caustic  potash.  Filter,  wash  by  decantation,  and  dissolve 
the  precipitate  in  ammonia — M.  Kleinstiick,  ih.,  50.  697,  1912. 

^  Ana  phosphorus,  if  all  was  not  precipitated  with  the  alumina.  Test  with  a  solution  of 
ammonium  moiybdate.  If  phosphorus  be  present,  add  an  .excess  of  silver  nitrate  solution. 
This  precipitates  silver  phosphate  and  carbonate.  Warm  the  solution  in  order  to  coagulate 
the  precipitate,  and  filter.  Precipitate  the  excess  of  silver  nitrate  with  an  aqueous  solution 
of  sodium  chloride  (2£).  Boil  the  solution  to  coagulate  the  silver  chloride,  and  filter.  Add  a 
little  sodium  carbonate  until  the  solution  reacts  alkaline.  The  same  procedure  removes  any 
chromate  as  silver  chromate — W.  F.  Hillebrand,  Bull,  U.S.  Geol,  Sur.,  d22.  186,  1910. 

*  Calcium  Chloride  Solution.  —Dissolve  21  '93  grms.  of  the  crystalline  salt  (CaClg .  GH^O) 
in  100  c.c.  of  water  (2E). 

'^  G.  Starck  and  £.  Thorin  {Zeit.  anal,  Ohem.^  51.  14,  1912)  add  a  known  amount  of  oxalic 
acid  and  precipitate  the  fluorine  with  calcium  oxalate  by  the  addition  of  calcium  chloride  in  a 
solution  slightly  acidified  with  acetic  acid.  The  precipitate  is  filtered  on  asbestos,  dried  at 
210°,  and  weighed.  The  calculated  amount  of  calcium  oxalate  is  deduced,  and  the  ditferenoe 
represents  calcium  fluoride.  G.  Starck  [Zcit.  anorg.  Cfiem.y  70.  178,  1911 ;  G.  Starck  and 
E.  Thorin,  Zeit.  anal.  Oh^m.^  51.  14,  1912)  adds  lead  chloride  to  precipitate  lead  chloro- 
fluoride— PbFCl.  This  precipitate  has  a  high  molecular  weight  (page  382).  The  method  has 
not  been  thoroughly  tested,  but  it  promises  well. 

^  Calcium  fluoride  alone  gives  a  slimy  precipitate  which  is  very  difficult  to  filter,  but  in  the 
presence  of  calcium  oxalate  or  carbonate  it  filters  better.  The  calcium  fluoride  is  sparingly 
soluble  in  hydrochloric  and  nitric  acids,  and  almost  insoluble  in  acetic  acid.  The  precipitate 
is  more  soluble  in  the  presence  of  ammonium  salts. 
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wash  with  hot  water,  dry,  and  ignite  slowly  to  faint  redness,^  in  a  platinum 
cnicible.2  Add  dilute  acetic  acid  in  excess^  of  that  needed  to  dissolve  the 
calcium  oxide  and  carbonate.  Heat  in  a  covered  crucible  on  a  water  bath  until 
effervescence  ceases.  Evaporate  to  dryness.  Digest  the  residue  in  water  very 
slightly  acidulated  with  acetic  acid.^  Filter,  wash,  and  ignite  the  precipitate. 
If  much  fluorine  be  present,  the  digestion  with  acidulated  (acetic)  water  may  be 
repeated.  The  complete  removal  of  calcium  oxide  and  carbonate  is  shown  by 
the  absence  of  residue  when  a  drop  or  two  of  the  filtrate  is  evaporated  to  dry- 
ness on  a  piece  of  platinum  foil.  The  last  filter  paper  and  contents  with  the 
precipitated  calcium  fluoride  are  ignited  gently  to  faint  redness  in  a  platinum 
crucible — this  temperature  just  suffices  to  bum  off  the  filter  paper — the  crucible 
and  contents  are  then  weighed. 

Verification  of  the  Remit, — That  the  precipitate  is  really  calcium  fluoride 
should  be  confirmed  by  converting  the  calcium  fluoride  into  calcium  sulphate 
by  the  addition,  drop  by  drop,  of  concentrated  sulphuric  acid.  Drive  off  the 
excess  of  acid  by  evaporation,  and  test  the  fumes  for  hydrogen  fluoride  by  means 
of  a  greased  glass  plate  in  the  usual  manner.  Gradually  raise  the  temperature 
to  a  red  heat.  Cool,  and  weigh.  One  gram  of  CaFj  should  give  1*7436  grms. 
CaSO^.  If  the  weights  are  not  concordant,  as  they  rarely  are,  the  impurity 
may  be  silica,  calcium  silicate,  or  calcium  phosphate  arising  from  the  imperfect 
separation  of  silica  and  phosphorus.  Calcium  sulphate  may  also  be  present, 
due  to  the  imperfect  washing  of  the  precipitate.  Phosphorus  can  be  detected 
by  the  ammonium  molybdate  process  in  the  hot  nitric  acid  solution.  It  is 
difficult  to  decide  whether  the  impurity  be  calcium  silicate  or  silica.  In  the 
case  of  the  phosphate  and  silicate,  these  constituents  may  be  decomposed  by 
the  sulphuric  acid  treatment ;  but  in  the  case  of  silica  and  calcium  sulphate, 
it  is  possible  to  calculate  the  amount  of  calcium  fluoride  from  the  observed 
increase  in  weight.  If  the  observed  increase  in  weight  be  multiplied  by  1*3448, 
we  get  the  corresponding  amount  of  calcium  fluoride;  and  by  0*6543,  the 
corresponding  amount  of  fluorine.  The  raison  (Tetre  of  the  calculation  will 
appear  from  the  equation  : 

CaFg  +  H2S04->CaS04  +  2HF, 

where  136*16  represents  the  molecular  weight  of  calcium  sulphate,  and  78*09, 
the  molecular  weight  of  calcium  fluoride.  Hence,  when  the  sulphuric  and 
hydrofluoric  acids  have  been  driven  off,  an  increase  in  weight  of  58*07  gnus, 
will  represent  78*09  grms  of  calcium  fluoride,  or  38  grms.  of  fluorine.  Hence, 
if  w  represents   the  increase  in  weight  obtained  by  the  action   of   sulphuric 


^  A  slight  loss  of  fluorine  may  occur  by  ignition  of  the  filter  paper  in  contact  with  calcium 
fluoride.  G.  Tammann,  Zeit.  anal.  Chem.,  24.  328,  1886  ;  W.  F.  Hillobrand,  BiUl.  U.S.  Oeol. 
Sur.,  ^22.  186,  1910.  W.  Hempel  {Oasanalyti^che  Meihoden,  Braunschweig,  847,  1900)  found 
that  1*5  grms.  heated  1.5  minutes  at  1000*  lost  0*019  grm.  ;  and  at  a  dull  red  heat,  0*005  grm. 
F.  Seemann  {Zeit.  anal.  Chcm.,  44.  343,  1905)  noticed  a  loss  of  0*0008  grm.  when  a  gram  was 
heated  over  a  Teclu's  burner  at  1000° ;  and  F.  P.  Treadwell  and  A.  A.  Koch  {Zeit.  anal,  CJiem., 
43.  469,  1904)  found  a  loss  of  0*0002  grm.  after  ignition  for  10  minutes  over  a  Teclu*s  burner, 
and  0*0009  grm.  after  half  an  hour's  heating. 

'^  Instead  of  carrying  this  process  any  further,  we  may  proceed  to  pajje  641. 

'  If  the  precipitate  were  treated  directly  with  the  acetic  acid,  without  the  preliminary 
ignition,  the  proj)er  washing  of  the  fluoride  would  be  extremely  difficult. 

*  S.  L.  Penfieldand  J.  C.  Minor,  Amer.  J.  Science  (8),  47.  889,  1894  ;  W.  F.  Hillebrand, 
Bull.  U.S.  Oeol.  Sur.,  ^22.  186,  1910;  F.  P.  Treadwell  and  A.  A.  Koch,  Zeit.  anal.  Chem., 
43.  469,  1904.  According;  to  Treadwell  and  Koch  {I.e.),  the  loss  of  calcium  fluoride  per  100  c.c. 
of  wash-water  is  about  0  '0015  grm.  With  a  one-gram  sample,  therefore,  from  0  *04-0  *05  per  cent, 
of  fluorine  will  entirely  escape  observation  " — W.  F.  Hillebrand  {l.c.). 
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acid  on  the  given  sample,  the  corresponding  amount  x  of  fluorine  will  be  as 
5807:  tt?  =  38:  x',  or, 

Amount  of  fluorine  «  0'6543t^> ; 
and, 

Amount  of  calcium  fluoride  =  l'3447ii7. 
In  illustration, 

Calcium  fluoride  (found) 0*0426  grm. 

Calcium  sulphate  (found) 0*0724  grm. 

Calcium  sulphate  (theory) 0*0743  gnu. 

No  phosphates  or  silicates  were  present.  Hence,  it  is  assumed  that 
the  impurity  w^is  calcium  sulphate  not  perfectly  washed  away.  Consequently, 
the  amount  of  fluorine  in  the  2-grm.  sample  is  0*6543  x  (0*0724  -  00426)  =  0-0195 
grm.  Hence,  the  sample  has  0*98  per  cent,  of  fluorine;  or,  2*01  per  cent, 
of  calcium  fluoride. 

Errors, — Owing  to  the  relatively  small  amounts  of  fluorine  usually  present 
in  natural  silicates,  great  care  must  be  taken  to  prevent,  as  far  as  possible, 
any  contamination  of  the  calcium  fluoride.  The  chief  sources  of  error  are : 
(1)  loss  of  fluorides  owing  to  the  "adsorption"  by  the  voluminous  "silica" 
precipitates ;  ^  (2)  the  solubility  of  calcium  fluoride  in  water  and  acetic  acid ; 
(3)  loss  of  calcium  fluoride  by  volatilisation,  particularly  in  contact  with  the 
filter  papers;  and  (4)  the  contamination  of  the  precipitated  calcium  fluoride 
with  phosphates,  silica,  calcium  silicate,  or  calcium  sulphate. 

Correction  of  the  Analysis  ^*  Total  ^^  for  Fluorine. — In  summing  up  the  results 
of  a  silicate  analysis  which  includes  appreciable  amounts  of  fluorine  or  chlorine, 
the  sum  of  the  constituents  will  exceed  the  limit  "  100  ±0*5."  This  is  due  to 
the  fact  that  the  bases  have  been  calculated  as  oxides  when  some  of  the  bases 
were  really  present  as  fluorides  or  silicofluorides.  For  instance,  a  translucent 
white  glass  furnished  on  analysis :  ^ 

SiO,.        A\fis'        MnO.        ZnO.        MgO.        CaO.        NaaO.        F. 
64-8  9-3  1*1  7-0  0-2  1*9  10*8         81 

The  total  reaches  103*2.  But  38  grms.  of  fluorine  are  equivalent  to  16  grms. 
of  oxygen,  or  1  grm.  of  fluorine  is  equivalent  to  0*42105  grm.  of  oxygen. 
Consequently  8*1  grms.  of  fluorine  are  equivalent  to  8*1  x  0*421  =3*4  grms.  of 
oxygen.  Hence,  we  append  to  the  statement:  "Total,  103*2,"  "less  3*4  per 
cent  of  oxygen,  corresponding  with  8"1  per  cent,  of  fluorine." 

§  329.  The  Determination  of  Silica  in  the  Presence  of  Fluorides. 

For  reasons  stated  on  page  172,  the  silica  cannot  be  properly  determined 
by  the  method  of  page  167  when  fluorides  are  present,  but  it  can  be  determined 
in  the  "by-products"  of  the  fluorine  determination,  namely,  the  three 
precipitates  indicated  on  pages  637  and  638.  Each  filter  paper  is  spread  on 
a  watch-glass,  and  the  precipitates  rinsed  into  one  evaporating  basin  with 
dilute  hydrochloric  acid.  Ignite  the  filter  papers  separately,  and  add  the 
ashes  to  the  basin.  Decompose  the  precipitates  with  hydrochloric  acid,  and 
evaporate  to  dryness  on  a  water  bath.  The  silica  is  recovered  in  the  usual 
manner.  The  mercury  volatilises  on  ignition.  The  alumina,  titanic  oxide, 
ferric   oxide,   magnesia,   and   lime^  can   be   determined   separately  in  another 


^  Hence,  some  recommend  collecting  the  ditf'erent  '*  silica  precipitates/'  igniting,  and 
again  treating  the  residue  with  sodium  carbonate,  ammonium  carbonate,  etc. 

*  '*  Alumina"  in  the  analysis  includes  ferric  oxide. 

^  In  glazes,  the  lead,  tin,  etc.,  can  he  conveniently  determined  in  a  portion  decomposed 
with  sulphuric  and  hydrofluoric  acids. 
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portion  of  the  silicate  decompoBed  by  the  hydrofluoric   acid  treatment,  or  in 
the  filtrate  from  the  silica.^ 

§  330.  The  Gravimetric  Determination  of  Fluorine  as 

Potassium  Fluosilicate. 

In  Camot's  process  ^  for  the  determination  of  fluoride,  the  silicate  is  digested 
with  sulphuric  acid,  and  the  silicon  tetrafluoride  is  passed  into  an  aqueous 
solution  of  potassium  fluoride,^  and  finally  weighed  as  potassium  fluosilicate. 
Camot's  process  is  thus  based  upon  older  methods  by  Fresenius,  and  by  Wohler. 
The  method  gives  good  results  with  many  of  the  natural  fluorides  used  indus- 
trially, and  also  with  slags  and  frits.  All  these  are  supposed  to  be  decomposed 
by  hot  concentrated  sulphuric  acid.  Daniel  considers  that  methods  depending 
on  the  volatilisation  of  silicon  tetrafluoride  are  not  reliable  if  amorphous  silica,  or 
silicates,  be  present,  because  a  non-volatile  fluoride  may  be  formed  which  leads 
to  low  results.  On  the  other  hand,  Classen  ^  actually  recommends :  "  One  part 
of  powdered  quartz  and  0*5  part  of  precipitated  silica  is  to  be  intimately  mixed 
in  an  agate  mortar  with  the  substance  to  be  analysed.''  If  there  be  any  reason 
to  suspect  low  results  from  the  cause  indicated  by  Daniel,  the  silicate  cau  be 
treated  as  described  in  the  preceding  section.  When  all  the  silica  has  been 
separated,  and  the  j)recipitate  containing  calcium  fluoride  and  carbonate  has 
been  ignited,  the  mixture,  if  desired,  can  be  treated  by  Carnot's  process. 

7'Ad  Preparation  of  the  Svhstancefor  Analysis, — Two  grams  of  the  substance 
under  investigation  are  mixed  with  twice  their  own  weight  of  finely  ground,  dry, 
quartz  sand,^  or  rock  crystal.  If  the  sample  contains  other  than  about  0*1  grm. 
of  fluorine,  a  proportionally  less  or  greater  amount  than  2  grms.  may  be  taken.^ 

Fitting  up  the  Apparatus. — The  mixture  is  placed  in  an  Erlenmeyer's  flask  of 
about  150  or  250  c.c.  capacity  (-4,  fig.  200).  The  flask  is  closed  with  a  three-hole 
rubber  stopper,  and  connected  with  the  system  shown  in  the  diagram.  A 
Walter's    gas- washing  -  bottle  ^   (7,   charged   with  concentrated  sulphuric   acid, 

*  H.  Gilbert,  Corresp,  Ver.  anal.  Chem,,  3. 1, 1880.   SeeR.  Fresenius  and  E.  Hintz(^0i^.  anal, 
Chem.f  28.  824,  1889)  for  the  determination  of  silica,  etc.,  in  cryolite ;  Loczka,  tb.,  49.  328,  1910. 

'  A.  Carnot,  Ann.  Mines  (9),  3.  138,  1893  ;  Compt  Bend.,  114.  750,  1892 ;  Bull,  Soe. 
Ckim.  (8),  9.  71,  1893  ;  H.  Lasne,  ih.  (2),  50. 167, 1888  ;  Ann.  Chim.  Anal.,  2.  161, 182,  1897  ; 
E.  Coutal,  ift.,  2.  401, 1897  ;  A.  Liversidge,  Chem.  News,2^.  226,  1871  ;  G.  Harker,  ih.,  82.  66, 
64,  1900  ;  J.  Schuch,  ZeU,  Landw.  Vers.  Wes.  Ost.,  9.  631,  1904  ;  A.  Kupffer,  Arehiv  Nat, 
Liv.  Est.  Kurlands,  (1),  5.  114,  1874 ;  W.  E.  Burk,  Joum.  Amer.  Chem.  Soc.,  23.  826,  1901  ; 
P.  Jannasch  and  A.  Rontgen,  ZeU.  anorg.  Chem.,  9.  267,  1895 ;  K.  Daniel,  ib.,  38.  257,  1904  ; 
A.  Hilemann,  ib.,  51.  162,  1906  ;  J.  M.  van  Bemnielen,  ib.,  15.  84, 1897  ;  F.  Bullnheimer,  ZeU, 
angew.  Chem,,  14.  101,  1901 ;  E.  Prost  and  F.  Balthaser,  ih.,  14.  292,  1901 ;  Bull.  Assoc.  Belg, 
Chim.,  13.  453,  1899  :  H.  von  Kobell,  Jovm.  prakt.  Chem,  (1),  02.  385, 1864  ;  F.  Stolba,  ib,  (1), 
89.  129,  1863  ;  F.  Wohler,  Fogg.  Ann.,  48.  87,  1839  ;  J.  Brandl,  Liebifs  Ann,,  213.  1,  1882  ; 
H.  Schiff,  Liebig's  Ann.  Suppl.,  4.  27,  1865;  R.  Fresenius,  AnleUung  zur  quantUativen 
cJiemischen  Analyse,  Braunschweig,  I.  481, 1875 ;  ZeU.  anal,  Chem.,  5.  190, 1866  ;  S.  Bein,  ib., 
26.  733,  1887  ;  E.  Wrampelmeyer,  ib.,  32.  650,  1893 ;  J.  Oasares,  ib.,  34.  546,  1896 ;  44.  729, 
1905  ;  A.  Gautierand  P.  Clansman n,  Compt.  Bend,,  154. 1469, 1912  ;  H.  A.  Weber,  CeTitr.  Min,, 
2,  604,  1902. 

'  E.  Deladrier  {Chem.  Weekblad,  1,  324,  1904)  uses  a  solution  of  thorium  chloride,  and 
finally  weighs  the  precipitated  thorium  fluosilicate. 

^  A.  Clflssen,  Aitsgeipdhlte  Methoden  der  analytischen  Chemie,  Braunschweig,  2.  430,  1903. 

"  The  quartz  sand  should  be  moistened  with  sulphuric  acid,  and  calcined  to  remove  organic 
matter,  or  treated  by  Hempel's  process  of  purification  (page  647). 

•  For  example,  0*2  grm.  of  fluorspar  or  cryolite  will  suffice  ;  2  grms.  of  mineral  phosphates 
containing  from  2  to  3  per  cent  of  fluorine  ;  and  5  grms.  of  bone  ash  with  about  0*2  per  cent 
of  fluorine  can  be  taken  for  the  analysis.  If  the  silica  and  alumina  are  not  to  be  determined,  the 
preliminary  treatment  with  Seemann's  solution  may  not  be  needed.  The  ammonia  must,  how- 
ever, be  eliminated.  If  the  fluorides  are  completely  aecomposed  by  8ulj)huric  acid,  the  treatment 
with  sodium  carbonate  may  be  omitted  if  the  silica  is  not  to  be  determined. 

'  J.  Walter,  Dingier' s  Joum,,  251.  367,  1884. 

41 
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ia  alBO  Gtted  with  a  tube  B,  charged  with  soda  lime.     The  former  is  connected 
with  the  flask  containing  the  subslADce  uoder  investigation  by  means  of  a  tube 


FlO.  200. — Ths  det«rminiition  of  fluorine. 

extending  to  the  bottom  of  the  Erienraejer's  flask.  A,  The  fiask  A  is  also 
fitted  with  a  stoppered  fimnel  D,  leading  to  a  von  Babo's  or  similar  drying 
tube  E,  packed  with  glass  beads,  in  order  to  remove  any 
acid  vapours  which  might  rise  from  the  flask  (A).  The 
Emmerling's  tube  is  connected  with  a  tube  {F)  drawn  out 
at  one  end.  This  dips  2  or  3  mm.  beneath  the  surface  of 
10  c.c.  of  mercury  contained  in  a  small  cylindricsJ  vessel  closed 
by  a  two-hole  rubber  stopper  and  fitted  with  a  stoppered  tube 
(ff,  tig.  201).  This  vessel  is  shown  enlarged  in  the  sectional 
diagram,  fig.  202.  This  vessel  also  contains  about  20  c.c.  of  a 
neutral  solution  of  potassium  fluoride ' — 20-25  per  cent. 

The  utmost  care  must  be  taken  that  all  the  glass  parts 
between  B  and  G  be  thorouglily  dried.     The  dryiug  is  beet 
Fio.  201. — Decom-     effected  by  aspirating  a  current  of  dry  air  through  the  ap- 
poaiUon  Vessel.        paratus  while  the  different  parts  are  warmed. 

T}u  Deeompotilion  of  the  Fluoride. — Add  40  C.C.  of  con- 
centrated sulphuric  acid  ^  to  the  flask  A  by  means  of  the  funnel  D.  Aspirate  a 
current  of  air  through  the  system  so  that  about  one  bubble  per  second  rises 


'  PwTABHIUM  Fldobide  Souttion. —Commercial  potassium  fluoridfl  is  generally  acid  and 
attacks  glass.  To  iire(*re  this  for  the  work,  dissolve  26  grruB.  in  80  c.c.  of  diatilled  water  in  a 
platinum  dish ;  add  dilute  jjotash  solution,  drop  by  droji,  until  the  solution  is  neutral  to 
tincture  of  cochineal.  Add  absolute  alcohol,  drop  by  droji,  until  tjic  solution  diowa  a  faint 
turbidity.  Let  the  precipitate  settle  and  filter.  If  the  solution  ia  free  from  potaaaium  fluo- 
silicate,  it  should  give  no  precipitate  when  1 0  c.c.  ia  iniTed  with  40  c.  c  of  water  and  60  cc.  alcohol 
{BOpereeiit.). 

'Tbe  sulphuric  acid  should  be  free  from  oiides  of  nitrogan,  aud  hydrochloric  and  hydro- 
fluoric acids.  This  can  be  eB'ected  by  heating  the  acid  in  a  vlatinum  basin  alons  with  a  little 
powdered  quartt. 
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through  the  mercury  in  F,  The  flask  A  is  heated  in  a  suitable  oil  bath,  ZT,  and 
the  temperature  gradually  raised  to  150*  or  160*  (I' represents  a  thermometer). 
The  fluorides  in  A  commence  to  decompose  at  about  100*,  and  potassium 
fluosilicate  begins  to  separate  in  the  aqueous  solution  in  G,  If  any  bubbles  of 
the  fluosilicate  stick  to  the  walls  of  G^  they  must  be  broken  up  by  gently 
rotating  the  fluid.  When  no  new  bubbles  of  the  fluosilicate  are  formed,  aspirate 
air  a  little  more  vigorously  through  the  system  for  about  half  an  hour. 

The  Preparation  of  the  Potassium  Fluosilicate  for  Weighing. — Decant,  by 
means  of  a  pipette,  the  fluid  containing  the  clear  gelatinous  precipitate  into  an 
Erlenmeyer's  flask ;  wash  the  absorption  vessel  {G)  and  the  mercury  two  or  three 
times  with  a  little  distilled  water.^  The  main  liquid  and  the  washings  are 
collected  in  the  same  flask,  the  contents  of  which  should  not  exceed  100  c.c. 
Shake  the  liquid  with  its  own  volume  of  absolute  alcohol ;  let  the  mixture  stand 
2-3  hours ;  decant  the  clear  liquid  through  a  Gooch's  crucible  which  has  been 
dried  at  100*  and  weighed;  wash  the  precipitate  on  to  the  filter  with, a  mixture 
of  equal  volumes  of  water  and  alcohol,  taking  care  to  leave  any  globules  of  mercury 
in  the  flask ;  continue  washing  until  the  washings  give  no  precipitate  with 
calcium  chloride — 30-40  c.c.  of  the  dilute  alcohol  are  usually  sufficient.  Dry 
the  Gooch's  crucible  and  contents  at  100*,  and  weigh. 

Weighings. — ^A  half-gram  sample  of  purple  Cornish  stone,  when  treated  as 
described  above,  furnished : 

Crucible  and  precipitate 8*4619  grius. 

Crucible  alone 8  '4821  grms. 

Potasiiium  fluosilicate 0'0198grm. 

The  weight  of  the  potassium  fluosilicate,  multiplied  by  0*517,  gives  the  corre- 
sponding amount  of  fluorine;  and  by  1*06245,  the  corresponding  amount  of 
calcium  fluoride.  Hence,  the  sample  contained  the  equivalent  of  0*517  x  0*0198 
=  00102  grm.  or  204  percent,  of  fluorine;  or  1*06245  x  0*01 98  =  00210  grm. 
or  4*2  per  cent,  .of  calcium  fluoride. 

Disturbing  Factors, — This  method  gives  more  exact  results  with  less  trouble  in 
manipulation  than  by  the  precipitation  process  (page  637).  The  principal  sources 
of  error  are:  (1)  The  presence  of  moisture  in  the  air  or  the  tubes,  etc.,  through 
which  the  silicon  tetrafluoride  passes.  This  causes  a  decomposition  of  the 
silicon  fluoride  before  it  reaches  the  potassium  fluoride,  and  thus  causes  low 
results.  (2)  The  passage  of  sulphuric  acid  fumes  along  with  the  gases  from  the 
flask  A,  This  would  decompose  the  potassium  fluoride  in  the  receiving  vessel 
and  lead  to  the  formation  of  potassium  fluosilicate,  giving  high  results.  (3) 
Incomplete  decomposition  of  the  fluoride  in  the  flask  A  ;  and  (4)  the  action  of 
the  potassium  fluoride  on  the  glass.  To  avoid  the  latter,  Camot  recommends 
coating  the  surfaces  of  the  flasks  and  tubes  used  in  the  determination  with, 
say,  copal  resin. 

A  blank  experiment  will  soon  show  whether  the  reagents  and  method 
are  trustworthy.  When  chlorides  are  present,  a  U-tube  containing  pumice 
saturated  with  anhydrous  copper  sulphate  (page  554)  must  be  interposed  between 
E  and  F,  If  the  mercury  in  G  has  a  greenish  film  towards  the  end  of  an  experi- 
ment, iodides  are  probably  present.  If  so,  start  a  new  experiment  with  a  tube 
of  copper  turnings  interposed,  with  the  object  of  arresting  the  iodine.  If  organic 
matter  be  present,  this  should  be  removed  by  calcination  at  a  low  temperature ; 
but  since  there  is  some  danger  of  losing  fluorine  in  the  calcination,  a  tube  of 


^  If  the  fflass  is  attacked  the  experiment  is  vitiated.  Some  object  to  the  use  of  the 
*'  policeman,  since  it  removes  silica  from  the  glass.  The  silica  is  formed  by  the  action  of  the 
fluorides. 
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freshly  calcined  quicklime  may  be  interposed  between  the  copper  sulphate  tube 
and  G,  The  calciimi  oxide  tube  for  the  organic  matter  must  follow,  not  precede, 
the  copper  sulphate  tube,  since  hydrogen  chloride  in  contact  with  calcium  oxide 
might  form  some  water,  which  is  fatal  to  the  success  of  an  experiment. 

Offermann^i  Volumetric  Process. — Offermann  ^  proceeds  by  the  method  of 
Camot,  just  outlined,  but  he  collects  the  silicon  tetrafluoride  in  water,  and 
titrates  with  ^V^'P^^^^h  solution  with  cochineal  as  indicator:  3SiF4  +  4H20-> 
2H2SiFg  +  Si(0H)4 ;  and,  H2SiFe  +  6KOH->6KF  +  Si(OH)^  +  2H2O.  Hence,  one 
molecule  of  potash — KOH — corresponds  with  an  atom  of  fluorine — F.  If  phenol- 
phthalein  be  used  as  indicator,  the  reaction  is  H2SiFg  +  2KOH-*K2SiFg+  2H2O. 

§  331.  The  Colorimetric  Determination  of  Fluorine— 

Steiger's  Process. 

Steiger^  has  devised  a  process  for  the  determination  of  fluorine  which  is 
based  on  the  well-known  fact  that  the  presence  of  fluorine  has  a  powerful 
bleaching  effect  upon  the  yellow  colour  produced  when  a  solution  of  a  titanium 
salt  is  peroxidised  by  hydrogen  peroxide.  In  this  process  a  known  volume  of  the 
solution  containing  the  fluorine  is  mixed  with  a  known  amount  of  titanium.  The 
tint  of  this  solution  is  compared  in  a  colorimeter  with  a  second  solution  contain- 
ing an  equivalent  amount  of  titanium,  and  the  bleaching  eflect  is  recorded.  The 
extent  of  the  bleaching  enables  the  amount  of  fluorine  to  be  computed  as 
indicated  below. 

Preparation  of  the  Solution. — Fuse  2  grms.  of  the  powdered  and  dry  sample — 
say  Cornish  stone — with  8  grms.  of  sodium  carbonate,  and  extract  the  cold  mass 
with  hot  water.  Add  4  grms.  of  ammonium  carbonate.  Warm  the  mixture  for 
a  few  minutes,  and  continue  the  heating  on  a  water  bath  until  the  ammonium 
carbonate  is  destroyed,^  and  the  volume  of  the  liquid  does  not  exceed  75  c.c. 

Standard  Solution. — Pipette  10  c.c.  of  the  standard  solution  of  titanimn 
sulphate^  into  a  100-c.c.  flask  ;  add  4  c.c.  of  hydrogen  peroxide  and  3  c.c.  of  con- 
centrated sulphuric  acid.  Make  the  solution  up  to  the  mark  with  water.  100 
C.C.  of  this  solution  contain  0  01  grm.  of  TiO^ 

Test  Solution, — Add  3  or  4  c.c.  of  hydrogen  peroxide  to  the  75  c.c.  obtained 
during  the  evaporation  of  the  solution  containing  the  sample  under  investigation. 
Then  add  10  c.c.  of  the  standard  titanium  solution.^  Add  about  4  c.c.  of 
concentrated  sulphuric  acid  to  neutralise  the  sodium  carbonate  in  the  solution. 

*  H.  Offermann,  Zeit.  angew,  Chem.,  3.  616,  1890 ;  F.  Stolba,  Jaurn.  prctkt,  Chem,  (1),  89. 
129,  1863  ;  ZeU.  anal.  Client.,  2.  396,  1868  ;  J.  Zellner,  Monats.  Chem  .  18.  749,  1897 ;  T.  Haga 
and  Y.  Osaka,  Chem.  News,  71.  98,  1895  ;  S.  L.  Penfield,  16.,  39.  179,  1879  ;  Amer.  Chem. 
Joum.,  I.  27,  1879 ;  H.  Gilbert,  Corresp.  Ver.  anal.  Chem.,  3.  114,  1880  ;  A.  E.  Haswell,  Rep. 
anal.  Chem.,  6.  223,  1886  ;  G.  B.  van  Kampen,  Chem.  IVeehhlad,  8.  856,  1911.  S.  Bein  {Rep. 
anal.  Chem.,  6.  169,  1886)  collects  and  weighs  the  precipitated  silica. 

2  G.  Steiger,  Journ.  Amer.  Chem.  Soc.,  30.  219,  1908  ;  H.  E.  Mervin,  Amer.  J.  Science  (4), 
28.  119, 1909.  The  intense  reddish-brown  colour  furnished  by  titanic  salts  with  dihydroxymaleic 
acid  is  also  bleached  by  fluorine  in  an  analogous  way — H.  J.  fl.  Fenton,  Journ.  Chem.  Soe., 
93.  1064,  1908.  A.  Gautier  and  P.  Clausmann  {Compt.  Rend.,  154.  1670,  1758,  1912)  separate 
the  fluorine  as  lead  fluoride,  and  the  lead  is  subsequently  determined  colorimetricallv  (page  889). 

^  To  prevent  the  formation  of  ammonium  sulphate  later  on.  Ammonium  sulphate  leads  to 
high  results,  because  it,  like  fluorine,  bleaches  the  titanium  solution. 

*  Standard  Titanium  Sulphate. — Heat  an  intimate  mixture  of  1  grm.  of  titanium  dioxide 
and  3  grms.  of  ammonium  persulphate  until  the  vigorous  reaction  has  ceased.  Drive  off  the 
ammonium  pereulphate  by  heat.  Heat  the  residue  with  20  c.c.  of  concentrated  sulphuric  acid 
(sp.  gr.  1*84)  until  the  acid  fumes  copiously.  Pour  the  cold  solution  into  800  c.c.  of  water.  The 
titanium  oxide  soon  dissolves.  Then  add  57*5  c.c.  of  concentrated  sulphuric  acid,  and  make  the 
solution  up  to  a  litre.  The  solution  contains  0 '001  grm.  of  TiOj  and  nearly  O'l  grm.  of  E^04 
per  CO.    Verify  the  result  by  a  determination  of  the  'HOg  by  one  of  the  processes  pages  208  et  seq. 

"  The  hydrogen  peroxide  prevents  the  precipitation  of  Ti(0H)4  by  tne  alkaline  carbonates. 
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Wheo  thfl  aolution  is  neutra],  it  acquires  a  light  orange  tint.  Add  a  drop  or  two 
of  an  aqueous  solution  of  Bodium  carbonate  to  neutralise  the  acid  and  discharge 
the  colour.  Add  a  drop  or  two  of  sulphuric  acid  to  restore  the  colour,  and 
then  add  enough  concentrated  sulphuric  acid  ^  to  make  a  3-5  per  cent,  solution. 
Make  the  solution  up  to  100  c.c.     The  solution  contains  O'OI  grm.of  TiO,. 

The  Compariion. — These  two  solutions  should  have  the  same  tint,  because  they 
have  the  same  amount  of  titanium  per  c.c. ;  butif  the  test  solution  contains  fluorine, 
it  will  have  a  paler  tint  owing  to  the  bleaching  effect  of  this  element.  The  com- 
parison can  be  made  in  Nessler's  glasses — 6  cm.  long,  27  cm.  diameter,  placed  over 
a  white  surface  in  diffused  daylight  The  comparison  can  also  be  made  in  a 
suitable  colorimeter — say  Duboscq's  colorimeter.  The  depths  of  the  liquids  in 
the  two  tubes  are  adjusted  so  that  when  the  tubes  are  changed  right  to  left,  and 
left  to  right,  the  tints  appear  the  same,  or  the  left  one  appears  uniformly  darker.^ 
The  ratio 

Depth  of  flnorine  BolatJon  -.f^ 

Depth  of  solution  with  no  fluorine 
is  then  noted.     This   number  is  taken  as  an  abscissa,  and   the   corresponding 
ordinate  of  the  standard  curve,  fig.  202,  represents  the  amount  of  fluorine  in  the 
two-gram  sample.     For  instance,  if  the  standard  solution  had  a  depth  4-41  em., 
and  the  test  solution  3-75  cm.,  the  ratio  ig 


3-75 
4  41  * 


100-85-0. 


The  ordinate  corresponding  with  the  abscissa  85  is  0-00052.  This  latter 
number  represents  the  amount  of  fluorine  in  the  given  sample  Supposing  that 
2  grms.  of  the  sample  be  undergoing  analysis,  the  sample  would  be  reported  to 
contain  0-026  per  cent,  of  fluorine. 

The  Standard  Bleaching  Cui-ve A  standard  solution  of  sodium  fluoride  is 

prepared  from  recrystallised,  washed,  and  strongly  ignited,  pure  sodium  fluoride  by 


Afiparant  parcsntage  of  T- 
Fio.  202.  -Steigc^r's  standard  bleaching 

dissolving  2'21  grms.  of  sodium  fluoride  in  a  litre  of  wat< 
equivalent  to  0001  grm.  of  fluorine.     A  series  of  compt 
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tions  containiDg  4  c.c.  of  hydrogen  peroxide  and  3  c.c.  of  concentrated  sulphuric 
acid,  against  similar  solutions  containing  no  fluoride.  In  this  manner,  a  curve 
similar  to  that  shown  in  fig.  202  is  obtained.     It  was  found  that  with 

Fluorine  .         .         .     O'OOOS      0-0010      0-0015      0-0020      0  0026      gmi. 

Titanium  .      86*41         79*24        74*67        69*60        66*40       grma. 

The  numbers  in  the  last  line  represent  the  apparent  amounts  of  titanium 
measured  in  terms  of  the  ratio 

Depth  of  liquid  containing  fluorine  ^  1  /\/\ 
Depth  of  liquid  free  from  fluorine 

Errors, — The  method  is  not  satisfactory  when  the  amount  of  fluorine  exceeds 
0*125  per  cent,  that  is,  0  0025  grm.  on  a  two- gram  sample.  If  more  fluorine  be 
present,  the  amount  of  the  sample  taken  must  be  lessened.  If  the  temperature 
deviates  appreciably  from  the  temperature  prevailing  at  the  time  the  standard 
bleaching  curve  was  made,  the  tint  of  the  solution  will  appear  paler,  and  high 
results  will  be  obtained.  Sodium  and  potassium  sulphates  in  large  amounts  have 
a  bleaching  effect,  but,  if  a  large  excess  of  sulphuric  acid  be  present,  the  effect  is 
not  well  marked.  Aluminium  sulphate  intensifies  the  colour  and  thus  gives  low 
results.  Quantities  of  silica  less  than  0*1  grm.  have  but  little  influence  on  the 
result.  The  method  of  preparing  the  sample  for  comparison  eliminates  most 
of  the  silica  and  alumina,  and  what  remains  has  practically  no  influence  on  the 
result.  Phosphoric  acid  bleaches  the  solution  like  fluorine,  but  the  amount 
usually  present  in  silicates  does  no  harm.  The  tints  are  dependent  on  the 
proportion  of  sulphuric  acid  in  the  solution,  and  it  is  very  important  to  adjust 
the  solutions  undergoing  comparison  so  that  they  contain  approximately  the 
same  proportion  of  sulphuric  acid,  both  in  making  up  the  solutions  for  the 
standard  bleaching  curve,  and  in  making  the  tests.  According  to  Blum,^  when 
but  "little  acid  is  present,  the  colours  cannot  be  properly  matched.  This 
is  the  case,  for  instance,  with  0*003  grm.  fluorine  in  2  per  cent,  sulphuric  acid 
solutions ;  but  with  10  per  cent,  of  sulphuric  acid  a  fairly  satisfactory  com- 
parison was  possible  with  as  much  as  0  005  grm.  of  fluorme."  As  a  result 
of  his  investigation,  Merwin  states  that  an  "accuracy  of  0*0002  grm.  may  be 
expected.  The  probable  error  is  therefore  not  half  as  great  as  with  standard 
gravimetric  methods.'' 

.§  332.  The  Determination  of  Fluorine  as  Gaseous  Silicon 
Fluoride— Oettel  and  Hempel's  Process. 

The  simplest  method  for  the  determination  of  fluorine  in  silicates  decom- 
posable by  sulphuric  acid,  and  exact  enough  for  commercial  requirements,  is  to 
treat  the  substance  with  concentrated  sulphuric  acid,  and  to  measure  the 
volume  of  the  gaseous  silicon  fluoride  evolved  during  the  reaction.  Oettel, 
and  Hempel  and  Schleffler,^  have  devised  special  instruments — called  fluoro- 
meters — for  this  purpose.     OettePs  fluorometer  is  illustrated  in  fig.  203. 

Chargiruj  the  Apparatus. — It  consists  of  a  decomposition  flask  A  (about  100 
c.c.\  a  (150-180  c.c.)  burette  B,  and  a  levelling  tube  C.  The  burette  is  filled 
with  dry  mercury,  which  is  brought  to  zero  by  means  of  the  levelling  tube  C. 
The  thick-walled  rubber  tube  connecting  the  levelling  tube  with  the  burette  is 


J  W.  Blum,  BuU.  U.S.  Qeol.  Snr.,  422.  192,  1910. 

2  F.  Oettel,  Znl.  anal.  Chtm.^  25.  505,  1886  ;  W.  Hempel  and  W.  Scheffler,  ZeU.  anurg. 
Chem.^20. 1, 1899  ;  W.  E.  Burk,  Jo-urn.  Amer.  Chem.  Soc.,2$.  824, 1901  ;  J.  Shuch,  Zeit.  Landw. 
Vers.  West.  OesL,  9.  531,  1904;  0.  R.  Bohm,  Oestr.  Chem.  Ztg.,  10.  61,  1907;  A.  Jodlbauer, 
Zeil.  Biol.f  44.  '259,  1908  ;  H.  Wislicenus,  Zeit.  agnew.  Chem.,  14.  706,  1901 ;  Treadwell  and 
Koch,  I.e. 
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then  clamped.  From  {  to  J  c.o.  of  coacentrated  sulphuric  acid  •  is  poured  on 
to  the  surface  of  the  mercury.     The  decomposition  flask  must  be  perfectly  dry. 

Transfer  to  the  dry  flask  03  to  0-6  grm.  

of  finely  powdered  cryolite  (or  fluorspar) 
intimately  mixed  with  twenty  times  its 
weight  of  calcined  quartz,^ 

Evoliitiim  of  the  6ai. — Place  the  flask  on 
the  burette  in  the  position  shown  in  the 
diagram.  Let  the  whole  apparatus  stand 
15  minutes  to  assume  the  temperature  of 
the  room.  Add  50  o.c.  of  concentrated 
sulphuric  acid  to  the  flask  by  means  of  a 
pipette.^  Insert  the  stopper  and  fill  the 
cup  with  mercury  so  as  to  seal  the  joint. 
The  100-c.c.  bulb  A  will  now  be  about 
half  full.  Open  the  clamp  to  connect  the 
burette  with  the  levelling  tube.  The 
pressure  of  the  air  ia  reduced  by  the 
descent  of  the  mercury.  Read  the  ther- 
mometer and  barometer.  Heat  the  flask 
by  means  of  a  small  flame  until  the  sul- 
phuric acid  begins  to  boil.  This  should 
take  about  20  minutes.  In  another  10 
minutes  the  reaction  will  be  complete. 
Raise  or  lower  the  levelling  tube  so  as  to 
keep  the  level  of  mercury  some  10  to  15 
cm.  lower  than  the  level  in  the  burette. 
,  Shake  the  flask  from  time  to  time  as  much 
as  possible  by  moving  the  whole  stand, 
but  without  jerking  the  mercury  from  the 
mercury -sealed  joiote.  Let  the  flask  cool 
for  about  2  hours,  when  it  will  no  doubt 
have  attained  the  temperature  of  the  room. 
Haise  the  levelling  tube  from  time  to  time 
during  the  cooling  to  counterbalance  the 
diminished  pressure  of  the  cooling  gas. 
Level  the  mercury  in  the  bulb  and  level- 
ling tube.  Head  the  burette,  thermometer, 
and  barometer.  Suppose  the  following 
results  have  been  obtained  :- — 

Readings  and  CalmUatifmii. — Weight  of  Fin.  203. — Oettel's  /luorometor. 

cryolite,  0'5261    grm.      Temperature,    t^^ 

at  the  beginning,  17° ;  barometer  at  the  beginning,  7'754  mm. ;  temperature,  („ 
at  the  end,  18° ;  barometer  at  the  end,  757-4.  Vapour  pressure  of  the  con- 
centrated sulphuric  acid  at  this  temperature  is  equivalent  to  5'4  mm.  mercury. 


'  "  The  concentrated  sulpharic  soid  u»ed  in  the  work  is  made  by  htating  the  concentrated 
«cid  of  the  laboratory  in  a  jwroelain  dish  with  flowein  of  sulphur.  The  acid  is  then  [lOured 
olT  from  the  molten  aulphnr,  and  evaporatnl  down  to  two-thirds  its  volume."  W.  Hempel, 
Mahodii  of  Qat  Aaalysis,  Londou,  322,  1893. 

'  "The  ailicon  dioxide  required  ia  best  obtained  by  pulveriBinR  rock  crystal  and  igniting 
the  iiowder  in  a  cnmbustion  tube  in  a  caiTent  of  oivg^'i."  W.  Herajiel,  I.e.  ;  see  also  page  841. 
P.  Drawe(Zei(.  anriew.  Chem..  25.  1871,  1912)  uaes  O-5-0 '6  of  felspar  (instead  of  quarta)  aloM 
with  5  urniB.  of  anhydrous  cupper  sulphate  (page  S64)  to  make  sure  that  the  moisture  is  ramoyei 

*  Do  not  touch  the  flask  needlessly,  or  it  may  be  warmed  and  cause  an  exiiansion  of  tbe  gaa. 
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Hence  the  observed  pressures  of  the  gas  at  the  beginning,  jd^,  and  at  the  end,  p^y 
are  respectively  757*4  -  5*4  =  752  mm.  The  observed  volume  of  the  gas  is 
85*9  c.c.     By  means  of  the  well-known  formula, 

n  ^27^  -I-  /  ^ 
Volume  at  tr.  and  jo^  =  volume  at  L  and  jt?,  X  -^toWq"      \  ' 

it  follows  that  the  volume  of  the  gas  at  18',  752  mm.  pressure,  is  85*9  c.c. ; 
volume  of  the  gas  at  17°,  752  mm.  pressure,  is  85  6  c.c. ;  volume  of  the  gas  at  0", 
760  mm.  pressure,  is  79  6  c.c.  But  50  c.c.  of  sulphuric  acid  absorb  very  nearly 
1'4  c.c.  of  silicon  fluoride ;  hence,  79*6  -I- 1*4  =  81  c.c.  of  SiF^  were  produced  during 
the  reaction.  But  1  c.c.  of  silicon  fluoride  at  0°  and  760  mm.  pressure  represents 
0*003436  grm.  of  fluorine.  Hence,  81  c.c.  represents  0*2814  grm.  of  fluorine  per 
0*5261  grm.  of  cryolite  ;  or  the  cryolite  has  53*49  per  cent,  of  fluorine. 

In  illustration  of  the  accuracy  of  the  process,  Oettel  quotes  the  following 
results  with  calcium  fluoride : 


Found 
Calculated. 


0*2183 
0*2173 


0-2349 
0-2360 


0-1051 
0-1060 


0-2792 
0-2801 


0-2776 
0-2782 


grm. 
grm. 


This  is  all  that  can  be  desired  in  commercial  work.    To  get  accurate  results,  it  is 
highly  important  to  exclude  all  traces  of  moisture  from  the  generating  apparatus.^ 


§  333.  The  Analysis  of  Calcium  Fluoride— Fluorspar. 

The  preceding  process  may  be  employed  for  all  silicates  which  are  completely 
decomposed  by  sulphuric  acid,  as  indicated  on  page  646.  Hence,  calcium 
fluoride  is  easily  treated  by  the  process.  In  commercial  analyses  of  fluorspar, 
calcium  fluoride,  silica,  and  calcium  carbonate  are  usually  determined.  In 
special  cases  the  amount  of  lead,  iron,  zinc,  sulphur,  and  barium  sulphate  may 
be  required.     One  rapid  process  is  as  follows : — 

1.  Calcium  Carbonate. — Heat  2  grms.  of  the  dried  (110")  material  until  it  has 
constant  weight.  The  loss  in  weight  represents  carbon  dioxide.  This  amount  of 
carbon  dioxide,  multiplied  by  2*2748,  represents  the  calciiun  carbonate.^ 

2.  Silica. — Stahl  ^  determines  the  silica  in  fluorspar  by  evaporating  2  grms. 
of  the  powdered  and  dry  mineral  (110**)  to  dryness  with  4  c.c.  of  hydrofluoric 
acid  in  a  platinum  dish,  and  repeating  the  operation  twice  with  2  c.c.  of  hydro- 
fluoric acid.  Add  a  few  drops  of  hydrofluoric  acid  and  a  few  drops  of  ammonium 
hydroxide  to  precipitate  the  iron.     The  residue  is   evaporated  to  dryness  and 

*  P.  Drawe  {Zeit.  angew.  Clie^n.,  25.  1371,  1912). 

*  W.  J.  Waring,  Ckem.  Eng.,  4.  23,  1906 ;  t6.,  3.  65,  1905  ;  L.  Westerburg,  Chem,  Ztg,,  26, 
967,  1902  ;  A.  W.  Gregory,  Chem.  News,  9?.  184,  1905.  For  the  complete  aualyais,  the  calcium 
fluoride  is  mixed  with  a  known  amount  of  powdered  rock  crystal,  and  the  method  of  page  637 
applied.     Due  allowance  is  made  for  the  silica  purjwsely  added. 

Calcium  carbonate  is  sometimes  determined  by  digesting,  say,  1  gram  of  the  finely  powdered 
sample  with  10  c.c.  of  a  10  per  cent,  solution  of  acetic  acid  for  about  an  hour  on  a  wat«r  bath. 
The  mixture  is  filtered  through  an  ashless  filter  paper,  washed  about  four  times  with  water, 
and  the  filter  paper  '*  ashed"  at  as  Iowa  temperature  as  possible.  The  loss  in  weight  would 
represent  the  amount  of  calcium  carbonate  in  the  given  sample,  were  it  not  for  the  fact  that 
calcium  fluoride  is  slightly  soluble  in  acetic  acid.  E.  Bidtel  {Joum.  Ind.  Eng.  Che-m,,  4.  201, 
1912)  says  that,  in  using  this  method  with  clean  crystals  of  fluorspar,  0*0015  grm.  is  dissolved. 
Hence,  if 


Weight  of  original  sam])le   . 

Weight  after  treatment  with  acetic  acid 


Loss  .... 

Loss  due  to  CaFj  dissolve*  1 


Calcium  carbonate     . 
^  K.  F.  Stahl,  Joum,  Amer.  Chem.  Soc,,  18.  415,  1896 


1  0000 
0-9910 

0-0090 
0-0015 


grm 
grm 

grm 
grm 


0-0105    grm 
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ignited  at  a  dull  red  heat  to  constant  weight.^  The  loss  in  weight  represents 
the  silica.  To  correct  for  the  calcium  carbonate,  multiply  the  amount  of  carbon 
dioxide  by  0*5000  to  get  the  corresponding  decrease  in  weight  due  to  the  change 
from  calcium  carbonate  to  calcium  fluoride.  This  result  is  added  on  to  the 
silica  just  determined  to  get  the  "total  silica."^ 

3.  Calcium  Fluoride. — Mix  1  grm.  of  the  powdered  and  dry  (110°)  material 
with  sulphuric  acid  to  form  a  "pasty"  mass.^  Heat  the  mixture  over  the 
Bunsen's  burner,  gradually  raising  the  temperature,  until  all  the  sulphuric  acid 
is  expelled,  and  the  mass  is  dry,  and  the  weight  constant.  It  is  assumed  that 
all  the  calcium  is  transformed  into  sulphate.  Cool  and  weigh.  Multiply  the 
amount  of  carbon  dioxide  by  0*82  to  get  the  corresponding  gain  in  weight  due 
to  the  change  of  the  calcium  carbonate  to  calcivmi  sulphate.  Subtract  this 
number,  and  add  that  obtained  for  the  silica  to  the  result.  The  gain  in  weight 
due  to  the  change  of  the  calcium  fluoride  to  calcium  sulphate  so  obtained, 
multiplied  by  1*3448,  represents  the  amount  of  calcium  fluoride.^ 

Calculations  and  Weighings  — The  following  weighings  and  calculations 
illustrate  the  method  of  working : 

Dish  with  2  grms.  sample  before  ignition 28 '4491    grms. 

Dish  with  2  grms.  sample  after  ignition    .....     28*4440    grms. 

Carbon  dioxide 0*0051    grm. 

Calcium  carbonate  (0*0051  x  2*2748) 0*0116    grm. 

Loss  due  to  change  from  carbonate  to  fluorine  (0'0051  x  0*6)  .       0*0025    grm. 
Gain  due  to  change  fVom  carbonate  to  sulphate  (0*0051  X  0*82)      0'0042    grm. 

Dish  (2  grms.  sample)  before  HF  treatment 28*4491    grms. 

Dish  (2  grms.  sample)  after  HF  treatment 28*4443    grms. 

Silica  and  change  from  carbonate  to  fluoride 0*0048    grm. 

Loss  on  change  from  carbonate  to  fluoride 0*0025    grm. 

Silica 0*0078    grm. 

Dish  (2  grms.  sample)  before  H^SOi  treatment 28*4491     grms. 

Dish  (2  grms.  sample)  after  H2SO4  treatment    .  29*9152    grms. 

Gain  on  change  fluoride  and  carbonate  to  sulphate    ....       1  '4661    grms. 
Gain  on  change  of  carbonate  to  sulphate 0*0042    grm. 

Silica  lost  and  change  fluoride  to  sulphate 1*4619    grms. 

Silica  lost 0*0078    grm. 

Gain  from  change  fluoride  to  sulphate 1*4692    grms. 

Calcium  fluoride  (1*4692x1 -3448) 1*9754    grms. 


^  Bid tel  (.Z.c.)  mixes  the  powdered  fluor-spar  in  the  platinum  crucible  with  an  emulsion  of 
1  gram  of  yellow  mercuric  oxide  in  water ;  evaporating  to  dryness ;  heating  to  a  dull  red  heat ; 
cooling  and  weighing.  The  object  of  this  treatment  is  to  oxidise  certain  sulphides  to  sulphates, 
e.g.,  PbS  +  4HgO  =  4Hg  +  PbS04.  The  residue  is  then  treated  for  silica  with  hydrofluoric 
acid. 

*  If  alumina  or  silicates  be  present,  the  result  is  not  quite  correct. 

^  Instead  of  using  this  process,  the  residue  left  after  the  treatment  removing  calcium  carbonate 
by  acetic  acid  (page  648)  may  be  employed,  and  there  is  then  no  need  to  introduce  a  correction 
for  calcium  carbonate. 

*  The  calcium  sulphate  can  be  fused  with  about  10  grms.  of  sodium  carbonate,  and  digested 
in  a  slight  excess  of  hydrochloric  acid.  Any  barium  sulphate  present  will  remain  insoluble. 
This  is  F.  Wohler's  process  {Pogg.  Ann.,  48.  87,  1839).  See  also  R.  F.  Weinland  and  J.  Alfa, 
Zeit.  anorg.  Ckem,,  21.  45,  1899  ;  K.  Daniel,  ib.,  38.  257,  1904  ;  R.  Fresenius,  AnUitung  zur 
quantiicUiven  ehemischen  Analyse,  Braunschweig,  i.  435,  1875.  For  barium  and  sulphur  in 
fluorspar  by  fusion  in  a  bomb  with  Parr's  fusion  mixture,  see  H.  G.  Martin,  Joum.  Ind.  Eng. 
Chem,,  I.  462,  1909. 
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Cousequentlj,  the  sample  contained  approximately  0*6  per  cent,  of  calciuin 
carbonate ;  0*4  per  cent,  of  silica;  and  98*8  per  cent,  of  calcium  fluoride.^ 

§  334.  The  Analysis  of  Sodium  Silicofluoride. 

The  fluorine  cannot  be  determined  as  silicon  fluoride,  because,  on  treatment 
with  acids,  the  silicon  fluoride  is  accompanied  by  hydrogen  fluoride,  which  etches 
glass.     Thus,  with  concentrated  sulphuric  acid, 

Na2SiFe  +  HgSO^-^^Na^SO^  +  SiF^  +  2HF. 

Hence,  on  heating  a  known  weight  of  the  substance  with  concentrated  sulphuric 
acid  in  a  platinum  dish,  until  the  white  fumes  of  sulphuric  acid  are  given  oflT, 
sodium  sulphate  and  sulphates  of  the  other  bases  present  will  remain.'^  The 
bases  can  be  determined  in  the  usual  manner.  Sodium  silicofluoride  can  be 
titrated  with  N  sodium  hydroxide,  using  phenolphthalein  as  indicator.  The 
reaction  is  represented : 

NagSiFe  +  ^NaOH  =  6NaF  +  SiOj  +  H^O. 

Commercial  samples  contain  about  95  per  cent,  of  sodium  silicofluoride. 

The  loss  on  ignition  of  sodium  silicofluoride  does  not  represent  the  *'  water" 
because,  on  heating,  this  salt  decomposes  into  sodium  fluoride  and  silicon 
fluoride:  Na2SiFg-»2NaF  +  SiF^.  To  determine  the  water,  use  the  method 
indicated  on  page  572,  namely,  fusion  in  glass  tubes  with  lead  oxide.^ 

Hydrofluosilicic  acid  is  a  by-product  in  the  manufacture  of  artificial  manures. 
The  acid  is  treated  with  soda  or  common  salt  in  order  to  precipitate  sodium 
silicofluoride.  Hence  the  commercial  salt  may  be  contaminated  with  chlorides, 
which  can  be  determined  as  described  below. 

§  33S  The  Properties  of  Silver  Chloride. 

Chlorides  are  determined  by  adding  a  solution  of  silver  nitrate  to  an  acidified 
solution  of  the  chloride.  The  white  curdy  *  precipitate  of  silver  chloride  is  washed, 
dried,  and  weighed.  In  1857,  Mulder^  pointed  out  that  the  solubility  of  silver 
chloride  in  the  mother  liquid  is  suflicient  to  disturb  all  quantiUitive  analyses 


^  Instead  of  using  a  separate  portion  of  the  sample,  the  residue  from  the  silica  determination 
may  be  mixed  with  4  c.c.  of  hydrofluoric  acid  and  a  few  drops  of  nitric  acid.  Cover  the  crucible 
with  a  lid  and  keep  the  mass  warm  for  about  half  an  hour.  Then  eva{x>rate  to  dryness.  The 
contents  of  the  crucible  should  be  white.  If  the  contents  of  the  crucible  are  not  white,  the  iron 
oxide  is  converted  into  fluoride  by  the  addition  of  a  few  drops  of  hydrofluoric  acid.  The  iron, 
zinc,  and  lead  fluorides  are  then  extracted  by  the  addition  of  10  c.c.  of  a  solution  of  ammonium 
acetate.  The  mixture  is  digested  on  a  water  bath  for  half  an  hour.  Filter,  and  wash  by  decanta- 
tion  with  hot  water  containing  a  little  ammonium  acetate  solution »  and  finally  with  hot  water. 
Ignite,  and  weigh  as  calcium  fluoride.  This  can  be  verifieti  by  converting  the  fluoride  into 
sulphate.  The  ammonium  acetate  solution  is  made  by  neutralising  400  c.c.  of  80  per  cent, 
acetic  acid  with  ammonium  hydroxide,  adding  20  grms.  of  citric  acid,  and  making  the  solution 
up  to  a  litre  with  concentrated  aqueous  ammonia.  About  0*0012  grm.  CaF^  per  gram  of 
fluorspar  is  lost  by  the  ammonium  acetate  treatment. 

^  For  the  direct  determination  of  silica  and  fluorine,  use  the  process  indicated  on  page  637. 
For  the  transformation  into  chlorides,  use  hydrochloric  acid  (1  acid,  2  water  by  volume)— F. 
Stolba,  C%«m.  Cmtr,  (3),  ii.  595,  1880. 

^  H.  Rose,  Ausfiihrlich^s  Handbuch  der  analytisclicn  Chemie,  Braunschweig,  2.  667,  1851 ; 
P.  Jannasoh,  FraMischer  LeUfaden  der  Geickhtsanalyse,  Lei])zig,  357,  1 904  ;  E.  Hintz  and 
H.  Weber,  ZeU,  anal.  Cliem.,  30.  30,  1891. 

*  If  but  small  quantities  of  silver  chloride  be  present,  the  solution  only  becomes  turbid. 
The  suspended  particles  then  settle  very  slowly. 

'  6.  J.  Mulder,  Die  Silberprobimietkoden,  Leipzig,  19.  311,  1859  ;  Chtm.  NejcSf  4.  99,  125, 
187,  204,  231,  297,  821,  1861  ;  5.  2,  1862. 
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based  upon  the  precipitation  of  silver  chloride,  and  Cooke  ^  considered  that  about 
0*0001  grm.  of  silver  chloride  is  dissolved  per  100  c.c.  of  liquid  used  in  washing. 
It  is  now  considered  to  be  a  well-established  fact  that  freshly  precipitated  silver 
chloride  is  soluble  in  water  to  the  extent  of  about  0  000 154  grm.  per  100  c.c. 
at  21%  and  0*00217  grm.  at  lOO*.*  The  solubility  of  freshly  precipitated  silver 
chloride  steadily  diminishes  to  about  a  milligram  per  litre  when  the  precipitate  is 
left  standing  in  contact  with  the  mother  liquid.  This  change  in  the  solubility  is 
generally  supposed  to  be  due  to  the  fact  that  the  solubility  of  many  salts,  which 
are  only  slightly  soluble  in  water,  is  affected  by  the  size  of  the  grain.  The 
smaller  the  grain,  the  greater  the  solubility.^  Silver  chloride  when  first 
precipitated  is  in  a  very  finely  divided  condition,  and  the  small  grains  grow  into 
larger  grains  at  the  expense  of  the  very  smallest  granules,  on  long  standing. 
The  solution  is  also  generally  warmed,  so  as  to  coagulate  any  colloidal  silver 
chloride  which  may  be  formed,  and  so  prevent  a  turbid  filtrate  passing  through 
the  filter  paper. 

The  presence  of  a  small  excess  of  either  silver  nitrate  or  sodium  chloride 
reduces  the  solubility  of  the  precipitated  chloride.*  A  large  excess  of  hydro- 
chloric acid,  alkaline  chlorides  or  nitrates,  metallic  chlorides,  or  of  silver  nitrate 
augments  the  solubility  of  silver  chloride.  Thus,  the  solubility  of  silver  chloride 
in  different  strengths  of  hydrochloric  acid  at  21*  is,  according  to  Whitby,  as 
follows : 

Hydrochloric  acid  ...  0  1  5  10        per  cent. 

Silver  chloride        .         .         .     0*00154      0*0002      0*0083      0*0655    grm.  per  litre. 

The  lower  solubility  of  silver  iodide  and  bromide  has  led  to  the  use  of  soluble 
iodides  and  bromides  in  place  of  chlorides  for  precipitating  silver  from  solutions 
(page  333).     The  solubilities  of  the  three  halides  in  water  at  20*  are  : 

AgCl.  AgBr.  Agl. 

0-00154  0*000084  0*0000028 

The  silver  chloride  during  precipitation  is  inclined  to  carry  down,  or 
"  occlude  "  or  "  adsorb,"  silver  nitrate  ^  and  sodium  chloride.  These  substances 
are  associated  in  some  way  with  the  precipitated  chloride,  so  that  the  impurities 
are  not  removed  by  washing.  In  general,  the  longer  the  precipitate  remains  in 
contact  with  the  mother  liquid,  the  greater  the  difficulty  in  removing  the 
adsorbed  salts.  Precipitates  formed  in  dilute  solutions  are  generally  more 
amenable  to  washing  than  precipitates  formed  in  concentrated  solutions. 

White  silver  chloride  dries  (in  the  dark)  to  a  white  pulverulent  mass  which 
becomes  yellow  when  heated.  Silver  chloride  fuses  at  260*  to  a  transparent 
yellow  liquid  which  attacks  platinum  very  rapidly.  At  a  high  temperature, 
silver  chloride  commences  to  volatilise.  When  the  molten  mass  is  cooled,  it 
forms  a  colourless  or  pale  yellow  mass.  Silver  chloride  is  easily  reduced  to  the 
metal  when  heated  in  contact  with  organic  matter,  and  hence  the  difficulty  in 
getting  rid  of  the  filter  paper  used  in  separating  the  precipitate  from  the 
mother  liquid. 

1  J.  P.  Cooke,  Amer.  J.  Science  (3),  21.  220,  1881  ;  Chem,  News,  44.  234,  1881  ;  D.  Lindo, 
ib.,  4S  193,  1882. 

"  A.  F.  Holleman,  Zeit.  phys.  Chem.,  12.  132,  1893  ;  F.  Kohlrausch  and  F.  Rose,  ife.,  12. 
284,  1898  ;  F.  Kohlrausch,  i6.,  50.  355,  1905;  W.  Bbttger,  ib.,  46.  325,  1903  ;  56.  83,  1906  ; 
T.  W.  Richards,  ZHt.  anorg,  Chem.,  6.  108,  1894  ;  F.  Field,  Chem.  Ne^vs,  3.  17,  1861  ;  G.  S. 
Whitby,  Ber.  Inteniat.  Congress  App,  CJiem.,  7.  12,  1910  ;  W.  Bottger,  Zeil.  angew.  Chem.,  25. 
1992   1912. 

»  W.  H*  Wollaston,  Phil.  Trans,,  103.  51,  1813  ;  W.  Ostwald,  ZeU,  phys.  Chem,,  34.  495, 
1900;  G.  Hulett,  ih.,  37.  385,  1901  ;  47.  857,  1904. 

*  C.  Hoitsema,  ZeU.  phys,  Chem,,  20.  272,  1896. 

6  J.  S.  Stas,  (Eum-ea  CompUUs,  Bruxelles,  l.  337,  1894. 
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§  336*  The  Gravimetric  Determination  of  Chlorides. 

The  silicate  is  fused  with  sodium  carbonate,^  as  described  for  the  determina- 
tion of  sulphur  (page  617).  The  clear  aqueous  solution  of  the  fused  mass,  or  an 
aliquot  portion  of  the  aqueous  solution,  is  acidified  with  nitric  acid  in  the  cold.^ 
Heat  the  solution  to  about  GC.  Gradually  add,  with  constant  stirring,^  about 
5  c.c.  of  an  aqueous  solution  of  silver  nitrate.**  When  the  precipitate  has 
settled,  add  a  few  more  drops  of  the  silver  nitrate  solution,  and  if  a  precipitate 
be  formed,  more  silver  nitrate  must  be  added.  When  the  addition  of  silver 
nitrate  no  longer  produces  a  precipitate,  heat  the  mixture  to  60",*  and  let  the 
mixture  settle  in  the  dark,®  say,  overnight.  Decant  the  cold  solution  through 
a  (7'5-cm.)  filter  paper.  Wash  by  decantation  a  few  times  with  water  just  acidified 
with  nitric  acid.  Transfer  the  precipitate  to  a  filter  paper,^  and  wash  with 
acidulated  water  until  a  drop  of  the  filtrate  gives  no  turbidity  with  hydro- 
chloric acid.  Dry  the  precipitate  between  90"  and  95*,  and  separate  it  from  the 
paper.  Preserve  the  precipitate  in  a  covered  watch-glass.  Incinerate  the  paper 
in  a  small  weighed  porcelain  crucible — not  platinum.  Do  not  allow  the  paper 
to  bum  with  a  flame.  When  the  carbon  has  disappeared,  the  chloride  will  be 
reduced  to  metal.  Add  a  few  drops  of  nitric  acid,  and  warm  the  crucible,  to 
dissolve  the  metallic  silver  ;  add  a  few  drops  of  hydrochloric  acid  ;  evaporate  the 
solution  to  dryness ;  and  then  transfer  the  precipitate  in  the  watch-glass  to  the 
crucible.  Heat  the  crucible  and  contents  gently  to  about  180*,  but  not  suflficiently 
high  to  fuse  the  silver  chloride  (260").  Cool,  and  weigh  as  silver  chloride.  If 
the  silver  chloride  so  obtained  is  quite  soluble  in  ammonia,  the  work  is  finished  ; 
if  an  insoluble  residue  remains,  proceed  as  follows  : — 

Purification  of  the  Silver  Chloride  Precipitate. — In  order  to  purify  the 
precipitate  from  silica,  alumina,  etc.,  if  any  should  be  present,  dissolve  the 
precipitate  in  the  crucible  in  aqueous  ammonia ;  filter  the  solution  to  separate 
the  insoluble  residue ;  wash  the  residue  with  ammonia ;  acidify  the  solution 
with  nitric  acid ;  add  a  drop  of  silver  nitrate ;  filter  and  wash  the  precipitated 
silver  chloride  as  before.  This  precipitate  can  be  collected  on  filter  paper, 
but  a  Gooch's  crucible  with  ignited  asbestos  is  preferable.     See  page  430. 

Calcvlations. — The  weight  of  the  silver  chloride  multiplied  by  0*24738 
represents  the  corresponding  amount  of  chlorine.  The  sum  of  the  different 
constituents  in  a  silicate  analysis  may  exceed  the  limit  100  ±0*5  if  appreciable 
amounts  of  chlorine  be  present,  because  some  of  the  chlorine  will  have  been 
reckoned  as  oxygen  in  evaluating  the  bases,  etc.     By  the  same  process  of  reason- 


^  All  the  reagents  should  be  tested  for  possible  and  probable  contamination  with  chlorides. 

^  H.  S.  Washington  {Manual  of  the  Chemical  Analysts  of  Rocks^  New  York,  160,  1904) 
prefers  to  decompose  the  silicate  with  a  mixture  of  nitric  and  hydrofluoric  acids  (free  from 
chlorides)  in  a  platinum  basin  ;  boil  for  an  hour ;  filter  through  a  platinum  or  rubber  funnel 
into  a  platinum  basin  ;  and  precipitate  the  silver  chloride  in  the  presence  of  an  excess  of 
nitric  acid. 

^  So  as  to  reduce  as  much  as  possible  the  adsorption  of  salts  by  the  precipitate. 

*  Silver  Nitrate  Solution. — Dissolve  3'4  grms.  of  silver  nitrate  in  100  c.c.  of  water  (|^E). 

^  K  Alefeld  {Zeit.  anal,  Glvcm.^  48.  79,  1909)  adds  6  c.c.  of  ether  to  the  solution  before 
adding  silver  nitrate,  in  order  to  coagulate  the  ])recipitatc.  Gooch's  crucible  (packed  with 
asbestos)  is  used  for  the  flltratiou.  It  is  moistened  with  etlier  before  the  suction  is  applied. 
The  filtration  may  here  be  done  immediately  after  the  preci])itation.  The  precipitate  is  washed 
with  water.  M.  Whittel  (C/iem.  Ztg,^  7.  659,  1884)  recommends  a  drop  of  chloroform  to 
coagulate  the  precipitate. 

^  White  silver  chloride  soon  becomes  violet  and  finally  dark  brown,  almost  black,  when 
exposed  to  the  light.  Some  claim  that  there  is  then  an  appi*eciable  loss,  possibly  owing  to  the 
formation  of  a  sub-chloride.    G.  J.  Mulder,  Die  Silberprobirmethoden.  Leipzig,  59, 1869. 

'^  If  any  chloride  sticks  tenaciously  to  the  beaker,  dissolve  it  in  ammonia,  transfer  the  solution 
to  a  weighed  crucible,  acidify  with  nitric  acid,  evaporate  to  dryness,  dry  at  150®,  and  weigh.  Add 
the  weight  to  the  main  mass  of  silver  chloride. 
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ing  as  was  employed  for  fluorine,  every  n  per  cent,  of  chlorine  obtained  must 
be  multiplied  by  0*2256  in  order  to  get  the  equivalent  amount  of  oxygen,  and 
the  product  is  appended  to  the  analysis  in  this  form  :  "  Less  x  per  cent,  of 
oxygen,  equivalent  to  n  per  cent,  of  chlorine." 

Jannasch's  Filter  Tube. — Instead  of  using  a  Gooch's  crucible,  the  stoppered 
tube  as  recommended  by  Jannasch^  may  be  employed — fig.  204.  This  is 
fitted  with  a  layer  of  glass-wool,  from  0*5  to  1*0  cm.  thick,  in  the  neck,  B ;  above 
this  is  a  layer,  (7,  of  asbestos  such  as  is  used  for  the  Gooch's  crucible,  0*5  to  1*0 
cm.  thick.  The  narrow  end  of  the  tube  is  fitted  into  the  filtration  flask  by 
means  of  a  one-hole  rubber  stopper,  fig.  49.     Water  is  run  through  the  tube 


Fig.  204.— Jannasch*s  filter  and  weighing  tube. 

until  any  particles  of  loose  glass-wool  have  all  been  washed  into  the  flask.  Dry 
the  tube  for  two  or  three  hours  at  150**,  and  when  cold  (SO'-fiO**)  insert  the 
stopper  A,  and  cool  in  a  desiccator.  Insert  the  stopper  i>,  and  weigh.  Filter 
the  silver  chloride  precipitate  through  the  tube,  and  dry  at  180'-200',  as 
indicated  above.  Insert  the  stoppers  as  before,  and  weigh.  The  increase  in 
weight  represents  the  silver  chloride. 

The  Determination  of  Soluble  Chlo)*ides  in  Clays. — The  chlorine  present  in 
the  soluble  salts  in  clays  can  be  determined  gravi metrically  as  just  described ; 
or  volumetrically,*  as  indicated  on  pages  76  and  79 ;  or  by  the  turbidity  method. 
The  turbidity  method  is  conducted  in  a  similar  manner  to  the  turbidity  process 
(page  631)  for  the  determination  of  sulphates.^  A  solution  of  silver  nitrate 
must  be  substituted  for  barium  chloride;  and  sodium  chloride  substituted  for 
calcium  sulphate. 

§  337-  The  Determination  of  Silver. 

The  determination  of  silver  is  a  reciprocal  process  to  the  determination  of 
chlorides.  In  the  latter  case  a  silver  salt  is  added  to  the  soluble  chloride ; 
and  in  the  former  case  a  soluble  chloride  is  added  to  the  solution  containing 
silver.*  In  each  determination  the  precipitated  silver  chloride  is  prepared  for 
weighing  in  the  same  way.  The  weight  of  the  silver  chloride  multiplied  by 
0  7526  gives  the  corresponding  amount  of  silver. 

Benedickt  and  Gatis*  Gravimetric  Process.^ — Add  an  excess  of  potassium  iodide 
to  a  solution  containing  an  excess  of  about  10  c.c.  dilute  nitric  acid.®  Any  silver 
present  is  precipitated  as  silver  iodide.     If  too  great  an  excess  of  potassium  iodide 

■■-'■■■--■■■  —  ■    ■■  "■ — — — ^ —  .^ 

*  P.  Jannasch,  Praktischer  Leitfaden  der  Getmchtsanalysej  Leipzig,  11,  1904.  Neither 
Jannasch's  tube  nor  the  Gooch's  crucible  is  employed  for  collecting  the  first  precipitate  if  the 
silver  chloride  is  to  be  freed  from  silica. 

^  F.  Muck  {Zeit.  anal.  Chem.j  22.  222,  1883),  in  the  presence  of  organic  matter,  evaporates 
the  fluid  to  dryness  and  moistens  the  residue  with  a  solution  of  potassium  or  sodium  hyarozide 
free  from  chlorine.  Then  warm  the  mass  with  chlorine-free  potassium  permanganate  until  the 
colour  of  the  permanganate  remains  green.  A  drop  of  alcohol  will  destroy  the  green  colour. 
Filter  and  wash.     The  chlorine  is  determined  in  the  filtrate  in  the  usual  manner. 

'  T.  W.  Richards,  Intemat.  Cong.  App.  Chem.,  8.  i,  423,  1913;  P.  A.  Guye,  Joum.  Chim. 
Phys.,  10.  145,  1913  ;  F.  Meyer  and  A.  Stabler,  Zeit.  anorg.  Chem.,  77.  255,  1913. 

*  It  appears  to  be  advantageous  to  precipitate  the  silver  by  the  addition  of  a  soluble  bromide, 
since  silver  bromide  is  less  soluble  than  silver  chloride ;  and  still  more  advantageous  to  pre- 
cipitate the  silver  as  silver  iodide,  since  this  salt  is  even  less  soluble  than  silver  bromide. 

^  R.  Benedickt  and  L.  Gans,  Chem.  Ztg.,  16.  4,  12,  44, 1892;  W.  Hampe,  ih.,  18.  1899, 1894. 
"  If  antimony  be  present,  the  addition  of  tartaric  acid  prevents  its  contaminating  the  pre- 
cipitated silver  iodide. 
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be  added,  some  silver  iodide  may  remain  in  solution.  The  solution  is  then  heated. 
If  any  lead  be  present,  the  precipitated  lead  iodide  will  be  decomposed  by  this 
treatment,  soluble  lead  nitrate  will  be  formed,  and  iodine  will  be  set  free.  The 
latter  is  volatilised.  When  the  solution  is  free  from  the  colour  of  iodine,  the 
silver  iodide  is  filtered  off,  washed,  and  weighed  as  in  the  case  of  silver  chloride. 
The  weight  of  silver  iodide  multiplied  by  0*4594  gives  the  corresponding  amount 
of  silver.  Hampe  considers  this  **  the  most  accurate  of  the  wet  processes  for  the 
determination  of  silver."  It  can  be  used  for  estimating  the  amount  of  silver  in 
lead  compounds. 

For  the  volumetric  processes  for  silver,  vide  pages  76  and  79  ;  for  the 
cupellation  process,  page  326 ;  and  for  metallic  precipitation  with  cadmium  or 
zinc,^  follow  the  method  of  page  307. 

Whitby's  Coloi'inietric  Process.^ — This  process  is  based  on  the  development  of 
a  brown  or  yellow  colour  when  a  solution  of  a  silver  salt  is  heated  with  a  little 
sodium  hydroxide  and  an  organic  substance  (dextrine,  gum  arabic,  cellulose — 
filter  paper,  starch,  cane-sugar,  etc.).  The  intensity  of  the  coloration  is  propor- 
tional to  the  amount  of  silver  present.  The  colour  is  sensitive  enough  to  show 
the  presence  of  silver  in  50  c.c.  of  a  solution  containing  one  part  of  silver  in 
25,000,000  parts  of  solution ;  and  ft  is  possible  to  estimate  0000002  grm.  of 
silver  in  50  c.c.  of  solution,  i.e.  0*00004  grm.  of  silver  per  litre.^ 

Standard  Solution. — Pipette  5  c.c.  of  the  silver  solution*  into  a  150-c.c. 
beaker.  Dilute  the  solution  to  50  c.c.  Add  a  few  drops  of  a  concentrated 
solution  of  cane-sugar.  Immerse  the  beaker  in  a  bath  of  boiling  water  for 
2  minutes ;  add  5  drops  of  an  N-solution  of  sodium  hydroxide,  and  heat  the 
mixture  for  20-30  seconds  after  the  colour  has  appeared.^  Cool  the  solution  and 
transfer  it  to  a  burette. 

Test  Solution, — The  silver  solution  under  investigation  is  appropriately 
diluted  and  treated  as  described  for  the  standard  solution.^  50  c.c.  of  the 
solution  are  transferred  to  a  Nessler's  glass.  The  tint  of  this  solution  should 
be  nearly  the  same  as  the  tint  of  the  standard  solution.  If  not,  either  the 
standard  or  the  test  solution  must  be  diluted,  and  the  operations  (development 
of  colour)  repeated. 

The  Comparison. — The  standard  solution  is  placed  in  a  burette  and  run 
into  a  second  Nessler's  glass  until  the  colour  is  of  the  same  intensity  in  both 
vessels.  The  number  of  c.c.  of  the  standard  solution  required  to  produce  the 
same  intensity  of  colour  as  that  of  the  50  c.c.  of  the  test  solution  furnishes  the 
necessary  data  for  the  calculation  of  the  amount  of  silver  in  the  test  solution 
(pages  200  and  204). 

Whitby  says  that  ammonia  should  be  absent,  but  minute  traces  of  copper, 
zinc,  mercury,  bismuth,  cadmium,  and  lead,  in  quantities  insufficient  to  give  an 
appreciable  precipitate  with  sodium  hydroxide,  do  not  interfere  with  the  result. 


*  A.  W.  Clasen,  Joum.  prakt.  Chem.  (1),  97.  217, 1866.  For  reduction  with  hydrozylamine, 
A.  Lainer,  Monats.  CJum.^  9.  688,  1888  ;  with  alaminium,  N.  Tarugi,  Oaa.  Chim.  ItaL,  33.  ii, 
223,  1904 ;  with  cobalt,  0.  Goldschmidt,  Zeit,  anal.  Chem.,  45.  87,  1906. 

2  See  page  326  ;  G.  S.  Whitby,  Ber.  InUmat.  Congress  App.  Chem.,  7.  12,  1910. 

»  F.  Jackson,  Joum.  Amer.  Chem,  Soc.,  25.  992,  1908 ;  W.  Bottger,  Zeit.  angew.  Chem., 
25.  1992,  1912. 

■*  Silver  Nitrate  Solution.— The  standard  silver  nitrate  solution  should  contain  the 
equivalent  of  about  0*00001  grm.  of  silver  per  c.c.  The  standard  solution  should  be  approxi- 
mately the  same  strength  as  the  test  solution,  and  it  should  be  prepared  the  same  aay  the 
determination  is  made ;  otherwise  its  tint  deepens  if  it  be  allowed  to  stand  for  any  length 
of  time. 

^  Do  not  heat  more  than  about  2  minutes. 

^  If  no  coloration  appears  after  the  solution  has  been  heated  2  minutes,  it  can  be  assumed 
that  silver  is  absent 
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§  338.  The  Determination  of  Iodine. 

Iodine,  tx)  the  extent  of  0'01-0'2  per  cent.,  is  not  uncommonly  present  in 
mineral  phosphates.  It  can  be  detected  bj  digesting  the  finely  powdered 
phosphate  with  concentrated  sulphuric  acid  in  a  flask  so  arranged  that  a  current 
of  air  is  aspirated  through  the  flask  into  a  solution  of  carbon  disulphide  or 
chloroform.  The  pink  or  violet  colour  of  the  solution  shows  the  presence  of 
iodine.  The  iodine  is  of  no  known  technical  importance  in  the  silicate 
industries.     Hence,  the  subject  can  be  dismissed  very  quickly. 

Thiercelin^  determines  iodine  in  phosphates,  etc.,  by  digesting  a  large 
quantity  of  the  substance,  say  100  grms.,  with  a  mixture  of  equal  parts  of 
sulphuric  acid  and  water  in  a  500-c.c.  flask  or  retort  arranged  so  as  to  conduct 
the  vapours  into  potash  lye  contained  in  a  suitable  absorption  tube,  say,  fig.  194. 
The  mixture  in  the  flask  is  boiled  (about  30  minutes)  until  all  the  vapours  of 
iodine  have  been  driven  into  the  absorption  tubes.  The  solution  of  iodine  in  the 
potash  is  treated  with  an  excess  of  sulphurous  acid  to  convert  the  iodates,  etc., 
into  iodides :  SO2+4KOH  +  Ig  =  2KI  +  KgSO^  +  2H2O. 

The  iodine  absorbed  by  the  lye  can  "be  determined  as  silver  iodide  by 
adding  an  excess  of  silver  nitrate  to  the  solution  neutralised  with  nitric 
acid,  and  then  adding  an  excess  of  nitric  acid,  in  which  silver  iodide  is  almost 
insoluble.^  The  precipitated  silver  iodide  is  treated  as  if  it  were  silver  chloride 
(page  652) ;  but  silver  iodide  is  not  so  readily  reduced  as  the  chloride,  and  it 
may  even  be  safely  ignited  with  the  filter  paper.  The  weight  of  silver  iodide 
multiplied  by  0*5405  gives  the  corresponding  amount  of  iodine. 

Sometimes  iodine  is  determined  as  cuprous  iodide^  by  adding  a  solution 
of  ammonium  cuprous  chloride'^  to  the  solution  of  the  iodide  acidified  with 
hydrochloric  acid,  and  containing  a  sufficient  excess  of  ammonium  chloride  to 
prevent  the  precipitation  of  cuprous  chloride  by  the  aqueous  solution.  The 
precipitated  cuprous  iodide  is  collected  on  a  tared  filter  paper,  or,  better,  in  a 
Gooch's  crucible,  dried,  and  weighed  as  Cul.  This  method,  however,  offers  no 
particular  advantage  over  the  silver  iodide  process. 


^  M.  Thiercelin,  Bull.  Soc,  Chim,  (2),  22.  435,  1874. 

^  If  the  solution  be  first  acidified  with  nitric  acid,  there  is  a  risk  of  liberating  iodine.  If 
the  solution  be  coloured  with  iodine,  it  is  best  to  add  a  little  sulphurous  acid  to  decolorise 
the  solution 

»  F.  Mohr,  ZeU,  anal.  Chem.,  12.  366,  1878  ;  H.  Zenger,  ArcJtiv  Pharm.  (3),  3,  137,  1873  ; 
J.  Krutwig,  Ber.f  17.  341,  1884;  E.  Fleischer,  A  SysHfm  of  Folumetric  Aruilysis,  London, 
97,  1877. 

*  Copper  turnings  are  digested  in  a  solution  of  cupric  chloride  and  ammonium  chloride 
acidified  with  hydrochloric  acid.  Sufficient  ammonium  chloride  must  be  present  to  prevent 
the  reagent  giving  a  precipitate  with  water.  • 


CHAPTER   XLIV. 
THE  RATIONAL  ANALYSIS  OF  CLAYS.^ 

§  339.  Clays. 

This  chapter  is  "  brought  forward  "  from  the  second  volume  of  this  work  ia 
order  that  the  analytical  processes  may  be  confined  in  one  volume.  Hence,  a 
few  explanatory  words  may  be  desirable.  Kaolin  is  a  general  word  applied  to 
china  clay  rock,  and  to  china  clay  obtained  by  the  washing  of  china  clay  rock. 
The  term  clay  not  only  covers  all  the  different  varieties  of  clay,  but  also  a  sub- 
stance approximating  Al2O3.2SiO2.2H2O  in  composition.  The  last-named  formula 
is  supposed  to  represent  a  constituent  common  to  all  clays,  and  which  has  hence 
been  termed  "clay  base,"  "clay  substance,'*  "clay  proper,"  "clay  matter," 
"  ideal  clay,"  etc.  The  word  kaolinite  is  applied  to  a  crystalline  mineral  with 
the  empirical  formula  Al2O3.2SiO2.2H2O.  We  are  almost  sure  that  an  amorphous 
or  non-crystalline  substance  approximating  the  same  composition  exists  in  most, 
probably  in  all  clays.  This  is  here  called  clayite ;  the  new  term  is  required 
because  it  possesses  several  properties  different  from  kaolinite.  If  it  were  not 
for  the  dread  of  Multiplying  terms,  a  word  would  be  coined  to  include  both 
clayite  and  kaolinite.  I  use  the  term  argillaceotis  matter  for  that  heterogeneous 
mixture  which  is  removed  from  a  clay  by  the  treatment  employed  in  the  method 
of  "  rational  analysis."     It  includes  clayite,  kaolinite,  and  other  minerals.^ 

Clays  are  produced  by  the  weathering  and  disintegration  of  various  kinds  of 
rocks  which  occur  on  or  near  the  surface  of  the  earth.  If  the  clay  occurs  where 
it  has  been  formed,  it  is  called  a  primary  or  residual  clay ;  and  if  the  clay  has 
been  carried  elsewhere  it  is  called  a  transported  or  secondary  clay.  The  trans- 
ported clays  are  the  washings  and  sweepings  of  the  hills,  which  Nature  has 
accumulated  as  her  rubbish-heaps  in  convenient  places.  Kaolinite  or  clayite 
and  quartz  are  common  to  nearly  all  clays,  while  felspar  and  mica  are  so  common 
in  clays  that  these  four  constituents  can  reasonably  be  regarded  as  the  primary 
constituents  of  clays.  The  list  of  secondary  co7istitu.ents,  which  usually  occur  in 
relatively  small  quantities,  is  very  extensive.  In  the  first  place,  we  find  frag- 
ments of  various  kinds  of  rock — granite,  trachyte,  rhyolite,  syenite,  etc. ;  and  in 
the  second  place,  fragments  of  numerous  minerals  have  been  reported  in  clays : — 

Anatase,  andalusite,  apatite,  augite,  bronzite,  calcite,  chlorite,  corundum,  cyanite, 
diaspore,  dolomite,  dumortierite,  enstatite,  epidote,  fluorspar,  garnet,  gilbertite,  glauco- 
phane,  gypsum,  hematite,  hornblende,  hydrated  alumino-silicates  related  to  clayite, 

^  Much  of  the  onginal  matter  in  this  chapter  is  the  result  of  experiments  made  on  the 
rationale  of  the  method  of  rational  analysis  during  the  investigation  of  the  composition  of  dusts 
for  Sir  Henry  Cunynghame,  Chairman  of  the  CommiUee  appointed  to  Inquire  into  thz  Causes 
and  Remedies  for  ('oal  Dust  Explosimis  in  Coal  Mines.  The  reader  must  thank  the  Chairman 
for  permission  to  use  such  exfteriments  as  I  thought  fit  for  this  chapter.  Most  were  done  by 
my  assistants,  Messrs  A.  D.  Holdcroft  and  C.  Edwards,  during  1911. 

'■»  J.  W.  Mellor,  Trans,  Eng.  Cer.  Soc.,  8.  28,  1908 ;  Fot.  Oaz.,  34.  927,  1909. 
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hypersthene,  ilmenite,  leucoxene,  lignite,  limonite,  magnesite,  magnetite,  nepheline, 
nontronite,  olivene,  prehnite,  pyrites,  rutile,  scapolite,  selenite,  serpentine,  siderite, 
8illimanite,  spinel,  staurolite,  titanite  (sphene),  topaz,  tourmaline,  vivianite,  zeolite) 
zircon,  zoisite. 

The  secondary  constituents  are  usually  present  in  small  quantities,  and  in  a 
more  or  less  advanced  state  of  decomposition.  The  mlumal  anodysU  is  an 
attempt  to  express  the  composition  of  a  clay  in  terms  of  the  primary  constituent 
minerals. 

§  340.  The  Separation  of  Minerals  by  Treatment  with 

Chemical  Reagents. 

Clay  is  a  heterogeneous  mixture  of  several  different  minerals.  The  chemical 
methods  for  estimating  the  minerals  in  clays,  ete.,  are  based  on  differences 
in  the  rates  at  which  the  various  minerals  are  attacked  by  different  reagents. 
The  separation  of  the  constituents  of  a  clay  which  are  soluble  in  water 
(page  630)  is  a  comparatively  simple  example,  whereas  the  digestion  of  clay 
with  hydrofluoric  acid  is  more  complicated.  Quartz,  felspar,  leucite,  and 
minerals  rich  in  silica  are  in  general  quickly  decomposed  by  treatment  with 
hydrofluoric  acid  under  conditions  where  sillimanite,  staurolite,  topaz,  tourma- 
line, zircon,  and  the  titanium  minerals  are  but  little  attacked;  while  mica, 
hornblende,  and  sphene  are  partially  tiecomposed.^  Unfortunately,  the  differences 
in  the  rates  of  attack  of  the  more  important  minerals  in  clays  by  known  reagents 
are  not  usually  great  enough  to  allow  a  perfect  separation.  Before  one  mineral 
is  completely  decomposed,  others  will  have  succumbed  to  the  attack.  Hence, 
the  products  of  decomposition  of  the  one  mineral  will  be  more  or  less  con- 
taminated with  products  derived  from  the  partial  decomposition  of  other 
minerals.  Hydrochloric  acid,  for  example,  is  frequently  employed  to  remove 
iron  oxides,  and  calcium,  magnesium,  and  iron  carbonates,  from  clays.  But 
if  the  clay  contains  olivene,  serpentine,  chlorite,  nepheline,  epidote,  leucite,  and 
zeolites,  the  acid  may  do  too  much  work,  for  these  minerals  are  more  or  less 
decomposed  by  the  same  treatment.  Similar  remarks  apply,  mutatis  mutandis^ 
to  the  action  of  sulphuric  acid.     Compare  with  page  525. 

The  analysis  of  clays,  ete.,  by  digesting  the  powdered  sample  in  sulphuric 
acid,  followed  by  solutions  of  caustic  alkalies,  ete.,  was  common  enough  at  the 
end  of  the  eighteenth  and  at  the  beginning  of  the  nineteenth  centuries,  as  is 
evidenced  by  the  analyses  of  Bergmann,  Hochmeimer,  Kirwan,  Klaproth, 
Lampadius,  Schdnbauer,  Vauquelin,  Westrumb,  ete.^  In  1835,  Forchhammer* 
showed  that,  when  certain   clays  are  digested  in  sulphuric  acid,  the  ultimate 


'  F.  Fouqu6,  Compt,  Rend,,  75.  1090,  1872;  79.  869,  1874;  F,  Fouqu^  and  M.  Levy, 
Min6raZogie  Micrographique,  Paris,  116, 1879  ;  J.  B.  Mackintosh,  School  Mines  Quart.,  7.  884, 
1886  ;  Joum.  Amer,  Chenx.  Soc.,  8.  210,  1886  ;  Chem,  News,  54.  102,  1886.  Mackintosh 
believes  that,  the  denser  the  mineral,  the  less  is  it  attacked  by  the  acid  ;  and  that  the  rate  of 
attack  by  hydrofluoric  acid  does  not  depend  upon  the  proportion  of  silica,  but  rather  on  the 
nature  of  the  bases.  K.  Obbeke,  Neues  Jahrb.  3fin.,  1,  465,  1881  ;  J.  Hazard,  Zeit,  anal, 
Chem.,  23.  168,  1884  ;  Chem.  News,  50.  33,  1884. 

*  T.  Bergmann,  Opuscula  Physicast  Chemica,  Holmiae,  2.  899, 1780  ;  C.  F.  A.  Hochmeimer, 
Mineraloffische  Chemie,  Leipzig,  1792  ;  R.  Kirwan,  Physisck-chcmische  Sehriften,  Berlin, 
1783  ;  M.  H.  Klaproth,  Beitrdge  zur  cJieniischen  Kenntniss  der  Miner alkorper,  Berlin,  1796 ; 
W.  A.  Lampadius,  ffandbuch  zur  chemischen  Analyse  der  Miner  alkorper,  Freiberg,  1801  ; 
J.  A.  Schbnbauer,  Neue  analytische  Metkode  die  Mineralien  und  ihre  Bestandtheil-e  Richtig  zu 
Bestimmen,  Wien,  1805  ;  L.  N.  Vauquelin,  "  Anlcituiig  zur  chemischen  Analyse  der  Fossilen," 
Scherer's  Jmim.,  3.  410,  1799;  J.  F.  Westrumb,  KUine  physisch-chemische  Abhandlungen, 
Leipzig,  1785. 

'  G.  Forchhammer,  Pogg.  Ann.,  35.  331,  1835  ;  Ann,  Mines  (d),  7.  617,  1886. 
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composition  of  the  soluble  portion  corresponds  very  nearly  with  the  formula 
Al2O2.2SiO2.2H2O;  while  the  residual  insoluble  portion  is  mainly  felspar  and 
quartz.  Hence,  Forchhammer  attempted  to  determine  the  mineralogical  com- 
position of  certain  clays  by  successive  treatment  with  different  reagents.  After 
leaching  out  the  constituents  soluble  in  hydrochloric  acid,  he  extracted  the 
residue  alternately  with  hot  sulphuric  acid  and  an  aqueous  solution  of  sodium 
carbonate.  This  treatment  was  supposed  to  remove  the  argillaceous  matter. 
We  shall,  however,  soon  see  that  a  variety  of  other  minerals — mica,  felspar, 
fluorspar,  etc. — are  more  or  less  attacked  by  this  treatment.  Forchhammer's 
process  has  been  more  or  less  modified  by  Brongniart  and  Malaguti,  Seger,^  etc., 
and  extensively  employed — principally  in  Germany — with  Brongniart's  designa- 
tion, rancUyse  rattonelle.  The  so-called  rational  analysis  is  a  first  approximation 
or  attempt  to  represent  the  mineralogical  composition  of  a  clay  in  terms  of  the 
three  important  minerals — kaolinite,  felspar,  and  quartz — and  hence  it  can  also 
be  called  a  '*  mineralogical  analysis,"  vide  page  524.  The  essential  features  of 
the  process  are : — 

Remove  the  argillaceous  matter  by  digestion  with  hot  concentrated  sulphuric 
acid,  and  wash  the  residue  alternately  with  alkaline  lye  and  hydrochloric  acid. 
The  difference  between  the  weight  of  the  dried  residue  and  the  original  sample 
represents  argillaceous  matter.  The  residual  felspathic  and  quartz  detritus  is 
treated  with  hydrofluoric  acid  and  the  alumina  determined.  The  corresponding 
amount  of  felspar  is  computed,  and  the  quartz  is  determined  by  difference.  One 
modus  operandi  is  as  follows : — 

§  341.  The  Rational  or  Mineralogical  Analysis  of  Clays. 

Preliminary  Treatment, — If  the  clay  contains  soluble  salts,  they  are  removed 
by  the  process  indicated  on  page  630 ;  if  it  contains  colloidal  silica,  this  can  be 
removed  as  indicated  on  page  668;  and  if  it  contains  carbonates — calcium, 
magnesium,  iron — or  free  iron  oxide,  these  should  be  removed  by  digesting,  say, 
5  grms.  with  dilute  hydrochloric  acid  (page  525)  before  treatment  with  sulphuric 
acid.  The  hydrochloric  acid  also  removes  colloidal  aluminium  and  iron  hydroxides, 
and  it  attacks  some  of  the  argillaceous  matters,  as  well  as  apatite,  haematite 
(powdered),  magnetite,  leucite,  sodalite,  nepheline,  olivine,  woUastonite,  and  most 
of  the  zeolites ;  while  scapolite,  plagioclase,  serpentine,  chlorite,  and  the  more 
compact  iron  oxides  are  but  slowly  attacked.  Hence,  Weinschenk  ^  recommends 
chloric  acid,  in  place  of  hydrochloric  acid,  to  avoid  breaking  up  silicates  when 
the  carbonates  are  decomposed.  The  washed  residue  is  dried  and  weighed.  The 
loss  in  weight  represents  the  matters  soluble  in  the  acid.  The  carbon  dioxide,  if 
desired,  can  be  determined  by  weight  as  described  later,  and  the  lime,  magnesium, 
and  iron  determined  in  the  acid  solution  if  necessary.  If  the  carbon  dioxide  be 
determined  by  weight  (page  553),  the  washed  residue,  or  a  new  sample,  can  be 
treated  with  sulphuric  acid,  etc.,  as  described  below,  and  an  allowance  made 
when  the  clay  substance  is  determined. 

In  illustration,  Altofts'  shale  furnished  4*42  per  cent,  of  carbon  (page  546) 
and  2*44  per  cent,  of  carbon  dioxide  (page  553).  The  solution  of  the  shale  in 
hydrochloric  acid  contained  much  iron,  and  very  little  lime  or  magnesia.  Hence 
it  was  inferred  that  the  shale  contained  ferrous  carbonate.  One  part  by  weight 
of  carbon  dioxide  corresponds  with  2*633  of  ferrous  carbonate,  and  accordingly 

^  A.  Brongniart  and  J.  Malaguti,  Arch.  Mas.  Hist.  Nat.,  2.  219,  1841  ;  J.  Aron,  Notizblati, 
ID.  226,  1874  ;  M.  Finkner,  ift.,  3.  119.  1867  ;  C.  Bischof,  16.,  11.  120,  1876  ;  H.  A.  Seger, 
ih.,  12.  245,  1876  ;  T&nind.  Ztg.,  I.  272,  1877. 

'  B,  Weinschenk,  Die  geaieinbildemUn  MinercUveUf  Freiburg,  11,  1907  ;  New  York,  150, 
1912.    For  the  action  of  organic  acids  on  minerals,  see  |)age  525. 
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the   shale  contained  the  equivalent  of  2*44  x  2*633  =  6 '42  per  cent,  of  ferrous 
carbonate. 

Removal  of  Argillaceous  Matters. — The  residue  from  the  preceding  operation  ; 
or,  if  carbonate  be  absent,  about  5  grms.  of  the  clay,  dried  at  llO**,  are  placed 
in  a  litre  basin  (porcelain  or  platinum).  Add  100  c.c.  of  water,  and  triturate  the 
mixture  with  a  rubber-tipped  glass  rod  or  rubber  pestle,  so  that  the  clay  is 
thoroughly  disintegrated.^  This  operation  diminishes  the  risk  of  clay  escaping 
the  action  of  the  acid  when  clots  of  clay  are  present.  Add  100  c.c.  of  a  mixture 
of  equal  volumes  of  concentrated  sulphuric  acid  and  water  to  the  clay  *'  slip." 
Cover  the  basin  with  a  clock-glass.  If  the  clay  is  dark-coloured,  add  a  few  drops 
of  concentrated  nitric  acid,  so  as  to  destroy  the  organic  matter.^  Warm  the 
mixture  over  an  Ostwald's  heater  (page  94),  with  frequent  stirring,  until  the  water 
is  all  evaporated  and  the  acid  begins  to  fume  vigorously.  The  temperature  should 
be  such  that  this  occupies  between  45  and  60  minutes.  The  dish  id  allowed  to 
cool  for  about  half  an  hour,  and  the  dish  is  then  nearly  filled  with  water  ^  and  the 
whole  thoroughly  mixed.  Wash  the  rod  and  cover-glass.  Let  the  dish  stand  un- 
disturbed for  about  four  hours  to  permit  the  unattacked  particles  of  the  clay 
to  settle.  Decant  the  contents  of  the  dish  into  a  large  2-litre  beaker.  Take 
care  that  no  solid  particles  are  transferred  from  the  dish.*  Add  300  c.c.  of 
Lunge's  solution,^  and  he^t  the  mixture,  with  frequent  stirring,  until  it  begins 
to  boil.  Wash  the  rod  and  cover-glass.  Let  the  mixture  cool  for  about  a  couple 
of  hours.  The  fluid  should  be  clear.  If  the  sediment  does  not  settle,  so.  that 
flocculent  masses  remain  in  suspension,^  it  is  probable  that  the  clay  is  but  imper- 
fectly decomposed.^  Decant  off  the  alkaline  lye,  stir  up  the  residue  with  about 
500  O.C.  of  concentrated  hydrochloric  acid,  and  boil  the  mixture  for  about  five 
minutes;  this  dissolves  the  iron  hydroxide,  etc.     Stir  up  with  water.     Let  all 


^  The  addition  of  a  drop  or  two  of  aqueous  ammonia  or  soda  lye  greatly  faciKtates  the 
disintegration  of  the  mass.  Boiling  the  mixture  for  about  10  minutes  will  alM  facilitate 
the  disintegration  of  the  clay.  Any  water  lost  by  evaporation  should  be  restored.  The 
clay  must  not  be  powdered  in  an  agate  mortar  for  this  operation,  as  is  done  with  the  ultimate 
analysis. 

*  If  the  clay  contains  organic  matter — lignite,  rootlets,  etc. — A.  Sabeck  (CA«m.  /tm/.,  25.  90, 
1902)  recommends  oxidation  with  about  15  c.c.  of  nitric  acid  along  with  the  sulphuric  acid  after 
the  clay  has  been  digesting  with  the  sulphuric  acid  for  a  couple  of  hours.  If  chloric  acid  be 
used  for  decomposing  the  carbonates,  much  of  the  organic  matter  will  be  removed  at  the  same 
time.  Note,  organic  matter  is  included  with  '*  argillaceous  matter  ''  by  this  method  of  treat- 
ment.    The  error,  if  neglected,  is  serious  with  some  clays — e,g.  black  ball  clays. 

'  Care  is  necessary  m  adding  water  to  concentrated  sulphuric  acid.  Some  prefer  to  lift 
the  cover  of  the  dish  a  little,  and  spurt  water  from  the  wash-bottle  on  the  under  side  of  the 
clock-glass. 

*  In  pouring  off  the  bulk  of  the  fluid  (down  a  glass  rod  in  the  usual  way)  the  sediment  is 
disturbed.  It  is  best  to  decant  all  but  about  100  c.c.  of  the  fluid.  Let  this  stand  about 
15  minutes  to  settle,  and  again  decant.  This  enables  more  liquid  to  be  poured  off  with  less  risk 
of  losing  the  solid  insoluble  residue. 

'  Lunge's  Solutiok. —Dissolve  100  grms.  of  crystallised  sodium  carbonate  and  10  grms.  of 
sodium  hydroxide  in  water,  and  make  the  solution  up  to  a  litre.  Remember  that  this  solution 
will  dissolve  silica,  etc.,  from  the  glass  of  the  bottle  in  which  it  is  kept.  A  five  or  six  per 
cent,  solution  of  caustic  soda  is  frequently  used  in  place  of  Lunge's  solution.  Different 
workers  also  prescribe  different  strengths  of  the  solution  of  caustic  soda,  as  indicated  below. 
Lunge's  solution  is  fairly  well  known,  and  there  is  at  present  no  adequate  reason  for  recom- 
mending a  change. 

'  tlecks  of  sfiicic  acid,  organic  matter,  and  iron  hydroxide  will  probably  be  present. 

^  J.  A.  Komer  {Beilrag  zur  ICenntniss  der  Elsdsser  Thone^  Strassburg,  1900)  removes  the 
soluble  silica  left  after  the  action  of  the  sulphuric  acid  as  follows: — Wash  the  residue  from 
the  sulphuric  acid  treatment  with  dilute  hyarochloric  acid  (1  : 3)  and  incinerate  the  residue 
to  bum  off  the  filter  paper.  Digest  the  mass  on  a  water  bath  for  five  minutes  with  0*5  per 
cent,  hydrofluoric  acid ;  filter,  and  wash  with  dilute  hydrochloric  acid ;  ignite ;  and  weigh  as 
"quartz  and  felspar.'*  Hydrofluoric  acid  of  this  strength  is  said  not  to  attack  the  quartz 
appreciably. 
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stand  for  about  live  hours.  Decant  ofif  the  acid.^  Repeat  the  treatment  with 
about  150  o.c.of  Lunge's  solution,  followed  by  digestion  wjth  200  o.c.  of  hydro- 
chloric acid.  Stir  up  the  mass  with  about  200  c.c  of  water  and  wash  the  residue 
with  dilute  hydrochloric  acid  (1  volume  of  acid,  2  volumes  of  water)  into  a 
close-felted  filter  paper,^  and  wash  twice  with  the  dilute  acid,  and  three  times 
with  water.  Ignite  the  filter  papers  with  their  contents  in  a  weighed  platinum 
crucible.  The  ignited  residue  is  generally  styled  "felspar  and  quartz,"  and 
treated  as  described  below.  The  difference  between  the  weight  of  clay  sub- 
jected to  the  sulphuric  acid  treatment  and  the  weight  of  the  "  felspar  and  quartz  '* 
represents  "argillaceous  matter"— also  called  "clay  substance."  In  illustration 
of  the  weighings,  and  method  of  calculation,  the  rational  analysis  of  Altofts 
shale  ^  may  be  cited  : 

Crucible  and  residue 35*8286  gnus. 

Crucible  empty 88 '2950     ,, 

Quartz  and  felspar 2 '0286     ,, 

Clay  originally  taken 5*0000  grms. 

Aigillaceous  matter^  (ditference)  .  2 "9714     ,, 

Hence,  59*43  per  cent,  of  matter  has  been  removed  by  the  treatment  with 
sulphuric  acid,  etc.,  and  40*57  per  cent,  remains  as  a  residue.  A  preceding 
operation  showed  that  of  the  59 '43  per  cent,  of  matter  dissolved  by  the  sulphuric 
acid,  there  is  :  '    • 

Argillaceous  matter 48  '59  per  cent. 

Ferrous  carbonate  (siderite) 6*42 


Carbonaceous  matter 4*42 


1* 


ti 


Estimation  of  the  FelspatJiic  and  Quartz  Detritus, — The  residue  in  the  crucible 
is  mixed  with  about  5  c.c.  of  water,  about  4  drops  of  sulphuric  acid,  and  15 
c.c.  of  hydrofluoric  acid.^  The  crucible  is  then  placed  on  a  sand-bath  or  over 
a  small  flame  and  heated  until  its  contents  are  nearly  dry.  Repeat  the  operation 
by  the  addition  of  more  hydrofluoric  acid.  Let  the  mass  cool,  digest  with  water, 
and  add  ammonium  chloride  and  ammonia  as  indicated  on  page  182  for  the 
precipitation  of  iron  and  aluminium  hydroxides.  Filter,  wash  with  hot  water, 
ignite,  and  weigh.  Call  the  mixture  of  alumina,  iron  oxide,  etc.,  "  alumina." 
Thus,  with  the  clay  indicated  above : 

Crucible  and  contents 83  *8477 

Crucible  empty 88 '2986 

"  Alumina  *' precipitate 0*0491 

Since  one  gram  of  alumina  corresponds  with  5*48  grms.  of  potash  felspar,  hence 
multiply  the  weight  of  the  precipitate  by  5*48  to  get  its  equivalent  in  potash 

^  If  flecks  of  clay  be  present,  the  sulphuric  acid  has  not  done  its  work.  The  residue  is 
usually  more  or  less  gritty,  although  flecks  of  organic  matter  may  be  present. 

^  Note  that  in  the  filtration  very  fine  particles  of  undecompoaed  felspar  and  quartz  have  a 
tendency  to  pass  through  the  paper,  and  thus  swell  the  proportion  of  aigillaceous  matter,  at 
the  expense  of  the  lesidue. 

^  I  have  purposely  selected  an  awkward  clay,  because  it  enables  me  to  emphasise  the 
strength  and  weasness  of  the  process  of  rational  analysis. 

*  The  filter  papers  used  were  almost  ashless. 

5  M.  Lindhorst,  Tonind.  Ztg.,  2.  485,  1878 ;  K.  Daniel,  Zeit,  anorg.  Chsm,,  38.  257,  1904. 
H.  Rose's  method  {Pogg.  Ami. ,  108.  20, 1869)  for  driving  off  the  silica  by  thoroughly  mixing  the 
sample  with  ammonium  fluoride  in  an  agate  mortar  and  moistening  with  sulphuric  acid  may  be 
employed.  Let  the  mixture  stand  in  a  warm  place  for  a  few  hours,  heat  until  the  silicon 
fluoride  has  been  driven  off,  and  repeat  the  treatment  if  any  of  the  mixture  has  escaped 
decomposition.  Fusion  with  sodium  carbonate  (page  167),  as  first  recommended  by  Soger,  is  not 
so  convenient. 
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felspar.*     We  thus  obtain  5*48  x  0*0491  =0*2691  grm.  of  felspar  per  5  grms.  of 
clay— that  is,  5 '38  per  cent,  of  felspar.^     The  difference 

Felspar  and  quartz  residue 40*57  per  cent. 

Felspar  calculated 5*35       ,, 

Quartz  c^Ms 35*22       ,, 

Neglecting  the  second  decimal,  the  rational  analysis  thus  reads : 


Carbonaceous  matter 4*4  per  cent. 

Ferrous  carbonate  (siderite) 
Argillaceous  matter 
Felspathic  detritus 
Quartz  dihris 


48*6      „ 
6-4       „ 


35*2 


>> 


Errors, — Apart  from  the  difficulties  which  arise  from  our  ignorance  of  the 
nature  of  the  constituent  minerals,  and  the  fact  that  the  acid  and  alkaline 
solutions  do  more  work  than  accords  with  the  hypothesis  on  which  the  process 
is  based,  the  chief  errors  of  manipulation  are :  (1)  Incomplete  decomposition  of 
the  kaolinite  or  clayite ;  (2)  Imperfect  removal  of  the  products  of  the  decom- 
position. These  two  errors  make  the  felspathic  detritus  too  high,  and  the 
argillaceous  matter  too  low.  (3)  Loss  of  a  portion  of  the  felspathic  and  quartz 
detritus  either  during  the  decantation  ^  or  by  passage  through  the  pores  of  the 
filter  paper.  This  error  makes  the  argillaceous  matter  too  high,  and  the 
felspathic  detritus  too  low. 

The  whole  operation  occupies  about  two  days.  If  a  start  be  made  in  the 
morning,  the  first  alkali  and  hydrochloric  acid  decantations  can  generally  be  done 
the  first  day.  Of  course,  other  work  can  be  done  while  the  sediments  are  settling. 
Thus,  two  analyses  can  be  conducted  side  by  side  in  two  days.  In  order  to  get 
comparable  or  consistent  results,  it  is  highly  important  to  follow  the  directions — 
concentration  of  reagents,  time  of  heating,  etc. — somewhat  closely.  The  reason 
for  this  will  now  be  discussed. 

§  342.  The  Effect  of  the  Sulphuric  Acid  Treatment  on  some 

of  the  Minerals  in  Clays. 

Sulphuric  acid  decomposes  the  hydrated  alumino-silicates  and  zeolites  forming 
aluminium  sulphate,  silicic  acids,  etc.  The  soda  treatment  removes  the  latter, 
hydrochloric  acid  the  former.  At  the  same  time,  the  soda  attacks  ^  the  felspar 
somewhat  rapidly,  while  the  accessory  minerals  hornblende,  augite,  and  biotite 
are  attacked  rather  more  slowly.  Andalusite,  epidote,  prehnite,  and  muscovite 
are  but  slightly  attacked  by  the  same  reagent.  It  is  therefore  interesting  to  get 
some  idea  of  the  effect  of  the  treatment  with  sulphuric  acid,  caustic  soda, 
and  hydrochloric  acid  on  the  minerals  usually  found  in  clays.  The  samples 
were  treated  exactly  as  if  they  were  being  analysed  by  the  "  rational "  process 
just  described. 

^  Attempts  to  remove  felspar  from  the  first  residue  by  digesting  the  mixture  at  200^  with 
alkaline  phosphates  and  with  microcosmic  salt  have  not  been  successful,  because  the  finely 
divided  quartz  is  seriously  attacked  at  the  same  time  as  the  felspar — A.  Miiller)  Joum,  prakt, 
Chem.  (1),  95.  43,  1865  ;  (1),  98.  14,  1865  ;  ZeU,  arvaL  Chem,,  5.  481,  1866;  E.  Laufer,  id., 
17.  868,  1878  ;  Ber.,  ii.  60,  986, 1878  ;  E.  Wunderlich,  ib.,  14.  368,  2811,  1881  ;  J.  Hirschwald, 
Joum.  prakt,  Chem,  (2),  41.  360,  1880;  E.  A.  Wiilfing,  Neues  Jahrh,  Min,  B,  B.,  7.  174, 
1891  ;  E.  Haushofer,  SiJbtJber.  Acad.  WUa,  MUnchen,  8,  1889.     See  page  520. 

^  Some  consider  that  a  more  exact  determination  of  felspar  can  oe  obtained  by  determining 
the  alkalies  and  not  the  alumina  by  the  method  of  page  226. 

'  To  avoid  this  error,  some  prefer  to  filter  the  decanted  fluid,  and  wash  the  residue  with  the 
add  and  alkaline  lye.     E.  Greiner,  Sprech,,  42.  899,  413,  1909. 

^  J.  Lemberg,  Zeit,  deut,  geol.  Get,,  35.  560,  1883. 
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1.  Felspar, — The  felspar  in  clays  is  attacked  by  the  sulphuric  acid  treatment, 

and  finely  divided  felspar  more  vigorously  than  the  coarse-grained  mineral.     In 

illustration,  clear  ^  crystals  of  albite  (soda  felspar)  from  Maderanertae  (Switzerland), 

and  clear  crystals  of  orthoclase  (potash  felspar)  from  Altschgletscher  (Switzerland), 

were  powdered,  and  treated  as  if  they  were  samples  undergoing  '*  rational  analysis  " 

by  the  method  described  above.     The  results  were : 

Coarse.  Fine. 

Average  diameter  of  grain      .  0*082  0 '032  mm. 

Albite  dissolved 1*76  14*69    percent 

Orthoclase  dissolved      ....     0*86  18*01        „ 

The  term  '^  coarse  "  here  refers  to  powder  which  passed  through  a  120's  lawn  and 
remained  on  a  200's  lawn,  while  "  fine ''  refers  to  that  which  passed  through  the 
200^8  lawn.^  In  further  illustration  of  the  effect  of  size  of  grain  another  series 
of  determinations  with  a  clear  glassy  sanidine  from  Wehr  (Eifel)  furnished : 


Average  diameter  of  grain 
Sanidine  dissolved 


0*165 
0*34 


0-082  0-032  moL 

0*64  15*64    percent 


These  results  are  plotted  in  Bg.  205,  which  brings  out  the  fact  that,  although  the 
effect  of  the  treatment  on  coarse-grained  felspar  is  negligible,  the  effect  on  the  small 

grains  is  vigorous.  Sabeck  says  that  if  the 
clay  contains  no  more  than  10  per  cent,  of 
felspar,  "the  total  error  introduced  by  the 
decomposition  of  felspar  by  the  sulphuric 
acid  treatment  does  not  exceed  0*2  per 
cent.*'  under  the  conditions  of  his  experi- 
ments, which  were  not  very  different  from 
those  mentioned  above.  Sabeck's  results 
agree  with  those  obtained  by  Seger  (2*24  per 
cent,  dissolved)  and  Jackson  (2*24).  With 
Langenbeck,  17 '3  per  cent,  dissolved.'  It 
might  be  thought  that  fig.  205  makes  it 
questionable  if  Sabeck's  argument  is  sound, 
because  many  of  the  felspathic  grains  in 
felspathic  clays  may  be  finer  than  can  be 
obtained  by  artificial  grinding,  although  it 
is  probable  that,  if  felspar  so  finely  divided 
were  deposited  with  the  original  clay,  it  would  have  weathered  or  changed  com- 
paratively quickly. 

There  is  some  uncertainty  as  to  the  composition  of  the  particular  felspar  or 
felspars  in  a  given  clay.  It  is  not  easy  to  get  felspar  free  from  symptoms  of 
weathering,  for  even  the  so-called  clear  crystals  are  usually  affected.  Much 
more  then  is  it  probable  that  the  felspathic  grains  in  clays  will  be  more  or  less 
weathered.  Weathered  felspar  dissolves  rapidly  in  sulphuric  acid.  Consequently, 
it  is  not  surprising  to  find  results  so  divergent  as  2*5  (Seger)  and  17*3 
(Langenbeck),  even  w^hen  the  conditions  of  the  experiment  and  the  degree  of 
fineness  of  the  felspar  undergoing  treatment  are  the  same. 

The  attack   is   largely  determined   by  the   concentration   of   the  different 
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Fio.  205. — Effect  of  grain  size  on  the 
solubility  of  potash  felspar. 


^  These  samples  were  selected  because  they  were  clear  and  free  from  any  visible  signs  of 
weathering. 

«  J.  W.  Mellor,  Trans,  Eng,  Cer.  Soc,,  9.  94,  1909.     See  page  126. 

'  H.  Rose,  Seheerer's  Joum.,  8.  283,  1803;  H.  A.  Seger,  NotizhlcUi,  12.  245,  1876; 
Oesammelte  Schri/len,  Berlin,  42,  1896  ;  Easton,  Pa.,  i.  53,  1902 ;  K.  Langenbeck,  The 
Chemistry  of  Pottery^  Easton,  Pa.,  9,  1896 ;  W.  Jackson  and  E.  M.  Rich,  Jtntm.  Soe,  Chsm, 
Ind,,  19.  1087,  1900  ;  A.  Sabeck,  Chem.  hid,,  25.  90, 1902. 
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reagents,  as  well  as  the  duration  and  temperature  of  the  digestion  with  sulphuric 
acid,  etc.  It  is  therefore  necessary  to  arrange  conditions  such  that  the  felspar 
is  affected  as  little  as  possible.  It  is  a  disadvantage  to  have  the  sulphuric  acid 
too  dilute,  for  it  will  then  change  considerably  in  volume  during  the  digestion, 
and  particles  of  the  clay  may  be  left  on  the  sides  of  the  dish,  as  water  evaporates, 
and  consequently  remain  unattacked.^  Sufficient  acid  must  also  be  present  to 
ensure  the  decomposition  of  all  the  argillaceous  matters. 

2.  Mica^  NepheliTiey  and  Hornblende, — If  mica  be  present  in  the  clay,  as  it 
usually  is,  it  will  be  more  or  less  attacked  by  the  treatment.  Some  varieties  of 
mica — phlogopite,  for  instance — will  be  almost  completely  decomposed  along  with 
the  kaolinite.  As  in  the  case  of  felspar,  the  experimental  evidence  shows  that  the 
attack  is  dependent  upon  the  type  of  mica  present  in  the  clay,  the  concentra- 
tion of  the  reagents,  the  time  of  heating,  and  the  state  of  subdivision  of  the  mica. 
Here  are  some  results  with  selected  samples  of  mica  treated  by  the  same  process 
as  that  employed  for- the  felspars  : — 


Effect  of  Rational  Analysis  on  Mica  {per  cent,  dissolved). 


Size  of  grain  (average 
diameter,  mm.). 

Muscovite. 

Clermont  Ferrant 

(Auvergne). 

Lepidolite. 

feozna 
(Mahren). 

Biotite. 
Miask 

(Ural). 

Phlogopite. 

Ontario 

(Canada). 

Coarse— 0*087 . 
Fine-.0-040    . 

54-94 
55*56 

67-94 
70*022 

71-07 
92 -SO* 

88-00 
93-93 

This  shows  that  mica  is  rapidly  attacked  by  the  method  of  rational  analysis, 
and  part  will  be  foimd  in  the  soluble  portion  and  part  with  the  insoluble  residue 
left  after  the  sulphuric  acid  treatment. 

It  might  be  added  that  similar  experiments  with  a  sample  of  hornblende 
from  Moravicza  (Austria),  and   a   sample  of  nepheline  from   Vesuvius  (Italy), 

gave : 

Coarse.  Fine. 

Hornblende  dissolved  .        .        .         .1*79  1 5 '09  per  cent. 

Nepheline  dissolved     .  .         .98*68  99*62       „ 

3.  Quartz, — The  acids  appear  to  have  no  appreciable  effect  on  the  quartz, 
but  quartz  is  affected  by  the  caustic  soda  treatment.  Brongniart  and  Malaguti 
substituted  a  solution  of  caustic  soda  for  Forchhammer's  sodium  carbonate.  The 
action  of  caustic  soda  on  quartz  has  been  studied  in  some  detail.  Michaelis,* 
in  opposition  to  earlier  workers,  maintained  that  quartz  is  not  appreciably 
affected  by  a  10  or  15  per  cent,  solution  of  caustic  soda  when  digested  on  a 
water  bath  with  this  reagent.     This  observation  also  contradicts  the  later  work 


1  C.  Bischof  (1884)  and  H.  Hecht  (1895)  recommended  an  acid  1  :6  ;  H.  A.  Seger  (1875), 
C.  Bischof  (1904),  G.  Lunge  (1908),  and  A.  Sabeck  (1903),  1:3;  H.  A  Seger  (1898),.  A. 
Leopold  (1905),  and  E.  Berdel  (1903),  1 :  2  ;  and  B.  Zschokko  (1902),  1:1. 

*  Another  sample  gave  respectively  46-3  and  48  2  per  cent. 

•  Another  8am])le  gave  60*97  and  89*2  per  cent,  respectively. 

♦  W.  Michaelis,  Chem,  Ztg.,  19.  1422,  2002,  2296,  1895;  C.  Rammelsberg,  Pogg.  Ann,, 
112.  182,  1861  ;  J.  N.  Fuchs,  ib.,  31.  577,  1834  ;  G.  Jenzsch,  ib.,  126.  497,  1865  ;  T.  Scheerer, 
Berg.  HiiU,  Zig,,  14.  107,  1858  ;  O.  Maschke,  Zdt.  deut.  Geol.  Ges.,  7.  488,  1855  ;  A.  Miiller, 
Joirni,  prakt,  Chem,  (1),  98.  14,  1866  ;  C.  R.  Fresenius,  AnUitung  zur  quantilativen  chemiscken 
-<4na2y«,  Braunschweig,  i.  207, 1873  ;  2.  338, 1877  ;  H.  Kose,  HandlmchderanalytiscJunChemU, 
Leipzig,  I.  751,  1871. 
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of  Lemberg  and  Rinne,i  who  have  shown  that  finely  divided  quartz  is  readily 
dissolved  by  this  treatment.  We  i^iust  therefore  assume  that  Michaelis  was 
dealing  with  comparatively  coarse  grains  of  quartz,  which  are  fairly  resistant. 
Lunge  and  Millberg  have  shown  that  the  solubility  of  quartz  depends  upon  the 
fineness  of  the  particles,  the  concentration  of  the  reagent,  and  the  time  of  heating 
— e.g.  a  15  per  cent,  solution  of  caustic  potash  dissolves  from  1*0  to  1*5  per 
cent,  of  finely  divided  quartz  in  an  hour's  digestion,  and  1*8  to  20  per  cent, 
after  two  hours'  digestion  under  conditions  where  a  15  per  cent,  solution  of 
sodium  carbonate  dissolved  only  mere  traces  of  the  quartz.  The  attack  is  nearly 
ten  times  more  vigorous  when  the  quartz  is  in  an  extremely  fine  state  of  division. 
The  experiments  indicated  above  were  repeated  on  a  sample  of  clear  rock  crystal, 
and  on  a  sample  of  flint  from  Dieppe  (France).     The  results  were  : 


Roik  crystal 
Flint    . 


Coarse. 

Fine. 

0-96 

6-40 

2-52 

12-10 

The  experimental  evidence  thus  shows  that  quartz  is  appreciably  attacked 
when  the  clay  is  digested  with  caustic  soda  in  order  to  remove   the  so-called 


Fio.  206.  —Residue  obtained  daring  the  rational  analysis  of  shale.     (The  lines 

are  y^^  mm.  apart  when  not  magnified.) 

colloidal  silica,  or  the  silicic  acids  formed  during  the  action  of  sulphuric  acid. 
Of  course,  if  the  caustic  soda  be  dilute  enough,  and  is  only  in  contact  with  the 
quartz  a  short  time,  the  action  may  be  reduced  to  a  negligible  minimum ;  ^  but 


^  J.  Lemberg,  Zeit,  detU.  geoL  Oes.^  35.  560,  1883  ;  F.  Rinne,  Zentr.  Min,,  384,  1904; 
E.  Kaiser,  Ferh.  not,  Fer.  preuss.  Rheinlande,  54.  93,  1897;  ZeiL  Kryst,,  33.  200,  1900; 
A.  Sabeck  {l,c.)\  B.  Zschokke  (I.e.) ;  G.  Lunge  anoM.  Schochor-Tscherny,  ZeiL  angew.  Chem,, 
7.  486, 1894  ;  8.  593,  689, 1895  ;  G.  Lunge  and  C.  Millberg,  i&.,  10.  393,  425,  1897  ;  P.  Ereiling, 
G,  Lumge*8  Methods  of  Chemical  AnalysiSf  London,  I.  ii.,  585,  1908. 

^  A.  Sabeck,  (I.e.)  recommends  a  2  per  cent,  solution  of  caustic  soda  ;  E.  Berdel  (/.c),  a  6  to 
7  per  cent  solution. 
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the  minimum  may  be  quite  appreciable  if  the  quartz  in  the  clay  be  in  a  very  fine 
state  of  subdivision.  For  this  reason,  Kreiling,  and  Lunge  and  Millberg, 
returned  to  the  use  of  sodium  carbonate  as  employed  by  Forchhammer,  in  order 
that  the  quartz  and  felspar  may  be  attacked  as  little  as  possible  when  the  pro- 
ducts of  the  action  of  the  sulphuric  acid  are  being  removed. 

Fig.  206  represents  a  microphotograph  of  the  residue  obtained  during  the 
rational  analysis  of  a  sample  of  shale,  and  the  sharp  angularity  of  the  grains 
shows  that  the  attack,  during  the  removal  of  the  "  argillaceous  matter,''  was 
not  very  marked  with  the  larger  grains.  The  lines  in  the  diagram  are 
millimetre  apart  when  not  magnified. 


T^th 


§343.  The  Composition  of  the  "Argillaceous  Matter." 

The  term  ThonsubBtam  (clay  substance)  was  applied  by  Senft^  in  1867  to 
a  hydrated  aluminosilicate  which  is  supposed  to  occur  in  all  clays  and  to  which 
they  owe  their  plasticity.  Senft's  clay  substance  was,  in  1840,  Brongniart  and 
Malaguti's  la  veritable  argile ;  and  other  writers  have  expressed  the  same  idea  by 
the  use  of  such  terms  as  "ideal  clay,"  " Kaolinthon,"  etc.  (page  656).  Aron  and 
Seger  applied  the  term  to  the  finest  fraction  obtained  in  the  elutriation  of  clays, 
and  also  to  the  constituents  decomposed  by  the  action  of  concentrated  sulphuric 
acid,  thus  implying  that  the  clay  substance  in  clays  can  be  isolated  or  removed  by 
both  these  processes.  Kaolinite  and  clayite  usually  occur  in  an  extremely  fine 
state  of  subdivision,  and  consequently  accumulate  in  the  finest  fraction  of  the 
elutriation.  But  if,  as  is  frequently  the  case,  other  finely  divided  constituents 
occur  in  the  clay,  they  too  will  naturally  collect  in  the  fine  fraction.  These  con- 
stituents may  or  may  not  behave  like  kaolinite  when  the  clay  is  treated  with 
sulphiuric  acid,  etc.  Hence  the  use  of  the  one  term  "  clay  substance  "  for  totally 
distinct  concepts  must  lead  to  confusion  and  misunderstanding.^ 

Not  only  are  kaolinite  and  clayite  attacked  by  the  treatment  with  sulphuric 
acid,  etc.,  but  the  felspar,  mica,  and  quartz,  as  well  as  pyrites,  zeolites,  fluorspar, 
hornblende,  etc.,  present  in  smaller  proportions  are  also  attacked.  It  is  therefore 
necessary  to  investigate  the  composition  of  the  product  of  the  reaction  in  question. 
The  analyses  of  the  argillaceous  matter  in  six  different  Cornish  china  clays  on 
the  market,  dried  at  1 10**,  furnished  the  following  table  : 


Percentage  Composition  of  the  Argillaceous  Matter  of  China  Clays, 


Ideal  clay, 

Maxima. 

Minima. 

Mean  of  six. 

Ala08.2SiOa. 
2HaO. 

Silica  (SiO,) 

46-37 

45-14 

45-6 

45-5 

Titanic  oxide  (TiOa) 

1-11 

0-08 

0-6 

•  •  • 

Alumina  (Al^O,) 

40-28 

38-19 

39-2 

895 

Ferric  oxide  ( FegOs) . 

1-48 

0-62 

1-0 

Magnesia  (MgO) 

1-28 

0-10 

0-2 

1 

Lime(CaO)     . 

1-41 

0-26 

0-3 

Potash  (K2O)  . 

1-36 

0-52 

1-0 

SodaCNaaO)    .... 

0-80 

0-11 

0-4 

Loss  on  ignition 

14-12 

11  08 

12-5 

14-0 

>  F,  Senft,  Die  SteinschxtU  und  Erdhoden,  Berlin,  236,  1867. 

^  Elutriation  is  discussed  in  the  second  volume  of  this  work,  and  I  here  employ  the  term 
**  argillaceous  matter  "  for  that  heterogeneous  mixture  removed  by  the  sulphuric  acid  treatment. 
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These  clays  contained  from  80  to  98  per  cent,  of  ^'argillaceous  matter."  As 
a  result  of  similar  experiments  on  German  clays,  Seger^  drew  the  obvious 
conclusion :  The  main  constituent  of  certain  high-grade  clays  is  dissolved  by  the 
sulphuric  add  treatment^  and  it  corresponds  in  composition  with  ALfi^.2SiO^.2H^0. 
Of  course,  it  is  not  fair  to  apply  this  generalisation  to  all  the  different  types  of 
clays,  since  with  other  less  pure  clays  very  great  discrepancies  occur — see  table 
below  for  an  example.  In  spite  of  this,  many  call  the  matter  decomposed  by  the 
sulphuric  acid  '*  clay  substance,"  implying  that  this  is  a  universal  and  essential 
constituent  of  all  clays ;  when  the  fact  is  that  clay  stibstance  derived  from  a  unde 
range  of  different  types  of  clay  is  very  varied  in  composition.^ 

Since  the  argillaceous  matter  includes  the  more  important  constituents  of 
clay — rarely  falling  below  50  per  cent,  of  the  total  constituents,  and  sometimes 
ranging  up  to  99  per  cent. — it  is  almost  as  important  to  get  an  idea  of  its  mineral- 
ogical  composition  as  it  is  of  the  clay  itself.  It  is  also  better  to  use  the  general 
term  '* argillaceous  matter"  in  preference  to  "clay  substance,"  because  the 
latter  leaves  the  impression  that  we  connote  a  substance  Al2O3.2SiO2.2H2O, 
represented  by  analyses  resembling  those  in  the  above  table. 

A  Second  Approximation  to  the  Rational  Analysis, — If  the  ultimate  composition 
of  the  clay,  and  of  the  fractions  which  resist  and  succumb  to  the  sulphuric  acid 
treatment,  be  determined,  it  is  possible  to  compute  numbers  for  the  argillaceous 
and  felspathic  matters  which  are  more  promising  than  those  given  by  the  method 
of  page  660.     The  data  for  Altofts  shale  are  indicated  in  the  following  table : 

Analyses  of  Altofts  Shale, 


Silica  . 

Titanic  oxide 

Alumina 

Ferric  oxide 

Magnesia 

Lime   . 

Potash 

Soda    . 

Loss' on  ignition 

Totals 


Ultimate  analysis. 


Total. 


61-92 
0-87 

20  08 
6-40 
1-68 
0-57 
2-72 
0-86 

14-61 


99-61 


Residue. 


88-77 
0-04 
0-88 
0-06 
0-01 
0  01 
0-83 
0-41 
0  00 


41-01 


Argillaceous 
matter. 


13-16 

0-83 
19-20 

6-84^ 

1-67 

0-66  1- 10-81 

1-89 

0-46  J 
14-61 


68  63 


All  but  the  silica  and  titanic  oxide  in  the  residue  (column  3)  is  supposed 
to  be  derived  from  the  felspathic  minerals.  In  typical  potash  felspar, 
K20.Al203.6Si02,  one  part  of  alumina  corresponds  with  3'53  of  silica;  and 
in  typical  soda  felspar,  Na20 .  AlgOj .  GSiOg,  one  part  of  alumina  corresponds 
with  3*53  parts  of  silica.     Hence, 

Silica  in  felspar  =  (0-83  X  3-51)  +  (0-41  x  3-53)  =  4-37  per  cent. 
The  difference  between  this  silica  and  the  total  silica  in  the  residue  represents  the 


*  C.  R.  Fresenius,  Joum.  prakt.  Chem.  (1),  57.  65,  1862  ;  H.  A.  Seger,  NbtvtbktUf  12.  245, 
286,  1876 ;  C.  Loeser,  KrUische  BeacTUung  einiger  Untersuchungsmethoden  der  Kaoline^  und 
TfioTu,  Halle  a.S.,  18,  1905  ;   Tonind  Ztg.,  32.  1932,  1908. 

'  The  identification  of  the  aluminosilicates — clayite  or  kaoHnite,  halloysite,  etc. — will  be 
discussed  in  Volume  II. 


THE   RATIONAL   ANALYSIS    OF   CLAYS.  667 

quartz.  Hence,  38*77  less  4*37  =  34*4.  Assume  that  the  other  constituents  in 
the  residue  all  belong  to  the  felspar.  Add  these  together  and  we  get  6*6.  For 
the  reasons  indicated  on  page  658,  we  know  that  the  argillaceous  matter  is 
contaminated  with  carbon  and  siderite.  Hence,  we  must  subtract  4*4  per  cent, 
of  carbon  and  6*4  per  cent,  of  siderite.  This  leaves  58*63  -  4*4- 6*4  =  47*8 
per  cent,  of  argillaceous  matter.     This  gives : 

Carbon 4*4  per  cent. 

Ferrous  carbonate 6*4      ,, 

Argillaceous  matter 47  '8      , , 

Felspathic  detritus 6*6      ,, 

Quartz 34*4      ,, 

which  is  very  close  to  the  result  obtained  experimentally  on  page  661. 

Computation  of  the  Amount  of  Mica  in  the  Argilkuious  Matte^\ — I  have  seen 
rational  analyses  of  one  clay  from  French  and  German  laboratories  reported  in 
terms  of  clay  substance,  mica,  and  quartz  in  the  former  case ;  and  clay  substance, 
felspar,  and  quartz  in  the  latter.  Some  regularly  assume  that  the  argillaceous 
matter  contains  kaolinite  or  clayite  and  mica.  Given  the  ultimate  composition 
of  the  argillaceous  matter,  it  is  sometimes  but  not  always  possible  to  calculate 
the  corresponding  proportion  of  mica  and  kaolinite  or  clayite.  An  average 
mica  is  taken  to  be : 

Silica 46*2  percent. 

Alumina 40*2 

Fluxes  ( FcaOa,  MgO,  CaO,  K^O,  NajO)                  .     12  -6  to  11  '2 
Water 2*4 

Here,  11*2  to  12*5  of  fluxes  represent  100  parts  of  mica,  or  1  of  fluxes  represents 
about  8*5  parts  of  mica.  Given,  therefore,  a  clay  whose  ultimate  composition 
is  that  represented  in  the  second  column  of  the  above  table,  and  the  ultimate 
composition  of  the  residue  left  by  the  sulphuric  acid  treatment  that  represented 
in  the  third  column,  the  mica  can  be  calculated  as  follows : — 

The  diflerence  between  the  ultimate  composition  of  the  residue  and  of  the 
whole  clay  obviously  represents  the  composition  of  the  argillaceous  matter. 
This  is  shown  in  the  last  column  of  the  above  table. ^  The  iron  belonging  to 
the  ferrous  carbonate  is  here  included  with  the  fluxes,  which  by  hypothesis  are 
associated  with  the  argillaceous  matter  as  mica.  Hence  deduct  (6*4  x  0*687  =  ) 
4*4  of  ferric  oxide  from  the  fluxes.  This  leaves  (10*8- 4*4  =  )6 -4  per  cent,  of 
fluxes.  Multiply  the  total  amount  of  the  fluxes,  6*4,  in  the  argillaceous  matter 
by  8*5,  as  indicated  above.     The  result : 

Mica  in  argillaceous  matter  =  6*4  x  8*5  =  54*4  per  cent. 

Subtract  this  number,  54*4,  from  47*8,  and  we  get  an  absurd  result.  This 
means  that  the  fvmdamsntaZ  assumption  that  the  alkalies,  etc.,  in  the  ar^llaceovs 
matter*  are  wholly  derived  from  mica  is  false. 

With  some  clays  the  results  seem  to  be  satisfactory,  and  the  method  was  used 
extensively  by  Vogt  ^  and  by  Lavezard  in  their  studies  on  the  clays  of  France. 
I  have  considered  it  better  to  give  a  failure  rather  than  to  select  a  clay  with 
which  the  process  is  more  or  less  satisfactory.  There  must  always  be  a  consider- 
able amount  of  uncertainty  owing  to  our  ignorance  of  the  particular  type  of 
mica  in  the  given  clay.     One  feature  in  the  calculation  is  that  it  reveals  how 


^  The  microscopic  examination  of  a  clay  will  generally  show  the  presence  or  absence  of  mica 
— usually  the  former. 

2  G.  Vogt,  Bull.  Soc.  cCEncour.  rind.  Nat.  (6),  2.  688,  1897  ;  ContrilnUion  A  V^tude  des 
ArgiUs  etcUla  Ciramique,  Paris,  193,  1906  ;  E.  Lavezard,  t6.,  113,  1906  ;  E.  Berdel,  Spreeh., 
36.  1488,  1903  ;  K.  Langenbeck,  Th£  Chemistry  of  PoUery,  Easton,  Pa.,  9,  1895. 
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investigators,  dissatisfied  with  Seger's  method  of  rational  analysis,  are  groping 
for  further  light  on  this  subject.  Virtually  we  have  tried  to  rationally  anidyse 
the  results  of  a  rational  analysis,  and  failed. 

Leopold^ 8  Process  of  Bational  Analysis. — This  leads  us  to  Leopold's  method 
of  conducting  the  rational  analysis,^  which  has  been  used  in  a  modified  form 
by  others.  After  digesting  the  clay  with  sulphuric  acid  and  water  in  the  usual 
manner,  instead  of  treating  the  residue  with  soda,  etc.,  Leopold  dilutes  the 
contents  of  the  basin  with  water ;  cools ;  adds  ammonia  until  the  solution  reacts 
alkaline ;  filters ;  washes  with  hot  water  ;  dissolves  the  precipitate  in  hydro- 
chloric acid,  and  makes  the  mixture  up  to  250  c.c.  with  water.  The  alumina, 
iron  oxide,  and  lime  are  determined  in  aliquot  portions.  Multiply  the  amounts  of 
alumina  by  6*336  to  get  the  kaolinite ;  the  iron  oxide  can  be  calculated  to  Fefi^ 
or  to  nontronite,  Fe2O3.2SiO2.2H2O;  the  lime  may  be  computed  as  if  it  were 
gypsum,  if  the  ultimate  analysis  shows  this  mineral  is  present  in  appreciable 
quantities ;  the  alkalies  in  the  filtrate  from  the  alumina  precipitate  are  calculated 
to  muscovite ;  and  the  alkalies  in  the  residue  on  the  filter  paper,  after  the 
removal  of  the  ammonia  precipitate,  are  calculated  to  felspar. 

These  methods  are  highly  artificial,  and  the  results  are  affected  by  an 
uncomfortable  number  of  assumptions.  The  pseudonym  ''rational  analysis" 
has  misled  many  to  believe  that  the  results  are  as  trustworthy  as,  or  even  more 
trustworthy  than,  those  'furnished  by  a  regular  ultimate  analysis.  Sometimes, 
in  fact,  the  rational  analysis  appears  to  be  highly  irrational.  The  truth  is  that 
in  some  cases  the  rational  analysis  is  accurate,  valuable,  and  useful ;  in  others, 
it  is  inaccurate,  misleading,  and  false. 

§344.  Free,  Combined,  and  Colloidal  Silica. 

If  the  clay  under  investigation  contains  colloidal  silica,  most  of  this  will 
pass  into  solution  when  the  clay  is  digested  with  hydrochloric  acid,  and  all 
will  dissolve  when  the  argillaceous  matter  is  determined.  Colloidal  silica,  if 
not  separately  determined,  will  then  be  reported  with  the  argillaceous  matter.^ 
Some  consider  that  a  small  quantity  of  colloidal  silica  has  an  importcmt  influence 
on  the  working  properties  of  the  clay.  This  question,  however,  is  not,  at  present, 
under  discussion. 

The  Determination  of  ColloicUU  Silica, — The  colloidal  silica  in  a  clay  can 
be  determined  by  digesting  2  gnus,  of  the  sample  with  100  c.c.  of  a  5  per  cent, 
solution  of  sodium  carbonate  in  a  platinum  dish  on  a  water  bath  for  about  an 
hour.  Decant  off  the  clear,^  and  repeat  the  treatment  with  a  fresh  solution. 
Filter  and  wash  with  a  hot  dilute  solution  of  sodium  carbonate.  Add  an 
excess  of  hydrochloric  acid  to  the  filtrate ;  evaporate  to  dryness,  and  separate 
the  silica  as  described  on  page  167.  Or,  the  residue  can  be  washed,  dried, 
and  weighed — the  "  loss  "  represents  the  matter  removed  by  the  sodium  carbonate 
treatment.'*  In  the  latter  case,  much  of  the  "  colloidal ''  alumina  would  dissolve 
and  be  reported  with  "  colloidal  silica." 


^  A.  Leopold,  Magyar  Chem.  Folyoirait^  11.  177,  1905  ;  H.  Bollenbach,  Chem.  /imJ.,  31. 
445,  1908  ;  Sprech.y  41.  340,  351,  1908  ;  E.  Greiner,  ib.,  42.  399,  418,  1909. 

2  W.  H.  Zimmer,  Trans,  Amer.  Cer.  Soc.,  3.  25,  1901  ;  F.  G.  Pence,  16.,  12.  43,  1910. 
A.  Hambloch  {Chem.  Ztg.^  21^,  1058,  1912)  uses  a  5  per  cent  sodium  hydroxide  solution. 

'  Care  must  be  taken  in  filtration,  since  small  particles  of  clay  may  pass  through  ordinary 
filter  papers. 

*  k.  Fresenius,  Joum,prakt,  Chem.  (1),  57.  65, 1852  ;  Anleitttng  zur  quarUittUiven  ehemischen 
Analyse,  Braunschweig;  Kng.  trans.,  London,  2.  269,  1900;  W.  F.  Hillebrand,  Bull.  U.S, 
Otol.  Stir,,  176.  109, 1900  ;  K.  H.  Hatch,  Tschermak's  MiU.,  7.  308, 1886  ;  A.  J.  J.  Browne  and 
J.  B.  Harrison,  cit.  page  625;  F.  G.  Pence,  Trans.  Amer,  Cer.  Soe.,  12.  43,  1910. 
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The  Results. — It  is  advisable  to  run  a  blank  experiment,  and  to  keep  the 
stock  solution  of  sodium  carbonate  in  a  cerasine  bottle,  because,  as  previously 
indicated,  a  solution  of  sodium  carbonate  removes  silica,  etc.,  from  glass  and 
porcelain  vessels.  To  illustrate  the  results  obtained  by  this  process  the  following 
determinations  are  cited  (all  but  the  first  number  have  been  corrected  by  sub- 
tracting the  "  correction  factor  "  0'02)  : 

Per  cent,  dissolved. 

Blank  experiment  (or  correction  factor) 0*02 

Silicic  acid  ( I irecipitated  and  dried  at  I lO"")        ....  100*00 

Silicic  acid  (ignited  20  minutes  on  blast) 75*62 

Quartz  (rock  crystal) — coarse  (page  664)  ^ 0*11 

Quartz  (rock  crystal) — fine  (page  664)^ 1-28 

Quartz  sand  (ignited  20  minutes  on  blast)  ^        .  1  *78 

Altofts  shale 1*48 

Glenboiffclay 208 

Halloysite  (Vigoux,  Indre) 10*58 

If  no  allowance  is  made,  there  is  therefore  a  small  error  due  to  the  action  of  the 
sodium  carbonate  solution  on  quartz.  We  are  not  sure  if  the  sodium  carbonate 
removes  all  the  colloidal  silica.  The  error  is  much  greater  if  the  sodium  carbonate 
solution  be  mixed  with  sodium  hydroxide,  as  in,  say.  Lunge's  solution. 

Other  Methods. — Sjollema^  claims  that  far  more  accurate  results  are  obtained 
by  boiling  the  sample  with  a  33  per  cent,  aqueous  solution  of  diethylamine. 
Apart  from  the  cost  of  the  reagent,  and  the  fact  that  the  solution  "  bumps " 
badly  when  boiling,  rather  poor  results  have  been  obtained  in  my  laboratory 
with  this  process.  Hermann^  recommends  boiling  the  clay  with  a  0*1  per  cent, 
solution  of  potassium  paratungstate.  When  10  c.c.  of  the  solution  are  afterwards 
treated  with  1  c.c.  of  an  su^ueous  solution  of  sodium  acetate  ^  and  3  drops  of  a 
5  per  cent,  solution  of  csesiura  chloride,  a  crystalline  precipitate  is  obtained  if 
colloidal  silica  be  present.  The  process  has  not  proved  satisfactory  when 
it  is  applied  quantitatively.  In  the  absence  of  phosphoric  acid,  the  molyb- 
date  process  (page  603)  can  sometimes  be  used  for  estimating  the  amount  of 
silica  in  the  extract  from  the  clay. 

Free  wnd  Combined  SUica. — Some  analysts  apply  the  term  combined  silica 
to  the  silica  present  in  that  portion  of  a  clay  which  is  decomposed  by  the 
sulphuric  acid  treatment ;  and  the  term  free  silica  to  the  silica  present  in  that 
portion  of  the  clay  which  is  not  decomposed  by  the  sulphuric  acid  treatment. 
The  idea  seems  to  be  that  the  clay  is  composed  of  kaolinite  and  sand  or  quartz ; 
that  kaolinite  alone  is  broken  down  by  the  sulphuric  acid  treatment ;  and  that  the 
insoluble  matter  is  sand  or  free  silica.^  All  three  assumptions  are  erroneous. 
Further,  the  insoluble  residue  includes  various  silicates — felspar,  mica,  horn- 
blende, etc. — and  in  these  silicates,  the  silica,  SiOg,  is  just  as  much  "  combined  " 
as  that  combined  in  the  kaolinite.  Hence,  the  objections  urged  against  the 
system  of  rational  analysis  might  also  be  advanced  here ;  and  Kies  rightly 
argues  that  the  custom  of  reporting  the  "  silica  "as  "  free  silica  "  and  "  combined 
silica  "  should  be  dropped,  because  the  terms  are  misleading.® 


^  According  to  R.  Qdhw&Tz  {Zeit,  anorg,  Chem.,  76.  422,  1912),  when  grains  0*04  mm.  in 
diameter  are  boiled  for  half  an  hour  with  a  5  per  cent,  solution  of  sodium  carbonate,  2  '1 1  per 
cent,  of  quartz  dissolves  ;  and  2*77  per  cent,  of  tridymite. 

*  B.  Sjollema,  Joum.  Landw.  Chem.,  50.  371,  1902, 
'  H.  Hermann,  Zeit.  anal.  Chem.^  46.  818,  1907. 

^  Dissolve  1 5  grms.  of  crystalline  sodium  acetate  in  35  grms.  of  water,  and  5  grms.  of 
glacial  acetic  acid. 

'  See  T.  E.  Thorpe,  Quantitative  Chemical  Analysis ,  London,  184,  1883. 

•  H.  Bies,  Clays— their  Occurrence,  Properties,  and  Uses,  New  York,  68,  1906. 
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§  345.  The  Composition  of  Felspathic  and  Quartz  Detritus. 

We  next  investigate  the  composition  of  the  residue  left  after  the  clay  sub- 
stance has  been  removed.  Following  Seger,  it  is  generally  assumed  that  the  residue 
is  unweathered  felspar  or  felspathic  minerals  and  quartz.  This  assumption,  in 
many  cases,  has  no  experimental  foundation.  For  instance,  felspar  is  seldom,  if 
ever,  found  in  the  china  clay  from  Cornwall  or  Devonshire,  and  yet  half  the 
residue  in  these  clays  would  be  reported  as  felspar  by  the  method  of  rational 
analysis.  Hussak,  also,  found  no  felspar  in  the  majority  of  the  kaolins  he 
examined.^  In  spite  of  this,  it  is  by  no  means  uncommon  to  find  bail  and  china 
clays  reported  with  n  per  cent,  of  felspar  when  none  is  present. 

The  felspathic  residue  will  include  all  those  minerals  which  resist,  wholly 
or  in  part,  the  sulphuric  acid  treatment.  Again,  practically  all  the  siliceous 
minerals  are  decomposed  by  hydrofluoric  acid,  but,  as  indicated  on  page  657,  a 
few  less  important  minerals  will  escape  that  acid,  and,  in  consequence,  these  will 
be  included  with  "quartz  debris." 

Again,  the  mixed  precipitate  of  aluminium  and  iron  hydroxides  is  supposed 
to  be  alumina,  and,  on  that  assumption,  its  weight  is  multiplied  by  5-45  —the 
amount  of  potash  felspar  corresponding  with  one  part  of  alumina.  Usually,  a 
part  of  the  potash  is  replaced  by  soda  in  the  ideal  potash  felspar,  and  a  part 
of  the  aluminium  by  iron.  Both  these  factors  make  the  above  ratio  deviate  from 
5*451.  Seger  used  5*41.  BoUenbach  ^  determines  the  ferric  oxide  separately  and 
subtracts  it  from  the  "ammonia  precipitate"  before  calculating  the  A1^03.2Si02. 
2H2O  from  the  alumina.  Others  ^  have  multiplied  the  amount  of  alumina  by  9, 
or  by  8*5,  and  called  the  felspathic  detritus  "  mica."  We  have  seen  on  page  663 
that  a  part  of  the  mica  in  the  clay  may  appear  with  the  argillaceous  matter, 
and  part  with  the  felspathic  detritus.  In  consequence,  there  is  some  uncertainty 
as  to  the  nature  of  the  minerals  which  make  up  the  residue  from  the  sulphuric 
acid  treatment. 

It  is  seldom  possible  to  make  a  quantitative  estimate  from  the  microscopic 
examination  of  the  clay,  becaiise  :  (1)  The  minerals  are  often  covered  with  a  more 
or  less  opaque  weathered  crust  which  prevents  an  application  of  the  optical  tests ; 
and  (2)  The  mineral  grains  are  often  too  small  to  permit  satisfactory  optical 
tests.^  Hence,  the  method  of  rational  analysis  has  received  but  little,  if  any, 
aid  from  the  microscope  (see  Vol  II.). 

§  346.  The  Ultimate  and  Rational  Analyses. 

Some  have  been  so  strongly  impressed  with  the  difficulties  involved  in  con- 
ducting a  satisfactory  rational  analysis  that  they  have  abandoned  the  operation,^ 
and  calculated  the  supposed  mineral  composition  by  a  process  similar  to  that 
which  follows : — 

Let   it  be  required  to   calculate  the  proportion  of  the  three  components  (1) 

~  -  ^ 

^  £.  Hussak,  Sprech.,  22.  8,  1889. 

2  H.  BoUenbach,  Sprech.,  41.  340,  351,  1908. 

^  A.  E.  Tucker  {The  GhrecU  IVettem  Railtcay  (^o.  v.  The  Carpella  United  China  Clay  Co.  Ltd., 
176, 1908)  and  R.  R.  Tatlock  ( 7 he  North  BrUish  Raihcay  Go.  v.  Turners  Ltd.,  74, 1904)  consider 
calculating  the  alkalies  to  felspar  to  be  the  "fdirest  and  best*'  way.  Obviously,  if  we  are 
satisfied  with  guessing,  either  way  may  be  taken.  See  also  W.  C.  Hancock,  Journ.  Soe,  Chem. 
Ind.,  29.  309,  1910. 

*  Thus,  a  most  experienced  mineralogist  reported  that  ho  was  unable  to  say  for  certain 
whether  some  of  the  finer  gruins  in  the  above-mentioned  shale  were  mica  or  quartz.  For  the 
difficulty  with  mica  and  kaolinite,  see  J.  \V.  Gregory,  The  Great  IVeslem  Railway  Co,  v.  The 
Carpella  United  China  Clay  Co.  Ltd.,  324,  1908. 

'  £.  R.  Buckley,  Report  on  the  Clays  and  the  Clay  Industries  of  Wisconsin,  Madison,  Wis. , 
207,  1901.     See  also  Heim,  Sprech.,  28.  519,  547,  1895. 


THE    RATIONAL   ANALYSIS   OF   CLAYS.  67 1 

kaolinite  or  clayitCy  (2)  felspar,  and  (3)  quartz  directly  from  the  ultimate  analysis. 
Take  Al tofts  shale  in  illustration.  The  ultimate  analysis  of  the  sample  of 
Altofts  shale,  dried  at  110°,  previously  cited,  furnished: 

SiOy     TiOj.     AljOj.      FcjOj.     MgO.     CaO.     ILfi.     Jjfhfi,     Loss  on  ignition. 
51-92     0-87       20-08       6 '40        1*58      0-57      272       0*86  14-61 

The  loss  on  ignition  included  4*42  per  cent,  of  carbon,  and  2-44  per  cent,  of 
carbon  dioxide.  It  is  required  to  calculate  the  proportion  of  kaolinite  or  clayite, 
felspar,  and  quartz  on  the  assumption  that  the  clay  contains  potash  and  soda 
felspars,  quartz,  and  clayite  or  kaolinite.  Several  different  ways  are  possible ; 
not  all  are  concordant.^ 

From  the  formulae  for  potash  (KjO.  AlgOg.GSiOg)  and  soda  (NagO.  AlgOg.BSiOj) 
felspar,  it  follows  that  the  per  cent.  K2O  x  3*83  represents  the  per  cent,  of  silica 
in  potash  felspar ;  and  the  per  cent,  of  NagO  x  5*8  represents  the  per  cent,  of 
silica  in  soda  felspar.     Hence,  the  amount  of  silica  in  the  two  felspars  will  be  : 

Potash  felspar 3  83x272  =  10*42  percent. 

Soda  felspar 5-8    x0-86=  4*99       ,, 

Total  silica  in  the  felspars  .        15*41       „ 

Again,  from  the  formulae  for  the  two  felspars,  the  per  cent,  of  potash 
multiplied  by  1*09  represents  the  amount  of  alumina  in  potash  felspar;  and  the 
per  cent,  of  soda  multiplied  by  1  -65  gives  the  corresponding  amount  of  alumina 
in  the  soda  felspar.     Hence,  the  alumina  in  the  two  felspars  will  be : 

Potash  felspar 1*09  x  2-72  =  2*96  percent. 

Soda  felspar 1*65  x  0*86  =  142      ,, 

Total  alumina  in  the  felspars     .  .        .         4*38      ,, 

The  difference  between  the  total  alumina  and  the  alumina  in  the  felspairs 
represents  the  alumina  in  the  kaolinite  ;  and  the  product  of  the  alumina  in  the 
kaolinite  with  1*18  represents  the  amount  of  silica  combined  as  kaolinite. 
Hence 

Alnmina  in  clay 20*08  per  cent. 

Alumina  in  felspars 4*38      ,, 

Alumina  in  kaolinite 1570      ,, 

The  ferric  oxide  presents  a  difficulty.  •  Is  it  to  be  ignored  ?  Is  it  to  be  included 
with  the  "alumina"?  Is  it  to  be  calculated  as  nontronite — Fe2O3.2SiO2.2H2O? 
Or  is  it  to  be  included  with  the  clay  substance  ?  With  high-grade  china  clays 
there  is  no  difficulty  in  answering  the  questions,  because  the  amount  of  iron  is 
negligibly  small— so  far  as  the  degree  of  accuracy  of  the  calculation  is  concerned. 
It  is  usually  included  either  with  the  alumina  or  with  the  argillaceous  matter,^ 
generally  the  latter.  As  a  matter  of  fact,  in  this  particular  sample  most  of  the 
iron  was  removed  by  digestion  with  hydrochloric  acid  (1  :  1),  and  it  should  there- 
fore be  placed  as  a  constituent  by  itself.  The  fact  that  the  clay  effervesced  with 
evolution  of  carbon  dioxide  when  treated  with  an  acid  proved  that  some  con- 
stituents in  the  ultimate  analysis  were  present  as  carbonate.  The  comparatively 
low  proportion  of  CaO  and  MgO  and  the  high  proportion  of  "  iron  "  pointed  to 
the  presence  of  ferrous  carbonate.  When  the  necessary  calculation  is  made,  we 
get :   Amount  of  carbon  dioxide  x  1*64  =  2 '44  x  1-64  =  4*0  per  cent,  of  FeO  ;   or 

^  For  instance,  if  we  make  an  assumption  about  the  composition  of  the  mica,  felspar,  clayite, 
and  quartz  presumably  in  the  clay,  the  method  of  calculation  devised  by  J.  W.  Mel  lor.  Trans. 
Eng,  Cer.  Soc,  7.  117,  1908,  can  be  employed  after  deducting  the  proper  allowance  for 
siderite  and  carbon. 

^  We  have  seen,  page  658,  that  most  of  the  iron  in  this  particular  shale  was  probably 
present  as  ferrous  carbonate. 


672 


A   TREATISE   ON  CHEMICAL   ANALYSIS. 


4*0 +  2-44  =  nearly  6*5  per  cent,  of  ferrous  carbonate.  Hence,  since:  Amount 
FeO  X  Y  =  4'0  X  V  =  4-44  per  cent,  of  ferric  oxide ;  6*4  less  4'4  =  2  0  per  cent,  of 
ferric  oxide  remains  unaccounted  for.     Again, 

Silica  with  kaolinite  (1  '18  x  16*7) is '53  per  cent. 

Silica  with  felspars 15*41       ,, 

Silica  with  kaolinite  and  felspara  .33*94       „ 

Total  silica  in  clay 51  '92  per  cent. 

Silica  with  kaolinite  and  felspars  .         .        '.  .     33*94      „ 

Silica  aa  quartz 17'98      ,, 

Add  up  the  percentage  amounts  of  magnesia,^  lime,  and  alkalies,  with  the 
computed  amounts  of  silica  and  alumina  for  the  felspars ;  and  add  up  the  loss  on 
ignition  (7  75),  ferric  oxide,  and  the  computed  alumina  and  silica  for  the  kaolinite 
as  argillaceous  matters.^     Summarising  these  results  : 

r  Silica 18-6  ^ 

Argillaceous  matter-!  Alumina  and  iron  oxide    .  .     17*7  }-    .        .44*0 

t  Water 78] 

f  Silica 15-4^ 

Felspathic  matter    -[Alumina 4*4  }-    .         .     25'5 

t  Bases 60  J 

Quartz  (silica) 18*0 

Ferrous  carbonate ..64 

Carbonaceous  matter .       4  *4 

A  comparison  of  this  with  the  actual  result,  as  indicated  in  the  table  below,  is  not 
satisfactory.  The  discrepancy  partly  arises  from  the  dubious  assimiption  that 
the  alkalies  in  the  ultimate  analysis  all  belong  to  felspathic  matter,  atid  none 


Comparison  of  the  Rational  Composition  of  Altofts  Shale 
estimated^  by  different  Methods. 


Computed  from 

ultimate  analysis 

Computed 
from  ultimate 

Observed. 

of  matter  soluble 

and  insoluble  in 

analysis  of 

sulphuric  acid, 

whole  clay. 

etc. 

Carbonaceous  matter    . 

4-4 

4-4 

4-4 

Ferrous  carbonate 

6-4 

6-4 

6-4 

Argillaceous  matter 

48*6 

47-8 

44*0 

Felspathic  detritus 

5-4 

6-6 

25*5 

Quartz  cUbris 

36-2 

84-4 

18  0 

^  If  calcium  and  magnesium  carbonates  were  present,  they  would  be  removed  by  the  hydro- 
chloric acid  treatment. 

^  The  '*  loss  on  ignition  "  may  be  employed  as  a  check  on  the  work,  since  the  product  of  the 
**  loss  on  ignition  "  with  7*17  represents  the  corresponding  amount  of  clayite  or  kaolinite.  The 
"loss  on  ignition ''  is  usually  rather  less  than  the  con*esponding  amount  of  clayite,  even  if  the 
amounts  of  carbonaceous  matter  and  carbon  dioxide  be  first  deduced.  There  is  a  small  error 
due  to  ^in  in  weight  by  the  oxidation  of  ferrous  oxide.  Some  consider  that  a  certain  amount 
of  alkali  takes  the  place  of  H2O  in  AI2O3.  2Si()2. 2H2O.  C.  F.  Binns  {TraTis,  Amer.  Cer,  Soc, 
8.  198,  1906)  assumes  that  a  little  of  the  alkali  is  adsorbed  by  the  argillaceous  matter. 

'  Note  the  distinction  between  to  estimate  and  to  determiiu  in  analytical  work.  The  former 
means  '*  to  judge  or  form  an  opinion  from  imperfect  data  '* ;  the  latter,  "to  ascertain  by  definite 
measurement."  Sometimes  it  is  difficult  to  decide  where  to  draw  the  line — e,g.  soda,  pages 
2S8-9  ;  and  sometimes  an  estimation  is  more  accurate  than  a  determination.  However,  Sie 
distinction  has  been  emphasised  in  the  Courts. 
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to  micaceous  and  argillaceous  matters.  The  method  here  outlined  generally  gives 
good  results  with  high-grade  clays,  but  with  the  low-grade  clays,  as  with  the 
rational  analysis  proper,  the  results  are  hopeless.  Consequently,  our  attitude 
towards  the  method  of  calculation  just  indicated,  and  to  the  process  of  rational 
analysis,  is  largely  determined  by  the  particular  type  of  clay  under  consideration, 
and  the  purpose  for  which  the  estimation  is  made.  With  the  high-grade  clays, 
the  margin  of  error  is  small ;  with  low-grade  clays  (and  possibly  with  Cornish 
stone),  we  can  say  with  Bischof  ^  the  process  is  "  worthless  "  {wertlos),  and  with 
Prossel,  "  useless  "  {uiibrauchbar). 

We  must  here  confess  our  inability  to  prescribe  a  process  of  chemical  analysis 
of  general  applicability  which  will  enable  us  to  deduce  the  exact  mineralogical 
composition  of  clays.  Blind  faith  in  the  routiTie  process  is  sure  to  err,  A 
certain  amount  of  judgment  must  be  exercised  in  adapting  a  process  of  analysis 
to  particular  clays  and  to  particular  methods  of  manufacture.  We  must  decide 
what  minerals  are  technically  important,  and  a  process  must  be  devised  to  deal 
with  them,  not  necessarily  to  furnish  the  highest  degree  of  accuracy,  but  rather 
to  serve  as  a  guide  for  the  best  treatment  of  the  clay  to  furnish  the  desired 
results.     One  example  will  sufl&ce. 

Zschokke^s  Method  of  Rational  Analysis, — Zschokke  ^  found  the  following 
combined  mechanical  and  chemical  process  best  suited  his  requirements  : 

(1)  Boil  50  grms.  of  the  dry  clay  for  half  an  hour  in  a  porcelain  dish  with 
water,  and  restore  the  water  lost  by  evaporation  from  time  to  time.  After 
standing  24  houra,  wash  the  clay  on  a  sieve  8570  Contiuental  mesh  (say,  240 
British  mesh)  until  the  washings  flow  through  clear.  Break  up  any  lumps  by 
rubbing  on  the  sieve,  or  between  the  fingers,  or,  if  necessary,  on  a  glass  plate  with 
a  rubber  pestle.  The  residue  on  the  sieve  consists  of  quartz,  felspar,  gypsum, 
pyrites,  etc.     Dry  at  110**,  and  weigh. 

(2)  The  residue  on  the  sieve  is  treated  with  dilute  hydrochloric  acid  (1 :  10) 
and  washed  until  the  washings  show  no  lime  reaction.  Filter,  dry  and  weigh 
the  residue.  The  residual  substance  from  (1)  gives  the  coarse-grained  calcium 
and  magnesium  carbonates,  gypsum,  and  iron  oxide. 

(3)  The  washings  are  evaporated  to  dryness  and  weighed  as  in  (1).  The 
result  is  fine-grained  quartz,  felspar,  calcium  and  magnesium  carbonates,  gypsum, 
pyrites,  etc. 

(4)  Treat  the  residue  from  (3)  as  described  under  (2).  The  results  are 
subtracted  from  (3)  and  give  fine-grained  gypsum,  felspar,  quartz. 

The  results  are  expressed  in  percentages : 

L  Non-plastic  constituents 38'^ 

A.  Coarse-grained  constituents 13*9 

{a)  Quartz,  felspar 7 '8 

(ft)  CaCOaand  MgCOs         .  .         .61 

B.  Fine-grainea  constituents 24  7 

(a)  Quartz,  felspar 11*3 

(6)  CaCOs  and  MgCOg         .         .         .         .13*4 
IL  Clay  substance  (by  difference) 61 '4 

The  clays  treated  by  this  method  were  required  for  bricks  fired  at  too  low  a 
temperature  for  the  felspar  and  quartz  to  play  a  particularly  important  part  during 
the  firing.  Information  about  the  size  of  grain  of  the  non-plastic  constituents, 
and  the  amount  of  the  calcium  and  magnesium  carbonates  present  in  the  clay, 
was  particularly  desired.     Hence  a  justification  of  Zschokke's  procedure. 

'  C.  Bischof,  Die  ftwrfesUn    Tone,  Leipzig,  103,  1904  ;    B.   P.   Tenax  (B.  Prossel),  Die 
SUingut  und  Porzellan/abrikaiicyfi,  Leipzig,  8,  1879. 

2  B.  Zschokke,  BawmcUerialienkunde,  7.  165,    1902  ;  Mill.    Eidg,  Materialpruf,  AnstcUi, 
Zurich,  II.  22,  1907. 
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§  347.  Are  the  Ultimate  and  Rational  Analyses  Consistent? 

The  ultimate  and  rational  analyses  of  the  liigh-grade  clays,  that  is,  clays 
containing  a  large  proportion  of  kaolinite  or  clayite,  usually  agree  very  well. 
With  these  clays  the  proportion  of  felspar  and  quartz  detritus  is  small.  Con- 
scciuently,  the  errors  arising  from  secondary  reactions  in  the  removal  of  clay 
substance  are  relatively  small.  For  instance,  if  a  clay  has  70  per  cent,  of 
argillaceous  matter,  4  per  cent,  of  felspar,  and  26  per  cent,  of  quartz,  even  if 
20  per  cent,  of  the  felspar  breaks  down  by  the  sulphuric  acid  treatment,  it 
would  only  have  the  effect  of  diminishing  the  proportion  of  felspar  0-8  per  cent., 
and  of  raising  the  clay  substance  accordingly.  If  two  clays  contain  the  same 
minerals,  and  if  the  sulphuric  acid  attacks  both  in  the  same  way,  the  ultimate 
and  rational  analyses  must  necessarily  agree.  Disagreement  can  only  occur  when 
the  clays  contain  different  minerals,  the  same  minerals  in  different  proportions 
or  in  different  states  of  subdivision.  Cases  have  been  recorded  which  apparently 
contradict  this  observation.     For  example :  ^ 

Ultimate  Analtsrs. 


A 
B 
C 


SiOg. 

AI2O3.          FcoOs.          MgO. 

CaO. 

K2O,  Na.jO. 

LoRS  on 
ignition 

62-40 

26-51            1-14            0-01 

0-57 

0-98 

8-80 

62-52 

25-57            0-92            010 

0-65 

1-04 

9  27 

59-30 

27-17            1-44             nil. 
Rational  Analyses. 

0-48 

0-52 

9-67 

Clay  substance.           Felspar 

1 
• 

Quartz. 

A 

.     66-83                    18-91 

15-61 

B        . 

.     72-05                     0-10 

27-76 

C 

.     43-74                     36-84 

19-42 

In  A  the  proportion  alkalies  to  felspar  is  1  :  18.  I  am  not  acquainted  with  a 
felspar  with  alkalies  and  felspar  in  these  proportions  (by  weight).  Albite  has  this 
ratio  nearly  as  1:9;  and  orthoclase,  1  :  6.  There  is  obviously  something  wrong. 
The  cjise  is  much  worse  with  the  C  clay,  for  it  is  at  once  obvious  that  0*52  per 
cent,  of  alkalies  is  quite  incompatil^le  with  36-8  per  cent,  of  felspar.  See  also 
page  672.  This  sort  of  thing  is  not  at  all  uncommon,*^  although  I  have  not 
met  such  bad  examples  in  my  own  pnictice.  We  are  thus  driven  to  conclude 
that  the  method  gives  incompatible  results,  or  the  analyses  are  at  fault.  We 
naturally  inquire :  Was  the  clay  substance  all  decomposed  by  the  sulphuric 
acid  treatment  in  the  rational  analysis  of  clays  A  and  C?  Was  some  of  the 
felspar  decomposed  by  the  sulphuric  acid  in  the  rational  analysis  of  the  B  clay  1 

Sujnnuirt/. — Here,  then,  it  is  inferred  that  the  method  for  conducting  the 
rational  analysis  gives  results  incompatible  with  the  ultimate  analysis ;  the 
ultimate  analysis  can  be  conducted  with  a  great  degree  of  precision  ;  hence  the 
proceSiS  of  rational  analysis  cannot  be  recommended  as  a  general  method  for 
comparing  the  properties  of  the  different  types  of  clay,  although,  as  indicated 
above,  the  rational  analysis  is  useful  (1)  for  comparing  the  properties  of  high- 
grade  clays  which  do  not  differ  very  materially  in  the  nature  of  their  constituent 
minerals;  and  (2)  it  is  sometimes  a  help  in  forming  a  rough  idea  what  minerals 
are  present  in  clays.^  In  the  former  case,  however,  the  "rational  composition" 
can  be  computed  accurately  enough  from  the  ultimate  analysis. 

1  A  is  a  raw  china  clay  from  Nortli  Carolina— 11.  Ries,  Xorlh  Carolina  Oeol.  Sur. ,  13.  6*2, 
1897  ;  B  is  a  slip  clay  from  Lothian,  Saxony— H.  A.  Seger,  Tonind.  Ztg,^.i6,  1031,  1892; 
and  C  clay  is  from  Sliropshire— J.  T.  Norman,  Jlejwrt  on  some  Shropshire  Clays,  London,  1903. 

2  J.  W.  Mellor,  Pot.  Ociz.,  35.  1060,  1908  ;  H.  Ries,  Trans.  Amer,  Inst,  Min.  Eng.,^. 
160,  1899. 

^  Or  rather  the  fractional  separation  of  constituents  soluble  in  certain  menstrua. 


APPEroiX. 

The  human  mind  is  seldom  satisfied,  and  is  certainly  never  exercising  its  highest  functions 
when  it  is  doing  the  work  of  a  calculating  machine. — J.  C.  Maxwell. 

The  results  of  old  arithmetical  operations  most  frequently  required  are  registered 
in  the  form  of  tables.  The  use  of  such  tables  not  only  prevents  the  wasting  of 
time  and  energy  on  a  repetition  of  old  operations,  but  also  conduces  to  more 
accurate  work,  since  there  is  less  liability  to  error  once  accurate  tables  have 
been  compiled. 

The  specific  gravity-concentration  tables — TaWes  LXXIV.  to  LXXXIII. — 
explain  themselves.  They  are  referred  to  in  different  parts  of  this  book.  The 
authority  for  each  is  indicated  in  the  text.  Table  LXXXV.  et  seq.  are  used  like 
the  ordinary  reference  logarithm  tables.  For  instance,  at  13*8'  the  vapour 
pressure  of  water  is  equivalent  to  a  11  84  mm.  column  of  mercury. 

Tables  LXXXVI.  to  XCIV.  have  been  specially  computed  for  this  book. 
They  are  used  in  the  ordinary  manner.  For  instance,  page  236,  a  precipitate 
of  potassium  chloroplatinate  weighing  0*0547  grm.  will,  from  Table  LXXXVI., 
be  equivalent  to  0*0168  grm.  of  potassium  chloride  ;  and,  from  Table  LXXXVIIL, 
to  0*0106  grm.  of  potash,  Kfi,  From  Table  LXXXIX.,  00059  grm.  of  sodium 
chloride  is  equivalent  to  0  0031  grm.  of  soda,  NagO.  Similarly,  page  238, 
Table  LXXXVII.  tells  us  that  0*0272  grm.  of  potassium  perchloride  is  equivalent 
to  0*0146  grm.  of  potassium  chloride,  and  the  latter,  from  Table  LXXXVIIL, 
is  equivalent  to  0*0092  grm.  of  potash,  KgO.  The  other  tables  are  to  be  used 
in  an  analogous  manner. 
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Table  LXXIV.— Sulphuric  Acid— Specific  Gravity  and 

Concentration. 

G.  Lunge  and  M.  Isler,  Zeit.  angeic.  CAem.,  3.  129,  1890 ;  G.  Lunge,  Technical 

Chemists'  Handbook,  London,  1910. 


100  parts  by 

100  parta  by 

1 

Specific 

!      weight 

contain 

Kilo  per 

Specific 

weight 

contain 

Kilo  per 

Gravity 
16^ 

1 

1 

litre. 

Gravity 
16°. 

Utro. 

SO,. 

H,S04. 

H,S04. 

1-306 

SO,. 

H,SO.. 

H,SO.. 

1 

1 
1 

I'OIO 

1-28 

1-57 

0-016 

32-46 

39-77 

0-519 

1020 

2-47 

3-03 

0-031 

1-310 

32-94 

40-36 

0-529 

1030 

3-67 

4-49 

0046 

1-316 

33-41 

40-93 

0-538 

1040 

4-87 

5-96 

0-062 

1-320 

33-88 

41-60 

0-548 

1060 

602 

7-37 

0-077 

1-325 

34-36 

42-08 

0-567 

1060 

716 

8-77 

0093 

1-330 

34-80 

42-66 

0-567 

1070 

8-32 

1019 

0-109 

1-335 

36-27 

43-20 

0-577 

1-080 

9-47 

11-60 

0-126 

1-340 

35-71 

43-74 

0-586 

1090 

10-60 

12-99 

0142 

1-345 

36-14 

44-28 

0-596 

1100 

11-71 

14-35 

0158 

1-350 

36-58 

44-82 

0-605 

1110 

12-82 

15-71 

0175 

1-355 

37-02 

45-35 

0-614 

1120 

13*89 

17-01 

0-191 

1-360 

37-46 

45-88 

0-624 

1130 

14-95 

18-31 

0-207 

1-365 

37-89 

46-41 

0-633 

1140 

1601 

19-61 

0-223 

1-370 

38-32 

46-94 

0-643 

1150 

1707 

20-91 

0-239 

1-376 

38-75 

47-47 

0-653 

1160 

1811 

2219 

0-257 

1-380 

39-18 

48-00 

0-662 

1170 

1916 

23-47 

0-275 

1-385 

39-62 

48-53 

0-672 

1180 

20-21 

24-76 

0-292 

1-390 

40-06 

49-06 

0-682 

ri90 

21-26 

26-04 

0-310 

1-396 

40-48 

49-59 

0-692 

1-200 

22-30 

27-32 

0-328 

1-400 

40-91 

6011 

0-702 

1-206 

22-82 

27-96 

0-337 

1-406 

41-33 

50-63 

0-711 

1-210 

23-33 

28-58 

0-346 

1-410 

41-76 

51-16 

0-721      ! 

1-216 

23-84 

29-21 

0-355 

1-416 

4217 

51-66 

0-730 

1-220 

24-36     ! 

29-84 

0-364 

1-420 

42-57 

6216 

0-740 

1-225 

24-88 

1 

30-48 

0-373 

1-425 

42-96 

52-63 

0-760 

1-230 

25-39     , 

3111 

0-382 

1-430 

43-36 

53-11 

0-759      1 

1-235 

.    25-88 

31-70 

0-391 

1-435 

43-75 

53-59 

0-769 

1-240 

26*36     , 

32-28 

0-400 

1-440 

44-14 

6407 

0-779 

1-245 

26-83     < 

32-86 

0-409 

1-445 

44-53 

54-65 

0-789 

1-260 

27-29 

33-43 

0-418 

1-450 

44-92 

55-03 

0-798      ' 

1 

1-256 

27-76 

3400 

0-426 

1-455 

45-31 

55-60 

0-808 

1-260 

28-22 

34-57 

0-435 

1*460 

45-69 

56-97 

0-817 

1-265 

28-69 

3514 

0-444 

1-465 

46-07 

56-43 

0-827 

1-270 

29-15 

36-71 

0-464 

1-470 

46-45 

56-90 

0-837 

1-275 

29-62 

36-29 

0-462 

1-476 

46-83 

57-37 

0-846 

;      1-280 

30-10 

36-87 

0*472 

1-480 

47-21 

67-83 

0-866 

1-286 

30-57 

37-45 

0-481 

1-486 

47-57 

58-28 

0-866 

1-290 

3104 

38-03 

0-490 

1-490 

47-96 

58-74 

0-876 

1-296 

31-52 

38*61 

0-500 

1-495 

48-34 

59-22 

0-886 

1-300 

31-99 

39-19 

0-510 

1-500 

48-73 

59-70 

0-896 

' 
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677 


Table  LXXIV. — continued. 


100  parts  by 

100  parts  by 

Speoifio 

weight  < 

3ontam 

Kilo  per 

Specific 

weight  { 

sontain 

Kilo  per 

Gravity 
15°. 

litre. 

Gravity 
15°. 

litre. 

SO,. 

H^SO*. 
60-18 

HjSO*. 

SO,. 
65-86 

H,S04. 

H,S04. 

1-505 

49-12 

0-906 

1-740 

80-68 

1-404 

1-510 

49-61 

60-66 

0-916 

1-745 

66-22 

81-12 

1-416 

1-515 

49-89 

6112 

0-926 

1-750 

66-58 

81-56 

1-427 

1-520 

60-28 

61-69 

0^936 

1-526 

50-66 

6206 

0-946 

1-755 

66-94 

82-00 

1-439 

1-760 

67-30 

82-44 

1-451 

1-530 

51-04 

62-53 

0-957 

1-765 

67-76 

83-01 

1-465 

1-535 

51-43 

63-00 

0-967 

1-770 

68-17 

83-41 

1-478 

1-540 

51-78 

63-43 

0-977 

1-775 

68-60 

84-02 

1-491 

1-645 

5212 

63-85 

0-987 

1-650 

52-46 

64-26 

0-996 

1-780 

68-98 

84-50 

1-504 

1-785 

69-47 

85-10 

1-619 

1-565 
1-660 

52-79 
53-22 

64-67 
65-20 

1-006 
1017 

1-790 
1-795 

69-96 
70-45 

85-70 
86-30 

1-534 
1-549 

'      1-665 

53-59 

66-65 

1-027 

1-800 

70-96 

86-92 

1-565 

;       1-670 

53-95 

6609 

1-038 

i       1-575 

54-32 

66-63 

1048 

1-805 

71-50 

87-60 

1-681 

1-580 

64-65 

66-95 

1-058 

1-810 

72-08 

88-30 

1-698 

1-586 

6503 

67-40 

1068 

1-815 

72-69 

8905 

1-621 

1-590 
1-696 
1-600 

65-37 
65-73 
66-09 

67-83 
68-26 
68-70 

1078 
1089 
1099 

1-820 
1-821 
1-822 

73-51 
73-63 
73^80 

90-06 
90-20 
90-40 

1-639 
1-643 
1-647 

1-606 

66-44 

69-13 

1-110 

1-823 

73-96 

90-60 

1-651 

1-610 

66-79 

69-66 

1120 

1-824 

7412 

90-80 

1-656 

1-615 

67-16 

70-00 

1-131 

1*620 

57-49 

70-42 

1141 

1-825 

74-29 

91-00 

1-661 

1-625 

67-84 

70-86 

1161 

1-826 

74-49 

91-25 

1-666 

1-827 

74-69 

91-50 

1-671 

1-630 

68-18 

71-27 

1-162 

1-828 

74-86 

91-70 

1-676 

•      1-636 

68-63 

71-70 

1-172 

1-829 

75-03 

91-90 

1-681 

1-640 

68-88 

72-12 

1-182 

1-645 

59-22 

72-65 

1-193 

1-830 

75-19 

92-10 

1-685 

!       1-660 

59-67 

72-96 

1-204 

1-831 

75-46 

92-43 

1-692 

1-832 

75-69 

92-70 

1-698 

1-665 

59-92 

73-40 

1-215 

1-833 

75-89 

92-97 

1-704 

1-660 

60-26 

73-81 

1-225 

1-834 

76-12 

93-25 

1-710 

1-665 

60-60 

74-24 

1-236 

1-670 

60-95 

74-66 

1-246 

1-835 

76-35 

93-66 

1-717 

1-675 

61-29 

75-08 

1-259 

1-836 

76-57 

93-80. 

1-722 

1*837 

76-90 

94-20 

1-730 

1-680 

61-63 

76-50 

1-268 

1-838 

77-23 

94-60 

1-739 

1-686 

61-93 

75-86 

1-278 

1-839 

77-65 

95-00 

1-748 

1-690 

62-29 

76-30 

1-289 

1-696 

62-64 

76-73 

1-301 

1-840 

7804    * 

95-60 

1-759 

1-700 

63-00 

77-17 

1-312 

1-8405 

78-33 

95-95 

1-765 

1 

1-8410 

78-69 

96-30 

1-784 

'       1-705 

63-35 

77-60 

1-323 

1-8415 

79-47 

97-35 

1-792 

;       1-710 

63-70 

78-04 

1-334 

1-8410 

80-16 

98-20 

1-808 

1-715 

6407 

78-48 

1-346 

1-720 

64-43 

78-92 

1-357 

1-8405 

80-43 

98-52 

1-814 

1-725 

64-78 

79-36 

1-369 

1-8400 

80-59 

98-72 

1-816 

1-8395 

80-63 

98-77 

1-817 

1-730 

65-14 

79-80 

1-381 

1-8390 

80-93 

99-12 

1-823 

1-736 

65-60 

80-24 

1-392 

1-8385 

81-08 

99-31 

1-826 

678 
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Table  LXXV.— Nitric  Acid— Specific  Gravity  and 

Concentration. 

G.  Lunge  and  H.  Rey,  Zeit,  angew.  Chem.,  4.  165,  1891  ;  G.  Lunge,  Technical 

Chemists*  Handbook ^  London,  1910. 


f%                    *  f% 

Percentage  by 

Grani.s  per 

l^ercentage  by 

Grams  per 

" 

specific 

weight. 

litre. 

Specific 

weight. 

lit 

re. 

Gravity 

Gravity 
15**. 

— 

16**. 

N.O,. 
0-08 

HNO,. 
0-10 

1 

HNO,. 

1 

1-200 

27-74 

HNO,. 
32-36 

N.O.- 

HNO,. 

1000 

333 

388 

1-005 

0-85 

1-00 

8 

10 

1-205 

28-36 

3309 

342 

399 

1-010 

1-62 

1-90 

16 

19 

1-210 

28-99 

33-82 

351 

409 

1-016 

2-39 

2-80 

24 

28 

1-215 

29-61 

34-56 

360 

420 

1020 

317 

3-70 

33 

38 

1-220 

30-24 

36-28 

369 

430 

1-025 

3-94 

4-60 

40 

47 

1-225 

30-88 

36-03 

378 

441 

1-030 

4-71 

5-50 

49 

57 

1230 

31-63 

36-78 

387 

452  , 

1036 

5-47 

6-38 

57 

66 

1-235 

32-17 

37-63 

397 

463 

1-040 

6-22 

7-26 

64 

75 

1-240 

32-82 

38-29 

407 

475 

1046 

6-97 

8-13 

73 

85 

1-245 

33-47 

39-05 

417 

486 

1-050 

7-71 

8-99 

81 

94 

1-250 

3413 

39-82 

427 

498 

1-056 

8-43 

9-84 

89 

104 

1-255 

34-78 

40-58 

437 

509  ' 

1060 

915 

10-68 

97 

113 

1-260 

35-44 

41-34 

447 

621 

1-065 

9-87 

11-51 

105 

123 

1-265 

36-09 

4210 

467 

633 

1070 

10-57 

12-33 

113 

132 

1-270 

36-76 

42-87 

467 

644 

1076 

11-27 

13-15 

121 

141 

1-275 

37-41 

43-64 

477 

666 

1-080 

11-96 

13-95 

129 

151 

1-280 

3807 

44-41 

487 

668 

1-085 

12-64 

14-74 

137 

160 

1-285 

38-73 

4618 

498 

581 

1-090 

13-31 

15-33 

145 

169 

1-290 

39-39 

46-95 

508 

693 

1-095 

13-99 

16-32 

153 

179 

1-295 

4005 

46-72 

519 

606 

1-100 

14-67 

1711 

161 

• 

188 

1-300 

40-71 

47-49 

629 

617 

1105 

15-34 

17-89 

170 

198 

1-305 

41-37 

48-26 

640 

630 

1-110 

16-00 

18-67 

177 

207 

1-310 

4206 

4907 

551 

643 

1-115 

16-67 

19-45 

186 

217 

1-315 

42-76 

49-89 

662 

656 

1-120 

17-34 

20-23 

195 

227 

1-320 

43-47 

50-71 

673 

669 

1125 

1800 

2100 

202 

236 

1-325 

4417 

51-53 

585 

683 

1130 

18-66 

21-77 

211 

246 

1-330 

44-89 

52-37 

597 

697 

1135 

19-32 

22-54 

219 

256 

1-335 

45-62 

53-22 

609 

710 

1-140 

19-98 

23-31 

228 

266 

1-340 

46-35 

5407 

621 

726 

11-45 

20-64 

24-08 

237 

276 

1*346 

4708 

54-93 

633 

739 

1-150 

21-29 

24-84 

245 

286 

1-350 

47-82 

65-79 

646 

753 

1155 

21-94 

25-60 

254 

296 

1-.355 

48-57 

66-66 

658 

768 

1-160 

22-60 

26-36 

262 

306 

1-360 

49-35 

57-57 

671 

783 

1-165 

23-25 

27-12 

271 

316 

1-365 

5013 

58-48 

684 

798 

1-170 

23-90 

27-88 

279 

326 

1-370 

50-91 

59-39 

698 

814 

1-175 

24-54 

28-63 

288 

336 

1-375 

51-69 

60-30 

711 

829 

1180 

25-18 

29-38 

297 

347 

1-380 

52-52 

61-27 

726 

846 

1186 

25-83 

30-13 

306 

357 

1-385 

53-35 

62-24 

739 

862 

1190 

26-47 

30-88 

315 

367 

1-390 

54-20 

63-23 

763 

879 

1-196 

2710 

31-62 

324 

378 

1-395 

55-07 

64-26 

768 

896 
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Table  LXXV. — continued. 


Percentage  by 

.   Grams  per 

Percentage  by 

Grams  per 

Specific 

weight. 

litre. 

Specific 

weight. 

Utre. 

Gravity 

_    —  . 

Gravity 
15°. 

l6^ 

1-400 

NA. 

HNO,. 

N.O,.    HNO,. 

1-465 

N.Oj. 
69-79 

HNOa. 

NA. 

HNO,. 
1193 

55-97 

65-30 

783         914 

81-42 

1023 

1-405 

56-92 

66-40 

800         933 

1-470 

71-06 

82-90 

1045 

1219 

1-410 

57-86 

67-50 

816         952 

1-415 

58-83 

68-63 

832         971 

1-475 

72-39 

84-45 

1068 

1246 

1-420 

59-83 

69-80 

849         991 

1-480 

73-76 

8605 

1092 

1274 

1-426 
1-430 
1-435 

60-84 
61-86 
62-91 

70-98 
72-17 
73-39 

867        1011 
885        1032 
903       1053 

1-485 
1-490 
r-495 

75-18 

76-80 

1     78-52 

87-70 
89-60 
91-60 

1116 
1144 
1174 

1302 
1335 
1369 

1-440 
1-445 

6401 
6513 

74-68 
75-98 

921 
941 

1075 
1098 

1-500 
1-505 

80-65 
82-63 

9409 
96-39 

1210 
1244 

1411 
1451 

1-450 

66-24 

77-28 

961     ,  1121 

1-510 

84-09 

98-10 

1270 

1481 

1-455 

67-38 

78-60 

981        1144 

1-515 

84-92 

9907 

1287 

1501 

1-460 

68-66 

79-98 

1 

1001        1168 

1-520 

85-44  ■ 

99-67 

1299 

1515 

Table  LXXVL— Hydrochloric  Acid— Specific  Gravity  and 

Concentration. 

G.  Lunge  and  L.  Marchlewski,  Zeit.  angexv.  Chem,,  4.  133,  1891  ;  G.  Lunge, 
Technical  Vheviists^  Handbook,  London,  1910. 


Specific 
Gravity       1 

100  parts 
by  weight 
correspond 

lUtre 
contains 

Specific 
Gravity 

at 

100  parts 

by  weight 

correspond 

1  litre 
contains 

to  parts  by 

g.  of 

to  parts  by 

g.  of 

4° 

• 

weight  of 

HCl. 

4 

• 

weight  of 

HCl. 

m  vacuo. 

HCl. 
0-16 

1-6 

m  vacuo. 
1-105         ' 

HCl. 

* 

1-000 

20-97 

232 

1005 

1-15 

12 

1-110 

21-92 

243 

1010 

2-14 

22 

1-115 

22-86 

255 

1015 

3-12 

32 

1120 

23-82 

267 

1020 

4-13 

42 

1-125 

24-78 

278 

1025 

5-15 

53 

1130 

25-75 

291 

1030 

615 

64 

1135 

26-70 

303 

1-035 

715 

74 

1140 

27-66 

315 

1040 

816 

85 

1-145 

28-61 

328 

1-045 

9-16 

1             96 

1-150 

29-57 

340 

1-050 

1017 

107 

f 

1055 

1118 

118 

1155 

30-55 

353 

1         1060 
1065 
1070 
1-075 

1219 
1319 
14-17 
15-16 

129 
141 
152 
163 

1-160 
1-165 
1-170 
1175 

31-52 
32-49 
33-46 
34-42 

366 
379 
392 
404 

1-080 

1615 

174 

1-180 

35-39 

418 

1-085 

1713 

1           186 

1-185 

36-31 

430 

1-090 

1811 

197 

1-190 

37-23 

443 

1095 

19-06 

209 

1195 

3816 

456 

1100   * 

2001. 

,          220 

1-200 

3911 

469 

68o 
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Table  LXXVII.— Hydrobromic  Acid— Specific  Gravity  and 

Concentration. 

H  Topsoe,  Ber,,  3.  404,  1870. 


Per  cent. 
HBr. 


1014 
1089 
1176 
1-279 
1-403 


1021 
1-097 
1186 
1-290 
1-417 


4 

5 

6 

7 

1028 

1-036 

1043 

1050 

1106 

1114 

1122 

M31 

1196 

1-206 

1215 

1-225 

1-302 

1-314 

1-326 

1-358 

1-431 

1-445 

1-459 

1-475 

1 

1058 
1*140 
1-235 
1-351 
1-487 


9 


1-066 
M49 
1-246 
1-363 
1-502 


Table  LXXVIIL— Hydrofluoric  Acid— Specific  Gravity  and 

Concentration. 

F.  Winteler,  Zeit,  angew.  Chem.,  15.  83,  1902. 


0 

1. 
1-003 

2 

3 

4 

5 

6 
1-023 

7 

8 

9 

0 

•   m 

1-007 

1011 

1-014 

1018 

1-027 

1-030 

1035 

1 

1-038 

1-041 

1045 

1049 

1-052 

1055 

1059 

1-062 

1-066 

1069 

2 

1-072 

1076 

1079 

1-082 

1-086 

1089 

1-092 

1095 

1098 

1-101 

3 

1104 

1-106 

1-119 

1-112 

1-114 

1117 

1-120 

1122 

1-125 

M27 

4 

1-130 

1133 

1136 

1-138 

1-141 

M43 

1-146 

1-149 

1-152 

1-157 

Table  LXXIX,— Phosphoric  Acid— Specific  Gravity  and 

Concentration. 

H.  Hager,  Commentar  zur  Pharviacop<eia  germanicaf  Berlin,  1884. 


Sp.  gr. 
1-809 

Per  cent. 

Per  cent. 

Sp.  gr. 
1-661 

Per  cent. 

Per  cent. 

Sp.  gr. 
1-521 

Per  cent. 

Per  cent. 

PA- 

HaPO,. 
93-67 

PA- 

r  ' "' 

,      69-0 

H,P04. 

81-28 

PA' 

60-0 

HjPO^. 

680 

68-88 

1-800 

67-5 

92-99 

1-653 

58-5 

80-59 

1-513 

49-5 

6819 

1-792 

670 

92-30 

1-645 

580 

79-90 

1-505 

49-0 

67-60 

1-783 

66-5 

91-61 

1-637 

57-5 

79-21 

1-498 

48-5 

66-81 

1-775 

660 

90-92 

1-629 

570 

78-52 

1-491 

48-0 

66-12 

1-766 

65-5 

90-23 

1-621 

,      66-5 

77-83 

1*484 

47-5 

65-43 

1-758 

650 

89-54 

1-613 

56-0 

77-14 

1-476 

470 

64-75 

1-750 

64-5 

88-85 

1-605 

.      66-5 

76-45 

1-469 

46-5 

6406 

1-741 

640 

88-16 

1-597 

550 

75-77 

1-462 

46-0 

63-37 

1-733 

63-5 

87-48 

1-589 

54-5 

75-08 

1-455 

45-5 

62-68 

1-725 

630 

86-79 

1-581 

540 

74-39 

1-448 

450 

61-99 

1-717 

62-6 

8610 

1-574 

53-5 

73-70 

1-441 

44-5 

61-30 

1-709 

62-0 

85-41 

1-566 

530 

7301 

1-435 

44-0 

60*61 

1-701 

61-5 

84-72 

1-599 

1      52-5 

7232 

1-428 

43-5 

59-92 

1-693 

610 

84-03 

1-551 

52-0 

71-63 

1-422 

430 

69-23 

1-685 

60-5 

83-34 

1-543 

51-5 

70-94 

1-415 

42-5 

58-55 

1-677 

60-0 

82-65 

1-536 

■      510 

70-26 

1-409     1 

42-0 

57-86 

1-669 

59-5 

81-97 

1-528 

1      50-5 

69-57 

1-402 

41-5 

5717 
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Table  I^XKIK.— continued. 


Sp.  gr. 

Per  cent. 

Per  cent. 

Sp.  gr. 
1-249 

Per  cent. 

Per  cent. 

Sp.  gr. 

Per  cent. 

Per  cent. 

P.O^. 

HgPO^. 

PA. 

H,P04. 

PA- 

HgPO^. 

1-396 

410 

56-48 

28-0 

38-57 

1122 

15-0 

20-66 

1-389 

40-5 

55-79 

1-244 

27-5 

37-88 

1-118 

14-5 

19-97 

1-383 

400 

5510 

1-239 

27-0 

37-19 

1-113 

14-0 

19-28 

1-377 

39-5 

54-41 

1-233 

26-5 

36-50 

1-109 

13-5 

18-00 

1-371 

39-0 

53-72 

1-228 

260 

35-82 

1-104 

130 

17-91 

1-366 

38-5 

50-34 

1-223 

25-5 

3513 

1-110 

12-5 

17-22 

1-359 

380 

52-35 

1-218 

250 

34-44 

1096 

120 

16-53 

1-354 

37-5 

51-66 

1-213 

24-5 

33-76 

1091 

11-5 

15-84 

1-348 

370 

50-97 

1-208 

240 

33-06 

1-087 

11-0 

15-16 

1-342 

36-5 

50-28 

1-203 

23-5 

32-37 

1083 

10-5 

14-46 

1-336 

360 

49-59 

1-198 

23-0 

31-68 

1079 

100 

13-77 

1-330 

35-5 

48-90 

1-193 

22-5 

30-99 

1-074 

9-6 

13-09 

1-325 

35-0 

48-21 

1188 

220 

30-31 

1-070 

90 

12-40 

1-319 

34-5 

47-52 

1-183 

21-5 

29-62 

1066 

8-5 

11-71 

1-314 

340 

46-84 

1-178 

21-0 

28-93 

1-062 

8-0 

1102 

1-308 

33-5 

4615 

1-174 

20-5 

28-24 

1-058 

7-5 

10-33 

1-303 

330 

45-46 

1-169 

200 

27-65 

1053 

70 

9-64 

1-298 

32-6 

44-77 

1-164 

19-5 

26-86 

1-049 

6-5 

8-95 

1-292 

320 

44-08 

1-159 

19-0 

2617 

1-045 

6-0 

8-26 

1-287 

31-5 

43-39 

1155 

18-5 

25-48 

1-041 

5-5 

7-57 

1-281 

310 

42-70 

1-150 

18-6 

24-80 

1037 

50 

6-89 

1-276 

30-5 

4201 

1145 

17-5 

2411 

1033 

4-5 

6-20 

1-271 

300 

41-33 

1-140 

170 

23-42 

1029 

40 

5-61 

1-265 

29-5 

40-64 

1135 

16-5 

22-73 

1-026 

3-5 

4-82 

1-260 

290 

39-95 

1130 

160 

2204 

1-021 

30 

4-13 

1-225 

28-5 

39-26 

1-126 

15-5 

21-35 

1017 

2-6 

3-44 

Table  LXXX.— Perchloric  Acid.—Specific  Gravity  and 

Concentration. 

K.  van  Emster,  ZeiL  anorg.  Chem.,  52.  270,  1907. 
At  16'  (Water  at  4**  unity). 


Sp.  gr. 

Per  cent. 

c% 

Per  cent. 

Sp.  gr. 
1-175 

Per  cent. 

Sp.  gr. 

Per  cent. 

HCIO4. 

Sp.  gr. 

HCIO4. 

HCIO4. 
26-20 

HCIO4. 

1-006 

100 

1090 

14-56 

1-260 

3603 

1-010 

1-90 

1-095 

15-28 

1180 

26-82 

1-265 

36-56 

1-016 

2-77 

1-100 

1600 

1-185 

27-44 

1-270 

37-08 

1-020 

3-61 

1105 

16-72 

1190 

28-05 

1-275 

37-60 

1-026 

4-43 

1-110 

17-45 

1-195 

28-66 

1-280 

38-10 

1-030 

5-26 

1-115 

1816 

1-200 

29-26 

1-285 

38-60 

1035 

607 

1-120 

18-88 

1-205 

29-86 

1-290 

39-10 

1-040 

6-88 

1125 

19-57 

1-210 

30-45 

1-295 

39-60 

1045 

7-68 

1130 

20-26 

1-215 

3104 

1-300 

4010 

1-050 

8-48 

1-135 

20-95 

1-220 

31-61 

1-305 

40-59 

1-055 

9-28 

1140 

21-64 

1-225 

3218 

1-310 

41-08 

1060 

1006 

1146 

22-32 

1-230 

32-74 

1-315 

41-66 

1-066 

10-83 

1-150 

22-99 

1-235 

33-29 

1-320 

42-03 

1070 

11-58 

1155 

23-65 

1-240 

33-85 

1-325 

42-49 

1-076 

12-33 

1-160 

24-30 

1-245 

34-40 

1-330 

42-97 

1080 

1308 

1-165 

24-94 

1-250 

34-95 

1-335 

43-43 

1-085 

13-83 

1-170 

25-67 

1-265 

36-49 

1-340 

43-89 

682 
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Table  LXXX. — continued. 


Sp.  gr. 

Per  cent. 

Sp.gr. 

Per  cent. 

Sp.  gr. 

Per  cent, 

c* 

Per  cent. 

HCIO4. 

Hao*. 

HCIO,. 

Sp.  gr. 

HCIO4. 

1-345 

44-35 

1-430 

51-71 

1-515 

58-17 

1-600 

1 

64-50 

1-350 

44-81 

1-435 

5211 

1-520 

58-64 

1-605 

64-88 

1-355 

45-26 

1-440 

52-54 

1-625 

58-91 

1-610 

65-26 

1-360 

45-71 

1-445 

62-91 

1-530 

59-28 

1-615 

65-63 

1-365 

46-16 

1-450 

53-31 

1-535 

59-66 

1-620 

66-01 

1-370 

46-61 

1-455 

53-71 

1-540 

60-04 

1-625 

66-39 

1-375 

4705 

1-460 

64-11 

1-645 

60-41 

1-630 

66-76 

1-380 

47-49 

1-465 

54-50 

1-550 

60-78 

1-635 

67-13 

1-385 

47-93 

1-470 

64-89 

1-555 

6115 

1-640 

67-51 

1-390 

48-37 

1-475 

5518 

1-560 

61-52 

1-646 

67-89 

1-395 

48-80 

1-480 

55-56 

1-565 

61-89 

1-650 

68-26 

1-400 

49-23 

1-485 

55-95 

1-570 

62-26 

1-655 

68-64 

1-406 

49-68 

1-490 

56-32 

1-575 

62-63 

1-660 

6902 

1-410 

5010 

1-495 

56-69 

1-580 

6300 

1-665 

69-40 

1-415 

50-51 

1-500 

5706 

1-585 

63-37 

1-670 

69-77 

1-420 

60-91 

1-505 

57-44 

1-590 

63-74 

1-675 

70-15 

1-425 

51-31 

1-510 

57-81 

1-595 

64-12 

Sp. 


0 
1 
2 
3 
4 

5 

6 
7 
8 
9 


Table  LXXXI. —Formic  Acid— Specific  Gravity  and 

Concentration. 

G.  M.  Richardson  and  P.  Alhaire,  Amcr.  Chem.  Jouni.y  19.  149,  1897. 


00 


1-0247 
1-0489 
1-0730 
1-0964 

1-1208 
1-1425 
1-1666 
1-1861 
1-2045 


0-1 


1-0020 
10272 
1-0513 
1-0754 
1-0991 

1-1224 
1-1449 
1-1678 
11877 
1-2060 


Grams  formic  acid  per  100  grams  of  solution. 


0-2 


10046 
1-0297 
10538 
10778 
1-1016 

1-1246 
1-1474 
1-1703 
1-1897 
1-2079 


0-3 


1-0071 
1-0322 
10562 
10801 
1-1031) 

1-1270 
1-1494 
11729 
111)15 
1-2100 


0-4 


1-0094 
10346 
1-0586 
10824 
1-1063 

1-1296 
11518 
1-1753 
11930 
1-2118 


0-5 
10116 

0-6 
1-0142 

0-7 

10171 

1-0371 

10394 

1-0418 

10610 

10634 

1-0667 

1-0848 

1-0872 

1-0896 

1-1086 

1-1109 

1-1131 

1-1321 

1-1343 

11362 

1-1644 

1-1566 

1-1585 

1-1770 

1-1786 

11802 

1-1954 

1-1977 

1-1995 

1-2141 

1-2159 

1-2171 

0-8 


1-0197 
10442 
1-0682 
1-0920 
M158 

1-1382 
1-1606 
1-1819 
1-2013 
1-2184 


0-9 


10222 
10465 
1-0706 
10941 
1-1186 

M402 
11629 
11838 
1-2029 
1-2203 
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Table  LXXXI  I.— Acetic  Acid.— Specific  Gravity  and 

Concentration. 

A.  0.  Oudemans,  Zeit.  Chem.  (2),  2.  760,  1866. 


Per  cent. 

1 

1 

1 

Acetic  Acid 

0 

1 

2            3 

4 

5            6 

7 

8 

9 

CHjCOOH. 

0-9992 

1-0083 

0 

1-0007 

10022    10037 

1-0052 

1-0067 

1-0098 

10113  '  1-0127 

1 

10142    10157 

10171    10185 

10200 

10214  !  10228 

1-0242 

10256  ;  10270 

2 

10284 

1-0298 

10311    1-0324 

1-0337 

10350  i  10363 

1-0375    1-0388 

10400 

3 

10412 

1-0424 

10436  1  10447 

10459 

10470  ,  1-0481 

10492 

10502 

1-0613 

4 

10523 

10533 

10543  '  10552 

10562 

10571    1-0580 

1-0589 

1-0598 

1-0607 

5 

1-0615    1-0623 

10631    1-0638 

10646 

10653 

10660 

10666 

1-0673 

1-0679 

6 

1-0685 

10691 

10697    10702 

1-0707 

10712 

1-0717 

10721 

1-0725 

10729 

7 

1-0733 

1-0737 

1-0740 

10742 

10744 

10746    1-0747 

1-0748 

1-0748 

1-0748 

8 

1-0748 

10747 

1-0746 

1-0744 

10742 

10739    10736 

10731 

1-0726 

10720 

9 

10713 

1-0705 

1-0696 

1-0686 

1-0674 

10660 

1-0644 

10625 

10604 

10580 

Table  LXXXI II. — Ammonia— Specific  Gravity  and 

Concentration. 

G.  Lunge  and  T.  Wiernik,  Zeit.  angew.  Chem,^  2.  182.  1889 ;  G.  Lunge,  Teehnieal 

Cheinists^  Handbook^  London,  1910. 


Per 
cent. 
NH,. 

Grms.  NHj 

Correction  for 

Per 
cent. 
NH,. 

Grms.  NH, 

Correction  for 

Sp.  gr. 

per 

1000  c.c. 

at  15°. 

temperature. 
+  1° 
from  13"  to  17°. 

Sp.  gr. 

per 

1000  c.c. 

at  15°. 

temperature. 
+  1° 
from  13°  to  17°. 

1-000 

000 

00 

0-00018 

0-940 

15-63 

146-9 

0-00039 

0-998 

0-45 

4-5 

000018 

0-938 

16-22 

162-1 

0-00040 

0-996 

0-91 

9-1 

000019 

0-936 

16-82 

167-4 

000041 

0-994 

1-37 

13-6 

0-00019 

0-934 

17-42 

162-7 

000041 

0-992 

1-84 

18-2 

000020 

0-932 

18-03 

168-1 

0-00042 

0-990 

2-31 

22-9 

0-00020 

0-930 

18-64 

173-4 

0-00042 

0-988 

2-80 

27-7 

000021 

0-928 

19-25 

178-6 

000043 

0-986 

3-30 

32-5 

0-00021 

0-926 

19-87 

184-2 

0-00044 

0-984 

3-80 

37-4 

000022 

0-924 

20-49 

189-3 

0-00045 

0-982 

4-30 

42-2 

0-00022 

0-922 

21-12 

194-7 

0-00046 

0-980 

4-80 

47-0 

000023 

0-920 

21-75 

200-1 

0-00047 

0-978 

5-30 

51-8 

000023 

0-918 

22-39 

205-6 

0-00048 

0-976 

5-80 

56-6 

000024 

0-916 

23-03 

210-9 

000049 

0-974 

6-30 

61-4 

0-00024 

0-914 

23-68 

216-3 

0-00050 

0-972 

6-80 

661 

000025 

0-912 

24-33 

221-9 

000051 

0-970 

7-31 

70-9 

000025 

0-910 

24-99 

227-4 

0-00052 

0-968 

7-82 

75-7 

000026 

0-908 

25-66 

232-9 

000053 

0-966 

8-33 

80-5 

0-00026 

0-906 

26-31 

238-3 

0-00054 

0-964 

8-84 

85-2 

000027 

0-904 

26-98 

243-9 

0-00056 

0-962 

9-35 

89-9 

0-00028 

0-902 

27-65 

249-4 

0-00056 

0-960 

9-91 

951 

000029 

0-900 

28-33 

2560 

0-00057 

0-95'8 

10-47 

100-3 

000030 

0-898 

29-01 

260-5 

0-00058 

0-956 

11-03 

105-4 

000031 

0-896 

29-69 

2660 

000059 

0-954 

11-60 

110-7 

000032 

0-894 

30-37 

271-5 

0-00060 

0-952 

12-17 

115-9 

000033 

0-892 

3105 

2770 

000060 

0-960 

12-74 

121-0 

000034 

0-890 

31-75 

282-6 

0-00061 

0-948 

13-31 

126-2 

000035 

0-888 

32-50 

288-6 

0-00062 

0-946 

13-88 

131-3 

000036 

0-886 

33-25 

294-6 

0-00063 

0-944 

14-46 

136-5 

0-00037 

0-884 

3410 

301-4 

0-00064 

9-942 

15-04 

141-7 

000038 

0-882 

34-96 

308-3 

000066 
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Table  LXXXIV.— Atomic  Weights,  InternationaL 


1 

1 
1 

n 

_  J 

3'8)ii 

j; 

2-SP 

Names 

of 

Elements. 

1 

1 

84' 

O    o 

iternatio 
mic  Wei 
•00.     H 

Names 
■    of 
Elements. 

Symbols 

iternatio 
mic  Wei 
•00.     H 

<  II 

^1 

<  II 

Al 

27. 

o 

144 

o 

Aluminium  . 

27-1 

Neodymium     .     . 

Nd 

144-3 

Antimony    . 

Sb 

120 

120-2 

Neon    . 

Ne 

20 

20-2 

Argon  . 

A 

40 

39-88 

Nickel . 

Ni 

59 

58-68 

Arsenic 
Barium 

As 
Ba 

75 
137 

74-96 
137-37 

Niobium              \ 
(Columbium)   \ 

Nb   ) 
Cb    \ 

93-5 

93-6 

Beryllium 
(Glucinum) 

Be   ) 
Gl    ) 

9 

9-1 

Niton  (radium    \ 
emanation)      / 

^Nt 

222-4 

222-4 

Bismuth 

Bi 

208 

208-0 

Nitrogen .     . 

N 

14 

1401 

Boron  . 

B 

11 

110 

Osmium  .     . 

Os 

191 

1909 

Bromine 

Br 

80 

79-92 

Oxygen   .    . 

0 

16 

16 

Cadmium     . 

Cd 

112 

112-4 

Palladium    . 

Pd 

106 

106-7 

Caesium 

Cs 

133 

132-81 

Phosphorus . 

P 

31 

3104 

Calcium 

Ca 

40 

40-07 

Platinum 

Pt 

196 

195-2 

Carbon 

C 

12 

12-00 

Potassium    . 

K 

39 

3910 

Cerium 

Ce 

140 

140-25 

Praseodymium     . 

Pr 

140-6 

140-6 

Chlorine 

a 

35-5 

36-46 

Radium  .     . 

Ra 

226-5 

226-4 

Chromium    . 

Cr 

52 

620 

Rhodium 

Rh 

103 

102-9 

Cobalt 

Co 

69 

58-97 

Rubidium 

Rb 

86 

86-46 

Copper 

Cu 

63-5 

63-67 

Ruthenium  . 

Ru 

101-6 

101-7 

Dysprosium . 

Dy 

162-5 

162-5 

Samarium    . 

Sm 

160 

160-4 

Erbium 

Er 

167-6 

167-5 

Scandium     . 

Sc 

44 

44-1 

Europium     . 

Eu 

162 

152.0 

Selenium 

Se 

79 

79-2 

Fluorine 

F 

19 

19-0 

Silicon . 

Si 

28 

28-3 

Gadolinium  . 

Gd 

167 

157-3 

Silver  . 

Ag 

108 

107-88 

Gallium 

Ga 

70 

69-9 

Sodium    .     . 

Na 

23 

2300 

Germanium . 

Ge 

72 

72-5 

Strontium     . 

Sr 

87-5 

87-63 

Gold    . 

Au 

197 

197-2 

Sulphur  .     . 

S 

32 

3207 

Helium 

He 

4 

3-99 

Tantalum     . 

Ta 

181-5 

181-5 

Holmium 

Ho 

163-5 

163-6 

Tellurium     . 

Te 

127 

127-6 

Hydrogen     . 

H 

1 

1-008 

Terbium 

Tb 

169 

169*2 

Indium 

In 

115 

114-8 

ThaUiura      . 

Tl 

204 

204-0 

Iodine  • 

I 

127 

126-92 

Thorium 

Th 

232 

232-4 

Iridium 

Ir 

193 

1931 

Thulium 

Tm 

168-6 

168-6 

Iron     • 

Fe 

56 

55-85 

Tin       .        .        . 

Sn 

118 

1190       1 

Krypton 

Kr 

83 

82-9 

Titanium 

Ti 

48 

48-1       ' 

Lanthanum  . 

Ta 

139 

1390 

Tungsten 

W 

184 

184-0 

Lead    . 

Pb 

207 

207-10 

Uranium 

U 

238-6 

238-6 

Lithium 

Li 

7 

6-94 

Vanadium    . 

V 

61 

61-0 

Lutecium 

Lu 

174 

174-0 

Xenon     .     . 

X 

130 

130-2 

Magnesium  . 

Mg 

24 

24-32 

Ytterbium    . 

Yb 

172 

172-0 

Manganese   . 

Mn 

55 

54-93 

Yttrium  .     . 

Y 

89 

890 

Mercury 

Hg 

200 

200-6 

Zinc         .     . 

Zn 

65 

66-37 

Molybdenum 

Mo 

96 

960 

Zirconium     . 

Zr 

90-5 

90-6 
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Table  LXXXV.— The  Vapour  Pressure  of  Liquid  Water  at 
Different  Temperatures  in  Millimetres  of  Mercury. 

Based  mainly  on  K.  Scheel  and  W.  Heuse,  Annalen  der  Physik  (4),  29.  728,  1909  ; 

(4),  31.  715,  1910. 

Hydrogen  Scale,  Gravity  Normal. 


Millimetres  of  Mercury. 

Tempera- 



ture. 

0 

1 
3-38 

2 

3 

4 

5 
3-28 

6 

7 

8 

9 

1 

-4 

3-40, 

3-35 

3-33 

3-30 

3-26 

3-23 

3-21 

3-18 

-3 

3-67' 

3-64 

3-62 

3-59 

3-56 

3-53 

3-51 

3-48 

3-46 

3-43: 

-2 

3-95 

3-92 

3-89 

3-87 

,3-84 

3-81 

3-78 

3-75 

,  3-72 

3-70 

-1 

4-26 

4-22 

419 

4-16 

413 

4-10 

407 

4-04 

4-01 

3-98 

-0 

4-58 

4-55 

4-51 

4-48 

4-45- 

4-41 

4-38 

4-35 

4-32 

4-29 

+0 

4-58 

4-61- 

4-65 

4-68 

4-72 

4-75 

4-79 

4-82 

4-86 

4-89 

1 

4-93 

4-96 

5-00 

503 

507 

5-11 

5-14 

-  5-18 

6-22 

6-26 

2 

5-29 

5-33 

5-37 

5-41 

5-45 

5-49 

5-53 

5-57 

5-60 

5-64 

3 

5-69 

6-73 

5-77 

5-81 

5-85 

5-89 

5-93 

5-97 

6-02 

606 

4 

610 

614 

6-19 

6-23 

6-27 

6-32 

6-36 

6-41 

6-46 

6-60 

6 

6-54 

6-59 

6-64 

6-68' 

6-73 

6-78 

6-82 

6-87 

6-92 

6-97 

6 

701 

7-06 

711 

7-16 

7-21 

7-26 

7-31 

7-36 

7-41 

7-46 

7 

7-51 

7-57 

7-62 

7-67 

7-72 

7-78 

7-83 

7-88 

7-94 

7-99 

8 

8-05 

810 

8-16 

8-21 

8-27 

8-32 

8-38 

8-44 

8-60 

8-55 

9 

8-61 

8-67 

8-73 

8-79 

8-85 

8-91 

8-97 

903 

909 

9-15 

10 

9-21 

9-27 

9-33 

9-40 

9-46 

9-52 

9-59 

9-65 

9-72 

9-78 

11 

9-86 

9-91 

9-98 

1004 

1011 

10-18 

10-25 

10-31 

10-38 

10-45 

12 

10-52 

10-69 

10-66 

10-73 

10-80 

10-87 

10-94 

11-01 

1109 

1M6 

13 

11-23 

11-31 

11-38 

11-46 

11-53 

11-61 

11-68 

11-76 

11-84 

11-91 

14 

11-99 

12-07 

1215 

12-23 

12-30 

12-38 

12-46 

12-64 

12-63 

12-71 

15 

12-79 

12-87 

12-96 

13-04 

13-12 

13-21 

13-29 

13-38 

13-46 

13-55 

16 

13-64 

13-72 

13-81 

13-90 

13-99 

14-08 

1417 

14-26 

14-35 

14-44  1 

17 

14-63 

14-63 

14-72 

14-81 

14-91 

15-00 

15-10 

16-19 

15-29 

15-38  ; 

18 

16-48 

16-68 

16-68 

15-78 

15-87 

15-97 

16-07 

16-18 

16-28 

16-38 

19 

16-48 

16-59 

16-69 

16-79 

16-90 

17-00 

17-11 

17-21 

17-32 

17-43 

20 

17-54 

17-65 

17-76 

17-87 

17-98 

18-09 

18-20 

18-31 

18-43 

18-54 

21 

18-66 

18-77 

18-89 

19-00 

19-12 

19-24 

19-35 

19-47 

19-59 

19-71 

22 

19-83 

19-95 

20-08 

20-20 

20-32 

20-45 

20-57 

20-70 

20-82 

20-95, 

23 

21-07 

21-20 

21-33 

21-46 

21-59 

21-72 

21-85 

21-98 

22-12 

22-25 

24 

22-38 

;    22-52 

22-65 

22-79 

22-93 

2307 

23-20 

23-34 

23-48 

23-62 

26 

23-76 

23-91 

2405 

24-19 

24-33 

24-48 

24-63 

24-77 

24-92 

2507 

26 

25-22 

25-37 

26-52 

25-67 

25-82 

25-97 

26-13 

26-28 

26-43 

26-59 

27 

26-75 

26-91 

27-06 

27-22 

27-38 

27-54 

27-70 

27-87 

2803 

28-19 

28 

28-36 

1    28-52 

28-69 

28-86 

JI902 

2919 

29-36 

29-54 

29-71 

29-88 ; 

29 

30-05 

30-23 

30-40 

30-58 

30-75 

30-93 

31-11 

31-29 

31-47 

31-65 

30 

31-83 

32-02 

32-21 

32-39 

32-57 

32-76 

32-95 

3314 

33-33 

33-62 

31 

33-71 

33-90 

3409 

34-29 

34-48 

34-68 

34-88 

3507 

36-27 

35-47 

32 

36-67 

36-88 

36-08 

36-28 

36-49 

36-70 

36-90 

37-11 

37-32 

37-63 

33 

37-74 

37-96 

38-17 

38-38 

38-60 

38-81 

39-03 

39-26 

39-47 

39-70 

34 

39-91 

4013 

40-36 

40-68 

40-81 

ff 

41-04 

41-26 

41-49 

41-72 

41-96 
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Table  LXXXV. — continued. 


Millimetres  of  Mercury. 

Tempera- 

ture. 

1 

0 
42-19 

1 
42-42 

2 

3 

4 

5 

6 

7 
43-85 

8 

9 

35 

42-66 

42-89 

43-13 

43-37 

43-61 

4409 

44-33 

36 

44-58 

44-82 

4506' 

45-31  I 

45-56 

45-81 

46-07 

46-32 

46-57 

46-83 

37 

4708 

47-34 

47-60 

47-86  ; 

48-12 

48-38 

48-64 

48-91 

49-17 

49-44 

38 

49-71 

49-98 

50-25 

50-52 

50-79 

5107 

51-34 

51-62 

51-90 

5218 

39 

52-46 

52-74 

53-03 

53-31 

53-60 

53-88 

54-17 

54-46, 

54-75 

55-05 

40 

55-34 

55-64 

55-93 

56-23 

56-53 

56-83 

57-14 

57-44 

57-74 

58-05 

41 

58-36 

58-67 

58-98 

59-29 

59-61 

59-92 

60-24 

60-56 

60-88 

61-20 

42 

61-52 

61-84 

62-17 

62-49 

62-82 

63-15 

63-48 

63-82 

6415 

64-49 

43 

64-82 

65-16 

65-50 

65-84 

66-19 

66-53 

66-88 

67-23 

67-58 

67-93 

44 

68-28 

68-64 

68-99 

69-35 

69-71 

70-07 

70-43 

70-79 

7116 

71-53 

45 

71-90 

72-27 

72-64 

73-01 

73-39 

73-76 

7414 

74-52 

74-90 

75-29 

46 

75-67 

7606 

76-45 

76-84 

77-23 

77-63 

78-02 

78-42 

78-82 

79-22 

47 

79-62 

80-03 

80-43 

80-84 

81-25 

81-66 

8207 

82-49 

82-91 

83-32 

48 

83-74 

8417 

84-59 

85-02 

85-45 

85-88 

86-31 

86-74 

87-17 

87-61 

49 

88-05 

88-49 

88-93 

89-38 

89-82 

90-27 

90-72 

91-18 

91-63 

92-09 

50 

92-54 

93-00 

93-47 

93-93 

94-40 

94-86 

95-33 

95-81 

96-28 

96-76 

51 

97-24 

97-72 

98-20 

98-68 

9917 

99-66 

100-2 

100-6 

1011 

101-6 

52 

102-1 

102-6 

1031 

103-6 

104-2 

104-7 

105-2 

105-7 

1062 

106-7 

53 

107-2 

107-8 

108-3 

108-8 

109-3 

109-9 

110-4 

110-9 

111-5 

112-0 

54 

112-6 

113-1 

113-7 

114-2 

114-8 

115-3 

115-9 

116-4 

117-0 

117-5 

55 

118-1 

118-7 

119-2 

119-8 

120-4 

121-0 

121-6 

1221 

122-7 

123-3 

56 

124-0 

124-5 

125-1 

125-7 

126-3 

126-9 

127-5 

128-1 

128-7 

129-3 

57 

129-9 

130-5 

1311 

131-8 

132-4 

133-0 

133-6 

134-3 

134-9 

135-5 

58 

136-2 

136-8 

137-4 

138-1 

138-7 

139-4 

1400 

140-7 

141-4 

142-0 

59 

142-7 

143-4 

144-0 

144-7 

w 

145-4 

146-0 

146-7 

147-4 

1481 

148-8 

60 

149-5 

150-2 

150-9 

151-6 

152-3 

153-0 

153-7 

154-4 

1661 

156-8 

61 

156-5 

157-2 

158-0 

158-7 

159-4 

160-1 

160-9 

161-6 

162-4 

1631 

62 

163-9 

164-6 

165-4 

1661 

166-9 

167-6 

168-4 

169-2 

169-9 

170-7 

63 

171-5 

172-3 

173-0 

173-8 

174-6 

175-4 

176-2 

1770 

177-8 

178-6 

64 

179-4 

180-2 

181-0 

181-8 

182-7 

183-5 

184-3 

185-1 

186-0 

186-8 

65 

187-6 

188-5 

189-3 

190-2 

191-0 

191-9 

192-7 

193-6 

194-5 

195-5 

66 

196-2 

197-1 

197-9 

198-8 

199-7 

200-6 

201-5 

202-4 

203-3 

204-2 

67 

205-1 

2060 

206-9 

207-8 

208-7 

209-6 

210-6 

211-5 

212-4 

213-4 

68 

214-3 

215-2 

216-2 

2171 

218-1 

219-0 

220-0 

221-0 

221-9 

222-9 

69 

223-9 

224-8 

225-8 

226-8 

227-8 

228-8 

229-8 

230-8 

231-8 

232-8    : 

1 

70 

233-8 

234-8 

235-8 

236-9 

237-9 

238-9 

239-9 

2410 

2420 

2431 

71 

244-1 

245-2 

246-2 

247-3 

248-4 

249-4 

250-5 

251-6 

252-6 

253-7 

72 

254-8 

255-9 

257-0 

2581 

259-2 

260-3 

261-4 

262-5 

263-7 

264-8 

73 

265-9 

2670 

268-2 

269-3 

270-5 

271-6 

272-8 

273-9 

2751 

276-2 

74 

277-4 

278-6 

1 

279-8 

280-9 

282-1 

283-3 

284-5 

285-7 

286-9 

2881 

75 

289-3 

290-5 

291-8 

2930 

294-2 

295-4 

296-7 

297-9 

299-2 

300-4 

76 

301-7 

302-9 

304-2 

305-4 

306-7 

3080 

309-3 

310-5 

311-8 

313-1 

77 

314-4 

315-7 

3170 

318-3 

319-7 

321-0 

322-3 

323-6 

3250 

326-3 

78 

327-6 

;  329-0 

330-3 

331-7 

3331 

334-4 

335*8 

337-2 

338-6 

339-9 

79 

341-3 

342-7 

1 

3441 

345-5 

346-9 

348-3 

349-8 

351-2 

352-6 

354-0 
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Table  LXXXV. — continued. 


Millimetres  of  Mercury. 

Tempera- 

ture. 

0 
355-5 

1 
356-9 

2 
358-4 

3 
359-8  i 

4 

5 

6 
364-2 

7 

8 

9 

80 
81 

361-3 

362-7 

365-7 

3671 

368-6 

3701 

371-6 

373-1 

374-6 

3761 

377-6 

379-1  1 

380-7 

382-2 

383-7 

82 

385-2 

386-8 

388-3 

389-9 

391-5 

3930 

394-6 

396-2 

397-7 

399-3 

83 

400-9 

402-5 

404-1 

405-7  1 

407-3 

408-9 

410-5 

412-2 

413-8 

415-4 

84 

4171 

418-7 

420-3 

422-0 

423-7 

425-4 

427-1 

428-7 

430-4 

4321 

85 

433-8 

435-5 

437-2 

438-9 

440-6 

442-4  i 

444-1 

445-8 

447-6 

449-3 

86 

451-1 

452-8 

454-6 

456-4 

458-1 

459-9 

461-7 

463-5 

465-3 

467-1 

87 

468-9 

470-7 

472-5 

474-4 

476-2 

4780 

479-9 

481-7 

483-6 

485-5 

88 

487-3 

489-2 

491-1 

493-0 

494-9 

496-8 

498-7 

500-6 

502-5 

504-4 

89 

506-4 

508-3 

510-2 

512-2 

514-1 

5161 

518-1 

520-0 

5220 

5240 

90 

526-0 

5280  ' 

530-0 

532-0 

5340 

536-1 

538-1 

5401 

5421 

544-2 

91 

546-3 

548-3 

550-4 

552-5 

554-6 

556-7 

558-7 

560-8 

5630 

565-1 

92 

567-2 

569-3 

571-5 

573-6 

575-7 

577-9 

5801 

582-2 

584-4 

586-6 

93 

588-8 

591-0 

593-2 

595-4 

597-6 

600-0 

602-1 

604-3 

606-5 

608-8 

94 

6110 

613-3 

615-6 

617-9 

620-1 

622-4 

624-7 

627-0 

629-4 

631-7 

95 

634-0 

636-3 

638-7 

641-0 

643-4 

645-8 

648-1 

650-5 

652-9 

655-3 

96 

657-7 

6601 

662-5 

664-9 

667-4 

669-8 

672-3 

674-7 

677-2 

679-6 

97 

6821 

684-6 

687-1 

689-6 

6921 

694-6 

697-1 

699-7 

1  702-2 

704-7 

98 

707-2 

709-8 

712-4 

7150 

717-6 

720-2 

722-8 

725-4 

728-0 

730-6 

99 

733-2 

'  735-9 

738-5 

741-2 

743-9 

746-5 

749-2 

751-9 

754-6 

757-3 

100 

7600 

762-7 

765-5 

768-2 

770-9 

773-7 

776-4 

779-2 

i  782-0 

784-8 

Table  LXXXVL— Conversion  of  Gnns.  Potassium  Chloroplatinate 

into  Grms.  Potassium  Chloride. 

(Factor  0*307.) 


Grm. 

KCl. 

KaPtCI,. 
Grm. 

— 

0 

1 

•  ■ 

2 
0001 

3 

4 

6 

6 
0002 

7 

8 
0002 

9 

0-000 

•  • 

0001 

0001 

0002 

0002 

0003 

0001 

0003 

0003 

0004 

0004 

0004 

0005 

0005 

0005 

0006 

0006 

0-002 

0006 

0006 

0007 

0007 

0007 

0008 

0008 

0008 

0009 

0009 

0003 

0009 

0009 

0010 

0010 

0011 

0011 

0011 

0012 

0012 

0012 

0-004 

0013 

0013 

0013 

0013 

0014 

0014 

0014 

0015 

0015 

0015 

0-005 

0015 

0016 

0016 

0016 

0017 

0017 

0017 

0017 

0018 

0018 

0006 

0018 

0019 

0019 

0019 

0020 

0020 

0020 

0021 

0021 

0021 

0-007 

0021 

0022 

0022 

0022 

0023 

0023 

0024 

0024 

0024 

0025 

0-008 

0025 

0025 

0025 

0026 

0026 

0026 

0027 

0027 

0027 

0028 

0-009 

0028 

0028 

0028 

0029 

0029 

0029 

0029 

0030 

0030 

0030 
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Grm. 

KCl. 

KjPtCU. 
Grm. 

—  -. 

— 

— 

1 

0 

1  ! 
i 

2 

1 
0031 

3 

0032 

4 
0032 

5 
0032 

6 
0032 

7 
0033 

8 
0033 

1   « 

0010 

0031 

0031 

0033 

0011 

0034 

0034 

0034 

0035 

0035 

0035 

0036 

0036 

0036 

0037 

0012 

0037 

0037 

0037 

0038 

0038 

0038 

0039 

0039 

0039 

0040 

0013 

0040 

0040 

0041 

0041 

0041 

0041 

0042 

0042 

0042 

0043 

0-014 

0043 

0043 

0044 

0044 

0044 

0045 

0045 

0045 

0045 

0046 

0015 

0046 

0046 

0047 

0047 

0047 

0048 

0048 

0048 

0049 

0049 

0-016 

0049 

0049 

0050 

0050 

0050 

0051 

0051 

0051 

0052 

0052 

0017 

0052 

0052 

0053 

0053 

0053 

0054 

0054 

0054 

0055 

0055 

0018 

0055 

0056 

0056 

0056 

0056 

0057 

0057 

0057 

0058 

0058 

0019 

0058 

0059 

0059 

0059 

0060 

0060 

0060 

0060 

0061 

0061 

0020 

0061 

0061 

0062 

0062 

0062 

0063 

0063 

0064 

0064 

0064 

0021 

0065 

0065 

0065 

0065 

0066 

0066 

0066 

0067 

0067 

0067 

0022 

0068 

0068 

0068 

0068 

0069 

0069 

0069 

0070 

0070 

0070 

0023 

0070 

0071 

0071 

0072 

0072 

0072 

0072 

0073 

0073 

0073 

0024 

0074 

0074 

0074 

0075 

0075 

0075 

0076 

0076 

0076 

0076 

0025 

0077 

0077 

0077 

0078 

0078 

0078 

0079 

0079 

0079 

0080 

0026 

0080 

0080 

0080 

0081 

0081 

0081 

0082 

0082 

0082 

0083 

0027 

0083 

0083 

0084 

0084 

0084 

0084 

0085 

0085 

0085 

0086 

0-028 

0086 

0086 

0087 

0087 

0087 

0087 

0088 

0088 

0088 

0089 

0029 

0089 

0089 

0090 

0090 

0090 

0091 

0091 

0091 

0091 

0092 

0030 

0092 

0092 

0092 

0093 

0093 

0094 

0094 

0094 

0095 

0095 

0-031 

0095 

0095 

0096 

0096 

0096 

0097 

0097 

0097 

0098 

0098 

0032 

0098 

0099 

0099 

0099 

0099 

0100 

0100 

0100 

0101 

0101 

0033 

0101 

0102 

0102 

0102 

0103 

0103 

0103 

0103 

0104 

0104 

0034 

0104 

0105 

0105 

0105 

0106 

0106 

0106 

0107 

0107 

0107 

0035 

0107 

0108 

.  0108 

0108 

0108 

0109 

0109 

0109 

0110 

0110 

0036 

0110 

0111 

!  0111 

0111 

0111 

0112 

0112 

0113 

0113 

0113 

0037 

0114 

0114 

'  0114 

0115 

0115 

0115 

0115 

0116 

0116 

0116 

0038 

0117 

0117 

0117 

0118 

0118 

0118 

0119 

0119 

0119 

0119 

0039 

0120 

0120 

0120 

0121 

0121 

0121 

0122 

0122 

0122 

0123 

0-040 

0123 

0123 

0123 

0124 

0124 

0124 

0125 

0125 

0126 

0126 

0041 

0126 

0126 

0126 

0127 

0127 

0127 

0128 

0128 

0128 

0129 

0042 

0129 

0129 

0129 

0130 

0130 

0130 

0131 

0131 

0131 

0132 

0043 

0132 

0132 

0133 

0133 

0133 

0133 

0134 

0134 

0134 

0135 

0044 

0135 

0135 

0136 

0136 

0136 

0137 

0137 

0137 

0137 

0138 

0045 

0138 

0139 

0139 

0139 

0140 

0140 

0140 

0140 

0141 

0141 

0046 

0141 

0141 

0142 

0142 

0142 

0143 

0143 

0143 

0144 

0144 

0047 

0144 

0144 

0145 

0145 

0145 

0146 

0146 

0146 

0147 

0147 

0-048 

0147 

0148 

0148 

0148 

0148 

0149 

0149 

0149 

0150 

0150 

0049 

0150 

0151 

0151 

0151 

0152 

0152 

0152 

0152 

0153 

0153 

0050 

0153 

0154 

0154 

0154 

0155 

0155 

0155 

0156 

0156 

1 

0156 

0051 

0156 

0157 

0157 

0157 

0158 

0158 

0158 

0159 

0159 

0159 

0052 

0160 

0160 

0160 

0160 

0161 

0161 

0161 

0162 

0162 

0162 

0-053 

0163 

0163 

0163 

0164 

0164 

0164 

0164 

0165 

0165 

0165 

0054 

0166 

0166 

0166 

0167 

0167 

0167 

0168 

0168 

0168 

0168 
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Table  LXXXVL— KnPtCL  to  KCl— continued. 


6 


Gnn. 

Ka 

KjPtca.. 

Grm. 

0 

1 

2 

0170 

3 

4 

5 

6 

7 
0171 

8 

9 

0055 

0169 

0169 

0170 

0170 

0170 

0171 

0171 

0172 

0-056 

0172 

0172 

0172 

0173 

0173 

0173 

0174 

0174 

0174 

0175 

0-057 

0175 

0175 

0176 

0176 

0176 

0176 

0177 

0177 

0177 

0178 

0-058 

0178 

0178 

0179 

0179 

0179 

0179 

0180 

0180 

0180 

0181 

0059 

0181 

0181 

0182 

0182 

0182 

0183 

0183 

0183 

0183 

0184 

0060 

0184 

0184 

0185 

0185 

0185 

0186 

0186 

0186 

0187 

0187 

0061 

0187 

0187 

0188 

0188 

0189 

0189 

0189 

0190 

0190 

0190 

,   0062 

0190 

0191 

0191 

0191 

0192 

0192 

0192 

0192 

0193 

0193 

1   0063 

0193 

0194 

0194 

0194 

0195 

0195 

0195 

0195 

0196 

0196 

,   0-064 

0197 

0197 

0197 

0198 

0198 

0198 

0199 

0199 

0199 

0199 

0065 

0199 

0200 

0200 

0200 

0201 

0201 

0201 

0202 

0202 

0202 

0066 

0203 

0203 

0203 

0203 

0204 

0204 

0204 

0205 

0205 

0205 

0067 

0206 

0206 

0206 

0207 

0207 

0207 

0207 

0208 

0208 

0208 

0-068 

0209 

0209 

0209 

0210 

0210 

0210 

0211 

0211 

0211 

0211 

0-069 

0212 

0212 

0212 

0213 

0213 

0213 

0214 

0214 

0214 

0214 

0070 

0215 

0215 

0215 

0216 

0216 

0217 

0217 

0217 

0217 

0218 

0071 

0218 

0218 

0218 

0219 

0219 

0219 

0219 

0220 

0220 

0221 

0072 

0221 

0221 

0222 

0222 

0222 

0222 

0223 

0223 

0223 

0224 

0073 

0224 

0224 

0225 

0225 

0225 

0226 

0226 

0226 

0227 

0227 

0074 

0227 

0227 

0228 

0228 

0228 

0229 

0229 

0229 

0230 

0230 

0075 

0230 

0230 

0231 

0231 

0231 

0232 

0232 

0232 

0233 

0233 

0-076 

0233 

0234 

0234 

0234 

0234 

0235 

0235 

0235 

0236 

0236 

0077 

0236 

0237 

0237 

0237 

0238 

0238 

0238 

0238 

0239 

0239 

0-078 

0239 

0240 

0240 

0240 

0241 

0241 

0241 

0242 

0242 

0242 

0079 

0242 

0243 

0243 

0243 

0244 

0244 

0244 

0245 

0245 

0245 

0080 

0246 

0246 

0246 

0246 

0247 

0247 

0247 

0248 

0248 

0248 

0081 

0249 

0249 

0249 

0249 

0250 

0250 

0250 

0251 

0251 

0251 

0082 

0252 

0252 

0252 

0253 

0253 

0253 

0263 

0254 

0254 

0254 

0-083 

0255 

0255 

0255 

0256 

0256 

0257 

0257 

0257 

0257 

0257 

0084 

0258 

0258 

0258 

0259 

0259 

0259 

0260 

0260 

0260 

0261 

0085 

0261 

0261 

0261 

0262 

0262 

0262 

0263 

0263 

0263 

0264 

0086 

0264 

0264 

0265 

0265 

0265 

0265 

0266 

0266 

0266 

0267 

0087 

0267 

0267 

0268 

0268 

0268 

0269 

0269 

0269 

0269 

0270 

0-088 

0270 

0270 

0271 

0271 

0271 

0272 

0272 

0272 

0273 

0273 

0-089 

0273 

0273 

0273 

0274 

0274 

0275 

0275 

0275 

0276 

0276 

0090 

0276 

0277 

0277 

0277 

0277 

0278 

0278 

0278 

0279 

0279 

0091 

0279 

0280 

0280 

0280 

0280 

0281 

0281 

0281 

0282 

0282 

0092 

0282 

0283 

0283 

0283 

0283 

0284 

0284 

0284 

0285 

0285 

0093 

0285 

0286 

0286 

0286 

0287 

0287 

0287 

0288 

0288 

0288 

0094 

0288 

0289 

0289 

0289 

0290 

0290 

0290 

0291 

0291 

0291 

0095 

0292 

0292 

0292 

0292 

0293 

0293 

0293 

0294 

0294 

0294 

0096 

0295 

0295 

0295 

0296 

0296 

0296 

0296 

0297 

0297 

0297 

0097 

0298 

0298 

0298 

0299 

0299 

0299 

0300 

0300 

0300 

0300 

0098 

0301 

0301 

0301 

0302 

0302 

0302 

0303 

0303 

0303 

0304 

0099 

0304 

0304 

0304 

0305 

0305 

0305 

0306 

0306 

1 

0306 

1 

0307 

44 
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Table  LXXXVL— K,PtCL  to  KCl—contimt^. 


Grm. 

KCl. 

K,PtCJ«. 
Grm. 

0 

1 

2 

3 

4 

5 

6 

7 

8 

9 

0100 

0307 

0307 

0308 

0308 

0308 

0309 

0309 

0309 

0309 

0309 

0101 

0310 

0310 

0310 

0311 

0311 

0311 

0312 

0312 

0312 

0313 

0102 

0313 

0313 

0313 

0314 

0314 

0314 

0315 

0315 

0315 

0316 

0103 

0316 

0316 

0317 

0317 

0317 

0317 

0318 

0318 

0318 

0319 

0-104 

0319 

0319 

0320 

0320 

0320 

0321 

0321 

0321 

0321 

0322 

0105 

0322 

0322 

0323 

0323 

0323 

0324 

0324 

0324 

0325 

0326 

0-106 

0325 

0325 

0326 

0326 

0326 

0327 

0327 

0327 

0328 

0328 

0-107 

0328 

0328 

0329 

0329 

0329 

0330 

0330 

0330 

0331 

0331 

0-108 

0331 

0332 

0332 

0332 

0332 

0333 

0333 

0333 

0334 

0334 

0109 

0334 

0335 

0335 

0335 

0336 

0336 

0336 

0337 

0337 

0337 

0-110 

0338 

0338 

0338 

0339 

0339 

0339 

0340 

0340 

0340 

0340 

0111 

0341 

0341 

0341 

0342 

0342 

0342 

0343 

0343 

0343 

0344 

'0112 

0344 

0344 

0344 

0345 

0345 

0345 

0346 

0346 

0346 

0347 

0113 

0347 

0347 

0348 

0348 

0348 

0348 

0349 

0349 

0349 

0350 

0-114 

0350 

0350 

0351 

0351 

0351 

0352 

0352 

0352 

0352 

0353 

0116 

0353 

0353 

0354 

0354 

0354 

0355 

0355 

0355 

0356 

0356 

0-116 

0356 

0356 

0357 

0357 

0357 

0358 

0358 

0358 

0359 

0359 

0-117 

0359 

0359 

0360 

0360 

0360 

0361 

0361 

0361 

0362 

0362 

0118 

0362 

0363 

0363 

0363 

0363 

0364 

0364 

0364 

0365 

0365 

0-119 

0365 

0366 

0366 

0366 

0367 

0367 

0367 

0367 

0368 

0368 

0120 

0368 

0369 

0369 

0369 

0370 

0370 

0370 

0371 

0371 

0371 

0121 

0371 

0372 

0372 

0372 

0373 

0373 

0373 

0374 

0374 

0374  ' 

0122 

0375 

0375 

0375 

0375 

0376 

0376 

0376 

0377 

0377 

0377 

0123 

0378 

0378 

0378 

0379 

0379 

0379 

0379 

0380 

0380 

0380 

0124 

0381 

0381 

0381 

0382 

0382 

0382 

0383 

0383 

0383 

0383 

0125 

0384 

0384 

0384 

0385 

0385 

0385 

0386 

0386 

0386 

0387 

0126 

0387 

0387 

0387 

0388 

0388 

0388 

0389 

0389 

0389 

0390 

0127 

0390 

0390 

0391 

0391 

0391 

0392 

0392 

0392 

0393 

0393 

0128 

0393 

0393 

0394 

0394 

0394 

0394 

0395 

0395 

0395 

0396 

0-129 

0396 

0396 

0397 

0397 

0397 

0398 

0398 

0398 

0398 

0399 

0-130 

0399 

0399 

0400 

0400 

0400 

0401 

0401 

0401 

0402 

0402 

0-131  . 

0402 

0402 

0403 

0403 

0403 

0404 

0404 

0404 

0405 

0405 

0132 

0405 

0406 

0406 

0406 

0407 

0407 

0407 

0407 

0408 

0408 

0133 

0408 

0409 

0409 

0409 

0410 

0410 

0410 

0410 

0411 

0411 

0134 

0411 

0412 

0412 

0412 

0413 

0413 

0413 

0414 

0414 

0414 

0135 

0414 

0415 

0415 

0415 

0416 

0416 

0416 

0417 

0147 

0417 

0136 

0418 

0418 

0418 

0418 

0419 

0419 

0419 

0420 

0420 

0420 

0137 

0421 

0421 

0421 

0422 

0422 

0422 

0423 

0423 

0423 

0424 

0-138 

0424 

0424 

0424 

0425 

0425 

0425 

0426 

0426 

0426 

0426 

0139 

0427 

0427 

0427 

0428 

0428 

0428 

0429 

0429 

0429 

0429 

0140 

0430 

0430 

0430 

0431 

0431 

0431 

0432 

0432 

0432 

0433 

0141 

0433 

0433 

0433 

0434 

0434 

0434 

0435 

0435 

0435 

0436 

0142 

0436 

0436 

0437 

0437 

0437 

0437 

0438 

4038 

0438 

0439 

0143 

0439 

0439 

0440 

0440 

0440 

0441 

0441 

0441 

0441 

0442 

0144 

0442 

0442 

0443 

0443 

0443 

0444 

0444 

0444 

0445 

0446 
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Table  LXXXVL— K^PtCL  to  KCl—continued. 


*2 


Grm.  KCL 

KjPtCl,. 
Grm. 

0 

1 

2 

3 

4 

5 

6 

7 

8 

9 

0146 

0445 

0445 

0446 

0446 

0446 

0447 

0447 

0447 

0448 

0448 

0146 

0448 

0449 

0449 

0449 

0449 

0460 

0450 

0450 

0461 

0461 

0147 

0451 

0452 

0452 

0462 

0463 

0453 

0463 

0453 

0464 

0464 

0-148 

0464 

0466 

0465 

0465 

0456 

0466 

0456 

0467 

0457 

0467 

0149 

0457 

0468 

0468 

0468 

0469 

0459 

0459 

0460 

0460 

0460 

0150 

0461 

0461 

0461 

0461 

0462 

0462 

0462 

0463 

0463 

0463 

0151 

0464 

0464 

0464 

0464 

0465 

0466 

0465 

0466 

0466 

0466 

0-152 

0467 

0467 

0467 

0468 

0468 

0468 

0468 

0469 

0469 

0469 

0-153 

0470 

0470 

0470 

0471 

0471 

0471 

0472 

0472 

0472 

0472 

0154 

0473 

0473 

0473 

0474 

0474 

0474 

0475 

0475 

0475 

0476 

0-165 

0476 

0476 

0476 

0477 

0477 

0477 

0478 

0478 

0478 

0479 

0156 

0479 

0479 

0480 

0480 

0480 

0480 

0481 

0481 

0481 

0482 

0-157 

0482 

0482 

0483 

0483 

0483 

0484 

0484 

0484 

0484 

0485 

0-168 

0485 

0486 

0486 

0486 

0486 

0487 

0487 

0487 

0488 

0488 

0159 

0488 

0488 

0489 

0489 

0489 

0490 

0490 

0490 

0491 

0491 

0-160 

0491 

0492 

0492 

0492 

0492 

0493 

0493 

0493 

0494 

0494 

0161 

0494 

0495 

0495 

0495 

0495 

0496 

0496 

0496 

0497 

0497 

0162 

0497 

0498 

0498 

0498 

0499 

0499 

0499 

0499 

0500 

0500 

0-163 

0500 

0501 

0601 

0501 

0602 

0602 

0502 

0503 

0503 

0603 

0-164 

0503 

0604 

0604 

0604 

0605 

0606 

0605 

0506 

0506 

0506 

0-165 

0507 

0507 

0607 

0507 

0508 

0608 

0608 

0509 

0609 

0509 

0-166 

0510 

0610 

0610 

0511 

0511 

0511 

0511 

0512 

0612 

0512 

0167 

0513 

0513 

0613 

0614 

0514 

0514 

0615 

0515 

0515 

0615 

0-168 

0616 

0516 

0516 

0617 

0617 

0517 

0518 

0518 

0518 

0519 

0-169 

0519 

0619 

0519 

0620 

0620 

0520 

0521 

0521 

0521 

0522 

0-170 

0622 

0622 

0623 

0523 

0523 

0523 

0524 

0624 

0524 

0625 

0171 

0625 

0625 

0526 

0526 

0626 

0627 

0627 

0627 

0627 

0628 

0172 

0528 

0528 

0629 

0629 

0529 

0530 

0530 

0630 

0630 

0531 

0173 

0631 

0531 

0632 

0532 

0532 

0533 

0533 

0533 

0534 

0534 

0-174 

0634 

0634 

0535 

0536 

0535 

0536 

0636 

0636 

0537 

0537 

0175 

0537 

0538 

0538 

0538 

0538 

0539 

0539 

0539 

0540 

0540 

0176 

0540 

0541 

0641 

0541 

0542 

0542 

0642 

0542 

0543 

0543 

0-177 

0543 

0544 

0544 

0544 

0545 

0546 

0645 

0646 

0546 

0546 

0-178 

0646 

0547 

0547 

0547 

0648 

0548 

0548 

0649 

0549 

0549 

0179 

0550 

0660 

0650 

0650 

0651 

0561 

0551 

0552 

0552 

0552 

0-18Q 

0563 

0553 

0553 

0664 

0554 

0564 

0654 

0556 

0555 

0555 

0-181 

0556 

0656 

0656 

0567 

0657 

0657 

0558 

0558 

0558 

0558 

0-182 

0659 

0659 

0559 

0560 

0560 

0660 

0561 

0561 

0561 

0562 

0-183 

0562 

0662 

0562 

0563 

0663 

0563 

0564 

0564 

0664 

0565 

0184 

0665 

0665 

0666 

0566 

0666 

0566 

0567 

0667 

0567 

0568 

0185 

0668 

0668 

0569 

0569 

0669 

0569 

0570 

0670 

0570 

0571 

0-186 

0571 

0671 

0572 

0572 

0572 

0573 

0573 

0573 

0573 

0574 

0-187 

0574 

0574 

0575 

0575 

0575 

0576 

0576 

0576 

0577 

0577 

0-188 

0677 

0677 

0578 

0578 

0578 

0679 

0579 

0579 

0580 

0580 

0189 

0580 

0681 

0581 

0681 

0581 

0682 

0582 

0682 

0583 

0583 
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Table  LXXXVI.— KgPtCle  to  KCL—contimied. 


0-190 
0-191 
0192 
0193 
0194 

0195 
0196 
0197 
0198 
0199 

0-200 
0-201 
0-202 
0-203 
0-20i 

0-205 
0-206 
0-207 
0-208 
0-209 

0-210 
0-211 
0-212 
0-213 
0-214 

0-215 
0-216 
0-217 
0-218 
0-219 

0-220 
0-221 
0-222 
0-223 
0-224 

0-225 
0-226 
0-227 
0-228 
0-229 

0-230 
0-231 
0-232 
0-233 
0-234 


Qrm.  KCL 


0583 
0586 
0589 
0593 
0596 

0599 
0602 
0605 
0608 
0611 

0614 
0617 
0620 
0623 
0626 

0629 
0632 
0635 
0639 
0642 

0645 
0648 
0661 
0654 
0657 

0660 
0663 
0666 
0669 
0672 

0675 
0678 
0682 
0685 
0688 

0691 
0694 
0697 
0700 
0703 

0706 
0709 
0712 
0715 
0718 


0584 
0587 
0590 
0593 
0596 

0599 
0602 
0605 
0608 
0611 

0614 
0617 
0620 
0624 
0627 

0630 
0633 
0636 
0639 
0642 

0645 
0648 
0651 
0654 
0657 

0660 
!  0663 
I  0666 
i  0670 
I  0673 

0676 
0679 
0682 
0685 
0688 

0691 
0694 
0697 
0700 
0703 


0584 
0587 
0590 
0593 
0596 

0599 
0602 
0605 
0608 
I  0612 

0615 
0618 
0621 
0624 
0627 

0630 
0633 
0636 
0639 
0642 

0645 
0648 
0651 
0655 
0658 

0661 
0664 
0667 
0670 
0673 

0676 
'  0679 
0682 
,  0685 
I  0688 
I 

I  0691 
i  0694 
0698 
0701 
0704 


0706 

0707 

0709 

0710 

0713 

0713 

0716 

0716 

0719 

0719 

0584 
0587 
0590 
0593 
0597 

0600 
I  0603 
;  0606 
I  0609 

0612 

0615 
0618 
0621 
0624 
0627 

0630 
0633 
0636 
0639 
0643 

0646 
0649 
0652 
0655 
0658 

0661 
0664 
0667 
0670 
0673 

0676 
0679 
0682 
0686 
0689 

0692 
0695 
0698 
0701 
0704 

0707 
0710 
0713 
0716 
0719 


0585 
0588 
0591 
0594 
0597 

0600 
0603 
0606 
0609 
0612 

0615 
0618 
0621 
0624 
0628 

0631 
0634 
0637 
0640 
0643 

0646 
0649 
0652 
0655 
0658 

0661 
0664 
0667 
0670 
0674 

0677 
0680 
0683 
0686 
0689 

0692 
0695 
0698 
0701 
0704 

0707 
0710 
0713 
0716 
0720 


5 
0585 

6 
0585 

7 

8 

9 

0585 

0586 

0586 

0588 

0588 

0589 

0589 

0589 

0591 

0591 

0592 

0592 

0592 

0594 

0594 

0595 

0595 

0595 

0597 

0597 

0598 

0598 

0598 

0600 

0600 

0601 

0601 

0601 

0603 

0604 

0604 

0604 

0604 

0606 

0607 

0607 

0607 

0608 

0609 

0610 

0610 

0610 

0611 

0612 

0613 

0613 

0613 

0614 

0616 

0616 

0616 

0616 

0617 

0619 

0619 

0619 

0620 

0620 

0622 

0622 

0622 

0623 

0623 

0625 

0625 

0625 

0626 

0626 

0628 

0628 

0628 

0629 

0629 

0631 

0631 

0631 

0632 

0632 

0634 

0634 

0635 

0636 

0635 

0637 

0637 

0638 

0638 

0638 

0640 

0640 

0641 

0641 

0641 

0643 

0643 

0644 

0644 

0644 

0646 

0647 

0647 

0647 

0647 

0649 

0650 

0650 

0650 

0661 

0652 

0653 

0653 

0653 

0664 

0655 

0656 

0666 

0656 

0667 

0659 

0659 

0659 

0659 

0660 

0662 

0662 

0662 

0663 

0663 

0665 

0665 

0665 

0666 

0666 

0668 

0668 

0668 

0669 

0669 

0671 

0671 

0671 

0672 

0672 

0674 

0674 

0674 

0675 

0676 

0677 

0677 

0678 

0678 

0678 

0680 

0680 

0681 

0681 

0681 

0683 

0683 

0684 

0684 

0684 

0686 

0686 

0687 

0687 

0687 

0689 

0690 

0690 

0690 

0690 

0692 

0693 

0693 

0693 

0694 

0695 

0696 

0696 

0696 

0697 

0698 

0699 

0699 

0699 

0700 

0701 

0702 

0702 

0702 

0703 

0705 

0706 

0706 

0705 

0706 

0708 

0708 

0708 

0709 

0709 

0711 

0711 

0711 

0712 

0712 

0714 

0714 

0714 

0715 

0715 

0717 

0717 

0717 

0718 

0718 

0720 

0720 

0721 

0721 

0721 
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Table  LXXXVL— ICPtCL  to  KCl—c(mtimi€d 


KjPtCl,. 
Grm. 


0-235 
0-236 
0-237 
0-238 
0-239 

0-240 
0-241 
0-242 
0-243 
0-244 

0-245 
0-246 
0-247 
0-248 
0-249 

0-250 
0-251 
0-252 
0-253 
0-254 

0-255 
0-256 
0-257 
0-258 
0-259 

0-260 
0-261 
0-262 
0-263 
0-264 

0-265 
0-266 
0-267 
0-268 
0-269 

0-270 
0-271 
0-272 
0-273 
0-274 

0-275 
0-276 

0-277 
0-278 
0-279 


Grm.  KCl. 


0721 
0725 
0728 
0731 
0734 

0737 
0740 
0743 
0746 
0749 

0752 
0755 
0758 
0761 
0764 

0768 
0771 
0774 

0777 
0780 

0783 
0786 
0789 
0792 
0795 

0798 
0801 
0804 
0807 
0810 

0814 
0817 
0820 
0823 
0826 

0829 
0832 
0835 
0838 
0841 

0844 
0847 
0850 
0853 
0857 


0722 
0725 
0728 
0731 
0734 

0737 
0740 
0743 
0746 
0749 

0752 
0756 
0759 
0762 
0765 

0768 
0771 
0774 
0777 
0780 

0783 
0786 
0789 
0792 
0795 

0799 
0802 
0805 
0808 
0811 

0814 
0817 
0820 
0823 
0826 

0829 
0832 
0835 
0838 
0841 

!  0845 

,  0848 

0851 

0854 

0857 


0722 
0725 
0728 
0731 
0734 

0737 
0740 
0744 
0747 
0750 

0753 
0756 
0759 
0762 
0765 

0768 
0771 
0774 
0777 
0780 

0783 
0787 
0790 
0793 
0796 

0799 
0802 
0805 
0808 
0811 

0814 
0817 
0820 
0823 
0826 

0829 
0833 
0836 
0839 
0842 

0845 
0848 
0851 
0854 
0857 


0722 
0726 
0729 
0732 
0735 

0738 
0741 
0744 
0747 
0760 

0753 
0756 
0759 
0762 
0765 

0768 
0771 
0775 
0778 
0781 

0784 
0787 
0790 
0793 
0796 

0799 
>  0802 

0805 
I  0808 

0811 

0814 
0818 
0821 
0824 
0827 

0830 
0833 
0836 
0839 
0842 

0845 
0848 
0851 
0854 
0857 


4 

5 

0723 

0723 

0726 

0726 

0729 

0729 

0732 

0732 

0735 

0735 

0738 

0738 

0741 

0741 

0744 

0744 

0747 

0748 

0750 

0751 

0753 

0754 

0756 

0757 

1  0760 

0760 

1  0763 

0763 

.  0766 

0766 

0769 

0769 

0772 

0772 

0775 

0775 

0778 

0778 

0781 

0781 

0784 

0784 

0787 

0787 

0790 

0791 

0793 

0794 

0796 

0797 

0799 

0800 

0802 

0803 

0806 

0806 

0809 

0809 

0812 

0812 

0815 

0815 

0818 

0818 

0821 

0821 

0824 

0824 

0827 

0827 

0830 

0830 

0833 

0834 

0836 

0837 

0839 

0840 

0842 

0843 

0845 

0846 

0849 

0849 

0852 

0852 

0855 

0855 

0858 

0858 

6 


0723 
0726 
0729 
0733 
0736 

0739 
0742 
0745 
0748 
0751 

0754 
0757 
0760 
0763 
0766 

0769 
0772 
0775 
0779 
0782 

0785 
0788 
0791 
0794 
0797 

0800 
0803 
0806 
0809 
0812 

0815 
0818 
0821 
0825 
0828 

0831 
0834 
0837 
0840 
0843 

0846 
0849 
0852 
0855 
0858 


0724 
0727 
0730 
0733 
0736 

0739 
0742 
0745 
0478 
0751 

0754 
0757 
0760 
0764 
0767 

0770 
0773 
0776 
0779 
0782 

0785 
0788 
0791 
0794 
0797 

'  0800 

'  0803 

0806 

0810 

0813 

0816 
0819 
0822 
0825 
0828 

0831 

0834 

I  0837 

,  0840 

'  0843 

0846 
0849 
0853 
0856 
0859 


8 


0724 
0727 
0730 
0733 
0736 

0739 
0742 
0745 
0748 
0752 

0755 
0758 
0761 
0764 
0767 

0770 
0773 
0776 
0779 
0782 

0785 
0788 
0791 
0795 
0798 

0801 
0804 
0807 
0810 
0813 

0816 
0819 
0822 
0825 
0828 

0831 
0834 
0837 
0841 
0844 

0847 
0850 
0853 
0856 
0859 


9 


0724 
0727 
0730 
0733 
0736 

0740 
0743 
0746 
0749 
0752 

0755 
0758 
0761 
0764 
0767 

0770 
0773 
0776 
0779 
07a3 

0786 
0789 
0792 
0795 
0798 

0801 
0804 
0807 
0810 
0813 

0816 
0819 
0822 
0825 
0829 

0831 
0835 
0838 
0841 
0844 

0847 
0850 
0853 
0856 
0859 
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Table  LXXXVL— K2PtCl«  to  KCl—conttniied. 


Grm, 

KCL 

K,PtCl,. 

Grm. 

0 

I 

0860 

2 

3 

0861 

4 
0861 

5 

0861 

6 
0861 

7 

8 

9 

0-280 

0860 

0860 

0862 

0862 

0862 

0-281 

0863 

0863 

0863 

0864 

0864 

0864 

0865 

0865 

0865 

0865 

0-282 

0866 

0866 

0866 

0867 

0867 

0867 

0868 

0868 

0868 

0869 

0-283 

0869 

0869 

0869 

0870 

0870 

0870 

0871 

0871 

0871 

0872 

0-284 

0872 

0872 

0872 

0873 

0873 

0873 

0874 

0874 

0874 

0876 

0-286 

0875 

0875 

0876 

0876 

0876 

0876 

0877 

0877 

0877 

0878 

0-286 

0878 

0878 

0879 

0879 

0879 

0880 

0880 

0880 

0880 

0881 

0-287 

0881 

0881 

0882 

0882 

0882 

0883 

0883 

0883 

0884 

0884 

0-288 

0884 

0884 

0885 

0885 

0885 

0886 

0886 

0886 

0887 

0887 

0-289 

0887 

0888 

0888 

0888 

0888 

0889 

0889 

0889 

0890 

0890 

0-290 

0890 

0891 

0891 

0891 

0892 

0892 

0892 

0892 

0893 

0893 

0-291 

0893 

0894 

0894 

0894 

0895 

0895 

0895 

0896 

0896 

0896 

0-292 

0896 

0897 

0897 

0897 

0898 

0898 

0898 

0899 

0899 

0899 

0-293 

0900 

0900 

0900 

0900 

0901 

0901 

0901 

0902 

0902 

0902 

0-294 

0903 

0903 

0903 

0904 

0904 

0904 

0904 

0905 

0905 

0906 

0-295 

0906 

0906 

0906 

0907 

0907 

0907 

0907 

0908 

0908 

0908 

0-296 

0909 

0909 

0909 

0910 

0910 

0910 

0911 

0911 

0911 

0911 

0-297 

0912 

0912 

0912 

0913 

0913 

0913 

0914 

0914 

0914 

0915 

0-298 

0915 

0915 

0915 

0916 

0916 

0916 

0917 

0917 

0917 

0918 

0-299 

0918 

0918 

0919 

0919 

0919 

0919 

0920 

0920 

0920 

0921 

0-300 

0921 

0921 

0922 

0922 

0922 

0923 

0923 

0923 

0923 

0924 

0-301 

0924 

0924 

0925 

0925 

0925 

0926 

0926 

0926 

0927 

0927 

0-302 

0927 

0927 

0928 

0928 

0928 

0929 

0929 

0929 

0930 

0930 

0-303 

0930 

0931 

0931 

0931 

0931 

0932 

0932 

0932 

0933 

0933 

0-304 

0933 

0934 

0934 

0934 

0935 

0935 

0935 

0935 

0936 

0936 

0-305 

0936 

0937 

0937 

0937 

0938 

0938 

0938 

0938 

0939 

0939 

0-306 

0939 

0940 

0940 

0940 

0941 

0941 

0941 

0942 

0942 

0942 

0-307 

0942 

0943 

0943 

0943 

0944 

0944 

0944 

0945 

0945 

0945 

0-308 

0946 

0946 

0946 

0946 

0947 

0947 

0947 

0948 

0948 

0948 

0-309 

0949 

0949 

0949 

0950 

0950 

0950 

0950 

0951 

0951 

0951 

0-310 

0952 

0952 

0952 

0953 

0953 

0953 

0954 

0954 

0964 

0955 

0-311  • 

0965 

0955 

0955 

0956 

0956 

0956 

0957 

0957 

0957 

0958 

0-312 

0958 

0958 

0959 

0959 

0959 

0959 

0960 

0960 

0960 

0961 

0-313 

0961 

0961 

0962 

0962 

0962 

0963 

0963 

0963 

0964 

0964 

0-314 

0964 

0965 

0965 

0965 

;  0966 

0966 

0966 

0966 

0967 

0967 

0-315 

0967 

0968 

0968 

0968 

0969 

0969 

0969 

0969 

0970 

0970 

0-316 

0970 

0970 

0971 

0971 

0971 

0972 

0972 

0972 

0973 

0973 

0-317 

0973 

0973 

0974 

0974 

0974 

0975 

0975 

0975 

0976 

0976 

0-318 

0976 

0977 

0977 

0977 

0977 

0978 

0978 

0978 

0979 

0979 

0-319 

0979 

0980 

0980 

0980 

0981 

0981 

0981 

0981 

0982 

0982 

0-320 

0982 

0983 

0983 

0983 

0984 

0984 

0984 

0985 

0985 

0985 

0-321 

0985 

0986 

0986 

0986 

0987 

0987 

0987 

0988 

0988 

0988 

0-322 

0989 

0989 

0989 

0989 

0990 

0990 

0990 

0991 

0991 

0991 

0-323 

0992 

0992 

0992 

0993 

0993 

0993 

0993 

0994 

0994 

0994 

0-324 

0994 

0995 

0995 

0996 

0996 

0996 

0997 

0997 

0997 

0997 

0-325 

0998 

0998 

0998 

0999 

0999 

0999 

1000 

1000 

1000 

1001 
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Table  LXXXVIL— Conversion  of  Grnis.  of  Potassium  Perchlorate 
(KCIO4)  into  Grms.  Potassium  Chloride  (KCl). 

(Factor  0-538.) 


Kao^. 

Grm. 

0 

1 

2 

0001 

3 

4 
0002 

5 

6 

7 

8 

9 

0-000 

•  • 

0001 

0002 

0003 

0003 

0004 

0004 

0005 

0-001 

0005 

0006 

0006 

0007 

0008 

0008 

0009 

0009 

0010 

0010 

0-002 

0011 

0011 

0012 

0012 

0013 

0013 

0014 

0015 

0015 

0016 

0003 

0016 

0017 

0017 

0018 

0018 

0019 

0019 

0020 

0020 

0021 

0-004 

0022 

0022 

0023 

0023 

0024 

0024 

0025 

0025 

0026 

0026 

0006 

0027 

0027 

0028 

0029 

0029 

0030 

0030 

0031 

0031 

0032 

0006 

0032 

0033 

0033 

0034 

0034 

0035 

0036 

0036 

0037 

0037 

0-007 

0038 

0038 

0039 

0039 

0040 

0040 

0041 

0041 

0042 

0043 

0008 

0043 

0044 

0044 

0045 

0045 

0046 

0046 

0047 

0047 

0048 

0-009 

0048 

0049 

0049 

0050 

0051 

0051 

0052 

0052 

0053 

0053 

0-010 

0054 

0054 

0055 

0055 

0056 

0056 

0057 

0058 

0058 

0059 

0011 

0059 

0060 

0060 

0061 

0061 

0062 

0062 

0063 

0063 

0064 

0-012 

0065 

0066 

0066 

0066 

0067 

0067 

0068 

0068 

0069 

0069 

0013 

0070 

0070 

0071 

0072 

0072 

0073 

0073 

0074 

0074 

0075 

0014 

0075 

0076 

0076 

0077 

0077 

0078 

0079 

0079 

0080 

0080 

0-015 

0081 

0081 

0082 

0082 

0083 

0083 

0084 

0084 

0085 

0086 

0016 

0086 

0087 

0087 

0088 

0088 

0089 

0089 

0090 

;  0090 

0091 

0017 

0091 

0092 

0093 

0093 

0094 

0094 

0095 

0095 

0096 

0096 

0-018 

0097 

0097 

0098 

0098 

0099 

0100 

0100 

0101 

0101 

0102 

0019 

0102 

0103 

0103 

0104 

0104 

0105 

0105 

0106 

0107 

0107 

0-020 

0108 

0108 

0109 

0109 

0110 

0110 

0111 

0111 

0112 

0112 

0-021 

0113 

0114 

0114 

0115  I 

0115 

0116 

0116 

0117 

0117 

0118 

0022 

0118 

0119 

0119 

0120 

0121 

0121 

0122 

0122 

0123 

0123 

0023 

0124 

0124 

0125 

0125 

0126 

0126 

0127 

0128 

0128 

0129 

0024 

0129 

0130 

0130 

0131 

0131 

0132 

0132 

0133 

0133 

0134 

0-025 

0135 

0135 

0136 

0136 

0137 

0137 

0138 

0138 

0139 

0139 

0-026 

0140 

0140 

0141 

0141 

0142 

0143 

0143 

0144 

0144 

0145 

0027 

0145 

0146 

0146 

0147 

0147 

0148 

0148 

0149 

0150 

0150 

0-028 

0151 

0151 

0152 

0152 

0153 

0153 

0154 

0154 

0155 

0155 

0029 

0166 

0157 

0157 

0158 

0158 

0159 

0159 

0160 

0160 

0161 

0030 

0161 

0162 

0162 

0163 

0164 

0164 

0165 

0165 

0166 

0166 

0-031 

0167 

0167 

0168 

0168 

0169 

0169 

0170 

0170 

0171 

0172 

0032 

0172 

0173 

0173 

0174 

0174 

0175 

0175 

0176 

0176 

0177 

0033 

0178 

0178 

0179 

0179 

0180 

0180 

0181 

0181 

0182 

0182 

0034 

0183 

0183 

0184 

0184 

0185 

0186 

0186 

0187 

0187 

0188 

0-035 

0188 

0189 

0189 

0190 

0190 

0191 

0192 

0192 

0193 

0193 

0036 

0194 

0194 

0195 

0195 

0196 

0196 

0197 

0197 

0198 

0199 

0037 

0199 

0200 

0200 

0201 

0201 

0202 

0202 

0203 

0203 

0204 

0038 

0204 

0205 

0206 

0206 

0207 

0207 

0208 

0208 

0209 

0209 

0039 

0210 

0210 

0211 

0211 

0212 

0213 

0213 

0214 

0214 

0216 

0040 

0215 

0216 

0216 

0217 

0217 

0218 

0218 

0219 

0220 

0220 

0-041 

0221 

0221 

0222 

0222 

0223 

0223 

0224 

0224 

0225 

0225 

0-042 

0226 

0226 

0227 

0228 

0228 

0229 

0229 

0230 

0230 

0231 

0-043 

0231 

0232 

0232 

0233 

0233 

0234 

0235 

0235 

0236 

0236 

0044 

0237 

0237 

0238 

0238 

0239 

0239 

0240 

0240 

0241 

0242 
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Table  LXXXVII.— KCIO^  to  KCl—eontiimed. 


KCIO4. 
Grm. 

0 

1 
1 

2 
0243 

3 

4 

5 

6 

7 

8 

9 

0-045 

0242 

0243 

0244 

0244 

0245 

0245 

0246 

0246 

0247 

0046 

0247 

0248 

0249 

0249 

0250 

0260 

0261 

0261 

0252 

0252 

1   0047 

0253 

0253 

0254 

0264 

0266 

0266 

0266 

0267 

0257 

0258 

0048 

0258 

0259  , 

0259 

0260 

0260 

0261 

0261 

0262 

0263 

0263 

0-049 

0264 

0264 

0265 

0266 

0266 

0266 

0267 

0267 

0268 

0268 

0060 

0269 

0270 

0270 

0271 

0271 

0272 

0272 

0273 

0273 

0274 

,   0051 

0274 

0275 

0275 

0276 

0277 

0277 

0278 

0278 

0279 

0279 

1   0062 

0280 

0280  i 

0281 

0281 

0282 

0282 

0283 

0284 

0284 

0285 

0053 

0285 

0286 

0286 

0287 

0287 

0288 

0288 

0289 

0289 

0290 

0-064 

0291 

0291 

0292 

0292 

0293 

0293 

0294 

0294 

0296 

0295 

0056 

0296 

0296  i 

0297 

0298 

0298 

0299 

0299 

0300 

0300 

0301 

i   0056 

0301 

0302 

0302 

0303 

0303 

0304 

0305 

0305 

0306 

0306 

0057 

0307 

0307 

0308 

0308 

0309 

0309 

0310 

0310 

0311 

0312 

0-058 

0312 

0313 

0313 

0314 

0314 

0315 

0316 

0316 

0316 

0317 

0059 

0317 

0318  1 

1 

0318 

0319 

0320 

0320 

0321 

0321 

0322 

0322 

0060 

0323 

0323 

0324 

0324 

0325 

0325 

0326 

0327 

0327 

0328 

0061 

0328 

0329 

0329 

0330 

0330 

0331 

0331 

0332 

0332 

0333 

;   0062 

0334 

0334 

0335 

0336 

0336 

0336 

0337 

0337 

0338 

0338 

0063 

0339 

0339 

0340 

0341 

0341 

0342 

0342 

0343 

0343 

0344 

0064 

0344 

0345 

0345 

0346 

0346 

0347 

0348 

0348 

0349 

0349 

1   0-065 

0350 

0350 

0351 

0351 

0351 

0352 

0362 

0363 

0354 

0355 

0066 

0365 

0356 

0356 

0357 

0357 

0358 

0359 

0369 

0359 

0360 

0-067 

0360 

0361 

0362 

0363 

0363 

0363 

0364 

0364 

0365 

0365 

;   0068 

0366 

0366 

0367 

0367 

0368 

0369 

0369 

0370 

0370 

0371 

1   0069 

0371 

0372 

0372 

0373 

0373 

0374 

0374 

0376 

0376 

0376 

f   0070 
0071 

0377 

0377 

0378 

0378 

0379 

0379 

0380 

0380 

0381 

0381 

0382 

0383 

0383 

0384 

0384 

0385 

0385 

0386 

0386 

0387 

0-072 

0387 

0388 

0388 

0389 

0390 

0390 

0391 

0391 

0392 

0392 

0073 

0393 

0393 

0394 

0394 

0395 

0395 

0396 

0397 

0397 

0398 

0074 

0398 

0399 

0399 

0400 

0400 

0401 

0401 

0402 

0402 

0403 

0-076 

0404 

0404 

0405 

0405 

0406 

0406 

0407 

0407 

0408 

0408 

0-076 

0409 

0409 

0410 

0410 

0411 

0412 

0412 

0413 

0413 

.  0414 

0-077 

0414 

0415 

0415 

0416 

0416 

0417 

0417 

0418 

0419 

0419 

0-078 

0420 

0420 

0421 

0421 

0422 

0422 

0423 

0423 

0424 

0426 

0-079 

0425 

0426 

0426 

0427 

0427 

0428 

0429 

0429 

0430 

0430 

0-080 

0430 

0431 

0431 

0432 

0433 

0433 

0434 

0434 

0435 

0436 

0-081 

0436 

0436 

0437 

0437 

0438 

0438 

0439 

0440 

0440 

0441 

0-082 

0441 

0442 

0442 

0443 

0443 

0444 

0445 

0446 

0445 

0446 

1   0-083 

0447 

0447 

0448 

0448 

0449 

0449 

0450 

0460 

0451 

0451 

'   0-084 

0452 

0452 

0453 

0454 

0464 

0455 

0466 

0456 

0456 

0467 

0-085 

0457 

0458 

0458 

0459 

0469 

0460 

0461 

0461 

0462 

0462 

0-086 

0463 

0463 

0464 

0464 

0465 

0465 

0466 

0467 

0467 

0468 

0-087 

0468 

0469 

0469 

0470 

0470 

0471 

0471 

0472 

0472 

0473 

0-088 

0473 

0474 

0475 

0475 

0476 

0476 

0477 

0477 

0478 

0478  ; 

0-089 

1 

0479 

0479 

0480 

0480 

0481 

0482 

0482 

0483 

0483 

0484 

0090 

0484 

0485 

0485 

0486 

0486 

0487 

0487 

0488 

0489 

0489 

0091 

0490 

0490 

0491 

0491 

0492 

0492 

0493 

0493 

0494 

,  0494 

0-092 

0495 

0495 

0496 

0497 

0497 

0498 

0498 

0499 

0499 

0500 

0093 

0500 

0501 

0501 

0502 

0503 

0504 

0604 

0604 

0505 

0505 

0094 

0506 

0506 

1 

0607 

0507 

0508 

0508 

0509 

0509 

0510 

0511 
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Table  LXXXVIi.-KC104 

to  KCl. — continued 

• 

Kao4. 

Qrm. 

0 

1 

2 

3 

4 

5 

6 

7 

8 

9 

0095 

0511 

0512 

0512 

0513 

0513 

0514 

0614 

0516 

0615 

0516 

0096 

0516 

0517 

0518 

0518 

0519 

0519 

0520 

0520 

0521 

0521 

0097 

0522 

0522 

0523 

0523 

0523 

0524 

0525 

0526 

0526 

0627 

0-098 

0527 

0528 

0528 

0529 

0529 

0530 

0530 

0531 

0532 

0632 

0099 

0533 

0533 

0534 

0534 

0535 

0535 

0536 

0536 

0537 

0537 

0100 

0538 

0539 

0539 

0540 

0540 

0541 

0541 

0542 

0542 

0543 

0101 

0543 

0544 

0544 

0545 

0546 

0546 

0547 

0547 

0548 

0548 

0102 

0549 

0549 

0550 

0550 

0551 

0551 

0552 

0553 

0553 

0554 

0103 

0554 

0555 

0555 

0556 

0556 

0557 

0557 

0558 

0559 

0559 

0104 

0560 

0560 

0561 

0561 

0562 

0562 

0563 

0563 

0564 

0564 

0105 

0565 

0566 

0566 

0567 

0567 

0568 

0568 

0569 

0569 

0570 

0106 

0570 

0571 

0571 

0572 

0573 

0573 

0574 

0574 

0575 

0575 

0-107 

0576 

0576 

0577 

0577 

0578 

0578 

0579 

0580 

0580 

0581 

0-108 

0581 

0582 

0582 

0583 

0583 

0584 

0584 

0585 

0585 

0586 

0109 

0587 

0587 

0588 

0588 

.0589 

0589 

0590 

0590 

0591 

0591 

0-110 

0592 

0592 

0593 

0594 

0594 

0595 

0595 

0596 

0596 

0597 

0111 

0597 

0598 

0598 

0599 

0599 

0600 

0601 

0602 

0602 

0603 

0112 

0603 

0603 

0604 

0604 

0605 

0605 

0606 

0606 

0607 

0608 

0113 

0608 

0608 

0609 

0610 

0610 

Q611 

0611 

0612 

0612 

0613 

0-114 

0613 

0614 

0614 

0615 

0616 

0616 

0617 

0617 

0618 

0618 

0-115 

0619 

0619 

0620 

0620 

0621 

0621 

0622 

0623 

0623 

0624 

0116 

0624 

0625 

0625 

0626 

0626 

0627 

0627 

0628 

0629 

0629 

0-117 

0629 

0630 

0631 

0631 

0632 

0632 

0633 

0633 

0634 

0634 

0118 

0635 

0635 

0636 

0636 

0637 

0638 

0638 

0639 

0639 

0640 

0119 

0640 

0641 

0641 

0642 

0642 

0643 

0643 

0644 

0645 

0645 

0-120 

0646 

0646 

0647 

0647 

0648 

0648 

0649 

0649 

0650 

0650 

0121 

0651 

0652 

0652 

0653 

0653 

0654 

0654 

0655 

0655 

0656 

0122 

0656 

0657 

0657 

0658 

0659 

0660 

0660 

0661 

0661 

0662 

0-123 

0662 

0663 

0663 

0664 

0664 

0665 

0665 

0666 

0666 

0667 

0124 

0667 

0668 

0668 

0669 

0669 

0670 

0670 

0671 

0671 

0672 

0125 

Q673 

0673 

0674 

0674 

0675 

0675 

0676 

0676 

0677 

0677 

0126 

0678 

0678 

0679 

0680 

0680 

0681 

0681 

0682 

0682 

0683 

0127 

0683 

0684 

0684 

0685 

0685 

0686 

0687 

0687 

0688 

0688 

0-128 

0689 

0689 

0690 

0690 

0691 

0691 

0692 

0692 

0693 

0694 

0-129 

0694 

0695 

0695 

0696 

0696 

0697 

0697 

0698 

0698 

0699 

0-130 

0699 

0700 

0700 

0701 

0701 

0702 

0702 

0703 

0703 

0704 

0131 

0704 

0705 

0705 

0706 

0706 

0707 

0707 

0708 

0709 

0709 

0132  • 

0710 

0710 

0711 

0711 

0712 

0712 

0713 

0714 

0714 

0715 

0133 

0715 

0716 

0716 

0717 

0717 

0718 

0718 

0719 

0719 

0720 

0134 

0721 

0721 

0722 

0722 

0723 

0723 

0724 

0724 

0725 

0725 

0135 

0726 

0726 

0727 

0727 

0728 

0729 

0729 

0730 

0730 

0731 

0-136 

0731 

0732 

0732 

0733 

0733 

0734 

0734 

0735 

0736 

0736 

0-137 

0737 

0738 

0738 

0739 

0739 

0740 

0740 

0741 

0741 

0742 

0-138 

0742 

0743 

0744 

0744 

0745 

0745 

0746 

0746 

0747 

0747 

0139 

0748 

0748 

0749 

0749 

0750 

0751 

0751 

0752 

0752 

0753 

0-140 

0753 

0754 

0754 

0755 

0755 

0756 

0756 

0757 

0758 

0758 

0141 

0759 

0759 

0760 

0760 

0761 

0761 

0762 

0762 

0763 

0763 

0142 

0764 

0765 

0765 

0766 

0766 

0767 

1  0767 

0768 

0768 

0769 

0143 

0769 

0770 

0770 

0771 

0771 

0772 

,  0773 

0773 

0774 

0774 

0144 

0775 

0775 

0776 

0776 

1  0777 

0777 

1  0778 

0779 

0779 

0780 
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Table  LXXXVIL— KCIO4  to  KCl-eontinued. 


Grm. 

0 

1 

2 

3 

4 

0782 

5 

1 
6 

7 

8 

9 

0145 

0780 

0781 

0781 

0782 

0783 

0783 

0784 

0784 

0785 

0146 

0785 

0786 

0787 

0787 

0788 

0788 

0789 

0789 

0790 

0790 

0147 

0791 

0791 

0792 

0793 

0793 

0794 

0794 

0795 

0795 

0796 

0148 

0796 

0797 

0797 

0798 

0798 

0799 

0800 

0800 

0801 

0801 

0149 

0802 

0802 

0803 

0803 

0804 

0804 

0805 

0805 

0806 

0807 

0150 

0807 

0808 

0808 

0809 

0809 

0810 

0810 

0811 

0811 

0811 

0151 

0812 

0812 

0813 

0813 

0814 

0814 

0815 

0815 

0816 

0817 

0152 

0817 

0818 

0818 

0819 

0819 

0820 

0820 

0821 

0821 

0822 

0153 

0823 

0823 

0824 

0825 

0825 

0826 

0826 

0827 

0827 

0828 

0154 

0829 

0829 

0830 

0830 

0831 

0831 

0832 

0832 

0833 

0833 

0155 

0834 

0834 

0835 

0836 

0836 

0837 

0837 

0838 

0838 

0839 

0156 

0839 

0840 

0840 

0841 

0841 

0842 

0843 

0843 

0844 

0844 

0157 

0845 

0845 

0846 

0846 

0847 

0847 

0848 

0848 

0849 

0850 

0158 

0850 

0851 

0851 

0852 

0852 

0853 

0853 

0854 

0854 

0855 

0159 

0855 

0856 

0856 

0857 

0858 

0859 

0859 

0860 

0860 

0861 

0160 

0861 

0862 

0862 

0863 

0863 

0864 

0864 

0865 

0866 

0866 

0161 

0867 

0867 

0868 

0868 

0869 

0869 

0870 

0870 

0871 

0871 

0162 

0872 

0873 

0873 

0874 

0874 

0875 

0875 

0876 

0876 

0877 

0163 

0877 

0878 

0878 

0879 

0879 

0880 

0880 

0881 

0881 

0882 

0164 

0882 

0883 

0883 

0884 

0884 

0885 

0886 

0886 

0887 

0887 

0165 

0888 

0888 

0889 

0890 

0890 

0891 

0891 

0892 

0892 

0893 

0166 

0893 

0894 

0894 

0895 

0895 

0896 

0896 

0897 

0897 

0898 

0167 

0898 

0899 

0900 

0900 

0901 

0901 

0902 

0902 

0903 

0903 

0168 

0904 

0904 

0905 

0905 

0906 

0907 

0907 

0908 

0908 

0909 

0169 

0909 

0910 

0910 

0911 

0911 

0912 

0912 

0913 

0914 

0914 

0170 

0915 

0915 

0916 

0916 

0917 

0917 

0918 

0918 

0919 

0919 

0171 

0920 

0921 

0921 

0922 

0922 

0923 

0923 

0924 

0924 

0925 

0172 

0925 

0926 

0926 

0927 

0928 

0928 

0929 

0929 

0930 

0930 

0173 

0931 

0931 

0932 

0932 

0933 

0933 

0934 

0935 

0935 

0936 

0174 

0936 

0937 

0937 

0938 

0938 

0939 

0939 

0940 

0940 

0941 

0175 

0942 

0942 

0943 

0943 

0944 

0944 

0945 

0945 

0946 

0946 

0176 

0947 

0947 

0948 

0948 

0949 

0949 

.  0950 

0950 

0951 

0952 

0177 

0952 

0953 

0953 

0954 

0954 

0955 

0955 

0956 

0957 

0957 

0-178 

0958 

0959 

0959 

0960 

0960 

0961 

0961 

0962 

0962 

0962 

0-179 

0963 

0963 

0964 

0964 

0965 

0966 

0966 

0967 

0967 

0968 

0180 

0968 

0969 

0969 

0970 

0971 

0971 

0972 

0972 

0973 

0973 

0181 

0974 

0974 

0975 

0975 

0976 

0976 

0977 

0978 

0978 

0979 

0-182 

0979 

0980 

0980 

0981 

0981 

0982 

0982 

0983 

0983 

0984 

0-183 

0985 

0985 

0986 

0986 

0987 

0987 

0988 

0988 

0989 

0989 

0184 

0990 

0990 

0991 

0992 

0992 

0993 

0993 

0994 

0994 

0995 

0185 

0995 

0996 

0996 

0997 

0997 

0998 

0999 

0999 

1000 

1000 

0186 

1001 

1001 

1002 

1002 

1003 

1003 

1004 

1004 

1004 

1005 

0187 

1006 

1006 

1007 

1007 

1008 

1008 

1009 

1009 

1010 

1010 

0-188 

1011 

1011 

1012 

1013 

1013 

1014 

1014 

1015 

1015 

1016 

0189 

1017 

1017 

1018 

1018 

1019 

1019 

1020 

1021 

1021 

1022 

0190 

1022 

1023 

1023 

1024 

1024 

1025 

1025 

1026 

1027 

1027 

0-191 

1028 

1028 

1029 

1029 

1030 

1030 

1031 

1031 

1032 

1032 

0-192 

1033 

1033 

1034 

1035 

1035 

1036 

1036 

1037 

1037 

1038 

0193 

1038 

1039 

1039 

1040 

1040 

1041 

1042 

1042 

1043 

1043 

0194 

1044 

1044 

1045 

1045 

1046 

1046 

1047 

1047 

1048 

1049 

0195 

1049 

lOoO 

1050 

1051 

1051 

1052 

1052 

1053 

1053 

1054 

0-196 

1054 

1055 

1056 

1056 

1057 

1057 

1058 

1058 

1059 

1059 

0197 

1060 

1060 

1061 

1061 

1062 

1062 

1063 

1064 

1064 

1065 

0-198 

1065 

1066 

1006 

1067 

1067 

1068 

1068 

1069 

1070 

1070 

0-199 

1071 

1071 

1072 

1072 

1073 

1073 

1073 

1074 

1074 

1075 
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Table  LXXXVIII. — Conversion  of  Grms.  of  Potassium  Chloride 
(KCl)  into  Grms.  of  Potassium  Oxide  (K2O). 

(Factor  0-632.) 


Grm. 

K^O. 

Ka. 

Grm. 

0 

•  • 

1 

0001 

2 

3 

0002 

4 

5 

6 

7 

8 

9 

0000 

0001 

0003 

0003 

0004 

0005 

0005 

0006 

0001 

0006 

0007 

0008 

0008 

0009 

0009 

0010 

0011 

0011 

0012 

0002 

0013 

0013 

0014 

0015 

0015 

0016 

0016 

0017 

0018 

0018 

0003 

0019 

0020 

0020 

0021 

0021 

0022 

0023 

0023 

0024 

0025 

0004 

0026 

0026 

0027 

0027 

0028 

0028 

0029 

0030 

0030 

0031 

0005 

0032 

0032 

0033 

0033 

0034 

0035 

0035 

0036 

0037 

0037 

0-006 

0038 

0039 

0039 

0040 

0040 

0041 

0042 

0042 

0043 

0044 

0007 

0044 

0045 

0046 

0046 

0047 

0047 

0048 

0049 

0050 

0050 

0-008 

0051 

0051 

0052 

0052 

0053 

0054 

0054 

0055 

0056 

0056 

0009 

0057 

0058 

0058 

0059 

0059 

0060 

0060 

0061 

0062 

0063 

0010 

0063 

0064 

0064 

0065 

0066 

0066 

0067 

0068 

0069 

0070 

0-011 

0070 

0070 

0071 

0071 

0072 

0073 

0073 

0074 

0075 

0075 

0012 

0076 

0077 

0077 

0078 

0078 

0079 

0080 

0080 

0081 

0082 

0-013 

0082 

0083 

0083 

0084 

0085 

0085 

0086 

0087 

0087 

0088 

0014 

0088 

0089 

0090 

0091 

0091 

0092 

0092 

0093 

0094 

0094 

0-015 

0095 

0095 

0096 

0097 

0097 

0098 

0099 

0099 

0100 

0100 

0-016 

0101 

0102 

0102 

0103 

0104 

0104 

0105 

0106 

0106 

0107 

0017 

0107 

0108 

0109 

0109 

0110 

0111 

0111 

0112 

0112 

0113 

0-018 

0114 

0114 

0115 

0116 

0116 

0117 

0118 

0118 

0119 

0119 

0-019 

0120 

0121 

0121 

0122 

0123 

0123 

0124 

0125 

0125 

0126 

0-020 

0126 

0127 

0128 

0128 

0129 

0130 

0130 

0131 

0131 

0132 

0021 

0133 

0133 

0134 

0135 

0135 

0136 

0137 

0137 

0138 

0138 

0-022 

0139 

0140 

0140 

0141 

0142 

0142 

0143 

0143 

0144 

0145 

0-023 

0145 

0146 

0147 

0147 

0148 

0149 

0150 

0150 

0151 

0152 

0-024 

0152 

0153 

0154 

0154 

0155 

0155 

0156 

0157 

0157 

0158 

'   0025 

0158 

0159 

0159 

0160 

0161 

0161 

0162 

0162 

0163 

0164 

0-026 

0165 

0166 

0166 

0167 

0167 

0168 

0169 

0169 

0170 

0171 

0-027 

0171 

0171 

0172 

0173 

0173 

0174 

0174 

0175 

0176 

0176 

0-028 

0177 

0178 

0178 

0179 

0179 

0180 

0181 

0181 

0182 

0183 

0029 

0183 

0184 

0185 

0185 

0186 

0186 

0187 

0188 

0189 

0189 

0-030 

0190 

0190 

0191 

0191 

0192 

0193 

0193 

0194 

0195 

0195 

0031 

0196 

0197 

0197 

0198 

0198 

0199 

0200 

0200 

0201 

0202 

0-032 

0202 

0203 

0204 

0204 

0205 

0205 

0206 

0207 

0207 

0208 

0033 

0209 

0209 

0210 

0210 

0211 

0212 

0212 

0213 

0214 

0214 

0-034 

0215 

0216 

0216 

0217 

0217 

0218 

0219 

0219 

0220 

0221 

0-035 

0221 

0222 

0222 

0223 

0224 

0224 

0225 

0226 

0226 

0227 

0-036 

0228 

0228 

0229 

0229 

0230 

0231 

0231 

0232 

0233 

0233 

0037 

0234 

0234 

0235 

0236 

0236 

0237 

0238 

0238 

0239 

0240 

0-038 

0240 

0241 

0241 

0242 

0243 

0243 

0244 

0245 

0245 

0246 

0039 

0246 

0247 

0248 

0248 

0249 

0250 

0250 

0251 

0252 

0252 
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Table  LXXXVIIL— KCl  to  YLO.—ccmtinued, 


Grm. 

K,0. 

KCl. 
Grm. 

1 

0 

1 

2 
0254 

3 

4 

6 

6 

7 
0267 

8 

9 
0258 

0040 

0253 

0253 

0255 

0265 

0256 

0257 

0258 

0041 

0259 

0260 

0260 

0261 

0262 

0262 

0263 

0264 

0264 

0265 

0042 

0265 

0266 

0267 

0267 

0268 

0269 

0269 

0270 

0270 

0271 

0043 

0272 

0272 

0273 

0274 

0274 

0275 

0276 

0276 

0277 

0277 

0044 

0278 

0279 

0279 

0280 

0281 

0281 

0282 

0282 

0283 

0284 

0045 

0284 

0286 

0286 

0286 

0287 

0287 

0288 

0289 

0289 

0290 

0-046 

0291 

0291 

0292 

0293 

0293 

0294 

0294 

0296 

0296 

0296 

0047 

0297 

0298 

0298 

0299 

0299 

0300 

0301 

0301 

0302 

0303 

0048 

0303 

0304 

0305 

0305 

0306 

0306 

0307 

0308 

0308 

0309 

0049 

0310 

0310 

0311 

0311 

0312 

0313 

0313 

0314 

0316 

0315 

0050 

0316 

0317 

0317 

0318 

0318 

0319 

0320 

0320 

0321 

0322 

0051 

0322 

0323 

0323 

0324 

0325 

0325 

0326 

0327 

0327 

0328 

0062 

0329 

0329 

0330 

0330 

0331 

0332 

0332 

0333 

0334 

0334 

0-053 

0335 

0335 

0336 

0337 

0337 

0338 

0339 

0339 

0340 

0341 

0054 

0341 

0342 

0342 

0343 

0344 

0344 

0345 

0346 

0346 

0347 

0065 

0348 

0348 

0349 

0349 

0350 

0351 

0361 

0362 

0363 

0353 

0056 

0354 

0355 

0355 

0356 

0356 

0357 

0368 

0358 

0369 

0360 

0057 

0360 

0361 

0361 

0362 

0363 

0363 

0364 

0366 

0365 

0366 

0-058 

0366 

0367 

0368 

0368 

0369 

0370 

0370 

0371 

0372 

0372 

0059 

0373 

0373 

0374 

0375 

0375 

0376 

0377 

0377 

0378 

0378 

0-060 

0379 

0380 

0380 

0381 

0382 

0382 

0383 

0384 

0384 

0385 

0061 

0385 

0386 

0387 

0387 

0388 

0389 

0389 

0390 

0390 

0391 

0062 

0392 

0392 

0393 

0394 

0394 

0395 

0396 

0396 

0397 

0397 

0-063 

0398 

0399 

0399 

0400 

0401 

0401 

0402 

0403 

0403 

0404 

0064 

0404 

0405 

0406 

0406 

0407 

0408 

0408 

0409 

0409 

0410 

0065 

0411 

0411 

0412 

0413 

0413 

0414 

0414 

0416 

0416 

0416 

0066 

0417 

0418 

0418 

0419 

0420 

0420 

0421 

0421 

0422 

0423 

0067 

0423 

0424 

0425 

0425 

0426 

0427 

0247 

0428 

0428 

0429 

0068 

0430 

0430 

0431 

0432 

0432 

0433 

0433 

0434 

0436 

0435 

0-069 

0436 

0437 

0437 

0438 

0439 

0439 

0440 

0440 

0441 

0442 

0-070 

0442 

0443 

0444 

0444 

0445 

0445 

0446 

0447 

0447 

0448 

0-071 

0449 

0449 

0450 

0451 

0451 

0452 

0452 

0453 

0454 

0464 

0072 

0455 

0456 

0456 

0457 

0457 

0458 

0459 

0469 

0460 

0461 

0073 

0461 

0462 

0463 

0463 

0464 

0464 

0465 

0466 

0466 

0467 

0074 

0468 

0468 

0469 

0469 

0470 

0471 

0471 

0472 

0473 

0473 

0-075 

0474 

0476 

0475 

0476 

0476 

0477 

0478 

0478 

0479 

0480 

0076 

0480 

0481 

0481 

0482 

0483 

0483. 

0484 

0486 

0485 

0486 

0-077 

0487 

0487 

0488 

0488 

0489 

0490 

0490 

0491 

0492 

0492 

0078 

0493 

0493 

0494 

0495 

0495 

0496 

0497 

0497 

0498 

0499 

0-079 

0499 

0500 

0500 

0501 

0502 

0502 

0503 

0504 

0504 

0505 

0080 

0506 

0506 

0507 

0507 

0508 

0509 

0509 

0510 

0611 

0511 

0081 

0512 

0512 

0513 

0514 

0514 

0515 

0516 

0516 

0517 

0518 

0-082 

0518 

0519 

0519 

0520 

0521 

0521 

0522 

0523 

0523 

0524 

0083 

0524 

0525 

0526 

0526 

0527 

0528 

0528 

0529 

0530 

0530 

0-084 

0531 

0531 

0532 

0533 

0533 

0534 

0535 

0535 

0536 

0536 
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Table  LXXXVIIL— KCl  to  VLfl.— continued. 


Gnn. 

K,0. 

KCl. 

--  —  — 

—  — 



Gnn. 

0 

1 

2 

3 

4 

5 

6   , 

7 

8 

9 

0085 

0537 

0538 

0538 

0539 

0540 

0640 

0541 

0542 

0542 

0543 

0086 

0543 

0544 

0545 

0545 

0546 

0547 

0547 

0548 

0548 

0549 

0087 

0550 

0550 

0551 

0552 

0552 

0553 

0554 

0554 

0555 

0565 

!   0-088 

0556 

0557 

0667 

0558 

0559 

0559 

0560 

0560 

0561 

0562 

0089 

0562 

0563 

0564 

0564 

0565 

0566 

0566 

0567 

0567 

0568 

0090 

0569 

0569 

0570 

0571 

0571 

0572 

0572 

0573 

0574 

0574 

0091 

0575 

0576 

0576 

0577 

0578 

0578 

0579 

0579 

0580 

0581 

0092 

0581 

0582 

0583 

0583 

0584 

0585 

0585 

0586 

0586 

0587 

0093 

0588 

0588 

0589 

0590 

0590 

0591 

0591 

0592 

0593 

0593 

0094 

0594 

0595 

0595 

0596 

0597 

0597 

0598 

0598 

0599 

0600 

0095 

0600 

0601 

0602 

0602 

0603 

0603 

0604 

0605 

0605 

0606 

0096 

0607 

0607 

0608 

0609 

0610 

0610 

0610 

0611 

0612 

0612 

0-097 

0613 

0614 

0615 

0615 

0616 

0617 

0617 

0618 

0619 

0619 

0-098 

0619 

0620 

0621 

0621 

0622 

0622 

0623 

0624 

0624 

0625 

0099 

0626 

0626 

0627 

0627 

0628 

0629 

0629 

0630 

0631 

0631 

0100 

0632 

0633 

0633 

0634 

0634 

0635 

0635 

0636 

0637 

0637 

0101 

0638 

0638 

0639 

0639 

0640 

0641 

0642 

0643 

0643 

0644 

0-102 

0645 

0645 

0646 

0647 

0647 

0648 

0648 

0649 

0650 

0650 

0103 

0651 

0652 

0652 

0653 

0653 

0654 

0654 

0655 

0656 

0657 

0104 

0657 

0658 

0659 

0659 

0660 

0660 

0661 

0662 

0662 

0663 

,   0105 

0664 

0664 

0665 

0666 

0666 

0667 

0668 

0669 

0669 

0670 

0-106 

0670 

0671 

0671 

0672 

0672 

0673 

0673 

0674 

0675 

0676 

0-107 

0676 

0677 

0678 

0678 

0679 

0679 

0680 

0681 

0681 

0682 

0108 

0683 

0683 

0684 

0684 

0685 

0686 

0686 

0687 

0688 

0688 

0109 

0689 

0690 

0690 

0691 

0691 

0692 

0693 

0693 

0694 

0695 

0-110 

0695 

0696 

0696 

0697 

0698 

0698 

0699 

0700 

0700 

0701 

0111 

0702 

0702 

0703 

0703 

0704 

0705 

0705 

0706 

0707 

0707 

0-112 

0708 

0708 

0709 

0710 

0710 

0711 

0712 

0712 

0713 

0714 

0113 

0714 

0715 

0715 

0716 

0717 

0717 

0718 

0718 

0719 

0719 

0114 

0720 

0721 

0722 

0722 

0723 

0724 

0724 

0725 

0726 

0726 

0-115 

0727 

0727 

0728 

0729 

0729 

0730 

0731 

0731 

0732 

0732 

0-116 

0733 

0734 

0734 

0735 

0736 

0736 

0737 

0738 

0738 

0739 

0117 

0739 

0740 

0741 

0741 

0742 

0743 

0743 

0744 

0744 

0745 

0118 

0746 

0746 

0747 

0748 

0748 

0749 

0750 

0750 

0751 

0751  ; 

0119 

0752 

0753 

0753 

0754 

0755 

0755 

0756 

0757 

0758 

0758 

0120 

0758 

0759 

0760 

0760 

0761 

0762 

0762 

0763 

0763 

0764 

0-121 

0765 

0765 

0766 

0767 

0767 

0768 

0769 

0769 

0770 

0770 

0122 

0771 

0772 

0772 

0773 

0774 

0774 

0775 

0775 

0776 

0777 

0123 

0778 

0779 

0779 

0780 

0781 

0781 

0782 

0782 

0783 

0784 

0-124 

0784 

0785 

0786 

0786 

0787 

0788 

0788 

0789 

0790 

0790 

0125 

0791 

0791 

0792 

0792 

0793 

0793 

0794 

0794 

0795 

0795 

0-126 

0796 

0797 

0797 

0798 

0799 

0799 

0800 

0800 

0801 

0802 

0-127 

0802 

0803 

0803 

0804 

0805 

0805 

0806 

0807 

0807 

0808 

0-128 

0809 

0809 

0810 

0811 

0811 

0812 

0812 

0813 

0814 

0814 

0129 

1 

0815 

0816 

0816 

0817 

0817 

0818 

0819 

■ 

0819 

0820 

0821 
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Table  LXXXVIIL— KCl  to  K,0.-continued. 


Grm. 

K,0. 

KCL 
Qrm. 

0 

1 

2 

3 

4 

5 

6 

7 
0826 

8 

9 

0130 

0821 

0822 

0822 

0823 

0824 

0824 

0825 

0826 

0827 

0131 

0827 

0828 

0829 

0829 

0830 

0831 

0831 

0832 

0833 

0833 

0132 

0834 

0836 

0835 

0836 

0836 

0837 

0838 

0838 

0839 

0840 

0133 

0840 

0841 

0842 

0843 

0843 

0844 

0844 

0845 

0846 

0846 

0134 

0847 

0847 

0848 

0848 

0849 

0860 

0850 

0851 

0852 

0852 

0135 

0853 

0854 

0854 

0855 

0856 

0856 

0857 

0858 

0858 

0859 

0136 

0860 

0861 

0862 

0862 

0863 

0864 

0864 

0865 

0865 

0866 

0137 

0866 

0867 

0867 

0868 

0868 

0869 

0869 

0870 

0871 

0871 

0138 

0872 

0873 

0873 

0874 

0874 

0875 

0876 

0876 

0877 

0878 

0130 

0878 

0879 

0880 

0880 

0881 

0881 

0882 

0883 

0883 

0884 

0-140 

0885 

0886 

0886 

0887 

0887 

0888 

0889 

0889 

0890 

0890 

0141 

0891 

0892 

0892 

0893 

0894 

0894 

0895 

0896 

0896 

0897 

0142 

0897 

0898 

0899 

0899 

0900 

0901 

0901 

0902 

0902 

0903 

0143 

0904 

0904 

0905 

0906 

0906 

0907 

0908 

0908 

0909 

0909 

0144 

0910 

0910 

0911 

0912 

0912 

0913 

0914 

0914 

0915 

0916 

0145 

0916 

0917 

0918 

0918 

0919 

0920 

0920 

0921 

0921 

0922 

0146 

0923 

0923 

0924 

0925 

0925 

0926 

0927 

0927 

0928 

0928 

0147 

0929 

0930 

0930 

0931 

0932 

0932 

0933 

0933 

0934 

0935 

0-148 

0935 

0936 

0937 

0937 

0938 

0939 

0939 

0940 

0940 

0941 

0149 

0942 

0942 

0943 

0944 

0944 

0945 

0945 

0946 

0947 

0947 

0150 

0948 

0949 

0949 

0950 

0951 

0951 

0952 

0962 

0953 

0954 

0151 

0954 

0955 

0956 

0956 

0957 

0957 

0958 

0969 

0959 

0960 

0152 

0961 

0961 

0962 

0963 

0963 

'  0964 

0964 

0965 

0966 

0966 

0153 

0967 

0968 

0968 

0969 

0969 

0970 

0971 

0971 

0972 

0973 

0154 

0973 

0974 

0975 

0975 

0976 

0976 

0977 

0978 

0978 

* 

0979 

0155 

0980 

0980 

0981 

0981 

0982 

0983 

0983 

0984 

0985 

0985 

0156 

0986 

0987 

0987 

0988 

0988 

0989 

0990 

0991 

0991 

0992 

0157 

0992 

0993 

0994 

0994 

0995 

0995 

0996 

0997 

0997 

0998 

0158 

0999 

0999 

1000 

1000 

1001 

1002 

1002 

1003 

1004 

1004 

0-159 

1005 

1006 

1006 

1007 

1007 

1008 

1009 

1  1009 

1010 

1011 

0-160 

1011 

1012 

1012 

1013 

1014 

1014 

1015 

1016 

1 

1016 

1017 
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Table  LXXXIX.— Conversion  of  Grms.  of  Sodium  Chloride  (NaCl) 

into  Grms.  of  Sodiimi  Oxide  (NagO). 


(Factor  0*530.) 

Grm.  . 

Na,0. 

Grin. 
NaCl. 

0 

0000 

1 
0001 

2 

0001 

3 

4 

0003 

5 

0003 

6 

7 

8 
0004 

9 

0000 

0002 

0004 

0004 

0005 

0-001 

0005 

0006 

0006 

0007 

0007 

0008 

0008 

0009 

0010 

0010 

0002 

0011 

0011 

0012 

0012 

0013 

0013 

0014 

0014 

0015 

0015 

0003 

0016 

0016 

0017 

0017 

0018 

0019 

0019 

0020 

0021 

0021 

0004 

0022 

0022 

0023 

0023 

0024 

0024 

0025 

0025 

0026 

0026 

0-005 

0027 

0027 

0028 

0028 

0029 

0029 

0030 

0030 

0031 

0031 

0-006 

0032 

0032 

0033 

0033 

0034 

0034 

0035 

0036 

0036 

0037 

0007 

0037 

0038 

0038 

0039 

0039 

0040 

0040 

0041 

0041 

0042 

0-008 

0042 

0043 

0043 

0044 

0045 

0045 

0046 

0046 

0047 

0047 

0009 

0048 

0048 

0049 

0049 

0050 

0050 

0051 

0051 

0052 

0052 

0010 

0053 

0054 

0054 

0055 

0055 

0056 

0056 

0057 

0057 

0058 

0011 

0058 

0059 

0059 

0060 

0060 

0061 

0061 

0062 

0062 

0063 

0-012 

0064 

0064 

0065 

0065 

0066 

0066 

0067 

0067 

0068 

0068 

0013 

0069 

0069 

0070 

0070 

0071 

0072 

0072 

0073 

0073 

0074 

0014 

0074 

0075 

0075 

0076 

0076 

0077 

0077 

0078 

0078 

0079 

0015 

0080 

0080 

0081 

0081 

0082 

0082 

0083 

0083 

0084 

0084 

0016 

0085 

0085 

0086 

0086 

0087 

0087 

0088 

0089 

0089 

0090 

0017 

0090 

0091 

0091 

0092 

0092 

0093 

0093 

0094 

0094 

0095 

0-018 

0095 

0096 

0096 

0097 

0098 

0098 

0099 

0099 

0100 

0100 

0-019 

0101 

0101 

0102 

0103 

0103 

0104 

0104 

0104 

0105 

0105 

0020 

0106 

0107 

0107 

0108 

0108 

0109 

0109 

0110 

0110 

0111 

0-021 

0111 

0112 

0112 

0113 

0113 

0114 

0114 

0115 

0116 

0116 

0022 

0117 

0117 

0118 

0119 

0119 

0119 

0120 

0120 

0121 

0121 

0023 

0122 

0122 

0123 

0123 

0124 

0125 

0125 

0126 

0126 

0127 

0-024 

0127 

0128 

0128 

0129 

0129 

0130 

0130 

0131 

0131 

0132 

0-025 

0133 

0133 

0134 

0134 

0135 

0135 

0136 

0136 

0137 

0137 

0-026 

0138 

0138 

0139 

0139 

0140 

0140 

0141 

0142 

0142 

0143 

0-027 

0143 

0144 

0144 

0145 

0145 

0146 

0146 

0147 

0147 

0148 

0-028 

0148 

0149 

0149 

0150 

0151 

0151 

0162 

0152 

0153 

0153 

0029 

0154 

0154 

0155 

0155 

0156 

0156 

0157 

0157 

0158 

0158 

0-030 

0159 

0160 

0160 

0161 

0161 

0162 

0162 

0163 

0163 

0164 

0031 

0164 

0165 

0165 

0166 

0166 

0167 

0167 

0168 

0169 

0169 

0032 

0170 

0170 

0171 

0171 

0172 

0172 

0173 

0173 

0174 

0174 

0-033 

0175 

0176 

0176 

0176 

0177 

0178 

0178 

0179 

0179 

0180 

0034 

0180 

0181 

0181 

0182 

0182 

0183 

0183 

0184 

0184 

0185 

0035 

0186 

0186 

0187 

0187 

0188 

0188 

0189 

0189 

0190 

0190 

0-036 

0191 

0191 

0192 

0192 

0193 

0193 

0194 

0195 

0195 

0196 

0-037 

0196 

0197 

0197 

0198 

0198 

0199 

0199 

0200 

0200 

0201 

0-038 

0201 

0202 

0202 

0203 

0204 

0204 

0205 

0205 

0206 

0206 

0039 

0207 

0207 

0208 

0208 

0209 

0209 

0210 

0210 

0211 

0211 
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Table  LXXXIX,— NaCl  to  NslS>.— continued. 


Grm. '. 

Na,0. 

Qrm. 
Nad. 

0 
0212 

1 
0213 

2 

3 

4 
0214 

5 

6 

7 
0216 

8 

9 
0217 

0040 

0213 

0214 

0215 

0215 

0216 

0041 

0217 

0218 

0218 

0219 

0219 

0220 

0220 

0221 

0222 

0222 

0042 

0223 

0223 

0224 

0224 

0225 

0225 

0226 

0226 

0227 

0227 

0043 

0228 

0228 

0229 

0229 

0230 

0231 

0231 

0232 

0232 

0233 

0044 

0233 

0234 

0234 

0235 

0235 

0236 

0236 

0237 

0237 

0238 

0045 

0239 

0239 

0240 

0240 

0241 

0241 

0242 

0242 

0243 

0243 

0046 

0244 

0244 

0245 

0245 

0246 

0246 

0247 

0248 

0248 

0249 

0047 

0240 

0250 

0250 

0251 

0251 

0252 

0252 

0253 

0253 

0254 

0048 

0254 

0255 

0255 

0256 

0257 

0257 

0258 

0258 

0259 

0259 

0049 

0260 

0260 

0261 

0261 

0262 

0262 

0263 

0263 

0264 

0264 

0060 

0265 

0265 

0266 

0267 

0267 

0268 

0268 

0269 

0269 

0270 

0051 

0270 

0271 

0271 

0272 

0272 

0273 

0273 

0274 

0275 

0275 

0052 

0276 

0276 

0277 

0277 

0278 

0278 

0279 

0279 

0280 

0280 

0053 

0281 

0281 

0282 

0282 

0283 

0284 

0284 

0285 

0285 

0286 

0054 

0286 

0287 

0288 

0288 

0289 

0289 

0290 

0290 

0291 

0292 

0055 

0292 

0293 

0293 

0294 

0294 

0295 

0295 

0296 

0296 

0297 

0-056 

0297 

0297 

0298 

0298 

0299 

0299 

0300 

0301 

0301 

0302 

0057 

0302 

0303 

0303 

0304 

0304 

0305 

0305 

0306 

0306 

0307  , 

0058 

0307 

0309 

0309 

0310 

0310 

0310 

0311 

0311 

0312 

0312  : 

0-059 

0313 

0313 

0314 

0314 

0315 

0315 

0316 

0316 

0317 

0317 

0060 

0318 

0319 

0319 

0320 

0320 

0321 

0321 

0322 

0322 

0323 

0061 

0323 

0324 

0324 

0325 

0325 

0326 

0326 

0327 

0328 

0328 

0062 

0329 

0329 

0330 

0330 

0331 

0331 

0332 

0332 

0333 

0333 

0063 

0334 

f  0334 

0335 

0335 

0336 

0337 

0337 

0338 

0338 

0339 

0064 

0339 

0340 

0340 

0341 

0341 

0342 

0342 

0343 

0343 

0344 

0065 

0345 

0345 

0346 

0346 

0347 

0347 

0348 

0348 

0349 

0349 

0066 

0350 

0350 

0351 

0351 

0352 

0352 

0353 

0354 

0354 

0355 

0-067 

0355 

0356 

0356 

0357 

0357 

0358 

0358 

0359 

0359 

0360 

0-068 

0360 

0361 

0361 

0362 

0363 

0363 

0364 

0364 

0365 

0365  . 

0-069 

0366 

0366 

0367 

0367 

0368 

0368 

0369 

0369 

0370 

0370  I 

0070 

0371 

0372 

0372 

0373 

0373 

0374 

0374 

0375 

0375 

0376 

0071 

0376 

0377 

0377 

0378 

0378 

0379 

0379 

0380 

0381 

0381 

0072 

0382 

0382 

0383 

0383 

0384 

0384 

0385 

0385 

0386 

0386 

0073 

0387 

0387 

0388 

0388 

0389 

0390 

0390 

0391 

0391 

0392 

0074 

0392 

0393 

0393 

0394 

0394 

0395 

0395 

0396 

0396 

0397 

0075 

0398 

0398 

0399 

0399 

0400 

0400 

0401 

0401 

0402 

0402 

0076 

0403 

0403 

0404 

0404 

0405 

0405 

0406 

0407 

0407 

0408  • 

0-077 

0408 

0409 

0409 

0410 

0410 

0411 

0411 

0412 

0412 

0413 

0-078 

0413 

0414 

0414 

0415 

0416 

0416 

0417 

0417 

0418 

0418 

0079 

0419 

0419 

0420 

0420 

0421 

0421 

0422 

0422 

0423 

0423 

'   0-080 

0424 

0425 

0425 

0426 

0426 

0427 

0427 

0428 

0428 

0429 

0-081 

0429 

0430 

0430 

0431 

0431 

0432 

0432 

0433 

0434 

0434 

0082 

0435 

0435 

0436 

0436 

0437 

0437 

0438 

0438 

0439 

0439 

0083 

0440 

0440 

0441 

0441 

0442 

0443 

0443 

0444 

0444 

0445 

0-084 

0446 

0446 

0446 

0447 

0447 

0448 

0448 

0449 

0440 

0450 

1 

1 

1 
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Table  LXXXIX.— NaCl  to  Nsl^O.— continued. 


Grm.  Na,0. 

Grm. 
Naa 

0 

1 

2 

3 

4 

5 
0453 

6 

7 

8 

9 

0085 

0451 

0451 

0452 

0452 

0453 

0454 

0454 

0455 

0455 

0086 

0456 

0456 

0457 

0457 

0458 

0458 

0459 

0460 

0460 

0461 

0-087 

0461 

0462 

0462 

0463 

0463 

0464 

0464 

0465 

0465 

0466 

0088 

0466 

0467 

0467 

0468 

0469 

0469 

0470 

0470 

0471 

0471 

0-089 

0472 

0472 

0473 

0473 

0474 

0474 

0475 

0475 

0476 

0476 

0090 

0477 

0478 

0478 

0479 

0479 

0480 

0480 

0481 

0481 

0482 

0091 

0482 

0483 

0483 

0484 

0484 

0485 

0485 

0486 

0487 

0487 

0092 

0488 

0488 

0489 

0489 

0490 

0490 

0491 

0491 

0492 

0492 

0-093 

0493 

0493 

0494 

0494 

0495 

0496 

0496 

0497 

0497 

0498 

0094 

0498 

0499 

0499 

0500 

0500 

0501 

0501 

0502 

0602 

0603 

0-095 

0504 

0504 

0505 

0505 

0506 

0506 

0507 

0507 

0508 

0508 

0-096 

0509 

0509 

0510 

0610 

0511 

0611 

0512 

0513 

0613 

0514 

0097 

0514 

0515 

0515 

0516 

0516 

0517 

0517 

0518 

0618 

0519 

0098 

0519 

0520 

0520 

0521 

0622 

0522 

0523 

0523 

0524 

0524 

0099 

0525 

0525 

0526 

0526 

0527 

0527 

0528 

0528 

0629 

0529 

0-100 

0530 

0531 

0531 

0532 

0532 

0533 

0533 

0534 

0534 

0535 

0101 

0535 

0536 

0536 

0537 

0637 

0538 

0538 

0539 

0540 

0540 

0102 

0541 

0541 

0542 

0542 

0543 

0543 

0544 

0544 

0545 

0545 

0-103 

0546 

0546 

0547 

0548 

0548 

0549 

0549 

0650 

0550 

0551 

f 

0104 

0561 

0552 

0552 

• 

0553 

0553 

0554 

0554 

0655 

0555 

0556 

0-105 

0557 

0557 

0558 

0558 

0559 

0559 

0560 

0560 

0561 

0561 

0106 

0562 

0562 

0563 

0563 

0564 

0564 

0565 

0566 

0566 

0567 

0107 

0567 

0568 

0568 

0569 

0569 

0570 

0570 

0571 

0571 

0572 

0-108 

0572 

0573 

0573 

0574 

0575 

0575 

0576 

0576 

0577 

0577 

0109 

0578 

0578 

0579 

0579 

0580 

0580 

0581 

0581 

0582 

0582 

0-110 

0583 

0583 

0584 

0585 

0585 

0586 

0586 

0587 

0587 

0588 

0-111 

0588 

0589 

0589 

0590 

0591 

0591 

0592 

0592 

0593 

0594 

0112 

0594 

0595 

0595 

0596 

0596 

0597 

0597 

0598 

0598 

0599 

1 

0113 

0599 

0600 

0600 

0601 

0601 

0602 

0602 

0603 

0603 

0604 

0-114 

0604 

0605 

0605 

0606 

0606 

0607 

0607 

0608 

0608 

0609 

0115 

0610 

0611 

0611 

0612 

0612 

0613 

0613 

0614 

0614 

0615 

0116 

0615 

0616 

0616 

0617 

0617 

0618 

0618 

0619 

0619 

0620 

0-117 

0620 

0621 

0621 

0622 

0622 

0623 

0623 

0624 

0624 

0626 

0-118 

0625 

0626 

0626 

0627 

0628 

0628 

0629 

0629 

0630 

0630 

0119 

0631 

0631 

I  0632 

0632 

0633 

0633 

0634 

0634 

0635 

0635 

0-120 

0636 

0637 

0637 

0638 

0638 

0639 

0639 

0640 

0640 

0641 

- 

0-121 

0641 

0642 

0642 

0643 

0643 

0644 

0645 

0645 

0646 

0646 

0-122 

0647  . 

0647 

0648 

0648 

0649 

0649 

0660 

0650 

0661 

0651 

0123 

0652 

0652 

0653 

0653 

0654 

0654 

0665 

0656 

0656 

0657 

0124 

0657 

0658 

1 

0658 

0659 

0659 

0660 

0660 

0661 

0661  1 

0662 

0125 

0663 

0663 

0664 

0664 

0665 

0665 

0666 

0666 

0667 

0667 

0126 

0668 

0668 

0669 

0669 

0670 

0670 

0671 

0672 

0672 

0673 

0127 

0673 

0674 

0674 

0675 

0675 

0676 

0676 

0677 

0677 

0678 

1 

0-128 

0678 

0679 

0680 

0681 

0681 

0682 

0682 

0683 

0683 

0684 

0-129 

0684 

0685 

0685 

0686 

0686 

0687 

0687 

0688 

0688  : 

0689 

45 
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A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Table  LXXXIX.— NaCl  to  UeL^O.—cantinuecL 


Grm.  Na,0. 

QnxL 
Naa 

• 

0 

1 

2 

3 

4 

5 

6 
0692  . 

7 
0693 

8 

9 

0-130 

0689 

0690 

0690 

0691 

0691 

0692 

0693 

0694 

0131 

0694 

0695 

0695 

0696 

0696 

0697 

0697 

0698 

0698 

0699 

0-132 

0700 

0700 

0701 

0701 

0702 

0702 

0703 

0703 

0704 

0704 

0133 

0706 

0705 

0706 

0706 

0707 

0707 

0708 

0709 

0709 

0710 

0-134 

0710 

0711 

0711 

0712 

0712 

0713  ' 

0713 

0714 

0714 

0715 

0136 

0716 

0716 

0717 

0717 

0718 

1 

0718 

0719 

0719 

0720 

0720 

0-136 

0721 

0721 

0722 

0722 

0723 

0723  1 

0724 

0724 

0726 

0726 

0-137 

0726 

0727 

0727 

0727 

0728 

0728 

0729 

0729 

0730 

0731 

0138 

0731 

0732 

0732 

0733 

0733 

0734 

0734 

0735  1 

0735 

0736 

0-130 

0736 

0737 

0737 

0738 

0739 

0739  1 

0740 

0740 

0741 

0741 

0-140 

0742 

0742 

0743 

0743 

0744 

0744 

0745  ! 

1 

0745 

0746 

0746 

0-141 

0747 

0747 

0748 

0748 

0749 

0749 

0750 

0751 

0751 

0752 

0142 

0752 

0753 

0753 

0754 

0754 

0755 

0755 

0756 

0756 

0757 

0-143 

0757 

0758 

0758 

0759 

0759 

0760  ' 

0761 

0761 

0762 

0762 

0144 

0763 

0763 

0764 

0764 

•  0765 

0765 

1 

0766 

0766 

0767 

1 

0768 

0-146 

0768 

0769 

0770 

0770 

0771 

1 

0771 

0772 

0772 

0773 

0773  . 

0146 

0774 

0774 

0775 

0775 

0776 

0776 

0777 

0778 

0778 

0779 

0147 

0779 

0780 

0780 

0781 

0781 

0782 

0782 

0783 

0783 

0784  , 

0-148 

0784 

0785 

0785 

0786 

0786 

0787 

0788 

0788 

0789 

0789  i 

0149 

0790 

0790 

0791 

0791 

0792 

0792 

0793 

0793 

0794 

0794 

0160 

.0795 

0795 

0796 

0797 

0797 

0798 

0798 

0799 

0799 

0800 

0151 

0800 

0801 

0801 

0802 

0802 

0803 

0803 

0804 

0805 

0805 

0152 

0806 

0806 

0807 

0807 

0808 

0808 

0809 

0809 

0810 

0810 

0153 

0811 

0811 

0812 

0813 

0813 

0814 

0814 

0815 

0815 

0816 

0154 

0816 

0817 

0817 

0818 

0818 

0819 

0819 

0820 

0820 

0821 

0-156 

0821 

0822 

0823 

0823 

0824 

0824  , 

0285 

0825 

0826 

0826  1 

0-156 

0827 

0827 

0828 

0828 

0829 

0829  ; 

0830 

0831 

0831 

0832 

0157 

0832 

0833 

0833 

0834 

0834 

0835 

0835 

0836 

0836 

0837 

0158 

0837 

0838 

0838 

0839 

0840 

0840 

0841 

0841 

0842 

0842 

0*159 

0843 

0843 

0844 

0844 

0845 

0845 

0846 

0846 

0847 

0848 

0-160 

0848 

0849 

0849 

0850 

0850 

0851 

0851 

0852 

0852 

0853 

0161 

0853 

0854 

0854 

0855 

0856 

0856 

0857 

0857 

0858 

0859 

0-162 

0859 

0859 

0860 

0860 

0861 

0861 

0862 

0862 

0863 

0863  , 

0163 

0864 

0864 

0865 

0866 

0866 

0867 

0867 

0868 

0868 

0869 

0164 

0869 

0870 

0870 

0871 

0871 

0872 

■  0872 

0873 

0874 

0874 

0165 

0875 

0875 

0876 

0876 

0877 

0877 

0878 

0878 

0879 

0879 

1 

0166 

0880 

0880 

1  0881 

0881 

0882 

0882 

<  0883 

0884 

0884 

0885 

1 

0167 

0885 

0886 

0886 

0887 

0887 

0888 

0888 

0889 

0889 

0890 

0-168 

0890 

0891 

0891 

0892 

0892 

0893 

0894 

0894 

0895 

0895 

0169 

0896 

0896 

0897 

0897 

0898 

0898 

0899 

.  0899 

0900 

0900 

1 

0170 

0901 

0902 

0902 

0903 

0903 

0904 

0904 

0905 

0905 

0906  ' 

0-171 

0906 

0907 

0907 

0908 

0908 

0909 

0909 

0910 

0911 

0911 

0172 

0912 

0912 

0913 

0913 

0914 

0914 

0915 

0915 

0916 

0916 

0-173 

0917 

0917 

0918 

0918 

0919 

0919 

0920 

0921 

0921 

0922 

0174 

0922 

0923 

0923 

0924 

0924 

0925 

0925 

1 

0926 

0926 

0927 

i 
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Table  LXXXIX.— NaCl  to  Hsifi.— continued. 


Grm.  Na,0. 

Grm. 
NaGi. 

0 

1 

0928 

2 

3 

4 
0930 

5 

6 

7 

8 

9 

0-175 

0928 

0929 

0929 

0930 

0931 

0931 

0932 

0932 

0176 

0933 

0933 

0934 

0934 

0935 

0935 

0936 

0937 

0937 

0938 

0177 

0938 

0939 

0939 

0940 

0940< 

0941 

0941 

0942 

0942 

0943 

0-178 

0943 

0944 

0944 

0945  , 

0945 

0946 

0947 

0948 

0948 

0949 

0179 

0949 

0950 

0950 

0951 

0951 

0952 

0952 

0953 

0963 

0954 

0180 

0954 

0955 

0955 

0966 

0956 

0957 

0967 

0958 

0968 

0969 

0181 

0969 

0960 

0960 

0961 

0961 

0962 

0962 

0963 

0964 

0964 

0182 

0965 

0965 

0966 

0966 

0967 

0967 

0968 

0968 

0969 

0969 

0183 

0970 

0970 

0971 

0971 

0972 

0973 

0973 

0974 

0974 

0975 

0184 

0975 

0976 

0976 

0977 

0977 

0978 

0978 

0979 

0979 

0980 

0185 

0981 

0981 

0982 

0982 

0983 

0983 

0984 

0984 

0985 

0985 

0186 

0986 

0986 

0987 

0987 

0988 

0988 

0989 

0990 

0990 

0991 

0-187 

0991 

0992 

0992 

0993 

0993 

0994 

0994 

0995 

0996 

0996 

0188 

0996 

0997 

0997 

0998 

0999 

0999 

1000 

1000 

1001 

1001 

0-189 

1002 

1002 

1003 

1003 

1003 

1004 

1004 

1005 

1005 

1006 

0-190 

1007 

1007 

1008 

1008 

1009 

1009 

1010 

1010 

1011 

1012 

0191 

1012 

1013 

1013 

1014 

1014 

1015 

1015 

1016 

1017 

1017 

0-192 

1018 

1018 

1019 

1019 

1020 

1020 

1021 

1021 

1022 

1022 

0193 

1023 

1023 

1024 

1026 

1025 

1026 

1026. 

1027 

1027 

1028 

0194 

1028 

1029 

1029 

1030 

1030 

1031 

1031 

1032 

1032 

1033 

0-195 

1034 

1034 

1035 

1035 

1036 

1036 

1037 

1037 

1038 

1038 

0196 

1039 

1039 

1040 

1040 

1041 

1041 

1042 

1042 

1043 

1044 

0-197 

1044 

1045 

1045 

1046 

1046 

1047 

1047 

1048 

1048 

1049 

0-198 

1049 

1050 

1051 

1051 

1052 

1052 

1053 

1053 

1064 

1064 

0-199 

1055 

1055 

1056 

1056 

1056 

1057 

1057 

1068 

1058 

1059 

i 


7o8 


A  TREATISE  ON   CHEMICAL   ANALYSIS. 


Table  XC.-— Conversion  of  Grms.  of  Mag^nesium  Pjrrophosphate 
iMg^Pfif)  into  Grms.  of  Mag^nesium  Oxide  (Mg^O). 

(Faotoe  0*862.) 


Grm. 

MgO. 

Qrm. 

Mg.P,0,. 

, 

0 

1 

•  • 

2 
0001 

3 

1 

4 

6 

6 

7 

8 
0003 

9 

0000 

•  ■ 

0001 

0001 

0002 

0002 

0003 

0003 

0001 

0004 

0004 

0004 

0006 

0006 

0006 

0006 

0006 

0007 

0007 

0002 

0007 

0008 

0008 

0008 

0009 

0009  ' 

0009 

0010 

0010 

0010 

0003 

0011 

0011 

0012 

0012 

0012 

0013 

0013 

0013 

0014 

0014  , 

0-004 

0014 

0016 

0016 

0016 

0016 

0016 

0017 

0017 

0017 

0018 

0-006 

0018 

0018 

0019 

0019 

0020 

0020 

0020 

0021 

0021 

0021 

0-006 

0022 

0022 

0022 

0023 

0023 

0024 

0024 

0024 

0026 

0026 

0007 

0026 

0026 

0026 

0026 

0027 

0027 

0028 

0028 

0028 

0029 

0008 

0029 

0029 

0029 

0030 

0030 

0031 

0031 

0031 

0032 

0032 

0-009 

0033 

0033 

0033 

0034 

0034 

0034  , 

0036 

0036 

0036 

0036 

0010 

0036 

0037 

0037 

0037 

0038 

0038 

0038 

0039 

0039 

0039 

0011 

0040 

0040 

0041 

0041 

0041 

0042 

0042 

0042 

0043 

0043 

0-012 

0043 

0044 

0044 

0046 

0046 

0046 

0046 

0046 

0046 

0047 

0013 

0047 

0047 

0048 

0048 

0049 

0049 

0049 

0060 

0060 

0060 

0-014 

0061 

0061 

0061 

0062 

0062 

0062 

0063 

0063 

0064 

0064 

0016 

0064 

0066 

0066 

0066 

0066 

0066 

0066 

0067 

0067 

0068 

0-016 

0068 

0068 

0069 

0069 

0069 

0060 

0060 

0060 

0061 

0061 

0017 

0062 

0062 

0062 

0063 

0063 

0063 

0064 

0064 

0064 

0066 

0018 

0066 

0066 

0066 

0066 

0067 

0067 

0067 

0068 

0068 

0068 

0019 

0069 

0069 

0070 

0070 

0070 

0071 

0071 

0071 

0072 

0072 

0020 

0072 

0073 

0073 

0073 

0074 

0074 

0076 

0076 

0076 

0076 

0-021 

0076 

0076 

0077 

0077 

0078 

0078 

0078 

0079 

0079 

0079 

0-022 

0080 

0080 

0080 

0081 

0081 

0081 

0082 

0082 

0083 

0083 

0-023 

0083 

0084 

0084 

0084 

0086 

0086 

0086 

0086 

0086 

0087 

0024 

0087 

0087 

0088 

0088 

0088 

0089 

0089 

0089 

0090 

0090 

0-026 

0091 

0091 

0091 

0092 

0092 

0092 

0093 

0093 

0093 

0094 

0-026 

0094 

0094 

0096 

0096 

0096 

0096 

0096 

0097 

0097 

0097 

0-027 

0098 

0098 

0098 

0099 

0099 

0100 

0100 

0100 

0101 

0101  ; 

0-028 

0101 

0102 

0102 

0102 

0103 

0103 

0104 

0104 

0104 

0106  ; 

0-029 

0106 

0106 

0106 

0106 

0107 

0107 

0107 

0108 

0108 

0108 

0-030 

0109 

0109 

0109 

0110 

0110 

0110 

0111 

0111 

0111 

0112 

0-031 

0112 

0113 

0113 

0113 

0114 

0114 

0114 

0116 

0116 

0116 

0-032 

0116 

0116 

0117 

0117 

0117 

0118 

0118 

0118 

0119 

0119 

0-033 

0119 

0120 

0120 

0121 

0121 

0121 

0122 

0122 

0122 

0123 

0034 

0123 

0123 

0123 

0124 

0126 

0126 

0126 

0126 

0126 

0126 

0036 

0127 

0127 

0127 

0128 

0128 

0129 

0129 

0129 

0130 

0130 

0-036 

0130 

0131 

0131 

0131 

0132 

0132 

0132 

0133 

0133 

0134 

0037 

0134 

0134 

0136 

0136 

0136 

0136 

0136 

0136 

0137 

0187 

0038 

0138 

0138 

0138 

i  0139 

0139 

0139 

0140 

0140 

0140 

0141 

0039 

0141 

0142 

0142 

1  0142 

0143 

0143 

0143 

0144 

0144 

0144 
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Table  XC— MgaPjOy  to  MgO.— continued. 


Grm. 
Mg,P,0,. 


0040 
0*041 
0042 
0043 
0044 

0*045 
0046 
0*047 
0048 
0*049 

0*050 
0051 
0052 
0053 
0*054 

0055 
0056 
0057 
0058 
0059 

0*060 
0061 
0*062 
0063 
0064 

0*065 
0066 
0*067 
0*068 
0069 

0*070 
0071 
0072 
0*073 
0*074 

0*075 
0*076 
0*077 
0*078 
0*079 

0*080 
0081 
0*082 
0*083 
0-084 


Grm.  MgO. 


0145 
0148 
0152 
0156 
0159 

0163 
0167 
0170 
0174 
0177 

0181 
0185 
0188 
0192 
0195 

0199 
0203 
0206 
0210 
0214 

0217 
0221 
0224 
0228 
0232 

0235 
0239 
0243 
0246 
0250 

0253 
0257 
0261 
0264 
0268 

0272 
0275 
0279 

0282 
0286 

0290 
0293 
0297 
0300 
0304 


0145 
0149 
0152 
0156 
0160 

0163 
0167 
0171 
0174 
0178 

0181 
0185 
0189 
0192 
0196 

0199 
0203 
0207 
0210 
0214 

0218 
0221 
0225 
0228 
0232 

0236 
0239 
0243 
0247 
0250 

0254 
0257 
0261 
0265 
0268 

0272 
0275 
0279 
0283 
0286 

0290 
0294 
0297 
0301 
0304 


2 


0146 
0149 
0153 
0156 
0160 

0164 
0167 
0171 
0174 
0178 

0182 
0185 
0189 
0193 
0196 

0200 
0203 
0207 
0211  ' 

0214  ; 

0218  ! 

0222 

0225 

0229 

0232 

0236 
0240 
0243 
0247 
0251 

0254 
0258 
0261 
0265 
0269 

0272 
0276 
0279 
0283 
0287 

0290 
0294 
0298 
0301 
0305 


0146 
0149 
0153 
0157 
0160 

0164 
0168 
0171 
0175 
0178 

0182 
0186 
0189 
0193 
0197 

0200 
0204 
0207 
0211 
0215 

0218 
0222 
0226 
0229 
0233 

0236 
0240 
0244 
0247 
0251 

0254 
0258 
0262 
0265 
0269 

0273 
0276 
0280 
0283 
0287 

0291 
0294 
0298 
0302 
0305 


4 

5 
0147 

0146 

0150 

0150 

0153 

0154 

0157 

0157 

0161 

0161 

0164 

0165 

0168 

0168 

0172 

0172 

0176 

0176 

0179 

0179 

0182 

0183 

0186 

0186 

0190 

0190 

0193 

0194 

0197 

0197 

0201 

0201 

0204 

0206 

0208 

0208 

0211 

0212 

0215 

0215 

0219 

0219 

0222 

0223 

0226 

0226 

0230 

0230 

0233 

0234 

0237 

0237 

0240 

0241 

0244 

0244 

0248 

0248 

0251 

0252 

0266 

0255 

0258 

0259 

0262 

0262 

0266 

0266 

0269 

0270 

0273 

0273 

0277 

0277 

0280 

0281 

0284 

0284 

0287 

0288 

0291 

0291 

0295 

0295 

0298 

0299 

0302 

0302 

0306 

0306 

6 


0147 
0151 
0154 
0158 
0161 

0165 
0169 
0172  ' 
0176  ' 
0180 

0183 
0187 
0190  > 
0194  • 
0198 

0201 
0205 
0209 
0212 
0216 

0219 
0223 
0227 
0230 
0234 

0237 
0241 
0245 
0248 
0252 

0256 
0259 
0263 
0266 
0270 

0274 
0277 
0281 
0285 
0288 

0292 
0295 
0299 
0303 
0306 


0147 
0151 
0155 
0158 
0162 

0165 
0169 
0173 
0176 
0180 

0184 
0187 
0191 
0194 
0198 

0202 
0205 
0209 
0212 
0216 

0220 
0223 
0227 
0231 
0234 

0238 
0242 
0245 
0249 
0252 

0256 
0260 
0263 
0267 
0270 

0274 
0278 
0281 
0285 
0289 

0292 
0296 
0299 
0303 
0307 


8 


0148 
0151 
0155 
0159 
0162 

0166 
0169 
0173 
0177 
0180 

0184 
0188 
0191 
0195 
0198 

0202 
0206 
0209 
0213 
0216 

0220 
0224 
0227 
0231 
0235 

0238 
0242 
0245 
0249 
0253 

0256 
0260 
0264 
0267 
0271 

0274 
0278 
0282 

0285 
0289 

0292 
0296 
0300 
0303 
0307 


9 


0148 
0152 
0155 
0159 
0163 

0166 
0170 
0173 
0177 
0181 

0184 
0188 
0191 
0195 
0199 

0202 
0206 
0210  I 
0213 

0217  ! 

I 

0220  I 

0224  ; 

0228  ; 

0231  I 
0235 

0238 
0242 
0246 
0249  ! 

0253  ; 

0257  i 
0260 
0264  > 
0268  , 
0271 

0276 
0278 
0282 
0286 
0289 

0293 
0296 
0300 
0304 
0307 
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A   TREATISE   ON    CHEMICAL   ANALYSIS. 


Table  XC— MgaPgOr  to  MgO.— continued. 


Grm. 

MgO. 

Gr-. 

Mg,PA. 

0 

1 
0308 

2 

3 

4 

5 

6 

7 

8 

9 

0*085 

0308 

0308 

0309 

0309 

0310 

0310 

0310 

0311 

0311 

0086 

0311 

0312 

0312 

0312 

0313 

0313 

0313 

0314 

0314 

0316 

0-087 

0315 

0316 

0316 

0316 

0316 

0317 

0317 

0317 

0318 

0318 

0-088 

0319 

0319 

0319 

0320 

0320 

0320 

0321 

0321 

0321 

0322 

0089 

0322 

0323 

0323 

0323 

0324 

0324 

0324 

0325 

0325 

0325 

0*090 

0326 

0326 

0326 

0327 

0327 

0328 

0328 

0328 

0329 

0329 

0091 

0329 

0330 

0330 

0331 

0331 

0331 

0332 

0332 

0332 

0333 

0092 

0333 

0333 

0334 

0334 

0334 

0336 

0335 

0336 

0336 

0336 

0-093 

0337 

0337 

0337 

0338 

0338 

0338 

0339 

0339 

0340 

0340 

0094 

0340 

0341 

0341 

0341 

0342 

0342 

0342 

0343 

0343 

0344 

0096 

0344 

0344 

0345 

0345 

0345 

0346 

0346 

0346 

0347 

0347 

0096 

0348 

0348 

0348 

0349 

0349 

0349 

0350 

0350 

0350 

0351 

0097 

0361 

0362 

0362 

0362 

0363 

0353 

0353 

0354 

0354 

0354  . 

0-098 

0365 

0366 

0356 

0366 

0366 

0357 

0367 

0367 

0358 

0358  ; 

0099 

0368 

0369 

0369 

0369 

0360 

0360 

0361 

0361 

0361 

0362 

0-100 

0362 

0362 

0363 

0363 

0363 

0364 

0364 

0365 

0365 

0365 

0-101 

0366 

0366 

0366 

0367 

0367 

0367 

0368 

0368 

0369 

0369 

0102 

0369 

0370 

0370 

0370 

0371 

0371 

0371 

0372 

0372 

0372 

0103 

0373 

0373 

0374 

0374 

0374 

0376 

0376 

0376 

0376 

0376  , 

0104 

0376 

0377 

0377 

0378 

0378 

0378 

0379 

0379 

0379 

0380 

0105 

0380 

0380 

0381 

0381 

0382 

0382 

0382 

0383 

0383 

0383 

0-106 

0384 

0384 

0384 

0385 

0386 

0386 

0386 

0386 

0387 

0387  ' 

0107 

0387 

0388 

0388 

0388 

0389 

0389 

0389 

0390 

0390 

0391 

0108 

0391 

0391 

0392 

0392 

0392 

0393 

0393 

0394 

0394 

0394  1 

0109 

0396 

0396 

0396 

0396 

0396 

0396 

0397 

0397 

0397 

0398 

0110 

0398 

0399 

0399 

0399 

0400 

0400 

0400 

0401 

0401 

0401 

0111 

0402 

0402 

0403 

0403 

0403 

0404 

0404 

0404 

0405 

0405 

0112 

0406 

0406 

0406 

0407 

0407 

0407 

0408 

0408 

0408 

0409 

0113 

0409 

0409 

0410 

0410 

0411 

0411 

0411 

0412 

0412 

0412 

0114 

0413 

0413 

0413 

0414 

0414 

0414 

0416 

0416 

0416 

0416 

0-116 

0416 

0417 

0417 

0417 

0418 

0418 

0418 

0419 

0419 

0420 

0116 

0420 

0420 

0421 

0421 

0421 

0422 

0422 

0422 

0423 

0423 

0117 

0424 

0424 

0424 

0426 

0426 

0426 

0426 

0426 

0426 

0427 

0118 

0427 

0428 

0428 

0428 

0429 

0429 

0429 

0430 

0430 

0430 

0119 

0431 

0431 

0432 

0432 

0432 

0433 

0433 

0433 

0434 

0434 

0120 

0434 

0436 

0436 

0435 

0436 

0436 

0437 

0437 

0437 

0438  ' 

0121 

0438 

0438 

0439 

0439 

-  0439 

0410 

0440 

0441 

0441 

0441 

0122 

0442 

0442 

0442 

0443 

0443 

0443 

0444 

0444 

0445 

0445 

0123 

0446 

0446 

0446 

0446 

0447 

0447 

0447 

0448 

0448 

0449 

0-124 

0449 

0449 

0460 

0450 

0460 

0461 

0461 

0451 

0452 

0452  ! 

0-126 

0463 

0463 

0463 

0454 

0464 

0454 

0456 

0455 

0455 

0456  ; 

0-126 

0466 

0466 

0457 

0457 

0468 

0468 

0458 

0459 

0459 

0459 

0-127 

0460 

0460 

0460 

0461 

0461 

0462 

0462 

0462 

0463 

0463 

0-128 

0463 

0464 

0464 

0464 

0466 

0466 

0466 

0466 

0466 

0467 

0129 

0467 

0467 

0468 

0468 

0468 

0469 

0469 

1 

0470 

0470 

1 

0470 

1 
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Table  XC. — Mg2P20r  to  MgO. — contirmed. 


Gmu 

MgO. 

Grm. 

Mg,P,0,. 

0 
0471 

1 

2 

3 

4 

5 

6 

7 

8 

9 

0130 

0471 

0471 

0472 

0472 

0472 

0473 

0473 

0473 

0474 

0131 

0474 

0475 

0475 

0476 

0476 

0476 

0476 

0477 

0477 

0477 

0132 

0478 

0478 

0479 

0479 

0479 

0480 

0480 

0480 

0481 

0481 

0133 

0481 

0482 

0482 

0483 

0483 

0483 

0484 

0484 

0484 

0485 

0134 

0485 

0485 

0486 

0486 

0487 

0487 

0487 

0488 

0488 

0488 

0135 

0489 

0489 

0489 

0490 

0490 

0491 

0491 

0491 

0492 

0492 

0136 

0492 

0493 

0493 

0493 

0494 

0494 

0494 

0496 

0496 

0496 

0137 

0496 

0496 

0497 

0497 

0497 

0498 

0498 

0498 

0499 

0499 

0138 

0500 

0500 

0600 

0501 

0501 

0501 

0502 

0502 

0502 

0503 

0139 

0503 

0504 

0504 

0504 

0506 

0505 

0505 

0506 

0506 

0506 

0-140 

0507 

0507 

0508 

0508 

0508 

0509 

0509 

0509 

0610 

0610 

0-141 

0510 

0611 

0511 

0512 

0512 

0512 

0613 

0513 

0513 

0614 

0142 

0514 

0615 

0515 

0515 

0516 

0516 

0516 

0517 

0517 

0618 

0143 

0518 

0518 

0519 

0519 

0519 

0520 

0520 

0620 

0521 

0521 

0144 

0621 

0522 

0522 

0523 

0523 

0523 

0524 

0624 

0524 

0625 

0146 

0525 

0526 

0526 

0526 

0627 

0527 

0527 

0528 

0528 

0628 

0146 

0529 

0529 

0529 

0530 

0530 

0531 

0531 

0531 

0532 

0532 

0-147 

0532 

0533 

0533 

0533 

0534 

0534 

0534 

0536 

0535 

0535 

0148 

0536 

0536 

0636 

0537 

0637 

0538 

0638 

0538 

0639 

0539 

0149 

0539 

0540 

0640 

0540 

0541 

0641 

0542 

0642 

0642 

0543 

0150 

0543 

0543 

0644 

0644 

0544 

0545 

0645 

0546 

0546 

0546 

0161 

0547 

0647 

0547 

0548 

0548 

0548 

0649 

0549 

0550 

0550 

0152 

0550 

0651 

0561 

0551 

0651 

0552 

0652 

0553 

0553 

0553 

0153 

0554 

0664 

0555 

0555 

0556 

0556 

0656 

0556 

0557 

0557 

0164 

0557 

0558 

0658 

0559 

0659 

0659 

0560 

0560 

0560 

0561 

0155 

0661 

0661 

0562  . 

0562 

0563 

0563 

0563 

0664 

0664 

0564 

0156 

0565 

0565 

0565 

0666 

0566 

0567 

0567 

0567 

0568 

0568 

0157 

0568 

0669 

0669 

0569 

0570 

0570 

0571 

0571 

0571 

0572 

0-158 

0572 

0572 

0573 

0573 

0573 

0574 

0574 

0574 

0575 

0576 

0159 

0576 

0576 

0576 

0577 

0577 

0577 

0578 

0578 

0578 

0579 

0160 

0579 

0580 

0580 

0580 

0581 

0581 

0581 

0582 

0582 

0582 

0161 

0583 

0583 

0584 

0584 

0584 

0585 

0585 

0585 

0586 

0586 

0162 

0586 

0587 

0587 

0588 

0588 

0588 

0589 

0589 

0589 

0590 

0163 

0590 

0590 

0591 

0591 

0592 

0592 

0592 

0593 

0593 

0593 

0164 

0594 

0594 

0594 

0595 

0596 

0595 

0596 

0596 

0597 

0597 

0165 

0597 

0598 

0598 

0598 

0599 

0699 

0599 

0600 

0600 

0601 

0166 

0601 

0601 

0602 

0602 

0602 

0603 

0603 

0603 

0604 

0604 

0-167 

0605 

0606 

0605 

0606 

0606 

0606 

0607 

0607 

0607 

0608 

0-168 

0608 

0609 

0609 

0609 

I  0610 

0610 

0610 

0611 

0611 

0611 

0-169 

0612 

0612 

0613 

0613 

0613 

0614 

0614 

0614 

0615 

0615 

0-170 

0615 

0616 

0616 

0616 

0617 

0617 

0618 

0618 

•0618 

0619 

0171 

0619 

0619 

0620 

0620 

0620 

0621 

0621 

0622 

0622 

0622 

0172 

0623 

0623 

0623 

0624 

'  0624 

0624 

0625 

0625 

0626, 

0629 

0633 

0626 

0173 

0626 

0627 

0627 

0627 

1  0628 

0628 

0628 

0629 

0630 

0174 

0630 

0630 

0631 

0631 

0631 

0632 

0632 

0633 

0633 
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Table  XC.—Mg^P^O^  to  MgO.— continued. 


Grm. 

MgO. 

Orm. 
MgAO,. 

0 

1 

2 

3 
0635 

4 
0635 

5 

6 

7 

8 

9 

0176 

0634 

0634 

0634 

0635 

0636 

0636 

0636 

0637 

0176 

0637 

0637 

0638 

0638 

0639 

0639 

0639 

0640 

0640 

0640 

0-177 

0641 

0641 

0641 

0642 

0642 

0643 

0643 

0643 

0644 

0644 

0178 

0645 

0645 

0645 

0646 

0646 

0646 

0647 

0647 

0647 

0648 

0-179 

0648 

0649 

0649 

0649 

0650 

0650 

0650 

0651 

0651 

0651 

0180 

0652 

0652 

0652 

0653 

0653 

0653 

0654 

0654 

0654 

0655 

0181 

0655 

0656 

0656 

0656 

0657 

0657 

0657 

0658 

0658 

0658 

0182 

0659 

0659 

0660 

0660 

0660 

0661 

0661 

0661 

0662 

0662 

0183 

0662 

0663 

0663 

0664 

0664 

0664 

0665 

0665 

0665 

0666 

0-184 

0666 

0666 

0667 

0667 

0668 

0668 

0668 

0669 

0669 

0669 

0-185 

0670 

0670 

0670 

0671 

0671 

0672 

0672 

0672 

0673 

0673 

0186 

0673 

0674 

0674 

0674 

0675 

0675 

0675 

0676 

0676 

0677 

0-187 

0677 

0677 

0678 

0678 

0678 

0679 

0679 

0679 

0680 

0680 

0188 

0681 

0681 

0681 

0682 

0682 

0682 

0683 

0683 

0683 

0684 

0-189 

0684 

0685 

0685 

0685 

0686 

0686 

0686 

0687 

0687 

0687 

0190 

0688 

0688 

0689 

0689 

0689 

0690 

0690 

0690 

0691 

0691 

0191 

0691 

0692 

0692 

0693 

0693 

0693 

0694 

0694 

0694 

0695 

0192 

0695 

0695 

0696 

0696 

0696 

0697 

0697 

0698 

0698 

0698 

0-193 

0699 

0699 

0699 

0700 

0700 

0700 

0701 

0701 

0702 

0702 

0-194 

0702 

0703 

0703 

0703 

0704 

0704 

0704 

0705 

0706 

0706 

0-195 

0706 

0706 

0707 

0707 

0707 

0708 

0708 

0708 

0709 

0709 

0196 

0710 

0710 

0710 

0711 

0711 

0711 

0712 

0712 

0712 

0713 

0197 

0713 

0714 

0714 

0714 

0715 

0715 

0715 

0716 

0716 

0716 

0-198 

0717 

0717 

0717 

0718 

0718 

0719 

0719 

0719 

0720 

0720 

0-199 

0720 

0721 

0721 

0721 

0722 

0722 

0723 

0723 

0723 

0724 

0-200 

0724 

0724 

0725 

0725 

0725 

0726 

0726 

0727 

0727 

0727 

0-201 

0728 

0728 

0728 

0729 

0729 

0729 

0730 

0730 

0731 

0731 

0-202 

0731 

0732 

0732 

0732 

0733 

0733 

0733 

0734 

0734 

0734 

0-203 

0735 

0735 

0736 

0736 

0736 

0737 

0737 

0737 

0738 

0738 

0-204 

0738 

0739 

0739 

0740 

0740 

0740 

0741 

0741 

0741 

0742 

0-205 

0742 

0742 

0743 

0743 

0744 

0744 

0744 

0745 

0745 

0746 

0-206 

0746 

0746 

0746 

0747 

0747 

0748 

0748 

0748 

0749 

0749 

0-207 

0749 

0750 

0750 

0750 

0751 

0751 

0751 

0752 

0762 

0753 

0-208 

0753 

0753 

0754 

0754 

0754 

0755 

0755 

0755 

0756 

0756 

0-209 

0757 

0757 

0757 

0758 

0758 

0758 

0759 

0759 

0769 

0760 

0-210 

0760 

0760 

0761 

0761 

0761 

0762 

0762 

0763 

0763 

0763 

0-211 

0764 

0764 

0765 

0765 

0765 

0766 

0766 

0766 

0767 

0767 

0-212 

0767 

0768 

0768 

0769 

0769 

0769 

0770 

0770 

0770 

0771 

0-213 

0771 

0771 

0772 

0772 

0773 

0773 

0773 

0774 

0774 

0774 

0-214 

0775 

0775 

0775 

0776 

0776 

0776 

0777 

0777 

0778 

0778 

0-215 

0778 

0779 

0779 

0779 

0780 

0780 

0780 

0781 

0781 

0782 

1   0-216 

0782 

0782 

0783 

0783 

0783 

0784 

0784 

0784 

0786 

0786 

0-217 

0786 

0786 

0786 

0787 

0787 

0787 

0788 

0788 

0788 

0789 

0-218 

0789 

0790 

0790 

0790 

0791 

0791 

0791 

0792 

0792 

0792 

0-219 

0793 

0793 

0794 

0794 

0794 

0794 

0795 

0795 

0796 

0796 
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Table  XC— Mg2P207  to  MgO.-^ontinued, 


Qrm. 

MgO. 

Orm. 
Mg,P,0,. 

6 
0799 

7 

8 

0 

1 

2 

3 

4 
0798 

5 

9 

0-220 

0796 

0797 

0797 

0797 

0798 

0799 

0799 

0800 

0221 

0800 

0800 

0801 

0801 

0801 

0802 

0802 

0803 

0803 

0803 

0^222 

0804 

0804 

0804 

0805 

0805 

0805 

0806 

0806 

0807 

0807 

0-223 

0807 

0808 

0808 

0808 

0809 

0809 

0809 

0810 

0810 

0811 

0-224 

0811 

0811 

0812 

0812 

0812 

0813 

0813 

0813 

0814 

0814 

0-226 

0816 

0815 

0815 

0816 

0816 

0816 

0817 

0817 

0817 

0818 

0-226 

0818 

0818 

0819 

0819 

0820 

0820 

0820 

0821 

0821 

0821 

0-227 

0822 

[  0822 

0822 

0823 

0823 

0824 

0824 

0824 

0825 

0825 

0-228 

0826 

0826 

0826 

0826 

0827 

0827 

0828 

0828 

0828 

0829 

0-229 

0829 

0829 

0830 

0830 

0830 

0831 

0831 

0831 

0832 

0832 

0-230 

0833 

0833 

0833 

0834 

0834 

0834 

0835 

0835 

0835 

0836 

0-231 

0836 

0837 

0837 

0837 

0838 

0838 

0838 

0839 

0839 

0839 

0-232 

0840 

0840 

0841 

0841 

0841 

0842 

0842 

0842 

0843 

0843 

0-233 

0843 

0844 

0844 

0845 

0846 

0845 

0846 

0846 

0846 

0847 

0-234 

0847 

0847 

0848 

0848 

0849 

0849 

0849 

0850 

0850 

0860 

0-235 

0851 

0851 

0861 

0852 

0862 

0853 

0863 

0853 

0854 

0864 

0-236 

0854 

0855 

0855 

0865 

0856 

0856 

0856 

0857 

0857 

0858 

0237 

0858 

0868 

0859 

0859 

0869 

0860 

0860 

0860 

0861 

0861 

0-238 

0862 

0862 

0862 

0863 

0863 

0863 

0864 

0864 

0864 

0865 

0-239 

0865 

0866 

0866 

0866 

0867 

0867 

0867 

0868 

0868 

0868 

0-240 

0869 

0869 

0870 

0870 

0870 

0871 

0871 

0871 

0872 

0872 

0-241 

0872 

0873 

0873 

0874 

0874 

0874 

0875 

0876 

0876 

0876 

0-242 

0876 

0876 

0877 

0877 

0877 

0878 

0878 

0879 

0879 

0879 

0-243 

0880 

0880 

0880 

0881 

0881 

0881 

0882 

0882 

0883 

0883 

0-244 

0883 

0884 

0884 

0884 

0886 

0885 

0885 

0886 

0886 

0887 

0-245 

0887 

0887 

0888 

0888 

0888 

0889 

0889 

0889 

0890 

0890 

0-246 

0891 

0891 

0891 

0892 

0892 

0892 

0893 

0893 

0893 

0894 

0-247 

0894 

0896 

0896 

0895 

0896 

0896 

0896 

0897 

0897 

0897 

0-248 

0898 

0898 

0898 

0899 

0899 

0900 

0900 

0900 

0901 

0901 

0-249 

0901 

0902 

0902 

0902 

0903 

0903 

0904 

0904 

0904 

0905 

0-250 

0905 

0905 

0906 

0906 

0906 

0907 

0907 

0908 

0908 

0908 

0-251 

0909 

0909 

0909 

0910 

0910 

0910 

0911 

0911 

0912 

0912 

0-252 

0912 

0913 

0913 

0913 

0914 

0914 

0914 

0915 

0915 

0915 

0-253 

0916 

0916 

0917 

0917 

0917 

0918 

0918 

0918 

0919 

0919 

0-254 

0919 

0920 

0920 

0920 

0921 

0921 

0921 

0922 

0922 

0923 

0-255 

0923 

0923 

0924 

0924 

0924 

0925 

0925 

0925 

0926 

0926 

0-266 

0927 

0927 

0927 

0928 

0928 

0928 

0929 

0929 

0929 

0930 

0-267 

0930 

0931 

0931 

0931 

0932 

0932 

0932 

0933 

0933 

0934 

0-268 

0934 

0934 

0936 

0935 

0936 

0936 

0936 

0936 

0937 

0937 

0^259 

0938 

0938 

0938 

0939 

0939 

0939 

0940 

0940 

0940 

0941 

0-260 

0941 

0942 

0942 

0942 

0943 

0943 

0943 

0944 

0944 

0944 

0-261 

0945 

0945 

0946 

0946 

0946 

0947 

0947 

0947 

0948 

0948 

0-262 

0948 

0949 

0949 

0950 

0950 

0950 

0951 

0961 

0951 

0952 

0-263 

0952 

0962 

0953 

0953 

0954 

0954 

0954 

0955 

0965 

0955 

0-264 

0956 

0966 

0956 

0957 

0957 

0957 

0958 

0958 

0959 

0969 

714 
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Table  XC— Mg2P20r  to  MgO.—c<mtintied, 


Qrm. 
Mg^.O,. 


0-266 
0-266 
0-267 
0-268 
0-269 

0-270 
0-271 
0-272 
0-273 
0-274 

0-276 
0-276 
0-277 
0-278 
0-279 

0-280 
0-281 
0-282 
0-283 

0-284 

0-286 
0-286 
0-287 
0-288 
0-289 

0-290 
0-291 
0-292 
0-293 
0-294 

0-296 
0-296 
0-297 
0-298 
0-299 


Grm.  MgO. 


0969 
0963 
0966 
0970 
0973 

0977 
0981 
0984 
0988 
0992 

0996 
0999 
1003 
1006 
1010 

1014 
1017 
1021 
1024 
.1028 

1032 
1036 
1039 
1043 
1046 


1 

2 

0960 

0960 

0963 

0964 

0967 

0967 

0970 

0971 

0974 

0974 

0977 
0981 
0986 
0988 
0992 

0996 
1000 
1003 
1007 
1010 

1014 
1018 
1021 
1026 
1028 

1032 
1036 
1039 
1043 
1047 


1060 

1060 

1063 

1064 

1067 

1067 

1061 

1061 

1064 

1066 

1068 

1068 

1072 

1072 

1076 

1076 

1079 

1079 

1082 

1083 

0978 
0981 
0986 
0989 
0992 

0997 
1000 
1003 
1007 
1011 

1014 
1018 
1022 
1026 
1029 

1032 
1036 
1040 
1043 
1047 

1061 
1064 
1058 
1061 
1066 

1069 
1072 
1076 
1079 
1083 


0960 
0964 
0967 
0971 
0976 

0978 
0982 
0986 
0989 


0961 
0964 
0968 
0971 
0975 

0979 
0982 
0986 
0989 


0993  !  0993 


6 


0997 
1000 
1004 
1007 
1011 

1016 
1018 
1022 
1026 
1029 

1033 
1036 
1040 
1044 
1047 


0997 
1001 
1004 
1008 
1011 

1016 
1019 
1022 
1026 
1030 

1033 
1037 
1040 
1044 
1048 


1051  I  1051 
1056  '  1066 


0961 
0966 
0968 
0972 
0976 

0979 
0983 
0986 
0990 
0993 

0998 
1001 
1006 
1008 
1012 

1015 
1019 
1023 
1026 
1030 

1034 
1037 
1041 
1044 
1048 

1062 
1065 


1068 

1068 

1069 

1062 

1062 

1062 

1066 

1066 

1066 

1069 

1069 

1070 

1073 

1073 

1073 

1076 

1077 

1077 

1080 

1080 

1081 

loas 

;  1084 

1084 

6 


0961 
0965 
0968 
0972 
0976 

0979 
0983 
0987 
0990 
0994 

0998 
1001 
1005 
1009 
1012 

1016 
1019 
1023 
1027 
1030 

1034 
1037 
1041 
1045 
1048 

1052 
1056 
1059 
1063 
1066 

1070 
1074 
1077 
1081 
1085 


0962 
0965 
0969 
0972 
0976 

0980 
0983 
0987 
0991 
0994 

0998 
1002 
1005 
1009 
1013 

1016 
1020 
1023 
1027 
1031 

1034 
1038 
1041 
1045 
1049 

1052 
1056 
1060 
1063 
1067 

1070 
1074 
1078 
1081 
1085 


8 


0962 
0966 
0969 
0973 
0976 

0980 
0984 
0987 
0991 
0996 

0999 
1002 
1006 
1009 
1013 

1017 
1020 
1024 
1027 
1031 

1035 
1038 
1042 
1046 
1049 

1053 
1056 
1060 
1064 
1067 


9 


0963 
0966 
0969 
0973 
0977 

0980 
0984 
0988 
0991 
0996 

0999 
1002 
1006 
1010 
1013 

1017 
1020 
1024 
1028 
1031 

1035 
1039 
1042 
1046 
1049 

1053 
1057 
1060 
1064 
1068 


1071 

1071 

1074 

1076 

1078 

1078 

1082 

1082 

1085 

1086 
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Table  XCI.—Conversion  of  Grms.  of  Magnesium  Pyrophosphate 
(MgjPaOY)  into  Grms.  Phosphorus  Pentoxide  (PaOg). 

(Factor  0*638.) 


Grm. 

P.O.. 

Grm. 
Mg,P,0,. 

0*000 

0 

•  • 

1 

2 
0001 

3 

0002 

4 
0003 

6 

6 
0004 

7 
0004 

8 

9 

0001 

0003 

0006 

0006 

0001 

0006 

0007 

0008 

0008 

0009 

0010 

0010 

0011 

0011 

0012 

0002 

0013 

0013 

0014 

0016 

0016 

0016 

0017 

0017 

0018 

0019 

0003 

0019 

0020 

0020 

0021 

0022 

0022 

0023 

0024 

0024 

0025 

0004 

0026 

0026 

0027 

0027 

0028 

0029 

0029 

0030 

0031 

0031 

0-006 

0032 

0033 

0033 

0034 

0034 

0036 

0036 

0036 

0037 

0038 

0006 

0038 

0039 

0040 

0040 

0041 

0041 

0042 

0043 

0043 

0044 

0007 

0045 

0046 

0046 

0047 

0047 

0048 

0048 

0049 

0060 

0050 

0008 

0061 

0062 

0062 

0063 

0064 

0066 

0066 

0066 

0066 

0067 

0009 

0067 

0058 

0059 

0069 

0060 

0061 

0061 

0062 

0063 

0063 

1 

0-010 

0064 

0064 

0066 

0066 

0066 

0067 

0068 

0068 

0069 

1 

0070 

0011 

0070  1 

0071 

0071 

0072 

0073 

0073 

0074 

0075 

0076 

0076 

0-012 

0077 

0077 

0078 

0078 

0079 

0080 

0080 

0081 

0082 

0082 

0013 

0083 

0084 

0084 

0086 

0086 

0086 

0087 

0087 

0088 

0089 

0014 

0089 

0090 

0091 

0091 

0092 

0093 

0093 

0094 

0094 

0096 

0015 

0096 

0096 

0097 

0097 

0098 

0099 

0100 

0100 

0101 

0101 

0-016 

0102 

0103 

0103 

0104 

0106 

0106 

0106 

0107 

0107 

0108 

0017 

0108 

0109 

0110 

0110 

0111 

0112 

0112 

0113 

0114 

0114 

0-018 

0116 

0116 

0116 

0117 

0117 

0118 

0119 

0119 

0120 

0121 

0-019 

0121 

0122 

0122 

0123 

0124 

0124 

0126 

0126 

0126 

0127 

0-020 

0128 

0128 

0129 

0130 

0130 

0131 

0131 

0132 

0133 

0133 

0021 

0134 

0136 

0136 

0136 

0137 

0137 

0138 

0138 

0139 

0140 

0022 

0140 

0141 

0142 

0143 

0143 

0144 

0144 

0146 

0146 

0146 

0-023 

0147 

0147 

0148 

0149 

0149 

0160 

0161 

0161 

0152 

0162 

0024 

0163 

0164 

0164 

0166 

0166 

0166 

0167 

0168 

0158 

0159 

0026 

0160 

0160 

0161 

0161 

0162 

0163 

0163 

0164 

0166 

0165 

0026 

0166 

0167 

0167 

0168 

0168 

0169 

0170 

0170 

0171 

0172 

0027 

0172 

0173 

0174 

0174 

0176 

0176 

0176 

0177 

0177 

0178 

0-028 

0179 

0179 

0180 

0181 

0181 

0182 

0182 

0183 

0184 

0184 

0029 

0186 

0186 

0186 

0187 

0188 

0189 

0189 

0189 

0190 

0191 

0030 

0191 

0192 

0193 

0193 

0194 

0196 

0196 

0196 

0197 

0197 

0031 

0198 

0198 

0199 

0200 

0200 

0201 

0202 

0202 

0203 

0204 

0032 

0204 

0206 

0206 

0206 

0207 

0207 

0208 

0209 

0209 

0210 

0-033 

0211 

0211 

0212 

0212 

0213 

0214 

0214 

0216 

0216 

0216 

0034 

0217 

0218 

0218 

0219 

0219 

0220 

0221 

0221 

0222 

0223 

!   0-036 

0223 

0224 

0225 

0226 

0226 

0226 

0227 

0228 

0228 

0229 

0036 

0230 

0230 

0231 

0232 

0232 

0233 

0234 

0234 

0236 

0235 

0-037 

0236 

0237 

0237 

0238 

0239 

0239 

0240 

0241 

0241 

0242 

0038 

0242 

0243 

0244 

0244 

0246 

0246 

0246 

0247 

0248 

0248 

0-039 

0249 

0249 

0250 

1 

0261 

1 

0261 

0262 

0263 

0263 

0264 

0256 
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T 

able  XCI. 

Mg2P207  to  P2O5. 

—continued. 

• 

Qrm.  PtOf. 

MgiPjO,. 

N 

^k 

0 

1 

2 

3 

4 
0258 

6 

6 

7 

8 

9 

0040 

0255 

0266 

0256 

0257 

0258 

0259 

0260 

0260 

0^1 

0-041 

0262 

0262 

0263 

0263 

0264 

0265 

0265 

0266 

0267 

0267 

0042 

0268 

0269 

0269 

0270 

0271 

0271 

0272 

0272 

0273 

0274  ■ 

0043 

0274 

0276 

0276 

0276 

0277 

0278 

0278 

0279 

0279 

0280 

0044 

0281 

0281 

0282 

0283 

0283 

0284 

0285 

0285 

0286 

0286  1 

0*046 

0287 

0288 

0288 

0289 

0290 

0290 

0291 

0292 

0292 

0293  . 

0-046 

0293 

0294 

0296 

0296 

0296 

0297 

0297 

0298 

0299 

0299 

0047 

0300 

0300 

0301 

0302 

0302 

0303 

0304 

0304 

0305 

0306 

0048 

0306 

0307 

0308 

0308 

0309 

0309 

0310 

0311 

0311 

0312 

0-049 

0313 

0313 

0314 

0315 

0316 

0316 

0316 

0317 

0318 

0318 

0050 

0319 

0320 

0320 

0321 

0322 

0322 

0323 

0323 

0324 

0326 

0-051 

0326 

0326 

0327 

0327 

0828 

0329 

0329 

0330 

0330 

0331 

0-052 

0332 

0332 

0333 

0334 

0334 

0335 

0336 

0336 

0337 

0338 

0053 

0338 

0339 

0339 

0340 

0341 

0341 

0342 

0343 

0343 

0344 

0054 

0346 

0345 

0346 

0347 

0348 

0348 

0348 

0349 

0360 

0350 

0055 

0361 

0352 

0352 

0353 

0353 

0354 

0355 

0355 

0356 

0367 

0056 

0367 

0358 

0369 

0369 

0360 

0360 

0361 

0362 

0362 

0363 

0067 

0364 

0364 

0366 

0366 

0366 

0367 

0367 

0368 

0369 

0369 

0068 

0370 

0371 

0371 

0372 

0373 

0373 

0374 

0376 

0375 

0376 

0059 

0376 

0377 

0378 

0378 

0379 

0380 

0380 

0381 

0382 

0382 

0-060 

0383 

0383 

0384 

0385 

0385 

0386 

0387 

0387 

0388 

0389 

0061 

0389 

0390 

0390 

0391 

0392 

0392 

0393 

0394 

0394 

0395 

0062 

0396 

0396 

0397 

0397 

0398 

0399 

0399 

0400 

0401 

0401 

0063 

0402 

0403 

0403 

0404 

0404 

0406 

0406 

0406 

0407 

0408 

0064 

0408 

0409 

0410 

0410 

0411 

0412 

0412 

0413 

0413 

0414 

0065 

0416 

0416 

0416 

0417 

0417 

0418 

0419 

0419 

0420 

0420 

0066 

0421 

0422 

0422 

0423 

0424 

0424 

0426 

0426 

0426 

0427 

0-067 

0427 

0428 

0429 

0429 

0430 

0431 

0431 

0432 

0433 

0433 

0-068 

0434 

0434 

0436 

0436 

0436 

0437 

0438 

0438 

0439 

0440 

0069 

0440 

0441 

0441 

0442 

0443 

0443 

0444 

0445 

0445 

0446 

0070 

0447 

0447 

0448 

0449 

0449 

0460 

'  0450 

0451 

0462 

0452 

0071 

0463 

0464 

0464 

0456 

0466 

0456 

0457 

0457 

0458 

0459 

0072 

0469 

0460 

0461 

0461 

0462 

0463 

0463 

0464 

0464 

0465 

0073 

0466 

0466 

0467 

0468 

0468 

0469 

0470 

0470 

0471 

0471  , 

0^074 

0472 

0473 

0473 

0474 

0476 

0475 

0476 

0477 

0477 

0478 

0076 

0479 

0479 

0480 

0481 

0482 

0482 

0482 

0483 

0484 

0484 

0076 

0486 

0486 

0486 

0487 

0487 

0488 

0489 

0489 

0490 

0491 

0077 

0491 

0492 

0493 

0493 

0494 

0494 

0495 

0496 

0496 

0497 

0-078 

0498 

0498 

0499 

0500 

0600 

0501 

0501 

0602 

0503 

0503 

0079 

0504 

0605 

0606 

0606 

0607 

0507 

0508 

0608 

0509 

0510 

0080 

0610 

0511 

0612 

0612 

0613 

0614 

0614 

0615 

0516 

0516 

i   0-081 

0617 

0517 

0618 

0619 

0619 

0620 

0521 

0621 

0522 

0523 

0-082 

0623 

0624 

0624 

0626 

0526 

0526 

0627 

0528 

0528 

0529 

0083 

0630 

0630 

0531 

0531 

0632 

0533 

0633 

0534 

0535 

0535 

0-084 

0536 

0637 

0537 

0638 

0538 

0539 

0640 

0540 

0541 

0642 
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Table  XCL-  MggPjOy  to  P^O^.-^continued, 


1 

Qrm.  P^Os. 

Qrm. 

MgAO,. 

0 

1 

2 

3 

4 

5 

6 

7 

8 

9 

0-085 

0542 

0543 

0544 

0544 

0545 

0545 

0546 

0547 

0547 

0548 

0-086 

0549 

0549 

0550 

0551 

0551 

0552 

0553 

0553 

0554 

0554 

0-087 

0555 

0556 

0556 

0567 

0558 

0658 

0559 

0560 

0560 

0561 

0-088 

0561 

0562 

0563 

0563 

0564 

0565 

0565 

0566 

0567 

0567 

0089 

0568 

0568 

0569 

0570 

0670 

0571 

0572 

0572 

0673 

0574 

0090 

0574 

0575 

0575 

0576 

0577 

0577 

0578 

0579 

0579 

0580 

0-091 

0681 

0581 

0582 

0582 

0583 

0584 

0584 

0585 

0586 

0586 

0092 

0587 

0588 

0588 

0589 

0590 

0690 

0591 

0591 

0592 

0593 

0*093 

0593 

0594 

0596 

0595 

0596 

0697 

0597 

0598 

0598 

0599 

0094 

0600 

0600 

0601 

0602 

0602 

0603 

0603 

0604 

0605 

0605 

0-095 

0606 

0607  . 

0607 

0608 

0609 

0609 

0610 

0611 

0611 

0612 

0096 

0612 

0613 

0614 

0614 

0615 

0616 

0616 

0617 

0618 

0618 

0097 

0619 

0619 

0620 

0621 

0621 

0622 

0623 

0623 

0624 

0625 

0098 

0625 

0626 

0627 

0627 

0628 

0628 

0629 

0630 

0630 

0631 

0-099 

0632 

0632 

0633 

0634 

0634 

0635 

0635 

0636 

0637 

0637 

0-100 

0638 

0639 

0639 

0640 

0641 

0641 

0642 

0642 

0643 

0644 

0101 

0644 

0645 

0646 

0646 

0647 

0648 

0649 

0649 

0650 

0650 

0102 

0651 

0651 

0652 

0653 

0654 

0654 

0655 

0656 

0656 

0667 

0103 

0657 

0658 

0658 

0659 

0660 

0660 

0661 

0662 

0662 

0663 

0-104 

0664 

0664 

0665 

0665 

0666 

0667 

0667 

0668 

0669 

0669 

0-105 

0670 

0671 

0671 

0672 

0672 

0673 

0674 

0674 

0676 

0676 

0106 

0676 

0677 

0678 

0678 

0679 

0679 

0680 

0681 

0681 

0682 

0107 

0683 

0683 

0684 

0685 

0685 

0686 

0686 

0687 

0688 

0688 

0108 

0689 

0690 

0690 

0691 

0692 

0693 

0693 

0694 

0694 

0695 

0109 

0695 

0696 

0697 

0698 

0698 

0699 

0699 

0700 

0701 

0701 

0110 

0702 

0702 

0703 

0704 

0704 

0705 

0706 

0706 

0707 

0708 

0-111 

0708 

0709 

0709 

0710 

0711 

0711 

0712 

0713 

0713 

0714 

1   0-112 

0716 

0715 

0716 

0716 

0717 

0718 

0718 

0719 

0720 

0720 

0-113 

0721 

0722 

0722 

0723 

0723 

0724 

0725 

0725 

0726 

0727 

0-114 

0727 

0728 

0729 

0729 

0730 

0731 

0731 

0732 

0732 

0733 

0-115 

0734 

0734 

0735 

0736 

0736 

0737 

0738 

0738 

0739 

0739 

0-116 

0740 

0741 

0741 

0742 

0743 

0743 

0744 

0746 

0746 

0746 

0-117 

0746 

0747 

0748 

0748 

0749 

0760 

0760 

0751 

0752 

0752 

0118 

0753 

0753 

0754 

0755 

0755 

0756 

0767 

0757 

0758 

0759 

0-119 

0759 

0760 

0760 

0761 

0762 

0762 

0763 

0764 

0764 

0766 

0120 

0766 

0766 

0767 

0768 

0769 

0769 

0770 

0770 

0771 

0771 

0121 

0772 

0773 

0773 

0774 

0775 

0776 

0776 

0776 

0777 

0778 

0-122 

0778 

0779 

0780 

0780 

0781 

0782 

0782 

0783 

0783 

0784 

0-123 

0785 

0785 

0786 

0787 

0787 

0788 

0789 

0789 

0790 

0790 

0124 

0791 

0792 

0792 

0793 

0794 

0794 

0795 

0796 

0796 

0797 

0125 

0798 

0798 

0799 

0799 

0800 

0801 

0801 

0802 

0803 

0803 

0-126 

0804 

0805 

0805 

0806 

0806 

0807 

0808 

0808 

0809 

0810 

0127 

0810 

0811 

0812 

0812 

0813 

0813 

0814 

0815 

0815 

0816 

0128 

0817 

0817 

0818 

0819 

0819 

0820 

0820 

0821 

0822 

0822 

0-129 

0823 

0823 

0824 

0825 

0825 

0826 

0827 

0827 

0828 

0829 

7i8 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Table  XCL— Mg2P20r  to  P^O^^cantinued. 


Grm. 
MgtP.O,. 


0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 

0 


0 
0 
0 
0 


130 
131 
132 
133 
134 

136 
136 
137 
138 
139 

140 
141 
142 
143 
144 


145 

146 

■147 

148 

0  149 


0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 


150 
151 
152 
153 
154 

155 
156 
157 
158 
159 

160 
161 
162 
163 
164 

165 
166 
167 
168 
169 

170 
171 
172 
173 
174 


Grm.  PjOj. 


0 


0829 
0836 
0842 
0849 
0855 

0861 
0868 
0874 
0880 
0887 

0893 
0900 
0906 
0912 
0919 

0925 
0931 
0938 
0944 
0951 

0957 
0963 
0970 
0976 
0983 

0989 
0995 
1002 
1008 
1014 

1021 
1027 
1034 
1040 
1046 

1053 
1059 
1065 
1072 
1078 

1085 
1091 
1097 
1104 
1110 


0830 
0836 
0843 
0849 
0856 

0862 
0868 
0875 
08S1 
0887 

0894 
0900 
0907 
0913 
0919 

0926 
0932 
0938 
0945 
0951 

0957 
0964 
0970 
0977 
0983 

0990 
0996 
1002 
1009 
1015 

1021 
1028 
1034 
1041 
1047 

1053 
1060 
1066 
1072 
1079 

1085 
1092 
1098 
1104 

nil 


I  0831 

'  0837 

0843 

0850 

0856 

0863 
0869 
0875 
r  0882 
0888 

0894 
0901 
0907 
0914 
0920 

0926 
0933 
0939 
0946 
0952 

0958 
0965 
0971 
0977 
0984 

0990 
0997 
1003 
1009 
1016 

1022 
1028 
1035 
1041 
1048 

1054 
1060 
1067 
1073 
1079 

1086 
1092 
1099 
1105 
1111 


3 

4 

0831 

0832 

0838 

0838 

0844 

0845 

0850 

0851 

0857 

0857 

0863 

0864 

0870 

0870 

0876 

0877 

0882 

0883 

0889 

0889 

0895 

0896 

0901 

0902 

0908 

0909 

0914 

0915 

0921 

0921 

0927 

0928 

0933 

0934 

0940 

0940 

0946 

0947 

0953 

0953 

0959 

0960 

0965 

0966 

0972 

0972 

0978 

0979 

0984 

0985 

0991 

0991 

0997 

0998 

1004 

1004 

1010 

1011 

1016 

1017 

1023 

1023 

1029 

1030 

1035 

1036 

1042 

1042 

1048 

1049 

1055 

1055 

1061 

1062 

1067 

1068 

1074 

1074 

1080 

1081 

1087 

1087 

1093 

1094 

1099 

1100 

1106 

1106 

1112 

1113 

6 


0833 
0839 
0845 
0852 

0858 

0864 
0871 
0877 
0884 
0890 

0896 
0903 
0909 
0916 
0922 

0928 
0935 
0941 
0947 
0954 

0960 
0967 
0973 
0979 
0986 

0992 
0998 
1005 
1011 
1018 

1024 
1030 
1037 
1043 
1050 

1056 
1062 
1069 
1075 
1081 


0833 
0840 
0846 
0852 
0859 

0865 
0872 
0878 
0884 
0891 

0897 
0903 
0910 
0916 
0923 

0929 
0935 
0942 
0948 
0954 

0961 
0967 
0974 
0980 
0986 

0993 
0999 
1005 
1012 
1018 

1025 
1031 
1037 
1044 
1050 

1067 
1063 
1069 
1076 
1082 


1088 

1088 

1094 

1095 

1101 

1101 

1107 

1108 

1113 

1114 

7   I   8 


0834 
0840 
0847 
0853 
0859 

0866 
0872 
0879 
0885 
0891 

0898 
0904 
0910 
0917 
0923 


0835 
0841 
0847 
0854 
0860 

0866 
0873 
0879 
0886 
0892 

0898 
0905 
0911 
0917 
0924 


9 


0835 
0842 
0848 
0854 
0860 

0867 
0873 
0880 
0886 
0893 

0899  i 

0905 

0912 

0918 

0924 


0930 

0930 

0931 

0936 

0937 

0937  ' 

0942 

0943 

0944  , 

0949 

0949 

0950 

0955 

0956 

0956 

0961 

0962 

0963 

0968 

0968 

0969 

0974 

0975 

0976 

0981 

0982 

0982 

0987 

0988 

0988 

0993 

0994 

0995 

1000 

1000 

1001 

1006 

1007 

1007 

1013 

1013 

1014 

1019 

1020 

1020 

1025 

1026 

1027 

1032 

1032 

1033 

1038 

1039 

1039 

1044 

1045 

1046 

1051 

1051 

1052 

1057 

1058 

1058 

1064 

1064 

1065 

1070 

1071 

1071 

1076 

1077 

1078 

1083 

1083 

1084 

1089 

1090 

1090 

1095 

1096 

1097 

1102 

1102 

1103 

1108 

1109 

1109 

1116 

1115 

1116 
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Table  XCI.— Mg2P207  to  P^O^.^-continued. 


Grm.  ; 

P.O5. 

Grm. 
Mg,P,0,. 

0 
1117 

1 

2 

3 

4 

6 

6 

7 

8 

9 

0176 

1117 

1118 

1118 

1119 

1120 

1120 

1121 

1122 

1122 

0176 

1123 

1124 

1124 

1126 

1126 

1126 

1127 

1127 

1128 

1129 

0177 

1129 

1130 

1131 

1131 

1132 

1132 

1133 

1134 

1134 

1136 

0178 

1136 

1136 

1137 

1138 

1138 

1139 

1139 

1140 

1141 

1141 

0179 

1142 

1143 

1143 

1144 

1146 

1146 

1146 

1146 

1147 

1148 

0180 

1148 

1149 

1160 

1160 

1161 

1162 

1162 

1163 

1164 

1164 

0181 

1166 

1166 

1166 

1167 

1167 

1168 

1169 

1169 

1160 

1161 

0-182 

1161 

1162 

1162 

1163 

1164 

1164 

1166 

1666 

1166 

1167 

0183 

1168 

1168 

1169 

1169 

1170 

1171 

1171 

1172 

1173 

1173 

0-184 

1174 

1176 

1176 

1176 

1176 

1177 

1178 

1178 

1179 

1180 

0186 

1180 

1181 

1182 

1182 

1183 

1183 

1184 

1186 

1186 

1186 

0186 

1187 

1187 

1188 

1189 

1189 

1190 

1191 

1191 

1192 

1192 

0-187 

1193 

1194 

1194 

1196 

1196 

1196 

1197 

1198 

1198 

1199 

0188 

1199 

1200 

1201 

1201 

1202 

1202 

1203 

1204 

1206 

1206 

0189 

1206 

1206 

1207 

1208 

1208 

1209 

1210 

1210 

1211 

1212 

0190 

1212 

1213 

1213 

1214 

1216 

1216 

1216 

1217 

1217 

1218 

0191 

1219 

1220 

1220 

1221 

1221 

1222 

1223 

1223 

1224 

1224 

0192 

1226 

1226 

1226 

1227 

1228 

1228 

1229 

1229 

1230 

1231 

0-193 

1231 

1232 

1233 

:  1233 

1234 

1234 

1236 

1236 

1236 

1237 

0194 

1238 

1238 

1239 

1  1240 

1240 

1241 

1241 

1242 

1243 

1243 

0196 

1244 

1246 

1246 

1246 

1247 

1247 

1248 

1249 

1249 

1260 

0196 

.  1260 

1261 

1262 

1262 

1263 

1264 

1264 

1266 

1266 

1266 

0197 

1267 

1267 

1268 

1269 

1269 

1260 

1261 

1261 

1262 

1263 

0198 

1263 

1264 

1264 

1266 

1266 

1266 

1267 

1268 

1268 

1269 

0199 

1270 

1270 

1 

1271 

1272 

1272 

1273 

1273 

1274 

1276 

1276 

720 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Table  XCIL— Conversion  of  Grms.  of  Barium  Sulphate  into 

Grms.  of  Sulphur  Trioxide. 

(Factor  0-348.) 


Grm.  SO,. 

Grm. 
BaSO«. 

0 

1 

2 

0001 

3 

4 

6 

6 
0002 

7 
0002 

8 
0003 

9 

0000 

•  • 

•  • 

0001 

0001 

0002 

0003 

0001 

0003 

0004 

0004 

0004 

0006 

0006 

0006 

0006 

0006 

0007 

0002 

0007 

0007 

0008 

0008 

0008 

0009 

0009 

0009 

0010 

0010 

0003 

0010 

0011 

0011 

0011 

0012 

0012 

0012 

0013 

0013 

0013 

0004 

0014 

0014 

0014 

0016 

0016 

0016 

0016 

0016 

0016 

0017 

0-006 

0017 

0017 

0018 

0018 

0019 

0019 

0019 

0020 

0020 

0020 

0-006 

0021 

0021 

0021 

0022 

0022 

0022 

0023 

0023 

0023 

0024 

0-007 

0024 

0024 

0026 

0026 

0026 

0026 

0026 

0027 

0027 

0027 

0-008 

0028 

0028 

0028 

0028 

0029 

0029 

0029 

0030 

0030 

0031 

0-009 

0031 

0031 

0032 

0032 

0032 

0033 

0033 

0033 

0034 

0034 

0010 

0034 

0036 

0036 

0036 

0036 

0036 

0036 

0037 

0037 

0037 

0011 

0038 

0038 

0038 

0039 

0039 

0039 

0040 

0040 

0040 

0041 

0012 

0041 

0042 

0042 

0042 

0043 

0043 

0043 

0044 

0044 

0044 

0013 

0046 

0046 

0046 

0046 

0046 

0046 

0047 

0047 

0047 

0048 

0014 

0048 

0048 

0049 

0049 

0049 

0060 

0060 

0060 

0061 

0061 

0016 

0061 

0062 

0062 

■ 

0062 

0063 

0063 

0064 

0064 

0064 

0066 

0-016 

0066 

0066 

0066 

0066 

0066 

0067 

0067 

0067 

0068 

0068 

0017 

0068 

0069 

0069 

0069 

0060 

0060 

0060 

0061 

0061 

0061 

0018 

0062 

0062 

0062 

0063 

0063 

0063 

0064 

0064 

0064 

0066 

0019 

0066 

0066 

0066 

0066 

0067 

0067 

0067 

0068 

0068 

0068 

0020 

0069 

0069 

0069 

0070 

0070 

0070 

0071 

0071 

0071 

0072 

0-021 

0072 

0072 

0073 

0073 

0073 

0074 

0074 

0074 

0076 

0076 

0022 

0076 

0076 

0076 

0076 

0077 

0077 

0078 

0078 

0078 

0079 

0023 

0079 

0079 

0080 

0080 

0080 

0081 

0081 

0081 

0082 

0082 

0024 

0082 

0083 

0083 

0083 

0084 

0084 

0084 

0086 

0086 

0086 

0-026 

0086 

0086 

0086 

0087 

0087 

0087 

0088 

0088 

0088 

0089 

0026 

0089 

0090 

0090 

0090 

0091 

0091 

0091 

0092 

0092 

0092 

0027 

0093 

0093 

0093 

0094 

0094 

0094 

0096 

0096 

0096 

0096 

0-028 

0096 

0096 

0097 

0097 

0097 

0098 

0098 

0098 

0099 

0099 

0029 

0099 

0100 

0100 

0100 

0101 

0101 

0102 

0102 

0102 

0103 

0030 

0103 

0103 

0104 

0104 

0104 

0105 

0106 

0106 

0106 

0106 

0031 

0106 

0107 

0107 

0107 

0108 

0108 

0108 

0109 

0109 

0109 

0-032 

0110 

0110 

OHO 

0111 

0111 

0112 

0112 

0112 

0113 

0113 

0033 

0113 

0114 

0114 

0114 

0116 

0116 

0116 

0116 

0116 

0116 

0034 

0117 

0117 

0117 

0118 

0118 

0118 

0119 

0119 

0119 

0120 

0036 

0120 

0120 

0121 

0121 

0121 

0122 

0122 

0122 

0123 

0123 

0036 

0123 

0124 

0124 

0126 

0126 

0126 

0126 

0126 

0126 

0127 

0037 

0127 

0127 

0128 

0128 

0128 

0129 

0129 

0129 

0130 

0130 

0038 

0130 

0131 

0131 

0131 

0132 

0132 

0132 

0133 

0133 

0133 

0039 

0134 

0134 

0134 

0136 

0136 

0136 

0136 

0136 

0136 

0137 
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Table  XCIL— BaS04  to  SO^.— continued. 


Grm. 

SO,. 

• 

Qrm. 
BaS04. 

0040 

0 

1 

2 

3 

4 

5 

6 

7 

8 

9 

0137 

0138 

0138 

0138 

0139 

0139 

0139 

0140 

0140 

0140 

0-041 

0141 

0141 

0141 

0142 

0142 

0142 

0143 

0143 

0143 

0144 

0042 

0144 

0144 

0146 

0145 

0146 

0146 

0146 

0146 

0147 

0147 

0-043 

0147 

0148 

0148 

0149 

0149 

0149 

0150 

0150 

0160 

0161 

0-044 

0161 

0161 

0152 

0152 

0152 

0163 

0153 

0163 

0164 

0154 

0045 

0164 

0166 

0165 

0156 

0156 

0166 

0166 

0167 

0157 

0167 

0046 

0158 

0158 

0158 

0159 

0159 

0169 

0160 

0160 

0161 

0161 

0047 

0161 

0162 

0162 

0162 

0163 

0163 

0163 

0164 

0164 

0164 

0-048 

0165 

0166 

0165 

0166 

0166 

0166 

0167 

0167 

0167 

0168 

0049 

0168 

0169 

0169 

0169 

0169 

0170 

0170 

0170 

0171 

0171 

0-060 

0172 

0172 

0172 

0173 

0173 

0173 

0174 

0174 

0174 

0175 

0061 

0176 

0175 

0176 

0176 

0176 

'0177 

0177 

0177 

0178 

0178 

0062 

0178 

0179 

0179 

0179 

0180 

0180 

0180 

0181 

0181 

0181 

0-063 

0182 

0182 

0182 

0183 

0183 

0184 

0184 

0184 

0185 

0185 

0064 

0186 

0186 

0186 

0186 

0187 

0187 

0187 

0188 

0188 

0188 

0066 

0189 

0189 

0189 

0190 

0190 

0190 

0191 

0191 

0191 

0192 

0066 

0192 

0192 

0193 

0193 

0193 

0194 

0194 

0194 

0196 

0196 

0067 

0196 

0196 

0196 

0197 

0197 

0197 

0198 

0198 

0198 

0199 

0-058 

0199 

0199 

0200 

0200 

0200 

0201 

0201 

0201 

0202 

0202 

0069 

0202 

0203 

0203 

0203 

0204 

0204 

0204 

0206 

0205 

0205 

0-060 

0206 

0206 

0206 

0207 

0207 

0208 

0208 

0208 

0209 

0209 

0061 

0209 

0210 

0210 

0210 

0211 

0211 

0211 

0212 

0212 

0212 

0062 

0213 

0213 

0213 

0214 

0214 

0214 

0216 

0215 

0216 

0216 

0063 

0216 

0216 

0217 

0217 

0218 

0218 

0218 

0219 

0219 

0219 

0064 

0220 

0220 

0220 

0221 

0221 

0221 

0222 

0222 

0222 

0223 

0066 

0223 

0223 

0224 

0224 

0224 

0226 

0225 

0226 

0226 

0226 

0-066 

0226 

0227 

0227 

0227 

0228 

0228 

0228 

0229 

0229 

0229 

0067 

0230 

0230 

0230 

0231 

0231 

0232 

0232 

0232 

0233 

0233 

0-068 

0233 

0234 

0234 

0234 

0235 

0235 

0236 

0236 

0236 

0236 

0-069 

0237 

0237 

0237 

0238 

0238 

0238 

0239 

0239 

0239 

0240 

0070 

0240 

0240 

0241 

0241 

0241 

0242 

0242 

0243 

0243 

0243 

0071 

0244 

0244 

0244 

0245 

0245 

0245 

0246 

0246 

0246 

0247 

0-072 

0247 

0247 

0248 

0248 

0248 

0249 

0249 

0249 

0250 

0250 

0073 

0250 

0261 

0261 

0251 

0262 

0252 

0252 

0253 

0263 

0263 

0-074 

0264 

0254 

0255 

0256 

0265 

0256 

0256 

0266 

0267 

0257 

0076 

0267 

0258 

0268 

0258 

0259 

0259 

0269 

0260 

0260 

0260 

0076 

0261 

0261 

0261 

0262 

0262 

0262 

0263 

0263 

0263 

0264 

0077 

0264 

0264 

0266 

0266 

0265 

0266 

0266 

0267 

0267 

0267 

0-078 

0268 

0268 

0268 

0269 

0269 

0269 

0270 

0270 

0270 

0271 

0-079 

0271 

0271 

0272 

0272 

0272 

0273 

0273 

0273 

0274 

0274 

0-080 

0274 

0275 

0276 

0276 

0276 

0276 

0276 

0277 

0277 

0277 

0-081 

0278 

0278 

0279 

0279 

0279 

0280 

0280 

0280 

0281 

0281 

0-082 

0281 

0282 

0282 

0282 

0283 

0283 

0283 

0284 

0284 

0284 

0-083 

0285 

0285 

0286 

0286 

0286 

0286 

0287 

0287 

0287 

1  0288 

0-084 

0288 

0288 

0289 

1 

0289 

0289 

0290 

0290 

0291 

0291 

0291 

46 
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Table  XCIL— BaSO^  to  SO^.— continued. 


Grm. 

SO,, 

Gnn. 
BaSO«. 

0 

1 

2 

3 

4 

6 

6 

7 

8 

9 

0-086 

0292 

0292 

0292 

0293 

0293 

0293 

0294 

0294 

0294 

0295 

0-086 

0296 

0296 

0296 

0296 

0296 

0297 

0297 

0297 

0298 

0298 

0-087 

0298 

0299 

0299 

0299 

0300 

0300 

0300 

0301 

0301 

0301 

0-088 

0302 

0302 

0303 

0303 

0303 

0304 

0304 

0304 

0306 

0305 

0-089 

0306 

0306 

0306 

0306 

0307 

0307 

0307 

0308 

0308 

0308 

0-090 

0309 

0309 

0309 

0310 

0310 

0310 

0311 

0311 

0311 

0312 

0-091 

0312 

0312 

0313 

0313 

0314 

0314 

0314 

0316 

0316 

0315 

0-092 

0316 

0316 

0316 

0317 

0317 

0317 

0318 

0318 

0318 

0319 

0-093 

0319 

0319 

0320 

0320 

0320 

0321 

0321 

0321 

0322 

0322 

0-094 

0322 

0323 

0323 

0323 

0324 

0324 

0324 

0326 

0326 

0326 

0-096 

0326 

0326 

0327 

0327 

0327 

0328 

0328 

0328 

0329 

0329 

0-096 

0329 

0330 

0330 

0330 

0331 

0331 

0331 

0332 

0332 

0332 

0-097 

0333 

0333 

0333 

0334 

0334 

0334 

0336 

0336 

0336 

0336 

0098 

0336 

0336 

0337 

0337 

0338 

0338 

0338 

0339 

0339 

0339 

0-099 

0340 

0340 

0340 

0341 

0341 

0341 

0342 

0342 

0342 

0343 

0100 

0343 

0343 

0344 

0344 

0344 

0346 

0346 

0346 

0346 

0346 

0101 

0346 

0347 

0347 

0347 

0348 

0348 

0348 

0349 

0349 

0350 

0-102 

0350 

0360 

0361 

0361 

0361 

0362 

0362 

0362 

0353 

0353 

0103 

0363 

0364 

0364 

0364 

0366 

0366 

0366 

0356 

0356 

0356  i 

0-104 

0367 

0367 

0367 

0368 

0368 

0368 

0369 

0369 

0369 

0360 

0-106 

0360 

0360 

0361  _ 

0361 

0362 

0362 

0362 

0363 

0363 

0363 

0-106 

0364 

0364 

0364 

0366 

0366 

0366 

0366 

0366 

0366 

0367  , 

0107 

0367 

0367 

0368 

0368 

0368 

0369 

0369 

0369 

0370 

0370 

0108 

0370 

0371 

0371 

0371 

0372 

0372 

0372 

0373 

0373 

0374  1 

0109 

0374 

0374 

0376 

0376 

0376 

0376 

0376 

0376 

0377 

0377  j 

0110 

0377 

0378 

0378 

0378 

0379 

0379 

0379 

0380 

0380 

0380 

0-111 

0381 

0381 

0381 

0382 

0382 

0382 

0383 

0383 

0383 

0384 

0-112 

0384 

0386 

0386 

0386 

0386 

0386 

0386 

0387 

0387 

0387 

0113 

0388 

0388 

0388 

0380 

0389 

0389 

0390 

0390 

0390 

0391 

0-114 

0391 

0391 

0392 

0392 

0302 

0393 

0393 

0393 

0394 

0394 

0116 

0394 

0396 

0396 

0396 

0396 

0396 

0397 

0397 

0398 

0398 

0116 

0398 

0398 

0399 

0399 

0399 

0400 

0400 

0400 

0401 

0401 

0117 

0401 

0402 

0402 

0402 

0403 

0403 

0403 

0404 

0404 

0404 

0-118 

0406 

0406 

0406 

0406 

0406 

0406 

0407 

0407 

0407 

0408 

0-119 

0408 

0409 

0409 

0409 

0410 

0410 

0410 

0411 

0411 

0411 

0-120 

0412 

0412 

0412 

0413 

0413 

0413 

0414 

0414 

0414 

0415 

0121 

0416 

0416 

0416 

0416 

0416 

0417 

0417 

0417 

0418 

0418 

0-122 

0418 

0419 

0419 

0419 

0420 

0420 

0421 

0421 

0421 

0422 

0123 

0422 

0422 

0423 

0423 

0423 

0424 

0424 

0424 

0426 

0425 

0-124 

0426 

0426 

0426 

0426 

0427 

0427 

0427 

0428 

0428 

0428 

0126 

0429 

0429 

0429 

0430 

0430 

0430 

0431 

0431 

0431 

0432  , 

0-126 

0432 

0433 

0433 

0433 

0434 

0434 

0434 

0436 

0436 

0435  1 

0-127 

0436 

0436 

0436 

0437 

0437 

0437 

0438 

0438 

0438 

0439 

0128 

0439 

0439 

0440 

0440 

0440 

0441 

0441 

0441 

0442 

0442 

0-129 

0442 

0443 

0443 

0443 

0444 

0444 

0446 

0446 

0446 

0446 
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Table  XCIL— BaS04  to  SOf^.^-continued, 


Grm. 

SO,. 

Grm. 
BftSO^. 

f 

0 

1 

2 

3 

4 

6 

6 

7 

8 

9 

0130 

0446 

0446 

0447 

0447 

0447 

0448 

0448 

0448 

0449 

0449 

0131 

0449 

0450 

0460 

0460 

0461 

0451 

0451 

0452 

0462 

0462 

0132 

0463 

0463 

0463 

0464 

0464 

0464 

0466 

0455 

0466 

0456 

0133 

0466 

0467 

0467 

0467 

0468 

0458 

0468 

0459 

0469 

0459 

0134 

0460 

0460 

0460 

0461 

0461 

0461 

0462 

0462 

0462 

0463 

0135 

0463 

0463 

0464 

0464 

0464 

0465 

0465 

0465 

0466 

0466 

0136 

0466 

0467 

0467 

0468 

0468 

0468 

0469 

0469 

0469 

0470 

0137 

0470 

0470 

0471 

0471 

0471 

0472 

0472 

0472 

0473 

0473 

0-138 

0473 

0474 

0474 

0474 

0475 

0476 

0476 

0476 

0476 

0476 

0139 

0477 

0477 

0477 

0478 

0478 

0478 

0479 

0479 

0480 

0480 

0140 

0480 

0481 

0481 

0481 

0482 

0482 

0482 

0483 

0483 

0483 

0141 

0484 

0484 

0484 

0485 

0485 

0485 

0486 

0486 

0486 

0487 

0142 

0487 

0487 

0488 

0488 

0488 

0489 

0489 

0489 

0490 

0490 

0143 

0490 

0491 

0491 

0492 

0492 

0492 

0493 

0493 

0493 

0494 

0144 

0494 

0494 

0495 

0495 

0496 

0496 

0496 

0496 

0497 

0497 

0145 

0497 

0498 

0498 

0498 

0499 

0499 

0499 

0500 

0600 

0600 

0146 

0501 

0601 

0601 

0602 

0602 

0602 

0603 

0603 

0504 

0604 

0147 

0604 

0606 

0605 

0605 

0606 

0606 

0606 

0507 

0507 

0607 

0148 

0608 

0608 

0608 

0609 

0609 

0509 

0610 

0610 

0610 

0611 

0149 

0511 

0611 

0512 

0612 

0612 

0513 

0613 

0513 

0614 

0614 

0150 

0515 

0515 

0615 

0516 

0516 

0516 

0617 

0517 

0517 

0618 

0151 

0618 

0518 

0519 

0619 

0519 

0520 

0520 

0520 

0521 

0621 

0162 

0521 

0622 

0522 

0622 

0623 

0623 

0623 

0624 

0624 

0624 

0163 

0625 

0525 

0625 

0626 

0526 

0527 

0527 

0527 

0528 

0628 

0154 

0528 

0629 

0629 

0529 

0530 

0530 

0630 

0631 

0531 

0631 

0155 

0632 

0532 

0532 

0633 

0533 

0633 

0534 

0534 

0534 

0535 

0166 

0636 

0636 

0636 

0536 

0636 

0537 

0637 

0537 

0538 

0538 

0157 

0539 

0639. 

0639 

0640 

0640 

0640 

0641 

0641 

0641 

0542 

0168 

0542 

0642 

0643 

0643 

0643 

0544 

0644 

0644 

0546 

0645 

0169 

0546 

0546 

0646 

0647 

0647 

0648 

0648 

0548 

0549 

0649 

0160 

0549 

0660 

0660 

0560 

0661 

0661 

0661 

0562 

0552 

0662 

0161 

0563 

0663 

0663 

0664 

0564 

0664 

0656 

0656 

0556 

0556 

0162 

0566 

0666 

0567 

0557 

0657 

0668 

0668 

0658 

0669 

0669 

0163 

0569 

0660 

0660 

0561 

0661 

0661 

0562 

0562 

0562 

0663 

0-164 

0663 

0563 

0664 

0564 

0664 

0665 

0666 

0565 

0666 

0666 

0165 

0566 

0667 

0667 

0667 

0568 

0568 

0568 

0569 

0569 

0569 

0166 

0570 

0670 

0670 

0671 

0671 

0672 

0672 

0672 

0673 

0673 

0167 

0673 

0674 

0674 

0674 

0675 

0676 

0576 

0576 

0576 

0676 

0-168 

0577 

0677 

0677 

0678 

0578 

0678 

0679 

0579 

0679 

0680 

0-169 

0680 

0680 

0681 

0681 

0581 

0682 

0582 

0683 

0683 

0683 

0170 

0584 

0684 

0584 

0586 

0685 

0586 

0586 

0686 

0586 

0687 

0171 

0687 

0687 

0688 

0688 

0688 

0589 

0689 

0589 

0590 

0690 

0172 

0590 

0691 

0591 

0691 

0592 

0592 

0692 

0593 

0593 

0693 

0-173 

0694 

0694 

0596 

0696 

0696 

0696 

0596 

0596 

0697 

0697 

0174 

0697 

0698 

0698 

0698 

0599 

0699 

0699 

0600 

0600 

0600 
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m 

rable 

XCII. 

— Ba£ 

JO^to 

SO3.- 

-conti/av^. 

Grm. 

SOr 

Grm. 
BaSO«. 

• 

1 

0 

1 

2 

3 

4 

6 

6 

7 

8 

'   9 

0175 

0601 

0601 

0601 

0602 

0602 

0602 

0603 

0603 

0603 

0604  ' 

0176 

0604 

0604 

0605 

0605 

0606 

0606 

0606 

0607 

0607 

0607 

0177 

0608 

0608 

0608 

0609 

0609 

0609 

0610 

0610 

0610 

0611 

0178 

0611 

0611 

0612 

0612 

0612 

0613 

0613 

0613 

0614 

0614 

0-179 

0614 

0615 

0615 

0615 

0616 

0616 

0616 

0617 

0617 

0617 

0180 

0618 

0618 

0619 

0619 

0619 

0620 

0620 

0620 

0621 

0621 

0181 

0621 

0622 

0622 

0622 

0623 

0623 

0623 

0624 

0624 

0624 

0182 

0625 

0625 

0625 

0626 

0626 

0626 

0627 

0627 

0627 

0628 

0183 

0628 

0628 

0629 

0629 

0629 

0630 

0630 

0631 

0631 

0631 

0-184 

0632 

0632 

0632 

0633 

0633 

0633 

0634 

0634 

0634 

0636 

0186 

0635 

0635 

0636 

0636 

0636 

0637 

0637 

0637 

0638 

0638 

0186 

0638 

0639 

0639 

0639 

0640 

0640 

0640 

0641 

0641 

0641 

0-187 

0642 

0642 

0643 

0643 

0643 

0644 

0644 

0644 

0645 

0646 

0188 

0645 

0646 

0646 

0646 

0647 

0647 

0647 

0648 

0648 

0648 

0189 

0649 

0649 

0649 

0650 

0660 

0650 

0661 

0651 

0651 

0662 

0190 

0652 

0652 

0653 

0653 

0654 

0654 

0664 

0666 

0656 

0656 

0-191 

0656 

0656 

0656 

0657 

0667 

0667 

0658 

0668 

0668 

0659 

0192 

0659 

0659 

0660 

0660 

0660 

0660 

0661 

0661 

0661 

0662 

0193 

0662 

0662 

0663 

0663 

0663 

0664 

0664 

0664 

0665 

0666 

0194 

0665 

0666 

0666 

0666 

0667 

0667 

0667 

0668 

0668 

0669 

0*195 

0669 

0669 

0670 

0670 

0670 

0671 

0671 

0671 

0672 

0672 

0-196 

0672 

0673 

0673 

0673 

0674 

0674 

0674 

0676 

0675 

0676 

0-197 

0676 

0676 

0676 

0677 

0677 

0677 

0678 

0678 

0678 

0679 

0198 

0679 

0679 

0680 

0680 

0681 

0681 

0681 

0682 

0682 

0682 

0-199 

0683 

0683 

0683 

0684 

0684 

0684 

0684 

0686 

0686 

0685 

0-200 

0686 

0686 

0686 

0687 

0687 

0687 

0688 

0688 

0688 

0689 

0-201 

0689 

0689 

0690 

0690 

0690 

0691 

0691 

0691 

0692 

0692 

0-202 

0692 

0693 

0693 

0693 

0694 

0694 

0696 

0696 

0696 

0696 

0-203 

0696 

0696 

0697 

0697 

0697 

0698 

0698 

0698 

0699 

0699 

0-204 

0699 

0700 

0700 

0700 

0701 

0701 

0701 

0702 

0702 

0702 

0-205 

0703 

0703 

0703 

0704 

0704 

0704 

0705 

0705 

0705 

0706 

0-206 

0706 

0707 

0707 

0707 

0708 

0708 

0708 

0709 

0709 

0709 

0-207 

0710 

0710 

0710 

0711 

0711 

0711 

0712 

0712 

0712 

0713 

0-208 

0713 

0713 

0714 

0714 

0714 

0716 

0716 

0715 

0716 

0716 

0-209 

0716 

0717 

0717 

0717 

0718 

0718 

0719 

0719 

0719 

0720 

0-210 

0720 

0720 

0721 

0721 

0721 

0722 

0722 

0722 

0723 

0723 

0-211 

0723 

0724 

0724 

0724 

0726 

0725 

0725 

0726 

0726 

0726 

0-212 

0727 

0727 

0727 

0728 

0728 

0728 

0729 

0729 

0730 

0730 

0-213 

0730 

0731 

0731 

0731 

0732 

0732 

0732 

0733 

0733 

0733 

0-214 

0734 

0734 

0734 

0736 

0736 

0735 

0736 

0736 

0736 

0737 

0-216 

0737 

0737 

0738 

0738 

0738 

0739 

0739 

0739 

0740 

0740 

0-216 

0740 

0741 

0741 

0742 

0742 

0742 

0743 

0743 

0743 

0744 

0-217 

0744 

0744 

0745 

0746 

0745 

0746 

0746 

0746 

0747 

0747 

0-218 

0747 

0748 

0748 

0748 

0749 

0749 

0749 

0760 

0760 

0760 

0-219 

0761 

0751 

0751 

0752 

0762 

0752 

0763 

0753 

0754 

0764 
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Table  XCIL— BaS04  to  SO^.— continued. 


Qrm.  SO. 


Grm. 
BaSO^. 


0-220 
0-221 
0-222 
0-223 
0-224 

0-225 
0-226 
0-227 
0-228 
0-229 

0-230 
0-231 
0-232 
0-233 
0-234 

0-235 
0-236 
0-237 
0-238 
0-239 

0*240 
0-241 
0-242 
0-243 
0-244 

0-245 
0-246 
0-247 
0-248 
0-249 

0-250 
0-251 
0-252 
0-253 
0-254 

0255 
0-256 
0-257 
0-258 
0-259 

0-260 
0-261 
0-262 
0-263 
0-264 


0754 
0758 
0761 
0764 
0768 

0771 
0775 
0778 
0782 
0785 

0788 
0792 
0795 
0798 
0802 

0805 
0808 
0812 
0815 
0819 

0822 
0826 
0829 
0832 
0836 

0839 
0843 
0846 
0860 
0853 

0857 
0860 
0863 
0867 
0870 

0874 
0877 
0881 
0884 
0887 

0891 
0894 
0898 
0901 
0906 


0755 
0758 
0761 
0765 
0768 

0772 
0776 
0779 
0782 
0785 

0789 
0792 
0795 
0799 
0802 

0805 
0809 
0812 
0816 
0819 

0823 
0826 
0829 
0833 
0836 

0840 
0843 
0847 
0860 
0853 

0857 
0860 
0864 
'  0867 
0870 

0874 
0877 
0881 
0884 
0888 

0891 
0895 
0898 
0901 
0905 


0755 
0758 
0762 
0765 
0769 

0772 
0775 
0779 
0782 
0786 

0789 
0792 
0796 
0799 
0802 

0806 
0809 
0813 
0816 
0819 

0823 
0826 
0830 
0833 

0837 

0840 
0843 
0847 
0860 
0864 

0857 
0861 
0864 
0867 
0871 

0874 
0878 
0881 
0885 
I  0888 

0891 
0895 
0898 
0902 
0906 


0766 
0769 
0762 
0766 
0769 

0772 
0776 
0779 
0783 
0786 

0789 
0793 
0796 
0799 
0803 

0806 
0810 
0813 
0816 
0820 

0823 
0827 
0830 
0834 
0837 

0840 
0844 
0847 
0861 
0864 

0868 
0861 
0864 
0868 
0871 

0876 
0878 
0882 
0886 
0888 

0892 
0896 
0899 
0902 
0906 


4 

5 

0756 

0756 

0759 

0759 

0762 

0763 

0766 

0766 

0769 

0770 

0773 

0773 

0776 

0776 

0780 

0780 

0783 

0783 

0786 

0787 

0790 

0790 

0793 

0793 

0796 

0797 

0800 

0800 

0803 

0803 

0806 

0807 

0810 

0810 

0813 

0814 

0817 

0817 

0820 

0820 

0824 

0824 

0827 

0827 

0830 

0831 

0834 

0834 

0837 

0838 

0841 

0841 

0844 

0844 

0848 

0848 

0861 

0861 

0864 

0856 

0858 

0868 

0861 

0862 

0866 

0865 

0868 

0868 

0871 

0872 

0876 

0876 

0878 

0879 

0882 

0882 

0885 

0886 

0889 

0889 

0892 

0893 

0896 

0896 

0899 

0899 

0902 

0903 

0906 

0906 

1 

6 


0766 
0760 
0763 
0767 
0770 

0773  ^ 

0777 

0780 

0784 

0787 

0790 
0794 
0797 
0800 
0804 

0807 
0811 
0814 
0817 
0821 

0824 
0828 
0831 
0835 
0838 

0841 
0845 
0848 
0862 
0855 

0859 
0862 
0865 
0869 
0872 

0876 
0879 
0883 
0886  i 
0889 

0893 
0896 
0900 
0903 
0907 


0757 
0760 
0763 
0767 
0770 

0774 
0777 
0781 
0784 
0787 

0791 
0794 
0797 
0801 
0804 

0807 
0811 
0814 
0818 
0821 

0825 
0828 
0831 
0835 
0838 

0842 
0845 
0849 
0852 
0855 

0869 
0862 
0866 
0869 
0872 

0876 
0879 
0883 
0886 
0890 

0893 
0897 
0900 
0903 
0907 


8 


9 


0767 
0760 
0764 
0767 
0771 

0774 
0778 
0781 
0784 
0788 

0791 

0794  ' 

0798  ; 

0801  I 

0804  I 

0808 
0811 
0815 
0818 
0822 

0825 
0828 
0832 
0835 
0839 

0842 
0846 
0849 
0853 
0856 

0869 
0863 
0866 
0869 
0873 

0876 
0880 
0883 
0887 
0890 

0894 
0897 
0900 
0904 
0907 


0757 
0761 
0764 
0768 
0771 

0774 
0778 
0781 
0785 
0788 

0791 
0796 
0798 
0801 
0805 

0808 
0812 
0815 
0818 
0822  4 

0825 
0829 
0832 
0836 
0839 

0842 
0846 
0849 
0863 
0866 

0860 
0863 
0866 
0870 
0873 

0877 
0880 
0884 
0887 
0890 

0894 
0897 
0901 
0904 
0908 
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Table  XCIL— BaSO^  to  SO^.— continued. 


Grm. 
BaS04. 


0-266 
0*266 
0-267 
0*268 
0-269 

0-270 
0-271 
0-272 
0-273 
0-274 

0-276 
0-276 
0-277 
0-278 
0-279 

0-280 
0-281 
0*282 
0-283 
0-284 

0-286 
0-286 
0-287 
0-288 
0-289 

0-290 
0-291 
0-292 
0-293 
0-294 

0-296 
0-296 
0-297 
0-298 
0-299 


Grm.  SO, 


0908 
0911 
0916 
0918 
0922 

0926 
0929 
0932 
0936 
0939 

0942 
0946 
0949 
0963 
0966 

0960 
0963 
0967 
0970 
0973 

0977 
0980 
0984 
0987 
0991 

0994 
0998 
1002 
1006 
1008 

1012 
1016 
1019 
1022 
1026 


1 

2 

0908 

0909 

0912 

0912 

0916 

0916 

0919 

0919 

0922 

0922 

0926 

0926 

0929 

0929 

0932 

0933 

0936 

0936 

0939 

0940 

0943 

0943 

0946 

0946 

0949 

0960 

0963 

0963 

0966 

0967 

0960 

0961 

0964 

0964 

0967 

0967 

0970 

0971 

0974 

0974 

0977 

0978 

0981 

0981 

0984 

0984 

0987 

0988 

0991 

0991 

0994 

0996 

0999 

0999 

1002 

1002 

1006 

1006 

1009 

1009 

1012 

1013 

1016 

1016 

1019 

1019 

1022 

1023 

1026 

1026 

I  • 


3 

4 

0909 

0909 

0912 

0913 

0916 

0916 

0919 

0920 

0923 

0923 

0926 

0926 

0930 

0930 

0933 

0933 

0936 

0937 

0940 

0940 

0943 

0944 

0947 

0947 

0960 

0960 

0964 

0964 

0967 

0967 

0961 

0961 

0964 

0966 

0968 

0968 

0971 

0971 

0974 

0976 

0978 

0978 

0981 

0982 

0985 

0986 

0988 

0988 

0992 

0992 

0996 

0996 

0999 

1000 

1003 

1003 

1006 

1006 

1009 

1010 

1013 

1013 

1016 

1017 

1020 

1020 

1023 

1024 

1027 

1027 

0910 
0913 
0917 
0920 
0923 

0927 
0930 
0934 
0937 
0941 

0944 
0947 
0961 
0964 
0968 

0962 
0966 
0968 
0972 
0976 

0979 
0982 
0986 
0989 
0992 

0996 
1000 
1003 
1007 
1010 

1014 
1017 
1020 
1024 
1027 


6 


0910 
0913 
0917 
0920 
0924 

0927 
0931 
0934 
0937 
0941 

0944 
0948 
0961 
0966 
0968 

0962 
0966 
0969 
0972 
0976 

0979 
0982 
0986 
0989 
0993 

0996 
1000 
1004 
1007 
1010 

•  1014 
1017 
1021 
1024 
1028 


8 


0910 
0914 
0917 
0921 
0924 

0928 
0931 
0934 
0938 
0941 

0946 
0948 
0962 
0966 
0968 

0962 
0966 
0969 
0972 
0976 

0979 
0983 
0986 
0990 
0993 

0997 
1001 
1004 
1007 
1011 

1014 
1018 
1021 
1026 
1028 


0911 
0914 
0918 
0921 
0924 

0928 
0931 
0936 
0938 
0942 

0946 
0948 
0962 
:  0966 
0969 

0963 
0966 
0969 
0973 
0976 

0980 
0983 
0986 
0990 
0993 

0998 
1001 
1004 
1008 
1011 

1016 
1018 
1021 
1026 
I  1028 


9 


0911 
0914 
0918 
0921 
0926 

0928 
0932 
0936 
0938 
0942 

0946 
0949 
0962 
0966 
0969 

0963 
0966 
0970 
0973 
0977 

0980 
0983 
0987 
0990 
0994 

0998 
1001 
1006 
1008 
1012 

1016 
1018 
1022 
1026 
I  1029 
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Table  XCIIL— Conversion  of  Grms.  of  Lead  Sulphate  into 

Grms.  of  Lead  Monoxide. 

(Faotok  0-786.) 


000 
001 
002 
003 
004 

005 
006 
007 
008 
009 

010 
Oil 
012 
013 
014 

015 
016 
017 
018 
019 

0-20 
0-21 
022 
0-23 
0-24 

0-25 
0-26 
0-27 
0-28 
0-29 

0-30 
0-31 
0-32 
0-33 
0-34 

0-35 
0-36 
0-37 
0-38 
0-39 


Grm.  PbO. 


0 


0073 
0147 
0221 
0294 

0368 
0442 
0515 
0589 
0662 

0736 
0810 
0883 
0957 
1030 

1104 
1178 
1251 
1324 
1398 

1472 
1546 
1619 
1693 
1766 

1840 
1914 
1987 
2061 
2134 

2208 
2282 
2355 
2429 
2502 

2576 
2650 
2723 
2797 
2870 


1 

2 

0015 

3 

0007 

0022 

0081 

0088 

0096 

0154 

0162 

0169 

0228 

0235 

0243 

0302 

0309 

0316 

0375 

0383 

0390 

0449 

0456 

0464 

0522 

0530 

0537 

0596 

0603 

0611 

0670 

0677 

0684 

0743 

0751 

0758 

0817 

0824 

0832 

0891 

0898 

0905 

0964 

0971 

0979 

1038 

1045 

1052 

nil 

1119 

1126 

1185 

1192 

1200 

1258 

1266 

1273 

1332 

1339 

1347 

1406 

1413 

1420 

1479 

1487 

1494 

1553 

1560 

1568 

1626 

1634 

1641 

1700 

1707 

1715 

1774 

1781 

1788 

1847 

1855 

1862 

1921 

1928 

1936 

1994 

2002 

2009 

2068 

2075 

2083 

2142 

2149 

2156 

2215 

2223 

2230 

2289 

2296 

2304 

2362 

2370 

2377 

2436 

2443 

2451 

2510 

2517 

2524 

2583 

2591 

2598 

2657 

2664 

2672 

2730 

2738 

2745 

2804 

2811 

2819 

2878 

2885 

2892 

0029 
0103 
0177 
0250 
0324 

0397 
0471 
0544 
0618 
0692 

0765 
0839 
0913 
0986 
1060 

1133 
1207 
1281 
1354 
1428 

1501 
1575 
1649 
1722 
1796 

1869 
1943 
2017 
2090 
2164 

2237 
2311 
2385 
2458 
2532 

2605 
2679 
2753 
2826 
2900 


5 


0037 
0110 
0184 
0258 
0331 

0405 
0478 
0552 
0626 
0699 

0772 
0846 
0920 
0994 
1067 

1141 
1214 
1288 
1362 
1435 

1509 
1582 
1656 
1730 
1803 

1877 
1960 
2024 
2098 
2171 

2245 
2318 
2392 
2466 
2539 

2613 
2686 
2760 
2834 
2907 


6 


0044 
0118 
0191 
0265 
0339 

0412 
0486 
0559 
0633 
0706 

0780 
0854 
0927 
1001 
1074 

1148 
1222 
1295 
1369 
1442 

1516 
1590 
1663 
1737 
1810 

1884 
1958 
2031 
2105 
2178 

2252 
2326 
2399 
2473 

2546 

2620 
2694 
2767 
2841 
2914 


7 

8 

9 

0051 

0059 

0066 

0125 

0132 

0140 

0199 

0206 

0213 

0272 

0280 

0287 

0346 

0353 

0361 

0419 

0427 

0434 

0493 

0500 

0508 

0567 

0574 

0581 

0640 

0648 

0655 

0714 

0721 

0729 

0787 

0795 

0802 

0861 

0868 

0876 

0935 

0942 

0949 

1008 

1016 

1023 

1082 

1089 

1097 

1155 

1163 

1170 

1229 

1236 

1244 

1303 

1310 

1317 

1376 

1384 

1391 

1450 

1457 

1465 

1523 

1531 

1538 

1597 

1604 

1612 

1671 

1678 

1685 

1744 

1752 

1759 

1818 

1825 

1833 

1891 

1899 

1906 

1965 

1972 

1980 

2039 

2046 

2053 

2112 

2120 

2127 

2186 

2193 

2201 

2259 

2267 

2274 

2333 

2340 

2348 

2407 

2414 

2421 

2480 

2488 

2495 

2554 

2561 

2569 

2627 

2635 

2642 

2701 

2708 

2716 

2775 

2782 

2789 

2848 

2856 

2863 

2922 

2929 

2937 
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Table  XCIIL— PbS04  to  PhO.— continued. 


Gnn. 

PbO. 

Grm. 

- 

— 



PbSO^. 

0 
2944 

1 

2951 

2 

3 

4 

5 
2981 

« 

7 

8 

9 

0-40 

2959 

2966 

2973 

2988 

2995 

3002 

3010 

0-41 

3017 

3025 

3032 

3040 

3047 

3064 

3062 

3069 

3076 

3084 

0-42 

3091 

3098 

3106 

3113 

3121 

3128 

3135 

3143 

3150 

3167 

0-43 

3166 

3172 

3179 

3187 

3194 

3202 

3209 

3216 

3224 

3231 

044 

3238 

3246 

3253 

3260 

3268 

3275 

3282 

3290 

3297 

3304 

0-45 

3312 

3319 

3327 

3334 

3341 

3349 

3356 

3363 

3371 

3378 

0-46 

3386 

3393 

3400 

3408 

3416 

3422 

3430 

3437 

3444 

3452 

0-47 

3459 

3466 

3474 

3481 

3489 

3496 

3503 

3611 

3518 

3525 

0-48 

3533 

3540 

3547 

3666 

3562 

3670 

3577 

3584 

3692 

3599 

0-49 

3606 

3614 

3621 

3628 

3635 

3643 

3650 

3658 

3665 

3673 

0-50 

3680 

3687 

3695 

3702 

3709 

3717 

3724 

3731 

3739 

3746 

©•61 

3754 

3761 

3768 

3776 

3783 

3790 

3798 

3805 

3812 

3820 

0-62 

3827 

3834 

3842 

3849 

3857 

3864 

3871 

3879 

3886 

3893 

©•63 

3901 

3908 

3915 

3923 

3930 

3938 

3945 

3952 

3960 

3967 

0-54 

3974 

3982 

3989 

3996 

4004 

4011 

4018 

4026 

4033 

4041 

0-55 

4048 

4055 

4062 

4070 

4077 

4085 

4092 

4099 

4107 

4114 

0-56 

4122 

4129 

4136 

4144 

4151 

4168 

4166 

4173 

4180 

4188 

0-67 

4195 

4202 

4210 

4217 

4225 

4232 

4239 

4247 

4254 

4261 

0-68 

4269 

4276 

4283 

4291 

4298 

4306 

4313 

4320 

4328 

4335 

0^69 

4342 

4350 

4367 

4364 

4372 

4379 

4386 

4394 

4401 

4409 

0-60 

4416 

4423 

4431 

4438 

4445 

4453 

4460 

4467 

4475 

4482 

0-61 

4490 

4497 

4604 

4612 

4519 

4526 

4534 

4541 

4548 

4656 

0^62 

4563 

4570 

4678 

4585 

4593 

4600 

4607 

4615 

4622 

4629 

0-63 

4637 

4644 

4651 

4669 

4666 

4674 

4681 

4688 

4696 

4703 

0-64 

4710 

4718 

4725 

4732 

4740 

4747 

^4754 

4762 

4769 

4777 

0-65 

4784 

4791 

4799 

4806 

4813 

4821 

4828 

4835 

4843 

4850 

0^66 

4858 

4865 

4872 

4880 

4887 

4894 

4902 

4909 

4916 

4924 

0^67 

4931 

4938 

4946 

4953 

4961 

4968 

4975 

4983 

4990 

4997 

0-68 

5005 

5012 

5019 

5027 

5034 

5042 

5049 

5056 

6064 

5071 

0-69 

5078 

5086 

5093 

5100 

6108 

5115 

5122 

5130 

5137 

5145 

0-70 

5152 

5159 

5167 

6174 

6181 

5189 

5196 

5203 

5211 

5218 

0^71 

5226 

5233 

5240 

5248 

5256 

5262 

5270 

5277 

5284 

5292 

0-72 

5299 

5306 

5314 

5321 

6329 

5336 

5343 

5361 

5358 

5365 

0-73 

5373 

5380 

5387 

5394 

6402 

5410 

5417 

6424 

5432 

5439 

0-74 

5446 

5454 

6461 

6468 

5476 

5483 

6490 

5498 

5505 

5613 

0-76 

5520 

5527 

5535 

5542 

5649 

5557 

5564 

5671 

6579 

5586 

0^76 

5594 

5601 

5608 

5616 

5623 

5630 

5638 

5645 

5652 

5660 

0-77 

5667 

5674 

5682 

5689 

5697 

5704 

5711 

5719 

5726 

5733 

0-78 

5741 

5748 

5766 

6763 

5770 

5778 

5786 

5792 

5800 

5807 

079 

5814 

5822 

5829 

5836 

5844 

5861 

5868 

5866 

5873 

5881 

0-80 

5888 

5895 

5903 

5910 

5917 

6926 

6932 

5939 

5947 

5954 

0-81 

5962 

5969 

5976 

5984 

5991 

5998 

6006 

6013 

6020 

6028 

0-82 

6035 

6042 

6050 

6067 

6065 

6072 

6079 

6087 

6094 

6101 

083 

6109 

6116 

6123 

6131 

6138 

6146 

6153 

6160 

6168 

6176 

0-84 

6182 

6190 

6197 

6204 

6212 

6219 

6226 

6234 

6241 

6249 

0-86 

6256 

6263 

6271 

6278 

6285 

6293 

6300 

6307 

6314 

6322 

0^86 

6330 

I  6337 

6344 

6361 

6359 

6366 

6373 

6381 

6388 

6396 

O'Sl 

6403 

6410 

6418 

6425 

6433 

6440 

6447 

6455 

6462 

6469 

0-88 

6477 

6484 

6491 

6499 

6506 

6514 

6521 

6528 

6536 

6543 

0-89 

6550 

6558 

6566 

6572 

6580 

6587 

6594 

6602 

6609 

6617 
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Table  XCIIL— PbS04  to  PhO.—continued, 


Qtul  PbO. 

Grm. 
PbSO^. 

0 

1 
6631 

2 

6639 

3 

4 

5 

6 

7 

8 
6683 

9 
6690 

0-90 

6624 

6646 

6653 

6661 

6668 

6675 

0-91 

6698- 

6706 

6712 

6720 

6727 

6734 

6742 

6749 

6756 

6764 

0-92 

6771 

6778 

6786 

6793 

6801 

6808 

6815 

6822 

6830 

6837 

0*93 

6845 

6852 

6859 

6867 

6874 

6882 

6889 

6896 

6903 

6911 

0-94 

6918 

6926 

6933 

6940 

6948 

6956 

6962 

6970 

6977 

6985 

1 

0  95 

6992 

6999 

7007 

7014 

7021 

7029 

7036 

7043 

7051 

1 

7058 

0-96 

7066 

7073 

7080 

7088 

7095 

7102 

7110 

7117 

7124 

7132 

0-97 

7139 

7146 

7154 

7161 

7168 

7176 

7183 

7191 

7198 

7206 

0-98 

7213 

7220 

7227 

7235 

7242 

7250 

7257 

7264 

7272 

7279 

0-99 

7286 

7294 

7301 

7308 

7316 

7323 

7330 

7338 

7345 

7363 

100 

7360 

7367 

7374 

7382 

7389 

7396 

7404 

7411 

7418 

7426 

101 

7434 

7441 

7448 

7455 

7462 

7470 

7477 

7484 

7492 

7499 

102 

7507 

7514 

7522 

7529 

7636 

7543 

7551 

7558 

7566 

7573 

103 

7581 

7588 

7695 

7603 

7610 

7618 

7625 

7632 

7640 

7647 

104 

7654 

7662 

7669 

7677 

7684 

7691 

7698 

7706 

7713 

7720 

106 

7728 

7735 

7742 

7749 

7757 

7764 

7771 

7779 

7786 

7794 

106 

7802 

7809 

7816 

7823 

7831 

7838 

7846 

7853 

7860 

7867 

107 

7875 

7882 

7890 

7897 

7906 

7912 

7919 

7927 

7934 

7941 

1-08 

7949 

7966 

7964 

7971 

7979 

7986 

7993 

8001 

8008 

8015 

109 

8022 

8030 

8038 

8045 

8062 

8060 

8067 

8074 

8082 

8089 

110 

8096 

8103 

8111 

8118 

8126 

8133 

8140 

8147 

8155 

8162 

111 

8170 

8177 

8184 

8191 

8199 

8207 

8214 

8221 

8228 

8236 

112 

8243 

8251 

8^58 

8265 

8272 

8280 

8287 

8294 

8302 

8310 

113 

8317 

8324 

8331 

8339 

8347 

8356 

8362 

8369 

8376 

8383 

1-14 

8390 

8397 

8405 

8413 

8420 

8428 

8435 

8442 

8450 

8457 

115 

8464 

8471 

8479 

8486 

8493 

8501 

8508 

8516 

8523 

8530 

M6 

8538 

8545 

8552 

8560 

8567 

8574 

8582 

8589 

8596 

8604 

117 

8611 

8619 

8626 

8633 

8640 

8648 

8655 

8662 

8670 

8677 

118 

8685 

8692 

8699 

8706 

8714 

8721 

8729 

8737 

8744 

8751 

119 

8768 

8766 

8773 

8781 

8788 

8796 

8803 

8810 

8818 

8825 

1-20 

8832 

8840 

8847 

8854 

8861 

8869 

8876 

8883 

8891 

8898 

1-21 

8906 

8913 

8920 

8927 

8935 

8942 

8950 

8957 

8964 

8972 

1-22 

8979 

8987 

8994 

9001 

9009 

9016 

9023 

9031 

9038 

9045 

1-23 

9053 

9060 

9067 

9075 

9082 

9090 

9097 

9104 

9111 

9119 

1*24 

9126 

9134 

9141 

9149 

9156 

9164 

9171 

9178 

9186 

9193 

1-26 

9200 

9208 

9215 

9223 

9230 

9237 

9244 

9252 

9259 

9266 

1-26 

9274 

9281 

9288 

9295 

9303 

9310 

9318 

9325 

9332 

9340 

1-27 

9347 

9354 

9361 

9369 

9376 

9384 

9391 

9398 

9406 

9413 

1-28 

9421 

9428 

9435 

9443 

9460 

9457 

9465 

9472 

9480 

9487 

1-29 

9494 

9501 

9509 

9516 

9524 

9531 

9538 

9546 

9553 

9560 

1-30 

9568 

9575 

9583 

9590 

9698 

9605 

9612 

9620 

9627 

9634 

1-31 

9642 

9649 

9657 

9664 

9671 

9678 

9686 

9693 

9700 

9707 

1-32 

9715 

9722 

9730 

9737 

9744 

9751 

9759 

9767 

9774 

9781 

1-33 

9789 

9796 

9803 

9810 

9818 

9825 

9833 

9840 

9847 

9854 

1-34 

9862 

9870 

9877 

9884 

9892 

9899 

9906 

9913 

9920 

9928 

1-35 

9936 

9943 

9950 

9957 

9965 

9972 

9980 

9988 

9995 

1-0001 

no 


A  TREATISE   ON  CHEMICAL   ANALYSIS. 


Table  XCIV. —Solvents  for  Precipitates  in  Munroe's  Crucible. 

0.  D.  Swett,  Joum.  Amer,  Chem.  Soc.,  31.  928,  1909. 
(Salts  are  applied  in  aqueous  solution  unless  otherwise  specified. ) 

Sodium  thioBulpbate. 
Ammonium  sulphate. 
Ammonium  nitrate. 
Sodium  hydrogen  phosphate. 
Ammonium  oxalate. 
Ammonium  acetate,  alkaline. 
Ammonium  tartrate,  alkaline. 
Potassium  carbonate. 
Sodium  carbonate. 
Potassium  chlorate. 
Ammonium  carbonate. 
Potassium  chloride. 
Potassium  iodide. 
Sodium  chloride. 
Ammonium  chloride. 
Ammonium  fluoride,  dry. 
Calcium  chloride. 
Magnesium  chloride. 
Potassium  cyanide. 
Ferrous  sulphate. 
Silver  nitrate. 
Lead  acetate. 
Mercuric  nitrate. 
Ferric  acetate. 


1. 

Water. 

22. 

2. 

AloohoL 

23. 

3. 

Carbon  disulphide. 

24. 

4. 

Sulphuric    acid    with    nitric    acid    or 

26. 

nitrates. 

26. 

5. 

Sulphuric  add,  concentrated  or  fuming. 

27. 

with  ammonium  chloride. 

28. 

6. 

Nitric  add. 

29. 

7. 

Carbon  dioxide  in  aqueous  solution. 

30. 

8. 

Acetic  acid. 

31. 

9. 

Oxalic  acid. 

32. 

10. 

Hydrochloric    acid    with    ammonium 

33. 

chloride  or  oxalic  acid. 

34. 

n. 

Hydrofluoric  add. 

35. 

12. 

Potassium  hydroxide. 

36. 

13. 

Sodium  hydroxide. 

37. 

14. 

Ammonium  hydroxide. 

38. 

15. 

Potassium  sulphide. 

39. 

16. 

Potassium  sulphide,  yellow. 

40. 

17. 

Sodium  sulphide. 

41. 

18. 

Sodium  sulphide,  yellow. 

42. 

19. 

Ammonium  sulphide. 

43. 

20. 

Ammonium  sulphide,  yellow. 

44. 

21. 

Potassium  bisulphite. 

45. 

Solvents  for  Precipitates  in  Condition  for  Weighing. 

(Numbers  indicate  correspondingly  numbered  solvents  in  the  preceding  list.  Hyphens  indicate 
successlTe  treatments  ;  commas  indicate  alternative  treatments.  Abbreviations  :  h  =  hot, 
(;  =  conceiiti'ated,  <i  =  dilute.) 


Precipitates. 

Solvents 

Precipitates. 

Solvents. 
6,10 

Aluminium  oxide 

12ch.M0,  13ch-M0 

Barium  chromate    . 

Ammonium   arseno- 

14. 

Barium  silicofluoride 

36 

molybdate. 

Barium  sulphate 

4h,  5h 

Ammonium  chloride 

Ih. 

Bismuth 

6d 

Ammonium  magnes- 

6, 10. 

Bismuth    carbonate 

6,10 

1 

ium  arsenate. 

(basic). 

Ammonium    phos- 

Ih,  12, 13,  25,  26,  29, 

Bismuth     chronoate 

6 

phomolybdate. 

30,36 

(basic). 

Ammonium    chloro- 

Ih 

Bismuth   nitrate 

6 

platinate. 

(bade). 

Antimony 

6-MO 

Bismuth  oxide 

10 

Antimony  pentasul- 

14h 

Bismuth  oxychloride 

10c 

phide. 

Bismuth  sulphide     . 

6ch.l.3 

Antimony  totroxide 

lOch 

Cadmium  carbonate 

6d,  14 

Antimony        trisul- 

10c,  12d,  15,  19 

Cadmium  oxide 

4,  5,  6,  10,  14 

phide. 

Cadmium  sulphide  . 

4dh,  6,  10 

Arsenious  sulphide  . 

12, 13, 15.  17,  21,  29, 
30 

Calcium  carbonate  . 
Calcium    carbonate. 

6d,  lOd 
Ih,  6d,  lOd 

Barium  carbonate   . 

7,  24,  36 

ignited. 

1 

Barium     carbonate. 

Ih,  6d 

Calcium  fluoride 

4-1,  10c 

ignited. 

Calcium  oxalate 

6,22 
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Table  XCIV. — continued. 


Predintates. 

Solvents. 

Precipitates. 

Solvents. 

Calciam  sulphate 

23dh 

Mercuric  oxide 

6,  10 

Chromium  oxide 

6ch  +  31dry+42     or 

Mercuric  sulphide    . 

16  +  12 

43,    31dry    h+1, 

Mercurous  chloride  . 

6ch.l                            1 

42dryh  +  6 

Mercurous  chromate 

6ch 

Cobalt     . 

6 

Mercurous  phosphate 

6 

Cobalt  hydroxide 

23,  24,  36 

Metastannic  acid 

10,13 

Cobaltous  sulphate  . 

Ih 

Nickel     . 

6c 

Cobaltous  sulphide  . 

4c,  5,  8c,  10c 

Nickel  oxide    . 

10 

Cupric  hydroxide 

6,  10,  14 

Nickelous  hydroxide 

lOd,  14,  23,  24,  36 

Cupric  sulphide 

6h,  40 

Nickelous       subsul- 

6 

Cuprous  oxide 

4 

phide. 

Cuprous  sulphide     . 

6 

Nickelous  sulphate  . 

Ih 

Cuprous      thiocyan- 

4 

Nickelous  sulphide  . 

6 

ate. 

Palladium  iodide 

14 

Gold 

4c 

Platinum  sulphide  . 

16,  18 

Gold  sulphides 

16,40 

Pot/assium  chloride  . 

Ih 

Iron  acetate  (basic) . 

10 

Potassium     cobaltic 

Ih 

Iron  arsenate  . 

6,  10 

nitrite. 

Iron  formate  (basic) 

10 

Potassium  fluoborate 

1,  2d 

Iron  hydroxide 

6d,  lOd. 

Pot/aasium      ohloro- 

Ih,  12h 

Iron  oxide 

10c 

platinate. 

Iron  phosphate 

10,45 

Potassium  sulphate 

Ih 

Iron  succinate  (basic) 

4.  6,  6,  10 

Silica 

11,    12h,    13h,   29h, 

Iron  sulphide  . 

4,  10 

, 

30h,  37-ignition 

Lead  arsenate 

6 

Silver 

6d 

Lead  carbonate 

6d 

Silver  chloride 

14h 

Lead  chloride  . 

Ih 

Silver  cyanide . 

14,40 

Lead  chromate 

6,  12 

Silver  iodide    . 

34c,  22,  40,  44ch 

Lead  oxalate  . 

6d 

Silver  phosphate 

6,  14 

Ijead  oxide 

6d 

Silver  sulphide 

6ch-l-3 

Lead  phosphate 

6 

Sodium  carbonate   . 

Ih 

Lead  sulphate 

24,  27,  28,  lOch,  6ch, 

Sodium  chloride 

Ih    - 

22,  12h,  13h,  14h 

Sodium  chloroplatin- 

Ih,  2 

Tjead  sulphide 

6c,  10c 

ate. 

Magnesium  oxide 

4d,  6d,  lOd 

Sodium  sulphate 

Ih 

Magnesium    phos- 

6, 10 

Stannic  acid    . 

10-1 

phate. 

Stannic  oxide 

36dry-ignition,  10-1 

Magnesium       pyro- 

6,  10 

Stannic  phosphate  . 

12 

arsenate. 

Stannic        sulphide 

lOch,  12,  16,  17 

Magnesium       pyro- 

6, 8,  10,  6ch,  lOch 

(hydrous). 

phosphate. 

Stannous     sulphide 

10c 

Magnesium  sulphate 

Ih 

(hydrous). 

Manganese  dioxide  . 

6h+9 

Strontium  carbonate 

7,  24,  36 

Manganese     sesqui- 

4  f  9,  4  +  41 

Strontium  sulphate 

33c,  35c,  38c,  39c 

oxide. 

Uranyl  pyroarsenate 

6 

Manganese  sulphide 

4d,  6d,  lOd 

Uranyl      pyrophos- 

4, 6,  10 

Manganous       pyro- 

4ch, 6h,  6ch,  lOch 

phate. 

phosphate. 

Zinc  oxide 

lOdh 

Manganous  sulphate 

1 

Zinc  sulphide  . 

4,  6,  10 

THE  LIBRARY. 

The  following  books  will  be  found  useful  on  the  shelves  of  the  library  attached  to  the 
laboratory.  There  are  numerous  other  excellent  works  of  general  interest  which  have  not  been 
included  in  this  list. 

Mineral  and  Rock  Analysis. 

W.  F.  HiLLBBRAND,  The  Analysis  of  Silicate  omd  Carbonate  Hocks,  Washington, 
1910. 

No  analyst  who  has  to  deal  with  silicates,  and  certainly  no  writer  on  the  subject,  can 
fail  to  acknowledge  his  indebtedness  to  this  American  chemist.  The  book  describes  the 
methods  used  by  the  chemists  of  the  U.S.  G^logical  Survey.  The  first  edition:  Some 
Principles  and  Methods  of  Hock  Aruilysia,  Washington,  1900,  has  been  the  means  of  raising 
the  standard  of  silicate  analyses  all  round. 

H.  S.  Washington,  Manual  of  the  Chemical  Analysis  of  Hocks,  New  York,  1904. 

This  excellent  American  book  is  based  on  an  earlier  edition  of  Hillebrand's  brochure, 
and  it  gives  more  elaborate  details  of  manipulation  and  the  precautions  to  be  observed 
to  secure  accurate  results  by  those  not  specially  conversant  with  silicate  analyses. 

M.  DiTTRiOH,  Anleitung  zur  Gesteinanalyse,  Leipzig,  1905. 

This  also  is  an  excellent  book  from  the  German  point  of  view,  and  it  covers  much  the 
same  ground  as  Washington's  manual. 

General  Analysis. 

C.  R.  Fresenius,  Anleitung  zur  quantitativen  cheniischen  Analyse,  Braunschweig, 

1875-87. 

This  is  one  of  the  classics,  for  it  has  played  an  important  part  in  modem  analytical 
chemistry.  Although  the  latest  edition  is  over  twenty  years  old,  there  are  few  analytical 
laboratories  without  their  "Fresenius."  This  work  has  been  translated  into  many 
European  languages. 

L.    L.    DB    KoNiNCK,    Lehrhuch  der   qnalitativen  und  quantitativen   chemischen 
Analyse,  Berlin,  1904.     In  zwei  Banden. 

This  is  a  kind  of  modernised  **  Fresenius,"  and  it  is  very  useful  when  awkward  separa- 
tions are  being  planned.  Several  alternative  processes  are  usually  given.  Analysts  are 
indebted  to  the  Belgian  chemist  for  many  new  ideas. 

A.    Classen,    AusgewaMte   Methoden    der    analytischen  Chemie,    Braunschweig, 
1901-3.     In  zwei  Banden. 

This  large  two- volume  German  book  describes  the  analytical  methods  for  all  the 
elements.  It  can  scarcely  be  said  to  supplant,  but  rather  does  it  supplement  "  Fresenius." 
This  is  usually  the  second  book  consulted  after  **  Fresenius"  when  a  new  separation  has  to 
be  taken  in  hand. 

L.  E.  RivoT,  DodTTiasie,     Traite  d' Analyse  des  Substances  Minerales,  Paris,  1886. 

This  five-volume  French  work  is  a  small  encyclopaedia  on  the  subject,  and  is  aooordingly 
a  reference  book — not  eo  much  used  now  as  formerly. 
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A.  Carnot,   Traits  d* Analyse  des  Substamces  MinSrales,   Paris,  1898.     In  four 
volumes. 

The  fourth  volnme  of  this  bulky  French  work  is  not  yet  published.  There  are  some 
good  things  in  the  three  volumes  which  have  appeared,  idthough  the  great  lapse  of  time 
between  the  first  and  later  volumes  has  not  tended  to  make  the  work  attractive.  It  is  a 
modernised  **Rivot.*' 

F.  Peters,  HamdbtLch  der  analytischen  Chemiey  Heidelberg,  1912. 

This  promises  to  be  a  comprehensive  work  of  fourteen  volumes,  to  be  published  in  parts. 
A  start  has  been  made  with  the  volnme  to  be  devoted  to  Antimony,  Arsenic,  and  Tin. 
It  will  probably  be  many  years  before  the  work  approaches  completion,  but  once  completed, 
it  will  be  as  useful  as  the  celebrated  '*  Gmelin  "  published  by  the  same  firm.  The  Germans 
alone  appear  to  possess  the  great  patience  required  to  give  the  world  a  book  such  as  is  here 
coDtemplated. 

A.  RtJDi8t)LB,  Naxihweisy  Bestim/nhv/ng  v/nd   Trenntmg   der  chemischen  Elemente^ 
Bern,  1913. 

This  promises  to  be  a  comprehensive  work  in  eleven  volumes.  Vol.  I.,  devoted  to 
Arsenic,  Antimonv,  Tin,  Tellurium,  and  Selenium,  has  been  published.  It  seems  as  if 
the  work  will  clash  with  "Peters"  previously  mentioned.  Either  or  both  works,  when 
completed,  will  be  indispensable  for  reference. 

C.  Friedhbim,  Leitfaden  fur  die  quantitative  chemische  AnalysCy  water  Mitheruch- 
sichtigtmg  von  Massanalyse,  Ga^avudysey  und  Elektrolyse,  Berlin,  1905. 

This  is  the  1905  edition  of  the  old  classical  L&Ufaden  of  C.  F.  Rammelsberg  (1845), 
and  it  describes  many  difficult  separations  not  commonly  found  in  other  manuals. 

P.  Ja^nasgh,  Praktischer  Leitfaden  der  Gewichtsanalyse,  Leipzig,  1904. 

This  German  book  contains  many  novel  processes  not  found  described  in  other  text- 
books, and,  like  the  preceding  volume,  it  is  useful  when  devising  a  plan  for  an  unfamiliar 
separation. 

*^F.  Treadwell,  Kurzes  Lehrbwck  der  anaZytischen  Chemiey  Leipzig,  1911.    In  zwei 
Banden. 

This  well-known  German  book  is  equally  familiar  in  its  American  dress.  It  is  one 
of  the  best  modern  books  for  advanced  exercises,  and  it  is  a  very  useful  book  of  reference. 
The  two  volnmes  deal  with  both  qualitative  and  quantitative  analysis. 

G.  Chbsnbau,  Principes  TMoriquea  et  Pratiques  d Analyse  Minerale,  Paris,  1912. 

This  French  book,  occupying  641  pages,  is  a  general  treatise  on  quantitative  inorganic 
analysis.  It  also  contains  some  applications  of  physical  chemistry  to  analysis  very  neatly 
expressed.  There  is  no  danger  of  the  student's  attention  being  distracted  by  references  to 
authorities.    The  chapter  on  phosphorus  is  particularly  good. 

G.  Lunge  und  E.  Berl,  Chemisch-technische  UntersuchungsmethodeUy  Berlin,  1910. 
In  vier  Banden. 

Although  it  is  generally  considered  that  the  day  of  comprehensive  text-books  is  past, 
and  that  the  specialist  requires  monographs  written  by  experts  in  his  own  subject,  this 
work  ma^  be  regarded  as  a  library  of  small  monographs.  Each  subiect  is  treated  by  a 
si>ecialist  in  that  particular  theme.  The  cost  appears  high  if  the  whole  set  be  purchased, 
because  the  mineral  chemist  will  find  he  has  also  bought  monographs  on  subjects  he  never 
crosses,  and  conversely.     An  English  translation  is  in  course  of  publication. 

T.  B.  Stillman,  Engineering  Chemistry:  A  McmuaZ   of  Quantitative  Chemical 
Analysis  for  the  use  of  Students^  Chemists^  and  Engineers,  Easton,  Pa.,  1910. 

This  book  treats  of  the  analysis  of  coal,  gases,  metals,  ores,  water,  oils,  paints,  and 
several  commercial  products. 

A.  Meurice,  Cours  d Analyse  Quantitative,  Paris,  1908. 

This  French  book  of  829  pages  is  mainly  devoted  to  the  analysis  of  technical  products. 
Chapter  III.,  for  instance,  deals  with  Cements,  Mortars,  Limestones,  Dolomites,  etc.  ;  and 
Chapter  lY.  with  Refractory  Products,  Sands,  and  Clays.  The  succeeding  chapters  deal 
with  minerals  to  be  treated  for  copper,  iron,  cobalt,  nickel,  manganese,  etc. 
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Qualitative  Analysis. 

C.  R.  Frbsenius,  Anleitring  zv/r  qualitattven  chemischen  Analyse^  Braunschweig, 
1895. 

This  book  has  been  through  nearly  twenty  editions  since  its  first  pnblication  at  Bonn 
in  1841,  and  it  has  also  been  translated  into  all  the  important  European  languages.  It  is 
still  a  standard  of  reference. 

A.  B.  Presoott  and  0.  C.  Johnson,  Qualitative  Chemical  Analyns,  New  York, 
1910. 

A  detailed  study  of  the  reactions  of  the  different  elements,  and  the  elabcwation  of 
schemes  for  the  treatment  of  complex  mixtures. 

J.  Stibglitz,  The  Elements  of  Qualitative  Chemical  Analysis^  New  York,  1911. 
Two  vols. 

This  work  is  largely  occupied  with  descriptions  of  the  physical  chemistry  of  qualitatiYe 
analysis. 

Volumetric  Analysis. 

H.  Bbgkurts,  Die  Methoden  der  MassanalyBe,  Braunschweig,  1910. 

This  is  the  latest  edition  of  0.  F.  Mohr's  classical  Lehrbuch  der  chemisch-ancUyiiachen 
TUriermethoden  (1855),  and  it  is  very  thorough.  The  Germans  excel  in  books  of  reference 
of  this  kind. 

A.  Classen,  Theorie  und  Fra^xis  der  Massanalyse,  Leipzig,  1912. 

The  unique  feature  of  this  book  is  the  theoretical  discussions  which  precede  the 
directions  for  manipulation.    Classen  was  the  editor  of  the  1888  edition  of  Mohr  s  Lthrbueh, 

F.  Sutton,  A  Systematic  Handbook  of  Volumetric  Analysis^  London,  1911. 

This  volume  has  been  through  numerous  editions  since  its  publication  in  1863,  and  it 
has  proved  a  valuable  work  of  reference  when  a  volumetric  process  for  a  particular  deter- 
mination  is  sought 

E.  Knbcht  and  E.  Hibbbrt,   New  Eeduction  Methods  in   Volumetric  Analysis, 

London,  1910. 

This  book  describes  some  applications  of  titanous  chloride  in  volumetric  analysis. 
The  titanous  chloride  process  for  titrating  ferric  iron  directly  is  described  on  p.  49. 

Special  Treatises  and  Monographs. 

j> 

F.  A.  GoocH,  Methods  in  Chemical  Analysis,  New  York,  1912. 

Analysts  generally  are  under  many  obligations  to  Prof.  Gooch  for  new  apparatus,  new 
methods,  and  for  the  revision  and  improvement  of  many  of  the  older  processes.  It  is  a 
great  convenience  to  have  Gooch's  papers,  abridged  by  hmiself,  collected  into  one  volume. 

W.  Crookes,  Select  Methods  in  Chemical  Analysis  (chiefly  Inorganic),  London, 

1905. 

This  book,  compiled  by  the  editor  of  the  Chemical  News,  is  strongest  when  consulted 
for  the  rarer  elements. 

A.  H.  Low,  Technical  Methods  of  Ore  Analysis,  New  York,  1906. 

This  American  book  is  useful  when  rapid  technical  processes  arc  required.  It  special- 
ises chiefly  in  evaluating  ores. 

H.  Brearley  and  F.  Ibbotson,  The  Analysis  of  Steel-  Works  Materials,  London, 
1902. 

Although  designed  for  metallurgical  work,  this  book  contains  many  useful  hints  on  the 
separation  of  the  different  metals. 

A.  A.  Blair,  The  Chemical  Analysis  of  Iron,  Philadelphia,  1908. 

Like  Brearley  and  Ibbotson's  book,  this  is  also  a  useful  book  to  consult  for  unfamiliar 
separations,  and  it  is  a  most  popular  book  of  its  kind. 
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H.  Brbari^t,  The  Analytical  Chemistry  of  Uranium^  London,  1903. 

Brearley's  monograph  reviews  the  analytical  chemistry  of  uranium,  and  it  is  a  pity 
that  more  monographs  of  a  similar  kind  are  not  available  for  other  metals. 

K  J.  Meybr  and  0.  Hauser,  Die  Analyse  der  seltenen  JSJrde  v/nd  der  Erdsdwren, 
Stuttgart,  1902. 

This  monograph  treats  of  the  analysis  of  minerals  containing  the  rare  earths,  thorium, 
zirconium,  titanium,  niobium,  and  tantalum. 

L.  MosER,  Die  BestirwmuTigsmethoden  des  WismuthSy  Stuttgart,  1909. 

The  author  has  tried  in  this  monograph  to  give  as  complete  as  possible  a  review  of  the 
analytical  chemistry  of  bismuth. 

H.  NissBNSON,  Die  Untersu/chtrngsTnethoden  des  Zinks^  Stuttgart,  1907. 

The  author  of  this  monograph  has  collected  those  methods  employed  for  the  determina- 
tion of  zinc,  and  more  particularly  those  applicable  to  the  technically  important  zinc  ores. 

L.  Parry,  The  Assay  of  Tin  amd  Antimony,  London,  1906. 

The  writer  of  this  monograph  is  maiiily  concerned  with  the  methods  for  the  separation 
and  analytical  determination  of  tin  and  antimony  working  under  industrial  conditions 
against  time. 

A.  Stabler,  Handhuch  der  Arbeitsmethoden  in  der  anorganischen  Chemie,  Leipzig, 
1913.     Fiinf  Bande. 

The  first  volume  of  this  handbook  deals  with  the  mechanical  operations,  and  the 
equipment  of  chemical  laboratories.     The  other  volumes  have  not  yet  appeared. 

Electro- Analysis. 

E.  T.  Smith,  Electro-analysis,  Philadelphia,  1907. 

F.  M.  Perkin,  PixicticaX  Methods  of  Electrocfiemistry,  London,  1905. 
A.  Fischer,  ElectroanaZytische  Schnellmethoden,  Stuttgart,  1908. 

A.  HoLLARD  et  L.  Bertiaux,  Analyse  des  Metatixpar  Electrolyse,  Paris,  1909. 

Cements. 

F.  R.  VON  Arlt,  Laboratoriv/msbuch  fiir  die  Z&nientindustHe,  Halle  a.  S.,  1910. 

F.  B.  Gatehouse,  A  Handbook  for  Cement  Works  Chemists,  London,  1908. 

J.  M ALETTE,  Analyse  Chimique  des  Chaux  et  Ciments,  Paris,  1911. 

E.  Leduc  andG.  Chenu,  Chaux,  Ciments,  Pldtres,  Paris,  1912. 

R.  K.  Meade,  Portland  Cement:  Its  Composition,  Raw  Materials,  Manufacture, 
Testing,  and  Analysis,  Easton,  Pa.,  1906. 

Assaying. 
C.  H.  Fulton,  A  Manual  of  Fire  Assaying,  New  York,  1907. 

C.  and  J.  J.  Beringer,  A  Text-book  of  Assaying,  London,  1908. 

P.  DE  P.  Ricketts  and  E.  H.  Miller,  Notes  on  Assaying,  New  York,  1908. 

C.  H.  Aron,  Assaying,  San  Francisco,  1900. 

T.  K.  Rose,  The  Metallurgy  of  Gold,  London,  1906. 

Although  the  first  eighteen  chapters  are  coDcerned  with  the  metallurgy  of  gold,  the 
nineteenth  and  twentieth  chapters  are  devoted  to  the  assay  of  gold  ores  and  Dullion.  Rose 
is  an  expert  on  this  subject. 


736  A   TREATISE   ON    CHEMICAL   ANALYSIS. 

Water. 

W.  P.  Mason,  Examination  of  Water  (Chemical  and  Bacteriological) ,  New  York, 
1910. 

H.  B.  Stocks,  Water  Analysis  for  Sanitary  and  Technical  Pvrposes,  London,  1912. 

American  Public  Health  Association,  Standard  Methods  for  the  Examination 
of  Water  and  Sewa^e^  New  York,  1912. 

Fuel  and  Gas. 

E.  E.  SoMERMBiBR,  Coal :   its  Composition,  Analysis,  Utilisation,  and   Vahmtion, 
New  York,  1912. 

J.  H.  CosTE,  The  Calorific  Power  of  Ga^ :  A  Treatise  on  Calorific  Standards  and 
Calorimetry,  London,  1911. 

J.  S.  Haldanb,  Methods  of  Air  Analysis,  London,  1912. 

W.  Hempbl,  Gasanalytische  Methode,  Braunschweig,  1900  ;  English  edition,  1902. 

H.   Franzen,    Gasanalytische  Uebungen.     Ein  Hilfsbuch  fiir  das  gasanalytische 
Praktikum,  Leipzig,  1907. 

This  booklet  describes  some  exercises  in  the  manipulation  of  gases.  There  is  an 
English  translation. 

Theoretical. 

W.  OsTWALD,  Die  ttdssenschaftlichen  Ch'tmdlagen  der  analytischen  Cliemie,  Leipzig, 

1910. 

This  is  an  extremely  interesting  book  on  the  theory  of  analytical  chemistry,  and, 
when  first  published  in  ld94,  it  drew  the  serious  attention  of  analysts  to  the  significance 
and  importance  of  the  theory  of  their  art.     An  English  translation  is  available. 

G.  Chesnbau,  Principes  Theoriques  des  Methodes  d? Analyse  MinercUe,  fondees  siir 

les  Reactions  Ghimiques,  Paris,  1906. 

Like  the  preceding  volume,  this  work  treats  of  the  theory,  but  whereas  the  former  uses 
the  language  of  the  ionic  hypothesis,  Chesneau's  book  does  not.  An  American  translation 
is  available. 

Periodicals. 

Zeitschrift  fiir  analytische  Chemie.     H.  and  W.  Fresenius  and  E.   Hintz,  Wies- 
baden ;  188.  per  ann. 

The    Analyst*     Grgcun  of  t?ie  Society  of  Public  Analysts,  W.  I.  Sykes,  London ; 
21s.  per  ann. 

Annales  de  Chimie  AncUytiqne  appliqiiee  a  V Industrie,  d  la  Pharmacie  et  a  la 
Biologic,  C.  Crinon,  Paris ;  1 2s.  per  ann. 


ITOEX  OF  NAMES. 


Aaius,  L.  a.  ,  449. 

Abegg,R.,4e. 

Abel,  A.  A.,  276. 

Abel,  E.,  289,  348. 

Abelspies,  J.  F.  C,  270. 

Abesser,  O.,  216,  593,  598,  600. 

Abich,  H.,  121,  162,  178. 

Abraham,  K.,  197. 

Acree,  S.  F.,  615. 

Adams,  L.  H.,  611,  619. 

Adams,  M.,  311. 

Adie,  R.  H.,  640,  641. 

Adriani,  A.,  319. 

Agulhan,  H.,  585. 

Alberti,  R.,  538. 

Alcock,  F.  H.,  306. 

AlderakroD,  H.  B.  von,  225. 

Aldis,  W.  G.,  8. 

Alefeld,  K,  652. 

Alessandri,  P.  E.,  604. 

Alexander,  H.  H.,  333. 

Alexandron,  W.,  197. 

Alexi,  0.,442. 

Alfa,  J.,  649. 

Alhaire,  P.,  682. 

Alibigoff,  G.,  488. 

Allart,  A.,  810. 

Allen,  A   H.,  46,  63,  160,  169,  234,  435, 

679. 
Allen,  E.  T.,  124,  155,  178,  182,  181, 

436,  444,  612,  616. 
Allen,  I.  C,  621,  625. 
Allen,  0.  D.,  239. 
Allen,  W.  S.,611. 
Allibon.  G.  H.,  601. 
Allihn,  F.,  42,  100,  102,  110,  277,  587. 
Allison,  A.,  477. 
Aloy,  J.,  204. 
Alt,  H.,  364. 
Alvarez,  E.  P.,  481. 
Amberg,  R.,  563. 
Anderch,  H.  C,  169. 
Andersen,  A.  C,  72,  193. 
Anderson,  A.  A.,  533,  536. 
Anderson,  H.  O.,  1,  630. 
Anderson,  R.,  626. 
Anderson,  W.  C,  661. 
Andre,  G.,  624. 
Andrews,  L.  W.,  86,  40,  78,  201,  286, 

288,  399. 
Anelli,  G.,625. 
Angenot,  H.,  267,  410. 


462, 
434, 


287, 


Antany,  M.,  319. 

Anthony,  M.,  387,  425. 

Antony,  V.,  339,  429. 

Apel,  see  Tietyens,  L. 

Archbutt,  L.,  476,  611. 

Archetti,  A.,  526. 

Archibald,  E.  H.,  231,  520. 

Archimedes,  22. 

Arendt,  R.,  600. 

Arfvedson,  A.,  678. 

Argall,  P.,  135. 

Arndt,  R.,  586. 

Arnold,  C,  148. 

Arnold,  H. ,  437. 

Arnold,  R.,  625. 

Aron,  J.,  631,  658. 

Arth,  G.,  177,  594. 

Arthur,  W.,  399. 

Ashley,  H.  E.,  170,  460,  461. 

Ashof!',  K.,  624. 

Aston,  16. 

Atack,  F.  W.,  415. 

Atkinson,  R.    W.,  124,   167,  192,  376,  454, 

595. 
Atterberg,  A.,  232,  234. 
Attfield,  J.,  183,  305. 
Atwater,  W.  0.,  36. 
Auchy,  G.,   106,    378,   380,    480,    547,   550, 

564,  568,  599. 
Auerbach,  E.  B.,  472. 
Aufrecht,  S.,  622. 
Auger,  v.,  492. 
Aumann,  C.,  237. 
Aupperle,  J.  A.,  551,  560, 
Austin,  A.,  355. 

Austin,  M.,  106,  218,  284,  366,  372,  374. 
Austin,  P.  T.,  88,  161,  183,  192,  207,  314. 
Autenrieth.W.,  540. 
Avery,  C.  E.,  90,  161,  293,  462. 
Avery,  S.,  195. 

Avery,  S.,  and  Beans,  H.  T.,  290,  293. 
Azzarello,  E.,  280. 

Babbit,  H.  C,  593,  594. 
Babo,  T.  von,  161. 
Baohinskii,  A.,  5. 
Bachmeyer,  W.,  190. 
Backstrom,  H.,  501. 
Bagley,  E.,  408. 
Bahr,  J.  F.,  504. 
Bailey,  E.  G.,  134. 
Bailey,  E.  H.  S.,  529. 


737 


47 


738 


A  TREATISE  ON  CHEMICAL  ANALYSIS. 


Bailey,  G.  H.,  224,  498,  499. 

Bailey,  H.  S.,  100,  272. 

Bailey,  see  Spooner. 

Bailey,  T.,  429. 

Bain,  J.  W.,  207,  209. 

Baker,  B.  F.,  522. 

Baker,  E.  L.,  541. 

Baker,  J.  T.,  141. 

Ball,  W.  C,  240. 

Ballhauser,  F.,  641. 

Balli,  B.,  60. 

Belthaser,  K.,  522. 

Bannister,  C.  0.,  833. 

Bausen,  H.,  138. 

Banthisch,  W.,  614. 

Barba,  W.  P.,  104. 

Barfoed,  C,  279,  296,  308. 

Barker,  C.  R,  214. 

Barker,  P.,  605. 

Barlow,  W.  E. ,  625. 

Barnebey,  0.  L.,  454. 

Barnes,  S.  K.,  449. 

Barral,  J.  A.,  136. 

Barreswil,  L.  C,  484. 

Barthe,  L.,  579,  580. 

Barthel,  G  ,  617. 

Bartonec,  H.,  405. 

Baskerville,  C,  203,  207. 

Bassadonna,  M.,  195. 

Basset,  H.,  478. 

Batey,  J.  P.,  289,  290,  291. 

Battandier,  M.,  102. 

Baubigny,  M.,  273,357,  860,  364,  373,  388, 

389,  480,  517. 
Baud,  E.,  446. 
Baudisch,  O.,  455. 
Bauer,  E.,  91. 
Bauer,  K.  L.,  17. 
Bauer,  0.,  812. 
Bauer,  T.,169,  175. 
Baumhauer,  E.  H.  von,  386. 
Baur,  R.,  555. 
Baxter,  G.  P.,  118,  179,  215,  452,  485,  593, 

599. 
Bay,  J.,  625. 
Bayerlein,  H.,  475,  538. 
Bayley,  T.,  94,  390,  396. 
Beans,  H,  T.,  see  Avery,  S. 
Beard,  M.,  455. 
Becaia,  M.,  595. 
Bochamp,  A.,  115,  428. 
Bechi,  E.,  585. 
Beck,  K.,315. 
Beck,  O.,  270,  284. 
Beck,  P.,  323. 
Becker,  F.,  4,  270. 
Becker,  G.  F.,  23. 
Beckurts,  II.,  31,  280,  538. 
Bedford,  M.  H.,  161. 
Beebe,  A.  L..  187. 
Beerman,  G.  H.,  585. 
Behncke,  W. ,  636. 
Beilstein,  F.,  114,  239,  358,  864. 
Bein,  S.,  641,  644. 
Belden,  W.,  499. 
Bell,  C.  A.,  40. 
Bell,  J.  C,  250. 


Belluci,  I.,  4.56. 

Belohoubek,  A.,  491. 

Belton,  F.  G  ,  817. 

Bemmelen,     J.     M.     von,     173,    308,    380, 

641. 
Bemmelen,  M.  von,  624. 
Benas,  T.,  811. 
Bender,  O.,  136. 
Benedict,  F.  G.,  59,  117. 
Benedict,  R.,  169,  330. 
Benedict,  S.  R,  385,  386. 
Benedikt,  R,  35,  653. 
Benelli,  T.,  319,  339. 
Benkert,  A.  L.,  348. 
Benner,  R.  C,  20,  103,  113,  335. 
Bennet,  J.  F.,  292. 
Benneville,  J.  S.  de,  408. 
Benoit,  18. 

Benz,  E.,  501,  505,  506,  510. 
Bercbem,  0.,  56. 
Beidel,  E.,  663,  664,  667. 
Berg,  P.  von,  358,  364,  583. 
Bergdolt,  A,  215. 
Berger,  H.  W.,  114. 
Bergeron,  M.,  355. 
Berglund,  E.,  276. 
Bergmann,  F.,  395. 
Bergmann,  J.,  35. 
Bergmann,  T.,  163,  657. 
Beringer,  A. ,  362. 
Beringer  C,  and  Beringer,  J.  J.,   291,  312, 

353,  633. 
Beringer,  J.  J.,  see  Beringer,  C. 
Herju,  G.,  528. 
Berl,  E.,  551. 
Berlin,  N.  J.,  501. 
Bernhardt,  P.,  107. 
Bernheim,  R.,  540. 
Bernoulli,  F.  A.,  408. 
Berolzheimer,  R.,  622,  632. 
Berthelot,  M.,  195,  295,  624. 
Berthier,  P.,  162,  425,  499,  568. 
Berthollet,  C.  L.,  116,  562. 
Bertiaux,  L.,  256,  280. 
Bertin,  M.,  287. 
Bertlet,  E.,  579. 
Bertrand,  A.,  287. 
Bertrand,  G.,  359,  382,  686. 
Bertrand,  0.,  246 
Berzelius,  J.  J.,  3,  16,  23,  89,  160,  161,  162, 

218,   226,    228,  278,  308,   408,    483,   499, 

502,  508,  678,  583,  614,  637,  638. 
Bessou,  A.  A.,  91. 
Bett«l,  W.,  425,  426,  429,  475. 
Bettendorff,  A.,  480. 
Bettendorf,  0.,  483. 
Bettink,  W.  H.,  397,  898. 
Betzel,  R.,  190. 
Beutell,  A.,  35,  59,  66. 
Be  van,  E.  J.,  72,  546. 
Beyne,  E.,  360,  517. 
Beythein,  A.,  579. 
Bialobrzesky,  M.,  291. 
Bicard,  73. 
Bicks,  T.,  624. 
Bidauf,  M.,  576. 
Bidtel,  E.,  648,  649. 


INDEX    OF   NAMES. 


739 


Biggs,  R.,  197. 

Biltz,  47. 

Bilta,  E.,  117. 

Biltz,  H.,  465. 

Biltz,  W.,  496. 

Binder,  O.,  44,  188,  6>7. 

Binns,  C.  F.,  672. 

Birch,  W.  C,  188,  190,  462. 

Birnbaum,  H.,  156. 

Bisoaro,  G.,  80. 

Bischof,  C,  668,  663,  672. 

Bischof,  6.,  339,  355. 

Bischoff,  M.,  528. 

Bishop,  H.  B.,  280,  611. 

Bislee,  H.,  212. 

Bjilmann,  £.,  640. 

Black,  J.  W.,  364. 

Blackman,  P.,  91. 

Blaese,  C.  von,  239. 

Blair,  A.    A.,  92,  110,   113,  116,   191,  209, 

382,  416,  456,  561,  590,  591,  699,  6*21. 
Blakeley,  A.  G.,  318. 
Blalock,  T.  L.,  36,  40. 
Blanc,  M.  C. ,  72. 
Blank,  R.,  629. 
Blarez,  C,  635. 

Blasdale,  W.  C,  213,  268,  521. 
Blattner,  N.,  607, 
Blau,  G.,196. 
Bleeker,  J.  B.,  124. 
Bley,  H.,  181. 
Bleyer,  B.,  449. 
Blochmann,  R.,  68, 146. 
Blomstrand,  W.,  390,  419,  501. 
Bloor,  W.  R.,  170,  180. 
Blount,  B.,  166, 169,  175,  176,  250,  350,  521, 

650. 
Bloxam,  0.  L.,  270,  278. 
Blum,  L.,  102,  178,  218,  367,  368,  373,  374, 

378,647,607,619,621. 
Blum,  W.,  196,  382,  646. 
Blunt,  J.  P.,  194. 
Blunt,  T.  P.,  326,  366. 
Blyth,  A.  W.,  586. 
Blyth,  W.  B.,  136. 
Bobierre,  A. ,  287. 
Bodemann,  T.,  396. 
Bodenbender,  A.,  528. 
Bodewig,  C,  184,  462,  680,  683. 
Bodlander,  G.,  381. 
Bodmann,  G.,  605. 
Boeck,  P.  A.,  630. 
BoeUicher,  H.,  488. 
Bogoluboff,  P.,  394. 
Bohm,  C.  R,  497. 
Bbhm,  0.  R.,610,  646. 
Bohrisch,  P.,  271. 
Boia,  H.  W.  du,  378,  605. 
Boisbaudran,  L.  de,  606. 
Boiteau,  G.,  686. 
Bolis,  A.,  216. 

Bollenbach,  H. ,  476,  668,  670. 
Boiling,  R.,  376. 
Bolm,  F.,  236,  663. 
Bolton,  H.  C,  625. 
Boltwood,  B.  B.,  266. 
Boltz,  G.  £.,  96. 


Bong,  G.,  162. 

Bonjean,  £.,  162,  222,  226. 

Bonsdarff,  W.,  182. 

Boot,  M.  J.  C,  40. 

Borchere,  W.,  655. 

Borda,  11. 

Borg,  F.,  234,  305,  364,  693,  598. 

Borgmann,  £.,  94,  287. 

Bormann,  K.,  600. 

Bornemann,  £.,  651. 

Bomemann,  K.,  209. 

Bomeman,  G.,  427. 

Borntriiger,  A.,  103,  488. 

Borntrager,  H.,  409,  416,  461,  652,  676,  677, 

597. 
Bosart,  L.  W.,  462. 
Bosek,  O.,  295. 
Boshart,  K.,  449. 
Bostock,  C.  H»,  188. 
Bostock,  G.  H.,  91. 
Bbttger,  R.,  102,  234. 
Bottger,   W.,  274,   316,  373,  374,  520,  610, 

661,  654. 
Bottomlfiy,  J.  T.,  155,  396. 
Boucher,  C,  330. 
Boudouard,  0.,  506,  609. 
Bouquet,  J.  P.,  276. 
Bouquet,  see  Ebelmen,  J.  J. 
Bounion,  K.,  66. 
Boursingault,  J.,  116. 
Bousfield,  W.  R,66. 
Bouasingault,  J.,  214,  224,  317,  615,  601. 
Boutzoureauo,  B.,  442. 
Bowser,  L.  T.,  215,  541,  554,  699. 
Boyd,  R.  C,  366,  374. 
Boyer,  J.  W.,  203. 
Boyle,  J.  J.,  382. 
Bradley,  W.  M.,  103. 
Bragard,  M.,  364,  366,  367. 
Brakes,  J.,  203,  207. 
Brandenberg,  R.,  628. 
Brandt  J.,  641. 

Brandt,  L.,  196,  281,  452,  454. 
Brasseur,  J.,  607. 
Brassier,  M.,  597. 
Brauer,  E.,  3. 
Braun,  C.  D.,  466. 
Braun,  F.  W.,  120,  132. 
Braun,  W.,  890. 
Brauner,  A.,  8S9. 

Brauner,  B.,  276,  278,  295,  389,  390,  600. 
Brauner,  R.,  283,  284. 
Bray,  W.  C,  182,  199,  275,  361,  457,  483, 

484,  617. 
Brearley,  H.,  311,  312,  861,  363,  378,  382, 

386,   399,   401,    402,  408,   415,  469,   470, 

490,  694. 
Breazeale,  F.,  649. 
Breckenbridge,  J.  E.,  287. 
Breneman,  A.,  9. 
Brewer,  M.  M.,  107. 
Brian t,  L.,  219. 
Bricout,  G.,  606. 
Bridgman,  H.  L.,  133. 
Briggs,  L.  J.,  680. 

Brinton,  P.  H.  M.  P.,  232,  286,  382. 
Brislee,  F.  J.,  196. 


740 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Bristow,  H.  W.,  138. 

Britton,  J.  B.,  476. 

Brongniart,  A.,  658. 

Broockmaun,  K.,  600. 

Brookman,  K.,  219. 

Brooks,  C.  J.,  309. 

Brown,  B.  E.,  604,  605. 

Brown,  E.  0.,  351. 

Brown,  J.,  451,  673. 

Brown,  T.  M.,  191,  292,  296,  461. 

Browne,  A.  J.  J.,  525   668. 

Browne,  D.  H.,  167. 

Browne   F    669 

Browning,'?.    E.,  226,  294,  301,  351,  497, 

614,  613. 
Browning,  P.  E.,  and  Goodmaun,  418. 
Bnibaker,  H.  W.,  554. 
Brudny,  V.,  324. 

Briigelnaann,  G.,  77,  78   611,  625. 
Brugnatelli,  T.,244. 
Bruhns,  G.,  51,  196. 
Brunck,   0.,  107    213    214,  361,   389,    394, 

626. 
Bruni,  G.,  274. 
Brunner,  A.,  160, "382. 
Brunner,  C,  296,  364,  475   646,  647. 
Briinnich,  J.  C,  283. 
Brunton,  D.  W.,  135. 
Brunton,  J.  D.,  130,  182. 
Brush,  G.  J.,  670. 
Brush,  J.,  606. 
Bruyn,  L.  de,  351. 
Bryant,  E.  G.,  306,  364. 
Bube,  K.,216. 
Biichner,  E.,  103. 
Biichner,  G.,  307,  357. 
Buckley,  B.  G.,  231. 
Buckley,  E.  R.,  670. 
Budden,  E.  R.,  339. 
Buff,  H.,  8. 
Bull,  J.  C.,317,  333. 
BuUnheimer,  K.,  641. 
Bullnheimer,  H.,  411. 
Biilow,  C,  279. 
Billow,  K.,  341. 
Bunge,  C,  14. 
Bunge,  G.,  616. 
Bunge,  P.,  4. 
Bunsen,  R,,  17,   39,  96,  98,  155,    172,    175, 

183,  220,  229,  231,  239.  276,  278,  282,  283, 

286,  296,  308,  809,  437,  506,  578. 
Bunzel,  H.  N.,  491,  492. 
Burgass,  R. ,  456. 
Burgemeister,  A.,  100, 
Burger,  0.,  540. 
Burgess,  L.  L.,  540. 
Burc,'hardt,  C.  A.,  161,  266,  475. 
Burgstaller,  A.,  77. 
Burk,  W.  E.,641,  646. 
Burkhardt,  G.,  555. 
Burrell,  G.  A.,  625. 
Burton,  W.  M.,  583. 
Busse,  E.,  360. 

Cady.  H.  p.,  451. 

Cahen,  E.,  348,  378. 

Cain,  J.  R.,  201,  382,  471,  480,  481,  484,  594. 


Gain,  R.,  484. 

Calker,  F.  J.  P.  van,  42. 

Cairns,  F.  A.,  646 

Cairns,  F.  I.,  462. 

Cdlberia,  E.,  569. 

Caldwell,  J.  C,  104. 

Callisoii,  J.  S.,  579. 

Calvert,  F.  C,  476,  614,  622,  625. 

Cameron,  A.,  176,  176. 

Cameron,  F.  E.,  639,  549. 

Camilla,  S.,  378. 

Campagne,  E.,  481. 

Campari,  G.,  429. 

Campbell,  A.  C,  310,  455. 

Campbell,  D.,  216,  220. 

Campbell,  E  de  M.,  480,  491. 

Campbell,  E.  D.,  182,  270,  899,  444,  694, 595, 

599. 
Campbell,  F.  H.,  673. 
Campredon,  G.,  see  Campredon,  L. 
Campredon,  L.,  and  Campredon,  G.,  409. 
Canby,  R.  C.,292. 
Canon,  H.,  517. 
Cantoni,  H„  196,  280,  861. 
Carinelli,  G.,  680. 
Carius,  L.,  626. 
Carpari,  see  Fresenius,  R. 
Carrasco,  0.,  661. 
Capilli,  E.,  389. 
Carles,  P.,  889. 
Carmichael,  H.,  103,  435. 
Carnegie,  D.,  40,  190. 
Camelly,  T.,  865. 
Carnot,  A.,  177,  296,  305,  367,  364,  380,  390. 

418,  429,  457,  458,  478,  496,  689,  641. 
Carpenter,  F.  C. ,  80. 
Carpiaux,  E.,  661. 
Carron,  E.  C,  624. 
Carson,  CM.,  276. 
Carter,  T.  L.,434. 
Carulla,  F.  J.  R.,  188. 
Casamajor,  P.,  29,  103,  104. 
Casares,  J.,  641. 
Oaspari,  R.,  286,  237. 
Cassal,  C.  E.,  585. 
Cassel,  H.  R.,  429. 
Castendyck,  C.,  418. 
Cathrein,  A.,  208. 
Causse,  H. ,  299. 
Caven,  R.  M.,306. 
Cayouse,  L  ,  625. 
Cay  van,  L.  L.,  605. 
Cazeneuve,  P.,  454,  474. 
Celichowski,  K. ,  540,  541 . 
Cerdan  del  Campoy,  A.,  386. 
Cesaro,  G.,  159. 
Chabaud,  A.,  66. 
Challinor,  R.  W.,  396. 
Chamberlain,  R.  T.,  678. 
Chamel,  G.,  477. 
Champion,  E.  C,  270. 
Champion,  P.,  596. 
Chance,  E.  M.,  318. 
Chancel,  G.,  468. 
Chancel,  M.  F.,  496. 
Chandler,  C.  F.,  161,  499. 
Chapin,  W.  H.,  683,  686. 


INDEX   OF   NAMES. 


741 


Chapman,  A.  C,  188. 

Chapman,  £.  J.,  577* 

Chappius,  P.,  30. 

Charlton,  H.  W.,  77. 

Charpentier,  P.,  77. 

Chatard,  T.  M.,  162,  179,  207,  832,  382,  408, 

415,  607,  637. 
Chatelier,  H.  le,  163,  529. 
Chautems,  J. ,  280. 
Chauvenet,  270.   , 
Ch^ladz^,  N.,  444,  449. 
Cheney,  M.  S.,  395. 
Chesneau,  G.,  273,  419,  420,  503,  563,  593, 

594. 
Chester,  A.  H.,.462. 
Chevala,  A.,  323. 
Chevron,  L.,  284. 
Chikashige,  M.,  226. 
Chism,  R.  £.,345. 
Chouchak,  D.,  604. 
Christensen,  A.,  301. 
Christomanos,  A.  E.,  218,  244,  474. 
Charitschkoff,  K.,  455,  625. 
Chumanoff,  S.,  58. 
Church,  A.  H.,  110. 
Chydenius,  J.  J.,  502,  510. 
Claason,  £.,  483. 
Claesson,  P.,  551. 
Clark,  A.  B.,  296. 
Clark,  A.  N.,  214. 
Clark,  C.  M.,  12. 
Clark,  E. ,  475. 
Clark,  F.  W.,  296,  299. 
Clark,  J.,  280,  296,  305,  366,  474,  480. 
Clark,  S.  G.,  191. 
aark,  W.  W.,  467. 
Clarke,  F.  A.,  161. 
Clarke,  F.  G.,  491. 
Clarke,  F.  W.,  161,  250,  296,  475. 
Clarke,  J.,  478,  506. 
Clarke,  T.,  499. 
Clarkson,  T.,  132. 
Clasen,  A.  W.,  305,  306,  654. 
Classen,  A.,  31,  46,  196,  256,  261,  280,  312, 

320,  335,  354,  373,  461,  500,  554,  555,  641. 
Classen,  £.,  472. 
Claud,  F.  C,  28. 
Claud,  T.  C,  348. 
ClauB,  A.,  279,  351. 
Claus,  C,  201,  437. 
Clausmann,  P.,  641,  644. 
Clemeuce,  A.  B.,  102. 
Clermont,  P.  de,  178.  373,  429. 
Cleve,  P.  T.,  495,  501,  506. 
Cloedt,  E.  von,  348. 
Cloiz,  S.,  276. 
Clowes,  E.  S.,  373. 
Clowes,  F.,  12,  39,  305,  521. 
Cloubry,  G.  de,  311. 
Clouet,  J.,  474. 
Clouet,  P.,  480. 
Cobbett,  40. 
Cobenzl,  A.,  409. 
Cocheteux,  A.,  451. 
Cochins,  F.,  117. 
Cochrane,  M.  H.,  100. 
Cockbnm,  T.,  364. 


Cohen,  E.,  169. 

Cohen,  J.  B.,  196. 

Cohn,  A.,  201,  396. 

Cohn,  A.  I.,  60. 

Cohn,  R.,  200. 

Coleman,  J.  B.,  12,  113,  521. 

Collan,  U.,  617. 

Colle,  H. ,  323- 

Collens,  E.,  197. 

Collet,  E.,  413. 

Collier,  P.,  228. 

Collins,  S.  H.,  249. 

Collins,  S.  W.,  280. 

Collins,  W.  D.,  536. 

Collitt,  B.,  196. 

Golson,  A.,  116. 

Commaille,  A.,  305. 

Connell,  A.,  504. 

O'Connor,  H.,  110. 

Gonroy,  J.  T.,  115. 

Contamine,  G.,  232,  234. 

ConUt,  A.,  189. 

Convert,  A.,  87. 

Cook,  J.  B.,  90. 

Cooke,  J.  P.,  23,  103,  462,  651. 

Cooper,  A.  J.,  355. 

Copaux,  H.,  393,  398,  585. 

Oopaux,  M.,  579. 

Coppalle,  A.,  319. 

Coram,  H.  C,  58. 

Coren winder,  B.  C,  232,  234. 

Corleis,  A.,  546. 

Corminbeuf,  H.,  162,  483. 

Cornette,  P.,  177. 

Cossa,  A.,  213,239. 

Coste,  J.  H.,  570. 

Coutal,  E.,  641. 

Cow  per,  R.,  144. 

Cox,  A.  J.,  244. 

Craig,  C,  176. 

Craig,  D.,  160. 

Craig,  O.,  175. 

Cramer,    E.,    59,    72,    527,    528,   555,   578, 

633. 
Crawford,  W.  G.,  203,  486. 
Creighton,  H.  J.  M.,  611. 
Cremer,  H.,  405,  408,  409. 
Cribb,  C.  H.,  553. 
Cripps,  R.  A.,  573. 
Crismer,  L.,  479. 
Crobough,  F.  L.,  190,  626. 
Crookes,  W.,  18,  23,  97,  239,  437,  496,  497. 
Cross,  C.  F.,  72,  177,  179,  546. 
Crosse,  A.  F.,  434,  565. 
Cruess,  W. ,  258. 
Cruser,  F.  van  Dyke,  412,  415. 
Cumenge,  E.,  488. 
Gumming,  A.  C,  192,  345,  617. 
Cunningham,  M.,  540. 
Curr,  H.  J.  C,  343. 
Curry,  B.  E.,  290. 
Curtis,  J.  S.,  328. 
Curtma'n,  C.  O.,  540. 
Curtmann,  L.  J.,  177,  180,  210,  363,  517. 
Cushman,  A.  S.,  40,  312. 
Czerwek,  A.,  296. 
Czudnowiez,  C,  465,  480. 


742 


A   TREATISK   ON   CHEMICAL   ANALYSIS. 


Dakin,  H.  D.,  366,  374. 

Dale,  B.,  195. 

Dale,  R.  S.,  98. 

Damaskin,  N.,  200. 

Dammer,  O. ,  625. 

Damour,  E.,  506,  525,  601. 

Dancer,  W.,298. 

Daniel,  K.,  637,  641,  649,  660. 

Danne,  H.  A.,  573. 

Dannor,  E.  W.,  196,280. 

Danziger,  J.  L.,  334,  367,  385. 

Darmstadt,  M.,  515. 

Darroch,  J.,  267,  299. 

Dart,  A.  C,  436. 

Darton.  H.  N.,  197. 

Das,  T.  W.,  98. 

Davidsohn,  I.,  502. 

Davidson,  R.,  187. 

Davies,  A.  K,  590. 

Davies,  J.,  200,  553. 

Davies,  J.  H.,  352. 

Davies,  J.  L.,  305. 

Davis,  J.  T.,  496. 

Davis,  W.  A.,  232,  237,  319. 

Davison,  A.  L.,  358. 
Davy,  H.,  162,  215. 
Daw,  F.  W.,  378. 
Dawson,  H.  M.,  182. 
Day,  A.  L.,  124.  155. 

Day,  W.  C.  474,  475. 

Dean,  G.  W.,  460,  461. 

Debray,  H  ,  437,  698. 

Deckert,  H.,  195. 

Dede,  L.,  372,  390,  524. 

Dederichs,  W.,  276. 

Defacqz,  E.,  406,  410. 

Defect,  F.  W.,  59. 

Dehms,  F.,  355,  396. 

Deiss,  E.,  457. 

Delacharlonny,  P.  M.,  225. 

Delafanteine,  M.,  502,  508. 

Delardrier,  E.,  641. 

Del^pine,  M.,  115. 

DelHs,  H.,  364. 

Delisle,  A.,  551. 

Demarcay,  ^L,  305. 

D^michel,  A.,  36. 

Demorest,  D.  J.,  238,  299,  382,  481. 

Denig^s,  G..  445,  679. 

Dennant,  J.,229. 

Dennis,  L.  M.,  94,  499,  510. 

Dennstedt,  M..  547.  615. 

Derrick,  W.  H.,  268,  270. 

Desaga,  P.,  110. 

Descharmes,  P.,  124. 

Descroizilles,  E.  A.  H.,  45. 

Deshays,  382 

Desi,  E.  D.,410,  416. 

Desvergnes,  L.,  408. 

Dettloff,  A.,  70,  651. 

Deus,  A.,  364. 

Deussen,  E.,  185,  466. 

Deville,  H.  St  C,  162,  184,  308,  372,  437, 
606,  520,  525,  601,  637. 

Dewey,  F.  P.,  296,  436. 

Dexter,  W.  P. ,  409. 

Diamant,  J.,  234. 


Dibbitts,  n,  0.,  118,  178,  315,  316,  363. 

Dieckniaon,  T.,  411. 

Diehl,  C,  611. 

Diehl,  W.,  323,  326. 

iJiethelm,  B.,  36. 

Dietl,  J.,  42. 

Dietrich,  E.,  565. 

Dietrich,  K.,  61. 

Dieulafait,  M.,  576. 

Digby,  K.  E.,  330. 

Dirvell,  P.  J.,  425,  429. 

Disselhorst,  H. ,  29. 

Ditte,  A.,  278,  279,  295,  481,  583. 

Dittmar,  H.,  18,  26,  78,  94.  234,  240,  241, 

372   475. 
Dittrich.  W.,   16,   163,   177,  179,  208,    247, 
360,  373,  384,  462,  466,  474,  495,  496,  498, 
504,  571. 
Ditz,  H.,  396. 

Divers,  E.,  150,  212,  226,  440,  441. 
Divine,  R.  E.,  179,  479. 
Dixon,  A.  B.,  668. 
Dixon,  W.  A.,  142. 
Dliss,  E. ,  378. 
Doat,  J.,  287. 
Dobereiner,  J.  W.,  162. 
Doelter,  C,  462,  525. 
Doeltz,  F.  O.,  616. 
Dohler,  E.,  364,  412,  413. 
Donath,  E.,  244,  270,   278,   341,   867,   373, 
378,  399,   410,    443,    461,   475,  495,    561, 
568,  679. 
Donovan,  W.,  461. 
Doolittle,  O.  S.,  699. 
Dootson,  F.  W.,  396. 
Dbring,  T.,  223,  224. 
Dormaar,  J.  M.  M.,  312. 

Dott,  D.  B.,  272,  318,  312. 

Dougherty,  G.  T.,  402. 

Dougherty,  J.  T.,  886. 

Douzard,  E.,  68,  117. 

Dover,  M.  V.,  351. 

Draper,  C,  62,  538. 

Draper,  H.  N.,  863. 

Drawe,  P.,  319.  647.  648. 

Drechsel,  E.,  77,  78,  244,  547. 

Droverhoir,  M.,  88,  388,  620. 

Droixhe,  A.,  284. 

Drossbach,  P.,  501,  604,  510. 

Drossbach,  J.  P.,  512. 

Drown,  T.  M.,  102,  176,  271,  598. 

Dnishel.  W.  A.,  226,  541. 

Dubin,  H.,  180,  210,863. 

Dubois,  F.,  499. 

Dubois,  H.  W.,  452. 

Dubois,  P.  C,  475. 

Dubois,  R. ,  60,  622. 

Dubose,  A.,  77. 

Dubovitz,  H.,  94. 

Ducretet,  E.,  55. 

Ducru,  O.,  280. 

Dudley,  C.  B.,  190,  249,  599. 

Duerr,  G.,  47. 

Dufert,  F.  W.,  55. 

Duflos,  A.,  389. 

Dufty,  L.,  382,  551. 

Dulin,  R.  S.,  351. 


INDEX   OF    NAMES. 


743 


Dumas,  J.  B. ,  308. 

Duncan,  J.  B.,  301,  303. 

Dunlap,  E.  E.,  323. 

Dunn,  J.  T.,  93,  619. 

Dunnington,  F.  P.,  63,  205,  316,  322. 

Dunstan,  W.  R.,  579. 

Duparc,  L.,  474. 

Dupasquier,  M.,  305. 

Dupre.  A.,  81,  195,  200,  287. 

Dupre,  F.,  194. 

Dupr6,  F.  T.  B.,  233. 

Dupre,  L.  \V.,  141. 

Dupre,  P.  v.,  573. 

Diirkes,  K.,  627. 

Duschak,  L.  H.,  516,  611. 

DutU,  J.  M.,  481. 

Duval,  R.,  136. 

Duvillier,  E.,  240. 

Early,  W.,  462. 

Eavenson,  A.,  599. 

Ebaugh,  W.  C,  621. 

Ebeling,  A.,  189. 

Ebelmen,  J.  J.,  520. 

Ebelmen,  J.  J.,  and  Bouquet,  585. 

Eberhard,  O.,  73. 

Eckardt,  M.,  413. 

Eckstadt,  286. 

Eckenroth,  A.,  305. 

Eddy,  E.  A.,  226,  244. 

Eder,  J.  M.,462. 

Edgar,  A.,  611. 

Edgar,  A.  J.  M.,  121. 

Edgar,  G.,  191,  467,  480,  481,  482,  483,  488. 

Edwards,  A.  M.,  183. 

Edwards,  V.,  600,  601. 

Eggertz,  C.  G.,  233,  236. 

Eggertz,  v.,  590,  598,  595,  600. 

Eggertz,  V.  von,  356,  362,  872. 

Egleston,  T.,  443. 

Ehrenhofer,  W.,  551. 

Eiloart,  A.,  42,  377. 

Eitel,  W.,  571. 

Eldridge,  G.  F.,  271. 

Eliot,  0.  W. ,  547. 

Elliott,  A.  H.,  646. 

Ellis,  C.  S.,  55. 

Elsdon,  G.  B.,  840. 

Eisner,  F.,  56. 

Eisner,  L.,  114,  428. 

Emery,  A.  L.,  627. 

Emmerling,  A.,  144,  599. 

Emmerton,  F.  A.,  379,  598. 

Emster,  K.  van,  681,  682. 

Engel,  R.,  308,  580. 

Engelbach,  T.,  519.    " 

Engels,  C,  312. 

Engstrom,  N.,  501. 

Enright,  B.,  215,  522. 

Erdmann,  0.  L.,  35,  116,  817,  345,  390,  540, 

614. 
Erlenmeyer,  E.,  7,  48,  112,  568. 
Errera,  G.,  228. 
Eschka,  A.,  345,  621. 
Esilman,  A.,  460. 
Estes,  C,  604. 
Esteve,  E.,  271. 


Euler,  H.,  182,  413. 
Evans,  W.  P.,  110. 
Evre,  M.  St,  890. 
Exner,'F.  F.,  337,  838. 

Faber,  p.,  205,  206. 

Fahlberg,  C,  367,  368,  369. 

Failyer,  G.  H.,  146,  539,  630. 

Fairchild,  J.  G.,  335,  599. 

Fairley,  M.,  204. 

Fairlie,  A.  M.,  351. 

Falk,  F.  A,  77. 

Falk,  M.  J. ,  367. 

Faraday,  M.,  17,  121. 

Famsteiner,  K.,  579,  585. 

Farrington,  E.  H.,  579. 

Farsoe,  V. ,  323. 

Fasal,  J.,311. 

Fauch,  A.,  188. 

Faust,  J.  K.,  102,  877. 

Favre,  C,  234. 

Favre,  P.  A.,  118. 

Fay,  H.,  441. 

Feichtinger,  G.,  528,  529. 

Feigenberg,  B.,  536. 

Fellenberg  Rivier,  L.  R.  von,  162. 

Feller,  T.,  98. 

Fels,  J.,  475. 

Fen  ton,  H.  J.  H.,  203,  468,  486,  644. 

Ferguson,  \V.  C,  94. 

Fernekes,  G.,  350,  351. 

Ferrer,  J.,  385. 

F^ry,  C.,201. 

Fessenden,  R.,  244. 

Fichter,  F.,  302. 

Fiebag,  P.,44. 

Fieber,  R.,  475. 

Fiechter,  A.,  234. 

Field,  F.,  223,  275,  284,  848,  854,  363,  661 

Fieldner,  A.  C,  621. 

Filliti,  G.  A. ,  625. 

Finkner,  M.,  658. 

Finn,  A.  N.,  488,  492. 

Finkener,  R.,  231,  232,  284,  501,  546,  666, 

591   593. 
Fischer,  A.,  266,  296,  312,  611. 
Fischer,  B.,  679. 
Fischer,  0.  G.,  111. 
Fischer,  K,  280. 
Fischer,  E.  F.,  46. 
Fischer,  F.,  135. 
Fischer,  H.,  270,  540,  541. 
Fischer,  J.,  336. 
Fischer,  L.  A.,  31,  39. 
Fischer,  W.  M.,  378. 
Fischer,  N.  W..  188,  389. 
Fischer,  R.,  585. 
Fischer,  T.,  483. 
Fisher,  H.,  284. 
Fittig,  R.,  178. 
Flath.  J.,  364. 
Flajolet,  M.,  351. 
Fleck,  H.,  323. 
Fleischer,  A.,  208. 
Fleischer,  E.,  65,  66,  103,  228,  250,  399,  517, 

655. 
Fleischer,  M.,  593,  624. 


744 


A   TREATISE    ON   CHEMICAL   ANALYSIS. 


Fleissner,  H.,  66. 

Fleitmann,  T. ,  89. 

Flenting,  E.  P.,  244. 

Fleming,  W.,  55. 

Fleurent,  E.,  607. 

Fliickiger,  P.  A.,  533. 

Flurscheim,  B.,  167. 

Fock,  A.,  675. 

Foerster,  F.,  144,  301. 

Foerster,  O.,  261,  286,  597. 

Fbhr,  C.  F. ,  328. 

Fohr,  K.  F.,  167. 

Folin,  O.,  611,  613. 

Folkard,  C.  W.,  23. 

Follenius,  O.,  357,  461,  466,  491. 

Foord,  0. ,  39. 

Foord,  G.,  94,  169. 

Foote,  H.  W.,  428,  499. 

Foote,  0.,  244. 

Forbes,  E.  B.,  630. 

Forbes,  D.,  207,  328. 

Forbes,  W.  R.,  104. 

Forchhammer,  G.,  525,  568,  637,  657. 

Ford,  A.  P. ,  376. 

Ford,  W.  E.,  423. 

Forder,  S.  W.,  528. 

Forestier,  H.,  323. 

Formhals,  H.,  299 

Forster,  I'.,  312,  437. 

Fbreter,  0.,  42,  61. 

Fortini,  V.,  524. 

Foster,  C.  leN.,  577. 

Fouks,  F.  J.,  405,  408. 

Foulk,  0.  W.,611. 

Foullon,  H.  P.,  488. 

Fouqu6,  F.,  637,  657. 

Fouret,  R.,  266. 

Fox,  J.  J.,  317,  364. 

Fraenhel,  A.,  311. 

Frailong,  R.,  55. 

Francis,  E.  E.,  100. 

Frank,  H.,  190,  416. 

Frank,  M.,  594. 

Frankel,  A.,  311. 

Frankel,  E.,  517. 

Frankel,  L.  F.,  162. 

Franz,  B.,  208. 

Fraps,  G.  S.,  607,  614,  615. 

Frazer,  A.,  573. 

Frehse,  M.,  322. 

Freidbiirg,  L.  H.,  161. 

Friedheim,  C,  167,  280,  282,  283,  284,  289, 

297,   311,   318,    343,  410,    411,    413,  417, 

418,    479,    593,    127. 
Fremy,  E.,  528. 
French,  E.,  55. 
French,  W.,  201. 
Frerichs,  F.,  517. 
Fresenius,  C,  589. 
Fresenius,  C.  R.,  39,  159,  216,  234,  236,  284, 

448,  471,  663,  666. 
Fresenius,  H.,  232,  236,  278,  395,  475,  538, 

655,  622,  623. 
Fresenius,  R.,  25,   58,    118,    119,   144,    149, 

167,  178,   194,   208,    211,    214,    218,   219, 

220,  229,   232,    233,    235,    246,    278,    282, 

283,  285,   297,   310,    315,    320,    373,    374, 


381,  387,  388,  391,  899,  406,  427,  428, 
451,  455,  475,  477.  488,  489,  491,  509, 
510,  514,  515,  517,  620,  548,  664,  559, 
589,  590,  592,  693,  594,  595,  597,  601, 
611,  614,   615,    617,    630,    641,    649,    668. 

Fresenius,  R.,  and  Carpari,  81,  89,  102. 

Fresenius,  W.,  31,  46,  144,  251,  285,  517. 

Freund,  8.,  495,  504. 

Freundlich,  H.,336. 

Frevert,  H.  L.,  452. 

Frey,  0.,  629. 

Fribourg,  C,  207. 

Fricke,  L  ,  699,  637. 

Friedel,  C,  117,  488. 

Friedenthal,  H.,  60,  201. 

Friedrich,  K.,  43,434. 

Frledrichs,  see  Greiner,  E. 

Friend,  J.  A.  N.,  452. 

Friswell,  R.  J.,  144,  148. 

Fritchle,  O.  P.,  488. 

Fritzsche,  A.,  214. 

Froehde,  A.,  270. 

Frohman,  E.  D.,  415. 

Fromme,  H.,  466,  686. 

Frost,  O.  J.,  292. 

Froysell,  H.  H.,196. 

Friihling,  R.,102,  108,527. 

Fuchs,  F.,  566. 

Fuchs,  J.  N.,  668. 

Fuchs,  J.  N.  von,  226,  470. 

Fuller,  G.,  53. 

Fulton,  C.  H. ,  484,  443. 

Funk,  R,,  857. 

Funk,  W.,  869,  361,  364,  388,  389. 

Fyfe,  A.,  280. 

Gaab,  see  Schneider,  A. 

Gage,  R.  B.,  466. 

Gaither,  E.  W.,  654. 

Galbraith,  W.,  470,  476. 

Galetti,  M.,  367. 

Gallety,  J.  G.,  305. 

Gallo,  G.,  189. 

Gamboa,  R.  L.  y,  516. 

Gans,  L.,  658. 

Gardiner,  A.  D.,  864. 

Gardner,  W.  M.,  198,  195,  196. 

Gamier,  L.,  351 

Garratt,  F.,  481. 

Garrett,  F.  C,  521. 

GaiTet,  T.  H.,  197. 

Garrigues,  W.  E.,  360. 

Garside,  T.,  116. 

Gasselin,  V.,  579. 

Gastaldi,  C. ,  270. 

Gastine,  G.,  286. 

Gauhe,  F.,  389,  391,  392. 

Gauss,  11, 

Gautier,  A.,  203,  206,  641,  644. 

Gawalovski,  A.,  8,  35,  86,  42,  44,  56,  70,  89, 

94,  98,  128,  143,  244,  277,  320,  527,  665, 

597,  602,  614. 
Gay  Lussac,  J.  L.,  45,  47,  305,  307,  579. 
Gaze,  R ,  66. 
Geffeken,G.,  533. 
Geibel,  W.,  115,  372. 
Geisow,  H  ,  498. 


INDEX   OF   NAMES. 


745 


Geissler,  C. ,  43,  136. 

Geissler,  £.,  320. 

Gemmel,  A.,  188,  189. 

Geuth,  F.  A  ,  389,  475,  480. 

Gentil,  B.  G.,  77. 

George,  G.,  686. 

Geor^evic,  P.,  580. 

Gardes,  R.,  59. 

Gerhard,  F.,  150. 

Gerlach,  G.  T.,  65,  155. 

Gerland,  B,  W.,  480. 

Gerlinger,  P. ,  351. 

Germain,  £.,  551. 

Gemez,  D.,  178,  586. 

(ihilian,  A.,  378. 

Gibb,  A.,  280,  282. 

Gibb,  T.,  280. 

Gibbs,  W.,  102,  161,  170,  211,  218,  297,  362, 

363,  374,  388,   389,    390,    392,    39.'>,    408, 

411,  418,  437,  469,  476,  478,  488,  495,  506, 

593,  594. 
Gilbert,  A.,  266. 
Gilbert,  C,  100,  592. 
Gilbert,  H.,  641,  644.  ' 
Gilbert,  J.  P.,  173,  176. 
Gilbert,  K.,  540. 
Gilbert,  R.  D.,  480. 
Giles,  H.  B.,  47,  48,  49,  51,  115,  161,  266, 

418,  420. 
Gilette,  C.  E.,  124, 
Gill,  F.  W.,625. 
Gilm,  H.,  576. 
Gintl,  W.  F.,  568. 
Gintl,  W.  H.,  188. 
Giraud,  H.,  299. 

Gladding,  T.  S.,  216,  218,  589,  593,  616. 
Gladstone,  J.  H.,  188,  200,  396. 
Glaser,  C,  475,  503,  647,  606. 
Glaser,  E.,  607. 
Glaser,  F.,  60,  489. 
Glasmann,  B.,  192,  467. 
Glazer,  C,  601. 
Glendimiing,  N.,  121,  611. 
Glenn,  W.,  36,  129,  130,  13«. 
Glinka,  F.,  162. 
Glixelli,  S.,  360. 
Glover,  J.,  610. 
Gmelin,  L.,  546. 
Gneiwosz,  S.,  58. 
Gobel,  see  Hodes. 
Gockel,  H.,  34,  35,  39,  68,   189,   288,    460, 

559. 
Godeffray,  F.,  239. 
Godwin,  B.,  198. 
Goettsch,  H.  M.,  286,  491. 
Goetze,  34, 
Goetzl,  A.,  663,  625. 
Goldbercr,  A.,  62,  63. 
Goldschmidt,  314. 
Goldschmidt,  C,  654. 
Goldschmidt,  V.,  425. 
Goldschmidt,  V.  M.,  176. 
Goldstein,  E,  114. 
Goldstein,  J.,  568. 
Gomberg,  M.,  561. 
Gooch,  F.   A.,   33,  104,  107,  183,  189,  191, 

196,  201,  216,  218,  226,  244,  280,  283,  294, 


,       301,  337,  361,  372,  374,  411,  441,  449,  462, 
457,  467,  480,  620,  536,  552,  660,  .570,  689. 
Goodmann,  see  Browning,  P.  E. 
Gorceix,  H  ,  501. 
Gore,  G.,  161,  162. 
Gore,  H.  C,  117. 
Gorges,  M.,  579. 
Gorgeu,  A.,  872,  380. 
Gortner,  R.  A.,  371,382. 
Goske,  A.,  47,  102. 
Gottlieb,  B.  N.,  616. 
Gottschalk,  V.  H.,  184. 
Goutal,  E.,  562. 
Goyder,  G.  A.,  328. 
Gozdorf,  G.  A.,  328. 
Grabe,  A.,  441. 
Grager,  224. 
Graham,  T.,  435. 
Grandeaii,  L.,  237. 
Grass!,  L.,  456. 
Gray,  J.,  266. 
Gray,  J.  S.  C,  102. 
Green,  H.  H.,  47. 
Gregoire,  A.,  551. 
Gregory,  A.  W.,  484,  648. 
Gregory,  J.  W.,  201,  670. 
Greiner,  E.,  43,  65,  631,  661,  668. 
Greiner,  E.,  and  Friedrichs,  59,  148. 
Grete,  A.;  598. 
Griffin,  C.  E.,  480,  491,  492. 
Griffin,  J.  J.,  9,  94. 
Griffin,  R.  C,  693. 
Griffiths,  A.  B.,  116. 
Grimm,  C,  39. 
Grindley,  H.  S.,  626. 
Groll,  F.,  195. 
Grosjean,  B.  J.,  103. 
Gross,  A.,  288. 
Grossmann,  H.,  394,  399. 
GroRsmann,  J.,  246. 
Griiber,  0.  von,  606. 
Gruner,  A.,  87. 
Guerreaii,  M. ,  328. 
Guess,  H.  A.,  350. 
Guichard,  M.,  55. 
Guichard,  P.,  415. 
Guiot,  H.,  373. 
Guirin,  G.,  600. 

Gunning,  J.  W.,  244,  525,  617. 
Gunther,  A.,  585. 
Gunther,  C.  G.,  121. 
Gustavson,  G.,  559. 
Gutbier,  A.,  158,  296,  441,  443. 
Guthrie,  F.  B.,214. 
Gutkowsky,  C,  614. 
Guttmann,  L.  F.,  9,  575. 
Guyard,  A.,  179,  180,  377,  379,  488,  580. 
(Jwiggnes,  A.,  90. 
Gyiiry,  S.,  301. 
Gyzander,  C.  R.,  611,  615. 

Haas,  H.,  268,  410,  422. 
Haber,  F.,  448,  449. 
Ilaberniann,  J.,  150,  268,  391,  493. 
Habich,  R.,  378. 
Haefeke,  H.,  281,  284. 
Haeffely,  E.,  308,  314. 


746 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Haen,  E.  de,  851. 

Haga,  T.,  644. 

Hagen,  H. ,  280,  538. 

Eager,  H.,  149,  212,  320,  475,  680. 

Hake,  H.  W.,  156. 

Haldeman,  F.  M.,  94. 

Hale,  F.  E.,  287. 

Hall,  E.  J.,  367,  368. 

Hall,  H.  M.,  150. 

Hall,  L.  A.,  539. 

Hall,  R.  D.,  409,  419,  420,  502. 

Hall,  R.  W.,  114. 

Hall,  V.  J.,  177. 

Hallmann,  C,  296. 

Hallopeau,  L.  A.,  410. 

Hambloch,  A  ,  668. 

Hambly ,  F.  J. ,  882. 

Hamburger,  E.  W.,  192. 

Hamel,  F.,  237. 

Hamilton,  E.  M.,  77. 

Hamilton,  E.  W.,  192. 

Hamilton,  R.,  169,  595. 

Hampe,  W.,  150,  268,  283,286,  360,  362,  364, 

376,  378,  463,  589,  663. 
Hanamann,  J.,  595. 
Hancock,  D.,  291. 
Hancock,  W.  C  ,  670. 
Handy,  J.  O.,  220,  446,  621. 
Hanriot,  M.,  457. 
Hanson,  W.,  473. 
Hanus,  T.,  479, 
Harcourt,  A.  G.  F.,  339,  340. 
Harcourt,  A.  V.,  197- 
Hardy,  H.,  339. 
Harker,  G.,  641. 
Harpe,  C.  de  la,  213.' 
Harper,  D.  N.,  1^3,  449. 
Harpf,  A.,  Q6, 
Harris,  H.  B.,  399. 
Harrison,  J.  B.,  525,  668. 
Harrison,  F.  W.,  462. 
Hart,  E.,  169,  185,  461. 
Hart,  F.,  528,  529. 
Hart,  P.,  90,  476. 
Hart,  W.  B.,  141. 
Harting,  P. ,  339. 
Hartiey,  W.  N.,  66,  306. 
Hartmann,  L.,  65. 
Hartmann,  0. ,  6. 
Hartwell,  B.  L.,  182,  510. 
Hasenclever,  P.,  479. 
Hasenclever,  R.,  28. 
Haslam,  A.  R,  614. 
Has8el,C.,360,  373. 
Hassler,  F.,  547,  615. 
Hassreidter,  V.,  279,  359,  366,  386. 
Haswell,  A.  E.,  453,  600,  644. 
Hatch,  F.  H.,  668. 
Hatteusauer,  G. ,  367. 
Hauenschild,  H.,  528. 
Hauer,  C.  R.  van,  418,  472. 
Hauer,  K.  van,  357. 
Haupt,  M.,  361. 

Hauser,  O.,  419,  423,  486,  497,  601,  604. 
Hausermann,  C,  476. 
Haushofer,  K.,  525,  661. 
Havens,  F.  S.,  449,  457. 


Haywood,  J.  K.,  290. 

Hazard,  J.,  657. 

Hazen,  A.,  81. 

Headden,  W.  P.,  219,  418,  420. 

Heath,  F.  H.,  351. 

Heath,  G.  L.,  366,  621. 

Ilebebrand,  A.,  113. 

Heberlein,  E.,  279. 

Hebre,  E.,  890. 

Hecht,  H.,  663. 

Heczko,  A.,  627. 

Heerman,  P.,  76. 

Hefelmann,  R.,  213. 

Hefemann,  R.,  580. 

Hehner,  0.,  678,  689. 

Heide  von  der,  56. 

Heidenhain,  H.,  646,  560. 

Hoidenreich,  M.,  312. 

Heidenreich,  O.,  162,  172. 

Heidenreich,  O.  N.,  611,  616. 

Heifer,  A.,  216. 

Heike,  W.,  878,  481. 

Heilbora,  W.,  394. 

Heim,  M.,  670. 

Heimann,  E.,  280. 

Heintz,  W.,  216,  218. 

Heldt,  W.,627,  629. 

Helmhacker,  R,  410. 

Helpert,  S.,  411. 

Hempel,  H.,  406,  679. 

Herapel,  W.,  89.  117,  118,  123, 162, 169,  216, 

244,  381,  475,  638,  651,  639,  646,  647. 
Henderson,  G.  C.,  806. 
Henderson,  W.  H.,  410,  418. 
Hendrick,  J.,  201,  627,  661. 
Henkel,  T.,  69. 
Henneberg,  W.,  499. 
Hennig,  R,  8. 
Henning,  G.  F.,  661. 
Hensen,  C,  481. 
Hentschel,  G.,  621. 
Henz,  F.,  296,  297,  309,  312,  336. 
Hepter,  J.,  208. 

Heraeus,  W.  C,  107,  115,  219,  372. 
Herapath,  T.  L.,  200. 
Herdsmann,  W.  H.,  250. 
Heriot,  M.,197. 
Herman,  J  ,  166. 
Hermann,  H.,  606,  669. 
Hermann,  R.,  408,  419,  462,  496,  604. 
Herrenschmidt,  H.,  389. 
Herschel,  J.  F.  W.,  387,  470. 
Herstein,  B.,  412. 
Herting,  O.,  409,  611,  616,  621. 
Herz,  W.,  182,  211,  862,  388. 
Herzfeld.  H.,  504. 
Herzsfeld,  J.,  497. 
Herzka,  E.,  70. 
Herzog,  H.,  818,  607. 
Hess,  W.,  606. 
Hess,  W.  H.,  182,214,444. 
Hessert,  J.,  554,  559. 
Heublein,  O.,  72. 
Reuse,  W.,  685. 
Hewitt,  J.  T.,  461,465. 
Hewitt,  T.  E.,  604. 
Heyer,  M.,  528. 


INDEX   OF   NAMES. 


747 


Heygendorff,  von,  50,  68,  113. 

Heyl,  P.,  226. 

Hibbert,  E.,  58,  187,  189. 

Hicks,  H.  B.,502. 

Hicks,  J.  G.,  305. 

Hildebrand,  E.  C,  98. 

Hildebrand,W.  F.,  167. 

Hildebrand t,  H.,  63. 

HUger,  A.,  268,  410,  420. 

Hill,  A.  E.,  78,  551,  561. 

Hill,  C.  A.,  389. 

Hillebrand,  W.  F.,  84,  112,  117,  122,  124, 
174,  185,  186,  203,  206,  207,  209,  221,  235, 
246,  251,  371,  382,  434,  485,  462,  465,  466, 
467,  472,  473,  480,  488,  489,  490,  492,  498, 
502,  514,  560,  570,  617,  637,  638,  639,  668. 

Hillemann,  A.,  641. 

Hinden,  F.,  160. 

Hinds,  J.  I.,  638. 

Hinds,  J.J.  D.,271. 

Hinds,  J.  L.  D.,  632. 

Hinrichs,  G.  D.,  15,  16. 

Hinrichsen,  F.  W.,  180,  189,  409,  411,  594, 
626. 

Hintz,  E.,  448,  475,  488,  491,  501,  504,  505, 
509,  510,  511,  589,  611,  625,  641,  650. 

Hirsch,  R.,  103. 

Hirschel,  W.,  59. 

Hirschsohn,  E.,  47. 

Hirschwald,  J.,  661. 

Hisinger,  W.,  361. 

Hissink,  D.  J. ,  593. 

Hlasiwetz,  H.,  547. 

Hbbling,  V.,  55. 

Hochmeimer,  C.  F.  A.,  657. 

Hochstatter,  R.  W.,  150. 

Hodes  and  Gbbel,  111. 

Hodge,  B.,  280. 

Hodges,  A.  D.,  135. 

Hodtke,  O.,  455. 

HoflF,  J.  H.  van't,  529,  530. 

Hoffmann,  U  W.,  150. 

Hoffmann,  L.,  425,  426. 

Hoffmann,  M.,  271,  275,  280,  283,  305,  308. 

Hoffmann,  R.,  161. 

Hofmann,  A.  W.,  276. 

Hofmann,  H.  0.,  270. 

Hofmann,  K.  A.,  540. 

Hogarth,  J.  W.,  60. 

Hogg.  T.  W.,  192,  476. 

Hoglund,  M.,  501. 

Hohlrouch,  F.,  315. 

Hohnel,  M.,  475. 

Hoitsema,  C,  77,  651. 

Holand,  R.,  626. 

Holdcroft,  A.  D.,  117,  169,  172,  674. 

Holde,  D.,  9. 

Holland,  P.,  169,  207,  223,  382. 

Hollard,  A.,  280,  336,  398. 

Hollard,  B.,  256. 

Holleman,  A.  F.,  212,  234,  235,  614,  651. 

HoUiger,  M.,  625. 

Holloway,  0.  T.,  345. 

HoUoway,  G.  T.,  252,  384. 

Holmblad,  M.,  528. 

Holthof,  C,  161,  372. 

Holverscheit,  R.,  472,  484. 


Holzmann,  M.,  501,  504. 

Hommel,  W.,  416. 

Honig,  M.,  579. 

Hood,  0.  T.,  451. 

Hooper,  H.  E.,  292. 

Hopkins,  A.  J.,  196. 

Hopkins,  C.  G.,  251,  391. 

Hopkins,  C.  P.,  66. 

Hoppe-Seyler,  F.,  525. 

Horkheimer,  P.,  498. 

Hormuth,  L.,  110. 

Horn,  D.  W.,  40,  474. 

Horn  van  der  Bos,  J.  L.  M.  van  der,  514,  517. 

Homes,  R.,  525. 

Horsley,  G.  F.,  98. 

Horvath,  A.,  324. 

Hostetter,  J.  C,  481,  484,  594. 

PHdte,  L.,355. 

Hottinger,  R.,  10. 

Hovenstadt,  H.,  144. 

How,  H.,  868,  373,  683. 

Howard,  C.  D.,  51. 

Howe,  J.  L  ,  342. 

Hubbard,  R.  A.,  179. 

Huber,  0.,  627. 

Hubert,  A.  E.  von,  355. 

Hiibner,  E.,  197. 

Hudig,  J. ,  60. 

Hufschmidt,  F.,  280. 

Hugershoff,  F.,  44. 

Huldschinsky,  E.,  364,  896. 

Hulett,  G.,  212,  611,  614,  661. 

Hulett,  G.  A.,  114. 

Hulsebock,  C.  J.  van  L.,  55,  68. 

Hume,  W.  F.,  $25. 

Hundeshagen,  F.,  212,  519,  621,  590,  592,  695, 

621. 
Hunt,  T.  S.,  476,  525. 
Huntley,  G.  N.,  570. 
Hurff,  G.  B.,192. 
Hussah,  E.,  670. 
HutcMn,  H.  W.,  405,  408. 
Hutchin,  W.  W.,  408. 
Hutchinson,  C.  C  ,  273. 
Huttner,  C. ,  431. 
Huybrechte,  M.,  613. 
Hyde,  H.  S.  J.,  595. 

Ibbotson,  F.,  179,  191,  311,  312,  382,  388, 

394,  401,  408,  416,  470,  491,  594. 
Iklee,  G.,  528. 

lies,  M.  W.,  161,  268,  355,  676. 
Ilinsky,  M.,  385,  893,  455. 
Immendarff,  H.,  607. 
Ingen,  D.  A.  van,  367. 
Ingersoll,  E.  H,  377. 
Inhelder,  A  ,  296,  306,  312. 
Irby,  J.  R.  M.,  195. 
Isbert,  A.,  595. 
Islam,  H.,  550. 
Isler,  M.,  676. 
Itallie,  L.  van,  454. 
Ivanicki,  A.,  394. 

Jack,  W.  E.,  453,  460. 
Jackson,  D   D.,  632. 
Jackson,  E.,  203,  204. 


748 


A   TREATISE   ON   CHEMICAL   ANATiYSIS. 


Jackson,  F.,  339,  610,  654. 

Jackson,  W.,  662. 

Jacob,  E.,  94. 

Jacobi,  K.,  581,  582. 

Jacobs,  W.  A.,  625. 

Jacoby,  R.,  501. 

Jacquelin,  V.  A.,  355. 

Jiiger,  B.,  138. 

Jager,  E. ,  555. 

Jago,  W.,  103. 

Jagnaux,  R.,  437. 

Jahoda,  R.,  189. 

Jambar,  J.,  218. 

James,  C,  510. 

James,  G.  A.,  123. 

James,  Z.  A.,  155. 

Jamieson,  6.  S.,  290,  299,  399. 

Janda,  F.,  136. 

Jani,  W.,  216,  593,  598,  600,  602. 

Jannasch,  P.,   97,  112,  160,   162,   172,   183, 

280,  330,  348,  42.',  430,  441,  443,  475,  479, 

566,    571,    589,    611,   615,    624,  637,   641, 

650,  658. 
Jannettaz,  E.,  525. 
Janovsky.  J.  V.,  594. 
Jiirvinen,  K.  K.,  218,  627. 
Jawein,  L.,  358,  366. 
Jean,  F.   234,  329,  376,  377. 
Jeannel,  A.,  361. 
Jeannel,  M..  183. 
Jeanneret,  B.,  497,  499. 
Jefferson,  A.  M. ,  182,  444. 
Jeffery,  J.  H.,  452. 
Jehn,  C,  463. 
Jehn,  K.,  579. 
Jeller,  R.,  461,  495. 
Jene,  K.,  615. 
Jenkins,  E.  H. ,  595. 
Jenzsch,  G.,  519,  663. 

Jenris,  H..  165,  179,  183,  192,  383,  399,  477. 
Jewett,  J. ,  361 
Jewitt,  F.  F.,  142. 
Jhmori,  T.,  12. 
Job,  A.,  511. 
Job,  R.,  311. 
Jodlbauer,  A.,  641. 
Johanusen,  0.,  545. 
John,  A.  D.  St,  177. 
Johnson,  C.    M.,    399,   401,    412.    469,    551, 

563. 
Johnson,  E.  M.,  55. 
Johnson,  E.  S.,  55,  60 
Johnson,  F.  M.  G.,  118. 
Johnson,  G.  S.,  7,  58. 
Johnson,  H.  H.,  239. 
Johnson,  P.,  129. 
Johnson,  S.  W.,  f.94. 

Johnston,  J..  124,178,  611,  612,  616,  619. 
Johnstone,  W.,  S7. 
Jolles,  A.,200,  311,  604,606. 
Joly.  A.,  437,  583. 

Jones,  a,  98,  190,  197,  244,  501,  598. 
Jones,  G.  C,  452. 
Jones,  J.,  475. 
Jones,  L.  C,  579,  580,  589. 
Jones,  R.,  607. 
Jong,  M.  do,  314. 


Jong,  R.  de,  456. 

Jordis,  E.,  169,  170,  175. 

Jordis,  F.,245. 

Jordon,  W.  J.,  345. 

Jorgensen,  G.,  216,  579,  598,  590,  595, 

Joshua,  W.  P.,  823. 

Joulie,  H.,  602. 

Joulin,  L.,  319,  602. 

JowitschitBch,  M.  Z.,  479. 

Joy,  C.  A.,  496. 

Juette,  M.,  363 

Julian,  F.,  91. 

Julien,  A.  A.,  354. 

Jiiptner,  H.  F.  von,  8,  38,  44,  77,  184,  194, 

196,  249,  250,  386,  461,  546,  695,  600. 
Jurich,  K.  W.,  447. 
Just,  J.,  530. 
Jutsum,  S.  C,  548. 

Kachlkr,  M.,  42,  103. 

Kahan,  B.,  517. 

Kahlenberg,  L.,  316,  534,  578,  579. 

Kaiser,  E.,  664. 

Kaiser,  J.  A.,  280. 

Eallauner,  0.,  524. 

Kalman,  S.,  475. 

Kamm,  O.,  540. 

Kamraerer,  H.,  3^0,  366,  372,  478,  517,  677. 

Kampen,  G.  B.  van,  695,  644. 

KarasglanofT,  L.,  378. 

Karslake,  W.  J.,  484. 

Karsten,  0.  J.  B.,  525. 

Karsten,  G.,  183. 

Kassner,  O.,  473. 

Kastner,  L.,  441. 

Kato,  Y.,  612. 

Kayser,  H.,  114. 

Kayser,  R.,  226,  475. 

Kaysser,  A.,  378,  461. 

Keen,  W.  H.,  867. 

Kehrmann,  F.,  167,  411. 

Keiser,  E.  H.,  528. 

Keler,  H.  von,  178,  201. 

Keller,  E.,  119,  433,  440,  442.  443. 

Keller,  K. ,  305. 

Kelly,  A.  A.,  165. 

Kempf,  R.,  22,  25. 

Kempf,  T.,  189. 

Kendall,  E.  C  ,  351. 

Kennei>ohl,  G.,  695. 

Kennicut,  L.  P. ,  475. 

Kerl.  B.,  633. 

Kern,  E.  F.,  191,  457,  489,  490,  491. 

Kern,  S.,  102, 116, 161, 188,  304, 305,  409,  475. 

Kernot,  G.,  317. 

Kerr,  J.  F. ,  90. 

Kershaw,  J.  B.  C,  256. 

Kersten,  0. ,  509. 

Kessel,  E..  218;  000. 

Kessler,  F.,  361,  372,  374,  451,  453. 

Kessler,  M.,  169 

Kettembeil,  W.,  364,  869. 

Kettler,  E.,  214. 

Kickton,  A.,  636. 

Kiefer,  H.  E.,  628. 

Kietreiber,  F.,  275. 

Kilgare,  B.  W.,  599. 


INDEX   OF   NAMES. 


749 


Kilgrave,  B.  W. ,  598. 

Kinder,  H.,  194,  195,  364,  451. 

King,  V.  L.,  455. 

Kinnear,  H.  B.,  522. 

Kippenberger,  C.,  42,  44. 

Kirohhoff,  G  ,  281,  239. 

Kirohline,  F.  0.,  560. 

Kirkland,  J.  B.,  864. 

Kirechnick,  C,  367. 

Kirwan,  R.,  667. 

Kittel,  J.,  579. 

Klaproth,  M.  H.,  161,  162,  499,  667. 

Klason,  P.,  441,  442. 

Klaadie,  J.,  301. 

Klaye,  A.,  864. 

Klecki,  V.  von,  484. 

Klein,  C.  A.,  319. 

Klein,  D.,  579. 

Klein,  F.,  680. 

Kleine,  A.,  280,  546. 

Kleinstiick,  M.,  638. 

Klenker,  O.,  296. 

Klosmann,  H.,  149. 

Knapp,  F.,  628,  529. 

Knauer,  A.,  55. 

Knaiisz,  C,  525. 

Knecht,  E..  58,  187,  189,  415. 

Kneff,  C.  W.,  131. 

Knieder,  396. 

Knight,  N.,  124,  175,  213,  521. 

Knobukow,  N.  von,  190,  337,  867. 

Knofler,  0.,55,  56,  168. 

Knop,  W. ,  595,  600,  602. 

Knopp,  W.,  161,  226. 

Knorr,  A.  E  ,  77. 

Knorre,  C.  von,  386,  393. 

Knorre,  G.  von,  299,  350,  408,  455,  473, 
511,616,627. 

Knorre,  J.  von,  873. 

Knosel,  T.,  240. 

Knox,  J.,  278. 

Kniipfer,  O.,  78. 

Kobell,  F.  von,  124,  406,  613,  641. 

Kober,  P.  A.,  104,352. 

Koch,  A.  A.,  350,  361,  637,  639,  646. 

Koch,  R.  F.,  162. 

Koch,  W.,  622. 

Koehler,  O.,  284. 

Kohler,  F.,  38. 

Kohler,  O.,  275. 

Kohlrausch,  F.,  12,  18,  212,  614,  661. 

Kohn,  C.  A.,  195. 

Kolb,  A.,  299. 

Kolbe,  H.,  237,  881,  554. 

Kollock,  L.  G.,  368. 

Konek,  F.  V.,  622. 

Konek,  F.  von,  267. 

Konig,  G.  R.,  345. 

Kbnig,  G.,  593. 

Konig,  J.,  593,  596. 

Konig,  R.,  55. 

Koninck,  L.  L.  de,  23,  30,  43,  44,  46,  78, 
80,  87,  89,  100,  114,  148,  168,  166,  167, 
201,  219,  220,  284,  276,  281,  286,  288, 
318,  348,  860,  867,  872,  379,  382,  389,  393, 
428,  455,  465,  473,  540,  547.  697,  620. 

Koningh,  L.  de,  578,  685. 


Konowaloff,  M.,  182. 

Kopfer,  F.,  647. 

Kopp,  W.,636. 

Koppe,  P. ,  378. 

Koppel,  L,  890. 

Koppeschaar,  W.  F.,  522. 

Korn,  0. ,  497. 

K6rnor»  J.  A.,  669. 

Korovaeff,  T.,  637. 

Kortright,  F.  L.,  168,  510. 

Kosinenko,  W.,  628. 

Kosmann,  B.,  149. 

Koss,  M.,  610. 

Kottmayer,  G.,  36. 

Koukline,  E.  V.,  437. 

Krak,  J.  B  ,  620. 

Krai,  H.,  118. 

Kramer,  C.,  361. 

Krasser,  J.  M. ,  599. 

Krauch,  C.,  141. 

Krause,  G.,  238,  240. 

Krauskoff,  F.  0.,  634. 

Krauss,  C.,  892,  893. 

Kraut,  K.,  89,  216,  237,  394,  497,  647,  578, 

582,  586,  589. 
Krawczynski,  S.,  56. 
Kraze,  F.,  440. 
Kreider,  D.  A.,  237. 
Kreider,  J.  L.,  653. 
Kreiling,  P. ,  664. 
Kreitling,  P.,  36. 
Kret8chy,-M.,  228. 
Kretzchimar,  M.,  60. 
Kreusler,  U.,  88,  188,  661. 
Kreusler,  V.,  98,  681. 
Krieger,  B.,  460. 
Kriescher,  W.  C.,  165. 
Kritschewaky,  L.,  188. 
Kronig,  A.,  188. 
Kroupa,  R.,  128,  333. 
Krug,  W.  H.,  607. 
Kruger,  M.,  215. 
Kruger,  P.,  237. 
Kruiys,  M.  J.  van,  522. 
Krusa,  H. ,  8ec  Kriisa,  G. 
Kniss,  G.,  200,  201,  421,  425,  608,  510,  655, 

583. 
Kriiss,  G.,  and  Kriiss,  H.,  82. 
Krutwig,  J.,  326,  461,  665, 
Kjuys,  M.  J.  van,  60,  613. 
Kubel,  W.,  216. 
Kuhlmann,  F.,  160. 
Kiihn,  B.,  339,  867. 
Kuhn,  O.,  10,  26. 
Kuhnlenz,  F.  A.,  626. 
Kulisch,  P.,  677. 
Kupferschlager,  M.,  596. 
KUpffer,  A.  von,  194,  641. 
Kiirschner,  F.,  271. 
Kusnetzoff,  P.,  33. 
KUster,  F.  D.,  54. 

KUster,  F.  W.,  66,  72,  279,  286,  627,  611,  615. 
Kuzirian,  S.  B. ,  520,  652. 

Laar,  C.,  484. 
Laby,  T.  H.,  386. 
Lachand,  M.,  324. 


750 


A    TREATISE   ON   CHEMICAL   ANALYSIS. 


Lachs,  H.,  201. 

Ladd,  E.,  460. 

Ladenburg,  A.,  288. 

Lainer,  A.,  425,  654. 

Lamar,  W.  R.,  536. 

Lambert,  A. ,  579. 

Lamuadius,  W.  A.,  396,  657. 

Land,  W.  J.,  94. 

Landecker,  M.,  419,  420,  422,  503. 

Landris,  E.  K.,  228. 

Landsiedl,  A.,  551. 

Lane,  N.  J.,  55,  615. 

Lang,  J.,  295. 

Lang,  W.  K.,  276,  589. 

Langbeck,  H.  W.,  62. 

Lange,  K. ,  472. 

Lange,  T.,  506. 

Lange,  W.,  88. 

Langenbeck,  K.,  662,  667. 

Langley,  J.  W.,  547. 

Langley,  R.  514. 

Langley,  R.  W.,  366,  423. 

Langmuir,  A.  C,  366,  457,  488,  621,  622. 

Langmuir,  F.  L.,  473,  474,  478. 

Lapiene,  C.,  324. 

Lapique,  L.,  200. 

Larsen,  G.,  276. 

Larssen,  F.  55. 

Lasne,  H.,  219,  495,  606,  641. 

Lassayne,  J.  L. ,  339. 

Lathe,  F.  E.,  361. 

Laudrin,  E. ,  528,  529. 

Laufer,  E.,  661. 

Laurent,  C,  31. 

Lautemann,  E.,  607. 

Lavezard,  £.,  667. 

Lavoisier,  A.  L.,  144. 

Lea,  M.  C,  39,  103,  437. 

Leach,  E.  A.,  635. 

Lean,  B.,  288. 

Leather,  J.  \V.,  200. 

Leavitt,  S.,  607. 

Lebrasseur,  A.,  44. 

Lechartier,  G.,  607. 

Leclerc,  A.,  162,  207,  382,  566. 

LeclerC;  J.  A. ,  607. 

Lecocg,'E.  v.,  625. 

Leconte,  C,  490,  600. 

Lecrenier,  A.,  321,  387,  428. 

Ledebur,  A.,  195,  374,  376,  378,  382,  457. 

Lee,  R  H.,  390. 

Leeds,  A.  R.,  94,  100,  117,  178,  462. 

Leent,  I'\  H.  van,  236,  308,  540. 

Leeuwen,  J.  D.  von,  617,  622. 

Lefevre,  C,  284. 

Leflaer,  R.  L.,  362,  476. 

Lefort,  J.,  408,  417 

Lehman,  F.,  162. 

Lehmann,  G.  W.,  292. 

Lehmann,  R.,  499. 

Lehner,  V.,  123,   203,   273,    368,   435,    443, 

486,  677. 
Lehnering,  P.,  461. 
Lehnkering,  P.,  187,  194. 
Leidi^,  E.,  437. 
Leidler,  P.,  426. 
Lejeurre,  M.,  43,  44. 


Lemberg,  J.,  661,  664. 

LendricTi,  K.,  110,  587. 

Lenfield,  L,  505. 

Lenoble,  E,,  73. 

Leussen,  E.,  212,  311,  316,  461. 

Lenz,  W.,  149. 

Leon,  J.  C.  y,  446. 

Leonhard,  A.,  466. 

Leopold,  A.,  663,  668. 

Lepez,  C,  308. 

Lepierre,  C,  604. 

Lcpinay,  J.  M.  de,  30. 

Le  Roy,  G.  A.,  55. 

Lescoeur,  H.,  578. 

Lesser,  E.,  275,  296. 

Lesser,  H. ,  283. 

Lestelle,  H.,  73. 

Leuba,  A.,  474,  476. 

Levi,  L.  K,  9,  607. 

Levoir,  L.  C,  527,  529. 

Levol,  A.,  79,  283,  317,  426. 

Levy,  A.  G.,  550. 

Levy,  L.,  203,  207,  484. 

Levy,  M.,  657. 

Lewis,  E.  A.,  246,  312. 

Lewite,  A.,  423,  486. 

Lewkowitsch,  J.,  586. 

Ley,  H.,  201. 

Leybold,  W.,  44. 

Leysaht,  H.,  457. 

Libermann,  L.,  339. 

Lidoff,  A.  P.,  573. 

Lidow,  J.,  622. 

Lieben,  A.,  617. 

Liebeimann,  L.,  179. 

Liebig,  J.  von,  392. 

Liebknecht,  O.,  505. 

Liebreich,  von,  324. 

Liebrich,  A.,  339. 

Liebschutz,  M.,  308. 

Lienau,  H.,  446. 

Liesse,  C,  218,522. 

Lincoln,  A.  T.,  42,  605. 

Lindemann,  0.,  77,  465,  480. 

Lindet,  L.,  208. 

Lindgren,  J.  M.,  394. 

Lindhcrst,  M.,  660. 

Lindo,  D.,  161,  165,  232,  651. 

Lindt,  M.,  58. 

Lindt,  O.,  624. 

Ling,  A.  R.,  250. 

Linnemann,  E.,  160,  362,  499,  608. 

Lipowitz,  A.  von,  593. 

Lipp,  F.,  409. 

Lissner,  A.,  573. 

List,  K.,  159,  228. 

Litterscheid,  F.  M.,  351. 

Little,  A.  F.  v.,  348. 

Little,  H.  F.  v.,  878,  382. 

Liversidge,  A.,  641. 

Ljubavin,  N.  N.,  560. 

Locke,  H.  J.,  162,  666,  671. 

Loczka,  J.,  641. 

Loeser,  C,  666. 

Loges,  G.,  697. 

Lohhofer,  W.,  72. 

Lohmann,  D.,  626. 


INDEX   OF   NAMES. 


751 


Lohmann,  J.^  441. 

Lohofer,  W.  T.,  76. 

Lohse,  0.,  102. 

Lomox,  E.  L.,  621. 

Long,  J.  C,  316. 

Longchamp,  M.,  212. 

Longi,  A.,  378. 

Lonner,  C,  286. 

Lonnes,  C,  287. 

Lorom,  H.  T.,  266,  270. 

Lord,  N.  W.,  625. 

Lorenz,  N.  von,  598. 

Lorenz,  R,  557. 

Losekann,  G.,  366,  488. 

Lov^n,  J.  M.,  182. 

Lovibond,  J.  W. ,  84,  340. 

Loviton,  L.  275. 

Low,  A.  H.,  226,  275,  292,  305,   334,   851, 

352,  354,  867,  376. 
Low,  H.  D.,  188. 
Low,  0. ,  305. 

Low,  W.  H„  311,  577,  685. 
Lowe,  F.  A.,  130. 

Lowe,  J.,  316,  323,  347,  545,  548,  551. 
Lowe,  J.  G.,  579. 
Lowe,  W.  F.,  178,  435. 
Lbwonstein,  E.,  157,  575. 
Lbwenthal,  J.,  308,  309,  310,  311,  316,  451. 
Lowry,  T.  M.,  66. 
Luboldt,  R.,  196. 
Lucanus,  B.,  427. 
Lucas,  M.,  339,  355,  398. 
Lucas,  T.  479. 
Lucchesi,  A.,  425. 
Luck,  E.,  218,  220,  593,  601. 
Liicker,  F.,  589. 
Luckow,  C,  256,  895. 
LUdert,  H.,  373. 
Ludewig,  W.,  169,  175. 
Ludwig,  E.,  172,  175,  572. 
Ludwig,  B.,  280. 
Luechese,  L.,  475. 
Luff,  A.  P.,  372. 
Luhri^,  H.,  589. 
Lnnden,  H.,  31,  249. 
Lunge,  C.,  76. 
Lunge,   G.    9,  35,  62,  64,  72.  90,  173,   178, 

195,  215,  250,  288,  376,  527,  538,  551,  555, 

556,  557,  682,  611,  615,  617,  625,  663,  664, 

676,  678,  679,  683. 
Lupp,  A.,  402. 
Luther,  B.,  10,  18,  40. 
Lutshinnskii,  I.  L,  455. 
Lutz,  0.,  620. 
Lux,  F.,  823. 
Luynes,  de,  60. 
Lnynes,  M.  de,  580. 
Luynes,  V.  de,  265. 
Lyons,  R.  E.,  441. 
Lyte,  F.  M. ,  50,  228,  367. 

Maass,  T.  a.,  445. 
Maass,  W.,  423. 
Mabeiy,  C.  F.,  547,  625. 
Macagno,  J.,  598. 
Macazzini,  A.,  330. 
MacDougall,  F.  H.,  541. 


Macfarlane,  T  ,  102. 

Machiedo,  L.,  514,  515. 

Maclvor,  R.  W.  E.,  218,  284,  443,  460,  475. 

MacKay,  G.  M.  J.,  361. 

Mackenzie,  G.  L.,  268 

Mackintosh,  J.  B.,  187,  362,  545,  657. 

Mackintosh,  J.  C,  275. 

Maclaurin,  J.  S.,  461. 

Macleod,  J.,  345. 

Macri,  v.,  461. 

Maderna,  G.,  595. 

Mager,  W.,  292. 

Magnanini,  G.,  201,  579. 

Magri,  G.,387. 

Mahler,  P.,  562. 

Mahon,  R.  A. ,  599. 

Mahon,  R.  W.,  367. 

Mai,  J.,  479. 

Maillard,  L.,  484. 

Majewski,  L.,  267. 

Makinen,  E.,  222. 

Makins,  G.  H.,  434. 

Malaguti,  J.,  658. 

Mallard,  E.,  161. 

Mallet,  J.  W.,  182,  293,  408. 

Mallinckrodt,  E.,  87. 

Mallot,  C.,  601. 

Manasse,  0.,  480. 

Manchot,  W.,  451. 

Mandelbaum,  A..  585. 

Mangold,  C.,  9. 

Manley,  J.  J.,  6,  11. 

Mann,  C.  77.  451,  465,  473,  651. 

Mannhardt,  H.,  58. 

Manning,  C.  R.,  117. 

Manning,  R.  J. ,  589. 

Manselle,  E.,  529. 

Mansier,  M.,  87,  89,  179. 

Mar,  F.  W.,  612,613,615. 

Marburg,  J.,  298. 

Marc,  R.,  66. 

Marchand,  R.  F.,  345. 

Marchese,  C,  323. 

Marchlewski,  L.  P.,  551,  556,  624,  679. 

Marcker,  M.,  593,  598,  600. 

Margosches,  B.  M.,  223,  287. 

Marguerite,  F.,  198,  407. 

Marie,  C.,  336. 

Marignac,  C.,  161,  189,  407,  409,  410,  419, 

421,  499,  508,  583,  589. 
Markoonikoff,  V.,  219. 
Marriott,  W.  M*K.,  201. 
Marrs,  L.  E.,  382,  466. 
Marsh,  C.  W.,  615,  619. 
Marshall,  H.,  110,  382. 
Martin,  H.  G.,  649. 
Martin,  M.,  273. 
Martinon,  M.,  484. 
Martins,  L.,  113. 
Marx,  C.,  46. 

Maschke,  O.,  406,  597,  663. 
Maskelyne,  N.  S.,  160. 
Mason,  C.  D.,  165. 
Mason,  H.  P.,  102,  620. 
Mason,  W.  P.,  527. 
Massignon,  J.,  474. 
Masson,  L,  573. 


752 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Masson,  O.,  47. 

Mastbaum,  H.,  221. 

Mathieu,  L.,  286,  287. 

Matiffiiou,C.,  407,  481,  484. 

Mattnewa,  J.  A.,  367. 

Matthews,  J.  M.,  457,  499. 

Matzurke,  G.,  361. 

Maunien^,  E.  J.,  391,  396. 

Mauzelius,  K.,  124. 

May,  W.  0.,  335. 

Mayard,  M.,  528. 

Mayencon,  M.,  162. 

Mayer,  A. ,  552. 

Mayer,  E.  W.,  878. 

Mayer,  F.,  362,  469,  569. 

Mayer,  0.,  201. 

Mayer,  T.,  866. 

Mayer,  W.,  563. 

Mayerhofer,  J.,  278. 

Mayrhoffer,  J.,  524. 

Mays,  K.,  60. 

Mazeon,  K.  N. .  429. 

M*Arthur,  J.,  234,  240,  241. 

M 'Bride,  R.  S.,  342. 

M*Bride,  S.,  194. 

M*Cabe,  C.  R.,118,  119. 

M*Caflrey,  0.  T.,  212. 

M*Clure,  0.  H.,632. 

M*Coy,  L.  R.  W.,  115.  276,  278,  292,  294. 

M'Coy,  H.  N.,  290,  491.492. 

Mccracken,  R.  F.,  382. 

M'Crae,  J.,  182. 

M'Crudden,  K.  H.,  213. 

M'Culloch,  N.,  399. 

M'Elroy,  K.  P..  607. 

M'Kenna,  A.  C.  F.,  179. 

M'Kenna,  A.  G-.,  872,  374,  409. 

M'Eenna,  A.  J.,  190. 

M'Kenna,  C.T.,  122. 

M'Mahon,  J.  H.,  33. 

M'Namara,  W.,  383. 

M'Neil,  H.  C,  573. 

Mdivani,  B.,  409. 

Meade,  57. 

Meade,  A.  H.,  595. 

Meade,  J.  K.,  119,  330,  350. 

Meade,  R.  K.,  55,  94,  619,  522. 

Mecklenburg,  W.,  496. 

Medri,  L.,  270. 

Medway,  H.  E. ,  387. 

Meeker,  G.  H.,  176. 

Meiklejohn,  C.  A.,  267. 

Meimberg,  E.,  421,  422. 

Meinecke,  C,  34. 

Meineke,  C,  68.  170,  172,  175, 178,  194,  200, 

286,  287,  288,  290,  361,  372,  373,  378,  893, 

463,  590,  594,  595,  611. 
Meissner,  C,  35,  43,  44. 
Meister,  J.,  148. 
Meitzendorff,  351. 
M^ker,  G.,  Ill,  116. 
Meldrum,  R.,  172. 
Melikoff,  P.  G.,  596. 
Melliss,  M.,  499. 
Mellor,  J.  W.,  60,  84,  117, 122,  169,  172.200, 

231,  247,  274,  308,  323,  860,  379,  397,  444, 

452,  486,  487,  574,  680,  662,  G71,  674. 


I  Mellquist,  H.,  441,  442. 

Meloche,  C.  C,  368. 

Memminger,  0.  G.,  116. 

Mendel^eff,  I).,  SO. 

Mene,  C,  310,  602. 

Mengin.  A.  H.,  305. 

Mengin,  J.  H.,  305,  307. 

Menu,  A.  P.  J.  du,  583. 

Menneke,  F.  A.,  175. 

Mennlcke,  H.,  615. 

Mensohutkin,  N.,  46. 

Mercier,  A.,  234. 

Merok,  E.,  141. 

Merrill,  L.  T.,  305. 

Mertens,  K.  H.,  320. 

Meryio,  H.  K,  644. 

Merwin,  H.  £. .  203. 

Merz,  v.,  498. 

Mesohezerski,  J.,  517. 

Messinger,  J.  J.,  547. 

Metzger,  F.  I).  420. 

Metzger,   F.   J.,    382,    408,    409,    466,    510, 
611. 

Metzger,  P.,  128. 

Metzl,  A.,  296. 

Metzner,  G.,  441. 

Metzyer,  P.,  55. 

Meyer,  A.,  69. 

Meyer,  A.  V.,  167. 

Meyer,  E.  von,  617. 

Meyer.  L.,  493. 

Meyer,  O.  von,  425. 

Meyer,  R,,  417. 
I  Meyef,  R.  J.,  419,  496,  497,  601,  511. 

Meyer,  T.,  607. 

Meyer,  V.,  116,  575. 

Michel,  E.,  528. 

Michel,  F.,  461. 

Michaelia,  P.,  280,  282.  283,  284,  297,  343, 

411,  413,  441. 
Michaelis,  W.,  462,  663. 
Middel,  T.,6. 
Milbauer,  J.,  34,  355. 
Milford,  L.  R.,  188,  534. 
Millberg,  C.  664. 
Miller,  E.  H.,  190,  270,  351,  358,  367,  368, 

412,  415,  416,  434,  436. 
Miller,  I.,  455. 
Miller,  W.  H.,  6,  17,  23. 
Milobendski,  T. ,  38. 
Milon,  H.,  266. 
Minar,  J.  C.,639. 
Minozzi,  A.,  271. 
Mitchell,  J.,  270. 
Mitchell,  W.  L.,  189. 
Mitscherlich.  A.,  160,  177, 184, 188,  214,  224, 

225,  236,  239,  317,  462,  476,  515,  620,  547, 

611,  612. 
Mitscherlich,  £.  A.,  540,  641. 
Mittasch,  A.,  361,  618. 
Mittentzwey,  M.,  189,  614. 
Mixer,  0.  T.,  378. 
Mixter,  0.  T. ,  452. 
Mixter,  W.  G.,  612,  624,  625. 
Mohr,  33. 

Mohr,  0.,86,  218,  600. 
Mohr,  0.  F.,  288. 


INDEX   OF    NAMES. 


753 


Mohr,  F.,  31,  44,  46,  58,  61,  70,  79,  89,  160, 

195,  2-28,  234,  28tf,  290,  305,  310,  330,  354, 

381,  418,  462,  655. 
Moir,  J.,  429. 

Moissaii,  H.,  547,  563,  585. 
Moissenet,  !«.,  307. 
Molar,  C,  16. 

Moldenhauer,  F.,  168,  320,  368,  369. 
MoUins,  J.  de,  98. 
Monnet,  P.,  481. 
Monteinartini,  C,  585. 
Moody,  H.  R,,177. 
Moore,  R.  B.,  455. 

Moore,  T.,  266,  270,  311,  362,  374,  386,  399. 
Moraht,  H.,  200,  201,  583. 
Morawski,  T.,  378. 
Morgan,  F.  H.,  58,  310,  455. 
Morgan,  G.  T.,  188,  280,  555. 
Morgan,  J.  J.,  209,  355,  409. 
Monde,  M.,  287. 
Morley,  E.  J.,  118. 
Morozewicz,  J.,  232. 
Morrell,  T.  J.,  626. 
Morrell,  T.  T.,  200,  396,  539. 
Morse,  H.  N.,  36,  40,  196.  474,  475,  516,  583. 
Morton,  D.  A.,  178,  622. 
Morton,  H.,  82. 
Mosander,  6.,  506. 
Moser,  L.,  351,  853,  514,  515. 
Mostowitsch,  W.,  616. 
Moulin,  A.,  474. 
Moyaux,  L.,  187,  195. 
Muck,  F.,  94,  102,  183,  220,  373,  597,  624, 

653. 
Muencke,  R.,  42,  148. 
Mueneke,  C,  91. 
Muhlhaeuser,  0.,  562,  563,  564. 
MUhlhauser,  0. ,  365. 
Muhs,  G.,  182,  211. 
Muir,  M.  M.  P.,  46,  189,  355. 
Mukerjee,  B.  M.,  59. 
Mulder,  A.,  86. 
Mulder,  G.  H.,  225. 
Mulder,  G.  J.,  650,  652. 
Mulder,  J.,  38. 
Muller,  A.,  72,  160,  196,  286,  355,  396,  451, 

474,  497,  511,  547,  661,  663. 
Muller,  E.,  188,  194,  302,  378. 
Muller,  E.  R.  K,  166,  595. 
Muller,  F.,  410. 
Miiller,  F.  C.  G.,382. 
Muller,  G.,  42,  56. 
Muller,  J.,  367. 
Muller,  J.  A.,  268,  270,  296,  311,  333,  475, 

600,  684. 
Muller,  K.,  593. 
Muller,  L.,291. 
Muller,  M.,  441,  443. 
Muller,  W.,  268,  391,  627. 
Munktell,  J.  H.,  88. 
Munro,  J.  M.  H.,  602. 
Munroe,  C.  E.,  107,  374,  630. 
Murmann,  E.,  103,  106,  113,  179,  212,  213, 

214,  238,  285,  319,  364,  367,  373,  390,  534, 

613. 
Musculas,  M.,  286. 
Musset,  F.,  35. 


Musset,  Z  ,  288. 

Muter,  J.,  46. 

Muthmann,  W.,  441,  511. 

Miitnianski,  M.,  286. 

Myliua,  F.,  44,  144,  286,  357  431,  437,  457. 

Namk,  R.  G.  von,  350. 
Namiaa,  S.  409,  475. 
Napier,  .1.  434. 
Naquin,  W.  P.,  107. 
Natanson,J.,  201. 
Naumann,  G.,  o64. 
Naumann,  K.,  62,  68. 
Naylor,  A.  R.,  193,  195. 
Neher,  E.  275. 
Neher,  F.,  276,  278.' 
O'Neill,  C,  475. 
Neisch,  A.  C,  510. 
Neitzel,  E..  66. 
Nelsmann,  H.,  310. 
Nestler,  A.,  53. 
Neubauer,  C,  593,  601. 
Neubauer,  H.,  107,  215,  218,  598,  600. 
Neujean,  A.,  319. 
.  Neumann,  A.,  534. 
Neumann,  B.,  207,  256,  336. 
Neumann,  G.,  192. 
Neurath,  F.,  604,  606. 
NeusUlkdl,  L.,  517. 
Newberrv,  S.  B.,  522. 
Newlands,  J.  A.  R  ,  7. 
Newton,  H.  D.,  189. 
Niccoli,  L.,429. 
Nichols,  W.  R.,  178. 
Nicholson,  E.,  226,  555. 
Nicholson,  E.  C,  614. 
Nickles,  C,  98. 
Nickles,  J.  612. 
Nicolardot,  P. ,  406. 
Nihoul,  E.,  80. 
Nilson,  C.  F.,  278. 

Nilson,  L.  F.,  233,  236,  421,  501,  606,  510. 
Nissenson,  H.,  301,  336,  364,  369,  455. 
Noad,  H.  M.,  252,  614. 
Noda,  I.,  012. 
Nolly,  H.  de,  563. 
Norblad,  J.  A.,  488. 
Norman,  J.  T.,  674. 
Norris,  G.  L.,  374,  457. 
Norris,  J.  F.,  441. 
North,  B.,193,  195,196. 
Norton,  J.  T.,  352,  495. 
Novolny,  K.,  72. 
Noyes,  A.  A.,  182,  275,  316,  457,  483,  484, 

517. 
Noyes,  W.  A.,  206,  241,  378,  415,  599. 
Nutzinger,  M.,  693. 
Nydeggcr,  0.,  475,  627. 

Obbeke,  K.,  657. 
Oddo,  G.,  5i9. 
Oddy,  R.  W.,196. 
Odling,  W. ,  280. 
Oeffinger,  H.,  212. 
Oehmichen,  P.,  435. 
Oertling,  L.,  4. 
Oernm,  II.  P.  T.,  200. 

48 


754 


A   TREATISE   ON  CHEMICAL   ANALYSIS. 


Oettel,  F.,  42   262.  270,  364,  646. 

Otferhaus,  0.,  560. 

Offermann,  H.,  644. 

Ogilvie,  J.  P.,  96. 

Ogilvie,  T.  R.,  216,  218. 

Ohl,  W.,  395. 

Ohly,  J.,  497,  600. 

Olsen,  J.  C.,373. 

Oordt,  G.  van,  448,  449. 

Opificus,  L.,  240,  322,  323. 

Ordway,  J.,  75. 

Orlowsky,  J,  von,  351. 

Orthey,  M.,  378. 

Osaka,  Y.,  644. 

Osborne,  N.  S.,  32,  38,  3l». 

Osborne,  T.  B.,  203,  418. 

Osmond,  F.,  382,  599. 

Ost,  H.,  31,  178,312,636. 

Ostwald,  W..  10.  18,  89,  40,  94,  212,  629,  611, 

614,  651. 
Otto,  R.,  149. 
Oudemans,  A.  C,  683. 
Oudesluys,  0.  L.,  475. 

PadiS,  L.,  87. 

Padoa,  M.,  274. 

Pagasogli,  (1.,  10. 

Page,  R.  W.,  358. 

Pagliani,  S.,  200. 

Pa<;noul,  A.  604. 

Paguireff,  von,  212. 

Palmer,  0.  S.,  179. 

Pamfil,  G.  P.,  203. 

Panajotow,  G.,  275,  306. 

Panayeff,  J.  von,  497. 

PannertZy  B.,  55. 

Pannsetz,  F..  65. 

Panpushka,  S.,  228. 

Panten,  G.,  355. 

Pappada,  N.  96. 

Parker,  H.  G.,  611. 

Parker,  J.  S.,  454. 

Parmentier,  F.,  580. 

Parnell,  K.  W..  216,  284,  495. 

PaiT,  S.  W.,  267,  850,  385,  394,  562,  564,  566, 

622,  632. 
Parr,  T.  W.,  622. 
Parry,  J.,  355,  409. 
Paraons,  C.  L.,  148,  448,  449,  627. 
Partheil,  A.    322,  323. 
Passerini,  N.,  604. 
Passon,  M.,  522. 
Patera,  A.,  305,  48 b. 
Patten,  H.  P.,  177. 
Patterson,  G.  W.,  475. 
Pattinson,  H.  S.,  367. 
Pattinson,  H.  S.,  src  Pattinson,  J. 
Pattinson,  J.,  93,  250,  619. 
Pattinson,  J.,  and  Pattinson,  H.  S.,  275,  372, 

374,  376,  594. 
Patti«on,  M.  M.,  506. 
Paul,  T.,  104,  297,  324. 
Pavec,  A.,  600. 
Pawolleck,  B.,  58,  478. 
Payen,  A.,  355. 
Payne,  H.  L.,  29,  40. 
Peako,  W.  A.,  546. 


Pearce,  R.,  292. 

Pearce,  S.  H.,  135. 

Pearson,  A.  H..  478,  612. 

Pease,  F.  N.,  190,  599. 

Pochard,  E.,  417. 

Peckham,  H.  K,  see  Peckham,  S.  F. 

Peckham,  S.  F.,  176. 

Peckham,    S.    F.,     and    Peckham,    H.    E., 

622. 
Pederson,  H.,  394. 
Peirce,  A.  W.,  441. 
Peitzsch,  B.,  593,  598. 
Peligot,  M.,  231,  232. 
Pelleni,  G.,  442,  606. 
Pellet,  H.,  73,  80,  207,  474,  595,  616. 
Pellet,  K.,  310. 
Pelouse,  J.,  200. 
Pelouze,  T.  J. ,  339. 
Pemberton,  H.,  599. 
Pence,  F.  G.,  668. 
Pentield,  S.  L.,  103,  183,  423,  449,  570,  685, 

589,  639,  644. 
Pennington,  M.  E  .  419,  420. 
Pennock,  J.  D.,  178,  622. 
Penny,  F.,  453. 
Peppel,  S.  v.,  170. 
Perkin,  F.  M.,  148,  256,  452,  540. 
Perkins,  G.  E. ,  354. 
Perl,  L.,  475. 
Pernian,  J^^.,  352,  628. 
Personne,  M.  J.,  344. 
Persoz,  J.,  554,  559. 
Peters,  A.  M.,  626. 
Peters,  A.  VV.,  351. 
Peters,  0.  A,  215,  452. 
Peters,  S.,  382. 
Petersen,  E.,  61. 
Petersen,  T. ,  695. 
Petreciolli,  0.,  296. 
Petren,  J.,  441. 
Petrzilka,  H.,  116. 
Pettenhofer,  M.,  551. 
PetttTson,  0.,  666. 
Petzholdt,  A.,  520,  521. 
Pfatf,  C.  H.,339,  347,354. 
Pfaff,  F. ,  625. 
Pfaff,  S.,  525. 
Pleil,  K.,  162. 
Pfennig,  F.,  399. 
Pfordt€n,  F.  0.  von  der,  189. 
Pfordten,  0.  van  der,  149,  408,  418,  699. 
Pforzheim,  5. 
Pfl  tiger,  E.,  47. 
Phelps,  M.  A.,  226,  280,  283. 
Phelps,  R.,  546. 

Phillips,  F.  C,  43,  160,  226.  475. 
Phillips,  H.  J.,  616. 
Phillips,  J.  A.,  175,  185. 
Philossophoff,  P.,  528. 
Phinney,  J.  I.,  611. 
Phinney,  J.  J.,  615. 
Pliipson,  T.  L.,  305. 
Picard,  P.,  882. 
Pickering,  E.  C,  18. 
Pickering,  S.  U.,  290. 
Pickering,  U.  S.,  167,  352,  372. 
Pierre,  C.  St,  428. 


INDEX    OF   NAMES. 


755 


Piesse,  C.  H.,  103. 

Pleszczek,  E.,  822. 

Piloty,  O.,  280,  284. 

Pinagel,  A.,  167,  410,  418. 

Pincus,  C,  600. 

Pincrua,  E.,  457. 

Pinnow,  J.,  286. 

Pipereaut,  P.,  364. 

Piria,  R.,  614. 

Pisani,  F.,  189,  361,  363,  415,  488,  490,  497. 

Plaats,  J.  D.  van  der,  118. 

PlaDes,  M.,  348. 

Plato,  W. ,  282. 

Platten,  F.,  282. 

Platz,  J.,  364. 

Pleisch,  307. 

Pleissner,  M.,  315. 

Pohl,  R.,  208,  469,  498. 

Poleck,  T.,  473. 

PoUaci,  F.,  287. 

Pollard,  W.  B.,  267. 

Polenske,  E.,  585,  687. 

Polstorff,  K.,  279. 

Poole,  A.  C.  D.,  43. 

Pope,  F.  J.,  209. 

Popel,  M.,  628. 

Popp,  0.,  215,  218,  606,  689. 

Post,  J.,  630. 

Pott,  C,  286. 

Potyka,  J.,  161. 

Pouget,  J.,  604. 

Poiiget,  M.,  366,  367. 

Powell,  N.  S.,  525. 

Poynting,  J.  H.,  11. 

Pozzi-Escot,  M.  E.,  68,  373,  407,  429. 

Pratt,  J.  H.,  462. 

Pratt,  J.  W.,  116. 

Precht,  H.,  231,  232,  234,  235,  237,  240,  241. 

Preller,  L,624. 

Prescher,  J.,  580,  585. 

Prescot,  A.  B.,  249. 

Prescot,  A.  B.,  and  SuUivaD,  339. 

Prousser,  J.,  409,  410. 

Prilram,  R.,  42,  183. 

Price,  D.  S.,  614,  617. 

Price,  T.  M.,  577. 

Pringel,  A.,  167. 

Pringsheim,  H.  H  ,  267. 

Priuzl,  A.,  33. 

Priar,  T.,  419. 

Prister,  A.,  429. 

Privozink,  E.,  617. 

PHwoznik,  E.,  426,  435. 

Proctor,  B.  S.,  6. 

Proctor,  H.  R.,  14,  23,  55,  87. 

Prossel,  B.,  672. 

Prost,  E.,  359,  367,  641. 

Prothifere,  E.,  278. 

Puckner,  W.  A.,  103,  291. 

Pukall,  W.,  630. 

Puller,  R  E.  0.,  282,  283,  284. 

Pullman,  0.  S.,  491. 

Pulsifer,  H.  B..  200. 

Purgotti,  A.,  187. 

Purgotti,  E.,  427. 

Piischel,  A.,  60. 

Pyhala,  E.,  465. 


QuENEAU,  A.  L.,  568. 
Quennessen,  L,,  111,  115. 
Quennssen,  M.,  437. 

Raab,  H.,  373. 

Raalte,  A.  van,  314. 

Raaschou,  P.  E.,  90. 

Raben,  E.,  596,  598. 

Radau,  C,  472. 

Radlowski,  K.  von,  21^. 

Rafia,  E.,  218,  283. 

Raikow,  P.  N.,  372. 

Ramage,  H.,  382. 

Rammelsberg,  66,  57. 

Rammelsberg,  C,  160,  162,    278,   284,   806, 

409,  410,  415,    462,    472,   480,    488,   504, 

583,  593,  663. 
Ramsay,  16. 
Ramsay,  W.,  624. 
Randall,  D.  L.,  190,  462,  699. 
Randall,  W.  W.,  372. 
Ransome,  F.  L.,  465. 
Rapalje,  W.  S.,  373. 
Raquet,  M.,  517. 
Raschig,  F.,  193,  218,  627. 
Rath,  6.  von,  341,  480. 
Rathke,  B.,  440,  441. 
Ratner,  C,  296.  307. 
Raulin,  G. ,  399,  586. 
Rawlins,  H.  J.  B.,  810,  811. 
Rawson,  S.  G.,  615. 
Raymond,  E.,  55. 
Rebbufat,  0.,  527. 
Reckleben,  H.,  148. 
Reddrop,  J.,  146,  382. 
Redpath,  G.  C,  367. 
Reed,  S  A.,  130,  135. 
Reese,  C.  L.,  196. 
Regnault,  V.,  118. 
Reich,  E.,  292. 
Reich,  F.,  208,  292. 
Reichard,  C,  203,  418,  484,  595,  598. 
Reichardt,  E.,  9,  478,  597,  602. 
Reichel,  F.,  283,  284. 
Reid,  A.  F.,  84,  59. 
Reidcnbach,  R.,  163,215. 
Reik,  R.,  516. 
Reindel,  F.,  867. 
ReiDhardt,  C,  100,  165,  226,  286,  372,  378, 

451,  475,  557,  600. 
Reinitzer,  B.,  33,  61,  362,  469. 
Reinsch,  E.  H.  E.,  273. 
Reis,  A.  von,  647. 
Reis,     M.     A.    von,    283,    312.    399,    667, 

600. 
Reischauer,  C. ,  568. 
Reischle,  A.  K.,  585. 
Keiss,  M.  von,  590. 
Reitmar,  0.,  188. 
Remel6,  A.,  390,  462,  488. 
Remmler,  W.,  624. 
R^mont,  A.,  116. 
Rempel,  H.,  277. 
Rempel,  K.,  65. 
Renard,  A.,  367,  368. 
Renncr,  0.,  636. 
Rennie,  H.  W.,268,  270. 


756 


A   TRKATISE   ON   CHEMICAL   ANALYSIS. 


Resch,  F.,  58. 

Reuss,  W.,  149. 

Reuter,  M.,  296. 

Revaud,  A.,  278. 

Rey,  H.,  9,  85,  678. 

Reymann,  S.,  372. 

Reynolds,  E.  .1.,  155. 

Reynolds,  W.  G.,  441. 

Rheineck,  H.,  362,  488.  600. 

Riban,  J.,  201,  256,  278,  425. 

Rice,  E.  W.,  61. 

Rich,  E.  M  ,  662. 

Richard,  K.  H.,  478. 

Richards,  E.  S.,  395. 

Richards,  J.  W.,  254,  328,  434,  625. 

Richards,  T.  W.,  17,  81,   40,  97,  104,    107, 

213,  620,  611,  615,  632,  651. 
Richardson,  C,  250. 
Richardson,  F.  W.,  473. 
Richardson,  G.  M.,  682. 
Richardson,  W.  D.,  250,  343. 
Richarz,  F.,  10. 
Richmond,  H.  D.,  20,  372. 
Richter,  W. ,  527. 
Richters,  E.,  592,  693,  595. 
Rickmann,  R,  306. 
Rideal,  8.,  474,  475. 
Ridout,  R.  H.,  58. 
Rieckher,  280. 
Rieke,  R.,  190. 
Ries,  H..  669,  674. 
Riggs,  R.  B.,362,  473. 
Riley,  E.,  169,  203. 
Rimbach,  E.,  600. 
Rinne,  F. ,  664. 
Ripper,  M.,  577,  615. 
Risdale,  C.  H.,  and  Risdale,  N.  D.,  250. 
Risdale,  N.  D.,  see  Risdale,  C-.  H. 
Ritthausen,  H.,  560. 
Rivat,  G.,  287. 
Rivett,  A.  C.  D.,  573. 
Rivot,  L.  E.,350,  410,  437. 
Roberts,  C.  F.,195. 
Roberts,  CM.,  129. 
Roberte,  E.  J.,  506. 
Roberts,  R.  W.,  573. 
Robertson,  I.  W.,  621,  625. 
Robin,  H.,  517. 
Robin,  L. ,  580. 

Robinson,  H.  L.,  112,  468,  506. 
Robinson,  VV.  0.,  449. 
Rocholl,  F.,  160 
Rocholl.  H.,  162,  460. 
Rodwell,  G.  F.,  187,  315,  320. 
Roer,  E.,  209. 
Rogers,  H.  F.,  184. 
Rogers,  H.  R.,  339,  340. 
Rogers,  R.  E.,  and  Rogers,  W.  M.,  546,  547. 
Rogers,  W.  M.,  see  Rogers,  R.  E. 
Rohland,  P.,  232,  235,  529. 
Rohmer,  M.,  280,  299. 
Rohn,  E.,  441. 
Rohn,  W.,  593,  598. 
Rohrbeck,  33. 
Roland,  L.,  561. 
Rollin,  G.,  299. 
Rontgen,  A.,  641. 


Roode,  R.  de,  664,  693. 

Rocs,  J.  O.,  618. 

Rosanoff,  M.  A.,  78. 

Roscoe,  H.  E.,  481,  483. 

Rose,  F.,  212,  614,  661. 

Rose,  H.,  115,  160,  161,  178,  184,  226,  226, 
229,  270,  276,  279,  282,  283,  284.  296, 308. 
309,  317,  318,  320,  345,  348,  357,  371,  873, 
389,  390,  409,  412,  417,  420,  440,  441.  451, 
462,  470,  475,  488,  604,  609,  5U,  615,  620, 
554,  578,  583,  685,  596,  608,  611,  614.  637. 
650,  660,  662,  663. 

Rose,  J.  A.,  578. 

Rose,  T.  K.,  20,  77,  429,  434,  435. 

Rose,  J.  D.,  65. 

Roseblum,  S. ,  474,  475. 

Roseubladt,  T.,  390,  678,  589. 

Rosenhain,  W.,  116. 

Rosenheim,  A.,  200,  201,  364,  890,  396,  418, 
443,  602,  510. 

Rosenheim,  R.,  441. 

Roflenlecher,  H.,  9. 

Rosenstein,  M.,  351. 

Rosenthal,  G.,  361. 

Rosen  thaler,  L.,  294. 

Ross,  W.  H.,  103. 

Rossing,  A. ,  296. 

Rosaler,  C,  306,  899. 

Rossler,  H.,  434. 

Rossler,  L.,  425. 

Rossler,  O.,  552. 

Rost,  C.  0.,  382. 

Roth,  J.,  520,  625. 

Rothe,  J.  W.,  467. 

Rothenbach,  F.,  418. 

Rothmund,  V.,  77. 

Rottger,  F.,232. 

Roassiu,  A.,  805. 

Rowell,  H.  W.,  301. 

Royse,  J.  S.,  599. 

Rubies,  S.  Piha  de,  462. 

Rubricus,  H.,  373,  882. 

Ruduick,  P.,  44. 

Rudorf,  G.,  862. 

Rudortf,  C,  101. 

Rudorff,  F.,  260,  262. 

Ruediger,  A.  P.,  461. 

Rueginberg,  M.,  416. 

Rueprecht,  A.,  4. 

Ruer,  R.,  601. 

Ruff,  0.,  419,  421. 

Riihl,  F.,  479. 

Riimpler,  A.,  351,  361. 

Ruoss,  73. 

Rupp,  E.,  162,  215,  323,  367,  899,  429,  466, 
636. 

Ruppert,  F.,  617. 

Ruppin,  E.,  611,  613. 

RUrup,  L,  374,  378. 

Russell,  T.  H.,  119. 

Russell,  W.  J.,  891. 

Russmann,  A.,  517. 

Sabeck,  a.,  659,  663,  664. 

Sacher,  J.  F.,  33,  84,  823,  332,  333,  611,  618. 

Sadtler,  G.  P.,  640. 

Sad  tier,  S.  P.,  890. 


INDEX   OP   NAMES. 


757 


Sadtler,  S.  S.,  659,  568,  621. 

dafaKk,  A.,  418. 

Saint  Pierre,  C,  115. 

Salkowski,  £.,  363. 

Salm,  E.,  60. 

Salvadori,  R.,  606. 

Salzer,  T.,  698. 

Sammet,  G.  F.,  279. 

Saminis,  J.  L.,  55. 

Samter,  V.,  186,  502. 

Sanchez,  J.  A.,  310,  311,  312,  455. 

Sand,  H.  J.  S.,  244,  312,  335. 

Sander,  C,  59. 

Sanger,  G.  A.,  78. 

Saniter,  E.  H.,  372,  374,  376,  476. 

Santos,  J.  B.,  293. 

Sargent,  C.  M.,  102. 

Sarffsnt,  G.  W.  377,  399,  457,  585,  588. 

Sarkar,  A.  C. ,  481. 

Samstrom,  C.  G.,  378. 

Sartori,  A.,  636. 

Sartorius,  F.,  4,  5. 

Saner,  A.,  55,  68,  103,  144,  547,  624,  625. 

Sauer,  E.,  563. 

Saul.  J.  E.,429. 

Saunders,  L.  £.,  630. 

Savillier,  M.,  359. 

Schaak,  M.  P.,  582,  589. 

Schabur,  K.,  453. 

Schach,  J.,  641. 

Schttffer,  A.,  119. 

Schafer,  441. 

Schafer,  W.,  61. 

Schaffgotsch,  F.  t.,  244. 

Schaffgotsch,  F.  G.,  226,  678. 

Schafhautl,  M.,  625. 

Scheel,  E.,  29,  685. 

Scheele,  K.  W.,  407. 

Scheen,  0.,  312. 

Scheerer,  T.,  159,  203,  212,  213,   296,   362, 

465,  499,  504,  614,  663. 
Scheffler,  W. ,  646. 

Scheibler,  C,  40,  197,  408,  426,  555. 
Scheibler,  F.,  407. 
Scheitz,  P.,  61. 
Schellbach,  P.,  34. 
Schenck,  F.  C,  527. 
Schenke,  V.,.237. 
Scberinga,  K.,  97. 
Scherubel,  E.  F.,  324,  343. 
Scheurer-Kestncr,  A.,  115,  311,  314. 
Schieffelin,  W.  J.,  536. 
Schiff,  H.,  228,  278,  685,  641. 
Schiff,  S.,  55,  56,  561,  623. 
Schiffer,  P. ,  600. 
Schild,  M.,  596. 
Schillbach,  H.,  622. 
Schiller,  E.,  419,  421. 
Schilling,  H.,  364. 
Schimidzu,  T.,  150. 
Schindler,  C,  333. 
Schindler,  L.,  415. 
Schirm,  E.,  179,  455. 
Schirmeister,  H.,  209. 
Schleicher,  C,  and  Schiills,  61,  620. 
Schleier,  M.,  455. 
Schleainger,  B.  E.,  497. 


Schloesing,  T.,  237. 

Schlosser,  W.,  29,  30,  32,  35,  88,  39. 

SchmAtolIa,  O.,  289. 

Schmelck,  L.,  113. 

Schmidt,  C,  525. 

Schmidt,  E  ,  299,  301. 

Schmidt,  H.,  218. 

Schmidt,  M.  R.,  382. 

Schmidt,  W.,  55. 

Schmorger,  M.,  221. 

Schneider,  A. ,  and  Gaab,  586,  689. 

Schneider,  Ed.,  97. 

Schneider,  E.  A.,  611. 

Schneider,  F.  C,  280. 

Schneider,  L.,  382,  409,  511. 

Schneider,  R.,  372. 

Schober,  J.  B.,  77. 

Schobig,  E.,  390. 

Schoch,  C,  52J. 

Schochor-Tscheniy,  M..  664. 

Schojffer,  J.  A.,  321. 

Schoffel.R.,  378,  409.  546. 

Schiiler,  G.,  551. 

Scholes,  S.  R.,  144,  285. 

Scholl,  A  ,  58. 

Scholtz,  M.,  64. 

Scholz.  H.  A.,  267,  317. 

Sch()nbauer,  J.  A  ,  657. 

Schonn,  H.,  203,  204,  406. 

Schott,  F.,  528,  529. 

Schottlander,  P.,  26. 

Schranz,  W.,  194. 

Schreiber,  H.,  622 

Schreiner,  O.,  82,  146,  539.  578,   579,   604, 

605,  630. 
Schroder,  K.,  58,  196,  453. 
Schroeder,  J. ,  534. 
Schrotter,  A.,  214,  568. 
Schrbtter,  A.  R.  von,  553. 
Schubert,  A.,  500. 
Schubert,  F.,  55. 
Schiick,  B.,  394,  399. 
Schulatschenko,  A.,  528. 
Schnlerud,  L.,  478. 
Schiills,  see  Schleicher,  C. 
Schulte,  W.,  304,  305. 
Schulten,  M.  de,  357. 
Schultze,  C.  H.,  215. 
Schultze,  E.  H.,  521. 
Schultze,  H.,  201. 
Schultze,  J.,  364. 
Schulz,  F.,  369. 
Schulze,  A.,  38. 
Schulze,  F.,  361,  555. 
Schumann,  C,  218,  601. 
Schiitz,  W.,214,  616. 
Schutze,  R.,  561. 
Schiitzenberger,  P.,  116,  506. 
Schuz,  J.,  102,  103. 
Schwarz,  0.,  579,  580. 
Schwarz,  C.  L.  H.,  286,  310. 
Schwarz,  H.,  476,  563. 
Schwarz,  R. ,  669. 
Schwarzberg,  P.,  387. 
Schwarzenberg,  P.,  471. 
Schweder,  T. ,  395. 
Schweitzer,  A.,  511. 


758 


A  TREATISE   ON  CHEMICAL  ANALYSIS. 


Schweitzer,  H.,  8,  9. 

Schweitzer,  P.,  515,  517,  594. 

Schwezoff,  B.,  287. 

Schwirkus,  G.,  6. 

Schwirkns,  P.,  3,  6. 

Scott,  W.  L.,245. 

Scudder,  H.,  586. 

Seaman,  H.  J.,  116. 

Seamon,  W.  H.,  188,  867. 

Sebel,  J.,  59. 

Seemann,  F.,  638,  639. 

Seemann,  L.,  425. 

Sefstrom,  G.,  488. 

Seger,  H.,  59,  72,  527,  628. 

Secer,  H.  A.,  633,  658,  662,  663,  666,  674. 

Sehnal,  J.,  315. 

Seidel,  T.,  280. 

Seiler,  F.,  200. 

Seitter,  E.,  193. 

Seligman,  R.,  150. 

Seligmann,  R.,  454. 

Seligsohn,  M.,  413,  593,  594. 

Sell,  W.  J.,  473,  478. 

Sellach,  G.  S.,  315. 

Selleck,  C.  C,  614. 

Senft,  F.,  665. 

Senier,  A. ,  579. 

S^rullas,  M;,  237,  634. 

Sestini,  F. ,  55. 

Setlik,  B.,  410. 

Seward,  H.,  167. 

Seyberth,  H.,  594. 

Seyda,  A.,  201. 

Shade,  J.  W.,  141. 

Sharpies,  S.  P.,  297. 

Shedd,  O.  M.,  541. 

Shengel,  J.  0.,  305.  • 

Shepherd,  H.  H.  B.,  607. 

Sherman,  H.  C.,  696. 

Sherman,  H.  S.,  119. 

Shilton,  A.  J.,  200. 

Shimer,  P.  W.,  166,  176,  190,  560,  59S,  620. 

Shinn,  F.  L.,  441. 

Shiver,  F.  S.,  237. 

Shuch,  J.,  646. 

Shutt,  F.  T.,  77. 

Sidersky,  D.,  55,  555. 

Siedler,  P.,  301. 

Siegle,  E.,  611,  612,  614. 

Siemens,  F.,  144. 

Silberberger,  R.,  611. 

Silveira,  A.  A.  da,  499. 

Simmermacher,  W.,  603. 

Simmonds,  C,  125. 

Simon,  A.,  59. 

Simon,  C.,  91. 

Simond,  F.,  196. 

Simpson,  K.  S.,  266,  419,  421,  423. 

Sinnatt,  F.,  287. 

Sipocz,  L.,  572. 

Sire,  G.,  55. 

Sjollema,  B. ,  232,  669. 

Skertchly,  W.  P.,  576. 

Skey,  W.,  167,  169,  183,  201,  385,  396,  456. 

Skimose,  M.,  440,  441. 

Skinner,  F.  F.,  59. 

Skinner,  W.  W.,  636. 


Skirrow,  F.  W.,  578. 

Skrabal,  A.,  194,  195,  451,  517. 

Slawik,  P.,  878,  471,  481. 

Sleeper,  J.  F.,  612. 

Sloane,  T.  0.,  611. 

Smeaton,  W.  G.,  82. 

Smith,  E.  £.,  200. 

Smith,  E.  F.,  162,  189,  226.  256,  805,  348, 

858,    409,    413,    416,   419,    420,  475,   502. 

580. 
Smith,  E.  L.,  59. 
Smith,  F.,  283. 
Smith,  H.  P.,  373,  460. 
Smith,  J.  0.,  108. 
Smith,  J.  D.,  607,  611. 
Smith,  J.  D.  A.,  855. 
Smith,  J.  G.,  604. 
Smith,   J.   L.,   10,  100,  161,   162,  163,  184 

228,  240,  475,  560. 
Smith,  L.,  418. 
Smith,  R.  G.,  96. 
Smith,  R.  0.,  335,  337,  388. 
Smith,  T.,  301. 
Smith,  T.  0.,  60,  290,  510. 
Smith,  W.,  50,  72,  528,  611. 
Smith,  W.  A.,  66. 
Smith,  W.  R.,  78. 
Smithen,  F.  W.,  156. 
Snelling,  W.  O.,  44,  107. 
Snyder,  F.  T.,  133. 
Soderlund,  A.  M.,  55. 
Sofianopoulos,  A.  J.,  228. 
Sonneschein,  L.,  590,  593. 
Sonstadt,  E.,  114,  212,  234,  429. 
Sorensen,  S.  P.  L.,  72,  193. 
Sorge,  58. 
Sorray,  P.  de,  871. 

Souchay,  A.,  168,  183,  212,  214,  320,  480. 
Soukup,  A.,  455. 
Source,  M.  de  la,  88. 
Soxhlet,  F.,  59,  102. 
S{)anjer,  0.,  529. 
Spears,  E.  B.,  182,  457,  484. 
Spectator,  118. 
Speller,  F.  N.,  457. 
Spelta,  E. ,  442. 
Spencer,  A.  E.,  499. 
Spence,  G.  L.,  630. 
Spengel,  A.,  428. 
Sperry,  E.  S.,  585,  589. 
Speter,  M.,  496. 
Spiegel,  L.,  62,  445. 
Spiefmann,  566. 
Spiess,  G.  A.,  593. 
Spiller,  J.,  868,  435,  614. 
Spindler,  0.  von,  40,  585. 
Spitz,  G.,  679. 

Sponholz,  E.,  see  Sponholz,  K. 
Sponhozl,  K.,  and  Sponholz,  E.,  533. 
Spooner,  and  Bailey,  156. 
Spragne,  C.  B.,  621. 
Spring,  L.  V.  W.,  394. 
Spring,  W.,  340,  551. 
Spuller,  J. ,  475. 
Squibb,  E,  R.,  55. 
Stadel,  W.,  315. 
Stadler,  G.,  547. 


INDEX    OF   NAMES. 


759 


Staehler,  A.,  107. 

Stahl,  K.  F.,  169,  648. 

Stahl,  W.,  380. 

Stammer,  C,  315,  355. 

Stanek,  V.,  356. 

Stanford,  E.  C.  C,  251,  568. 

Stanger,  W.  H.,  175,  521. 

SUnichitch,  M.,  382. 

Stanton,  F.  M.,  621. 

Starck,  6.,  226,  638. 

Starkenstein,  E.,  601. 

Stas,  J.  S.,  10,  144,  150,  224,  241,  288,  651. 

Stead,  J.  E.,  280,  475,  496. 

Steen,  0.,  305,  318. 

Steifan,  A.,  471. 

Stefko,  v.,  475. 

Stegmuller,  ?.,  316. 

Stehman,  J.  V.  K.,  560. 

Stehmann,  F.  U.  R. ,  621. 

Steiger,  G.,  82,  124,  203,  204,  644. 

Stein,  A.,  56. 

Stein,  S.,  8. 

Steinle,  0.,  128. 

Steinlen,  R.  L.,  223. 

Steuer,  B.,  529. 

Stewart,  0.  M.,  118. 

Stierlen,  R.,  615. 

Stillman,  J.  M.,  244. 

Stillmann,  T.  B.,  278. 

Sting],  J.,  378. 

Stober,  F.,  197. 

Stock,  A.,  280,  284,  580. 

Stock,  W.  F.,  463,  460. 

Stock,  W.  F.  K.,  621. 

Stock,  W.  T.  K.,  189. 

Stockmann,  C,  165,  361. 

Stocks,  H.  B.,  286. 

Stoddart,  C.  W.,  621. 

Stoddard,  J.  T.,  128. 

Stoermar,  M.,  171,  173,  187. 

Stoffart,  J.  F.,  100. 

Stoicotf,  A.,  463. 

Stokes,  H.  N.,  201^  466. 

Stoklaaa,  J.,  156. 

Stolba,  F.,  79,  102,  107,  115,  157,  161,  162, 

166,  229,  305,  330,  441.  554,  669,  589,  611, 

612,  641,  644,  650. 
Stolberg,  C,  213,  622. 
Stone,  f.  B.,  348. 

Stone,  G.  C,  177,  278,  366,  367,  369,  378. 
Stone,  W.  E.,  527. 
Stookay,  L.  B.,  480. 
Storch,  A.,  190. 
Storch,  L.,  188,  488. 
Storer,  F.  H.,  330,  475,  478,  484,  547,  552, 

612. 
Strecker,  W.,  600. 
Streit,  G.,  208. 
Stricel,  A.,  237. 
Strohmer,  F.,  602. 

Stromeyer,  A.,  310,  311,  389,  578,  583. 
Stromeyer,  C.  E.,  136. 
Stromeyer,  F.,  286,  495,  514. 
Stroschein,  E.,  59,  94. 
Struckmann,  C.,  525. 
Stnive,  H.,  218,  315,  590,  614. 
Stnart,  A.  P.,  169. 


Stuart,  A.  T.,  77. 
Stuhl,  M.,  94. 
Stull,  W.  N.,  87. 
Stumpf,  J.,  56. 
Stunkel,C.,  216. 
Stunkel,  E.,  592. 
Stutzer,  A.,  59,  188,  595. 
Sugiura,  K.,  352. 
Suida,  W.,  162,  184,  462. 
Sullivau,  see  Prescot,  A.  B. 
Sulzer,  R.,  579. 
Sundstrom,  C,  622. 
Sundstrom,  K.  J.,  521. 
Surr,  G.,237,  529,640. 
Sutton,  F.,  44,  46,  600. 
Svanberg,  L.,  690. 
Swarta,  T.,  148. 
Swett,  0.  D.,  107,  730. 
Sworn,  S.  A.,  354. 
Szathraary,  L.  von,  617. 
Szell,  L.  von,  594. 
Szterkher,  E.,  323. 

Taooart,  W.  T.,  413. 

Talbot,  H.  P.,  167,  177,  635. 

Talbot,  J.  H.,  410.     • 

Tambon,  J.,  370. 

Tamm,  A.,  595.  -^ 

Tamm,  H.,  350,  362,  366,  476. 

Tammann,  G.,  637,  639. 

Tananaeff,  N.,  579. 

Tankard,  A.  R.,  579. 

Tarugi,  N. ,  305,  654. 

Tasilly,  E.,  201. 

Tate,  G.,  328,  475. 

Tatlock,  R.  R.,  38,  200,  235,  250,  670. 

Taurel,  M.,  446.  , 

Taylor,  C.  E.,  420. 

Taylor,  E.  R.,  102,297. 

Tavlor,  W.  E.,  182. 

Tcharviaiii,  and  Wunder,  M.,  499. 

TecJu,  N.,  110. 

Teed,  F.  L.,  339. 

Tempany,  H.  A.,  96. 

Tenax,  B.  P.,  672. 

Terreil,  A.,  195,  377,  405,  467,  469. 

Teschemacher,  E.  T.,  607,  611. 

Texter,  0.,  219. 

Thaddeeff,  C,  583,  589. 

Theile,  J.,  296,  297. 

Thiel,  A.,  305,364,611,  615. 

Thiele,  E.,  44. 

Thiele,  G.,  148. 

Thiele,  H.,  35,  66,  106,  195,  278. 

Thiercelin,  M.,  655. 

Thiesen,  M.,  5,  29. 

Thill,  J.,  176. 

Thilmany,  A.,  55. 

Thilo,  E.,  595. 

Thomas,  A.,  386. 

Thomas,  N.  W.,  451. 

Thomas,  W.  S.,  378. 

Thomaschewski,  P.,  102. 

Thompson,  G.  W.,  319,  321. 

Thompson,  J.  P.,  457. 

Thomsen,  J.  E.,  226. 

Thomson,  A.,  200. 


76o 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Thomson,  R.  T.,  62,  63,  76,  579,  680,  606. 

Thomson,  T.,  228,  604. 

Thorin,  E.,  638. 

Thomer,  W.,  555,  667. 

Thornton,  W.  M.,  112,  207,  208. 

Thorue,  T.  E.,  11,  125,  382,  669. 

Thoulet,  J.,  177. 

Thresh,  T.  C,  348. 

Thugutt,  S.  J.,  124. 

Thurmger,  v.,  394,   395. 

Tichhorne,  C.  R.  C,  100. 

Tietrjens,  L.,  and  Apel,  234. 

Tighe,  A.,421. 

Tiflmans,  J.,  72. 

Timhy,  T.  G.,  461. 

Tischkoff,  P.,  372. 

Tissandier,  G.,  319. 

ToUens,  B.,  46,  221. 

Tolleus,  B.,  625. 

Tolmacz.  B.,  59. 

Tomei,  M.,  528. 

Tomiczek,  F.,  276,  278,  296. 

Tommasi,  D.,  354. 

Tompkins,  H.  R.,  475. 

Tookey,  C,  306. 

Topf,  G.,289,  290,  311,328. 

Topsoe,  H.,  680. 

Torrey,  J.,  342. 

Trabert,  A.,  245. 

Trautmann,  W.,  472,  483,  488,  497. 

Treadwell,  F.  P.,  10,  31,  89,  112,  115,  119, 
157. 182,  195,  199,  232,  290.  292,  335,  342, 
386,  395,  396,  412,  462,  480,  6.')2,  615,  634, 
638,  646. 

Trenkner,  M.,  435. 

Treubert,  F.,  425. 

Tribe.  A.,  188. 

Trickett,  A.  B.,  180. 

Trillat,  A.,  339. 

Trillat,  J.  A.,  234. 

Trnke,  R.,  234. 

Troilius,  M. ,  623. 

Troost,  L.,  184. 

Trowbridge,  P.  F.,  641. 

Truchott,  P.,  144,  169,  497,  615. 

Tscheihwile,  P.  A.,  196. 

Tschenschmer,  E  ,  139. 

Tschijewski,  P.,  678. 

Tschilikin,  M.,  409. 

Tschischikow,  A.,  620. 

Tschugajetf.  L.,  386,  394. 

Tsukakoski,  U.,  361. 

Tsukerman,  I).,  579. 

Tucker,  A.  E.,  670. 

Turner,  E.,  23,  611. 


Uehlino,  E.  a.,  64. 
Uelsniann,  H.,  89,  697. 
Uhlig,  E.  C,  448. 
Ukena,  M.,  376,  600. 
Ulbricht,  R.,  8. 
Ulex,  G.,  235,  617. 
Ulke,  T.,  215. 
Ullgren,  C,  283,  806,  354. 
Ullgren,  E.,  546. 
Ullmann,  H.  M.,  208. 


Upson,  F.  W.,  622. 
Urbain,  G.,  508. 
Utz,  F.,  211,  836. 


Vaoher,  a.,  61. 

Vadam,  M.,  679. 

Vandervoort,  H.,  625. 

Vandevyver,  M.,  36. 

Vanier,  G.  P.,  69,  169. 

Vanino,  L.,193,  426. 

Vanquelin,  L.  N.,  46,  667. 

Varenne,  E. ,  890. 

Vaubel,  W.,  679. 

Veazey,  B.  H.,  32,  88,  39. 

Veitch,  F.  P.,  180,  604,  605,  607. 

VekSin,  P.,  474. 

Veley,  V.  H.,  628. 

Venable,  F.  P.,  465,  499,  579. 

Verbeck,  A.  T.  H.,  18. 

Verda,  A.,  200. 

Verneuil,  A.,  606. 

Vernier,  34. 

Vernon,  M.,  200. 

Verwer,  H.,  195. 

Verwey,  A.,  222,  224. 

Vesterberg,  A. ,  6'26. 

Vezin,  H.  A.,  133. 

Victor,  C,  310. 

Victor,  E.,  351. 

Videgren,  R  V.,  351,  354. 

Vignal,  H.,  476. 

Vignon,  L.,  307,  842,  456. 

Vila,  A.  A.,  364. 

Ville,  C,  108. 

Villiers,  A.,  284,  305,  364,  ^87,  693,  698. 

Virgile,  J.  F.,  283. 

Virgili,  J.  Pages  y,  231. 

Vita,  A.,  364. 

Vitali,  D.,  851. 

Voelcker,  A.,  262. 

Vogel,  A.,  61,  60,  167,  200,  617. 

Vogel,  H.,  231,  284,  885,  396,  454. 

Vogel,  H.  A.  von,  652, 

Vogel,  J.  H.,  595,  607. 

Vogel,  0.,  657. 

Vogt,  Q.,  578,  667. 

Vogt,  H.  L.,  207. 

Vogt,  J.  H.  L.,  466. 

Vogther,  M.,  197. 

Vogtherr,  H.,  475. 

Vohl,  H.,  16. 

Voigt,  K.,  366. 

Voit,  0.,  118. 

Volcker  A.    547. 

Volhard*  J.','  35,  46,  77.  94, 189,  216,  279,  842, 

850,  378,  426,  451,  498,  547,  664,  669,  680, 

623. 
Vblker,  A.,  373. 
Voorkees,  E.  B. ,  and  L.  A. ,  64. 
Vortmann,  G.,  278,  296,  836,  848,  851. 
Vosatka,  J.,  42,  48. 
Vozarik,  A.,  600. 
Vries,  H.  J.  F.  de,  107,  227,  286. 
Vry,  J.  E.  de,  381. 
Vulpius,  G.,  478. 
Vulte,  H.  T.,  475. 


INDEX    OF   NAMES. 


761 


Waaoe,  p.,  372,  478. 
Waegner,  A.,  511. 
Waerden,  H.  von  der,  693. 
Wagenaar,  M.,  599. 
Wagener,  E.  M.  van,  40. 
Wagener,  R.,  396. 
Wagmeister,  355. 
Wagner,  A.,  189,  200,  365,  454. 
Wagner,  F.,  216. 
Wagner,  J.,  31,  35,  42,  300,  617. 
Wagner,  P.,  592,  593,  698. 
Wagner,  R.  von,  478. 
Wait,  C.  E.,  150. 
Waitz,  E.,  194,  290. 
Waldbott,  S.,  578,  637. 
Walfiscz,  A.,  58. 
Walker,  J.,  3,  279. 
Walker,  J.  W.,  351. 
Walker,  M.S.,  196. 
Walker,  P.  H.,  173,  318,  324. 
Walker,  R.  H.,  145. 
Walland,  H.,  215. 
'     Wallensteiner,  J.,  44. 

Waller,  E.,  55,  240,  475,  536. 

Waller,  P.  H.,  594. 

Wallis,  T.,  196. 

Walter,  J.,  681,  641. 

Walters,  H.  E.,  382. 

Walther,  J.,  631. 

Walton,  J.  H.,  203,  206,  244,  267,  317. 

Walz,  J.,  36. 

Warburg,  E.,  12. 

Ward,  H.  L.,  427. 

Warder,  R.  B.,  72. 

Waring,  W.  G.,  177,  359,  360,  364,  369. 

Waring,  W.  J.,  648. 

Warington,  R.,  97,  103,  177,  216,  339,  340, 

546,  555 
Warren,  C.  H. ,  420. 
Warren,  C.  M.,  508,  547,  625. 
Warren,  H.  N.,  107,  179,  188,  219,  232,  234, 

266,  271,  296,  363,  620. 
Warren,  R.  D.,  118. 
Wartha,  V.,  61,  148,  184. 
Warunis,  T.  St,  622. 
Warwick,  A.  W.,  329. 
Washburn,  E.  W.,  290,  291. 
Washington,  H.  S.,  16,  246,  251,  652. 
Wasowicz,  v.,  624. 
Watel,  E.,474. 
Waterhouse,  0.  B.,  209. 
Waters,  C.  E.,  94. 
Watson,  G.,  96,  578. 
Watson,  H.,  18. 
Watson,  W.  G.,231. 
Watts,  F.,  96. 
Watts,  H.  F.,  409,  483. 
Wdowiszewski,  G.  W.,  207,  309. 
Wdowiszewski,  H.,  394,  408,  451,  563,  565. 
Webber,  M.,  136. 
Weber,  H.,  226,  333,  451,  488,  501,  504,  505, 

511,  611,  625,  650. 
Weber,  H.  A.,  162,  641. 
Weber,  H.  C,  240. 
Weber,  H.  C.  P.,  241. 
Weber,  R.,  144,  218. 
Wedding,  H. ,  600. 


Wedekind,  E.,  169,  423,  498,  500. 

Wegelin,  G.,  188. 

Wegscheider,  R.,  141,  390. 

Weidmann,  W.  O.,  373. 

Weigel,  0.,274. 

Weigelt,  C.,112. 

Weil,  F. ,  90,  626. 

Weingarten,  P.,  571. 

Weinheber,  M.,  441,  448. 

Weinland,  649. 

Weinbchenk,  B.,  658. 

Woinschenk,  E.,  545. 

Weinstein,  B.  20. 

Weinstein,  L.,  42. 

Weisberg,  J.,  627. 

Weiss,  L.,  419,  420,  422,  497,  499,  508,  511. 

Weisskoph,  P.,  102. 

Welch,  J.  C  ,  16. 

Weld,  F.  C,  134. 

Weldon,  W.,376. 

Weller,  A.,  84,  203,  299. 

Wells,  H.  A.,  189. 

Wells,  H.  C,  239. 

W^ells,  H.  L.,  408,  409,  499. 

Wells,  J.  S. ,  268. 

Wells,  J.  S.  C,  162,  577. 

Wells,  R.  C,  204,  632. 

Wenger,  P.,  449. 

Wense,  W.,  237. 

Werneke,  A.,  416,  599. 

Werner,  A.,  182. 

Werner,  H.,  200. 

Werther,  G.,  162,  ^07,  224,   228,  289,  462, 

484. 
Werthier,  G.,  204,  484. 
Wessely,  L.,  373. 
West,  B.,  227. 
West,  see  Zuckschwerdt 
West-Knight,  J.,  603. 

Westerburg,  L.,  648.  « 

Weston,  R.  S.,  382. 
Westmoreland,  J.  W.,  351. 
Westrumb,  J.  F.,  657. 
Wettengel,  E.  B  ,  312. 
Wetzke,  T.,216,  592,  593. 
Whatmough,  W.  H.,  288. 
Wheeler,  W.  F.,  622,  632. 
Wherry,  E.  T.,  583,  686. 
Whitby,  G.  S.,  651,  654. 
Whitcomb,  W.  H.,  316. 
White,  A.  H.,  528. 
White,  E.,  141,  510,  615,  618. 
White,  J.,  250. 
White,  J.  T..  547. 
Whitehead,  C,  427. 
Whitfield,  J.  E.,  416,  585,  599. 
Whitman,  H.  A.,  318. 
Whittel,  M. ,  652. 
Whittemore,  C.  F.,  610. 
Whittlesey,  W.,  161,  462. 
Wiborg,  /.,  651. 
Wick,  A.  von,  89. 
Wick,  A.  von,  89. 
Wicke,  W.,  87. 
Widemann,  M.,  547. 
Widmar,  J. ,  647. 
Widmer,  J.,  668. 


762 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Wiegand,  E.,  189. 

Wiernik,  T.,  688. 

Wiggart,  F.,  399. 

WilSjr,  F.,  161. 

WUber,  F.  A.,  207. 

Wilbur,  C.  A.,  161,  462. 

Wildenstein,  A.,  103. 

Wildenstein,  R.,  633. 

Wiley,  H.  W.,  240,  343,  607. 

Wilkie,J.  M.,  389,  340. 

WUl,  H.,  381,  580. 

Willenz,  M.,  351. 

WUliams,  C.  B.,  37,  39,  599. 

Williams,  C.  P. ,  317. 

Williams,  F..  376. 

Williams,  G.  W.  M. ,  635. 

Williams,  J.  E. ,  306. 

Williams,  R.,  351. 

Williamson,  J.  A.,  141. 

Williamson,  M.  A.,  630. 

Willot,  F.  J.,  454. 

Willstatter,  R.,  457. 

Wilm,  T.,  295,  341,  480. 

Wilson,  J.  B.,  178. 

Wilson,  S.  R.,454. 

Windisch,  K.,  106,  585. 

Winiwarter,  E.  von,  360. 

Winkle.  F..  115. 

Winkler,  A. ,  527. 

Winkler,  C,  46,  72,  118,  118,  149,  172,  378. 

896,  399,  425,  485,  488,  506,  527,  528,  529, 

548. 
Winkler,  L.  W.,  SO,  228,  339,  355. 
Winteler,  B\,  680. 
Wintan,  A.  L.,  233,  235,  596,  697. 
Wirth,  F.,  501,  510. 
Wislicenus,  W.,  47,  646. 
Witt,  0.  N.,  100,  103,  506. 
Witter  W.    434. 
Wittst^in,  a  C.',  114, 172,  212.  283,  286,  295, 

296,  322,  568. 
Wityn,  A.,  237. 
Witz,  0.  N.,  484. 
Wogrinz,  A.,  579. 
Wohler,  F.,  276,  280,  392,  420,  499,  578,  583, 

689,  641,  649. 
Wohler,  L.,  428. 
Wolbling,  H.,  437. 
Wolf,  C.  G.  L.,  '^Ol. 
Wolf,  J.,  812. 
Wolfbauer,  F.,  250. 
Woltf,  897. 
Wolff,  C.  H.,82. 
Wolff,  E.,  594. 
Wolff,  F.  H.,  105. 
Wolff,  J.,  585 
Wolff,  N.,35,  372,  378. 
Wollaston,  W.  H.,  53,  212,  614,  651. 
VVollny,  K.,  55,  146,  147. 
Wolter,  L.,  409. 
Wood,  283,  284. 
Wood,  E.  F.,  590. 
Wood,  E.  S.,324. 
Wood,  T.  B.,  540,  541. 
Woods,  C.  D.,  36. 
Woodman,  A.  G.,  605,  635. 
Woodman,  A.  J.,  605. 


Woodman,  D.,  823. 

Woodward,  C.  J.,  64. 

Wormser,  S.,  528,  629. 

Worthington,  W.  H.,  161,  460 

Woudstra,  H.  W.,  339. 

Woy,  Ik,  694,  595,  617. 

Wrampelmeyer,  E.,  641. 

Wright,  C.  R.,  372,  376. 

Wright,  C.  R.  A.,  300. 

Wright,  L.  T.,  136. 

Wrightson,  F.,396. 

Wrinkle,  L.  F.  J.,  178,  181. 

Wroblewski,  A.,  286. 

Wuite,  J.  P.,  228. 

Wiilfing,  E.  A.,  226,  466,  661. 

Wunder,  M.,  395,  444,  449,  452,  497,  499. 

Wunder,  M.,  «««  Tcharviani. 

Wunder,  W.,  394. 

Wunderlich,  E.,  661. 

Wyrtz,  H.,  124. 

Wyatt,  F.,600,  687. 

Wyrouboff,  G.,  357,  367,  506. 

Wyrouboff,  S.,  611. 

Wysor,  R.  J.,  458. 


Yardlky,  H.  B.,  219. 
Yoder,  P.  A.,  166. 
Young,  A.  V.  E.,  177. 
Young,  R.  F.,  522. 
Young,  S.  W.,  290,  311. 
Young,  W.  G.,  80. 
Youtz,  L.  A.,  282,  296,  297,  299. 
Yvon,  M.,  334. 


Zahney,  L.  W.,  103. 

Zaleski,  S.,  125. 

Zanette,  J.  C,  215. 

Zanetti,  J.  E.,  452. 

Zdarck,  K,  687. 

Zega,  A.,  200. 

Zeise,  W.  C.,  240. 

Zellner,  J.,  644. 

Zengelis,  C,  244,  311. 

Zenger,  H.,  656. 

Zenker,  F.  E.,  412. 

Zerban,  F.,  107. 

Zettnor,  E.,  408. 

Zettnow,  E.,  278. 

Ziegeler,  A.,  611. 

Zimmer,  W.  H.,  668. 

Zimmermann,  A.,  495. 

Zimmerman,   0.,   226,   397,    451,    488,    490, 

491. 
Zohls,  A.,  267. 
Zohren,  T.,  9. 
Zons,  F.  W.,  510. 
Zdpfehen,  H.,  100. 
Zschiesche,  H.,  506. 
Zichinimer,  E.,  580. 
Zschokke,  B.,  663,  664,  673. 
Zuckschwerdt  and  West,  234. 
Zulkowsky,  0.,  528,  529. 
Zulkowsky,  K.,  108,  120,  122,  179,  287,  367, 

479,  624. 
Zunino,  V.,  529. 


INDEX  OF  SUBJECTS. 


Absorption  tubes  or  bulbs,  Bender's  560. 

BerPs,  548,  551. 

Hiirs,  561. 

Landsiedrs,  648,  551. 

MuUer's,  547. 

errors  in  weighing,  550. 

Acetic  acid,  319. 

determination  of,  821. 

After- flow  of  glass  apparatus,  38. 

Air,  correction  of  weif^hts  for  buoyancy,  22. 

washing  and  drying,  150. 

Alcohol  purification,  240. 

recovery  of,  240. 

Alkali,  76. 

Alkalies  (see  Potassium  and  Sodium). 

determination  of,  222. 

isolation  of,  519. 

loss  during  evaporation,  224. 

separation  as  chlorides,  Berzelius,  226. 

Smith,  222. 

volatilisation  of,  226. 

Alkaline  salts,  removal  in  analysis,  183. 
sulphates   to  chlorides,    transformation 

of,  226. 
Alloy,  Habermann's,  for  hydrogen,  392. 
Alumina  {see  Aluminium  hydroxide). 

calcined,  analysis,  447. 

determination  of,  177, 179,  499,  508. 

effect  of  barium  on,  186. 

effect  of  fluorides  on,  180. 

effect  of  magnesia  on,  181. 

effect  of  manganese  on,  360. 

— -  effect  of  sulphates  on,  180. 

effect  of  zinc  on,  359. 

in  borates,  583. 

in  borosilicates,  589. 

in  fluorides,  640. 

hydrated  analysis  of,  447. 

precipitates,  178,  210. 

volatilisation  during  evaporation,  171. 

Aluminium,   308,   394,   395,  415,   455,  456, 

478,  617. 
determination  of,  Hess  and  Campbell's 

process,  444. 

in  phosphates,  607. 

hydroxide,  183. 

solubility  in  ammonia,  183,  470. 

metallic  precipitation  of,  305. 

phosphate,  607,  608. 

-  effect  sulphates   on    precipitation, 


Aluminium,  separation  from  phosphorus,  603. 

iron.  Chancers  thiosulfmate,  495. 

iron  and  titanium,  208. 

titanium,  456. 

zirconium,  495,  496. 

Alumino-silicates,  656. 
Alundum,  analysis  of,  447. 

filtration  cups,  621,  631. 

Ammeter,  253. 

Ammonia  action  on  glass  vessels,  480. 

for  alumina  determinations,  178. 

solubility  of  aluminium  hydroxide  in, 

183,  470. 

chromium  hydroxide  in,  470,  479. 

silica  in,  183. 


Ammonium  acetate  solution,  576,  600.' 

and  sulphate  solution,  485. 

bisulphite,  191,  850. 

reduction  of  iron,  191. 

solution,  445. 


chloride,  224. 

solution,  182. 

dichromate  solution,  516. 
molybdate  solution,  332,  596. 

standai-d,  333,  416. 

monosulphide,  341. 
nitrate,  183. 

solution,  356,  596. 

phosphomolybdate,  590. 

properties,  590. 

salts,  removal,  218,  224. 

removal  in  analysis,  183. 


607. 

—  reduction  of  iron  by,  188. 


sodium  phosphate  solution,  374. 

thiosulphate  solution,  293. 

-^—  uranate  properties,  489. 

Ampere,  253. 

Analyses,  analoid  process,  260. 

clays,  rapid,  460. 

duplicate  errors  in,  550. 

errors  {see  Errors). 

mechanicalised,  250. 

object  of,  243. 

of  clays,  rational  and  ultimate,  670. 

of  silicates,  abbreviated  schemes,  241. 

complete  scheme,  242. 

permittea  errors,  245. 

rapid,  244. 

reporting,  251. 

standard  processes,  250. 

tables,  54. 

Anatase,  656. 
Andalusite,  656. 


763 


764 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Anhydrite,  630. 

Aniline  dye,  detection  of,  822. 

Anode,  253. 

Antimony,  318,  406. 

arsenic,  and  tin  separation,  280. 

chloride  volatilisation  on  boiling,  271. 

• compounds  evaluation,  306. 

detection  in  enamels,  806. 

determination,  177,  296. 

as   sulphide,    Clarke    and    Henz's 

process,  296. 

effect  molybdenum,  299, 

tungsten,  299. 

• precipitation  by  tin,  805. 

volumetric,  304. 

Gyory's  bromate  process,  301. 

Weller's  iodine,  299. 

— ;-  ozyohloride,  406. 
— ''-  precipitation  by,  304. 

Tookay*8  process,  805. 

pentasulphide,  297. 

separation  from  gold,  428. 

platinum,  428. 

tungsten,  410. 

Talbot's  process,  410. 

tin,  276,  297. 

electrolytic  process,  299. 

Pani^otow's  process,  306. 

sulphide,  272,  278. 

tri-sulphide,  properties,  295. 

Antimonious  salts,  oxidation,  299. 
Apatite,  656,  658. 
Argillaceous  matter,  656. 

composition  of,  666. 

in  clays,  determination,  669. 

Arsenic,  211,  415,  473,  481,  618. 

chloride,  volatilisation  on  boiling,  271. 

determination,  177. 

as  arsenic  sulphide,  282. 

• ^ as  magnesium  pyroarsenate,  288. 

as  silver  arsenate,  282,  292. 

as  tin  arsenate,  314. 

gravimetric,  284. 

elimination  from  solutions,  300. 

Mohr's  volumetric,  290. 

oxide,  594. 

Pierce's  volumetric  process,  292. 

salts  action  hydrogen  sulphide,  276. 

separation  from  gold,  428. 

platinum,  428. 

tungsten,  411. 

Kehrmann's  process,  411. 

molybdenum,  413. 

tin,  antimony,  280. 

uranium,  490. 

sulphide,  276,  278,  280. 

trisulphide,  282. 

volumetric  determination,  304. 

Arsenious  oxide,  evaluation  of,  293. 
Asbestos  for  Gooch*s  crucibles,  104. 
Augite,  656. 

Balance,  1. 

assay,  435. 

effect  of  unequal  arms,  21. 

sensibility  of,  12,  18. 

theory,  6. 


Balance,  use,  6. 
Barite  analysis,  531. 
Barium,  211,  246,  415. 

borate,  683. 

carbonate,  471. 

separations,  470. 

chloride,  227. 

solution,  619. 

ohromate  properties,  477. 

correction  in  alumina  determination,  186. 

determination,  616,  516,  617. 

in  fluorspar,  649. 

effect  on  calcium  precipitate,  613. 

magnesium  precipitate,  513. 


phosphate,  614. 

separation  calcium,  514,  515. 

' ohromate  process,  615. 

Stromeyer  and  Rose,  614. 

strontium,  614,  616. 

chroma te  process,  516. 

indirect  process,  616. 

Stromeyer  and  Rose,  614. 

spectrum,  613. 

sulphate,  227,  822. 

—  absorption  salts  by.,  611. 

determination,  631. 

filtration,  620. 

loss  on  ignition,  616. 

properties,  610. 

purification  of  precipitated,  613. 

reduction,  616. 

Barthel's  blast  lamps,  617. 

Barvtes  analysis,  631. 

Basic  acetate  separation,  183,  362. 

effect  of  chromium  on,  469. 

theory,  361. 

benzoate  separation,  361. 

formate  separation,  361. 

succinate  separation,  361. 

Baths,  liquids  for  vapour,  674. 

Meyer's  vapour  or  oil,  575. 

Treadwell's,  462. 

oil  for,  462. 

Baudisch*s  cupferron  reagent,  456. 
Bauxite,  analysis,  446. 
Bead  forceps,  328. 
Benzidine  hydrochloride,  628. 
Beryllium,  445. 

detection,  448. 

determination,  177,  179,  449. 

Parsons'  and  Barnes*  process,  449. 

separation  from  yttrium,  508. 

zirconium,  508. 

Berzelius'  solution,  638. 
Biotite,  633. 
Bismuth,  326,  353. 

determination,  177. 

colorimetric,  848. 

formate  process,  348. 

-  Jannasch's  basic  hydroxide  process, 


348. 


190. 


Lowe's  basic  nitrate  process,  347. 

nitrate,  standard  solution,  349. 

oxide,  effect  in  permanganate  titration, 


separation  from  cadmium,  847,  348. 
copper,  847,  348. 
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Bismuth,  separation  from  lead,  347. 

sulphide,  277,  278. 

Boiling  tubes,  586. 
Bone  ash,  602. 

evaluating,  602. 

china  bodies,  analysis,  606. 

Boracite,  evaluation,  581. 
Borax,  ervaluation,  580. 

Jacobi's  process,  581. 


loss  boric  oxide  during  calcination,  578. 

Borers,  Fraenkel's,  138. 

Meyer's,  138. 

Boric  acid,  evaluation  of,  578. 

-  loss  boric  oxide  during  calcination, 


578. 


turmeric  test,  576. 


580. 


oxide  detection,  576. 

alcohol  flame,  576. 

boronfluoride  test,  577. 

glycerol  flame,  576. 

tumeric  test,  576. 

determination,  578. 

distillation  process,  586. 

Stromeyer's  test,  578. 

Vogt's  process,  678. 

Wherry's  process,  583. 

volumetric,  579,  580. 

Jacobi's  process,  681,  582. 

Jones'  process,  681. 

Schaak  s  process,  581. 

— Smith's  process,  580. 

Will  and  Zschimmer's  process, 


678. 


in  potassium  hydroxide,  579. 

in  sodium  hydroxide,  579. 

loss  during  evaporation  of  solutions, 


retention  by  alumina,  583. 

volatilisation  of,  578. 

Boring,  138. 

Borocalcite  evaluation,  581. 
Boronatrocalcite  evaluation,  581. 
Bottles  reagents,  142. 

Jevitt's,  142. 

Smart's,  143. 

Bromine,  372,  478. 

water,  372. 

Bronzite,  666. 

Brown-stone,  Japanese,  384. 
Burette  corks,  43. 

floats,  36. 

Scheibler's,  197. 

stands,  42. 

Burettes,  196. 

automatic  filling,  56. 

calibration,  39. 

Burner,  Argand's,  111. 

Bun  sen's,  110. 

Maker's,  111. 

blast,  112. 

micro,  111. 

Button  brush,  328. 

Cadmium,  394,  415,  445. 

acetate  solution,  626. 

carbonate  separation,  671. 

determination,  177. 


Cadmium,  determination  as  sulphate,  367. 

Berg's  volumetric,  368. 

electrolytic,  358. 

ferrocvauides,  368. 

metallic  precipitation  by,  305. 

separation  from  copper,  275. 

zinc,  273. 


\  sulphate  properties,  357. 

I  sulphide,  278,  280. 

;  Cffisium  chloride,  533,  536. 

i  determination  of,  239. 

I  spectrum,  633. 

Calcine,  evaluation  of,  314. 

Calcite,  656. 

Calcium,  415. 

and  magnesium  carbonates  determina- 

tion,  522. 

Newberry's  process,  62^^ 

borate,  683.  ^    *• 

borate,  evaluation,  581. 

carbonate,  47,  70,  223. 

chloride  for  drying  gases,  648. 

solution,  638. 


determination,  519,  522,  524. 

effect  barium  on,  513. 

strontium  on,  613. 

gravimetric,  213. 

in  phosphates,  607. 

influence  of  magnesium  on,  212. 

fluoride,  634,  637. 

analysis,  648. 

oxalate  properties,  211.    a" 
phosphate,  standard  solution,  600. 
separation  from  barium,  514. 

' chromate  process,  515. 

Stromeyer  and  Rose,  514. 

magnesium,  indirect,  244. 

strontium,  514,  515. 

chromate  process,  615. 

Stromeyer  and  Rose,  514. 


spectrum,  513. 

sulphate,  325, 

analysis,  629. 

volumetric.  Kraut,  216. 

zincate,  859. 

Calculations,  52. 
Calibration  of  burettes,  39. 

of  flasks,  85. 

of  pipettes,  39. 

Carbon  determination,  385,  545,  559,  568. 

Berthier's  process,  568. 

combustion  in  bomb,  562,  623. 

Parr's  process,  562. 

dry  combustion  process,  559. 

Shimer's  559,   568, 


568. 


655. 


Lowe's  process,  545. 
Mackintosh's  process,  545. 
Morgan's  wet  combustion  process, 

Schoffel's  process,  645. 

wet  combustion  process,  546. 

dioxide,  detection,  552. 

determination,  321. 

-  Lunge  and  Marchlewski's  pro- 


cess, 556. 


rapid  volumetric,  552. 
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Carbon  dioxide  determination,  Scheibler  and 

Dietrich's  process,  555. 

volumetric,  554. 

removal  from  air,  547. 

washing,  1 92. 

filtration  tubes,  545. 

Carbonates,  552. 

analysis,  552,  553,  554,  555,  556. 

titration,  direct,  69. 

back,  70. 

mixed  hydroxides  and,  72. 

Carborandum  analysis,  562. 

grinding,  562. 

Cathode,  253. 

Cement  paper  to  glass,  143. 

Cements,  analysis,  521. 

Ceria  separation,  50. 

Cerium,  808,  457,  496,  500,  501. 

determination,  179,  506. 

volumetric  permanganate,  511. 

iodates,  496. 

oxalate,  501. 

effect    of   uranium    on    solubility, 

504. 

separation  from  didymium,  506. 

lanthanum,  606. 

thorium,  505. 

yttrium,  504. 

zirconium,  504. 

China  clay,  656. 

composition  of,  665. 

-^— rook,  656. 

Chlorides,  conversion  to  nitrates,  427. 

determination,  652. 

turbidity  process,  653. 

soluble,  658. 

volumetric  determination  of,  Mohr*s  pro- 


cess, 79. 


Volhard's  process,  76. 


Chlorine,  637. 

detei-mination,  519,  618,  652. 

as  silver  bromide,  653. 

as  silver  chloride,  652. 

as  silver  iodide,  653. 


removal  from  carbon  dioxide,  547. 


Chlorite,  656,  657,  658. 
Chromates,  absorption  by  filter  paper,  477. 
Chrome  iron  ore  {see  Chromite). 
Chromic  oxides,  analysis,  474. 
Chromite,  504. 
_____  Analvsis  474 

Chromium,  211,  808,  394,  395,  415,  456,  461, 
473,  618. 

delicacy  of  ammonia  test,  177. 

detection,  468,  484. 

deteiinination,  171,  179. 

as  barium  chromate,  477. 

as  oxide,  479. 

colorimetiic,  473. 

colorimetiic  diphenylcarbazide,  474. 

volumetric,  476,  481. 


—  hydroxide,  solubility  in  ammonia,  470, 
479. 

—  hydroxides,  480. 

—  ores,  valuation,  494. 

—  separation,  472. 
cobalt,  469. 


Chromium  separation,  Enorre^s  process,  473. 

manganese,  384,  469. 

nickel,  469. 

vanadium,  483. 

zinc,  469. 

Clay  base,  656. 

beds,  evaluating,  140. 

sampling,  138. 

china,  composition  of,  665. 

determination  of,  525. 

in  limestones,  526. 

ideal,  656,  665. 

making  soluble  salta  innocuous,  683. 

matter,  656. 

primary,  656. 

proper,  656. 

residual,  656. 

secondary,  656. 

substance,  656,  665. 

transported,  656. 

true,  665. 

Clayite,  656. 

Clays,  656. 

—  action  hydrochloric  acid,  657. 

hydrofluoric  acid,  657. 

sulphuric  acid,  661. 

— ^ deflocculation,  659. 

determination  soluble  salts  in,  630. 

estimation  argillaceous  matter,  659. 

felspar,  660. 

quartz,  660. 

mica  in,  667. 

opening  for  analysis,  164. 

organic  matter,  659 

rational  analysis,  658. 

soluble  chlorides  in,  653. 

Cleaning  glass  apparatus,  36. 
Coal,  determination  carbon  in,  562. 

sulphur  in,  621. 

Cobalt,  211,  308,  413,  445,  455,  456,  457. 

detection,  386. 

Danziger's  test,  886. 

Ilinski  and  Kuorre*s  test,  386. 

Skey's  test,  386. 

Vogel's  test,  386. 

determination,  colorimetric  process,  397. 

volumetric,  400. 

effect  on  ammonia  precipitate,  387. 

barium  carbonate  process,  887. 

basic  acetate  process,  387. 

isolation  of,  387. 

ores,  analysis,  399. 

oxide,  evaluation  of,  399. 

separation,  469. 

nickel,  890. 

Branck's    glyoxime    process, 


394. 


electrolytic  process,  395. 

Fischer's  nitrite  process,  890. 

Ilinski  and  Knorre*s  nitroso- 

naphthol  process,  394. 

Liebig's  cyanide  process,  893. 

sulphate,  standard  solution,  898. 

sulphide,  273. 

properties,  388. 

Cochineal,  63. 

Cocks  for  burettes,  43. 
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Colloidal  precipitates,  95. 

silica,  525. 

Colonis,  analysis,  265. 
Colorimeter,  82. 

dipping,  Duboscq's,  82. 

Weller's,  84. 

Colorimetry,  82. 

errors,  85. 

Columbium,  see  Niobium,  6. 
Condenser,  Gockel's,  288. 
Congo  red,  580. 
Conversion  factors,  332. 
Cooling  box,  72. 
Copper,  211,  308,  415,  467. 

carbonate,  854. 

determination,  177,  321. 

anmionia  colorimetric,  355. 

ferrocyanide  colorimetric,  355. 

Cupferron  process,  350,  456. 

-  De  Haen's  volumetric  iodine  process. 


351. 


minium,  854. 


electrolytic,  258. 

metallic     precipitation     by     alu- 


cadmium,  354. 


nitrosonaphthol  process,  350,  394. 

Rivot's  thiocyanate  process,  350. 

volumetric  thiocyanate  process,  850. 

oxalate,  427. 

oxide,  evaluation,  354. 

precipitation  bv,  304. 

reduction  iron  by,  188. 

separation,  cadmium,  275,  350. 

— gold  oxalates,  427. 

palladium,  439. 

uranium,  490. 

sulphate  and  pumice,  554. 

standard  solution,  356. 

sulphide,  277,  278,  279. 

zinc  couple,  reduction  iron  by,  188. 

Corundum,  656. 
Crucible,  Brunck's,  107. 

Gibbs*,  391. 

Gooch's,  104. 

asbestos  for,  104. 

use  of,  104. 

combustion,  560. 

Heraeus',  158. 

Munroe's  107. 

Rose's,  391. 

Shinier's  combustion,  560. 

filtration,  630. 

Richards*  104. 

Vollers',  104. 

copper,  475. 

gilded  platinum,  475. 

gold,  475. 

nickel,  475. 

platinum,  475. 

silver,  476. 

Cryolite,  641. 

analysis  of,  448. 

Cupboards,  fume,  118. 

Treadwell's  119. 

Cupellation,  431. 
Cupels,  327. 
Cupferron,  456. 


Cuprous  thiocyanate  properties,  351. 
Cyanite,  656. 

Danburite,  684. 
Decipia,  501. 
Defiocculation  clays,  659. 
Desiccating  agents,  117,  118. 
Desiccators,  116. 

Hempel's,  117. 

Scheibler*8,  116. 

Diaspore,  656. 
Dicyanodiamidine,  395. 
Didymium,  506. 

detection,  507. 

determination,  179,  506. 

separation,  cerium,  506. 

thorium,  505. 

sulphate,  507. 


Dimethylglyoxime  solution,  395. 
Diphenylcarbazide,  474. 
Dish  for  electrolysis,  Classen's,  267. 
Dolomite,  552,  656. 

analysis,  521. 

Drainage  error,  glass  apparatus,  38. 
Dreverhoff's  filter  papers,  88. 
Drying  tubes  {see  Absorption  tubes). 

Taubers',  563. 

Dumortierite,  584,  656. 
Duplicate  analyses,  171,  248. 
Dysprosia,  600. 

Electrification  during  weighing,  561. 
Eleetro-analysis,  253. 

essential  factors  in,  254. 

general  apparatus,  256. 

literature,  '^56. 

Electrolyte,  258. 
Enamels,  analysis,  265. 
Enstatite,  656. 
Epidote,  656,  657. 
Erbia,  500. 
Errors,  accidental,  247. 

analytical,  171,  246,  249. 

constant,  247. 

in  duplicate  analysis,  240. 

in  silica  determination,  171. 

in  volumetric  analysis,  67. 

in  weighing  absorption  tubes,  550: 

parallax,  32. 

personal,  249. 

Eschka's  mixture,  622. 

Estrichgips,  530. 

Ethyl  borate,  585. 

Europa,  500. 

Evaporating  funnel,  Meyer's,  167. 

Excess  of  reagent  in  analysis,  182. 

Factors,  conversion,  332. 
Feathering  in  cupellation,  327. 
Felspar,  action  sulphuric  acid,  662. 

in  clays,  estimation,  660, 

Felspathic  detritus,  660,  670. 

estimation  of,  660,  670. 

Ferric  alum,  77. 

chloride,  loss  by  evaporation,  167. 

standard  solution,  308. 


hydroxide,  183. 
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Ferric  hydroxide  absorption,  nickel  salts,  387. 

iron,  separation,  ferrous,- 471. 

oxide,  325. 

precipitate,  retention  of  zinc  by,  360. 

potassium  sulphate  solution,  201,  206. 

Ferrous  iron,  separation,  ferric,  471. 

oxide,  determination,  461. 

disturbing  factors,  464. 

Eder's  process,  462. 

Ferruginous  precipitates,  ignition  of,  184. 
Filter  papers,  87,  90. 

absorption  barium  salts  by,  72. 

chromates  by,  477. 

lead  salts  by,  840. 

ash,  composition  of,  89. 

combustion  in  Jiiptner*s  muffle,  184. 

Swedish,  88. 

M.  DreverhofTs,  88. 

J.  H.  Munktell's,  88. 

C.  Schleicher  and  Schiills',  88. 

tared,  100. 

toughened,  100. 

plates,  Witt's,  103 

stands,  91. 

tube,  Fresenius',  102. 

Jannasch's,  653. 

Koninck's,  102. 

Mason's,  102. 

Wagner's,  107. 

Zopfchen's,  100. 

for  carbon,  101. 

Filtration,  87,  90. 

accelerated,  I)un sen's,  98. 

by  pressure,  98. 

colloidal  sulphides,  275. 

crucible,  Brunck's,  107. 

Gooch's,  104. 

Munroe's  107. 

Neubauer's,  107. 

Richards',  104. 

Vollers',  104. 

solvents  for  Munroe*s,  108. 

special  felts  for,  106. 


Flasks,  standard,  Giles',  47. 

Goske's,  47. 

Hirschsohn*B,  47. 

Pfluger's,  47. 


Walther's  filtration,  631. 


cups,  alundum,  731. 

earthenware,  631 

Riimpler*s,  631. 

flasks,  Walther's,  631. 

funnels,  90. 

gelatinous  precipitates,  363. 

Koninck's  apparatus,  101. 

of  fine  suspended  matter,  620,  630. 

through  discs,  1 03. 

Carmichael's,  103. 

Casmejor's,  103. 

Kaehler's,  103. 

Smith's,  103. 

tubes,  carbon,  545. 

Fischer's  salt,  890. 
Flashing  in  cupellation.  328 
Flasks,  Bolton's,  70. 

calibration  of,  35. 

Corleis',  546. 

Erleumeyer's,  70. 

Herzka's,  70. 

Lewkowitsch's,  586. 

standard,  47,  48. 

Biltz's,  47. 


Floats,  burette,  85. 

Flooring  plaster,  529. 

Fluoride  determination,  519,  637. 

alumina  in,  640. 

—  as  calcium  fluoride,  637. 

as  lead  chlorofluoride,  638. 

as  potassium  fluoride,  641. 

as  silicon  fluoride,  646. 

Carnot's  process,  641. 

silica  in,  640. 

Steiger's  colorimetric,  644. 

loss  by  ignition  fluorides,  639. 

removal  from  carbon  dioxide,  547. 

separation  as  calcium  fluoride,  634. 

Fluorides,  detection,  634. 

etching  test,  634. 

hanging  drop  test,  636. 

Fluorometer,  Oettel's,  646. 
Fluorspar,  641,  656. 

analysis,  648. 

Flux,  Clark's,  474. 

Kayser's,  475. 

Rose's,  270. 

tribasic,  475. 

Turner's,  577. 

Fluxes  for  opening  chromates,  474. 

Formaldehyde,  322. 

Freezing  in  cupellation,  327. 

Fresenius'  tower,  547. 

Fuel,  volatile  sulphur  in,  624. 

Fumaric  acid  solution,  510. 

Funnels,  Biichner's,  103. 

Hirsch's,  108. 

Funnels  for  filtration,  90. 
Fusion  for  cupellation,  327. 

mixture,  168. 

Parr's,  564. 

Gabolinia,  501. 
Galena,  268. 

analysis  of,  328. 

decomposition  for  analysis,  829,  380. 

Garnet,  656. 

Gas  generators,  147. 

Friswell's,  147. 

7-  Kipp's.  147. 

Koninck's,  148. 

Perkin's,  148. 

Wartha's,  147. 

Gases  in  rocks,  573. 
Glaucophane,  656. 
Gault  clays,  analysis,  518. 
Generators,  gas,  147. 

Friswell's,  147. 

Kipp's,  147. 

Koninck's,  148. 

Perkin's,  148. 

Wartha's,  147. 

Gilbertite,  656. 

Glass,  action  reagents  on,  144,  616. 

analysis,  266. 

vessels,  action  ammonia  on,  480. 
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Glass  vessels,  action  reagents  on,  371. 

attack  by  reagents,  364. 

Glazes,  analysis,  265. 
Glucinum,  see  Beryllium. 
Glycerol,  822,  578. 
Gold,  467. 

assaying,  431. 

colours,  analysis,  429. 

cupellation,  silver  and,  431. 

detection,  429. 

determination,  177,  439. 

colorimetric,  429. 

cupellation  process,  326. 

"liquid,"  431. 

lustres,  analysis,  431. 

precipitation,  425. 

hydrazine  hyrdochloride,  427. 

oxalic  acid,  427. 

sulphurous  acid,  426. 


precipi tating  agents,  441. 
separation,  antimony,  428. 

arsenic,  428. 

copper,  427. 

Mylius*  ether  process,  431. 

silver,  431. 

silver,  platinum,  and,  by  cui)ellation 


process,  435. 

tin,  428. 


sulphide,  277,  278. 

properties,  425. 

Gooch  and  Eddy's  solution,  227. 
Grab  samples,  127. 
Granite,  656. 
Graphite,  analysis,  568. 

crucibles,  analysis,  568. 

Grinding.  120. 

carborundum,  562. 

dangers  of  fine,  123. 

effect  on  ferrous  silicates,  465. 

Guard  tubes,  58. 

Binder's  valve,  188. 

Bunsen's  valve,  188. 

Contat's,  189. 

Gockel's,  189. 

Kempfs,  189. 

Schiebler's,  189. 

Gypsum,  656. 
analysis,  629. 

HEMATOXYLINS,  580. 

Heating,  110. 

gas,  110. 

electrical,  112. 

Heavy  spar,  analysis,  531. 

Helianthine,  580. 

Hematite,  656,  658. 

Holmia,  500. 

Hornblende,  656. 

^-^  action  sulphuric  acid,  663. 

Hot  funnel,  324. 

plates,  112. 

Hydrochloric  acid,  action  on  clay,  657. 

standard,  47. 

temperature  correction,  49. 

Hydrochloroplatinic  acid,  240. 
Hydrofluoric  acid,  169,  226,  462. 
action  on  clays,  657. 


Hydrofluoric   acid,    effect   on    permanganate 

titration,  465. 
Hydrogen  peroxide,  177,  205,  332,  449. 
solution,  205. 


preparation  of,  391,  392. 

sulphide,  147. 

action  on  arsenic  salts,  276. 

arsenic  free,  149. 

precipitation  by,  276. 

theory  of,  272. 

washing  and  drying,  160. 

Hydrolysis,  181. 
Hydroxides  titration,  65. 

mixed  carbonates  and,  72. 

Hydroxylamine  hydrochloride,  322. 
Hypersthene,  657. 

Ilmenitjc,  657. 

Indicator  correction,  80,  292,  334,  369. 

Indicators,  46,  60. 

external,  334. 

indigo  solution,  302. 

"spot  test,"  334. 

titration  with  spot  test,  464. 

Indigo  solution  as  indicator,  302. 
Indirect  separations,  229. 

magnesium  and  calcium,  244. 

po^sium  and  sodium,  227. 

Inquartation,  432. 

lodates,  test  for  in  iodides,  287. 

Iodine,  288. 

determination,  655. 

as  cuprous  iodide,  665. 

as  silver  iodide,  655. 

indicator  for  free,  287. 

solutions,  standard,  288,  291,  312. 

preservation,  289. 

titration  with  solutions  of,  300. 

Iridium,  428. 

determination,  436,  438. 

Iron,  308,  363,  394,  395,  415,  444,  517,  594. 

delicacy  of  ammonia  test,  177. 

determination,  177,  179,  187,  321,499, 


508. 


Baudisch's  cupferron  process,  456. 

colorimetric  process,  200. 

effect  of  titanium,  189. 

Ilinsky  and  Knorre's  process,  456. 

in  phosphates,  607. 

volumetric,  483. 

Marguerite's,  198. 

Penny's  dichromate,  453. 

permanganate,  451. 

Reinhardt's  451. 

effect  of  manganese  sul- 


phate, 451. 


452. 


phosphoric       acid. 


—  effect  on  precipitation  molybdenum  sul- 
phide, 412. 

—  metallic  precipitation  by,  305. 

—  ores,  analysis,  460. 

—  oxides,  analysis,  460. 

—  phosphate,  608. 

—  precipitating  agents,  465. 

—  separation  aluminium.   Chancel's    theo- 
sulphate,  495. 
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Iron,  separation,  cobalt,  469. 

ether  process,  456. 

manganese,  469. 

nickel,  388,  469. 

of  phosphorus,  608. 

titanium,  495. 

and  aluminium,  208. 


uranium,  492. 
zinc,  469. 


standardising  permanganate  with,  195. 
sulphide,  273. 


Joulie'b  solution,  603. 

Kaolin,  656. 

Kaolinite,  656. 

Koni nek's  reagent,  541. 

LjlBELh^  143. 

Lacmoid,  580. 

Lamp,  Barthel's  blast,  617. 

Lanthania,  500,  501. 

Lanthanum,  179. 

detection,  507. 

determination,  506. 

oxalate,  effect   uranium    on   solubility, 

604. 

sejiaration  from  cerium,  606. 

thorium,  505. 


sulphate,  507. 

Lawning,  125. 
Lawns,  125,  126. 

scale  of  sieves,  126. 

silk,  126. 

standard,  126. 

Lead,  211,  353,  394,  640. 

acetate  solution,  415. 

carbonate  (for  silicate  fusions),  666. 

chlorofluoride,  638. 

—  chromate,  484. 

analysis  of,  324. 


determination,  177. 

as  chromate,  325. 

as  molybdate,  331. 

as  oxalate,  326. 

as  sulphate,  317. 

colorimetric  [irocess,  339. 

electrolytic  process,  334. 

precipitation  by  zinc,  305. 

volumetric  molybdate,  333. 

dioxide,  336. 
frits,  solubility  test,  380. 
metallic,  determination  uf,  322. 
molybdate,  414. 

properties,  331. 

monoxide,  determination  of,  322. 

oxalate,  427. 

oxides,  325. 

peroxide,  determination  of,  823. 

precipitation  by,  304. 

separation  from  bismuth,  318. 

cadmium,  318. 

copper,  318. 

sesquioxide,  323. 
sulphate,  324. 

properties,  316. 

solubility  in  stannous  chloride,  314. 


Lead,  sulphide,  273,  276,  277. 

solubility  in  calcium  chloride,  820. 

volatilisation  of.  320. 


uranate,  484. 
vanadate,  484. 


Lepidolite,  668 
Leucite,  657,  658. 
Leucoxene,  667. 
Lignite,  667. 
Lime  (see  Calcium). 

determination,  Passon's  process,  522. 

free  in  quicklime,  mortars,  etc ,  527. 

determination,  627,  528. 

Friihling's  process,  527. 

Stone  and  Scheuck*s  process, 


627. 


Winkler's  process,  627. 


Limestones,  170. 

analysis,  618,  521. 

determination  oxidisable  matter  in,  626. 

sulphur  in  626. 

mineralogical  analysis,  524. 

phosphatic,  519. 


Limonite,  657. 
Liquid  gold,  analysis,  431. 
Lithium  chloride,  solubility  in  amyl  alcohol, 
536. 

pyridine,  534. 

determination,  583. 

Gooch*s  prtxsess,  536. 

■  Kahlenberg  and  Krauskoff's  process, 


634. 

—  in  silicates,  detei-mination,  239. 

—  perchloi-ate,  634. 
s[>ectrum,  533. 


Litmus,  60,  579,  580. 
Litre,  30. 

expanded,  81. 

Mohr's,  81. 

normal,  31. 

Loss  on  ignition,  157. 

determination  of,  157. 

Ludurgite,  584. 

Lunged  solution,  625,  659. 

Lutecia,  500. 

Magnesia,  determination,  180. 
mixture,  597. 


/^lagnesite,  562,  65,7. 


Magnesites,  analysis,  619^521. 
Magnesium,  416. 

ammonium  arsenate,  283. 

in  phosphate,  pro|)erties  of,  215. 

and  calcium  carbonates,  determination, 

622. 

Newberry's  process,  522. 


indirect  determination,  244. 

borate,  583. 
citrate  solution,  608. 
determination,  182,  619,  524. 

effect  of  barium,  221,  613. 

calcium,  221. 

—  manganese,  221. 

silica,  221. 

strontium  on,  618. 

in  phosphates,  608. 


pyrophosphate,  597. 
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771 


Magnesium,  pyrophosphate,  gravimetric,  218. 

reduction  of  iron  by,  187. 

zinc  alloys  for  reduction  iron,  188. 

Magneting,  121. 
Magnetite,  657,  668. 

Manganese,  211,  367,  894,  395,  415,  465,  456, 
474. 

delicacy  of  ammonia  test,  177. 

determination,  177,  608,  612. 

bromine  process,  372. 

Pattinson's  volumetric,  376. 

phosphate  process,  374. 

sulphide  process,  373. 

Volhard's  volumetric,  377. 

Volhard-Fischer's  volumetric,  380. 

Weller's  colorimetric,  382. 

dioxide  evaluation,  381. 

M oh r's  process,  381. 


eaiiihs,  analysis,  384. 

effect  on  analysis  of  silicates,  371. 

ores,  384. 

valuation,  384. 

phosphate,  608. 

separation,  469. 

from  chromium,  384. 

from  cobalt,  389. 

from  nickel,  389. 

sulphate,  standard  solution,  382. 

sulphide,  273. 

properties,  373. 

Manganous  salts,  effect  on  permanganate  titra- 
tion, 466. 

Mannitol,  678. 

Marls,  analysis,  521. 

mineralogical,  analysis,  524. 

Marking  porcelain,  etc.,  165. 

Meniscus,  32. 

errors,  32. 

Mercuric  chloride  solution,  453. 

sulphate  solution,  189. 

sulphide  properties,  342. 

Mercurous  antimonic  tungstate,  410. 

nitrate  solution,  408. 

test  papers,  192. 

Mercury,  394,  415,  445. 

chloride,  volatilisation  on  boiling,  271. 

determination,  Erdmannand  Marohand's 

distillation  process,  344. 

Esohka-HoUoway's  distillation  pro- 


cess, 345. 

Rath*s  process,  341. 

Volharas  sulphide  process,  342. 


separation  from  bismuth,  341. 

cadmium,  341. 

copper,  341. 

lead,  341. 

sulphide,  279. 

Meta  phosphates,  590. 
Metallic  precipitations,  304. 
Methyl  alcohol,  322,  585. 

borate,  586. 

orange,  62,  580. 

Mica,  action  sulphuric  acid,  663. 

in  clays,  667. 

Mimosa  blossoms,  tincture,  680. 
Mineralo<{icnl  analysis,  clays,  656. 
limestones,  624. 


Mineralogical  analysis,  marls,  624. 
Moisture,  hygroscopic,  156. 

determination,  156. 

Molybdenum,  211,  445,  466,  469,  470,  473, 
481,  497,  618. 

action  on  deteimination  of  antimony,  299. 

detection,  406. 

determination,  177. 

as  lead  molybdate,  414. 

as  oxide,  413. 

as  sulphide,  412,  414. 

effect  of  iron  on,  412. 

volumetric,  483. 

permanganate,  415. 


oxide,  volatilisation  of,  413. 

residues,  recovery,  597. 

salts,  action  hydrogen  sulphide,  412. 

separation  of  arsenic,  418. 

tin,  413. 

tungsten,  416. 

HommePs  process,  416. 

Pechard's  process,  417. 

Rose's  proce8.s,  417. 

sulphide,  277,  278 

properties,  411. 


Molybdic  oxide,  407. 

salts,  reduction,  415. 

Monazite,  510. 

sand,  506. 

Mortars,  Abich's,  121. 

agate,  122. 

power  driven,  Carling's,  122. 

M'Kenna's,  122. 


analysis  of,  527. 
diamond,  121. 
steel,  121. 


MunktelPs  filter  papers,  88. 
Muscovite,  663. 

Naples  yellow,  evaluation  of,  326. 
Neodidymia,  500,  501. 
Nepheline,  657,  668. 

action  sulphuric  acid,  663. 

Nessler's  tubes,  85. 

Nickel,  211.  308,  415,  445,  455,  466,  457. 

detection,  386. 

Grossmann  and  Sch tick's  test,  395. 

Parr's  test,  386. 

Tschugajeff's  test,  386. 


determination,  179. 

colorimetric  process,  899. 

dicyanodiamidine  process,  395. 

volumetric  cyanide  process,  400. 

effect  on  ammonia  precipitate,  387. 

barium  carbonate  precipitate,  387. 

basic  acetate  precipitate,  387. 

isolation  of,  387. 

ores,  analysis,  399. 

oxalate,  427. 

oxide,  evaluation  of,  399. 

salts,  absoq)tion  by  ferric  oxide,  887. 

separation,  469. 

from  cobalt,  390. 

Brunck's    glyoxime    process, 


394. 


electrolytic  process,  396. 
Fischer's  nitrate  process,  390. 


772 


A   TREATISE   ON   CHEMICAL   ANALYSIS. 


Nickel,  separation  from  cobalt,  Liebig's  cyanide 

process,  893. 
Ilinski  and  Knorre's  nitroso- 

naphthol  process,  394. 

iron,  388. 

palladium,  395. 

sulphide,  273. 

Niobium,  405,  496,  497,  511. 

detection,  407. 

determination,  418,  503,  504. 

Simpson's  process,  418. 

separation,  tantalum  and,  421. 

•  Maii^nac*s  process,  421. 

specific  gravity  process,  423. 

-  Weiss  and   J^andecker's  pro- 


cess, 422. 
Nitre  analysis,  539. 
l?-Nitrophenol,  65,  681. 
Nitroso-B-napthoI  solution,  394,  455. 
Nontronite,  657. 
Normal  solutions,  45. 

Ohm,  253. 
Oil  for  baths,  462. 
Olivene,  657,  658. 
Opening  chromites,  474. 

glazes,  etc.,  for  analysis,  266. 

minerals  with  Mo,  W,  Nb,  Ta,  405. 

rare  earth  minerals,  502. 

silicate,  441,  497. 

for  barium,  517. 

for  ferrous  iron,  461. 

tantaliferous  minerals,  418. 

zircons,  499. 

Organic  acids  on  precipitation  manganese,  etc., 
retarding  action,  363,  373. 

matter,  determination,  520,  621. 

-  effect  on  determination  ferrous  salts. 


465. 


in  clays,  659. 

in  limestones,  520. 


Orthophosphat-es,  590. 
Osmium,  428. 

determination,  437,  438. 

Oven,  Paul's  drying,  297. 
Oxidation  of  fenx)us  salts,  362. 
Oxidisable  matter  in  limestones,   determina- 
tion, 626. 

Palladium,  426,  428. 

determination,  439. 

separation,  copper  and,  439. 

ninkcl,  395. 

Paper,  cement  glaHs  to,  143. 

pulp,  179. 

size,  143. 

varnish,  143. 

Parallax  errors,  32. 
Parting,  432. 
Pearlash,  analysis,  539. 
Perhydrol,  205,  322. 

Permanganate  titration,  e/Tpct  of  hydrofluoric 
acid  on,  465. 

manga iiesp  stilts,  466. 

organic  matter,  465. 

titanium,  466.  ^ 

Permolybdate  i«agent,  595. 


Peroxide  fusion  mixture,  244. 

Phenolacetolin,  5fi0. 

Phenolphthaleiu,  62,  580. 

Phenvlhydrazine,  822. 

bisulphite  solution,  445. 

Phlogopite,  663. 

Phosphates,  analysis,  606. 

acetate  process,  606. 

calcium  sulphate  process,  606. 

caustic  alkali  process,  606. 

oxalate  process,  606. 

determination,  520,  590. 

Phosphomolybdates  and  silicomolybdates, 
separation,  595. 

Phosphorus,  211,  415,  473. 

determination,  520,  590. 

action  ammonium  nitrate,  691. 

ammonium  salts,  598. 

arsenic  oxide,  594. 

nitric  acid,  691 

organic  matter,  596. 

silica,  595. 

titanium  salts,  694. 

vanadium  salts,  694. 

as  ammonium  magnesium  phos- 
phate, 597. 


Neubauer's    correc- 
tion, 597. 

as  ammonium   phosphomolybdate. 


598. 


colorimetric,  603. 
Knight's,  603. 


effect  of  temperature,  592. 

Emmerton's  process,  599. 

in  phosphates,  608. 

Joulie's  volumetric  process,  608. 

magnesium  citrate  process,  603. 

Osmond's  process,  699. 

Pemberton's  process,  699. 

rapid  processes,  598. 

silica  and,  606. 

uranium  volumetric  process,  600. 

Woy's  process,  595. 

loss  on  ignition,  607. 

separation,  iron  and  alumina,  603. 

tungsten,  411. 

Kehnnann's  ])rocess,  411. 

silica,  595. 

Pipette,  Beale's  filter,  78. 

Carnot's  ether,  468. 

for  weighing  corrosive  liquids,  Berl's,  9. 

Lunge's,  9. 

Holde's,  9. 

Rother's  ether,  458. 

Pipettes,  automatic  tilling,  55,  58. 

calibration,  39. 

Plagioclase,  658. 

Plaster  of  Paris,  analysis,  529. 

anhydrite,  530. 

Prey's  process,  529. 

Platinum,  426,  427.  428,  457. 

alloys,  analysis,  437. 

apparatus,  114. 

loss  of,  114. 

crucibles,  166,  184. 

action  phosphates  on,  219. 

attack  by  selenides,  441. 
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Platinnm  cracibles,  correotion  for  dissolved, 
186. 

corrosion  of,  114. 

occlusion  flame  gases  by,  372. 

permeability  to  flame  gases,  184. 

Verwey's,  224. 

determination,  177,  436,  436,  488. 

felt  for  filtration,  107. 

precipitation,  425. 

recovery,  240. 

separation,  antimony,  428. 

arsenic,  428. 

silver,  431. 

silver  and  gold  by  cnpellation  pro- 


cess, 435. 


tin,  428. 
sulphide,  277,  278. 
properties,  425. 


Pole  paper,  253. 

Policeman,  91. 

Porcelain,  action  reagents  on,  144. 

Porrier's  blue,  580. 

Potassium  [set  Alkalies). 

acid  fluoride  fusions,  185. 

aluminium  sulphate  solution,  201. 

bisulphatc  fusions,  184. 

borofluoride,  683. 

bromate,  standai-d  solution,  302. 

carbonate  69. 

analysis,  539. 

chloride  solubility  in  amyl  alcohol,  536. 

pyridine,  534. 


chloroplatinate,  properties  of,  231. 

standard  solution,  539. 

chromate,  79. 

cobaltinitrite,  640. 

cyanide,  standard  solution,  401. 

determination,  535,  537,  538. 

cobaltinitrite  process,  540. 

colorimetric,  539. 

volumetric,  640. 

dicbromate,  standard  solution,  453. 

ferricyanide  indicator,  454. 

ferrocyanide  solution,  355. 

standard  solution,  368. 

fluoride  solution,  643. 

hydroxide  solution,  548,  623. 

iodide,  287. 

solution,  349,  539. 

test  for  iodates  in,  287. 

molybdate  solution,  603. 

nitrate,  461. 

permanganate,  burettes  for,  197. 

preservation  of,  196. 

standardisation  with  iron,  195. 

sodium  oxalate,  193. 


phosphate,  standard  solution,  604. 
pyrosulphate  fusions,  184. 
separation  sodium,  indirect,  227. 

-  potassium  chloroplatinate  pro- 


cess, 234. 


237. 

—  spectrum,  533. 

—  sulphate  solution,  509. 

—  thiocyanate,  77. 
solution,  201. 


potassium  i)€rchlorate  process. 


Potassium  thiocyanate,  test  ferric  salts,  189. 
Praseodidymia,  500,  501. 
Precipitates,  absorption  salts  by,  96. 

colloidal,  96. 

barium  sulphate,  620. 

gelatinous,  96. 

filtration  of,  179,  188,  479. 

Gooch's  cone,  183. 


washing,  87. 

gelatinous,  308. 

theory  of,  96. 

Prehuite,  667. 

Pressure  bottles  and  flasks,  277,  412. 

Pulverisation,  120. 

Pulveriser,  Braun's  disc,  120. 

Purple  of  cassius,  analysis,  429. 

Pyridine,  635. 

Pyrites,  657. 

analysis,  610, 

determination  sulphur,  621. 

Pyrolusite,  analysis,  384. 
Pyrophosphates,  690. 

QUARTATION,  482. 

Quartz,  641,  647. 

action  sulphuric  acid,  663. 

debris,  660,  670. 

estimation  of,  660,  670. 

determination,  526. 

in  clays,  estimation,  660. 

Radiator,  112. 

Ramsay's  cap  for  Bunsen's  burner,  268. 

Rare  earths,  599. 

determination,  502. 

minerals,  analysis,  503. 

separation,  uranium,  488. 

Rational  analysis  {see  Mineralogical  analysis). 

clays,  658. 

Zschokke's  method,  673. 

Leopold's  process,  668. 

V.  ultimate  analysis  clays,  670. 

consistency  of,  673. 

Reagent  bottles,  142. 
Reagents,  141. 

action  on  glass,  144. 

— porcelain,  144. 

equivalent  system,  146. 

testing,  141. 

Red  earths,  analysis,  460. 

lead,  analysis  of,  322. 

for  silicate  fusions,  665. 

rose  leaves,  tincture,  580. 

Reducticm   ferric  salts  by  stannous  chloride, 
453. 

of  iron  by  magnesium,  187. 

by  zinc  {see  Zinc). 

for  permanganate  titration,  187. 

Rediictor,  190. 

Jones',  190. 

Reinhardt's  solution,  453. 
Rhodium,  428. 

determination,  439. 

Rhyolite,  656. 
Riders,  3,  10. 
&iflle  sampling,  131. 
Roasting  for  cnpellation,  327. 


774 


A   TREATISE   ON  CHEMICAL   ANALYSIS. 


\ 


Rotating  electrode,  electro-analysis,  387. 
Rubidium  chloride,  538,  586. 

determiuation  of,  239. 

spectrum,  538. 

Riimpler's  filtration  cups,  631. 
Ruthenium,  428. 

determination,  437,  438. 

Rutile,  504,  657. 

Saltpetre,  analysis,  539. 

Chili,  evaluation,  538. 

Samaria,  501. 

Sampler  for  liquids,  1 28. 

Metzger's,  128. 

split- stream,  133. 

Clarkson's,  183. 

Braun's,  133. 

Taylor  and  Brunton's,  131. 

time,  134. 

Brunton*s,  1 34. 

Snyder's,  134. 

Vczin's,  134. 

Samples,  dispatch  of,  136. 

receiving,  136. 

Sampling,  127. 

by  channelling,  131. 

by  coning,  129. 

by  quartering,  129. 

by  riffle,  131. 

by  split  shovel,  131. 

clay  beds,  138. 

reducing  bulk  during,  134. 

grain  size  during,  134. 

Scandia,  501. 

Scapolite,  657,  658. 

Schaffgotscirs  .solution,  226. 

Scheelite,  504. 

Schleicher  and  Schiiirs  filter  pafiers,  88. 

Screening,  125. 

Sealed  tube  operations,  493. 

Seemaun^s  solution,  638. 

Selenite,  657. 

Selenium,  426,  497. 

compounds,  volatilisation,  441. 

detection,  439. 

determination,  177,  441. 

as  sulphide,  440. 

effect  of  copper,  440. 

sulphurous  acid  process,  442. 


volumetric,  441. 

precipitating  agents,  441 
separation,  tellurium,  441,  442. 
sulphide,  277,  278,  440. 


Separation  of  sulphides  soluble  in  ammonium 
sulphide,  277. 

sodium  sulphide,  277. 

Serpentine,  657,  658. 
Siderite,  562,  657. 
Sieving,  125. 
Silica,  594. 

colloidal,  668. 

detection  of,  669. 

determination  of,  526,  668. 

combined,  669. 

dehydration  of,  175,  176. 

determination,  167.  « 

effect  fluorides,  172. 


Silica,  determination,  effect  alumina,  173. 

borates,  172. 

lime,  174. 

magnesia,  174. 

zinc  on,  859. 


409. 


errors  of,  171. 

in  boro-silicates,  689. 

in  fluorides,  640. 

in  phosphates,  607. 

phosphorus  and,  605. 

theory  of,  172. 

free,  669. 
gelatinous,  165. 
ignition,  168,  171,  l78. 
residues,  170,  272. 
separation  from  tungsten,  409. 

ammonia  jirocess,  409. 

hydrofluoric  process,  409. 

potassium  bisulphite  process, 


phosphorus,  695. 


solubility  in  potassium  bisulphate,  186. 

sodium  bisulphate,  505. 

volatilisation  during  evaporation,  167. 

Silicates,  opening  up,  160. 
Silicon  carbide,  estimation,  565. 
Silicomolybdates     and     phosjihomolybdates, 

separation,  595. 
Sillimanite,  657. 
Siloxicon,  566. 

analysis,  566. 

Silver  arsenate,  293. 

borate,  588. 

chloride  properties,  650. 

determination,  Benedict  and  Gans,  653. 

, cu])ellation  process,  826,  654. 

metallic  precipitation,  654. 

turbidity  method,  76,  826,  654. 

Whitby's  colorimetric  pnwess,  654. 

nitrate,  ammoniacal,  78. 

solution,  293,  326,  652,  654. 

standard,  77,  79. 

phosphate,  688. 

precipitation  by,  804. 

separation  gold,  cupel  lation  process,  482. 

platinum,  cupellation  process, 

435. 

sulphate  solution,  547. 

volumetric  determination,  Volhard's  pro- 


cess, 77. 
Size  for  paper,  143. 
Slide  rule,  52. 
Soda  lime,  548. 
Sodelite,  658. 
Sodium  {see  Alkalies). 

acetate  solution,  868,  603. 

carbonate,  69,  168,  560. 

chloride,    solubility    in    amyl    alcohol, 


636. 


pyridine,  634. 


chloroplatinate,  proj)ertie8  of,  231. 

determination,  289,  635,  587. 

as  sodium  antimoniate,  289. 

Berzelius,  226. 

hydroxide  solution,  657. 

free  carbonates,  65,  679. 

standard,  66. 
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Sodium,  monosulphide,  277. 

nitrate,  analysis,  538. 

oxalate,  198. 

Sorensen's,  193. 

phosphate,  603. 

solution,  485. 


—  separation  potassium,   indirect  process, 
227. 

—  silicate,  analysis  of,  75. 

—  silicofiuoride,  analysis,  650. 

—  spectrum,  538. 

—  stannate,  evaluation  of,  314. 

—  thiosulphate,  289. 

— anhydrous,  289. 

standard  solution,  290,  852. 

preservation,  290. 


tungstate,  689. 

uraiiate,  analysis,  492. 

zirconate,  497. 

Solubility,  meaning  on  analysis,  274. 

test  for  lead  frits,  etc. ,  330. 

Soluble    chlorides    in    clays,    determination, 
653. 

salts,  826. 

determination  of,  821. 

in  clays,  630. 


in  clays,  making  innocuous,  633. 

sulphates,  determination,  632. 

Solvents  for  use  with  Munroe's  crucible,  108. 
Specific  gravity,  indirect  separations  by,  424. 

of  solutions,  51. 

Spectrum  analysis,  513. 

barium,  513. 

cicsium,  533. 

calcium,  513. 

lithium,  533. 

potassium,  533. 

rubidium,  533. 

sodium,  533. 

strontium,  513. 

Sphene,  657. 

Spinel,  667. 

Split  shovel,  131. 

Spot  test  indicators,  334. 

Squared  paper,  53. 

Standard  flasks,  it,  48. 

Biltz's,  47. 

Giles',  47. 

Goske's,  47. 

Hirschsohn's,  47. 

Pfliiger's,  47. 


'  solutions,  adjustment,  50. 

temi^erature  corrections,  29,  49. 

Stands  for  burettes,  42. 
Stannic  acids,  307. 

salts  to  stannous,  reduction,  312. 

Stannous  chloride  solution,  453. 

standard,  800. 

Starch,  286. 

iodide,  286,  352. 

Staurolite,  657. 

Stoppers  for  reagent  bottles,  142. 

loosening  fixed,  142. 

Strontium,  214,  246,  416. 
Strontium  determination,  515,  516. 

effect  on  calcium  precipitate,  518. 

magnesium  precipitate,  513. 


Strontium,  separation  barium,  514,  515. 

chromate  process,  515. 

indirect  process,  510. 

Stromeyer  and  Rose,  614. 

calcium,  514,  615. 

chromate  process,  516. 

Stromeyer  and  Rose,  614. 


spectrum,  613. 

Sulphides,  465. 

determination  sulphur  in,  624,  626. 

removal  free  sulphur  from,  297,  342. 

Sulphites,  determination  of,  321. 
Sulphur,  637. 

contamination  with  during  evaporation. 


617. 


ignition,  617. 
determination,  519,  531,  610. 

as  barium  sulphate,  618. 

combustion  in  bomb,  626. 

combustion  process,  623. 

dry  fusion  process,  621 ,  622. 

Eschka's  method,  621. 

in  fluorspar,  649. 

in  silicates,  617. 

in  sulphides,  624,  626. 

oxidation  in  air,  622. 

Parr's  process,  622. 

volumetric,  Raschig's  process,  627. 

turbidity  process,  631. 

volatile,  624. 

volumetric,  Miiller's  process,  627. 

wet  process,  625. 


dioxide,  192,  445. 

determination  of,  321. 

loss  on  ignition,  607. 

removal  from   metallic  sulphides,    297, 

342. 
Sulphuric  acid,  action  on  clays,  661 . 

felspar,  662. 

hornblende,  663. 

mica,  663. 

nepheline,  663. 

quartz,  663. 

Swedish  filter  papers,  88. 
Syenite,  656. 

Tables,  analysis,  54.  * 

Talc,  571. 
Tannin,  479. 

solution,  333. 

Tantalic  oxide,  solubility  in  sodium  bisulphate, 

505. 
Tantalite,  604. 
Tantalum,  405,  496,  497,  517. 

detection,  407. 

determination,  418,  603,  504. 

Simpson's  process,  418. 

fluoride,  volatilisation  of,  421. 

in  clays,  405. 

separation,  niobium  and,  421. 

Marignac's  process,  421. 

specific  gravity  process,  428. 

Weiss  and  Landecker's  process, 


422. 

Tartaric  acid,  destruction  of,  208,  309. 
Tellurium  and  selenium,  separation,  441,  442. 
detection,  439., 
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Tellurium,  precipitating  agents,  441,  443. 

sulphide,  277. 

Temperature  and  volume,  28. 

correction  standard  solutions,  29,  49. 

for  standard  solutions,  30,  49,  199. 

Terbia,  500. 

Terra  alba,  analysis,  5*29.     ^ 

Thioacetic  acid,  412. 

Thiosemicarbazide,  480. 

Thoria,  separation,  501. 

Thoriauite,  510. 

Thorium,  444,  457,  495,  496,  500. 

determination,  505. 

as  thorium  thiosulphate,  501. 

Metzger's  process,  510. 

hydroxide,  properties,  506. 

iodates,  496. 

minerals,  evaluation,  510. 

oxide,  properties,  506. 

separation  cerium,  505. 

didymium,  506. 

from  yttrium,  504. 

from  zirconium,  504. 

lanthanum,  505. 


sulphate,  614,  618. 

Tin,  318,  405,  617,  640. 

autimoniate,  308. 

arjenate,  308,  406. 

ash,  evaluation  of,  314. 

chloride,  volatilisation  on  boiling,  271. 

compounds,  evaluation  of,  314. 

determination,  177,  503. 

as  sulphide,  309. 

electrolytic  process,  312. 

■  Lowenthal's  hydroxide  process,  308. 

precipitation  by  cadmium,  807. 

zinc,  307. 

volumetric,  Lenssen's  iodine,  311. 

Lbwenthars,  311. 

Meue's  ferric  chloride,  310. 


ore  opening,  266. 
oxide,  268. 

evaluation,  314. 

phosphate,  405. 

phosphomolybdate,  405. 

separation,  antimony  and  arsenic,  275. 

froilfgold,  428. 

platinum,  428. 

from  tungsten,  409. 

Donath    and    Milller*s 


process,  409. 


process,  409. 


Rose  and  Rammelsberg's 
Talbot's  process,  410. 


molybdenum,  413. 

titanium,  268. 

sulphide,  277,  278,  809. 

volatilisation  of,  309. 

Tintometer,  82. 

— —  Lovibond*8,  84. 

Titanic  oxide,  169. 

Titanite,  657. 

Titanium,  444,  457,  517,  594. 

detection,  468,  486. 

determination,  169,  179,  181,  600,  603, 


Titanium,        determination,        colorimetric, 
Weller's,  208. 

effect  of  zircon inm  as,  209. 

gravimetric,  Blair,  209. 

Gooch,  207. 

in  permanganate  titration  iron,  189,  466. 

phosphate,  498,  608. 

salts,  action  hydrogen  8ul]»hide,  276. 

hydrolysis,  181. 


separation,  268. 

aluminium,  208,  456. 

cobalt,  469. 

iron,  208,  495. 

manganese,  469. 

nickel,  469. 

uranium,  492. 

zinc,  469. 

zirconium,  495,  496. 

sulphate  solution,  206,  644. 

standard  solution,  644. 

Titration,  back,  70. 

direct,  69. 

minor,  LuppX  402. 

mixed  hydroxides  and  carbonates,  72. 

— ;-  spot  test  indicators,  464. 
Tongs,  platinum,  113. 

Blair  s,  113. 

Toi>az,  6o7. 

Tourmaline,  584,  686,  667. 
Trachyte,  666. 
Triangles,  113. 

Coleman's,  113. 

Hebebrand's,  113. 

nickel,  118. 

— -  pipe  clay,  113. 

platinum,  113, 

porcelain,  118. 

quartz,  113. 

Schmelck*8,  113. 

Tungsten,  405,  473,  618. 

arseniate,  406. 

detection,  406. 

Defayqz's  test,  406. 

determination,  603. 

-^ as  trioxide,  407. 

Berzelius*  process,  408. 

effect  on    determination    of    antimony. 


299. 

—  phosphate,  406. 

—  phosphomolybdate,  406. 

—  separation  from  antimony,  410. 
Talbot's  process,  410. 


604. 


colorimetric,  203,  486. 


409. 


from  arsenic,  411. 

Kehrmann's  process,  411. 

from  molybdenum,  416,  417. 

Hommers  process,  416. 

Pochard's  process,  417. 

Rose's  process,  417. 

from  phosphorus,  411. 

Kehrmann's  process,  411, 

from  silica,  409. 

ammonia  process,  409. 

hydrofluoric  add  process,  409. 

potassium  bisulphate  process. 


cess,  409. 


from  tin,  Donath  and  Miiller's  pro- 
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TuDgsteu,    separation    from    tin,    Rose    and 
Rammelsberg's  process,  409. 

Talbot's  process,- 410. 

vanadium  and,  41 8. 

Tungstic  oxide,  407. 

reduction  of,  410. 

voUtilisation  of,  409. 

Turbidimetry,  85. 
Turbidity  methods  of  analysis,  85. 
Turmeric  test  boric  acid,  497,  597. 
zirconium,  497. 

Ultimate  v.  rational  analysis  clays,  670. 

consistency  of,  673. 

Uranium,  211,  308,  416,  456,  457. 

acetate  solution,  600. 

deteimiiiation,  488. 

as  ferrocyanide,  490. 

as  oxide,  489. 

as  phosphate,  490. 

effect  of  phosphoric  acid,  491. 

volumetric  permanganate,  491. 

effect  on  solubility  cerium  oxalate,  504. 

lanthanum  oxalate,  504. 

nitrate  solution,  369,  600. 

oxides,  analysis,  492. 

residues,  recovery,  602. 

separation,  501. 

arsenic,  490. 

.  cobalt,  469. 

copper,  490. 

iron,  492. 

manganese,  469. 

nickel,  469. 

rare  earths,  488. 

titanium,  492. 

vanadium,  492. 

zinc,  469. 


Vanadium,  415,  456,  457,  474,  594,  618. 

detection,  468. 

determination,  177. 

as  lead  vanadate,  484. 

colorimetric,  484. 

Gregory's,  484. 

mercury  vanadate,  472. 

volumetric,  480,  481,  482,  483. 

■ Cain  and  Hosteller's  process, 


484. 


effect  on  permanganate  titration,  465. 

determination  of  iron,  467. 

titanium,  468. 

in  permanganate  titration  iron,  189. 
pentoxide,  480. 
separation  chromium,  483. 

cobalt,  469. 

manganese,  469. 

nickel,  469. 

tungsten,  418. 

uranium,  492. 

zinc,  469. 


tetra-oxide,  480. 

Varnish  for  paper,  143. 
Vesuvianite,  584. 
Vivianite,  657. 
Volt,  268. 
Voltmeter,  253. 


Volume  and  temperature,  28. 
Volumetric  process,  analysis,  28,  45. 

Wads,  analysis,  384. 
Wagner's  solution,  522. 
Wash-bottles,  93. 

gas,  Drechsel's,  547. 

hot  water,  94. 

with  Beutell's  valve,  95. 

with  Bunsen's  valve,  94. 

with  Griffin's  valve,  94. 

with  Waters*  valve,  94. 

Washing  precipitates,  87. 

theoiy,  95. 

Water  combined,  157. 

density  and  temperature,  29. 

determination,  570. 

-= Brush  and  Penfield's  process,  670. 

Danne's  process,  573. 

fractional  dehydration  minerals,  573. 

high  temperature,  571. 

in  talc,  571. 

Jannasch's  process,  671. 

distilled,  150. 

glass,  analysis  of,  75. 

volume  and  temperature,  29. 

Wax  for  etching  test,  624. 

Weighing  absorption  tubes,  errors  in,  550. 

accuracy  of,  16. 

bottles,  Guttmann's  575. 

Levi's,  9.. 

Reinhardt's,  100. 

by  double  vibrations,  11. 

by  tares,  11. 

correction  for  buoyancy,  22. 

corrosive  substances,  9. 

double,  11. 

electrification  during,  551. 

hygroscopic  substances,  8. 

volatile  substances,  8. 

tubes,  8. 

Weights,  estimation  by  measurement,  328. 

calibration,  17. 

correction  of,  16. 

glass,  8. 

quartz,  8. 

Weston's  cap  for  Bunsen  burner,  268. 
White  lead,  325. 

analysis,  319. 

drying,  819. 

Witherite,  analysis,  531. 
Wolframite,  405,  504. 
Wollastonite,  658. 

Xylonite  paper,  8. 

Yttbia  earths,  separation,  501. 
Yttrium,  496,  500. 

determination,  509. 

separation  beryllium,  508. 

cerium,  504. 

thorium,  504. 

zirconium,  508. 

Zeolite,  657. 

Zinc,  211,  394,  395,  415,  445,  455,  456. 

aluminium  alloys  for  reduction  iron,  188. 
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Zinc,  amalgamated,  reduction  of  iron  by,  187. 

delicacy  of  ammonia  teat,  177. 

determination  as  phosphate,  366. 

as  sulphide,  360,  364. 

volumetric  ferrocyanide,  367. 

effect  of  cadmium,  368. 

effect  on  silica  determination,  859. 

grey,  370. 

hydroxide,  separation  with,  471. 

metallic  precipitation  by,  305. 

ores,  analysis,  369. 

oxalate,  427. 

oxide,  826. 

emulsion,  379. 

evaluation,  369. 


—  reduction  of  iron  by,  187. 

—  retention  by  ferric  oxide  precipitate,  360. 

—  salts,  action  of  hydrogen   sulphide  on, 
360. 

—  separation,  469. 

basic  acetate  process,  364. 

cadmium,  273. 

cobalt,  864. 

manganese,  364. 


Zinc,  separation  nickel,  364. 

silicates,  analysis,  359. 

sulphide,  273,  276. 

Sroperties  of,  360,  364. 
isation  of,  366. 
Zircon,  657. 
Zirconium,  209,  444,  457,  618,  618,  687. 

detection,  497,  498. 

turmeric  test,  497. 

determination,  499. 

as  phosphate,  496,  497,  498. 

iodate,  496. 

minerals,  608. 

phosphate,  496. 

separation,  501. 

aluminium,  495,  496. 

beryllium,  508. 

cerium,  504. 

iron,  496,  496.      . 

titanium,  496,  496. 

thorium,  604. 

yttrium,  608. 


volatilisfttion  of,  600. 


Zoisite,  657. 
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